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Ne. 


JLckl  from  the  surface  of  iron,  remoring 

Addj,  Stearic 

Ajdipg  Machine .................... 

Addressing  newspapers,  Machine  for 

Idheeive  Material 

Advertising,  Apparatus  for 

Agave  Americana,  Dressing  the  leaves  of  the 

Agave  Plant,  Dressing  the  leaves  of  the 

Air,  Apparatus  for  navi^ting 

Air  ana  Steam,  Combimng  and  utilizing 

Air  Chambers 

Alarm,  Burglar's 

Alarms,  Burglar's 

Alarms,  Burglar's 

Alarm,  Door 

Alanns,  Drawer 

Akrm,  Fire 

Alarm  Whistles 

Anutlgamating  ores  of  the  precious  metals  . . . 

Amalgamating  Vessels,  Condensing  mercury  in. 

Amalgamator 

Amalgamator 1 

Amalgamator 

Anchor 

Anchor . WeU  and  Anchor 

Aniline  Colors 

Annimciator,  Hotel 

Anvils 

A{»ple  Parer 

Apple  Parer 

A^le  Parer 

Aqoariams 

Aqnaricuns 

Arastra 

Annor,  Attaching,  to  navigable  and  water  bat- 
teries. 

AshPaU 

Ash  Sifters 

Angers^  Hollow 

Aogers,  Hollow 

Azfes,  Carriage,  Rolling 

Axles,  Railroad  car 

Asles,  journals,  &^c.,  Lubricating 

Axks  and  Wheels,  Railroad,  to  run  on  differ- 

ani^;^iiged  tracks. 

Axle  Soxes,  Car 

AxJe  Collars 

AzInXiiibricator  and  Carriage  lantern,  Combined 


D.  McDaniel  and  E.  A.  Harvey 

E.  de  Bassano  and  A.  Brudenn. 

Joseph  Harris,  jr 

H.  A.  Gage 

Andrew  J.  Russell , 

Achille  Berthoud 

E.  Juanes  y  Patrullo 

E.  Juanes  y  Patrullo 

W.  F.  Quhnby 

R.  E.  Rogers  and  J.  Black 

Robert  Cruzbauer , 

P.  Kane  and  W.  Floyd , 

Geo.  Bruce,  sr 

M.  L.Powell 

H.  Curtis  and  A.  Tufts , 

F.  H.  Purington 

Samuel  D.  Cooper 

Noyes  D.  Lamb 

Frank  Dibben 

Van  Buren  Ryerson! 

J.  M.  Hill 

Selim  E.  Woodworth 

A.  B.  Paul 

Ferdinand  Martin 

Ross  and  Thomas  Winans 

J.  E.  C.  Delaire 

J.  H.  H.  Bennett 

C.  H.  Schadt 

W.  H.  and  C.  W.  Hardy , 

8.  8.  Hersey , 

H.  A.  Frost 

Hermann  Shlarbaum 

J.  A.  Cutting 

S.E.WoodworthandJ.E.Wethered 
J.  B.  Love 


G.W.Walker 

Lawi-ence  F.  Frazee 

A.  Wyckoff  and  La  Fayette  Stevens 

8.  P.  Gilbert 

T.  H.  Miller 

A.  E.  Smith 

C.  L.  Morehouse 

Otis  Tufts 


J.  L.  Vauclain . 
E.  S.  Scripture. 
John  Scbeeper. . 
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B. 


Babj  Jumper 

Babj  Jumper  and  supporter 

Bajf,  Feed,  for  horses,  &c 

Bags,  Holding,  while  being  filled 

Bags  and  boxes,  Machines  for  making 

Bag  Holder 

Baffgage  Director 

Baumce,  Acrumatic 

Balls  for  games  of  chance,  Selecting : . . . 

Balls  for  rifles,  Casting 

Balloons 

Balloons 

Bands,  Metallic,  for  cotton  tubes.  Fastenings  of. 

Bank  Notes 

Bank  Notes,  Printing 

Bark,  Planing 

Barometer 

Barometers 

Barometers,  Packings  for 

Barrel 

Barrels,  Chamfering 

Barrels,  Hoisting  and  placing,  in  tiers  or  rows. 

Barrels,  Machine  for  setting  up 

Barrels,  Making : 

Barrel  Heads,  Forming 

Basket 

Basket , 

Basket  for  berries 

Bathing  Apparatus 

Bathing  Apparatus,  Electro-magnetic 

Bats  for  felt  doth.  Forming 

Battery,  Body,  Portable 

Battery,  Gun,  Repeating 

Battery,  Gun  and  Bayonet 

Battery,  or  olatoon  gun.  Portable 

Batteries,   Navigable  and  water.   Attaching 
armor  to. 

Bayonet  and  Gun  Battery 

Beam,  Trussed,  for  bridges 

Beans,  Food  made  from 

Bed,  Camp 

Bed,  Camp,  and  chair 

Bed,  Cot 

Bed,  Folding,  Portable 

Bed,  Spring 

Beds,  Chairs,  Slc,  Spring  bottom  for 

Bed  Bottom ............................... 

Bed  Bottom 

Bed  Bottom 

Bed  Bottom,  Spring 

Bed  Bottom,  Spring j. 

Bed  Bottom,  Spring 

Bed  Bottom,  Spring 

Bed  Bottom,  Spring 

Bed  Foundation 

Bedstead 

Bedstead,  Camp 

Bedstead,  Camp 

Bedstead,  Camp 

Bedstead,  Folding 

Bedstead,  Folding,  Portable 

Bedsteads,  Fracture 

Bedstead,  Trunk  oonvertiUe  into  a 


J.  A.  DeBrame 

Henry  Frankfurth 

R.  B.  Fitts 

John  H.  Morris 

John  Miller,  jr 

A.  M.  Olds 

T.  M,  Richardson 

J.  A.  Gridley 

Mortimer  Nelson 

Peter  Nayler 

Mortimer  Nelson 

J.  J.  Sherman 

O.  C.Eyans 

John  Murdoch 

Jabei  W.  Hayes 

Joseph  Blakely 

Henry  A.  Clum 

Joseph  T.  Large 

J.  P.  Simmons 

S.  Roberts 

JohnTilley 

G.  B.  Vroom  and  SoL  Kinzie 

A.  G.Mack 

Sheridan  Roberts 

P.  H.  Lowler  and  J.  B.  Dougherty, 

Thomas  Hegarty 

S.  M.  Sherman 

S.  R.  Wilmot 

John  C.  Schooley 

James  Young 

Thomas  B.  Butler 

Samuel  J.  Seely 

Ezra  Ripley 

Joel  W.  Andrews 

C.  Stauf  and  C.  J.  Steinbach  .... 
J.  B.  Love 

Joel  W.  Andrews 

P.M.  Frees  and  Z.  King 

S.  R.  Andres 

W.  S.  G.  Baker 

S.  G.  Crane 

Charles  W.  Irwin 

George  A.  Seidler 

Stewart  Elder 

G.  W.  Griswold 

J.  S.  Smith 

William  F.  Conyerse 

O.  A.  A.  Rouillion 

H.L.  Thistle 

Joseph  Stevens 

J.  J.  McCormick 

Edward  Hennessey 

Otis  Howe 

William  A.  N.  Long 

Andrew  Foster 

W.A.  Mauran 

James  White 

Alfred  Polino 

Fred.  C.  Payne 

H.  W.  Eastman 

Esekiel  Daniels 

W^B.  Strong 
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Bedstead' and  cot 

Bedstead  and  knapsack  in  combination. . . 

Bedstead  and  tmnk  combined 

Bedstead  Drapery  Fastener  or  Sospender. 

Bees,  Device  lor  nivlng 

Beehives 

Beehives 


Beehives 

Beehives 

Beehives 

Beehives 

Beehives 

Beehives - 

Beehives 

Beehives 

Beehives 

Beehives 

Beehjves 

Beehives 

Beehives 

Beehives 

Beehives 

Beehives 

Beehives 

Beehives 

Beehives 

Beehives 

Beehives 

Beehives 

Beehives 

Beer  and  other  liquids,  Coolers  for . . 

Beer  Coolers 

Bells,  Cow 

Bells,  Yog,  Operating 

Bells,  Foe,  Ringing 

Bells,  Sleigh,  Stringing 

Bell  Ringing  Apparatus 

Belts,  Driving 

Belts,  Woven  endless 

Belt  Fastenings 

Biscoit,  Rolling  pin  and  docker  for. 

Biscuit  Machine 

Bit,  Bridle 

Bits,  Bridle 

Bit  Braces 

Bit  Stock 

BlackinffBoz  Holder 

Blinds,  Window 

Blinds,  Window,  Fastening 

Blinds  and  Slats 

Blind  Fastener 

Blind  Fasteners,  Window 

Bund  and  Sash  Fastener 

Blind  Fastening 

Blind  Slats,  machine  for  mortising. 

Blowers 

Blowers 

Boat 

Boats,  Canal 

Boats,  CanaU  Construction  of 

Boats,  Life 

Boats,  Working,  Ships' 

Boat  Detachinff  Apparatus 

Bobbin!  for  Spuming  Hacbinea 
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William  Wells 

B.  Frodsham  and  M.  Levett 

F.  Boissard  and  8.  Courath 

B.  B.  Pullan 

Calvin  Cutler 

S.  R.  Bryant 

N.  D.  UarUejr  and  M.  S.  More- 
house. 

J.C.  Gray 

R.  Daniels  and  G.  P.  Cobb 

E.  L.  Jinnett 

Samuel  Ide 

Orlando  Miller 

Alexander  Clow 

HughH.  Whitney 

F.R,  Walker 

T.  P.  Hornbrook 

R.Bullard 

Oliver  Reynolds I . . . 

G.  H.  Hartman 

Martin  Metcalf 

Ferdinand  Woodward 

David  Dougal  and  Wm.  Truxal.. 

Jeremiah  l&hrer 

D.  M.  Gum  and  C.  L.Cain 

W,  M.Lee 

A.J.Smith 

Melanchthon  StiUwell 

Henry  R.  Terry 

Richard  Colvin 

Edwin  Comer 

F.  Stieubel  and  A.  Roos 

JohnTrayeser 

G.  C.Albaugh 

John  Haynes 

Andrew  Morse 

S.  C.Chase 

R.  Kinsley 

William  Glissold 

S.  W.Baker 

George  W.  Blake 

Adam  Exton 

AdamExton 

A.  L.  Weymouth 

J.  M.  Roberto 

Charles  Morrill 

John  F.  Cory 

J.  W.  Lewis 

D.  D.  Douglass.... 

Joseph  W.  Whittier 

John  Wyberd 

Edward  R.  Chandler 

WyllyAvfiry 

W.  E.  and  H.  G.  Arnold 

W.C.  Hicks 

C.  W.  Strout 

Thomas  H.  Wilson 

Henry  Thirion 

John  Hutchinson 

C.  Van  Name 

Abram  Van  Order 

J.  T.  SchoU 

R.8.Stubbs 

W.  M.  Van  Wagenen 

James  A.  Basin 
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Boikr,  Cnlinaiy 

Boilers,  Culinary 

Boilers  for  hot  water  apparatus 

Boilers,  Steam 

Boilers,  Steam 

Boilers,  Steam 

Boilers,  Steam 

Boilers,  Steam 

Boilers,  Steam 

Boilers  Steam 

Boilers,  Steam 

Boilers,  Steam 

Boilers,  Steam 

Boilers,  Steam 

Boilers,  Steam 

Boilers,  Steam,  Feedwater  apparatus  for 

Boilers,  Steam,  Feedwater  apparatus  for 

Boilers,  Steam,  Feedwater  apparatus  for 

Boilers,  Steam,  Gas  generating 

Boilers,  Steam,  High  and  low  water  indicator  for 
Boilers,  Steam,  Indicating  the  position  of  water 
in. 

Boilers,  Steam,  Low  water  alarm  for 

Boilers,  Steam,  Low  water  alarm  for 

Boilers,  Steam,  Low  water  detector  for 

Boilers,  Steam^  Low  water  detector  for 

Boilers,  Steamt  Purifying  acid  water  for 

Boilers,  Steam,  Supplying,  with  water 

Boilers,  Tube  sheets  lor 

Boiler  and  heater 

Boiler  Feeder,  Automatic 

Boiler  Plates,  Punching 

Boiling  Apparatus 

Bolts,  Cnttmg 

Bolts,  Door 

Bolts,  Heading 

Bolts,  Latch 

Bolts,  Shutter  and  blind 

Bolts  and  spikes,  Drawing 

Bolt  and  Rivet  Machine 

Bolting  Chests 

Bolting  Cloths,  Preventing  the  destruction  of.. 

Bomb  Shells 

Bone  black,  Revivifying 

Bonnets 

Bonnets 

Bonnets,  Manufacturing 

Bonnets,  Pressing - 

Bookcase 1 

Boots,  Ciimping 

Boots,  Skating 

Boots  aud  Shoes 

Boots  and  Shoes •- 

Boots  and  Shoes 

Boots  and  Shoes 

Boots  and  Shoes 

l^ts  and  Shoes 

Baot8  and  Shoes 

Boots  and  Shoes 

Boots  aud  Shoes 

Boots  and  Shoes 

Boots  and  Shoes 

Boots  and  Shoes,  Applying  heels  to 

Boots  and  Shoes,  Heel  attachment  to 

Boots  and  Shoes,  Uealf  for 


T.  Dwightlngersoll.. 

Thomas  Dare 

Edw.  Horaiek 

Henry  Hoffinan 

John  Porter 

John  Dunham ....... 

L.  P.Barre 

F.  B.  Blanchard 

George  W.  Rains . . . . 
Greorge  W.  Rains  . . . . 

J.  R.  Robinson 

George  Mann  jr 

F.  B.  Blanchard 

Frank  ColUgan 

Silas  Stewart 

W.  A.  LighthaU 

L.  X.  Gargan 

J.  W.  Doughty 

John  Laing 

S.  W.  Wanen 

H.F.Hart 


A.  Carr 

W.  H.Miller 

George  W.  Blake 

Louis  Youmans , 

G.  C.  L.  Degenhardt 

R.  Jadwiu 

Wm.  8.  Hudson 

S.  A.\Villott 

James  Hoover , 

Rhesa  Griffin 

John  McCormick 

M.  D.Budd 

Benjamin  Russell , 

James  Weather 

John  Adt 

Augustus  Reeve 

H.  E.  Fowle 

Abraham  Reese 

Joi»cph  Bell 

Wni.  McKain 

James  Mclntire 

Charles  N.  Brock 

S.  H.  Lyon  and  W.  E.  Doubleday 

S.  A.  BiaUo 

Thomas  Bruchor , 

H.  E.  West 

Anthony  Lamb .• , 

Levi  W.  Hayden 


J.  W.  Pearson  and  H.  O.  Peabody 

L.  andT.  B.  Holden 

A.  O.  Crane , 

Dennis  Lenain 

J.  C.  Plumcr , 

Cbristopbcr  Meyer , 

Cecil  G.  Johnson , 

T.  G.  Eiswold 

Henry  Post 

George  A.  Mansiield 

E.  Heaton  and  J.  L.  Joyce 

Moses  M.  Pettes 

Jacob  Jenkins 

G.  C.Aikon 

George  Keene 
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Boots  and  Shoes,  Last  for 

Boots  and  Shoes,  Tips  for 

Boots  and  Shoes,  Tnmming  heels  of 

Boots  and  Shoes.   (See,  also,  Sh9e$mnd  Boots,) 

Boot  Crimp 

Boot  Heels 

Boot  Jack.     (See  Jack,  Boot.) 

Boot  Legs 

Boot  Legs 

Boot  Legs,  Machines  for  taming 

Boot  Leg,  Machines  for  taming 

Boot  Patterns 

Boot  and  Shoe  Soles,  Machine  for  skiving 

Boot  and  Shoe  Tips 

Boring  Machine 

Boring  Machine 

Boring  Machine 

Boring  Machines 

Boring  or  Mortising  Machine 

Bottles,  Filling 

Bottles,  Glass  stopper  for 

Bottles,  Inserting  stoppers  in 

Bottle  Stopper 

Bottle  Stoppers 

Bot<  e  Stoppers 

Bowling  Alleys,  Substitute  for  pins  in. .  .* 

Boxes  of  Carriage  Hubs 

Boxes  for  carriage  wheels,  Anti-fnction 

Boxes,  Fare 

Boxes,  Fare 

Boies.  Fare,  for  railroad  cars,  dec 

Boxes,  Fire,  Locomotive 

Boxes,  Match 

Boxes,  StuflSng,  Packing  for 

Boxes  and  Bags,  Machines  for  making 

Brace,  Ball 

Bracelets 

Bracelets,  dx,  Constracting 

Braiding  Machine 

Braiding  Machines 


Brakes,  Antomatic 

Brakes,  Car 

Brakes,  Car 

Brakes,  Car 

Brakes,  Car 

Brakes,  Car 

Brakes,  Car 

Brakes,  Car 

Brakes,  Car,  Railroad 

Brakes,  Car,  Railroad 

Brakes,  Car,  Railroad 

Brakes  for  carriages 

Brakes,  Carriage 

Brakes,  Carria^  Adjustable 

Brakes  for  carnages.  Self-acting 

Brakes  to  driving  wheels  of  tread  powers,  Ap- 
plication of. 

Brakes,  Hemp 

Brakes,  Hemp 

Brakes,  Hemp 

Brakes,  Hemp 

Brakes,  Hemp 

Brakes,  Hemp 

Bnkei,  Hemp 


Joeiah  H.  Noyes... 
Qeorge  A.  Mitchell. 
C.  IL  Helms 


Joseph  G.  Whittier. 
George  A.  Mitchell. 


C.  H.  Leffingwell 

David  A.  Haviland 

A.  Ransom 

David  Bissel 

A.  Forrist  and  C.  A.  Wheeler  - , 

Wm.  F.  Trowbridge 

Thomas  J.  l^fayall 

Eli  P.  Drake 

N.  R.  Merchand 

S.  L.  Fitts 

Amos  Leonard 

S.  W.  Bidwell 

Henry  W.  Putnam 

S.  A.  Whitney 

Amasa  Stone 

W.  A.  Shaw 

M.  C.Cronk 

J.  A.  Preston 

J.  M.  Carrier 

James  A.  Cramer ^ 

J.  B.  Blanchard 

W.  B.  Bartram 

J.  B.  Slawson 

H.  Tapper 

James  L.  Yauclain 

Samuel  W.  Francis 

Ross  and  Thomas  Winans 

John  Miller,  jr 

S.  H.  Bartholomew 

Henry  Kipling 

J.  8.  Palmer 

G.  K.Winchester 

H.  W.  Cady ,  J.  M.  Carpenter,  and 
G.  K.  Winchester. 

John  Wilkinson 

W.C.Wright 

A.  C.  Herron 

G.  W.  Bridgman 

W.  R.  andH.  E.  Kay 

P.  8.  Devlan 

John  Pettengill,  jr 

C.  B.  Lashar 

Daniel  Derr 

Lucius  Parker 

Joseph  Mulvey  and  C.  Ohlcmacher. 

J.  E.  Briggs 

Lewis  R.  Carpenter 

J.  A.  Letts 

William  EUmaker 

James  Curran 


Robert  Heneage 

J.  B.  McCormick  and'W.  R.  Baker 

William  Jones 

Robert  Dodsworth 

William  H.  Austin  and  F.  Creasy 

J.  R.  McDonald 

J.  H.  PhUUps...-* 


31,733 
31,673 
31,666 

31,922 
32,638 

32,335 
33,195 
31,281 
33,818 
33,342 
32,671 
33,440 
32,125 
32,449 
32,550 
33,324 
32,509 
33,602 
31,046 
32,590 
33,964 
31,703 
32,647 
33,695 
31,873 
33,292 
31,204 
31,262 
31, 7K 
33,057 
32,187 
31,346 
32,777 
32,347 
31,931 
31,735 
31,061 
33,569 

31,047 
31,137 
31,387 
32,549 
32,665 
32,758 
32,841 
34,000 
31,583 
32,783 
33,210 
31,837 
33,865 
31,249 
^,522 
33,133 

31,167 
31,181 
31,245 
31,375 
31,585 
31,899 
32,530 


Digitized  by  VjOOQIC 


fffl 


INDEX. 


Inrention  or  DiaooTeiy. 


BiBoes  for  hone  can 

Brakes,  Railroad  safety 

Brakes  for  sewing  machines. 

Brake,  Sled 

Brakes  for  sleighs 

Brakes  for  vehicles 

Brakes,  Waeon 


Board 

I,  Attaching  . 

5:  mash  for... 
or  baking... 


erry  . 


If-opening . 
ionof...,. 


meeting  the  braces  of . 
m 


)eamfor 

'I     ......  ......  .••...   ....a 

Baring  block  for 

eat  with 

ifactare  of  salt,  Purifjing  . 


j>room...... .. 

Broom,  Stable. 
Broom  Clasp.. 
Broom  Com... 


.utomatic . 
friction  .. 


1  water. 


)r 

ructing 


Borneo,  Gas. 
Bonifla,  Qas. 


Name  of  PMantM. 


George  R.  Barker 

D.  Pohlmann ......  .......... 

Daniel  Boggles , 

A.  S.  Clark 

M,  B.  and  8.  J.  Lord 

J.  A.  Whitney 

JosiahLong , 

Porter  Seward 

J.  8.  Whisler 

B.  B.  HiU 

George  Clark  and  P.  T.  EtUng 

Alexander  Dick 

James  McNamee 

G.  F.Holland 

Sumner  C.  Granger 

L.  A.  Boisson 

JohnMellinff 

John  Caswell 

Williams.  Watson 

John  CaswoU 

James  8.  York  and  G.  H.  Heminir 

W.  W.  Virdin T 

G.  W.  R.  Bayley  and  T.  W.  Nelson 

John  Solser 

Archibald  McGuffie 

Lewis  Eikenberry 

A.D.  Briggs 

Joseph  Tomlinson 

E.J.  Story 

P.  M.  l^ieesandZ.  King 

J.  H.  Junkins 

John  L.  Piper 

James  C.  Adams 

J.  M.  Luther 

Daniel  Kaufman 


Thos.  Langdonand  H.  C.  Kellogg. 
C.  Wirtman ..!. 


S.  M.  Sherman 

William  II.  Towers 

E.  J.  Richmond  and  T.  Wright  .. 

Nelson  Holmes 

C.L.  W.Baker 

O.  M.  Truair 

Daniel  Fleming 

Thomas  J.  Mayall 

Sophia  Carpenter 

J.  J.  Adams 

L.  A.  Hoffman 

John  F.  IfcClnre 

Thaddeus  Fowle 

William  L.  Haller 

Thomas  MitcheU 

R.  B.  Fitts 

George  Wood 

John  E.  Smith 

John  W.  Hinman 

L,  H.  Gano '. 

J.  H.  Havens 

Samuel  J.  Scely 

John  H.  Weaver 

Chas.  Momten  and  Stillman  Moore. 
J.    L.    Leffingwell    and  8.   W. 
Thorn  pMon. 

James  Poole 

Charles  P.  Millar 


No. 


33,287 
31,737 
31,4T7 
32,351 
31,671 
32,659 
31,894 
32,006 
32,392 
33,860 
31,371 
31,789 
31,066 
34,036 
33,779 
31,150 
33,535 
32,047 
31,918 
32,046 
34,023 
32,846 
31,222 
33,606 
3:1,954 
31,197 
32,56ft 
32,440 
31,415 
33,384 
32,480 
33,542 
3:^,220 
33,725 
31.463 
32.299 
32,32S 
33,010 
3:$,  686 
32,083 
32,292 
32,504 
33,968 
31,593 
31,613 
32,970 
32,552 
32,625 
31,727 
33,986 
32,224 
31,471 
33,737 
32,328 
32,152 
33,840 
32,558 
32,477 
32,256 
32,261 
31,472 
31,893 

32,738 
33,858 


Digitized  by  CjOOQIC 


mtiasi. 


Inyention  or  Discoteiy. 


Name  of  Patentee. 


Ko. 


I  for  pnrifyinff  gas 

Btimers,  Vapor,  for  iieatiiig,  Sbo 

Burner  Begulators,  Gas 

Bomishing  Machine 

Batter,  Preserving 

Batter,  Preserving ^ 

Batter  Worker - 

Batter  Worker 

Batter  Worker 

Batter  Workers - 

Batter  Workers 

Buttons 

Battons 

Buttons,  Picture 

Battons,  Suspender 

Buttons,  or  Garment  Fasteners 

Button  Fasteners 

Button  Fastening 

Button  and  8tua  Fastening 

Button  Hole  Cutters 

C. 

Cable,  Telegraphic 

Cables,  Chain,  Link  shadde  of 

Cages,  Bird 

Cages,  Bird « 

Cimpers •.-- 

Calves,  Devices  for  weaning 

Cams,  Variable 

Can,  Milk 

Cans,  on 

Cans,  Oil,  Cap  for 

Cans,  Paint 

Cans,  Preserve 

Cans,  Preserve,  Sealing 

Cans  and  Jars,  Stoppers  for  sealing 

Candle  Stand,  Lamp  or 

Candlestick 

Candle  Wick 

Candle  Wick,  Lampani 

Candy,  Machines  for  rolling 

Cane  and  seat  combined 

Cane  Juice  with  sulphurous  gas.  Apparatus 

for  treating. 
Cane  Juice.    (See,   also,   Saccharine  Juius 

and  Sugar,) 

Cannon,  Mounting  and  manoeuvering 

Cannon,  Hammers  for 

Canteen 

Canteen 

Canteen - 

Canteen 

Canteen 

Canteen  Filler 

Caoutchouc,  Compositions  of. 

Caoutchouc,  Compositions  of 

Caoutchouc,  Vulcanizing 

Caoutchouc,  Vulcanizing 

Caoutchouc  &c..  Vulcanizing 

Caoutchouc,  Vulcanizing  in  single  chamber 

apparatus. 

Caoutchouc,  to  cloth.  Applying 

Caoutchouc.     (See,  also,  Indta  RvMer  and 

^Ul^ber.) 


John  Danks 

R.  R.  Lewis 

A.  H.  Wood , 

David  F.  Randall 

N.  D.  Wetmore 

P.  Giraud 

J.  A.  Allen 

P.  G.  Woodard 

BrielD.  Pease 

G.  M.  Rhoades 

Noah  Bennett 

G.  A.  Meadiam 

G.  A.  Meacham 

R.  E.  Hitchcock 

Edwin  Smith 

R.  Bochlen  and  W.  Staehlen. ... 

Joseph  Lofendahl 

W.  Kuhlenschmidt 

V.  G.Amold 

L  J.  Fearing 

Thomas  W.  Evans 

W.  J.  Hotchkiss 

H.  C.W.  Batterman 

William  Staehlen 

J.  H.  CaU 

J.  J.  Wiking 

William  H.  Andrews 

Philip  Teets 

Thomas  K.  Anderson 

James  H.  Breckenridge 

J.  F.  Drummond .............. 

N.  S.  GUbert 

Henry  S.  Fisher 

J.  B.  Wilson 

F.A.  Marshall 

S.  L.  Marsden  and  S.  R.  Burrell 

C.  A.  Wortendyke 

Stephen  R.  Weeden , 

R.M.  MarshaU 

C.  H.  Dascomb 

G.  A.  Huwald 

Obadiah  Hopkins 

Matthew  C.  Bogia 

Charles  Barthomae 

John  Case , 

J.  A.  Montgomery 

Samuel  Herbert 

S.  G.  Morrison 

S.  H.  RusseU 

R.  F.  H.  Havemann 

R.  F.  H.  Havemann 

GeoreeE.  Hayes 

B.  W.  Franklin 

D.  C.  Gately 

B.  W.  Fraiilin 

Christian  Meyer 


31,4(t6 
31,»)6 
33,558 
31,638 
33,483 
31,864 
31,758 
83,794 
32,717 
38,290 
32,703 
33,046 
33,038 
32,087 
33,025 
32,101 
32,156 
32,816 


32,186 
31,021 
32,85? 
33,216 

32,4$ 
33,912 
33,771 
32,4$9 
33,471 
31,866 
32,897 

33;^ 
31,856 
31,251 
33,788 

^»^ 
33,073 

33,i)86 


33,944 
33,513 
32,744 
32,752 
33,360 
33,586 
34,004 
33,105 
31,240 
31,241 
31,599 
33,464 
33,303 
33,246 

31,729 
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Inyention  or  Dlfooreiy* 


Kame  of  Patentee. 


C*P8 

Cap«,  Military 

C^pa,  Military  fatigae 

Capstans,  Portable 

Capstans,  Ships* 

Capstan  and  Windlass,  Combined 

Capsules,  Metallic 

Carpet  Cleaner 

Cafpet  Fastener 

Carpet  Lining 

Carpet  Stretcner 

Carpet  Tack  Driver 

Carding  Machine 

Carding  Machines  ......................... 

Carriages 

Carriages,  Children's 

Carriages,  Children's 

Carriages,  Children's,  or  Perambulators 

Carriages,  Gun 

Carriages,  Hounds  of 

Carriages,  Making  skeins  of  axle  arms  of 

Carriages,  Steam,  for  common  roads 

Carriages,  Stoam,  Changing  the  speed  of 

Carriages,  Wheel 

Carriages,  6lc»^  Holdback  for 

Carriage  Bodies 

Carriage  Bodies,  Hanging 

Carriage  Fronts,  Bemovable 

Carriage  Pole  Supporter 

Carriage  Steps 

Carriage  Tops,  Making  braces  for 

Carriage  Work,  Collar  for  ornamental 

Cars,  Stopping  and  starting 

Cars,  Railroad,  Draught  bar  for 

Cars,  Railroad,  Equalizing  beams  and  levers  in 
Cars  for  Railroads,  Metallic 

8ar8,  Raihroad,  Retrackers  for 
ars,  Raihroad,  Stopping  and  starting 

Cars,  Railroad,  Stopping  and  starting 

Cars,  Railroad,  Stopping  and  starting 

Cars,  Street  Railroad,  Collecting  fares  on 

Cars  and  Raihroads 

Car  Trucks,  Railroad,  Applying  the  boLsters  in. 

Cart 

Carts,  Hemp 

Carts  or  Wagons,  Weighing 

Cartridges 

Cartridges,  Envelopes  for 

Cartridges,  Metallic 

Cartridges,  Metallic,  Manufacture  of 

Cartridges,  Skin 

Cartridges,  Waterproof 

Cartridge  Box 

Cartridge  Boxes 

Cartridge  Cases '.. 

Cartridge  Loaders 

Castor,  Furniture 

Castor,  Furniture 

Castor,  Spring 

Castings,  Annealing  and  swaging 

Carts  iorpads.  Taking 

Cattle,  Watering,  in  railroad  cars 

Cattle  Fastenings 


J.  K.  Gittens,  jr 

J.  F.  Whipple 

C.  KoUinsky,  J.  Ehrlich,  and  A. 
J.  De  ZeVlL 

George  Cook 

Charles  Perley 

Johns.  Getchell 

William  Betts 

A.  M.  George,  and  A.  M.  and  J. 
W.  Carter. 

M.  D.  and  S.  A.  Snyder 

JohnR.  Harrington 

G.  S.  Greenleaf  and  Cyrus  Buckland 

H.  8.  Walcott 

Joseph  Davis 

S.  R.  Parkhurst 

C.  B.  Wood 

B.  P.  Crandell  and  J.  A.  Conover. 

Charles  Askam 

J.  A.  Crandall 

W.  C.  Fuller 

JohnMaddock 

Gottlieb  Schreyer 

J.  K.Fisher 

John  Griffin 

D.  F.  Goodhue  and  E.  H.  Carey.. 

John  Davis 

W.  C.  and  J.Dunn 

C.  C.  StringfellowandD.W.  Surlos 
C.  F.  Abright  and  L.  Burkhard. .. 

Solomon  E.  Bolles 

H.  T.  Betts 

B.  F.  Hooper 

Moses  Seward 

James  Higgins 

H.J.  Lombaert 

J.  H.  Dermis.... 

B.J.  LaMothe 

Joseph  D.  Potts 

Beniard  Morohan 

P.  Louis 

J.  A.  Emerick...? 

J.  H.  Dennis 

Chandler  McWa^e 

M.  LaRueHamson 

N.  R.  Badwin 

T.  Feagan 

N.  E.  Doane 

Rollin  White 1 

A.  K.  Johnson  and  L.  Dow 

J.  P.  GiUespie 

Ethan  Allen 

Wm.  Mont  Storm 

Roberts  Bortholow 

G-.  Jassath 

James  S.  Smith 

B.  C.  English 

Edward  Maynard 

Edward  Lindner 

C.  R.  Gorgasand  W,  H.  Smith.. 

E.  J.  Hall 

E.  B.  Wilson 

Fred.  Kesmodel 

Wiliam  Robinson 

Kendall  Gibbs 


33,3tt 
32,86 
33^1 

32,414 
31,6li^ 
32,284 
33,179 
32.473 

32,089 
32,134 
31,383 
31,360 
31,426 
32,380 
32,327 
31,872 
32,271 
31,110 
32,768 
33,355 
32,255 
32,991 
31,455 
32,285 
33,555 
32,513 
31,134 
33,32e 
33,811 
32,460 
32,021 
31,330 
31,080 
31,670 
33,775 
33,350 
38,795 
31,124 
31,140 
32,127 
33,921 
33,534 
33,739 
31,293 
31,795 
31,155 
33,805 
33,393 
33,481 
31,695 
33,611 
32,345 
33,308 
31,680 
33,429 
31,891 
31,54t 
32,766 
33,974 
33,315 
32,773 
33,605 
33r780 


Digitized  by  CjOOQIC 
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InyentioB  or  DiBCOTexy. 


Name  of  Patentee. 


Na^ 


Cement  for  leather  and  other  sabetances 

Cemcnta  for  rooting  purposes 

Chaire,  Endless,  and  tread  of  hone  powers . . 

Chams,  Iron,  Making 

Chair,  Adjustable 

Chair,  Camp 

Chair  for  disseminating  medicated  vapors. .. 

Chair,  Ice 

Chairs,  Railroad 

Chaira,  Railroad 

Chairs,  Railroad 

Chairs,  Railroad 

Chairs,  Railroad,  and  Splicer 

Chairs,  Railroad  coupling 

Chair,  Reclinine 

Ohair  and  bed.  Camp 

Chair,  Lounge  and  Cot 

Chairs,  &.C.,  Spring  bottom  for 

Chair  Backs,  Cuttmg 

Cha.k  Erasers 

Cheese  Vat 

Cheeite  Vat  Operator 

Ches  s,  Boltmg 

Chests,  Camp 

Chests,  Camp 

Chests,  Camp 

Chests,  Camp 

Chest,  Camp,  and  Cook's  Stove,  Combined. 

CheHt,  Camp  and  Table  combined 

Chimney,  L.amp 

Chimneys  to  lamps.  Securing 

Chimneys,  Linings  for 

Chimney,  Throat  lor  tire  places 

Chimney  Top 

Chronometer  Escapement 

Chock  tor  boring  nre^arms  cylinders 

ChoUu  for  latnes 

Chom 

Chum 

Chum 

Chum ^••^ 

Churu 

Chum 

Chum 

Chum 

Churn 

Chum 

Chum • 

*Chum 

Chum 

Chum 

^^BUni    ».*•••  •••*••  .«••••  ••••••  ••*•*.  a... 

"  rWPi H  •••••• ■••••■ ••«••• •••••• ••••••  •*.. 

Ckam 

Churfii 

Clsoms • 

Chorus » 

Choroi 

Cltonis 

Choms 

Choms 

Choms 

CborDS  . 


Choms,  ODeratlog. 
ChnrnDasW 


S.F.  Hilton 

Peter  Harder 

G.  E.  Burt 

Edward  Weissenbom 

Amos  Chase 

P.  J.  Hardy 

J.  W.  Smith 

Frederick  Ashley 

E.  B.  Banker , 

Enoch  Wnght 

Ira  Leonard 

Arch.  McGuflto 

E.  F.  Barnes 

B.  C.  Smith 

Qeorge  Hunzinger 

S.  G.  Crane 

G.  B.  Gurley  and  C.  G.  Brady. 

Q.  W.  Griswold 

J.  A.  Dyer 

GeorgeMunger 

Darius  W.  Maples 

C.  M.  Wilkins 

Joseph  Bell 

George  Parr 

George  C.  Lane 

Ambrose  L.  Gamer 

Charles  W.  Irwin 

H.  W.  Ball 

Weslev  Chase ,. 

E.  and  E.  D.  Dithridge 

Edwin  Bowen 

Charles  Shivers  and  S.  Ustick.. 

JohnE.  Layton 

Nicholas  Hackett 

Prosper  Humbert 

Charles  H.  Alsop 

Samuel  G.  Twambly 

J.  V.  Stevens 

M.  C.  Longacre 

V.  Stirewtttt 

Peter  Dunwald 

J.  R.  Mickey 

Wm.  Hamilton 

W.  B.  Hopkms 

Wm.  Jackson  and  Joseph  Clarke. 
John  Stillwell 

C.  T.  Anderson 

T.  A.  Jebb.... 

H.  Uagans 

Nelson  Cabel 

Robert  Parker 

S.  W.  Mudge 

8.  W.  Mudge 

Royal  IL  Peck 

Wm.  F.  Armstrong 

CD.  Van  Allen 

John  Fowler  and  W.  L.  Walter  .. 

M.  C.  Cronk 

T.  E.  Markillie 

D.  W.  Seeley 

James  H.  Doughty 

Henry  Sidle 

Georee  Goeway 

IsaisLM.  Williams 

Moses  D.WeUs 


33,065 
33,ld4 
33,024 
33,014 
32,511 
33,089 
32,384 
31,290 
31,071 
31,283 
33,786 
31,816 
32,114 
33,404 
33,392 
32,822 
33,192 
32,629 
32,398 
33,684 
32,198 
31,925 
31,947 
32,643 
33,529 
33,734 
33,946 
33,630 
33,5?D 
33,428 
33,875 
33,498 
33,591 
31,015 
31,543 
32,675 
33,060 
31,338 
31,355 
31,413 
31,447 
31,554 
31.715 
31,806 
32,250 
32,388 
32,503 
32.697 
32,868 

33^^ 

33!  009 

:o,8i;i 

3;i,814 
:fc2,9U7 
:e,939 
33,030 
3:t,l.'>4 
33,164 
33,469 
33,802 
33,973 
33,429 
3VW 
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Inventkii  or  Diseoveiy. 


Kttno  of  Patentee. 


Ka 


Cigars 

Cigcurs,  Making * 

Cigars,  Making 

Cigars,  Making 

Cigars,  Making  the  bodies  of 

Cigars,  Putting  on  the  wrappers  of. ^....;... 

Cigar  Holders 

Cigar  Machine * 

Cigar  Macliines 

Cigar  Machines 

Gistems,  Wells,  Sui,,  Apparatus  for  walling, 

with  grout. 

Clamp,  shoemaker's «. 

Clamping  Machine  for  carpenters 

Clay,  Pmverizing  and  Cleaning 

Ck>aks,  Military 

Cloak  and  Tent,  Convertible 

Clocks,  Calendar 

Clocks,  Self-winding 

Clocks,  Tower 

Clocks,  Winding 

Clock  Escapement 

Clock  Escapements 

Clod  Crusher 

Cloth,  Elastic,  Manufacture  of 

Cloth,  Machines  for  folding 

Cloths,  Teatering  and  drying 

Clothes  Dryer 

Clothes  Dryer 

Clothes  Dryer 

Clothes  Dryer 

Clothes  Dryer 

Clothes  Dryer 

Clothes  Dryer,  Bevolying 

Clothes  Frame 

Clothes  Frame 

Clothes  Frame 

Clothes  Frame 

Clothes  Frame 

Clothes  Washer  and  wringer 

Clothes  Washer.  {Qee,9]BO,  ira$hing  Maekine9.) 

Clothes  Wringer 

Clothes  Wringer 

•Clothes  Wringer 

Clothes  Wringer 

Clothes  Wringer , 

Clothes  Wringer - 

Clothes  Wringer 

Clothes  Wringer 

Clothes  Wringer  to  a  tub.  Attaching 

Ciothes  Wringer.    (See,  also,  fVringing  Ma* 

chines,) 

Cbyer,  Thrashing  and  cleaning 

Clover  Seed,  HuUingand  cleaning 

Clover  Stripper  and  Hay  Bake,  Combined.... 

Coal,  Breakmg 

Coal,  Breaking 

Coal,  Machine  for  loading 

Coal  and  Ores,  Desulpherizing 

Coal  Hole  Covers 

Coal  Screens 

Coal  Scuttle 

Coal  Sifter 

Goal  Sifter  and  Shovel 

Gock0,Qa8 


Wm.  C.  Kneeland 

Ceorge  Barker 

J.  A.  Heald 

Fred.  Wiiterich 

O.  A.  Reiniger 

G.  A.  Reiniger 

Michael  Jomiston 

W.  W.  Huse 

Julius  De  Bary 

Hemnan  MtiUer  and  Chas.  Majer. 
Fred.  Wilford , 

Peter  Hanes 

William  R.  Axe.- 

Geo.  F.  Blake , 

F.W.Weiss 

Wm.  B.  Johns 

Galusha  Maranvflle 

Robert  Hitchcock 

Moses  G.  Crane 

Robert  Hitchcock 

JohnC.  Pitel 

Wm.  Hart 

Charles  Mahan,  sr 

John  W.  NewaU 

J.  D.  Elliott , 

J.  S.  Winsor 

J.  H.  Durand 

C.  G.  Sargeant 

Ezra  Buss 

DuaneHall 

Chas.  Robinson 

Joel  Lee 

K.  B.  Elliott  and  James  Brown . 

L.  F.  Fraier 

Luke  L.  Knight 

M.J.  Knox 

Elliot  Dickennan 

Edwin  R.  Bigelow 

Reuben  G.  Holmes 

Ezerlah  S] 
G.  B.  Gi 

W.  B.  Rhoades 

Jarvis  H.  Steadman 

Oliver  D.  Barrett 

R.  R.  Crosby  and  J.  Harris... 

Washington  Whitney 

H.  W.  Putnam 

D.  Lyman 

William  Rowe 

F.  E.  Cook 

R.  M.  Blair  and  A.  W.  Beatty 

L.  P.  Gamer 

R.  A.  WUder 

Charles  Busher 

J.  J.  Storer '... 

John  Qaxdt 

Jasper  Snell  and  J.  R.  Deihm 

JohnG.  Treadwell 

David  J.  Starrett 

A.  H.  Knapp 

J.  G.  Leffingwell 


33,889 
32,743 
32,993 
33,687 
33,603 
33,604 
31,806 
31,390 
32,405 
31,518 
31,503 

31,S39 
31,145 
33,810 
33,910 
33,588 
31,612 
33,250 
33,468 
31,248 
32,144 
33,990 
33,634 
33,361 
32,761 
32,031 
•31,013 
31,260 
31,868 
31,980 
32,147 
33,353 
33,697 
31,538 
32,104 
32,569 
33,075 
33,2312 
33,81tt 

32,090 
32,475 
32,650 
33,271 
33,411 
33,575 
3:J,861 
33,960 
31,895 


32,209 
32,470 
33,518 
31,461 
31,508 
32,680 
32,018 
32,865 
33,268 
32,158 
32,211 
31,575 
31,455 
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Kaine  of  Patentee. 


No. 


Cocks,  Gas 

Cocks,  Steam 

Cocks,  Steam 

Cocks,  Water  and  gas,  Cases  for 

'  Coffee,  Rice  and  other  grains,  Bconring,  clean- 
ing and  smutting. 

CofieePots 

Coffee  Pots 

Coffee  and  Tea  Pots 

Coffee  and  Tea  Pots,  Strainer  for 

I  Coffee  and  Tea  Pots,  Strainer  ^ 

Coffiee  Roaster 

Coffee  Roasters 

Coffee  Steeper 

Coffiee  Strainer 

-Coffins,  Metallic 

Comb,  Curry 

Combs,  Cuny 

Combs,  Cony 

Combs,  Currv,  Rivetting 

Condensers,  Setting  tob^  for 

Condenser,  Steam 

Condensers  for  steam  engines 

Condensers  for  steam  engines 

-  Condensers  for  steam  engines 

Condensers  for  steam  engines,  SorfiMe 

Condensers,  Surface,  Tubes  for 

Condenser  and  Water  Heater  for  steam  eng^es. 

Condensers  and  Coolers,  Tube  sheets  for 

Condensing  steam  or  Cooling  water.  Supply* 
ing  water  to  steam  Tessels  for. 

Cooking  Apparatus,  Camp 

Cooking  Apparatus,  Portable 

'Coolers,  Beer ., 

Coolers  for  beer  and  other  liquids 

Coolers,  Water,  and  Reirigerators 

Coolers  and  Condensers,  Tube  Sheets  for 

'  Cooling  frictional  surfaces 

Cooling  and  Freezing,  Apparatus  for 

■Copaiva,  Capsules  of 

Copies  of  engravings,  Ac*f  Reducing 

Core  Carriages 

Corks,  CutUng 

Cork  Cutting  Machine 

Cork  Cutting  Machine 

Cork  Extractor 

Cork  Fastener  for  bottles 

Cork  Machines 

'.Cork  Machines 

Cork  Pull 

Com,  Removing  the  husks  from 

'Com,  Shelling  and  grinding ^ 

'Com  Furrows,  marking 

ComHuskers 

ComShellers — 

•Com  Shellers 

ComShellers... 

ComShellers » * 

ComShellers 

ComShellers 

ComShellers 

ComShellers 

-GomBhellfirsftiidCleiiitsi..  »«•....« 


J.  C.  Wightman.. 

Alfred  S  wadkins . . 
Thomas  Sanford . . 
George  Mcllwain . 
L.  D.  Hawkins... 


David  Stewart 

H.  W.  Moeher 

E.  A.  Kelsey 

Wellington  Case 

Nathan  Ames 

Soloman  and  Nicholas  Van  Dyk. 

Henry  £.  Richards 

Rufus  S.  Sanborn 

Daniel  Sherwood 

J.  H.  Renshaw 

Sarah  J.  Wheeler 

H.  L.  Baldwin 

Robert  D.  Porter 

B.  B.  Hotchkiss 

William  A.  Lighthall 

WilHam  A.  LighthaU 

Fr.  B.  Stevens 

Fr.  B.  Stevens 

Wm.  A.  LighthaU 

Joseph  Cragg  and  Samuel  Arch- 
bold. 

D.  H.  Chamberlwn 

J.  S.  Hooten 

Wm.  A.  Ldghthall 

Wm.  A.  Lightiiall 


Dnwsan  McKenzie . . . . . 
John  and  Wm.  Toothil . 

G.  B.  Turrell 

F.  Streubel  &  A.  Roos  . 


A.  Godley 

Wm.  A.  Lighthall 

A.  Dofe 

Alex.  C.  Twining 

Cauhaupe 

J.  A.  F.Lair 

Samuel  Fulton 

H.  F.  Cox  and  Alex.  Millar 

Alex.  Millar 

Alex.  Millar 

£.  A.  Burgess 

Daniel  Mifier 

Alex.  Millar 

Isaac  Goodspeed 

W.  C.  Wyckoff 

Jos.  Toung 

George  Seymons 

George  G.  Crose 

George  R.  Walker 

C.  C.  French 

Matthew  Trimble 

L.  S.  Bundy  and  L.  F.  Edgerson. 

Augustus  Adams 

Samuel  McQuiston 

AndlStidraey 

AbramH.  Jones 

8.  J.  Parmele 

M.  F.  Williwnsoa  tuid  J.  J.  Swi- 
ftrt 


32,  «M 
32,212 
32,314 
3*3,592 
33,064 

32,011 
32.141 
32,876 
32,969 
33,316 
33,113 
33,453 
31,910 
32,791 
31,401 
31,199 
32,505 
33,904 
31,064 
33,950 
33,952 
33,856 
33,857 
33,951 
33,441 

33,763 
31,600 
32,522 
31,6il0 

33,357 
33,909 
32,845 
33,549 
31,908 
32,523 
32,823 
34,018 
33,983 
38,485 
32,660 
33,1S» 
31,253 
31,990 
32,396 
32,306 
32,07« 
32,497 
32,394 
34,033 
32,898 
33,478 
31,637 
31,115 
31,839 
32,273 
32,971 
3:),  442 
33,627 
33,648 
34,008 
32,909 
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Name  of  Patentee. 


No. 


Com  Sbellers,  Threehing  Cjlinder  and  Qrind- 
ing  Mill. 

Cornstalks,  Catting  standing 

Cotton  and  Cotton  Stalks,  I^tracting 

Cot,  Camp 

Cot  and  bedstead 

Cot,  Lounge  and  Chair 

Cotton  Bales,  Tightening  Ropes  on 

Cotton  Cleaners 

Cotton  Cleaners 

Cotton  Cleaners 

Cotton  Gin 

Cotton  Gins • -s 

Cotton  Gins,  Flues  for 

Cotton  Pickers 

Cotton  Pickers 

Cotton  Scraper 

Cotton  Scrapers 

Cotton  Seed,  Detaching  the  short  fibre  from. .. 

Cotton  and  Com  Stalks,  Extracting 

Coupling  Belt 

Coupling,  Car 

Coupling,  Car «. 

Coupling,  Car 

Coupling,  Car 

CoupLug,  Car 

Coupling,  Car 

Coupling,  Hose 

Couplmg,  Hose 

Coupling,  Pipe 

Coupling  for  railroad  cars 

Coupjugs,  Railroad  car 

Couplings,  Railroad  car 

Couplings,  Railroad  rail 

Couplings  for  connecting  thillB  to  axles  of  car- 
riages. 

Couplmg.  Shaft 

Coupling  Links  of  railroad  cans,  adjusting — 

Covenne^  for  the  head 

CowB,  Milking 

Cows,  Milking 

Cradles,  Grain 

Cradle,  Rocking 1 

Crane,  Portable 

Cranks,  Avoiding  the  dead  centres  in 

Cranks  of  steam  engines,  Over  covering  dead 
pomt  in. 

Cncket  Wickets 

Cultivator...., 

Cultivator 

Cultivator 

Cultivator 

Cultivator 

Cultivator 

Cultivator 

Cultivator 

Cultivator 

Cultivator 

Cultivator 

Cultivator 

Cultivators • 

Cultivators 

Cultivators 

Cultivators • 

Cultivators «.. 


C.  Bailej 

T.J.  Freeman .* 

Josiah  Bishop 

Charles  Mettam 

WUIiam  Wells 

G.  B.  Gurley  ^k  O.  G.  Bradj  .... 

Charles  Wilson 

E.  W.Tarpley 

E.  A.  Heame 

A.  S.  Eastham 

J.  E.  Ferguson 

J.  F.Brown 

J.  B.  Peyton 

JohnGriflfin 

J.  S.  Schuyler 

J.  D.  Houston 

Josiah  Shephard 

L.  P.  Jenks 

Josiah  Bishop 

Samuel  Metzter 

Fiancis  B.  Hall 

Abraham  Stroth 

A.  H.Trego 

H.  C.  Hunt 

G.  W.  Moffitt 

B.  F.  Sweet 

Ambrose  £.  Barnard 

Henry  Feyh 

Robert  Hale 

Arch.  H.  Rowand 

J.  H.  Osgood,  jr.,  and  F.  B.  Shaw 

R.  M.  Hughes 

A.  N.Griy 

Wm.  H.  Saunders 

Benj.  B.Hill 

Tyler  Andrews 

M.  D.Cohen 

M.  L.  Baker 

W.D.  Nichols 

DanielH.  Viall 

W.  A.  N.Long 

L.  A.  Beardsley 

T.  Williams 

John  Griffin 

William  Hanlan 

J.  T.D.Alexander 

W.  A.  Dryden 

W.  H.  Smith 

D.  S.  Stafford 

E.  W.Fuller 

A.  B.  Lefler 

Solomon  Dwight 

Charles  Beech  and  Thomas  Brown 

S.  M.  Goff 

R.  A.  Leeper  and  Z.  B.  Kidder. .. 

Whitman  Price 

J.  W.  Taylor 

C.  W.  8.  Heaton 

J.  B.  Turner 

Wm.  Strieby 

John  Cox  and  John  A.  Thorp 

Charles  Gardner 


32,118 

31,928 
31,437 
32,884 
32,919 
33,192 
31,505 
31,069 
31,456 
31,661 
31,062 
32,116 
31,326 
31,165 
32,968 
31,122 
31,484 
32,626 
31,437 
32,637 
32,223 
32,540 
32,543 
33,841 
33,958 
33,612 
31,103 
33,430 
33,193 
31,036 
31,127 
31,603 
^,036 
31,091 

33,839 
31,289 
33,984 
32,343 
32,379 
32,215 
33,045 
32,608 
31,926 
32,515 

32,869 
31, 101 
31,112 
31,132 
31,133 
31,163 
31,178 
31,305 
31,367 
31,382 
31,393 
31,400 
31,416 
31,665 
31,682 
31,683 
31,702 
31,710 
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Name  of  Patentee. 


No. 


CnltiratorB . 
Coltivaton . 
Caltivaton . 
Cultiyators . 
Cnltivators . 
Cultiyators ., 
Cultiyators . 
Cultiyators . 
Cultiyators . 
Cultiyators . 
Cultiyators . 
Cultiyators . 
Cultiyators. 
Cultiyators . 
Cultiyators . 
Cultiyators . 
Cultiyators . 
Cultiyators  . 
Cultiyators  . 
Cultivators  . 
Cultiyators  . 
Cultiyators  . 

Cultiyators  . 
Cultiyators  . 
Cultiyators  . 


Cultiyators 

Cul  tiy  ato  re 

Cultiyators 

Cultiyators 

Colt  ivatore 

CuUivatora,  Cotton 

Cnltivatore,  Rotary - . 

CuUivatorSf  Seeding 

Cultivators,  Seeding 

Cultivators,  Seeding - 

Curtain,  Carriage  fastenings 

Curtain  fixture 

Curtain  fixture 

Curtain  fixture 

Curtain  fixture 

Curtain  tixture 

Curtain  fixture 

Curtain  fixture 

Curtain  roller 

Cushionfi,  &c.,  materials  for , 

Cut-off 

Cut-off  Apparatus  for  Steam  Engines 

Cut-off  ffcar  for  Steam  Engines 

Cut-off  for  Oscillating  Engines 

Cuttere,  Button  hole 

Cuttere,  Feed 

Cutters,  Mftat 

Cutters,  Meat 

Cutters,  Meat 

Cutter,  Paper  and  Rule,  Combined  . . 

Cutters,  Straw 

Cutters,  Sti  aw 

Cutters,  Straw 

Cutters,  Straw 

Cutters,  Straw 

Cutters,  Straw 

Cotters,  Straw 

Gutters,  Straw 


Charles  Markdl 

W.  F.  Quimbj 

Wm.  S.Riggs 

Frederick  Stamm 

O.  W.  Goslee 

Wm.  F.  Veber 

James  A.  Spear,  jr 

Isaac  Stout 

Chauncej  W.  Emerson 

Ira  Cooper 

G.  W.  Hildrith 

Joseph  Vowels 

T.  8.  Cone  and  H.  S.  Potter 

Josiah  Mumford  and  J.  W.  Wilson 

W.S.  Weir,jr 

M.  Cain  and  W.  Stelfox 

R.  F.  Joynes 

Joseph  and  St.  Clair  Gum 

John  Keozer 

L.  H.  Doyle 

Nathan  Carr,  jr.,  and  John  Carr.. 

G.  W.  Lowbough  and  John  Wil- 
liams 

Henry  Bowere 

W.  H.  Howorth 

J.  B.  Moorhead  and  T.  A.  and  G. 
G.  Pool. 

Riley  Brotton 

A.  Hoffman  and  H.  W.  Limebeck 

J.  B.  Turner 

Jeremiah  Fink 

D.  C.  Gillihind 

George  W.  Rico 

Cicero  Comstock 

J.  Goodman  and  Samuel  Rote 

C.  T.  Settle 

A.  P.  Durant 

W.  Z.  W.  and  J.  W.  Chapman . . . . 

E.M.  Judd 

J.  Y.  Marsh 

Silas  S.  Putnam 

Thomas  G.  Harold 

George  Gatty 

Henry  W.  Cbace 

George  R.  Kelsey 

Langdon  Sawyer 

Bridge  Frodsham 

Fr.  b.  Stevens 

A.  S.  Walbridgo 

A.  K.  Rider 

William  Craig 

I.  J.  Feaing 

Mathew  Fletcher 

Purehes  Miles , 

Calvin  Adams 

John  Zeittcr  and  Jos.  Zinth 

T.  E.  Oliver 

William  Newbury 

Ira  Reynolds 

O.C.Taylor 

U.  T.  Stuart  and  E.  E.  Stewart. . 

G.  U.  and  J.  Relyea , 

Otis  B.  Wattles 

J.  R.  Whittemore 

Horace  R.  Hawkins 


31,725 
31,738 
31,742 
31,753 
31,884 
31,917 
32,010 
32,097 
32, 128 
32,276 
32,366 
32,391 
32,413 
32,431 
32,442 
32,468 
32,479 
32,560 
32,567 
32,760 
32,858 
33,044 

33,129 
33,176 
33.208 

33,235 
33,740 
33,860 
33,985 
33,988 
32,082 
31,531 
31, 118 
31,564 
32,825 
33,515 
31,246 
31,550 
31,623 
31,643 
32,062 
33,461 
33,708 
32,034 
33,777 
33,858 
33,274 
34,013 
33,477 
32,281 
33,137 
31,097 
32,852 
33,060 
3l,5o6 
31,029 
31,328 
3J,417 
31,635 
31,740 
32,096 
33,119 
33,147 
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No. 


Gotten,  Straw  and  hay 

Cutters,  Tobacco 

Cattera,  Vegetable 

CatteiB,  Vegetable 

Cotters,  Vegetable 

Catting  bolts 

Cutting  machine,  Sugar 

Cutting  roots 

Cutting  roots,  Machine  for 

Cutting  standing  cornstalks 

Cutting  and  grinding  apparatus 

Cylinders,  Copper,  Casting 

Cylinders,  Steam,  Believing  them  of  the  water 
of  condensation. 

D. 

Daguerreotypes,  Mats  for 

Daguerreotype  Cases 

Damper  for  multitubular  steam  boilers 

Dampers  in  steam-heatfng  apparatus 

Dampers  for  stove-pipes 

Delineator,  Grade 

Derricks,  Floating 

Desk,  Night  readmg 

Diamonds,  Glaziers,  mounting 

Distillation,  Method  of 

Ditching  Machine 

Ditching  Machine 

Ditching  Machine 

Ditching  Machines 

Ditching  and  Tile  La^g  Machine 

Dogs,  &C.,  Muzzles  for 

Doors,  Coach,  Stop  for 

Doors,  Railroad  Car 

Doors,  Weather  Strips  and  Fasteners  for 

Door  Fastener 

Double  Trees 

Dough  Mixing 

Dough  Mixing 

Dove-tailing  Machine 

Dove-tailing  Machine 

Dove-tailing  Machines 

Drawing  Frame,  Stop  Motion  for 

Drawing  Instrument 

Dredging  Machine 

Drills,  Grain 

Drills,  Rock 

Drills,  Rock 

Ai/iXUOi   OvOU   ••••••  ••••••  ••••••  •»••«•  ••••••• 

Drills,  Seed 

Drills.  Seed 

^^IXiaS*  OCCU  •••«•••  ••«•••  «•••••  •»*«*•  ••«»•• 

Drills,  Seed 

Drills,  Seed 

Drills,  Seed 

Drills,  Seed 

Drilling  Oil  Wells,  Machine  for 

Drilling  Rocks 

Dusters,  Bran 

£. 

Earth  borinfip  machine 

E«?e  Troughs,  Wooden,  and  Piping 


J.  D.Cochran , 

H.  U.  and  H.  A.  Morse  . 

M.R.HubbeU 

JohnR.  WhitteBiore  .... 

Earl  Guyer ^ 

M.  D.  Budd 

WUliamMoUer 

W.  C.  Berry , 

Jacob  Widner  ..••..... . 

T.  J.  Freenuuu 

Purches  Miles 

Freeborn  Adams 

G.  W.  Furman 


John  Dean 

Ralph  HiU 

J.  R.  Robinson s 

J.  J.  Smith 

Zebulon  Hunt 

O.  H.  Bogardus 

George  H.  Brush 

John  Rogowski 

John  Dickinson 

Van  Bnren  Ryerson 

O.  DooUttle  and  N.  Eldridge . . . 

C.  E.  Martin , 

J.  A.  Benedict  and  G.  W.  Cummings 
Gteorg©  Ives 

B.  P.  Foster  and  W.  H.  Chaffee . . 

C.  F.  Schmidt 

Henry  KiUam 

Thomas  Castor 

D.  K.  Fischel 

William  Patten 

C.  C.  Bradley 

William  Hotine. 


Elisha  Fitzgerald 

D.  A.  King  and  T:  Norris 

Eleazer  Coffin 

£.  L.  Jones  and  M.  E.  Carter 

H.a  Williams 

John  P.  Jamison 

Stephen  H.  Long 

H.  A.  andL.  B.  Meyers 

William  Harson 

A.  Bigelow ^ 

J.  H.Bean 

Hiram  Moore 

George  W.  NeviU 

J.  S.  Marsh 

Jacob  Strayer , 

John  and  Samuel  Fahmey 

John  Sims , 

W.  D.  Harrah,  B.  S.  Baldwin, 
and  H.  P.  Jones. 

R.  H.  Lecky :.... 

Truman  Crossett , 

George  Clark  and  P.  T.  Elting   . 


J.O.  ManleyandF.  Wedge. 
S.T.  Field 


32,640 
31,460 
31,921 
38,247 
33,982 
33,260 
31,006 
33,988 
31,928 
31,096 
32,169 
31,116 


34,035 
32,508 
31,743 
33,107 
32,834 
32,959 
31,950 
32,148 
33,188 
32,254 
31,376 
31,551 
31,653 
32,772 
33,506 
31,911 
33,892 
32,681 
33,640 
32,712 
33,820 
31,082 
33,438 
31,175 
31,301 
33,087 
32,.S9.5 
32,566 
31,811 
32,641 
31,430 
32,957 
31,105 
31,819 
32,078 
32,308 
32,319 
32,598 
32,798 
33,145 

33,351 
32,963 
31,371 


31,469 
31,44f 
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Kame  of  Patentee. 


No. 


Bdpag  Machine.... « « — 

Sgg  Beater 

Beg  Beater 

^^ticshined  goods.  Making 

Electric  Currents,  Integrating  inc(«stant 

EAectric  light 

Eaectric  light 

Electric  Machine,  Frictional 

Electricity,  Lighting  Gas  by 

Electricity,  Obtaining  light  by  firictional 

Electro  Magnet 

Electro  Magnet 

Electro-magnetic  Bathing  Apparatus   

Electrophorous 

Electro-plating  with  copper  and  other  metals 

the  sifyered  surface  of  mirrors,  Slc 
EloTating  grain,  Machines  for 

Elerating  Liquids  by  retained  power 

JBOeraiors 

EleratOTS,  Brick 

Elerators,  Water 

Elerators,  Water 

EleratOTB,  Water 

Ekrators,  Water 

Elerators,  Water 

Eleyators,  Water 

Eloyators,  Water 

Elerators,  Water 

Bferators,  Water 

Elevators,  Water 

Elevators,  Water 

Elerators,  Water 

Elevators,  Water 

Elevators,  Water 

Elevators,  Water 

Eksvators,  Water 

Elevators,  Water 

Elevators,  Water 

ESevators,  Water 

Elevators,  Water 

Elevators,  Water 

Ebvalors,  Water 

Elevators,  Water 

Elevators,  Water,  for  cattle 

Elevators,  Water,  for  cattle 

Embalminp^ 

Esfine,  Air 

EaginM,  Air 

Kngines,  Air  or  Gas 

Eaginee,  Caloric,  Utilizing  the  Exhaust  of... 

Kigines,  Carding 

Eaginea,  Carding 

Ea^inea,  Carding 

EBginea,  Hot-air 

Kygit>— ,  Hot-air 

Esgines,  Hot-air 

Eagioes,  Hydraulic 

Eoffioes,  Liocomotive  for  ascending  inclined 
pUnee 

Eagioaa,  OsciUating 

Eogioea,  Oscillating  Steam 

Eflfima,  Overcoming  dead  point  in  cranks  of 

E^^ioea,  Botary 

"     •       ,  Botary 


LucianFay  .,«„ 

Walter  Hart 

William  T,  NicholBon . 

Richard  Solis 

Charles  Kirchof 

John  Thomas  May .. . , 
John  Thomas  May . . . . 

Robert  Cornelius 

Robert  Cornelius 

Maurice  Wesolowski .. 

A.  G.  Holcomb 

J.  S.  Jenness 

James  Young 

Robert  Cornelius 

Justus  Van  Liebig . . . . 


J.  and  H.  l^nchshow  «nd  W.  8. 
Underbill 

Rufus  Porter 

Otis  Tufts... 

J.  H.  Sears  and  B.  Merritt a. 

J.  M.  Connel 

P.  Anderson 

C.  H.  Dunbrack 

JohnM.  Perkins 

C.  F.  Anderson  and  S.  Davis  ... 
R.  W.  Hunt  and  M.  Kennedy. . . 

RansonBartle 

Calvin  Shepherd 

H.  H.  Hudson  and  G.  W.  Billings 
George  Murray . 

C.  Baler 

F.  B.  McGregor 

Eli  Moshor 

A.  W.Dewey.. 

Joel  Lee 

G^rge  Race  — 
M.  A.  Shepard. 
J.  S.  Rand.... 


J.  W.  Graham  and  J.  M.  Topliff . . 

A.  H.  French 

Joseph  Rider 

MiloD.  Wilder 

D.  B.  Chatfield  and  J.  M.  Dutchoi 

Nathan  Miller 

M.  D.  WUder 

Thomas  Holmes 

J.  J.  £.  Linair 

Richard  Lord 

Peter  Shearer 

P.Sbaw 

Daniels.  Kimball 

George  Bradley 

Joseph  Davis 

Steven  Wilcox,  jr 

Philander  Shaw 

Philander  Shaw 

Kellis  Horde 

Sylvester  Marsh 


M.  E.  Bollinger  . 
Edmond  Russell.. 

John  Griffin 

John  B.  Root 

C.  ChristeoMD... 


33,190 
31,663 
32,886 
31,839 
31,545 
33,457 
33,488 
32,354 
32,471 
31,273 
32,478 
32,874 
32,332 
32,353 
33,721 

33,691 

33,226 
32,441 
31,728 
31,008 
31,365 
31,377 
31,618 
31,769 
31,888 
31,943 
32,151 
32,191 
32,337 
32,348 
32,574 
32,580 
32,620 
32,633 
32,648 
32,655 
32,713 
32,767 
32,863 
33,007 
33,166 
33,505 
32,576 
32,661 
33,885 
31,722 
33,308 
33,215 
31,497 
33,744 
33,768 
33,973 
31,924 
32,455 
33,799 
33,039 
33,255 

31,775 
32.787 
32,515 
32,206 
33,lfi4 
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KaoM  of  Patentee. 


No. 


Engines,  Rotary 

Engines,  Steam • 

Engines,  Steam 

Engines,  Steam 

Engines,  Steam 

Engines,  Steam 

Engines,  Steam 

Engines,  Steam 

Engines,  Steam 

Engines,  Steam 

Engines,  Steam 

Engines,  Steam 

Engines,  Steam,  Feed  water  heating  pipes  of. . 

Engines,  Sieam,  Packing  for 

Engines,  Steam,  Safetj-plogs  for 

Engines,  Steam  and  hot-air 

Engravings,  i&c.,  Keducing  copies  of 

Envelopes 

Envelopes 

Epaulets 

Erasers i 

Erasers,  Chalk 

Eraser  and  Eraser  Sharpener 

Evaporating  pan  for  Saccharine  juices 

Evaporator  for  Hot-air  pipes 

Excavating  Machine 

Excavators 

Excavators 

Excavators 

Excavators 

Excavators,  Post  hole 

Excavators  for  water  courses  having  cnrrents.. 

Extracts  under  pressure,  Making 

£|relet  machines 

F. 

Fabrics,  Fibrous  water-proof 

Fan,  Exhaust 

Fan,  Table 

Fan  li.owcr 

Fan  Blower 

Fan  and  Fly  Uiush,  Automatic 

Fares  taken  on  public  conveyances,  Apparatus 

for  ascertaining  the 
Farinaceous  Substances,  Dessicatingand  tarre- 

fjing. 

Fatty  Substances,  Bleaching 

Faucets 

Faucets 

Faucets 

Faucets 

Faucets 

Faucets 

Faucets,  Measuring 

Feathers,  A  pparatus  for  cleaning 

Feathers,  C leaning  and  renovating 

FeatLei*s,  Dressing , 

Felloe  ruachine 

Felt  clotli.  Forming  bats  for 

Felt  cloth.  Making 

Felting  machines 

Fences,  Farm,  Portable 

Fences,  Field 

Fences,  Field,  Portable 


William  H.  Devalin 

W.  8.  Bean 

T.  Tisdale  Carpenter 

P.  L.  Weimer 

Peter  Murray 

8.  H.  mitmore 

SethH.  Whitmore 

JohnR.  Armstrong 

J.  R.  Robinspn 

E.  W.  Smith 

Jacob  Bradley 

Andrew  Buchanan 

B.  Crawford 

J.  H.Gould 

J.  R.  Robinson 

D.  Musselman 

J.  A.  F.  Lair 

Joseph  Gray 

Joseph  Reckendorfer 

W.H.Gray. 

James  M.  Hicks 

George  Munger 

John  Gonlt 

J.  V.  Barter 

G.  F.  J.  Colbom 

W.  F.  Wickorsham 

William  RandaU 

Arch.  Kirby 

Jesse  Bartoo 

Thomas  Hutchinson 

J.  D.  Owen 

N.  Van  Deventer 

A.  A.  Burlingame 

Samuel  J.  Smith 

John  Wilson 

Ranson  Cook 

A.  R.  Traber 

Ranson  Cook 

J.  F.  Leitch 

Sophia  Carpenter 

D.  F.  Haasz 

F.  Huckins  and  E.  C.  R.  Walker, 

F.F.Mayer 

Ralph  Gi^am 

John  S.  Davison 

John  Neumann 

A.  W.  P.  Ladd 

Erastns  Stebbins 

Edwin  Parks 

A.  Houpt  and  J.  K.  Griffith 

William  MiUs 

John  R.  Morrison 

Samuel  Orr 

C.  H.  Denison 

Thomas  B.  Butler 

G.  G.  Bishop 

G.  N.  Bronson 

H.  C.  Foote 

Isaiah  G.  Inskeep 

G.B.  MaUette 


33,379 
31,138 
31,226 
31,27S 
31,474 
31,500 
31,920 
32,039 
32,205> 
32,538 
33,181 
33,981 
31,874 
31,513 
32,206 
32,200 
33,485 
31,801 
32,813 
33,703 
32,288 
33,684 
33,304 
33,943 
31,158 
32,660 
31,905 
32,194 
32,494 
32,997 
33,814 
33,460 
31,951 
32,088 


34,021 
33,693 
31,269 
33,694 
34,028 
32,970 
31,513 

31,763 

33,005 
31,799 
32,053 
32,201 
32,699 
32,797 
32,888 
32,996 
33,594 
33,489 
31,993 
31,443 
33,426 
32,611 
32,042 
33,937 
31,667 
31,611 
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Fences,  Field,  Portablo 

Fence,  Field,  Portable .., , 

Fences,  Metal 

Fences,  Picket : 

Fence,  Pickets,  Shaxpcoiing 

Fences,  Portable 

Fertilizers 

Fertilizers,  Sowing 

Fibrous  Materials,  Gleaning 

Fibrous  Material,  Machine  for  reducing 

Filamentous  matter  from  trees.  Extracting . 

Files,  Paper 

Files  and  Rasps 

Filters 

Filters 

Filters 

Filters,  Portable 

Filters,  Water 

Filtering  Cup 

Filtering  Stopper ^ 

Fire-Arms 

Fire-Arms 

Fire-Arms 

Fire-Arms 

Fire-Arms 

Fire-Arms ., 

Fire-Arms .' 

Fire-Arms 

Fire-Arms  ......  ...... ......k. ......... 

Fire-Arms 

lire- Arms,  Adjustable  back  sight  for 

lire- Arms,  Automatic  primer  for 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breeeh-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

IHre-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech  loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Breech-loading 

Fire-Arms,  Hammer  Guard  to 

Fire-Arms,  Revolving 

Fire-Arms,  Revolving 

Fire-Arms,  Revolving 

Fire-Arms,  Revolving 

Fire-Arms,  Revolving 

Fire-Arms,  Revolving 

Fire-Arms,  Revolving 

Fire-Arms,  Revolving 

Fire-Arm  Cylinders,  Chuck  for  boring 

Fire  Escape 

Fire  Escape 


FiieEflcape . 


Name  of  Patentee. 


O.  H.  P.  Orendorff 

David  Denham 

Henry  Noblit 

George  W.  T.  Grant 

H.  F.  Bond..... 

Fred.  Richer 

John  O'Doris 

John  P.  KiUer 

C.  G.  Sargeant 

Reuben  Daniels , 

A.  C.  Vautier 

Thomas  P.  Yates 

Thomas  Sheehan 

L.  P.  Jenks 

George  Korris 

Benjamin  Arnold 

H.  A.  HaU 

Andrew  T.  Dunshee 

Lewis  Jennings , 

George  H.  Mdlen 

Daniel  Moore 

Eugene  Lafaucheuz 

C.  A.  McEvoy 

WilUamMcCord , 

Lorenzo  Sibert 

Albert  V.Hill 

J.H.Merrill 

J.  H.  MerriU 

J.  A.  DeBrame , 

Benjamin  F.  Joslyn , 

C.  Sharp 

J.  H.Wells 

C.  O.  Wood 

Frederick  Townsend 

J.  H.  MerriU 

J.  H.  MerriU 

Herman  Schroder 

Christian  Sharps 

WUIiam  Palmer 

C.  D.  Shubarth 

Anton  Spellerberg 

Frederick  Curtis 

James  H.  Merrill , 

F.  J.  Vittum  &  E.  M.  Stevens.. 

Christian  Sharils 

C.H.  Ballard 

S.  W.  Marsh , 

Thomas  Lee 

Arnold  Hamilton , 

Daniel  Moore , 

Wilson  H.  Smith , 

C.  Sharps 

C.  R.  Alsop 

Ethan  Allen 

WUIiam  H.  ElHot 

Ethan  Allen 

Charles  H.  Alsop 

Henry  Gross 

Anthony  Smith ^ , 

Thomas  Shaw , 

Charles  H.  Alsop , 

Levi  JeweU 

J.  W.  Spragne,  James  Jones,  and 

A.  W.  TyrreU. 
J.  A.  Law 


No. 


33,792 

33,927 

33,211 

31,594 

32,960 

33,163 

34,039 

31,084 

33,852 

31,154 

33,551 

33,554 

31,331 

31,352 

32,202 

32,815 

32,361 

33,340 

33,281 

33,443 

31,473 

31,809 

31,815 

31,933 

32,316 

32,42] 

32,450 

32,451 

32,685 

33,435 

32,899 

34,020 

31,050 

31,268 

32,032 

32,033 

32,653 

32,790 

32,887. 

32,895 

32, 929,' 

3:J,31T 

33,536 

33,560 

33,607 

33,631 

33,.655 

33,746 

33,769 

33,847 

33,907 

33,546 

32,33<t 

33,328 

33,382 

3:i,509 

33,770 

33,836 

34,016 

34,032 

32,675 

31,173 

31,216 

31,24a^ 
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Fire  Escape 

Fire  Escape 

Fire  Escape 

t'^replaccs 

Fireplaces 

Fireplaces 

Fireplaces 

Fireplaces 

Fireplaces,  Backplate  and  chimnej  throat  for . 

^replaces,  Portable 

Fireplace  Heater 

Fireplace  Heater 

Fish,  Manufacture  of  manure  from 

Fish,  Preserving 

Flax  dressing 

Fliers J 

Flock,  Machines  for  Sifting 

Floor  clamp 

Flour,  Cooling  and  drying -  - . . 

Flour  Sifter 

Flower  Pots 

Flower  Pots 

Flower  Pots 

Fluid  Compositions,  burning 

Foot  Scraper 

Forge,  Blacksmith's,  Portable 

Forks,  Hay-elevating 

Forks  and  Spoons  to  knives,  Means  of  Attach- 
ing. 

Fracture  Apparatus 

IVacture  Apparatus 

Fracture  Bedstead 

Freezers,  Ice  cream 

Freezers,  Icecream 

Freezers,  Ice  cream 

Freezing,  Apparatus  for  cooling  and 

Friction  Clutches 

Fringe,  Making 

Fruits,  Buildings  for  preserving 

Fruit-drying  Apparatus 

Fruit  Gatherer 

Fruit  Gatherers 

Fruit  Gatherers 

Fru  i  t  G  atherers 

JVuit  in  barrels.  Pressing./. 

Fruits  and  plants,  Method  of  growing 

Furnaces,  Blast,  &c.,  Heating  air  for 

Furnace,  Combination  of  Cooking  Stove  and 
Air-heating. 

Furnaces,  Engine,  Air-heating  apparatus  for. . 

Furnace  for  galvanizing  iron 

Furnaces  forheating  buildings 

Furnaces,  Hot-air 

Furnaces,  Hot-air 

Furnaces,  Hot-air 

Fui-naccs  for  the  Manufacture  of  Iron  and  Steel. 

I'Mrnaces  for  Locomotives,  Blowers  to 

Furnaces  of  Locomotive  Engines,  Increasing 
the  draught  of 

Furnaces,  Refining  and  puddling 

Furnaces,  Refining  and  smelting 

l?\irnaces,  Reverberatory,  Constructing  the  fire- 
chambers  in,  and  operating  the  fires  of. 

Furnaces  for  smelting  iron  ore 

Furnaces,  Steam-boiler 


Name  of  Patentee. 


William  Miller 

John  W.  McKenzie 

Aaron  Schute 

John  McMurtry 

B.  F.  Cowan 

J.  S.  Ganson  and  C.  F.  Coit 

J.  E.  Layton 

James  R.  Hcndrickson 

John  E.  Layton 

William  B.  Johns 

F.  L.  Hadenberg 

Samuel  8.  Bent 

J.  B.  Hyde 

Enoch  Piper 

G.  F.  Schaffer 

Joseph  B.  Clark 

J.  F.  Greene 

James  L.  Clouj^h 

S.  N.  Park  and  J.  A.  Staats. 

A.  E.  and  J.  B.  Blood 

Otto  Eberhardt 

Thomas  Griffin 

Thomas  J.  Mayall 

B.  F.  Hobard 

Alexander  Ralph 

M.  De  La  Montanya 

Levi  A.  Beardsly 

Nathan  Ames 

JohnWhitten 

Theod.  Burr 

Ezekiel  Daniels 

E.  P.  Forrey 

H.  B.  Masser 

Oscar  Paddock 

Alex.  C.  Twining 

R.  Reynolds 

L.  D.  Valletton 

Bemamin  M.  Nyer 

Eli  Duncan 

L.  M.  Parker 

M.  L.  Bym 

N.H.Bruce 

Mark  Lonnsbuiy 

E.  8.  Holmes 

A.  C.  Chamberlain 

Heniy  Davies 

P.  J.  Ackerman 

JohnH.  Shotwell 

Wm.  Blake 

Joseph  Leeds 

A.  H.  Camp 

John  Adams 

Solomon  Mead 

J.  W.  Nystrem 

F.  B.  Blanchard 

John  Sweeney 

S.  M.Falcs 

8.  M.  Fales 

Jacob  Reese 

Patrick  Kerr 

J.  R.  Robinson , 


No- 


32,778 
3:^,710 
33,757 
31,212 
31,785 
32,283 
32,700 
33,349 
33,591 
33,995 
32,364 
33,412 
33,706 
31,736 
33,625 
33,866 
31,514 
32,120 
32,433 
33,293 
31,306 
32,942 
33,205 
31,457 
33,491 
33,479 
33,288 
33,730 

31,501 
32,229 
31,958 
31,497 
32,138 
33,850 
34,018 
34,012 
31,916 
31,734 
32,597 
31,475 
31,527 
32,973 
33,843 
31,689 
33,774 
33,521 
31,144 

33,801 
31,696 
31,892 
32,974 
33,819 
34,003 
33,446 
32,614 
33,011 

32,2?30 
32,279 
31,327 

32,426 
31r627 
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Name  of  Pittentee. 


No. 


Famaees,  Steam-boiler 

Fmnaces,  Steam-boiler 

Fmnaces  for  Steam  boilers 

Furnaces  of  Steam  boilers,  Promoting  combns- 
tion  in 

Fnmaces  for  treating  iron  ores 

Fose  for  explosive  projectiles,  Safety  concus- 
sion 

Fuses  to  Shells,  Applying 

G. 

Oaiters,  Ankle-supporting 

Gktiters,  Congress 

Gaiters,  Elastic  Stretching 

Games  of  chance,  Selecting  balls  for 

Gas,  Electrical  apparatus  lor  lighting 

(Jas,  Lighting  b^  Electricity 1 

Gas,  Naphthalizmg 

Gas,  Naphthalizing 

Gas,  Water  Apparatus,  Portable 

Gas,  Water  Manufacture  of 

Gas-generating  Steam-boiler 

Gas,  Holder  Dry 

Gaa  Lights,  Apparatus  for  lighting  and  extin- 
gnjsmne. 

Gas  Regumtors : 

Gas  Regulators 

Gas  Emulators 

Gates 

Gates 

Gates,  Approach-opening 

Gates,  Approach-opening 

Gates,  Automatic 

Gates,  Automatic 

Gates,  Canal  lock * 

Gates,  Farm : 

Gates,  Farm 

Gates,  Flood 

Gate  Post,  Non-swagging 

Gauge,  Pressure 

Gaug^  Pressure 

Gauge,  Pressure 

Gauge,  Steam-pressure 

Gauge,  Steam-pressure 

Gauge,  Tucking 

Gauges  for  clapboards 

Gauges,  Water,  for  steam  boilers 

Gauges,  Water,  fbf  steam  boilers 

Gear,  Running  Railroad  Cars 

Gearing  for  driving  machinery 

Gearing  for  gas  meters 

Gearing  for  machinery.  Friction 

Generators,  Steam 

Geographical  outlines  on  moulded  elastic  globes, 
Believing. 

Geometrical  lines,  &.c.  Instrument  for  de- 
termining. 

Glass,  Grooved  rule  and  self-a^usting  dia- 
mond for  cutting. 

Glass  Shades,  Grinding 

Globes,  moulded  elastic,  relieving  Geographi- 
cal outlines  on. 

Glue,  Manufiftctuie  of 


J.  R.  Robinson 

J.  R.  Robinson 

James  MiUholland 

J.  C.  Tifiany  and  G.  G.  Heermance 

Isaac  Roger 

J.  P.  Schenkl 

R.  P.  Parrott 

T.G.Rich 

H.  S.  Hohnes 

Alva  Worden 

Mortimer  Nelson 

S.  B.  H.Vance 

Robert  Cornelius ,--. 

E.  Dwight  Kendall ., 

W.  H.  Gwynne 

Charles  Harasythy 

W.  H.  Gwynne 

John  Laing 

N.  Aubin 

N.  S.  Manross 

C.  L.  Herring - 

Thomas  Powers 

G.  H.Smith 

Hiram  Barber 

George  C.  Flaggs 

R.  BrinkerhoflT. 

W.T.Cole 

Enos  Waterbury 

H.  W.  Bliskimen 

Robert  Taylor I 

H.  Gray  and  W.  A.  Bury 

H.  R.  Sloat 

R.  Keese,  D.  T.  Ward,  and  J.  G. 
Wilkinson. 

Isaiah  Johnson 

John  Leavens 

R.  Finnegan  and  A.  F.  Schulte. .. 

Wm.  Burnett 

Wm.  Burnett 

H.  T.  Crocker 

G.  C.  Munson 

Stephen  Inman 

Herman  Shlarbaum 

W.  B.  LeVan 

8.  Howard 

McClintock  Young,  jr 

JohnS.  EUiott 

F.  P.  Dimpfel 

F.  E.  Schmidt 

H.  B.  Goodyear 

R.  P.  Light 

John  Dickinson 

C.  C.  P.  Waterman 

H.  B.  Goodyear 

Charles  W.  Cooper /. 


/ 


31,744 
32,313 
32,076 
31,938 

31,580 
33,495 

33,662 


31,259 
32,291 
33,456 
32,581 
31,359 
32,471 
31,720 
32,222 
32,362 
33,249 
31,985 
32,676 
31,322 

31,168 

32,312 

32,670 

31,435 

31,965 

32,407- 

33,338^ 

33,723-  ^ 

33,896--^ 

31, 836 -'^ 

31,800-' 

32,793—' 

33,201 

33,690 
31,721 
32,414 
33,063 
31,279 
32,911 
31,185 
33,199 
31,632 
32,775 
32,423 
32,733 
31,791 
31,6&9 
31,329 
31,311 

81,987 

33,380 

33,175 
31,311 

32,979 
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Name  of  Patentee. 


No. 


Gold  and  Silver  Ores,  Treating 

€U>ld  from  earths,  Slc^  BepanUing 

Gold  Washer 

Ck>vemor,  Steam-engine 

Governors  for  steam  engines 

Ck>vemors  for  steam  en^es,  Centrifngal 

Grain,  Blachine  for  bindmg 

Grain  Binding  Machine 

Grain,  Machine  for  hulling,  cleaning,  andgrind< 
in^. 

Gram,  Measuring  and  Sacking 

Grain,  Thresher  and  cleaner  of 

Grain,  Threshing  and  Separating 

Grain,  Threshing  and  Separating 

Grain  Threshing  and  Separating  Machine 

Grain  Cleaners 

Grain  Vrj&t 

Gram  Measurer  and  Register 

Grain  Smut,  Composition  to  prevent 

Grain  Separators..'. 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators^ 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators..: 

Grain  Separators 

Grain  Separators 

Grain  Separators ........................... 

Grain  Separators , 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators 

Grain  Separators,  Threshing  Machines  and 
Straw  Carriers. 

Grainer's  Tools 

Grates,  Fire 

Grates,  Furnace 

Grates,  Stove 

Grates,  Tubular,  for  steam  boilers 

Grenades,  Hand 

Gridirons 

Grinding  Apparatus,  Cutting  and 

Grooving  Machines 

Guano  Spreaders 

Guard,  Cattle,  for  Railings 

Guides  for  lajing  Cord ". 

Gun,  Air 

Guns,  Harx>oon 

Guns,  Heavy  Manoeuvring 

Guns,  Heavy  Operating 

Guns,  Platoon,  or  battery,  Portable 

Guns,  Rifling 

Gun  Battery,  Repeating 

Gun  and  Bayonet  Battery 

GuB-Capping  Instrument 


John  Hastings  and  L.  P.  Gautier 

S.  H.  Mead 

Morris  Bradley 

John  H.  Pomeroy 

Junius  Judson 

C.  T.Porter 

Stephen  Reynolds , 

W.  W.  Burson 

Charles  F.  Campbell 

D.  M.  Cochran 

Wm.  Pieipoint 

Cyrus  Rooerts 

Biiram  Aldridgo 

Jacob  Seibola 

Lewis  and  Jacob  MiUer 

Samuel  Schuyler , 

J.  A.  Chixton 

A.  N.  Overton , 

Ellis  Michael 

A.  Fanckboner 

Jefferson  Marsh 

James  Matthews 

£.  Davis  and  Alonzo  Palmer 

Byron  Rice 

W.  £.  Gaunt  and  B.  B.  Hinman.. 

Andrew  Hunter 

Linus  Merrill 

G.  B.  Turner  and  J.  A.  Yaughan. 

George  Lull 

S.  M.  Wirt«  and  F.  Swift 

Charles  B.  Martin 

J.  A.  Scott 

H.  H.  Seeley  and  P.  Griswold.... 

A.  J.  Vantuyl 

A.  P.  Merrill , 

Henry  H.  Beach , 

Jacob  Meyer 

W.  M.  Watson..: 

A.  H.  Dixon 

J.  Furgusson 

Aaron  Higley 

Wm.  Plerpont 

R.  A.  Adams 

Joseph  Tiberi 

Marcus  M.  Rounds , 

John  Mayer , 

S.  C.  Sturtevant 

Wm.  F.  Ketchum 

Jacob  Shaver  and  A.  C.  Corse 

Purches  Miles 

J.  H.  Taylor 

I.  J.  Saunders 

James  Forrest 

Wm.  Taylor 

Geo.  W.  B.  Gedney 

T.W.Roys 

Joseph  Stewart 

P.  F.  Jones 

C.  Stauf  and  C.  J.  Steinbach 

W.  H.  Gwynne 

Ezra  Ripley 

Joel  W.  Andrews 

Edgar  D.  Seeley 


31,596 
33.257 
33,376 
33,903 
33,743 
32,583 
31,409 
31,526 
33,336 

33,186 
33,049 
32,085 
32,502 
32,896 
33,956 
31, 19] 
31,530 
33,400 
31,096 
31,114 
31,428 
31,577 
31,591 
31,675 
31,711 
31,981 
31,989 
32,017 
32,071 
32,099 
32,429 
32,454 
32,723 
32,729 
32,883 
33,231 
33,537 
33,617 
33,636 
33,639 
33,838 
34,010 

31,363 
31,914 
31,676 
33,919 
32,541 
33,089 
31,482 
31,098 
33,501 
31,409 
33,035 
31,494 
33,344 
31,190 
33,803 
33,691 
:14,017 
33,884 
33,544 
33,731 
33,626 
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Invention  or  Discovery. 


Name  of  Patentee. 


No. 


Gonpowder,  to  itorve  as  charges  for  Fire- Arms. 

Gun-stocks  to  pistols,  Attacmng 

Gymnasinm,  Portable 

Gymnastic  Apparatus 

H. 

Hair-Cloth,  Looms  for  weaving 

Hair-Crimper 

bal  ter  for  Horses 

Hames 

Hammers,  Steam 

Hammers,  Steam 

Hammock 

Hand  Grenades 

Handles,  Anger 

Handles,  Broom , 

Handles,  Kettle 

Handles,  Plough  Turning , 

Handle  for  hammers,  etc 

Handle  for  hoes 

Handle  to  hoes.  Securing , 

Handles  of  mining  picks,  JPastening 

Handles  to  picks,  etc ,  Attaching 

Harness  for  preventing  the  forelegs  of  horses 
firom  interfering. 

Harness  for  shoemg  horses 

Harrows 

Harrows 

Hanows *- 

Harrows , 

Harrow,  Rotary 

Harrows,  Rotary 

Harrows,  Rotary 

Harrows,  Rotary 

Harrows,  Seeding 

Harrows  and  Sowers,  Combined 

Harrow  Frames •- , 

Harvesters 

Harvesters 

Harvesters 

EEarvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters - 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 


JohnH.  Brown 

E.  B.  Savage 

W.  andG.Hamlon 

F.  Veerkamp  and  F.  Leopold 

Isaac  Lindsley 

W  F.George 

J  E.MarshaU 

Rusel  Hazard 

R.  R.Tavlor 

Robert  Morrison 

W.  H.  Forbush 

Wm.  F.  Ketchum 

L.L.  Pollard 

Wm.  H.  Towers 

Joseph  Warner 

F.  C.  Coppage 

Thomas  PhUlipB 

Samuel  Reynolds 

W.  L.  Clement 

D.  Sheets  and  John  B.  Press 

W.  H.  Livingston 

D.  G.KetteU 

J.  P.  Reynolds 

Samuel  Miller 

Moses  Bucklin 

T.  C.Hooker 

J.  T.  Foster 

John  Adams 

William  H.  Hain 

L.  S.Tyler 

AlonzoW.  Olds 

Alonzo  Olds 

Edward  Badlam 

James  Brewer 

J.  Brainerd  and  £.  F.  Olds 

George  Esterly 

George  Esterly 

D.  S.  Morean 

C.  G.  Dickinson 

J.  R.  Tinker 

J.  B.  Smith 

P.  H.  Standish 

John  Blue 

Adam  Pritz 

James  Pine 

J.  S.  Marsh 

Ira  Jewell 

C.P.Wing 

Fred.  Landon 

Robert  Brown 

G.W.Richardson 

Wm.  K.Miller 

McClintock  Young,  jr.  ^ 

J.  Q.  A.  Frazier .-... 

G.  S.  Reynolds 

John  Woody 

WordenP.  Penn 

John  F.  Sciberling 

Wm.  Mcintosh 

James  Pine 

E.  P.  Russell 

W.  A.  Wood 


33,0e9 
32,003 
31,059 
33,583 


32,634 
,31,234 
32,837 
33,280 
31,041 
33,595 
33,678 
33,089 
32,890 
33,502 
31,198 
32,910 
31,997 
32,146 
32,275 
33,454 
33,394 
31, 174 


31, 
31, 
32, 
32, 
32, 
33, 
31, 
31, 
33, 
34, 
32, 
33, 
31, 
31, 
31, 
31, 
31, 
31, 
31, 
31, 
31, 
32, 
32, 
32, 
32, 
32, 
32, 
32, 
32, 
32, 
32, 
32. 
32, 
33, 
33, 
33. 
33, 
33, 
33. 
33, 


213 
731 
462 
564 
599 
327 
813 
341 
212 
007 
554 
377 
865 
158 
159 
183 
229 
339 
486 
490 
774 
080 
266 
375 
400 
443 
446 
556 
669 
707 
807 
828 
915 
120 
263 
496 
533 
557 
712 
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Name  of  Fatontee. 


Haryesters 

Harvesters 

Harvesters ., ■ 

Harvesters 

Harvesters 

Harvesters 

Harvesters,  Binding  Alltachment  to 

Harvesters,  Binding  Attachment  to 

Harvesters,  Binding  Attachment  to 

Harvester,  Cane 

Harvesters,  Clover 

Harvester^  Clover 

Harvesters,  Com 

Harvesters,  Com 

Harvesters,  Com  and  Cane 

Harvesters,  Catting  Apparatus 

Harvesters,  Cutting  Apparatus  of. 

Harvesters,  Cutting  Apparatus  for 

Harvestcirs,  Cutting  Apparaios  for 

Harvesters,  Fingers  for 

Harvesters,  Finger  Guards  for 

Harvesters,  Finger  Guards  for 

Harvesters,  Fmger  Guards  for 

Harvesters,  Finger  Guards'for 

Harvesters,  Finder  Guards  for 

Harvesters,  Gram  and  Grass ^... 

Harvesters,  Grain  and  Grass 

Harvesters,  Guard  Fingers  for 

Harvesters,  Reels  for 

Harvester  Cutter  Grinder 

Hai'vesting  Machines 

Harvesting  Machines 

Harvesting  Machines 

Harvesting  Machines 

Harvesting  Machines 

Harvesting  Machines 

Harvesting  Machines 

Harvestmg  Machines 

Harvestmg  Machines 

Harvesting  Bfachmes 

Harvesting  Machines 

Hats,  Die  for  pressing 

Hats,  Machine  for  finishing 

Hats,  Men's 

Hals,  Mihtary 

Hats  and  Caps,  Shaping  and  embossing. 

Hat  Blocks 

Hat  Bodies,  Felting 

Hat  Bodies,  Felting 

Hat  Bodies,  Forming 

Hat  Bodies,  Machine  for  making 

Hat  Bodies,  Sizing 

Hay,  Loading 

Hay,  Machine  for  gathering 

Hay,  Machine  for  loading 

Hay,  Raking  and  cocking 

Hay,  Raking  and  loading 

Hay,  Turning  and  spreading 

Hay,  Gram,  &c. ,  Ventilating 

Hearth,  Blacksmith's 

Heaters 

Heaters  for  Cheese  Vats 

Heaters,  Parlor 

Heater  and  Boiler 

Heating  Apparatus 


Daniel  L.  Emerson 

Harvey  L.  Hopkins 

R,  H.  C.  Preston 

George  S.  Knapp 

E.  PlRusseU 

William  Van  Anden 

8.D.  Harris 

Clark  Alvord 

C.  Powers  and  P.  Lancaster 

W.  B.  Robertson , 

Frederick  Docker , 

David  Hinkle 

J.  V.  Brower 

8.  H.  Hamilton 

Wm.M.  Mason !.. 

D.  H.  Thayer 

T.  C.  Hargraves 

A.  Stoler  and  S.  A.  Sisson 

L.G.  Kniffen 

E.P.  RusseU 

M.L.  Ballard 

M.L.  Ballard 

M.  L.  BaUard 

M.  L.  Ballard.: 

Lewis  Miller 

O.  BiUings 

Lewis  Muler 

K.  H.  C.Preston 

E.  P.Russell 

E.  F.  Keeling 

E.  H.  Wheeler 

Rufus  Dutton 

F.  H.  Manny 

Thomas  S.  Whitenack 

T.  C.  Hargran 

Fran  Win  Clark 

Wm.  A.  Kirby 

J.  M.  Orput 

Wm.  Neff 

J.  C.  and  C.  N.Maberry 

Lewis  Miller 

Wm.  E.  Doubleday  and  S.  H.  Lyon 

J.  H.LeBau 

Thomas  W.  Adams 

C.  L.  Pascal 

A.  L.  Bailey 

W.  W.Cumberland 

Roswell  Northrop 

Russell  Smidi 

G.  E.  Beatty  and  C.  S.  Beat^ . .. 

J.  F.  Greene 

W.  E.  Hatfield 

J.  B.  Mcintosh 

F.  F.  Fowler 

L.  Mishler 

L.  R.  Stone 

M.  G.  Couch 

E.  W.  RuUard 

Abel  Post 

John  Cavender 

George  W.  Oakeley 

Howell  Cooper 

John  Carton 

S.  A.  Willett 

Ambrose  Kohler 


No- 


ds, 918 
33,943 
33,975 
33,997 
34,014 
34,019 
31,540 
31,584 
33,601 
31,406 
32,416 
32,692 
33,026 
33,142 
33,204 
31,854 
33,941 
33,966 
33,999 
3J,745 
31,2  8 
31,219 
31,220 
31,284 
31,2^ 
33,691 
3;i,895 
33,265 
33,713 
33,043 
31, --WS 
31,:J78 
32,197 
32,216 
32,233 
32,602 
32,736 
33,158 
33,539 
33,748 
33,845 
31,592 
31,177 
34,043 
33,900 
31,944 
31,442 
31,732 
32,500 
32,346 
31,053 
33,867 
31,470 
31,162 
33,359 
31,54» 
32,860 
32,350 
32,584 
33,132 
33,84H 
31,373 
33,474 
32,731 
32,427 
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Name  of  Patentee. 


No. 


Heating  Apparatna... 

HecUing  Apparatus 

Heating  Apparatus,  Steam 

Heating  Apparatus,  Steam,  Automatic  Regu- 
lator for. 

Heating  buildings 

Heating  Railroaa  Cars  with  steam 

Heating  and  ventilating  Railroad  Cars 

Hemmer  and  Finger  Smeld  for  hand  sewing  . 

Hemmers  and  Folders 

Hemmers  for  hand-sewing 

Hemming  Guides 

Hemming  Guides 

Hemp  or  Flaj^  Dressing 

Hides,  Dressing a. 

Hinge 

Hinges 

Hinges 

Hinges,  Butt 

Hinges,  Butt,  Making 


Hinges,  Gate 

Hinges,  Riveting  . 


Hoes 

Hoes,  Garden 

Hoes,  Manufacture  of 

Hoe  Blanks,  Machine  for  manufacture  of. 

Hog  Cholera,  Medical  compNOunds  to  cure 

Ho^  from  rooting.  Preventing 

Hoisting  Apparatus 

Hoisting  Block 

Hoisting  Devices 

Hollow  Ware,  Hanging  covers  to  Bailed  me- 
tallic. 

Homin  J  Machine 

Honeycomb,  Artificial 

Hooks  for  attaching  and  detaching  boats 

Hooks,  Fish 

Hooks,  Hold-Back 

Hook  Ladder,  Adjustable 

Hook  for  nautical  use 

Hook,  Safety,  for  harness -. 

Hook,  Self-closing 

Hook,  Tackle-block - 

Hooks,  Whiffletree 

Hooks  and  Eyes 

Hooks  and  rings.  Swivel 

Hooks  and  Staples,  Bending 

Hoops  to  ladies^  Skirts,  Clasping 

Hoop-Skirts 

Hoop-Skirts,  Punches  for  making  sides  for 

Hop  Frames 

Horses,  Harness  for  preventing  the  fore  legs 
of,  interfering. 

Horses,  Harness  for  shoeing 

Horses,  Pulleying 

Horse,  Rocking 

Horses,  Rocking 

Horses,  Rocking,  Spring 

Horses,  Toy 

Horses,  Weight  and  hitch  straps  for  fastening 

Horse  Collar  Block 

Horse  Powers 

HoiBB  Powers 


Porter  Mitchell 

M.  Greenebaum 

William  C.^aker... 

Charles  Cregg 

Wm.  D.  Bartlett 

G.  W.  Sampson 

T.  F.  Strong 

A.  H.  Downer 

J.  and  F.  Stevens 

J.  O.  Whitcomb 

Josiah  Howell 

G.  L.  Jencks 

G.  F.Schaffer 

Horace  L.  Arnold ^ ,.. 

Samuel  Ehrman 

C.  M.  Lane 

George  H.  Dodge 

Christian  ShoU 

Edw.  Brown  and  W.  H.  YanGie- 

son. 

SamuelJ.  Olmsted 

J.  W.  Valance  and  Hiram  Little- 

john. 

Philip  and  Henry  £.  Crapo 

Jonathan  Howard 

Walter  Baker 

Nathan  Brand 

J.  Lighter 

R.  Little 

E.G.Otis 

Watson  Duchemin 

J.  J.  Doyle 

Ezra  Ripley 

David  Haines 

Samuel  Wagner 

H.  Davidson 

W.S.  Morris. ..i 

W.  B.  WincheU 

WillardT.  Farrar 

John  Brooke 

Henry  Beagle,  jr 

J.  P.  James 

William  H.  BirdsaU 

Charles  Bentz 

A.  C.  Mason 

Josiah  Lees 

Simeon  Brooks 

B.  A.  Mann 

Henry  Cook 

Henry  Scheuerle 

L.  A.  Beardsley 

D.  G.  KeUete 

J.  P.  Reynold 

A.  H.Trego s 

J.  A.  Crandall 

A.  Christian 

W.  E.  Vincent  and  C.  B.  Northrup 

J.  A.  Crandall 

D.  S.  Bartlett 

Orson  Morgan 

Gelston  Sanford 

T.  J.  Bottoms 


32,69» 
33,483 
32,458 
32,559 

32,956 
32,843 
32,726 
31,878 
31,833 
32,035 
31,602 
32,519 
33,625 
33,229 
31,230 
32,483 
33,830 
32,927 
31,949 

31,853 
33,174 

32,982 
31,977 
32,344 
31,525 
31,723 
31,610 
31,128 
33,929 
31,077 
31,035 

32,516 
32,258 
:)2,036 
31,395 
33,915 
31,963 
32,408 
31,946 
32,872 
33,413 
32,678 
32,031 
33,653 
33,733 
34,026 
33,517 
31,038 
33,177 
31, 174 

31,213 
32,801 
31,302 
31,869 
33,552 
31,571 
31, 104 
32,708 
31,090 
31,294 
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No. 


Horso Powov  ............................. 

Hone  Powers 

Horse  Powers 

Horse  Powers,  Constractinip 

Horse  Powers,  Tread  of,  and  endless  chains. .. 

Horse  Power  Machines 

Horse  Power  Machines ^. 

Horseshoe 

Horseshoe 

Horseshoes,  Calks  for 

Horseshoes,  Forming 

Horseshoes,  Making 

Horseshoes,  Making 

Horseshoes,  Toe-calking  for 

Horseshoe  Iron,  Formation  of 

Horseshoe  Iron,  Rolling 

Horseshoe  Machines 

Horses  or  Mules,  Training  to  rack 

Hose,  Fire  Engine,  Menmng 

Hose,  Waterproof. 

Hose  Nozzles 

H6se  Tubing,  Caontchouc 

Hotel  Annunciator 

Houses,  Portable 

Hubs  to  axles.  Attaching 

Hubs,  Wagon  Boring 

Hub  Machine 

Hullers,  Buckwheat 

HuLing,  cleaning  and  grinding  grain 

Husking  Pins 

Huts,  Portable 

Hydrants 

Hydrants 

Hydrants 

Hydrants 

Hydrants 

Hydrants 

Hydrants 

Hydraulic  Pressure  Indicator 

Hydraulic  Rams,  Directing  water  to  and  main- 
taining continuous  pressure  upon. 

Hydrometers 

Hydrometers 

Ice  Cutting 

Ice  Crusher 

Ice  Crusher 

India-rubber,  Utilizing  waste  Yulcanized 

India-rtibber  in  the  mould,  Oiving  smooth  sur- 
faces to. 

India-rubber  and  other  gums.  Arrangement 
of  metallic  plates  for  ymcanizing. 

India-rubber  Goods 

India-rubber  Goods,  Applying  flocks  to  folt . . . 

India-rubber  Mats - 

India-rubber  Pencil  Heads,  Moulds  for  shaping. 

India-rubber.  (See,  also.  Caoutchouc  and  Rub- 
ber.) 

Imector,  Giffard's,  Operating 

Inks  tands 

Inkstands,  Barometer 

Insects,  Reptiles,  dx^.,  Apparatus  for  destroy- 
ing. 

Invalids,  Remoying 

Iron,  Centring  bars  of. 

Iron  Corrugating 


J.  8.  Upton 

Augustus  Adams 

G.  E.  Burt 

Thomas  Schankwiler 

G.  E.  Burt 

E.  J.  Keep  and  W.  H.  Briggs.... 
H.  B.  Middaugh  and  Albert  Clark 

EbenCate 

J.  B.  Kendall 

J.  H.  Jennings 

Ebenezor  Cate 

C.  H.  Perkins 

Uriah  Billing^ ^ 

C.  H.  Perkins 

Ebenezer  Cate 1 

Charles  Richardson 

D.  N.  AUard 

Commodore  Daniels 

J.  S.  Mackay 

Thomas  J.  Mayall 

William  Jeffers 

T.  J.  Mayall 

J.  H.  H.  Bennett 

David  N.  Skillings 

C.  H.  Denison 

John  Thompson 

I.  N.Felch 

C.  B.  Horton 

Charles  F.  Campbell 

William  Sherwin 

Andrew  Derrom 

J.  P.  Kenyon 

Joseph  Neumann 

George  M.  Seldon 

B.  F.Moore 

LevinP.  Clark 

DewittC.  Cregier 

George  H.  Rogers 

J.  E.Wooten 

T.  Harbottle  and  M.  F.  Fowler. . . 

James  Adams 

A.  H.  andC.R.  Black 

J.  Fielemever 

John  Midoieton 

JohnL.  Rowe 

Charles  McBumey 

Frederick  Simon 

Oscar  FjBdke  and  Edw.  Simon  .... 

Hiram  Hutchison 

Isaac  F.  Williams 

T.J.  Mayall 

Arthur  NeiU 

James  Millholland 

Jos.  W.  Ross 

T.  S.  Hudson 

Caleb  RusseU 

Jacob  Ruth 

N.  F.  NeweU 

J.  S.  Yemam 


33,0^ 
33,755 
33,034 
33,2SS) 
33,358 
31,296 
33,709 
32,371 
31,780 
32,64> 
33,693 
31,995 
31,781 
33,45d 
31,941 
32,185 
31,143 
31,614 
33,200 
31,55Sl 
33,9Se 
33,758 
33,577 
33,  Old 
31, 161 
33,04p 
33, 3» 
33,369 
32,75> 
31,464 
32,338 
33,054 
33,095 
33,ie|S 
33,2^ 
33,282 
32,3S9 
33,585 

31,1X10 
31,773 
31,307 
31,027 
31,76|5- 
33,094 
32,901 

33.^ 

31,391 

33,8(9 
34,001 
31,187 


33,957 
32,207 
32,499 
32,^ 

33,5^ 
31,257 
31,i)68 
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Invention  or  Discovery. 


Name  of  Patentee. 


No. 


Iron,  Manofactore  of — 

Iron,  Manofactore  of 

Iron,  Sheet 

Iron,  Sheets  Manufacture  of 

Iron,  Sheet,  Manufacture  of 

Iron,  Tools  used  in  Manufacture  of 

Iron  and  Steel,  Making 

Iron  and  Steel,  Manufacturing  medleable  cast, 
ttnd  deoxydizing  Ores. 

Iron  from  water  of  salt  wells  and  springs,  Sep- 
arating compounds  of. 

Irons,  Fiat,  Guard  to 

Iron  Bars  and  Bods,  Polishing 

Iron  Castinffs,  and  preparing  Cast  Iron  Pat- 
terns, Reducing. 

Iron  Masts,  Steeples,  &c 

Iron  Ore,  Reduction  of 

Irregular  forms,  Forming  and  punching  articles 

Irregular  forms.  Turning 

Irri^ing  Streets,  Apparatus  for 

Jack,  Boot 

Jack,  Boot 

Jack,  Boot 

Jack,  Boot  and  pantaloon 

Jacks,  Hydraulic 

Jacks,  Lifting 

Jack,  Whirling  for  tops,  &c 

Jars,  Preserve 

Jar,  Preserve 

Jars,  Stoppering 

Jewelry,  Making  Joint  wire  or  stock  for 

Journals,  Mode  of  Oiling 

Journal  Boxes 

Journal  Boxes 

Journal  Box 

Journal  Boxes 

Joomal  Boxes,  Lining 


Key,  Edge 

Key,  Fastener 

Kilns,  Lime 

Knapsacks - 

Kni^^sacks 

Knapsacks 

Knapsack,  Overcoat,  and  Tent 

Knapsack  and  Bed  in  combination 

Knife  of  feed  cutters.  Adjustable 

£[nives,  Means  of  attaching  forks  and  spoons 
to. 

Knife  and  fork,  Construction  of 

Knife,  Fork,  and  Spoon,  Combined 

Knife,  Fork,  and  Spoon,  Combination  of 

Knife  Cleaner 

Knife  Cleaner 

Knife  Sharpener 

Knitting  Machines 

Knitting  Machines 

Knitting  Machines 

Knitting  Machines 

Knitting  Machines 

Knitting  Machines 

Knitting  Machines 


A.  L.  Fleury 

W.  H.  Perry 

D.  A.  Morris  . . . . . 

W.D.Wood 

William  Reiss,  sr. 

A.  L.  Fleury 

Marcus  Lane 

A.  K.  Eaton 


George  H.  Cook . 


J.  C.  Briggs 

Bernard  Lauth . 
H.R.  Ely 


E.  8.  fioynton.. 
William  Quann. 
Levi  Dodge 


Jonathan  Crager 

J.P.Elliott 

H.  M.  De  Graw 

W.  H.  Towers 

MosesT.  Ridout 

J.  S.  Clough  and  S.  S.  Day 

R.  Blackwood 

Samuel  Shoemaker 

Julius  Wright 

J.  M.  Whitall 

N.  8.  GUbert 

W.  D.  Ludlow 

Andrew  J.  Wiley 

Joseph  Wood 

N.W.Clark 

Davis  H.  Dotterer 

Joel  Webster 

O.  T.  L.  Heine  and  E.  Pmssing 
Joseph  Corduan 


Edwin  Campbell 

E.  H.  Bailey 

R.  Donaldson 

George  D.  Arrington 

Thomas  Garrick 

Joseph  Short 

Joseph  Short,  2d 

B.  Frodsham  and  M.  Levett  . 

J.  R.  Whittemore 

Nathan  Ames 


J.  W.  Hardee 

William  H.  Richards 

Nathan  Ames 

Oliver  Sweeny 

Creorge  Smith 

J.  W.  Hyatt,  jr.,  and  J.  S.  Hyatt. 

Joseph  HoUen 

J.  B.Aiken 

M.  L.  Roberts 

Orson  Parkburst 

J.  K.  andE.  E.  Kilboume 

Joseph  Dalton 

S.  W.  Howland 


32,82« 
33,00C 
31,184 
32,341 
33,214 
31,450 
33,949 
32,621 

33,574 

31,295 
31,540 
31,880 

31,777 
33,020 
31,660 

31,696 
32,278 
31,374 
32,490 
33,543 
32,181 
32,612 
33,608 
33,284 
32,594 
33,938 
33,003 
33,807 
33,871 
31,297 
32,243 
32,604 
33,993 
31,655 


32,230 
31,939 
31,445 
33,329 
33,343 
33,726 
33,468 
33,385 
32,936 
33,730 

33,703 
32,916 
33,285 
31,193 
32,903 
31,461 
31,020 
31,287 
31,404 
31,647 
31,984 
32,241 
32,^ 
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Name  of  Pfttontoe. 


No. 


ywitting  MAi»!iinA« 

Knitting  Machinery 

Knobs  to  doors,  dx.,  Secoring  . 


Ladder 

Ladders,  Firo-Escape 

Ladders,  Fire-Escape 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps...... ................... 

Lamps •....•..••.•••.... 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps...... ................... 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Liamps  ......................... 

Lamps 

Lamps «... 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamps 

Lamp^ 

Lamps 

Lamps,  Glass 

Lamps,  Improvement  in 

Lamps,  Kerosene,  Attachment  to  . 

Lamps,  Reflectors  in 

Lamps,  Vapor 

Lamps,  Vapor 

Lamps,  Vapor 

Lamps,  Vapor 

Lamps,  Vapor 


Walter  Aiken.. 
John  Terrell... 
Charles  Ward  . 


Lamp  or  Candle  stand F.  A.  Marshall 


Georce  Aldrich 

W.  A.  Shannon 

Anthony  Iske 

C.  H.  Dolbeare 

HenrjLiebert 

O.  C.  Evans 

EmilTritten 

W.  H.  Topham 

C.  W.  Calioon 

JohnT.  Clegst 

Fred.  Heidrick 

Anson  Judson 

Joshoa  £.  Ambrose 

Bi.  L.  Callender 

Jacob  Stuber  and  Fred.  Frank  . . 

Joseph  Thomas 

Fred.  Heidrick 

W.  Freeman , 

Walter  Hunt 

JohnRossell 

J.  C.  Wright 

8.  8.  and  A.  J.  Post 

William  Pitt 

Joseph  Thomas 

L.  J.  Wordon  and  A.  Leach  .... 

U.  B.  Vidal 

Carlton  Newman 

Henry  Hassenpflng 

WiUiamP.  Patten 

John  J.  Owynn 

A.  H.  Piatt  and  W.  8.  Bosecrans 

A.  OdeU  and  W.  A.  Borrows 

JohnH.  Irwin 

Angnst  Kaestner 

William  Morehouse 

John  Mol vaney 

Charles  W.  Cahoon 

Charles  W.  Cahoon 

EmilTrittin 

David  A.  Moore 

David  Hughes 

R.  B.  Pullan 

E.  D.  Rosencrants 

Jacob  Reighard 

E.  F.  Slocum 

H.  H.  Dickinson 

W.  G.  Schmidlin  and  J.  DriscoU 

C.  B.  Loveless 

Levi  Short 

Neil  Clifford 

C.  C.  Coe 

Mills  L.  Callender 


Lamp  and  Candle  Wicks  . 

Lamp  Chimneys,  Implements  for  handling  . 

Lamp  Chimneys,  Instrument  for  cleaning  .. 

Lamp  Shade..... , 

Land,  Ploughing  and  Tilling 

Land,  TiUing  by  Steam , 


Stephen  R.  Weeden. 

A.H.  MerriU 

T.  B.  De Forest.... 
Bei^jaimn  Arnold  ... 
John  Fowler,  jr .... 
John  Fowler,  jr .... 


^,674 
31,043 
33,760 


32,  ng 

33,963 
33,785 
31,013 
31,024 
31,160 
31,271 
31,496 
31,511 
31,8/0 
31,887 
31,983 
32,110 
32,118 
32,156 
32,156 
32,246 
32,858 
32,403 
32,721 
32,847 
32,851 
32,889 
33,906 
32,918 
32,930 
33,047 
33,084 
33,108 
33,140 
33,403 
33,447 
3:J,588 
33.649 
3:^,749 
3:*,  791 
33.824 
33,826 
33,859 
33,896 
33,945 
34,029 
34,030 
32,730 
32,537 
33,879 
3:^,963 
31,179 
31,283 
32,755 
32,808 
33,773 
31,251 
31,045 
33,170 
31,111 
32,740 
32,809 
32,810 
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Name  of  Patentee. 


No. 


Lanterns 

Lanterns 

Lanterns 

Lanterns 

Lanterns,  Carriage,  and  Axle  Lubdcator,  Com' 
bined. 

L:uitem8,  Coal  Oil 

Lanterns,  Railroad  Signal 

Lanterns,  Signal 

Lard,  Processea  for  refining 

Lard  and  Tallow,  Rendering 

Lard  and  Tallow,  Rendering 

Lasta,  Shaping 

Latches,  I)oor-guard  attachment  for 

Latch,  Gate 

Latches,  Locks,  and  Knob 

Latches,  Locks,  and  Knob 

Latch,  Thumb 

Lath  Machine 

Lath^  Engine  Rests  for 

Lathe  for  turning  Broom  Handles 

LatheSf  Watchimtker's 

Lead,  Oxjchloride  of 

Lead,  White,  Manufacturi; 
Leather,  Coloring  skins 

Leather,  Composition  for  water-proofing 

Leather,  Finishing 

Leather,  Machines  for  dressing 

Leather,  Preparing  the  flanking  for  soloing  . 

Leather,  Splitting 

Leather,  lining 

Leather,  Tanning 

Leather,  Trimming 

Leather  Straps,  creasing  and  finishing 

Leather  and  other  substances,  Cement  for. . . 

Leffs,  Artificial 

Le^  Bah&nce  and  Penholder,  Combined  . . . 

Lever  Escapement 

Light,  Deck 

Lights,  Electric 

Ughts,  Electric 

Lights,  Obtaining,  hj  fnctional  electricity  .. 

Lights,  Signal,  £iilit>ad 

Lights,  Vault,  Setting 

Linen  Smoother 

Liquids,  Apparatus  for  evaporating 

Liquids,  Apparatus  for  evaporating 

Liquids,  Docalci^ing i 

Liquids,  defecating  saccharine 

Liouids,  Elevating  by  retained  Power 

Lithographic  Stones,  mounting 

Locks 

Locks 

Locks 

Locks 

Locks 

Locks 

Locks 

Locks 

Locks  

Locks 

Locks 

Locks 

Locks 

Locks,  Combination 


E.  J.  Hale 

James  Hale  and  J.  S.  Atterbury. 

George  H.  Magersuppo , 

E.  B.  Cofan  and  A.  H.  Sylvester 
John  Scheeper 

S.  Sareent , 

N.  A.  Menaar 

H.  C.  Felthousen , 

H.  S.  Lewis , 

James  Turner 

James  Turner 

E.  R.  StUlwell 

William  Miller 

John  Ellis 

W.  S.Kirkham 

A.M.  Hill 

John  Range 

Albert  Gummer 

Henry  Morrison 

Peter  Prescott 

Charles  Trifeby 

Ludwig  Brumlen 

George  Gary 

Jehu  Brainerd 

R.  Goldenblum  and  F.  Steiner  . . 

William  EUard 

Charles  Kom 

Davoust  Kern 

J.  A.  Saflbrd 

Phylander  Daniels 

H.  McKenzie 

Samuel  P.  Pope 

W.  McK.  Thornton 

S.  F.  Hilton 

Douelas  Bly 

D.  (J.  Lawrence 

Prosper  Humbert 

Henry  Lanergan 

John  Thomas  May 

John  Thomas  May 

Maurice  Wesolowski 

Jacob  Pfeiffer 

John  Gault 

Horatio  Rodd 

H.  Hathaway 

John  Trageser 

Carlos  Garcia 

Jules  Duval 

Rufus  Porter 

G.H.Reynolds 

Titus  Powers 

S.  C.  St.  John 

Linus  Yale,  jr 

F.  G.  Johnson 

Henry  Hartwig 

Henry  Hartwiir 

J.  J.  Hurshbiml 

Linus  Yale,  jr 

Linus  Yale,  jr 

Moses  Ducharme 

John  Adt 

Charles  Claude 

R.  S.  Eddy  and  A.  O.  Miles  . ... 
F.  W.  Alexander 


31,713 
31,714 
31,696 
32,161 
33,853 

33,313 
32,377 
33,831 
32,633 
33,219 
33,969 
33,313 
33,682 
32,990 
32,521 
32,551 
32,339 
32,103 
33,399 
33,466 
31,340 
31,224 
33,337 
33,331 
31,453 
31,879 
32,629 
32,628 
31,746 
31,349 
32,526 
33,264 
31,094 
33,065 
31,438 
33,091 
31,022 
31,247 
33,257 
83,458 
31,273 
33,600 
33,480 
32,001 
31,018 
32,542 
31,650 
31,304 
33,226 
31,033 
31,258 
31,267 
31,278 
31,320 
32,225 
32,226 
32.289 
32,330 
32,331 
32,334 
32,605 
33,476 
33,931 
32,171 
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Name  of  Patentee. 


Ko. 


Man  Power,  Application  of. 

Manger,  Portable 

'Manure  from  Fish,  Manufacture  of 

Manures,  sowing  Pulverized 

Marking  Brand 

Marking  Brush 

Marking  com  furrows,  Device  for 

Mast,  Steeples,  &.c.  Iron 

Match  Holders 

Mats  for  Daguerreotypes,  &.c , 

Mattresses,  cushions,  &.c.  Material  for 

Mattress,  floating 

Meat,  Injecting,  with  Brine 

Meat,  Preserving 

Meat  chopper 

Medical  Powder  papers,  Machine  for  filling  and 

folding. 

Melodeons 

Melodeons 

Melodeons 

Meridian  Instruments , 

Metal,  Machine  for  cutting  and  punching  sheet 

Metal,  Ornamenting  hollow  articles  of 

Metal,  Sheet,  Double  seaming 

Metal,  Swaging  sheet 

Metals,  Treating 

Meters,  Gas 

Meters,  Gas,  Dry 

Meters,  Gas,  Diy 

Meters.  Gas,  Gearing  for 

Meters,  Liquid 

Meters,  Water 

Meters,  Water 

Meters,  Water 

Meters,  Water 

Meters,  Water 

Meters,  Water 

Meters  for  Water«Gas,  &c 

Microscopes,  Portable 

Mills 

Mi.is,  Cider 

Mills,  Cider 

Mills,  Cider 

Mills,  Cider  and  Wine 

Mills,  Cob  and  feed 

Mills,  Coffee 

Mills,  Gig 

Mills,  Gnnding 

Mills,  Grinding 

Mills  for  grinding  apples 

Mills  for  grinding  grain 

Mills  for  grinding  paper  pulp 

Mills  for  grindingpaper  pulp 

Mills,  Grinding,  Tnreshing  cylinder  and  Com 

Sheller. 

Mills,  Saw 

Mills,  Saw 

Mills,  Saw,  Setting  the  log  in 

Mills,  Sugar 

Mills,  Wind 

Mills,  Wind 

Mills,  Wind 

Mills,  Gearing 

Mill  Picks 

Mm  Picks 


T.  W.  Haskings 

Thomas  Fisler 

J.  B.  Hyde 

N.G.Swift 

B.  B.  HiU 

Thaddous  Fowler 

George  G.  Cross 

E.  S.  Bovnton 

L.  J,  Johnson 

John  Dean 

Bridge  Frodsham 

William  Williams 

James  C.  Adams 

Daniel  £.  Somes 

Jacob  H.  Landis 

Mark  S.  Palmer 

William  F.  Sheldon 

William  H.  Bigelow 

Riley  Burditt 

Fred.  Yeiser 

E.  C.  Eraser 

D.  R.  Praden 

S.  Sweeney  and  S.  Parks 

W.  H.  Beach 

Marcus  Lane 

Samuel  Clegg '. 

Lewis  Boore ^ , 

J.  A.  Sabbaton 

John  S.  Elliott 

James  C.  Cook 

F.  G.  Johnson 

J.  S.  Shailer  and  G.  F.  Folson . . 

G.  Kober 

Joseph  Thomas 

Benjamin  S.  Church 

Silas  Barker  and  A.  H.  Smith 

H.  Q.  Hawley 

R.  P.  P.  Dagron 

William  Stewart 

H.  T.  Watkins 

S.  and  R.  W.  CaldweU , 

Jacob  Diehl  and  Wm.  Wilson 

Joseph  R.  Gates 

H.  Omisby  and  E.  R.  Sumner  .. 

Edmund  Parker 

Robert  Kershaw 

S.  S.  Howard 

F.  W.  Krause  and  G.  W.  Strong 

LeanderMcKeo 

Victor  Fouchin 

Jos.  Jordan,  jr 

Gelston  Sanford 

C.  BaUey 

W.M.  Ferry,  jr 

Geor^  C.  Bames 

Dennis  Lane 

Martin  Roe 

Willis  Hohaes 

G.  H.  Reister 

A.  Giraudat 

J.  H.  Glover 

Peter  Faver 

Benjamin  Hostler 


32,369 
33,242 
33,706 
32,800 
33,868 
33,986 
33,478 
31,777 
32,73P 
34,035 
33,777 

33|^ 
32,0* 
31,6Q9 
32,643 

32,^ 
33,18b 
33,278 
33,970 

32;^ 
32, 7S^ 
31,3^ 
33,000 
32,049 
32,747 
32,788 
31,791 
33,676 
31,0^ 
31,8^ 
32,878 
33,406 
33,476 
33,690 
33,349 
33,031 
31, 49!^ 
31,344 

^»^ 

33,681 
32,914 
33,6fl9 
34,03B 
32,665 
32,670 
31,653 
33,301 
31,321 
31,406 
31,113 

32,4)8 
33,426 
32,774 
31,828 
31,121 
31,141 
31,790 
31, 07? 
31,964 
32^190 
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MiUstones,  Cleaning  and  feeding  grain  to  burr. . 

Millstones,  Deyioes  for  leveling 

Millstones,  Diamond  proteetor  for  dressing 

Millstones,  Facing  and  polishing 

Biillstones,  Machuie  for  dressing 

Millstones,  Ventilating , 

Mineral  Matter,  Crushing  and  pulverizing 
vegetable  and. 

Mining  Pan 

Mining  Picks,  dsc-,  Making 

Mirrors,  dsc,  Electro-plating  the  silvered  sur- 
faces of. 

Mop *. 

Mop  Holder 

Mortising  Machine 

Mortising  Machine,  Boring  or 

Mosquito  Bar 

Mosquito  Bar  Frame 

Mosquito  Net 

Motion,  Converting  reciprocating  into  rotary.. 

Motion,  Mode  of  transmitting 

Motion,  Picker 

Motion,  Registering  reciprocating  and  rotary. 

Motion,  Stepping  and  changing 

Motion,  TrfmsmTtting 

Motion,  Transmitting 

Motion,  Transmitting 

Motion  into  rotary.  Converting  reciprocating. 

Motive  Power 

Motive  Power 

Moulds  for  castinff  pi^ 

Moulds,  Modeof  neaung 

Mouldboord  blanks 

Mouldings,  Catting  wooden 

Mouldmgs,  Laying  metal  leaf  on 

Mouldings,  Preparing  patterns  for 

Moulding  Machine,  rower 

Movement,  Mechanical 

Mowing  Machines , 

Mowing  Machines 

Mowing  Machines 

Mowing  Machines 

Mowing  Machines 

Mowing  Machines 

Mowing  Machines 

Mowing  Machines 

Mowing  Madunes 

Mowing  Machines 

Mowing  Machines,  Hand 

Mowing  and  Reaping  Machines 

Mowing  and  Reaping  Machines,  Cutting  ap- 
paratus for. 

Mowing  and  Reaping  Machines,  Metallic  fin- 
ger-beams for. 

Mewing  and  Reaping  Machines.  (See,  also, 
Rtaptng  Mmehine§T) 

Music,  Pnnted,  Portfolios  for  filine 

Musical  Instruments,  Metallic  reeds  for 

Musical  Instruments,  Swells  for 

Musical  Instruments,  Tuning-pin  for 

Muzzles  for  dogs  and  other  animaLs 


Name  of  Patentee. 


S.  Q.  Morrison , 

Andrew  Dray 

John  Dickinson 

Edmund  Munson ............... 

H.  B.  Weaver 

S.  G.Morrison 

Matthew  Smith 

John  A.  Brock 

Elisha  Hughes 

Justus  Von  Leibig 

Arthur  Hemenway 

William  R.  Axe 

S.  S.  Bartlett 

8.  W.  BidweU 

Samuel  Roebuck , 

James  Higgins 

T.  G.  Voonsh  and  W.  B.  White- 
man. 

Turner  Williams 

Coleman  Sellers 

William  Nugent 

Francis  B.  Hall 

Fr.  A.  Pratt 

Samuel  Andress 

Mathaus  Kaefer 

J.  W.  Hewlett 

J.  C.  Butterworth  and  B.  H.  Ar- 
nolds. 

Louis  Tilliers 

A.  Giraudot 

Samuel  Ful  ton 

Henry  Movers 

W.  M.  Watson 

A.  H.  Brown 

Robert  Marcher 

Hanson  Wright 

Henrv  A.  Bluings , 

Josiah  James 

T.  H.  Dodge 

.George  W.  Jennings 

E.  R.  Pease 

Ruius  Dutton 

JohnH.  Rible 

E.  F  and  J.  Herrington 

Henry  Fisher 

J.  D.  1m  Watkins  and  R.  Bry- 
son. 

AsaL.  Darby 

L.  G.  Kni£fen 

L.  M.  Doudna 

C.  H.  McCormick  .^ , 

C.  H.  McCormick 

C.  H.  McCormick 

J.  C.  Koch 

A.  J.  Hammond 

H.  Woodbury 

Samuel  Clark 

C.  F.  Schmidt 


No. 


32,578 
32,590 
33,18r 
31,255 
31, 143 
32,579 
33,405 

32,115 
32,249 
33,721 

33,390 
31,586 
83,330 
32,50d 
33,365 
32,943 
32,018 

31,649 
33,283 
32,306 
32,133 
33,816 
31,522 
31,607 
31,978 
32,749 

33,112 
33,139 
32,058 
33,846 
33,672 
31,207 
32,950 
31,051 
33,291 
31,606 
31,520 
31,668 
31,692 
31,705 
31,907 
31,973 
32,244 
32,906 

33,296 
33,996 
33,578 
33,658 
33,656 

33,657 


32,374 
33,143 
33,322 
31,589 
31,911 
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Name  of  Patentee. 


No. 


N. 


Nails,  Cat,  Annealinj^ 

Nails,  Horseshoe,  Clinching 

Nails,  Horseshoe,  Machines  for 

Nail  Heads,  Improvement  in 

Nail  Machine , 

Nail  Machine 

Nail  Machine , 

Neck-Ties 

Needles , 

Needles,  £  jes  of.  Polishing 

Needles,  Making 

Needles,  Sewinc"  machine 

Needle  Points,  Grinding 

Newspapers,  Machines  for  addressing 

Newspaper  Files 

Newspaper  Files 

Newspaper  Wrappers 

Nuts,  Seamless  Screw,  Casting 

Nuts,  Tapping  and  Cutting  Screws,  Madilne 

for. 
Nut  Machines 


O. 


Oar 

Obstetrical  Bandages 

Oil,  Coal,  Distilling * 

Oils,  Coal,  Distilling. 

Oils,  Distillation  of  Hjdro-carbon 

Oils,  Distilling 

Oils,  Distilling 

Oil  from  fish.  Extracting 

Oils,  Hydro-carbon,  Distillation  of. . .  -! 

Oils,  Hydro-carbon,  Manufacture  of 

Oils,  Lubricating , 

.  Oils,  Manufacture  of  Hydro-carbon , 

Oils  for  the  manufacture  of  varnish,  dtc,  Treat- 
ing drying. 

Oil  Cup  or  Lubricator 

Oil  Wells,  DriUing 

Oilers 

Ordnance , 

Ordnance 

Ordnance,  Breech-loading 

Ordnance,  Breech-loading 

Ordnance,  Breech-loading 

Ordnance,  Breech-loading 

Ordnance,  Breech-loading 

Ordnance,  Breech-loading 

Ordnance,  Breech-loading 

Ordnance,  Breech-loading 

Ordnance,  Breech-loading 

Ordnance,  Breech-loading 


Ordnance, 
Ordnance, 
Ordnance, 
Ordnance, 
Ordnance, 
Ordnance, 
Ordnance, 
Ordnance, 
Ordnance. 


Breech-loading.. 
Breech-loading.. 
Breech-loading.. 
Breech-loading.. 

Cast-iron 

Cast-iron 

Cast-iron 

Manufacture  of  . 
Bepeating..*... 


James  McCarty 

J.  E.  Draper 

S.  S.  Putnam 

W.  H.  Nichols  and  F.  D.  Strong 

Alfred  Owen , 

Ezra  O.  Hall 

J.  L.  Erauser 

E.  C.-Townsend 

George  Cooper 

Charles  Kaiser 

Charles  Kaiser 

Charles  H.  Wilcox 

Charles  Kaiser 

H.  A.  Gage 

H.  W.  White 

H.  S.  White 

L.  P.  Mara 

J.G.Holt 

G.  Bennett  and  B.  Dalzell 


P.  Miles. 


Thales  Lindsley 

Martha  Willis 

G.  W.  Kirchoflfer 

H.  P.  Gengembre 

Joshua  Merrill 

Abraham  Quinn 

£.  G.  KeUey  and  A.  H.  Tait. 

A.  M.  Millochan 

J.  J.  Johnston 

Luther  Atwood 

8.  M.  Mott 

Joshua  Merrill 

Fred.  Walton 


Robert  Pross 

R.  H.Lecky 

L.  H.  Olmsted 

B.  T.  Babbitt , 

T.  J.  MayaU 

L.C.T.  Weber , 

J.  8.  Butterfield 

Edward  Hamilton 

Hiram  Stanhope 

Jos.  A.  France , 

Charles  F.  Leisen 

Christ  Grimshaw 

E.  B.  Butterfield 

Wm.  S.  Henson 

W.  G.  Sherwin,  Jas.  McFarland, 
and  Charles  Thieme. 

Hennr  F.  Mann 

L.  W.  Broadwell 

Charles  Alger 

J.  A.  De  Brame 

J.  A.  Dahlgren 

J.  A.  Dahlgren 

J.  A.  Dahlgren 

R.  P.  Parrott 

Wm.  McCord  and  Edm.  Maher... 


32,525 
32,989 
32,631 
32,527 
31,397 
32,263 
33,018 
33,766 
31,153 
33,947 
33,707 
31,7S7 
33,043 
33,763 
31,200 
31,919 
31,516 
33,783 
31,148 

31,058 


33,001 
31,843 
32,373 
33,699 
32,704 
31,998 
32,568 
31,765 
31,982 
31,658 
32,885 
32,705 
33,722 

33,508 
33,351 
33,751 
31,291 
32,376 
31,044 
32,238 
32,768 
32,921 
33,244 
33,530 
33,582 
33,635 
33,646 
33,756 

33,787 
33,876 
33,976 
34,026 
32,963 
32,984 
32,965 
33,401 
33,813 
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Ordnance,  Revolving 

Ordnance,  Vent-stoppers  of 

Ores,  Desu^pberizing  coal  and 

Ores,  Treating  zinc  and  other 

Ores  of  precious  metals.  Process  for  treating  the 


Ore  Separator 

Ornamentation,  Compositions  for  articles  of . . 

Ovals,  Turning 

Oval  frames.  Turning 

Ovens 

Oven  for  baking  fire-brick 

Overcoat  and  Tent,  Convertible 

Overcoat,  Tent  and  Knapsack 


P&ckingof  pistons  for  steam  engines 

Packing  for  stufi&ng  boxes 

Packinjg^  Case 

Padlocks 

Padlocks 

Padlocks 

Paint,  Article  of 

Pail,  Ash 

Paint,  Preparation  of  oxide  of  zinc  for  a 

Pans,  Bake 

Pans,  Camp  and  Bakers' 

Pans,  Dust 

Pans,  Milk 

Pantaloons,  Guides  for  catting  out 

Pantog^pb  Machines 

Paper,  Drying 

Paper,  Folding  Machines  for 

Paper,  Folding,  parting  and  cutting 

Paper,  Letter 

Paper,  Machines  for  damping 

Paper,  Machines  for  perforating 

Paper,  Preparation  of  fibre  for  ue  manufacture 
of. 

Paper,  Printed,  to  remove  ink  from,  and  re- 
cover the  pulp. 

Paper,  Puncning  and  perforating 

Paper,  Wall,  machine  for  bronzmg 

Paper-making  Machinery 


Paper,  pulp  or  s tock 

Paper  StocK,  Preparing 

Papering  Walls,  Apparatus  for 

Parasols  and  Umbrellas 

Pasteboard , 

Pavements,  Iron 

Pavements,  Iron,  constructing 

Pavement  and  Railway,  combined 

Pegging  Machines 

Pegging  Machines,  Hand 

Pencil 

Pencil  Sharpener 

Pens,  Fountain 

Pens,  Fountain-ruling  guides  for 

Pen  and  Pencil  Case 

Penholder 

Penholder,  Elastic 

Penholder  and  Letter  Balance,  Combined. 
Penman's  Assistant 


J.  A.  De  Brame 

J.  J.  Hirschbuhl 

J.  I.  Stover 

Adrien  MuUer 

J.  8.  Withered  and  8.  E.  Wood- 
worth. 

J.  J.  Muller 

Wm.  E.  Houston 

A.  H.  Brown 

IsaacP.  Tice 

William  Sellers 

L.  A.  Boisson 

Henry  J.  Phillips 

Joseph  Short,  2d 

Jesse  Toung 

Ross  and  Tnomas  Winans 

H.  D.  Stone 

J.  J.  Hirschbuhl 

Thomas  Slaight 

E.  M.  and  J.  E.  Mix 

Isaac  Tyson,  jr 

O.W.Walker 

Charles  Tilterton 

B.  F.Miller 

ChaunceyBush 

G.  H.  Horstmann 

C.  F.  Spaulding 

J.  Ramsey  and  A.  B.  Smith 

Robert  Whittam 

John  Hoyt 

Wm^  H.  and  J.  Milliken 

Cyrus  Chambers 

Thomas  H.  Dodge 

Andrew  Dougherty 

G.  C.  Howaiti 

J.  E.  Mallory , 

Benj.  Lambert 

G.  0.  Howard 

W.  G.  Mackay 

G.  J.  Wheeler,  G.  W.  Dunnell, 
and  W.  Sharp. 
Henry  Lowe , 

A.  Randel , 

Bontley  Masslich 

F.  G.Bancroft 

James  H.  Patterson 

Lucius  Stebbins 

B.  C.  Smith 

R.  C.  Smith 

Moses  Marshall 

E.  M,  Stevens , 

J.  L.  Faber 

A.  C.  Funston 

P.C.Clark 

J.H.Hobbs 

Charles  W.  Lord 

Joel  Brvant 

J.  W.  Pearson 

D.  C.  Lawrence 

H.  G.  Eastman 


34,  (»4 
32,4S6 
32,  Old 
32,840 
31,499 

33,171 
33,391 
3.%  334 
31,837 
31,193 
31,150 
33,753 
33»468 


31,847 

31,349 

31,569 

32,563 

33,715 

33,920 

32,491 

33,058 

32,320 

33,444 

33,514 

32,368 

33,903 

32,140 

33,421 

32,870 

31,578 

31,588 

32,167 

32,759 

32, 693 # 

31,814 

32,879 

32,370 
32,667 
31,215 

33,093 
32,203 
33,004 
33,473 
31,823 
33,610 
31,093 
31, 131 
33,679 
33,022 
33,034 
33,940 
31,298 
31,515 
33,894 
31,225 
33,160 
33,091 
33,638 
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Pendolnms,  compeiiBating  ... 
Perambulators,  Children's  Carri( 
Percnssion  Caps,  Implement  for 

Percossion  Shells 

Photographs  on  paper,  Yamishing 

Photographic  Albnm 

Photographic  Album 

Photographic  Apparatus 

Photographic  Cards,  Cases  for 

Photographic  Medals 

Photographic  Pictures,  Apparatus  for  enlarging 

Photographic  Pictures,  Baths  for  turning 

Photographic  Pictures,  taking  hj  artificial  light 
Photographic  Plates,  Dry,  Boxes 

Photography 

Photolithogpraphic  Transfers 

RanoBeU 

Piano-forte  Action 

Hano-forte  Action 

Piano  forte  Action 

Piano-forte  Action 

I^ano-forte  Action 

Piano-forte  Action 

I^ano-forte  Keys 

Piano-forte  Keys,  gaging  and  toothing  ivory  for 

Piano-fortes,  lS[uare 

Pickers 

Pickers 

Pickers,  Cotton 

Pickers,  Staff-motion 

Picture  Frames,  Enamelling 

Piers,  Mode  of  lowering  into  the  water ...... 

Pins,  Coating '..-. 

Pins,  Self-fastening 

Pipe  Casting 

y  Hpes,  Cement  and  metal.  Combination 

Pipes,  Cement,  Moulds  for  Earthen 

Pipes,  Hose  Gozzles  for j 

Pipes,  Manufacture  of  hydraulic  cement 

Pipes,  Moulds  for  casting 

Pipes,  Moulding 

Pipes  of  Plastic  Materials,  Moulds  for  Mould- 
ing. 

Pipes,  Stems  for  Smoking 

Pipes,  Tobacco ' 

Pipes,.  Tobacco 

Pipes,  Water 

Kpe  Butts 

Pipe  Connexion,  Stove 

Rpe  Joint 

Pipe  Joint 

I^pe  Moulding  Machine 

Rstons  of  Steam  Engines 

Pistons  for  Steam  En^es 

Bstonsof  Steam  Engmes 

Pistols,  Toy 

Pistols,  Revolving,  Base-pin  and  rammer  of . 

Plane 

Plane,  Bench,  Bend  Attachment  for 

Plane,  Rotary,  Feeding  Tapering  lumber  to. . 

Planers,  Rotary,  Binding  rollers  for 

Planer,  Veneer 

Planing  Machines 

Planing  Machine,  Wood 

Planters,  Com 


Lewis  Bradley 

J.  A.  CrandJl 

Louis  Lelong  and  John  Decamp. 

G.  W.  Gardner 

D.W.  S.  Rawson 

F.  R.Grumel 

H.  T.  Anthony  and  F.  Phoebus.. 

C.  G.  Anthoni 

WiUiam  Miller 

H.  E.  Copeley 

JohnH.  Whitley 

Rufus  Anson 

P.  F.  andW.S.  Dodge 

J.  and  J.  Stock 

J.  W.  Osborne 

J.  W.  Osborne 

C.  Williams  and  E.  F.  Fakonnet. 

I.  J.  Harwood 

Fred.  Frickinger 

H.  S.  Calenberg , 

J.  D.  Boedicker 

Henry  Steinway,  jr 

Henry  Steinway,  jr , 

L.  H.  Brown 

Elliot  Savage 

C.  F.  Chickering 

Albert  Holbrook 

Albert  Holbrook , 

John  Griffin 

G.S.  Bean...: 

J.  Speny  and  C.  W.  Sherwood 

C.  Van  Horn 

Thaddeus  Fowler 

Emile  Martin , 

Samuel  Fulton 

Henrv  Knight , 

Charles  M.  Pierce,  jr 

Edward  M.  Wright 

Henry  Knight 

Samuel  Fulton 

Benjamin  S.  Benson 

JohnChilver 


Constantin  Hingher 

E.  A.  Marshall 

Moses  N.  Ward 

Arealous  Wyckoff 

L.  S.  Bunnell 

James  H.  Bell 

Alfred  C.  Jones 

8.  R.  Warner 

Benjamin  S.  Benson 

L.  B.  Batoheller 

James  O.  HA^ght 

T.  S.  Davis 

Abner  Cutler  and  G.  Jenkins. 

W.H.  Elliott 

A.  S.  Cross 

L.  O.  Fairbanks 

P.  H.  Woolsey 

A.  T.  SerreU 

George  Williamson 

H.  D.  Stover 

GeOTge  Rinewalt 

A.  W,  Brinkerhoff 


31,534 
31,110 
33,531 
33,835 
31,906 
32,287 
32,404 
32,230 
33,507 
31,871 
31,060 
31,433 
31,444 
33,500 
32,668 
33,173 
33,373 
31,385 
32,863 
33,427 
33,633 
32,386 
32,387 
32,973 
32,967 
32,119 
32,770 
32,771 
31,596 
31,206 
31^913 
33,615 
31,708 
33,211 
32,359 
33,153 
33,161 
33,504 
32,298 
32,058 
33,178 
32,754 

33,017 
33,226 
33,616 
32,100 
32,464 
31,653 
32,135 
33,275 
32,956 
32,174 
31,971 
31,303 
32,619 
35,933 
33,240 
31,707 
31,508 
31,678 
31,070 
32,904 
32,936 
31,073 
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Name  of  Patentee. 


No. 


Planters,  Com 

Planters,  Com 

Planters,  Com 

Planters,  Com 

Planters,  Com 

Planters,  Cora 

Planters,  Com 

Planters,  Com  .^ 

Planters,  Com 

Planters,  Com 

Plantera,  Com 

Planters,  Com 

Planters,  Com 

Planters,  Com 

Planters,  Com , 

Planters,  Com 

Planters,  Com.  f. , 

Planters,  Com , 

Planters,  Com , 

Planters,  Com 

Planters,  Com , 

Planters,  Com,  Hand 

Planters,  Com,  Hand 

Planters,  Com,  Hand 

Planters,  Com,  Hand 

Planters,  Cotton  Seed 

Planters,  Cotton  Seed i 

Planters,  Seed 

Planters,  Seed 

Planters,  Seed 

Planters,  Seed 

Planters,  Seed 

Planters,  Seed 

Planters,  Seed : 

Plants  and  I'Vuita,  Method  of  growing. 

Platforms,  Extension 

Ploughs 

Ploughs - 

Ploughs 

Ploughs 

Ploughs 

Ploughs * 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs ............ ............... 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs • 


William  Coombs... 

E.  W.  KimbaU.... 
J.  Y.  D.  Murphy.. 

W.  C.  Willey 

L.  K.  Jenne 

B.  H.  Elmore 

F.  B.  Preston 

John  Cooley 

WillidmC.  Ford... 

James  M.  For 

David  Humphreys . 


Powers  Richey 

J.  Stone  and  J.  F.  Archibald. 

Charles  K.  Myers 

H.J.  Howe 

Aaron  Cotton 

Adam  Brightbill 

G.  D.  Haworth 

J.  A.  C.  and  A.  S.  Hickman. 

Rodney  Welch 

D.  B.  Abbey 

Silas  P.  Briggs 

S.  Z.  Shores 

William  Douglass 

J.  W.Chappell 

L.  B.Brown 

Daniel  Herlong 

Stephen  Johnson  .4 

C.  C.  Garrett 

T.W.White 

Lewis  R.  Wright 

Daniel  Broy 

T.  B.  and  R.  N.  Rockwell... 

J.  F.  Pond 

A.  C.  Chamberlain 

Andrew  Morse 

G.  H.  Moore 

Lorenzo  Wolfe 

William  Jarrell 

Jeremiah  Sweitxer 

H.  D.  Rogers 

Gabriel  Utley 

J.  K.Gingrich 

D.  H.  Mdoy..* 

J.  M.  Rodman. 


George  and  John  Seibert  < 
W.  F.  Shedd . 


Lyman  D.  Burch 

J.  Rulofson  and  D.  De  Gamio.. 

G^eorge  A.  Walker 

Lonre  Green 

Daniel  W.  Smith 

George  W.  Depew 

J.  A.  Parlett  and  J.  Thompson . . . 

Joseph  B.  Cooper 

George  W.  Cooper 

HeniT  F.  Mann 

Franklin  Traxler 

Edwin  J.  Eraser 

Valentine  Felker 

Thomas  Patterson 

ZadockM.  BeaU 

L.  M.  Steams 

William  Lape •*..... 

T.  a  and  T.  W.  Bi^ppleye 


31,076 

31,086 

31,186 

31,201 

31,427 

31,448 

31,579 

31,700 

31,966 

32,056 

32,065 

32,084 

32,096 

32,168 

32,294 

32,412 

33,015 

33,196 

33,107 

33,410 

33,688 

32,178 

32,725 

32,937 

32,975 

31,107 

31,120 

31,354 

31,381 

32,098 

32,108 

32,117 

33,053 

33,103 

33,774 

32,265 

31,028 

31,r36 

31,172 

31,194 

31,407 

31,419 

31,452 

31,549 

31,559 

31,563 

31,565 

31,654 

31,677 

31,684 

31,712 

31,749 

31,761 

31,903 

31,955 

32,052 

32,073 

32,094 

32,129 

32,231 

32,311 

32,459 

32,488 

32,666 

32,714 
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Ploughs .» 

Ploughs 

Ploughs 

Ploughs 

Ploughs ■ 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs 

Ploughs,  Capstans  for 

Ploughs,  Com 

Ploughs,  Covering 

Ploughs,  Device  tor  securing  shields  to 

Ploughs,  Ditching 

Ploughs  for  Draining  and  Suhsoiling 

Ploughs,  Gang 

Ploughs,  Gang 

Ploughs,  Hillside 

Ploughs,  Mole 

Ploughs,  Mole 

Ploughs,  Mole 

Ploughs,  Mole 

Ploughs,  Mole - 

Ploughs,  Seeding - 

Ploughs,  Seeding 

Plough,  Snow 

Plough,  Snow 

Ploughs,  Steam 

Ploughs,  Steam 

Ploughs,  Steam 

Ploughs,  Steam 

Ploughs,  Subsoil 

Ploughs,  Subsoil 

Ploughs,  SubsoU 

Plough  Clevis 

Ploughing  and  tilling  land 

Ploughing  and  tilling  land 

Ploughing  And  tilling  land  by  steajn 

Ploughing  and  tilling  land  by  steam.  Drums 

or  pulleys  to  prevent  ropes  from  slipping  in 

machinery  for 

Pockets  of  wearing  apparel 

Posts,  Fence  ..* 

Posts,  Horse-hitching ■ 

Posts,  Setting ---- « 

Potatoes,  machine  for  digging 

Potato  diggers 

Potato  diggers ■ 

Potato  diggers 

Potatoes,  Digging - 

Potato  masher - • 

Pots  for  elass-making 

Pottery,  Machine  for  mending 

Powder,  Blasting,  Composition  for 

Power,  Generating *-■ 

Power,  Transmitting ■ 

Preserve  Cans,  Sealing - 

Preserve  Jars « 

Preserving  vessels  ............. .----..----. 

Presses • 

Presses *  — 

Pveeses t -»•• 


Name  of  Patentee. 


Canfield  Blodgett 

John  Dement 

Henry  S.  Chichester 

Chas.  O^Bryan  and  Henry  Kreps. . 

Henry  D.  Martins 

N.  F.  Burton 

R.  Coddington  and  D.  McCall 

Soloman  Beard 

Wilkinson  Furnas 

L.  W.  Shaflfer 

H.  C.  Drew 

Charles  E.  Paxton 

Washington  Roberts 

J.  F.  Cameron 

Ferdinand  Pimmer 

Loure  Green 

J.  F.  and  W.  L.  Black 

William  B.  Reedy 

Augustus  Sanborn 

Homer  Gillet.  I 

J.  A.  Hammer  and  J.  P.  Gk>rdDn  . 

M.A.  Howell,  jr 

H.  H.  BaUard  and  H.  McClure. .. 

S.  F.Jones 

W.  P.  Pepn 

W.  P.  Penn 

F.  J.  Steinhauser 

Robert  Cassady  and  D.  Clark 

John  K.  Smith 

S.  L.  Shotwell  and  R.  S.  Hicks.  .. 

C.  W.  Saladu 

J.  W.  Fawkes 

J.  F.  Cameron 

James  McCollum 

W.  A.  H.  Bumham  and  Samuel 

B.  Pierce. 

R.  A.  Blair  and  John  B.  Reed 

John  Fowler,  jr 

JohnFowlef,  jr 

John  Fowler,  ir 

J.  Fowler,  jr.,  R.  Burton,  D.Greig, 

and  J.  Head. 

Fenner  Darling 

Williams.  Mayo 

Charles  Bush 

Patrick  Burke 

S.  B.  Conover  and  M.  Spring 

T.  c.  zuUck :.-.... 

F.  A.  Morley 

PerrvMarcey A 

De  Witt  Clint  and  Ives  Lynd  ... 

Alfred  H.  Lorton 

Edward  Dithridge 

William  Linton --. 

W.  R.  Thomas  and  M.  Eman- 
uel, jr. 

Peter  Shearer 

Thomas  J.  Lowry 

Henry  S.  Fisher 

N.S.  Gilbert 

J.  B.  Wilson 

Enoch  Thomas 

JobnSeitz,  sr 

Roswell  Wakfimui 


Nb. 


32,746 
32,966 
32,976 
33,096 
33,256 
33,568 
33,573 
33,621 
33,834 
33,906 
31,446 
33,793 
31,130 
31,109 
31,399 
32,866 
32,958 
33,851 
32,587 
31,117 
31,313 
31,317 
31,771 
33,149 
31,J29 
32,924 
31,491 
31,529 
32,153 
32,437 
32,652 
33,882 
31,108 
32,139 
33,131 

33,066 
32,027 
32,809 
32,026 
32,912 


31,227 
33,310 
32,601 
33,336 
32,183 
31,641 
32,781 
33,093 
31,299 
33,654 
31,011 
31,394 
32,016 

31,631 
32,070 
33,729 
33,938 
33,870 
31,495 
31,630 
31,841 
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No. 


Proeses  

Presses,  Cheese. ..». 

Presses,  Cheese 

Presses,  Cheese 

Presses,  Cheese 

Presses,  Cheese  and  hook 

Presses,  Copying 

Presses,  Copying,  Portable 

Presses,  Cotton 

Presses,  Cotton 

Presses,  Cotton I' 

Presses,  Cotton 

Presses,  Cotton 

Presses  for  hops,  hav,  &c 

Presses,  Lithog^phic 

Presses,  Lithogr^hic  Power 

Press,  Oil 

Press  for  packing  wool 

Press  for  preserving  hay  and  cotton 

Presses,  Printing 

Presses,  Printing 

Presses,  Printing 

Presses,  Printing 

Presses,  Printing 

Presses,  Printing 

Presses,  Printing 

Presses,  Printing 

Presses,  Printing,  Cylinder 

Presses,  Printing,  Feeding  paper  to 

Pressing  Cheese 

Primer,  Automatic,  for  fire-arms 

Printers*  Chase 

Printers'  Rules,  mitring 

Printing  Apparatus,  Attaching  blocks  to  belts 
of. 

Projectiles  for  Fire-arms 

Projectiles  for  Fire-arms 

Projectiles,  Guide  for , 

Projectiles  for  Ordnance 

Projectiles  for  Ordnance 

Projectiles  for  Ordnance 

Projectiles  for  Ordnance 

Projectiles  for  Ordnance 

Projectiles  for  Rifled  Ordnance 

Projectiles  for  Rifled  Ordnance 

Projectiles  for  Rifled  Ordnance 

Projectiles  for  Rifled  Ordnance 

Projectiles  for  Rifled  Ordnance 

Projectiles  for  Rifled  Ordnance 

Projectiles  for  Rifled  Ortlnance 

Projectiles  for  Smooth-bored  Ordnance 

Propeller 

Propeller,  Donble-cone  Marine 

Propel  lers.  Marine ^ 

Propeller,  Marine 

Propeller,  Screw 

Propeller,  Screw 

Propeller,  Screw 

Propeller,  Swimming 

Propeller  Shield 

Pulley,  Clutch 

Pulley  Kock 

Pumps.. 

Pumpi ^ .•.»•••... 


Eli  Hnddleston  and  B.  M.  Hairi- 
son. 

Calvin  Aubom 

John  Patterson 

C.  A.  Codding 

W.H.Guy 

D.  P.  Nickerson 

C.  Y.  Heckler 

Joseph  H.  Atwater 

Isaac  GriflSn 

A.Z.McBride 

P.  G.  Gardiner 

Filmon  Gilbert 

Waldo  P.  Craig 

J.  W.  Shioman 

Robert  McNie i 

Bernard  Ackerman 

J.  S.  Schuyler....: 

George  M.  Cooper 

John  K.  Harris 

G.  &8.  P.  Gar^r 

Charles  Potter,  jr 

Albert  S.  Adams 

George  P.Gordon 

Franklin  L.  Bailey 

George  R.  Dean 

Horace  Goodrich 

Charles  Montague 

F.  O.  Degener 

O.  Tallcott 

Horace  A.  Stone 

J.H.Wells 

Wm.  O.  Stoddard 

G.  H.  Babcock 

Alexander  S.  Davis 

Reuben  Shaler 

Elisha  Matteson 

J.  Goodspeed  and  C.  Crawley  ... 

S.C.  Abl>ott 

John  Gault 

Edward  Lindner 

Charles  F.  Brown 

John  Gault 

B.  B.  Hotchkiss \ 

J.  A.  Dahlgren 

R.  P.  Parrott 

R,  P.  Parrott 

William  Page '. 

Isaac  P.  Tice 

C.  H.  Sayre 

James  A.  Woodbury 

Edward  8.  Renwick 

J.  R.  BayUs 

Maximilian  Wappith 

Eugene  LacroLx,  j*r 

Abram  G.  Tompluns 

David  Bell 

Harrison  Elliott 

Jacob  Kleiber 

Jeremiah  Carhart 

John  Shinn 

L.  A.  Beardsley 

Albert  Bellingrath 

Thomas  Hanabrow 


31,979 

31,  MO 
32,14t 
32,800 
33,248 
33,167 
32,363 
31,860 
31,07» 
31,323 
31,796 
31,967 
32,240 
33,796 
31,818 
32,678 
33,173 
31,784 
33,088 
31,573 
31,621 
31.760 
31,130 
32.171 
32, 2« 
33,387 
33,897 
33.676 
33,217 
31,834 
34,020 
32,798 
31,299 
33,776 

32,844 
33,746 
32,830 
31,099 
32,689 
32,949 
33,378 
33,73i 
32,293 
32,986 
3:^,099 
33,100 
33,660 
33,71fl 
34,031 
3:i,863 
33,364 
3:i,574 
33,459 
33,t«3 
31,tff» 
32,609 
33,077 
31,fi0t 
32,761 
33,321 
32,856 
31,206 
31, 314 
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No. 


Pomps 

Pomps 

Pomps 

Pomps 

Pomps 

Pomps 

Pomps * 

Pomps 

Pomps 

Pomps 

Pomps • 

Pomps 

Pomps 

Pomps 

Pomps 

Pomps-...  •..•••-.  ............. 

Pomps 

Pomps 

Pomps 

Pomps \ 

Pomps 

Pomps 

Pomps 

Pomps,  Cattle 

Pomps,  Cattle 

Pomps,  Operating 

Pomps,  Rotary * 

Pomps,  Rotary 

Pomps,  Rotaiy 

Pomps,  Rotary 

Pomps,  Rotary 

Pomps,  Rotaiy 

Pomps,  Rotary 

Pomps,  Steam 

Pomps  for  Oil  wells 

Ponch  and  Shear 

Ponching  Machine....  .1 

Punching  Machine 

Ponching  and  Shearing  Machine. 


Dts,  Horizons  for 

is  Crosher 

ioartz  Crashers,  Stamp-head  for 

^oartz  Crushers,  Stamp-head  for 

Joartz  Crashing  or  Pmverizing 

Qoilting  Frame 

Qoiltin^  Frame, .  Table  and  Clothes  Dryer, 
combined. 


Radiators 

Rails,  Joints  for  railroad 

Rails,  Railroad 

Rails,  Railroad 

Rails  for  railroads,  Splicing  . 

Railroads 

Railroads 

Railroads,  City 

Railroads,  City.. 

Railroads,  Coal 

Railroads,  Frogs  for 

Railroads  and  Cars 


Dennis  Hayes 

Alfred  M.  Perkins 

George  W.  Martin -. 

Harvey  Locke 

John  M.  May , 

Walton  E.  Watters 

H.  G.  CroweU 

W.  W.  Robinson 

Nathan  Miller 

V.Weitz 

Nathan  Barrett , 

J.  W.  Redding 

T.  8.  Southard 

M.  T.  Greenleaf 

D.  W.Lewis 

Albert  Russell 

Benjamin  Douglas 

Gilbert  Van  Camp 

Cornelius  Bollinger 

T.  J.  Wadleigh 

John  W.  Lane r- 

F.  J.  Willett 

Elisha  Fitzgerald 

Peter  Fraer 

£.  A.  and  S.  Moore  and  D.  Mooney 

James  Armstrong 

D.  D.  Hauly  and  J.  J.  Morris  -  -  - . 

Chester  L.  Johnson 

John  Jones  and  A.  K.  Rider 

Monroe  Stannard 

B.F.  Taber 

Daniel  S.  Hamilton 

Fred.  Rochow 

Martin  Wilcox 

Wm.  H.  Elliott 

Timothy  F.Taft 

Hiram  Powers 

David  Sprague 

P.  C.  Perkins 


James  Rahill 

L.  F.  A.  Legouge  . 

Thomas  Wise 

8.  F.Hodge 

J.  C.Dickey: 

AsahelOsbom 

Bernard  Fagan  — 


J.  B.  SuT 
R.  Frencli 

William  Watson 

L.  and  M.  Day  and  A.  Mercer... 

B.  A.  Mason 

Alexander  Hay * 

Rowland  Cromelieu 

W.C.Grimes 

E.F.Hyde : 

Wm.  Yondon  and  D.  Thomas  ... 

Joseph  Wood 

ChoandlerMcWayne 


31,804 

31,904 

32,030 

32,196 

32,251 

32,260 

32,356 

32,485 

32,577 

32,592 

32,607 

33,716 

32,724 

32,831 

32,881 

33,008 

33,299 

33,323 

33,375 

33,671 

33,765 

33,914 

33,936 

33,243 

33,848 

32,038 

31,597 

32,029 

32,372 

33,126 

33,550 

33,643 

33,961 

31,923 

33,736 

31,835 

31,476 

31,681 

31,674 


33,104 
32,999 
31,570 
33,993 
33,829 
31,821 
31,706 


31,493 
32,057 
33,503 
33,696 
32,074 
31,717 
31,786 
32,286 
32,518 
32,732 
34,01'2 
33,554 
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Railroad  Crossing 

Railroad  Indicator , 

Railroad  Stations  or  Streets  of  Cities,  Machine 
for  indicating. 

Railroad  Tickets,  Machine  for  numbering 

Railroad  Tracks,  Frogs  for 

Railway 

Railways,  City 

Railways,  Diminishing  effect  of  collision  on. .. 

Railways,  Permanent 

Railway  Drawing-beads,  Stop-motion  for . . , 

Railway  and  Pavement,  Combined 

Rain  Gutters,  Beading 

Rakos,  iland,  for  reaping  machines 

Rakes  for  Harvesters 

Rakes  for  Harvesters 

Rakes  for  Harvesters , 

Rakes  for  Harvesters ^ 

Rakes  for  Harvesters 

Rakes  for  Harvesters 

Rakes  for  Harvesters,  Automatic 

Rakos  for  Harvesters,  Automatic , 

Rakes  for  Harvesters,  Automatic 

Rakes,  Hay 

Rakes,  Hay 

Rakes,  Hay 

Rakes,  Hay , 

Rakes,  Hay,  and  Clover-Stripper,  Combined.. 

Rakes,  Horse 

Rakes,  Horse , 

Rakes,  Horse 

Rakes,  Horse 

Rakes,  Horse 

Rakes,  Horse 

Rakes  for  reapers 

Rake-Heads •, . . . 

Raking  and  Cocking  Hay,  Machines  for 

Raking  Attachments  to  Harvesters 

Raking  Attachment  to  Harvesters 

Range,  Cooking 

Ranges,  Cooking,  Water-back  for 

Ranges  and  CooKing  Stoves 

Rasps  and  Files 

Rattan,  Cutting  into  Strands 

Rattan  Machine 

Reapers  and  Mowers 

Reaping  Machines 

Reaping  Machines : 

Reaping  and  Mowing  Machines 

Reaping  and  Mowing  Machines 

Reaping  and  Mowing  Machines,  Cutters  for  . . 
Reaping  and  Mowing  Machines,  Cutting  Ap- 
paratus of. 
Reaping  and  Mowing  Machines,  Guards  or 
'     Fingers  for. 

^  Reaping  and  Mowing  Machines.    (See,  also, 
MotDing  Machines?) 

Reels 

Reflectors  for  Lamps 


Reflectors  of  a  Solar  Camera,  Operating. 

Refrigerator 

Refrigerator 

Refrigerator 

Refrigerator 


H.  F.  Thiemeyer. 
M.  T.  Ridout.... 
H.  H.  Grata 


G.  J.  HiU 

Wm.  Ebbitt 

B.  C.  Smith 

P.  Andrew , 

J.  R.  Rowand  ...•-., 

Robert  Watson 

B.  O.Page 

B.  C.  Smith 

Wm.  H.  Henderson 

George  Esterly 

T.  S.  Whitenack... 
Chester  Bullock  ... 

James  Pine 

W.  S.WiUnot 

A.  R.  Reese,  W.  Gould,  andN.  Lake 

Walter  A.  Wood 

Theodore  F.  Kums 

Theodore  F.  Kums 

Theodore  F.  Kums 

Wm.  Deckman 

E.  P.  Barton  and  R.  W.  Towle 

C.R.  Soule 

F.G.  Wilson 

R,  H.  Blair  and  A.  W.  Beatty.... 
D.  B.  Woodward 

Jonah  Ciytes 

Samuel  Mowiy.. 
J.  C.  Stoddard... 


Edward  Buchman 

Edward  Smith  and  Sidney  Cowles 

M.  C.  Brelsford. 

J.  C.Stoddard 

L.  R.  Stone 

G.  E.  Chenowith 

A.  B.  Smith 

Moses  Pond 

James  Ingram 

James  Spear 

Thomas  Shcehan 

T.J.  Mayall 

N.  H.  Richardson 

D.  Hitchings 

Welcome  Sprague 

JohnTustin 

Cyrenus  Wheeler,  jr 

L.  Erpelding 

Wm.  8.  McCormick 

Wm.  S.  McCormick 


Salem  Copeland  . 


Caroline  H.  Catnes 

W.  D.  Schmidlin  and  J.  W.  Dris- 
coU. 

D.  A.  Woodward 

B.  J.  Burnett % 

John  C.  Schooley 

Thos.  W.  Chatfield 

Charles  G.  Page 


33,670 
32,000 
31,237 

31,350 

33,381 

32,794 

32,606 

33,665 

32.321 

31,398 

31,131 

32,420 

31,113 

31,345 

32,160 

32,266 

32,493 

33,663 

33,761 

33,418 

33,419 

33,420 

32,054 

32,745 

32,795 

32,935 

33,512 

31,507 

31.875 

32,307 

33,023 

33,183 

33,267 

31,106 

31,414' 

31,568 

31,954 

32,317 

33,050 

31,083 

31,489 

31,331 

32,737 

32,651 

32,189 

33,021 

33,719 

31,686 

33,416 

33,681 

33,680 

31,440 


31,953 
32,723 

31,639 
31,007 
31,039 
31,782 
31,901 
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Name  of  Patentee. 


No. 


Refrigerator , 

Befrigerator 

Befrieemtor  for  Cooling  the  Condensing  Water 
and  Conden^  Steam  of  Steam  Engine. 

Refrigerator  and  Water  Cooler 

Register,  Fireplace 

Register  for  Gas  Metre 

Register,  Hot  air 

Register,  Hot  air 

Register,  Hot  air 

Register,  Omnibus 

Register  for  Omnibuses,  &c 

Registering  Apparatus  for  Steam  Engines  .... 

Regulators,  Gas 

Rein  holder 

Retorts,  Gas 

Retorts,  Gas 

Retorts,  Gas 

Retorts,  Gas,  Construction  of 

Retorts,  Gas,  Making  fire  clay 

Retorts,  Manufacture  of  Prussiate  of  Potass  . . 

Retorts  for  the  manufacture  of  gas  from  wood 

Rice,  Coffee,  and  other  Grains,  Scouring, 
Cleaning,  and  Smutting. 

R!ce  Cleaning  Machine 

Rifle  Sights  ...f 

Rigging  Clasp 

Ring,  Halter 

Rings,  Making  Split 

Rivet  Machines,  Bolt  and 

Road  Scraper 

Roll  Blotters 

Rollers,  Field *. 

Rolling  pin  and  docker  for  biscuit 

Roofing ^ 

Roofing,  Composition  for 

Roofing,  Metallic 

Roofing  for  Slate 

Roofing  cloth.  Making 

Rope,  Machinery  for  Making 

Rope,  Machines  for  opening 

Ropewalks 

Row  Lock 

Rudder  Case  for  Navigable  Vessels 

Rulers 

Ruling  Machine,  Paper 

Ruling  Machines,  Paper 

Ronnmg  gear  for  four-wheeled  Vehicles 


Elisha  Dexter 

Thomas  Gates * 

W.A.  LighthaU 

A.  Godley 

E.  A.  Tuttle .... 

Jas.  S.  Elliott 

J.  H.  Simonds 

J.  H.  Simonds 

S.  B.  Sexton 

E.  S.  Dawson  and  A.  Weeks. 

Felix  Brunon 

P.  L  Weimer 

Levi  Abbott 

Thos.  L.  Braynard 

S.  H.  &  M.C.Walker 

A.  K.  Tupper 

A.  K.  Tupper 

J.  M.  Gallacher 

J.  S.  Heartt  and  S.  English.. 

Jas.  Clark 

M.  Levy 

L.  D.  Hawkins 


S. 


Saccharine  fluids.  Evaporating^ 

Saccharine  Juices,  Apparatus  tor  Evaporating.. 
Saccharine  juices.  Apparatus  for  Evaporating. . 

Saccharine  juices.  Clarifying 

Saccharine  juices,  Evaporating 

Saccharine  juices,  Pans  for  Evaporating  and 

Clarifying. 
Saccharine  juices.    (See,  also,  Cane  juice  and 

Sugar.) 

Saddles 

Saddles 

Saddle  Leggings 

Bad  Lrons 

Sad  Irons 


A.  H.Wright.... 
W.  J.  Stillman... 
Geo.  W.  Soule  ... 
Lucius  C.  Chase.. 

E.  H.  Pernr 

Abraham  Reese . . . 
O.  W.  Kellog  .... 
P.  B.  Sheldon.... 

J.  C.  Pease 

Adam  Exton 

S.  R.  Jones 

C.  C.  Hoff 

Wm.  G.  Reed  .... 
J.  S.  Sammons... 

D.  S.  Anderson... 

F.J.  Miller 

Richard  Mansley . . 
Horace  Maxson . . . 
Wm.  D.  Bush.-.. 

S.  Foster 

Geo.  Lane 

John  Dobbs 

Alfred  Hathaway  . 
D.  C.  Brown 


Christ.  Cory 

Wm.  Chesterman 

M.  H.  Mansfield 

Riley  Root 

B.  Coe  and  M.  Goon. 
Cornelius  J  acobs 


Jacob  D.  Woodruff . 

R.  N.Eagle 

Wm.  B.  Johns 

P.  D.  VanHoesen  .. 
Wm.  McClure...... 


32,987 
33,649 
31,547 

31,968 
32,728 
33,300 
31,485 
31,748 
32,897 
31,788 
31,778 
31,583 
33,873- 
31,698 
32,019 
.32,803 
33,921 
32,219 
33,623 
32,977 
31,986 
33,064 

33,276 
33,965 
32,210 
32,180 
33,125 
32,381 
33,650 
31,483 
31,087 
33,053 
32,835 
32,290 
31,821 
31,564 
32,111 
31,615 
32,524 
32,483 
3:^,823 
33,319 
32,571 
33,898 
33,389 
33,566 


33,238 
31,151 
31,396 
33,450 
31,590 
32,998 


33,728 
34,044 
33,996 
31,095 
32,304 
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fiad  Irons.    (See,  also,  Flat  front.) 

Safes,  Burglar-proo^  Construction  of 

Safety  Belts 

Sails,  Qaff  for  vessels' 

Salt , 

Salt  Digfpng 

Salt,  Purification  of 

Salt,  Purifylnff  brine  for  the  manufacture  of.. . 

Salt  Kettles,  Construction  of 

Sand,  Machines  for  Washing 

Sash,  Window 

Sashes,  Window,  Dovetailing 

Sashes,  Window,  Hanging  and  operating 

Sashes,  Window,  Supporting  and  locking 

Sash  and  Blind  fastener 

Sash  fastener 

Sash  fastener 

Sash  fasteners 

Sash  fastener.  Window 

Sash  holders 

Sash  holder  and  fastener 

Sash  Hupporter 

Sash  Supporters 

Sash  Supporter,  Window 

Sausage  Stuffer 

Sausage  Stuffer 

Saws 

Saws,  Adjusting  the  rates  of  muley 

Saws,  Band,  Uangfng 

SawH,  Hanging  uid  Securing  reciprocating 

mill. 

Saws,  Planing 

Saws.  Scroll 

Saws,  Securing  Circular  to  Arbors 

Saws,  Securing  Ciicular  to  Arbors 

Saws,  Wood 

Saws,  Wood,  device  for  Straining , 

8aw.dust,  Removing,  as  it  b  formed 

Saw  gummers 

Saw  gummers 

Saw  horse.  Wood 

Saw  plates,  Hardening 

Saw  Set 

Saw  Set 

Saw  Set .• 

Sawing  Curvelinear 

Sawing  curved  pieces,  Machine  for 

Sawing  fire  wo<k].  Machines  for 

Sawing  Machine 

Sawing  Machine,  Circular 

Sawing  Machine,  Cross-cut , 

Sawing  Machines,  Cross-cut 

Sawing  Machines,  Cross-cut 

Sawmg  Machines,  Feeding  and  gig^ging  back 

movement  in. 

Scales , 

Scales,  Platform 

Scale  and  weighing  Apparatus 

Scale  Beams , 

Scissors 

Scissors - 

Screws 

Screws  and  tacks,  bead  for 

Screws  for  Winnowing  Machines , 

Screw  Blanks,  Feeding ^ 


T.  Selleck  and  W.  H.  Butler 

Noah  Downing , 

Wm.  H.  Conwav • 

N.W.Clark 

Geo.  C.  Robinson 

J.  W.  Barker  and  J.  P.  Haskin  .. 

J.  M.  Luther 

O.  W.  Seely 

L.  M.  Speer , 

E.P.Carter 

C.  W.  Strout 

H.  T.  Stanard , 

Wm.  Shaw 

W.  E.  &H.  G.  Arnold 

Wm.  B.  Barnard 

Jas.  C.  Butterworth 

Samuel  G.  Rice 

John  H.  Cobum 

H.  T.  Stanard 

Wm.  N.  Biartin 

B.  G.  HUdreth 

Wm.  Morehouse , 

S.  G.  Morrison 

Augustus  Nittinger 

Martin  Riling 

Nathan  W.  Spaulding 

W.  J.Gaskilf 

W.  H.  SuUenberger 

J.  H.  Totman , 

W.  S.  Winsor 

G.  L.  Baar 

John  Andrews 

John  Andrews 

Abijah  Fessenden 

Jas.  Haynes 

O.  H.  Burdett , 

A.  H.  Wellington 

N.  W.  Spaulmng .\.. 

Geo.  Ives , 

James  Dodge 

Amos  Call 

D.  P.  Foster 

Ruel  Rawson 

Enoch  Conger , 

Enoch  Conger 

S.  A.  Clemens , 

W.T.Mills 

W.  H.  Auld 

Peter  Fischer 

Daniel  Foreman , 

S.  S.  Dice 

Jesse  Oilman 

8.  8.  Hitchcock 

Aug.  B.  Davis 

A.  U.  Piatt  and  W.  S.  Rosecrans 

A.  B.  Davis 

John  Rcist 

A.  Hajdon  Knapp 

Leonard  Marsh 

G.  R.  Wilmot 

W.  M.Watson 

D.  M.  Robertson 


33,456 
33,579 
33,295 
31,373 
31,827 
33,424 
33,725 
32,005 
33,106 
31,074 
33,667 
31,413 
33,660 
33,423 
31,221 
32,043 
33,869 
33.237 
32,657 
33,488 
33,647 
33,750 
33,596 
31,030 
31,403 
33,270 
32,941 
31,768 
31,49t 

33,67$ 
33,739 
31,523 
32,503 
31,231 
31,054 
31,779 
33,913 
34,043 
31,605 
32,103 
32,179 
33,063 
33,493 
32,978 
31,783 
33,571 
32,839 
31,203 
31,535 
31,537 
31.877 
32,419 

31,243 
33,297 
33,403 
31,534 
31,032 
31,849 
33,487 
32,020 
33,618 
31,405 
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leaDung,  Heads  for  doable 

Seat,  Cane  for  Chairs 

fleatand  Cane  combined 

8eat»  Car 

Seats,  Carriage,  self-a^'usting 

Seat  for  railr^  Cars  and  Schools 

Seat,  School 

Seat  for  Schools,  etc 

Seed,  Clover,  Hailing  and  Cleaning 

Seeds,  Clover,  Machine  for  Separating 

Seed,  Machines  for  Cleaning  and  hulling  clover. 

Seed,  Planters,  Shoes  for , 

Seed-Sowing  Machines 

Seeding  Machine 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines , 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines '.. 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 1. 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines 

Seeding  Machines ' 

Seeding  Machines 

Sewers,  Inlet 

Sewers,  Inlets 

Sewen,  Street 

Sewing  Blachines 

Sewing  Machines 

Sewing  Machines 

Sawing  Machines 

Sewing  Machines 

Sewing  Machines 

Sowing  Mcbchines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Biachines 

Sewing  Machines 

Sewing  Machines • 

Sewing  Machines 

Sowing  Machines 

Sewing  Machines 

Sowing  Machines ^ 

Sowing  Machines 

Sowing  Machines 

Sewing  Machines  ------- 

Sewing  Machines 

Sewing  Machines 

Sowing  Machines 4 

Sewing  Machines 

Sewing  Machines 


Name  of  Patentee. 


S.  H.  Drennon 

J.  B.  Sawyer 

C.  H.  Dascomb 

Thomas  Rainej 

JohnC.  Kimball 

W.  H.  Joeckel 

BobertPaton 

Wm.  H.  Joeckel 

D.  8.  Wagoner 

H.  Honsiker 

Jacob  Knhn jl 

A.  W.  Brinkerhoff --.. 

Alonzo  Webster 1... 

C  Eggleston 

David  Pardee 

W.  P.  Penn 

W.  B.Qoarton 

G.  W.  Lee  and  A.  R.  Reese 

T.  B.  Jonep 

C.  W.  Fossler 

J.  M.  Bacon 

Nelson  Ford 

Ira  A.  Stafford 

C.  W.  Cahoon 

F.  M.  Bacon  and  J.  Fowler 

T.  8.  Mills 

Geoi^  Harlan 

H.  K.  Stover 

M.  Qront  and  C.  Lawton 

Gilbert  Jessnp 

A.  C.  Stiles 

M.  L.  Gorham 

H.  N.  Dalton 

Earll  Bellinger 

T.  R.  Richmond 

G.  W.  VanBrunt 

J.  Early  and  J.  B.  Parvin 

WilUamH.  Short 

Strickland  Kneass 

John  Myers  and  George  Elbreg. . 

Thomas  Earle 

Charles  Irwin 

F.  D.  BaUoa-„ 

J.  T.  Braen 

A.  F.  Johnson  and  J.  £.  Bartlett 

S.  M.  Lanp;don 

QoartasRice 

J.  C.  Smith 

Francis  NiveUe 

J.  M.  Smith 

A.  H.  Hook 

Daniel  Bamam 

L.  H.  Smith 

C.W.Williams--. 

Quartos  Rico 

Louis  Ballman 

P.  D.  Cuinmings 

J.  W.  Hewlett 

J.  Little  Hyde 

C.  B.  Richardson 

Israel  M.  Rose 

John  E.  Earle 

L.  W.  Lathrop  and  L.  B.  Justice 

JofanMoulson 

Georgo  Juengst 


Na 


33,463 

32,535 

33.073 

32,898 

31,023 

33,887 

33,101 

33,994 

31,420 

31,389 

32,630 

32,819 

33,013 

31,014 

31,080 

31,088 

31,089 

31,123 

31,399 

31,420 

31,433 

31,535 

31,753 

31,953 

32,040 

32,140 

32,227 

32,318 

32,476 

32,627 

32,813 

32,993 

33,073 

33,233 

33,664 

33,720 

33,881 

32,008 

32,401 

33,538 

31,156 

31,171 

31,203 

31,208 

31,209 

31,211 

31,214 

31,263- 

31,325 

31,334 

31,351 

31,366 

31,411 

31,423 

31,429 

31,434 

31,573 

31,601 

31,604 

31,625 

31,628 

31,643 

31,644 

31,646 

31,691 
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Sewing  Machines 

Sewing  Mactiiues 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machin^ 

Sewing  Macliines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines ^ 

Sewing  Machines 

Sewing  Machines 

Sewing  ^iiiciiincs 

Sewing  Machines 

Sewing  Machines — 

Sewing  Machines 

Sewing  Machines 

Sewing  M^achines 

Sewing  Macliines 

Sewing  Machines 

Sewing  Machines , 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machines,  binder  guides  for 

Sewing  Machines,  Cording  guides  for 

Sewing  Machines,  etc..  Crank  for  driving... 

Sewing  Machines,  Felling  guides  for 

Sewing  Machines,  Guides  for 

Sewing  Machines,  Hemming  guides  for 

Sewing  Machines,  Loop  catches  for 

Sewing  Machine  needles 

Sewing  Machines,  Needle,  setter  and  threader 
for. 

Sewing  Machines,  Treadle  attachments  for 

Sewing,  Scroll  Machines 

Sewing  Pins 

Sewing  work  holders --- 

Shades,  Window 

Shade  or  Curtain  roller 

Shade  fixtures 

Shade  fixtures 

Shafts,  Attaching  breeching  to 

Shafts,  Carriage,  Attaching 

Shafting,  Hangers  for 

Shears,  Pruning 

Shears,  Tinsmitn^s 

Shear  for  the  manufactnre  of  axes 

Shear  and  punch 

Shearing  and  punching  Machine 

Sheathing,  Metallic 

Sheepskins,  Shearing 

Shells,  Applying  fuses  to 

Shells,  Bomb 

Shells,  Fuse  wood 

Shells  for  Ordnance 

Shells,  Percussion 

Shellers,  Com 

Shingles,  Sawing,  from  the  block 

Shingle  bolts,  Sawing 


Name  of  Patentee. 


W.C.  Hicks 

Noble  G.  Ross 

Amos  H.  Bovd 

George  H.  Mallory 

Henry  L.  Shaw 

Theodore  Burr 

W.C.  Hicks 

Samuel  Comfort,  jr 

William  Jones  and  P.  Hanghian. . 

J.  P.  Sherwood 

M.G.  Wilder 

L.  H.  SmiA 

Lewis  Cooper 

J.  W.  Stokes 

W.M.  Fuller.... 

Edward  Howell 

B.  F.  Norton 

Charles  Raymond 

Charles  Raymond 

G.  F.  Case 

C.  Hodgkina 

Louis  Bollman 

Louis  Bollman 

F.  E.  Marble 

Charles  G.  Mann 

William  Weitling 

Reuben  W.  Drew 

William  O.  Grover 

William  O.  Grover 

J.  D.  Alvord 

8.  D.  Tucker 

Turner  Williams 

H.  L.  Paddock 

W.  L.  Fish 

C.  Marsh 

C.  R.  Folger 

Charles  H.  WiUcox 

J.  W.  Hardie 

Warren  Glover 

L.  D.  Barrand 

James  McNamee 

H.  G.  Scofield 

F.  A.  Perry 

Langdon  Sawyer 

F.  W.  Staflford 

John  Gibbs 

G.  F.  Holland 

Theodore  D.  Davis 

M.  H.  Mansfield.. 

Joseph  Evans 

H.  S.  Piatt 

Levi  Dodge 

Timothy  F.Taft 

P.  C.  Perkins 

Andrew  Whytock 

William  D.  Cutler 

R,P.  Parrt)tt 

James  Mclntire 

S.  Sawyer 

Anthony  Pfund 

G.  W.  Gardner 

Jacob  B.  Rand  and  W.  A.  W.  Long 

A.  F.  French 

James  C.  Brown 


No. 


31,805 

31,829 

31,864 

31,897 

32,007 

32,023 

32,064 

32,239 

32,297 

32,315 

32,323 

32,385 

32,415 

32,456 

32,496 

32,517 

32,788 

32,785 

32,925 

33,029 

33,085 

33,414 

33,415 

33,439 

33,556 

33,619 

33,677 

33,77B 

33,940 

32,037' 

33,817 

33,727 

32,710 

31,379 

31,646 

33,341 

31,757 

32,624 

31,238 
32,507 
33,169 
31,481 
32,529 
32,034 
31,336 
32,765 
34,036 
33,827 
32,301 
32,827 
33,227 
31,927 
31,835 
31,674 
33,620 
32,184 
33,663 
32,702 
34,040 
33,541 
33,835 
33,05^ 
31,233 
33,633 
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Name  of  Patentee. 


No. 


Shingle  Machines 

Shingle  Machines 

Shingle  Machines 

Shingle  Machines,  Tilting  device  in 

Ship^  Attaching  the  shroud  of 

Ships,  Docking 

Ship,  Life  preserving 

Ships,  Life  or  safety 

Ship8,  .Safety 

Ship  Building 

Ship  Building 

Ships  rigging,  Setting  up 

Ship  scraper 

Shoes,  Gaiter,  Fastening  for 

Shoes,  India-rubber 

Shoes  and  Boots,  Gum 

8hoe*i  and  boot  heels.  Polishing 

SboeD  and  Boots.    ( See,  also.  Boots  and  Shoes. ) 

Shoes  for  seed  planters 

Shoemaker'fl  Measures 

Shoe  pegging  Machine 

Shop  bin  or  substitute  for  drawers 

Shot,  Canister,  for  ordnance 

Shot,  Mandrel  for  loading  case 

Shot  punches 

Shoulder  straps,  Fastenings  for 

Shoulder  straps,  Officer^s 

Shovels  and  Spades 

Shutters,  Kolhngiron 

Shntt4>rs,  Rolling  iron 

Shutbent  and  blind  bolt 

Shutter  and  door  fastener 

Shutter  fastener , 

Sieve 

Sieves,  Gas  slotting 

Sight  A,  Back,  Adjustable,  for  fire-amv 

SightJ«.  Ritie 

Signalizing,  Improved  system  of 

Siga-* 

Silk,  Machine  for  twisting 

SUk  tha^ad.  Sorting 

Silk  and  other  thr^s.  Machine  for  sorting  . 

Silk  and  other  threfiMl,  Sorting 

Silver  orw.  Treating 

Sink 

Sirup<4,  Decolorizing 

Skater 

Skate* 

Skates 

SkalM 

Skati-s 


Skater. 

Skat4^. 
KkAten. 
Skat<^. 
HkAtes. 
Skat«^. 
Skates. 
Skatrs. 
Skate*. 
SkBies. 
SkAtc*. 


P.  H.  Woolsey 

G.  Zehechand  J.  Kiefer 

A.  H.Clark 

D.  M.  Boyd 

JohnTaber 

J.  W.  Nystrom 

Theodore  Burr 

MathewGill 

Ethan  8.  Willson 

Henry  Randall 

Peter  Pardee 

B.  Ricketsou 

John  C.  Gibbs 

Richard  Soils 

Christ.  Meyer 

Louis  Banhoefer 

S.  W.  Chamberlain 

A.  W.  Brinkerhoff 

Marcus  Lane 

Charles  Keniston 

S.  B.  Schultz 

A.  M.  Sawyer 

S.  Sawyer 

C.  Johnston 

B.  G.  Barney 

J.  S.  Smith 

John  Lippincott 

G.  F.  Litz 

J.  8.  Cochran 

Augustus  Reeve 

William  Patten 

William  M.  Griscom 

A.  E.  and  J.  B.  Blood 

R.  G.  Hunt 

C.  Sharp 

W.  J.  Stillman 

A.  J.  Myer 

WiUiamB.  Little 

J.  £.  De  Manignet 

J.  £.  Atwood  and  Lewis  Leigh.. . 

Goodrich  Holland 

Gh>odrich  Holland 

John  Hastings  and  L.  P.  Gautier. 

JohnWalch 

H.  N.  I-^att 

Alfred  Hathaway 

H.  W.  Warner 

Hiram  Clajk 

A.  J.  Gibson 

J.  A.  De  Brame 

Abram  Basford,  jr.,  and  W.  B.  Car- 
penter. 

R.  A.  Goodyear  and  L.  A.  Sprague 

N.  C.  Sanford 

J.  A.  De  Brame 

D.  H.Shirley 

T.  A.  Jebb 

Edward  Behr 

N.  W.  Camp 

G.  A.  Corser  and  A.  O.  Bundy..  - 

C.  E.  HaU 

G.  G.  Griswold 

G.  WDyer 

Joseph  M.  Hoadley 


31,277 
31,937 
32,467 
32,616 
31,067 
31,125 
31,424 
32,623 
31,687 
33.559 
33,598 
31,906 
33,138 
31,750 
31,730 
31,146 
32,859 

32,819 
33,307 
33,151 
31,633 
33,754 
34,041 
32,067 
33,925 
32,588 
32,701 
31,250 
31,300 
3:1,266 
32,712 

:«,22l 

31,149 
32,871 
32,899 
33,965 
31,256 
32,195 
32,756 
31,510 
31,316 
31,458 
31,598 
3:^,115 
32,623 
31,017 
31,043 
31,699 
31,797 
32,024 
32, 173 

32,360 
32,435 
32,495 
32,656 
32,696 
32,734 
:I2,750 
32,821 
3^5,833 
32,86r 
32,938 
32,944 
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NamoofFfttaDtee. 


No. 


Bkatee •••.. • 

Skates,  Roller 

Skates,  Roller 

Skate  fastODing^  .•....•......•.....•....•• 

Skate  fastenlDgs 

Skate  fafitenings 

Skim),  Treating  without  removing  the  hair . . . . 

Skins  and  leather,  Coloring 

Skirts 

Skirts,  Hoop - ---. 

Skirto,  Skeleton,  Manufacture  of 

Skirts,  Spring,  Ti^for 

Skirt  supporters 

Skirt  supporters 

Skirt  wire ---. 

Slate,  Roofing  with 

Slate  frames 

Slats  and  Blinds 

Sleds,  Metallic 

Sleeve-fastener 

Smokestacks,  Locomotive 

Smoking  tubes 

Smut,  Grain,  Composition  to  prevent 

Soap 

Soap 

Soap,  Castor  oil.  Composition  of 

Soap,  Composition 

Soap,  Silicated 

Soap  into  balls,  Apparatus  to  form 

Soda,  Caustic,  Manufacture  of 

Soda  apparatus  combined  with  an  ice-cutter. . . 

Soda  Fountain 

Sodawater  Apparatus 

Soda  used  in  the  manofaeture  of  paper.   Re- 
covering. 
Soil,  Machines  for  paving  and  pulverizing — 

Soles,  Flexible 

Soles,  Galvanic 

Sounding,  Deep-sea,  Specimen  cup  for 

Sowers  and  Harrows,  Combined 

Sowing  Guano 

Spades  and  Shovels 

Spading  machines 


Spading  machine,  Rotanr 

Spermatorrhoea,  Cure  of. 

Spermatorrhoea  Instrument 

Spikes,  Drawing  bolts  and 

Spike  Machines 

Spike  Machines 

Spinal  curvature.  Reducing 

Spinal  curvature.  Reducing 

Spinal  curvature.  Reducing 

Spinners,  Driving-power  for 

Spinning  frames 

Spinning  machines. 

Spinning  machinery 

Spinning  machinerj 

I  Spinning  machinery,  Flyers  for 

Spinning  machinery,  Lubricators  for 

Spinning  machinery.  Stop-motion  in 

Spokes  in  the  felloes  of  wheels 

Spoke  machine .' 

Spoke  machines.  Feeding  mechanism  for  . 

Spokeshave 

Spokeshavea  •••• 


Stephen  R.  Gaing 

Henry  Rennie 

Albert  Anderson 

J.  B.  Gibbs 

P.J.  Clark 

George  S.  Curtis 

David  Mumma 

JehuBrainerd 

Thomas  B.  De  Forest 

S.  R.  Wihnot 

Robert  J.  Mann 

T.  D.  Hoxsey 

J.  F.  Brown 

Sarah  H.  Balwin 

W.E.  Frost 

J.  S.  Sammons 

Henry  W.  Harper 

John  Wyberd 

Robert  J.  Mann 

Dutee  Wilcox 

J.  L.  Vanclain 

R.  Boeklen  and  W.  Staehlen. 

A.  N.Overton 

Wm.L.  Dawson 

Henry  Warren 

T.D.Mathews 

William  Dennis 

George  £.  Vanderburgh 

L.  Smith  and  R.  French. . ^ . . 

Henry  Lowe 

G.D.Dows 

A.  D.  Puffer 

Francis  Nichols 

HeojyLowe 


R.J.Gatling 

Edward  G.Kinsley 

Samuel  Nowlan 

W.P.Trowbridge 

James  Brewer 

S.B.  Black 

John  Lippincott 

IsaacC.  Crane 

Donald  Mann 

H.  H.  Reynolds 

H.H.  Reynolds 

H.E.Fowle 

James  H.  Sweet 

Samuel  Cameron 

C.F.Tayk)r 

C.F.Taylor 

C.F.  Taylor 

M.G.Hubbard 

F.S.  Stoddard 

James  Higgius  and  T.  8.Whitworth 

George  Goulding 

John  A.  Patridge 

J.  F.  Maynard 

C.Hardy 

J.P.Hillard 

D.  A.  Johnson 

Albert  R.  Davis 

Eliakim  Briggs 

Martin  Coltin 

John  Jennings,  jr 


33,990 
31, 9M 
33,689 
31,280 
31,348 
32,109 
34,005 
33,331 
31,87« 
3:;i,547 
31,939 
31,388 
33,971 
32,606 
33,764 
32,383 
33,144 
32,920 
33,203 
31,421 
33,114 
31,863 
33,400 
31,969 
33,221 
31,025 
33,339 
31,648 
33,055 
32,533 
3^.880 
33,796 
32,709 
33,953 

32,600 
33,436 
32,603 
32,095 
33,377 
32,406 
32,701 
32,981 
32,137 
32,843 
33,163 
33,218 
32,213 
32,466 
32,013 
'32,014 
32,015 
33,305 
32,166 
31,857 
32, 059 
32,923 
33,:J56 
31,973 
33,037 
32,946 
3:5,074 
31,006 
32.617 
33,589 
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Name  of  Patentee* 


No. 


flpools,  Tnmiog,  Machines  for 

rooons,  Iron,  Making 

^K)on8,  Manufacture  of 

woons  and  Forks,  Means  of  attadiing  to 

Knives. 
,  Springes...... ...... ....................... 

Springs,  Bed 

Springs,  Car 

Springs,  Car 

Springs,  Carriage 

Springs,  Carriage 

Springs,  Carriage,  Arrangement  of 

Springs,  Carriage,  Arrangement  c^. 

Springs,  Cushion 

Springs,  Door 

£^nring,  Qateordoor 

Springs  in  Govemors,  Equalizing  the  action  of. 

Springs,  Making  upholstery 

Springs,  Metallic 

Springs,  Pneumatic 

Springs  for  railroad  cars 

Springy,  Railroad  car 

Springs  from  rubber  and  steel,  3fanufactare  of. 

Spring  Heads,  Carriage,  Heading 

Stalls  for  animals 

Staples  and  hooks,  Bending 

Staves,  Machines  for  chiming  and  jointing 

Staves,  Making  wooden  vessels  of 

Stave-jointer 

Stave  machine 

Stave  machines 

Stave  machines 

Stave  machines t 

Stave  machines 

Steam  and  air.  Combining  and  utilizing 

Steamboat  Stiiging 

Steam  Boilers.    (See  BoilerSj  Steam.) 

Steel,  Converting  Iron  into  by  cementation. . . 

Steeples,  masts,  dc^.,Iron 

Steering  Apparatus 

Steering  Apparatus 

Steering  Apparatus 

Steering  Apparatus .\ 

Steering  Apparatus 

Steering  Apparatus .• 

Steering  Apparatus  for  navigable  vessels 

Steering  vessels  by  water 

Stereoscopes 

Stereoscopic  Pictures  of  moving  objects,  £x 
hibiting. 

Stills,  Casingof 

Stills,  Construction  of 

Stills,  Securing  bottom  to 

Stills,  Setting ^ 

t^tills  and  Still  bottoms,  Constructing 

Stilts 

Stilts 

Stirrups 

Stirrups ...... ............................ 

Stirrups  and  their  covers 

Stone,  Dressing. 

Stone-dreesine  Machines 

Ac,  Machine  for  breaking 


J.  S.  Parker 

Florian  Crossjean 

G.J.Mii 

Nathan  Ames....  .r 

Albert  Bridges 

W.C.Oook 

G.L.TumOT 

Henry  E.  Boeder 

P.G.Gardiner 

A.E.MillOT 

E.Roughton 

Thomas  Phillips 

James  W.Evans 

JohnO.Blythe 

Jos^h  W.  Brigg^ 

H.  W.Evans 

0.  A.  Young 

G.  W.Mcl(Cnn 

J.W.Hoagland 

T.F.AUen 

James  W.Evans 

S.Moulton 

John  Evans 

Olney  Bolster 

Simeon  Brooks 

R.  D.  Bowker  and  Wm.  P.  Bensell. 

W.H.Smoote 

G.  G.  Gabrion  and  N.  B.  Whitney. 

Edward  and  Britain  Holmes 

Edward  and  Britain  Holmes 

Minard  Snell <.. 

James  Nevison 

William  Sisson 

R.  E.  Rogers  and  J.  Black 

A.JohnBeU 

E.R.  Weston 

E.S.Boynton 

John  Jefferson  and  Jas.  McCans- 
land. 

Richard  F.  Joynes 

G.W.Robinson 

F.A.Moreley 

W.  P.  Hunt  and  J.  D.  Spaulding . . 

George  R.  Moore 

R.&T.Winans 

John  W.Foster 

S.D.Goodale 

Coleman  Sellers 

Joshua  Merrill 

Joshua  Merrill 

J.G.Collins 

G.  T.  Sa^er,  W.  Howland,  jr., 
and  T.  C.  Hatch. 

Joshua  Merrill 

Josee  Johnson 

G.N.Cummings 

A.  A.  Livingston 

Charles  Ray 

R.N.Eagle 

Isaac  Fxeligh 

Ezra  H.  Lewis 

James  Reidy.. .^ 


33,^ 
31,555 
33, 73^ 

33,877 
32,353 
32,591 
33,366 
31,881 
33,789 
31,560 
31,823 
31,793 
31,863 
33,333 
33,123 
32,395 
31,517 
32,848 
31,103 
31,793 
33,597 
33,580 
33,473 
33,733 
31,368 
31,487 
31,164 
31,169 
31,469 
31,831 
31,934 
33,370 
32, 149 
31,147 

32,54« 
31,777 
32,296 

32,425 
32,719 
32,780 
33,465 
33,683 
31,845 
33,833 
31,310 
31,357 

32,951 
32,706 
32,557 
33,905 

33,955 
31,210 
31,787 
33,354 
33,753 
33,930 
33,191 
33,253 
33,493 
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No. 


Stoneg,  Machinefl  for  cutting 

Stono,  Machines  for  polishing 

Stools,  Camp 

Stools,  Camp 

Stoves 

Stoves 

Stoves 

Stoves 

Stoves 

OlOVt^S    ••«•••    •••«••    »  m  m  m  m  m    *»«•••    m  m  m  m  m  m    ••«»• 

Stoves 

Stoves 

Stoves 

Stoves 

Stoves 

Stoves 

Stoves 

Stoves,  Camp 

Stoves,  Coal 

Stoves,  Cook 

Stoves,  Cook,  and  Camp  chest  combined 

Stoves,  Cooking 

Sto'vjes,  Cooking - 

Stoves,  Cooking 

Stoves,  Cooking 

Stoves,  Cooking 

Stoves,  Cooking *. 

Stoves,  Cooking 

Stoves,  Cooking,  Combination  of,  and  air-heat< 
ing  furnace. 

Stoves,  Cooking,  and  Ranges 

Stoves,  Fireboard 

Stoves,  Fire-pot  for  Coal 

Stove  Covers,  Lifter  for 

Stove  Cover  Lifters 

Stove  Cover,  Lifter  and  Poker 

Stove  Griddle,  Moulding 

Stove  lining 

Strainer  for  Coffee  and  Teapots 

Streets,  Machines  for  Sweeping 

Streets  of  cities,  Machines  ior  indicating 

Street  cleaning  machines 

Street  sweeping  machines 

Street  sweeping  machine 

Street  washer « ^ 

Stud  fastening,  Button  and 

Stuffing  boxes 

Stump  extractor 

Stump  extractor,  &c 

Stump  extractor 

Stump  extractor 

Stump  extractor 

Stump  extractor c 

Stump  machine 

Stump  machine 

Subsoil,  Breaking 

Sugar,  Apparatus  for  evaporating 

Sugar,  Breaking 

Sugar,  Crude,  Dissolving 

Sugar,  Crude,  Manufacture  of 

Sugar,  Manufacturing  Cube 

Sugar,  Maple,  Refining 

Sugar,  Renning  and  Crystalliziiig 


M.M.ParTi8h 

E.H.Lewis 

Nathaniel  Johnson 

AbelAshald 

S.F.Sjivage 

S.T.narvey 

M.B.Stafford 

John  Mogee 

B.C.  Bibb  and  Henry  Auger 

J.  G.  Treadwell  and  Wm.  Bailee  . 

J.C.Henderson 

Newman  Silverthom 

John  Pearson,  jr 

T.  N.  Fisher  and  J.  H.  Zinn 

Wm.F.Beecher 

R.D.  Granger 

George  Hamel 

George  A.  Higgins 

Benjamin  T.  Koney 

Edward  Kirk,  jr 

H.  W.Bali 

J,  G.  Treadwell 

Hosea  H.  Huntley 

Wm.  Resor 

A.  C.  Barstow 

C.  P.  Geissenhainer 

Benjamin  F.  Grold 

F.  C.  Adams  and  «foseph  Peckover 
P.  J.  Ackerman 

James  Spear 

James  Spear 

Dennis  G.  Littlefield 

B.  R.  Hathaway 

R.  W.  Htlston 

G.  J.  Huling  and  A.  T^lin 

M.  C.  Burliegh 

G.  B.  Snider  and  James  Gorton  .. 

Wellington  Case 

W.  H.Hope 

H.  H.Gratz 

Wm.  H.  Hope 

L.  Conroy 

L.  Conroy 

Joshua  Kegester 

V.  G.  Amdd 

R.  &T.  Winans 

T.  G.  Davis  and  J.  Punches 

James  B.  Lyons 

Fred.  Kettler 

D.  A.  Danforth  and  W.  A.  Wil- 
kinson. 

P.  L.  Howe 

C.  J.  Glenn,  C.  Ball,  and  W.  S. 
Hackett. 

D.  W.  Henderson 1 

John  Warner  and  J.  H.  Vosburgh . 

L.  J.  Chateau 

A.  H.MiUer : 

Joseph  Forrest 

Wm.  Moller 

G.  Finken 

G.  Finken 

Orson  P.  Beardsley 

H.N.  Fryatt 


32, 71 J 
32,776 
32,698 
33,286 
31,480 
31,716 
31,751 
32,164 
32, 176 
32,257 
32,691 
32,900 
33,048 
33,079 
33,127 
33,345 
33,525 
33,705 
33,367 
33,890 
33,630 
31,270 
31,930 
32,081 
32,228 
32,764 
32,829 
32,953 
31,144 

31,489 
32,928 
32,635 
31,541 
33,784 
33,587 
32,465 
31,266 
32,969 
31,762 
31,236 
32,234 
32,051 
33,572 
32,893 
32,816 
31,846 
31,228 
31,813 
32,193 
32,684 

33.320 
33,883 

31, 2S6g 

33,116 

33,877 

33,593 

32,283 

33,261 

33,524 

33,078 

33,289 

33,987 
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Su^r,  Refining  and  Purifying 

fingar  Machine 

Sugar  Moulds,  Drip  Pot  for - 

Bugar  Solution,  Evaporating 

Sugar.   (See,  also,  Cane  Juice  and  Saccharine 

Juice. ) 
Sulphurous  Gas,  Treating  Cane  Juice  with  .. 

Surgical  Splints 

Swifts 

Swings 

Switches  for  horse  railroads,  Self-acting- 

Switches,  Hailroad 1 *.- 

Switches,  Raihroad , 

Switches,  Railroad ,.. 

Switches,  Railroad 

Syringes,  Enema , 

Syringes,  Euema , 

Syringes;  Euema , 

Syringes,  Enema ; , 

Syringes,  Vaginal , 


T. 


Table 

Table,  Extension 

Table,  Extension t 

Table,  Folding 

Table,  Post  Office,  Distributing 

Table,  Self-waiting 

Tables,  Tivoli 

Table  and  Camp  Chest,  Combined 

Tablets 

Tablet,  Port  folio  and  writing 

Tackle,  Spring,  for  the  sheets  of  fore-and-aft 
rigged  vessels. 

Tacks,  Head  for  Screws  and :. 

Tallow  and  Lard,  Rendering 

Tallow  and  Lard,  Rendering 

Tanning 

Tanning 

Tanning 

Tanning,  Apparatus  for 

Tanning,  Compositions  fori 

Tanni ng,  Handling  hides  in 

Tanning,  Process  of 

Tanning  Composition 

Tanning  machines • 

Tan  vats.  Stirring 

Tape  trimming^.  Machine  for  making 

Tar,  Utilization  of  Coal 

Tatting  frames 

Tea  Kettles .' 

Tea  and  Coffeepots 

Tea  and  Coffee  pots.  Strainer  for 

Tea  pots.  Strainer  for  Coffee  and 

Teasels,  Machines  for  trimming 

Teeth,  Artificial 

Teeth,  Artificial,  Setting 

Teeth,  Card,  of  carding  cylinders,  grinding  ihe^ 

Teeth,  Cultivate* 

Teeth,  Saw 

Teeth,  Saw 

Teeth,  Saw,  Cutting 

Teeth,  Saw,  Cutting.'. ^. 

Telegraphs  7. 


J.Wright , 

Charles  Teckelnenburg 

J.  W.  Jarboe  and  A.  Mackey  .. 
W.  B.  Goodrich 


G.  A.  Huwald 

David  Ahl 

M.  R.  Griswold  and  O.  B.  Bailey. 

Henry  Davies 

J.  A.  Heyle 

J.  M.  Brahn 

O.  W.Marshall 

H.  F.  Thiemeyer 

Samuel  8.  Hamill 

G.W.Hubbard 

F.  B.  Richardson 

Elbridge  Stevens 

Morris  Mattson 

Henry  K.  W.  Bradman 


P.P.  Warriner 

T.  Q.  Hall 

S.  M.  Rounds 

Josee  Johnson 

C.  H.  Bradley 

James  A.  Strong 

Ch.  Troelick 

Wesley  Chase 

John  Wenisch  and  R.  B.  Berky. 

G.  C.  Hathaway 

Wm.  Woodbury 


G.  R.  Wihmot 

James  Turner 

James  Tumet 

Alex.  R.  Wyeth 

Jehu  Brainerd ....' 

Geo.  W.  Hatch 

S.  P.  Patterson 

P.W.Thomas 

D.  A.  Haviland  and  A.  S.  Phillips. 

JohnM.  MuUer 

Wm.  Beach 

James  Bain  and  Samuel  C.  Brown. 

Wm.  P.  Martin 

J.  E.  Earle 

Richards.  Child 

DavidF.  Randall 

A.  Ransom  and  R.  D.  Granger.. . 

E.  A.  Kelsey 

Welling^n  Case 

Nathan  Ames 

George  M.  Rhodes 

A.  M.  &.  J.  L.  Asay 

David  Steinberg 

Charles  Hardy 

Wm.  Morrisson ^ 

J.  S.  Brown 

L.  B.  Southworth 

J.D.Custer 

Charles  Kaiser 

G.M.  Phelps 


33,674 
33,111 
32,873 
31,663 


33,088 
33,476 
32,833 
33,576 
33,434 
31,439 
32,573 
33,669 
33,701, 
31,318 
31,626 
31,634 
33,747 
33,234 


31,685 
31,313 
32,894 
31,353 
32,748 
33,804 
32,811 
33,570 
32,097 
33,991 
31,759 

32,020 
33,219 
33,969 
31,640 
33,183 
33,388 
33,448 
,33,314 
33,645 
33,790 
33,564 
32,041 
33,203 
32,663 
82,753 
31,624 
31,767 
32,876 
32,969 
33,316 
32,649 
31,770 
33,716 
31,31s 
32,077 
31,073 
32,796 
32,663 
33,041 
33,45d 
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Telegraphs 

Telegraph,  Electro-magnetic 

Telegraphs,  Electro-magnetic -,-.. 

Telegraph  Connectors,  Jointing 

Telegraph  Instrument 

Telegraph  Wires,  Suspending 

Telegraphic  Apparatus 

Telegraphic  Instruments 

Telegraphing 

Temples 

Temples 

Tents 

X OUtO •««•  ••••  ••••  ••••  ••«•  ••«•  ••■»»  •««•  ••fli*  « 

Tents 

Tents 

Tents 

Tents 

Tents,  Knapsack  and  Overcoat 

Tents,  Supporting 

Tents,  Ventilating - 

Tents,  Wooden,  Portable 

Tent  and  cloak.  Convertible 

Tent  and  overcoat,  Convertible 

Tent  fixture 

Textile  and  other  fabrics,  rendering  air  and 

water-tight. 

Thermometers 

Thills,  Attaching  to  Carriage  Axles 

Thills  for  Vehicles 

Thimbles 

Thimble  boxes.  Casting 

Thimble  Skeins,  Patterns  for 

Thresher  and  cleaner  of  grain 

Threshing  and  cleaning  clover 

Threshing  cylinder,  Com  sheller,  and  grinding 

mill. 

Threshing  Machines 

Threshing  Machines 

Threshing  Machines 

Threshing  Machines 

Threshing  Machines 

Threshing  Machines 

Threshing  Machines,  Fan  attachment  to 

Threshing  Machines,  (bearing  for 

Threshing  Machines,  Straw-carrier  for 

Threshing  Machines,  Straw-carriers  for , 

Threshing  Machines,  Straw-carriers  of 

Threshing  Machines,  Straw-carriers  and  grain 

separators. 

Threshing  and  Separating  grain 

Threshing  and  Separating  grain 

Threshing  and  Separating  Machines 

Thread  dressing  Machines 

Thread,  Machine  lor  winding 

Thread,  Machine  for  sorting 

Thread,  Winding 

Thread  winding  guides i... 

Tickets,  Railroad,  Machine  for  numbering  . . . 

Tie,  Neck 

Ties,  Iron,  for  Cotton  bales - 

Ties,  Iron,  for  Cotton  bales 

Tiles,  Drain 

Tiles,  Making  brick 


Alex.  Bain 

A.  E.  Parks 

J.  E.  Smith 

John  N.  Power 

Edmund  F.  Barnes 

Henry  B.  Goodyear 

C.  H.  Burd 

Samuel  Brown,  jr 

Nathaniel  Parks 

Chas.  Hoffman  and  Wm.  Qraichen. 

Benj.  &8.  B.  LevaUey 

E.  C.  Williams 

S.  M.  Davis 

Thomas  Boyd 

A.  L.  Haskell 

R.  B.  PaUan 

Wm.  Rankin 

Joseph  Short , 

George  B.  Adams , 

Thomas  Boyd 

R.  K.  Hawley  &  W.  W.  Maughlin. 

Wm.  B.  Johns 

H.  J.  Phillips 

J.  H.  Landell 

A.  C.  Teubner 


M.  A.  Finnell 

C.  W.  Gage 

J.  W.  D.  F.  Moon. 
Benj.  W.  Hood.... 

James  G.  Holt 

E.  F.  Hurlbut 

Wm.  Pierpont 

William  Kowe 

C.  BaUey 


Tiles,  Laying,  and  ditching  machines 

Vile  machines 


8.  E.  Oviatt 

W.  P.  Penn 

P.  H.  Standish 

Benj.  Hall,  jr.,  and  A.  Ralston... 
C.  H.  Shank  and  S.  Stephenson . . 

Benj.  Hoyle 

W.  C.  Reutgon  &  P.  H.  Humes.. 

Lewis  Miller 

G.  Weiland 

Levi  Bronson 

M.  P.  Morgan 

Wm.  Pierpont 


Cyrus  Roberts 

Hiram  Aldridge 

Jacob  Seebold ; 

Gardiner  Hall,  jr 

E.  M.  Stevens 

J.  B.  Waring 

J.  A.  Bradshaw 

T.  B.  De  Forest 

G.J.  Hill 

P.  F.  Smith , 

J.  J.  McComb 

G.N.  Beard 

Adam  Newkumet 

D.  G.  Oldfield 

B.  P.  Foster  and  Wm.  H.  Chaffee 
G.  S.  Tiffany andH.  0.  Ingraham 


32,854 
31,903 
33,26§ 
31,623 
33,373 
33,700 
32,510 
33,027 
33,096 
31,974 
33,000 
32,715 
32,861 
33,130 
33,346 
33,969 
34,011 
33,468 
33,923 
33,066 
33,781 
33,528 
33,753 
32,481 
31,195 

33,935 
32,864 
32,779 
31,975 
32,264 
J2,  ooU 
33,049 
32,209 
32,113 

32,309 
32,583 
33,109 
33,148 
33,714 
33,886 
31,825 
31,764 
31,855 
33,061 
33,445 
34,  OM) 

32,085 
32,503 
32,896 
33,141 
31,358 
33,117 
:i2,445 
31,960 
31,350 
31,265 
31,253 
:«,818 
32,079 
31,126 
33,506 
31,581 
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Time  detector,  Watchman's 

Time  tell-tale 

Time  tell-tale 

Tin  foils,  nianufactnre  of 

Tires  for  locomotive  wheels 

Tire,  Railway,  Machine  for  rolling. 

Tires,  Shrinking 

Tire,  Upsetting 

Tire,  Upsetting 

Tire,  Upsetting,  Machine  for 

Tire-bending  Machine 

Tire-heater 

Tobacco,  Apparatus  for  caring 


Tobacco,  nues  for  drying 

Tomatoes,  Making  spirituous  liquors  from  - . . 

Tombstones 

Tools,  Polishing 

Tool-handles 

Tooth  for  Cultivators,  Spring ' 

Tops,  Children's  flying 

Traces  to  Carriages,  Attaching 

Traces  to  Whiffletrees,  Attaching 

Trace-fastenings 

Traps,  Animal 

Traps,  Animal 

Traps,  Animal 

Traps,  Animal , 

Traps,  Animal 

Traps,  Combined  burglar-alarm  and  animal.  -, 

Traps,  Moth,  for  beehives 

Traps,  Moth,  for  beehives 

Traps,  Steam 

Traps,  Steam 

Traps,  Steam 

Traps,  Steam 

Trees,  Extracting  filamentous  matter  from 

Trees,  Machine  tor  felling 

Trees,  Vines,  &c..  Composition  to  prevent  de- 
cay. 

Troughs,  Eave 

Troughs,  Wooden  cave  and  piping 

Troughs,  Wooden,  Machine  for  cutting 

Trowels,  Masons' 

Trowsers,  Cutting 

Trucks,  Hand 

Trucks,  Railroad  Car 

Trunks,  Alarm 

Tninks,  Army 

Trunks,  Army 

Trunks,  Camp 

Trunk  and  bedstead  combined 

Trunk  convertible  into  a  bedstead 

Trusses 

TniSKCrt  for  bridges 

Truss  frames  of  bridges,  Adjustment  of 

Truss  pads 

Tub  and  pail  machine 

Tubes  of  Artesian  wells 

Tubes,  Smoking 

Tubes,  Trachea ^ 

Tuning-pin  for  Musical  Instruments 

Tunnel,  Drying 

Turning  oval  frames 

Turning  tapering  forms 


John  Burke , 

Edward  Roberts 

Henry  Manle 

J.  J.Crook , 

William  W.  Snow 

S.  Jaqua *.. 

Christian  Weitman 

C.  W.Wilkins 

Benjamin  Upton 

W.  C.  Salmon  and  G.  F.  Bliss  . .. 

Joseph  Klepper 

Alfred  Ingalls 

B.  C.  Bilb,  G.  F.  Needham,  and 
G.  W.  Dorsey. 

W.  B.  Hix 

William  Schilling 

R.  P.  Henry  and  G.  W.  Fox 

T.  J.  Mayall , 

L.  C.  Rodier , 

Henry  Francisco 

Henry  Benton 

William  L.  Hubbell 

L.  Humiston , 

S.  W.  Cox  and  J.  H.  Trowbridge 

W.  T.  Williams 

H.  D.  Dunning  and  P.  G.  Walker 

John  Quigley 

Decatur  Pittman 

Reuben  Chadwick 

George  Smith 

Rufus  Haven 

William  J.  Hazen 

Phineas  D.  Wesson 

John  Gunn 

Q.  B.  Wiggins  and  J.  Hoard 

A.  L.  Bayley 

A.  C.  Vautier 

J.  S.  Foster 

B.  Best 


N.  J.  Eldred 

8.  T.  Field 

Arcalous  Wy  ckoflf 

Franklin  Bisbee 

Thomas  Clancy 

William  C.  Reutgen 

Walter  Youmans 

C.  W.  Taylor 

Benjamin  Andrews 

J.  W.  Hardie 

L.H.Miller 

F.  Boisard  and  S.  Courath 

W.  B.  Strong 

E.  Gerdon  and  Jacob  Damm 

John  P.  Avery 

J.  W.  Murphy 

John  O.  Brjran 

R.  H.  Peck  and  E.  M.  Giffbrd.... 

H.  W.  Spooner 

W.  A.  Ludden 

B.  Segnitz 

Samuel  Clark 

F.H.Smith 

Isaac  P  Tice      ..  ••   ••s«* 

W.  Wadleigh"  and  N.*F.'Mwriii' '. 


31,032 
31,853 
32,303 
32,365 
32,154 
31,244 
33,767 
31,422 
32,390 
31,478 
32,948 
31, 170 
32,610 

31,081 
31,058 
33,782 
31,080 
31,189 
33,641 
32,272 
33,742 
31,718 
33,519 
31,504 
31,651 
32,434 
32,486 
32,961 
32.539 
33,347 
33,704 
31,842 
32,132 
32,492 
32,817 
33,551 
32,688 
31,587 

33,076 
31,449 
31,509 
31,436 
33,576 
31,74> 
33,167 
31,754 
33,628 
33,644 
33,398 
33,128 
32,536 
32,246 
33,629 
32,199 
33,980 
32,644 
31,567 
31,468 
32,789 
31,5«9 
31,566 
31,837 
32,931 
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Name  of  Patentee. 


No. 


Taming  ovals 

Tarpentine  and  rosin,  Manufacture  of . 

Type,  Cutting 

Type-cases 

Type-galleys,  Locking 


U. 


Umbrellas  and  Parasols 

Underground  receptacle  for  waste  matter  . 
Uterine  Supporters,  Self-adjusting 


V. 


Talves , 

Valves 

Valves 

Valves 

Valves,  Cut-off,  for  Steam  Engines 

Valve,  Governor,  for  Steam  Engines 

Valves  for  hose-pipe 

Valves,  Pistons  and  piston,  of  Steam  Engines. . 

Valves  for  pomps 

Valves,  Rotary,  for  Steam  Engines 

Valves,  Safety,  of  Locomotives,  Spring  bal- 
ance for. 

Valves,  Slide,  operating,  of  En^nes  and  Pumps 

Valves,  Slide,  for  Steam  Engmes 

Valves,  Sliding-stop 

Valves,  Steam 

Valves,  Steam  slide  and  cut-off 

Valve  Arrangement 

Valve  Gear  w  Steam  Engines 

Valve  Gear  for  Steam  Engines 

Valve  Gear  of  Steam  Engines 

Valve  motion.  Cut-off 

Valve  motion  for  Steam  Engines 

Valves  of  Steam  Engines 

Valves  of  Steam  Engines,  Operating 

Valves  and  Valve  motion  for  Steam  Engmes. . 

Varnish,  Apparatus  for  manufacturing 

Varnish,  Treating  drying  oils  for  the  manufac- 
ture of 

Vegetable  fibres,  Cleaning 

Vegetable  fibre.  Treating 

Vttsetable  and  Mineral  matter.  Crushing  and 
Pulverizing 

▼ehicles,  Runnings-gear  for  four-wheeled 

Vehicles  moved  by  mechanical  power,  Regu- 
lating the  speed  of 

Veneers,  Cutting 

Veneer  planer 

Ventilating  Hats  and  Caps 

Ventilating  and  heating  railroad  cars 

Ventilators 

Ventilators,  Car 

Ventilators  for  houses 

Ventilators  for  railroad  cars 

Ventilators,  Railroad  Car 

Ventilators,  Railroad  Car 

Ventilators  for  railroad  cars 

Ventilators,  Railroad  car 

Ventilators,  Railroad  car 

Ventilators,  Tent 

VeatUatora  for  windows 


A.  n.  Brown 

Henry  Napier 

J.  J.  C.Smith 

Thomas  N.  Rooker. 
Stephen  \V.  Brown 

T.  G.  Bancroft 

Charles  Herdtfelder 
Dryden  Smith 


Nathan  Cope  and  Wm.  Hodgson. 

Thomas  Evans 

Daniel  Menthom 

Leopold  Thomas 

John  Broughton 

A.WTiito 

John  M.  de  Bolle 

T.  8.  Davis 

C.A.Clark 

Jerome  ^Vheelock 

James  Hughes 


Wm.  Braidwood  and  Jas.  Whiting 

A.  J.  Stevens 

H.  G.  Ludlow,  2d 

James  H.  Scott 

Lewis  Eikenberry 

Lewis  Eikenberry 

J.  R.  Robinson 

Julia  A.  Ross 

Andrew  Hartupee 

Fr.  B.Stevens 

J .  IL  Dia^gue 

William  Smith 

William  J.  Stevan 

JohnG.  West,  jr 

Fred.  Walton 

Fred.  Walton 


Charles  Brady.. 
Gclston  Sanford . 
Matthew  Smith. 


D.  C.  Brown . 
John  Griffin.. 


Isaac  J.  Cole 

George  Williamson 

J.  O.  Blythe 

T.  F.  Strong 

W.L.  Washburn 

J.  B.  Bausman 

Samuel  W.  Williams 

Wm.  G.  Creamer 

John  Miller  and  Wm.  Ketting. 

F.  H.  Fumiss 

L.  C.  Beardsley 

John  A.  Thompson 

W.  A.  Brown 

Joseph  W.  Ellis 

J.  Londei's  and  H.  Iversea 


33,334 
31,991 
31,333 
31,037 
31,688 


33,472 
31,514 
33,609 


31,701 
31,794 
32,430 
32,658 
33,821 
32,934 
32,444 
31,303 
32,048 
32,593 
33,198 

31,139 
32,589 
33,309 
31,629 
33,rj5 
32,055 
32,534 
33,368 
33,690 
33,856 
31,010 
31,335 
32,917 
33,561 
31,343 
33,722 

33,333 
31,479 
33,405 

33,566 
31,595 

33,279 
31,070 
33,121 
32,726 
32,730 
31,943 
33,325 
33,071 
33,259 
33,302 
33,565 
33,614 
33,979 
33,934 
31,672 
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Vessels,  AsccrtainiDg  the  curvature  of  the  keels 
on  bottoms  of 

Vessels,  Bracing  yards  of 

Vessels,  Buoying 

Vessels,  Construction  of  iron 

Vessels,  Disinfecting  foul  air  in 

Vessels,  Fire  extinguishing  apparatus 

Vessels,  Iron 

Vessels,  Iron  navigable 

Vessels,  Preserving 

V^'essels,  Protecting  the  hulls  of,  from  balls 

Vice 


Vice,  Broom 

Vice,  Joiner's  bench 

Vines,  etc..  Composition  to  prevent  decay  of.. 
Vinegar,  Manufacture,  by  the  quick  process 
Violins,  Tuning  pegs  for 


W. 


Wagons,  Army  cooking 

Wagons,  Bending  fifth  wheels  for. 

Wagon,  Dumping 

Wagons,  Dumping 

Wagons,  Tail-boards  of 

Wagons,  Weighing  carts  or 

Washboards 

Washboards 

Washing  knuckle 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machiues 

W*ashing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines , 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Wasnlng  Machmes 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 


Name  of  Patentee. 


H.  E.  Fowto 

TrangottBeck 

E.  Gonlara 

S.J.  Seeley 

Alois  Petelcr 

J.  L.  Stuart 

B.  T.  Babbit 

S.J.  Seeley 

J.  B.  Wilson 

F.  Contesse 

Louis  TiUiers 

T.  C.  Hargraves 

B.  Haworm 

B.  Best 

Frod.  Michael 

John  Albert : 

G.  F.Wilson 

Charles  Kieser 

John  Wilkinson 

J.W.Nye 

Jos.  O.  Farrell 

N.  E.  Doane 

Warren  Hill 

George  Whitford 

Alexander  Warner 

J.  M.  Bois 

H.C.  Alford 

C.  Carter 

R.  J.  Converse 

Charles  E.  Toop 

R.  W.  George 

S.  Hutchings  and  J.  D.  Leach  . . 

Henry  Bailey 

E.  T.  Shenard 

Henry  Bonn 

William  Brannan 

James  M.  ToUey 

G.  W.  and  P.  M.  Gould 

John  8.  Peaslee 

J.  N.Wilson 

C.  O.Luce 

L.  L.  Miller , 

John  D.  Cochran 

James  Doty,  jr,  and  Asa  H.  Doty 
John  Stevens  and  L.  H.  Buell.. . 

H.  M.  Collier 

E.  Gore 

Horace  Boies 

D.  R.  Gamble , 

Jerome  and  Gilbert  Bacon 

John  Young , 

Samuel  Nowlan 

EdwinA.  HaU 

S.  D.  Jones 

M.  8.  Harshaw 

Lawrence  Kearney 

George  Minor  and  B.  Beach 

John  M.  Oakley 

Joel  Lee 

Benjamin  Reed 

8.T.  McDoogall 


Na 


32,15r 

33,977 
31,885 
32,403 
31,996 
32,389 
32,741 
31,747 
32,806 
32,121 
32,093 
33,837 
32,913 
31,587 
33,206 
31,288 


33,768 
32,947 
31,135 
31,851 
32,163 
31,155 
32,994 
33,118 
32,9;til 
31,223 
31,431 
31,528 
31,532 
31,636 
31,882 
31,889 
32,113 
32,150 
32,175 
32,177 
32,214 
32,220 
32,253 
32,325 
32,336 
32,342 
32,411 
32,417 
32,438 
32,469 
32,474 
32,615 
32,664 
32,677 
^,806 

33,0<9l 
33,088 
33,146 
33,150 
33,207 
33,311 
33,352 
33,363 
33,441 
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No. 


Washing  Machines 

Washing  Machines 

Washing  Miichines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  Machines 

Washing  and  Ringing  Machine 

Watches 

Watches,  Stop,  Adjusting  second  hand  in 

Watch  escapement 

Watch  and  locket  rims,  Making 

Watch,  and  locket  rims 

Water,  Purifjing 

Water  closets 

Water  closets 

Water  closet  utensil,  Portable 

Water  elevators.     (See  Elevators ^  Water,) 

Water  in  steam  boilers,  Indicating  the  position 
of. 

Watering  cattle  on  railroad  cars 

Weather  strips,  Adjustable 

Weighing  apparatus 

Weighing  apparatus 

Weighing  carts  or  wagons 

Weighing  sacks,  Machine  for » 

Weight  and  hitch  strap  tor  fastening  horses. .. 

Welfe,  cisterns,  etc.,  walling  with  grout,  Ap- 
paratus for. 

Wlieels 

Wheels,  Car 

Wheels,  Car,  Annealing 

Wheels  for  carriages 

Wheels,  Carriage,  Elastic 

Wheels,  Carriage,  Joints  of  felloes  in 

Wheels,  Carriage,  Securing  to  axles 

WTieels,  Fly,  .^ranging 

Wheels,  Paddle,  Feathering 

Wheels,  Propelling 

Wheels,  Railroad  Car 

Wheels,  Railroad  Car 

Wheels,  Scrolls  of  water 

Wheels,  Uniting  the  spokes   and  felloes  of 
wooden. 

Wheels  for  wagons.  Bending  fifth i.. 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water 

Wlioels,  Water 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water 

Wheels,  Water,  Gates  and  chutes  for 

Wheels,  Wind 

Wheels,  Wind. '. 

Wheels  and  axles,  Railroad,  to  run  on  different 

ffauged  tracks. 
Wheefhabs,  Carriage,  socoring  on  axles 


A.  P.  Qnackenbush 

John  R.  Morrison 

A.  P.  Barlow 

S.  Burr 

P.  P.  Parkhurst 

John  De  Long 

H.  W.  Johnson 

Lewis  Face 

A.  L.  Dennison 

A.  Wadsworth 

G.  P.  Reed 

D.  B.Waite 

D.B.Waite 

T.  Jacobs  and  N.  J.  Wilkinson. .. 

Williams.  Carr 

F.  II.  Bartholomew 

James  Robertson 


H.  F.  Hart. 


William  Robinson 

O.  B.  Scofield 

A.  B.  Davis 

A.  H.  Piatt  and  W.  S.  Rosecrans. 

N.  E.  Doane 

Henry  Winter 

D.  8.  Bartlett 

Fred.  Wilford 


Peter  Wright 

W.W.  Snow 

A.  L.  Mowry 

John  C.  Baker 

SethD.  Woodbuiy 

F.  M.  Gibson 

E.  P.  Hoyt 

HortonB.  Peck 

Thomas  Cooley 

C.  Comstock  and  C.  Glidden. 

G.  G.  Lobdell 

O.  O.  Van  Orman 

WiUiam  H.  Locke 

D.  A.  Johnson 


Charles  Reiser 

G.  W.  Armstrong 

Joel  Harris 

Ebenezer  Tuttle 

James  Reed 

Milton  Dilts 

William  Dripps 

Isaac  D.  Seely 

Joel  Haag  and  J.  C.  Smith 

Charles  (jreenwalt 

C.  B.  Kenyon  and  J.  S.  Brown  . . 

J.  B.  CaldweU 

Henry  Van  Dewater 

P.  M.  Hannas 

L.  S.  Fairchild  and  W.  B.  Sturgcss 
J.  L.  McPherson  and  J.  S.  Harri- 
son. 

Jacob  Maag 

Otis  Tufts 


John  Scheeper. 


33,449 
33,400 
33,57J 
33,r)G7 
33,6(>1 
3:5,878 
33,a^.S 
33,695< 
31,009 
31,840 
31,999 
3V>,  159 
32,90o 
31,891 
33,070 
33,632 
33,494 

31,803 

33,60.5 
32,436 
31,53;i 
33,403 
31,155 
32,326 
31,104 
31,503 

33,916 
31,488 
32,252 
32,742 
33,809 
31,309 
33,251 
31,935 
33,518 
32,182 
31,467 
33,273 
31,810 
31,462 

32,947 
31,217 
31,239 
31,418 
31,7:J9 
31,790 
31,961 
32,004 
32,(H53 
32,131 
32,192 
32,409 
3;J,220 
33,5<:^4 
33,241 
31,817 

32,428 
33,407 

34,015 
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Wboelwright'a  Machiuo 

Whcelwright*s  Macliino 

\Vhiffletree  attachment 

Whips 

Wicks,  Triamiing 

Windlasses 

Windlass  and  Capstan,  Combined 

Window-sash,  Hanging 

Window-shade 

VVindow -shutters,  Oprating 

Window-stop  and  Fastener 

Winnowers,  Grain 

Winnowing  Grain 

Winnowing  Machines 

Wire,  Hardening  and  tcuji>ering 

Wire-cU)th  Dish  Covers 

Wood,  Bending 

Wood-bending  Machine 

Wood-bending  Machines 

Wood,  Catting  and  Sawing 

Wool,  Combing 

Wool,  Drawing  and  Spinning 

Wool,  Drying 

Wool,  Machine  for  drawing  and  twisting  . 

Wool  Washing 

Wrench 

Wrench 

Wrench 

Wrench 

Wrenches 

Wrenches 

Wrench,  Pipe 

Wrenches,  Screw,  grinding  heads  for 

Wmnch,  Wagon 

Wringing  Machines 

Wringing  Machines 

Wringing  and  Washing  Machhie 


Nome  of  Patentee. 


Y. 


Yard,  Dressing  . 

Yokes,  Ox 

Yokes.  Ox 


Zinc,  Oxide  of.  Preparation  for  a  paint 

Zinc  and  other  ores.  Treating 

Zinc  from  waste  gases  of  furnaces,  Collecting. 


Curtis  Luther 

N.  T.  Edson 

C.  Marquardt 

J.  II.  Cannon 

A.  R.  Turner 

D.  M.  Edwardi  and  J.  Homer 

John  S.  Getchell 

George  Dare 

J.  W.  Ogle 

Hercules  M.  Wilson 

C;ark8Iiaw 

H.  H.  Beach 

J.  J.  Shaicr 

J.  K.  Buck 

Iclinbod  "^Vashbum 

L.H.Allen 

Enoch  Kobiuson 

Hiram  McDonald 

A.  Luclvhaupt 

Jerome  N.  Hodge 

Henry  Eawson 

John  H.  Bloodgood 

Benjamin  James 

J.  T.  Plummer .*. 

R.  G.  Turner  and  S.  B.  Robinson. 

Ezra  Ripley 

William  Mason 

Charles  H.  Reynolds 

George  W.  Martin 

G.  B.  Phillips 

George  Meailer 

James  A.  W^ilcox 

L.  and  A.  G.  Coes 

George  B.  Phillips 

John  Allender 

P.  D.  Van  Hoeseu 

Lewis  Face 


Hugh  Whitehall . 
T.W.  Porter.... 
M.  W.Mason  ... 


Charles  Tillerton. 

AdrienMuller 

H.  Woissenbom  . 


No. 


32,072 
32,277 
34,027 
31.370 
31,915 
32,2(32 
33,284 
32,472 
32,432 
33,553 
31,261 
32,508 
3:{,009 
32,857 
31,361 
32,457 
33,467 
31,182 
33,395 
32,945 
32,784 
33,374 
32,424 
31,031 
33,408 
31,034 
31,576 
31,826 
32,106 
32,453 
32,838 
33,223 
31,075 
31,693 
32,954 
33,409 
33,698 


33,222 
32.^46 
33,003 


32,320 
32,840 
33,911 


DESIGNS. 


Bonnets 

Burial  Case 

Cards 

Carpet 

Carpet,  (two  cases) 


Nancy  D.  Terry  . . 
Bernard  Smith 

Andrew  Dougherty 

R.  Allen 

E.  J.  Ney 


1,4.4 

1,470 


1,455 
1,366 
1,367 
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Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Cai-pct 
(Carpet 
Carpet 
C'arpct 
(Jorpet 
("arpet 
(yarpct 
Caq>et 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
(/orpct 
Carpet 
Carpet 
Carpet 
Carpet 
Carjxit 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Carpet 
Curpet 
Carpet 
Carpet 
Carpet 
Carpet 
Corixit 
Carpet 
Carpet 
Carpet 


Pattern  . 
Pattern  - 
Pattern  . 
Pattern  . 
Pattern  . 
Pattern  . 
PaUem  . 
Pattern  . 
Pattern  . 
Pattern  . 
Pattern  . 
Pattern. 
Pattern  . 
Pattern  . 
Pattern  . 
PaUem. 
Pattern  . 
Pattern  . 
Pattern  . 
Pattern  . 
Pattern . 
Pattern  . 
Pattern  . 
Pattern . 
Pattern . 
Pattern, 
Pattern  . 


Name  of  Patentee. 


J.  Ney 

G.  Thompson 
O.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 

J.  Ney 

J.  Ney 

J.  Ney 

G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 

J.  Ney 

J.  Ney 

J.  Ney 

J.  Ney 

J.  Ney 

J.  Ney 

J.  Ney 

J.  Ney 

J.  Ney 

J.  Ney 

J.  Ney 

J.  Ney 

J.  Ney 

J.  Ney 

J.  Noy 

J.  Ney 

J.  Ney 

J.  Noy 

J.  Noy 

J.  Ney 

G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Thompson 
G.  Tliompson 


No. 


.36» 
,370 
,371 
.3ri 
,373 
,374 
,375 
,37« 
,377 
,378 
,379 
,380 

,3ai 

,382 
,383 
,384 
,3H5 
,39J 
,394 
,3U& 
,40H 
,4<I9 
.410 
,41) 
,4U 
,413 
,414 
,4ir» 
,41G 
.417 
,418 
,459 
,460 
,461 
,462 
,463 
,404 
,46u 
,443 
,444 
,445 
,44G 
,447 
,448 
,449 
,450 
,45J 
,452 
,480 
,4bl 
,482 
,489 
,490 
,491 
,492 
,493 
,494 
,495 
,496 
,497 
,496 
,499 
,500 
,501 
,502 
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Caq)et  Pattern 

Clock  Case 

Clock  Case 

Clock  Case 

Clock  Case  Front 

Clock  Case  Front 

Clock  Case  Front 

Coffins 

Cravat 

Cortain  Loops 

D. 

Daguerreotype  Cases 

Desk.  School 

H. 

Handles  of  Table  Spoons  and  Forks 

Handles,  Spoon  and  Fork 

Hats 

Hats 

Hats 

Hone  Spur 

J 
Iron  Doors 

L. 
Label  on  trade  mark 

O. 
Oilcloth  Pattern 

P. 

Pencils,  Lead,  Trade-mark  on 

Picture  Frame 

Pumps 

K. 

Range,  Summer 

6. 

Sewinff  Machine 

Skirt,  lialmoi-al 

Slate  rooting 

Spoons 

Stoves 

fltovcs 

Stoves 

Stoves 

Stoves 

Staves 

Stoves 

iJtoyes 


Name  of  Patentee. 


H.  G.  Thompson 

E.  C.  Brewster 

Ileury  K.  llotchkiss 

Elias  Ingrabam 

Elias  Ingrahom 

Elias  Ing^aham 

Henry  T^rry 

James  McDuff 

J.  A.  Esbleman 

Edward  Mayiiard  . . 

H.  W.  Havden.... 
Wm.  P.  Uhliuger . . 


J.  Gorham,  G.  Thurber  and  L 

Dexter,  jr. 
J.  Gorham,  G.  Thurber  and  L, 

Dexter,  jr. 

S.  R.  Hawley 

J.  J.  Morrisett 

James  J.  Morrisett 

Thomas  Lyons 


Garrettson  Smith  and  H.  Brown. 


J.  D.  Brewer. 


James  Hutchinson  . 


E.  Faber 

F.  Girard 

Miles  Greenwood  . 


D.  M.  Scypos  and  S.  Smith. 


C.  A.  Shaw  and  J.  R.  Clark  .... 

C.  W.  Cooke 

Daniel  Bickorby 

J.  Gorbam,  G.  Thuibcr,  and  L. 

Dexter,  jr. 
J.   D.   Wrtrrcu,   J.    B.   Scoficld, 

Isaac  Wardwcil,  and  A.  J.  Joucs. 

N.  8.  Vcddcr  and  E.  Kiplcy 

Jos.  Ilorton  aud  J.  Maitiuo 

A.  C.  Barstow 

W.  W.  Stanard 

W.  W.  Stanard 

Samuel  W.  Gibbs 

M.  C.  Burleigh : 


No. 


1,603 
1,390 
1,484 
1,504 
1,:K)2 
1,471 
1,483 
1,436 
1,488 
1,428 


1,434 
1,478 


1,439 

1,440 

1,421 
1,429 
1,486 
1,507 


1.4M 


1,422 


1,435 


1,471^ 
1,479 
1,42S 


1,457 


1,465 
1,424 
1,467 
1,472 

1,3G9 

1,389 
1,391 
1,396 
1,399 
1,401 
1,404 

i,42;i 
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Invention  or  Discovery. 


Stoves 

8tove,  Cap  and  base  of  a  parlor. 

fttove.  Cook 

Stove,  Cook 

8tovc,  Cook's 

Stove,  Cook's 

Stove,  Cook's 

Stove,  Cook's 

Stove,  C(K>king 

S«ovo,  Cooking 

S'ovo,  Cooking 

Stoves,  Cooking 

Stove,  Cooking 

Kiovos,  Cooking 

Stoves,  Krrct  cylinder 

Stoves,  Ciuii  burning  cylinder... 

Stoves,  Laundry 

Stoves,  Parlor 

Sttves,  Pft)  Uvc 

Stoves,  Vn\  lor  .  .^ 

Stoves,  Piu  lor 

Stoves,  Piutes  of  tt  Cooking 

Stoves,  Plates  of  a  Parlor 


Name  of  Putentec. 


No. 


T. 


Teapot 

Trade  mark  , 
Trade  mark  , 
Tmdo  mark 
Tumblers  ... 


W. 


Window  glass 

Window  Shade  Material . 
Work-holder 


Garrettson  Smith  &  Henry  Brown  J  1 ,  430 

S.W.  Gibbs '  1,4M 

N.  S.  Vcdder l,3yH 

N.  8.  Vedder 1,  r.U 

D.  M.  Slypes  and  S.  Smith 1 .  Ififi 

Gilbert  Knapp I  l,47:< 

Jacob  Mersereau |  J ,  474 

Caleb  W.  Palmer I  1,4K> 

John  Ix)ng ;  ] ,  :iHC 

N.  8.  Vwlder 1,:«*7 

Samuel  W.  Gibbs ^  l,4l'6 

Caleb  W.  Palmer 1,4(»7 

G.  Smith  and  II.  Brown '  },4\Hi 

J.  C.  Fny., I,4:i8 

8.  H.  Sailer !  J, 476 

S.  H.  Sailer '  1,477 

Wm.  A.  Gretm ] , M'itt 

W.  W.  Stanard l,4(Kl 

Samuel  W.  Gibbs l,4tfr» 

Samuel  W.  Gibbs J,4»J7 

Gardner  Chilson 1 ,  4^7 

J.  Horton  and  J.  Martino i  ] ,  44:^ 

J.  Horton  und  J.  Martino •  1^441 

I 

Hiram  Youn^ 1,419 

Sampson  Haine^iann ,  1 ,  :i^7 

A.  F.  Johnson 1,4'JG 

Levi  L.  Tower l,4;rj 

C.  8.  Chaffee ,  J,4.UJ 

Charles  Probst '  1,30« 

G.  L.  Kelty I,4:t7 

C.  A.  Shaw l,4tirf 


REISSUES,  18G1. 


Amalgamator,  Gold . . 


B. 


J.  N.  Wyckoff  and  T.  M.  Fell.. 


i,i(::^ 


Bedstead  fastening ^ 

■liechives ' 

lk)nnct  fronts 

Boxes,  Journal 

Boxes,  Journal 

I 

Candles,  Moulding 

1  'andles,  Moultling 

Cars,  Street  pa^seujrer,  airangement  of  Steam  , 

Engines  for  propelling 
CiifH,  Transfer! ing  Irum  one  track  to  another.. 

( 'aitridge.  Metallic ^ 

C  hcc?e,  Mjinulrtcturc  of 

Chwse  vats 


ElishaE.  Everitt 1, 1(V) 

J.  S.  Harbison 1 ,  *J-^ 

(foo.  A.  Cox 1 ,  17r> 

P.  S.  Dovlan •  l/Ji-^ 

P.  S.  Devlan ■  l,»jt..t 

I 

I 

Willis  Ilumiston 1,1  "1 

Wiliis  Humiston ,  1,  i:^* 

Kobert  H.  Long },IS» 

Wm.  \Mmrton,jr '  1, 14:< 

Edward  Maynard I  1,BK 

F.  A.  Kedington  &  Geo.  McCluro. '  1 ,  l.^r'j 

C.  M.  Wiikms 1,2:h» 
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InventUm  or  DUcovery. 


J  Car,  into  beds  or  lounges,  Converting. 

Seats  for  pablic  buildings 

Seeding  Machines 

Sewing  Machines 

Sewing  Machines 

Sewing  Machine  Cases 

Ship  building 

Ship^s  Winches 

Shirt  bosoms 

Skirts,  Hooped,  Making 

Spring  bed  bottoms 

Spring,  Car 

Spring,  Car 

Spring,  Railroad  Car 

Steam  Engines 

Steam  Engines 

Steam  Engines 

Stoves 

Stoves 

Stoves 

Stoves 

Stoves,  Cooking 

Stoves,  Cooking 

Stoves,  Register  for 


Name  of  Patentee. 


No. 


T. 


Teeth,  Porcelain 

Teeth-fixtures 

Threshing  machines 

Threshing  machines 

Timekeepers,  Winding  bj  currents  of  air  . 

V. 


Talvee,  Butterflj 

Valves  of  Steam  Engines,  Opening      d  closing 

the. 
Talves  of  Steam  Engines,  Opening  and  closing 

the. 

W. 

Wagons,  Casting  seamless  skeins  for 

Waffons,  Seamless  thimble-skeins  for 

Washing  Machines 

Wishing  Machines 

Wbeebi,  Water 

Willow-peoler 

Winch,  Direct  and  counter-motion 


H.  B.  Myer 

A.  H.Allen 

Lewis  Moore 

Elias  Howe,  jr 

W.  O.  Grover  and  W.  E.  Baker. 
F.  A.  Ross  and  W.  H.  Marshall . 

Richard  F.  Loper 

P.  H.Jackson 

IraPerago,  jr 

C.  Newman 

Hiram  Tucker 

Richard  Vose 

Richard  Vose 

A.  T.  Watson 

F.  E.  Sickles 

F.  E.  Sickles...* 

Edward  Lynch 

D.  G.  Littlcfield 

D.  G.  Littleficld 

D.  G.  LitUefield 

D.  G.  Littlefield 

Samuel  Pierce 

Samuel  Pierce 

S.  H.  Ransom  &.  Co 


J.  W.  Moffitt 

John  H.  Landell. 
D.  8.  Wagener.. 

8.  O.Oviatt 

C.B.  Hoard 


N.  Cope  and  Wm.  Hodson. 
F.  E.  Sickles 


F.  E.  Sickles. 


B.  Leonard 

B.  Leonard  ... 
John  Young... 
J.  F.  Pond.... 
H.  O.  Nelson.. 
J.M.Wood  ... 
Charles  Perley. 


1,228 

1,^ 
1,198 
1,154 
1,244 
1,145 
1,178 
1,141 
1,197 
1,155 
1,217 
1,194 
1,218 
1,214 
1,106 
1,107 
1,240 
1,232 
1,233 
1,237 
1,238 
1,241 
1,249 
1,139 


1,123 
1,247 
1,133 
1,219 
1,140 


1,204 
1,112 

1,113 


1,229 
1,230 
l,21d 
1,220 
1,187 
1,147 
1,188 


EXTENSIONS,  1861. 


Bedstead,  Folding 

Boilers,  Steam 

Cables,  Chain,  Working  and  stopping 

Dies  for  cutting  screws 

Orates,  Fire 

Lead-pipe  Machinery 

Looms,  Bmssel,  (Reissue  No.  144) 

Orfhiaoce,  Casting 

Pipes,  Side,  ConiMctisg,  with  tha  steam  chest 


T.  B.  Bleochcr. 
Timothy  Clark 
Thomas  Brown. 
P.W.  Gates... 
William  Pulver 
S.  G.  Cornell.. 
E.B.  Bigelow  . 
T.  J.Rodman. 
H.  R.  Dunham 


1,015 
5,254 
G64 
5,103 
5,237 
5,253 
5,020 
5,236 
&»033 
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Invention  or  discovery. 

Name  of  Patentee. 

No. 

Printin    Presses  Rota 

R.M.Hoe 

5,199 
5,399 

Puddler*8  balls,  RoUing^  and  compressing 

Reaping  Machines,  rReissuo  No.  149 J 

Reaping  Machines,  (Reissue  No.  451 ) 

Reaping  Machines,  (Reissue  No.  742^ 

Reaping  Machines,  (Reissue  No.  917) 

Stone,  Cutting 

J.  F.  Winslow 

Obed  Hussey...... ............. 

5.2SW' 

Obed  Hussey 

5,227 
5,227 

Obed  IIussov ................... 

Obed  Hussev ...... ....... ...... 

5,227 
5,012 

Charles  Wilson 

Wheels  for  Raihroad  Caniages,  Cast  Iron 

Wheels  for  Railroad  Carriages,  Cast  Iron 

Wheels  for  Railroad  Carriages,  Cast  Iron 

Wire-grating,  Weaving,  (Reissue  No.  747)  ... 

Anson  Atwood .................. 

5,112 

Anson  Atwood .................. 

5,112 

Anson  Atwood. 

5,112 

Henry  Jenkins  ................. 

5,005 

ADDITIONAL  IMPROVEMENTS,  1861. 


Coupling  for  Railroad  Cars 

Electrical  apparatus  for  lighting  gas. 

Gate 

Heels,  Metallic,  for  Boots  and  Shoes 

Meters,  Gas - *. .... 

Refrigerators 

Seats,  Couch,  for  Railroad  Cars 

Seeding  Machines 

Thills  to  vehicles,  Attaching 


A.  H.  Rowand 

8.  B.  H.  Vance 

Jasper  Johnson 

J.  V.  Dinsmore 

G.  J.  Willson  and  D.  H.  Fox 

William  M.  Baker 

John  Ilartman,  jr , 

F.Chamberlin 

Douglas  Bly 


315 
318 
312 
311 
316 
310 
314 
313 
317 
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Inyention  or  Discoveiy. 


Name  of  Patentee. 


No. 


Clocks,  Calender 

Clothes  Wringer 

Clover  Separators 

Cotton  ^nning  and  barring  wool. 

Cotton  Gins 

Cnrtain  fixture,  Window 


Dredging  Crane  . 
Drills,  Seed 


E. 


Engines,  Air 

Envelopes,  Making 

Epaulettes 

Evaporator  for  hot  air  pipes. 

F. 


Faucets,  Measuring 

Fire-arms 

Fire-arms  ...^ 

Fire-arms - 

Fire-arms 

Fire-arms,  Breech-  loading  repeating 

Friction  Clutches 

Furnaces,  Steam  boiler 

Furnaces  of  steam  boilers,  Promoting  com- 
bustion in. 


G. 


Gate 

Grain  Cradles  . . . 
Grain  Separators. 
Grain  Separators. 
Grain  Separators. 
Grain  Separators. 
Guns,  Magazine  . 


H. 


Hammer,  Steam 

Handles,  Spade,  Shovel,  or  Dung  fork 

Harrows 

Harrows,  Seeding 

Harvesters 

Harvestei;s 

Harvesters 

Harvesters 

Harvesters , 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

H  arves  ters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 

Harvesters 


W.  S.  Huntington  and  H.  Platts 

Elliot  Dickerman 

Christian  Reif  ^ 

S.  R.  Parkhurst 

L.  Campbell  and  T.  W.  Brown. 
R.  B.  BurcheU 


George  Wood  and  John  King 
Jonathan  Smith 

Philander  Shaw 

E.  W.  Toodale 

Jas.  S.Smith 

G.  F.J.  Colbum 

IraKinman 

Merrill  Pat.  Fire-arm  Man.  Co 
Merrill  Pat.  Fire-arm  Man.  Co 
Merrill  Pat.  Fire-arm  Man.  Co 
Merrill  Pat.  Fire-arm  Man.  Co 

Christian  Sharps 

WendaU  Wright 

J.  R.  Robinson 

J.  C.  Tiffany 


Jasper  Johnson 

M.R.  Flanders 

J.  A.  Vaughn 

J.  A.  Vaughn 

J.  A.  Vauehn 

Jefferson  Nash 

E.  H.  Graham 

R.R.  Taylor 

A.  v.,  J.  D.  &  F.  Blanchard.... 

DanielW.  Shares 

Henry  Hewitt w 

A.  Palmer  and  S.  G.  Williams... 
A.  Palmer  and  S.  G.  Williams... 

John  Gore 

Samuel  &  J.  H.  Barley 

Fred.  Nishwitz 

Huntley,  Bowman  &  Co 

Huntley,  Bowman  &  Co 

Geo.  M.  Selden 

Geo.  M.  Selden 

Geo.  M.  Selden 

Wm.  N.  Whitelev, Jr 

W.  A.  Kirby  and  D.  M.  Osborne 

T.  H.  Dodge 

T.H.Dodge 

T.H.Dodge 

Rufus  Dutton 

T.H.  Dodge 


1,234 
1,119 
1,135 
1,137 
J,  163 
1,144 


1,248 
1,166 


1,176 
1,170 
1.239 
1,165 


1,148 
1,156 
1,157 
1,158 
1,159 
1,199 
1,236 
1.184 
1,174 


1,121 
1,118 
1,120 
1,195 
1,196 
1,215 
1,123 


1,191 
1,231 
1,150 
1,151 
1,109 
1,110 
1,129 
1,130 
1,149 
1,171 
1,172 
1,179 
1,180 
1,181 
1,203 
1,211 
1,212 
1,213 
1.214 
1,215 
1,221 
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Inyention  or  Dif  coreiy. 


Name  of  Patentee. 


No. 


Harvesten,  Gndn  and  Grass  .. 
Hanresters,  Grain  and  Grass . . 
Harvesters,  Grain  and  Grass  . . 
Harvesters,  Gnun  and  Grass  .. 

Harvesters,  Grass 

Harvesters,  Grass 

Harvesters,  Grass 

Harvesters,  Grass 

Harvesters,  Grass 

Harvesters,  Track-clearers  for  . 

Hemp,  Cutting 

Hemp,  Cutting 

Hemp,  Cutting 

Hoop  machine 

Horse  power 

Horsepower 

Hose  coi^ling 


Inkstands,  Fountain 

Iron  Railway  Cars 

Irreg^ular  forms,  Machines  for  Cutting. 


K. 


Kettles,  Making  brass. 
Knife  and  fork  cleaner. 


Locks 

Locks,  Door  , 


M. 


Metals,  Bnmisbing 

Meters.  Gas 

Mills,  Flourinff 

Mills  for  ffrindmg  apples. 

Mowing  Machines 

Mowing  Machines 

Mowing  Machines 


Paper  boxes 

Photographic  baths 

Planing  Machines,  Wood 

Plougl^,  Mole 

Presses,  Tobacco , 

Presses,  Tobacco , 

Presses,  Tobacco 

Projectiles  for  Rifled  Ordnance 
Projectiles  for  Rifled  Ordnance 

Pulp  Machine 

Pomps,  Portable 


Reaping  Machines  . 


J.  £.  Brown  and  8.  S.  BartleU. 

Cjrenus  Wheeler,  jr 

Cyrenus  Wheeler,  jr 

Cyrenus  Wheeler,  jr 

J.  S.  &D.Lake 

J.  8.  &D.Lake 

J.  8.  &D.  Lake 

J.  8.  &D.  Lake 

Albert  W.  Morse 

W.  F.  Ketchum 

Wm.  N.Whitely 

Wm.N.Whitel7 

Wm.  N.Whitely 

Amer.  Hoop  Machine  Co 

James  Brayley  and  Mary  Pitts  . 

James  8.  Upton 

Emerson  Gaylord 


Reflectors 

Registers  and  Ventilators  . 


Francis  Draper  . 

8.  J.  8eely 

R.  J.  Marcher . . 


F.  J.  8eymoar. . 
SewallBrackeU. 


L.  F.  Munger . 
G.  D.  Baldwin 


Jeremiah  8tever 

Charles  C.  Lloyd 

D.  8.  Wagener 

W.  O.  Hickok 

A.  M.  HaU 

C.  Aultman  and  L.  Miller. 
C.  Aultman  and  L.  Miller. 


Elisha  Waters 

B.  Hufiiagle 

H.  D.  8tover 

M.  A.  Howell,  jr 

George  Linday  and  Wm.  Cameron 

Wm.  Cameron 

Wm.  Cameron 

A.  A.  Hotchkiss 

A.  A.  Hotchkiss 

George  Sweetland 

W.T.  Vose 


W.  H.  Seymour,  D.  8.  Morgan, 
and  8.  G.  Williams. 

Isaac  P.  Frink 

Edward  A.  Tuttle 


1,111 
1,252 
1,253 
1,254 
1,114 
1,115 
1,116 
J,  117 
1,168 
1,162 
1,200 
1,201 
1,202 
1,173 
1,185 
1,206 
1,186 


1,164 
1,273 
1,227 


1,183 
1,134 


1,167 
1,193 


1,205 
1,153 
1,136 
1,161 
1,210 
1,245 
1,246 


1,212 
1,152 
1,190 
1,138 
1,124 
1,127 
1,128 

i,2or 

1,249 
1,108 
1,1^ 


1,177 

1,2S1 
1,835 
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PATENT  OFFICE  REPORT  FOB  THE  YEAR  1861— MECHANICAL. 


LETTER 


FBOM 


THE  COMMISSIONER  OF  PATENTS, 


TBAN8MITTI1IG 


The  Mechanical  Report  of  the  Patent  Office  for  the  yeqr  1861. 


United  States  Patent  Office, 

February  13,  1862. 

Sir  :  I  have  the  honor  herewith  to  transmit  the  annual  report  of  this  office 
for  the  year  1861,  to  be  laid  before  Congress. 

1  am,  very  respectftilly,  your  ob^ient  servant, 

D.  P.  HOLLOWAY, 

(Commissioner  of  Patents. 
Hon.  Galusha  A.  Grow, 

Speaker  if  the  House  if  Representatives,  Washington^  2>.  C. 


United  States  Patent  Office,  • 

January  81,  1862. 

Sir  :  In  conformity  with  the  requirements  of  the  14th  section  of  the  act  of 
March  3,  1837,  entitled  "  An  act  in  addition  to  the  act  to  promote  the  progress 
of  science  and  osefol  arts/'  I  most  respectfully  submit  the  rollowing  report: 

In  the  section  of  the  act  above  referred  to  it  is  declared  to  be  the  duty  of  the 
Commissioner  of  Patents  "to  lay  before  Congress,  in  the  month  of  January, 
annually,  a  detailed  statement  of  the  expenditures  and  payments  by  him  made 
from  said  (patent)  ftmd.  And  it  shall  also  be  his  duty  to  lay  before  Congress, 
in  the  month  of  January,  annually,  a  list  of  all  patents  which  shall  have  been 
granted  during  the  preceding  year,  designated  under  proper  heads,  the  subjects 
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2  ANNUAL   BEPOBT   OF  THE 

of  such  patents,  and  fomiBhing  an  alphabetical  list  of  the  patentees,  with  their 

E laces  of  residence ;  and  he  shall  also  l^imish  a  list  of  all  patents  which  shall 
ave  become  public  property  during  the  same  period,  together  with  such  other 
information  of  the  state  and  condition  of  the  Patent  Office  as  may  be  useful  to 
ConCTCss  or  to  the  public." 

The  first  provision  of  the  above  instructions  to  the  Conmiissioner  requires 
''  a  detailed  statement  of  the  expenditures  and  payments  by  him  made."  For 
a  more  complete  and  intelligible  exposition  of  the  a£&drs  of  the  office,  I  beg 
leave  to  submit  the  following  statement : 

No.  1. 

Number  of  applications  received  durins  the  year 4,643 

Number  of  patents  granted,  including  designs,  reissues,  and  additional 

improvements 3,340 

Number  of  caveats  filed 700 

Number  of  applications  for  extension  of  patents 16 

Number  of  patents  extended 21 

Number  of  patents  expired  December  31,  1861 546 


No.  2. 

SUUemeiU  of  moneys  received  during  the  year. 

On  applications  for  patents,  reissues,  designs,  additional  improve- 
ments, extensions,  caveats,  disclaimers,  and^  appeals $125,601  00 

For  copies  and  for  recording  assignments 11,753  44 

Total 137,354  44 


No.  3. 

Statement  of  expenditttret  from  the  patent  Jund  during  the  year. 

For  salaries $92,868  92 

For  contingent  expenses 59,502  36 

For  temporary  clerks 43,791  31 

For  withdrawals 23,173  32 

For  refunding  money  paid  by  mistake 1,306  00 

Forjudges  in  appeiu  cases 850  00 

Total 221,491  91 

No.  4. 

Statement  of  the  condition  of  the  patent  Jund. 

Amount  to  credit  of  patent  fund  on  January  1, 1861 $89,554  07 

Amount  paid  in  during  the  year 137,354  44 

Total 226,908  51 

From  which  deduct  expenditures  during  the  year 221,491  91 

Which  leaves  to  the  credit  of  the  pat^t  Amd  January  1,  1862..  5,416  60' 
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COMMISSIONEB  OF  PATENTS. 


No.  5. 

Quarterly  statement  of  expenditures  for  1861. 

First  Quarter t61,050  23 

Second  quarter 62,439  25 

Third  quarter . .  1 52,104  58 

Fourth  quarter 45,897  85 

Total  expenditure '. 221,491  91 


No.  6. 

Taiile  exhibiting  the  business  of  the  office  for  twenty-Jive  years  ending  December 

31,  1861. 


Years. 

Applications 
filed. 

Cayeats  filed. 

Patents  issQ'd. 

Cash  received. 

Cash  expended. 

1837 

436 

$29,289  08 
42,123  64 

$33,606  98 
37,402  10 
34,643  61 
39,020  67 

1838....— 

620 

1839 

426 

37,260  00 
38,066  61 

1840 

765 

228 

473 

1841 

847 

312 

496 

40,413  01 

62,666  87 

1842 

761 

291 

617 

36,606  68 

31,241  48 

1843 

819 

316 

631 

36,316  81 

30,766  96 

1844 

1,046 

380 

602 

42,609  26 

36,344  73 

1846 

1,246 

462 

602 

61,076  14 

39,396  66 

1846 

1,272 

448 

619 

60,264  16 

46, 168  71 

1847 

1,631 

663 

572 

63,111  19 

41,878  35 

1848 

1,628 

607 

660 

67,676  69 

68,906  84 

1849 

1,966 

696 

1,070 

80.762  78 

77,716  44 

1850 

2,193 

602 

996 

86,927  06 

80, 100  95 

1851 

2,268 

760 

869 

96,738  61 

86,916  93 

1862 

2,639 

996 

1,020 

112,056  34 

96,916  91 

1853 

2,673 

901 

968 

121,627  46 

132,869  83 

1854 

3,324 

868 

1,902 

163,789  84 

167, 146  32 

1855 

4,436 

906 

2,024 

216,469  36 

179,640  33 

1856 

4,960 

1,024 

2,602 

192,688  02 

199,931  02 

1857 

4,771 

1,010 

2,910 

196, 132  01 

211,682  09 

1858 

6,364 

943 

3,710 

203,716  16 

193, 193  74 

1859 

6,226 

1,097 

4,638 

245,942  16 

210,278  41 

1860 

7,663 

1,084 

4,819 

266.862  69 

262,820  80 

1861 

4,643 

700 

3,340 

187,864  44 

221,491  91 

While  the  aggregate  receipts  of  the  ofiBoe  haye  heen  hnt  $137,364  44,  the  ezpenditores 
bAYe  amounted  to  $221,491  91. 

By  the  act  of  March  2, 1861,  the  expenses  of  the  ofSoe  were  largely  increased,  as  follows : 

Salaries  of  examiners  in  chief $6,487  63 

Salaries  of  Commissioner  and  chief  clerk.... 1,600  00 

Printing 17,864  87 

Total 26, 791  90 
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The  receipts  of  the  past  year  have  fallen  $118,998  15  below  those  of  the 
previous  year;  and  the  expenditures,  bmittingthe  above  $25,791  90  as  extra,  have 
been  $51,220  79  less  than  those  of  1860.  The  cause  of  this  great  falling  off  of 
receipts  must  be  apparent  to  every  reader.  The  great  inventive  mind  of  the 
country  has  been  attracted  in  another  direction  by  the  startling  scenes  of  rebel- 
lion which  have  transpired.  A  state  of  civil  war  has  deprived  this  office  of  the 
patronage  of  most  of  the  slave-holding  States;  the  enterprise  of  the  loyal  States 
nas,  to  a  great  degree,  been  paralyzed,  and  the  sale  of  patent  rights,  as  an  article 
of  traffic,  has,  in  a  great  measure,  been  abandoned. 

To  provide  for  this  state  of  affairs,  I  have  been  compelled  to  resort  to  a  most 
rigid  economy.  To  bring  the  expenditures  as  nearly  as  possible  within  the 
ability  of  the  office  to  meet  them,  by  way  of  retrenchment  I  dismissed  five 
principal  examiners,  five  assistant  examiners,  and  five  second  assistant  exam- 
iners. The  compensation  fixed  by  law  of  the  principal  examiners  is  $2,500;  the 
assistants,  $1,800;  the  second  assistants,  $1,600.  The  business  required  that 
seven  of  each  of  these  classes  should  be  retained;  but  a  still  further  reduction 
of  expendituie  being  necessary,  I  dismissed  the  principal  examiners  and  ap- 
pointed them  assistant  examiners,  and  they  are  now  receiving  but  $1,800  per 
year;  the  assistant  examiners  were  dismissed  and  appointed  second  assistant 
examiners,  at  a  salary  of  $1,600;  the  second  assistants  were  dismissed  and  ap- 
pointed clerks,  at  an  annual  salary  of  $1,400.  These  officers,  however,  have  all 
been  performing  the  duties  pertaining  to  their  original  positions.  A  large  re- 
duction.was  also  made  in  the  salaries  of  the  clerks.  The  temporary  clerks,  who 
formerly  received  ten  cents  per  one  hundred  words  for  copying,  are  now  paid  but 
eight  cents.  This  was  regarded  as  a  legitimate  reduction,  as  the  office  receives 
for  such  work,  by  law,  the  same  compensation  formerly  paid  the  clerks,  while 
the  expense  of  superintending  clerks,  stationery,  &c.,  exceeded  five  thousand 
dollars  per  annimi.  A  large  number  of  laborers,  watchmen,  and  attendants  have 
been  dismissed,  and  their  places  are  now  vacant  The  reduction  of  the  salaries 
of  the  examiners  and  clerks  has  been  very  onerous  to  them.  The  expenses  of 
living  in  this  city  are  largely  increased  by  the  centring  here  of  a  large  army, 
and  the  attraction  of  thousands  of  civilians,  who  largely  consume  the  necessaries 
of  life,  which,  at  all  times,  are  less  abundant  here  than  in  many  other  portions 
of  the  country.  ITie  military  necessity,  which  required  the  closing  of  the  com- 
munication between  the  farmers  of  Virginia,  from  whom  a  greater  part  of  the 
usual  supplies  come,  and  the  market  of  this  city,  has  contributed  much  to  the 
expense  of  living  in  Washington.  For  these  reasons  I  respectfully  submit  to 
Congress  the  justice  and  propriety  of  conferring  upon  the  Commissioner  of 
Patents  authority  to  refund  the  diffisrence  in  the  salaries  of  the  examiners  and 
clerks,  between  the  amount  allowed  by  law  and  that  now  received  by  them, 
whenever,  in  his  opinion,  the  fonds  of  the  office  will  justify  it. 

The  14th  section  of  the  act  approved  March  2, 1861,  provides  '*that  the  Com- 
missioner of  Patents  be,  and  is  hereby,  authorized  to  print,  or,  in  his  discretion, 
to  cause  to  be  printed,  ten  copies  of  me  description  and  claims  of  all  patents 
which  may  heieaf)ter  be  granted,  and  ten  copies  of  all  drawings  of  the  same, 
when  drawings  shaU  accompany  the  patents :  Provided,  the  cost  of  printing  the 
text  of  said  descriptions  and  claims  shall  not  exceed,  exclusive  of  stationery,  the 
sum  of  two  cents  per  hundred  words  for  each  of  said  copies,  and  the  cost  of  the 
drawing  shall  not  exceed  fifty  cents  per  copy;  one  copy  of  the  above  number 
Bhall  be  printed  on  parchment,  to  be  affixed  to  the  letters  patent;  the  wovk 
shall  be  under  the  direction,  and  subject  to  the  approval,  of  the  Commissioner  of 
Patents,  and  the  expense  of  the  said  copies  shall  be  paid  for  out  of  the  patent 
fund." 

.  In  accordance  with  this  provision  of  the  law,  and  with  the  approval  of  the 
Secretary  of  the  Interior,  I  contracted  ^ '  '   n  responsible  party  for  the  execu 
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tion  of  the  work.  The  isBues  from  the  2d  of  March  to  the  l8t  of  Novemb«r> 
1861,  were  piinted  in  a  Btiperior  style,  and  the  drawing  executed  in  the  most 
satisfactory  manner  hy  the  photographic  art. 

This  feature  of  the  law  haa  given  eminent  satisfaction  to  the  inventors  of  this 
country,  and  has  commanded  the  admiration  of  inventors  and  the  superintend- 
ents of  patent  departments  in  many  other  countses.  The  imperative  necessity 
which  required  it  to  he  suspended  was  and  is  greatly  to  be  deplored ;  but  I 
earnestly  hope  that  Gonsress  will  take  the  necessary  steps  to  resume  it  at  as 
early  a  day  as  practicable. 

The  importance  of  furnishing  to  the  public  the  most  complete  practicable  in- 
formation in  relation  to  every  patented  invention  is  obvious.  Each  patent,  as 
the  name  implies,  should  be  open  to  the  perusal  of  all,  and  as  it  has  the  effect 
of  a  law  should  be  published  at  the  public  expense,  as  all  other  laws.  The 
people  of  the  country  should  have  full  information  as  to  all  patented  inventions, 
firstly,  that  by  a  knowledge  of  the  full  extent  of  the  exclusive  privilege  claimed 
by  the  holder  of  a  patent  they  may  not  be  exposed  to  damages  for  infringing 
upon  it ;  secondly,  that  they  may  not  be  induced  to  believe  that  the  holder  of  a 
patent  has  exclusive  privilege  for  more  than  is  described  and  claimed  in  his 
specification ;  thirdly,  that  they  may  be  informed  as  to  the  actual  progress  of 
the  useful  arts  and  avail  themselves  of  the  most  useful  inventions;  and  fourthly, 
that  the  whole  inventive  genius  of  the  country  may  be  stimulated  by  the 
examples  and  suggestions  furnished  by  descriptions  and  representations  of  each 
year's  inventions. 

Congress  has  evinced  its  appreciation  of  the  importance  of  furnishing  such 
information  by  the  large  appropriations  which  it  has  heretofore  authorized  for 
the  publication  of  the  mechanical  reports  of  this  office.  I  have  been  furnished 
by  the  Superintendent  of  Public  Printing  with  a  statement  of  the  cost  of  print- 
ing, paper,  binding,  &c.,  of  the  mechanic^ed  reports  of  this  office  for  each  of  the 
last  three  years,  which  is  as  follows : 

1858,  3  volumes,  32,950  copies,  cost $85,  669  08 

1859,  2  volumes,  68,550  copies,  cost 138,  700  32 

1860,  2  volumes,  66,550  copies,  cost 118, 992  09 

These  reports  contain  merely  brief  abstracts  of  the  specifications  made  ori^- 
nally  by  examiners  in  the  office,  and  latterly  furnished  by  individuals  out  of  the 
office  by  contract,  and  consequently  prepared  with  the  least  possible  expendi- 
ture of  labor  and  expense,  with  the  claims  generally  unintelligible,  without  tho 
full  description  contained  in  the  specifications.  Meagre  and  unsatisfactory  as 
these  abstracts  are,  the  reports  have  been  most  eagerly  sought  for  by  the  public. 
The  publication  of  these  reports  will,  I  think,  prove  to  have  been  most  wisely 
sospeuded,  if  the  substitute  can  be  provided  which  was  intended  to  be  secured 
by  the  late  law. 

In  making  provision  for  this  great  public  want  Congress  should  not  be  un- 
mindful of  the  examples  of  other  nations  most  advanced,  in  the  mechanical  arts. 
In  Great  Britain,  France,  Sardinia,  and  Belgium,  the  specifications  are  published 
in  full,  and  in  such  a  form  that  printed  copies  may  be  furnished  to  all  who  may 
apply  for  them,  at  cost  price,  wliile  the  entire  puolications  are  extensively  dis- 
tributed for  the  free  use  of  the  public.  In  Prussia,  Saxony  and  Bavaria,  official 
journals  are  published  containing  full  abstracts  and  lists  of  the  specifications  of 
patents.  The  publications  of  specifications  of  patents  made  by  the  French 
government  consist  of  91  volumes,  quarto,  of  the  old  law,  and  35  volumes,  quarto, 
of  the  law  of  1844.    All  which  have  been  presented  to  the  library  of  this  office. 

In  Great  Britain  the  publications  of  the  specification  and  drawings  of  patents 
has  been  made  upon  a  scale  of  magnificence  which  entitles  it  to  be  regarded  as 
one  of  her  great  national  works.  The  great  seal  patent  office  has  published  the 
complete  specifications  and  drawings  of  patents  granted  by  that  office  since 
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1623,  in  two  Beriee,  the  old  law  series  from  1623  to  1852,  and  the  new  scries 
from  October,  1852,  to  the  present  time.  The  old  law  series,  comprising  12,977 
patents  in  number,  are  contained  in  about  900  volumes,  450  folio  volumes  of 
drawings,  and  the  like  number  of  imperial  octavo  volumes  of  letter-press.  The 
indices  form  seven  imperial  octavo  volumes.  The  cost  of  these  works  in  1859 
amounted  to  oC92,000.  The  expense  of  printing  for  1859  was  estimated  by  the 
GoiQmissioner  of  Patents  at  <£  17,500. 

The  publications  of  the  great  seal  office  consist  of  the  specifications  and 
drawings  of  patents  granted,  (the  drawings  are  not  photographic,)  a  subject-mat- 
ter index  of  patents,  an  alphabetical  index  of  patentees,  a  chronological  index 
of  patents,  commissioners  of  patents  journals,  (published  semi-weekly,)  assign- 
ments of  specifications  of  various  classes  of  patents,  of  which  twenty  volumes 
have  been  published,  and  all  are  in  course  of  publication. 

The  publications  are  distributed  among  one  hundred  and  seven  libraries  and 
offices  in  Great  Britain,  twenty-six  libraries  in  the  British  colonies,  and  twenty- 
two  in  foreign  countries.  Of  these  last,  six  are  in  the  United  States ;  the  cost 
of  which  has  been  upwards  of  (£10,000.  The  cost  of  the  continuation  is  at 
least  $1,500  weekly.  For  these  costly  works  our  government  has  been  able  to 
make  no  return  except  the  meagre  abstracts  heretofore  published  by  us. 

No  attempt  has  been  made  in  the  publications  ordered  by  me,  under  the  pro- 
visions of  the  late  law,  to  imitate  the  costly  works  published  by  the  great  seal 
office ;  but  the  publications,  though  not  wanting  in  taste  and  finish,  are  be- 
lieved to  be  of  equal  practical  value.  Many  advantages  have  already  been  pre- 
sented by  a  brief^  trial  of  this  system  in  this  office,  among  which  may  be  men- 
tioned the  readiness  of  inventors  to  furnish  more  artistic  and  detailed  drawings, 
at  a  greatly  increased  expense,  with  the  view  of  exhibiting  these  inventions  to 
the  best  advantage ;  a  change  which  would  greatly  facilitate  the  examinations 
of  the  office  as  well  as  aid  inventors  in  making  inquiries  as  to  the  patentability 
of  their  inventions.  Through  the  improvement  in  the  drawings,  thus  efiected, 
and  by  the  adoption  of  the  photographic  system  of  illustration,  it  is  believed 
that  the  publications,  if  continued,  would  surpass  in  practical  value  those  of 
Gfreat  Britain. 

The  depressed  condition  of  the  financial  affairs  of  this  office,  incident  to  the 
state  of  the  countiy,  has  alone  induced  me  to  abandon  the  wise  provision  of 
Congress,  requiring  the  printing  in  full  of  the  specifications  and  drawings  of 
the  patents  issued  from  this  office.  From  a  careM  examination  of  the  matter, 
r  am  induced  to  believe  that  if  Congress  were  to  appropriate  a  sum  sufficient  to 
defray  the  expense  heretofore  incurred  in  the  printing  of  the  specifications  and 
drawmgs  of  the  patents,  and  which  will  not  exceed  one-half  the  sum  heretofore 
expended  from  the  general  fund  of  the  government,  the  office  will  be  able  here- 
after to  meet  the  expense  thus  to  be  incurred.  This  will  enable  those  who  de- 
sire copies  to  secure  them  at  a  small  cost  comparatively  with  what  they  now 
have  to  pay  for  manuscript  copies.  I  am  induced  to  believe  that  an  appropria- 
tion of  nfty  thousand  dollars  for  the  present  year  would  enable  the  office  to 
carry  out  this  most  salutary  provision  of  the  law  of  the  last  Congress.  An 
abandonment  of  the  publication  of  the  mechanical  reports,  rendered  unneces- 
sary by  the  printing  of  the  specifications  and  drawings,  under  the  law  of  March 
2,  1861,  would  save  to  the  government,  after  making  the  appropriation  above 
recjuested,  the  sum  of  $  ' 

The  restoration  to  the  Patent  Office  fund  of  the  amount  withdrawn  from  it 
in  conformity  with  the  provision  of  the  law  of  March  2,  1861,  would  be  an  act 
of  simple  justice  to  the  inventors  of  the  country,  by  whom  this  fund  has  been 
contributed.  It  would  seem  to  be  inequitable  for  them  to  bear  the  expense  of 
introducmg  a  new  system  of  publication,  the  benefits  of  which  are  not  for  them- 
selves but  the  general  public.    It  is  believed  that  this  charge  would  not  have 
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been  imposed  hj  Congress  -upon  the  patent  fond,  if  the  diminution  of  then 
existing  surplus  fund,  in  consequence  of  the  financial  difficulties  of  the  country, 
had  been  anticipated.  The  inventors  have  already  been  heavily  taxed  for  the 
erection  of  the  Patent  Office  building.  There  has  been  contributed  by  the 
patent  fund  for  this  purpose : 

By  act  of  July  4,  1836 $108,  000 

By  act  of  March  3,  1849 50,  000 

By  act  of  May  15,  1850 •. 90,  000 

By  act  of  September  30,  1850,  appropriating  $110,000,  if  so  much 

remained  in  the  patent  fund 71,  000 

Making  the  whole  amount  contributed 319,  000 


The  appropriation  of  this  fond  is  justified  only  by  the  consideration  that  the 
inventors  derive  the  most  immediate  benefit  from  the  use  of  the  Patent  Office 
building.  It  cannot  be  doubted  that  the  whole  patent  fund  should  be  pre- 
served for  the  use  of  those  who  contributed  it,  and  certainly  that  the  efficiency 
of  the  office  for  whose  support  this  fund  is  primarily  intended  should  not  be 
impaired  by  the  diversion  of  any  part  of  it  for  secondary  purposes.  Coiigress 
has  herctorore  recognized  the  propriety  of  reimbursing  the  patent  fund  for  all 
sums  withdrawn  for  the  benefit  of  the  general  public.  Appropriations  had  from 
year  to  year  been  made  of  sums  to  be  paid  out  of  the  patent  fund  for  the  col- 
lection of  agricultural  statistics  and  the  purchase  of  seeds.  By  the  act  of 
March  3, 1855,  the  sum  of  forty  thousand  and  seventy-eight  dollars  and  seventy- 
eight  cents  was  appropriated  by  Congress,  to  be  paid  out  of  any  money  in  the 
treasury  not  otherwise  appropriated,  for  the  reimbursement  to  tne  patent  fund 
of  the  whole  amount  thus  withdrawn  from  the  fund  for  the  purposes  above 
mentioned. 

It  is  important  to  be  observed  that  it  is  indispensable  that  the  printing  of 
these  publications  should  be  done  under  the  immediate  supervision  and  control 
-of  the  office.  The  specifications  and  drawings  should  not  be  removed  from  the 
office,  as  they  are  in  constant  demand  for  reference,  and  the  inventors  demand 
that  there  should  not  be  a  day's  delay  in  issuing  the  patents  after  their  date, 
which  will  be  always  liable  to  happen  if  the  work  should  be  done  with  other 
public  printing.  The  type  should  be  set  up  within  the  office,  directly  from  the 
specifications.  By  doing  this  the  cost  of  copy  for  the  printer  and  the  cost  of 
recording  the  specifications  will  be  saved,  both  of  which  are  necessary  when  the 
setting  of  the  type  is  done  out  of  the  office.  The  saving  in  these  two  items  are 
the  most  important  elements  of  the  practicability  of  continuing  the  printing  at 
the  expense  of  the  office. 

As  Uiese  publications,  if  continued,  will  be  intended  to  supply  the  place  of 
the  former  Patent  Office  Reports,  and  the  gratuitous  distribution  to  individuals 
will,  of  course,  be  dispensed  with,  some  provision  should  be  made  to  place  them 
before  the  public.  A  sufficient  number  might  be  purchased  by  Congress  at  the 
same  rate  tnat  may  be  charged  to  individuals,  to  place  them  in  the  most  im- 
portant libraries  in  each  State,  and  to  make  exchanges  demanded  by  national 
courtesy  with  foreign  governments.  A  thousand  copies,  it  is  believed,  wiU  be 
sufficient  to  communicate  the  information  as  to  the  inventions  of  this  office  as 
effectn&Dy  as  has  been  done  by  the  gratuitous  distribution  to  individuals  of  the 
fimner  reports. 

PROPOSED  AMENDMENTS. 

By  the  law  of  March  2,  1861,  it  is  provided  that  on  filing  each  Onginal  ap- 
plication for  a  patent,  except  for  a  design,  fifteen  dollars  shall  be  paid,  and  on 
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issuing  each  original  patent,  twenty  dollars.  Practically,  this  postponement  of 
the  payment  of  the  final  fee  operates  disadvantageously  to  the  office.  The 
evidence  of  the  tmth  of  this  stat^nent  is  found  in  the  &ct  that  more  than  four 
hundred  patents  which  have  heen  ordered  to  be  issued  are  now  in  the  office 
awaiting  the  payment  of  the  twenty  dollars.  Thus  the  office  is  deprived  of 
more  than  eight  thousand  dollars,  for  which  it  rendered  its  time  and  labor.  If 
this  provision  should  remain  as  it  now  is  the  number  will  largely  increase,  and, 
of  course,  will  prove  a  gi^eat  loss  to  the  fund,  and  may  prove  the  source  of  end- 
less litigation.  It  may  be  further  observed  that,  until  the  additional  fees  are 
paid  on  these  applications,  each  operates  as  a  caveat  which  may  be  perpetual 
without  the  yearly  renewal  and  fee  required  in  other  cases  for  perpetuating 
caveats,  the  public  deriving  no  benefit  from  the  publication  of  the  patent,  and 
other  inventors  being  excluded  from  obtaining  patents  for  the  inventions.  I 
would  respectfully  suggest  that  the  law  be  amended,  either  by  restoring  the 
former  provision,  that  the  whole  foe  be  paid  on  making  the  application,  twenty 
dollars  to  be  repaid  to  the  applicant  when  the  application  is  finally  rejected  and 
withdrawn ;  or  that  the  apnlication  fee,  intended  to  cover  the  expense  of  exam- 
ination, should  be  increased  to  twenty-five  dollars,  and  that  ten  dollars  should 
be  required  on  the  issuing  of  the  patent. 

The  avowed  object  of  the  second  section  of  the  act  of  the  2d  of  March,  1861, 
is  "  securing  greater  uniformity  of  action  in  the  grant  and  refusal  of  letters 
patent."  This  is  attempted  to  be  effected  bythe  creation  of  three  examiners- 
in-chief,  whose  duty  it  is  made  to  **  revise  and  determine  upon  the  validity  of 
decisions  made  by  examiners  when  adverse  to  the  grant  of  letters  patent,  and  in 
interference  cases."  It  was  expected  by  this  means  to  relieve  the  Oommissioner 
of  a  portion  of  the  labor  of  Uie  duties  of  office  imposed  upon  him,  but  it  has 
utterly  failed  to  secure  this  last-named  object. 

As  now  constituted  under  the  law,  the  examiners-in-chicf  form  a  tribunal 
Independent  of  the  Commissioner  in  all  cases  of  rejection  or  interference  decided 
by  the  examiner.  An  appeal  lies  from  the  examiner  to  them,  from  them  to  the 
Oommissioner,  and  from  him  to  one  of  the  judges  of  the  circuit  court  of  the 
District  of  Columbia. 

The  chief  justice  has  decided  that  an  appellant  must  go  through  each  tribunal 
before  the  judge  of  the  circuit  court  can  take  jurisdiction  of  his  case. 

This  state  of  the  law  and  practice  is  far  from  beneficial  to  the  public  and 
does  not  tend  to  secure  greater  uniformity  of  action  in  the  grant  or  refusal  of 
letters  patent,  and  does  certainly  greatlv  augment  the  labor  of  the  Commis- 
sioner. The  act,  in  my  opinion,  should  be  so  amended  as  to  render  the  duties 
of  the  examiner-in-chief  advisory  only,  so  that  an  appeal,  as  formerly,  may  be 
taken  fix>m  the  examiner  or  from  the  Commissioner  to  the  circuit  court.  All 
appeals  should  be  taken  firom  the  decision  of  the  examiner  directly  to  the  Com- 
missioner, who  could  then  refer  it  to  the  examiners-in-chief,  or,  if  his  time  per- 
mitted, hear  it  in  person. 

The  disturbed  condition  of  the  country  has  brought  to  view  a  deficiency  in 
the  patent  laws  with  respect  to  the  protection  of  the  rights  of  assignees  of  in- 
ventions, which  demands  the  attention  of  Congress.  In  many  cases  patents 
cannot  be  awarded  to  applicants  except  upon  amendment  of  their  specificationB 
and  claims.  After  an  application  has  been  once  examined  and  rejected,  the  law 
requires  a  renewal  of  the  oath  of  invention,  by  the  inventor,  before  the  amended 
specification  can  be  re-examined.  Cases  have  lately  arisen  where  an  inventor 
having  filed  his  application  for  a  patent,  and  assigned  his  whole  interest  in  the 
Invention,  has  disappeared  or  is  non  inverUuSf  after  the  first  examination  and 
rejection  ;  although  in  such  case  the  defects  in  the  specifioation  might  be  cured 
by  amendment,  the  inventor  cannot  be  found  to  renew  the  oath  required  by  law, 
and  the  assignee,  the  actual  holder  of  the  invention,  is  without  remedy.    In 
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ease  of  the  death  of  an  inventor  before  a  patent  shall  have  beat  granted  for  his 
invention,  the  right  of  applying  for  and  obtaining  a  patent  therefor  devolves^ 
by  law,  upon  his  executor  or  administrator.  I  would  recommend  that  provision 
be  made,  by  law,  that  when  the  inventor  after  making  his  application  and  as- 
signing his  invention  may  not  be  found,  the  right  of  renewing  the  oath  of 
invention  and  amending  the  specification  shall  devolve  upon  the  assignee. 

It  is  difficult  to  conceive  of  any  substantial  reason  for  the  provision  contained 
in  the  7th  section  of  the  law  of  1836,  which  requires  that  an  applicant  for  a 
patent,  before  making  any  alteration  in  his  specification,  "  shall  be  required  to 
make  oath  or  affirmation  anew/'  It  is  certain  that  no  protection  to  the  public 
is  secured  by  this  provision,  while  the  requirement  is  a  matter  of  great  incon- 
venience to  the  applicant  and  the  office.  The  inconvenience  of  this  requirement 
has  been  particularly  apparent  since  the  number  of  foreign  applications  has  been 
greatly  increased,  in  consequence  of  the  reduction  of  fees  made  by  the  law  of 
1861.  Applications  from  Europe  and  California  have  often  been  delayed  for 
months  for  the  renewal  of  the  oath  required,  before  the  slightest  amendment 
could  be  made.  I  would  recommend  that  the  laws  be  so  amended  as  to  dispense 
wholly  with  the  renewal  of  the  oath  of  invention. 

COPY-RIGHT.  .    , 

The  duties  connected  with  the  custody  of  all  books,  maps,  and  other  publica- 
tions deposited  in  the  Department  of  the  Interior,  according  to  the  laws  regu- 
lating copy-rights,  having  been  imposed  upon  this  bureau,  for  the  execution  of 
which  duty  a  yearly  appropriation  is  now  required,  I  beg  leave  to  recommend  a 
reform  which  will  not  only  save  this  expenoiture  but  secure  other  important 
advantages  to  the  public. 

By  the  act  of  Congress  approved  May  31,  1790,  it  was  required  of  every 
person  desiring  to  secure  a  copy-right,  to  deliver  a  copy  of  the  work  to  the  Sec- 
retary of  State  within  six  months  of  its  publication,  "  to  be  preserved  in  his 
office."  This  requirement  continued  in  force  under  the  amendment  to  the  act 
approved  April  29,  1802,  and  by  the  *'  act  amending  the  several  acts  protecting 
copy-rights,''  approved  February  3,  1831,  it  was  required  that  a  copy  of  the 
work  should,  witnin  three  months  of  i^  publication,  be  delivered  to  the  clerk  of 
the  district  court  of  the  United  States  of  the  district  wherein  the  author  or  pro- 
prietor should  reside,  and  that  it  should  be  the  duty  of  the  derk  onoe  at  least 
in  every  year  to  transmit  all  copies  of  works  thus  received  to  the  Secretary  of 
State,  ''to  be  preserved  in  his  office."  By  an  act  approved  February  5,  1859, 
iJie  Secretary  of  the  Interior  was  substituted  for  the  Secretary  of  State,  and 
all  works  and  records  heretofore  received  were  ordered  to  be  transmitted  by  the 
latter  to  the  former,  no  change  in  any  other  provision  of  the  copy-right  lair 
being  made. 

It  appears,  therefore,  that  for  a  period  of  seventy  years,  from  1790  to  1860, 
one  copy  of  every  work  claiming  security  of  copy-right  has  been  required  by 
law  to  be  deposited  in  an  executive  department  of  the  fedend  government 
for  a  period  of  forty  years  by  the  author  directly,  and  for  thirty  subsequent 
years  through  the  agency  of  clerks  of  the  United  States  district  courts.  The 
result  contemplated  by  this  requirement  was  a  collection  of  copy-right  matter  at 
the  national  capital  in  the  lapse  of  years,  as  valuable  as  it  would  l^  interesting, 
and  it  is  to  be  regretted  that  circumstances  should  have  tended  in  any  degree  to 
defeat  this  end. 

The  earliest  record  of  the  receipt  of  a  copy-right  by  the  Secretary  of  State 
bears  date  January  19,  1796,  although  copies  of  two  works,  one  dated  1794, 
and  the  other  1795,  are  found  in  the  library,  of  the  receipt  of  which  no  record 
exists.  From  1796  to  1831,  during  which  period  copy-rights  were  required  to 
be  transmitted  directly  to  the  Secretary  of  State  by  the  author  or  prc^rietor. 
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the  record  of  certificates  of  receipt  is  unbroken ;  and  daring  the  eleven  years 
from  1831  to  1841,  both  inclusive,  the  register  of  works  received  at  the  De- 
partment of  State  from  United  States  district  courts,  under  the  act  of  the 
former  years,  seems  equally  perfect.  But  here  ceases  all  record  or  register  at 
the  Department  of  State  of  copy-rights  received ;  and  for  a  period  of  twenty 
years,  from  1841  to  1860,  when  a  register  was  commenced  at  this  office,  whither 
the  service  had  been  transferred,  the  only  source  available  from  which  could  now 
be  compiled  a  complete  catalogue  of  all  the  copy-rights  entered  during  that  period 
in  the  United  States,  are  the  lists  and  records,  more  or  less  perfect,  transmitted 
more  or  less  regularly  by  the  clerks  of  the  United  States  district  courts,  in  ac- 
cordance with  the  act. 

From  1796  to  1831  the  whole  number  of  copy-right  works  actually  received 
at  the  Department  of  State  was  2,212,  whilst  the  whole  number  for  the  same 
period  received  from  the  Department  of  State  in  1859  at  the  Patent  Office  was 
but  929,  or  less  than  one-h^.  The  whole  number  of  copy-rights  received  at 
the  State  Department  from  1831  to  1841,  both  inclusive,  was  10,073,  whilst 
the  whole  number  received  at  the  Patent  Office  in  1859  was  6,017.  The  whole 
number  received  at  the  State  Department  from  1841  to  1859,  both  exclusive, 
is  estimated  in  round  numbers  at  40,000,  whilst  the  whole  ntunber  received  for 
the  same  period  at  the  Patent  Office  did  not  exceed  30,000. 

Out  of  some  50,000  copy-right  works,  therefore,  deposited  in  accordance  with 
law,  to  be  preserved,  from  1790  to  1859,  less  than  40,000  are  now  to  be  found. 
It  appears,  abo,  from  careful  comparison  of  the  records  of  applications  for  copy- 
right with  the  list  of  works  received  for  a  series  of  years,  that  not  more  than 
two-thirds  of  all  the  works  for  which  a  copy-right  is  requested  are  ever  deposited 
with  the  clerks  of  the  district  courts  of  the  United  States,  as  is  required  by  the 
act  of  1831,  or,  if  so  deposited,  are  ever  transmitted  by  the  clerks  to  this  city, 
as  is  also  required. 

The  evil  resulting  from  the  continuance  of  such  a  state  of  things  is  too  ob- 
vious to  demand  comment.  It  is  easy  to  suppose  a  case  in  which  the  absence 
of  copy-right  work  from  the  place  where  the  law  reouires  it  to  be  found,  when 
called  for  as  a  legal  voucher,  might  prove  extremely  detrimental  to  the  interests 
of  its  proprietor,  especially  when  it  is  c<msidered  that  judicial  decisions  hold 
that  proof  of  the  fulfilment  of  the  act  in  the  minutest  particular  is  indispensable 
to  the  security  of  the  right. 

The  copy-right  works  now  received  at  this  office  are  carefully  registered  and 
preserved,  and  this  done  at  an  annual  expense  of  more  than  $1,600.  That  this 
service  may  be  rendered  self-sustaining,  like  the  Patent  Office,  can  be  readily 
demonstrated,  and  thus  a  saving  of  the  above-named  amount  be  made  to  the 
treasury. 

At  the  Stationers'  Hall,  in  London,  all  applications  for  copy-rights  in  Eng- 
land are  made;  from  thence  all  certificates  on  the  subject  are  issued,  and  there 
all  works  are  received  for  preservation.  The  same  service  could  be  performed 
at  the  Patent  Office  for  the  United  States,  and  be  sustamed  by  the  same  amount 
of  fees  now  allowed  clerk?  of  the  United  States  district  courts  by  the  act  of  1831. 

Under  the  existing  law,  the  perfecting  of  a  copy-right  is  made  dependent 
on  the  performance  of  certain  duties  by  district  clerks  of  the  United  States,  no 
penalty  being  prescribed  for  neglect  of  those  duties.  These  officials-  are  not 
subject  by  any  law  to  the  directions  of  the  department  oi:  office  charged  with 
the  superintendence  of  the  service.  Hence,  with  perfect  impunity,  a  clerk  in 
one  of  the  districts  has  for  eight  years  refused  to  transmit  either  records  or  copy- 
rights to  this  office,  in  obedience  to  the  law,  on  plea  of  insufficiency  of  compen- 
sation. Other  clerks  are  equally  negligent  of  their  duties.  The  present  system 
has  utterly  failed  to  secure  the  object  contemplated  by  the  original  enactment, 
and  80  mJuable  to  those  authors  who  desire  protection  for  their  woib.    Had 
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the  plan  now  snggested  been  carried  out  wjtli  the  same  fidelity  as  has  been  the 
Patent  Office,  we  would  now  have  a  copy  of  almost  every  book,  pamphlet,  map, 
chart,  and  musical  composition  ever  published  in  this  country.  I  need  not  en- 
large upon  the  value  of  such  a  collection. 

.  It  is  a  subject  of  congratulation,  to  which  I  am  happy  to  refer  in  closing  this 
report,  that  notwithstanding  the  occupation  of  the  public  mind  with  the  para- 
mount thought  of  defending  the  government,  and  the  apparent  diversion  of  so 
much  activity  from  peacefiU  to  military  pursuits,  the  business  of  this  office,  so 
sensitive  to  any  financial  or  industrial  change,  shows  a  vitality  in  the  industrial 
arts  of  the  country  not  to  have  been  expected  in  time  of  war.  Of  the  applica- 
tions for  patents  made  during  the  month  of  December  last,  arranged  according 
to  the  classification  of  the  office,  there  were,  in  the  classes  of — 

Agricultural  implements 63 

Calorifics  and  photics 45 

.Chemical  processes i 40 

Land  conveyance  and  engineering 59 

Fibrous  and  textile  manufactures 9 

Fine  arts 24 

Household  furniture 31 

Leather,  harness,  and  wearing  apparel 42 

Lumber,  stone,  and  clay 19 

Philosophical  and  surgical  instruments 22 

Navigation 8 

Steam  and  air  engines,  hydraulics,  and  pneumatics 35 

Metallurgic  manufactures 23 

Fire-arms  and  implements  of  war 58 

It  appears  by  this  statement  that  420  were  for  inventions  in  the  peaceful  arts, 
and  58  only  in  implements  of  war.  Although  some  of  the  former  are  adapted 
for  military  use,  it  would  be  safe  to  say  that  five-sixths  are  inventions  connected 
with  productive  industry — ^a  proof  that  the  productive  interests  of  the  loyal 
States  have  not  been  materially  disturbed  by  the  national  convulsion. 

As  the  power  to  maintain  war  dep^ds  upon  the  productive  labor  of  the 
country,  and  the  capacity  of  production  is  increased  by  new  inventions,  it  is 
hoped  that  Congress  will  regard  the  encouragement  of  an  institution  which 
stimulates  and  protects  the  inventive  resources  of  the  country  as  not  simply  a 
duty,  but  a  national  necessity. 

D.  P.  HOLLOWAY, 

Commissumer  of  Patents. 
Hon.  Galusha  A.  Grow, 

Speaker  of  the  House  of  Representatives. 
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DES-CRIPTIONS  AND  CLAIMS  OF  PATENTS 

ISSUED   IN   THE   YEAR   1861. 


ILLU8TEATED  WITH  ENGRAVINGS. 


No.  31,005. — ^William  C.  Berry,  of  Woodbridge,  N.  J. — Improvement  in  'Machines  for 
eutting  Roots, — Patent  dated  January  1,  1861. — ^Tne  cutter  is  placed  at  the  bottom  of  a 
bopper,  and  moTos  lonntudinallj,  the  kniyes  bein^  so  arranged  as  to  cut  verticalljr  and 
horizontally  on  each  end  of  the  cutter.  The  upright  l^niTes  are  fastened  by  means  of  wedges 
secured  in  the  bottom  of  the  cutter.  The  parts  are  so  arranged  as  to  prevent  clogging  of  Qie 
loots  between  the  knives. 

C/atm.— The  knives  G  and  H  H,  and*  the  wedges  1 1,  arranged  relatively  with  the  cutter 
F  and  the  finger  plates  K  K,  to  operate  as  and  for  the  purpose  set  forth. 

No.  31,006. — ^EUAKIM  Briggs,  of  South  Bend,  Ind. — Improvement  in  feeding  mechanism 
for  Spoke  Machines. — ^Patent  dated  January  1,  1861. — On  one  end  of  the  shaft  is  placed  a 
screw,  into  which  a  worm-wheel  gears,  the  wheel  having  its  axis  fitted  in  a  block  which  is 
secured  to  the  frame  by  a  joint, 'to  admit  of  the  wheel- being  thrown  in  and  out  of' gear  with 
the  screw.  A  clutch  and  pulley  are  made  to  slide  freely  on  the  shaft,  and  to  the  pulley  is 
connected  an  arm,  the  front  0bd  of  which  is  attached  to  a  frame  in  which  is  placed  the  pattern 
and  stick  to  be  turned.  The  frame  is  moved  along  as  the  stick  is  acted  upon  by  a  cord  wind- 
ing on  the  axis  or  shaft  of  th^  worm-wheel. 

Claim. — ^The  arrangement  of  the  screw  D,  wheel  E,  attached  to  block  G,  the  cord  N, 
attached  to  arm  I  and  axis  F  of  wheel  E,  catch-bar  T,  and  sliding-clutch'H,  all  arranged 
for  joint  operation  as  and  for  the  purpose  specified. 

No.  31,007. — Benajah  I.  Burnett,  of  Mount  Vernon,  N.  Y. — Improved  Refrigerator. — 

Patent  dated  Januaiy  1,  1861. — ^The  ice  chamber  consists  of  an  isolated  frame  connected  at 

.  its  bottom  and  sides  bv  bars,  or  slats,  or  wire  netting,  each  side  inclining  inward  from  top  to 

bottom.    The  door  is  hinged  to  the  bottom  of  the  case,  and  has  sides  attached  to  it,  which 

move  with  the  door  to  prevent  the  admission  of  air. 

Ciaim, — In  combination  with  the  provision  chamber,  the  employment  of  an  ice  chamber 
B,  so  constructed  and  arranged,  as  specified,  as  to  have  tapering  spaces  /  on  each  side,  as 
specified,  for  the  purpose  described. 

Also,  the  employment  of  the  door  or  leaf  C,  constructed  and  operating  as  specified,  for  the 
purpose  set  forth. 

No.  31,006. — J.  M.  CoNNEL,  of  Newark,  Ohio. — Improvement  in  Water  Elevators. — 
Patent  dated  January  1,  1861. —An  acy'ustable  spout  is  hiuj^ed  to  the  side  of  the  curb;  to  the 
upper  end  of  the  spout  is  attached  a  rod  acting  as  a  lever  mlcrumed  in  a  slot  in  the  side  of 
the  curb,  which  lever  is  acted  upon  by  a  rod  havin&f  a  foot-piece,  by  means  of  which  the  spout 
can  be  raised.  When  the  filled  bucket  is  raised,  the  spout  is  turned  up  under  the  bucket,  a 
stem  on  the  spout  causing  a  valve  in  the  bottom  of  the  bucket  to  open  and  discharge  more 
or  less  water,  as  may  be  desired.  A  boi^d  with  an  aperture  fitting  the  size  of  the  bucket 
serves  to  keep  the  latter  in  place. 

Claim. — ^The  arrangement  of  means  for  actuating  the  spout  M,  which  is  hin^  to  the 
curb,  as  set  forth,  for  operating  the  valve  P,  and  controlling  the  quantity  and  tne  flow  of 
water  in  connexion  with  the  ap^ure  board  J,  as  and  for  the  purposes  describe. 

No.  31,009.— A.  L.  Dennison,  of  Waltham,  Muss.—Improvement  in  Watches.^Taieni 
dated  January  1,  1861. — ^This  invention  consists  in  placing  the  pinion  which  enga^s  with 
the  main  gear  upon  a  supplementary  arbor  out  of^  the  centre  of  the  watch,  whidi  arbor 
carries  an  intermediate  wheel  that  engages  directly  with  the  centre  wheel,  for  the  purpose  of 
diminishing  the  thickness  and  diameter  of  watches  without  weakening  or  otherwise  injuring 
their  works/ 

Claim. — First,  the  intermediate  wheel  I,  in  combination  with  the  main  g^ear  C  and  central 
wheel  K,  when  the  intermediate  and  central  wheels  are  in  the  same  plane,  as  set  forth. 
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Second,  combiiunff  the  maintaiziing  power  with  an  intermediate  wheel  between  the  i 

gear  and  the  central  wheel,  whereby  the  latch  of  the  winding  arbor  and  the  rateh  of  Htm 
maintaining  power  are  placed  in  the  same  plane,  for  the  pnrpoee  set  forth. 

No.  31,010.— John  H.  Dialoque,  of  Camden,  N.  J. ^Improvement  m  Valtfe  Metiom  Jbr 
Steam  Engines, — Patent  dated  January  1,  1861. — ^The  spindle  of  the  rear  valve  has*a&  arm 
connected  by  a  rod  .to  the  slide  C,  and  the  spindle  of  the  fi-ont  valve  has  a  similar  arm  attached 
to  the  slide  0^  These  slides  move  ireely  on  the  bar  D,  a  reciprocating  motion  being  imparted 
to  the  bar  by  an  eccentric  on  the  crank-shaft.  On  this  bar  D  are  projectiens  arran|;ed  to 
carry  levers,  the  outer  arms  of  which  are  furnished  with  lips  for  catcning  on  to  a  projection 
in  the  slides  C  C^  The  outer  ends  of  the  levers  are  depressed  by  means  of  springs  pressing 
against  the  tmder  sides  of  the  inner  ends.  The  outer  ends  of  the  levers  are  nusea  by  the 
eccentrics  T  T  pressing  on  their  inner  ends,  the  lower  edge  of  the  eccentric  being  so  slutped 
as  to  alternately  depress  one  lever  while  allowing  the  other  to  rise. 

Claim. — ^The  reciprocating  bar  D,  its  slides  C  and  CS  connec^ted  to  the  steam  valves  by  any 
suitable  devices,  and  the  catch-levers  I  and  IS  having  their  upper  surfaces  parallel  with  tlia 
line  in  which  the  said  reciprocating  bar  moves,  in  comoination  with  the  vibrating  cams  T  and 
T^  or  their  equivalents,  controlled  by  the  governor,  the  whole  befaig  arranged  for  joint  actioB, 
aubatantjally  as  and  for  the  purpose  set  forth.  ^ 

Ko.  31,011.— Edward  Dithridge,  of  Pittsburg,  Pa. — Imvravement  in  Pots  for  Glam 
Making. — Patent  dated  Januaiy  1,  lti61. — ^A  second  or  false  back  is  attached  to  the  sides 
and  bottom  of  the  retort,  extending  up  to  a  line  even  with  the  mouth  of  the  same,  for  the  pu»- 
fiOGQ  of  adding  strength  to  the  retort,  and  relieving  it  fix>m  a  part  of  the  weight  of  the  mdted 
glass. 

Claim, — ^The  use  of  the  second  or  false  back  in  retorts  or  pots  used  for  making  glas^  m 
described,  and  for  the  purpose  set  forth. 

Ke.  31,012. — Caleb  H.  Dolbeare,  of  Boston,  Mass. — Improvement  in  Lamps, — ^Patent 
dated  January  1,  1661. — ^The  filling  tube  is  arranged  to  pass  from  the  outside  through  tho  cap 
into  the  lamp,  so  that  the  latter  can  be  filled  with  fluid  without  removing  the  cap. 

Claim, — In  a  burner  of  the  kind  as  specified,  tho  application  or  arrangement  of  a  filling 
tube  D,  so  as  to  pass  down  through  the  cap  a,  substantially  in  manner  and  for  the  purpose 
set  forth. 

No.  31,013.— John  H.  Durand,  of  Niles,  Mich. — Improved  Clothes  Drier.— Patent  dated 
Januaiy  1,  1861. — A  series  of  cross  slats  are  connected  together  in  such,  a  manner  as  to  be 
readily  expanded  and  contracted,  after  the  manner  of  the  '*Lazy  Tongs." 

Claim, — A  clothes  dryer  A,  consisting  of  a  series  of  slats  B,  connected  by  cross-rails  0,in 
combination  with  the  links  E  and  legs  D/  all  arranged  and  operating  in  the  manner  and  for 
the  purpose  set  forth. 

No.  31,014. — C.  EOOELSTON,  of  Beloit,  Wis. — Improvement  in  Seeding  itfocAines.— Patent 
dated  January  1,  1861. — ^The  inner  sides  of  the  wheels  are  provided  with  annular  cases 
enclosing  the  driving  gears  and  pinion  by  which  the  seed-shatts  are  caused  to  rotate.  The 
shafts  are  made  in  ti»o  parts,  the  inner  ends  resting  on  a  central  bearing  partition.  The 
bottom  of  the  hopper  being  semi-cylindrical,  is  provided  with  holes  made  square  at  one  end 
and  diamond-shaped  at  the  other,  a  sliding  plate  with  a  series  of  holes  of  similar  shape,  btit 
in  a  leveree  position,  l)eing  placed  beneath  the  hopper.  '  Beneath  each  hopper  is  a  cut-off 

Slate  operated  (each  one  separately)  by  hand.  The  seed  and  drill  spouts  are  hung  by  chains 
>  a  bar  in  the  rear,  so  as  to  be  readily  adjusted  to  drill  different  depths  of  furrow,  and  all  tha 
drill  spouts  may  be  raised  at  once  by  means  of  a  lever. 

.Claim, — ^Fi;rst,  the  combination  with  tbe  spoked  driving  wheel  B,  and  concentric  sptir-gear 
£,  of  a  surrounding  case  D,  and  sled-shaft  pinion  F,  the  whole  arranged  and  operating  as 
specified  for  the  purpose  set  forth. 

Second,  in  combination  with  the  series  of  spouts  C,  tho  series  of  cut-ofjis  v  rf^  and 
the  adjustable  diamond-slotted  bottom  Z,  and  slide  W,  with  its  hand  lever  K,  and  adjustable 
stop  L,  the  whole  constructed  and  operating  as  described  for  the  purpose  set  forth. 

Third,  in  combination  with  the  semi-cylindrical  seed-box  bottom,  the  double  seed- 
shaft  G  H,  with  two  sets  of  gears  and  central  bearing  partition  f,  and  separate  cut-ofib  to 
each  seed  spout,  the  whole  constructed  and  operating  as  specified  for  tbe  purposes  set  forth. 

Fourth,  in  combination  with  the  spouts  C,  attached  by  removable  rods,  A  t,  and  set 
in  and  out  as  specified,  the  chains  g  supporting  adjustable  beam  8,  and  the  main  frame 
with  two  beams  M  and  N,  one  in  advance  of  the  other,  the  whole  constructed  and  operating 
as  described  for  the  purposes  set  forth. 

Na  31,015. — ^Nicholas  Hackitt,  of  Albany,  N.  Y. — Improved  Chimney  Top, — ^Patent 
dated  January  1,  1861.— The  upper  part  of  tbe  main  pipe  is  enclosed  with  a  crowning  dome; 
four  Of  moi-c  openings  are  formed  in  the  sides  of  the  pipe  near  the  dome,  and  each  opening  is 
covered  with  an  inverted  conical  cap,  closed  at  the  top  and  with  an  opening  at  the  bottom. 
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A  case  formed  of  two  frnstra  of  a  cone  united  Bnrrounds  these  openings,  the  npper  one  heing 
<^>en  and  on  a  line  with  the  dome,  through  which  the  smoke  escapes. 

Claim, — The  employment  of  the  ojpenings  D  D  D  D,  near  the  closed  end  of  the  pipe  A,  when  - 
shielded  by  the  caps  ¥  F,  and  used  in  combination  with  the  external  conical  case  E,  and  the 
guard  U,  as  and  tor  the  purpose  specified. 

No.  31,016. — Joseph  Harris,  Jr.,  of  Roxbury,  Mass. — Improvement  in  Adding  JHb- 
Mnes, — Patent  dated  January  1,  1861. — ^Three  revolving  wheels  severally  represent  units» 
tens,  and  hunditMls.  The  springs  are  so  arranged  that  as  a  wheel  rotates  the  inclined  plane 
presses  them  back,  and  instead  of  continuing  to  traverse  a  circumference  outside  the  pins,  a 
tenth  pin  is  pushed  one  graduation  in  advauce,  the  units  taking  the  place  of  the  tens,  and 
80  on. 

Claim, — ^The  spring  escapement  movement  a,  in  connexion  with  the  pins  n  ft,  and  incliiied 
plane  c,  working  in  tlie  manner  and  for  the  purpose  described. 

No.  31,017. — ^Alfred  Hathaway,  of  Charlestown,  Mass. — Improvement  in  Siates^ — 
Patent  dated  January  1,  1861. — ^The  foot  rest  and  runner  are  so  connected  that  the  foot  of  the 
wearer  is  firmly  supported  in  the  line  of  the  centre  of  gravity,  and  the  toe  or  heel  is  allowed 
to  spring  when  the  runner  meets  with  any  irregularities  on  the  ice.  Two  locking  arms  are 
hing^  to  the  foot-rest  in  such  a  manner  as  to  prevent  the  same  from  turning  on  its  hinge  and 
rendering  it  rigid  when  deisirable. 

Claim. — ^An  improved  skate  as  made  not  only  with  its  foot-rest  combined  with  its  runner  Iry 
means  of  a  hinge,  rocker,  or  tulcnmi,  but  with  a  spring  or  springs  so  applied  to  such  runner 
and  foot-rest  as  to  present  an  elastic  support  to  either  or  both  ends  of  the  runner. 

Also,  the  combination  and  arrangement  of  the  locking  arms,  or  their  equivalents,  with 
the  foot  rest  and  the  runner  having  a  spring  or  springs  so  appHed  to  them  as  to  enable 
them  to  operate  together,  substantially  as  specified. 

No.  31,018. — Henry  Hathaway,  of  Detroit^  Mich.,  and  Benjamin  Lathrop,  of  Tol- 
land, Conn. — Improvement  in  Apparatus  for  evaporating  liquids. — Patent  dated  January  1, 
1861. — Cooling  water  currents  are  drawn  thrpugh  the  pans  by  means  of  a  siphon,  thus  causing 
pressure  inwardly  upon  the  pans,  and  which  is  easily  sustained  by  veiy  thin  sheets  of  metal 
supported  intemaJiy  by  the  wood  or  metallic  grate  enclosed  in  the  pan.  The  pans  are  arranged 
in  a  series  of  four  or  more,  inclining  alternately  in  opposite  directions  for  the  ready  discharge 
of  the  fluid. 

Claim. — The  use  of  the  siphon  in  combination  with  the  gratings  and  arrangement  of  the  pans, 
substantially  as  described. 

No.  31,019. — John  G.  Henderson,  Palmyra,  Mo. — Improvement  in  Hand  Looms,^ 
Patent  dated  January  1,  1861. — ^Tho  back  part  of  the  picker  staflf  is  constructed  of  angular 
form  or  raised  on  the- top,  and  the  driver  of  the  same  shape  on  the  bottom,  so  that  when  the 
shuttle  does  not  go  in  the  box,  those  parts  come  in  contact  and  turn  the  picker  staff  directly 
forward  against  the  breast  beam,  forming  a  positive  stop  to  the  lay.  The  beams  are  connected 
by  an  endless  belt*  passing  around  the  ends  of  the  yam  and  cloth  beams,  which  are  so  cox>- 
stmcted  that  the  rope  runs  faster  around  the  cloth  beam  than  the  cloth  will  let  the  cloth  beam 
turn,  it  therefore  has  to  slip.  A  lever  is  used  to  regulate  the  tension  of  the  belt,  so  that  when 
the  loom  is  making  cloth  the  required  thickness,  the  bating  of  the  lay  is  just  sufficient  to  oveF- 
come  the  friction  of  the  rope,  and  moves  the  cloth  along  as  it  is  woven.  The  web  is  shed  by 
means  of  a  frame  attached  at  one  end  to  the  bod^  of  the  lay  on  a  journal,  which  allows  it  to 
work  back  and  forth,  and  at  the  other  end  by  a  journal  to  guides  attached  to  the  breast  beam 
on  a  journal,  or  placed  on  the  same  journal  with  the  treadies,  the  frame  and  guides  thus  forming 
two  pieces  with  a  joint  at  each  end  and  a  joint  in  the  middle.  When  the  lay  is  thrown  back, 
this  middle  joint  goes  down  and  comes  up  as  the  lay  comes  forward.  Above  the  middle  joint 
is  a  ehaii  with  staples  in  it.  The  treadles  are  placed  on  a  journal  behind  which  comes  forwaxd 
with  points  that  catch  in  the  staples,  and  are  taken  down  by  them. 

Claim, — First,  so  constructing  and  combining  the  picker  staff  M,  and  driver  L,  that  the  staff 
will  stand  at  right  angles  to  the  lay  and  operate  as  a  stop  to  the  lay  when  this  shuttle  fails  to 
box,  substantially  as  described. 

Second,  operating  the  take-up  and  let-off  motions  by  the  beating  up  of  the  web,  by  means 
of  the  endless  belt  connecting  the  cloth  and  yam  beams,  substantially  as  described. 

Third,  the  combination  ol  the  treader  £  £,  guides  G  G,  and  shafl  M,  Fig.  1,  so  arranged 
that  the  taking  down  of  one  treadle,  by  the  backward  motion  of  the  lay,  twns  said  shaft  M 
partly  around,  throwing  out  another  staple,  to  take  down  the  treadles  in  the  proper  manner  to 
make  the  required  shed,  substantially  as  described. 

No.  31,020. — Joseph  Hollen,  of  Fostoria,  Pa. — Improvement  in  Knitting  MaMne99 
PkUent  dated  January  1,  1861. — ^The  claim  and  engravings  will  explain  the  nature  of  this 
invention,  the  details  of  which  do  not  admit  of  a  brief  description. 

Claim, — ^First,  the  hook  G,  when  the  same  is  constracted  and  arranged  to  operate  in  taking 
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ap  the  stitch  and  carrying  it  over  the  end  of  the  needk  V,  fmbstantially  in  the  carved  manner 
described. 

Second,  giving  the  said  hook  G  the  sinking  and  curved  returning  motions  described 
for  carrying  down  and  discharpng  the  stitch  by  means  of  the  hook  carrier  H,  operated  by  the 
lever  arm  N,  substantially  in  the  manner  described. 

Third,  making  the  lower  end  of  the  presser  L  in  the  forked  form  described,  and  causing 
the  said  fork  to  move  in  a  curve  along  the  two  sides  of  the  needle  v,  as  described  and  for  the 
purpose  specified. 

No.  31,021.— W.  J.  HOTCHKISS,  of  Derby,  Cojm,—ImprovemeiU  in  the  Link  Shackle  of 
Chain  Cables. — Patent  dated  Januarv  1,  1861. — ^This  invention  consists  of  a  link  of  the  form 
of  an  ordinary  chain  link,  made  with  a  movable  piece  fitted  into  its  side  with  one  or  more 
tenons,  so  that,  when  in  place,  the  complete  shacldo  presents  the  appearance  of  an  ordinary 
chain  link.    The  movable  side  piece  is  secured  b  v  rivets. 

Claim, — ^Tho  construction  of  the  link  A,  and  the  movable  side  piece  B,  with  apertures  and 
hook-formed  tenons  in  their  extremities,  in  the  manner  and  for  the  purposes  shown  and 
described. 

No.  31,022. — Prosper  Humbert,  of  Boston,  Mass. — Improved  Lever  Escapement, — 
Patent  dated  January  1,  1661. — The  lever  is  so  constructed,  and,  with  its  pallets,  so  applied 
relatively  to  the  balance  and  escape  wheel,  that  the  fork  of  the  lever  is  made  to  act  upon  tha 
pin  through  which  it  imparts  the  impulse  to  the  balance  on  the  side  of  the  balance  staff  oppo> 
site  to  that  on  which  the  escape  wheel  is  situated,  and  the  fork  is  made  to  act  upon  the  said 
pin  with  a  more  nearly  accompanying  movement,  and  operate  with  less  friction. 

Claim, — The  lever  C,  having  its  cylindro-pallets  i  j  on  a  cylinder  D,  and  its  fork  g  g,  anQ 
staff  d,  arranged  substantially  as  described  relatively  to  the  staff  h  of  the  balance  and  spmdle  c 
of  the  escape  wheel,  to  operate  as  set  forth. 

No.  31,023.— John  C.  Kimball,  of  New  York,  N.  Y. — Improvement  in  Self-adjusting 
Carriage  Seats, — Patent  dated  January  1,  1861. — ^The  seats  are  so  connected  with  the  inner 
sides  ot  the  body  and  with  each  other  that,  by  slightly  raising  the  back  seat  and  pushing  it 
forward,  the  action  of  the  legs  or  connexions  will  draw  back  and  depress  the  forward  seat, 
and  place  the  main  seat  over  it  without  touching  the  edge  of  the  body,  so  as  to  make  a  one 
or  two-seated  carriage  at  pleasure. 

Claim, — So  constructing  and  connecting  the  tAvo  seats  that  the  curvilinear  motions  of  the 
back  seat  will  perfectly  control  the  curvilinear  motions  of  all  parts  of  the  forward  seat  when 
the  two  seats  are  constructed,  connected,  and  made  to  produce  the  result  substantially 
as  described. 

No.  31,024. — HeKry  Leibert,  of  Norristown,  Pa. — Improvement  in  Lamps, — ^Patent 
dated  January  1,  1861. — ^The  claim  and  engravings  will  explain  the  nature  of  this  invention. 

Claim, — Forming  an  adjustable  cap  for  Tamps  of  a  single  flat  piece  of  metal  having  pro- 
jections e,  /,  and  6,  and  recesses  of  the  shape  and  arrangement  described,  the  said  piece  of 
metal  being  bent  as  specified,  so  as  to  form  the  bodv  of  the  cap,  and  so  that  the  two  projco* 
lions  e  e  shall  form  a  spring  dip  for  grasping  the  tube  of  the  lamp  in  the  manner  set  forth. 

No.  31,025.— Theodore  Depon  Mathews,  of  St.  Peter's  Parish,  S.  C—ImprovemaU 
in  Composition  of  Castor  Oil  Soaps, — ^Patent  dated  January  1,  1861. — ^This  invention  is 
explained  by  the  claim. 

Claim, — ^I'he  product  formed  by  combining  the  following  named  articles  in  the  proportions 
indicated :  Oil  of  Palma  Chnsti,  1  gallon ;  aqua  ammonia,  2  lbs ;  refined  potash,  6  lbs. 

No.  31,026.— Albert  G.  Mack,  of  Rochester,  N.  Y,-— Improved  Machine  for  setting  wp 
Barrels, — ^Patent  dated  January  1,  1861. — ^The  frame  consists  of  a  bottom  plate  provided 
with  a  V-shaped  ledse  for  receiving  the  staves,  and  with  uprights  which  support  an  upper 
imnnUr  plate.  To  the  base  ou  opposite  sides  are  attached  vertic^  rods,  which  serve  as  guides 
for  a  band  which  is  made  to  slide  up  and  down  bv  means  of  a  treadle  firame.  Under  the 
upper  rin^  passes  a  rope  over  puUevs  and  around  a  windlass,  to  which  rope  are  attached 
oords  having  weights  suspended  at  their  lower  ends,  for  the  purpose  of  bringing  the  rope  to 
its  original  position  after  having  been  brought  to  bear  upon  tne  staves. 

Claim, — ^The  a<^ustable  or  rising  and  falling  band  B,  in  connexion  with  the  adjustable  and 
flexible  loaded  band  or  rope  D,  applied  to  frame  A,  which  is  provided  with  an  annular  ledoB 
d  at  its  base  a,  an  annular  plate  c  at  its  top,  and  a  winch  or  windlass  H,  all  arranged  sub- 
stantially as  and  for  the  purpose  set  forth. 

No.  31,027.— John  Middleton,  of  New  York,  N.  Y  — Improved  Ice  Crusher. — ^Patent 
dated  January  1,  1861. — One  of  the  jaws  is  stationary,  and  the  other  is  moved  by  a  levee 
The  bottom  of  the  receiver  consists  of  a  plate  which  is  held  in  position  by  a  spring.  The 
backward  movement  of  the  jaw  causes  the  plate  to  open  and  discluEurge  the  crushed  ice,  whsn 
a  projection  releases  the  tension  of  the  spring,  and  the  plate  resumes  its  position. 
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Claim. — ^The  combination  of  the  receiver  A,  jaws  B  and  D,  and  sliding  bottom  G,  operating 
together  substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  31,028. — Gilbert  H.  Moore,  of  Rochester,  N.  Y. — Improvement  in  Ploughs. — 
Patent  dated  January  1,  1861. — ^This  invention  consists  in  the  formation  of  the  mould-boar^ 
by  the  combination  of  two  spiral  curves  which  recede  from  the  centre  while  they  continue  to 
revolve  about  it ;  the  first  spiral  commencing  with  the  junction  of  the  share  with  the  land- 
side,  and  terminating  at  about  midway  of  the  mould-board,  at  the  point  where  the  furrow- 
slice  reaches  the  perpendicular. 

Claim, — A  plough  constructed  and  composed  of  ^he  several  characteristic  features  described. 

No.  31,029. — ^William  Newbury,  of  Clarksville,  Mo,— Improvement  in  Straic  Cutters.— 
Patent  dated  Januarv  1,  1861. — ^A  rake-toothed  feed  roller  is  arranged  at  the  bottom  of  the 
hopper,  and  feeds  the  straw  to  the  cutter.  The  knives,  which  are  of  curved  form,  are 
mounted  on  projections  on  a  circular  gauge-plate,  having  openings  cut  in  it  for  the  escape  of 
the  cut  straw.  The  knives  are  adjusted  by  means  of  thicker  or  thinner  plates  placed  under 
them  and  secured  bv  screws  to  the  gauge-plate.  A  seiles  of  pulleys  and  geaiing  impart 
motion  to  the  several  paits. 

Claim, — First,  the  combination  of  one  rake-toothed  feed  roller  U,  a  vertical  hopper  F,  a 
series  of  revolving  knives  T  T,  a  horizontal  gauge-plate  A,  and  the  gearing  D  B  E  K  J  G  I 
M  N ;  the  whole  constructed,  arranged,  and  operating  in  the  manner  and  for  the  purposes 
set  forth. 

Second,  the  combination  of  the  separate  or  removable  projections  6  6  on  the  knives*  rest, 
set  screws  m,  knives  T  T,  and  horizontal  gauge-plate  A,  in  the  manner  and  for  the  pm-puse 
set  forth. 

No.  31,030.— August  Nittinger,  jr.,  of  Philadelphia,  Fa.— -Improved  Sausage  Stuffer.— 
Patent  dated  January  1,  1861. — The  cylinder  is  provided  with  trunnions  at  its  centre,  to 
admit  of  being  tilted  on  the  frame.  A  latch  with  a  rounded  end  and  kept  in  position  by  a  spring 
is  secured  to  the  frame.  As  the  cvlinder  assumes  a  horizontal  position,  a  projection  near  ixa 
mouth  passes  over  the  end  of  the  latch  which  secures  it  to  the  frame.  A  table  is  hinged  to 
the  front  end  of  the  frame,  its  outer  end  being  supported  by  a  leg,  and  having  a  slot  at  its 
hinged  end  to  allow  of  the  free  movement  of  the  tube  when  the  cylinder  is  tilted. 

Claim. — First,  the  cylinder  J,  with  its  projection  tn,  in  combination  with  the  spring  latch  I, 
the  latter  being  so  constructed  and  so  arranged  in  respect  to  the  said  projection  tnat  the  cylin- 
der is  rendered  self-locking,  as  set  forth. 

Second,  the  hinged  table  L  and  its  oblong  slot  p,  when  arranged  on  the  frame  in  respect 
to  the  cylinder  J  and  its  tube  K,  as  and  for  tne  purpose  set  forth. 

No.  31,031.— John  T.  Plummer,  of  Plainfield,  Conn. — Improvement  in  Machinery  for 
Drawing  and  Twisting  Wool. — Patent  dated  January  1,  1861. — ^A  detached  stationary  con- 
ducting tube  of  conical  form  is  fitted  in  the  upper  rail,  its  lower  end  entering  the  box  which 
contains  the  drawing-rollers.  The  two  portions  of  the  box  are  caused  to  rotate  at  different 
velocities.  By  this  arrangement  the  broaen  end  of  a  roving  is  prevented  from  getting  foul 
*of  other  roviugs  or  of  any  parts  of  the  machine,  and  either  a  broken  end  or  the  end  of  a  new 
bobbin  is  conducted  to  the  mouth  and  rollers  without  the  necessity  of  piecing. 

Claim, — ^The  stationary  detached  tube  G,  a|^lied  in  combination  with  the  rotating  gear- 
box containing  the  front  or  lower  drawing  rollers,  substantially  as  and  for  the  purpose 
specified. 

No.  31,032.— John  Reist,  of  Philadelphia,  Pa. — Improvement  in  Scissors. ^-VoXent  dated 
January  1,  1861. — ^This  invention  consists  in  the  attachment  of  a  pair  of  blades  jointed  to  a 
U-shaped  spring,  the  tendency  of  which  is  to  keep  the  blades  open,  but  by  compressing  them 
the  cutting  action  is  obtained. 

Claim, — Scissors  formed  by  the  described  combination  and  arrangement  of  blades  A,  springs 
C  and  D,  plates  B,  and  pivots  h  and  c ;  the  whole  being  constructed  and  operating  substan- 
tially as  described. 

No.  31,033. — George  H.  Reynolds,  of  New  York,  N,  Y. — Improvement  in  Mounting 
Lithographic^tones, — Patent  dated  January  1,  1861. — ^This  invention  consists  in  cementing 
each  stone  permanently  in  a  movable  frame  of  cast  iron  or  other  metal,  the  frame  to  be  secured 
to  the  bed  of  the  press  for  the  purpose  of  rendering  the  stone  less  liable  to  be  broken  under 
preesure. 

Claim, — Mounting  each  stone  permanently  in  a  metallic  frame,  in  the  manner  and  for  the 
purposes  substantiaUy  as  set  forth. 

No.  31,034.— Ezra  Ripley,  of  Troy,  N.  Y.— Improved  fTrencA.- Patent  dated  January 
1,  1861. — ^This  invention  consists  in  combining  an  adjustable  rotating-faced  jaw  with  a  wrench, 
stock,  or  bar,  having  a  griper  hinged  to  it,  and  when  adjusted  and  applied  to  rods  of  varying 
diameters  doeA  not  preaent  the  same  point  of  contact  on  the  face  of  the  jaw  to  the  article. 
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Claim. — ^The  rotatlng-face  adjustable  jaw  Cy  having  a  direct  screw  adjustment,  as  described, 
in  combination  with  the  hook  or  claw  griper  6,  hinsid  to  the  wronch  stock  or  bar  A,  com- 
bined substantially  and  operating  in  the  manner  and  for  the  purposes  set  forth  and  shown. 

No.  31,035.— Ezra  Ripley,  of  Troy,  N.  Y.— /nmrocerf  Mode  of  Hanging  Covers  to  Bailed 
'Metallic  Hollow-ware. — Patent  dated  January  1,  1861. — ^The  rear  end  of  the  cover  is  pro-* 
vided  with  an  arm  which  is  made  to  fit  upon  the  lug  to  which  the  rear  end  of  the  bail  is 
secured,  so  as  to  allow  the  cover  to  swing  off  when  necessary,  and  to  swing  back  and  cover 
the  kettle  when  water  is  poured  from  the  nuzzle. 

Claim. — ^An  improved  and  more  convenient  article  of  teakettle  cover,  substantially  the 
same  as  fully  described  and  shown,  and  such  as  may  be  attached  in  a  line  with  the  spout  to 
spouted  and  bailed  metallic  hollow-ware  or  teakettles,  in  the  manner  substantially  as  sot  forth. 

No.  31,036.— Archibald  H.  Rowand,  of  Allegheny,  To.— Improvement  in  Coupling  for 
Railroad  Cars. — Patent  dated  January  1,  1861. — ^This  invention  consists  in  providing  within 
a  box  a  series  of  metallic  springs  so  arranged  as  to  operate  with  a  lateral  pressure  on  oppo- 
site sides  of  a  wedge-shaped  bar,  so  as  to  allow  the  bar  to  press  between  the  opposing  and 
lateral  pressure  caused  b^  the  springs  until  the  wedge  passes  the  entrance  to  the  springs. 

Claim. — The  application  and  use  of  the  compound  metallic  springs,  supported  by  the 
elastic  spring  poas  or  cushions  C  C  C  C,  and  its  socket  or  bed  m  m,  operating  by  lateral 
resistance  or  pressure  against  the  entrance  of  the  wedge-shaped  end  of  the  bar  A,  substan- 
tially as  described  in  the  second  claim. 

Also,  the  application  of  the  ratchet-shaped  notches  N  N  N  N  N  N  in  the  inside  of  the 
main  or  metallic  springs,  and  the  corresponding  recesses  in  the  wedge  end  of  the  bar  A« 
in  combination,  for  the  purpose  set  forth  substantially  as  described. 

No.  31,037.— Thomas  N.  Rooker,  of  New  York,  N.  Y. ^Improvement  in  Type  Cases. — 
Patent  dated  January  1,  1861. — ^Tbis  invention  consists  in  forming  the  type  case  and  its  box 
of  considemble  depth,  so  as  to  hold  a  large  quantity  of  types ;  the  Doxes  being  provided  with 
movable  bottoms  arranged  so  as  to  be  readily  adjusted  or  raised  as  the  types  are  taken  out. 

Claim. — ^A  type  case  having  its  boxes  a  provided  with  movable  or  adjustable  bottoms  >, 
arranged  to  operate  by  any  smtable  mechanism,  substantially  as  and  for  the  purpose  set  forth. 

No.  31,038.— Henry  Scheuerle,  of  New  York,  N.  Y.—Improved  Punches  for  making 
Slides  for  Hoop  Skirts. — Patent  dated  January  1,  1861. — ^This  invention  consists  in  securing 
an  additional  die  to  those  used  for  cutting  and  forming  the  sides  of  hoop  skirts,  and  forming  a 
corresponding  female  die  in  the  forming  plate  below  the  same,  in  such  a  manner  as  to  cause 
the  bodies  of  metal  usually  thrown  away  between  the  portions  cut  out  by  the  former  dies  to 
be  cut  and  formed  into  tips  to  bind  the  ends  of  the  bustle  hoops,  and  for  other  purposes. 

Claim. — Combining  with  the  male  and  female  dies  H  I  K  L,  for  cutting  and  forming  the 
slides  from  the  strips  of  metal,  the  additional  set  of  dies  M  M',  for  cutting  and  forming  the  tips 
from  the  portions  of  the  metal  strip  which  heretofore  went  to  waste,  as  set  forth. 

No.  31,039.— John  C.  Schooley,  of  Cincinnati,  O.— -Improved  Refrigerator.— -Vtiteini^ 
dated  January  1,  1861. — ^The  air  passa^  extends  from  the  exterior  of  the  ice  chamber  down 
the  inside,  encircling  the  bottom  of  the  ice  receptacle,  and  discharging  at  a  point  above  the 
mouth  of  the  water  escape  tube  in  the  bottom.  The  water  escape  tube  is  provided  with  a  par- 
tition making  two  passages,  one  leading  from  the  ice  chamber  and  the  other  from  the  induction 
air  passage. 

Claim. — First,  the  application  and  arrangement  of  the  air  induction  passage  G,  extending 
from  the  top  of  the  extenor  of  the  ice  chamber  down  its  inside  underneath  the  ice  meltings,  ana 
discharging  at  a  point  above  them,  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  construction  of  the  double  water  escape  tube  M,  so  arranged  as  to  cany 
off  the  meltings  in  the  ice  chamber  and  the  moisture  proauced  by  condensation  within  the  sub- 
merged air  induction  passage  with  one  and  the  same  water  cup,  substantially  as  and  for  the 
purposes  set  forth. 

No.  31,040.— Hermann  Shlarbaum,  of  New  York,  N.  Y.— Improvement  in  Aquarimms.Y- 
Patent  dated  January  1,  1861. — ^The  vessel  contuning  the  animals,  &.c,  is  made  of  glass  and 
placed  in  a  frame,  so  as  to  be  hung  upon  a  wall. 

Claim, — ^The  described  construction  of  an  aquarium  arranged  so  as  to  be  suspended  on  a 
wall,  in  the  manner  and  for  the  purpose  substantially  as  set  forth. 

No.  31,041.— Robert  R.  Taylor,  of  Readmg,  Ve^—Inproved  Steam  Hammer.— VeAemi 
dated  January  1, 1861. — By  connecting  the  piston  rod  to  the  wooden  helve,  at  a  point  between 
the  fulcrum  and  the  hammer,  a  mass  of  wood  absorbing  the  heavy  shocks  to  wMcn  the  machine 
is  submitted  intervenes  between  the  fulcrum  of  the  helve  and  the  pomt  where  the  power  is 
applied,  as  well  as  between  the  latter  point  and  the  hammer.  As  the  hammer  block  moves  in 
vertical  guides,  its  face  will  always  be  P&f&Uel  with  the  face  of  the  anvil  whatever  may  be  the 
thldbpiees  of  the  intervening  metal    The  points  of  screws  within  the  slotted  lever  axe  so 
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adjusted  upon  a  projection  on  the  helve  that  the  extent  of  movement  of  the  helve  will  be  im- 
parted to  tne  slotted  arm,  through  which  and  connecting  side  arms  a  reciprocating  motion, 
simultaneous  with  the  vibration  of  the  helve,  is  imparted  to  the  valve  spindles  and  their 
respective  valves,  the  extent  of  rise  and  fall  of  the  hammer  being  governed  oy  the  amount  of 
'* dwell"  allowed  to  the  valves  by  the  adjustment  of  the  screws. 

Claim. — First,  combining  the  vibrating  wooden  helve  G  with  the  hammer  block,  moving  in 
vertical  guides  and  with  a  double-acting  steam  cylinder,  ;v\'hen  the  latter  is  connected  to  the 
wooden  helve  at  a  point  between  the  centre  of  the  helve's  vibration  and  the  hammer,  as  and 
for  the  purpose  set  forth. 

Second,  operating  both  exhaust  and  steam  valves  by  means  of  the  projections  j  on  the 
helve,  and  the  slotted  lever  A,  with  its  adjustable  set  sciews  k  and  k\  the  whole  being  arranged 
and  operating  as  set  forth  for  the  purpose  specified. 

No.  31,042. — John  Terrell,  of  Philadelphia,  Pa. — Improvement  in  Knitting  Machines, — 
Patent  dated  January  1,  1861. — ^This  invention  is  designed  us  improvement  on  the  patents 
granted  to  J.  HoUeu,  July  11,  1850,  and  November  28,  1854,  and  consists  of  devices  for 
operating  the  thread  passer,  and  a  mechanism  for  regulating  the  movements  of  the  machine 
when  employed  for  turning  the  heel  and  toe  of  the  stocking.  The  invention  does  not  admit  of 
a  brief  description. 

Claim, — First,  operating  the  thread  pressor  5  by  means  of  the  reciprocating  slide  Q  and  its 
roller  m',  in  combination  with  the  lever  S,  vertical  slide  T,  and  spring  s,  the  whole  being  con- 
structed and  arranged  substantially  as  set  forth. 

Second,  giving  the  signal  for  reversing  the  motion  of  the  machine  on  turning  the  heel  or 
toe  of  the  stocking  by  means  of  the  sliding  blocks  W  W  on  the  edge  of  the  plate  U,  in  com- 
bination with  the  shaft  7,  its  arm  12,  and  the  bar  13,  catch  9,  and  ratchet  wheel  /,  the  whole 
being  arranged  and  operating  substantially  as  set  forth. 

Third,  the  plate  U,  ring  V,  its  projection  »,  the  blocks  W  and  W,  with  the  springs  x  and 
tc,  engaging  into  the  notches  on  the  back  of  the  said  plate  U  and  said  rin^  V,  as  specified, 
in  combmation  with  the  movable  yielding  lever  C,  the  wnole  being  arranged  lor  joint  operation 
aubstaniially  as  and  for  the  purpose  specified. 

No.  31,043.— H.  W.  Warner,  of  Greenfield,  Ua88.^Improvement  in  Skates,— -T&tent 
dated  January  1,  1861. — ^This  invention  consists  in  so  forming  the  skate  that  the  foot  will 
stand  in  separate  and  independent  parts,  and  in  attaching  it  to  the  runner,  by  bolts  and  nuts, 
so  as  to  obtain  a  pivot  connexion,  thus  giving  all  parts  a  free  rocking  motion.  The  skate  may 
be  made  to  fit  any  ordinaiy  sized  foot  by  placing  the  parts  nearer  or  further  apart. 

Claim, — A  skate  provided  with  sepaiated  foot  plates  C,  that  are  jointed  to  the  runner  A,  as 
shown  and  describeo. 

No.  31,044.— L.  C.  T.  Weber,  of  Rochester,  N.  Y,—Improtement  in  Breech-loading 
Ordnance. — Patent  dated  January  1,  1861. — ^The  block  composing  a  part  of  the  breech  piece 
swings  upward  from  the  rear  of  the  barrel  upon  pivots  to  which  it  is  connected  by  strong  straps 
on  each  side.  The  piece  is  made  to  move  around  in  a  horizontal  direction  by  means  of  an 
inclined  shaft,  the  upper  end  of  which  is  placed  in  bearings  in  the  tranverse  stays  of  the  car- 
nage; at  the  lower  end  of  this  shaft  is  secured  a  spherical  roller,  the  shaft  being  caused  to 
rotate  by  means  of  a  worm  wheel  gearing  with  an  endless  screw  worked  by  a  hand  wheel.  A 
gunner's  seat  is  arranged  to  swing  upward  at  the  rear  of  the  caniage,  to  allow  of  the  piece 
being  loaded  and  fired  while  in  retreat.  Two  springs  are  secured  to  the  platfonn  and  extend 
up  in  the  rear  of  the  wheels,  so  as  gradually  to  check  the  recoil  and  cause  the  wheels  to  return 
to  their  proper  position  against  stops  in  front  of  them. 

Claim, -—FiTut,  the  attachment  of  the  block  G,  containing  the  screw  plug  H,  to  the  barrel 
of  the  piece  by  strap  pieces  1 1,  attached  to  pivots  c  c,  secured  in  the  sides  of  the  barrel,  such 
strap  pieces  being  arranged  to  swing  in  vertical  planes  from  the  said  pivots  and  the  rear  face 
of  the  ban  el,  and  front  face  of  the  said  block,  having  the  form  of  corresponding  arcs  concentric 
to  the  said  pivots,  all  substantially  as  described. 

Second,  the  adjustment  of  the  elevation  of  the  piece  by  means  of  a  shaft  M  and  cam  M', 
combined  with  a  shaft  r,  by  means  of  an  endless  screw  r',  and  worm  wheel  q,  and  the  whole 
applied,  in  combination  with  the  gun  and  its  carriage,  substantially  as  set  forth.  ' 

•  Thud,  the  employment  for  working  the  piece  in  a  horizontal  direction  of  a  shaft  P,  roller 
P',  worm  wheel  t,  endless  screw  Q',  and  shaft  Q,  the  whole  appUed,  combined,  and  operating 
substantially  as  described. 

Fourth,  the  swinging  gunner^s  seat  B,  applied  and  secured  to  the  carriage,  and  operating 
substantially  as  specified.' 

Fifth,  the  employment  for  meeting  the  recoil  of  the  gun,  and  employing  the  force  thereof  to 
return  the  gun  to  its  place,  of  springs  U  U  and  V  V,  arranged  in  combination  with  boxes  C  C, 
and  operating  substantially  as  specmed. 

No.  31,045.— Stephen  R.  Weeden,  of  Providence,  K.  I,— -Improvement  in  Lamp  and 
Candle  Wick: — ^Patent  dated  January  1,  1861.— The  invention  is  explained  by  the  claim  and 
engraving. 
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Claim, — ^The  wick  composed  of  a  single  strand  enchained  in  a  series  of  single  loops,  as 
described. 

No.  31,046.--S.  A.  WiriTNEY,  of  Glaasborough,  N.  J.— -Improved  Glass  Stopper  for  Bot- 
tles.— Pateut  dated  January  1,  1861. — ^The  lower  end  of  the  stopper  is  provided  with  two 
shoulders  having  a  recess  between  them,  and  with  a  tapering  termination,  for  the  purpose  of 
expanding  the  cork  washer,  which  is  first  placed  within  the  neck  of  the  bottle,  andf  then  con- 
tracts to  fit  the  recess  in  the  stopper. 

Claim. — The  ^lass  stopper  B,  its  screw  thread  rf,  shoulders  c  and/,  cork  washer  A,  and  taper- 
ing termination  »,  the  latter  being  so  formed  and  so  arranged,  in  respect  to  the  two  shoulders, 
so  as  to  facilitate  the  adjustment  of  the  washer  to  and  confinement  within  the  recess  between 
the  said  shoulders  in  the  manner  described,  and  the  whole  being  constructed  and  adapted  to 
the  neck  of  the  bottle  and  its  shoulder  m,  as  set  forth. 

No.  31,047.— John  Wilkinson,  of  Baltimore,  Md.—Improrement  in  Automatic  Brakes. — 
Patent  dated  January  1,  1861. — ^The  sub-bolster  is  made  to  rock  or  vibrate  upon  suitable 
bearings  in  the  check  posts.  The  brake  rod  is  attached  to  a  pillar  extending  upward  from  the 
sub-bolster.  In  descending  a  hill  the  forward  pressure  causes  a  rocking  of  the  front  axle 
which  brings  the  brakes  into  action. 

Claim. — Operating  carriage  brakes  by  the  vibration  or  rocking  of  the  axle,  substantially  in 
the  manner  and  upon  the  pnnciples  set  forth,  and  for  this  purpose  I  claim  the  sub-bolster  b 
and  its  pillar  h,  combined  with  the  main  bolster  a,  as  set  fortli. 

No.  31,048.— WiLUAM  Williams,  assignor  to  Himself  and  R.  D.  Goodwin,  of  St  Louis, 
Mo. — Improved  Floating  Mattress. — Patent  dated  January  1,  1861. — ^Tho  outside  edges  of 
the  mattress  are  provided  with  a  flange,  in  which  are  iwrlorations  for  the  purpose  of  lashing  a 
number  of  them  together  to  form  a  rait.  The  rait  may  be  converted  into  a  scow  by  applying 
inflated  gunwales  to  its  edges. 

Claim. — The  arrangement  of  continuous  flange  P,  with  its  eyelets  and  cord  laced  through 
the  same,  and  the  inflated  gunwale,  with  the  mattress,  the  whole  to  be  made  substantially  iu 
the  manner  described. 

No.  31,049! — CoRNELRTs  A.  WORTENDVKE,  of  Godwinville,  N.  J.— Improvement  in 
i^andle  Wicks. — Patent  dated  January  1,  1861. — This  invcRiion  consists  of  a  wick  composed 
of  several  strands,  each  of  which  is  composed  of  two  or  niuro  separato  yams,  the  strands 
l>eiug  twisted  in  the  same  direction  as  the  yams,  but  the  wick  being  twisted  in  a  direction 
opposite  to  that  of  the  strands. 

Claim, — The  wick  produced  by  tho  system  of  spinning  and  twisting  specified. 

No.  31,050. — CORBIN  O.  Wood,  of  Worcester,  Mass. — Improvement  in  Breech-loading 
Fire-arms. — Patent  dated  January  1,  1861. — ^Tho  notched  estopping  pin  is  placed  in  front  oi 
the  hammer,  and  extends  transversely  through  tho  stock.  Near  its  outer  end  tho  pin  has  a 
small  stud  which  enters  a  corresponding  hole  in  a  lever-catch  arranged  on  one  side  of  the 
stock,  which  serves  to  lock  the  barrel  into  the  stock.  The  pin  prevents  the  hammer  from 
exploding  the  priming  when  the  barrel  is  not  properly  latched  to  tue  stock. 

Claim. — The  arrangement  and  combination  of  tho  notched  estopping  pin  D,  or  its  equiva- 
lent, with  the  percussion  hammer  and  the  lever-latch  or  mechanism  for  latching  the  barrel. 

No.  31,051.— Hanson  Wright,  of  MUford,  N.  X,— Improvement  in  preparing  Patterns 
for  Moulding, — Patent  dated  January  1,  1861. — ^The  claim  explains  the  nature  of  this 
invention. 

Claim, — First,  the  process  of  preparing  the  surfaces  of  cast  iron  patterns  to  be  moulded 
from,  by  coating  the  heated  surfaces  of  those  patterns  with  a  composition  of  matter  consisting 
of  beeswax,  IncBa-rabber,  and  sulphur,  substantially  in  the  manner  set  forth. 

Second,  so  coating  such  patterns  after  they  have  been  previously  prepared  by' immersing 
them  in  dilute  sulphuric  acid,  and  substantiaUy  as  described. 

No.  al, 052.— John  Burk  Schwenningen,  of  Wurtemburg,  Germany,  assignor  to  Jacob 
E.  BUERK,  of  Paoli,  Ind. — Improved  Watchman's  Time  Detector, — Patent  dated  January  I, 
1861. — Within  a  case  containing  a  watch  movement  is  a  hollow  dnmi  which  rotates  with  the 
hour  hand  of  the  watch,  and  which  carries  a  narrow  Rtrip  of  paper  marked  off  into  twelve 
parts  to  represent  the  hom«.  A  series  of  spring  poifit^  fwre  operated  by  the  keys  kept  in  the 
several  stations  which  the  watchman  has  to  visit,  v  n  manner  that,  by  indentations  pro- 

duced by  the  spring-points  on  variotis  TB/tta  of  tlu  ifep  time  whc^  no  has  visited  each 

station  is  indicated.  \       i  ^B 

Claim. — ^The  employment  of  a  s  -Mtl^fe  ^^Bdlffp'       4hu>e8,  in  combination 

with  spring-points  B  and  with  a  (^  ^^H^A.        ^^v4  vuotated  by  a  clock 

movement,  substantially  as  and  ^^^^^       ^^^  ""  ^^ 


No.  31,053.— John  F.  Ore  ^^^V'   ^^B^H      ^Hp^  6.  Toev,  of 

Providence.  B.  L — Improveme  ^^^^ft      ^^^^^^ft    ^^Ht  datod  January 

5le 
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1»  1861. — ^This  invention  consists  in  the  emplojment  of  a  picker  and  its  appendagpes  for 
receiving,  picking,  and  throwing  the  fragments  of  fibres  obtained  from  the  disintegration  of 
fur  and  other  felts,  in  combination  with  the  doffer  of  a  carding  engine  which  delivers  a  bat  of 
carded  wooUen  fibres,  and  with  winding  cones  on  which  the  bat  so  formed  is  wound  into  hat 
bodies?,  by  means  of  which  combination  the  bat  of  carded  fibres,  as  it  passes  from  the  doffer 
of  the  card  to  the  cones,  is  covered  with  the  disintegrated  fibres  from  the  picker,  and  becomes 
incorporated  therewith.  The  curved  plate  over  the  picker  is  designed  to  break  the  current  of 
air,  and  prevent  the  injurious  effects  of  the  same  on  the  bat  of  carded  fibre  below. 

Claim. — The  combination  of  the  picker  with  the  doffer  of  a  carding  engine  and  the  winding 
cones,  substtintially  as  and  for  the  purpose  specified. 

Also,  in  combination  with  the  rotating  picker,  the  break  current  plate  in  the  cap  case  O'^er 
the  picker,  and  tho  deflecting  plate,  sul^tantially  as  and  for  the  purpose  specified. 

No.  31,054.— James  Haynes,  of  Hollis,  Me.,  assignor  to  Himself  and  Tristram  T. 
Lewis,  of  Boston,  Mass. — Improved  Device  for  Straining  Wood  Saws, — ^Patent  dated  January 
1,  1861. — The  centre  bar,  instead  of  being  connected  by  a  pin  to  the  side  bar,  extends  into  a 
metallic  socket  secured  to  the  inner  side  of  the  side  bar.  To  this  socket  is  jointed  an  arm 
having  a  rack  extending  upwards.  Upon  the  cross-bar  is  secured  a  straining  bar  provided 
with  studs,  by  moving  which  upon  the  rack  the  side  bar  is  moved  outward  and  the  saw  caused 
to  be  strained. 

Claim. — The  described  peculiar  arrangement  of  the  arm  D',  the  rack  D,  and  the  lever  E,  to- 
gether and  within  tho  saw  frame,  and  with  respect  to  the  lower  cross-bar  df,  and  either  of  ^ 
end  bars  ab,  aa  specified. 

No.  31,055.— F.  G.  Johnson,  Brooklyn,  N.  Y.,  assignor  to  Himself,  W.  T.  Millikek, 
Horrisania,  N.  Y.,  and  E.  Jones,  New  York,  N.  Y. — Improvement  in  Water  Meters, — 
Patent  dated  January  1,  1861. — Within  a  pipe  is  arranged  a  simple  shaft  adjusted  on  two 
points  or  beanngs.  On  this  shaft,  and  at  suitable  distances  from  each  other,  are  several  wheels 
or  bands  having  blades  on  their  outer  edges,  and  at  an  angle  with  the  shaft.  Between  the 
wheels  are  sections  of  a  hollow  screw  surrounding  the  shaft  clear  of  contact,  but  in  contact 
with  and  held  by  the  inner  surface  of  the  pipe,  leaving  the  shaft  free  to  be  turned  by  the  water 
passing  through  the  spaces  between  the  threads  of  the  screw,  and  coming  in  contact  with  the 
blades  on  the  shaft  in  pei-pcndicular  lines  to  the  surfaces  of  said  blades,  by  which  means  the 
water,  as  it  passes  through  the  pipe,  is  made  to  act  and  react  on  the  inner  surfaces  of  the 
threads  of  the  sccw  and  the  blades  on  the  shaft  several  times  before  it  leaves  the  meter. 

Claim. — The  alternate  combination  of  the  several  (two  or  more)  sections  1  2  3  of  the  water 
passages  with  the  several  (two  or  more)  intervening  blade  wheels  I"  2"  3'\  substantially  in  the 
manner  and  for  the  purpose  set  forth.  • 

No.  31,056.— PuRCHES  Miles,  of  New  Haven,  Conn.,  assignor  to  Himself  and  Amzi  P. 
Plant,  of  Plantsville,  Conn. — Improvement  in  Nut  Machihes. — Patent  dated  January  1, 
1861. — The  object  of  this  invention  is  to  obtain  a  machine  by  which  the  operation  of  cutting 
off  the  blanks  from  tho  bar,  the  swaging  of  the  same,  and  the  punching  thereof,  may  be 
simultaneously  and  automatically  performed. 

Claim. — The  combination  of  the  lateral  countersunk  stamping  projection  m  with  the  cutter 
4  in  the  manner  shown  and  described. 

The  anangement  of  the  cutter  N,  punch  p,  swag  O,  clearer  Q,  and  block  G,  with  the 
rotary  die  plate  B  and  bed  E,  as  shown  and  described. 

In  nut  machino.s,  making  the  lower  portion  of  the  open  die  F,  of  conical  form,  substantiaDy 
in  the  manner  and  for  the  purpose  set  torth. 

Also,  the  locking  of  the  nut  blank  within  the  bottom  of  tho  open  die  F,  substantially  as  and 
for  tho  purposes  shown  and  described. 

No.  31,057.— Joseph  W.  Pearson  and  H.  O.  Peabody,  of  Winchester,  Mass.,  assignors 
to  Tliemselves  and  D.  E.  Hayward,  of  Maiden,  Mass. — Improvement  in  Skating  Boots. — 
Patent  dated  January  J,  1861. — ^The  skate  is  permanently  attached  to  the  boot  by  means  of 
a  plate  embraced  within  the  sole,  two  slotted  projections  being  attached  to  the  plate  in  which 
the  skate  iron  is  fastened. 

C/aim.— The  combined  boot  and  skate  described,  the  support  for  the  nmner  being  confined 
within  the  sole,  as  set  forth. 

No.  31, 0r>8.— William  SciiaLiNG,  of  Baltimore,  Maryland,  assignor  to  Himself  and  Jesse 
Klinefelter,  of  same  place. — Improvement  in  the  Manufacture  of  Spirituous  Liquors  from 
Tomatoes. — Patent  dated  Januarv  1,  1861. — The  process  consists  in  mixing  with  mashed 
tomatoes  a  quantity  of  barley  malt,  and  sugar  in  heated  water,  to  which  is  aMod  afterwards 
Bosne  yeast.    After  standing  a  proper  time,  it  is  distilled  in  the  usual  manner. 

Claim. — ^The  described  process  for  making  brandy  from  tomatoes,  not  wishing  to  confine 
myself  to  the  precise  proportioius  of  the  ingredients  used  nor  to  the  exact  degrees  of  heat 
specified,  but  to  vary  the  same  as  may  be  found  necessary,  without  departing  from  the  < 
t^  character  and  principles  of  said  process. 
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No.  31,059.— -Francis  Veercamp  and  Flancis  Leopold,  of  Philadelphia,  Pa.,  assignore 
to  Robert  A.  Maxwell,  of  same  place. — Improvement  in  Gymnastic  Apparatus. — Patent 
dated  January  1,  1861. — ^The  invention  consists  in  the  employment  of  one  or  more  polleys, 
with  cords  attached,  the  force  applied  to  torn  the  pulleys  bein^  resisted  by  the  friction  caused 
by  contact  of  two  surfaces,  which  may  be  so  regulated  that  the  friction  may  be  increased  or 
duninished  at  pleasure.  The  friction  disks  are  attacJied  to  a  shail,  and  faced  with  leather  or 
other  suitable  material.  By  means  of  springs  the  cords,  when  released,  are  wound  around 
the  pulleys,  and  the  amount  of  friction  is  determined  and  indicated  by  means  of  a  spindk 
actuating  a  pointer  on  an  index  plate. 

Claim. — ^t'irst,  the  employment,  for  gymnastic  or  calisthenic  exercise,  of  one  or  more  pul- 
leys with  cords  attached  to  their  peripherias,  when  the  force  applied  to  raise  the  cords  and 
turn  the  pulleys  is  resisted  by  the  Irictioual  contact  of  suriaces,  and  when  the  Amount  of  thc- 
tion  is  regulated  by  the  devices  described,  or  their  equivalents.  . 

8econ(C  the  employment  of  two  or  more  friction  disks,  faced  with  leather  or  other  suitable 
material,  and  coustmcted  substantially  as  described,  when  the  said  disks  are  so  combined 
with  the  shall  li  as  to  resist  the  turning  of  the  latter,  as  set  forth. 

Third,  one  or  more  pulleys  N  on  the  shaft  H,  each  pulley  having  a  cord  n,  and  a 
splial  groove  for  receiving  the  same,  in  combination  with  the  ratchet  wheel  A  and  spring  dog 
a,  tLp  coilotl  spring  P,  and  the  friction  disks  before  described,  or  their  equivalents ;  the  wholfi 
being  arranged  and  operating  substantially  as  set  ibith  for  the  pui-pose  specified. 

Fourth,  the  gi*aduatwi  index  plate  Q,  pointer  y,  and  spindle  M,  in  combination  with 
with  the  friction  disks  and  the  intervening  devices,  or  their  equivalent.s,  by  wliich  th«  move- 
ment of  the  spindle  is  caused  to  increase  or  diminish  the  amount  of  friction,  as  set  foith. 

No.  31,060.— John  H.  Whitley,  of  Owego,  N.  Y.,  assignor  to  Himself  and  C.  S.  Car- 
mcHAEL,  of  same  place. — Improvement  in  Apparatus  for  Enlarging  Photographic  Pictures. — 
Patent  dated  January  1,  J  861. — A  series  of  mirrors  or  reflectors  are  so  arranged  and  operated, 
in  combination  with  the  camera,  whereby,  notwithstanding  the  movement  of  the  eiirth  upon 
its  axis,  the  rays  of  light  will  continue  to  be  reflected  in  the  same  direction  ibr  an  long  a  time 
as  may  be  necessary  to  obtain  the  print,  so  that  distortion  of  the  picture  will  be  prevented. 
Motion  is  given  by  means  of  cloi*k-worK  driving  the  minor  shaft  at  proper  speed  relatively 
to  the  motion  of  the  earth  upon  its  axis,  the  object  being  to  obtain  from  photographic  negatives 
of  a  given  size* positive  pictures  of  a  much  larger  size. 

Claim, — So  applying  and  operating  a  system  of  minors  or  reflectors,  in  combination  with 
a  camera,  that,  by  the  movement  of  one  of  the  mirrors,  the  rays  of  the  sun  may  continue  to 
be  reflected  in  the  same  direction  thiough  the  camera  for  as  long  a  time  as  may  be  necessary 
to  obtain  a  print,  substantially  as  described. 

No.  31,061.— Oilman  K.  Winchester,  of  Providence,  R.  I.,  assignor  to  the  New 
England  Butt  Company,  of  same  place. — Improvement  in  Braiding  Machines, — Patent 
dated  January  1,  1861. — ^The  object  of  this  invention  is  to  arrange  a  braidmg  machine  with 
an  even  nimiber  of  carriers  in  such  a  manner  that  the  twist  is  t^en  out  of  eveiy  strand  by 
giving  to  each  carrier  two  or  more  paitial  revolutions  on  two  or  more  points  on  its  circumition 
on  the  table  which  forms  the  support  and  guide  for  said  carriers,  thereby  keepmg  the  sides  of 
each  strand  always  facing  in  the  same  direction.  By  this  means  bands  from  an  even  number 
of  strands  having  silk  on  one  and  cotton  on  the  other  side  ma^  be  produced. 

Claim. — ^The  arrangement  of  the  spring  hooks  J,  iu  combmatiou  with  the  slotted  table  A, 
and  with  the  carriei-s  B,  constructed  and  operating  substantially  as  and  for  the  pm-poses  set 
forth. 

Also,  giving  to  each  carrier  of  an  even  strand-braiding  macliine  two  or  more  partial 
revolutions  at  two  or  more  successive  points  of  its  circumition  on  the  table,  substautiaUy  as 
and  for  the  puiposes  described. 

No.  31,062.— James  E.  Furguson,  of  Micanopy,  Fl^—Improvement  in  Cotton  Gins.— 
Patent  dated  January  1,  1861. — ^Tho  roller  is  covered  with  a  leather  strip  wound  around  it  in 
a  spiral  form,  above  which  is  an  adjustable  inclined  metal  plate,  the  lower  edge  of  which  is 
bevelled  to  conform  to  the  surface  of  the  roller.  The  vibrating  rake  or  comb,  with  alternate 
long  and  short  teeth,  is  provided  at  each  end  with  joumaTs  fitted  in  bearings,  wliich  are  placed 
in  indined  slots  in  the  side  pieces,  and  secured  at  any  desired  point  by  set  screws  to  regulate 
the  distance  between  the  teeth  and  roller. 

Claim. — The  roller  C,  constracted  as  described,  and  the  adjustable  plate  D,  in  combination 
with  the  adjustable  vibrating  rake  or  comb  H,  arranged  for  joint  operation,  as  and  for  the  pui- 
pose  set  forth. 

No.  31,06.3. — James  M.  Hill,  of  Angel's  Camp,  Cal. — Improvement  in  Amalgamators* — 
Patent  dated  January  1,  1861. — ^This  invention  consists  of  a  rotating  basin,  provided  with  a 
aentral  vat  for  containing  mercury,  the  upger  or  inner  surfaces  of  the  Imsin  being  amalgamated 
and  so  operating,  in  connexion  with  mercury,  as  to  cause  the  gold  amalgam  to  settle  at  the 
bottom  of  the  vat. 

Claim, — ^The  deyice  shown  and  dosciibed  for  collecting  preotous  metals,  which  I  teim  a 
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'•gleaner,**  and  which  consists  of  a  rotating  hasin  H,  provided  with  a  central  mercury  vat  G, 
oiunnted  above  a  driving  shaft  B  and  frame  A,  the  whole  constructed  and  operating  as  set 
forth,  whereby  the  water,  quartz,  and  other  impurities  will  be  expelled  over  the  edges  of  the 
baein  by  centritugal  force,  while  the  precious  metals  of  superior  gravity  will  fall  into  the  cen- 
tral mercury  vat,  all  as  specified. 

No.  31,064. — B.  B.  HoTCHKiss,  of  Sharon,  Conn. — Improvement  in  Riveting  Curry- 
contbs, — ^Patent  dated  January  1,  1861. — ^This  invention  consists  in  heading  or  securing,  by 
means  of  dies  and  sliding  supports,  all  the  fastenings  for  connecting  the  parts  of  a  currycomb 
at  one  and  the  same  operation. 

Claim. — Supporting  the  several  parts  of  a  currycomb  in  their  proper  relative  positions  be- 
tween and  while  being  acted  upon  by  the  heading  dies  A  B,  by  means  of  the  bearers  I  K  M, 
or  their  equivalents,  substantially  as  and  for  the  purpose  specified. 

No.  31,065. — ^J.  W.  Lewis,  of  Providence,  R.  I. — Improved  Blacking-box  Holder, — Patent 
dated  January  1,  1861. — ^This  invention  consists  in  securing  and  enclosing  a  blacking-box 
within  a  case  or  box  having  a  cover,  and  attached  to  a  suitable  handle. 

Claim, — As  an  improved  article  of  manufactme,  a  blacking-box  holder,  constnicted  with  the 
enclosing  box  a,  hinged  cover  6,  adjustable  slotted  clamping  plate  A,  and  otherwise  made  as 
shown  and  described. 

No.  31,066. — James  McNamee,  of  Easton,  Pa. — Improved  Bread  and  Pastry  Board. — 
Patent  dated  January  1,  18G1. — ^The  lower  part  of  the  box  or  chest  is  designed  as  a  receptacle 
lor  flour,  over  which  is  the  moulding  board  provided  with  two  rabbeted  traps,  the  latter  oeing 
raised  by  means  of  shafts  having  a  cross  arm  on  their  inner  ends.  The  upper  part  of  the  chest 
is  provided  with  drawers  and  ptulitions  for  the  reception  of  the  necessary  tools  used  in  mould- 
ing, and  for  spices,  &c. 

Claim. — ^A  bread  and  pastry  board  having  its  top  c  provided  with  receptacles  E  E  /,  drawer  g, 
rabbeted  traps  d  J,  lil'ting  shafts  C  C,  and  otherwise  made,  as  shown  and  described. 

No.  31,067. — John  Taber,  of  Bangor,  Me. — Improvement  in  Attaching  the  Shrouds  qf 
Ships. — Patent  dated  January  1,  1861. — ^I'he  semi-tubes  are  designed  to  secure  the  end  of  the 
rope,  being  made  in  a  tapering  form  on  the  outer  side  and  passed  through  a  sliding  clasp, 
which  serves  to  compress  them  and  securely  hold  the  rope.  The  rope  is  tightened  when  neces- 
bary  by  means  of  a  right  and  left  screw  fitting  in  nuts,  the  one  attached  to  the  sliding  clasp 
and  the  other  to  the  chain  plates  or  to  the  vessel. 

Claim. — ^I'he  combination  of  the  tapering  semi-tubes  A  A,  as  constructed  with  the  dasp  B, 
and  right  and  Icl't  screw  D,  operating  as  set  forth  and  for  the  purposes  described. 

No.  31,068.— John  Sands  Vernam,  of  Rochester,  N.  Y.-^ Improvement  in  Corrugating 
Iron. — Patent  dated  January  1,  1861. — ^This  invention  consists  in  making  a  corrugation  or 
indentation  resembling  a  spoon  bowl  in  the  straight  or  tangential  portions  of  corm^ated  iron, 
in  a  direction  transverse,  or  nearly  so,  to  the  main  corrugation,  for  the  purpose  ol  obtaining 
greater  strength  and  rigidity. 

Claim. — ^The  combination  oi  two  distinct  corrugations^in  one  sheet  of  iron,  where  the  line  of 
direction  of  one  corrugation  is  at  right  angles  or  transverse,  or  nearly  so,  to  the  fine  of  the 
direction  of  the  other  corrugation,  suustantmily  as  described  above  and  shown  in  the  accom- 
panying drawings,  marked  A. 

No.  31,069. — Eliza  W.  Tarpley,  of  Jackson,  Miss.,  executrix,  and  J.  T.  Simms  and 
Isaac  Uull,  of  Delta,  Mbs.,  executors  of  the  last  will  and  testament  of  Colin  S.  Tarpley, 
deceased. — Improvement  in  Cotton  Cleaners. — Patent  dated  Jauiuiry  1,  1861. — ^The  whippers 
move  in  the  same  direction,  their  teeth  interlocking,  by  which  means  the  cotton  is  divided  into 
small  locks,  and  the  dirt,  trash,  6lc.^  are  detached  and  fall  through  a  seive  in  the  bottom  of  the 
chamber,  and  are  passed  off  by  an  inclined  partition  below.  The  blast  caused  by  the  fan  clears 
the  dust  from  the  cotton  on  its  descent  iVom  the  exit  of  the  whipper  chamber. 

Claim, — The  combination  of  the  sieve  floor  F,  whipper  chamber  B,  having  feed  and 
delivery  apertures,  substantially  as  described,  whippers  or  beaters  C  C,  and  blast  flue  1, 
when  the  latter  or  blast  chamber  is  separated  from  the  dust  chamber  by  the  close  partition  G, 
essentially  as  shown  and  described. 

No.  31,070. — George  Williamson,  of  Newark,  N.  J.,  assignor  to  L.  S.  Goble  and  H. 
E.  Richards,  of  same  place. — Improved  Veneer  Planer. — Patent  dated  January  1,  1861. — In 
operating  this  machine  the  stuff  is  introduced  between  the  front,  upper,  and  lower  feed  rollers, 
and  by  theui  forced  between  the  top  of  the  slot  table  and  the  pressuie  bar,  by  means  of  which, 
and  the  intervention  of  springs  imder  the  slot  table,  the  stuff  is  brought  in  a  true  line  directly 
over  and  in  contact  with  the  revolving  knives  by  which  it  is  planed,  the  stuff  at  all  times 
being  firmly  clasped  between  the  top  ot  the  slot  table  and  the  pressure  bar.  The  back  feed- 
roUs  seize  and  draw  the  stuff  on  aller  it  has  passed  the  knives,  and  thus  it  is  planed  J&om  coid 
to  end. 
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Claim. — First,  the  yielding  mouthpiece  or  slot  table  Fi^.  3,  adjusted  and  operating  sabstan- 
tiallj  in  the  manner  and  for  the  purpose  described. 

Second,  the  combination  of  the  said  yielding  mouthpiece  or  slot  table  with  the  pre»> 
Btire  bar  B,  operating  together  to  clasp  the  wood  and  render  it  firm  while  being  planed,  sub- 
stantially in  the  manner  and  for  the  purposes  described. 

No.  31,071.— E.  B.  Banker,  of  Schaghticoke,  N.  Y, —Improvement  in  Railroad  Chairs. — 
Patent  dated  January  8,  J  861. — ^Tho  jaws  arc  made  narrower  than  the  base  pieces,  and  are 
inclined,  so  that  the  wedge  can  be  inserted  under  the  rail  between  the  jaws,  thus  holding  all 
the  parts  iinnly;  the  sides  of  the  base  pieces  arc  provided  with  projecting  hips  which  overkip 
into  each  other. 

Claim. — The  combination  of  wedge  J,  with  the  divided  or  comporund  chair,  the  same  consist 
ing  of  the  jaws  B  B,  and  B'  B',  extended  base  pieces  A  A',  with  their  inclined  8ur&K»B  and 
the  lapping  and  abutting  lips  b  6>  h^  b^,  all  arranged  in  the  manner  specified. 

No.  31,072.— A.  W.  Brinkeriioff,  of  Upper  Sandusky,  O.—Improvemtnt  in  Com 
Planters. — Patent  dated  January  8,  186J. — ^The  platform  and  shaft  are  made  in  sections  cox^- 
nected  bv  eyes  and  rods,  which  enables  the  machine  to  correspond  to  the  surface  of  the  ground. 
The  seed  box  is  provided  with  a  cylinder  at  the  bottom,  which,  by  an  arrangement  of  rods 
and  cranks,  can  be  made  to  revolve  with  a  reciprocating  motion,  thus  dropping  the  seed  when 
desired.  The  tongue  is  attached  in  such  a  manner  that  when  the  operator  is  not  in  his  seal^ 
the  weight  of  the  driver  raises  the  dropping  apparatus  above  the  ground. 

Claim. — First,  the  combination  and  arrangement  of  rods  rf,  crunks  c,  and  cylinders  ft,  with 
the  sectional  frame  and  axle,  as  set  forth,  whereby  the  exterior  sections  may  be  turned  up  and 
the  planting  of  the  centre  section  continued. 

Second,  the  combination  of  opener  and  coverer  F,  with  the  eye  tn,  brace  «,  and  bolt  A^, 
constructed,  arranged,  and  operating  substantially  as  set  forth. 

Third,  the  arrangement  of  the  tongue  H,  hounds  6,  set  screw  k^  axle  c,  and  frame  A,  qa 
and  for  the  purposes  set  forth. 

No.  31,073.— Ira  8.  Brown,  of  Hopkinton,  R.  1.— Improvement  in  Saw  Te«f A.— Patent 
dated  Januarv  8,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — The  employment  in  saws  of  one  or  more  planing  teeth,  having  a  form  substantially 
as  described,  that  is  to  say,  having  a  section  at  right  angles  to  the  line  of  motion  of  a  form 
analogoud  to  the  letter  S,  so  as  to  present  separate  cutting  surfaces  for  each  side  of  the  kerf, 
80  nearly  opposite  as  to  support  each  other,  and  so  arranged  that  each  of  the  two  cutting 
edges  has  a  separate  and  independent  passage  for  the  escape  of  its  chips,  substantially  as  set 
forth. 

No.  31,074.— Egbert  P.  Carter,  of  China,  N.  Y.— Improvement  in  Window-Saahes.— 
Patent  dated  January  8,  1861. — The  object  of  tins  invention  is  to  fa^'ilitate  the  insertion  of  a 
sash  in  the  window-frame  without  the  use  of  side  strips,  by  means  of  a  strip  hinged  to  the 
sash,  which  forms  a  square  ed^  with  the  sash  when  in  place. 

Claim. — The  combination  ot  the  sash  B  with  the  strip  C,  constructed  as^eecribed,  the  two 
bein?  hinged  or  secured  together  by  the  plates  or  bars  a  a,  and  operating  in  the  manner  and 
for  the  purpose  specified.  -- 

No.  31,075.— LoRiNO  CoES  and  Aury  G.  Coes,  of  Worcester,  Msas.-'Improved  M^ 
ehinery  for  Grinding  Heads  for  Screvs- Wrenches. — Patent  dated  January  8,  1861. — ^The 
holder  to  which  the  article  to  be  ground  is  secured  is  pivoted  to  the  front  end  of  a  lever  by  a 
rod  hung  to  a  pin,  which  is  made  long,  so  as  to  admit  of  lateral  movement  of  the  rod.  The 
holder  is  secured  to  the  rod  by  a  swivel  joint,  which,  in  connexion  with  the  pivot  joint,  co»- 
stitutes  a  universal  joint  The  lever  which  operates  the  holder  is  provided  with  a  series  of 
holes,  so  that  as  the  stone  wears  do\vn  the  lever  can  be  moved  to  the  rear  upon  the  fulcrum 
pin.  Plates  of  proper  forms  for  grinding  concave,  convex,  or  inclined  surfaces  may  be  used 
m  connexion  with  a  suitable  holder  when  desirable. 

Claim. — In  combination  with  grinding  and  polishing  machines,  a  holder  to  which  the 
articles  to  be  ground  are  secured,  said  holder  being  so  constructed  and  arranged  as  that  the 
position  of  the  articles  may  be  changed  while  in  said  holder,  for  the  purpose  of  grinding  or 
polishing  square  or  bevelled  faces,  substantially  in  the  manner  described. 

Also,  connecting  the  holder  to  which  the  cuticle  to  be  ground  is  secured  to  the  lever  F  by 
means  of  a  universal  joint,  substantially  in  the  manner  and  for  the  purpose  described. 

Also,  in  combination  with  a  holder  suspended  to  a  universal  joint,  as  described,  the  adjust- 
able lever  F,  for  the  purpose  of  adapting  the  machine  to  the  wear  of  the  g^dstones,  or  to 
stones  of  difierent  dimensions,  substantially  in  the  manner  described. 

Also,  in  combination  with  a  grinding  and  polishing  machine,  and  with  a  holder,  as  above 
described,  the  pattern  plates.  Figs.  7,  8,  9,  or  other  equivalents,  for  the  purpose  of  automal- 
ically  grinding  or  polistung  plates  to  difierent  patterns,  substantially  as  described. 

No.  31,076.— William  Combs,*,  of  Duquoin,  HI.— -Improvement  in  Corn-Planters,'^ 
Patent  dated  January  8,  1861. — ^Thils  invei^tion  consists  of  a  frame  mounted  on  sleigh-nux- 
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nen,  and  having  on  it  a  hopper  containing  the  com,  said  hopper  being  provided  with  a  valve. 
A  roller  on  the  side  of  the  machine  is  attached  by  a  lever  to  the  valve  in  such  a  manner  that 
-when  the  roller  falls  into  the  furrows  the  valve  is  opened. 

Claim. — ^The  arrangement  of  the  shaft  g  with  the  sleigh,  the  ground,  the  hopper  box  D, 
and  the  lever  F,  in  the  relation  described  for  the  purpose  specified. 

No.  31,077. — John  James  Doyle,  of  New  York,  N.  Y. — Improvement  in  Hoisting  De- 
vice.— Patent  dated  January'  8,  1861. — ^The  lower  pulley  is  movable,  and  to  it  the  weight  is 
attached.  When  the  upper  pulleys  are  made  to  revolve  the  endless  chain  which  passes  over 
both  pulleys  becomes  slackened  to  an  extent  equal  to  the  difference  in  diameter  between  the 
pulleys,  and  the  attached  weight  is  raised  correspondingly.  The  guide  rollers  remove  the 
slack  of  the  chain  out  of  the  way. 

Claim. — ^The  employment  or  use  of  the  pulleys  a  b  placed  on  the  same  shaft,  and  havinff 
different  diameters,  in  connexion  with  the  endless  chain  B,  or  an  equivalent  rope  or  ban(£ 
arranged  and  applied  substantially  as  for  the  purpose  set  forth. 

Aiso,  in  connexion  with  the  pulleys  a  b  and  chain  B,  or  its  equivalent,  the  pulley  e,  and  guide 
rollers  g  g  h,  arranged  in  relation  with  the  chain  B,  to  operate  as  and  for  the  purpose 
set  forth. 

No.  31,078.— Joseph  H.  Glover,  of  Glasgow,  Ky. — Improvement  in  Mill  Gearing.-^ 
Patent  dated  January  8, 1861. — ^The  main  spur-wheel  is  firmly  keyed  to  the  shaft.  The  al^a 
cent  geared  wheels  on  each  side  are  not  keyed  to  the  sh^  but  firmly  clamped  against  the 
sides  of  the  main  wheel.  The  arms  projecting  through  the  slots  are  adjusted  by  the  set  screws, 
so  that  the  outside  wheels  can  have  a  sUght  rotary  motion.  In  this  manner,  when  the  distance 
between  the  cogs  on  the  wheels  is  increased  by  wear,  the  side  wheels  can  be  set  back,  and  the 
distance  diminished.  The  brace-rods,  which  pass  diagonally  through  the  tie-wheel,  strengthen 
the  shaft  so  as  prevent  vibratory  motion. 

Claim. — First,  the  auxiliary  spur-wheels  A  A',  in  combination  with  the  middle  or  main 
spur-wheel  B,  the  arms  bbb\  set  screws  i  i  i  t,  slots g g g gj  and  clamping  bolts  c,  all  ar- 
ranged and  made  to  operate  substantiaUy  as  and  for  the  purposes  set  forth. 

Second,  the  eyes  k  k  k  k,  diagonal  brace-rods  G  G  G  G,  with  theu*  turn-buckles,  in  com- 
bination with  the  middle  tie  H  and  shaft  C,  arranged  as  and  for  the  purposes  specified. 

No.  31,079.— -Isaac  Griffin,  of  Milford,  Qa.— -Improvement  in  Cotton  Presses. —Patent 
dated  January  8,  1861. — The  screw  forces  down  the  movable  platform,  and  by  means  of  the 
arms  which  are  attached  to  it  pressure  is  communicated  to  the  sides  of  the  boxes  which  contain 
the  cotton. 

Claim. — ^The  combination  and  arrangement  of  the  screw  B,  movable  platform  E,  arms  F, 
and  pressing-blocks  G  with  boxes  H,  as  and  for  the  purposes  set  forth  and  described. 

No.  31,080. — James  Higgin,  of  Manchester,  England. — Improvement  in  Stopping  and 
Starting  Cars. — Patent  datetl  January  8,  1861. — ^The  car  wheels  are  made  of  large  diameter, 
and  without  flanges.  Attached  underneath  the  carriage,  on  each  side,  and  extending  alon^ 
its  whole  length,  is  a  bar  of  iron,  provided  with  a  flange,  which  fits  on  the  angular  flat  rail. 
A  rod,  which  is  made  to  rotate  by  an  auxiliary  engine,  extends  underneath  the  carriage,  and  is 
provided  with  wheels  bearing  a^inst  the  nuts  or  screws  which  sustain  the  beanng  of  each 
axle.  In  this  manner  the  carriage  is  lowered  down  from  its  working  position,  so  that  the 
flanged  rod  rests  against  the  rail,  and  thus  arrests  motion. 

Claim. — ^The  improved  mode  of  retarding  and  stopping  railway  carriages  shown  and 
described,  or  any  modification  of  the  same  whereby  the  camage  is  lowered  on  to  the  rails  of 
the  permanent  way. 

No.  31,081. — ^WiLEY  P.  Hoc,  of  Rome,  Q&. — Improved  arrangement  of  Flues  for  Drying 
Tobacco. — Patent  dated  Januair  8,  1861. — ^The  object  of  this  invention  is  to  arrange  a  number 
of  flues  in  a  dry-house  in  such  a  way  that,  by  being  provided  with  suitable  dampers  the 
heat  may  be  equally  distributed  or  directed  from  one  part  of  the  dry-house  to  another  as  occa- 
sion may  require,  and  the  heat  placed  under  the  complete  control  of  the  attendant. 

Claim. — The  employment  in  the  drying  of  tobacco  of  a  system  of  flues,  B  B'  C,  and  chim- 
ney D,  with  dampers,  £  F  ¥\  arranged  and  operating  together  within  a  suitable  enclosure.  A. 
as  and  for  the  purposes  shown  and  described. 

No.  30,082.— WiLUAM  HOTINE,  of  Brooklyn,  N.  Y.^Improved  Machine  for  Mixing 
Dough. — Patent  dated  January  8,  1861. — The  diiOferent  substances  are  placed  in  hoppers, 
and  fed  into  the  trough.  When  in  the  trough,  a  series  of  knives,  placed  spirally  around  a 
rotating  shaft,  in  connexion  with  arms,  effectually  knead  the  dough,  which  is  forced  out  in  a 
compact  form  through  a  spout  by  the  packer,  which  is  a  plate  radially  cut  so  as  to  form  a 
spiral. 

Claim. — ^The  combination  and  arrangement  of  the  feeding  devices  in  hoppers  ABC,  the 
face  plate  I,  the  mixing  devices  and  packer  L  in  the  trough  G,  substantially  as  and  for  the 
purpose  specified. 
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No.  31,083.— James  Ingram,  of  Now  York,  N.  Y,— Improved  Water-Back  far  Cooking 
Ranges, — I^atent  dated  January  8,  18G1. — ^I'hls  inventiou  consbts  in  an  improved  manner  of 
mounting,  fitting,  and  actuating  the  water-back  whereby  the  same  can  be  moved  with  facility, 
for  introducing  the  Boapstoue  or  fire'-brick,  or  removing  the  same,  so  as  to  bring  the  water- 
back  to  its  place  against  the  fiio. 

Claim. — First,  Uie  movable  water-back  «,  when  sustained  by  the  roller  2  2,  and  actuated 
by  the  lover  h  and  rod  t,  as  and  for  the  purposes  specified. 

Second,  the  arrangement  of  the  movable  plate  1  and  finger  8  relatively  with  the  movable 
water-back  c,  for  the  purposes  and  as  specified. 

Third,  the  hollow  or  faucet  hinges  p  p,  combmed  with  a  movable  water-back,  whereby 
the  said  water-back  can  be  turned  toward  or  away  IJrom  the  fire  without  bending  or  springing 
the  pipes,  as  set  Ibrth. 

No.  31,084. — ^JOHN  F.  Keller,  of  Greencastle,  Pa. — Improvement  in  Machines  for  Sow- 
ing ferttiizers. — Patent  dated  Januarv  8,  1861. — The  spiked  rollers  aie  so  arranged  that  the 
bevelled  spikes  may  pre^^s  into  the  discharge  openings,  and  thus  prevent  clogging.  The  feed- 
slide  passing  over  the  discharge  oi)enings  is  attached  to  a  lever  operated  by  the  hand  of  the 
driver,  and  thus  the  distribution  of  the  fortilisser  can  be  regulated.  The  removable  connecting 
rods  attached  to  the  elbow  on  the  universal  joint  allow  the  machine  to  be  drawn  along  without 
a  corresponding  movement  of  the  distributing  parts. 

Claim. — First,  the  anangcment  of  a  series  of  spiked  rollers  B,  when  placed  vertically,  and 
moved  through  a  partial  revolution  by  a  reciprocating  motion,  substantially  as  set  forth. 

Second,  the  use  of  the  clearers  11  and  the  feed-shdo  R,  (Figs.  5  and  (>,)  provided  with  the 
peculiar  openings  G,  substantiaUy  in  the  manner  and  for  the  purposes  described. 

Third,  the  arrangement  of  the  removable  connecting  rods  t^  and  W,  in  combination  with 
elbow  X  and  the  universal  joint,  substantially  as  descnbed,  for  the  purposes  specified. 

No.  31,085.— E.  W.  Kimball,  of  Ottawa,  in,—Imorovement  in  Cotton-Planters,— T&UsBi 
dated  January  8,  18(31. — This  invention  consists  in  the  use  of  a  reciprocating  seed-slide,  in 
conne^on  with  valves  placed  in  the  lower  parts  of  the  seed-tubes,  and  operated  by  a  lever  in 
Buch  a  manner  that  when  the  feed-slides  are  open  the  valves  are  shut.  Indicators  are  con- 
nected to  the  valves,  so  that  the  operator  can  instantly  detect  any  failure  in  the  dropping 
apparatus. 

Claim. — ^The  reciprocating  seed-slides  d  d  and  valves  1 1,  when  the  latter  are  operated  by 
the  projections  j,  on  the  sh(K)S  </,  and  springs  t,  on  the  rods  J,  and  the  latter  provided  vf\m 
indicators  or  rods  L,  all  arranged  as  and  for  the  purposes  set  forth. 

No.  31,086.— David  Pardee,  of  Carlyle,  l\\,— Improvement  in  Seeding  Machines.— Paiesit 
dated  January  8,  1861. — Upon  the  bottom  of  the  hopper  is  placed  a  circidar  plate  of  iron,  pro- 
vided with  holes  around  its  periphery.  This  plate  is  cogged,  and  caused  to  revolve  by  a  spring 
pawl,  operated  by  a  connecting  rod  and  ratchet  cam  upon  the  driving-whee!  of  the  macnine, 
80  that  seeds  are  oropped  through  as  each  hole  is  brought  in  succession  over  the  dropping-tube. 
A  hooked  arm,  operated  by  a  pitman  and  shaft,  forces  the  seed  through  the  holes  in  the  plate. 

Claim. — ^The  arrangement  oi'  the  perlbrated  ratchet  distributing-wheel  H,  cut-off  brush  I, 
spring-pawl  J,  spcmt  5\  coulter  E,  and  hopper  G,  with  the  sUding-bar  L,  springs  K  f,  arm  g, 
cam  0,  pivoted  guides//,  shall  t,  hook-arm  M,  and  recess  j,  all  as  shown  and  described. 

No.  31,087.— Jabies  C.  Pease,  of  Sycamore,  Ohio.— -Improvement  in  Field  Rollers.— 
Patent  dated  January  8,  1861. — ^The  forward  roller  is  connected  to  the  rear  ones  by  a  swivel 
joint,  which  permits  of  the  whole  being  readily  turned  and  opemted. 

Claim. — ^The  arrangement  of  rollers  K  H'  R",  swivel-lrame/,  shaft  S,  braces  B  B,  strap  C, 
and  tongue  T,  as  and  for  the  purposes  set  forth. 

No.  31,088.— WORDEN  P.  Penn,  of  Belleville,  IVi.— Improvement  in  Seeding  Machines.— 
Patent  dated  January  8,  1861. — The  cleaning-pins  are  attached  between  the  arms  of  the 
feeding-wheels,  and  are  designed,  by  communicating  a  stirring  motion  to  the  grain,  to  free  it 
from  straw.  A  fender,  slightly  inclined  and  plac^  above  the  wheels,  prevents  clogging. 
The  revolving  coulter  is  att^iched  to  the  drag-bar  in  advance  of  the  fiukes,  which  allows  them 
to  pass  easily  through  any  kind  of  ground. 

Claim. — The  joint  arrangement  of  the  cleanitig-pins  a  a  a,  the  feeding-wheel  £,  the  fender 
F,  and  revolving  coulter  C,  in  the  manner  described. 

No.  31,089.— W.  B.  QUARTON,  of  Carlinville,  JM.— Improvement  in  Seeding  Machines.— 
Patent  dated  January  8,  1861. — ^A  number  of  wheels  are  placed  side  by  side  on  a  fixed  shaft 
behmd  the  seed-tubes,  each  of  which  is  capable  of  a  motion  independent  of  the  cutters,  and 
so  constructed  and  placed  on  the  shaft  as  to  rise  or  fall  and  accommodate  themselves  to  the 
inequalities  of  the  siuface  of  the  ground  independently  of  each  other,  while  they  will  each 
form  a  deep  and  sloped  farrow  and  corresponding  ridge,  and  thus  press  the  seed  completely 
into  the  soil. 

CltUm, — ^The  arrangement  of  the  rods  £',  cutters  J),  axle  jy,  oscillating  shaft  D^',  rod  A, 
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to^er  E,  seed  box  B,  roUers  J,  hab  e,  and  hinged  pivoted  lever  A,  all  as  shown  and  described, 
for  the  purposes  set  forth. 

No.  31,090.— <5}elston  Sanford.  of  New  York,  N.  Y, —Improvement  in  Horse  Potcers.-^ 
Patent  dated  Januay  8,  1861. — ^The  frame  with  its  rim  is  so  constructed  that,  by  unscrewing 
ihe  bolts  by  which  it  is  held  to  the  bed,  the  frame  can  be  turned  around  so  that  the  belt  pulley 
is  made  to  run  a  shaft  set  at  different  relations  to  the  main  bed  of  the  driving  machinery. 
When  necessary,  more  than  one  shaft,  for  operating  different  machines  set  at  different  rela- 
tions to  the  bed  frame  may  be  employed. 

Claim. — ^The  manner  of  arrangmg  the  fttime  L,  rim  J,  and  spider  K,  with  the  bed  frame  A 
of  the  machine,  for  the  purpose  of  revolving  the  frame  L,  and  belt  pulley,  so  that  the  power 
can  be  applied  to  a  shaft  or  shafts  standing  m  different  relations  to  the  diiving  machine,  as  set 
forth  and  described. 

No.  31,091.— William  H.  Saunders,  of  Hastings,  N.  Y,— Improvement  in  Couplingn 
Jot  connecting  Thills  to  the  Axles  of  Carriages. — Patent  dated  January  8,  1861. — The  coup> 
iin^  with  the  pin  of  the  clip  beinff  effected  by  the  centre  piece  and  strap  surrounding  it,  and 
with  an  elastic  tube  interposed  and  in  a  compressed  state,  the  jar,  rattle,  or  wear  of  the  metal 
parts  is  avoided,  while  the  shafts  will  be  free  to  vibrate  up  and  down,  and  the  elastic  tension 
secures  a  constant  gpripin^  of  the  bolt. 

Claim. — The  combination  of  the  centre-piece,  strap,  elastic  tube,  and  pin  of  the  clip,  sul>> 
atantially  as  specified,  whereby  the  tension  of  the  elastic  tube  causes  the  centre-piece  and  strap 
between  which  it  is  compressed  to  gripe  and  )told  the  bolt  or  equivalent,  by  \vhic^  they  are 
secored  to  each  other,  as  set  forth. 

No.  31,092.— Alfred  E.  Smith,  of  Bronxville  ,N.  Y. —Improvement  in  Railroad  Car  Axles.— 
Patent  dated  January  8,  1861. — ^The  bar  of  iron  is  welded  into  the  desired  shape  by  rollers, 
and  thus  the  weakening  produced  by  lon^  continued  forging  is  avoided.  The  cylindrical  cut 
bearings  are  welded  on  to  the  ends  of  tne  axles.  This  form  of  axle,  it  is  claimed,  will  op-' 
pose  great  resistance  to  any  transverse  strain,  with  a  small  amount  of  metal. 

Claim. — The  constructing  of  wrought  iron  or  steel  railroad  axles  by  the  arrangement  of 
longitudinal  ribs  or  bars  of  metal  sohdly  united  together  at  right  angles  to  each  omer  some- 
what in  the  form  of  a  cross,  in  the  manner  and  for  the  purposes  set  forth. 

No.  31,093. — ^B.  C.  Smith,  of  Philadelphia,  Pa. — Improved  mode  of  Constructing  Iron 
Pavements. — ^Patent  dated  January  8,  1861. — ^The  recesses  are  made  deeper  than  the  projecy 
tions  are  long,  so  that  by  moving  any  plate  dose  to  the  one  next  to  it,  the  projections  on  the 
other  side  will  be  removed  frx)m  the  corresponding  recess :  one  side  of  the  plate  may  thus  be 
raised  up,  and  the  plate  readily  removed. 

Claim. — An  iron  pavement  composed  of  a  series  of  plates  laid  a  given  distance  apart  from 
each  other,  and  having  projections  and  recesses  so  proportioned  to  that  distance  that  the  plates, 
when  undisturbed,  may  form  ^n  unyielding  pavement,  and  that  one  of  the  plates  may  be 
readily  removed  atler  a  slight  lateral  movement  of  the  adjacent  plates,  as  set  forth. 

No.  31,094.— WiluamMcK.  Thornton,  of  Niles,  ^ch.— Improved  Machine  for  Creanng 
and  Finishing  Leather  Straps. — Patent  dated  January  8,  1861. — ^The  end  of  the  strap  is 
passed  between  the  unequal  rollers,  apd  by  turning  the  crank  the  strap  will  pass  through  by 
the  friction  of  the  lower  wooden  roller ;  the  upper  roller  revolves  faster  than  the  lower  one, 
eiving  the  stra^  a  sleek,  compressed  appearance,  and  bringing  it  out  sleeked,  creased,  and 
nnished,  readv  lor  stitching. 

Claim.— The  combination  of  the  unequal  rollers  F  and  J,  operated  in  the  manner  and  for  the 
poipoaes  set  forth. 

No.  31,095.— Pierre  D.  Van  Hoesen,  of  New  York,  N.  Y.-^Improved  Sad  Iron.— Ta^t&iA 
dated  January  8,  1861. — ^This  invention  consists  in  the  arrangement  of  a  wooden  handle 
which  can  be  readily  attached  to  the  body  of  the  iron  and  taken  off  from  the  same,  and  which 
is  provided  with  a  protecting  plate  or  shield  in  such  a  manner  that  the  handle  can  be  brought 
down  as  close  to  the  body  of  the  iron  as  the  thickness  of  the  finffera  and  of  said  shield  vrVl 
allow,  without  exposing  the  hand  of  the  operator  to  the  radiating  beat 

Claim. — ^A  handle  B,  for  a  sad  iron  whicn  is  provided  with  a  shield  C,  and  which  is  attached 
to  the  iron  b^  means  of  square  pins  c  c  and  lugs  a  a\  and  locked  by  a  drop  catch  D,  in  the 
manner  and  lor  the  purpose  set  forth. 

Na  31,096.^Ellis  Michael,  assignor  to  Andrew  Free  and  J.  W.  Free,  La  Porte,  Ind.*- 
improvement  in  Chain  Separators.— PaXeui  dated  Januaiy  8,  1861. — In  the  upper  part  of 
the  shoe  is  an  inclined  apron  provided  with  ribs  or  slats  divergfing  from  their  inner  ends,  and 
extending  from  a  point  directly  underneath  the  discharge  orifice  of  the  hopper.  Parallel 
slata  are  also  secured  to  the  screen  O',  and  to  the  chess-board  at  the  rear  end  of  the  shoe,  the 
object  being,  in  connection  with  the  shake  motion,  to  spread  the  grain  so  that  the  grass  seed 
•hall  be  separated  from  the  grain  before  the  latter  is  subjected  to  the  blast. 
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«  Claim. — ^The  slats  t  k  k\  placed  respective]  j  on  the  apron  £,  screen  G',  and  chess-board  ^, 
where  said  parts  are  arranged  relatively  with  each  other,  the  fan  D  and  the  screen  F  to  cpent* 
as  and  for  the  purpose  set  forth. 

No.  31»097.— PuRCiiES  Miles,  of  New  Haven,  Conn.,  assignor  to  Plant's  Maktfao- 
TURING  Company,  of  Southington,  Conn.  "-Improved  Meat  Cutter, — ^Patent  dated  Jaaoarj 
8,  18C1.— The  meat  is  forced  by  the  rotatory  forcing  flanches  and  grooves  between  the  rerolT- 
ing  beater  and  stationary  cutters,  and  thus  finely  minced. 

Claim. — ^The  combination  of  the  rotary  spiral  forcing  flanges  F,  and  grooves  4,  with  tha 
revolving  bcators  £,  and  stationary  cutters  B,  in  the  manner  and  for  the  purposes  shown  and 
described. 

No.  31,098— Punches  Miles,  of  New  Haven,  Conn.,  assignor  to  Plant's  BIanvfao 
Tt'UiNO  Company,  of  Southington,  Conn. — Improved  Cutting  and  Grinding  Aparmtms, — 
Patent  dated  January  8,  18(>1. — This  invention  consists  in  the  employment  of  a  series  ol 
stationary  cuttora  and  revolving  bcutcrs  or  feeders  placed  on  one  and  the  same  sbtJU  and 
with  a  suitable  concave  or  shell  whereby  the  cutting  apparatus  may  be  regulated  wbenev« 
desired,  in  order  to  always  preserve  a  cutting  action  similar  to  that  produced  by  ordioafy 
shears. 

Claim, — ^The  combination  of  the  spiral  knives  i  j,  and  the  rotary  cutter  head  B,  with  tba 
spiral  gooves  e,  and  the  longitudinal  grooves  A,  of  the  concave  A,  in  tl^e  manner  and  lor  tba 
purposes  shown  and  descril>ed. 

No.  31,099.  -S.  C.  Abbott,  of  Zancsville,  Ohio.—Improvemtnt  in  ProjtetiUs  for  Or^ 
nance. — Paten,  dated  January  15,  1801. — The  screw  plug  inserted  in  the  conical  end  of  tba 
projectile  is  made  in  two  sections.  Three  passages  extend  from  end  to  end  of  the  rear  sec- 
tion, the  central  passage  beiog  designed  to  admit  air  into  the  shell  and  between  the  grains  oi 
powder  in  its  flight,  and  the  side  passages  for  conducting  the  fire  of  an  exploding  cap  to  tba 
charge  of  the  shelL  The  spiral  planes  are  for  the  purpose  of  causing  rotation  by  the  frictiua 
of  the  atmosphere,  as  presenting  a  more  regular  surface  for  resistance  than  mmrd  wings  <» 
sunken  grooves.  A  ring-shupeu  wafer  cap  is  placed  between  the  two  sections  of  the*  ftdvw 
plug  so  as  to  be  exploded  by  the  concussion  of  the  sections  when  the  shell  strikes  an  object. 

Claim. — First,  so  constructing^  the  shell  that  it  charges  itself,  or  the  interstices  between  tba 
grains  of  powder  with  which  it  is  loaded,  with  atmospheric  under  pressure  as  it  flies  ibruogb 
ue  air,  and  at  the  moment  of  contact  with  a  resisting  object  confines  said  compacted  or  cua>- 
pressed  air  substantially  as  and  for  the  purposes  set  lorth. 

Second,  the  spiral  planes  C  on  the  conical  front  portion  of  the  shot  or  shell  in  the  deaczibed 
combination  with  the  cylindrical  rear  portion,  for  the  purposes  explained. 

Third,  constructing  the  screw  plug  which  conducts  the  fire  of  the  cap  to  the  interior  of 
the  shell  in  two  parts,  and  fitting  one  part  over  the  air  nipple  of  the  other  part,  substoiUiaiiy 
as  and  for  the  purposes  set  forth. 

Fourth,  the  employment  between  the  shell  and  the  inner  circumference  of  the  gun  of  a 
self-detaching  wedge-shaped  spring  packing  strip,  bent  into  the  form  of  a  ring,  baid  strip 
being  formed  of  leather,  gutta-percna,  or  other  similar  flexible  substance  which  is  softer  than 
the  metal  of  the  gun,  and  rendered  solid  by  means  of  soft  metal  plugs  or  rivets  dhveii  throo^ 
its  thickest  edge,  substantially  as  and  for  the  purposes  set  forth. 

No.  31,100.— James  Adams,  of  New  York,  N.  Y.— Improvement  in  HffdnmeUrg.-^Pmiitm 
dated  January  15,  1861. — ^The  construction  of  this  device  is  designed  to  render  it  leas  iiabia 
to  a  change  of  form  by  careless  use,  the  metal  stem  admitting  of  a  more  aocorate  gradoatHB 
than  when  the  device  is  made  wholly  of  metal  or  rubber. 

Claim. — The  construction  of  a  hvdrometer  or  other  instrument  for  ascertaining  the  spacific 
gravity  of  liquids,  substantially  as  described,  by  combining  with  its  bulb  and  lower  pcut,  i 
of  hard  .vulcanized  India-rubber  or  gutta-percha,  a  graduated  upper  stem  made  of  j        * 


No.  31,101.— J.  T.  D.  Alexander,  of  Maryenna,  Texaa.— Improvement  in  Ca/uaotora.— 
Patent  dated  January  15,  18G1. — ^The  bars  connecting  the  two  parts  are  curved  so  aa  to  paas 
over  cotton  plants,  dec,  and  their  ends  are  secured  by  wedges  to  the  frame  in  such  a  "^"tw 
as  to  admit  of  adjustment  as  to  width.  The  beams  are  supported  on  wheels,  and  admit  ct 
vertical  adjustment. 

Claim. — ^The  arrangement  <^  the  beams  A  A,  the  bars  B  B  and  H  H,  as  constmcted,  iba 
shanks  F  F,  the  wheels  D  D,  and  the  slotted  crank  axles  £  E,  the  whole  being  ananged  and 
connected  in  the  manner  and  for  the  purpose'specified. 

No.  31,102.— T.  F.  Allen,  of  Dyersville,  Iowa. — Improvement  in  Springs  for  Railrmd 
Cars. — Patent  dated  January  15,  IcHil. — ^This  invention  consists  in  the  mtxlo  of  arraa^nc 
and  holding  together  metallic  plates  and  cross-bars  or  fulcra  so  as  to  form  a  car  spring,  wIlm 

works  witk)ut  producing  sliding  friction  between  its  parts,  or  abrasion  by  coming  in  r ' 

with  any  part  of  the  truck  frame  or  body. 

Claim, — iSo  arranging  the  plates  and  cross-bais  above  each  othei^  and  boldiog  tba  i 
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gether  Uiat  the  plates  are  sprang,  when  the  spring  is  in  action,  from  the  base  to  the  top  of  tho 
pile  over  and  under  the  central  cross-bars,  and  wnile  being  thus  sprung  the  ends  of  the  plates 
c^proximate  each  other,  both  vertically  and  laterally,  without  touching  any  object  or  coming 
in  contact  with  bolts  passing  through  the  pile  or  a  uame  confining  them,  substantiaUy  as  ana 
Ua  the  purpose  set  forth. 

No.  31,103. — Ambrose  E.  Barnard,  of  Paterson,  N.  J. — Improved  Hose  Coupling, — 
Patent  dated  January  15,  1861. — ^The  but  is  provided  with  a  flange,  forming  a  cap  into  wnich 
an  India-rubber  ring  is  inserted  and  fits  in  a  groove  in  the  but,  which  allows  the  edge  of  the 
shank  of  the  ring  to  contract  within  the  but,  so  that  the  cap  or  head  when  the  but  is  inserted 
will  not  strike  the  edge,  but  have  a  bearing  on  the  shank  of  the  ring.  The  head  is  held  in 
position  by  spring  catches  let  into  the  lower  part  of  the  but,  the  catches  being  compressed  by 
a  clamp  ring. 

Claim. — ^First,  the  India*rubber  ring  C,  made  in  the  manner  described,  which  constitutes  an 
automatic  or  self-cutting  washer;  second,  in  combination  with  the  same,  the  but  A,  cap  B, 
gpring  catches  D  D,  and  clamp  ring  E,  arranged  and  operated  as  set  forth  and  for  the  purpose 
descnoed. 

No.  31,104.— Dennis  S.  Bartlett,  of  Roxbury,  JAasB.—Improved  Weight  and  HUd^ 
Strap  /or  Fastening  Horses, — Patent  dated  January  16,  1861. — This  invention  consists  in 
placmg  within  the  weight  or  block  a  barrel  and  spring,  which  winds  up  the  hitch-strap  when 
It  is  released  from  the  horse's  head  and  retracts  it  into  the  hollow  weight,  where  it  is  out  of  the 
way  until  again  required  for  use. 

Claim. — ^The  combination  of  the  weight  A  B  with  the  hitch-strap  D,  barrel  C,  and  sprii)g 
£,  the  whole  arranged  and  operating  substantially  as  described  for  the  purpose  set  forth. 

No.  31,105. — J.  H.  Bean,  of  Forrcston,  Dl. — Improvement  in  Seed-Drills. — Patent  dated 
January  15,  1861. — ^The  invention  relates  to  the  method  of  arranging  the  seed-hoppers  and 
their  conneiuon  with  rollers,  both  grain  and  grass  seed  being  sown  simultaneously.  V-shaped 
scrapers  are  arranged  at  the  back  of  the  rollers,  being  curv^  to  correspond  with  the  rollers,  so 
as  to  {)revent  clogging  by  dirt. 

Claim. — The  arrangement  of  the  independently  pivoted  frame  A  and  rollers  B  with  the 
frame  E  and  apparatus  F  G  H  J  K,  tubes  /  and  curved  bars  g,  as  for  the  purpose  shown  and 
described. 

In  combination  with  the  above  I  also  claim  the  employment  of  the  curved  V-shaped 
scrapers  D  upon  the  rollers  B,  as  and  for  the  purpose  shown  and  described. 

No.  31,106. — ^M.  C.  Brelspord,  of  Gurard,  Dl. — Improvement  in  Rakes  for  Reapers,-^ 
Patent  dated  January  15,  1861. — ^This  invention  relates  to  that  dass  of  nJkin^  devices  in 
which  a  vibrating  rake  is  employed,  and  so  operated  as  to  pass  over  the  platform  m  the  arc  of 
a  circle  and  rake  the  cut  grain  therefrom,  the  rake  rising  at  the  termination  of  its  backward 
etrt^e  above  the  platform  and  proceeding  to  the  front  end  to  again  descend  and  perform  its 
work. 

Claim. — ^The  combination,  substantially  as  shown  and  described,  of  the  rake-bar  F  with  a 
pitman  rod  £,  that  has  one  end  attached  to  a  driving  crank,  while  the  other  end  slides  through 
a  strap  or  eye  upon  the  frame  or  equivalent  support,  so  that  when  the  driving  crank  is  re- 
volved the  said  rod  E  will  be  caused  alternately  to  rise  and  fall,  and  also  to  move  back  and 
forth,  and  impart  a  corresponding  movement  to  the  rake-bar,  whereby  the  rake  is  made  to 
sweep  across  the  surface  of  the  platform,  then  rise,  then  move  forward,  then  descend  to  tibe 
platform,  and  then  sweep  as  before. 

No.  31,107. — ^Lewis  B.  Brown,  of  Scriven  county,  Georgia. — Improvement  in  Cotton-Seed 
Planters. — Patent  dated  January  15, 1861. — ^A  centre  wheel,  provided  with  short  arms,  is  made 
to  carry  the  seed  down  through  the  hopper.  A  sliding  rack,  provided  with  pins  inclining  in- 
wardly and  covering  the  distnbuting  wneel,  receives  a  reciprocating  motion  from  the  driving 
wheels,  causing  an  even  distribution  of  the  seed. 

Claim. — The  sliding  rack  F  F,  with  inclined  pins  i  i,  in  combination  with  the  distributing 
wheel  B  and  driving  wheels  3  3,  the  whole  constructed  and  arranged  substantially  as  and  for 
the  purposes  set  forQi. 

Ko.  31,106.-^O9iit7A  F.  Cameron,  of  Livingston  county,  Missouri. — Improvement  in  Sub- 
9oU  Ploughs. — ^Patent  dated  January  15,  1861. — The  parts  are  so  constructed  and  arranged 
that  the  rotary  coulter  can  be  raised  or  lowered,  the  mould-board  readily  taken  ofif,  and  the 
standard  and  cutter  easily  ti^en  apart 

Claim. — Beam  A,  clevis  x  and  y,  rotary  coulter  B,  standard  F,  cutter  D,  with  its  clevis  T, 
wedge  z,  brace  c,  hook  k,  and  mould-board  £,  when  these  several  devices  are  constracted  and 
arranged  in  the  manner  and  for  the  purpose  set  forth. 

No.  31,109.— Joshua  F.  Cab^ieron,  df  Bedford,  Missouri. — Improvement  in  Devices  for 
Bt€mnmg  Shieldg  to  Ploughs^^-TBi/oai  dated  January  15, 1661. — ^This  invention  consista  in 
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placing  over  the  monld-board  a  revolTing  disk  or  shield  arranged  bo  as  to  be  a^nstable  In 
height  and  in  distance  from  the  monld-board,  thus  causing  the  dirt  to  fall  upon  the  roots  or 
base  of  the  plants  instead  of  covering  them. 

Claim. — The  arrangement  of  the  revolving  shield  B,  adjustable  head  a,  bars  C  J  and  D,  con- 
structed and  a<\ju8table  in  relation  to  each  other  in  the  manner  described  for  the  purpose 
specified. 

No.  31,110.— Jesse  A.  Crandall,  of  New  York,  N.  Y. —Improvement  in  Perambulaton 
or  Children's  Carriages, — Patent  dated  January  15, 1861. — ^A  handle  frame,  carrying  a  guide 
wheel,  is  attached  to  a  gi^  in  such  a  manner  that  the  rig  can,  by  reversing  this  hanSe  frame, 
be  converted  at  pleasure  mto  a  perambulator  or  invalid^s  carriage.  The  handle  frame  is  made 
adjustable  so  that  it  can  be  rcaaily  regulated  to  suit  the  height  of  the  attendant  who  propels 
the  perambulator,  or  to  change  the  position  from  a  sitting  to  a  recumbent  one  to  suit  the 
occupant. 

Claim. — First,  the  general  form'and  arrangement  of  the  handle  frame  with  its  wheel,  snV 
stantlcJly  as  described,  whereby  the  same  vehicle  can  be  converted  into  a  gig  or  a  perambi> 
lator  at  pleasure. 

Second,  the  special  mode  of  clamping  the  handle  frame  in  whatever  position  it  is  set,  as 
described. 

Third,,  the  method  described  of  increasing  the  adhesion  between  the  sides  of  the  handle 
frame  and  the  face  of  the  collar  on  the  spindle. 

No.  31,111.—^.  B.  De  Forest,  of  Birmingham,  Conn. — Improved  Instrument  for  Cleam- 
ing  Lamp  Chimneys. — Patent  dated  January  !.'>,  1861. — This  invention  consists  in  the  com- 
bination of  a  removable  fibrous  envelope  with  a  laterally  expanding  frame,  formed  of  curved 
springs,  with  a  handle  attached,  so  that  the  soft  envelope  will  be  forced  against  the  inner  8n> 
face  of  the  glass  chimney. 

Claim. — ^A  wiping  instrument  for  lamp  chimneys,  formed  by  the  combination  with  a  laterally 
expanding  frame  of  a  removable  fibrous  envelope,  operating  substantially  as  set  forth. 

No.  31,112.— W.  A.  Dryden,  of  Monmouth,  HI— Improvement  in  Cultivators.— TAtent 
dated  January  15,  1861. — ^The  object  of  this  invention  is  to  arrange  a  cultivator  which  allows 
of  conveniently  adjusting  the  shares  to  any  desired  depth  and  width,  and  which  enables  the 
operator  to  throw  the  shares  out  of  the  ground  and  to  keep  them  elevated  when  it  is  desired  to 
turn  the  machine  or  to  move  it  from  one  field  to  another. 

Claim. — ^The  arrangement  of  the  lever  G  with  the  dog/  in  combination  witli  the  stop  g^  on 
the  upper  surface  of  the  beam  A,  and  with  the  plate  e,  at  the  under  surface  of  the  draught 
pole,  constructed  and  operating  as  and  for  the  purpose  specified. 

Also,  the  arrangement  of  the  pin  j,  projecting  from  the  beam  A,  in  combination  witb  a 
hole  k,  in  the  lever  G,  substantially  as  and  for  the  purpose  described. 

No.  31,113.— George  Esterly,  of  White  Water,  Wis.— Improvement  in  Hand  Rake  far 
Reaping  Machines. — Patent  dated  January  15,  1861. — By  inclining  the  handle  relatively  to 
the  stale,  cramping  and  twisting  the  wrist  of  the  operator  is  prevented. 

Claim. — First,  tne  arrangement  of  the  handle  G  obliquely  to  the  stale  F,  for  the  purpose  of 
adapting  the  rake  to  use  by  the  attendant  standing  inclined  centrally  over  the  platform  and 
gram  thereon,  substantially  as  set  forth. 

Second,  graduating  the  length  of  the  teeth  F  of  the  rake  head,  so  that  they  correspond  witb 
the  gradually  increased  thickness  of  the  grain  as  it  is  deposited  upon  the  platform,  and  cause 
the  rake  head  to  compress  the  grain  equally  firom  end  to  end,  substantially  as  and  for  the  pof- 
pose  described. 

No.  31,114. — ^A.  Fanckboner,  of  Schoolcraft,  Mich. — Improvement  in  Grain  Separators, — 
Patent  dated  January  15, 1861. — ^This  invention  consists  in  the  arrangement  and  combination 
of  a  hopper,  screens,  and  receptacles,  for  the  purpose  of  separating  &ie  seeds  from  the  coarse 
and  the  different  grades  of  fine  seeds  from  each  other. 

Claim, — ^The  arrangement  of  the  screen  2,  screen  3,  receptacle  4,  receptacle  7,  spout  5,  pipe 
8,  box  6,  and  drawer  9,  in  combination  with  the  vibrating  frame,  containing  the  screens  of  a 
common  fan  mill,  as  set  forth  and  described. 

No.  31,115.— C.  C.  French,  of  West  Stockbridee,  Mobs.— Improvement  in  Com  Shellert. 
Patent  dated  January  15,  1861. — A  rotating  disk-wheel,  having  toothed  or  picking  surfaces,  is 
arranged  between  two  large  rotating  shellliig-wheels,  having  sharp  teeth  projecting  from  their 
peripheries,  and  combined  with  two  toothed  cylinders  arrancred  on  an  inclined  plane  in  yielding 
frames  on  each  side  of  the  single  disk  wheel.  Each  cylinder  carrying  frame  is  hung  in  sncE 
a  manner  that  the  pressure  of  the  com  cobs  against  the  cvlinders  inthe  operation  of  shelling 
the  com  from  the  cob  will  operate  on  bearings  pcutiall^  independent  of  the  shafl  of  the  toothed 
disk-wheel,  thereby  removing,  to  some  extent  the  friction  of  the  cylinder  firames  from  «*Ai'i 
disk-shaft.  * 

C^tm.— first,  tha  rotatiiig  cgrlindar  Q,  axzanged  on  a  yielding  firamo  H,  in  oombinafioii 
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wkh  the  disk-wheel  B'  and  shelliiig-wheel  £,  oil  constracted,  arranged,  and  operating  as  set 
forth. 

Second,  hanging  the  longitudinal  hars  of  frame  H  on  the  tnbnlar  bearing  blocks  a  and  h,  so 
that  the  action  of  the  ears  of  com  against  the  cylinder  G  will  not  cause  any  fidction  on  the 
main  shaft  B,  substantially  as  set  forth. 

No.  31,110.— George  W.  Furman,  of  Brooklyn,  N.  Y, —Improved  mode  of  RdUving 
Steam  Cylinders  of  the  water  of  condensation, — Patent  dated  January  15,  I8bl. — ^As  the 
water  of  condensation  and  steam  passes  from  the  cylinder  to  the  trap  F,  toe  valve  £  is  opened, 
and  the  steam  entering  communication  pipe  C,  bears  against  the  valve  £'  and  keeps  it  closed, 
thus  preventing  the  return  of  any  steam  from  the  trap  to  the  cylinder,  by  which  means  the 
latter  is  relieved  of  condensed  steam,  and  the  engines  of  the  back  pressure  of  water. 

Claim, — The  combination  of  the  steam  cylinder  A  with  the  pipes  B  B,  C,  and  D,  valves  E 
and  £',  and  steam  trap  F,  when  the  same  shall  be  combined  and  operated  as  described  and  fpr 
tJ^  purpose  set  forth. 

No.  31,117.— Homer  Gillet,  of  Lyndon,  DL — Improvement  in  Mole  Ploughs.— 'VaJt&Di 
dated  January  15,  1861. — ^This  invention  consists  in  combining  with  an  auxiliary  beam,  and 
main  beam  and  adjustable  mole  tooth,  a  strong  semi-elliptic  spring  and  adjustable  screw-shaft, 
for  the  purpose  of  adjusting  the  auxiliary  beam,  and  at  the  same  time  keep  the  mole  tooth  up 
with  the  pressure  of  the  spring  against  tne  crown  of  the  channel. 

Claim. — ^The  spring  K,  or  its  equivalent,  when  used  in  combination  with  the  beams  G  and 
B,  and  adjusting  screw  J,  as  set  forth,  for  the  purpose  described. 

No.  31,118. — John  Goodman  and  Samuel  Rote,  of  Lancaster,  Ta.— Improvement  in 
Seeding  Cultivators, — Patent  dated  January  15,  1861. — ^This  machine  is  designed  to  combine 
the  operations  of  cultivating  the  plants,  depositing  the  seeds  of  turnips  or  other  kinds  between 
the  rows  of  com,  and  rolling  the  surface. 

Claim. — ^The  combination  and  arrangement  of  the  doubly  adjustable  scrapers  S,  with  their 
slotted  supports  T,  and  the  seeding  roller  B,  hopper  A,  and  appliances,  when  made  and  oper- 
ated substantially  as  specified,  for  the  purpose  mentioned. 

No,  31,119.— Thomas  Higarty,  of  St.  Louis,  'Mo.—Improvement  in  the  Manufacture  of 
Baskets. — Patent  dated  January  15,  1861. — ^The  claim  and  engraving  will  explain  the  nature 
of  this  invention. 

Claim. — ^The  use  of  broom  com  and  wire  in  combination  with  willow  or  ratan,  substantially 
in  the  manner  described,  for  the  purpose  of  making  a  cheaper  and  more  durable  basket  than 
can  be  made  of  willow  or  ratan. 

No.  31,130. — ^Daniel  Herlong,  of  rSandv  Ridge,  Ala. — Improvement  in  Cotton^Seed 
Planters. — Patent  dated  January  15,  1861. — ^The  toothed  shaft  arranged  across  the  bottom  of 
the  hopper  is  caused  to  rotate  by  means  of  two  pawls  in  connexion  with  springs,  acting  upon 
ratchets  secured  to  the  shaft,  the  pawls  being  alternately  actuated  by  pins  on  each  side  of  a 
propelling  wheel,  for  the  purpose  of  insuring  a  uniform  discharge  of  seed  from  the  hopper. 

Claim. — ^Tbe  combination  of  the  pins  c  on  wheel  D,  the  springs  F  F,  pawls  G  G,  ratchets 
H  H,  and  toothed  shaft  I,  the  latter  placed  within  the  hopper  B,  and  all  arranged  for  joint 
operation  as  and  for  the  purpose  set  forth. 

No.  31,121.— Wn-Lis  Holmes,  of  Macomb,  HI. — Improvement  in  Windmills.—'Pa.teDt 
dated  January  15,  1861.— On  the  inside  of  a  flume  or  cyhndrical  casing,  having  one  flarinff 
end,  and  mounted  in  such  a  manner  that  it  can  rotate  horizontally  and  always  present  its  broad 
end  to  receive  the  current  of  air,  are  arranged  i^  stationary  and  a  rotating  wheel,  the  former  to 
regulate  and  direct  the  currents  of  air  to  the  latter.  With  the  flaring  end  of  the  flume  are 
combined  two  sliding  shutters,  which  will  entirely  or  partially  close  the  end  of  the  flume.  Two 
perpendicular  wings,  or  shutters,  are  arranged  in  the  back  flume,  and  combined  with  a  fan  and 
sprmg  in  such  a  manner  that  the  wings  will  spread  out  when  the  wheel  revolves  too  fast  and 
check  the  current  of  air,  and  thus  serve  to  ^ovem  the  motion  of  the  wheel. 

Claim, — ^The  arrangement  of  the  self-acting  fan  K  and  valves  H  H  with  the  flume  A,  bar 
G,  rods  J  J,  spring  box  L,  and  wheel  £,  in  the  manner  and  for  the  purposes  shown  and  de- 
scribed. 

No.  31,122. — J.  D.  Houston,  of  Pope's  Depot,  Miss. — Improvement  in  Cotton  Scrapers. 
Patent  dated  January  15, 1861. — ^This  invention  consists  in  combining  in  one  frame  two  rotary 
hoes  and  a  double  scraper,  or  two  scraping  wings  of  a  peculiar  constraction,  in  such  a  man- 
ner, and  in  operating  tnem  in  such  a  way,  that  the  cotton  plants  will  be  left  in  hills  of  a  few 
stalks,  and  the  scrapers  will  thin  out  the  sides  of  the  hills,  while  the  hoes  will  thin  off  the 
tops  of  the  hills. 

C/atm.— The  arrangement  of  the  scoUop-edged  driver  B',  pinion  C,  rotary  shaft  H,  and  ad- 
justable rotary  hoes  G  G,  with  the  adjustable  scrapers  D'  D',  frame  A,  wheels  B  B.  and  gov- 
entmg  handles  D  D,  as  shown  and  described,  for  the  purposes  set  forth. 
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No.  31,123.— George  W.  Lee  and  Adam  B.  Reese,  of  Phillipsburgli,  N.  J.-^Improte- 
nunt  in  S<seding  Machines. — Patent  dated  January  15,  1861. — ^I'his  invention  consists  in  an 
arrangement  of  devices  for  lifting  the  seed  or  farrow  tube  from  the  earth,  and  simultaneously 
arresting  the  delivery  of  the  seed  from  the  hopper. 

Claim, — ^The  arrangement  of  the  devices,  consbting  of  a  wave  wheel  c,  skeleton  plate  D, 
draw  plate  £,  provided  with  a  stud  /,  rods  R  and  ^,  and  feed  bars  1 1',  substantially  as  de- 
scribed, when  employed  with  a  liiUng  board  M,  operating  in  the  manner  and  for  the  purposes 
as  set  forth. 

No.  31,124. — Bernard  Moroiian,  of  Brooklyn,  New  York. — Improvement  in  Stopping  and 
Starting  Railroad  Cars, — Patent  dated  January  15, 1861. — ^The  toothed  racks  movo  m  slides, 
and  are  placed  one  above  and  the  other  below  the  axle,  so  that  a  pinion,  which  slides  on  the  axle, 
can  be  tnrown  into  gear  with  them,  by  means  of  a  three-armed  bell-crank  lever.  When  Uie 
car  is  about  to  stop,  the  pinion  is  thrown  into  ^ear  with  the  lower  rack,  which  causes  a  com- 
pression of  the  springs,  until  the  car  stops.  In  starting  the  car,  the  pinion  is  shifted  to  the 
upper  rack,  causing  a  reverse  action,  and  the  strain  of  the  springs  tends  to  movo  the  car 
forward. 

Claim, — ^The  arrangement  of  the  racks  G  G'  with  each  other  and  with  the  sliding  pinion  H, 
in  the  manner  shown  and  described,  so  that  the  teeth  of  the  pinion,  before  fuUy  leaving  one 
rack,  will  necessarily  engage  with  the  teeth  of  the  other. 

Also,  the  arrangement  ot  the  spring  teeth  p  p  with  the  racks  G  G^  in  the  manner  shown 
and  described. 

Also,  the  arrangement  of  the  lip  o  and  levers  g  hi  with  the  slide  £,  pinion  H,  and  racks 
G  Q't  in  the  manner  and  for  the  purposes  shown  and  described. 

No.  31,125.— John  W.  Nystrom,  of  St.  Petersburg,  Russia.— /m/?rat)e4  Apparatus  for 
Docking  Ships,  Sfc, — ^Patent  dated  January  15,  1861. — ^The  pontoons  are  constructed  in  the 
from  of  a  flat-bottom  boat,  with  a  close  dock,  and  having  near  each  end  two  upright  towers, 
extending  from  the  bottom  to  a  considerable  height  above  the  deck,  and  connected  below  by 
a  corridor.  The  remainder  of  the  hull  is  divided  into  a  number  of  water-tight  compartments, 
which  may  be  filled  with  water  for  sinking  the  pontoon,  and  emptied  by  pumps  tor  floating 
it  In  one  of  the  towers  are  placed  the  pumps  and  the  steam  engine  for  driving  the  pumps 
and  propeller,  and  in  the  other  is  the  boiler. 

Claim. — First,  the  construction  of  pontoons  with  communicating  towers  and  corridors, 
arranged  and  operating  substantiaUv  as  and  for  the  puipose  speciiicd. 

Second,  the  combination  with  such  pontoons  of  pumping  and  propelling  machinery  capable 
of  operating  together  or  independently,  substantially  as  described. 

No.  31,126.— Edward  G.  Oldpield,  of  Bordontown,  N.  J,— Improvement  in  Machines 
for  Making  Brick,  Tiles,  8fe, — Patent  dated  January  15, 1861. — ^A  series  of  propelling  blades, 
connected  hj  links  to  a  fixed  stud,  which  is  eccentric  to  the  shaft,  force  the  clay  tnrou^  a  con- 
tracted duct,  by  which  it  is  consolidated  and  passes  out  through  a  die  of  the  shape  to  be  given  to 
the  brick  or  tile.  A  rupture  of  the  duct  is  prevented  by  a  safety  pipe,  kept  in  position  by  a 
strut,  lever  and  weight ;  and  to  insure  the  uniform  movement  of  tne  clay  in  passing  through 
the  ^e  an  air-vessel  is  made  use  of.  The  clay  passes  between  rollers  joumalled  in  water-ti^t 
casings,  which  contain  water  for  the  purpose  of  lubricating  the  clay,  when  necessary. 

Claim. — First,  the  propellers  i  i,  travelling  in  the  tapering  duct  m,  in  the  manner  specified, 
to  compress  and  consolidate  the  clay,  as  set  forth. 

Second,  the  safety  plate  n,  applied  to  the  duct  m,  in  the  manner  and  for  the  purposes 
specified. 

Third,  the  arrangement  of  the  air-vessel  t,  rollers  u  it,  and  casing  v,  in  combination  with 
the  die  5,  in  the  manner  and  for  the  purposes  specified. 

No.  31,127.— J.  H.  Osgood,  jr.,  and  F.  B.  Shaw,  of  Boston,  MasB.— Improvement  in 
Railroad  Car  Coup/in^^.-Patent  dated  January  15, 18(51. — ^The  shackle-bar  Is  provided  near 
its  mouth  with  a  cross-bar  hold  up  by  means  of  a  bent  rod  and  springs,  so  as  to  receive  the 
notched  coupling-link  as  it  is  forced  in.  The  link  is  released  by  pressure  upon  the  bent  rod, 
which  depresses  the  cross-bar  below  the  notch  in  the  coupling.  The  cross-bar  may  be 
removed,  and  the  shackle-bar  used,  with  the  ordinary  link  confined  by  a  vertical  pin,  if  dosirablo. 

Claim, — ^The  combined  arrangement  of  the  V-shaped  bar  D,  cross-bar  C,  and  spiral 
springs  ft  n,  the  whole  constructed  and  operating  as  specified,  and  in  connexion  with  the 
eyes  p  and  r,  for  freight  cars,  as  described. 

Also,  making  the  cross-bar  C  detachable  or  removable,  to  be  employed  in  connexion  with 
the  hole  S,  when  it  is  necessary  to  couple  into  a  car  having  the  ordinary  coupling. 

No.  31,128. — ^E.  G.  Otis,  of  Yonkers,  New  York. — Improvement  in  Hoisting  Apparatus, — 

Patent  dated  January  15, 1861. — ^The  pawls  and  teeth  arc  so  arranged  and  constructed  that,  aa 

the  platform  is  drawn  up,  the  pawls  clear  the  teeth,  but  in  case  of  the  breaking  of  the  rope, 

,  a  spring  immediately  acts  to  press  the  pawls  against  the  teeth,  and  prevents  the  platform  from 

talUng.    The  brake  is  made  to  be  automatically  and  simultaneously  applied  with  the  stopping 
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of  the  rising  platfonn,  so  that  the  latter  may  he  stopped  at  anj  desired  point.  A  coonterpoise 
is  attached  to  the  main  hoisting  drum,  instead  of  to  the  platform,  so  as  not  to  interfere  wiUi 
the  mechanism  of  the  latter. 

Claim. — First,  having  the  pawls  //,  and  the  teeth  of  the  racks  C  C,  hook-formed  essei>> 
tiallj  as  shown,  so  that  the  weight  of  the  platform  will,  in  case  of  the  breaking  of  the  rope 
G,  canse  the  pawls  and  teeth  to  lock  together  and  prevent  the  contingency  of  a  separation  of 
the  same,  as  set  forth. 

Second,  the  arrangement  of  the  ropes  T  U  and  V,  combinel  and  operating  substantially 
as  and  for  the  purpose  set  forth. 

Third,  the  arrangement  of  the  slide  or  belt-shipper  8,  with  the  shoe  or  brake  Z,  and  rope 
T,  substantially  as  shown,  to  admit  of  the  simultaneous  application  of  the  brake  and  toe 
shilling  of  the  belts  OP  on  the  idle  pulleys  J  K,  as  set  forth. 

Fourth,  attaching  the  rope  Q  of  the  counterpoise  R  to  the  drum  H,  on  the  opposite  side 
from  the  lifting  rope  G,  substantially  as  shown,  so  as  to  counterpoise  the  platform  D,  witb> 
out  prevaiting  or  mterfcring  with  the  action  of  the  safety  mechanism  £  e  yT 

No.  31,129.— WoRDEN  P.Penn,  of  Belleville,  Hh^Improvement  in  Seeding  Ploughs,^ 
Patent  dated  January  15, 1861. — ^The'daim  and  engraving  will  explain  the  nature  of  the  iz»- 
vention. 

Claim. — ^The  described  arrangement  of  wheels  J  and  H,  hopper  box  B,  and  spring  M, 
behind  the  mould-board  A,  and  against  the  land  side  of  the  plough,  foMhe  purpose  of  sowing 
broadcast  or  drilling  the  seed  in  the  bottom  of  the  furrow,  the  whole  to  be  made,  operateC 
and  arranged  substantially  in  the  manner  described. 

No.  31,130.— WAsraNOTON  Roberts,  of  Roachport,  Mo.— /mpr<?rement  in  Covering 
Ploughs. — Patent  dated  January  15,  1861. — ^The  object  of  this  invention  is  to  cover  the  seeld 
and  press  down  the  ground  upon  it  by  one  operation,  and  it  consists  in  the  combination  of 
two  inwardly  flaring  shares,  attached  in  an  inclined  position  to  the  standard  of  a  plough, 
with  a  pressing^  roller  arranged  close  behind  the  shares  and  supported  by  pendants,  which  at 
the  same  time  term  braces  for  the  shares. 

Claim. — ^The  arrangement  of  the  inwaf  dly  flaring  shares  A,  attached  by  means  of  the  arm 
C  to  the  incbned  standard  B,  in  combination  with  the  pressing  roller  F,  supported  by  pen^ 
ants  c,  the  whole  being  constructed  and  operated  as  and  for  the  purpose  set  forth. 

No.  31,131.— B.  C.  Smitii,  of  Burlington,  N.  J. — Improved  Pavement  and  RaUtoay  com- 
bined. — Patent  dated  January  15,  1861. — The  object  of  this  invention  is  to  form  a  combined 
pavement  and  railway,  over  and  across  which  ordinary  vehicles  can  easily  pass. 

Claim.^-A  cast-iron  pavement  composed  of  solid  plates,  each  plate  having  a  lon^tudinal 
rib  or  ribs  A,  forming  a  rail  for  car  wheels,  and  transverse  ribs  B  and  C,  or  their  eqmvalents, 
when  the  upper  surtace  of  tho  rail  is  level  with  that  of  the  said  transverse  ribs,  and  when 
the  latter  are  cut  away  near  tho  rails,  as  set  forth,  for  the  purposes  specified. 

No.  31,132.— W.  H.  Smith,  of  Wyanet,  111. — Improvement  in  Cultivators.— -Paieni  dat/od 
January  15,  1861. — ^This  invention  consists  in  so  pivoting  and  bracing  the  rear  stocks,  or 
standards  carrying  the  shovels  to  the  cultivator  frame,  and  attaching  said  stocks  to  the 
handles  of  the  cultivator,  that  the  rear  shovels  may  bo  moved  laterally  while  the  cultivator 
is  being  drawn  through  the  field,  and  thus  made  to  work  up  close  to  rows  of  plants  which- 
are  irregularly  laid  out 

Claim. — ^Tne  brace  rods  g  g^  pivoted  pieces  h  h,  notched  plates  k  ^,  and  arms  m  m,  in  con^ 
bination  with  the  pivoted  shovel  stocks  £  £  and  handles  G  G,  all  arranged  and  operatiqg 
substantially  as  and  for  the  purposes  set  forth. 

No.  31,133. — Daniel  S.  Safford,  of  Decatur,  Uh—Improvcment  in  Ctf/rtpator5.— Patent 
dated  January  15,  1861. — On  the  main  frame  is  fastened  a  segment,  over  which  moves 
another  segment,  attached  to  the  roar  of  the  tongue.  Upon  the  upper  segment  are  two  pro- 
jections, against  which  the  operator  may  place  his  feet,  both  for  a  support  and  to  clamp  the 
main  frame  on  the  tongue.  The  axle  on  each  side  of  its  centre  has  torce  bends,  so  that  it 
will  form  a  lifting  lever  for  the  main  frame,  and  may  be  readily  operated  by  tho  c^ver  in  his 
eat. 

Claim. — In  combination  with  the  driver's  seat  and  a  tongue  pivoted  to  tho  main  frame,  the 
arc  rf,  with  its  projections  or  braces  e  c,  so  that  the  driver  may,  from  his  seat,  cramp  the  main 
frame  on  the  tongue,  to  cause  it  to  follow  the  crooks  in  the  row  of  plants,  substantially  as 
described. 

Also,  in  combination  with  the  seat  and  main  frame,  tho  construction  and  arrangement  of 
the  bent  axle,  for  tho  purpose  of  allowine  the  driver  to  use  tho  axle  itself  as  a  lever  to  raise 
or  lower  the  frame  upon  itself,  substantiaUy  as  described. 

Also,  tho  long  bent  share  blades  or  cutters  U,  for  the  purpose  of  cutting  under  and 
throwing  the  loosened  soil  towards  the  plants,  when  combined  and  arranged  with  a  frame 
8uch  as  described  and  represented. 
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Na  31,134.— C.  C.  SPRniGFELLOW  and  D.  W.  Sorles,  of  Lumpkin,  0%.— Improved 
Mode  of  Hanging  Carriage  Bodie$. — ^Patent  dated  Jannary  15,  1861. — ^This  invention  con- 
sists in  the  combination  of  transverse  tie  rods  with  the  side  springs,  which  are  hnng  bj 
shackle  bars  or  jointed  links  from  C-shaped  supports. 

Claim, — ^The  transverse  ties  G  Q,  arnuiged  and  operating  substantially  as  and  for  the  pur- 
poses specified. 

No.  31,135.— John  Wilkinson,  of  Baltimore,  Md,^Improved  Dumping   fFagom.^ 

Patent  dated  January  15,  1861. — ^Tbe  construction  of  this  wagon  admits  of  dumping  on  one 

Wle,  and  the  progress  of  the  body  bein^  suddenly  checked  as  the  retaining  bolt  strikes  the 

Ibgular  portion  ot  the  rail,  gives  the  load  a  fling  from  the  body.    The  body,  on  being  poshed 

back,  is  retained  by  a  spring  catch. 

Claim. — Supporting  the  body  a  upon  arched  railway  guides  b,  as  set  forth,  and,  in  combi 
nation  therewith,  I  claim  the  triangular  anti*friction  yoke  e,  as  set  forth. 
Also,  the  self-locking  catch  h,  arranged  and  operated  as  set  forth. 

No.  13,136.— LoRENZ  Wolf,  of  Hamburg,  ^o.—lmvrovement  in  Ploughs, — ^Patent 
dated  January  15,  1861. — ^The  standard  is  raised  or  lowerea  by  means  of  a  key,  for  the  pur- 
pose of  depressing  or  elevating  the  point  of  the  share.  The  strap  which  holds  the  clevis 
extends  back,  and  is  connected  to  a  plate,  through  which  the  standard  passes  underneath  the 
plough  beam.  In  th^  back  end  of  this  plate  there  is  a  lu^,  through  which  passes  a  screw, 
which  operates  to  turn  the  rear  end  of  the  plate  to  cither  side  upon  the  standard,  and  serves 
to  slew  the  point  of  the  ploughshare  to  the  right  or  left. 

Claim — The  arrangement  of  the  standard  H,  the  plate  D,  the  lug  I,  and  screw  C,  in  con 
nexion  with  the  plough  beam  and  the  plough,  substantially  in  the  manner  described,  for  the 
purpose  specified. 

No.  31,137.— W.  C.  Wright,  of  New  York,  N.  Y, --Improvement  in  Car  Bro^M.— Patent 
dated  Januanr  15,  1861.— One  of  the  axles  is  provided  with  a  pinion,  on  each  side  of  which 
is  a  cam.  The  cams  are  caused  to  throw  the  pinion  into  gear  with  a  rack  above  or  below 
the  axle,  according  to  the  direction  of  the  moving  car,  b^  which  means  a  spring,  placed  in 
the  rear,  is  compressed,  and  the  car  stopped.  On  startmg  the  car,  the  opposite  rack  is 
thrown  into  gear  with  the  pinion,  the  first  one  being  disengaged,  which  releases  the  com- 
pressed spring  and  causes  the  axle  to  turn,  and  thus  start  the  car. 

Claim. — The  spring  M.  rod  N,  pinion  D,  and  the  two  racks  P  Q,  when  the  latter  are  arranged 
or  used  in  connexion  with  the  cams  £  E\  bars  F  G  IJ,  and  levers  H  K,  or  other  equiva&nt 
devices  for  operating  them,  as  and  for  the  purposes  set  forth. 

No.  31,138.— Nehemiah  S.  Bean,  of  Manchester,  N.  H.,  assignor  to  the  Amoskeag  Manu- 
FACTURINU  Company,  of  same  place. — Improvement  in  Steam  Fire  Engines. — Patent  dated 
January  15,  1861. — ^The  tube  which  extends  from  the  boiler  is  made  to  serve  the  purpose  of 
a  "perch  pole,*'  to  which  the  wheels  are  connected,  and  is  bifurcated  so  that  its  capacity 
may  be  employed  not  only  for  tank  purposes  but  also  for  the  vacuum  and  air  chambers  of  tlie 
,pump. 

Claim. — ^The  bifurcated  arrangement  of  the  tubular  metallic  perch  pole  or  fore  body, 
whether  the  same  is  divided  into  compartments  or  not. 

'  No.  31 ,  139.— William  Bra  idwood,  of  Mount  Vernon,  and  Richard  Whiting,  of  Brook 
iyn,  N.  Y.,  assignors  to  Thomas  Holmes,  of  Brooklyn,  N.  Y. — Improvement  in  Operating 
Slide'  Valves  of  Engines  and  Pumps. — Patent  dated  Januarv  15, 1861. — ^This  invention  consists 
in  the  combination  of  direct  actinsp  levers  with  the  slide-valves,  the  parts  being  so  constructed 
that  the  levers,  being  acted  upon  oy  the  piston  near  the  termination  of  each  stroke,  commu- 
nicate a  direct  movement  to  the  valve,  and  open  the  port  of  the  steam  or  water  at  one  end 
and  the  exhaust  port  at  the  other  end  of  the  cylinder;  thus  all  stuffing  boxes  and  secondary 
valves  are  dispensed  with,  the  valve  itself  covering  the  openings  for  the  levers. 

Claim. — ^The  combination  of  the  direct  acting  levers/ or/'  with  the  slide-valve  h  or  V,  the 
parts  being  constructed  as  specified,  so  that  the  valve  covers  the  openings  thiough  which  the 
Wers  pass,  and  renders  separate  packings  or  stuffing  boxes  imnecessary,  as  set  forth. 

No.  31,140.— Peter  Louis,  of  New  York.  N.  Y.,  assignor  to  Himself  and  Hiram  Wan- 
del,  of  Castleton,  N.  Y. — Improvement  tn  stopping  and  starting  Railroad  Cars. — Patent 
dated  Januarv  15,  1861. — ^This  invention  consists  in  the  arrangement  of  two  ratchet  wheels, 
which  have  their  teeth  pointing  in  opposite  directions,  one  of  which  is  fast  on  the  axle  of  a 
xaihoad  car,  while  the  other  turns  loosely  on  the  same,  in  combination  with  two  serrated  bars 
or  racks,  one  of  which  is  above  and  the  other  below  the  axle,  and  with  a  spring,  in  such  a 
manner  that,  on  fastening  the  loose  ratchet  wheel  by  means  of  a  suitable  clutch,  the  momen- 
tum of  the  car  strains  the  spring,  and  the  resistance  of  the  spring  causes  the  car  to  stop. 
The  clutch  being  withdrawn  from  the  loose  ratchet  wheel,  the  force  of  the  spring  is  exerted 
on  the  fast  ratchet  wheel,  and  the  axle  is  turned  hi  that  direction  in  which  it  is  desired  to 
start  the  car. 
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Claim. — ^The  combination  of  the  pivoted  slotted  rack  E'  and  the  pivoted  rack  IV  with  each 
other,  and  with  the  dog/,  ratchet  wheels  D  E,  axle  C,  dutch  F,  and  spring  G,  in  the  manner 
and  for  the  purpose  shown  and  described. 

No.  31,141.— George  H.  Reister,  of  Washington,  la.,  assignor  to  Himself,  E.  Cad- 
WAIXADER  and  L.  S.  Butterpield,  of  same  plaice.— Improvement  in  IFinrfnit/Zs.— Patent 
dated  January  15, 1B61. — ^This  invention  consists  in  an  arrangement  of  a  series  of  rigid  guides 
and  a  series  of  movable  guides,  by  which  the  wind  is  always  so  directed,  no  matter  what  may 
be  its  natural  track  or  line,  as  to  strike  the  wings  of  the  wheel  at,  or  nearly  at,  right  angles  to 
their  faces ;  the  amount  or  volume  of  wind  passing  on  to  the  wings  being  also  controlled. 

Claim, — ^The  series  of  movable  curved  guides  and  fixed  curved  guides  as  they  are  arranged 
and  operated  in  relation  to  each  other  and  to  the  wheel,  as  set  fortn. 

No.  31,142.— H.  B.  Weaver,  of  South  Windham,  Conn.,  assignor  to  Himself,  and  W.  H. 
Strong,  of  North  Castle,  N.  Y. — Improvement  in  Machines  for  Dressing  Millstones, — 
Patent  dated  Januarv  15,  1861. — ^At  every  revolution  of  the  shaft  K,  the  screw  V  is  turned  a 
certain  distance  by  tne  pawl  X,  which  is  operated  through  the  medium  of  the  disk  Y,  pin  df, 
and  arm  W.  The  rotation  of  the  screw  V  feeds  the  sliding  block  N  along  on  ways  in  either 
direction,  according  to  the  position  of  pawl  X,  which  reverses  the  movement  of  the  pick  when 
it  has  reached  its  extent.  A  feed  movement  at  right  angles  to  the  other  is  given  to  the  pick 
bv  the  screw  B',  which  is  turned  one  revolution  by  hand  at  the  end  of  each  movement  of  the 
pick,  so  that  the  latter  may  cut  in  parallel  rows.  The  length  of  each  fe^  movement,  at  each 
revolution  of  the  shaft,  may  be  regulated  by  adjusting  pins  in  the  slots  of  the  disks  Y  A'. 

Claim, — ^The  arrangement  of  the  feed  screws  V  B',  with  the  disks  Y  A',  arms  W  C,  pawls 
X  ly,  and  sliding  blocks  M  N,  all  arranged  essentially  as  and  for  the  purpose  specified. 

No.  31,143.— John  S.  Mackay,  of  Brooklyn,  N.  Y.,  assig;nor  to  Himself  and  Hugh  Mac- 
KAY,  of  Norwich,  Conn. — Improvement  in  Mending  Fire  Engine  Hose, — Patent  dated  January 
15,  1861. — ^This  invention  consists  of  a  clamp,  formed  by  two  plates  of  metal  with  raised 
edges,  the  plates  being  made  of  similar  size  and  form,  so  that  the  raised  edge»3  form  a  joint, 
and  to  be  held  toother  with  one  or  more  screws  and  nut  or  nuts,  or  their  equivalent 

C/aim.^^toppmg  rents  or  holes  in  hose  and  other  elastic  tubes  or  pipes,  substantially  as  set 
forth. 

No.  31,144. — P.  J.  ACKERMAN,  of  Patcrson,  N.  J, -^Improved  Combination  of  Cooking 
Stoves  and  Air-lteating  Furnace. — Patent  dated  January  '22,  1861. — ^This  invention  consists 
in  placing  the  fire-pot  of  the  stove  within  the  ovens,  or  having  the  former  in  direct  communi- 
cation with  the  latter,  and  having  the  ovens  communicate  with  hot  air  pipes,  so  that  no  heat 
is  lost  by  radiation,  and  the  steam  arising  from  the  articles  in  process  of  cooking  passes  off 
with  the  hot  air. 

Claim, — The  combination  and  arrangement  of  the  ovens  C  C,  fire-pot  D,  and  chambers  £ 
H,  as  and  for  the  purposes  set  forth. 

No.  31,145.- William  R.  Axe,  of  Beloit,  Wis. — Improved  Clamping  Machine  for  Car- 
penters,— Patent  dated  January  iW,  1861. — ^This  invention  consists  in  the  employment  of  two 
or  more  ratchet  bars,  operated  by  a  rock-shafl,  having  a  crank-pin  at  either  end  (to  which 
said  ratchet  bars  are  hung)  in  combination  with  the  movable  clamping  jaw,  and  a  suitable 
spring  treadle  for  moving  the  rock-shafl;  in  connexion  with  the  clamping  jaws,  adjustable 
dogs  or  bearing  blocks  are  emploved. 

Claim,— Tho  employment  of  the  rachet  bars  E  E,  in  combination  with  the  rock-shaft  i, 


actuated  by  a  suitable  lever  and  the  clamping  jaws  I  and  G,  the  former  being  provided  with 
suitable  pawls  for  engagement  with  the  bars  £,  and  the  whole  arranged  ana  operating  as 
described  for  the  purposes  set  forth. 

No.  31,146.— Louis  Bachcefer,  of  Philadelphia,  TtL-^Improvement  in  Gum  Shoes  and 
Boots, — Patent  dated  January  22,  1861. — ^This  invention  consists  in  combining  with  the  heel 
or  the  sole,  or  with  both,  of  an  ordinary  gum  shoe  or  boot  pieces  of  cork  so  as  to  present  a 
surface,  partly  of  cork  and  partly  of  gum  elastic,  for  contact  with  the  ground,  thereby  insuring 
that  adhesion  of  the  shoe  to  damp  ice,  and  snow,  and  other  smooth  and  wet  surfaces,  which  is 
wanting  in  ordinary  gum  shoes  and  boots. 

Claim, — The  combining  of  pieces  of  cork  with  the  heel  or  sole  both  of  a  gam  shoe  or  boot, 
substantially  in  the  manner  set  forth  for  the  purpose  specified. 

No.  31,147. — ^A.  John  Bell,  of  AaUand,  Ky. — Improvement  in  Steamboat  Staging. — 
Patented  January  22, 1861. — ^The  object^f  this  invention  is  to  secure  a  more  rapid,  easy,  and 
effective  means  of  shipping  and  unshipping  the  stage  planks  from  steam  water  craft,  and 
consists  in  a  mode  of  operating  said  planks  by  connexion  with  one  of  the  steam  engines 
employed  to  work  or  load  the  vessel.         . 

Claim, — ^Tbe  arrangement  of  the  staging  C,  power  windlass  E  F  G  H  I,  and  supporting 
i^paratus  J  K  L,  the  whole  being  constructed  and  operating  together,  substantially  as  and 
for  the  objects  set  forth. 
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Ko.  31,148.-^EOROE  Bennett  and  Robert  Dalzell,  of  Waddington,  N.  T.— Ar- 
PJ^^  Machine  for  Tapning  Nuta  and  Cutting  Screws. — Patent  dated  January  2^  1861. — 
The  dies  for  cutting  the  tnreads  on  bolts  (which  operation  is  usually  performed  bj  a  single  die, 
and  which  requires  to  be  reversed  afler  the  thread  is  cut  to  release  the  bolt)  are  made  in  three 
or  more  j)ieces,  which  are  expanded  or  contracted  at  pleasure  by  eccentric  grooves  in  which 
the  heads  of  the  dies  work,  and  by  which  operation  the  bolt  may  be  withdrawn  after  it  is  cut, 
without  reversing  the  motion  of  the  dies,  and  the  nut  may  be  cut  at  the  same  time  by  the 
same  revolving  shaft 

Claim. — ^Tl^  combination  of  the  expanding  die-box,  the  revolving  plate  or  blank  holder, 
and  expanding  bolt  holder,  when  the  same  are  arranged  and  constructed  as  shown,  for  tho 
purpose  of  cutting  screws  and  tapping  nuts  by  the  same  machine,  as  specified. 

Ko.  31,149. — ^Abuah  E.  Blood  and  Josiah  B.  Blood,  of  Lynn,  Mass. — Jmprorement  in 
Sieves. — Patent  dated  January  22,  1861. — Across  the  upper  case,  below  the  sieve  and  at  right 
angles  with  its  line  of  suspension,  is  a  bent  shaft,  the  opposite  bends  of  which  alternately 
raise  and  lower  the  two  sides  of  tho  sieves. 

Claim. — ^The  arrangement  of  the  shaft  N,  and  the  supports  or  bearings  ceof  tho  sieve,  with 
respect  to  such  sieve  and  its  case,  when  the  shaft  N  is  constructed  substantially  as  described 
ana  represented. 

No.  31,150. — ^Louis  A.  BoiSSON,  of  Lyons,  France. — Improvement  in  Ovens  for  Baking 
Fire  Bricks. — Patent  dated  January  22,  lo61. — ^The  smoke  flue  is  placed  under  and  very  near 
the  bottom  of  the  oven,  and  enters  tho  same  on  tho  opposite  side  from  the  furnace  whence  the 
products  of  combustion  pass  through  the  oven,  thus  economizing  heat  and  pre\'enting  sudden 
changes  in  the  temperature  of  the  oven. 

Claim. — ^The  arrangement  of  the  furnace  or  furnaces  B  B,  heating  flues  C  C,  and  escape 
flues  D  D,  with  respect  to  each  other,  and  the  arched  chamber  A,  whereby  the  heat  is  first 
conducted  beneath  the  hearth  of  tho  oven,  and  thence  through  tho  oven,  all  substantially  as 
described. 

Ko.  31,151.— WiLLLAM  Chesterman,  of  Peosta,  la. — Improvement  in  Apparatus  for 
Evaporating  Sacdiarine  Juices. — Patent  dated  January  22,  Itfcl. — ^Three  shallow  pans  aro 
arranged  in  any  suitable  horizontal  relation  to  each  other,  and  so  that  the  contents  of  one 
mav  be  drawn  successively  into  the  next  A  continuous  flue  passes  from  the  furnace  under 
each  pan,  communicating  successively  with  three  separate  chimneys,  tho  first  two  chimneys 
being  provide  with  dampers,  and  a  damper  being  placed  in  the  flue  between  the  second 
chimney  and  third  pan;  the  two  latter  dampers  aro  opemted  by  an  automatic  regulator,  which 
is  secured  to  one  end  of  a  lever;  to  the  other  end  of  this  lever  is  suspended  a  float  within  an 
upright  cylindrical  vessel  secured  to  the  bottom  of  the  last  pan.  Too  float  is  caused  to  rise 
by  the  ebulition  of  tho  water  in  the  vessel  produced  by  tho  heat  of  the  juice  in  the  pan,  thus 
closing  both  dampers  and  checking  the  draft  under  the  pans.  As  the  juice  becomes  cool,  the 
float  descends  and  the  valves  are  again  opened. 

Claim. — First,  the  arrangement  of  the  train  of  pans  ABC,  the  continuous  flue  E,  running 
under  the  whole  in  succession,  and  a  chimney  at  the  end  of  each  furthest  from  the  tire,  sub 
stantially  as  described. 

Second,  the  arrangement  of  a  water  vessel  I,  float  J,  and  lever  K,  with  the  pans,  flues, 
and  chimney  dampers  of  a  sugar  evaporator,  in  tho  manner  substantially  as  shown  and 
described. 

Ko.  31,152.— O.  F.  J.  COLBURN,  of  Newark,  N.  J.— Improved  Evaporator  for  Hot  Air 
Pipes. — Patent  dated  January  22,  1861. — ^This  invention  consists  of  a  vessel  designed  to 
contain  water,  and  to  be  placed  in  the  mouth  of  a  hot  air  pipe  near  tho  register.  This  vessel 
is  made  in  two  parts,  tho  outer  one  of  whiph  consists  of  some  porous  material  which  allows 
the  percolation  of  water,  and  the  inner  part  is  a  perforated  tube  for  holding  a  fibrous  material 
capable  of  raising  water  by  capillary  attraction,  by  which  means  the  air  is  moistened  and 
dust  is  arrested,  and  the  surrounding  wood  work  is  rendered  less  liable  to  becomo  over- 
heated. 

Claim. — ^First,  tho  arrangement  of  the  reflector  C,  in  combination  with  the  evaporating 
vessel  A,  and  hot  air  pipe  B,  as  described,  for  tho  purpose  of  facilitating  tho  evaporation,  and 
to  prevent  the  dust  rising  into  the  apartment 

Second,  constructing  the  vessel  A  of  two  parts  a  and  2»,  the  part  a  to  bo  made  of  porous 
material,  and  the  part  6  to  contain  a  lampwick  or  its  equivalent,  substantially  as  and  for  tho 
purpose  set  forth. 

No.  31, 153. — George  Cooper,  of  Thompsonvine,  Corm.— Improvement  in  Needles. — 
Patent  dated  January  22,  1861.— This  invention  consists  in  constructing  the  eye  bv  turning^ 
over  the  end  and  forming  a  lap  joint  through  which  the  thread  may  bo  drawn,  without  the 
necessity  of  inserting  the  end  of  tho  thread  in  the  oi^inary  way. 

Claim. — As  a  new  article  of  manufacture,  the  sewing  needle  described  in  the  specification* 
and  represented  in  the  drawing. 
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No.  31,154. — Reuben  Daniels,  of  Woodstock,  Ver.— /mproveffMUt  in  Machines  far 
ruiucing  fibrous  Material, — Patent  dated  January  22,  1861. — Tii&  working  face  of  each  of 
the  two  fibre  separating  wheels  is  made  concayo,  and  provided  with  peciuiar,  sharp  pointed 
teeth  seemed  thereto,  and  angular  with  their  face  sunaces.  The  lower  or  revolving  wheel 
has  a  cavity  formed  in  it  to  hold  water  for  saturating  the  material  as  it  is  fed  therein,  the 
•water  being  caused  to  have  a  free  circulation  between  the  wheels.  A  powerful  current  of  air 
is  also  made  to  pass  between  the  wheels.  The  fibre  when  separatea  is  skinuned  from  the 
water. 

Claim. — ^In  fibre  separating  wheels  like  M  and  N,  providing  the  working  face  of  each  with 
pointed  teeth,  a  and  c,  or  their  equivalents,  secured  thereto,  and  set  substantially  in  the  man- 
ner described,  when  operated  with  a  current  of  fluid  passing  freely  through  ana  towards  the 
periphery,  to  separate  worn-out  cloths  and  fibrous  material,  to  reproduce  (and  not  destroy) 
the  longest  possible  staple  in  a  suitable  state  for  carding,  these  wheels  bcin^  made  adjustable 
to  and  with  each  other,  substantially  as  described  and  ror  the  purposes  set  iorth. 

No.  31,155.— N.  E.  Doane,  of  Hannibal,  Mo. — Improvement  in  Weighing  Carts  or 
Wagons, — Patent  datefjanuary  22,  1861. — ^This  invention  consists  in  a  series  of  levers  and 
£rames,  with  a  graduatea  beam,  so  applied  to  a  wagon  that  upon  withdrawing  a  rod  the  load 
of  the  wagon  may  be  accurately  weighed. 

Claim. — ^The  lever  frames  G  G,  rod  H,  parallel  bars  D  D,  levers  I  J,  graduated  beam  K,  and 
frame  L,  combined,  arranged,  and  applied  to  a  cart  or  wagon,  as  and  for  the  purpose  set  forth. 

No.  31,156. — ^Thomas  Earle,  of  Worcester,  Mass. — Improvement  in  Sewing  Machines. — 
Patent  dated  January  22,  1861. — ^The  feeding  hand  receives  its  vibratory  motion  from 
the  nippers  through  an  adjustable  link  which  is  pivoted  to  the  feeding  hand  at  one  end,  and 
connected  with  the  nippers  at  the  other  by  means  of  a  pin  passing  through  an  elongated 
slot  cut  in  the  lower  branch  of  the  shank  of  the  nippers.  An  elongated  slot  is  made  through 
the  shank  of  the  feeding  hand  through  which  the  pivot  confining  it  to  the  front  plate  passes. 
This  slot  admits  of  the  hand  moving  up  and  down.  A  cavity  is  made  in  the  centre  of  the 
lower  portion  of  the  feeding  hand  to  receive  a  spiral  spring,  and  extending  from  this  spring  is 
A  rod  which,  through  the  medium*  of  the  spring,  is  caused  to  bear  on  the  pivot  and  draw  the 
hand  down.  The  shaft  of  the  pressure  paa  is  hollow,  and  in  the  cavity  is  a  spiral  spring  for 
holding  it  down,  the  upper  end  of  which  spring  bears  on  a  pin  passing  througn  the  soaft  and 
shaft  guide,  and  the  lower  end  rests  on  a  rod,  from  which  extends  a  pin  passing  through  a 
slot  in  the  side  of  the  shaft.  To  this  pin  a  clamp  nut  is  attached,  which,  in  connexion  with 
the  rod,  serves  to  adjust  the  pressure  of  the  pad  to  different  thicknesses  of  cloth. 

Claim. — First,  the  combination  of  the  feeding  hand  and  nippers  with  a  connecting  adjust- 
able link,  constructed  and  arranged  as  described,  wberebv  a  positive  lateral  vibratory  motion 
is  conminnicated  directly  from  the  nippers  to  the  feeding  hand. 

Second,  the  combination  of  the  feeding  hand,  constructed  and  arranged  substantially  as 
described,  with  an  interior  spring  so  arranged  as  to  act  on  the  hand  to  draw  it  down  in  line 
with  its  centre  of  motion. 

Third,  Aie  combination  of  the  pressure  pad  with  the  interior  spring  and  sliding  rod  and 
clamps,  the  whole  arranged  substantially  as  described  for  the  purpose  set  forth. 

No.  31,157. — ^Lewis  Eikenberry,  of  Easton,  Penn. — Improvement  in  Iron  Bridges, — 
Patent  dated  January  22,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — Furst,  a  side  frame  for  a  bridge  having  its  diagonal  braces  or  diagonals  and  uprights 
constructed  of  angle  iron,  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  combination  of  double  angle  iron  or  U-shaped  braces  with  single  angle  iron 
uprights  or  diagonals,  substantially  as  and  for  the  purposes  set  forth. 

Third,  a  side  frame  for  a  bridge  which  has  its  uprights  or  diagonals  constructed  of  U- 
shaped  or  double  angle  iron,  substantially  as  described. 

No.  31,158.— George  Esterly,  of  While  Water,  Wis.— Improvement  in  Harvesters. — 
Patent  dated  January  22,  1861. — ^The  claim  and  engraving  will  explmn  the  nature  of  this 
invention,  which  docs  not  admit  of  brief  description. 

Claim. — First,  the  combination  with  the  joint  e  <f,  which  allows  the  finger  beam  E  to  be  ad 
justed  in  the  path  of  a  vertical  circle  of  a  curved  slotted  standard  G  j,  the  dividing  apparatus 
and  a  set  screw  A;,  substantiaUv  as  and  for  the  purposes  set  forth. 

Second,  the  combination  oi  the  angular  adjustable  bar  M,  curved  slots  x  z,  and  axial 
pivots  S3  and  y  and  a,  hinged  platform  K,  substantially  in  the  manner  and  for  the  purpose 
described. 

Third,  the  combination  with  the  slotted  curved  brackets  of  the  angular  supporting  bar  M, 
of  a  bracket  P,  a  thrust  screw  Q,  a  pivoted  lever  H,  and  the  divider  F,  substantially  as  and 
for  the  purposes  set  forth. 

Fourth,  the  employment  of  the  said  pivoted  lever  H,  in  combination  with  the  divider  P, 
and  the  axle  S3,  of  the  grain  wheel  I,  arranged  substantially  as  and  for  the  purposes  set  forth. 

Fifth,  the  employment  of  the  vertical  pendant  tension  rod  S2,  in  combination  with  the  reel 
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bearor  S,  divider  F,  and  the  grain  wl&eel  axle  83,  Bnbfltaniially  as  mid  for  the  purpoBea  set 
forth. 

Sixth,  the  combination  with  the  divider  F  G,  and  inner  adjustable  wing  J,  of  an  outer 
adjostable  wing  J^  arranged  substantially  as  and  for  the  puiposes  set  forth. 

ISeventb,  the  combination  of  the  short  ang^ar  platform  K,  with  the  continuation  L,  and 
raker  support  L',  facing  the  platform  laterally;  the  continuation  L  forming  the  raker  stand, 
and  being  located  between  the  sill  A'  of  the  driving  wheel  frame,  the  driving  wheel  and  the 
axle  thereof,  and  otherwise  constructed  so  that  the  raker  shall  bo  located  between  the  front 
sill  A'  and  the  axle  of  the  driving  wheel,  and  be  supported  by  the  connexions  which  support 
the  platform,  substantially  as  and  for  the  purposes  set  forth. 

Eighth,  the  combination  with  the  finger  beam  £  and  a  platform  K,  hung  on  hinges  Y  V 
of  an  adjusting  screw  rod  N,  which  forms  a  hinge  connexion,  one  or  more  knife  edge  bear- 
ings or  pivots  Z,  one  or  more  screws  or  bolts  z'  z',  and  a  thrust  plate  or  bar  N',  substontiailj 
as  and  for  the  purposes  set  forth. 

No.  31,159.— George  Esterly,  of  White  Water,  Wis. — Jmprovemtnt  in  Harvesters. — 
Patent  dated  January  22,  18G1. — By  the  arrangement  claimed  the  grtin  is  discharged  with  a 
short  straight  movement  of  the  rake  in  an  anguUr  direction  immediate  between  the  platform 
and  the  dnving  wheel  frame,  by  which  the  scattering  of  the  grain  and  the  labor  in  rakiuR  a 
long  distance,  as  In  long  platforms,  is  avoided.  The  arrangement  of  the  thrust  or  tension 
screw  rod  and  curved  brace  with  the  dividing  apparatus,  grain  wheel  axle,  and  reel  support, 
secures  an  unobstructed  space  beyond  the  front  end  of  the  divider  to  the  rear  end  of  the  reel 
bearer,  and  prevents  the  weight  of  the  reel  from  resting  upon  the  finger  beam,  which  causes 
the  grain  end  to  sag,  the  weight  coming  directly  upon  tue  axle. 

Claim, — First,  the  arrangement  of  the  reel  and  cutting  apparatus  obliquely  to  the  side  of  the 
driving  wheel  frame  and  platform  M  P  n,  when  the  rear  line  of  the  |)latform  is  oblique  to  the 
driving  wheel  frame,  and  its  inner  comer  terminates  near  the  axle  of  the  driving  wheel,  sub- 
stantially as  and  for  the  purposes  set  forth. 

Second,  the  arrangement  of  the  thrust  or  screw  rod  I,  and  curved  brace  J,  with  the 
dividing  apparatus,  grain  wheel  axle  e,  and  reel  support  a,  substantially  as  and  for  the  pur- 
poses set  forth. 

No.  31,160.-0.  C.  Eyans,  of  New  York,  N.  Y, -^Improvement  in  Lamps. —Faimi  dated 
January  22,  1861. — This  invention  consists  in  constructmg  in  the  ordinary  coal  oil  lamp,  (of 
which  the  chimney  is  an  essential, )  and  around  the  wick  tube,  a  gas  chamber.  To  the  upper 
part  of  this  gas  chamber  (and  forming  a  part  of  the  same)  are  attached  horns,  having  on  the 
upper  inner  side  each  a  slit,  for  the  purpose  of  opening  a  gas  and  vapor  communication 
between  the  gas  chamber  and  the  fiame.  The  upper  end  of  the  wick  tube  is  perforated  with 
holes,  or  slotted  openings,  for  the  purpose  of  allowing  the  gasses  and  vapors  which  are  libe- 
rated from  the  oil  or  fluid  in  the  wick  by  the  heat  communicated  thereto  to  freely  pass  into 
the  eas  chamber,  and  from  thence  out  at  the  slits. 

claim. — First,  the  combination  and  arrangement  of  the  gas  chamber  A,  constructed  with 
boms  t  /,  and  slitted  openings,  as  described,  with  the  openings  of  the  wick  tube  a^  %^  a^,  Sec 

Second,  in  combination  with  the  ^as  chamber  and  ot>enings  in  the  wick  tube  of  the  guards 
c  c,  and  peUicoat  cone  D,  the  some  being  arranged  in  the  manner  and  for  the  purposes  set 
forth. 

No.  31,161. — Isaac  N.  Felch,  of  Hollis,  Maine. — Improvement  in  Hub  Machines. — ^Patent 
dated  January  22,  1861. — ^To  a  common  turning  lathe  is  secured,  by  means  of  a  rod  passing 
through  the  lower  part,  a  frame  which  is  made  to  swing  towards  or  from  the  centre  of  the 
block  to  be  turned.  Within  this  frame  is  a  sash  provided  with  bars  to  receive  the  cutters, 
and  made  to  slide  up  and  down.  An  auger  pressed  up  through  a  hollow  spindle  cuts  through 
the  centre  of  the  hub. 

Claim. — ^The  combination  lathe  attachment,  the  arrangement  of  the  reciprocating  knifb 
frame,  and  the  vibrating  swing  feed  frame,  in  the  manner  and  for  the  purposes  set  forth,  and 
boring  the  hub  while  it  is  being  turned  by  pressing  up  the  auger  through  the  hollow  spindle. 

No.  31,162.— F.  F.  Fowler,  of  Crane  Township.  Ohio.— hnprotement  in  Machine  for 
Gathering  Hay. — Patent  dated  Januaiy  22,  1861.— fwo  hi^h  ninners,  drawn  by  a  jointed 
tongue,  are  provided  with  a  revolving  rake  having  its  bearings  in  the  rear  portion  of  the 
runners,  the  oearings  of  the  rake  and  tongue  shafts  being  suffiaently  loose  and  free  to  permit 
the  runners  to  conform  to  the  surface  of  the  ^ound. 

Claim. — ^The  arrangement  of  runners  F,  braced;  as  described,  with  the  revolving  rake  R, 
tongue  T,  shaft  r,  and  braces  /,  when  the  several  parts  have  the  loose  connexion  described, 
whereby  the  machine  may  conlbrm  to  the  inequaUties  of  the  surface  passed  over,  the  con- 
struction and  operation  being  as  set  forth. 

No.  31,163.— E.  W.  Fuller,  of  Martinsville,  !,&.— Improvement  in  Cultivators. —Patent 
dated  January  22,  1861. — ^The  object  of  this  invention  is  to  admit  of  the  ploughs  being  ad- 
justed both  vertically  and  laterally,  and  at  the  same  time  admit  of  the  use  of  either  ordinary 
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trheeb  or  of  a  roller  and  revolyiiig  banow,  and  a  seed  distributing  attachment,  when 
required. 

Claim. — The  arrangement  of  the  adjustable  bars  £  E,  ploaghs  G,  rotanr  harrow  B,  and 
roller  C,  with  the  adjustable  bars  D  D,  transverse  bars  a,  and  frame  A,  all  in  the  manner 
Mid  for  the  purpose  shown  and  described. 

No.  31,164.— Gilbert  G.  Gabrion  and  Nathaniel  B.  Whitney,  of  Copenhagen,  N.  Y.— 
Improved  Stave  Jointer. — ^Patent  dated  January  22,  1861. — This  invention  consists  in  the 
combination  of  two  jointer  planes  secured  in  each  side  of  a  suitable  frame,  with  a  sliding  car- 
riage, Jack,  or  frame  for  holding  (and,  when  the  stave  is  for  a  vessel  having  a  bil^  for  bend- 
ing; the  stave,  the  said  carria^  being  hung  at  its  inner  edge  on  an  axis  on  whidi  it  is  made 
to  slide  back  and  forth,  thus  iorcing  the  stave  over  the  plane  and  jointing  it 

Claim. — The  combination  of  the  planes  1  and  2,  secured  in  the  frame  4,  and  made  adjust- 
able, in  the  manner  described,  with  the  carriage  7  sliding  on  the  rod  or  shaft  6;  all  being 
constructed,  arranged,  and  operated  substantiafly  as  set  forth. 

No.  31,165. — John  Griffin,  of  Louisville,  Ky. — Improvement  in  Cotton  Pickers. — ^Patent 
dated  January  22,  1861. — ^This  invention  relates  to  an  improvement  in  cotton  pickers,  for 
which  patents  were  granted  to  the  same  inventor  March  8  and  November  22,  1859,  and  con- 
sists in  a  series  of  pipes  or  tubes  and  valves  so  arranged  that  when  the  flaring  end  of  the 
large  tube  is  placed  over  a  boll  of  cotton  the  suction  wul  be  strong  enough  to  carry  the  cotton 
up  through  a  flexible  valve  into  a  receiver  above.  The  device  is  applied  by  hand  to  the  bolls 
of  cotton,  and  suction  is  caused  by  a  steam  engine,  to  which  the  device  is  attached  by  a 
flexible  tube. 

Claim. — ^The  arrangement  for  joint  operation  of  the  tubes  API,  valves  C  d^  and  pipes 
I  m,  essentially  as  and  for  the  purpose  set  forth. 

No.  31,166.--Suspended. 

No.  31,167.— Robert  Heneage,  of  Buffalo,  N.  Y. -^Improvement  in  Hemp  Brakes.-- 
Patent  dated  January  22,  1861. — ^The  secondary  brake  is  so  arranged  as  to  direct  the  hemp 
downwards,  after  passing  between  the  primary  brakes,  to  the  dressers  below,  which  latter 
are  placed  upon  springs,  so  that  one  will  stand  close  to  the  forward  roller  and  the  ofther  will 
be  just  below  the  forward  comb,  a  reciprocating  motion  being  given  to  them  by  a  crank  and 
shaft  A  shifter  and  shifting  gear  are  applied  for  the  purpose  of  reversing  the  motion  of  the 
brakes  and  carrying  back  the  nemp  upon  the  table. 

Claim. — ^The  arrangement  of  the  secondary  brake  P  with  the  brakes  C  C,  in  combination 
with  the  dressers  G  G"  and  the  gearing  for  reversing  the  motion  of  the  machine,  so  that  the 
parcel  of  hemp,  as  it  passes  through  the  brakes,  will  be  bent  at  ri^ht  angles,  or  nearly  so, 
and  directed  downward  to  the  dressers,  the  brakes  operating  and  holding  on  to  the  parcel  of 
hemp  while  the  dressers  are  performing  their  work,  substantially  as  set  lorth. 

No.  31,168. — C.  L.  Herring,  of  St  Louis,  Mo. — Improvement  in  Gas  Regulators. — 
Patent  dated  January  22,  1861. — ^Thin  curved  metal  plates  are  applied  to  the  ilexible  dia- 
phragm of  a  gas  regulator,  so  as  to  impart  to  the  said  diaphragm  the  sensibility  incident  to 
Ihe  application  of  plates  thereto,  without  impairing  the  extent  of  its  action  or  its  flexibility, 
as  in  tne  case  of  making  the  plates  flat,  and  clamping  them  dose  to  the  diaphragm. 

Claim, — ^The  application  of  the  curved  plates  a  a  to  the  flexible  diaphn^^  C,  substantially 
9fi  described,  for  the  purpose  specified. 

No.  31,169.— Edward  Holmes  and  Britain  Holmes,  of  Buffalo,  N.  Y.— Improvement 
in  Stave  Machines. — Patent  dated  January  22,  1861. — ^This  machine  is  desifl^ed  for  dressing 
barrel  staves  of  every  description,  differing  in  length,  width,  and  bilge,  and  of  any  required 
bevel,  and  also  staves  of  butter  flrkins,  pails,  &c.  The  invention  does  not  admit  of  a  brief 
description. 

Claim. — First  the  endless  revolving  iron  bed  A,  constructed  of  jointed  links,  and  hav- 
ing stops  a\  in  combination  with  cams,  whose  velocity  must  be  increased  or  diminished 
according  to  the  length  of  the  stave  to  be  dressed. 

Second,  the  arrangement  of  the  jointers  in  frame  L,  said  frame  being  operated  by  levers 
which  have  a  connexion  to  a  cam,  which  cam  has  a  horizontal  adjustable  movement  upon  its 
abaft  so  that  the  revolution  of  the  cam  (through  the  arrangement  of  the  levers)  will  commu- 
nicate a  reciprocating  movement  to  the  jointers,  for  the  purposes  set  forth. 

Third,  the  combination  of  the  adjustable  lever  n  with  the  frame  L  and  hook  or  rest  Y,  for 
the  purpose  of  giving  different  width  to  staves,  substantially  as  described. 

Fourth,  the  arrangement  of  the  frame  B,  including  the  cutter  T,  with  the  other  parts  of 
the  machine,  substantially  as  described,  so  that  the  said  frame  will  have  a  periodical  move- 
ment which  will  cause  the  stave  to  be  chessed  thinner  in  the  middle  portion  thereof  than  it  is 
St  the  ends. 

Fifth,  the  arrangement  of  the  gaugeus  1234,  Si^.  in  combination  with  tl^e  lever  ti  and  rest  v, 
for  the  purpose  of  locating  the  rest  v  in  the  proper  place  to  bring  the  lever  ib  to  its  proper 
angle  to  give  the  required  width  of  stave. 
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No.  31,170.— Alfred  Inqalls,  of  iDdependenoe,  Iowa.~ifii0rooed  Tire  HfloEer.— PaAeiKI 

dated  January  22, 1861. — ^This  iuvcution  consists  in  a  cyllndricAl  furnace  with  a  movable  top, 
having  two  or  more  concentric  chambers  made  in  it  for  receiving  tires  of  different  diameters, 
and  furnished  with  dampers  or  valves  whereby  the  draught  of  the  furnace  may  be  conducted 
through  either  one  of  the  concentric  chambers  from  a  door  in  the  outer  box  to  an  escape  pipe 
diametrically  opposite  to  this  door. 

Claim, — Combining  with  the  horizontal  circular  furnace  described  the  inside  concentric 
partitions  D  D,  movaolo  covers  C  C  C,  the  dampers  e  e  and  g,  and  supporting  rods p ppPs 
all  arranged  substantially  as  and  for  the  purposes  described. 

No.  31,171.— Charles  Irwin,  of  Buffalo,  N.  Y.—Improvemtnt  in  Sewing  Machines. — 
Patent  dated  January  22,  1861. — ^The  object  of  this  invention  is  to  insure  the  needle  from 
being  broken  by  contact  with  the  shuttle,  and  the  forming  of  a  perfect  and  well  developed 
loop,  and  it  consists  in  guiding  and  protecting  the  needle  and  its  thread  by  the  action  of  a 
spnng  attached  to  the  plate  through  which  the  needle  plays  and  of  an  adjustable  arm  on  the 
front  end  of  the  shuttle-carrier.  * 

Claim. — The  adjustable  arm  b  on  the  front  end  of  the  shuttle-carrier,  in  combination  with 
the  spring  /  for  guiding  and  protecting  the  needle  and  its  thread,  as  set  forth. 

No.  31,172.— WiLUAM  Jarrell,  of  Trenton,  Tenn.— /m^rorcment  in  P^k^^.— Patent 
dated  January  22,  1861. — ^This  invention  consists  in  a  pecuhar  manner  of  secunng  the  land^ 
side  of  a  plough,  the  advantages  being  facility  in  casting,  perfect  security  when  in  positioiv 
and  ease  of  removal  for  repair  or  substitution. 

Claim.— The  combination  of  the  landside  B,  sockets  d  and/,  bolt  e,  and  nut  ^,  constructed 
arranged,  and  operating  in  the  manner  and  for  the  purposes  set  forth. 

No.  31,173. — ^Levi  Jewell,  of  Stratham,  N.  H. — Improvement  in  Fire  £scape5.— PatenI 
dated  January  22,  1861. — ^This  invention  consists  in  the  use  of  a  metal  roller  famished  with 
pulleys  for  rolling  up  and  unrolling  the  shade,  and  hung  in  strong  metal  brackets  so  con- 
structed that  a  brake  can  be  applied  to  the  roller.  The  fire  escape  consists  in  the  employment 
of  two  ropes  of  a  suitable  size,  which  are  wound  around  the  roller,  and  when  not  in  use  are 
covered  with  a  metal  casing,  but  when  in  use  one  rope  will  unwind  from  the  roller,  while  the 
other  winds  upon  it. 

Claim. — Combining  with  a  shade  fixture  the  metal  roller  C,  hinged  caps  E  E,  set  screws 
a  a,  and  cords  G  H,  with  the  covers  g  gf  substantially  as  and  for  the  purposes  described. 

No.  31,174.— Daniel  G.  Kettell,  of  Worcester,  Mass. — Improved  Harness  for  Prevent- 
ing the  Fore  Legs  of  Horses  from  Interfering, — Patent  dated  January  22, 1861. — An  elongated 
or  ovfid-shapcd  guard,  made  of  wood  or  other  suitable  material,  is  suspended  between  the  legs 
of  the  aninml  near  the  breast,  and  is  of  such  width  that  while  it  does  not  interfere  with  the 
forward  movement  of  either  leg  will  prevent  them  from  coming  in  contact  at  the  ankle  or 
knee  joint. 

Claim. — ^Tho  new  method,  substantially  as  described,  of  preventing  a  horse  while  travel- 
ling from  injuring  one  fore  leg  with  the  hodf  of  the  other,  as  well  as  of  breaking  the 
horse  of  such  bad  habit,  the  same  being  accomplished  by  a  guard  arranged  and  suspended 
near  or  dose  to  the  breast  and  between  tne  legs  of  a  horse,  and  to  operate  as  specified. 

No.  31,175.— D.  A.  Kino  and  T.  NORRIS,  of  Lexington,  Ky,— Improved  Dovetailins  Mt^ 
thine, — Patent  dated  January  22,  1861. — ^This  invention  relates  to  the  means  and  method  of 
forming  the  joints  of  cabinet  or  other  wood  work  somewhat  afler  the  manner  known  as  "dove- 
tailing, and  consists  of  a  machine  having  two  sets  of  rotating  bits  or  tools,  one  set  of  which 
forms  the  dovetail  tenons,  and  the  other  set  forms  the  mortises  to  match. 

Claim. — First,  the  boring  bits  d  d  and  sliding  bench  I,  in  combination  with  the  chisel 
bits  10  to,  when  construct^  and  arranged  to  operate  together  in  forming  the  peculiar  mor> 
tises  on  Z,  Fig.  4,  substantially  in  the  maimer  specifi^. 

Second,  we  claim  the  combination  and  arrangement  of  the  tenoning  bits  e  e,  the  sliding 
bench  K,  and  the  adjustable  stop  y,  constructed  and  operating  substantially  as  and  for  the 
purpose  set  forth. 

No.  31,176.— Benjamin  F.  Knowles,  of  Providence,  R.  I.— Improvement  in  Hamesw 
Motion  for  Loom*.— Patent  dated  January  22,  1861. — ^The  cones  and  pulleys  are  so  arranf;ed 
that  wmie  every  leaf  of  harness  has  a  movement  proportioned  to  its  distance  from  the  filhng 
point,  so  that  every  shed  is  opened  to  the  same  widtli  at  the  uoint'  where  the  shuttle  passes 
through  it,  the  harness  stands  are  open  at  the  top,  permitting  tne  weaver  standing  in  front  to 
attend  to  the  back  part  of  the  loom  without  going  around.  The  construction  of  the  cam 
groove  by  which  the  vibrating  lever  is  attached  enables  the  loom  to  be  driven  at  a  hieher 
velocity,  that  is  to  say,  to  make  a  greater  number  of  picks  per  minute  than  when  the  sued 
crosses  at  the  same  velocity  as  the  earUer  or  later  portions  of  its  opening  and  closing  move* 
ments,  without  increased  liability  of  doing  injury  to  the  warp  at  the  time  of  crossing  the  shed. 

Claim. — First,  the  employment  for  supporting  and  operating  the  harness,  of  cones 
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<yf  pnlleTS  arranged  with  their  axes  parallel  with  the  Tihrations  of  the  lay  and  the  larger 
pmleys  of  the  cones  toward  the  rear  of  the  loom,  suhstantially  as  specified. 

Second,  in  combination  with  a  horizontally  vibrating  lever  I,  connecting  with  a  belt  or 
belts  //  for  driving  the  harness,  I  claim  a  grooved  cam  J,  so  constructed  as  to  produce  a 
'slower  movement  of  the  harness  at  the  time  of  the  crossing  of  the  shed,  as  compared  with  its 
movement  in  the  earlier  and  later  stages  of  the  opening  and  closing  of  the  shed,  substantially 
as  described. 

No.  31,177. — J.  H.  La  Bau,  of  New  York,  N.  Y. — Improvement  in  Machines  for  Finishing 
Hats. — Patent  dated  January  22,  1861. — ^The  object  of  this  invention  is  to  finish  silk  or  fiu 
^ats  by  means  of  mechanism,  which  performs  the  process  of  sponging,  brushing,  and  ironing 
aatom^cally,  motion  being  imparted  through  the  rotation  of  a  single  shaft. 

Claim. — First,  the  levers  M  M'  M'',  with  the  heater  m,  brush  n,  and  sponge  a,  le- 
xespectively  attached,  the  arms  J  J'  J'^  screw  shaft  B,  provided  with  the  hat  block  C,  and 
the  bar  H,  provided  with  the  nut  I,  arranged  for  joint  operation,  substantially  as  and  for  the 
purpose  set  forth. 

Second,  the  fusee-shaped  nrojection  K^,  on  the  disk  K,  rod  P  connected  with  the  shafl  O, 
on  the  slide  Q,  also  connectea  to  said  shaft,  and  provided  with  the  upright  projection  a'^  the 
above  parts  being  arran^  substantiallv  as  shown,  to  cause  the  heater,  brush,  and  sponge  to 
pass  over  and  act  upon  the  brim  of  the  hat,  as  set  forth. 

Third,  the  arrangement,  when  used  in  connexion  with  parts  above  named,  of  the  pullev 
£  and  disk  G,  the  former  being  fitted  loosely  on  the  socket  D,  and  the  latter  provided  with 
the  pendants  b  A,  which  pass  tl^ou^h  the  pulley  substantially  as  described,  whereby  the  shafi 
B  may  be  rotated  and  allowed  to  nse  as  it  rotates,  for  the  purpose  specified. 

No.  31,178. — ^Andrew  B.  Lefler,  of  Canton,  Ind. — Improvement  in  Cultivators.-^'PAtent 
dated  January  22,  18C1. — ^The  reversible  shares  are  bolted  at  their  centres  to  the  respective 
standards,  the  lower  parts  of  which  are  curved  to  correspond  with  the  form  of  the  said  shares 
and  strengthen  the  same  to  their  extremities.  The  upper  end  of  the  share  is  held  between 
the  heam  and  a  washer,  confined  by  a  nut  and  bolt,  by  which  the  standard  is  attached  to  the 
beam. 

Claim. — ^The  described  combination  of  the  bent  beam  B,  reversible  shares  £  E',  and  stand- 
ards D  D^  with  the  brace  0  and  washer  F,  the  said  parts  being  constructed,  arranged,  and 
connected  in  the  manner  and  for  the  purposes  described. 

No.  31,179. — C.  B.  Loveless,  of  Tom's  River,  N.  J. — Improvement  in  Vapor  Lamps,—' 
Patent  dated  January  22,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — ^The  combination  with  the  wick  tube  T  of  the  crescent-shaped  gas  chamber  C, 
having  the  burner  B  and  the  elongated  heat  conducting  rings  R,  performing  tlie  double  func- 
tion of  generating  gas  and  aiding  in  the  lateral  spreading  of  the  name;  the  whole  being  con- 
structed and  operating  substanti^y  in  the  manner  and  ror  the  purppse  set  forth. 

No.  31,180. — ^Thomas  J.  Mayall,  of  Roxbury,  Mass. — Improvement  in  Polishing  Tools.—' 
Patent  dated  January  22,  1861. — ^The  claim  and  the  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — ^As  a  new  article  of  manufacture,  the  tool  described  for  polishing  shafls,  rods, 
or  otl^r  objects  of  cylindrical  or  round  formation,  and  capable  of  revolution,  the  same 
consisting  of  tiAo  pieces  provided  with  corresponding  cavities,  and  hinged  together  to  admit 
of  their  holug  separated  and  brought  together  for  operation,  as  described,  the  polishing  sur- 
faces being  composed  of  India-rubber  or  gutta-percha,  or  of  the  various  compositions  of  these, 
with  whicn  emery,  sand,  glass,  or  other  suitable  gritty  substance  is  incorporated,  substantially 
as  set  forth. 

No.  31,181.— John  B.  McCormick  and  William  R.  Baker,  of  St  Louis,  Mo.— /m- 
pravement  in  flemp  Brakes. — ^Patent  dated  January  22,  1861. — ^Tho  revolving  drum  is  formed 
of  two  heads  keyed  on  the  shaft,  one  near  each  end,  the  heads  being  provided  with  radial 
slots,  between  which  longitudinal  bars  are  secured.  Between  the  bars  d  of^the  drum  are  placed 
bEtrs  /,  armed  with  teeth  or  spikes,  and  working  loosely  in  the  slots  of  the  heads.  The  bars 
/  have  also  a  lateral  or  longitudinal  motion  given  them  by  means  of  zig-zag  cams  on  each 
side  of  the  framing,  the  object  being  to  scutch  and  thoroughly  cleanse  the  hemp  from  all 
woody  matter.  Below  the  drum  are  placed  endless  belts,  provided  with  slats,  the  ends  of 
which  gear  into  corresponding  recesses  in  the  peripheries  of  the  drumheads. 

Claim. — ^The  combination  of  the  endless  belt  £,  with  the  radially  sliding  armed  bars  /,  as 
and  for  the  purpose  shown  and  described. 

Also,  ^ving  a  lateral  movement  to  the  said  radially  sliding  armed  bars  /,  In  the  manner 
and  for  uie  purpose  shown  and  described. 

No.  31,182.— Hiram  McDonald,  of  Union  Springs  N.  Y. ^Improvement  in  Wood-lend- 
mig  JlfacAiiie«.— Patent  dated  January  22, 1861.— The  mould  around  which  the  stuff  is  bent 
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is  attached  to  one  end  of  a  block  secured  to  tbe  bed-piece.  The  inner  parts  of  the  beds,  F  F, 
are  fitted  to  the  monld,  and  their  outer  parts  rest  on  curved  guides  or  supports.  In  the  outer 
part  of  each  bed  are  placed  two  eccentrics  of  different  forms  on  a  common  axis,  which  bear 
against  sliding  plates  fitted  in  boxes,  and  between  the  plates  and  slides  are  interposed  keys, 
which  cause  the  slides  to  bear  up  against  the  end  of  the  strip  to  be  bent  By  means  of  a 
windlass  and  levers  the  strips  are  bent  around  the  mould,  rollers  on  the  lever  keeping  the  strip 
snugly  to  the  mould.  The  eccentrics,  which  servo  as  stops  for  '* upsetting"  the  wood,  are 
very  graduallv  relaxed  as  the  strips  are  bent. 

Claim, — ^The  eccentrics  /  m,  sliding  plates  o  p,  slides  t  «,  and  the  keys  r  «,  placed  at  the 
outer  parts  of  the  beds  F  F,  and  arranged  substantially  as  and  for  the  purpose  set  forth. 

No.  31,183.— Dayton  S.  Morgan,  Brockport,  N.  Y. — Improvemtnt  in  Harvesters. — 
Patent  dated  January  22,  1861. — This  improvement  is  more  especially  adapted  to  the 
machine  patented  by  William  H.  Seymour,  in  1851,  and  known  as  the  *^New  York 
Beaper."  The  invention  consists  in  *the  employment  of  a  peculiarly  shaped  reel-sup- 
port, fastened  to  the  inner  or  grain  side  of  the  machine,  and  in  front  of  its  axis  of 
oscillation,  and  curved  outwardly  beyond  the  outer  diverging  line  of  the  divider,  in  order  to 
leave  an  open  space  above  the  divider,  and  then  curved  inwardly  again,  above  tbe  level  of  the 
reel-bearer,  sufficiently  to  bring  the  end  to  which  the  reel-bearer  is  attached  above,  but  some- 
what outside  of  the  rising  lino  of  the  divider,  the  object  being  to  prevent  the  gnun  from 
catching  upon  the  posts  or  clogging  the  reel. 

Claim, — ^Tho  combination  of  the  peculiarly  curved  reel-support  A  with  the  horizontal  arm 
£  and  supplementary  divider  D,  when  the  whole  are  arranged  relatively  to  each  other  and 
to  the  frame  of  the  machine  substantially  as  described,  for  the  purpose  set  forth. 

No.  31,164. — ^Datid  A.  Morris,  of  Pittsburg,  Penn. — Improvement  in  Manufacture  of 
Sheet  Iron, — Patent  dated  January  22,  1861. — ^'fhe  object  of  this  invention  is  to  form  an 
enamel  on  the  surface  of  sheet  iron,  to  lessen  its  tendency  to  corrosion,  and  g^ve  it  a  high 
degree  of  finish. 

Claim, — ^The  application  of  carbonaceous  material  prior  to  heating  the  iron,  (without  remor- 
ing  the  iron  scale  or  black  oxyd  from  the  surface  of  the  sheets, )  and  for  the  purpose  specified. 

No.  31,185.— George  C.  Munson,  of  New  York,  N.  Y,— Improvement  in  Tucking 
Gauges, — Patent  dated  January  22,  1861. — ^The  claim  and  engraving  will  explain  the  nature 
of  this  invention. 

Claim, — ^An  instrument  or  implement  forming  a  tucking  gauge  for  attachment  to  a  sewing 
machine,  essentially  as  described,  and  having  for  its  elements  the  combination  of  clamping 
plates,  or  a  clamping  plate  and  bar  or  roller,  or  equivalent  devices,  constructed  to  hold  the 
cloth  at  any  desired  width  of  tuck  with  a  gentle  pressure  from  the  ed^  throughout  the  width 
of  tuck,  a  device  or  means  for  regulating  the  pressure  of  the  clampmg  plates,  and  varying 
their  width  apart,  an  outside  g^ide  to  the  folded  edge  of  the  cloth,  aqjustable  at  pleasure,  and 
a  device  or  means  for  urging  the  cloth  up  against  said  guide,  all  for  operation  together,  sub- 
stantially as  and  for  the  purpose  or  purposes  set  forth. 

No.  31,186.— J.  Y.  D.  Murphy,  of  Half  Moon,  Penn.— /morcvement  in  Com  Planters,-^ 
Patent  dated  January  22, 1861. — Below  the  seed-conducting  tuoe  is  arranged  a  seed  chamber, 
to  which  a  reciprocating  movement  is  given.  Under  this  seed  chamber  is  a  sliding  bottom, 
to  faciliate  the  passage  of  the  com  from  the  conductor.  In  front  of  the  sliding  chamber,  and 
secured  at  the  top  of  the  frame,  is  a  vortical  cutter  which,  in  connexion  with  a  horixontal 
cutter  and  the  side  plates,  serve  to  open  the  furrow.  Motion  is  given  to  the  various  parts  by 
means  of  a  lever  operated  by  cams  on  the  driving  wheel,  so  that  the  furrow  is  made,  and  tlie 
seed  dropped  therein  and  covered,  at  one  operation. 

Claim, — First,  the  combination  of  the  reciprocating  seed  chamber  T,  opener  V,  and  sliding 
bottom  bf  arrangfed  and  operating  substantially  as  and  for  the  purposes  set  forth.  , 

Second,  the  arrangement  of  cutter  /,  comb  /c,  horizontal  cutter  V,  side  plates  M.  depos- 
iting chamber  T,  conducting  tube  p,  shaft  E,  spring  a,  bar  H,  and  slide  J«  substantially 
as  set  forth. 

No.  31,187. — Arthur  Neill,  of  Boston,  Mass. — Improvement  in  Moulds  for  Shaping 
India-rubber  Pencil-heads, — Patent  dated  January  22,  1861. — This  invention  consists  in  the 
combination  and  arrangement  of  three  metallic  plates,  (one  of  them  being  a  core  plate,)  by 
which  is  produced  an  India-rubber  h^ad,  to  be  fixed  on  one  end  of  a  lead  pencil. 

Claim, — ^A  mould  composed  of  a  core  plate  C,  with  its  cores  a  aa,  matrice  plate  B,  and  a 
cap  nlate  A,  combined  and  arranged  together  substantially  as  described  and  for  the  purpose 
set  forth. 

No.  31,188.— Frederick  H.  Purington,  of  Willimantic,  Cotm,'-Improvement  in  Drawer 
Alarms, — ^Patent  dated  January  22,  1861. — The  object  of  this  invention  is  to  obtain  an  alarm 
for  tills  and  drawers  which  will  give  warning  when  an  illegitimate  attempt  is  made  to  open 
them,  and  at  the  same  time  will  cause  the  tills  and  drawers  to  bo  locked  so  as  to  prevent  their 
being  opened  except  by  a  key. 
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Claim* — The  catches  G,  arranged  relatively  with  the  springs  D,  as  shown  and  nsed  in 
connexion  with  the  slide  F,  to  operate  as  and  for  the  purpose  set  forth. 

No.  31,189.--LouiS  C.  Rodier,  of  Springfield,  Mass.— /m/irarem«ii<  in  Tool-handles.— 
Patent  dated  January  22,  1801. —The  ferrule  on  the  end  of  the  handle  is  provided  with  a 
hollow  shank  made  souare.  On  the  outside  of  the  shank  is  a  screw  thread,  over  which 
screws  a  cap  having  a  hole  for  the  insertion  of  the  awl.  The  flange  of  the  awl  is  nipped 
between  the  cap  and  head  of  the  ferrule  and  firmly  secured. 

Claim, — ^A  handle  for  awls  or  other  tools  having  the  ferrule  B  and  screw  cap  C  combined 
and  operating  in  the  manner  and  for  the  purpose  substantially  as  described. 

No.  31,190.— Thomas  W.  Roys,  of  Southampton,  N.  Y,— Improvement  in  Harpoon 
duns, — Patent  dated  January  22,  1861. — ^This  gun  is  designed  to  be  so  shaped  and  propor- 
tioned as  to  be  balanced  on  the  shoulder.  The  barrel  is  provided  with  two  transverse  nanges, 
through  the  upper  part  of  which  are  openings  provided  with  hinged  flaps  or  valves  for  pro- 
tecting the  gunner  from  the  back  fire  of  the  rocket,  and  enablingliim  to  take  sight.  In  the 
lower  part  of  the  barrels  isn  channel  in  which  the  point  of  a  hook,  attached  to  the  rear  end* 
of  the  rocket,  moves,  so  that  when  it  is  discharged  from  the  barrel  the  hook  catches  under  a 
bar  attached  to  a  link  to  which  the  rope  is  seemed.  The  rear  of  the  gun  is  provided  with  a 
plate,  through  which  is  an  opening  large  enough  to  admit  the  harpoon,  which  opening  is 
covered  by  a  plate  hinged  to  the  upper  part  of  a  frame,  for  the  purpose  of  preventing  the  fire 
firom  the  rocket  passing  back. 

Claim, — First,  encircling  the  barrel  of  the  gun  with  one  or  more  transverse  flanges,  B, 
provided  with  valves  C,  for  the  purpose  of  protecting  the  face  of  the  guimer  and  at  the 
same  time  enable  him  to  take  his  sight. 

Second,  placing  before  the  rear  end  of  the  barrel  a  stop  to  receive  the  back  fire  of  the 
rocket,  substantiallv  as  described  for  the  purpose  specified. 

Third,  the  long  bar  m  across  the  top  of  the  link  n  to  prevent  the  harpoon  from  being 
forced  clear  through  the  whale. 

Fourth,  the  vent  hole  9,  in  the  front  end  of  the  barrel,  for  the  purpose  of  closing  the  valve 
C  in  the  manner  described. 

Fifth,  the  channel  K,  on  the  gun  barrel,  through  which  the  hook  J  travels  so  as  to  catch 
the  link  n  in  the  manner  described. 

No.  31,191. — Samuel  Schuyler,  of  Brooklyn,  N.  Y. — Improvement  in  Grain  Dryers, — 
Patent  dated  January  22,  18G1. — In  a  stack  or  tower  are  arranged  a  series  of  sieved  or  grated 
platforms,  hun^  at  one  end  on  a  pivot  in  the  centre  of  their  width,  the  other  end  being  sus- 
pended by  chains  connected  to  a  shaft,  by  which  their  line  of  inclination  can  be  changed. 
The  sieves  are  vibrated  sidewise.  Elevators  are  placed  on  each  side  to  raise  the  grain  to  be 
dried,  and  that  which  has  been  dried,  to  bins  for  storage. 

Claim, — ^The  combination  of  the  series  of  platforms  B,  with  the  elevators  M  and  N,  as  set 
forth  and  for  the  purpose  described. 

No.  31,192.— WiLUAM  Sellers,  of  Philadelphia,  Ta.— Improvement  in  Owns.— Patent 
dated  January  22,  1861. — ^The  car  at  the  top  of  the  back  pile  or  series  is  transferred  to  the  top 
of  the  front  series  by  means  of  a  hook  on  the  end  of  a  rack,  which  is  operated  by  a  wheel  K' 
on  shafl  &,  the  other  end  of  which  carries  a  pinion  gearing  into  rack  G,  to  which  latter 
motion  is  communicated  by  fluid  under  pressure  in  cvliudcr  I,  so  that  the  operation  of  trans- 
ferrins the  top  car  of  the  back  series  to  the  top  of  tne  front  one  is  performed  simultaneously 
with  uiat  of  entering  a  car  into  the  oven.  An  alarm  clock  is  so  arranged  as  to  set  off,  at 
longer  or  shorter  intervals,  as  may  bo  desired,  the  setting  off,  liberating  a  hair  trigger  to 
which  it  is  connected.  Bv  means  of  a  blower  and  pipes  extending  through  the  top  of  the 
oren^  a  current  of  air  may  be  forced  into  either  of  the  divisions  of  the  oven,  thus  forcing  the 
hot  air  down  towards  the  fire  below  and  into  the  flues  of  the  fire  chamber  so  as  to  reduce  the 
temperature  to  the  degree  required. 

Ciaim, — First,  the  arrangement  of  the  cars  or  pans  in  the  oven  in  two  series,  one  ascend- 
ing  and  the  other  descending,  substantially  as  described,  in  combination  with  the  means  des- 
mbed,  or  the  equivalent  thereof,  for  transferring  from  the  ascending  to  the  descending  series 
within  the  oven,  and  with  means  for  inserting  and  discharging  at  or  near  the  bottom  of  the 
oven  and  on  one  side  thereof,  substantially  as  described  and  ibr  the  purpose  specified. 

Second,  also,  machinery  or  an  instrument  for  measuring  time,  in  combination  with 
tho  machinery  which  operates  the  oven,  in  the  manner  substantially  as  specified  and  for  the 
purpose  set  forth. 

Third,  also,  in  combination  with  an  oven  having  the  fire  chamber  at  the  lower  part 
thereof,  and  in  which  the  fire  is  not  separated  therefrom  by  any  roof  or  partition,  substan- 
tially as  described,  the  employment  of  the  blower,  or  equivalent  means,  for  forcing  in  a  current 
of  oir  at  or  near  the  top,  substantially  as  described,  to  reduce  the  temperature  when  required. 

No.  31,193. — Oliver  Sweeny,  of  Norwich,  Conn. — Improved  Knife  Cleaner. — ^Patent 
dated  January  22.  1861. — ^This  invention  consists  in  the  arrangement  of  a  clamp  which  serves 
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to  retain  the  handles  of  two  or  more  kniyes,  in  combination  with  a  iiapportinff  perforated 
platform,  in  such  a  manner  that,  when  the  clamp  with  the  knives  is  placed  on  the  platform^ 
the  blades  of  the  knives  rest  flat  on  said  platform  in  the  proper  position  for  being  cleaned. 

Claim. — ^A  knife  cleaner  having  in  combination  a  clamp  A,  and  a  perforated  leverBible  board 
B,  constructed  and  operating  in  me  manner  and  for  the  purpose  described. 

No.  31,194.— Jeremiah  Swettzer,  of  Mishawaka,  Ind,— Improvement  in  Ploughs.— 
Patent  dated  January  22,  16C1. — ^This  invention  consists  in  the  arrangement  of  the  neveral 
parts  of  the  plough. 

Claim. — 1  ho  arrangement  of  the  beam  B,  handles  a  a'j  landside  b,  standard  o,  and  brace  c  c, 
with  flanges  s,  the  whole  constructed  as  and  for  the  purposes  set  forth. 

No.  31,195.— Augustus  C.  Teubner,  of  New  York,  N.  Y.— Composition  for  Rendering 
Textile  and  other  Fabrics  Air  and  Water  Ti^At.— Patent  dated  January  22,  1861.— The  in- 
gredients used  in  this  composition  are  a  solution  of  oil  of  turpentine,  sugar  of  lead,  and  bal- 
.salm  of  flr,  which  is  placed  in  one  vessel ;  in  another  vessel  is  placed  a  solution  of  oil  of 
turpentine  and  gum  elastic ;  and  in  a  third  a  mixture  of  ^m  elemi,  resin  and  turpentine,  ail 
which  are  finally  thoroughly  incorporated  and  applied  to  silk,  linen,  cotton,  and  other  &bric8. 

Claim. — ^The  composition  made  of  the  ingredients  and  prepared  in  the  manner  and  used  for 
the  purposes  recited. 

No.  31,196.— H.  L.  Thistle,  of  New  York,  N.  Y.— Improved  Spring  Bed  BoUom.— 
Patent  dated  January  22,  1861. — The  helical  springs  are  secured  between  the  upper  and 
lower  slats  by  means  of  knobs  projecting  from  their  lower  and  upper  sides  respectively,  the 
upper  slats  being  bent  up  and  their  ends  inserted  in  mortices  in  the  bead  and  foot  rails. 

Claim. — ^The  arrangement  of  the  helical  spring  or  cross  bars,  substantially  as  described,  in 
combination  with  the  longitudinal  slats  above  them,  substantially  as  described. 

No.  31,197.— G.  B.  Vroom,  of  Jersey  City,  N.  J.,  and  SOLOMON  KiNZiE,  of  Brooklyn, 
N.  Y. — Improvement  in  Machine  for  Hoisting  Barrels  and  Placing  them  in  Tiers  or  Rows. — 
BVtent  dated  January  22-,  1861. — ^This  invention  consists  in  the  employment  of  a  derrick  with 
a  movable  jointed  leg,  in  combination  with  a  prop  or  frame,  whereby  the  barrels,  &c.,  will  be 
raised  perpendicularly  to  the  desired  height,  and  then  rolled  over  on  the  first  tier  with  a  com- 
paratively short  derrick. 

Claim. — In  combination  with  a  derrick  resting  on  four  legs  or  supports,  two  of  which  ore 
stationary  and  the  other  two  supported  on  wheels,  as  described,  I  claun  the  frame  B  and  B', 
when  the  whole  is  constructed  and  applied  substantially  as  described  for  the  purpose  set'forth. 

No.  31,198.— Joseph  Warner,  of  New  Britain,  Conn.— /mprowd  Kettle  HaR<//e.— Patent 
dated  January  22,  1861. — ^The  object  of  this  invention  is  to  furnish  a  handle  which  may  btt 
readily  attached  or  detached  from  kettles  which  have  no  permanently  fixed  handles. 

Claim. — ^A  handle  for  lifting  vessels  that  is  composed  of  a  curved  porrion  A,  having  a  tongue 
and  shoulder  a  6  at  its  upper  end,  which  form  a  slot  to  grasp  the  edge  of  the  vessel,  the 
whole  made  as  sho>vn  and  described. 

No.  31,199.— Sarah  Jane  Wheeler,  of  New  Britain,  Conn. — Improvement  in  Curry- 
combs.— Patent  dated  January  22,  1861. — The  claim  and  engraving  will  explain  the  nature 
of  this  invention. 

Claim. — The  combination  of  single  sheet  metal  bars  of  cxirrycombs,  having  concave  back 
edges  of  a  sufficient  degree  of  curvature  to  give  the  necessary  firmness  and  strength  without 
the  assistance  of  side  projections  or  supports,  but  having  rivet  projections  thereon,  with  a 
back  of  corresponding  curvature  so  as  to  fit  the  concave  back  edges  of  said  bars,  and  either 
made  of  a  single  piece^  so  as  to  be  **  close,"  or  of  separate  pieces,  so  as  to  be  **  open  "  and  un- 
obstructed between  all  the  bars,  substantiJally  in  the  manner  and  for  the  purposes  specified. 

No.  31,200.— H.  S.  White,  of  Newport,  R.  I.— Improvement  in  Newspaper  Files.— PeAhTX 
dated  January  22,  1861.— The  button  is  adjusted  in  a  loop  attached  to  a  table  or  other  fixture, 
and  the  staple  passes  through  an  eye  attached  to  the  table,  the  eye  having  a  small  padlock  in  it 
to  prevent  the  papers  from  being  abstracted. 

Claim. — The  employment  or  use  of  the  button  C  and  staple  D  attached  to  one  of  the  strips, 
in  connexion  with  the  loop  E  and  eye  H  attached  to  the  table  or  fixture  G,  as  and  for  the 
purpose  specified. 

No.  31,201.— WiLUAM  C.  WiLLEY,  of  Princeton,  111. — Improvement  in  Com  Planters.— 
Patent  dated  January  22, 1861. — ^The  object  of  this  invention  is  to  obtain  a  machine  for  plant- 
ing com  either  in  hills  or  drills,  and  at  a  greater  or  less  depth,  as  may  be  required.  The  seed- 
distributing  apparatus  may  be  operated  automatically  or  manually,  as  may  be  desired,  and 
without  the  liability  of  choking  or  clogging. 

Claim. — ^The  arrangement  of  the  honpers  F,  oscillating  perforated  shell  G.  holes  /plates 
g,  vibrating  bar  J,  and  levers  L  K,  with  the  seed  tubes  H,  plates  I,  shares  D,  jointed  names 
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A  C,  ban  b  b,  nprights  e  «,  projections  m,  and  rollers  B,  in  the  manner  and  for  tbe  purpose 
shown  and  described. 

No.  31,202.— W.  H.  AULD,  of  Fairfield,  Iowa,  assignor  to  Himself  and  R.  C.  Brown,  of 
Fairfield,  Iowa. — Improvement  in  Circular  Sawing  machines, — ^Patent  dated  Jannair  22, 
1861.— One  end  of  the  frame  is  piyoted  to  one  of  the  ties,  and  the  other  end  is  counccted  with 
the  opposite  tie  by  arms  and  a  screw  rod,  by  which  means  a  ready  lateral  adjustment  of  the 
saw  is  effected,  for  the  pm*poso  of  preventing  its  binding  in  the  kerf  or  marring  the  work. 

Claim, — ^The  arrangement  of  the  pivot  a,  upon  which  the  adiustable  frame  C  turns,  in  front 
of  the  cutting  edge  of  the  saw  E,  as  shown  and  described,  whereby  the  angle  of  the  face  of 
the  saw  blade  may  be  varied  at  pleasure  without  changing  the  position  of  the  cutting  edge, 
all  as  set  forUi. 

No.  31,203.— Francts  D.  Ballou,  of  Abington,  Mass.,  assignor  to  Himself  and  J.  L. 
Nash,  of  Abington,  Mass. — Improvement  in  Setting  Machine, — ^Patent  dated  January  22, 
1861. — ^The  object  of  this  improvement  in  making  stitched  boots  or  shoes  by  sewing  mechan- 
ism is  to  hold  the  work  down  on  the  table  or  bed  plate  of  the  machine  as  near  the  awl  and 
needle  as  possible,  and  to  keep  the  channel  formea  on  the  outside  of  the  outer  sole  open,  so 
that  die  seam  will  follow  closely  in  this  channel,  that  the  raised  lip  of  the  channel  may  be 
pressed  down  afler  the  shoe  is  finished  and  present  a  neat  appearance,  as  if  the  stitching  had 
been  done  by  hand.  It  further  provides  for  stitching  the  shanks  of  the  boot  or  shoe,  and  also 
provides  for  keening  the  upper  back  from  the  needles,  and  for  guiding  the  channel  to  receive 
the  same  througn  the  machine,  and  for  sewing  light  or  heavy,  large  or  small  work. 

Claim. — ^First,  the  construction  of  the  pressor  D,  with  separately  adjustable  foot  plates  0  C 
as  shown  and  described. 

Second,  the  curved  bearing  plate  B,  with  its  lip  e,  in  combination  with  the  presser  bar  D 
and  foot  pieces  C  C^  arranged  as,  and  serving  for  the  purposes,  set  forth. 

Third,  the  arrangement  of  the  separately  adiustable  foot  plates  C  C,  with  the  curved  plate 
B,  openers  G  G\  and  disk  £,  in  the  manner  shown  and  described. 

No.  31,204.— Walker  B.  Bartram,  of  Norwalk,  Conn.,  assignor  to  A.  S.  Dodd,  of  New 
York  city. — Improvement  in  Fare  Boxes, — Patent  dated  January  22,  1861. — Within  the  box 
are  placed  metal  tubes  of  sufficient  size  internally  to  admit  of  the  passage  of  the  various 
pieces  of  coin  in  use.  These  tubes  have  an  opening  in  the  bottom  wide  enough  to  allow  a 
free  movement  of  open  valves  backward  and  forward,  the  valves  being  of  the  thickness  of 
the  several  coins  in  the  tubes.  The  valves  are  each  provided  with  a  finger  having  a  spring 
on  the  inside  and  pressing  against  the  lower  end  of  the  tubes.  A  revolving  wheel,  having 
any  proper  number  of  figures  on  its  circumference,  and  a  clock-work  arrangement,  are  con- 
nected to  a  lever  M,  which  also  connects  with  a  boll  and  a  glass  plate  turning  on  its  longitu- 
dinal axis,  situated  above  the  money  drawer,  and  extending  from  the  top  of  the  latter  to  a 
corresponding  immovable  glass  plate  placed  at  an  angle  with  the  front  of  the  box.  By  actu- 
ating the  lever  M,  a  passenger,  upon  aropping  in  a  large  coin,  can  take  out  the  proper  change 
and  at  the  same  time  register  a  number. 

Claim. — ^The  givuag  of  exact  change,  as  desired,  by  means  of  tubes  A,  adapted  to  different 
coins,  in  combination  with  the  open  valves  D,  levers  B,  and  springs  E,  constructed  and  oper- 
ated substantially  in  the  manner  and  for  the  purpose  set  forth. 

And,  in  combination  with  the  above,  I  also  claim  the  money  box  lever  M,  movable  plate  U 
X,  bell  J,  and  register  R,  the  whole  being  constructed  and  operated  substantially  m  the  man- 
ner and  for  the  purpose  set  forth. 

No.  31,205.— Nehemiah  S.  Bean,  of  Manchester,  N.  H.,  assignor  to  the  Amoskeag  Man- 
ufacturing Company,  of  same  place. — Improvement  in  Picker  Staff'  Motion. — Patent  dated 
January  22,  1861. — ^Tho  picker  staff  is  secured  to  a  rocker  hingea  to  the  open  link  c,  the 
latter  is  also  hinged  to  the  piece  e,  which  is, arranged  to  be  bolted  to  the  lay  of  a  loom.  The 
link  projects  beyond  the  pivot  on  which  it  vibrates,  so  that  the  spring  can  act  on  tho  short 
arm,  considering  the  link  as  a  lever.  The  ears  g,  which  project  from  toe  link  downward  on 
each  side  of  the  piece  «,  guide  the  movements  of  the  link,  and  consequently  tho^  of  the 
picker  staff,  by  wnich  means  the  spring  is  made  to  operate  to  retain  the  picker  staff  after  it 
baa  moved  forward  to  throw  the  shuttle. 

Claim. — ^The  arrangement  and  combination  of  the  rocker  of  the  picker  staff  within  the  link 
and  upon  the  piece «.  when  the  rockers  and  link  are  hinged  and  are  operated  upon  by  a  spring, 
and  the  link  is  provided  with  guiding  ears  g. 

No.  31,206.— Albert  Belungrath,  of  Atlanta,  Ga.,  assignor  to  Himself  and  Leonard 
Belxjngrath,  jr.,  of  Atlanta,  Ga. — Improvement  in  Pumps. — Patent  dated  January  22, 
1861. — To  tho  piston  rod.  above  tho  opening  in  the  cvlinder,  is  attached  a  piece  provided 
witb  wedges,  which  work  through  guides  provided  with  friction  rollers.  These  wedges  serve 
to  rotate  the  piston  part  way  round,  as  it  is  worked  up  and  down,  the  upper  end  of  the  piston 
being  attached  to  a  swivel,  to  allow  it  to  turn.  Tho  piston  is  provided  with  wings,  one  ex- 
Ifttiding  above  and  tho  other  below,  and  covering,  respectively,  a  suction  and  discbarge  hole. 


Digitized  by  CjOOQIC 


152  ANNUAL  REPORT  OP  THE 

there  being  two  of  each  of  these  holes,  so  that  as  the  piston  rod  moves  np  and  down  the  a^ 
tion  of  the  wedges  cause  an  alternate  action  of  the  wings  upon  the  suction  and  discharge 
holes,  which  are  connected  by  pipes,  by  which  the  water  is  raised  without  the  use  of  valvet. 
Claim. — ^The  construction  and  arrangement  of  the  piston  B,  cylinder  A,  wedge  J),  in  ths 
manner  and  for  the  purposes  set  forth. 

No.  31,207.— Albert  H.  Brown,  of  Albany,  N.  Y.,  assignor  to  James  Burton,  of  the 
same  place. — Improvement  in  Machines  for  Cutting  Wooden  Mouldings, — Patent  dated  Jan- 
uary 2*2, 1861. — A  scries  of  slides,  provided  with  tool  stocks  to  hold  the  cutters,  are  placed  on 
the  upper  surface  of  a  carriage,  and  are  fitted  in  dovetailed  recesses.  To  the  imder  side  of 
each  slide  is  attached  a  spiral  spring,  and  to  their  outer  ends  is  connected  a  lever.  The  cat> 
ters  are  made  to  act  in  turn  upon  the  work  as  the  carriage  is  moved  forward.  A  bar  and 
lever  are  arranged  to  throw  the  tools  from  their  work  in  order  to  "gig"  back  the  frame. 

C/a»m.— The  arrangement  of  the  sliding  tool  holders  D  E  F,  cutters  N,  spriuffs  G,  frame  O, 
and  pattern  P,  with  the  carriage  B,  levers  H,  bar  K,  and  bars  L,  as  shown  and  described  for 
the  purposes  set  forth. 

No.  31,208.— John  T.  Bruen,  of  Brooklyn,  N.  Y.-^lmprotement  in  Sewing  Machines.^ 
Patent  dated  January  22,  18G1. — ^The  lower  needle  apparatus  is  pivoted  to  the  under  side  of 
the  base  plate.  A  socket  for  a  ball  joint  is  made  in  the  needle  holder,  into  which  fits  the 
upper  end  of  the  arm  tt,  having  an  eye  on  its  inner  end  that  fits  upon  a  rock-shaft,  and  on 
this  arm  is  a  coiled  spring  that  bears  up  against  the  needle  holder  and  keeps  it  against  the 
base  plate.  A  small  nook  is  made  to  pass  through  a  hole  in  the  shank  of  the  neeme,  so  that 
it  can  be  turned  down  out  of  the  way  when  two  threads  are  used  and  a  double  loop  stitch 
made. 

Claim, — Needle  holder  r,  jointed  by  a  double  joint  to  the  permanent  frame  moved  and  held 
up  to  its  place  by  the  socket  ioint  arm  »,  and  spring  constructed  and  arranged  as  described, 
and  the  hook  f,  combined  with  the  lower  needle  in  the  manner  and  for  the  purposes  set  forth. 

No.  31,209.— A.  F.  Johnson,  of  Boston,  and  I.  E.  Bartlett,  of  Stoneham,  Mass.,  as- 
signors, by  mesne  assignment,  to  I.  M.  Singer  and  Edward  Clark,  of  New  York  city.— 
Improvement  in  Setting  Machines, — Patent  dated  January  22,  1861. — This  invention  consists 
in  the  combination  of  two  eye-pointed  needles,  each  carrying  its  own  thread,  with  a  shuttle 
carrying  its  thread  through  the  loops  of  the  two  needle  threads,  when  such  shuttle  is  caused 
to  move  transversely  to  the  line  of  direction  of  the  feed  motion  of  the  machine,  at  any  desired 
angle  therewith. 

Claim. — The  combination  in  the  same  machine  of  two  needles  with  a  shuttle  in  such  a  man- 
ner that  the  needles  form  two  parallel  rows  of  stitching,  and  that  the  shuttle  reciproccUes 
across  the  line  of  direction  of  the  feed  motion  and  connects  the  two  rows  of  stitching  by  the 
shuttle  thread,  substantially  as  described,  so  as  to  form  a  compound  seam  of  three  thna^p^ 
presenting  two  separate  rows  of  stitching  on  one  surface  of  the  material  sewed. 

No.  31,210.— JoSEE  Johnson,  of  New  York,  N.  Y.,  assignor  to  Himself  and  John  Ward, 
jr.,  of  Brooklyn,  N.  Y. — Improvement  in  Stilts, — Patent  dated  January  22,  1861.— This  in- 
vention consists  in  constructmg  a  stilt  of  two  pieces  of  wood,  fixed  in  a  metallic  socket  piece, 
which  forms  the  step,  so  arranged  that  the  portion  supporting  the  weight,  or  the  stilt  proper, 
is  directly  beneath  the  foot  when  in  use,  while  the  hanole  rises  at  one  side. 

Claim, — ^A  stilt  constructed  of  two  pieces  A  and  B,  joined  together  by  a  metal  socket  C, 
in  such  a  manner  that  the  part  A  receives  the  strain  in  the  direction  of  its  length,  and  the 
socket  C  also  serves  for  the  foot  rest  or  step,  substantially  as  and  for  the  purposes  described. 

No.  31,211. — L.  W.  Lanodon,  of  Northampton,  Mass.,  assignor  to  Himself,  HoiABi 
Wells,  and  D.  G.  Littlefield,  of  same  place. — Improvement  in  Stwing  Machines, — Patent 
dated  January  22,  1861. — To  the  interior  of  the  shuttle  is  pivoted  a  friction  plate,  which  is 
drawn  down  upon  the  barrel  of  the  bobbin,  or  upon  the  thread  wound  thereon,  by  a  spring 
secured  to  one  end  of  the  shuttle  by  a  screw,  and  at  the  other  end  it  is  hinged  to  a  short  arm, 
attached  rigidly  to  the  friction  plate. 

Claim. — Producing  tension  upon  the  shuttle  thread  by  means  of  the  pressure  plate  i  and 
spring  gi  constructed  and  combined  substantially  as  described. 

No.  31,212.— John  McMurtry,  of  Fayette  county,  Ky.,  assignor  to  I.  A.  BosrwiCK,  of 
Lexington,  Ky. -^Improvement  in  Fireplaces, — Patent  dated  January  22,  1861. — In  the  rear 
of  the  fireplace  is  an  air  chamber,  provided  with  proper  dampers  and  registers  for  the  admis- 
sion of  cold  and  the  exit  of  heated  air.  On  the  back  of  the  fireplace  are  placed  thin  ribs,  at 
intervals,  for  the  purpose  of  securing  a  more  perfect  combustion  of  the  fuel. 

C/atm.— The  combination  of  the  ribbed  or  corrugated  back  vnth  the  air  chamber  and  regis- 
ters, as  shown  in  the  accompanying  drawings,  substantially  as  described  and  for  the  purposes 
set  forth.  «• 
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No.  31,213.— John  P.  Re^-nolds,  of  Mirabilo,  Mo.,  assizor  to  II.  H.  Robertson  and 

C.  0.  CarR,  of  KiDgstoD,  Mo. — Improtcd  Harness  for  Shoeing  Horses. — Patent  dated  Jan- 
uary 22,  1861. — The  object  of  tbis  mvention  is  to  confine  the  lioreo  in  such  a  manner  as  im 
k«ep  him  still  while  being  shod. 

Claim, — ^The  combination  of  the  straps  e  c  c'  and  v,  cords  I  »,  and  movable  post  »,  the  said 
parts  being  applied,  arranged,  and  secured  substantially  as  and  for  the  purposes  set  forth. 

No.  31,214. — QuARTUS  Rice,  of  Nevada,  Cal.,  assignor  to  Lorenzo  Rice,  of  West  Win- 
•ted,  Conn. — Improvement  in  Sewing  Machines, — Patent  dated  January  22,  18C1. — ^This  ma- 
chine  is  adapted  to  form  continuous  tubular  work  of  any  desired  diameter  and  of  indefinite 
length,  for  hydraulic  hose  or  other  uses.  The  pai*ts  of  the  gauge  are  adjusted  in  distance  by 
means  of  a  shaft  having  a  right  and  left  screw  at  each  end.  On  cither  side  of  the  gauge  are 
two  rollers  mounted  upon  shafts  which  are  joumalcd  in  bearings  secured  to  the  frame  io'sucb 
a  manner  as  to  admit  of  adjustment  of  the  upper  ends  of  the  shafts  in  a  lino  parallel  with  the 
axis  of  the  gauge,  so  as  to  see  the  rollers  vertically  or  give  them  an  inclination,  by  which 
means  the  decree  of  compression  of  the  cloth  is  regulated. 

Claim. — First,  the  combination  vith  a  sewing  machine  of  any  suitable  construction  of  th« 
eauge  K  K\  constructed  and  operating  substantially  as  set  forth,  to  produce  continuous  tubn- 
MTWork. 

Second,  the  adjustable  guide  rollers  N  N,  operating  in  combination  with  the  gauge  K  K', 
substantially  as  and  for  the  purpose  set  forth. 

Third,  the  general  combination  of  the  feed  movement  G  H  I  M,  sewing  mechanism  ABC 

D,  ^nge  K  K^  and  rollers  N  P,  arranged  and  operating  substantially  as  and  for  the  purposes 
aeilortn. 

No.  31,215.— Grant  J.  Wheeler,  G.  W.  Bunnell,  and  Wiluam  Sharp,  of  Bkom- 
fleld,  N.  J.,  assignors  to  James  C.  Beach,  of  same  place. — Improvement  in  Paper-mmking 
Machinery. — Patent  dated  January  22,  1861. — By  means  of  the  pertbrated  roll,  combined 
with  the  feits,  the  water  is  caused  to  be  pn>8scd  from  the  web  at  a  point  between  the  rollers, 
and  runs  off  on  the  folts  instead  of  being  pressed  back  upon  the  web,  the  water  passing  into 
the  perforated  roll. 

Claim. — ^The  use,  in  press-rolls,  of  the  perforated  roll  D,  in  combination  with  the  felts  K 
and  S,  which  carry  the  pulp  between  them,  substantially  in  the  manner  and  for  the  purposes 
described. 

No.  31,216.— Joseph  W.  Sprague,  of  Rochester,  N.  Y.,  assignor  to  Himself,  George 
B.  REDFifJLD,  trustee,  (for  the  benefit  of  C  (^ates,)  James  Jones,  and  Aaron  W.  Tyrell, 
of  same  place. — Improvement  in  Fire  Escapes. — Patent  dated  January  22,  1861. — ^The  braces 
are  designed  to  be  arranged  within  the  apparatus  in  such  a  nmnuer  as  not  to  interfere  in 
raising  or  lowering  the  same.  A  continuous  passage-way  is  provided  from  top  to  bottom  by 
means  of  a  series  of  shut  ladders  and  platforms,  the  latter  being  so  arranged  as  to  maintain  a 
horizontal  position.  To  the  upper  platform  is  attached  a  revolving  platform,  having  a  light 
platform,  which  is  designed  to  be  slid  into  a  window  of  the  building.  The  wagon  frame  is 
caused  to  rotate  by  means  of  wedges  moving  upon  the  axle,  so  as  to  keep  the  machine  levd. 
The  cams  are  so  combined  with  the  brakes  as  to  prevent  the  machine  m>m  descending  too 
T^idly  in  case  of  careless  handling. 

Claim. — First,  the  braces  C  C,  combined  with  the  levers  A  A,  and  stmts  B  B,  when  the 
same  are  constructed  and  operated  substantially  as  described  for  the  purpose  aforesaid. 

Second,  the  combination  of  the  platforms  M  M,  the  ladders  L  L,  ana  the  guide-bars  N  N, 
when  the  same  are  constructed  and  operated  substantially  as  described. 

Third,  the  combination  of  the  upper  platform  O,  the  revolving  platform  P,  and  the  sliding 
^atform  R,  substantially  as  descnb^. 

Fourth,  the  attachment  of  the  wagon  frame  to  the  axles  in  such  a  manner  as  to  allow  the 
wagon  frame  to  be  levelled  by  means  of  the  sliding  wedges  Y  T,  substantially  as  described. 

Fifth,  the  arrangement  of  the  cams  1 1,  in  combination  with  the  ratchets  H  H,  and  with 
Ibe  brakes,  in  such  a  manner  that  the  act  of  raising  the  ratchets  shall  tighten  the  brakes, 
aabfltantially  as  described. 

No*  31,217.— George  W.  ARlfSTRONO,  of  Clmton,  N.  C— Improvement  in  Waisr- 
IFhads.—'Vtkteni  dated  January  29,  1861.— The  portion  of  the  shaft  enclosed  by  the  water- 
wheel  and  cylindrical  casing  of  the  penstock  is  formed  by  placing  two  cones,  with  their  apexes 
nearly  meeting  one  another,  on  the  shaft,  the  upper  cone  being  of  much  greater  area  than 
the  lower  one,  so  that  the  upper  pressure  of  the  water  shall  equal  ihe  downward  pressure. 
A  mbber  packing-ring  is  attached  to  the  inside  of  the  cylindrical  casing,  and  extending  below 
the  lower  edge  of  the  water-wheel,  which  is  caused  to  pack  tightly,  the  rubber  being  distended 
bj  the  pressure  of  the  water,  and  admits  of  Uie  raising  and  lowering  of  the  wheel  to  a  limited 
extent. 

Clotm. — First,  the  employment  of  a  vertical  shaft  E,  which  has  on  its  lower  portion  an 
flBlaiKeinent  I  J,  of  the  form  described,  in  combination  with  a  centrifugal  discharging  reac- 
tioo  water-wheel  G  and  a  cylindrical  casing  B,  in  the  manner  and  for  the  purposes  set  forth. 
H.  Ex.  Doc  53 11 
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Second,  the  employmeDt  of  a  suspended  elastic  packing-ring  K,  in  combination  with  a 
water-wheel  Q  G',  which  is  supported  on  a  vertical  shaft  E  1  J,  enlarged  as  above  stated,  and 
10  raised  and  lowered  in  the  manner  and  for  the  purposes  set  forth. 

No.  31,218. — M.  L.  Ballard,  of  Canton,  Ohio. — Improvement  in  making  Fingtr-Guards 
for  Harvesters, — Patent  dated  January  29,  1861. — ^This  machine  consists  of  two  jaws,  one  of 
which  is  gprooved  out,  and  the  other  has  two  surfaces,  separated  by  a  projection  at  its  centrp. 
The  jaws  are  surrounded  by  a  clasp  or  ring  piece,  whicn  is  made' to  force  the  jaws  together 
by  a  wedge  being  driven  between  it  and  the  outside  of  one  of  the  jaws.  The  sliding-key  ii» 
placed  at  the  lower  part  of  the  jaws,  upon  which  rests  the  bar  from  which  the  finger  is  formed. 

Claim. — First,  the  combination  of  a  jaw  A  with  its  plane  surlaces  F  F',  and  jaw  B  with  its 
groove  G  G',  with  clasp  or  ring  C,  and  wedge  I),  or  their  equivalents,  for  the  purposes  stated. 

Second,  in  combination  with  the  jaws  A  and  B,  the  sliding-kcy  £,  as  and  tor  the  purposca 
fet  forth. 

,  No.  31,219. — M.  L.  Ballard,  of  Canton,  Ohio. — Improvement  in  making  Finger-Guards 
for  Harvesters, — Patent  dated  January  5^9,  18(51. — A  section  of  iron  of  suitable  size  for  the 
guard-finger,  being  first  heated  near  its  middle,  is  dropped  into  the  groove  of  the  jaw  B,  and 
rests  up>on  the  slidmg-key.  The  wedge  within  a  clasp  around  the  jaws,  being  driven  down, 
closes  the  jaws,  and  forms  a  groove  on  the  guard-tin«ir.  The  key  being  driven  back,  a 
hammer  is  applied  to  the  section  of  iron  by  which  the  shoulder  is  formed. 

Claim. — forming  the  shoulder  of  wrought-iron  guards,  or  lingers,  by  ** staving  up"  the 
sections  of  iron,  substantially  as  described. 

No,  31,220. — M.  L.  Baclard,  of  Canton,  Ohio. — Improvement  in  making  Finger-Guards 
for  Harvesters. -^Fatjeint  date<l  January  29,  iblJl. — The  finger  being  formed  as  described  in  a 

Srevious  invention,  a  thin  piece  of  steel  is  welded  upon  the  surface  A',  after  which  the  end  is 
rawn  out  and  turned  over  to  form  the  Up  of  the  guard,  while  the  back  part  of  the  guard  near 
the  point  where  the  end  is  bent  is  drawn  out  to  form  the  point  of  the  guaid. 

Claim. — A  guard  or  finder  constructed  in  the  manner  above  described,  whereby  the  shank 
ftnd  shoulder  are  formed  with  accuracy  and  precision  from  a  section  of  iron  of  just  sufi^cient 
•ize  in  its  cross  section  to  form  the  shank,  while  the  surfaces  of  the  guard  on  each  side  of  the 
eatter  are  faced  with  a  thin  layer  of  steel. 

No.  31,221.— WiLUAM  B.  Barnard,  of  Waterbury,  Conn.— Improved  Sash- Fastener.— 
Patent  dated  January  29,  18G1. — This  invention  consists  t.f  a  cam-bolt,  that  upon  being 
pressed  back  takes  an  eye  on  the  upper  sash,  and  upon  turning  said  bolt  the  upper  sash  is 
pressed  up  by  said  cam  on  the  bolt,  at  the  same  time  that  the  bolt  through  a  pin  and  spring 
Dinds  the  upper  and  lower  sashes  firmly  together,  so  as  to  prevent  their  shaking  by  the  wind, 
or  admitting  air  through  the  joint  between  the  upper  and  lower  meeting  rails  of  the  sash. 

C/atffl.— a*he  spring-bolt  e,  provided  with  the  cam  3  and  pin  2,  taking  the  eye  4  in  the 
flange  d,  in  the  manner  and  for  the  purposes  specified. 

No.  31,222,— G.  W.  R.  Bayley  and  T.  W.  Nelson,  of  Brashear,  La.— Improvement  in 
Drawbridges.^-P&teni  dated  January  29,  1861. — The  claim  and  engraving  will  explain  the 
nature  of  this  invention. 

Claim. — ^The  construction  of  drawbridges  with  one  end  pivoted  upon  the  abutment,  and  the 
centre  of  the  bridge  supported  and  moving  upon  a  circular  track,  all  substantially  as  and  for 
the  purposes  herein  shown  and  described. 

No.  31,223.— JAME8  M.  Bois,  of  Aurora,  New  York,— Improved  Washing-Machine.- 
Patent  dated  January  29,  1861. — ^The  under  surface  of  the  rubber  is  convex  and  provided 
with  ribs,  the  rubber  working  on  a  shaft  arranged  in  vertical  grooves  on  the  sides  of  the  box. 
One  end  of  the  presser  bar  is  held  in  a  notch  on  one  side  and  a  toothed  spring  on  the  other, 
which  admits  of  ac^ustment  to  the  clothes  in  the  box.  An  oscillating  motion  is  given  to  the 
mbber  by  means  of  the  handle. 

Claim. — ^The  pressure  bar  K  having  a  slot  K'  at  the  centre,  through  which  slot  the  handle  I 
passes  to  allow  the  bar  to  press  or  bear  upon  the  rounded  shoulders  j,  in  combination  and 
arrangement  with  the  toothed  spring  L  and  notched  crosshead  D,  rubber  E,  handle  I,  shaft  G, 
and  side  pieces  A,  substantially  as  set  forth. 
« 

No,  31,224,*~Ludwio  Brumleu,  of  Hoboken,  N.  J. — Improvement  in  man^facimrt  of 
Oxychloride  o/ Leiuf.— Patent  dated  January  29,  1861.— The  chum  will  explain  the  nature  oif 
tliis  invention. 

Claim, — ^The  process  as  set  forth  in  the  foregoing  description  of  manufactoring  oxychlo- 
ride of  lead  from  subacetate  of  lead  by  the  introduction  of  muriatic  acid,  leaving  in  solotioa 
neutral  acetate  of  lead  free  to  be  used  over  and  over  for  the  same  purpose. 
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No.  31,235.— Joel  Bryant,  of  Brooklyn,  N.  Y.—ImnrovemetU  in  Peii-Hb2<ier«.— Patent 
dated  January  29,  1861. — ^The  eraser  is  secured  to  the  end  of  the  pen-handle  that  enters  the 
socket  of  the  pen-holder. 

Claim, — ^The  construction  and  use  of  ink  erasers  and  pen-holders;  when  the  same  are  made 
and  used  in  comhination  with  each  other,  substantially  as  herein  described. 

No.  31,236. — TiSDALE  Carpenter,  of  Providence,  R.  I. — Improvement  in  Steam-Engine. 
Fateni  dated  January  29,  1861. — ^Tho  invention  consists  in  operating  the  induction  or  supply 
valves  with  a  positive  motion  in  each  direction,  and  a  variable  cut-offby  means  of  a  compound 
•cam  and  variable  rocking-levers,  either  with  or  without  a  regulator,  and  without  detaching  or 
releasing  the  said  valves  from  the  devices  that  move  them ;  also  in  arranging  and  operating 
the  induction  or  exhaust  valves  in  the  cylinder  heads  parallel  with  the  motion  of  the  piston 
by  a  separate  or  independent  valve  movement. 

Claim, — In  combination  with  the  ffovcraor  of  a  steam  or  other  engine,  the  compound  cam 
C  C,  and  the  rocking-levers  D  D,  when  constructed  and  arranged  substantially  as  described, 
whereby  a  variable  opening  and  closing  of  the  induction  valves  is  automatically  produced  by 
a  positive  motion  as  specified. 

Second,  also,  the  above  combination  of  the  cam  C  C  and  the  rocking-levers  D  D  with  the 
induction  valves  of  engines,  when  arranged  and  operated  substontiaUy  as  described,  as  an 
adjustable  cut-off  without  a  regulator  to  make  it  automatic. 

Third,  operating  the  eduction  or  exhaust  valves  in  openings  in  the  cylinder  heads,  said 
openings  bein^  on  a  line  parallel  with  the  motion  of  the  piston,  constructed  as  described,  and 
said  veuves  bemg  worked  by  a  movement  separate  from  the  induction  valves  of  the  engine. 

No.  31,227. — Penner  Darling,  of  North  Blackstone,  Mass. — Improvement  in  Pockets  of 
Wearing  Apparel, — Patent  dated  January  29,  1861. — ^This  invention  consists  in  making  the 
mouth  or  opening  of  the  pocket  so  small  that  a  pickpocket  cannot  insert  his  hand,  and  yet 
may  be  distended  when  the  wearer  wishes  to  take  anything  from  it  by  means  of  an  elastio 
gore  inserted  on  one  side  of  the  pocket. 

Claim, — Inserting  the  gore  C  of  elastic  cloth  on  one  side  of  the  pocket,  substantially  in  tl» 
ner  and  for  the  purposes  specified. 


No.  31,228. — ^Thomas  G.  Davis  and  Joshua  Punchus,  of  Elkhart,  Ind. — Improvement 
in  Stump  Extractors, — ^Patent  dated  January  29,  J  861. — ^The  anchor  or  fulcrum  is  made  cir- 
cular at  one  end  and  curved  to  the  front.  The  main  lever  is  attached  to  the  circular  end, 
and  braced  by  a  supporting  lever  at  the  opposite  end.  A  clevis,  or  claw-hook,  is  attached  to 
the  lower  part  of  the  main  brace,  by  whicli  the  grub  is  seized  when  about  to  be  extracted. 

Claim, — ^The  elliptic  fulcrum  A  and  framed  lever  B  C,  constructed  as  described,  in  combi- 
nation  with  the  adjustable  clevis  G,  or  claw-hook  E,  arranged  and  operating  as  set  forth, 
which  we  call  the  "Pioneer  Grub  and  Stump  Extractor." 

No.  31,229. — Charles  G.  Dickinson,  of  Poughkeepsic,  N.  Y. — Improvement  in  Har^ 
vesters, — ^Patent  dated  January  29,  1801. — ^The  object  of  this  invention  is  to  obtain  a  means 
for  elevating  the  finger  bar  and  sickle,  to  enable  them  to  pass  over  obstructions  that  may  lie 
in  their  path,  and  also  to  enable  the  machine  to  be  drawn  from  place  to  place,  the  parts  being 
•o  arranged  that  the  driving  mechanism  will  be  automatically  thrown  out  of  gear  as  the 
finger  bar  and  sickle  are  raised,  and  thrown  in  gear  as  they  are  depressed  or  allowed  to 
descend  to  their  working  position. 

Claim, — The  employment  of  the  hinged  tube  F,  in  combination  with  the  finger  bar  G, 
fickle  bar/,  lever  U,  pinions  h  k^  segment  I,  bar  K,  and  lever  J,  when  the  above  parts  am 
«>ii8tnicte()  anu  irronged  to  operate  substantially  as  herein  shown  and  described. 

No.  31  ,*Wl— Wa  huel  Erhman,  of  Mount  Jov,  Pa. — Improved  Hin^c—Vtiieni  dated 
January  '29i|  lti5i.  -The  part  of  the  hinge  attached  to  tlie  jamo  or  frame  is  provided  with  a 
central  joh..i  hi  which  is  secured  a  pivot,  projecting  the  same  distance  above  and  below,  so 
that  the  joint  on  the  door  or  shutter  may  fit  on  either  end,  thus  serving  as  a  right  and  left 
hinge,  and  allowing  the  hin^  to  bo  placed  ou  the  right  or  loft  hand  side  of  the  door. 

Claim. — A  loose-jointed  hinge  with  a  pivot  E,  projecting  equally  on  both  sides  of  the 
eentral  joint  of  the  one  part  A,  with  its  conic  heads,  and  the  central  joint  of  B,  as  set  forth 
for  the  purposes  specifiea. 

No.  31,231.— Abu  AH  Fessenden,  of  Boston,  Mass.—/m;7foveJ  Device  for  Straining  Wood 
Saws, — ^Patent  dated  January  29,  1861. — The  sliding  piece  secured  to  the  end  of  the  saw 
blade  is  caused  to  move  vertically  and  longitudinally  on  the  bevelled  edge  of  the  projecting 
piece  by  means  of  a  thumb  screw,  the  object  being  to  supersede  the  use  ot  the  common  coiled 
rope  and  lever. 

Claim, — ^The  prqjection  /,  attached  to  or  forming  apart  of  the  frame  of  the  common  wood 
■aw,  and  the  slioing  piece  k,  secured  to  the  blade  of  the  saw,  and  which  moves  upon  the 
bevelled  edge  of  the  said  projection,  the  two.  projection  and  sliding  piece,  being  so  arranged 
and  operating  together  that,  by  the  upward  and  downward  movement  of  the  sliding  pieces 
the  tension  npon  the  blade  of  the  saw  can  be  increased  or  diminished,  tnbstantially  as  herein- 
bafera  described  and  for  the  purposes  specified. 
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No.  31,232.— Aaron  F.  French,  of  Franklin,  Yt-^Improved  Machine  for  Sawing  Shingles 
from  the  Block, — ^Patent  dated  January  29, 1861. — ^A  series  of  circular  saws  are  placed  within 
a  rotating  head  or  cylindrical  frame,  and  so  arranged  as  to  operate  consecutively  upon  the  bolt 
and  cut  tne  shingles  therefrom.  There  is  also  used  in  connexion  with  the  saws  a  bolt  car- 
riage so  devised  as  to  be  fed  automatically  to  the  saws,  and  by  the  action  of  the  rotating 
head  in  which  the  saws  are  placed. 

Claim. — ^The  arrangement  of  the  drum  E  and  disk  G,  with  the  rim  H  attached,  the  dnim 
and  disk  forming  a  rotating  head,  in  which  circular  saws  J  are  fitted,  and  the  drum  E  serving 
as  a  means  to  rotate  the  saws  while  the  latter  are  presented  to  the  bolt  by  the  rotation  of  the 
head,  substantiallv  as  described. 

Second,  in  combination  wit^  the  drum  E,  disk  G,  and  rim  H,  arranged  as  shown,  tb« 
vibrating  frame  L  and  bolt  carriage  M,  the  frame  being  operated  through  the  medium  of  tht 

S rejections  /,  m,  n,  on  disk  G,  and  the  bolt  caniage  M  fed  towards  the  saws  by  means  of  the 
ouble  rack  N  and  uprights  i  t,  substantially  as  set  forth. 

No.  31,233.— E.  S.  Gaylord,  of  Terrysville,  Conn.— Improvement  in  Trunk  Locks.-- 
Patent  dated  January  29,  1861. — ^The  bolt  of  the  lock  is  made  with  a  projection  which  passes 
through  a  slot  in  the  lock  plate,  the  projection  being  encompassed  by  a  case  which  is  attached 
to  the  front  side  of  the  lock  plate,  and  of  such  form  as  to  properly  guide  the  hasp  to  receive 
the  projection  of  the  bolt.  At  the  lower  part  of  the  hasp  is  formed  a  rounded  hook  which,  in 
descending,  forces  aside  the  projection  D. 

Claim. — ^The  bolt  projection  D,  in  connexion  with  the  slot  a,  in  the  plate  A,  the  case  E, 
and  the  hasp  F,  nrovided  with  a  concave  or  shell  at  its  lower  part,  and  a  hook  6,  all  arranged 
essentially  as  and  for  the  purpose  herein  sot  forth. 

No.  31,234.— W.  F.  George,  of  New  York,  N.  Y.— Improvement  in  Hair  Crimpers. — 
Patent  dated  January  29,  1861. — The  fluted  plates,  with  corresponding  elevations  and  depres-* 
sions,  are  attached  to  the  inner  sides  of  two  wooden  blocks  connected  at  one  end  by  a  hinge, 
and  provided  with  handles,  for  the  purpose  of  curling  a  number  of  plaits  or  folds  at  one 
operation. 

Claim. — ^A  hair-crimping  apparatus  formed  of  fluted  plates  D  D,  attached  to  blocks  A  A, 
and  connected  at  one  end  by  a  joint  or  hinge  B,  the  blocks  being  provided  with  handles  C, 
and  the  blocks  and  handles  constructed  of  wood,  or  other  material  which  is  a  good  non- 
oonductor  of  heat,  all  bein^  arranged  substantially  as  set  forth,  to  form  a  new  and  improved 
article  fof  the  purpose  specified. 

No.  31,235.— N.  S.  Gilbert,  of  Lockport,  N.  Y.— Improvement  in  Preserve  Cans. — 
Patent  dated  January  29,  1861. — ^The  bale  which  passes  over  the  cover  has  its  end  secured  in 
loops  on  the  sides  of  the  can.  The  lever  having  two  inclined  sides  acts  as  a  cam,  and  being 
placed  upon  a  pin  under  the  bale  and  turned,  forces  the  cover  down  upon  tho  can. 

Claim. — First,  the  employment  of  the  cam  lever  a,  as  constractod,  when  used  substantially 
80  and  for  the  puri»oso  set  forth. 

Second,  the  combination  of  loop  or  bale  rf,  cover  6,  pin  c,  and  cam  lever  a,  tho  whole  being 
ammged  and  operated  in  the  manner  and  for  the  purpose  specified. 

No.  31,236.— Warren  Glover,  of  New  England  Village,  lAhas.— Improvement  in  TreadU 
Attachment  for  Sewing  Macfiines. — Patent  dated  January  29,  1861. — The  objeot  of  this  in- 
vention is  to  communicate  motion  from  a  treadle  to  the  driving  shaft  of  a  machine  in  such  a 
manner  that  the  shaft  cannot  casually  be  turned  in  the  wrong  direction,  and  tho  shaft  at  tlM 
same  time  is  rendered  capable  of  being  turned  immediately  under  the  tread  of  the  foot  in  any 
position  of  the  treadle.  The  concussion  attending  the  movement  of  reciprocating  parts,  sucK 
aA  firames,  rods,  dbc,  is  also  obviated. 

Claim. — ^The  arrangement  of  the  disks  C  C,  collars  B  B',  arms  E,  eccentric  F  F,  straps  H 
H,  and  treadle  G,  witn  the  shaft  A,  hub  D,  as  shown  and  described. 

No.  31,237.— H.  Howard  Gratz,  of  Spring  Station,  Kj.— Improved  Machine  for  Indi- 
eating  Railroad  Stations,  or  Streets  of  Cides. —Patent  dated  January  29,  1861. — ^The  case  is 
provided  with  a  door,  a  portion  of  which  is  transparent,  in  order  to  exhibit  through  it  a 
revolving  canvas  upon  wnich  is  printed  the  desired  intelligence.  The  canvas  passes  over 
rollers,  one  of  which  is  hollow,  and  contains  a  shaf^  surrounded  by  a  coil  spring,  one  end  of 
the  spring  being  secured  to  the  roller,  and  the  other  to  the  shaft,  for  the  purpose  of  keeping 
the  canvas  properly  stretched.  A  slide,  held  in  position  by  a  vertical  spring,  is  arrsmged  to 
move  in  g^rooves  in  one  side  of  the  frame.  Two  bars,  provided  with  a  coiled  spring  and  racks, 
catch  on  the  pins  of  a  disk  and  cause  it  to  revolve.  The  rack  bar  is  thrown  into  gear  witli 
the  disk  on  either  side  for  reversing  the  direction  of  the  canvas  by  means  of  a  bolt  operating 
upon  the  bars.  The  vertical  slide  G  is  operated  by  a  sliding  D9I  on  Uie  top  of  the  box  by 
means  of  a  cord. 

Cteim.— First,  the  arrangement  of  the  slide  G,  rack  bare  H  H,  disk  J,  provided  with 
pins  xxXf  bars  or  rods  1 1,  bolt  k,  and  spnngi  m  d,  tho  leveial  parts  being  oonstrocted  luid 
vsed  as  and  for  the  purpose  specified. 
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Second,  the  employment  of  the  rollers  £  F  F  and  D,  together  with  the  band  C,  when  said 
roller  D  is  constnicted  in  the  manner  represented,  whereby  the  slack  of  the  band  or  canvas  is 
taken  up  as  it  passes  from  one  roller  to  the  other,  substantially  as  specified. 

Third,  the  arrangement  of  the  bolt  A;,  the  pin  z,  and  the  plate  »,  together  with  the  appa- 
ratus for  reTolving  the  canvas,  substantially  as  specified. 

Fourth,  the  bar  P,  the  spring  W,  and  the  cords  T  and  R,  arranged  and  used  in  the  con- 
nexion and  for  the  purpose  set  forth. 

No.  31,238.— William  M.  Hardy  and  Charles  W.  Hardy,  of  East  Strong,  Me.— /m- 
pmved  Apple  Parer, — Patent  dated  January  29,  1861.— The  knife  is  so  arranged  as  to  be 
held  up  to  the  apple  simply  by  the  pressure  of  the  hand  instead  of  a  spring,  and  the  knife  is 
brought  in  such  a  relation  to  the  arbor  which  produces  the  rotary  motion  of  the  apple  that 
on  depressing  the  knife  the  apple  after  being  pared  is  thrown  off  by  the  action  of  the  machine 
itself,  and  that  the  fork  which  carries  the  apple  is  rendered  stationary  and  ready  to  receive  a 
new  apple  without  stopping  the  motion  of  the  treadle. 

Claim, — ^Rrst,  the  arrangement  and  combination  of  the  knife  G,  lever  <i,  hinge  standard 
b\  pulley  £,  pins^,  dog/,  and  arbor  a,  as  described,  so  that  by  depressing  or  raising  the  knife 
the  arbor  a  is  thrown  out  of  or  into  gear,  as  mav  be  desired,  for  the  purpose  specifiSd. 

Second,  the  arrangement  of  the  screw  thread  A,  on  the  sleeve  E,  in  combmation  with  the 
•prinff  slide  H,  dog  j,  arm  A,  and  fork  s,  constructed  and  operating  as  and  for  the  purpose 


No.  31,239.— Joel  Harris,  of  New  Carlisle,  ludu— improvement  in  Water  Wheels, — Patent 
dated  January  29,  1861. — This  invention  consists  in  combining  a  compound  vertical  gate 
^  with  the  water  wheel  and  curved  water  guides.  By  means  of  the  compound  gate  the  capacity 
'  of  the  wheel  may  be  increased  or  diminished  more  rapidly  by  allowing  a  greater  or  less  surface* 
of  the  buckets  to  be  acted  upon  after  the  gate  is  raised  above  a  certain  nei^ht,  by  increasing 
or  diminishing  the  extent  ot  the  "issue"  or  "vent"  whereby  the  action  of  the  "governor"' 
of  water  wheels  is  rendered  more  sensitive  and  efficient  in  regulating  the  wheel  to  the  varying 
amount  of  power  required. 

C/atm.— The  combination  of  a  compound  vortical  gate  D,  with  the  water  wheel  J,  and  de- 
flecting plates  or  water  guides  A,  the  whole  being  constructed,  arranged,  and  operating  in  the 
manner  and  for  the  purpose  specified. 

No.  31,240. — B.  F.  Hareman,  of  New  Brunswick,  N.  J. — Improvement  in  Compositions 
qf  Caoutchouc, — ^Patent  dated  January  29,  1861. — ^This  invention  consists  in  the  production 
<H  a  new  compound,  forming  a  substitute  for  ivory  and  bone,  by  the  admixture  of  oxyd  of 
zinc  with  the  chlorine  rubber  compound  produced  as  described  in  the  patent  granted  to  En- 
g^iehard  &>  Hareman,  November  22,  1859. 

Claim, — ^The  compound  produced  by  the  admixture,  in  the  manner  shown  and  described, 
of  oxyd  of  zinc  with  the  within-mentioned  patented  compound  of  chlorine-treated  rubber,  or 
its  chlorine-treated  allied  g^ums,  as  set  forth. 

No.  31,241. — ^R.  F.  Hareman,  of  New  Brunswick,  N.  J. — Improvement  in  Compositions 
of  Caoutehoue, — Patent  dated  January  29,  1861. — ^Thi^  invention  consists  in  the  production 
of  a  compound,  forming  a  substitute  for  wood,  ivory,  and  bone,  by  the  addition  to  the  chlo- 
rine rubber  compound  produced  as  described  in  the  patent  granted  to  Englehard  &.  Hareman, 
November  22,  1859,  of  suitable  quantities  of  lime,  aqua-ammonia,  and  tMd-ammoniac. 

Claim, — The  compound  produced  by  the  admixture  of  lime,  aqua-anunonia,  and  carbonate 
of  ammonia,  in  the  manner  described,  with  the  vnthin-mentioned  patented  compound  of 
chlorine-treated  rubber,  or  its  chlorine-heated,  allied  gpmis,  as  set  forth. 

No.  31,242,— Robert  Hitchcock,  of  Watertown,  N.  Y,— Improvement  in  Winding 
Clocks. — Patent  dated  January  29,  1861. — ^The  rear  portion  of  the  case  of  the  clock,  being 
more  or  less  open,  is  made  to  project  into  a  hole  cut  in  the  wall  of  the  room,  in  direct  or  in- 
direct connexion  with  the  chimney  so  as  to  induce  a  current  of  air  through  the  clock  for  thu 
nurpoee  of  givmg  motion  to  a  flutter-wheel  so  as  to  wind  automatically  upon  the  clock  spring. 
The  flutter-wheel  is  hung  fast  to  the  main-spring  arbor,  and  a  weak  or  sensitive  main-spring 
is  employed,  which  lies  within  a  barrel  rotating  on  the  arbor,  one  end  of  the  spring  being  fast 
to  the  arbor  and  the  other  to  the  barrel.  The  esc{4)ement  wheel  is  also  hung  on  tlie  same 
arbor.  The  windlass  or  barrel  is  made  in  two  sections,  one  on  either  side  of  a  collar  capable 
of  longitudinal  movement  on  the  shaft,  but  geared  to  turn  it.  The  gearing  of  either  section 
alternately  with  the  windlass  shaft  is  made  automatic  by  means  of  spring  latches  on  either 
barrel  section,  which  the  rope  in  winding  up  depresses  and  so  urges  the  collar  into  gear  with 
one  or  the  other  barrel,  the  colLur  having  teeth  on  both  sides  or  laces  to  effect  its  gear  alter- 
nately with  either  barreL 

Claim, — ^The  arrangement  of  the  flutter-wheel,  or  its  equivalent  main-spiing,  with  its  drum 
or  barrel  and  escapement  wheel  of  the  clock  upon  one  and  the  same  shafl 
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Also,  the  employment,  in  combination  with  a  winding-up  flntter-wbeel,  or  its  equivalent, 
of  a  weight  or  weights  as  a  substitute  for  the  main-spring  of  the  clock  by  suspeuding  the 
weight  as  described,  and  alternately  winding  and  unwinding  it  on  and  from  distinct  barrels 
or  barrel  sections  thrown  into  alternate  gear  with  the  barrel  snaft,  substantially  as  described 

No.  31,243.— Sylvester  S.  Hitchcock,  of  Chicago,  111. — Improvement  in  Scales,— 
Patent  dated  January  29,  1861. — ^The  links  F  attached  to  the  end  of  the  main  levers  are  hung 
un  convex  brackets  projecting  from  the  marginal  lining  of  the  vault.  Hinged  bant  ore  hung 
o(  the  rear  of  the  niain  levers  and  extend  over  their  axes  and  through  links  C,  resting  on  ad- 
justable knife-edged  fulcra,  which  are  set  in  slides  connected  to  the  main  levers  by  slots 
Ncri  W8,  and  nuts,  so  as  to  be  readiljr  graduated  relatively  to  the  comer  bearings  and  fastened. 
The  feet  of  the  bracket  B  rest  on  pivotal  bearing  of  the  links  C,  so  that  the  motion  of  th« 
platfoim  is  borne  by  the  links  instead  of  the  knite -edged  fulcra. 

Claim. — First,  the  combination  and  arrangement  of  the  main  lever  Q,  hinged  bar  D,  leg 
or  bracket  B,  links  F  C,  knife-edge  bearings  L  J,  and  pivotal  bearings /and  g^  substantially 
m  described  and  for  the  purpose  set  forth. 

iSecond,  the  combination  of  the  hinged  bar  D,  main  lever  G,  and  adjustable  slide  H,  with 
knife-edge  bearing  on  its  top,  substantially  in  the  manner  and  for  the  purpose  described. 

Ko.  31,244. — S.  Jaqua,  of  Pkterson,  N.  J.—JtfocAtiw  for  Rolling  Hailtoay  Tire, — Patent 
dated  January  29, 1861. — ^This  invention  consists  in  the  employment,  in  combination  with  tlra 
ordimuy  pressing  rollers,  of  a  top  roller  acting  on  the  edge  of  the  tire  previous  to  its  passing 
through  between  the  ordinary  pressing  rollers,  said  top  roller  being  arranged  on  a  fever  or 
connected  with  some  other  similar  device  to  produce  the  requisite  pressure  on  the  edge  of  ttw 
Ure.  The  lever  to  which  said  top  roller  is  attached  ban  its  fulcrum  in  a  swivel  bead,  which 
allows  of  adjusting  said  rollers  to  the  varying  diameters  of  different  tires,  and  flanged  gulds 
rollers  serve  to  facilitate  the  motion  of  the  tire  while  the  operation  of  rolling  proceeds. 

Claim, — ^The  employment  of  the  roller  H,  lever  I,  swivel  J,  and  screw  rf,  in  combination 
with  the  rollers  A  B,  in  the  manner  and  for  the  purpose  substantially  as  shown  and  described. 

Also,  the  arrangement  of  the  rollers  F  F,  and  aqiustable  carriages  G  G,  with  the  roUen 
A  B  H,  as  and  for  the  purposes  shown  and  described. 

No.  31,245.— William  Jones,  of  St.  Louis,  ^lo.— -Improvement  in  Hemp-Brakes,-- 
Patent  dated  January  29,  1861. — In  the  back  of  the  frame  are  two  spring  bars  which  ar» 
brought  together  at  the  front  ends  and  united  on  a  block  and  sheave.  1  he  mter  is  fixed  upon 
a  pivot  so  as  to  vibrate  freely  in  a  vertical  plane.  On  oue  side  of  the  drum  is  placed  an  arm 
which,  in  revolving,  comes  in  contact  with  the  lifter  by  means  of  which,  in  connexion  with 
a  cord,  the  br^e  is  operated,  motion  being  produced  by  a  treadle. 

Claim, — ^The  arrangement  of  the  lifter  N,  the  arm  on  the  drum  D,  the  cord  a,  and  spring 
standards  6,  in  the  manner  described,  for  the  purpose  of  operating  the  brake  F. 

No.  31,246. — Edward  M.  Judd,  of  New  Britain,  Conn. — Improved  Curtain  Fixture,— 
Patent  dated  January  29, 1831. — ^The  clamp  is  constructed  with  a  bent  lip  or  arm  so  arranged 
that  when  the  clamp  is  in  lock  the  lip  lies  near  to  or  loosely  covers  the  tape,  and  on  drawmg 
the  tape  for  raising  the  blind  the  clamp  will  be  raised.  The  cord  or  tape  can  be  arrested  ai 
any  moment  on  allowing  the  clamp  to  lock. 

Claim, — ^The  automatic  clamp,  substantially  as  described,  by  forming  it  of  a  drop  lever, 
provided  with  a  projecting  and  controlling  lip,  or  sustaining  branch  or  arm,  so  arranged  ac 
that  the  winding  tape  or  cord  may  be  used  to  keep  the  chmip  from  falling  into  lock  in  tlM 
downward  run  of  the  blind,  essentially  as  set  forth. 

No.  31,247.— Henry  Lanergan,  of  East  Cambridge,  Mass. — Improved  Deck  Light,— 
Patent  dated  January  29,  1861. — ^This  light  is  constructed  wholly  of  glass,  and  provided  witli 
a  screw  by  which  it  may  be  fitted  into  a  cylindrical  opening  in  the  &ck.  The  loner  part  \b 
constructed  with  polygonal  sides  so  as  to  fit  a  wrench  by  which  it  can  be  fastened  into  tbtf 
deck. 

Claim, — ^The  improved  manufacture  of  glass  deck  light,  as  constructed  with  the  severa! 
ports  abed  thereof,  arranged  together  substantially  in  the  manner  and  so  as  to  operate  t4>- 
gether  and  for  the  purpose  as  specified. 

No.  31,248.— J.  Albion  Law,  of  Meredeth,  N.  Y,— Improvement  in  Fire  Escapes,— Pc^ut 
dated  January  29,  1861. — ^This  invention  consists  x>f  a  metallic  reel,  to  which  are  fixed  strong 
hooks  so  shaped  as  to  readily  clasp  a  window  sill  or  strong  bar  placed  against  the  inside  of 
the  window  casings.  To  the  axle  of  the  reel  is  secured  a  Imlder,  made  of  chains  and  ^vire  for 
convenience  of  romng  up,  the  lower  end  of  which  may  be  fastened  by  hooks  to  the  curb.  A 
fire-proof  flexible  turo  is  attached  to  the  ladder  for  conveying  persons  or  valuable  articles  to 
the  ground. 
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Claim. — ^A  fire  escape  ladder,  conatracted  substantiallj  as  described,  so  that  it  can  be  Be- 
cored  or  made  fast  at  both  ends,  and  strained  and  held  firm  and  tight  for  the  porposeB 
mentioned. 

Also,  in  combination  with  a  ladder  so  consimcted  and  arranged,  the  nse  of  the  bag  or  tube 
F,  substantially  as  set  forth. 

No.  31,249. — John  A.  Letts,  of  Tnimansburg,  N.  Y. — Improvement  in  Adjustable  Car- 
riage Brakes, — Patent  dated  January  29, 1861 . — ^Tne  crank-shatt  to  which  the  lever  is  attached 
is  secured  in  boxes  under  the  forward  part  of  the  vehicle.  The  connexion  between  the  crank 
and  brake  bar  is  made  adjustable  iu  length  bv  means  of  a  lap  joint,  on  the  side  of  which  are 
perforated  plates  to  allow  of  the  bolts  bem^  cnanged  from  one  to  the  other  as  may  be  required. 

Claim. — ^Tho  combination  of  the  lover  M,  the  crank^shaft  L,  connecting  bar  N,  m&dQ  ad- 
justable by  means  of  the  plate  T  and  bolt  V,  the  same  acting  on  the  bn^  bar  O  and  the 
rubber  W,  as  described. 

No.  31,250. — George  F.  Letz,  of  Chicago,  l\\.^Jmprovement  in  Rolling  Iron  Shutters. — 
Patent  dated  January  29,  1861. — This  shutter  is  composed  of  a  series  of  slats  made  of  two 
sheets  of  metal  secured  together.  A  i)ortion  of  the  upper  or  lower  edges  of  the  inner  sheet 
is  bent  so  as  to  form  nearly  a  complete  cylinder,  over  which  is  bent  the  upper  end  of  the  outer 
ttbeet,  and  the  lower  end  of  the  latter  is  bent  so  as  to  form  a  semi-cylinder  sufficiently  large  to 
encompass  the  interlocked  ends  of  both  sheets.  Pivot  rods  and  friction  rollers  are  us^  to 
prevent  friction  between  the  shutter  and  guide  ways. 

Claim. — First,  the  combination  iu  a  rolling  iron  shutter  of  the  curved  ends  f  (  u,  the  said 
ends  being  fitted  together  substantially  in  the  manner  and  fdV  the  purposes  set  forth. 

Second,  the  combination  with  the  hinge  joint  s  t  k  of  the  pivot  rods  c  and  friction  rollers  d, 
ttubstantlally  as  and  for  the  purpose  set  forth. 

No.  31,251. — F.  A.  Marshall,  Marlborough,  Mass. — Improved  Lamp  or  Candle  Stand.-^ 
Patent  dated  January  29, 1661. — From  the  bottom  of  the  candle  dish  extends  a  metallic  arm 
or  strut,  and  from  the  edge  of  the  dish  a  spring  hook  with  a  bent  point  is  projected  directly 
over  the  strut.  The  end  of  the  strut  being  placed  against  the  winaow  pane,  the  point  of  tlie 
hook  is  forced  into  the  bar,  by  which  it  is  securely  fastened  to  the  window  sash,  when  desirable 
for  illuminaticm. 

Claim, — The  improved  lamp  or  candle  stand,  as  constructed  with  the  strut  B,  and  the  spring 
hook  C,  arranged  and  applied  to  it  substantially  as  and  for  the  purpose  specified. 

No.  31,252.— J.  J.  McCoMB,  of  New  Orleans,  !,&.— Improvement  in  Iron  Ties  for  Cotton 
Bales. — Patent  dated  January  29,  1861. — ^This  invention  is  explained  by  the  claim  and 
engraving. 

claim. — Forming  the  link  or  tie  with  an  oblong  aperture,  one  end  of  which  is  arrow-shaped, 
or  rather  presents  two  sides  of  an  equilateral  tnangle ;  the  design  of  this  arrow-shaped  end 
bein^  not  only  to  force  the  hoop  or  bend  of  the  hoop  over  the  slot,  which  it  does  with  unerring 
preci'  ion,  when  the  bale  expands,  after  being  released  from  the  press,  but  also  to  secure  an 
equal  bearing  upon  the  separate  parts  of  the  slotted  side  of  the  tie. 

No.  31,253.— Alexander  Millar,  of  New  York,  N.  T. — Improvement  in  Cork-cutting 
Machines. — Patent  dated  January  29,  1861. — ^A  horizontal  slide  rest  extends  the  entire  len^ 
of  the  frame.  Upon  this  rest  is  a  sliding  carriage,  which  receives  an  alternate  reciprocatmg 
motion  from  a  bell-crank,  through  a  connecting  rod  provided  with  a  coupling  link.  A  travel- 
ling rock-shaii  passes  over  the  carriage,  and  carries  on  one  end  a  semi-circular  knife,  and  on 
the  opposite  enu  is  keyed  a  sector  spur-wheel,  which  engages  with  a  rack  bar  parallel  with 
and  below  the  slide  rest,  and  gives  a  semi-rotary  motion  to  the  knife,  upon  the  motion  of  the 
cftrria^ 

Cla%m. — ^The  semi-circular  knife  G,  rock-shaft  £,  spur-wheel  H,  rack  I,  in  combination 
with  the  reciprocating  carriage  C,  and  slide  rest  B,  when  the  same  are  arranged  so  as  to 
operate  substantially  iu  the  manner  and  for  the  purposes  specified. 

No.  31,254. — Charles  L.  Morehouse,  of  Jackson,  Tenn. — Composition  for  Lubri- 
4ating  Journals,  Axles,  8fe. — Patent  doted  January  29,  1861. — ^Tho  materials  used  in  this 
compound  are  common  soft  soap,  flour  or  pulverized  sulphur,  lamp  black,  charcoal,  fat  salt 
pork,  cotton  wool  or  batting,  common  fine  salt  and  lard  oil,  duly  mixed  and  prepared. 

Claim. — ^The  lubricating  composition  described,  compounded  of  the  materials  in  the  propor* 
tions  and  manner  specified. 

No.  31,255.— Edmund  Munson,  of  Utica,  N.  Y. — Improvement  in  Machine  for  Facing  and 
Polishing  ifi//<t<mej.— Patent  dated  January  29,  1861.— The  millstone  is  supported  by 
arms  placed  in  a  socket  on  the  upper  part  of  the  shaft.  Upon  the  horizontal  frame  is  placed 
a  sliding  frame  Q,  which  may  be  adjusted  back  and  forth  by  means  of  a  rack  and  pinion. 
At  the  front  of  the  sliding  frame  are  two  uprights,  between  which  is  placed  the  sliding  frame 
(J,  which  has  a  frame  V  attached  to  its  back-side,  working  en  uprights.    In  the  lower  part  of 
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frame  U  are  plnced  two  horizontal  cutter  heads,  provided  with  vertical  cutterB.  A  rotary 
motion  being  driven  to  the  millstone  causes  a  reciprocating  motion  to  be  given  to  the  catteis. 
When  the  tftono  is  faced,  a  rotary  polisher  is  made  to  act  upon  it  by  the  same  belt  whick 
assists  in  opemtinff  the  cutters. 

Claim, — Firj«t,  tne  employment  or  use  of  the  cutters  g'j  placed  in  suitable  cutter  heads  /, 
having  a  rising  and  falling  movement,  in  connexion  with  the  rotary  millstone-shaft  K,  arranged 
for  joint  operation  with  the  cutters  g\  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  adjustiible  mime  U  Y  and  frame  Q,  substantially  as 
shown,  so  that  the  former  frames  U  V  may  be  raised  or  lowered  and  adjusted  relatively  with 
tho  millstone  as  desired,  and  the  latter  frame  O  moved  bonzontally,  so  that  the  frames  U  V 
may  be  drawn  back  from  above  the  surface  of  the  millstone  when  desired. 

Third,  in  connexion  with  the  cutters  g\  the  rotary  polisher  B'  placed  in  the  frame  V,  and 
arranged  substantially  as  shown,  so  an  to  be  operated  by  the  same  belt  C  which  rotates  tha 
shalU  X  X  in  the  frame  U  that  assist  in  opcmtmg  the  cutters  g'. 

Fourth,  the  arrangement  of  the  sliding  pinion  g  on  shaft  H,  the  belt  M,  wheel  J,  on  shaft 
K,  tho  shafl  Q,  with  its  screw  e  and  wheel  d^  and  the  shaft  F,  with  its  screw  e  and  belt  C 
passing  around  the  pulleys  on  the  shafts  X  X  Z,  all  being  arranged  substantially  as  and  for 
the  purpose  set  forth. 

Fifth,  the  chuck  or  holding  plate  B*,  provided  with  the  radial  sockets  c*,  and  so  arranged 
as  to  be  applied  to  the  rotary  shaft  K,  for  the  purpose  specified. 

No.  31,256.— A.  J.  Myer,  of  Buffalo,  N.  Y.—bnvroved  System  of  Signalizin^.^PsAesni 
dated  Januarv-  29,  1861.— The  signal,  which  in  the  day  may  be  a  ball  of  some  decided  color, 
and  in  the  night  a  li^ht,  b  attached  to  a  frame  by  a  rod,  which  is  so  arranged  as  to  b» 
easily  moved  m  any  direction.  The  motion  or  combination  of  motions  of  the  signal  each 
indicate  an  understood  si^. 

Claim, — ^The  combination  of  motion  with  a  signal  or  signals,  (either  day  or  night  signals, ) 
for  out-of-door  or  field  use,  as  applied  to  a  complete  system  of  field  si^nallin^,  in  which  all 
letters  or  figures,  or  combination  of  letters  and  figures,  are  indicated  oy  distinct  motions  or 
combinations  of  motions,  each  motion  or  combination  having  a  separate  and  understood  value, 
substantially  as  set  forth. 

No.  31,257. — ^Nathan  F.  Newell,  of  Northbridge,  Mass. — Improvement  in  Centering 
Bars  of  Iron. — Patent  dated  January  29,  1861. — ^The  object  of  this  invention  is  to  seize  tlM 
material  to  be  centered  and  sauared  a  short  dbtance  from  the  end,  where  the  shajie  has  not  becm 
altered  in  cutting  off,  and  hold  and  guide  it  so  that  its  axis  shall  be  in  a  line  with  the  centres 
of  the  engine  lathe,  while  the  cutters  and  drill  in  the  chuck,  on  the  revolving  spindle,  squam 
the  ends  and  centre  it  simultaneously. 

Claim, — ^Tho  combination  of  the  chuck  with  the  jaws,  operated  by  levers,  bar,  treadle, 
^bc,  described,  for  the  purpose  of  centering  and  squaring  up  the  ends  of  material  to  be  turned. 

No.  31,258.— Titus  Powers,  of  Philadelphia,  Perm.— hnvrovement  in  Lociks.- Patent 
dated  January  29,  1861. — ^The  fence  of  the  lock  consists  of  a  nub  hung  on  a  pin,  secured  to 
the  interior  of  the  case,  and  adapted  to  the  pin  and  three  arms  projecting  ^m  the  hub.  Tb* 
fence  is  arranged  to  occupy  two  positions,  one  of  which,  the  arms  i  and  j,  are  thrown  for- 
ward, and  the  arm  k  thrown  back  against  a  permanent  stop,  which  enables  the  key  to  turn 
the  bolt.  When  a  wrong  key  is  applied,  the  tumblers  and  carriers  are  so  arranged  as  to 
present  a  solid  obstruction,  owing  to  the  movement  of  the  fence. 

Claim, — ^The  employment  of  toe  described  fence,  having  arms  t  j  and  k,  formed  substan- 
tially us  described,  when  the  said  fence  is  so  applied  to  a  lock  that,  on  attempting  to  pick  the 
same,  one  or  more  of  the  tumblers  will  so  act  on  the  fence  as  to  cause  the  latter  to  obstruct 
the  withdrawal  of  the  bolt,  without  any  strain  being  exerted  on  the  said  tumblers,  as  set  forth. 

No.  31,259. — Tamson  G.  Rich,  of  Milton,  MaAa,-- Improvement  in  Ankle-supporting 
Gaiters. — ^Patent  dated  January  29,  1861. — ^This  invention  consists  in  a  gaiter  of  cloth  or 
other  suitable  material,  which  embraces  the  heel  and  ankle,  and  extends  up  above  the  anklo 
joints  the  requisite  stifihuess  for  supporting  the  ankle  being  furnished  to  the  gaiter  bv  a  series 
of  ribs  of  whalebone  or  other  pliant  material,  which  are  properly  secured  to  the  cloth  or  other 
material  of  which  the  gaiter  is  composed,  to  prevent  the  foot  from  turning  under  when  skating. 

Claim. — ^The  described  ankle-supporting  gaiter,  in  which  a  series  of  strips  or  ribs  a  of 
whalebone  or  other  pliant  material  surround  the  ankle,  and,  by  extending  above  the  ankls 
ioint,  gives  the  required  support  to  it,  substantially  in  the  manner  set  forth. 

No.  31,260.— C.  G.  Sargent,  of  Chelsea,  Masa.— Improved  Clothes  /)f|(cr.— Patent  dated 
January  29,  1861. — The  rppe  by  which  the  frame  is  raised  and  lowered  is  connected  to  the 
arms  on  opposite  sides  of  the  standard,  by  which  means  tho  binding  of  the  hub  of  the  arms 
on  the  arbor  is  obviated,  and  the  anns  readily  adjusted  to  any  desired  height. 

Claim, — ^The  arrangement  of  the  rollers  a  e,  rings  D  F,  pullevs  J  K  L  M,  and  rope  I,  with 
the  arms  C,  braces  L,  and  swivel  head  H,  in  tho  manner  and  for  the  purposes  shown  and 
desoribed. 
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Ko.  31,961.— Clark  Shaw,  of  East  Aurora,  K.  Y.—Jmwroved  Windtno  Stop  and  Fast- 
ener,— Patent  dated  January  29,  1861. — ^The  cam,  to  whicn  a  knob  is  attached,  is  placed 
between  the  bent  bar  and  stop,  so  that  when  the  cam  is  turned  it  will  act  afffunst  the  bar  and 
draw  the  stops  inwardly,  compressing  the  springs  and  releasing  the  holdof  the  stops  and 
fastener  upon  the  sash,  so  that  both  hands  can  be  used  for  movinff  the  sash  when  required. 

Claim, — Operating  the  spring  stops  t  i"  by  means  of  the  cams  L  U  and  knobs  N,  the  same 
being  arranged  and  operated  for  the  purpose  and  as  set  forth. 

No.  31,262.— J.  B.  Slawson,  of  New  Orleans,  'L&,-'Improvement  in  Fare  Boxes.— Patent 
OiOed  January  29, 1861. — ^This  improvement  consists  in  combining  with  the  slide  or  its  equiva^ 
Ifut  and  the  drawer  that  receives  the  faro  a  receiving  chamber,  so  constructed  as  to  present 
obstructions  at  different  points  to  the  withdrawal  of  the  fare,  either  by  making  the  glasses, 
%>  hich  form  its  sides,  crooked  or  of  a  curved  form,  or  in  so  arranging  other  obstructions  within 
them  as  to  render  it  impracticable  to  abstract  the  fare. 

Claim, — Constructing  the  receiving  chamber  C,  of  glass  plates  e  e'  d  d'^  in  the  manner  and 
for  the  purposes  substantially  set  forth,  in  combination  with  the  slide  D,  and  drawer  B,  th» 
whole  being  constructed  and  operated  substantially  in  the  manner  and  for  the  purpose  set 
forth. 

No.  31,263.— John  C.  Sbiith,  of  Troy,  N.  Y.-^hnprovement  in  Sewing  JtfacAines.— Patent 
ihkted  January  29,  1861. — ^This  device  is  designed  to  obviate  the  difficulty  of  turning  the  cloth 
directly  by  the  hand  or  fingers,  as  on  the  ordinary  stationary  sewing  plates,  and  to  obtain 
uniform  curves  or  angles. 

Claim, — In  combination  with  the  needle  bar  or  its  equivalent,  the  revolving  sewing  plato 
H,  with  its  flexible  arm  X,  and  boss  J,  so  constructed  and  arranged  as  to  be  rotated  or  turoed 
by  hand  in  directions  as  desired  about  the  needle  and  bar  as  a  centre  of  motion,  and  also  hold 
the  cloth  between  the  plate  and  boss  when  being  sewed,  being  constructed  and  arranffed  sub- 
stantially, and  operating  in  the  manner  and  for  the  purposes,  as  fully  described  and  sEowil 

No.  31,264.— Justus  S.  Smtth,  of  Lowell,  ^i&ss.—Improted  Bed  Bo«ofii.— Patent  dated 
January  29,  1661. — ^A  series  of  loogitudlnal  bars  are  secured  to  two  cross  bars  near  each  of 
their  ends.  To  the  lower  side  of  each  cross  or  supporting  bar  is  fastened  a  semi-elliptical  or 
bow  spring,  the  ends  of  which  are  attached  to  hangers  supported  on  hooks  secured  to  the 
bedstead.  , 

Claim, — My  improved  manufacture  of  spring  bed  foundation  or  arrangement  of  slats,  bow 
springs,  and  hangers,  as  specified. 

No.  31,265.— Puny  F.  Smith,  of  New  York,  N.  Y, —Improvement  in  iVec^<t«<.— Patent 
diftted  January  29,  1861. — ^The  bow  is  made  permanent  to  the  **tie,**  which  is  fastened  by  a 
clasp  in  the  rear  of  the  bow.    Elastic  cords  are  placed  in  the  back,  so  as  to  render  the  tie  self- 

Claim. — ^As  a  new  article  of  manufacture,  the  necktie  described. 

No.  31,266.— George  B.  Snyder  and  James  Gorton,  of  Yorkville,  N.  Y, —Improved 
Stove  Lining, — Patent  dated  January  29,  1861. — ^This  improvement  consists  in  constructing^ 
the  stones,  bricks,  clay,  or  other  non-conducting  substance,  of  which  the  fire-pot  lining  la 
coonpoMd,  with  air  passages  in  them,  thus  avoidmg  the  use  of  the  inner  drum  and  also  pre- 
▼BDtin^  the  air  from  becoming  too  highly  heated. 

Claim, — ^Tho  lining  provided  with  air  passages  cotmecting  with  the  hot  air  chamber,  in  the 
particular  manner  and  for  the  purposes  set  forth. 

No.  31,267.— S.  C.  St.  John,  of  Edmeston,  N.  Y^— Improvement  in  Locks,— Faieni  dated 
January  29,  1861. — ^Tho  parts  are  so  arranged,  in  connexion  with  a  plato  which  may  be  pro- 
vided with  figures  and  placed  in  var3ring  positions,  that  no  person  but  the  one  that  locked  the 
lock  or  adjusted  the  plate  can  turn  it,  so  as  to  bring  the  hole,  with  which  it  is  provided,  in 
line  with  the  spindle  D,  against  which  the  key  is  pressed. 

Claim, — ^Tbe  combination  and  arrangement  of  the  plates  H  I,  spindles  D  G,  provided  with 
the  projections  b  h\  the  stationary  plate  F,  pinion  C,  and  bolt  D,  provided  with  the  rack  a,  as 
and  for  the  purpose  set  forth. 

No.  31,268.— Frederick  TbWNSEND,  of  Albany,  N.  Y,— Improvement  in  Breach- Loading 
Fire-^rms.— Patent  dated  January  29,  1861. — ^Tms  invention  is  intended  to  fmnish  a  gas- 
tight  joint  at  the  point  of  conjunction  of  the  load  chamber  and  the  bore  of  the  barrel,  with  a 
provision  for  the  maintenance  of  that  joint  gas-tight,  although  the  force  of  the  fixed  charge, 
by  the  yielding  of  the  frame  or  manoBuvring  apparatus,  should  cause  the  movable  breach  to 
set  back,  temporarily  or  permanently,  that  provision  to  be  automatic,  independent  of  a^jnsi- 
bj  hand. 

Claim, — ^First,  the  combination  of  the  movable  thimble  G,  the  chamber  aaaa,  the  recess  or 
p«cking*chamber  e  e,  between  the  front  end  of  the  thimble  G  and  the  rear  end  of  the  bore  oH 
tho  barrel,  in  the  manner  described  and  for  the  purposes  set  forth. 
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Second,  the  method  of  fonning  and  miuntaining  in  the  manner  described  a  gas-tight  jdnt 
by  the  abrasion  of  materia)  from  the  bullet  against  the  ed^  of  the  barrel,  and  its  deposit  and 
compression  into  a  variable  recess  or  packing-chamber  formed  for  its  reception  between  the 
front  end  of  a  movable  thimble  and  the  rear  end  of  the  bore  of  the  barrel. 

No.  31,269.--A.  Rbnaud  TraBER,  of  St  Martinsville,  La.— /mprorwl  Ta^/e-Fan.— Patent 
dated  January  29,  18GJ. — An  oscillating  or  rotary  fan  is  secured  to  ashafl,  which  has  its 
bearings  in  standards  rising  from  the  top  of  a  table,  motion  being  iiuparted  to  the  fan  by 
means  of  a  treadle.    The  table,  with  the  fan,  can  be  removed  without  difficulty  to  anv  desired 

f>laco,  and  a  person  can  operate  the  Am  whilo  sitting  before  the  table  and  employ  the  hands 
or  some  other  purpose  at  the  same  time. 

Claim, — The  arrangement  of  the  fan  D,  in  combination  with  the  standards  C,  table  A,  ard 
treadle  £,  constructed  and  operating  substantially  in  the  manner  and  for  the  purpose  set  forth 

No.  31,270.— JOHK  C.  Treadwell,  of  Albany,  N.  Y. ^Improvement  in  Cooking  Stoves,^ 
Patent  dated  January  29,  1861. — ^The  fire-box,  instead  of  having  a  grating  for  its  bottom,  is 
provided  with  a  plate  D,  having  a  series  of  openings.  A  slide-valve  or  damper  is  placed 
cither  above  or  beneath  the  plate  D,  and  servos  the  purpose  of  covering  or  uncovering  the 
openings  in  the  said  plate.  The  use  of  this  valve  or  damper  in  this  way  is  designed  to  more 
perfectly  control  the  draft. 

Claim, — In  connexion  with  the  damper  or  valve  H,  the  pUte  J,  constructed  and  arranged 
m  and  for  the  purpose  specified. 

No.  31,271. — ^Emil  Tritten,  of  Philadelphia,  Pa. — Improvement  in  Lamps. — Patent  dated 
January  29, 1861. — The  object  of  this  invention  is  to  prouuce  a  light  entirely  free  from  smoka 
in  the  use  of  coal  oil,  and  dispense  with  the  glass  chimney. 

Claim, — The  combination  of  the  flange  or  projection  O,  the  diaphrngin  L  L,  the  air  cham 
bers  F  and  G,  the  wire-gauze  guards  II  and  H',  the  wire  gauze  guard  I,  the  cover  £,  and  tbs 
tube  S,  in  the  manner  and  for  the  purpose  substantially  as  descnbed. 

No.  31,272. — P.  L.  Weimer,  of  Lebanon,  Pa. — Improvement  in  Steam- Engines. — Patent 
dated  January  29,  1661. — This  invention  consists  in  arranging  a  double  vibrating  lever  to 
operate  on  two  sliding  latehes  in  the  valve  stems  of  the  valves,  the  projections  of  which  latehee 
m)m  the  valve  stems  are  regulated  bv  cam-shaped  rods,  actuated  by  the  governor  in  such  a 
manner  that  when  the  balls  fly  out  the  latehes  recede,  whereby  the  motion  or  travel  of  th« 
valve  is  diminished,  and  when  the  balls  of  the  governor  fall  the  latches  project,  which  gives 

freater  motion  or  travel  te  the  valves,  consequently  admitting  more  or  less  steam  to  the  cylin- 
or,  as  the  case  may  be.  When  the  latehes  are  out  their  full  length  the  steam  is  admitted  tb% 
entire  stroke,  as  they  then  remain  in  contact  with  the  double  vibrating  lever  during  the  entire 
ftroke  of  the  engine,  the  said  lever  being  vibrated  bv  an  eccentric  on  the  engine  shait. 

Claim. — The  cam-shaped  rods  K  K',  cranks  M  M^  rod  N,  in  combination  with  the  latehes 
F  F',  for  the  purpose  of  regulating  the  projectmg  length  of  said  latches  from  the  valve  stem* 
B  B\  for  the  purpose  as  described  and  specified. 

No.  31,273.— Maurice  Wesolowski,  of  New  York,  N.  Y.— Improved  Apparatus  for 
obtaining  Light  by  Frictional  Electricity. — Patent  dated  January  29,  1861. — An  insulated 
vessel  filled  with  cotton-wool,  saturated  with  bisulphuret  of  carbon  or  anv  other  equally 
inflammable  liquid,  is  placed  on  a  stand,  and  connected  by  a  wire  with  a  small  electrical  ma- 
chine on  the  stand.  Another  wire,  supported  on  the  stand  and  uninsulated,  is  so  arranged 
as  to  be  brought  over  the  summit  of  the  lamp,  and  thus  acts  as  a  discharger,  a  spark  being 
produced  by  which  the  liquid  is  ignited. 

Claim. — ^The  application  and  use  of  bisulphuret  of  carbon,  or  any  other  equally  inflam- 
mable liquid  capable  of  being  decomposed  and  ignited  by  an  electric  spark,  and  contained  in 
an  insulated  vessel,  in  combination  with  a  frictioiml  electric  machine,  the  whole  being  arranged 
in  the  manner  and  for  the  purpose  described. 

No.  31,274. — Hiram  E.  West,  of  Attleborough,  Blass. — Improvement  in  Machine  for 
Pressing  Bonnets. — ^Patent  dated  January  29,  1861. — ^The  yoke  with  levers  and  hooked  arms 
acts  so  as  to  force  the  block  into  the  mould  at  the  same  time  tha^  it  is  expanding  laterally.  The 
elastic  covering  is  put  over  the  block,  so  as  to  prevent  injury  to  the  straw. 

Claim, — First,  the  mould  A,  to  form  the  bonnet  to  be  pressed,  in  combination  with  an  ex- 
pansion block,  when  the  same  is  made  in  sections,  and  each  section  distended  simnltaneoaslr 
ny  means  of  a  wedged  block  K  and  screw  J,  or  the  equivalents  thereof,  essentiallv  as  describeo. 

Second,  the  yoke  P,  levers  R  R,  and  booked  arms  S  S,  in  combination  with  the  hand-wheel 
L,  when  tiie  same  are  all  arranged  so  as  to  operate  simultaneously  with  the  expansion  block  M, 
for  the  purposes  and  in  the  manner  substantially  as  set  forth. 

Thiro,  in  combination  with  a  block  constructed  substantially  as  herein  set  forth,  I  daim  the 
dafltic  covering,  as  and  for  the  purpose  described. 
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No.  31,275.— EUSHA  H.  Wheeler,  of  Keoknk,  loyvsu— Improvement  in  Harvesting- 
Machines, — Patent  dated  January  29, 1801. — ^This  invention  consists  in  certain  improvements 
in  the  mecbanism  for  depositin&f  the  gavels  of  grain  upon  the  ground  at  intervals,  which  i« 
accomplished  hy  a  rake,  caused  to  move  backwards  and  forwards  by  the  pitman  and  eccentric 
crank,  and  so  arranged  that  when  it  is  passing  back  it  is  elevated  from  the  ground.  Th* 
revolving  concave  receives  the  sheaf  and  deposits  it  on  the  ground  in  proper  form. 

Claim, — ^The  raking  attachment,  consisting  of  the  railways  A  and  B,  car  D,  rake  E,  with 
Us  arm  o,  and  roller  i,  guide-track  F,  in  combination  with  the  revolving  concave  J,  arm  and 
roller  K,  and  guide-plate  L,  when  arranged  and  operating  substantially  as  set  forth. 

No.  31,276.— Ross  Winans  and  Thomas  Winans,  of  Baltimore,  lll^,— Improved  Anchor 
fVeil  and  Anchor, — Patent  dated  Januarj-  29,  1861. — This  device  is  more  especially  designed 
tor  spindle-shaped  vessels.  A  well  is  made  in  the  vessel,  and  in  the  upper  part  is  placed  a 
pulley,  over  which  the  cable  passes,  and  from  thence  to  a  windlass  in  the  body  of  the  vesscL 

Claim, — An  anchor  well  and  wiudlass,  arranged  substantially  as  set  forth,  for  the  purpose 
of  enabling  the  anchor  to  be  hoisted  directly  into  the  body  of  the  vessel. 

Also,  the  combination  of  an  anchor  well  in  the  hull  of  a  vessel  with  an  anchor  having  a  butt 
oi'  the  proper  shape  to  close  the  orifice  of  the  anchor  well  when  the  anchor  is  drawn  up. 

No.  31,277. — P.  H.  WOOLSEY,  Andes,  N.  Y. — Improvement  in  Shingle  Machines, —FAtcnt 
dated  January  29, 1861. — This  invention  consists  of  an  adjustable  frame,  turning  upon  a  fixed 
point,  and  carrying  a  revolving  cutter,  feed-rollers,  and  adjustable  guides,  and  operated  by 
the  wedged-shaped  article  being  planed,  and  the  pressure  of  a  weighted  lever,  in  combination 
with  a  cutter,  feed-roller,  and  guides,  on  a  stationary  frame,  whereby  the  wedge  or  shinglo 
may  be  planed  simultaneously  on  bodi  sides  to  any  an^le  or  degree  of  taper. 

Claim, — ^Tho  arrangement  of  the  swinging  or  movmg  frame  E  with  its  rollers,  revolving 
cutter,  guide-plate,  and  weight,  in  combination  with  those  of  the  opposite  stationary  frame  A, 
constructed  and  operated  as  described. 

No.  31,278. — Linus  Yale,  jr.,  of  Philadelphia,  Pa. — Improvement  in  Locks,— Vatent 
dated  January  29,  1861. — The  revolving  tumbler  is  provided  with  pins,  which  press  against 
bolts  resting  on  springs  inserted  in  a  chamber  in  the  case  of  the  Iock.  When  these  pins  are 
in  position  the  bolt  keeps  the  tumbler  from  revolving,  but  the  pins  can  be  pressed  down  bj 
the  key,  thus  pressing  down  the  bolts,  and  allowing  me  tumbler  to  revolve.  The  flat  plane  it 
uppermost  when  the  lock  is  unlocked. 

Claim, — First,  using  a  revolving  tumbler  for  a  bolt,  when  the  same  is  used  in  the  described 
manner  or  in  an  equivalent  manner  with  jointed  pins,  which  are  the  stops  or  guards. 

Second,  reversing  the  main  plate  of  a  pin-lock  to  answer  the  purpose  of  an  escutcheon,  to 
protect  the  drawer,  &,c,,  from  injury  by  the  key.  • 

Third,  the  flat  plane  n  n  on  the  revolving  tumbler,  for  the  purpose  described. 

Fourth,  the  pi^  m,  for  the  purpose  described. 

Fifrh,  the  use  of  a  metal  keeper  C,  when  the  same  has  a  front  plate,  to  complete  the  design 
of  the  front  of  the  lock. 

Sixth,  the  thin  curb  around  the  tumbler,  instead  of  the  ordinary  case  of  this  class  of  lock, 
thereby  saving  metal  and  cheapening  its  construction. 

Seventh,  placing  the  projection  a ,  or  spring  chamber,  opposite  the  bolt  hole,  so  that  iim 
drilling  thereof  may  be  done  from  the  insiao  without  making  an  outward  opening. 

£ighth,  the  use  of,  in  this  class  of  lock,  flat-ended  and  close-jointea  pins,  with  tne  least  po0- 
tible  waste  or  rounding  of  comers. 

No.  31,279.— William  Blunett,  of  Boston,  Mass.,  assignor  to  Robert  Burnett,  of  New 
Toric  city. — Improved  Steam  Pressure  Gauge, — Patent  dated  January  29,  1861. — ^Tho  claim 
and  engraving  will  explain  the  nature  of  this  invention. 

Claim, — Obtaining  an  increased  or  enlarged  first  motion  in  pressure  gauges  or  indicators 
through  the  agency  of  a  bar  or  arm  securely  and  rigidly  aflixed  to  the  elastic  medium  upon 
which  the  pressure  acts,  at  a  point  removed  Irom  its  center  or  point  of  greatest  direct  motion, 
and  in  such  a  position  that  a  lateral  motion  of  the  free  end  of  said  bar  or  arm  is  induced  and 
emnloyed,  through  suitable  mechanism,  to  indicate  the  pressure,  substantially  in  the  manner 
aoa  for  the  purpose  herein  specified. 

No.  31,280.— John  B.  Gibbs,  of  Boston,  Mass.,  assignor  to  Himself  and  John  Pearson, 
of  Roxbury,  Mass. — Improvement  in  Skate  Fastening. — ^Patent  dated  January  29,  1861« — 
The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim, — ^A  skate  fastening,  consisting  of  the  lever  D  pivoted  at  one  end  to  the  skate,  and 
aB«ght  at  its  other  end  by  a  ratchet  or  equivalent  fastening ;  the  drawing  down  and  catching 
q£  the  lever  binding  or  securing  the  skate  to  the  foot,  substantially  as  described. 

No.  31,281.— A.  Ransom,  Manheim,  N.  Y.,  assignor  to  Himself  and  G.  R.  Comstock^ 
Herkimer  county,  N.  Y. — Improved  Machine  for  Turning  Boot  Legs, — Patent  dated  January 
20,  1861. — A  series  of  metallic  tubes,  of  different  dimensions,  to  accommodate  the  various  sizes 
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of  boot  legs  to  be  turned,  are  placed  upon  a'borizontal  moTeable  base.  1\>  the  npper  part  of 
those  tab^  •%re  attached  rims  restine  upon  the  tubes  and  an  outer  casing,  for  the  purpose  ol 
ureventing  f i  tion  on  and  in  the  sheU  ot  the  tubes.  The  sliding  base  is  perforated  witn  holes 
ibr  the  rccepi  .^n  of  a  stop  pin  which,  in  connexion  with  a  spring,  ser\'es  to  retain  the  sliding 
plate  and  tube  over  the  proper  hole  in  the  frame. 

C/a<m.— The  series  ot  tubes  T  T  T  T,  constructed  and  combined  with  their  rims  R  R  R  R, 
tubstantially  as  set  forth,  in  combination  with  the  sliding  base  C,  with  its  holes ////and 
stop  pin  P,  combined  with  spring  S,  or  their  equivalents. 

No.  31,282.— Levi  Short,  of  Bufialo,  N.  Y..  assignor  to  Himself  and  Charles  8. 
Pierce,  of  Buffalo,  N.  Y. — Jmvrovemtnt  in  Vapor  Lamps, — ^Patent  dated  January  29, 1861. — 
The  heaters  are  plates  of  metal  placed  between  the  orifices  upon  the  burner  through  which  the 
ffas  issues,  and  these  plates  by  coming  in  contact  with  the  blue  flame  become  heated,  and 
uius,  by  conduction  or  heat  in  the  other  parts  of  the  burner,  facilitate  the  production  of  gaa. 

Claim. — ^The  heaters  h'  formed  on  the  roof  of  the  burner,  so  that  the  jet  of  gas  shall  be  be- 
tween them,  thereby  securing  the  blue  portion  of  the  flame  for  heating,  and  the  white  por- 
tion thereof  for  light,  substantially  as  set  forth. 

No.  31,283.— Enoch  Weight,  of  Charlestown,  Mass.,  assizor  to  Himself  and  N.  G. 
SofONDS  and  J.  B.  Capp,  of  same  place. — Improvement  in  Railroad  Chairs. — Patent  dated 
January  29,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — My  improved  mode  of  constructing  the  chair  body  A  with  a  recess  for  the  reception 
of  the  elastic  cushion,  and  applying  and  arranging  such  elastic  cushion  and  its  cap  or  sup- 
porting plate  relativelv  to  the  .recess,  and  with  respect  to  the  bearing  surface  on  which  tb« 
lail  rests,  the  whole  being  as  above  described  and  as  represented  in  the  accompanying 
drawings. 

No.  31,284.— M.  L.  Ballard,  of  Canton,  O\no,—Improvemrnt  in  Making  Finger  Guards  for 
Harvesters. — Patent  dated  January  29, 1861. — ^This  invention  consists  in  a  device  for  completing 
and  finally  finishing  wrought-iron  guards  for  harvesting  machines,  so  that  they  may  be  im- 
mediately applied  and  made  to  fit  perfectly  when  placed  upon  the  fin^r  beam.  The  fin^r 
guard,  after  being  heated,  is  placed  upon  the  end  of  the  tongs  and  forced  into  exact  conformity 
by  hammering. 

Claim. — ^The  device  above  described,  consisting  of  the  part  A,  with  its  jaw  D,  shoulder  <f 
and  inclined  tongue  £,  iu  combination  with  the  part  B,  with  its  jaw  C  and  pivot  a,  for  tba 
purpose  of  facilitating  the  manufacture  of  wrougnt-iron  guards  or  fingers  for  harvesters,  as 
sot  forth. 

No.  31,285.— LEWif  Miller,  Canton,  O.—  Improvement  in  Making  Finger  Guards  for  Har- 
testers. — Patent  dated  January  29,  1861. — The  object  of  this  invention  is  to  obtain  a  portabb 
implement  for  forming  a  finger  guard  which  shall  exactly  correspond  with  the  others  tnat  form 
the  series,  so  that  when  pla^  on  the  finger  bar  they  shall  have  uniform  lines. 

Claim. — A  portable  shaping  or  truein^  tool,  having  the  forms  of  a  harvester  guard  or  finger 
reverse  upon  it,  and  in  or  to  which  said  guard  mav  be  clamped  b^  tongs  or  nandles  whilst 
being  carried  to  be  heated,  formed  or  wrought  into  shape,  to  be  easily  hwdled,  substantially 
as  described. 

No.  31,286.— Oeorgk  C.  Aiken,  of  Worcester,  Mass.— /mprovM^  Heel  Attachment  $o 
Boots  and  Shoes, — Patent  dated  Februaiy  5,  1861. — ^This  invention  consists  in  making  a 
groove  in  the  iron  heel  and  filling  the  same  with  India-rubber,  to  avoid  the  noise  caused  by 
tne  metal  and  at  the  same  time  secure  an  elastic  bearing. 

Claim, — The  combination  of  the  grooved  metal  part  A  with  the  rubber  or  elastic  part  B, 
substantially  as  and  for  the  purposes  set  forth. 

No.  31,287.— J.  B.  Aiken,  of  New  York,  N.  Y,— Improvement  in  Knitting  Machines,^ 
Patent  dated  February  5,  1861. — ^The  knitting  machine  is  of  the  ordinary  circular  kind,  and 
the  invention  consists  in  a  device  by  which  it  can  be  attached  to  an  ordinary  table  and  opo»> 
ated  in  that  position  with  facility. 

Claim. — The  construction  of  the  framing  with  jaws  B  C,  ring  A,  and  piece  D,  in  the  man- 
ner herein  shown  and  described. 

No.  31,288.— John  Albert,  of  Philadelphia,  Fs^— Improvement  in  Tuning  Pegs  for 
Violins^  Sec — Patent  dated  February  5,  1861. — The  tapering  head  and  tapering  projection  fit 
into  tajHjring  recesses  in  the  neck  or  handle  of  the  instrument,  the  handle  of  the  peg  serving 
to  turn  it  so  as  to  wind  up  the  string.  By  turning  the  nut  which  is  made  to  bear  against  a 
shoulder  ou  the  tapering  projection,  said  projection  and  the  tapering  head  are  forced  into  t^>e9- 
ing  recesses  on  the  handle  of  the  violin  so  as  to  hold  the  peg  securely. 

Claim. — ^The  pin  B,  its  tapering  head  b  and  nut  c,  in  combination  with  the  handle  D  and 
tapering  projection  £,  the  whole  being  constructed  and  applied  to  a  violin  or  other  stringed 
instrument  substantially  as  and  for  the  purposes  set  forth. 


Digitized  by  CjOOQIC 


COMMISSIONER    OF    PATENTS.  165 

No.  31,289. — ^Tyler  Andrews,  of  North  Eastoo,  Mass. — Improvement  in  Adjusting 
Coupling  Links  for  Railway  Carriages, — Patent  dated  February  5,  1861. — ^Tho  bar  A  it 
tapported  on  the  arm  on  each  side  of  the  draw  bar,  and  is  raised  up  by  a  lever  attuchod  to  one 
end ;  when  raised  the  link  which  rests  upon  it  is  brought  up  to  a  horizoutal  position  so  as 
readily  to  enter  the  draw  bar  of  the  approaching  car. 

Claim, — ^The  application  and  arrangement  of  the  link  lifter  and  supporter,  composed  of  tl»« 
bar  A  and  lever  C,  with  the  railway  carriage  draw  bar,  substantially  in  the  maunor  and  to 
operate  the  link  as  specified. 

No.  31,290.— Frederick  Ashley,  of  New  York,  N.  Y.-^Improved  Ice  CAair.— Patent 
dated  February  5,  1861. — This  invention  consists  in  making  a  frame  of  a  number  of  pieces  of 
wood,  metal,  or  other  material  properly  shaped  and  proportioned,  to  be  at  once  light,  com- 
pact, and  sufficiently  strong,  and  so  fitted  and  fastened  together  by  riveted  bolts,  or  their 
equivalents,  as  to  have  flexihle  joints  so  as  to  be  capable  of  being  expanded  into  the  form  of 
the  frame  of  a  chair  when  desired,  or  of  being  closed  and  brought  into  such  shape  and  re- 
duced bulk  as  to  become  conveniently  portable,  suitable  runners  being  attached  to  the  lower 
aKtremities  of  the  frame. 

Claim, — The  combination  of  a  flexible  frame,  with  nmners,  the  whole  constructed  substan- 
tially as  and  for  the  purposes  set  forth. 

No.  31,291.— Benjamin  T.  Babbit,  of  New  York,  N.  Y, ^Improvement  in  Ordnance,^ 
Patent  dated  February  5,  1861. — ^This  invention  consists  in  the  employment  of  a  tube  or  cas- 
ing surrounding  the  barrel  in  such  a  manner  that  theie  is  formed  around  the  latter,  between 
it  and  the  said  tube  or  casing,  an  annular  passage  through  which  a  violent  and  copious  rush 
of  air  is  produced  in  a  forward  direction  by  the  discharge  of  the  piece,  such  rush  of  air  hav- 
ing the  efiect  of  cooling  the  barrel  in  some  dogbee  after  every  discharge. 

Claim, — ^The  employment  of  a  tube  or  casing  B,  surrounding  the  body  or  barrel  of  a  piece 
of  ordnance  or  firearm,  substantially  as  and  for  the  purpose  sp^dfied. 

No.  31,292.-0.  H.  Babcock,  of  New  York,  N.  Y,— Improvement  in  Apparatus  for  Mitf- 
ing  Printers'  Rules, — Patent  dated  February  5,  1861. — The  plate,  constituting  one  arm  of 
the  vise,  is  made  so  as  to  have  an  adjustable  movement  on  the  segment  placed  below  the 
eoinlate,  and  may  be  fastened  by  a  thumb-screw  so  that  both  can  be  adjusted  at  any  angle 
unaer  the  plate,  and  the  rule  mitred  accordingly. 

Claim, — ^The  combination  of  an  adjustable  steel  template  with  a  vise,  or  their  equivalents, 
constructed  and  operating  substantially  in  the  manner  and  for  the  purpose  dcscrib^. 


No.  31,293.— Norman  R.  Baldwin,  of  Afton,  N.  Y.— Improved  Carf.— Patent  dated 
Febroary  5,  1861. — The  bed  of  the  cart  body  is  attached  to  two  bolsters  secured  to  the  axle 
by  jointed  levers,  which  allow  the  bed  to  have  a  longitudinal  motion  on  the  axle.  The  cart 
body  is  pivoted  to  the  inner  end  of  these  levers,  so  Aat  in  descending  a  hill  the  levers  will 
move  the  cart  body  backwards  sufficiently  far  to  counterbalance  the  downward  increased 
pressure  on  the  shafts,  which  are  attached  to  the  bed  of  the  cart  body,  and  in  going  up  hill 
the  levers  will  move  the  cart  body  forward  so  as  to  bring  the  weight  nearer  to  the  horse.  By 
moving  one  end  of  the  flat  bar  J  forward  the  springs  H  H  are  forced  apart  and  thus  released 
from  the  cross-tree,  and  the  cart  body  being  relea^  from  the  shafts,  which  are  pivoted  to 
the  bed,  the  body  can  be  upset  or  dumped. 

Claim, — ^The  pivoted  levers  D  D  connecting  the  movable  bed  or  frame  C  to  the  axletree  at 
e'  c^,  and  the  cart  body  to  the  bed  or  frame  C  at  e  e,  substantially  as  described. 

Also,  in  combination  with  the  bed  C,  having  a  longitudinal  movement  on  the  axletree,  the 
crofls«piece  L,  rod  A,  spring  j,  brake  bar  K,  jointed  rods  I  /,  staples  n  n,  and  blocks  or  rub- 
bers k  ki  combined  and  operating  together  as  and  for  the  purposes  set  forth. 

Also  the  bar  J,  pivoted  to  the  front  part  of  the  cart  body,  springs  H  U,  and  crosstree  0, 
in  combination  with  the  jointed  shafts  C  C't  as  and  for  the  purpose  set  forth. 

No.  31,294. — Thomas  J.  Bottoms,  of  Thomasville,  Georgia. — Improvement  in  Horse 
Powers, — Patent  dated  February  5,  1861. — ^The  claim  and  engraving  explain  the  nature  of 
this  invention. 

Claim, — The  manner  of  adjusting  the  gearing  b^  means  of  the  sliding-boxes  g,  cross- 
pieces  h^  screw  e,  and  nuts  d  and  /,  m  combination  with  the  gearing,  as  arranged,  the  whok 
operating  as  described  and  for  the  purposes  set  forth. 

No.  31,295.— John  C.  Briogs,  of  Concord,  N.  K.^Improved  Guard  to  F/altrofif.— Patent 
dated  February  5,  1861. — ^This  invention  consists  in  applving  to  the  flatiron  of  ordinary  use 
%  oorer  or  reflector,  of  more  or  less  highly  polished  metal,  for  the  purpose  of  preventing  th« 
radiation  of  heat.    The  reflector  is  slipped  on  over  the  handle,  through  a  slit  made  in  tha 


CUim, — ^Tiie  combination  of  the  cover  or  reflector,  made  subftantially  as  described,  with  a 
flatificvi  or  sadiron,  as  and  for  the  purpOMS  described. 
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No.  31,296.— Ebekezer  Gate,  of  Franklin,  N.  H.-^Imwroved  //or»eM<M.— Patent  dated 
February  5,  1861. — ^The  claim  and  engraving  will  explain  tne  nature  of  this  inrention. 

Claim, — Forming  or  constructing  a  horseshoe  with  a  thin  internal  web  A,  in  combmatioo 
with  a  grooved  continuous  caulk,  substantially  as  set  forth. 

No.  31,297. — Nelson  W.  Clark,  of  Clarkston,  Mich. — Improvement  in  Journal  Boxes. — 
Patent  dated  February  r»,  1801. — ^The  wood  is  firmly  wedged  on  each  journal  box  so  as  to 
present  a  smooth  semi-circular  surface  to  the  axle,  and  the  upper  half  of  the  journal  box  is 
made  hollow  so  as  to  contain  oil,  which,  by  means  of  a  small  channel  between  the  two  halves 
of  the  box,  is  supplied  to  the  woNoden  bearings. 

Claim. — In  combination  with  a  metallic  journal  box,  the  filling  of  the  same  with  wood  fov 
the  journal  bearers,  when  arranged  and  secured,  substantially  as  described  and  represented. 

No.  31,298.— P.  C.  Clark,  of  Reading,  TtL— -Improvement  in  Fountain  Pen*.— Patent 
dated  February  5,  1861. — The  conducting-rod  is  secured  to  a  piston  head  at  the  top  of  th« 
handle,  and,  passing  through  to  the  pen,  is  furnished  with  an  elongated  flexible  or  elastic 
valve,  to  the  lower  end  of  which  is  secured  a  thread  which  passes  along  both  sides,  and 
through  a  small  eye  in  the  end  of  the  conductinc-rod. 

Claim. — The  conducting-rod,  when  said  rod  is  provided  with  an  elongated  flexible  ov 
^astic  valve  and  conducting  strings,  when  constructed  as  described  and  for  the  purpose  aet 
forth. 

No.  31,299.— De  Witt  Clint  and  Ives  Lynd,  of  Poestenkill,  N.  Y. — Improvement  t« 
Machines  for  Digging  Potatoes, — Patent  dated  Fcbniary  5,  1861. — The  scoop  passes 
through  the  hills  and  ploughs  them  up,  casting  the  earth  and  potatoes  upon  the  screen,  which 
has  a  reciprocating  motion  given  it  by  means  of  a  pitman  attached  to  a  crank,  pulley,  and 
gear-wheel  on  the  shaft  of  the  driving  wheels  of  the  machine.  By  means  of  the  lever  the 
screen  can  be  adjusted  at  any  angle,  and  the  connecting  pivot  at  r  allows  the  screen  to 
conform  to  the  inequalities  of  tne  ground. 

Claim. — The  combination  of  the  scoop  A',  the  adjustable  reciprocating  screen  O,  the  abov^ 
parts  being  applied  to  a  mounted  fi-ame  A,  and  all  arranged  for  joint  operation  as  and  for  Um 
purpose  set  foith. 

Also,  the  connecting  of  the  rod  P  to  the  lever  Q  by  means  of  the  link  or  loop  r,  as  shown, 
in  combination  with  the  screen  O,  and  in  the  manner  and  for  the  purpose  specified. 

No.  31,300.— John  8.  Cochrane,  of  New  York,  N.  Y.—Improvetnent  in  Rolling  Iron 
Shutters. — ^Patent  dated  February  5,  1861. — This  invention  consists  in  bringing  the  several 
slats  of  the  shutter  together  in  such  a  way  that  they  may  turn  over  or  roll  in  a  direction 
towards  the  front,  and  thereby  admit  of  the  roller  being  placed  in  the  hollow  cast  metal  lintels 
aver  the  doors  and  windows. 

Claim. — Connecting  together  the  slats  A  of  the  shutter  by  means  of  the  hinges  B,  curved 
and  bent  and  attached  to  the  slats,  so  as  to  have  the  position  relatively  thercwitli,  as  shown, 
to  operate  as  and  for  the  purpose  set  forth. 

No.  31,301. — Eleazer  Coffin,  of  Indianapolis,  Ind. — Improved  Dovetailing  Machine.— 
Patent  dated  Febraary  5,  1H61. — The  cutters  or  chisels  C  C  and  E  are  operated  by  means  of 
a  crank  actuating  a  connecting  rod,  lever,  and  shdiug  bar.  The  chisels  C  C  are  caused  U* 
expand  or  separate  by  means  ot  slots  working  over  pins  to  form  the  side  cut  of  the  dovetail. 
The  point  of  the  chisel  E  rests  against  the  back  of  the  chisels  C  C  near  their  points,  so  that 
its  edge  descends  to  about  the  same  depth,  and  takes  out  the  piece  left  between  chisels  C  C 
as  they  separate  in  descending.  The  under  cutter  O  is  operated  by  a  cam,  which  actuates  a 
sliding  bar  and  pitman,  to  form  the  bottom  of  the  dovetail,  as  the  timber  is  fed  up. 

Claim. — The  cutters  C  C  E  and  O,  operated  in  connexion  with  the  slots  and  pins  Z  Z,  head 
guide  B,  sliding  bar  A,  connexion  rod  f,  lever  S,  connexion  rod  R,  crank  Q,  and  the  cam  K, 
pitman  X,  and  sliding  bar  L,  or  their  equivalents,  as  set  forth. 

No.  31,302.— Jesse  Amor  Crandall,  of  New  York  city,  N.  Y.— Improved  Rocking 
Horse. — Patent  dated  February  5,  1861. — The  shaft,  to  which  the  springs  wnich  sustain  tl^ 
horse  are  attached,  has  at  each  end  a  toothed  plate  which  fits  into  another  toothed  plate  on  the 
inner  side  of  each  of  the  side  pieces  of  the  frame,  and  is  secured  to  the  frame  by  scrcwt 
which,  in  coimexion  with  the  tooth  plates,  form  an  adjustable  bearing  for  it.  The  under  side 
of  the  horse  is  provided  with  a  rod  which  is  attached  to  a  crank  on  the  axle  of  the  front  wheel 
of  the  frame,  and  the  rocking  motion  of  the  horse  causes  the  crank  to  turn.  The  hinder  axW 
is  fastened  to  the  frame  by  a  kine  bolt,  and  can  be  rotated  by  the  straps  and  stirrups. 

Claim, — First,  the  adjustuig  device  a  6  e  in  the  described  combination  with  the  shaft  B, 
iprings  C  C,  and  seat  or  horse  A,  to  regulate  the  tension  of  the  springs,  as  set  forth. 

Second,  the  arrangement  and  combination  of  the  springs  C  E,  and  seat  or  horse  A,  with  Urn 
eonnecting  'x>d  K,  and  axle  J  of  a  velocipede,  substantially  aa  shown  and  described,  wberebj 
the  springs  will  assist  the  crank  I  in  passing  its  centers. 

Third,  having  the  stirrups  M  and  theur  straps  connected  with  the  steering  axle,  substantiaDT 
In  the  manner  shown  and  described,  to  thai  Um  reloaipede  may  be  guided  by  the  stirrape,  all 
M  set  forth. 
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No.  31,303.— Thomas  8.  Davis,  of  Jersey  City,  N.  J,-- Improvement  in  Pistons  and 
Piston  yalres  of  Steam  Engines, — Patent  dated  February  5,  1861. — ^The  ring  has  cut  in  its 
exterior  a  taper  doTotail  gioove  for  the  reception  of  a  corresponding  wed^e,  movable  in  a 
direction  parallel  with  the  piston  rod,  the  rin^  being  cut  at  the  middle  ot  the  back  of  the 
g^roove  to  admit  of  its  expansion,  bv  meauK  of  >vhich  a  steam-tight  joint  is  formed  in  the  simple 
nag,  and  two  rings  dispensed  with. 

Claim. — ^The  construction  of  a  piston  valve  or  other  piston  with  a  sin&^le  expanding  ring  A, 
having  the  head  B  and  follower  C  fitted  to  its  interior,  and  furnished  with  one  or  more  dovetail 
wedges  D,  all  substantially  as  described,  whereby  it  is  made  to  have  the  character  of  a  solid 
block,  but  yet  capable  of  being  expanded  in  a  lateral  direction. 

No.  31,304. — Jules  Duval,  of  New  Orleans,  La. — Improvement  in  Defecating  Saccharine 
Liquids, — Patent  dated  February  5,  18G1. — This  process  consists,  Ist,  in  the  employment  of 
liquid  sulphurous  acid  for  the  purpose  of  conser\'ing  and  decolorizing  saccharine  liquids;  2d, 
In  the  emplovmont  of  saccharnte  of  lime  in  excess,  for  the  purpose  of  precipitating  all  those 
matters  which  are  kept  in  solution,  and  capable  of  being  precipitated ;  3d,  in  filtenng  for  the 
purpose  of  separating  the  precipitated  matters  from  the  liquid;  4^h,  in  the  employment  of  pure 
sulphate  of  alulnina,  for  the  pui-pose  of  decomposing  the  saccharato  of  lime  and  converting  it 
into  insoluble  sulphate  of  lime,  and  making  use  of  the  decolorizing  and  clarifying  properties 
of  the  gelatinous  alumina,  which  latter  precipitates  simultaneously  with  the  sulphate  of  lime; 
5tb,  in  filtering  the  liquid ;  6th,  in  evaporating  the  defecated  liquid  in  the  usual  manner. 

Claim, — The  process  set  forth,  consisting  in  the  successive  application  of  the  described  sub- 
stances to  cane  juice  or  other  saccharine  liquids,  substantially  in  the  manner  and  for  the  pup- 
poee  specified. 

No.  31.305.— Solomon  Dvvight,  of  Byron,  lU.— Improvement  in  Cultivators, ^Patent 
dated  February  5,  1861. — The  tongue  and  main  frame  are  formed  of  one  elastic  beam  which 
ia  bifurcated,  the  arms  being  shaped  around  the  triangular  block  so  as  to  form  the  frame  of 
the  machine;  strap  C  retains  the  arm  firmly  to  the  shaping  block,  and  the  cross-brace  H  is 
designed  to  strengthen  the  frame. 

Claim, — The  arrangement  of  the  main  frame  A  and  tongue  B  of  a  single  piece  of  timber,  in 
combination  with  the  retaining  strap  C,  shaping  block  D,  cros8-br»ce  Fl,  and  standards  £, 
the  whole  arranged  and  operating  as  specified  and  for  the  purpose  set  forth. 

No.  31,306. — Otto  EberhaRDT,  of  Brooklyn,  N.  Y. — Improvement  in  Flowerpots, — 
Patent  dated  February  5,  1861. — On  the  bottom  of  the  flowerpot  is  formed  a  projecting  flange 
with  notches  cut  in  it,  and  on  the  saucer  uie  formed  corresponding  knobs  or  hooks,  so  that 
the  saucer  may  bo  readily  attached  to  or  detached  from  the  pot. 

Claim, — The  flange  a  on  the  pot,  with  its  notches  b  b  b^  m  combination  with  the  corres- 
ponding knobs  or  projections  c  c  c  on  the  saucer,  relatively  arranged  and  operating  as  and  for 
the  purposes  set  forth. 

No.  31,307.— Joseph  Fielemeyer,  of  Philadelphia,  Pa,— Improvement  in  Apparatus  for 
Cutting  lee, — Patent  dated  February  5,  1861. — This  invention  consists  in  the  employment  of 
a  weight  having  a  series  of  sharp-edged  chisels,  the  said  weip^ht  being  arranged  to  move  in 
jrrooves  increasing  in  width  at  their  lower  ends,  so  that  the  said  chisels  may  cat  square  blocks 
from  a  floating  mass  of  ice  without  interfering  with  or  being  obstracted  by  the  continuous 
movement  of  the  said  mass. 

Claim, — The  employment  for  cutting  ice  of  a  weight  E  with  chisels  e  c,  when  the  said  weight 
is  arranged  to  be  moved  in  vertical  grooves  a  a,  increasing  in  width  at  their  lower  ends,  as 
•et  forth  for  the  purpose  specified. 

No.  31,308. — Charles  Flemdjo,  of  Ypsilanti,  Mich. — Improved  Instrument  for  Measur- 
ing Lumber, — Patent  dated  February  5,  1861. — ^I'he  index  shafts  are  connected  by  gearing  to 
the  perambulator  so  as  to  record  tens,  hundreds,  and  thousands,  as  the  perambulating  wheel, 
passes  across  the  boards.  The  spring  index  press  is  upon  the  face  of  the  perambulating  wheel, 
Dut  can  be  removed,  and  thus  permit  the  substitution  of  other  wheels  of  diff(ir(;nt  diameter. 

Claim, — The  combination  with  the  index  shafts  ABC,  connecting  gearing  and  perambu- 
lating wheel  P  of  the  spring,  index  Q  pivoted  at  S,  retained  in  position  by  Hie  pivot  X,  and 
adapted  to  press  upon  face  of  the  wheel  P,  the  said  parts  being  constmctcd  and  operating  in 
the  manner  and  for  the  purposes  shown  and  described. 

No.  31,309. ~F.  M.  Gibson,  of  Chelsea,  Mass. — Improvement  in  the  Joints  of  Felloes  in 
C^irriage  Wheels, — Patent  dated  February  5,  1861. — ^The  object  of  this  invention  is  to  prevent 
the  breaking  or  bending  down  of  the  wheel  felloe  where  its  ends  are  jointed. 

Ciaim.— The  improved  felloe  joint  supporter,  as  constructed,  with  the  tongue  or  projection  6, 
amuiged  with  respect  to  the  socket-piece  D,  substanthtUy  as  specified. 

Also,  the  above  specified  arnuigement  and  application  of  the  felloe  supporter  D,  its  tongue 
K  a  spoke  C,  the  felloe  A,  its  joint  e,  and  the  tiro  B,  the  whole  being  to  operate  in  manner 
ioid  wt  the  objects  as  tpedfied. 
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No.  31,310.— Sam'lD.  Goodale,  of  Cincinnati,  O. — Improvement  in  SUfoteopeM, — Pluj 

dated  February  r>,  1861. — ^A  8piral  spring  attached  at  one  end  to  the  scene  bolder  «nd  aft  Iki 
other  end  to  a  collar  upon  the  shaft  H,  tends  to  incline  each  scene  forward  in  the  directiaa  «f 
the  rotation.  A  detent  projects  from  the  interior  of  the  case  and  acts  to  detain  each  accnr  a 
•nccession  at  the  proper  angle  and  focal  distance,  until,  being  liberated  bj  the  rotetkm  ct  xtm 
■haft,  it  suddenly  disappears  from  the  field  of  view  and  exposes  the  succeedlncr  scene. 

Claim, — First,  the  arrangement  of  shaft  H,  wheels  1 1,  and  collar  M,  scene  liolder  J  K  K 
spring  L,  and  detent  N,  or  their  eqniralents,  the  whole  operating  together  to  jnntantaneoog., 
inifl  the  scenes,  substantially  as  set  forth. 

Second,  the  arrangement  of  hinged  lens  holder  E,  dififhsing  glass  F,  and  reflectof  G,  i 
to  be  extended  for  use  or  compactly  folded  within  the  case,  in  the  manner  repreeented. 


No.  31 , 311  .—Henry  B.  Goodyear,  of  New  Haven,  Coim,^Improred  Method  of  iU« 
Oeographical  Outlines  on  Moulding  Elastic  Globes. — Patent  dated  February  5,  186J. — TVt 
claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — The  metnod  described  of  constructing  an  India-rubber  or  gutta-percha  fa«n  of  tk 
character  specified,  by  first  inscribing  and  indenting,  as  set  forth,  the  several  chmimetta  m 
divisions  to  represent  a  celtotial  or  terrestrial  globe  in  a  metallic  or  other  suitable  core,  mI 
afterward  forming  a  matrix  from  the  same  wherein  and  whereby  to  mould  the  ball^  aa  deacdbai. 

Also  the  method  described  of  printing  or  lettering  the  interior  of  the  matrix  oaed  to  form  tkt 
ball  with  type  of  convex  configuration,  or  set  in  conformity  with  the  concave  coofig^umtkn  d 
the  matrix,  essentially  as  set  forth. 

Also  the  method  of  constructing  a  hollow  India-rubber  or  gutta-percha  ball  with  iu  < 
surface  marked  or  divided  to  represent  a  terrestrial  or  celestial  globe,  having  ita  Lan<i 
surfaces,  objects  or  divisions,  appearing  and  standing  in  relief,  but  flush  with  the 
surface,  and  whereby  the  rotundity  of  the  ball  is  preserved,  substantially  as  deacribed  aad  i 
forth. 

No.  31,312.— Thomas  Q.  Hall,  of  Fairfield,  lowek.— Improved  ExUnsum  ToMa. — V^m 
dated  February  5,  1861. — ^Tho  claim  and  engraving  will  explain  the  nature  of  thin  tnvcata^ 

Claim. — ^The  arrangement  of  the  folding  rails  1<  G  H  of^  an  extension  table,  with  tha  ice* 
of  said  table,  when  constructed,  arranged,  and  operated  substantially  in  the  manner  and  M 
the  purpose  described. 

Also,  in  combination  with  the  extension  rails  described,  the  extension  leaves  proridrd  witk 
oblique  cleats,  for  the  purpose  of  making  a  braced  rule  joint,  and  thus  bracing  the  rxtoHM 
table  against  lateral  motion,  substantially  as  described. 

No.  31,313.— J.  A.  Hammer  and  J.  P.  Gordon,  of  Lisbon,  Iowa.— /mDroeeaMsl  ia  JU 
Ploughs, — Patent  dated  February  5,  1861. — By  means  of  flanges  on  botn  the  coolier  ami 
blade  and  the  adjusting  screw,  the  heel  or  point  of  the  mole  can  ho  raised  or  depream  d.  TW 
a«lju8ting  lever,  and  guide-pin,  and  the  friction-roller,  against  which  the  upper  part  of  u» 
coulter  bears,  admit  of  a  free  vertical  motion. 

Claim. — The  aiTangcnicnt  of  the  coulter  D  and  blade  G,  both  being  hinged  to  the  doV  Vr 
means  of  pivots  b  and  r,  and  connected  at  the  top  by  flanges  d  and  /,  and  screw  r,  a«  ik> 
scribed,  in  combination  with  the  level'  £  and  guide-pin  K,  for  the  purpose  of  a  doaba 
adjustment,  qa  set  forth. 

No.  31,314.— Thomas  Hansbrow,  of  Sacramento,  Ca\.— Improvement  in  Pumps, — IVni 
dated  February  5,  1861. — ^Thc  lever  communicates  an  oscillatmg  movement  to  the  ptcrr  1». 
and  arm  6,  the  latter  being  connected  by  a  pivot  to  the  sliding  plate,  which  is  connected  i  v 
means  of  an  angular  bent  arm  to  the  pinton,  thus  giving  it  a  reciprocating  motion.  The  va^r 
onters  a  chaml^r  over  the  cylinder  through  the  suction  tul)o,  on  each  side  of  which,  saJ 
placed  on  inclined  seats,  are  the  the  entrance  valves.  'i1ie  water  is  forced  into  the  lomr^pAi: 
of  the  air  chamber  through  horizontal  valves.  Owing  to  the  inclination  of  the  entrance  t^^t* 
seat,  sand  or  other  substances  will  not  lodge  and  im]^e  the  action  of  the  pump. 

Claim. — ^The  arrangement  of  the  inclined  valves  /,  seat^,  and  suction  pipe  II,  abore  a^ 
with  the  cylinder  A,  and  piston  G,  in  combination  with  the  sliding  plate  F,  and  nnril^^ 
armed  lever,  receiving  piece  D,  in  the  manner  and  for  the  purposes  shown  aod  described. 

No.  31,315. — Charles  Hardt,  of  Biddeford,  Me. — Improvement  in  Maehsnertf/sr  i 
ine  the  Card-teeth  of  Carding  Cylinders.— Faimt  dated  Februarys,  1861. — E  is  a  ] 
tubular  shaft  having  a  slot  lengthwise  through  its  side,  and  has  within  it  a  revohrinf  i 
•haft  provided  with  a  helical  groove,  so  constructed  that,  by  an  iron  follower  or  stride  tiaiisrif 
in  said  groove  and  connected  to  the  grinder  D  by  a  stud  passing  tlurough  said  alat«  ihs 
grinder,  by  the  rotary  motion  of  the  screw  shaft,  is  made  to  vibrate  or  travene  t^  ' 
length  of  the  slot,  the  grinder  being  caused  to  traverse  a  space  equal  to  its  i 
beyond  and  outside  of  the  range  of  the  card  teeth  at  each  end  of  the  cylinder. 

CUim, — Extending  and  adjostuig  the  shafts  G  and  E,  in  the  manner  repreaeBtad*  y 
the  grinder  D  is  caused  to  traverse  and  letrayene  all  of  the  teeth  of  the  caida  wiih  ito  t 
breadth,  substantiaUy  as  spedfied. 
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No.  3],3]6.~Gooi>RldH  Holland,  of  Willimantic,  Conru^Improvement  in  Machines  for 
Sorting  Silk  and  other  TAreorf.— Patent  dated  February  5,  1861.— The  thread  passes  from  a 
bobbiu  placed  below  the  shaft  and  between  the  arms,  and  is  wound  on  one  of  two  bobbins 
according  to  its  fineness  or  coarseness.  The  thread  passes  through  a  guide  which,  bj  means 
of  a  cam,  has  a  transverse  motion  along  the  face  of  the  bobbins.  The  arms  are  attachcd'to 
a  rock-shaft  which  has  an  oscillating  motion,  and  is  prevented  from  moving  too  far  in  either 
direction  by  the  arm  J,  which  strikes  projections  attached  to  the  frame  of  the  machine.  When 
the  thread  is  fine  it  passes  easily  through  the  bars,  but  when  coarse  there  is  enough  friction 
to  tilt  the  shaft  up,  and  thus  change  the  direction  of  the  thread. 

Claim. — ^The  employment,  in  silk-sizing  machines,  of  oscillating  sizing  arms  1 1,  constructed 
and  operating  substantially  as  shown  and  described. 

Also  the  combination  ot  said  oscillating  arms  1 1  with  shaft  H  and  arm  J,  substantially  in 
the  manner  shown  and  described. 

No.  31,317.— Martin  A.  Howell,  jr.,  of  Ottawa,  HL^Improrement  in  Mole  Ploughs.— 
Patent  dated  February  5,  1861. — The  movable  sickle,  rasp,  or  saw  is  provided  with  a  lug 
which  moves  in  a  vertical  slot  on  the  side  of  the  coulter,  so  that  the  rasp  can  be  moved  up 
and  down  by  a  lever.  To  the  front  of  the  beam  is  attached  a  segmental  wheel  rotated  par- 
tially by  a  screw,  and  the  draught  rope  is  attached  to  the  shaft  of  this  wheel.  The  jointed 
shoe,  which  can  be  raised  or  lowered  by  the  lever,  is  for  the  purpose  of  giving  an  upward 
inclination  to  the  mole,  so  that  it  can  be  drawn  out  of  the  ground  when  desired. 

Claim. — First,  in  combination  with  a  drain  or  mole  plough,  a  movable  sickle,  rasp,  or  saw, 
inserted  in  or  annexed  to  a  coulter  thereof,  for  the  purpose  set  forth  and  substantially  as 
descnbed. 

Second,  in  combination  with  a  machine  for  underCTound  draining  the  application  of  a 
segmental  wheel  acted  upon  by  a  screw,  both  of  which  are  fixed  horizontally  upon  the  beam 
ot  the  machine  for  the  purpose  of  giving  a  curvilinear  motion  to  the  machine,  in  contradis- 
tinction to  the  great  power  applied  by  a  capstan. 

Third,  in  combination  with  a  mole  plough,  a  jointed  shoe,  hinged  and  swung  to  the  lower 
aide  of  the  beam  thereof,  and  a  lever  oy  which  to  control  its  motion,  for  the  puipose  set  forth 
and  substantially  as  described. 

No.  31,318.— George  W.  Hubbard,  of  New  York,  N.  Y.-^hnprovement  in  Enema 
Syringes, — Patent  dated  Februaty  5,  1861. — Two  cylinders  are  placea  one  w  ithin  the  other. 
The  inner  cylinder  is  provided  with  a  piston  resting  upon  a  spiral  spring  which  forces  the 

SLston  up  alter  it  has  been  pressed  down  by  the  hand  ;  an  orifice  at  the  bottom  of  this  cylin- 
er,  closed  by  a  ball  vaive,  afibrds  a  communication  with  the  vessel  in  which  the  liquid  is 
placed.  The  outer  cylinder,  which  forms  the  air  chamber,  is  connected  by  an  ojjcniug  and 
flexible  tube  with  the  nozzle,  and  it  is  also  connected  with  the  inteiior  cylinder  at  its  lower 
part  by  a  passage  provided  with  a  valve. 

Claim. — A  syringe  constructed  in  the  particular  manner  shown  and  described,  feo  as  to 
operate  as  set  forth. 

No.  31,319. — Charles  Hughes,  of  Now  Orleans,  La. — Improrem^vt  in  Hoop  Locks.— 
Pa.ent  dated  February  5,  1861. — The  object  of  this  invention  is  to  obviate  the  necessity  ot 
turning  the  button,  and  consists  in  forming  the  button  with  a  long  end  projecting  beiow  the 
connecting  bar. 

Claim. — A  hook-lock  button,  made  in  the  peculiar  manner  shown  and  described. 

No.  31,. '^20.— Frank  G.  Johnson,  of  Brooklyn,  N.  Y. —Improvement  in  LocAs.— Patent 
dated  f^ebruary  5,  1861. — To  one  of  the  studs  is  attached  an  arm  operating  the  bolt  of  the 
lock.  Tho  key  is  provided  with  studs  fitting  into  holes  in  the  front  piece  which  press  against 
the  cylindrical  tumblers  and  force  them  down  so  as  to  permit  their  rotation,  a  groove  iu  each 
of  the  ttuublers  allowing  them  to  pass  the  guard-piece  when  they  have  been  forced  down. 

Claim. — First,  the  open  cylinder.  Fig.  4,  comprised  of  the  two  circular  head  pieces  A  and 

B,  and  the  studs  a  a  a,  set  in  a  circle,  and  all  working  on  the  central  post  C,  substantially 
in  the  manner  and  for  the  purpose  described. 

Second,  the  series  of  cylindrical  tumblers  e  e  e,  arranged  in  a  circular  position  on  their 
studs  a  a  a,  in  combiniUion  with  the  spiral  springs  o  o  o,  so  as  to  allow  the  said  cylindrical 
tumblers  to  bo  depressed  by  the  key  and  returned  by  the  springs,  substantially  in  the  manner 
and  for  the  purposes  set  forth. 

Third,  the  combination  together  of  the  cylinder.  Fig.  4,  and  tho  series  of  cylindrical  tum- 
blers e  e  Ct  and  spiral  spring  o  o  o,  acting  in  relation  and  combined  with  the  series  of  guards 
m  fft  vn,  or  their  equivalents,  in  the  manner  and  for  the  purpose  described. 

Fourth,  the  general  arrangement  together  of  tho  cylinder.  Fig.  4,  tumblers  e  e  e,  arranged 
in  a  circular  position,  and  spiral  springs  o  o  o,  combined  together  and  with  the  bolt  K,  and 
it8  arm  J,  in  such  a  manner  that,  oy  placing  the  whole  on  the  central  post  C,  the  entire  com- 
bination of  these  parts  can  be  worked  or  rotated  freely  and  simultaneously  on  the  central  post 

C,  to  lock  and  unlock  the  lock  by  the  mere  action  or  use  of  the  key,  substantially  in  the 
manner  as  described. 
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No.  31,321.— Joseph  Jordan,  jr.,  of  East  Hartford,  Conn.—Improvement  im  MUU  fm 
Grinding  Paper  Pulp, — Patent  dated  February  5,  1861. — The  claim  and  cngraTing  wiE 
explain  me  nature  of  this  invention. 

Claim, — The  arrangement  of  the  knives  of  cither  grinder,  they  being  dispc«ed  in  nm*. 
series,  or  sections,  extending  transversely  around  the  grinder,  and  having  tocir  kniT««  m 
further  arranged  that  those  of  one  section  or  scries  shall  be  so  generally  or  wholly  rjst  cf 
range  with  those  of  the  next  series  that  each  channel  between  any  two  next  adjac-ent  knivn 
of  one  series  may,  at  its  end  next  adjacent  to  the  other  series,  open  into  two  or  xnorv  of  ti< 
channels  of  such  series. 

Also,  the  above-described  improved  mode  of  arranging  the  knives  of  both  grinder*,  whewt-y 
those  of  the  male  grinder  may  be  employed  to  advantage,  in  manner  as  described,  to  »hajprt 
the  knives  of  the  female  grinder,  sucn  arrangement  of  the  knives  being  exhibited  in  Fi;:i.  4 
and  6;  and  when  the  knives  of  the  male  grinder  are  arranged  into  two  or  more  h^r>«,  tari 
of  which  shall  extend  transversely  around  the  grinder,  as  described,  the  further  ornu^-ojis 
of  the  knives  in  such  manner  that  tho^e  of  each  series  from  the  smaller  to  the  lai'grr  red  it 
the  grinder  shall  be  at  less  distances  apart  than  those  of  each  series  preceding  it,  tl«  saai 
being  substantially  as  exhibited  in  Fig.  G,  and  as  described. 

No.  31, S'ia.— Newton  S.  Manross,  of  Forcstville,  Conn. — Improred  Apmmratu*  }m 
Lighting  and  Extinguishing  Gas  Lights. — Patent  dated  February  5,  Iffil. — Tb**  byiiiwei* 
burner  is  placed  cltse  to  the  gas  burner,  so  that  when  the  hydrogen  is  ignited  by  the  plMi^aam 
fhe  gas  is  lighted.     The  valves  are  mercurial,  and  are  operated  by  rods,  actuutr<l  by  Irve* 

Srovided  with  projections  fitting  into  notches  on  a  cam.  As  the  cam  revolvcA,  th<»  W-*eT»  an 
epre^^scd  and  the  valves  opened.  A  revolving  dial  is  attached  to  the  face  of  the  rl*irk,  ps\^ 
vided  with  pointers  and  trippers;  the  trippers  are  made  to  lift  a  pawl  ut  any  tixe<l  tinir,  alkw- 
ing  the  wheel  S  and  cam  1  to  revolve,  and  the  gas  to  be  lighted  or  e\tingui^bed.  Thr  hat 
enclosing  the  platinum  is  opened  and  closed  by  means  of  levers  attached  tu  the  rod  openLXf 
the  hydrogen  valve. 

C  aim, — First,  the  employment,  for  the  purpose  of  lighting  gas  at  any^desirrd  Inmr,  «l  • 
hydrogen  and  platinum  kindling  apparatus.  ( Dobereiuer's  lauip,)  and  a  cloi*k  DMnnaak 
combined  and  operating  substantially  as  described. 

8econd,  so  constructmg  and  applying  the  cam  T  or  its  equivalent,  and  so  amdyinf  ibr 
mechanism  through  which  it  acts  on  tho  hydrogen  valve  and  illuminating  gas  val^o,  tiac  t£r 
hydrogen  valve,  ailer  the  ignition  of  the  illuminating  gas  has  bt^n  effected,  ik  Ul  be  rluwc 
and  the  illuminating  gas  valve  only  left  open,  substantially  as  described. 

Third,  providing  for  the  protection  of  the  platinum  by  means  of  an  automatically  opcKx; 
and  closing  box  K,  substantiallv  as  described. 

Fourth,  the  rotating  dial  W  ,  with  its  two  a<ljustable  pointers  and  two  attached  tiipfw* 
applied  and  operating  substantially  as  described. 

No.  31,323. — A.  Z.  McBaroE,  of  Hamahatchec,  Ga. — Improvement  in  Cotton  Prwmm*  — 

Patent  dated  February  5,  1801. — ^The  claim  and  engraving  will  explain  tho  uatun*  W  iLj 
invention. 

Claim. — The  combination  of  the  screws  and  tap  A  with  its  follow  block  10  and  11,  wfcn 
constructed  and  operated  substantially  as  dcscribea. 


No.  31,324.— William  Murkland,  of  Lowell,  Mass.— /OTproiJ«ii«i<  m  Looms. — F 
dated  February  5,  18C1. — ^This  invention  consists  in  providing  a  series  of  icmtvc  »k 
boxes,  to  contain  the  requisite  number  of  shuttles  that  may  be  desired,  so  arran£r(d  tli 
long  as  either  of  the  shuttles  contained  in  them  is  not  required  in  the  fabiic,  tLi*T  will  a 
remain  without  any  movement  or  change  of  position,  and  when  one  of  them  im  no  r<H|Bij«4  - 
is  brought  into  connexion  with  the  active  parts  of  the  loom  and  worked  as  long-  aa  r  i  nnii-; 
and  afterwards  put  back  into  the  reserve  series,  and  another  taken  up. 

Claim. — First,  the  combination  of  the  reserve  shuttle-boxes  with  the  active  shntik^boxoi,  %; 
attaching  and  detaching  the  several  reserve  shuttle-boxes  to  and  from  the  active  ibiiTfli  [num. 
under  a  construction  and  mode  of  operation  substantially  as  set  forth. 

Second,  the  adjustment  of  the  reserve  shuttle-boxes  with  the  active  8hattle-boxc%  aa  m 
to  allow  the  use  of  one  or  more  of  the  active  series,  substantially  as  described. 

Thhrd,  the  construction  and  use  of  the  annular  disk  for  the  purpose  of  keeping  the  i 
in  place,  and  for  passing  the  ends  of  the  yams  around  the  axis  of  the  polygonal  box 

Fourth,  the  manner  of  holding  the  boxes  of  the  polygonal  frame- in  their  po«itioa,  by  j 
of  a  segment  of  a  circle  or  its  equivalent. 

No.  31,325.— Fran<?OIS  Nivelle,  of  Paris,  FrBnce.—Imvrovement  in  Sewing  JteAi 
Patent  dated  February  5,  1861. — ^The  rocker  is  provided  with  a  proiection  fitting  into  a  i 
vertical  arm  extending  down  from  the  shuttle,  which  moves  backward  and  fonfrard 
guide.    This  rocker  receives  an  oscillating  motion  from  the  horizontal  lever  N,  whirh  k 
itself  operated  by  the  vertical  lever  O,  provided  viith  a  pin  which  enters  a  eroove  on  Uw  < 
F.    The  needle  shaft  is  supported  in  bearings  under  the  plate  of  the  machine,  but  b^t  a 
motion  longitadinally ;  it  is  operated  by  the  levers  and  the  cams  upon  the  driring 
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■8  to  have  an  osdllatiDg  and  reciprocating  motion.  By  means  of  these,  in  connexion  with 
tho  perforating  needio,  operated  as  usual,  either  the  shuttle  stitch  or  double-looped  stitch  may 
be  produced. 

Claim. — The  arrangement  of  the  shuttle-operating  levers  O  N  and  rocker  M,  and  of  the 
oscillating  and  reciprocating  under  needle  shaft  P,  and  its  operating  lever'Q,  rod  R,  and  con- 
nexion u  s  m  combination  with  cams  on  a  driving  shaft  C\  arranged  above  tho  upper  frame 
of  the  machine,  substantially  as  described. 

No.  31,326.— .John  B.  Peyton,  of  Raymond,  Miss,— Improvement  in  Flues  for  Cotton 
Gins. — Patent  dated  f'ebruary  5,  1861. — ^luis  invention  consists  in  a  method  of  freeing  cotton 
from  motes,  dust,  and  other  impurities  which  are  left  in  it  after  the  ginning  operation,  by 
means  of  a  metallic  flue-box,  which  is  attached  to  the  flue  space  of  an  ordinary  cotton  gin ; 
said  flue-box  havmg  a  pertbrated  bottom,  and  a  dust  sack  suspended  imder  it,  and  distended 
by  tiansverse  battens  upon  the  plate. 

Claim. — Constructing  the  flue  A  with  a  sheet  metal  bottom,  which  has  greater  spaces 
between  the  perforations  than  the  length  of  the  fibres,  as  and  for  the  purposes  shown  and 
described. 

No.  31,327. — Jacob  Reese,  of  Pittsburg,  Pa. — Improvement  in  tlie  Construction  of  the 
Fire  Chambers  and  in  Operating  the  Fires  of  Heverberatory  Furnaces. — Patent  dated  Febru- 
ary 5,  1861. — The  claim  and  engraving  will  explaim  tho  nature  of  this  invention. 

Claim. — First,  constructing  the  tire  chamoer  of  reverberatory  furnaces  for  puddling, 
boiling,  or  reheating  iron,  in  which  coal  is  used  as  fuel,  so  as  to  form  at  its  base  a 
contracted  receptacle  for  the  accuumlation  of  the  melted  cinder  below  the  point  where  the 
blast  of  air  is  admitted,  in  combination  with  a  close  air-tight  fire-chamber  bottom,  for  the 
purpose  of  freeing  the  fuel  of  its  incombustible  particles  by  keeping  the  cinder  in  a  melted 
state  so  long  as  it  remains  in  tho  fire  chamber,  and  thus  preventing  tlte  formation  of  clinker, 
as  described. 

Second,  fluxing  the  clinker  in  tho  fire  chamber  of  a  puddling,  boiling,  or  reheating  furnace, 
constructetl  as  above  described,  by  means  of  the  introduction  with  the  fuel  into  the  fire 
chamber  of  oxyd  of  iron  or  other  suitable  flux,  for  the  purpose  of  keeping  the  clinker  in  a 
state  of  fusion  so  long  as  it  remains  in  the  fire-chamber  bottom,  so  as  to  enable  it  to  run  ofl^ 
spontaneously  as  it  accumulates,  in  the  manner  hereinbefore  described. 

Third,  in  the  fire  chamber  of  puddling,  boiling,  or  reheating  furnaces,  constructed  as  above 
described,  introducing  the  blast  near  tho  surface  of  tho  melted  cinder  so  as  to  heat  the  blast 
before  it  ascends  thiough  the  mass  of  fuel  in  the  fire  chamber,  and  thus  increase  the  intensity 
of  the  combustion  and  consume  the  smoke,  as  set  lorth. 

No.  31,33a— Ira  Reynolds,  of  Bellefontaine,  O.— Improvement  in  Straw  Cutters.— 
Patent  dated  February  5,  1861. — The  crank  is  operated  by  a  pinion  on  the  driving  wheel, 
and  is  placed  between  the  arm  and  the  cutter  for  the  purpose  of  allowing  a  direct  action  upon 
the  cotter  with  a  crank,  and  so  that  the  wrist  of  the  crank,  which  is  provided  with  a  friction 
roller,  may  act  on  the  rock-shaft  K  in  connexion  with  the  pawl  T  and  cog  J.  The  adjustable 
plate  is  provided  with  holes  in  which  can  be  inserted  the  rod  I,  which  passes  through  the  bent 
<ixtremitjes  of  the  cutter,  in  this  way  allowing  the  cutter  to  be  easily  aqiusted  at  any  angle. 

Claim. — First,  the  arrangement  of  the  crank  between  the  arm /and  blade  C  with  the  rock- 
ftbaft  K  and  feed  motion,  as  and  for  the  purposes  described. 

Second,  constructing  the  journal  box  £  in  such  a  manner  as  to  form  the  box  for  the 
lower  roller,  and  the  sliding  or  slotted  box  for  the  upper  feed  roller,  with  slot  for  spring  and 
fastening  for  the  feed  box,  as  seen  and  represented  in  the  accompanying  drawings  and  speci- 
fications. 

Third,  the  combination  of  the  adjustable  plate  D  and  ihe  rod  I,  when  constructed 
and  operating  as  and  for  the  purposes  described. 

No.  31,329.— Frederick  E.  Schmidt,  of  New  York,  N.  Y.— Improvement  in  Steam  Gem- 
eratoTS, — Patent  dated  February  5,  1861. — This  invention  consists  of  an  apparatus  for  gen- 
erating steam  or  vapor  from  a  fluid,  or  from  a  fluid  and  gases  combined,  by  means  ot  an 
arrangement  of  boilers  or  generators,  and  tanks  provided  with  pipes  and  cocks  in  such  a 
manner,  as  to  be  able  to  fe^  the  generators  when  necessary  or  mix  the  steam  or  vapors  with 
air  or  ^ascs  under  all  pressures  in  the  generator. 

Claim. — ^The  arrangement  and  combination  of  the  generators,  tank,  and  reservoir,  substan- 
tially as  described,  for  the  piupose  of  combining  witn  the  steam  or  vapor  generated  in  the 
fi^nerators  any  other  fluid  or  gases,  when  said  combined  vapors  and  gases  exert  a  continual 
l>ower  upon  a  pis^DU  or  its  equivalent. 

No.  31,330.— Moses  Seward,  of  New  Haven,  Conn. — Improved  Collar  for  Ornamental 
Carriage  Work, — Patent  dated  February  5,  1861. — ^The  collar  is  formed  by  upsetting  a  solid 
rod  of  Iron  so  as  to  raise  the  collar  from  the  rod  itself  without  welding,  after  wnich  it  may  be 
formed  and  planished  in  any  required  shape. 

Claim. — ^As  an  article  of  manufacture,  an  upset  planished  collar  for  ornamental  carriage 
<vrork,  formed  without  welding  or  turning. 
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No.  31,331.— Thomas  Sheehan,  of  Dunkirk,  N.  Y.,  assignor  to  himself,  C.  De  Wmr 
Smith,  and  Charles  B.  Moss,  Washington,  D.  C. — Jmprotement  in  the  manufacture  of 
FUes  and  Hasps. — Patent  dated  February  5,  J86J. — ^This  invention  cousi>its  in  constructing 
files  of  wrought  iron,  and  then  converting  them  into  a  souud  and  tenacious  steel  to  a  certain 
depth,  by  coating  them  with  the  cementing  paste,  (described  in  the  patent  previously  gi-anied 
to  Sheeban,)  then  packing  them  with  leather  and  ground  bones  in  a  wrought-iron  box  sub- 
mitted to  the  action  of  heat.  The  files  are  then,  while  hot,  immereed  in  a  buth  of  a  strong 
solution  of  salt,  then  in  some  water,  and  washed. 

Claim. — ^The  non-frangible  files  and  rasps  constructed  and  made  as  described  and  specified, 
whose  hardness,  working  qualities,  and  durability  are  equal  to  those  of  cut>t-steel  hiea  and 
rasps. 

No.  3 J, 332. —Thomas  Slaigiit,  of  Newark,  N.  Y.— Improved  Lock  for  Railway  Cars.— 
Patent  dated  February  .S,  IdGl. — The  bolt  which  moves  in  guides  upon  the  plate  A  is  made 
to  fasten  a  hasp  provided  with  a  slot,  thus  allowing  it  to  ])ass  over  the  guides,  and  when 
shoved  into  the  lock  presses  against  one  arm  of  the  Jog  F,  and  forces  the  other  arm  g  into  a 
corresponding  recess  on  the  bolt,  thus  retaining  it  in  position.  The  stidlng  plate  bears  agaiust 
the  lip/ upon  the  dog,  and  is  held  in  that  position  by  a  projection  upon  the  tumbler;  when 
the  tumb.er  is  moved  a  projection  upon  the  sliding  plate  coming  opposite  a  recess  in  the  tum- 
bler al'ows  the  spring  to  force  back  the  sliding  plate  so  as  to  remove  its  end  from  the  lips 
upon  the  dog,  thus  iieeing  the  projection  g  from  tiie  bolt  C 

Claim. — The  bolt  C,  dog  F,  and  side  plate  D,  the  latter  being  provided  with  the  arm  c, 
and  all  arranged  to  operate  as  and  for  the  puqiose  set  forth. 

No.  31,333.— John  Joseph  Charles  Smith,  of  Philadelphia,  Va.—Improrement  in  Ma- 
chine for  Cutting  Type. — Patent  dated  February  5,  18.3). — This  invention  consists  in  the 
arrangement  of  a  reciprocating  cutter,  with  an  automatically  moving  griping  jaw  and  with  an 
adjustable  gauge,  in  such  a  manner  that  the  gauge  can  be  set  for  types  of  ditlerent  thickness, 
whiiC  the  jaw  adjusts  to  the  varying  width  or  size  of  difieioni  tyi)es,  and  is  so  ai  ranged  as  to 
be  loosened  at  regular  intervals,  so  that  the  ty{)e  cut  off  by  one  stioke  of  the  cutter  can  be 
deposited  in  a  receptacle. 

Claim. — The  arrangement  of  the  adjustable  gauge  F  and  automatic  jaw  G,  in  combination 
with  the  reciprocating  cutter  C,  constructed  and  opeiatiug  substauUaily  in  the  manner  and 
for  the  puipose  specified. 

No.  31,334. — JOSIAH  M.  Smith,  of  Somers,  N.  Y. — Improvement  in  Setcing  Machines. — 
Patent  dated  February  5,  1861. — The  hook  is  attached  by  an  arai  to  the  irregular  piate  P, 
moving  under  the  plate  N  on  the  axle  g.  This  iiix;gular  piate  is  provided  with  a  roller  t  and 
projections  j  and  A*,  and  is  so  arranged  as  to  have  an  t»Ncillatory  niuvement  conesponding  with 
the  movement  of  the  peribrating  and  horizontal  ueidtes.  As  the  arm  moves,  the  inciiued 
projection  prevents  tho  twisting  of  the  loop  of  the  perforating  needle,  and  alter  that  has  as- 
cended the  hook  catches  in  the  loop  of  the  under  thiead  and  o))eiis  it,  so  that  the  perforating 
needle  when  it  again  descends  can  enter  fairly  and  thus  iiisiiie  tlie  formation  of  a  doubie 
locked  stitch.  I'he  presser  is  made  to  operate  by  a  lover,  so  that  as  the  needle  descends  a 
projection  x  on  the  short  arm  may  catch  on  the  hook  of  the  lever  moving  the  presser  and  give 
It  a  percussive  and  at  the  same  time  a  rubbing  motion  backward. 

Claim. — First,  the  hook  M,  constructed  with  an  inclined  projection  /  and  notch  m,  substan- 
tially as  described,  and  applied  to  operate  in  manner  substantially  as  set  forth,  in  combination 
with  the  two  needles  n  and  L,  for  tne  two  purposes  specilied. 

Second,  the  presser  W,  applied  to  operate  upon  the  cloth  independently  of  the  feed  me- 
chanism, with  a  percussive  and  rubbing  action,  substantially  as  and  for  the  purpose  desciibed. 

No.  31,3.35.— WnXL\M  Smith,  of  Philadelphia,  Va.— Improvement  in  the  Valves  of  Steam 
Engines. — Patent  dated  February  5,  1861. — The  lever  1  amj  rock  arm  11  are  provided  with 
toes  which  act  against  each  other,  so  that  the  lever  1  can  bo  raised  to  opeiate  tne  valvf)s  and 
cut  off  the  steam  at  any  part  of  the  stroke,  the  toes  being  kept  in  contact  by  a  spring  beoiiug 
upon  lever  I. 

Claim. — ^The  arran^mcnt  and  combination  of  the  rock  arm  II,  lever  I,  sliding  platti  S, 
spring  L,  lever  R,  and  piston  valves  B  B',  substantially  as  de.scril>ed. 

No.  31,336.— Francis  W.  Stafford,  of  New  York,  N.  Y.— Improved  Shade  Fixtures.— 
Patent  dated  February  5,  1861. — The  adjustable  strap  encompasses  the  cord,  and  c^n  be 
tightened  so  as  to  press  the  cord  upon  the  pulley  and  make  it  revolve,  thus  dispensing  with 
the  use  of  the  lower  tightening  pulley,  the  cord  pressing  in  such  a  manner  that  uy  pulling  it 
the  pulley  will  revolve. 

Claim. — ^The  employment  or  use  of  the  adjustable  strap  C,  in  connexion  with  the  grooved 
pulley  B  and  cord  F,  the  stap  being  applied  to  the  pulley  to  act  upon  the  cord,  substantially 
as  and  for  the  purpose  set  forth. 
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No.  31,337.— Peter  Paul  Stephan,  of  Newark,  N.  J,^Improved  Lock  Attachment,— 
Patent  dated  February  5,  18G1. — This  invention  consiata  in  the  employment  or  use  of  a  novel 
safety  attachment  applied  to  the  lock  in  such  a  way  as  to  completely  fill  up  the  keyhole  and 

Erevent  the  insertion  thetein  of  either  picks  or  keys,  the  attachment  being  secured  in  the  key* 
ole  by  a  fastening  or  supplemental  attachment. 
Claim. — The  spmdle  0,  provided  with  the  bit  b  and  the  lug  or  projection  rf,  in  connexion 
with  the  key  D  fa\<l  supplemental  lock  formed  by  the  arbor  F,  rod  k^  with  springs  /,  and  case 
£,  substantially  as  described. 

Also  the  spindle  C,  with  its  bit  b  and  lug  or  projection  d^  and  key  D,  when  used  in  con* 
nexion  with  any  suitable  suppiemental  fastening  or  lock  attachment  to  secure  the  key  D  in 
the  lug  or  projection  d  and  keyhole  g^  of  lock  A,  for  the  purpose  specified. 

No.  31,33a— J.  V.  Stevens,  of  Pomeroy,  Ohlo.—Jmvroved  CAwm.— Patent  dated  Feb- 
ruary 5,  1861. — The  dash  is  made  to  tit  closely  to  the  boay  of  the  chum  and  is  provided  with 
an  aperture  closed  by  a  valve.  Upon  the  downward  motion  of  the  lever,  cream  is  forced  up 
through  the  perforations  in  the  dash  and  valve,  and  upon  the  upward  motion  of  the  lever  c, 
the  cream  paases  freely  down  through  the  aperture  and  is  again  forced  up  through  the  per- 
forations. 

Claim, — ^The  perforated  valve  dash,  to  be  worked  with  or  without  a  lever,  substantially  as 
set  forth  in  the  accompanying  drawings  and  specification. 

No.  31,3:5).— J.  B.  Tinker,  of  Plymouth,  N.  Y,—Im]^rovement  in  AafTe<fer«.— Patent 
dated  February  5,  1861. — The  shaft  is  provided  with  pimons,  so  that  the  motion  C4>mmuni- 
cated  by  the  segment  operated  by  a  lever  near  the  driver  to  one  rack  bar  will  be  conununi- 
cated  to  the  other.  The  grooved  shall  N  and  the  feathered  pinion  operate  the  sickle  with  an 
oscillating  motion. 

Claim, — The  combination  of  the  toothed  segment  Q,  rack  bars  £  E,  shaft  F,  pinions  c  c, 
bent  brace  rod  J,  guides  K  K,  grooved  crank-shafl  N,  and  feathered  pinion  g,  the  said  parts 
being  constructed  and  arranged  in  connexion  with  the  rigid  frame  A  a  6,  wheels  C,  nnger 
bar  It  and  sickle  M,  in  the  manner  and  for  the  purposes  shown  and  described. 

No.  31,340.— Charles  Tribby,  of  Winchester,  Ya.'-Improtement  in  WatchmakerB* 
JLa/A««.— Patent  dated  February  5,  1861.— The  object  of  this  invention  is  to  facilitate  the 
tnming  of  stones  used  in  jewelling  watches,  and  consists  in  fastening  the  stone  on  the  point 
of  the  spindle  by  means  of  cement,  so  that  it  can  be  turned  and  fitted  to  the  hole  in  the  plate 
of  the  watch  without  loosening  and  refastening  it,  as  is  usual,  for  the  purpose  of  measuring, 
the  spindle  being  taken  out  with  the  stone  whoever  it  is  desirable  to  hold  it  up  to  the  hole  in 
the  pale. 

Claim, — ^The  arrangement  of  the  movable  bed  H,  in  combination  with  the  mandrel  £, 
drilled  on  one  end  and  provided  with  the  hollow  centre  b  on  the  other  end,  and  with  the 
doubie-centred  spindle  F,  all  constructed  and  operating  in  the  manner  and  for  the  purpose 
described. 

No.  31,341. — Levi  S.  Tyler,  of  Linesville»  Pa. — Improvemtnt  in  Rotarff  Harrows, — 
Patent  dated  February  5,  1861. — The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim, — First,  connecting  the  harrow  wheels  B  B  and  B'  B'  to  the  frames  A  A'  by  means 
of  the  spindle  bolts  £,  swivel  bows  F,  and  axis  bolts  G,  as  and  for  the  purposes  set  forth. 

Second,  the  described  arrangement  of  parts  whereby  the  harrow  wheels  B  B  are  connected 
to  the  tianie  A,  and  the  harrow  wheels  B'  B'  are  connected  to  the  frame  A',  and  the  said  frames 
%re  connected  together  by  the  hinged  bars  C  C,  for  the  purpose  set  forth. 

No.  31,342. — James  S.  UinroN,  of  Battle  Creek,  Mich. — Improvement  in  Horse- Poteers, — 
Patent  dated  February  5,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this 
nvention. 

Claim, — ^The  arrangement  of  the  wheels  K  and  L  upon  the  shaft  J,  with  reference  to  the 
vbeels  D  and  I,  so  that  more  power  and  less  speed,  or  the  converse,  may  be  used,  at  the  will 
»f  the  operator,  substantially  as  specified. 

No.  31,  :M3.— Frederick  Walton,  of  Haughton  Dale  Denton,  near  Manchester,  Eng.— 
mprorement  in  Apparatus  for  the  Manufacture  of  Varnish, — Patented  in  England  January 
7,  18o0. — Patent  dated  February  5,  1861. — ^Three  cylindrical  vessels  are  arranged  one  above 
be  other,  into  the  upper  one  of  which  is  pumped  linseed  oil,  mixed  with  a  piopcr  proportion 
f  acetate  of  lead.  The  oil  falls  in  a  finely  divided  state  through  a  gating  in  the  bottom  of 
be  vessel  into  the  lower  cistern.  The  middle  cistern  has  two  sides  ot  glass  and  two  oi  per- 
flated zinc,  through  which  a  current  of  air  is  forced  from  the  pipe  E,  in  close  contact  with 
tie  shower  of  olL  Underneath  the  lower  vessel  is  a  steam  chamber  for  heating  the  oil  to  any 
esired  temperature.    A  pipe  from  the  lower  cistern  conducts  the  oil  to  the  oil-pump,  by 
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which  it  is  passed  again  throu^irh  tho  machine.  In  the  cover  of  the  upper  cylinder  is  a  ttib« 
and  piston,  and  when  tho  pressnro  is  too  great  the  piston  is  forced  up,  and  bj  means  of  a  con- 
necting rod  closes  a  cut-off  in  tho  outlet  pipe  of  the  cistern. 

Claim, — ^The  machine  substantially  as  represented  in  Figs.  1,  2,  and  3,  and  as  aboye 
described. 

No.  31,344.--nENRY  T.  Watkins,  of  Anderson,  Ind.—Improvememt  in  Cider-MUlt.— 
Patent  dated  February  5,  18GJ. — ^This  invention  consists  in  tne  arrangement  of  a  spiked 
cylinder  and  concave  in  connexion  with  a  pair  of  smooth  rollers  moving  in  opposite  direc- 
tions, the  whole  enclosed  by  a  door  or  cover  hinged  at  the  bottom. 

Claim, — ^The  combination  and  arrangement  of  the  several  parts,  when  constructed  and 
arranged  substantially  as  represented,  for  the  purpose  set  forth. 

No.  31,345.— Thomas  S.  Whiten acii,  of  Easton,  Fa.-- Improvement  in  Rakei  for  Har- 
Testers. — Patent  dated  February  5,  18G1. — To  a  vertical  shaft  rotated  by  gearing  in  the  body 
of  the  machine  there  is  secured  a  head  to  which  the  arms  1  are  pivoted,  so  as  to  have  a  ver- 
tical motion.  The  sides  in  which  the  arms  rest  are  turned  down  at  their  lower  ends  so  as  to 
form  a  bearing  against  the  head,  thus  preventing  the  arms  from  falling  too  far  down.  The 
rollers  are  arranged  so  that  one  is  vertical,  and  each  of  the  others  more  inclined  and  at  a  higher 
elevation,  so  that  the  arms  on  passing  over  the  frame  are  elevated  above  the  driver's  seat  The 
sockets  are  provided  with  two  holes,  one  of  which  is  curved,  so  that  the  beater  or  rake  can  be 
adjusted  parallel  with  the  plate  B.  My  means  of  the  lever  operated  by  the  driver  the  arms 
can  be  raised  above  the  platform  to  any  desired  height. 

Claim. — First,  the  employment  or  use  of  the  slides  G,  when  applied  to  the  arms  F,  sub- 
stantially as  shown,  for  toe  adjustment  of  the  same  as  set  forth. 

Second,  the  rollers  1 1'  I",  when  applied  to  the  main  frame  A,  and  used  in  connexion  with 
the  arms  F,  to  operate  as  and  for  the  purpose  set  forth. 

Third,  attaching  the  beaters  L  and  rake  K  to  the  arms  F  by  menus  of  the  sockets  J,  con- 
structed and  aniinged  as  shown,  to  admit  of  the  adjustment  of  the  beaters  and  rake,  specifi- 
cally as  set  forth. 

Fourth,  in  combination  with  the  arms  F,  the  lever  N,  attached  to  the  main  frame  A,  and 
provided  with  tho  cui-ved  bar  /,  placed  in  such  relation  with  the  arms  as  to  operate  as  and  for 
the  purpose  set  forth. 

No.  31,346.— Ross  Winans  and  Thomas  Winans,  of  Baltimore,  Md.— /mprore4  Pack- 
ing Jfor  StuJJing-Boies, — Patent  dated  February  5,  18G1. — ^This  invention  consists  of  a  com- 
pound packing  brick,  composed  of  a  fibious  material,  (such,  for  example,  as  unspun  hemp,) 
and  a  lubricating  material,  (such  as  tallow,)  compressed  into  the  form  most  suitable  for  use 
in  the  stuffing-box. 

Claim. — A  compound  packing  brick,  substantially  such  as  described,  as  a  new  article  oi 
manufacturo. 

No.  «i,347.— WuxiAM  H.  Beach,  of  Chicago,  111.,  assignor  to  J.  S.  Beach,  of  Ballston 
Spa,  N.  Y. — Improved  JUackine  for  Swaging  SJuet  Metal. — Patent  dated  Februaiy  5,  18(31. — 
Ijiis  machine  is  designed  lor  swaging  and  pressing  sheet  metal  for  rooting.  The  dies  are  so 
constructed  as  to  form  semi-cylindrioU  ridges  at  each  side  of  (ho  plate,  while  the  portion  be- 
tween the  ridges  is  pressed  flat  and  smooth,  and  while  under  pressure  the  plates  are  periorated 
with  holes  for  nails,  and  the  holes  countersunk. 

Claim. — The  pressure-bar  or  plunger  0,  provided  with  the  bars  or  female  dies  D  D,  in  con- 
nexion with  the  stationary  bedpiece  0  and  movable  male  dies  H  II,  the  bar  or  plunger  C,  and 
dies  H  II,  being  operated'by  the  screws  F  I  I,  or  their  equivalents,  and  all  arranged  as  and  for 
the  purpose  set  forth. 

Also,  in  combmation  with  the  bar  or  plunger  C,  bedpiece  6,  and  tho  dies  D  D  H  H,  the 
punches  and  countersinks  G,  arranged  essentially  as  and  for  the  pmpose  set  forth.^ 

No.  31,348.— P.  J.  Clark,  of  West  Meriden,  Conn,  assignor  of  S.  D.  Clark,  of  8am« 
place. — Improvement  in  Skate^Fastenings. — Patent  dated  February  5,  1861. — The  clamps, 
which  secure  the  sole  of  the  boot  or  shoe  to  the  skate,  are  hinged  to  sliding  blocks  moving  in 
suitable  grooves  in  the  plate  B,  the  blocks  bein^  moved  by  means  of  a  right  and  leA  handed 
screw,  wnich  is  prevented  from  moving  longitudinally  by  a  collar  wmch  turns  within  a 
recess  in  the  hanger,  so  that  the  clamps  can  be  drawn  and  iastened  to  the  edge  of  the  sole  as 
tightly  as  may  be  required. 

Claim. — In  combination  with  the  plate  A  and  slides  E  E,  and  their  pivoted  and  removable 
fastenings  F  F,  as  described,  tho  right  and  lell  hand  screw  G,  and  restraining  nut  d,  for 
drawing  said  fastening  up  tightly  to  the  boot  or  shoe,  and  for  drawing  up  the  clamps  and 
instep  strap  together,  the  whole  being  arranged  under  the  ball  of  the  foot,  substantially  in  the 
manner  and  for  the  pui-pose  set  forth  and  explained. 

No.  31,349.— Phylander  Daniels,  of  LeEoy,  N.  Y.,  assignor  to  Himself  and  S.  H* 
Barnes,  of  New  York  city. — Improvement  in  Tanning  Leather, — Patent  dated  Febmaiy  5, 
1861. — The  claim  will  explain  the  nature  of  this  invention. 
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Claim. — In  tanning  leather  the  use  of  tormentilla  and  nutgalls,  in  connexion  with  cutch 
or  term  japonico,  in  about  the  proportions  set  forth. 

Also,  in  tanning  leather  with  the  above<rdesignated  substances  the  within-described  method 
or  process,  to  wit :  the  application,  first,  of  a  solution  of  cutch,  tormentilla,  and  nutgalls  in 
the  proportions  and  strength  specified,  the  subsequent  addition  of  the  salts  specified,  and  the 
ultimate  strengthening  of  the  liquor  to  the  proper  degree  to  complete  the  tanning  hy  tb« 
addition  of  a  strong  sdution  of  cutch  or  terra  japonica  ^one. 

No.  31, 350. —George  J.  Hill,  of  Buffalo,  N.  Y.,  assignor  to  Sanford,  Harroun  &  Co., 
of  same  place. — Improvement  in  Machine  for  Numbering  Railroad  Tickets. — Patent  dated 
February  5,  1861. — ^A  series  of  wheels  are  arranged  side  by  side,  each  wheel  having  ten  types 
with  digits  marked  upon  them,  and  arranged  successively  around  its  circumference.  By 
means  of  a  pawl  at  each  successive  stroke  of  the  platen  one  wheel  is  made  to  revolve  one 
number  until  it  has  completed  its  revolution,  when  the  next  wheel  is  made  to  move  one 
digit,  and  so  on  until  99  is  printed.  When  this  number  is  reached  the  third  or  left-hand 
-wheel  moves  one  number,  and  then  the  hundreds  are  successively  printed  as  high  as  999. 

Claim. — First,  imparting  to  the  pawl  S  a  lateral  movement  to  and  fro  by  means  of  mechan- 
ism, substantially  us  described,  so  that  the  pawl  will  strike  and  move  the  first,  second,  and 
third  type-wheels,  as  required,  for  printing  numbers  consecutively  from  1  upward  to  999. 

Second,  hinging  the  type-teeth  1,  2,  3,  4,  &c.,  to  the  third  type-wheel,  for  the  purposes  and 
substantially  as  set  forth. 

Third,  a  recess  formed  in  the  annular  rim  h  and  spring  j,  in  connexion  therewith,  in  com- 
bination with  the  spring  J  and  hinged  type  of  the  third  type-wheel,  for  the  purposes  and  sub- 
stantially as  described. 

No.  31,351,— Albert  H.  Hook,  of  New  York,  N.  Y.,  assignor  to  the  Grover  &  Baker 
Sewing-Machine  Company,  of  same  place. — Improvement  in  Sewing- Machines. —rPaieut 
dated  February  5,  1861. — The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim, — The  combination  of  two  washers,  concave  at  the  centre  and  rounded  off  at  the 
outer  edge,  with  a  centre  pin  and  any  suitable  means  to  give  these  washers  a  pressure,  causing 
the  thread  to  be  pinched  between  said  washers,  arranged  substantially  as  and  for  the  purpose 
specified. 

No.  31, 35-i,— Lemuel  P.  Jenks,  of  Boston,  Mass.,  assignor  to  William  S.  Murray,  of 
New  York,  N.  Y. — Improvement  in  Filters. — Patent  datea  February  5,  1861. — ^The  claim 
and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — In  cases  of  a  conoidal  form,  as  described,  the  combination  and  arrangement  of 
one  or  more  bunches  of  fibres  placed  in  a  perforated  groove  or  grooves,  and  alternately  com- 
piessed  or  expanded,  for  the  purpose  of  filtrating  water  or  other  liquids,  all  as  set  forth. 

No.  31,35.3.— J OSEE  Johnson,  of  New  York,  N.  Y.,  assignor  to  Himself  and  John 
Ward,  jr.,  of  Brooklyn,  N.  Y. — Improved  Folding  Table. — Patent  dated  Februarys,  1861. — 
The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — The  combination  and  arrangement  of  the  top  A,  centre  piece  B,  hook  buttons  E. 
or  other  suitable  fastenings,  and  leg-pieces  C,  hinged  together  so  that  they  may  be  readily 
£[>ldbd  into  a  small  compass,  substantially  in  the  manner  and  for  the  purpose  described. 

No.  31,354. — Stephen  Johnson,  of  Cold  Springs,  N.  Y.,.assignor  to  Himself  and  Lyman 
JE.  Damon,  of  Napoli,  N.  Y. — Improvement  in  Seed  Planters. — Patent  dated  Februaiy  5, 
1861. — The  cups  upon  the  disk  pick  up  a  certain  number  of  seeds  from  the  cylinder,  and  as 
the  disk  revolves  the  caps  are  emptied  into  the  hopper,  and  thence  the  seed  runs  into  the  seed 
tube. 

Claim. — The  described  arrangement  of  the  cups  G,  disk  F,  and  hopper  H,  within  the 
cylinder  C,  the  same  being  arranged  and  used  in  connexion  with  the  plough  K  and  coverer  J, 
which  are  supported  by  the  hing^  lever  bar  L,  with  flexible  tube  I,  the  whole  arranged  and 
operating  as  set  forth. 

No.  31,355.— M.  C.  Longacre,  of  Cleveland,  Ohio,  assignor  to  Himself  and  R.  R,  Her- 
Rtric,  of  same  place. — Improved  Chum. — ^Patent  dated  Feoruary  5,  1861. — The  covers  and 
dashers  of  the  chum  are  fixed,  whilst,  by  means  of  gearing,  the  vessel  containing  the  cream  is 
made  to  rotate.  The  dashers  are  also  capable  of  adjustment,  and  by  devices  applied  to  the 
base  can  be  moved  to  and  from  the  centre  of  the  chum,  and  thus  control  the  reaction  of  the  * 
blades  of  the  dashers  upon  the  fluid. 

Claim. — Rotating  the  body  of  the  chum  in  a  vertical  position  by  means  of  the  disk  C,  or 
its  equivalent,  when  connected  with  the  stationarv  dashers  L,  arranged  as  described,  for  Ihe* 
pirpoee  of  adjusting  the  same  both  vertically  and  horizontally  as  specified. 
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No.  3],:tr)(}.— John  L.  Uowi%  of  Nevr  York,  assignor  to  Manning  Merrill,  of  New 
Yoik,  N.  v.,  and  Thovias  HolmcS  of  Brooklyn,  N.  Y.^ Improvement  in  Nozing  for 
Locks. — Patent  dated  Fcbiuaiy  5,  JdGl. — ^This  invention  consists  in  placing  in  the  nozing  of 
a  lock  a  piece  which  is  usually  flush  with  the  edge  of  the  opening  and  retained  by  a  spring, 
Imt  can  be  moved  back  when  the  latch  strikes  against  it. 

Claim, — The  enipioymeut  of  a  yielding  or  sliding  segment  in  the  nozing  or  staple  for 
locks  and  latches  to  take  the  latch,  in  the  manner  and  for  the  purposes  sabstantiaUy  as  specified. 

No.  31,357. — Coleman  Sellers,  assignor  to  Himself  and  G.  Burn  ham,  Philadelphia, 
Pa. — Improtemtnt  in  Exhibiting  Stcreotcopie  Pictures  of  Moving  Objects. — Patent  dated 
Februaiy  5,  Idtii. — The  pictures  representing  objects  in  different  positions  are  made  to  re- 
volve in  a  plane  coincident  with  the  line  of  vision,  and  are  seen  through  slits  in  the  surface 
of  the  1  evolving  cylinder  as  it  passes  under  the  lenses  of  the  stereoscope.  The  slits  in  the 
cylinder  are  so  nanow  that  the  whole  of  the  picture  is  not  seen  at  once,  but  only  by  degrees 
as  the  cylinder  revolves  and  the  picture  approaches  and  recedes  in  the  lino  of  vision,  thus 
giving  to  the  various  parts  an  appeai^mco  ot  motion.  By  this  device,  the  revolving  wheel* 
of  machinery  and  various  motions  of  the  hiunan  body  can  be  presented. 

Claim. — Combining  with  the  stereoscope  a  series  of  pictures  arranged  in  succession,  as  des* 
eribed,  when  said  pictures  revolve  on  an  axis  at  right  angles  or  nearfy  so  to  the  line  of  vision, 
the  whole  being  constructed  and  operated  substantially  in  the  manner  and  for  the  piupose 
set  forth. 

No.  31,358.— Edgar  M.  Steven.s,  of  Boston,  Mass.,  assiignor  to  Himself  and  Levi  L. 
Tower,  of  same  place. — Improvement  in  Machines  for  binding  Thread. — Patent  dated 
February  5,  16(31. — By  means  of  a  lever  I,  under  the  plate  of  the  machine,  the  cam  wheel, 
which  becurs  against  the  tlat  inferior  surface  of  the  gear  wheel  operated  by  the  crank,  can  be 
mioved  nearer  to  or  further  from  its  axis,  so  as  to  have  a  quicker  or  slower  motion.  The  lever 
1,  which  is  connected  to  the  arm  K,  through  which  the  thread  to  be  wound  passes,  bears 
against  the  cam  head  F,  and  thus  a  backwaid  and  forward  motion  is  given  to  the  thread. 

Claim. — The  combination  and  arrangement  of  the  adjustable  plate  worm  ge^r  H  and  itt? 
return  screw  K,  or  their  equivalent  or  equivalents,  with  the  cam  wheel  G  and  the  cam  F, 
applied  to  operate  the  thread  carrier,  substantially  as  specified. 

No.  31,359.— Samuel  B.  H.  Vance,  of  New  York,  N.  Y.,  assignor  to  Mitchell,  Vance 
&  Co.,  of  same  place. — Improved  Electrical  Apparatus  for  Lighting  Gas. — ^Patent  dated 
February  5,  ItiGl. — ^The  electrical  machine  consists  of  a  case  provided  with  a  glass  disk, 
leather  pads  and  forks  for  collecting  the  sparks,  the  forks  connecting  with  a  globe  necured  to 
the  top  plate  of  the  case,  into  which  globe  is  secm^  the  rod  which  communicates  the  spark 
to  the  burner.  The  burner  is  providcni  with  a  small  pointed  hook  supported  by  a  non-con- 
ducting bracket  slipped  over  the  bmncr.  On  the  lower  end  of  the  hooked  rod  is  a  cup,  into 
which  IS  inserted  the  conducting  rod.  A  portion  of  the  conducting  rod  is  formed  into  a  spiral 
spring  to  prevent  injury  by  concussion  to  the  electrometer. 

Claim. — First,  the  employment  or  use  of  a  portable  electric  machine  D,  such  as  described, 
in  place  of  the  lamp,  candle,  taper,  or  other  match  generally  used  for  the  purpose  of  ligbtmg  gas. 

oecond,  the  anangement  of  the  cups  a,  or  their  equivalents,  to  operate  m  combination  with 
the  pointed  hooks  B,  burners  A,  and  with  the  electric  machine  D,  in  the  manner  and  for  tho 
purpose  specified. 

Third,  giving  to  a  portion  of  the  rod  b  the  form  of  a  spiral  spring  as  and  for  the  piurposo 
set  forth. 

No.  31,360.— H.  8.  Walcott,  of  East  Boston,  Mass.,  assignor  to  Samuel  Eter,  of  Boston, 
Mass. — Improved  Carvet  Tack  Driver. — Patent  dated  February  5,  1861. — ^The  toe  piece  is  so 
ananged  that  when  tne  lever  is  raised  to  its  highest  point  the  point  of  the  toe  piece  is  disen- 
gaged from  the  flange  of  the  collar  upon  the  hammer  rod,  and  the  hammer  is  forced  down  by 
Sie  spring. 

Claim. — First,  the  perpendicular  spring  hammer  rod  B  and  lever  C,  in  combination  with 
the  frame  A  Al  A2  A3,  substantially  as  set  forth. 

Second,  in  combination  with  the  hammer  rod  B  and  lever  C,  the  jointed  toe  piece  C  and 
grooved  collar  gt  arranged  and  operating  substantially  as  and  for  the  purposes  set  forth. 

Third,  the  pivoted  spring  tacK  holding  jaws  a  a,  in  combination  with  hammer  rod  B,  as 
described,  for  receiving  and  properly  holdmg  the  tack  until  it  is  struck  by  the  hammer  rod. 

N».  31,361.— IcHABOB  Washburn,  of  Worcester,  Mass.,  assignor  to  Himself  and  P.  L. 
Morn,  of  same  place. — Improvement  in  Hardening  and  Tempering  Wire. — Patent  dated 
February  5,  ld61. — ^The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — An  apparatus  for  tempering  steel  wire,  or  other  steel,  in  pieces  of  considerable 
length,  composed  of  two  furnaces  A  B,  each  of  which  contains  a  bath  Cor  D  of  fusible  metal 
or  alloy,  ana  an  interposed  quenching  bath  E,  tho  whole  constnicted  and  arranged  substan- 
tially as  described,  to  enable  the  hardening  and  tempering  to  be  performed  at  one  operation 
without  exposure  of  tho  steel  to  direct  contact  with  the  fire. 
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Ko.  31,363.— James  B.  Vaughn,  of  Marion,  N.  Y.,  administrator  of  E.  Vauohn, 
deceased,  late  of  same  place. — Improvement  in  the  Construction  of  Gauges  for  Mould-Boards 
of  Ploughs. — Patent  dated  February  5,  1861. — ^The  object  of  this  invention  is  to  produce  a 
gauge  by  which  the  monld-boards  of  ploughs  may  be  readily  and  invariably  shaped  so  as  to 
possess  a  uniformity  of  ciurature  for  the  purpose  of  securing  equality  of  pressure  upon  every  part 

Claim, — ^The  gauge  <,  constructed  as  set  forth,  in  combination  with  the  two  curved  diiec- 
tors  or  guides  m  and  n,  in  the  manner  and  for  the  purpose  herein  specified. 

No.  31,363. — R.  A.  Adams,  of  Indianapolis,  Ind. — Improvement  in  Graincrs*  Tools, — 
Patent  dated  February  12,  1861. — A  piece  of  leather  curved  or  piessed  on  one  nide  to  imitate 
the  lines  or  figures  ot  the  wood  or  marble  to  be  grained  is  secured  to  a  crescent-shaped  plec« 
of  wood,  with  a  piece  of  cloth  or  batting  interposed. 

Claim, — Carved  or  stamped  leather,  gutta-percha,  or  other  flexible  material  above  referred 
to,  secured  to  a  crescent  or  other  suitably  shaped  board  or  plank,  substantially  in  the  manner 
and  for  the  purposes  set  forth. 

No.  31,364.— JosiAH  A.  Allen,  of  Deerfield,  Mass. — Improved  Butter- Worker, —VeXesd 
dated  February  12,  1861. — The  claim  and  engravingexplain  the  nature  of  this  invention. 

Claim. — ^The  arrangement  of  the  pressing  roller  E  with  a  reciprocating  frame  D,  that  has 
its  extremities  hung  upon  pins  which  run  in  longitudinal  srooves  m  the  tiU),  which  pins  serve 
as  the  axis  of  motion  and  also  as  guides  for  said  frame,  snostantially  as  shown  and  describedi 
whereby  the  distance  between  the  roller  and  the  bottom  of  the  tub  may  be  varied  at  pleasure* 
And  whereby  the  butter  may  be  gathered  to  the  centre  at  wiU  by  the  roUer,  all  as  set  forth. 

No.  31,365.-rPHILANDER  ANDERSON,  of  Norwich,  N.  Y. — Improvement  in  Water  Eleva- 
t4n$, — Patent  dated  February  12,  1861. — ^This  invention  consists  in  the  employment,  in  com- 
bination with  the  buckets  and  windlass  of  a  well,  of  a  self-acting  device  so  made  that  when 
a  filled  bucket  has  risen  to  the  spout  or  trough  to  discharge  its  contents  the  said  self-acting 
device  will  come  into  ooeration  and  change  the  direction  of  motion  of  the  windlass.  The 
drum  plays  loosely  on  the  shaft,  and  thus  causes  the  alternately  filled  bucket  to  rise  while 
the  empty  one  descends.  ^ 

Claim. — ^The  employment,  in  combination  with  the  buckets,  windlass,  and  windlass  shaft, 
of  a  well  of  the  self-acting  device,  composed  of  the  oscillating,  double-armed  lever  K,  sliding 
toothed  collar  J,  and  oscillating  lever  M,  with  its  spring  L,  in  the  manner  shown  ana 
described. 

No.  31,366.— Daniel  BaRNUM,  of  Jersey  City,  N.  J. — Improvement  in  Guides  for  Sewing- 
Machines. — Patent  dated  February  12,  1861. — This  invention  consists  in  the  use  of  thin  el£»- 
tic  sheet  metal  for  making  entire  double-spring  clamping  gauges  with  elastic  clamping 
surfaces  outside  of  the  gauge  for  preventing  light  flexible  materials  from  crimping  or  doubling 
up  against  the  gauge,  and  for  sewing  tucks,  hems,  and  straight  seams.  Male  and  female 
CDrrugations  are  pressed  in  both  under  and  upper  springs  to  gr^uato  their  strength  m  various 
parts,  and  so  as  to  form  diagonal  clamps,  which  are  elastic  and  unyielding  to  inequalities,  at 
the  same  time  exerting  a  gentle  pressure  upon  and  inclining  the  material  against  the  gaug* 
ing  lips. 

Claim. — In  ^nges  for  sewing  tucks  and  seams  the  combination  of  the  following  elements 
or  features,  as  follows,  to  wit : 

First,  thin,  elastic,  and  flexible  sheet  metal  under  and  upper  clamping  surfaces  a  and  e, 
oatside  of  a  gauge,  as  specified. 

Second,  a  gauge  turned  up  from  or  attached  to  the  under  spring-plate  a,  forming  a  base  to 
the  clamping  surfaces  a  and  «  at  the  line  b  e  dy  aa  specified. 

Third,  the  upper  deflection  of  the  edge  h  of  the  upper  clamping  surface  e,  as  set  forth. 

Also,  in  combination  with  the  combination  first  clamied,  male  and  female  corrugations  or 
grooves  A',  struck  up  in  and  diagonally  across  both  under  and  upper  clamping  surfaces  a  and 
e,  as  and  Ifor  the  pui-poses  specined. 

No.  31,367. — Charles  Beach  and  Thomas  Brown,  of  Jacksontown,  O. — Improve- 
ment in  Cultivators. — Patent  dated  February  12,  1861. — ^The  shovels  are  slightly  concave  on 
^e  face,  and  may  be  attached  to  the  beam  by  screws  and  bolts,  so  as  to  be  removable  at 
pleasure. 

Claim. — The  arrangement  of  the  concave  shovel  e,  shield  or  piard  6,  beam  A,  with  its 
carved  neck  z,  the  curved  standards  M  M,  and  the  handles  N  N,  the  whole  being  constructed 
aa  and  for  the  purpose  set  forth.  • 

No.  31,3^.— Daniel  R.  Bowker  and  William  P.  Bensel,  of  New  York,  N.  Y. ^Im- 
proved Machine  for  Chiming  and  Jointing  Staves. — Patent  dated  February  12,  1861. — The 
rotating  cutter  disk,  which  is  made  with  a  recess  near  its  centre,  and  with  knives  placed 
obliquely  upon  its  projecting  surface,  rotates  upon  a  horizontal  shaft.  In  front  of  the  cutter 
disk,  and  in  a  line  witn  its  centre,  is  the  stationary  shaft  I,  which  is  bent  to  correspond  with 
the  recess  in  the  disk,  around  which,  as  an  axis,  the  swinging  firame  J  revolves,  being  actuated 
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by  the  hand  lever  K.  The  stave  is  fastened  in  the  clamp,  so  that  each  side  can  be  in  contact 
with  the  knives  upon  the  rotating  cutter.  The  heads  G  G,  provided  with  a  saw  and  knives 
for  cutting  the  croze  and  howel  on  the  stave,  are  attached  to  arbors  fitted  in  heads  on  the  upper 
and  lower  parts  of  the  framing.  ^ 

Claim. — The  arrangement  of  the  rotating  cutter  disk  C,  with  the  rotating  cutter  heads 
G  G,  and  swinging  clamp  frame  J,  arranged  for  joint  operation,  substantially  as  and  for  lbs 
purpose  set  fortu. 

No.  31,369.— S.  R.  Bryant,  of  Waterford,  P&,^Improvement  in  Be€'Hires.—Vateni  dated 
February  12,  1861. — ^The  quadrilateral  box,  constructed  with  an  inclined  bottom,  is  divided 
into  two  compartments.  The  side  of  one  compartment  is  constructed  in  two  parts,  each  of 
which  is  connected  with  the  adjacent  end  piece  of  the  hive  so  as  to  form  lAshaped  doors, 
which  are  hinged  to  the  end  of  the  partition  B.  The  bottom  piece  a  is  rigidly  connected  to 
the  partition;  one  end,  the  side,  and  the  bottom  of  the  other  compartments,  are  connected 
together,  and  the  whole  is  hinged  to  one  end  of  the  partition.  The  comb  Immes  are  hinged 
to  the  partition  o  o,  and  a  projection  on  the  front  bar  keeps  them  from  coming  in  close  con- 
tact with  each  other.  The  cross  rails  are  made  narrower  than  the  upright  bars,  which,  in 
connexion  with  the  guides  7,  prevent  the  bees  from  bringing  the  comb  of  one  frame  in  con- 
tact with  that  of  the  one  adjoining  ai^d  from  building  out  of  tne  plane  of  the  frames. 

Claim. — First,  the  inclined  bottoms  a  a\  in  connexion  with  the  hinged  comb  frames  I  and 
A  quadrilateral  box  A,  formed  of  side  and  end  pieces,  b  b'  c  cf^  arranged  to  open,  substan- 
tially as  and  for  the  purpose  set  forth. 

"Second,  the  vertical  guide  strips  q  placed  in  the  comb  frames  I,  substantially  as  and  for  the 
purpose  set  forth. 

Third,  the  V-shaped  cross  rails  m  of  comb  frames  I,  when  constructed  narrower  than  the 
upright  bars  //',  and  used  in  connexion  with  the  guide  strips  q  for  the  purpose  specified. 

No.  31,370.— John  R.  Cannon,  of  New  Albany,  Ind.^Improrement  in  W7«>s.— Patent 
dated  Febniary  12,  1861. — ^This  invention  consists  in  manufacturing  whip  stocks  of  spring 
steel,  or  making  the  entire  whip  of  steel. 

Claim. — The  within-described  whip,  as  an  article  of  manufactiure,  constructed  as  and  for 
the  purpose  specified. 

No.  31,371.— <rEOROE  Clark  and  Peter  T.  Elting,  of  Sandusky,  O.—Improremtnt  in 
Bran-Dusters. — Patent  dated  February  12,  1861. — ^This  invention  consists  in  the  employment  . 
of  stationary  brushes  and  revolving  disk  screens,  one  or  more  in  connexion  with  a  fan  and 
other  concomitant  parts,  so  arranged  that  while  the  bran,  being  acted  upon  hr  the  brushes,  is 
discharged  from  the  screens,  it  will  not  be  unduly  acted  upon  or  cut  up  too  finely,  and  still  a 
thorougu  separation  of  the  flour  and  bran  will  be  effected. 

Claim. — First,  a  horizontal  disk  screen,  provided  on  its  under  side  with  fan  blades  rotating 
within  or  j^bove  a  packed  chamber  /i,  to  produce  a  downward  suction  through  tho  meshes 
of  the  screen,  qa  set  forth. 

Second,  in  combination  with  the  screen  and  brushes  F,  the  adjustable  frame  G,  arranged 
substantially  as  shown,  to  regulate  the  stiflfness,  elasticity,  or  yieldiugness  of  the  brushes,  for 
the  purpose  specified. 

Tliird,  tho  horizontal  brush  E  F,  formed  with  oblique  or  tangential  spaces  o,  operating  in 
combination  with  a  horizontal  disk  screen,  substantially  as  and  lor  the  piuposes  set  forth. 

Fourth,  tho  emplovmeut  or  use  of  the  wheel  L,  in  connexion  with  the  oval  faced  hub  «' 
and  tho  flanch  d  of  the  hopper  M,  arranged  to  operate  as  and  for  the  purpose  set  'forth. 

No.  31,372.— Nelson  W.  Clark,  of  Clarkston,  Mich. — Improvement  in  Manufacture  of 
Salt. — Patent  dated  February  12,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of 
this  invention. 

Claim. — Tho  process  described  of  separating  and  precipitating  the  salt  contained  in  saline 
water  by  the  aid  of  artificial  heat  whilst  the  water  is  continuously  flowing  through  the  series 
of  pans  or  kettles  at  tho  surface  of  each,  and  carrving  off  the  impurities  still  held  in  solution 
or  suspension,  at  tho  end  of  the  series  of  pans,  substantially  as  described. 

No.  31,. 373. —Howell  Cooper,  of  Watertown,  N.  Y.— Improved  Heater  for  Cheesm 
Fats. — Patent  dated  February  12,  1861. — The  water  space  in  the  vat  is  connected  with  ti0 
water  in  the  heater  by  pipes  attached  to  the  bottom  of  the  shell  of  the  vat.  In  the  water 
space  of  the  heater  is  a  bar  having  on  each  end  a  flat  smface,  acting  as  valves  to  the  pipes 
from  the  upi>er  water  space,  by  which  means  the  temperature  of  the  water  in  the  vat  may  be 
regulated. 

Claim. — First,  tho  combination  with  the  heater  and  vat  of  a  valve  or  valves  arranged 
within  tho  heater,  and  so  as  to  close  against  the  water  in  the  vat,  or  pipe,  or  pipes  leadmg 
from  the  heater  thereto,  substantially  as  specified. 

Second,  the  employment  of  two  or  more  valves,  in  connexion  with  tho  heater  and  vat,  ar 
ranged  to  control  the  supply  to  the  vat  on  tho  opposite  sides  of  it,  essentially  as  set  forth. 

Third,  so  arranging  the  valves  which  control  the  supply  of  hot  water  to  the  vat  as  that 
they  balance  each  other,  and  are  exposed  on  their  respective  faces  and  backs  to  Uke  conditions 
of  tho  fluid  in  the  heater  and  vat,  substantially  as  specified. 
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No.  31,374.— Henry  N.  DeGraw,  of  Green  Island,  N.  Y,— Improved  Boot- Jack. —VAYeni 
dated  February  12,  18C1. — Secured  in  bearings  on  the  bottom  of  the  foot  piece  is  a  shaft  hav- 
ing at  each  end  an  arm  or  lever  to  which  a  cord  is  attached,  on  pulling  which  with  the  hand 
the  shaft  is  made  to  turn,  causing  the  rear  ends  of  the  shank  to  open  outward  and  the  jaws 
to  be  forced  together  so  as  to  firmly  clamp  the  boot. 

Claim. — The  jaws  C  C,  attached  to  the  foot  piece  A,  and  provided  with  the  shanks  or 
levers  D  D,  in  connexion  with  the  shaft  E,  proviaed  with,  spiral  grooves  d  rf,  in  which  pins 
e  c  of  the  levers  D  fit,  and  the  cord  G,  connected  to  the  shalt  E,  all  being  arranged  substan- 
tially as  and  for  the  purpose  set  forth. 

No.  31,375.— Robert  Dods worth,  of  St.  Louis,  Mo. — Improvement  in  Hemp  Breaks. — 
Patent  dated  February  12,  1861. — The  end  pieces  I  of  the  frames  A  A  are  clamped  in  such 
a  manner  that  the  distance  between  them  can  be  adjusted,  and  aie  provided  with  a  groove  in 
the  inside  extending  around  the  edge,  in  which  move  the  ends  of  bars,  on  Avhose  upper  sur- 
face aie  attached  the  flat  plates  which  act  as  strippers.  The  bars  are  causcd^to  revolve  around 
the  fi-amo  by  means  of  gear  wheels.  To  the  end  of  one  frame  is  attached  the  stationary 
breaker  E,  and  on  the  end  of  the  other  is  the  breaker  F,  which  has  a  reciprocating  motion  given 
to  it  by  means  of  a  pin  working  in  a  slot  in  a  centre  piece  which  unites  a  pair  of  paiallel 
slides  upon  which  the  break  head  is  fixed. 

Claim. — The  arrangement  of  the  frames  A  A,  the  breakers  E  F,  the  strippers  C  C  C,  on 
the  bars  bb  b^  and  the  gangway,  the  whole  to  be  ananged  jointly  and  operated  in  the  manner 
described. 

No.  31,376.— Oscar  Doolittle  and  Niram  Eldridge,  of  Danesville,  N.  Y.— Improve- 
ment in  Ditrhing  Machines. — Patent  dated  February  12,  18€1. — The  canying  band  is  so 
arranged,  in  connexion  with  a  movable  scoop  at  one  end  and  a  fixed  pulley  at  the  other,  that 
it  will  acaommodate  itself,  without  bemg  lengthened  or  shortened,  to  the  different  positions  of 
the  scoop  as  it  is  raised  or  lowered.  "With  the  carrying  band  is  combined  a  vibrating  spout 
for  the  purpose  of  receiving  the  earth  from  the  band.  A  levelling  plough  is  arranged  in  line 
with  the  track  of  the  wheels  of  the  carriage,  for  removing  the  inequalities  of  the  surface,  in 
order  that  the  scoop  may  uniformly  grade  tne  bottom  of  the  ditch. 

Claim. — Firs^,  supporting  the  canying  bands  at  an  intermediate  point  from  the  sliding 
frame,  substannally  as  described,  so  that  tne  band  may  be  extended  or  contracted  as  the  scoop 
is  raised  or  lowered. 

Second,  the  combination  of  a  carrying  band  with  a  receiving  and  delivering  spout,  and  a 
mechanism  for  giving  the  spout  a  positive  vibratory  motion,  arranged  substantially  as  de- 
scribed, for  the  purpose  sot  forth. 

Thud,  the  combination  of  a  ditching  scoop,  with  grading  ploughs  arranged  between  the 
wheels,  in  order  to  lemove  the  uneven  surface  of  the  ground  in  line  with  the  track  of  the  wheels, 
for  the  purpose  set  foith. 

No.  31,377.— C.  H.  Dunbrack,  of  Jacksonville,  lU. — Improvement  in  Water  Elevator. — 
Patent  dated  February  12,  1861. — The  claim  and  engi*aving  will  explain  the  nature  of  this 
invention.  , 

Claim. — ^The  a<h*ustable  drum  D,  arranged  with  the  permanent  wheel  C,  substantially  as 
shown,  to  admit  of  the  facile  adjustment  ot  the  rope  E,  to  suit  the  height  of  the  water  in  the 
well. 

No.  31,378. — RUFUS  DUTTOX,  of  Dayton,  O. — Improvement  in  Harvesting  Machines. — 
Palent  dated  February  12,  1861. — The  invention  consists  in  attaching  to  one  of  the  reel  sup- 
ports the  bar  F,  provided  at  each  end  with  a  bearing  in  which  the  axle  of  the  reel  plays. 
The  coupling  bar  is  grooved  into  the  front  ends  of  the  sills  of  the  frame,  and  the  finger  bar, 
which  is  attached  by  means  of  a  curved  hinged  bar,  is  made  rigid  by  the  bolt  v'  fitting  into 
the  joint.  When  tne  machine  is  changed  into  a  mower,  the  bolt  v'  is  removed  and  the  joint 
made  flexible;  the  platform  is  also  removed,  and  the  shaft  of  the  auxiliary  wheel  B'  is  inserted 
into  the  bearing  on  the  support  A. 

Claim. — First,  the  construction  of  the  frame,  consisting  in  the  combination  of  the  upright 
standard,  provided  with  the  journal  boxes  for  supporting  the  gearing  and  diiving  wheel  or 
wheels,  the  curved  brace  a  a\  and  shield-board  b,  connected  and  arranged  in  the  manner  and 
for  the  purposes  specified. 

Second,  the  use  of  the  auxiliary  arm  for  supporting  the  reel  in  three  bearings,  one  of  which 
extends  over  the  platform,  thereby  supporting,  in  a  substantial  manner,  the  reel  which  has  no 
support  on  the  grain  side  of  the  machine,  said  reel  being  capable  of  adjustment  upon  a  pivot 
when  constructed  and  arran^d  substantially  as  descnl^d. 

Third,  the  arrangement  ot  the  main  frame  and  metallic  coupling  arm  R,  adjustable  hinged 
connexion  of  the  migcr  bar,  and  auxiliary  carrying  wheel  B^  in  the  manner  and  for  the  pur- 
poses described. 

Fourth,  the  combination  of  the  axle  V  and  auxiliary  driving  and  carrying  wheel  B',  with 
the  main  driving  wheel  B,  whereby  additional  traction  is  secured  for  operating  the  cutter  when 
the  machine  is  used  for  mowing,  substantially  as  and  for  the  purpose  descriS^. 
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No.  31» 370. —Warren  L.  Fish,  of  Newark,  N.  J,— Improvement  in  Guides  fo*  Sewing- 
Mttchines. — Patent  dated  February  12,  1^1. — ^The  lip  is  arranged  obliquely  to  the  face  of  the 
gauge  E,  60  that  the  end,  which  is  in  advance  in  the  direction  of  the  feed,  is  nearest  the  face 
of  the  gauge.  The  roller  D  presses  upon  the  width  of  the  plate,  and  is  enabled,  by  its  bearing 
spnngs  and  the  limb  B,  to  yield  to  any  inequalities  in  the  thickness  of  the  cloth,  and  keep 
the  cloth  pressed  down  flat,  thus  avoiding  any  puckering.  The  spiral  grooves  upon  the  roller 
act  to  d^aw  the  cloth  towards  the  gauge.  A  rod  passes  through  the  gauge  and  is  madt 
adjustable  by  a  set  screw  upon  its  end. 

Claim. — First,  the  combination  of  the  pressure  roller  D,  having  a  spirally  arranged  system 
of  teeth  and  the  oblique  lip/ on  the  lower  plate,  substantially  as  and  for  the  purpose  described. 

Second,  the  employment,  applied  substantially  as  described,  in  combination  with  the  gauge 
E  of  a  tuckmg  or  plaiting  guide,  of  a  pencil  r,  or  other  marker,  for  marking  the  proper  line 
in  which  to  make  tne  fold  for  the  next  tuck  or  plait  while  one  is  being  stitch^. 

No.  31,380.— E.  C.  Fraser,  of  New  York,  N.  Y.^Improved  Machine  for  Cutting  and 
Punching  Steel  Mcfa/.— Patent  dated  February  12,  1861. — The  object  of  this  machine  is  to 
cut  or  punch  out  designs  from  a  plate  of  copper  or  brass. 

Claim. — ^Tbe  application  of  the  tool  C,  constructed  with  a  neck  as  described,  for  punching 
and  cutting  sheet  metal,  in  combination  with  the  adjustable  die  and  die-bed  A  B,  as  set  foith. 

No.  31,381. — C.  C.  Garrett,  of  Spring  Hill,  Ala.^ Improvement  in  Seed-Planters.-- 
Patent  dated  February  12,  1861. — ^Two  hoppers  are  placed,  one  in  front  of  the  other,  upon  the 
frame,  and  under  the  orifice  of  each  is  placed  the  recessed  wheels  K  and  S,  which  insui^  the 
distribution  of  the  seed,  these  wheels  being  rotated  by  gearing  and  bands.  The  bottom  of  the 
lower  hopper  is  made  slightly  inclined ;  and  when  it  is  desii-ed  to  plant  cotton  seed  the  |>eri- 
phery  of  the  cylinder  K'  is  supplied  with  teeth,  and  the  slides  on  the  sides  of  the  ho£[pcr  raised 
or  lowered- 

Claim, — ^The  arrangement  of  the  shaft  J,  wheel  K,  cylinder  S,  gearing  H  I,  hoppers  K  R, 
concave  N,  bottom  L,  spring  M,  slides  O,  lever  frames  P,  screws  Q,  springs  T,  Larrows  U, 
and  frame  A,  all  in  the  manner  and  for  the  purposes  shown  and  descrilK^. 

No.  31,382.— Silas  M.  Gopp,  of  East  Addison,  Yt^Improvement  in  C«/<trtf/or».— Patent 
dated  February  12,  1861. — This  invention  consists  in  the  method  of  attaching  a  cultivating 
and  a  seed-covering  device  to  the  axle  of  a  pair  of  wheels,  so  as  to  admit  of  a  varying  position 
of  the  frames,  and  the  same  axle  and  pair  of  wheels  may  be  used  both  for  a  cultivator  and 
covering  device. 

Claim.  -The  arrangement  of  the  adjustable  shares  L,  bar  M,  and  frame  K,  with  the  frame 
N,  segment  bar  O,  roller  N',  frame  D,  share  E,  toothed  shaft  F,  and  hooks  J,  in  the  manner 
and  for  the  purpose  shown  and  described. 

No.  31,383.— George  S.  Greenleaf  and  Cyrus  Bucklano,  of  Springfield,  Mass.— 
Improved  Carpet-Stretcher. — Patont  dated  February  12, 1861. — This  invention  consisfs  of  two 
bais  D  C,  secuied  together  so  as  to  be  adjustable  in  length,  and  hinged  at^ their  opposite  ends 
to  two  other  bars  B  £,  the  end  of  one  of  which,  £,  is  to  be  set  against  the  wall  at  one  side  or 
end  of  the  room.  The  end  of  the  opposite  hinged  piece  B  is  provided  with  a  block  having  a 
roughened  lower  surface,  which  is  designed  to  catch  into  the  carpet  and  press  it  forward  to 
its  olace,  as  the  binge  part  B  is  pressed  down  from  a  raised  position.  A  ratchet  bar,  secured 
to  tne  lattter  named  bar,  is  made  to  catch  into  bar  C  and  hold  it  down. 

Claim. — A  carpet-stretcher,  constructed  and  operating  substantially  as  set  forth  and  for  the 
purpose  specified. 

No.  31,384.— N.  D.  Hartley  and  N.  S.  Morehouse,  of  Quincy,  Til— Improvement  m 
Bee-Hives. — Patent  dated  February  12,  1861. — This  invention  consists  of  an  arrangement  of 
parts  for  the  purpose  of  effecting  a  thorough  ventilation  through  all  parts  of  the  appaia'us, 
even  when  the  hives  are  shut,  and  the  ingress  and  egress  of  the  bees  prevent,  and  also  providing 
a  means  for  destroying  moths  or  millers. 

Claim. — The'an-angement  of  a  chamber  A,  slotted  and  perforated  at  C  D  Y  B,  box  J,  also 
slotted  and  perforated  as  seen  at  F  and  K,  hives  A^  provided  with  perforations  L  M  N  through 
top,  bottom,  and  one  side,  cap  O  perforated  at  R  and  P  through  top  and  sides,  in  combmation 
with  a  tube  T  and  lamp  Y,  all  constructed  and  operating  substantially  as  and  for  the  purposes 
set  forth. 

No.  31,385.— Irving  I.  Harwood,  of  Boston,  Mbsb.^ Improvement  in  Piano-Forte 
Action. — Patent  dated  February  12,  1861. — This  invention  consists  in  placing  a  spnng  lever 
in  any  convenient  locality  which  will  insure  its  resting  upon  the  top  of  the  jack,  and  so 
operating  in  connexion  with  the  spring  of  the  jack  as  to  push  it  at  and  after  each  blow 
instantly  back  to  the  bearing  or  shoulder,  by  which  the  jack  lifts  the  hammer  and  forces  it 
against  the  spring,  for  the  purpose  of  keeping  the  hammer  always  in  readiness  to  be  impelled 
against  the  string,  and  insure  quickness  of  action,  as  in  repeating  notes,  trilling,  &.c. 
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CUim. — ^A  yieldine  spring  lever  resting  upon  the  jack,  and  so  operating  therewith  as  to 
keep  the  jack  at  each  olow  ot  the  hammer  m  proper  position  to  lii\  the  hammer  butt,  whereby 
theoammer  is  always  kept  in  readiness  to  strike  the  string  whatever  may  be  the  position  of 
the  key  lever. 

No.  31,386.— Daniel  Webster  Henderson,  of  Deerfield,  Fsk.-^Improved  Stump  Ma- 
chine. — Patent  dated  February  12,  1861. — ^To  the  fulcrumed  end  of  two  levers  are  secured 
hooks  which  are  made  to  catch  into  holes  or  slots  in  a  vertical  bar  to  which  the  grappling 
hooks  are  attached.  The  alternate  raising  and  lowering  of  the  longer  ends  of  the  leveis,  by 
means  of  the  cords,  causes  the  hooks  to  catch  alternately  in  the  slots  of  the  vertical  bar,  by 
which  means  the  stump  is  gradually  extracted. 

Claim. — First,  the  construction  of  the  bar  K,  in  combination  with  the  hooks  Y  8,  con- 
structed and  combined  as  described. 

Second,  the  connecting  the  levers  E  and  F  together  by  the  cord  a'  a',  the  same  operated  by 
means  of  the  combination  of  the  cords  M  M  M  M  P  P  N  N  N  O  O  O,  the  pulleys  U  8  T  W, 
and  the  wheel  and  axle  14  6  H,  when  the  same  are  constructed  in  the  aforesaid  combination, 
and  for  the  purposes  set  forth. 

No.  31,387.— Abul  C.  Herron,  of  West  Farms,  N.  Y. ^Improvement  in  Car  Brakes.— 
Patent  dated  February  12,  1861. — ^This  invention  consists  in  usin^  the  momentum  of  the  car 
to  elevate  the  car  body  and  its  contents,  and  bv  the  interposition  oi  mechanical  means  between 
the  body  of  the  car  and  the  axles  of  the  truck,  to  give  forward  motion  to  the  car  upon  the 
de:)ceut  of  the  body  thereof. 

Claim. — First,  in  combination  with  a  car,  the  spur  ^ars,  and  the  clutches  C  C  F  N  D  and 
O,  the  sway  bars  O  Q,  the  shifters  M,  the  rollers  L,  toe  chains  K,  and  the  hand  P,  or  their 
equivalents,  arranged  as  shown  by  Fig.  1,  No.  1,  and  Fig.  2,  No.  2,  of  the  drawings,  for  the 
purjwM)  specified. 

>H'cond,  the  scroll-wheel  H,  in  combination  with  the  springs  G  and  the  inclined  planes  F  F, 
or  their  equivalents,  for  the  purposes  described. 

Third,  the  spiing  B  and  sway  bar  A,  as  shown  by  No.  1,  Fig.  4,  of  tho  drawings,  for  the 
purposes  set  forth. 

No.  31,388.— Thomas  D.  Hoxey,  of  Paterson.  N.  J.— Improvement  in  Tape  for  Spring 
5Airf a.— Patent  dated  Febraary  12,  1861. — Tho  claim  ai^d  engraving  will  explain  the  nature 
of  this  invention. 

Claim. — ^The  combination  of  the  longitudinal  sack  B,  running  lengthwise  through  tho  tape, 
with  the  rectangular  bag  or  pocket  now  in  use,  for  the  purpose  of  receiving  a  spi'.iig  in  such 
longitudinal  sack  or  bag,  in  order  to  re-extend  the  skirt  after  tho  same  may  have  been  col- 
lapsed by  sitting  or  otherwise. 

No.  31,389.— Henry  Hunsicker,  of  Lewisburg  Penn. — Improvement  in  Machines  for 
Separating  Clover  Seed^  S^c. — Patent  dated  Febraary  12,  1^61. — The  screen  being  placed  uver 
the  loic'iving  box,  extends  under  the  concave  and  rests  upon  a  curved  shoe,  which  enters  only 
as  far  as  the  receiving  box,  the  shoe  having  a  vertical  and  horizontal  reciprocating  motion 
given  it  by  a  pitman  attached  to  the  fan  shaft.  The  vibrating  board  J  is  pivoted  to  the  front 
part  of  the  machine  over  the  tan  and  rests  upon  the  shoe.  The  seed  passing  out  from  the 
concave  is  received  in  the  discharge  box,  and  from  thence  falls  upon  the  screen. 

Claim. — The  screen  F,  as  described,  with  its  shoo  G  and  vibratingboard  J,  when  tho  same 
are  const racted  and  arranged  in  the  relation  to  the  discharge  box  E',  concave  bed  D^  and 
fan  box  K,  set  forth  for  the  purposes  specifitnl. 

No.  31,390.— William  W.  Huse,  of  Brooklyn,  N.  Y.— Improvement  in  Cigar  Machines.— 
Patent  dated  Febraary  12,  1861. — This  invention  consists  in  combining  with  a  series  of  rollers 
two  or  more  rotary  conical  **  cap-formers"  with  sharp-cutting  edges  at  the  circumference  of  their 
basoH,  for  the  purpose  of  forming  the  cap  and  cutting  off  the  point  of  the  cigar.  At  one  end 
of  the  St  lies  of  roJers  is  arranged  a  pressing  head,  so  acted  upon  by  a  spring  as  to  kctp  ihe 
cipir  up  tt>  the  "cap-formers"  during  tho  operation  of  formmg  the  cap  on  the  cigar.  An  adjust- 
ttbir  pM-s^ure  roller  is  combined  with  a  feed  table,  for  guiding  the  wrappers  to  the  woik  and 
for  keeping  them  smooth. 

Claim. — First,  the  rotating  cap-foraiers .T  J,  constracted  substantially  as  described,  in  com 
biuaiion  with  the  head  t,  adjustable  rod  H,  and  spring  K,  or  their  equivalents,  for  keeping 
the  cigar  up  to  the  work  of  tbrming  the  cap. 

Second,  the  adjustable  pressure  roller  L,  arranged  and  operated  as  described,  in  combination 
with  the  table  C,  substantially  as  and  for  the  purpose  set  forth. 

1  bird,  the  arrangement  of  the  several  parts,  or  their  equivalents,  substantially  as  described, 
and  o(>eiating  as  a  whole  in  the  manner  and  for  the  purposes  stated. 

No,  31,391.— Hiram  Hutchinson,  of  Newark,  N.  J.— Improvement  in  Manufacture  of 
India- Hubber  Goods. — Patented  in  England  December  29,  1858. — ^Patent  dated  Febraarr  12 
It^J. — A  sheet  of  cloth,  leather,  or  other  material,  together  with  a  sheet  of  India-rubber, 
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prepared  in  the  usual  maimer,  U  passed  between  rollers,  on  one  of  which  a  raised  pattern  to 
formed,  and  the  raised  pattern,  by  pressina^  the  cloth  and  rubber  together,  causes  the  rubber 
to  coat  the  cloth  at  the  parts  touched  by  the  pattern,  whilst  at  the  other  parts  no  adhesion  is 
produced. 

Claim. — Coating  or  combining  India-rubber  or  other  gums  with  sheets  of  cloth,  leather,  or 
other  material,  in  tne  places  and  of  the  forms  required,  by  the  eoiployment  of  pattern  rollers, 
substantially  as  described,  so  that  when  the  said  sheets  are  cut  up  into  shaped  pieces  of  the 
required  size  and  lomi,  the  reniainder  of  the  cloth,  leather,  or  other  material  which  becomes 
useless  will  not  be  coated  or  combiued  with  the  Iudia>rubbcr,  tlicreby  producing  great  economy 
and  great  improvement  in  the  goods. 

No.  :n.392.— T.  B.  Jones,  of  Earlville,  HI— -  Improvement  in  Seeding- Machines,— V&tent 
dated  February  12,  lefGl. — This  invention  consists  in  a  device  b^  which  a  seed-planter  can  be 
made  to  sow  mud  cither  broadcast  or  in  drills.  When  the  seed  is  to  be  sown  bioadcast,  it  is 
delivered  by  the  wheel  E  upon  the  pivoted  plate,  which  scatters  it,  a  plate  attached  to  the  t«p 
of  the  hopper  uud  bent  under  the  wheel  serving  to  distribute  the  seed  properly.  When  the 
seed  is  to  be  howu  in  drills,  the  plate  is  turned  in  the  other  direction,  and  the  seed  falls  into 
tubes,  and  is  delivered  behind  the  shares  of  the  plough. 

Claim, — The  euiployuieut  or  use  of  the  pivoted  or  adjustable  plate  G  in  connexion  with 
the  elastic  plates  g,  wheels  E,  seed  box  or  hopper  D',  tubes  1  J,  and  passages  e,  arranged sub- 
atantially  as  and  for  the  purpose  set  forth. 

No.  31,:K):?.— R.  A:  Leepkr  and  Z.  B.  Kidder,  of  San  Jos6,  III— improvement  in  Cmlti^ 
vators. — Patent  dated  February  12,  J8G1. — ^As  the  machine  is  moved  along,  the  bars  I  I,  and 
couscqueully  shaies  J,  may  be  moved  laterally  in  the  arc  of  a  circle,  by  means  of  an  actuating 
lever  and  connecting  rods.  The  arms,  which  form  bearings  for  the  wheels,  are  attached  at 
right  angles  to  vertical  bars,  the  upper  ends  of  which  are  secured  in  slotted  plates  secured  to 
the  sides  of  the  frame,  by  which  means  the  wheels  may  be  adjusted  so  as  to  keep  the  frame 
balanced  at  all  time^. 

Claim. — The  employment  of  the  laterally  swinging  bars  1 1  and  shares  J  in  combination 
with  the  uprights  j',  beams  L  L,  crank  shafts  M,  rods  t  k,  and  lever  N,  in  the  manner  shown 
and  desciioed. 

The  anaugemcnt  w  ith  the  alK)ve-named  parts  of  the  arms  a  a,  bars  b  6,  and  slotted  plates 
D,  and  tVame  A,  seat  E,  lever  F,  be^ms  m  m,  uprights  j,  and  standards  G,  in  the  manner  and 
for  the  purposes  shown  and  described. 

No.  31,39  t.—Wilxl  AM  Linton,  of  Baltimore,  'bid.— Improvement  in  Machines  for  Mould- 
ing Pottery.— VAtent  dated  Februaiy  12,  18G1. — When  the  outer  mould  is  forced  around  the 
inner  or  revolving  core  mould,  the  lip  mould  is  forced  into  contact  with  the  rib  or  projection 
upon  the  core  mould,  thus  compressing  the  spiral  springs,  which,  upon  being  relieved  from 
the  pressure,  force  the  newly  formed  article  down  off  the  core  mould.  The  lip  mould  pkys 
loosely  on  the  interior  or  revolving  mould. 

Claim. — A  revolving  core  mould  in  combination  with  a  stationary  yielding  or  traversing 
lip  mould  or  top  moulder,  operated  by  springs  so  as  to  hold  the  vessel  formed  in  the  mould  when 
the  core  is  removed,  substauitially  as  desciibed. 

No.  31,395. — M.  H.  Mansfield,  of  Ashland,  O. — Improvement  in  Apparatus  for  Eva- 
porating Saccharine  Juices. — Patent  dated  February  12,  1801. — The  pan  extends  over  the 
sides  of  the  furnace,  forming  inclined  planes,  above  which  are  placed  strainers,  and  to  the 
outside  of  the  inclines  are  secured  troughs.  Guide  bars  are  placed  across  the  pan,  with  their 
upper  edges  inclined  at  one  end,  for  the  purpose  of  guiding  the  skimmer  in  bringing  the  scum 
npon  the  strainers  and  into  the  spouts. 

Claim. — The  arrangement  of  the  incline  sides  H  and  strainers  I,  and  the  troughs  J,  in  the 
manner  and  for  the  pmpose  set  forth. 

Also,  the  guide  bars  F,  with  the  inclines  A,  in  combination  with  the  incline  sides  H  and 
stniiuers,  in  the  manner  and  for  the  purpose  described. 

No.  31,300.— WiLUAM  S.  Morris,  of  New  York,  N.  Y.— Improvement  in  Fish  Hooks.— 
Patent  dated  February  12,  1801. — The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — The  slide  c  upon  the  line  <f,  in  combination  with  the  spring  hooks  a  a,  that  are 
hinged  together  as  set  forth,  so  as  to  spread  apart  by  pressing  the  upper  ends  together  and 
conlining  them  by  the  slide  c,  as  specified. 

No.  31,397.— Alfred  Owen,  of  Bufiklo,  N.  Y.—Improved  Nail  Machine.— Patent  dated 
February  12,  1801. — ^The  hammer  at  each  end  is  attached  to  a  rod  cpnnected  to  a  cam  wheel 
npon  the  driving  shaft,  and  thus  acquires  a  vertical  motion.  The  endless  chain-carrier  is 
caused  to  revolve  by  the  action  of  a  pawl  upon  a  cog  on  one  of  its  shafts,  said  pawl  being 
actmvted  by  a  crank  which  is  turned  by  means  of  a  connecting  rod  and  cam  wheel  upon  the 
driving  shaft.    The  grippers  on  the  chain-carrier  have  each  two  projections,  arranged  at  right 
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ac{^les  to  each  other,  each  of  which  matches  in  the  opposite  toothed  bars  in  front  of  the  grnides 
iu  which  the  carrier  moves.  The  levers  m  on  the  holders,  on  passing  between  the  guides,  strike 
a<;ainst  a  friction  roller  sitnated  at  the  end  of  the  guides  above  the  carrier,  by  which  they  are 
depressed,  and  thus  the  force  of  the  grip  upon  the  rod  is  increased.  When  the  nail  has  passed 
from  between  the  guides,  a  striker  attached  to  the  end  of  the  hammer  strikes  the  end  of  the 
levers,  and  thus  disengages  the  nail  rod. 

Claim. — In  combination  with  a  stationary  anvil  and  a  moving  hammer,  each  provided  with 
Buiiable  shaping  dies,  an  endless  chain-carrier  that  brings  up  and  carries  past  the  dies  the  nail 
rods,  substantiSly  iu  the  manner  described. 

Also,  in  combination  with  an  endless  chain-carrier  the  series  of  ffrippers  travelling  with  it, 
for  firmly  ho.dmg  and  turning  the  nail  rods  to  bring  their  several  siues  to  the  action  of  the 
hammer,  substantially  as  described. 

Also,  in  combmaition  with  a  senes  of  grippers  that  hold,  carry,^  and  turn  the  nail  rods,  the 
levers  m  for  causing  an  increased  gripping  force  when  the  hammer'is  acting  upon  the  spike  rod. 

Also,  in  combination  with  a  travelling  chain-carrier  and  a  series  of  grippers  that  hold,  carry, 
and  turn  the  nail  rod,  a  delivering  mechanism  for  releasing  the  nail  whpq  finished,  substantially 
BM  descnbed. 

No.  31,39S. — Benjamin  O.  Paicje,  of  Lowell,  Mass. — Improvement  in  Stop  Motion  for 
Ra*ltcay  Drawing-head. — Patent  dated  February  12,  1861. — The  claim  and  engraving  will 
explain  the  nature  and  object  of  this  invention. 

t'faim. — The  arrangement  of  hinged  clcarers  I  and  J,  both  above  the  upper  and  below  the 
lower  drawing  rollers  D,  E,  and  F,  and  coming  in  contact  with  the  cntiio  length  of  each  of 
these  rollers,  to  perform  both  the  functions  of  constantly  cleaning  or  wiping  them  their  entire 
length,  and  also  to  leadily  and  ceitainly  detect  anv  and  the  least  imp.oper  accumulation  of 
sliver  on  any  portion  of  any  or  all  of  the  upper  and  lower  drawing  lollers,  to  instantly  stop 
the  railway  drawing-head  and  all  the  connected  cards,  by  the  adjustable  combination  of  both 
the  saaie  clearers  for  convenience  iu  primary  cousti-uction  ana  subsequent  use,  with  catch 
lever  Z,  slide  rod  \V,  and  shipper  U,  and  operated  in  the  manner  set  forth. 

Also  the  swinging  frame  P,  carrying  the  calendar  roll  M,  and  the  stand  B2  and  screw  C2, 
when  combined  ana  so  an-anged  with  catch  lever  Z,  slide  rod  W,  and  shipper  U,  as  described, 
for  regu-aiing  the  stop  motion  in  its  primary  construction,  as  well  as  adjusting  it  in  its  sub- 
seaueut  use;  these  parts  being  embodied  with  railway  drawing-head  and  counected  cards, 
anu  Ko  opemted  by  calendar  roll  M-as  to  produce  an  even  and  uniform  endless  sliver,  by  in- 
Mtautly  detecting  and  stopping  the  movement  of  the  railway  drawing-head  and  that  portion 
of  every  connected  card  ibr  moving  the  sliver,  as  described,  whenever  the  latter  becomes  un- 
even or  improperly  reduced. 

No.  31,:X)9. — Ferdinand  Pimmer,  of  Grand  Junctiour  Tenn. — Improvement  in  Ditching 
Ploughs. — Patent  dated  February  12,  1861. — The  object  of  this  invention  is  to  produce  a 
plough  which  will  open  a  ditch  to  any  desired  depth,  throw  the  dirt  on  one  side  by  means  of 
a  reciprocating  shovel,  and  bevel  the  other  side  by  the  action  of  a  rotary  cutter,  and  which 
enables  the.  driver  to  raise  and  lower  the  share,  or  to  throw  it  out  of  the  ground  altogether, 
and  also  to  cause  the  plough  to  run  in  any  desired  direction. 

Claim. — First,  the  arrangement  of  the  chain  or  rope/,  extending  from  the  ends  of  the  thill 
II  to  the  chain  wheel  G,  on  the  arbor  6,  in  combination  with  the  guide  pulleys  /i,  slide  I,  and 
hand  lever  I,  constructed  and  operating  as  and  for  the  purpose  descnbed. 

Second,  the  arrangement  of  the  bent  lever  r2,  rock-shaft  y4*,  slide  ^4,  and  journal  box  yl*, 
in  combination  with  the  regulating  lever  E,  constructed  ana  operating  as  and  for  the  purpose 
set  forth. 

Third,  the  arrangement  of  the  rotary  cutter  K,  in  combination  with  the  share  J,  as  de- 
scribed, for  the  purpose  of  bevelling  one  side  of  the  ditch. 

Fourth,  the  arrangement  of  the  reciprocating  reversible  shovel  L,  in  combination  with  the 
share  J,  constructed  and  operating  substantially  in  the  manner  and  for  the  purpose  set  forth. 

Fifth,  the  arrangement  of  the  arms  1 1\  chains  t*  «'*,  pulleys  w  tr',  cams  u*  u'*,  and  anti- 
friction chuck  S,  in  combination  with  the  shovel  L,  co 
and  for  the  purpose  specified. 

No.  31,400.— William  Price,  of  Mount  Olive,  N 
Patent  dated  February  12,  1861. — ^This  invention  con 
devices. 

Claim, — The  arrangement  of  the  beam  A,  side  frai 
standards  a,  rake-head  A2,  and  teeth  6,  pin  c,  and  yok 
bined,  and  operating  as  and  for  the  purpose  set  forth. 

No.  31,401.— James  H.  Renshaw,  of  Knoxville, 
/»«. — Patent  dated  February  12,  1861.— This  inveuti* 
the  coffin  case,  and  in  leaving  a  space  for  the  inside  of 
Oange  projecting  up  from  tha  edge  of  the  lower  portioi 
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ap  with  rubber  or  other  suitable  cement.  Combined  with  a  plate  which  fits  aronnd  the  back 
or  the  bemi  ot  ihe  corpse  aie  two  join'ed  and  od'ustable  arms,  in  sach  a  manner  that  the 
bead  may  be  8€H!ured  iigidiy  in  a  desiied  position. 

Clamu — Fiist,  the  compound  jomt,  consistmg  of  the  bevelled  lapped  portions  a.  a  and  thfi 
cemented  channel  inside  ot  the  coffin,  so  anangt>d  that  the  gas  will  press  upon  the  surface  <^ 
the  cement,  tw  and  for  the  puiposes  set  Ibrth. 

Hecond,  the  udjusiing  bcicvv  E,  nut  /c,  jomted  arms  F  F,  and  spring  support  O,  combined^ 
anauged,  and  operaung,  in  combmation  with  a  coffin,  in  the  manner  and  for  the  purpoeoe 
set  lonh. 

No.  :^1,4()2.— Stephen  Reynolds,  of  Richmond,  R.  I. — Improvement  in  Machines  for 
Btnding  Grain, — Patent  dated  Febmary  12,  i86l. — The  claim  and  engravings  will  expl^n 
the  namie  ot  thin  invention.     The  machine  does  not  admit  of  a  bnef  description. 

Claim. — Fiist,  the  revOiVing  paiheien*  D,  in  combination  with  the  endless  apron  B,  ope- 
rating subsianiia.iy  as  and  for  the  puipose  set  loiih. 

Second,  the  lecipiocat  ng  carrier  arm  il,  loi  passing  the  wire  or  string  first  across  the  open- 
ing in  D,  and  then  aiouiid  the  bundle,  in  combinatioa  with  proper  mechanism  lor  holding  the 
cnd»  of  I  ho  band  and  lastemug  the  same,  substantially  as  set  loith. 

Third,  the  <iiip.oyiiient  of  the  double  jaws  L  L'  L",  so  arranged  and  operated  that  one  end 
of  the  band  shall  Ik'  p'accti  in  one  jaw  and  the  other  end  in  the  other  jaw,  by  the  action  of 
the  carnei  H.  or  its  equiva  cut,  without  disturbing  fy'  the  latter  operation  the  security  of  the 
Othej  end,  substantially  »is  and  for  the  puipose  described. 

Founh,  causing  the  doub  e  jaws  L  L'  L"  to  make  one-half  a  revolution  upon  their  axe* 
after  the  wiie  has  been  placed  in  one  jaw  and  befoie  it  is^^'Oced  in  the  other  jaw,  substantially 
as  and  lor  ihe  purpose  si>ecilied. 

Fiith,  giviug  ihe  jaws  L  L'  L"  an  end  motion  by  means  of  the  stationary  cams  P  P',  or 
equlvaieu  dovice,  lor  the  jmrpose  ot  bunging  them  into  and  removing  them  from  the  path  of 
the  cairiei  a.in  II,  as  set  loith. 

Sixih,  the  cutter  or  shi^r  T,  attached  to  the  jaw  L'  L",  for  the  purpose  of  cutting  off  the 
wile  a  lei  ii  is  gripped  by  the  sa.d  jaw,  in  combination  with  the  cam  or  wedge  piece  t,  or 
equivalent,  sui)siauiiady  as  specttied. 

Scvcnih,  rotating  the  doub.e  jaws  L  L'  L",  by  means  of  the  stationary  gear  or  rack  M,  for 
tho  pUiiHjse  ot  twisting  the  ends  of  the  wires  and  securing  the  bundle,  substantially  as  set 
forth. 

Eighih,  the  arrangement  of  tho  guard  W,  for  holding  the  wire  in  the  proper  position  for 
the  ai-rit»n  of  the  twisting  device,  substantially  as  specitied. 

Niiiih,  the  eiiip  oymenf  of  the  spring  arms  U  V,  in  combination  with  the  gatherers  D,  for 
euppo  ting  a  siiiad  bundle  in  the  proper  position  relatively  to  the  binding  devices,  substan- 
tia, y  as  se-  lorth. 

'I  en  h,  the  employment  of  the  stationary  cam  R,  in  combination  with  the  jaws  L  L'  L", 
for  iln'  pnipose  oi  le  levmg  the  bundiC  at  the  proper  point,  substantially  as  set  toith. 

l^evt'Uih,  the  employment  of  the  wedge-fomied  projection  Y,  pierced  by  tho  eye  X,  on  tic 
end  ot  I  he  earner  ami  H,  for  opening  the  jaws  L  L'  L"  and  depositing  the  wire  therein,  sub- 
sum;  lal  y  as  set  loiih. 

Tweiiih,  the  coustmction  and  arrangement  of  the  double  jaws  L  L'  L'',  in  the  manner 
shown,  so  tliat  they  are  both  operated  by  the  single  spring  /',  and  are  both  released  by  press- 
ing upon  ihe  rear  end  of  L',  substantially  as  set  forth. 

No.  31,40;$.— M.\RT1N  Riling,  of  Altoona,  Vix.— Improved  Sausage'Stuffer.—VfLtent  dated 
Febmary  12,  ItHh, — The  threads  of  the  screws  work  closely  together  and  at  the  same  time 
inde|)eiideni  ly  by  means  of  the  three  cog  wheels,  so  that  the  meat  is  forced  through  to  th» 
spou.  without  checking  or  clogging  the  screws. 

Claim. — Tho  cuinbiuaiion  and  airangement  of  the  two  screws  F  F  and  the  cog  wheels  C 
and  E  E,  substanually  as  and  for  the  pmpose  specified. 

No.  31,404. — M.\RK  L.  ROBEHTS,  of  Mount  Union,  O. — Improvement  in  Knitting-Ma- 
chines,— Patent  dattnl  Febmary  12, 18()1. — The  pressor  consists  of  a  flat  plate  susi)ended  by 
a  spring  and  uwide  to  slide  between  two  vertical  stationary  guides  in  close  contact  wi.h  the 
face  end  of  the  neede-camer,  a  vertical  sliding  motion  being  given  to  the  pressor  by  means 
of  a  bent  lever.  The  presser  and  guides  are  arranged  outside  of  the  needle  cylinder;  the 
object  of  the  arrangement  being  to  prevent  the  stitches  from  slipping  out  of  tho  eyes  of  the 
needles  as  the  latter  are  pushed  forwaid. 

Claim, — The  arrangement  of  the  vertical  guides  G'  Q'  and  the  presser  Q  with  the  s^d 
horizontal  needle  cylinder  B,  so  that  tho  guides  and  presser  shall  be  outside  \)f  the  faco  of  tb« 
cylinder,  substantially  as  described. 

No.  31,405. — Daniel  M.  Robertson,  of  Manchester,  N.  H. — Improved  Machine  for 
Feeding  Screw  Blanks. — Patont  dated  Febraary  12,  1661. — The  screw  blanks  are  placed  in 
the  hop[>cr,  and  slip  with  their  points  doi^'nwara  into  the  openings  in  the  endless  chain  whiek 


Digitized  by  CjOOQIC 


COMMISSIONER  OP  PATENTS.  185 

conducts  them  to  the  fingers  above  the  inclined  plane.  The  catches  on  the  rock-shaft,  in 
combination  with  the  spring  and  levers,  are  operated  by  the  cam  on  the  disk  in  snch  a  manner 
that  Uie  catch  slips  between  the  first  and  second  screw  on  the  inclined  arms,  and  allows  the 
first  to  faJl  into  the  tube.  Bv  the  continued  revolution  of  the  cam  the  latch  i  is  forced  before 
the  opening,  the  second  latch  is  slipped  back,  and  the  second  screw  takes  the  place  of  the 
first,  and  is  ready  to  drop  into  the  tube.  One  side  of  the  tube  is  pivoted  to  the  support  R,  and 
is  retained  by  a  spring,  so  that  in  case  the  screw  gets  caught  between  the  tube  and  disk,  the 
side  yields,  and  the  screw  falls  between  the  disks. 

Claim, — An  endless  chain,  or  its  equivalent,  with  openings  for  the  screws,  screw  blanks, 
or  articles  fed,  working  in  a  slot  or  groove  in  a  hopper,  so  as  to  cany  forward  and  feed  the 
articles  supplied  to  the  hopper. 

Also,  in  combination  with  the  inclined  planes  S,  the  fingers  R,  which  receive  the  screws 
from  the  chain  J,  or  pulleys  M,  substantially  as  described. 

Also,  in  combination  with  the  cams  on  the  disks  c,  the  lever  m,  spring  n,  and  rocking  lever 
J,  for  the  purpose  of  operating  the  latches  a  and  i,  as  required. 

Also,  the  tube  V,  in  combination  with  the  yielding  lever  rf,  or  its  equivalent,  making  one 
side  gf  of  the  tube  V,  to  yield  as  described,  for  the  purpose  specified. 

No.  31,406.— William  B.  Robertson,  of  West  Baton  Rouge,  'L&.—ImprovemefU  in  Cane 
Harvesters. — Patent  dated  February  12, 1861. — This  invention  consists  in  the  employment  of 
two  horizontal  knives,  with  two  fenders  or  guards  arranged  a  suitable  distance  above  the 
knives,  in  conjunction  with  a  double-turn  plough,  said  knives  l)eiug  made  adjustable  both 
vertically  and  horizontally,  and  said  fenders  being  made  adjustable  horizontally  for  the  pur- 
pose oi'  cutting  sugar-cane  and  tlirowing  it  down  in  rows,  to  bo  afterwards  gathered  and 
stacked  up  for  use. 

Claim, — In  combination  with  the  knives  d  d,  and  fenders  J  J,  the  double  mould-board  plough 
C,  and  adjustable  divided  wings  C  C,  substantially  as  specified. 

No.  31,407.— Henry  D.  Rogers,  of  Grafton,  O. — Improvement  in  P/ote^As.— Patent  dated 
February  12,  186J. 

This  invention  consists  in  a  method  of  securing  the  wing  to  the  plough  point  by  means  of 
gtnds,  which  are  kept  back  in  slots  by  the  pressure  of  the  removable  point  against  the  extended 
portion  of  the  wing.  By  turning  back  the  set  screws  at  the  back  oi  the  plough  the  wing  and 
point  may  be  readily  removed. 

Claim. — The  rabbotted  portion  A,  bevel-edged  slots  A',  countersunk  studs  B  B  B,  and  the 
extended  portion  of  the  wing  marked  C,  the  whole  being  combined  with  the  shoe  and  point  D, 
for  the  purpose  described  and  set  forth. 

No.  31,408. — Gelston  Sanpord,  of  New  York,  N.  Y. — Improvement  in  Mills  for  Grinding 
Paper  Pulp. — Patent  dated  February  12,  1861. — Giooves  and  mortises  are  made  in  the  top 
ana  bottom  plates  of  the  mill  in  which  the  tapering  staves  are  inserted  in  reverse  positions, 
and  the  spaces  between  them  may  bo  adjusted  by  a  plate  which  can  bo  moved  up  and  down 
on  the  shaft.  The  serrated  rubbers  are  attached  to  radial  arras  upon  the  central  rotating  shaft, 
and,  by  being  fastened  by  bolts  and  screws,  are  made  adjustable. 

Claim. — In  mills  for  grinding  paper  pulp,  constructing  the  sides  of  conical-shaped  staves 
with  roughened  surfaces,  set  alternately  iu  reverse  positions,  so  that  the  spaces  between  them 
can  be  adjusted  as  set  fonh,  in  coml^inatiou  with  the  serrated  rubbers  £,  constructed  and 
operating  substantially  as  described. 

No.  31,409.— IRITN  J.  SAr^•DERS,  of  Sparta,  Os^.-— Improvement  in  Guano- Spreaders,-^ 
Patent  dated  February  12,  1861. — A  vibrating,  hopper  is  pivoted  to  the  bottom  of  the  main 
hopper  so  that  one  of  its  sides  shall  rest  agamst  a  cam  wheel,  which  is  caused  to  rotate  by  a 
baud  from  a  pulley  on  the  forward  axle.  A  slide  in  the  lower  hopper  serves  to  regulate  the 
amount  of  guano  to  be  dropped.  The  whole  may  be  attached  to  the  frame  of  an  ordinary 
wheelbarrow. 

Claim, — The  combination  of  two  hoppers  A  and  B,  slide  S,  cam  wheel  c,  and  its  driving 
pulley  a,  with  an  ordinary  wheelbarrow  frame,  all  the  parts  being  constructed,  arranged,  and 
operating  in  the  manner  and  for  the  purpose  set  forth. 

No.  31,410.— Charles  Henry  Schadt,  of  New  York,  N.  Y,— Improvement  in  Anvils,-- 
Patent  dated  February  12,  1861 . — This  invention  consists  in  the  arrangement  of  a  stout  spring, 
reetin^  on  the  tinder  side  of  a  falling  plate  which  supports  the  anvil,  and  which  is  acted  upon 
from  tne  upper  side  by  a  series  of  light  springs  in  sucn  a  manner  that  the  force  of  the  blow  is 
L-onnteractea  by  the  stout  spring,  and  the  recoil  of  this  spring  is  counteracted  by  the  light 
pprtn^. 

Claim. — ^The  arrangement  of  the  stoat  spring  G,  rising  and  fialling  plate  E,  and  weak 
n>rin^  H,  in  combination  with  the  case  C  and  anvil  A,  constructed  and  operating  substan- 
^tedly  aa  and  for  the  purpose  described. 
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No.  31,411. — Lewis  Henry  Smith,  of  Salem,  N.  J. — Improvement  in  Sewing- Machines. — 
Patent  dated  February  12,  1H61. — ^The  object  of  this  invention  is  to  stitch  the  seams  of  sails, 
tents,  awnings,  and  other  heavy  work.  The  cloth  is  fixed  between  supports,  and  tho  needle- 
carriage  travels  along  the  seam.    Tho  machine  does  not  admit  of  a  briet  description. 

C/a»m.— First,  the  endless  l)elt  or  chain  U,  pulleys  T  R,  and  clamping  mechanism  \'  fg^ 
or  substantially  equivalent  devices,  operating  m  combination  with  the  cam  shaft  I,  and  ways 
Z'j  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  adjustable  cloth-hulders  Z  E',  and  wires  or  lines  W,  upon  a  stationary  firam« 
opoiating  substantially  as  set  forth,  in  combination  with  a  moving  frame  or  carriage  carrying 
the  sewing  mechanism. 

Third,  the  connecting  rod  H,  cam  disk  M,  and  slotted  rocker  J  K  L,  operating  in  combi- 
nation with  the  hinged  slide  D,  substantially  as  set  forth,  to  impart  an  intennitteut  lateral 
motion  to  the  needle-carrier. 

No.  31,412. — H.  T.  Stanard,  of  Wayne,  Mich. — Improvement  in  Hanging  and  Operating 
Window-Sashes. — Patent  dated  February  12,  1861. — The  cord  is  wound  upon  the  spool,  whicn 
is  provided  with  a  crank  and  spring  pawl;  on  unwinding  the  spool  the  movable  pullev/ is 
drawn  up,  and  the  upper  sash  is  lowered.  When  it  is  desired  to  raise  the  upper  sash  the 
ptrtley  c  is  drawn  up,  winding  the  cord  t,  by  which  means  the  upper  sash  is  raised.  On  con- 
tinuing to  wind,  tho  lower  sash  will  be  raised  also. 

Claim. — ^Thc  two  sashes  B  H',  connected  by  cords  b  6',  running  over  suspended  pulleys  c  e*, 
in  combination  with  the  cord  d  stationary  pulleys  g  e  e\  movable  pulley/,  cord  i,  and  spool  4, 
with  its  accessories,  all  arranged  and  operating  as  specified. 

No.  31,413.— V.  Stirewalt,  of  Albany,  G&.— Improved  Chum.— Patent  dated  Februaiy 
12,  1861. — Upon  the  inner  side  of  the  chum  cleats  or  ribs  are  secured  vertically  at  suitable 
intervals.  These  cleats  serve  to  arrest  the  motion  of  the  cream,  caused  by  tho  revolutions  of 
the  dasher,  to  bi^ak  the  butter  globules,  and  cause  eddies  of  the  cream  in  the  spaces  between. 

Claim. — The  ribs  or  cleats  L  L,  on  the  inner  surface  of  the  chum  body  A,  arranged  and 
operating  in  combination  with  the  dasher  H,  substantially  as  and  for  the  purpose  specified. 

No.  31,414. — J.  C.  Stoddard,  of  Worcester,  Mass. — Improvement  in  Rake  Heads. — Patent 
dated  Febraary  12,  1861. — ^This  invention  consists  in  forming  a  groove  of  a  sufficient  depth 
from  end  to  end  of  tho  bar  or  head  to  which  tho  wire  rods  are  to  be  attached,  and  in  forming 
.  a  coil  and  a  hook  on  one  end  of  the  wiro  rods  or  teeth  to  be  attached  to  tho  bar. 

Claim. — Attaching  the  steel  rods  B  to  the  head  A,  by  means  of  tho  hooked  end  6,  coil  c,  on 
.  the  rods,  and  the  slot  a  and  strips  d  on  the  head  A,  substantially  in  the  manner  set  forth. 

No.  31,415.— Ephraim  J.  Story,  of  Getzville,  N.  Y.— Improvement  in  Truss  Bridges.— 
Patent  dated  February  12,  1861. — ^This  invention  consists  in  the  connexion  of  cast-iron  arch 
sections  and  posts  in  a  bridge  by  means  of  sockets  formed  in  the  ends  of  said  sections,  and 
balls  formed  on  posts,  so  fitt^  as  to  form  universal  joints,  and  to  give  perfect  bearings  to  the 
parts  in  aU  conditions  of  the  bridge. 

Claim. — The  construction  of  the  posts  A,  with  balls  a,  and  the  arch  sections  B,  with  sock- 
ets e,  in  the  manner  and  for  the  purpose  substantially  as  shown  and  described. 

No.  31,416.— J.  W.  Taylor,  of  Ashland,  y&.—Improvetttent  in  Cultivators.— Vaieut  dated 
Febmary  12,  1861. — This  invention  consists  of  a  cultivator  that  can  be  opened  and  closed  at 
pleasure,  and  set  to  any  width  of  furrow  required. 

Claim. — ^The  arrangement  of  the  parallel  stays  c,  draw  bar  <f,  with  its  hinge  c,  cultivator 
fiame  X,  and  harrow  frame  y,  tho  whole  being  constmcted  as  and  for  the  purpose  described. 

No.  31,417.-0.  C.  Taylor,  of  East  Burlin^n,  Vtak.— Improvement  in  Straw- Cuttarg.— 
Patent  dated  Febmary  12,  1861. — To  one  end  ot  the  lever  is  attached  a  gate  which  holds  thm 
cutter.  Just  in  the  rear  of  tho  fulcram  of  the  lever  are  attached  two  bars  which  act  as  pawls, 
and  engage  in  ratchet  wheels  attached  to  the  feed-rollers,  so  that,  by  communicating  a  recipro- 
cating motion  to  tho  knife-gate,  a  corresponding  feed  motion  will  lie  given  to  the  rollers. 

Claim. — The  lever  F,  provided  with  the  pawls  H  H,  applied  to  the  feed-box  A,  and  con- 
nected to  the  knife-gate  C,  and  crank-shaft  G,  substantially  as  shown,  for  the  purpose  of 
serving  as  a  means  for  operating  the  kniie-gate  C,  and  feed-rollers  1 1^ 

No.  31,418.— Ebenezer  Tuttle,  of  Canaan,  ^e.— Improvement  in  Water  Wheels.— 
Patent  dated  February  12,  1861. — This  invention  consists  in  the  employment  of  a  cyUndrical 

fate  applied  to  the  wheel,  so  as  to  encompass  and  revolve  with  it,  and  having  a  series  of 
orizontal  projections  attached  to  its  lower  end,  so  as  to  fit  between  the  buckets  of  the  wheel 
and  form  horizontal  positions  therein ;  all  being  so  arranged  that,  as  the  gate  is  actuated  or 
adijusted  to  admit  water  to  the  wheel,  the  partition  plates  wiU  also  be  adjusted,  and  the  capacity 
of  the  buckets  varied  according  to  the  volume  of  water  admitted. 

Claim. — ^The  combination  of  the  horizontal  adjustable  plates  /,  with  the  buckets  c,  and 
gate  F  of  a  water  wheel,  substantially  in  the  manner  and  for  the  purpose  shown  and  described. 
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No.  31,419.— Gabriel  Utley,  of  Chapel  Hill,  N.  C— Improvement  in  Ploughs, —P&tent 
dated  Febraary  1*2,  1861. — The  mould  board  is  provided  on  its  outer  edges  with  teeth  or  cut- 
ters projecting  out  nearly  horizontally.  To  the  front  end  of  the  land  side  is  attached  the 
share  G,  which  has  at  its  rear  end  a  series  of  teeth  curved  upward^  so  us  to  form  cutting 
edges  for  the  slice  raised  by  the  share,  by  which  means  both  the  suriacc  and  subsoil  are  pul- 
verized and  made  permeable  to  air  and  moisture. 

Claim. — ^The  arrangement  of  the  mould-board  H,  cutters  A,  lower  share  G,  and  cutters  /, 
with  the  land  side  E,  standard  D,  adjustable  upright  F,  and  beam  A,  in  the  manner  and  for 
the  purpose  shown  and  described. 

No.  31,420.— David  S.  Waoener,  of  Penn  Yan,  N.  Y,— Improvement  in  Machines  for 
nulling  and  Cleansing  Clover  Seed. — Patent  dated  February  12,  1861. — ^The  claim  and 
engravings  will  explain  the  nature  of  this  invention. 

Claim. — In  combination  with  a  clover  hulling  and  cleaning  machine,  a  suction  fan  fhat  will 
concentrate  the  dust  and  other  light  impurities  within  the  machine,  and  then  pass  them  out 
through  a  suitable  conductor  to  any  proper  depository,  substantially  as  described,  when  the 
same  is  accomplished  by  an  armngcment  of  mechanism  and  passages,  as  described,  for  effecting 
the  object  and  purpose;*  represented. 

No.  31,421. — DUTEE  Wilcox,  of  Providence,  R.  I. — Improvement  in  Sleere-Fasteners. — 
Patent  dated  February'  12,  1861. — This  invention  consists  of  a  plate  provided  with  a  tubular 
socket,  upon  one  end  of  which  projects  a  hook.  A  slide,  provided  also  with  a  corresponding 
hook,  moves  in  said  socket,  and  is  secured  by  a  spring  catch  when  the  points  of  the  projecting 
hooks  meet. 

Claim, — The  sleeve-fastener  constructed  with  a  slider  /,  its  spring  catch  A,  and  hook  g,  or 
its  equivalent,  arranged  and  applied  to  the  body  a,  and  the  hook  e,  or  its  equivalent,  tRbstan- 
tially  in  manner  and  so  as  to  operate  as  specified. 

No.  31,422.— C.  M.  Wilkins,  of  West  Andover,  O.-^ Improvement  in  Upsetting  Tire.— 
Patent  dated  February  12,  1801. — ^The  anvil  is  provided  with  a  mortise  at  each  end  for  the 
insertion  of  keys  or  wedges,  and  on  the  top  with  a  depression  into  which  the  tiro  is  laid  and 
hammered  to  form  a  loop.  The  tire  l)eing  secured  to  the  anvil  by  the  wedges,  the  loop  is 
forced  up  to  the  anvil  while  hot,  by  which  it  is  shortened  or  upset. 

Claim, — ^The  combination  of  the  wedges  D  D  with  an  anvil,  in  the  manner  described. 

No.  31,423. — C.  Williams,  of  Boston,  Mass. — Improvement  in  Semng  Machines. — Patent 
dated  February  12,  li61.^ — This  invention  relates  to  the  use  of  a  clamping  device  attached  to 
the  bar  or  carrier  of  the  perforating  needle,  for  the  purpose  of  clamping  the  thread  of  the  needle 
firmly  against  the  carrier  during  the  first  part  of  the  ascent  or  withdrawing  movement  of  the 
needle,  and  so  causing  the  thre-ad  to  be  drawn  up  through  the  cloth  with  the  needle,  and  pre- 
venting any  loop  from  being  thrown  out  on  the  wrong  side  of  the  needle,  and  preventing  the 
thread  from  being  drawn  back  tliroughthe  eve  of  the  needle,  thereby  insuring  a  proper  quan- 
tity t»f  slack  being  thrown  out  from  the  neeJle  on  the  proper  side  for  the  ent^  of  the  looping 
device. 

Claim. — The  peculiar  combination  of  the  jaws  F  and  G,  and  doubly  bevelled  tongue  A,  and 
doublv  l>evellM  switch  H  t,  the  said  parts  being  constructed  and  arranged  as  shown  and 
described,  and  opcratinj^  in  the  manner  described,  to  cause  the  clamping  ot  the  thread  during 
till*  early  stage  of  the  withdrawing  of  the  needle,  and  prevent  the  clamping  thereof  during  the 
downward  stroke. 

No.  31,424.— Theodore  Burr,  of  Battle  Creek,  Mich.,  assignor  to  Himself,  Augustus 
Rower,  and  Parcel  Brinkeriiopp,  of  same  place. — Improved  Life-preserving  Ship. — 
Patent  dated  February  12,  1861. — The  deck  is  constnicted  separately  from  the  hull,  to  wnich 
it  is  attached  by  means  of  metal  straps  and  keys.  The  mast  is  socketed  below  the  deck,  so  that 
in  caso  of  accident  to  the  hull  the  two  parts  may  be  readily  separated. 

Claim. — The  use  of  the  socketed  masts  in  connexion  with  a  life-escape  ship,  detached  by 
means  of  straps  and  keys,  substantially  as  described  and  for  the  purpose  set  forth. 

No.  31,425.— Joseph  Davis,  of  East  Wilton,  N.  H.,  assignor  to  Himself  and  Jesse  A. 
LiOC'KE,  of  Watertown,  Mass. — Improvement  in  Carding  Marines. — Patent  dated  February 
12,  1861. — By  having  the  lower  series  of  rollers  fluted,  a  space  is  left  in  each  roller  for  tlie 
reception  of  dirt  from  the  fibrous  material,  and  the  latter  is  also  presented  more  readily  to  the 
teeth  of  the  main  cylinder. 

Claim. — The  described  application  and  arrangement  of  the  fluted  rollers  under  the  main 
card  cylinder,  and  to  operate  therewith,  8ut>stantially  in  manner  as  specified. 

No.  31,426. — C.  W.  FosSLER,  of  Freeport,  HI.,  assignor  to  Himself  and  J.  Balsburgh, 
of  same  place. — Improvement  in  Seeding  Machines. — Patent  dated  February  12,  1861. — This 
invention  consists  in  an  arrangement  of  seed  slides  and  a  cut-off,  whereby  the  seed-distributing 
device  ia  placed  under  the  complete  control  of  the  driver.    The  front  end  of  the  implement 
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may  be  elevated  and  depressed,  so  as  to  regulate  the  depth  of  the  plantine  as  may  be  desired, 
or  to  elevate  the  furrow  shaves  entirely  above  the  grouud,  when  the  seed-distributing  device 
is  rendered  inoperative  and  the  iuiplcmcnt  i»  being  drawn  from  place  to  place. 

Claim, — The  arrangement  of  the  seed  boxes  I,  slides  H  J,  shaft  D,  rods  F,  bar  G,  rollers 
B,  lever  M,  rod  N,  caster  wheel  0,  and  shares  c'  6',  in  the  manner  and  for  the  purpose  8ho\vn 
and  described. 

No.  31,427.— Lansing  K.  Jenne,  of  Grand  Rapids,  Mich.,  assignor  to  Himself  and 
William  Ashley,  of  same  place. — Improvement  in  Com-Planters. — Patent  dated  February 
1*2,  lr*Gl. — ^The  sliding  shaft  is  pro\'idcd  at  each  end  with  cams  for  the  purpose  of  operating 
the  slides.  The  boxes  are  provided  with  a  partition  so  as  to  contain,  one  the  fertilizing 
material  and  the  other  grain,  both  of  which  are  discharged  at  the  same  time.  Double  mould 
ploughs  are  placed  in  front  of  each  discharge  spout  to  make  a  furrow  for  the  reception  of  the 
grain.  Which  is  then  covered  by  side  tuni  ploughs  placed  in  the  rear. 

Claim, — ^The  arrangement  of  adjustable  ploughs  d  d  audff,  seed  and  fertilizing  slides  e  «, 
sliding  shaft  6,  by  which  the  machine  is  thrown  in  and  out  of  gear,  lever  a,  double  boxes  D 
D,  and  check  pins  «  n,  when  the  whole  shall  bo  combined  and  operated  substantially  as 
and  for  the  pui^ose  specified. 

No.  31,428.— Jefferson  Nash,  of  Janesville,  Wis.,  assignor  to  Himself  and  Alonzo 
K.  CUTTS,  of  same  place. — Improvement  in  Grain  Separators, — Patent  dated  February  12, 
16*31 . — ^The  inner  sides  of  the  shoe  are  made  without  giooves  or  channels,  and  the  sieve  or 
sieve  frame  is  held  at  any  desired  degree  of  inclination  by  means  of  a  rod  provided  with  a 
nut  and  screw,  and  passing  through  each  side  so  as  to  press  them  together.  The  upper  end 
of  the  sieve  frame  is  made  in  the  torm  of  a  notch  or  mouth  which  fits  upon  the  edge  of  an 
apron,  and  by  which  it  is  supported. 

Claim. — First,  a  hinge  or  joint  formed  by  means  of  mouth  d,  of  a  gang  of  sieves,  and  the 
edge  of  apron  D,  of  a  separator  shoe,  when  used  in  adjusting  the  angle  and  supporting  the 
front  end  of  a  gang  of  sieves,  substantially  as  described. 

Second,  sustaining  a  gang  of  sieves  within  the  compressible  sides  of  a  separator  shoe  by 
me'ans  of  a  rod  a,  or  its  equivalent,  substantially  in  the  manner  and  for  the  purpose  desciibeJ. 

No.  31,429. — QUARTUS  Rice,  of  West  Winsted,  Conn.,  assignor  to  Himself  and  L.  H. 
Smith,  of  Salem,  N.  J. — Improvement  in  Sewing  Machines. — Patent  dated  February  12, 
is«;i. — This  machine  is  designed  for  sewing  long  pieces  of  material  in  large  quantities,  as  in 
making  sails,  and  the  invention  consists  m  the  method  of  constructing  and  arranging  the 
mechanism  for  imparting  motion  from  a  fixed  driving  shaft  to  the  main  shaft  of  a  8e\ving 
machine,  so  as  to  cause  tne  machine  to  travel  on  a  railroiid,  and  at  the  same  time  perform  the 
operation  of  sewing  on  the  material. 

Claim. — The  employment  of  a  sewing  machine  on  a  railroad  in  such  manner  that  the 
machine  shall  travel  on  the  road,  while  sewing,  in  combination  with  any  suitable  mechanism 
for  imparting  motion  to  the  machine  and  sewing  mechanism  from  a  stationary  driving  shaft, 
substantially  as  and  for  the  purposes  described. 

No.  31,4:50. — William  Harscn,  of  New  York,  N.  Y.,  aj<signor  to  Himself  and  Franhs 
N.  Bangs,  of  same  place. — Improved  Rock  Drill, — Patent  dated  Februaiy  12,  lf^lil. — This 
invention  consists  in  the  constioiction  of  a  rock  drill,  to  be  operated  by  steam  or  compressed 
air,  and  which  is  at  the  same  time  portable,  capable  of  operation  in  any  direction,  and  exposed 
to  wear  oulv  in  parts  which  can  bo  readily  and  cheujily  renewed. 

C7«im.— First,  the  gibs  M  N,  constructed  and  operating  substantially  as  and  for  the  pur- 
pose specified. 

8eeond,  the  combination  of  the  hollow  piston  rod  D,  the  gibs  M  N,  and  the  rings  O  P,  con- 
structed and  arran^d  for  conjoint  operation,  substantially  as  described. 

Third,  the  combmation  of  the  rings  O  P  with  the  tubes  G  G'  and  the  cylinder  A,  in  the 
manner  and  for  the  purpose  substantially  as  described. 

Fourth,  the  combination  of  the  tappet  bar  F,  slotted  box  /,  and  valve  rod  e,  constructed 
and  operating  as  and  for  the  purpose  described. 

Fiftn,  operating  a  drill  tool  or  pounder  by  the  direct  application  of  steam  or  compressed  ak 
to  the  tool-holder,  substantially  in  the  manner  set  forth. 

Sixth,  the  holes  m  in  the  tubes  G,  for  the  piurpose  specified. 

No.  31,431. — ^H.  C.  Alford,  of  Minooka,  Dl. — Improved  Washing  Machine, — Patent  dated 
February  12,  1861. — The  parts  are  so  arranged  and  constructed  that  by  imparting  an  oscil- 
lating motion  to  the  tub  the  concave  is  caused  tq  oscillate  in  an  onposite  direction,  at  the 
same  time  leaving  the  concave  free  to  bear  down  upon  the  clothes  with  its  full  weight  during 
the  operation. 

Claim, — ^The  arrangement  of  the  oscillating  bar  G,  slotted  arms  H,  and  hinged  levers  B 
with  the  oscillating  hai  D,  stem  £,  oscillating  robber  F,  and  the  oscillating  tub  A,  in  the 
manner  and  for  the  pnrpose  shown  and  describe 
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No.  31,432.— RUFUS  Anson,  of  New  York,  N.  Y, -^Improvement  in  Both  far  Toning  Pk^ 
tographie  Pictures, — Patent  dated  Febraary  19,  1861. — ^To  sixteen  ounces  of  water  add  half 
an  ounce  of  acetate  of  lead,  and  dissolve ;  tnen  pnt  in  a  separate  bottle  four  grains  of  bichlo- 
ride of  mercury;  dissolve  this  in  two  ounces  of  water;  to  this  latter  mixture  add  two  grains 
of  hyposulphate  of  soda,  which  solution,  when  dissolved,  becomes  milky  white ;  then  aod  this 
mixture  to  the  aforesaid  solution  of  lead,  together  with  eight  ounces  of  hyposulphate  of  soda; 
after  shaking  well,  add  to  the  mixture  two  drachms  of  glacial  acetic  acid. 

Claim, — ^The  use  of  bichloride  of  mercuiy  in  combination  with  the  above  or  similar  ingre- 
dients equivalent  thereto  in  forming  a  bath  lor  toning  photographic  pictures. 

No.  31,433. — J.  M.  Bacon,  of  Ripon,  Wis. — Improvement  in  Seeding  Machines, — Patent 
dated  February  19,  18C1. — ^The  seed  box  is  provided  with  two  apartments,  one  of  which  is 
used  for  holding  the  seed,  and  in  the  other  is  placed  a  series  of  distributing  wheels,  openings 
being  made  between  the  apartments  for  the  passage  of  the  seeds.  The  wheels  are  provided 
with  cups  upon  their  peripneries,  which  catch  and  raise  the  seeds  and  deposit  them  in  spouts, 
whence  they  are  discharged  through  spouts  to  the  ground,  and  covered  by  teeth  secured  to  a 
series  of  bars. 

Claim, — The  arrangement  of  the  seed  box  D,  the  shaft  J,  the  wheels  a  a,  provided  with 
cups  and  constructed  on  their  periphery,  as  described,  and  the  discharge  spouts  on  each  side 
of  the  wheels,  with  the  bars  G,  the  troughs  U,  and  the  cultivator  frame  E,  regulated  and  used 
as  described  for  the  pmpose  set  forth. 

No.  31,434. — Louis  Ballman,  of  Boston,  Mass. — Improvement  in  Sewing  Machines. — 
Patent  dated  February  19,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim, — A  gate  or  hinged  bobbin  support,  provided  with  journals  for  the  pivots  <of  the 
bobbin,  in  combination  with  a  shuttle  or  bobbin  case,  the  two  being  so  connected  that  the 
journals  can  be  moved  out  of  the  hollow  of  the  shuttle,  so  that  a  lK)bbin  may  be  removed 
therefrom  without  detaching  the  support  or  gate  from  the  shuttle,  and  the  combination  being 
substantially  such  as  dcscilbed. 

Also,  in  combination  with  a  bobbin  and  a  bobbin  case  or  shuttle,  an  equalizing  curve,  con- 
structed and  placed  substantially  as  described,  and  so  arranged  with  reference  to  the  bobbin 
and  an  eve  through  which  thread  is  passed  that  thread  passing  o£f  of  the  bobbin  and  through 
the  eye  shall  in  its  transit  slide  over  the  equalizing  curve,  the  combination  being  substantially 
such  as  before  recited  to  produce  the  effect  before  set  forth. 

No.  31,435. — HraAM  Barber,  of  Mllpitas,  Cal. — Improvement  in  Gates. — Patent  dated 
February  19,  18G1. — The  stiles  of  the  gate,  which  extend  some  distance  above  its  body,  are 
each  provided  with  a  roller,  which  rests  on  the  adjustable  rails  B  B^  and  thus  suspends  the 

gate.  The  rails  are  pivoted  to  the  middle  part  of  the  frame,  and  can  be  raised  at  one  end  by 
10  lever  and  attached  cord.  On  raising  one  end  of  the  gate  the  pin  at  its  bottom  slides  along 
the  guide  plates,  and  abuts  against  the  springs  G,  thus  communicating  an  impetus  to  the 
gate,  which  is  carried  by  its  gravity  down  the  rails. 

Claim, — In  connexion  with  the  adjustable  rails  B  B',  the  spiings  G  G,  and  plates  //, 
arranged  to  operate  substantially  as  and  for  the  purpose  specified. 

No.  31,436. — Franklin  Bisbee,  of  Scituate,  Mass. — Improvement  in  Masons*  Trowels, — 
Patent  dated  February  19,  18l>l. — ^The  object  of  this  invention  is  to  protect  the  hand  of  the 
operative,  to  keep  the  shank  firm  in  the  handle,  and  to  prevent  its  breakage  in  the  offset  of 
the  shank  between  the  handle  and  the  blade. 

Claim, — The  ferrule  shaped  and  operating  substantially  as  set  forth,  when  combined  with 
the  hmidle  and  offset  shank  of  a  mason's  trowel  or  other  tool. 

No.  31,437. — JosiAH  Bishop,  of  Austin,  Texas. — Improvement  in  Machines  for  Extracting 
Cotton  and  Corn  stalks. — Patent  dated  February  19,  IHiil. — This  invention  consists  in  attach- 
ing a  series  of  fingers  to  parallel  bars,  which  ore  connec^d  to  a  mounted  frame  or  wagon,  ar.d 
so  arranged  as  to liave  a  tbrward  and  backward  and  also  an  up  and  down  movement  given  it 
by  the  forward  movement  of  the  vehicle,  bv  which  operation  the  fingers  are  made  to  grasp  the 
standing  stalks  and  diBw  them  out  from  the  ground. 

Claim. — ^The  fingers  h  A,  either  or  both  eeUs  or  series,  when  connected  to  a  mounted  frame 
Af  and  operated  by  the  draught  movement  of  the  same,  substantially  as  shown,  so  as  to  have 
a  backward  and  torward  movement,  and  also  on  upward  and  downward  movement,  for  the 
purpose  specified. 

Also,  in  combination  with  the  fingers  h  A:,  either  or  both  sets  or  series,  the  cleaning  bar  K, 
arranged  relatively  with  the  fingers,  to  operate  as  and  for  the  purpose  specified. 

No.  31,4:58.— DoL'OL AS  Blv,  of  Rochester,  N.  Y,— Improvement  in  Artificial  Legs,'^ 
Patent  dated  February  19,  IbOl. — ^This  invention  consists  m  providing  a  circular  or  annular 
cavity  around  the  beariuff  socket  for  the  ball  in  the  foot,  and  constiucting  the  leg  with  a 
spherical  or  hemisphericm  termination,  which  also  encloses  the  bearing  sod^et  of  the  ball 
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The  spherical  termination  enter*  the  cavity  of  the  foot,  nearij  filling  it,  being  snffidentlj 
small  to  move  without  friction,  a.  \  therefore  completely  encloses  the  ball,  hiding  it  from  ob- 
servation, and  protecting  it  from  dust  or  dirt  that  might  otherwise  intn^e  between  the  bearing 
surfaces  and  hinder  their  proper  w^orkiug. 

Claim. — The  rounded  or  hemispherical  termination  of  the  leg  at  the  ancle,  with  the  rec^s  G 
in  the  foot  for  the  reception  thereof,  when  combined  and  uiTauged  with  a  joint  bearing  having 
a  universal  motion  on  a  single  centre,  substantially  as  and  for  the  purpose  shown  and  described. 

Also,  the  stop  or  projection  wi,  when  combined  with  the  corresponding  recess  in  the  shell  H, 
substantially  in  the  manner  and  for  the  puipose  set  forth. 

No.  31,439. — .John  M.  Brahn,  of  Red  Bank,  N.  J. — Improvement  in  Railroad  Switches, — 
Patent  dated  February  19,  Mil. — The  switch  mils  rest  upon  iron-faced  sleepers  and  slide 
laterally  upon  them,  one  switch  rail  being  pivoted  at  its  end  to  the  sleeper  of  the  main  track. 
Under  the  switch  rail  is  tirmly  attached  a  beam,  which  projects  out  on  each  side  where  the  end 
of  the  horizontal  levers  A'  h'  are  attached ;  these  levers  are  each  attached  to  one  end  of  the 
levers  k  k',  the  other  end  of  which  comes  so  close  to  the  track  that  a  projection  upon  the  front 
of  the  engine  can  strike  ngainst  its  cud,  and  thus  conmiunicate  a  lateral  motion  to  the  beam  £, 
and  throw  the  switch  rail  in  connexion  with  the  laiis  of  the  branch  track.  Upon  the  front 
sleeper  of  the  switch  are  a  row  of  holes  in  which  a  hook  fits,  thus  locking  the  switch.  This 
hooK  is  raised  from  the  holes  by  the  action  of  the  projection  on  the  engine  truck  on  the  vertical 
arms  s  and  ^  and  levers  F  F'.     The  hook  is  rctaiued  in  place  by  the  spring  E. 

Claim. — The  post  E,  with  its  hook  ?n,  arranj^ed  as  set  forth,  so  as  to  lock  the  switch  rail 
tie  c'  to  the  sleeper  rf,  in  combination  with  the  levers  F  F',  arms  1 1\  tranverse  shafts  G  G', 
and  vertical  arms  «  «  «  «,  all  arranged  and  operating  in  conjimction  with  the  horizontal  levers 
k  khh  and  k'  k'  h'  A',  substantially  as  speciliod  for  the  purposes  set  forth. 

No.  31,440. — Salem  Copeland,  of  Worcester,  M&an.—Improrement  in  Guards  and  Fingers 
for  Reaping  and  Mowing  Machines. — Patent  dated  February  J 9,  IbOJ. — ^The  steel  plate  is 
cast  separately  and  can  be  placed  upon  the  part  A,  and  slid  under  the  dovetail  projection  and 
tirmly  retained,  thus  ibrming  a  perfect  smooih  steel  plate  for  the  cutter  to  play  over. 

Claim. — First,  sliding  the  steel  plate  or  face  of  a  cast  or  malleable  iron  guard  under  dove- 
tailed projections  on  the  body  of  the  guuid,  substantially  as  and  lor  the  purposes  set  forth. 

Second,  the  combination  of  the  cuived  and  iMjvelled  projections  e  c  on  the  steel  plate,  with 
the  curved  projections  c  c  on  the  body  of  the  guard,  substantially  as  and  for  the  purposes  stated. 

Third,  the  combination  of  the  steel  plate  or  face  C,  with  the  cast  or  malleable  part  A,  the 
parts  being  constructed  and  combined  as  and  for  the  pmposes  set  forth. 

No.  31,441.— Joseph  Cuagg,  of  Baltimore,  Md.,  and  Samuel  Arciibold,  of  Washington, 
D.  O. — Improved  Surface  Condenser  for  Steam  Engines^  $^c. — Patent  dated  Fcbnmiy  19, 
1861. — The  outside  casing  of  the  surface  water  condenser  is  made  hollow,  with  steam  and 
water  passages  and  recesses  ibr  followers  and  packmgs.  A  steam-tight  joint  is  made  of  vul- 
canized India-rubber  compressed  against  the  spine  plates.  The  sj>2U0  plate  has  projecting 
flanches  on  the  water  side,  dipping  mto  the  hollow  spines  on  the  steam  side,  in  order  to  pro- 
duce a  thorough  circulation  ol  water  or  other  fluids  in  the  upper  and  lower  spines. 

Claim. — First,  the  form  and  general  ariangement  of  the  outside  casing  marked  £,  with  the 
steam  and  water  passages. 

Second,  the  mode  of  making  a  water  and  steam  tight  joint  between  the  casing  and  spine 
plates. 

Third,  the  mode  of  arranging  the  spine  plates  for  the  purpose  of  obtaining,  with  little  cost, 
a  large  quantity  of  surface  in  a  small  space,  and  a  thorough  circulation  of  the  steam,  water, 
or  other  elastic  or  non-elastic  fluids,  using  for  the  piu:pose  s|)ecified  an  apparatus  as  described. 

No.  31,442.— WilllimW.  Cumberland,  of  Newark,  N.  J.— Improvement  in  Hat  Blocks.— 
Patent  dated  February  ID,  18G1. — This  invention  has  for  its  object  iasteuiug  the  several  parts 
composing  an  entire  block  together  in  such  a  manner  that  they  can  be  easily  separated,  and 
be  introduced  singly  through  an  aperture  smaller  than  the  largest  part  of  the  block  when  all 
paits  composing  it  are  placed  in  their  pioper  position,  and  shall  again  become  firmly  attached 
to  each  other,  when  the  parts  are  again  brought  into  their  proper  relative  position  within  the 
aperture,  and  may  aftenvards  be  readily  withdrawn  when  required. 

Claim. — FuTit,  the  fastenings  G,  H,  1,  and  J,  attached  to  the  sides  of  the  centre  piece  A,  in 
combination  with  the  fastenings  G',  H',  1',  and  J',  let  into  grooves  formed  in  the  other  pieces  of 
the  block  of  a  corresponding  cn)ss  section  and  corresiwndmg  taper  with  the  fastenings  G,  H,  I, 
and  J,  the  fastenings  in  the  grooves  being  so  adjusted  in  position  that  their  inner  siulaces  shall 
come  in  contact  with  the  inner  surfaces  ot  the  fastenings  G,  H,  1,  and  J,  and  their  points  come 
in  contact  with  the  projections  on  the  opposite  tastouiugs,  at  the  same  time  that  the  sides  of 
the  fastenings  G,  H,  I,  and  J  c^me  in  contact  with  the  sides  of  the  grooves,  so  as  to  wedge  the 
fastenings  attached  to  the  centre  piece  on  three  sides,  and  wedge  the  pieces  of  the  block 
together  and  insure  the  proper  position  of  the  several  parts  of  the  block  with  regard  to  each 
other,  substantially  as  aescribeid  and  for  the  purpose  set  forth. 
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Second,  in  combination  with  fastenings  attached  to  the  centre  piece,  the  arrangement  of  one 
of  more  spring  catches,  having  their  uppner  ends  bent  back  into  the  finger  space,  and  so  placed 
that  the  springs  will  b^ relieved  from  their  corresponding  notches  in  the  side  pieces  by  grasping 
the  upper  ends  of  the  vsprings  when  the  centre  piece  is  grasped,  so  that  one  or  more  of  the 
spring  catches  can  be  released  by  the  same  hand  of  the  woi-kman  that  is  nsed  to  withdraw  the 
centre  piece,  while  his  other  hand  can  be  used  to  hold  down  the  outside  pieces  of  the  block 
when  he  is  withdrawing  the  centre  piece. 

Third,  in  combination  with  the  metal  fastenings  attached  to  the  sides  of  the  pieces,  pre- 
venting the  points  of  the  downward  projections  K  of  the  fastenings  attached  to  the  centre 
piece  from  wearing  away  the  sides  of  the  grooves  in  the  blocks  (when  formed  of  wood)  with 
which  they  come  in  contact,  by  means  of  a  slot  in  the  end  of  said  projections,  and  a  screw 
passing  through  the  corresponding  part  of  the  fastenings  in  the  grooves  and  secured  in  the 
wood  in  the  bottom  of  the  grooves,  the  smooth  neck  of  which  shall  enter  the  slot  and  fit  it  on 
the  two  sides  when  the  parts  are  in  proper  position,  substantially  as  described  and  for  the 
purpose  set  forth. 

No.  31,443.— C.  H.  Denison,  of  Brattleboro',  YL— Improved  Felloe  Machine,— Pateni 
dated  February  19,  1861. — ^The  object  of  this  machine  is  to  round  the  inner  sides  of  felloes  for 
wheels.  A  circular  plate  between  the  disks  may  be  so  adjusted  as  to  cause  the  iimer  surface 
to  be  more  or  less  rounded.  The  cutters  round  about  halt  of  the  spaces  between  the  spoke 
holes  when  the  felloe  is  in  one  position ;  it  is  then  reversed,  and  the  remaining  parts  finished, 
the  felloe  being  moved  along  after  each  cut.  In  rounding  steamed  felloes  they  are  moved 
along  on  the  head,  and  the  whole  felloe  is  finished  at  one  operation.  The  parts  are  so  con- 
structed that  in  rounding  the  surfaces  of  segment  or  sawed  felloes  their  ends  are  prevented 
from  splitting  or  shelling  off. 

Claim. — 1?  irst,  the  adjustable  plates  n  ;?,  provided  with  the  pins  o  y,  when  used  in  connexion 
with  the  plate  G,  and  cutter  head  F,  as  and  for  the  purpose  set  forth. 

Second,  the  combination  of  the  adjustable  semicircular  bed  or  bearing  piece  I,  and  yielding 
bar  J,  with  the  cutter  head  F,  plate  G,  and  bars  n  p,  provided  with  the  pins  o  q,  all  being 
arranged  for  joint  operation  as  and  for  the  purpose  set  forth. 

No.  31,444.— Paul  F.  Dodge  and  William  S.  Dodge,  of  West  Cambridge,  Massw — 
Improvement  in  taking  Photographic  Pictures  by  Artificial  Light. — Patent  dated  I^bruary  19, 
1861. — The  claim  and  engraving  will  explain  the  nature  and  object  of  this  invention. 

Claim, — The  combining  with  an  artificial  light,  and  one  or  more  series  of  reflectors,  of  an 
intercepting  medium  or  plate,  when  so  arranged  with  respect  to  the  object  and  the  light  and 
reflectors  as  to  intercept  or  soften  the  dazzling  rays  from  the  light,  and  allow  the  unobstructed 
rays  to  pass  from  the  light  upon  the  reflector,  and  thence  upon  the  sitter,  substantially  as 
described. 

The  i)eculiar  arrangement  of  the  upper  and  side  roflci'tors  together,  so  that  the  side  reflectors 
cast  their  reflected  rays  upon  the  object,  while  the  upper  reflector  casts  not  only  the  rays 
thrown  upon  it  by  the  light  upon  the  object,  but  also  thiows  upon  the  object  the  reflected  rays 
from  the  side  mirrors,  all  as  set  forth. 

No.  31,445.— Richard  Donaldson,  of  Mount  Nebo,  F&.— Improvement  in  Lime-kilns. — 
Patent  dated  February  19,  1861. — ^The  conical  cooler  is  suspended  within  an  open  archway 
beneath  the  furnace,  by  means  of  a  flange  on  its  upper  part,  its  lower  end  or  month  being 
provided  with  an  iron  rod  extending  outwardly,  and  bent  so  as  to  form  slot^  for  supporting 
the  handles  of  bladed  levers.'  The  bottom  of  the  cooler  is  provided  with  a  lid,  having  a  raisea 
rim,  for  the  purpose  of  preventing  the  entrance  of  air. 

Claim, — The  arrangement  of  the  conic  cooler  F,  with  its  rim  or  flange  /,  guide  rods  m, 
tladed  levers  L,  and  hd  G,  in  combination  with  the  kiln,  the  whole  constructed  and  operating 
in  the  manner  and  for  the  purpose  substantially  as  described. 

No.  31,446. — ^H.  C.  Drew,  of  Stockbridgc,  Mich. — Improvement  in  Capstan  for  Ploughs  ^-^ 
Patent  dated  February  19,  1861. — ^The  main  wheel  attached  to  the  centre  shaft  is  spurred 
only  on  a  part  of  its  circumference,  so  as  to  engage  alternately  with  the  spur-wheels  on  either 
side.  To  the  circtmiference  of  the  main  wheel  is  applied  a  spring-rack  for  bringing  the  teeth 
of  the  pinion  wheels  in  a  proper  relation  to  those  on  the  main  wheel.  A  chain  is  unwound 
from  one  dnmi  while  that  on  the  other  is  being  wound  up. 

Claim, — ^The  arrangement  of  the  spring-rack  G  with  the  blank-sided  driving  gear-wheel 
D,  pinions  £  £,  and  drivers  F  F,  all  as  shown  and  described  for  the  purpose  set  forth. 

No.  31,447.— Peter  Dunwald,  of  Coming,  N.  Y,— Improved  C/mm.— Patent  dated 
Febniary  19,  1861. — The  axis  c  is  formed  slightly  smaller  at  the  part  occupied  by  the  washer, 
and  this  end  of  the  axis  is  attached  to  the  handle.  By  this  constniction  the  act  of  securing 
the  axis  in  the  part  4  draws  the  dasher  tight  against  the  inner  end  of  the  pipe,  and  the  washer 
acts  with  the  spring-pressure  against  the  other  end,  thus  keeping  the  axis  water  or  milk 
tight. 

Claim. — ^The  axis  c,  provided  with  the  washer  6,  kept  to  the  end  of  the  pipe  3  by  a  spring 
7,  said  axis  c  screwing  into  the  socket  4  on  the  dasher  fr,  as  and  for  the  purposes  set  fortli. 
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No.  31,448.— Benjamin  H^  Elmore,  of  Richmond,  Ind. — ImvrovetHeni  in  Corn-Planters. — 
Patent  dated  February  19,  IWCl. — The  slides  which  regulate  tue  food  are  opened  altematelj 
bj  means  of  a  strap  and  slide,  to  which  motion  is  imparted  by  a  cam  on  the  driving  shaft. 

Claim, — The  combination  of  slides  U  and  W  and  spring-valve  V  with  strap  S,  slide  O, 
cam  N,  shaft  J,  and  wheel  H  I,  the  whole  being  construct^  and  operated  substantially  as 
set  forth. 

No.  31,449. — Samuel  T.  Field,  of  Worcester,  Mass. — Improved  Process  for  Manufactur- 
ing IVooden  Eave-troughs  and  Piping. — Patent  dated  February  19,  1861. — ^A  stick  or  timber, 
of  suitable  material,  is  fed  fonvaid  upon  a  platform  through  which  works  a  tubular  saw, 
cutting  the  timber  in  the  pit)pcr  t'urm.  By  the  use  of  a  tubular  cutter  and  suitable  revolving 
tools  ihe  cavity,  groove,  and  moulding  aie  formed  before  the  stick  leaves  the  machino. 

Claim. — The' mode  or  process  described  of  manufacturing  wooden  eave-troughs  and  mate- 
rial for  tubular  conductors  at  one  and  the  same  opeiatiou,  and  from  the  same  stick  of  timber. 

No.  31,450.— Anthony  L.  Fleury,  of  Philadelphia,  V&.—Improvement  in  Tools  used  in 
the  Manitfacture  of  Iron. — Patent  dated  February  19,  1801. — This  implement  is  designed  to 
contain  substances  used  in  the  manufacture  of  irou,  and  is  constructed  in  taper  form,  with  its 
larger  end  htted  with  a  uiovuble  cap  for  the  introduction  of  salts  or  other  solid  matters  into 
the  tube  in  the  process  of  stirring. 

Claim. — A  hollow  stirring-tool  A,  provided  with  a  removable  cap  B,  and  otherwise  con- 
Btructcd  substantially  as  shown  and  described. 

No.  31,451.— L.  P.  Garner,  of  Ashland,  P&.^Improved  Machine  for  Breaking  Coal.^ 
Patent  dated  February  19,  1863. — ^The  vertical  toothed  face-plate  rotates  in  front  of  the  toothed 
wheel  under  a  hopper,  and  rests  loosely  upon  adjustable  bearings  in  the  hopper  frame.  Coal 
being  supplied  to  the  hopper,  and  a  roiatory  motion  bein^  given  to  the  plate,  its  teeth,  in  con- 
junction witli  the  teeth  upon  the  roller,  etTcctually  break  it  up  into  small  pieces. 

Claim. — The  combination  of  the  toothed  rotating  face-pUite  C  and  toothed  cylinder  or  roll 
H,  the  whole  constructed  and  operating  as  described  for  the  purpose  set  forth. 

No.  31,452.— Joseph  K.  Gingrich,  of  North  Annvillc,  Va.— Improvement  in  Ploughs. — 
Patent  dated- Febmary  19,  18(il. — The  driving-wheel  rotates  upon  an  axle  attached  to  the 
swinghig-bar  N,  and  can  be  raised  from  the  ground  by  the  rod  P.  This  wheel,  by  means  of 
a  connecting  rod,  oi>eratcs  the  cmiik  I,  giving  the  bar  k^  which  is  crescent-shaped  at  its  ex- 
tremity, a  downward  and  thrusting  movement  for  clearing  grass,  &c,  from  the  standard  and 
bar.  The  team  is  attached  to  the  rod  II,  the  rear  end  of  which  is  fastened  to  the  bent  lever 
I  behind  the  standard  and  under  the  beam,  one  arm  of  this  lever  extending  under  the  bccun, 
and  connected  by  the  rod  g  to  the  cmTcd  spring  J,  thus  forcing  the  plough  down  to  ita 
work,  the  spring  obviating  the  injurious  effects  of  coucussions. 

Claim. — I  claim  the  arrangement  of  the  driving-wheel  L,  elevating  rod  P,  swinging  rod 
N,  connecting  rod  L',  crank  /i,  clearer  /c,  beam  G,  rod  A,  crank  I,  spring  J,  and  handles  F  F', 
with  the  plough  body  A  A'  11  B'  C  D  D',  as  and  for  the  purpose  shown  and  described. 

No.  31,453.— R.  GoLDENBLUM  and  F.  Steiner,  of  East  Hampton,  Mass.— /mDrorcYiieal 
tit  Compositions  for  Water-Proofing  Leather. — Patent  dated  February  19,  18(51. — This  inven- 
tion is  explained  by  the  claim. 

Claim. — The  composition  made  of  fish  oil,  India-mbber  dissolved  in  spirits  of  turpentine, 
petroleum,  rosin,  pitch,  beeswax,  tallow,  common  soap,  and  lard,  as  described. 

No.  31.454. — JosiAii  C.  Gray,  of  Frankfort,  Ind. — Improvement  in  Bee-Hives. — Patent 
dated  February  19,  1861. — ^This  hive  is  designed  to  prevent  the  entrance  of  millers  or  motha, 
who  will  not  touch  with  their  feet  the  cold  metallic  lim  of  the  hive,  and  therefore  will  not 
enter  the  feeding-box  by  the  upper  aperture  F. 

Claim. — ^The  described  arrangement  of  Ikjo  chamber  A,  pedestal  B,  moth  trap  C,  mineral 
floor  E,  having  the  described  upward  and  downward  apertures  F  G",  and  breeding-boxes  H, 
whose  floors  J  are  elevated  from  the  floor  E  by  metallic  rims  closely  fitting  the  said  floor,  in 
the  manner  and  for  the  purposes  set  forth. 

No.  31,455. — John  Griffin,  of  Louisville,  Ky. — Improvement  for  Changing  the  Speed 
of  Steam  Carriages. — Patent  dated  February  J  9,  18G1.— The  cylinder  is  hung  on  tniunions. 
When  it  is  desired  to  give  the  machine  a  slow  movement,  the  piston  is  connected  to  tho 
pitman  i',  which  operates  a  pinion  gearing  with  a  cog-wheel  on  the  driving-wheel  of  tho 
machine.  The  frame  F  connected  to  the  piston  of  the  ak-puraps  is  attached  to  tho  head  of 
the  pitman,  so  as  to  have  a  reciprocating  motion  with  it.  When  it  is  desired  to  give  a  rapid 
forward  movement  to  tho  machine,  the  steam  cylinder  is  connected  to  the  pitman  H',  which 
actuates  a  crank  dkectly  attached  to  the  axle  of  the  driving-wheel. 

Claim. — ^The  miangemcnt,  essentially  as  shown,  of  the  steam  cylinder  c,  hung  on  truiv 
nions/,  in  connexion  with  the  reciprocating  frame  F,  air  pump  G,  pitmen  11'  t',  and  gearing 
/  m,  whereby  the  speed  of  the  carnage  may  be  changed  fn>m  fast  to  slow,  and  vice  versa,  as 
oocMion  may  require. 
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No.  31,456. — ^Elisua  A.  Hearne,  of  Lowndes  county,  Ala. — hnprovefnent  in  Cotton- 
Cleaners, — Patent  dated  February  19,  1861. — ^The  claim  and  engraving  explain  the  nature  of 
this  invention. 

Claim. — A  revolving  drum  armed  with  a  series  of  paddle-shaped  beaters,  arranged  in 
straight  lines  all  around  the  dmm,  combined  with  a  central  feed  hole  and  discharge  '.spouts, 
situated  near  each  comer  on  the  back  side  of  the  box  the  drum  revolves  on,  as  substantially 
described. 

No.  31,457. — BENJiVMiN  F.  Hebard,  of  Neponset,  Mass. — Improvement  in  Burning  Fluid 
Compositions, — Patent  dated  February  19,  1861. — ^This  invention  is  explained  by  the  claim. 

Claim, — The  composition  of  fusel  oil.  kerosene,  and  spnits  of  turpentine,  and  its  combina- 
tion with  a  perfuming  essential  oil,  as  set  forth. 

No.  31,458. — Goodrich  Holland;  Willimautic,  Conn. — Improvement  in  Machines  for 
Sorting  Silk  and  other  Thread, — Patent  dated  February  19,  1801. — In  the  operation  of  this 
nmchine  the  thread  to  be  sorted  is  wound  upon  the  bobbin  at  the  lower  part  of  the  machine ; 
one  end  of  the  thread  is  passed  between  the  rollers  M  and  N  and  made  last  to  oue  of  the  bobbins 
above,  according  as  it  may  be  larger  or  smaller  than  the  average  size;  if  on  the  bobbin  to  the 
left,  and  not  above  the  size,  it  will  pass  between  the  rollers  without  turning  them.  When  the 
thread  gets  above  the  average  size,  the  increased  friction  will  cause  the  inner  roller  to  rotate, 
which  causes  the  screw  on  the  roller  to  move  one  arm  of  a  tumbler  beyond  the  support  of 
the  roller,  so  that  its  upper  aim  will  be  thrown  against  the  rocking  frame  J  by  mean.s  of  a 
weighted  arm  of  the*  tumbler,  which  tends  to  raise  the  bobbin  from  contact  with  the  fnction 
wheel  and  stop  its  motion,  when  the  winding  will  coase.  The  carriage  is  then  pushed  to  the 
opposite  side,  and  the  thread  is  secured  to  the  other  bobbin. 

Claim, — The  combination  of  the  rocking  frame  J  and  weighted  tumbler  n  o  p^  with  the 
roller  N  and  bobbin  C,  in  the  manner  substantially  as  shown  and  described. 

Also,  providing  the  periphery  of  the  roller  N  with  a  screw  thread  m,  as  and  for  the  pur- 
poses set  forth. 

The  combination  of  the  screw-threaded  roller  N  and  a  chaser  A,  with  the  roller  lif ,  in  the 
manner  substantially  as  shown  and  described,  so  that  when  the  size  of  the  passing  thread  in- 
creases, the  roller  N  and  its  screw  m  will  be  rotated  and  carry  the  chaser  out  of  the  .saew,  and 
thereby  cause  the  stoppage  of  the  thread-winding  bobbin,  all  as  set  forth. 

No.  31, 4'>9.— Edward  HoLiMes  and  Britain  Holmes,  of  Buffalo,  N.  Y.— Improved 
State  Machine, — Patent  dated  February  19,  1801. — The  stave  is  passed  between  the  Iceding 
roilers  in  the  gear  frame  of  the  machine,  and  between  the  cutters  in  the  cutter  Iranie  G.  When 
a  crooked  or  bent  stave  is  inserted  the  flexible  connexions  allow  the  cutter  frame  to  accom- 
modate itself  to  the  inequalities  in  the  stave  without  stopping  the  machine. 

Claim, — First,  connecting  the  cutter  frame  G  to  the  stationary  or  gear  frame  of  the  machine 
by  means  of  flexible  or  yielding  connexions  H  and  1,  so  as  to  admit  of  tbe  oscillation  or 
movement  of  the  cutter  frame  in  any  direction,  according  to  the  peculiar  requhemcnts  of  each 
stave  to  be  di^essed,  substantially  as  set  forth. 

Second,  the  arrangement  of  the  flexible  mouthpieces  P  and  P',  in  the  cutter  frame  G,  sub- 
stantially as  described,  in  combination  with  the  flexible  connexion  of  said  cutter  frame  to  the 
stationary  or  gear  frame  of  the  said  machines,  as  set  forth. 

No.  31,460.— Myron  R.  Hubdell,  of  Wolcott,  yt,— Improved  Vegetable  Cutter.— VoX^ni 
dated  February  19,  1861. — At  the  bottom  of  a  hopper  is  arranged  a  sliding  frame  having  a 
platform  extending  across  its  central  part.  Tbe  frame  is  providcS.with  two  horizontal  knives, 
and  to  the  platform  is  secured  a  series  of  vertical  knives.  Secured  to  the  fmme  in  the  centre 
of  the  hopper  is  a  stationary  bar,  against  which  the  roots  are  cut  by  the  knives  as  they  are 
alternately  orought  against  it  on  either  side  by  the  reciprocating  movement  of  the  frame. 

Claim, — The  knives  C  D  E  F,  and  platibrm  b  carried  in  a  reciprocating  frame,  and  ar- 
ranged to  operate  in  connexion  with  the  hopper  G  and  cross-bar  or  partition  11,  substantially 
as  set  forth. 

No.  31,461.— John  W.  Hyatt,  jr.,  and  Isaiah  S.  Hyatt,  of  Chicago,  111— Improved 
Knife-Sharpener, — Patent  dated  February  19,  186J. — The  peripheries  of  all  the  wheels  are  in 
close  contact,  so  that  by  turning  the  laigo  wheel  the  small  twin  wheels  will  each  rotate  in  op- 
posite directions.  The  axles  of  the  small  wheels  re-st  in  slots  in  the  frame,  and  the  spilng 
pressing  against  the  ends  of  the  shaft  forces  the  wheels  together. 

Claim, — The  combination  of  the  wheel  D  and  si)ring.s  J  J,  or  equivalent  pressing  device, 
with  the  wheels  G  G\  in  the  manner  shown  and  described. 

No.  31,462. — D.  A.  Johnson,  of  Chelsea,  Mass. — Improvement  in  the  Mode  of  Uniting 
tke  Spokes  and  Felloes  of  U'ooden  Wheels, — Patent  dated  Febiiiary  19,  1861. — This  invention 
will  be  understood  by  reference  to  the  engraving. 

Claim, — The  coupUng  of  spokes  with  the  parts  of  felloes  of  wooden  wheels  by  means  of  a 
iuetaUic  band,  in  the  manner  described,  at  each  or  any  of  the  spokes,  and  conical  pin  or 
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wedge  for  expanding  the  end  of  the  spoke,  constnicting  said  band  with  an  hour-[^ 

cavity  for  reception  of  the  spoke,  and  making  the  band  to  cover  or  overl^)  the  outer  end 

the  spoke,  substantiully  as  shown  and  described. 

No.  31,463.— Daniel  Kaufman,  of  Boiling  Spring,  Pa. — Improved  Broom.— Patent  dated 
February  19,  iJ^iil. — This  invention  consists  in  the  arrangement  of  clamps  consisting  of  tvvo 
plates,  the  ends  of  which  are  made  to  slide  one  in  the  other,  and  which  are  united  and  fastened 
to  the  brouin  by  means  of  screws  screwing  from  opposite  sides  into  rings  in  combination 
with  a  handle,  the  inner  end  of  which  is  slottcnl  to  receive  one  of  said  rings  in  such  a  manner 
that  by  means  of  said  clamps  the  bioom  coin  can  be  lastened  to  the  handle. 

Claim. — The  employment  of  clamps  A,  consisting  of  two  plates  a  6,  screws  c,  and  rings  rf, 
in  combination  with  the  slotted  cud  of  a  broom  handle  B,  constructed  and  operating  as  and 
for  the  purpose  specified. 

No.  31,464.— J  AlviES  P.  Ken  YON,  of  Brooklyn,  N.  Y. —Improvement  in  Hydrants.— Vateni 
dated  February  li>,  lb61. — At  the  bottom  of  the  shell  or  case  is  a  cylindrical  chamber  in 
which  works  a  plunger  li  surrounded  by  a  packing.  At  the  top  of  the  plunp3r  is  a  chamber 
K,  into  which  exteuds  the  tube  L,  which  connects  with  the  water  pipe  at  the  bottom  of  the 
hydrant.  Upon  the  upper  part  of  the  tube  G,  which  extends  througn  the  plunger,  is  secured 
a  tube  F  comnmnicating  with  the  spout,  the  latter  being  fitted  in  guide  plates  which  sHde  in 
grooves  or  recesses  in  the  shell.  When  operated,  the  plunger  and  spout,  with  the  connecting 
pipe,  are  depressed  by  means  of  a  yoke  and  crank  shaft  having  a  handle  extending  outside  of 
the  fc-hell.  On  the  lower  part  of  the  tube  L  is  a  shoulder  o,  which  arrests  the  packing  as  it 
descends  and  frees  the  washer,  so  that  water  is  admitted  into  the  pipes,  and  when  the  down- 
ward pressure  is  removed  from  the  crank  the  water  presses  against  the  chamber  K  and  raises 
the  plunger. 

Claim. — First,  the  arrangement  of  the  chamber  J,  central  tube  L,  shoulder  o,  or  its  equiva- 
lent, with  the  plunger  H,  provided  with  the  chamber  K,  packing  M,  and  tube  G,  the  latter 
beiug  in  communication  with  the  chamber  J,  tube  F,  and  spout  1),  substantially  as  and  for 
the  i)urpose  set  forth. 

Second,  the  handle  E,  crank-shaft  C,  and  yoke  c,  when  used  in  connexion  with  the  plunger 
H,  chamber  J,  tube  L,  and  their  concomitant  parts,  all  arranged  for  joint  operation  as  set  forth. 

No.  31,465.— JoiiN  G.  Leffingwell,  of  Newark,  N.  J. — Improvement  in  Gas-Cocks.— 
Patent  dated  Febnmry  19,  1861. — ^The  gas  enters  in  a  hollow  screw  and  passes  through  ports 
in  its  end  into  a  pipe  which  is  screwed  to  it.  Between  the  opposite  ends  of  the  pipe  is  pmoed 
a  valve  having  ports  corresponding  to  those  in  the  pipe8^     This  valve  is  hung  on  a 

Eivot,  and  is  turned  by  a  lever  arm.    The  distaifce  which  the  valve  is  tumwl  can  be  regulated 
y  set  screws.     The  valve  lever  can  be  attached  by  wires  to  a  lever  placed  in  any  convenient 
situation,  so  that  the  flow  of  giis  can  be  easily  regulated. 

Claim. — The  couibination  of  set  screw  or  sciows  and  lever  with  a  gas-cock,  constructed 
substantially  in  the  manner  and  for  the  pmpose  specified. 

No.  31,466.— RussEL  R.  Lewis,  of  New  York,  N.  Y.— Improvement  for  Vapor  Bumert 
for  Heating,  S;c — Patent  dated  February  19,  1861. — ^The  claun  and  engraving  wiU  explain 
the  nature  of  this  invention. 

Claim. — The  burner  composed  of  the  inner  and  outer  perforated  tubes  A  B,  the  disks  a  a, 
and  the  ^nulated  mineral  filling  in  the  annular  space  between  said  tubes,  the  whole  combined 
substantially  as  and  for  the  pui'pose  specified. 

No.  31,467. — George  S.  Lobdell,  of  Wilmington,  Del. — Improvement  in  Railroad  Car 
Wheels. — Patent  dated  February  19,  1861. — ^The  object  of  this  invention  is  to  increase  the 
strength  of  the  rim  of  the  wheel — the  part  most  requiring  strength — without  materially  in- 
creasing its  weight.  The  rib  is  connected  to  the  wheel  by  braces  in  the  plate  extending  to  its 
hub. 

Claim, — In  single-plate  wheels  the  construction  of  the  flange  D,  with  an  inner  rib  E,  ar- 
ranged and  employed  in  relation  to  the  said  flanch  and  the  remaining  portions  of  the  wheel, 
in  the  manner  and  for  the  purposes  described. 

No.  31,468.— WaLlAM  A.  Ludden,  of  Brooklyn,  N,  Y,— Improvement  in  Smoking  Tubes. 
Patent  dated  February  19,  1861. — ^The  claim  and  engraving  explain  the  natiu-e  of  this  invei>- 
tion. 

Claim. — A  telescopic  smoking  tube,  composed  of  a  sliding  tube  or  shell  A,  perforated  piston 
or  tube  B,  and  mouthpiece  C,  the  whole  made  as  shown  and  described. 

No.  31,469.-1.  G.  Manley  and  F.  Wedge,  of  Zanesville,  O.— Improved  Earth-boring 
Machine. — Patent  dated  February  19,  1861. — Within  a  hub  supported  upon  three  legs  is  himg 
a  nut,  through  which  works  a  long  screw  shaft.  The  end  of  the  screw  shalt  is  keyed  to  a 
stirrup,  in  which  it  turns.    Above  the  stump  is  a  coupling  piece  having  inclined  projections 
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fitting  in  corresponditg  recesses  in  the  upper  part  of  the  stirrup  in  such  a  manner  that  the 
shafl  is  made  to  operate  the  screw  when  boring  a  hole  in  the  ground,  and  a  reverse  motion  of 
the  shaft  will  raise  the  screw  out  of  the  ground  without  turning  it. 

Claim. — First,  the  arrangement  of  a  screw  shaft  D,  with  a  slip  coupling  P  G,  in  combina- 
tion wiih  an  auger  M  N  O.  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  combination  of  a  screw  shaft  D,  of  an  auger  M  N  O,  with  a  swinging  nut  A, 
and  a  frame  P  C,  substantially  as  and  for  the  purposes  set  forth. 

No.  31,470.— John  B.  McIntosii,  of  Girard,  Pa,^Imvrovement  in  Machine  for  Loading 
Hay. — Patent  dated  February  J  9,  18(51. — This  device  is  designed  to  be  connected  to  the  rear 
end  of  a  wagon,  and, moves  on  wheels  with  the  wagon,  having  a  rake  on  the  under  side  to 
gather  up  the  hay,  which  is  conveyed  up  by  carriers  operated  by  endless  belts  into  the  wagon. 
Upon  the  carrier  is  arranged  a  hood  or  covering  of  cloth  to  prevent  the  hay  from  falling  or 
blowing  away. 

Claim. — ^I'he  employment  of  the  cam  P,  constructed  and  operating  as  described,  in  combi- 
nation with  the  tooth  bars  6,  to  discharge  the  hay  on  to  the  endless  apron  O,  in  the  manner 
and  for  the  purpose  specified. 

Second,  the  arrangement  of  the  frame  NS  with  the  adjustable  hood  z,  in  combination  with 
earner  N  and  endless  apron  O,  in  the  manner  and  for  the  purpose  specified. 

No.  31,471.— Thomas  Mitchell,  of  Lansingburg,  N.  Y,^ Improved  Machine  for  Borirg 
Brush  Blocks. — Patent  dated  February  19,  1861. — l^on  the  end  of  the  main  driving  shaft  is 
a  worm  wheel,  for  the  purpose  of  securing  a  feed  motion  graduated  to  the  velocity  of  the  bits. 
This  worm  meshes  into  gear  wheels  on  each  side,  upon  the  upright  shafts  of  which  are  cranks 
connected  with  jomted  rods,  attached  at  their  outer  ends  to  a  bfock,  agamst  which  the  work 
to  be  bored  is  placed. 

Claim. — The  feeding  apparatus  as  described,  in  combination  with  the  series  of  bits,  sub- 
stantially as  and  for  the  purpose  set  forth. 

No.  31,472.— Charles  Monson  and  Stillman  Moore,  of  New  Haven,  CoYm—Improre- 
ment  in  Gas-Bumers. — Patent  dated  February  19,  1861. — This  bmner  consists  of  two  tubes, 
one  of  which  passes  over  and  is  secured  to  the  other  in  such  a  manner  as  to  be  easily  turned, 
so  as  to  bhng  the  flat  or  broad  side  of  the  flame  to  any  desired  position. 

Claim. — ^Tno  use  of  the  double  tubes  A  and  B  so  as  to  be  readily  adjusted  in  their  rotary 
without  changing  their  longitudinal  position,  when  constructed,  arranged,  and  fined  as  and 
for  the  purpose  substantially  as  described.  • 

No.  31,473.— Daniel  Moore,  of  Brooklyn,  N.  Y,—Improrement  in  Fire- Arms  — Pa'ent 
dated  February  19,  1H61. — This  invention  relates  to  a  manner  of  constructing  the  joint  be- 
tween the  banel  and  the  stock,  so  that  they  can  be  turned  for  introducing  the  cartiidge,  or 
enti-^'ly  separated  when  desired.    It  also  relates  to  a  peculiar  mechanism  for  conveying  th«  . 
flanged  metallic  cartndge  into  the  barrel,  or  withdrawing  the  exploded  base. 

Claim. — Fiist,  the  gudgeon  c,  provided  with  a  head,  and  taking  the  semicircular  no:ch  in 
the  projection  from  the  bairel,  in  combination  with  the  spring  d,  and  the  ribs  and  grooves  1 
and  2,  for  the  putposes  and  as  specified.  * 

Second,  the  slide  t,  formed  as  a  fork,  and  provided  with  the  perforated  sole  piece  3,  and 
aemicircular  groove,  to  take  the  flanged  base  of  the  cartndge,  as  set  Ibrth. 

No.  31,474. — Peter  Mihray,  of  Detroit,  Mich. — Improvement  in  Steam  Engines.— Pntent 
dated  February  19,  1861. — The  object  of  this  invention  is  to  admit  the  superheated  and  oidi- 
nary  steam  separately  to  the  cylinder,  to  be  mixed  therein  as  required  for  use,  instead  of  being 
mixed  in  the  main  steam  pipe,  for  the  purpose  of  preventing  waste  of  the  superheated  steam. 

Claim. — Construchng  and  fumishinfl^  the  cylinder  of  the  engine  with  a  system  of  separate 
induction  passages,  ports,  and  valves,  by  which  the  superheated  and  ordinary  steam  are  ad- 
mitted separately  to  the  cylinders,  substantially  as  and  for  the  purpose  specified. 

No.  31,475.— Leonard  M.  Parker,  of  Shirley  Village,  Mass.— /ijiprorcrf  Fruit  Gatherer. 
Patent  dated  February  19,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — My  improved  fruit-picker  as  made  of  a  series  of  wires,  bent  and  arranged  in  tho 
manner  and  connected  with  a  snank  or  pole  socket,  substantially  as  specified. 

No.  31,476. — Hiram  Powers,  of  Florence,  Italy. — Improved  Punching  itfarAine.— Patent 
dated  February  19, 1861. — In  operating  this  machine  the  lever  is  raised,  and  the  cog  engaging 
with  the  punch  shaft,  draws  it  back.  The  plate  to  be  punched  is  then  placed  in  the  trausverso 
<^penings  between  the  socket  or  die  and  abutment,  and  the  lever  is  brought  down  with  force, 
when  the  punch  shaft  is  forced  forward  through  the  material  to  be  punched. 

Claim. — ^The  shoulder  a  and  cog  b  of  the  lever,  acting  in  combination  upon  the  notched 
■haft  No.  3,  in  which  the  punch,  shaft,  or  cutting  instrument  e  is  inserted,  operating  as  speci 
fled  aad  described,  for  punching,  stampuog,  and  cutting  metal  and  other  hard  substancea. 
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No.  31,477. — Daniel  Ruggles,  of  Barre,  Mass. — Improvement  in  Brakes  far  Sewing 
Machines, — Patent  dated  February  19,  1661. — This  invention  will  be  understood  by  reference 
to  the  engraving. 

Claim.— The  employment  of  a  frictional  brake,  with  suitable  levers,  and  the  pin  or  key  rf, 
in  combinutiou  witn  the  driving  balance  or  other  rotating  wheels,  and  the  table  of  a  sowing 
machine,  substantially  as  and  tor  the  purposes  specified. 

No.  31,478.— W.  C.  Salmon  and  George  F.  Bliss,  of  Placerville,  CaL — Improved 
Machine  for  Ipsetting  Tire. — Patent  dated  February  19,  1861. — ^The  clamping  dogs  press 
the  tiro  against  the  jaws  D  D'  and  retain  it  upon  the  bed.  The  tire  in  a  heated  state  is  placed 
on  the  plates,  and  by  the  action  of  the  cam  on  the  sector  the  bed  plate  B  is  forced  towards  the 
bed  plate  A',  both  being  curved,  and  thus  shrinks  the  tire.  A  tenon  on  the  bed  plate  A 
entering  a  slot  in  the  b^  plate  B'  prevents  it  from  being  forced  upward. 

Claim, — The  combination  of  the  stationary  and  movable  bed  plates  A'  and  B,  their  clamping 
dogs  E^  and  F,  and  jaws  D  and  D,  as  set  forth,  with  the  spring  G,  sector  II,  and  cam  J,  with 
its  lever  J',  all  arranged  and  operating  in  the  manner  and  for  the  purposes  set  forth. 

No.  31,479. — GEL.STON  Sanford,  of  New  York,  N.  Y. — Improvement  in  Machines  for 
Treating  Vegetable  Fibre. — Patent  dated  February  19,  1861. — ^The  material  to  be  treated  is 
fed  between  the  rollers  and  exponed  to  the  action  of  the  brushes  and  the  teeth  and  scrapers 
upon  ihe  belt.  When  half  the  fibre  is  cleansed  the  action  of  the  rollers  and  belt  is  reversed 
by  changing  the  gear  of  the  pulleys,  and  the  fibre  is  moved  backward  out  of  the  machine ; 
the  other  half  is  then  treated  in  a  similar  manner,  the  extraneous  matter  being  discharged  at 
the  opposite  end. 

Claim. — ^Ihe  arrangement  of  the  feed  rollers  B  B,  the  brushes,  the  belts  D  D,  armed 
alternately  wuh  teeth  and  scrapers,  as  shown,  and  the  carrying  rollers  £,  the  whole  being 
also  ananged  to  operate  in  reverse  directions  at  will,  as  set  forth. 

No.  31,480. — Silas  T.  Savage,  of  Albany,  N.  Y. — Improvement  in  Store*.— Patent  dated 
February  19,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Clam. — The  emplovment  of  the  base  burning  chamber  B,  external  case  A,  and  partitions 
extending  from  x  to  z'^and  from  z  to  z',  arrang^  as  represented,  whereby  an  indirect  draft  is 
produced  around  the  front,  the  sides,  and  the  back  of  the  stove,  in  the  manner  and  for  the 
purpose  specified. 

No  31,481.— HoRACfrG.  SCOFIELD,  of  Nofth  Stamford.  Conn.— Improvement  in  Sewing- 
Work  Holders. — Patent  dated  Februarv  19, 1861 . — The  object  of  this  device  is  to  hold  the  sewed 
work  so  as  to  allow  it  to  be  stretched  by  the  left,  while  the  needle  is  operated  by  the  right 
hand,  and  to  hold  the  work  so  that  it  may  readily  be  dmwn  through  on  the  opposite  side.  It 
is  designed  to  be  fixed  on  the  knee  of  the  operator  or  other  convenient  place. 

Claim. — The  open-ended  buckle  C  C  G  as  a  new  article  of  manufacture,  when  adapted  to 
*  receive  the  edge  or  a  fold  in  the  cloth  B  to  allow  it  to  be  drawn  forward  at  will  and  to  be 
introduced  and  removed,  substantially  as  and  for  the  purpose  set  forth. 

,  No.  31,482.— Jacob  Shavor  and  A.  C.  Corse,  of  Troy,  N.  Y.-— Improvement  in  Grid- 
irons.— Patent  dated  February  19,  1861. — This  invention  consists  in  the  combination  of  the 
several  parts  so  that  when  meats,  &c.,  are  broiled  therein  and  thereon,  the  smoke  and  gases 
of  the  same  shall  be  conducted  away  and  thereirom  without  arising  in  the  room.  The  reser- 
voir serves  to  receive  the  gravy  from  the  broiling  substance. 

Claim. — The  downwaixl  projecting  side  D'  and  the  downward  projecting  side  D,  in 
combination  with  the  reservoir  c,  as  described  and  set  forth. 

No  31,483.— P.  B.  Sheldon,  of  Prattsburg,  N.  Y.-— Improvement  in  Roll  Blotters.— 
Patent  dated  February  19,  1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim.— The  combination  of  the  two  rollers  a  a,  arranged  in  a  suitable  holder  bcf  either 
with  or  without  the  supplementary  roller  A,  substantially  as  and  for  the  purpose  specified. 

No.  31,484. — JosiAH  SUEPARD,  of  Columbia,  Texas. — Improvement  in  Cotton-Scrapers. — 
Patent  dated  February  19,  1861. — ^The  scraping  plates,  which  are  turned  outward  and'  p.ie 
capable  of  adjustment  at  a  greater  or  less  distance  apart  by  means  of  holes  and  pivoted  ^^Mls, 
are  separated  sufiiciently  to  allow  the  cotton  plant  to  pass  between  them  and  under  the 
machine  without  injury  on  being  dmwn  over  the  rows.  The  joumalled  arms  are  jointed 
together  at  their  roar  ends  by  a  cross-bar  and  can  be  raised  from  the  ground  and  fastened  to 
the  beam  by  a  hook.  The  plates  upon  these  beams  are  turned  inward  so  as  to  gather  and 
throw  the  earth  loosely  about  the  roots  of  the  plants. 

Claim. — ^First,  the  curved  ruimers  C  C,  arrauffed  and  constructed  as  described,  and  in 
combination  therewith  the  scraping  plates  D  D,  when  attached  to  the  runners  by  pivoted  arms 
d  rf,  brace  rods  0  gy  and  bolts  at  c  c,  substantially  as  and  for  the  pui-pcses  set  forth. 

Second,  the  jointed  beams  £  £,  carrying  plates  kkk  k\  and  otherwise  constructed  and 
ananged,  as  and  for  the  purposes  specihed,  when  combined  with  the  numers  C  C. 
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No.  31,485.— Jehial  H.  Simonds,  of  New  York,  N.  Y. — Improved  Hot-Air  Register.^  ' 
Patent  dated  February  19,  1861. — The  claim  and  engraving  will  explain  the^iature  of  this 
invention. 

Claim, — ^The  attaching  of  the  racks  D  to  the  slide  E  at  points  substantially  aa  shown,  so 
as  to  admit  of  the  sectors  C  ^earine  into  the  racks  D,  and  at  the  same  time  admit  of  the  inner 
edge  of  the  slide  serving  as  mner  bearings  for  the  journals  a  at  one  end  of  the  valves,  as  set 
iOrth. 

No.  31,486.— J.  B.\inXETT  Smith,  of  Winfield,  N.  Y. ^Improvement  in  Harvesters.'^ 
Patent  dated  February  19,  l661. — ^The  outer  end  of  the  finger-bar  is  attached  to  a  shoe  which 
has  an  inclined  bar  T  attached  to  it  by  a  screw,  and  to  tne  back  part  of  the  shoe  a  vertical 
bar  U  is  attached  by  a  screw,  said  bar  having  a  roller  V  at  its  lower  end,  so  that  both  roller 
and  bar  may  be  readily  attached  to  or  detached  from  the  shoe,  and  either  or  both  be  used  as 
circumstances  may  require. 

Claim. — ^The  arrangement  of  the  removable  inclined  barT  with  the  shoe  S  and  roller  V,  as 
shown  and  described. 

No.  3 J, 487.— William  H.  Smoote,  of  Prince  William  county,  Va.,  assignor  to  HimseH 
Franklin  Tayi^or,  C.  A.  Nelson,  and  Montreville  Cornnell,  of  same  place. —/rrt;?ro»«i 
Method  of  Making  Wooden  Vessels  of  Staves. — Patent  dated  February  19,  1861. — ^The  barrel 
or  cask  is  formed  by  securing  the  staves  together  by  means  of  a  wire  passing  through  holes  made 
edgewise  through  the  staves,  a  small  piece  of  the  wood  being  removed  on  the  exterior  of  on© 
stave  for  clampmg  the  ends  of  the  wiie  together. 

Claim. — Forming  barrels,  casks,  and  other  vessels  of  wood  without  external  hoops,  by  the 
mode  described  and  set  forth  and  for  the  purposes  mentioned. 

No.  31,488. — William  W.  Snow,  of  Jersey  City,  N.  J. — Improvement  in  Car  Wheels.-^ 
Patent  dated  February  19,  1861. — ^This  invention  is  explained  by  the  claim  and  engiaving. 

Claim. — Uniting  the  hub  and  rim  of  a  car  wheel  by  two  plates,  the  front  one  beiug  corru- 
gated near  its  perimeter  so  as  to  cross  the  rim  or  tread  in  a  waved  line,  and  the  back  plate 
being  convex  and  uniting  with  the  flange,  and  the  whole  constructed  substantially  as  set 
forth  and  for  the  purpose  specified. 

No.  31,489. — ^James  Spear,  of  Philadelphia,  Pa. — Improvement  in  Cooking  Stoves  and 
Ranges. — Patent  dated  February  19,  1861. — The  nature  of  this  invention  consists  in  providing 
a  cooking  stove  or  range  with  a  sifting  pan  in  the  hearth,  in  order  to  sift  the  ashes  as  they  aro 
raked  from  the  grate  or  fire  chamber,  and  also  in  placing  a  large  drawer  or  reservoir  under  the 
sifting  pan,  in  order  to  contain  the  sifted  ashes.  The  hearth  of  the  stove  or  range  is  so  con- 
structed as  to  enable  those  using  it  to  remove  both  the  sifted  coal  and  ashes,  or  either  of 
them,  from  the  hearth  of  the  stove  or  range  without  the  use  of  a  shovel. 

Claim, — The  combination  of  the  sifting  and  ash  drawers  A  and  B  with  the  curved  or  guido 
plate  D,  when  used  in  connexion  with  a  stove  or  range  in  which  the  stove  extends  under  ths 
tire  grate. 

No.  31,490. — P.  H.  Standish,  of  Pacheco,  Cal. — Improvement  in  Harvesters. — Patent 
dated  February  19,  1861. — As  the  machine  is  drawn  along,  the  scolloped  edge  of  the  driving 
wheel  E  bears  against  the  rollers  b  b  of  the  bar  H,  fixed  on  the  rock-shaft,  thus  giving  it  a 
vibratory  movement,  and,  through  the  mediumof  a  bar  j  and  connecting  rod,  a  reciprocating 
motion  is  given  to  the  sickle.  The  end  of  the  rock-shaft  rests  in  a  bearing  in  the  guide  I, 
attached  to  the  main  frame,  and  a  wedge  d  retains  it  in  its  proper  place,  said  wedge  being 
bent  against  the  spring/,  and  thus  allowing  a  yielding  movement  of  the  shaft. 

Claim. — The  anangement  of  the  spring/,  wedge  a,  and  guide  I,  with  the  frame  A,  shaft 
F,  pallet-bar  H,  and  scolloped  wheel  £,  in  the  manner  and  for  the  purposes  set  forth. 

No.  31,491.  —  Frank  J.  SteiiAtauser,  of  Lancaster,  Pa. — Improvement  in  Snotih 
Ploughs. — Patent  dated  February  19,  1861. — ^This  invention  consists  in  attaching  hoop- 
shancd  cutters,  or  snow-bieakers,  in  the  front  of  the  machine,  to  shafts  containing  a  number 
of  sDovels  set  spirally  on  each  side  of  the  machine,  the  back  part  of  the  same  being  provided 
with  adjustable  toothed  or  cutting  wheels,  for  the  purpose  of^breaking  the  ice  off  the  rails. 

Claim. — ^The  circular  breakers  A  and  shovels  B,  together  with  the  ice-breakers  F  and  G, 
as  arranged,  in  combination  with  the  ordinary  snow-plough  D,  for  the  purpose  of  removing 
snow  and  ice  from  railway  tracks. 

No.  31,492.— William  Stewart,  of  Philadelphia,  Fa.— Improvement  in  Jtft7/«.— Patent 
dated  February  19,  1861.— Secured  to  a  vertical  shaft  is  a  frustum  of  a  cone,  upon  which  are 
placed,  one  over  the  other,  rings  or  bands,  provided  on  their  periphery  with  teeth  or  corruga- 
tions, the  rings  being  secured  to  their  body,  so  as  to  prevent  them  from  taming.  Within  th« 
conical  shell  I)  is  secured  a  series  of  cast  metal  rings  or  bands,  each  provided  with  a  projec- 
tion at  their  enter  sides,  fitting  in  a  groove  in  a  shell,  to  prevent  their  taming.    By  this 
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arrangement,  tbe  article  to  be  ground  passes  consecutiTelj  through  a  series  of  grinding 
deviceSf  caosi^  tbe  same  to  be  ground  in  a  uniform  manner. 

Claim. — ^The  construction  of  the  grinder  with  a  series  of  conical  toothed  lings  or  concaves 
£,  placed  one  above  tbe  other  witbin  an  exterior  conical  case  D,  and  a  series  of  conical 
grinding  tootbed  rings  C,  placed  one  above  tbe  ctber  upon  a  cone  B,  the  whole  arranged  and 
operating  in  tlie  manner  and  for  the  purpose  shown  and  described. 

No.  31,493— Jonathan  R.  Supplee,  of  Bridgeport,  Pa. — Improvement  in  RadiiUors, — 
Patent  dated  February  19,  18G1.— The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — Having  tbe  openings  at  the  under  side  of  the  drum  A  of  the  conical  or  straight 
pipes  B  B  made  larger  in  proportion  to  the  distance  from  the  cold-air  flue  F;  also  similar 
oneuine^  around  the  sides  and  ends  of  tbe  drum,  thereby  equalizing  tbe  draught  through 
all  the  heating  surface,  substantially  as  described. 

No.  31,494.— William  Taylor,  of  Beriin,  tf.Y.— Improvement  in  Guides  for  Laying 
Cord. — Patent  dated  February  19,  1861. — ^Tho  object  of  this  invention  is  to  lay  tbe  cord 
between  tbe  folds  of  the  linen,  where  it  is  stitched  at  tbe  same  time,  and  it  consists  of  a  block 
having  two  slots  in  its  upper  surface,  and  firmly  screwed  to  the  front  part  of  a  sewing 
machine.  In  one  of  the  slots  is  placed  one  end  of  a  bent  arm,  having  at  its  other  extremity 
a  book-shaped  piece,  which  is  brought  near  tbe  needle,  and  provided  at  its  point  with  a 
tube,  which  conducts  tbe  cord  to  tbe  hook.  This  hook  is  hinged  to  the  arm  so  as  to  admit 
of  being  turned  at  right  angles,  so  that  its  point  lays  the  cord  on  either  the  left  or  right  edg© 
of  the  centre  piece  of  tbe  shirt  bosom.  A  spring  C,  bearing  against  tbe  hook,  retains  it  in 
position. 

Claim, — ^Tho  hinged  cording  device,  constructed  and  operating  substantially  as  described, 
and  for  the  purpose  set  forth. 

No.  31,495.— Enoch  Thomas,  of  Beverly,  Va. — Improvement  in  Presses, — Patent  dated 
February  19,  IH6\. — Between  two  toothed  standards  are  arranged  the  journal  boxes  of  a 
shaft  which  carries  a  pair  of  cams.  Upon  the  shaft  are  hinged  collars  which  permit  the 
boxes  to  be  removed  from  tbe  standards,  thus  enabling  the  shafts  to  bo  raised  or  lowered. 
Movable  followers  are  placed  in  succession  upon  the  platform,  and,  being  caught  by  a  hook, 
are  deposited  in  succession,  one  above  tbe  other,  at  each  revolution  of  the  cam-shaft.  The 
follower  being  forced  down  by  the  cams,  is  prevented  from  rising  by  a  retainer,  which  con- 
sists of  a  collar  or  band  provided  with  ears,  pivoted  in  boxes,  each  held  between  a  pair  of 
clamps  which  permit  tbe  descent  of  the  retainer,  but  prevent  it  from  rising. 

Claim. — Fiist,  the  movable  boxes  C  and  collars  T,  combined  with  the  cam-shaft  D  and 
wheels  F,  in  tbe  manner  and  for  the  purposes  set  forth. 

Second,  tbe  use  of  tbe  detached  followers  R,  between  the  cams  £  and  follower  H,  m  tbe 
manner  and  for  the  purposes  set  forth. 

Third,  the  combination  of  the  ears  J,  toothed  boxes  K,  and  spring  ratchet-clamps  L,  opera- 
ting to  retain  the  follower  H,  as  explained. 

Fourth,  the  oil-plates  S,  interposed  between  the  cams  E  and  followers  H  or  L,  for  the 
reduction  of  frictiouj  as  set  forth. 

No.  31,496— W.  H.  Topham,  of  New  Bedford,  Uass.—Improvement  in  Lamws.— Patent 
dated  February  19,  1861. — The  object  of  this  invention  is  to  supply  the  flame  with  a  requisite 
amount  of  oxygen  to  support  proper  combustion,  and  to  present  the  air  to  tbe  flame  in  a  warm 
state..  In  the  upper  half  of  the  cap  is  secured  an  elastic  metal  plate,  the  ends  of  which  pro- 
ject inwardly,  which,  with  a  spring  on  the  opnosite  side  of  tne  cap,  soives  to  retain  tbe 
chimney  in  position,  admitting  of  the  use  of  chimneys  of  difierent  size,  and  also  of  their 
expansion  by  the  beat.  Tbe  plates  G  are  designed  to  prevent  the  air  from  coming  in  contact 
with  the  edffes  of  the  flame  bilow  the  cap,  so  as  to  allow  the  flame  to  spread  tbe  full  length 
of  tbe  slot,  by  which  means  a  small  wick  may  be  used. 

Claim. — The  arrangement  of  the  flanj^  screw-socket  H  and  disk  c,  with  the  band  6,  tubes 
D  £  F,  and  cap  1,  in  the  manner  and  tor  the  purpose  shown  and  described. 

The  employment  or  use  of  the  double-armed  spring  K,  in  combination  with  the  cap  I  and 
spring  L,  in  the  particular  manner  shown  and  described,  for  the  purposes  set  forth. 

Tbe  arrangement  of  the  rings  or  plates  G,  to  extend  from  the  plate  c  to  tbe  inner  surface  of 
the  cone  or  deflector  J,  so  as  to  enclose  the  flame,  all  in  the  manner  and  for  tbe  purposes 
shown  and  described. 

No.  31,497.— E.  P.  TORREY,  of  New  York,  N.  Y. ^Improvement  in  Ice-Cream  Freezers.-- 
Patent  dated  February  19,  1861. — ^An  agitator  is  attached  to  the  rotating  shaft  of  tbe  can, 
and  consists  of  a  horizontal  arm,  from  which  a  plate  C  extends  in  a  vertical  direction,  which, 
as  the  shaft  is  rotated,  sweeps  through  the  freezing  mixture,  thus  eflectually  mixing  it  and 
hastening  tbe  freezing  process. 

C^aim.— Tbe  arrangement  of  a  rotary  agitator  F,  or  its  equivalent,  in  combination  with  a 
can  A  and  tub  D  of  an  ice-cream  frtiezer,  constructed  and  operating  substimtially  in  the  man- 
ner and  for  the  purpose  specified. 
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No.  31,4d&— J.  H.  TOTMAN,  of  Plattsburg,  N.  Y,^Jmproved  Method  of  Hanging  and 
Securing  Reciprocating  Mill-Saws, — Patent  dated  February  19,  1861. — The  rear  gauge  has 
a  lip,  teit  upon  its  Iree  edge  at  right  angles  with  its  vertical  side,  through  which  lip  are 
made  cuts  for  holding  the  saw  in  place.  In  the  front  gauge  are  vertical  cuts,  through  which 
the  saws  pass.  The  upper  and  lower  portion  of  the  gate  are  formed  of  two  bars,  between 
which  pass  hooks  which  take  hold  of  pins  upon  the  saws.  The  hooks  are  held  in  position 
by  keys,  on  withdrawihg  which  the  saws  may  separately  be  loosened  and  removed  for 
sharpening. 

Claim. — ^The  employment  of  the  front  gauge  c,  the  rear  gauge  c',  the  hook  d,  and  kev  e, 
"when  these  devices  are  constructed  and  operated  in  the  manner  and  for  the  purpose  specified. 

No.  31,499.— James  S.  Wethered  and  Selim  E.  Woodworth,  of  San  Francisco,  Cal. — 
Improved  Process  for  treating  the  ores  of  Precious  Metals. — Patent  dated  February  19, 
1861. — ^The  claim  will  explain  the  nature  of  the  invention. 

Claim. — ^The  above-described  process  of  treating  ores,  consisting  of  the  use  of 
combination  with  a  mixture  of  pulverized  ore,  carbon,  a  solution  of  salt,  soda-asi 
cory,  in  the  manner  and  for  the  purpose  set  forth. 

No.  31,500. — Seth  H.  Whttmore,  of  Cincinnati,  O. — Improvement  itkBteam  Ei^ 
gines. — Patent  dated  February  19,  1801. — This  invention  consists  of  a  cut-off^  •  ivhich  is 
brought  directly  under  the  control  of  the  governing  power,  so  Ihat  the  admission'  of -fiteam 
shall  correspond  to  and  be  regulated  by  the  slightest  variation  of  the  speed  of  the  engine. 

Claim. — ^First,  the  above-described  apparatus,  consisting  of  the  sliding  bar,  the  catches, 
books,  plungers  or  lifters,  and  rod  13,  combined  and  arranged  substantially  as  described,  for 
operating  the  cut-off  and  exhaust  valves  of  a  steam  engine. 

Second,  the  application  to  the  above  apparatus,  arranged  substantially  as  described,  of  an 
automatic  governor  operating  through  the  rod  13,  to  trip  the  cut-off  valves  at  any  desirable 
point  in  the  stroke. 

Third,  the  reciprocating  bar  11,  carrying  the  stationary  catches  for  opening  the  valves,  and 
by  its  return  movement  opening  the  exhaust  by  impinging  against  the  cranks  6  6,  substan- 
^ly  as  described. 

Fourth,  the  plungers  with  their  cylinders  or  slotted  arms  jointed  to  the  rod  13,  for  dlsen- 
gamn^  the  hooks  8  8  from  the  catches  9  9,  constructed  substantially  as  described. 

FHtn,  the  hooks  8  8,  when  combined  with  the  cranks  6  6  and  operating  in  connexion  with 
the  catches  9  9,  substantially  as  described. 

Sixth,  the  independent  adjustable  valve-seat  19  19  19,  in  connexion  with  the  oscillating 
valves  1  1,  substantially  as  described. 

Seventh,  the  hollow-throated  valves  1 1,  when  combined  with  the  cut-off  arrangement  de- 
scribed in  the  first  claim. 

No.  31,501. — John  Whitten,  of  Boston,  Mass. — Improvement  in  Fracture  Apparatus. — 
Patent  dated  February  19,  1861. — The  calf  and  thich-rests  B  C  are  hinged  together  end  po 
end,  and  the  thigh-piece  is  hinged  to  the  end  of  the  platform  A.  Struts  operating  in  ratchets 
on  tiie  platform  support  the  calf  and  the  thigh-rests  at  any  angle,  so  as  to  admit  of  bending 
the  leg  of  the  patient.  The  foot-piece  is  attached  to  screws  moving  in  the  slide  B  C,  between 
the  posts  c  and  at  the  end  of  the  calf-piece.  Both  rests  are  provided  with  hinged  sides,  which 
are  retained  by  a  button.  At  the  end  of  the  thigh-rest  is  a  slide  provided  with  slotted  arms, 
which  slide  in  recesses  in  the  thigh-rest.  Screws,  passed  through  the  slot,  retain  the  slide  in 
any  position. 

Claim. — ^An  improved  splint  as  made  not  only  with  thigh  Mid  calf  rests  B  C  hinged  together, 
bnt  with  a  foot-piece  H  and  straining  screws,  and  an  adjustable  thigh-slide  L  and  crotch- 
cushion  M  applied  to  the  two  rests,  suostantially  in  manner  and  so  as  to  be  capable  of  opera- 
ting as  descnbed. 

No.  31,502. — R.  A.  Wilder,  of  Crcssona,  Pa. — Improved  Machine  for  Breaking  Coal. — 
Patent  dated  February  19,  1861. — ^This  invention  consists  in  the  use  of  one  or  more  toothed 
disks,  so  arranged  in  relation  to  the  hopper  as  to  ibim  one  of  the  sides  of  the  hopper,  and 
working  in  connexion  with  a  rctaininp^  device  that  is  also  a  part  of  the  hopper,  so  that  the 
coal  shall  all  be  broken  to  a  uniform  size  before  it  can  escape  from  the  hopper. 

Claim. — First,  so  constructing  and  arranging  a  rotating  toothed  disk  in  a  coal-breaking 
machine  as  that  it  shall  serve  the  purpose  of  a  coal-breaker  as  well  as  form  one  of  the  sides  of 
the  hopper  into  which  the  coal  to  oe  broken  is  thrown,  substantially  as  described. 

Also,  in  combination  with  a  rotating  toothed  disk,  forming  one  side  of  the  hopper,  a  per- 
forated plate  or  plates  F,  forming  the  bottom  of  said  hopper,  substantially  as  described. 

Also,  hinging  the  bottom  of  the  hopper  F  at  its  middle  and  adjusting  it  at  its  ends,  for  the 
purpose  of  passing  coal  to  or  from  the  centre,  or  to  or  from  the  larger  and  smaller  openings 
m  it,  BO  as  to  brefi&  the  coal  of  greater  or  less  sizes,  substantially  as  described. 

Also,  in  combination  with  the  rotating  disk  and  the  perforated  bottom,  the  curved  shroud- 
ings E,  as  and  for  the  purpose  described. 

Also,  constructing  and  operating  a  coal-breaking  machine  so  that  the  teeth  or  knives  of 
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one  rotated  vertical  disk  shall  pass  the  teeth  or  knives  of  the  other  rotated  vertical  disk  in 
oppoRite  directions,  so  that  they  may  strike  the  coal  that  comes  between  them  on  opposite 
sides  at  the  same  moment,  for  the  purpose  of  cracking  the  coal  into  pieces,  and  preventing 
the  waste  by  crushing  or  pulverizing,  substantially  as  described. 

No.  31,503.— Frederick  Wilford,  of  Eagle,  Vi'ia,— Improved  Apparatus  for  Walling 
Wells  J  Cisterns^  fire,  with  Grout, — Patent  dated  February  19,  1861. — This  invention  con- 
sists of  a  cylinder  constructed  in  two  parts,  which  are  hinged  together  longitudinally,  and 
provided  with  a  hingod  or  swmging  stave  and  extension  brace  or  stretcher  to  hold  it  in  po- 
sition. When  in  use,  it  is  placed  in  the  bottom  of  the  well,  and  the  space  around  it  filled  with 
grout,  which  is  allowed  to  become  set  or  hardened.  The  extension  braces  are  then  sprung 
upwarO,  when  the  movable  stave  will  be  drawn  inward,  and  the  two  halves  of  the  cylinder 
will  collapse.  It  is  then  drawn  up  to  near  the  top  of  the  grout,  sprung  out  again,  and  the 
oi)eraUou  repeated  until  the  wall  is  completed  to  the  top  of  the  well. 

Claim. — First,  a  hollow  cylinder,  to  be  constructed  in  two  main  parts  and  hinged  together, 
in  combination  with  the  movable  or  swinging  stave  and  the  stretchers  or  extension  braces,  to 
be  coDstrueted  and  operated  substantially  as  described  and  set  forth. 

Second,  the  movable  or  swinging  stave  in  combination  with  the  stretchers  or  extension 
braces  aud  connecting  rod,  the  whole  to  be  constructed  and  operated  substantially  as  described 
and  set  forth. 

No.  31, r>04.— William  T.  Wiluams,  of  New  York,  N.  Y.^Improrement  in  Animal 
Traps. — Patent  dated  February  19,  JdGl. — Underneath  the  swinging  tlups  forming  the  top 
of  the  box  are  the  supports  e  e,  which  support  the  flaps  in  a  horizontal  position.  The  bait- 
hook  is  attached  to  the  ends  of  the  levers//,  and  on  pulling  the  bait  the  levers  press  the  sup- 
ports outward,  which  causes  the  flap  to  tail.  Under  the  naps  is  a  partition  of  two  inclined 
sides  in  ibrm  of  a  hopper,  having  the  bottom  closed  by  a  weighted  valve,  which  on  being 
opened  admits  the  animals  into  a  receptacle  below. 

Claim. — ^The  flaps  d  d  and  levers//,  in  combination  with  the  supports  c  e,  in  the  manner 
and  for  the  purposes  specified. 

Also,  the  valve  c,  in  combination  with  the  flaps  d  dy  and  supports  e  e,  acting  in  connexioB 
with  the  receptacle  a,  as  and  for  the  purposes  set  forth. 

No.  31,505.— Charles  Wilson,  of  Brooklyn,  N.  Y. — Improvement  in  Tightening  Ropm 
on  Cotton  Bales. — Patent  dated  February  19,  J801. — Placed  loosely  upon  a  shaft  is  a  collar, 
one  end  of  which  is  enlarged  and  made  internally  conical.  The  collar  is  provided  with  a 
rope,  and  on  the  other  end  of  the  shall  is  a  sliding  cone,  which  is  made  to  engage  with  the 
collar  by  means  of  the  lever  hung  below  the  shaft.  The  rope  ft"om  the  collar  is  attached  to 
the  rope  on  a  bale,  and  the  action  of  a  windlass  serves  to  tighten  the  rope  and  compress  the 
bale. 

Claim, — The  arrangement  of  the  windlass  C  and  attached  hollow  cone  D  with  the  sliding 
cone  F,  weighted  lever  I,  fork  G,  collar  C,  and  shaft  B,  in  tlie  manner  and  for  the  purposes 
shown  and  described. 

No.  31,500. — A.  H.  Wood,  of  Boston,  Mass. — Improvement  in  Gas-Burner  Regulator, — 
Patent  dated  February  19,  18(>1. — In  the  pipe  connecting  the  burner  and  entrance  pipe  is  a 
chamber  which  forms  the  seat  lor  a  throttle- valve,  having  m  it  a  basin  for  the  reception  of  the 
condensed  tarry  matters,  and  this  valvo  closes  the  opening  admitting  gas  to  tlie  burner.  The 
removable  cap  is  for  the  purpose  of  allowing  the  valve  to  be  removed  and  cleaned. 

Claim. — A  regulator  for  gas  fixtures,  gas-burners,  &c.,  constructed  and  arranged  substan- 
tially ni>  described,  so  as  to  constitute  not  only  a  throttle-valve,  but  also  a  receptacle  or  basin, 
susceptible  of  removal  for  cleansing,  for  receiving  the  condensed  matters  or  tarry  products 
ovolveil  from  the  gas. 

No.  31,507.— Davis  B.  Woodward,  of  Ercildoun,  Pa. — Improvement  in  Rakes. — Patent 
dated  Fel)ruary  19,  1861. — The  frame  to  which  the  rake  teeth  are  attached  is  hung  loosely 
upon  the  axle,  to  allow  of  a  rocking  or  tilting  motion.  When  the  accumulated  hay  is  to  be 
discharged  from  the  rake  teeth,  a  bar  is  brought  in  contact  with  ratchet  teeth  by  means  of 
the  lever,  which  depresses  the  front  part  of  the  frame,  and  consequently  raises  the  teeth  in 
the  rear. 

Claim. — ^The  rocking  frame  Al,  having  the  teeth  1 1 1  i  applied  to  it  in  the  manner  described, 
in  combination  with  the  rock-shaft  O,  cam  wheels  D  D,  bar  B,  and  ratchet  wheels  A2  A2, 
these  several  parts  being  constructed  and  arranged  for  joint  operation,  in  the  manner  and  for 
the  purposes  specified. 

No.  31,508.— Philip  H.  Woolsey,  of  Andes,  N.  Y.— Improvement  in  Feeding  Tavering 
Lumber  to  Rotary  Planers, — Patent  dated  February  19,  1861. — ^The  swingmg  frame  is  pro- 
vided with  a  yielding  joint  at  the  points  of  attachment  thereto  of  the  journals  of  the  second 
feed-roller,  whereby  in  planing  cuneate  forms  whose  sides  have  a  mnch  greater  angle  between 
tbem  thui  Uiose  of  shinglsB  the  plane  of  motion  of  the  revolving  cutter  m  kept  more  pedecttj 
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in  the  plane  of  the  surface  of  the  wedge  \vluch,  whilst  passing  through  the  machine,  is  being 
operated  on  thereby,  and  a  more  even  surface  produced  thereon. 

Claim. — Providing  the  swinging  or  moving  frame  E  with  a  yielding  joint  at  E',  the  same 
operating  therewith  substantially  in  the  manner  described  and  tor  the  purpose  specified. 

No.  31,509.— Arcalous  Wyckoff,  of  Elmira,  N.  Y.— Improved  Machine  for  Cutting 
Wooden  Troughs, — Patent  dated  February  19,  1861. — Upon  a  vertical  shaft  are  attached 
rotary  edge  cutters  or  trimmers,  the  upper  ones  cutting  the  upper  side  of  the  trough,  and  the 
lower  ones  trinmiing  the  edges,  so  as  to  insure  a  uniform  width  to  each.  The  cylindrical 
cutters  consist  of  annular  heads,  provided  with  a  series  of  cutting  edges  or  lips  anauged  at 
equal  distances  around  the  annulus,  with  spaces  or  throats  for  the  passage  of  chips.  Irame- 
diiUely  behind  the  cutters  are  placed  win^  or  flanges,  projecting  trom  the  cylinder  an  equal 
distance  with  the  cutters,  for  clearing  the  chips  out  from  the  kert. 

Claim, — ^The  combination  and  arrangement  of  two  annular  cutters  or  cutting  cylinders  B  C, 
one  being  of  larger  diameter  than  the  other,  and  both  cutting  concentrically,  for  the  purpose  of 
forming  a  succession  of  gutters  or  oaves  troughs,  finished  inside  and  outside  from  each  piece 
of  plank  or  scantling,  the  outer  portion  of  one  being  taken  from  the  core  of  the  next,  while  a 
crescent-shaped  piece  is  saved  between  the  kerfs  of  me  two  cutters  to  be  utilized,  substantially 
as  specified. 

Also,  in  combination  with  the  described  cylindrical  cutters  B  C,  edge-cutters  and  trimmers 
e  e  and//,  arranged  substantially  in  the  manner  and  for  the  purposes  shown  and  described. 

Also,  the  arrangement  of  the  wings  or  flanges  d  rf,  extending  back  upon  the  cutting  cylin- 
ders from  the  heels  of  the  cutting  edges  i  i,  in  combination  with  the  said  cutting  edges,  so  as 
to  keep  the  same  and  the  throats  between  them  immediately  and  continually  unobstructed  by 
the  chips  as  fast  as  formed,  substantially  as  specified. 

No.  31,510. — John  E.  Atwood,  of  Mansfield  Centre,  and  Lewis  Leigh,  of  Seymour, 
Conn.,  assignors  to  Themselves,  J.  E.  Atwood,  of  said  Mansfield  Centre,  Vernon  A. 
Messinger,  of  Boston,  and  Virgil  A.  Messing  er,  of  Canton,  Mass. — Improvement  in 
Machines  for  Sorting  Silk  Thread, — Patent  dated  February  19,  1861. — The  invention  con- 
sists in  certain  devices  constituting  a  stop  motion  employed  in  combination  with  a  bobbin  on 
which  the  thread  is  taken  up  from  the  gauging  apparatus,  for  the  purpose  of  stopping  the 
thread  passing  through  that  apparatus  on  the  occurrence  of  a  variation  in  size  beyond  ceitain 
limits,  so  that  by  the  use  of  two  or  more  bobbins  each  to  take  up  all  the  thread  between  cer- 
tain limits,  and  the  changing  of  one  for  another  whenever  the  stop  motion  acts,  the  sorting 
into  as  many  thicknesses  between  certain  limits  as  may  be  desired  is  effected. 

Claim. — First,  the  stop  motion,  consisting  of  the  pins  / 1'  in  the  indicator  D2,  the  notched 
lever  L,  and  the  lever  M,  the  whole  applied  and  operating  substantially  as  described,  in  com- 
bination with  each  other  and  with  the  winding  bobbin  and  its  driving  apparatus. 

Second,  the  screw  d  and  stop  c,  applied  in  combination  with  the  lever  D2,  substantially  as 
and  for  the  purpose  specified. 

Third,  the  adjusting  screw  E,  applied  and  operating  in  combination  with  the  lowest  of  the 
lovers  canying  the  gauging  rollers,  substantially  as  and  for  the  piu*pose  set  forth. 

No.  31,511.— CiLVRLES  W.  Caiioon,  of  Portland,  Me.,  assignor  to  James  B.  Cahoon,  of 
said  Portland. — Improvement  in  Lamps. — Patent  dated  February  19,  1861. — To  a  projection 
from  the  upper  part  of  the  handle  is  pivoted  a  thumb-lever,  to  which  is  attached  a  broad  ring, 
fitting  over  the  upper  end  of  the  thimble  of  the  burner.  This  ring  supports  a  chimney,  and 
has  also  connected  to  it  a  chimney  guard,  which  consists  of  a  series  of  wires  projecting  up- 
ward, with  a  ring  connecting  their  upper  parts.  Underneath  the  thumb-lever  is  placed  a 
spring,  which  keeps  the  latter  in  position,  and  upon  the  upper  part  is  a  guard  to  prevent  the 
tnumb  from  coming  in  contact  with  the  heated  chimney,  by  depressing  the  lever  the  chim- 
ney is  removed  to  permit  access  to  the  burner.  In  one  side  of  the  metal  lamp  is  secured  a 
glass  phito,  for  the  purpose  of  ascertaining  the  amount  of  fluid  in  the  lamp. 

Claim, — The  combination  of  chimney  fastenings  with  a  thumb-lever,  substantially  as 
described,  so  that  the  chimney  may  be  withdrawn  by  pressure  upon  the  lever. 

Also,  the  combination  of  a  guard  with  the  thumb-lever,  the  said  guard  being  located  be- 
tween the  chimney  and  that  end  of  the  lever  to  which  pressure  is  applied,  substantially  as 
described. 

Also,  the  combination  of  a  spring  with  a  thumb-loyer  fitted  with  chimney  fastenings,  sub- 
stantially* as  described. 

Also,  the  combination  of  a  chimney-guard  with  a  thmnb-lever,  substantially  as  described. 

Also,  the  combination  of  an  opaque  lamp  body  with  a  transparent  plate,  substantially  as 
described. 

No.  31,512.— John  Henry  Gould,  of  Philadelphia,  Pa.,  assignor  to  Henry  E.  Wal- 
lace.— Improvement  in  Packing  for  Steam  Engines. — Patent  dated  February  19,  1861. — 
The  alloy  used  in  this  composition  consists  of  lead,  antimony,  block  tin,  and  bismuth,  fused 
together  and  thoroughly  incorporated.  Two  half  cylinders,  consisting  of  the  alloy,  are  placed 
upon  the  piston  rod ;  each  end  of  the  cylinder  has  a  concave  space  and  raised  flange  to  form 
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boxes  for  tho  jo'iDt.    An  luclia-mbber  ring  is  placed  arooncl  the  alloy,  so  as  to  press  the  two 
half  cylinders  around  the  rod. 

Claim. — The  application  of  ludia-mbber,  steel  spriups,  or  other  elastic  substances,  in  com- 
bination with  the  alloy,  tho  composition  of  which  is  given  above,  in  tho  manner  and  form  set 
forth,  to  produce  a  steam-tight  joint. 

No.  31,51:?.— D.  F.  IIaasz,  of  Philadelphia,  Pa.,  assignor  to  Himself  and  Thomas  Nash, 
of  said  Philadelphia. — Improxcmcnl  in  Apparatus  for  Ascertaining  the  Fares  an  Public  Con- 
veyanccs. — Patent  datetl  Febnmry  ID,  16(11. — This  invention  consists  of  a  box  having  two 
compartments  communicating  with  each  other  by  a  zigzag  passage,  the  lower  end  of  which 
is  furnished  with  a  valve  and  shield,  the  box  having  a  sliding  door,  and  arranged  so  as  to 
afiford  a  receptacle  for  a  number  of  balls,  one  of  which  is  dropped  into  the  box  on  tho  pay- 
ment of  a  fare,  so  as  to  enable  a  person  at  the  end  of  tho  route  to  ascertain  the  number  of 
fiires  collected  on  the  route. 

Claim. — A  box  A,  its  two  compartments  C  and  D,  the  zigzag  passage  a,  valve  e,  shield  /, 
and  the  sliding  door  B,  or  its  equivalent,  tho  whole  bein^  arranged  as  and  for  the  purpose 
set  forth. 

No.  31,514.— George  Herdtpeldeu,  of  New  York,  N.  Y.,  assignor  to  Himsolf  and 
Charles  Lammrich,  of  said  New  York. — Improved  Underground  neceptacle  for  flattM 
Matter. — Patent  dated  February  19,  18(51. — This  invention  consists  of  a  box  sunk  into  the 
ground  level  with  tho  surface  of  the  street  or  sidewalk,  and  provided  with  covers  sufficiently 
strong  for  tho  sitstalning  of  persons  or  bodies  passing;  and  to  this  box  is  applied  a  drain  or 
pipe  to  convey  away,  either  into  the  soil  or  a  sewer,  the  liquid  matter  that  may  bo  tlirown  into 
said  receptacle. 

Claim. — The  receptacle  for  ashes,  garbage,  &c.,  fonned  of  the  box  c  and  covers  /,  in  com- 
bination with  tho  chamber  g  and  pipe  t,  for  the  purpose  and  as  specified. 

No.  31, .'^15. — Isaac  H.  Hobbs,  of  Philadelphia,  Pa.,  assignor  to  Himself  and  WnxiAM 
H.  Clakki:,  of  said  Philadelphia. — Improvement  in  Huling  Guides  for  Fountain  Pens. — 
Patent  dated  February  19,  lfc<il. — The  pen  is  provided  with  an  adjustable  tongue,  having  a 
lateral  projection  or  guide  on  one  side,  whereby,  in  ruling  with  the  pen,  the  ink  is  prevented 
from  running  into  contact  with  tho  ruler,  and  thus  blotting  the  paper. 

Claim. — The  application  to  a  fountain  pen  of  the  lateral  projection  or  ruling  guide  ^,  the 
same  bcin^  constructed  and  applied  to  an  adjustable  tongue  (.',  so  as  to  operate  substantially 
in  the  manner  and  for  the  purpose  specilied. 

No.  31,510.— L.  P.  Mara,  of  New  York,  N.  Y.,  a-ssignor  to  John  B.  Murray,  of  said 
.New  York. — Improvement  in  Newspaper  lyrappers. — Patent  dated  February  19,  ItHJl, — The 
claim  and  engraving  will  explain  tho  nature  of  this  invention. 

Claim. — Combining  with  a  newspaper  wrapper  a  dried  marginal  coating  of  gum  acacia  or 
•  other  suitable  adhesive  material,  substantially  as  described. 

No.  31  ,-517.— George  W.  McMixn,  of  Covington,  Ky.,  assignor  to  Himself  and  R.  T. 
Reily,  of  Cincinnati,  Ohio. — Improvement  in  Metallic  Springs. — Patent  dated  February  19, 
It^til. — The  sprinj^  is  formed  with  alternate  bosses  and  depressions,  instead  of  tho  usual  bolt 
and  perforations,  lor  the  purpose  of  increasing  its  strength,  and  allowing  a  freer  play  within 
each  other. 

Claim. — First,  forming  the  leaves  of  a  metallic  spring  with  alternate  bosses  D  and  depres- 
sions C,  adapted  to  rest  one  within  another,  in  tho  manner  and  for  tho  puiposes  set  forth. 

Scc6ud,  in  the  described  combination  with  the  above,  the  clamp  D  E,  adapted  to  confine 
or  release  the  parts  of  the  spring,  in  the  manner  set  forth. 

No.  31,518.— Herrman  MiJLLER  and  Charles  Majer,  of  New  York,  N.  Y.,  assignorg 
to  Themselves,  I^ITZ  Kasefano,  and  Louis  Bel\uohi:,  of  said  New  York. — Improvement  in 
Cigar  Machines. — Patent  dated  February  19,  IbOl. — ^The  apparatus^de^igned  lor  tho  tilling 
process  is  constructed  of  rollers  and  a  concave,  in  such  a  manner  that  the  leaf  tobacco  placed 
in  the  hollow  of  these  parts  will  be  rolled  up  and  form  a  proper  core  by  the  revolution  of  the 
rollers.  The  rolling  ot  the  outer  leaf  around  the  core  is  etfectcd  by  means  of  a  concave  sur- 
face, rollers,  a  fork  and  plate,  so  that  when  the  core  is  placed  in  the  hollow  formed  by  tho 
concave  surface  and  the  rollers,  and  when  the  strip  of  the  outer  leaf  is  hold  between  fhe  hollow 
and  the  fork,  the  said  strip  will  bo  rolled  or  wound  around  the  core  by  tho  rotation  of  the 
rollers  and  by  the  passing  of  the  plate  over  the  ci|^ar. 

C/flii/i.— tirst,  tne  fixed  concave  surface  G,  in  combination  with  the  rollers  E  and  F, 
closing  roller  I),  and  knives  r  r,  the  whole  being  constructed  and  operated  in  the  manner  and 
for  ^e  purpose  substantially  as  described. 

Second,  the  fixed  concAve  surface  P)  in  combination  with  the  two  side  rollers  N  and  O,  the 
fork  L,  and  the  shding  plate  M,  the  whole  being  constructed  and  operated  in  the  manner  and 
for  the  purpose  substantiAlly  as  set  forth. 
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Third,  the  sliding  board  M,  with  its  rack  R,  and  its  soft  cover  wi,  for  the  roIEng  of  the 
outer  leaf,  substantially  as  described. 

Fourth,  the  fork  L,  with  its  spring  ?,  fitting  over  tho  cigar  during  the  rolling  up  of  the  outer 
leaf,  substantially  as  described. 

No.  31,519.— William  Turner,  of  Phoenixville,  Pa.,  assignor  to  Joseph  Y.  Nortob 
and  J.  Phillips,  of  said  Phoenixville. — Lubricating  Compound. — ^Patent  dated  February  13, 
1861 . — ^This  invention  consists  in  the  use  of  a  compound  ot  spemiy  lard,  or  dephant  oil,  watet; 
and  the  chloride  of  lime  and  bicarbonate  of  soda. 

Claim, — ^The  use  of  this  compound  for  lubricating  purposes. 

No.  31,520.— Thomas  H.  Dodge,  of  Washington,  D.  C. — Imnrovement  in  Mowitig 
Machines, — Patent  dated  February  19,  1861. — One  end  of  a  cord  or  cnain  is  attached  to  tl» 
drag  bar  or  shoe,  and  the  other  end  to  one  end  of  a  lever,  fulcrumed  to  a  post  or  standaid 
attached  to  the  inner  side  of  the  machine,  the  opposite  end  of  this  lever  extending  back  so  aa 
to  be  under  control  of  the  driver. 

Claim. — First,  the  combination  with,  the  drag  bar  or  shoe  and  heel  of  the  finger-beam  of 
E.  Bairs  "Ohio  Mower,"  patented  December  I,  1857,  of  a  lifting  lever  and  cord  or  chain, 
whereby  the  driver  can  cause  the  heel  of  the  finger -beam  to  rest  very  lightly  on  the  stubble  or 
ground,  or  be  raised  entirely  above  both. 

Second,  extending  the  drag-bar  back  so  as  to  permit  the  finger-beam  to  fold  over  in  rear  of 
the  driver*s  seat,  in  combination  with,  a  rear  extension  piece  for  its  support,  substantiallj  ae 
described. 

No.  31,521. — George  C.  Albaugh,  of  Louisville,  Ky. — Improvement  in  Manuf actum  ^ 
Caw  Bells. — Patent  dated  February  26,  1861. — ^Tho  edges  of  one  plate  are  hammered  or 
stamped  so  as  to  form  a  rebate,  into  which  lap  the  edees  of  the  other  plate,  forming  a  QaA 
joint,  which  is  secured  by  rivets.  When  this  beU  is  orazod  the  metal  will  be  retained  be- 
tween the  lapped  portions  of  the  plates,  and  form  a  perfectly  tight  joint. 

Claim. — ^The  method,  herein  shown  and  described,  of  retaining  the  melted  metal  between 
the  lapped  portions  of  the  plates  during  the  brazing  operation,  all  as  set  forth. 

Ko.  31,522. — Samuel  Andress,  of  Chosaning,  Mich. — Improvement  in  Transmitting 
Motion. — Patent  dated  February  26,  1861. — As  the  ends  of  the  rods  are  secured  to  the  fixra. 
standard,  if  the  lever  D  be  placed  in  a  position  to  bring  the  rods  as  nearly  as  possible  to  a 

rition  of  parallelism  with  the  shaft,  tho  latter  will  bo  extended  to  the  end  of  its  stroke,  and 
moving  the  lever  to  the  opposite  direction  the  shaft  will  be  forcibly  drawn  back  to  the  ex- 
tremity ot  its  stroke  in  that  direction. 

Claim. — The  combination  of  the  shaft  A  a,  standards  B  C,  oscillating  lever  D,  and  roda 
E  E',  (working  at  both  ends  in  ball  and  socket  joints,)  the  said  parts  being  constructed  and 
operating  in  tho  manner  and  for  the  piu'poses  set  forth. 

No.  31,523.— Suspended. 

No.  31,524. — Lewis  Bradley,  of  Hartford,  Conn. — Improvement  in  Compensating  Pen- 
dulums.— Patent  dated  Febraary  2Q,  1861. — ^This  invention  consists  in  attaching  a  pendulum 
to  a  frame  constructed  of  metal  of  high  expansive  properties,  in  such  a  manner  tlmt  the  ex- 
pansion of  tho  frame  in  a  direction  opposite  to  tho  expansion  of  the  pendulum  shall  neutraliao 
the  increased  length  given  to  the  pendulum  by  the  expansion  of  its  other  parts  and  attach- 
ments, and  thus  keej)  its  length  the  same  in  all  temperatures,  the  spring  on  tho  upper  part 
of  the  j)ondulum  being  drawn  through  tho  slotted  pin  as  the  frame  expands. 

Claim, — ^The  slotted  pin  D  and  metal  frame  E,  or  their  eqaivalents,  when  used  in  the  maa- 
ner  and  for  tho  piu^^ose  substantially  as  described. 

No.  31,525.— Natil\n  Brand,  of  L^onardsville,  N.  Y. — Improved  Machine  for  the  Manu- 
facture of  Hoe  B/a«/;5.— Patent  dated  Februaiy  20,  1861.— The  roUers  upon  which  the  dies 
are  placed  are  vibrated  by  means  of  a  crank.  Tho  ends  of  the  rollers  project  beyond  the 
standards,  and  in  the  lower  roller  is  a  score,  opposite  to  which  is  a  forked  guide  to  receive  the 
shank  of  the  hoe  blank.  A  bar  connected  by  finks  to  projections  on  the  rollera  traveraes  In. 
scores  on  the  standards,  and  upon  this  bar  is  a  curved  plate  to  receive  the  sh^mk  of  the  hoe. 

Claim, — In  combination  with  vibrating  dies  for  making  hoes,  a  traversing  guide,  con- 
structed as  described,  to  hold  and  traverse  tho  shank  of  the  hoc,  rolled  substantially  as  de- 
scribed. 

No.  31,526.— W.  W.  BURSON,  of  Yates  City,  JH.— Improvement  in  Grain-binding  Ma- 
chines.—Fatent  dated  February  26,  1861.— This  invention  consists  of  an  apparatus  to  bo 
placed  upon  the  platform  of  a  reaping  machine,  and  by  which  the  binding  of  a  ^vel  of  grain 
w  effected  by  certain  devices.     The  invention  does  not  admit  of  a  brief  description. 

Claim, — Furst,  the  combination  of  tho  jointed  arm  A  A",  pitman  C,  rack  S,  segments  P  P, 
and  pinion  O,  operating  substantially  as  and  for  the  purpose  set  forth. 


Digitized  by  CjOOQIC 


204  ANNUAL  EEPOET  OF  THE 

Second,  tho  combination  of  the  cord  W,  weight  V,  slide  J,  and  ann  A  A",  substantially  as 
described. 

Third,  the  platform  K,  constmcted  with  opening  M,  said  opening  provided  with  the  spikes 
d"  d"  d'\  and  euide  a,  substantially  as  described. 

Fourth,  tho  hinged  jaws  c  c',  shield  or  guard  /:,  and  the  concave  H,  operating  substantially 
as  set  forth. 

Fifth,  the  combination  of  lever  S  and  receptacle  A,  constructed  substantially  as  described. 

Sixth,  the  lever  y,  with  spur  «,  operating  lor  the  purpose  of  opening  and  closing  the  twist- 
ing jaws  c  c'y  as  described. 

No.  31,527.— J^Iarcus  L.  Byrn  and  George  Clark,  of  New  York.— /fnororcmcjit  in 
Fruit-Gatherers, — Patent  dated  February  26,  1861. — The  bent  knife  woiks  in  tne  slots  in  the 
fork,  and  is  operated  by  the  cord  /,  an  India-rubber  spring  acting  to  draw  back  the  knife. 

Claim. — ^The  fork  d  and  knife  c,  constructed  and  acting  as  specified,  in  combination  with 
the  pole  a,  basket  b,  and  pipe  c,  as  set  forth. 

No.  31,528. — C.  Carter,  of  Franklin  Centre,  Iowa. — Improved  Washing  iiachine, — 
Patent  dated  February  26,  1861. — The  rotating  arbor  is  joumaled  in  a  bar  across  the  top  of 
the  tub,  and  that  portion  below  the  cross-bar  is  square,  thus  forming  a  shoulder  which  prevents 
the  longitudinal  play  of  the  arbor.  This  lower  part  is  also  provided  with  slots,  in  which  the 
arms  ot  the  agitator  play.  In  working  the  macnine  a  rotatory  reciprocating  motion  is  given 
to  the  agitator,  and  the  clothes  arc  rubbed  between  the  corrugated  sides  and  bottom  of  the 
tub  and  the  floating  balls. 

Claim. — ^Tho  arrangement  of  the  vortical  rotary  arbor  B  with  slots  e  and  ^,  in  combination 
with  tho  rising  and  falling  cross-armed  agitator  D,  tub  A,  and  balls  E,  constructed  and 
operating  in  the  manner  and  for  the  purpose  specified. 

No.  31,529.— Robert  Cassady  and  Daniel  Clark,  of  Buffalo,  N.  Y.—lmprotement  in 
Snow-Ploughs. — Patent  dated  February  26,  1861. — ^This  invention  consists  in  combining 
with  a  cutter  of  suitable  shape,  applied  to  the  end  of  an  adjustable  lever,  a  pivoted  shoe, 
which  serves  as  a  guide  to  the  cutter  to  keep  the  same  in  proper  relation  to  the  surface  which 
it  is  intended  to  scrape.  With  tho  shoe  and  cutter  is  combined  an  adjustable  knife,  which 
precedes  tho  shoe  and  cutter,  and  forms  a  channel  for  the  shoe.  In  the  rear  of,  and  aiTanged 
m  the  same  vertical  plane  as  the  cutter-bars,  are  yielding  brooms,  made  of  wire,  for  sweeping 
and  scraping  the  loosened  ice  from  the  rails. 

Claim. — First,  the  cutter-bars  E  E,  with  their  cutters  d  d  and  shoes  e  c,  arranged  as  de- 
scribed, in  combination  with  the  adjustable  cutter-bars  D  D,  which  form  the  channels  for  the 
shoe-i  e  e,  substantially  as  set  forth. 

Second,  in  combination  with  the  above-specified  parts,  the  adjustable  yielding  brooms  1 1, 
arranged  in  the  relation  to  said  parts,  and  operating  substantially  as  set  forth. 

No.  31,530. — John  A.  Cluxton,  of  Bentonvillo,  Ohio. — Improvement  in  Grain  Measurer 
and  Register. — Patent  dated  February  26,  1861. — ^Tho  grain  is  conducted  through  a  trough 
into  the  hopper  in  a  regular  continuous  stream,  and  tho  board  C,  with  its  cells,  is  rotated  by 
means  of  handles.  Each  cell  is  filled  tis  it  is  brought  under  the  hopper,  and  its  contents  dis- 
charged as  it  is  brought  over  a  spout.  As  the  ccll-t)oard  turns,  motion  is  given  to  a  hand  or 
pointer/  by  means  of  a  shaft  and  a  train  of  wheel-work,  and  the  hand  points  to  figiues  which 
indicate  the  amount  of  grain  measured. 

Claim. — A  grain  measurer  and  register  composed  of  a  measuring  wheel  or  board  C,  having* 
cells  a  a,  disks  B  G,  spouts  F  D,  shafts  F  P,  and  indicating  or  registering  wheels  and  pointer 
/,  when  said  parts  are  arranged,  constructed,  and  operate  together  in  the  manner  and  for  tho 
purpose  shown  and  described. 

No.  31,531. — Cicero  Comstoci^,  of  Milwaukie,  Wis. — Improvement  in  Rotary  Culti- 
vators.— Patent  dated  February  26,  1861. — This  invention  relates  to  that  class  of  machine 
ploughs,  or  spading  machines,  designed  to  be  drawn  by  horses,  or  to  be  put  in  motion  by 
steam  or  any  mechanical  power,  wherein  a  series  of  spades,  forks,  or  other  equivalent 
means  for  breaking  up  and  elevating  the  soil  for  cultivation  have  all  the  necessary  movements 
l^iven  to  them  by  tne  machine,  when  in  motion,  for  entering  the  soil,  elevating  and  turning 
it  over,  and  leaving  it  in  its  proper  condition  for  the  usual  further  steps  of  cultivation. 

Claim, — First,  the  stationary  cam,  having  the  friction  wheel  forming  a  part  of  the  groove, 
and  arranged  in  relation  to  the  other  parts  of  the  machine  as  shown. 

Second,  the  guide-levers,  in  combination  with  the  stops,  as  and  for  the  purpose  heroin 
sot  forth. 

Third,  the  spiral  threads  and  grooves,  the  slots  in  the  wheels  or  heads,  and  the  cam  groove 
for  giving  the  motions  of  the  spades  or  forks,  the  whole  being  constructed  and  arranged  in 
the  manner  as  set  forth. 

No.  31,532.— RUPUS  J.  Converse,  of  Coventry,  N.  Y.— Improved  Hashing  Machine.— 
Patent  dated  February  26,  18G1. — ^Tbe  nature  of  this  invention  consists  in  having  a  flexible 
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or  movable  washboard  worked  by  jointed  double  levers  and  springs,  so  that  it  may  be  im- 
mersed, to  wet  the  clothes  by  the  action  of  raising  the  rubber  or  lathe,  and  when  it  is  hitched 
on  pins  the  rubbing-board  becomes  stationary  in  a  proper  position  to  soap  the  clothes  and 
rub  the  streaks  out  by  hand  in  the  ordinary  manner. 

Claim. — The  movable  and  flexible  washboard,  worked  by  joints  and  double  levers,  sub- 
stantially in  the  manner  as  and  for  the  purposes  set  forth. 

No.  31,533.— Augustus  B.  Davis,  of  Philadelphia,  Pa. — Improvement  in  Weighing  Ap- 
paratus,— Patent  dated  February  2G,  1861. — This  invention  relates  to  improvements  in 
weighing  apparatus  used  in  connexion  with  canal  locks.  The  main  object  of  these  improve- 
ments is  to  produce  a  scale  which  can  readily  be  applied  to  any  lock  without  forming  recesses 
in  the  walls  and  cuttiuff  or  other>vise  wounding  the  masomy,  thereby  reducing  the  labor  and 
cost  in  erecting  the  scale. 

Claim. — ^A  series  of  weighing  frames,  each  having  the  levers  I  and  K,  and  bell-crank  lever 
M,  connected  together  and  operating  as  set  forth,  when  the  said  frames  are  so  arranged  along 
the  opposite  side-walls  of  a  lock  that  the  said  levers  I  shall  be  at  right  angles  to  and  partly 
overnang  the  said  walls,  as  and  for  the  purposes  described. 

No.  31, 534. —Augustus  B.  Davis,  of  Philadelphia,  Pa.— /mprorcmc«<  in  Scale  Beams,— 
Patent  dated  February  26,  1861. — The  claim  and  engraving  will  explain  the  nature  of  this 
invention,  the  object  being  to  dispense  with  the  usual  long  beam,  and  render  the  apparatus 
more  compact. 

Claim, — A  weighing  apparatus  composed  of  an  upper  and  lower  graduated  beam,  when  the 
lower  beam  is  suspended  at  or  near  both  its  ends  to  the  upper  beam,  and  when  it  is  entirely 
dependent  upon  the  said  upper  beam  for  its  support  and  for  the  proper  performance  of  its  func- 
tions, as  and  for  the  pui'pose  set  forth. 

No.  31,535. — Peter  Fischer,  of  Fort  Adams,  Miss. — Improvement  in  Cross-cut  Satcing 
Machines, — Patent  dated  February  26,  1861. — ^The  "driving  gearing  bar"  is  pivoted  to  the  up- 
per part  of  one  of  the  posts  of  the  main  frame,  and  to  the  lower  end  of  the  bar  is  secured  a  saw. 
Motion  is  given  to  the  bar  by  means  of  a  pitman  and  crank  connected  with  the  gear  wheels. 
The  frame  is  supported  at  one  side  upon  legs,  so  as  to  admit  of  vertical  adjustment,  and  on 
the  other  side  upon  inclined  legs  provided  with  rollers  at  their  lower  ends. 

Claim. — The  arrangement  of  the  said  driving  gearing  bar  o  and  saw  B,  with  the  adjustable 
leg  c  and  legs  c',  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  31,536. — ^Nelson  Ford,  of  Cambridge,  Wis. — Improvement  in  Seeding  Machines, — 
Patent  dated  February  26, 1861. — Within  the  hopper  is  a  shaft,  provided  with  a  series  of  short 
arms,  working  directly  over  slots  in  the  bottom  of  the  hopper.  Below  the  hopper,  and  on  a 
line  with  each  slot,  are  placed  wheels  having  their  peripheries  grooved  circumferentially.  The 
device  is  adapted  for  sowing  seed  broadcast  or  in  drills. 

Claim. — The  combination  of  the  revolving  arms  a  of  shaft  G  within  the  hopper  F,  in  con- 
nexion with  the  slots  or  openings  b  in  the  bottom  of  the  hopper,  and  the  wheels  H'  below  the 
hopper,  the  wheels  bein^  provided  with  grooved  peripheries,  and  all  arranged  substantially  as 
and  for  the  purpose  set  lorth. 

No.  31,537. — Daniel  Foreman,  of  Navarre,  Ohio. — Improvement  in  Cross-cur  Sawing 
Machines. — Patent  dated  February  26,  1861. — Motion  being  given  to  the  saw  by  means  of  the 
cnmk,  a  stick  of  wood  is  placed  in  the  forks  of  the  holders,  when  the  weight  a  instantly  forces 
the  lever  down,  thus  drawing  the  wood  in  contact  with  the  saw.  The  claw  is  forced  down 
upon  the  stick  of  wood,  and  effectually  prevents  it  from  rocking.  The  supports,  or  holders, 
are  secured  to  the  rocking  shaft. 

Claim. — First,  the  combination  of  weighted  lever  rf,  claw  i,  and  support  /,  for  the  purpose 
of  clamping  the  wood,  substantially  as  described. 

Second,  tne  combination  of  the  above  devices  with  the  rocking  axle  e,  for  the  purpose  oi 
iceding  the  wood  to  saw,  substantially  as  described. 

•  No.  31,538.— Lawrence  F.  Frazee,  of  Tottenville,  N.  Y,— Improved  Clothes  Frame.— 
Patent  dated  February  26,  1861. — This  invention  consists  of  a  series  of  folding  arms  pivoted 
together  and  crossing  each  other  at  their  centres,  and  connected  at  their  ends  and  centres  by 
cross  pieces,  upon  wliich  the  clothes  are  hung.  One  end  of  the  lower  series  is  pivoted  to  the 
bottom  frame,  and  the  opposite  end  moves  upon  the  frame,  which  causes  the  lattor  to  rise, 
when  it  is  secured  at  any  desired  height  by  means  of  a  ratcheted  bar  and  catch. 

Claim. — ^The  arrangement  of  the  trame  12  3  4  5,  sliding  bar  9,  or  its  equivalent  arms  6  8 
14  15,  &c.,  bars  or  rods  16  or  16  and  17,  catch  18,  and  cranked  shaft  or  rod  19,  substantially 
as  described  and  for  the  purpose  set  forth. 

•  No.  31,539. — Peter  Hanes,  of  Edina,  Miss. — Improved  Shoemaker^ 9  Clamp. —-FoUmt 
dated  February  26,  1861. — ^This  invention  consists  in  jointing  one  of  the  clamping  jaws  to 
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the  fixed  jaw,  and  oporating  this  movable  jaw  by  mcanfi  of  a  lever,  haviug  its  fiilcmm  in  the 
fixed  jaw. 

Claim, — The  arrangement  of  the  arm  or  bearing  D,  roller  6,  and  baud  C,  with  the  jaws  A 
B  and  lover  0,  as  shown  and  described. 

No.  31,540. — L.  P.  Harris,  of  Mansfield,  Ohio. — Improvement  in  Binding  Attachment  to 
Harvesters, — Patent  dated  February  *J6,  IHii, — ^I'ho  nature  of  this  invention  consists  in  tho 
construction  and  arrangement  of  machinery  by  which  grain  may  be  rapidly  bound  by  hand 
power  or  by  horee  power,  or  by  whatever  power  is  employed  in  propelling  the  reaper. 

Claim, — First,  the  arrangement  of  the  standards  A  o,  in  combination  with  the  circular  tops 
B  B,  substantially  as  described  and  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  bars  C  D  and  e,  composing  the  arm  I,  with  the  standards 
and  circular  slots  II,  substantially  as  described  and  for  purposes  set  forth. 

Third,  the  arrangement  of  mechanism  for  operating  the  bars  C  and  D,  for  expanding  and 
closing  the  arm  I,  substantially  as  described. 

Fourth,  the  arrungomcut  of  the  angular  spring  13,  shears  11,  and  springs  14,  substantially 
OS  described  and  for  the  purj)oses  set  forth. 

Fifth,  the  arrangement  ot  the  drivers  b  I  and  r,  spii-al  spring  5  G  and  7,  and  wheel  y,  sub- 
stantially as  set  forth. 

mo,  31,541.— -B.  R.  IIATIIAWAY,  of  Monnon  Island,  Cwl,— Improved  Lifter  for  Stove 
Covers, — Patent  dated  February  26,  18G1. — This  invention  consists  in  the  employment  of  a 
curved  tongue  and  a  lifting  prong  combined  and  attached  to  a  suitable  handle  in  such  a  man- 
ner that  the  tongue  will  serve  in  conjunction  with  the  prong  to  lift  the  bridge-plate  and  two 
circular  covers  together,  or  singly,  if  desired. 

Claim. — The  lifter  of  stove  plates,  as  descril>ed,  consisting  of  a  curved  prong  B  and  tongue 
C,  combined  and  secured  into  the  end  of  a  suitable  handle,  as  set  forth. 

No.  31,542. — Henry  Hoffman,  of  New  York,  N.  Y. — Improvement  in  Steam  Boilers, — 
Patent  dated  February  20,  IdGl. — The  combustion  chamber  is  connected  with  the  fire-box  by 
perpendicular  flues,  the  spaces  between  the  flues  being  in  connexion  with  the  water  space  of 
the  boiler,  and  the  water  circulating  freely  around  these  flues.  The  tubes  E  are  connected  to 
the  tubes  b^  and  serve  as  braces  between  the  top  plate  of  the  fire-box  and  the  tube-sheet  C. 
The  legs  G  G  extend  down  from  the  water  space  into  the  combustion  chamber.  The  horizontal 
flues  conduct  the  products  of  combustion  otf  from  the  combustion  chamber.  By  these  devices 
the  water  is  exposed  more  directly  to  the  heat  of  the  furnace. 

Claim, — ^The  particular  arrangement  of  the  legs  G  G,  combustion  chamber  e,  and  tabes  E, 
with  the  tube-sheets  B  C  and  flues  1)  K,  in  the  manner  shown  and  described. 

No.  31,543. — ^Prosper  Humbolt,  of  Boston,  Ma-ss. — Improved  Chronometer  Escapement, 
Patent  dated  February  26,  1861. — This  invention  consists  m  applying  a  detent,  having  two 
locking  pallets,  to  operate  in  combination  with  two  impulse  paliets  on  the  cylinder  attached 
to  the  baaance,  so  that  the  balance  receives  a  double  impulse  in  each  complete  vibration,  that 
is  to  say,  one  impulse  in  each  direction  from  each  tooth  of  the  'scape  wheel,  and  that  each 
tooth  rests  twice  in  each  vibration  ot  the  balance  back  and  forth,  viz.,  once  against  each  lock- 
ing pallet. 

Claim, — ^Tho  combination  with  the  two  cvlindro-pallets  d  «,  attached  to  the  balance  of  a 
detent  D,  with  two  locking  pallets/^,  the  whole  arranged  to  operate  substantially  as  described, 
for  the  purpose  of  giving  an  impnlso  to  the  balance  in  each  direction,  and  locking  each  tooth 
of  the  'scape  wheel  twice  during  each  vibmtion  of  the  balance  back  and  forth. 

No.  31,544.— Cancelled. 

No.  31,545.— Charles  Kirciiiiof,  of  New  York,  N.  \\— Improved  Method  of  Integrating 
Inconstant  Electric  Currents, — Patent  dated  February  26,  1861. — ^I'he  inventor  says :  **  I  have 
invented  an  entirely  new  method  of  gathering,  encompassing,  retaining,  and  regenerating 
electricity  produced  in  any  way  whatsoever,  or  by  any  source  or  generator,  and  also  of  trans- 
forming the  short  and  inconstant  electric  impulses  or  cunents  to  a  whole  which  is  as  constant  ^ 
and  identical  as  that  produced  in  any  other  way,  and  which  may  be  used  at  pleasure  for  the 
same  purposes  as  any  other  electric  current  would  or  might  be  used.*' 

Claim, — First,  the  device  called  *' regenerator,"  arranged  in  such  manner  as  to  operate  on 
the  principles  and  in  the  manner  as  stated. 

Second,  the  arrangements,  construction,  and  de\nces  called  "translator,"  and  the  improve- 
ments made  for  opening  and  closing  the  circuits  with  precision,  and  for  conducting  and  inter- 
rupting the  charging  and  discharged  currents  us  desired,  the  said  translator  and  improvements 
to  bo  applied  and  operated  as  described. 

Third,  the  combination  of  said  arrangements  and  devices  mentioned  in  the  preceding  claim, 
with  the  regenerator,  as  well  as  with  the  polarization  apparatus. 

No.  31,546. — Bernard  Lauth,  of  Pittsburg,  Ta,— Improvement  in  Polishing  Iron  Bars 
and  Rods, — Patent  dated  February  26, 1861. — ^The  bars,  rods,  sheets  or  plates  of  metal  i>eins' 
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first  drawn  to  nearly  their  mzc,  are  subjected  to  the  acid  bath  nntil  the  scale  is  loosened  and 
removed.  The  surface  is  thus  left  brij^ht,  but  minutely  honeycombed.  They  are  then  passed 
between  polishing  rollers  constnicted  of  chilled  iron  and  having  smooth  surfaces. 

Claim. — As  a  new  article  of  manufacture,  the  production  of  polished  bars,  rods,  plates,  or 
sheets  of  iron  or  steel,  by  passing  them  cold  between  rollers,  after  they  have  been  subjoctod 
to  the  acid  bath  to  remove  the  scale,  substantially  as  described. 

No.  31,547.— William  A.  Ligiitiiall,  of  New  York,  N.  Y.— Improved  Rrfngeraior  for 
Cooling  the  Condensing  Water  and  Condensed  Steam  of  Steam  Engines. — Patent  dated  Feb- 
ruary 2(5,  iSCl. — This  invention  consists  in  carrying  the  cooling  water  directly  through  a  series 
of  small  tubes,  while  the  injection  water  and  water  of  condensation  is  caused  to  pass  over  and 
in  contact  with  the  exterior  surface  of  the  tubes,  so  as  to  be  cooled  down  to  the  temperature  of 
the  cooling  water  betbro  it  enters  the  condenser  to  be  reused  in  condensing  the  exhaust  steam 
from  the  engine.  The  division  plates  are  arranged  on  each  side  of  the  diaphragm,  so  that  the 
water  has  to  pass  over  and  imder  each  one  alternately,  thus  preventing  the  hot  water  from 
rising  to  the  top  of  the  vessel.  The  chest  or  trap  is  located  at  the  bottom  of  the  further  end 
of  the  shell,  at  the  point  where  the  current  of  water  from  the  first  compartment  is  displaced  to 
pof  8  beneath  the  first  division  plates  of  the  second  compartment,  for  the  purpose  of  collecting 
the  grease  or  oil  held  in  suspension  by  the  water  from  the  inlet  pipe.  < 

C/fltm.^First,  the  diaphragm  plate  E,  in  combination  with  the  shell  A  and  tubes  D,  for  the 
purpose  of  dividing  the  interior  of  the  apparatus  into  compartments,  as  set  forth. 

Second,  the  inlet  pipe  G  and  exit  pipe  (i',  located  and  arranged  in  relation  to  the  shell  A, 
tabes  D,  and  diaphragm  plate  E,  as  described  and  for  the  piupose  set  forth. 

Third,  the  division  plates  II  and  J,  aiTanged  as  described,  in  combination  with  the  dia- 
phragm plate  E,  for  the  purposes  named. 

Fourth,  the  chest  or  trap  K,  arranged  in  relation  to  the  shell  A  and  division  plates  H  and 
J,  as  and  for  the  purpose  described. 

No.  31,548.— -Edward  Lindner,  of  New  York,  l^.Y.^ Improved  Furniture  Caster, — 
Patent  dated  February  26,  1861. — The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — First,  the  socket,  the  concavity  of  which  is  formed  of  an  elliptical,  oval,  or  other 
eouivalent  form,  and  the  orifice  or  rim  of  which  is  of  a  diameter  smaller  than  that  of  the  globe, 
wnereby  the  globe  may  be  inserted  within  the  socket  by  the  application  of  heat,  substantially 
as  described. 

Second,  in  combination  with  the  studs  or  pins  in  the  upper  part  of  the  socket,  the  angular 
■lot  in  the  cap  piece,  for  the  purposes  described. 

Third,  in  combination  with  a  socket  cast  in  one  piece  with  the  screw,  or  other  appliance  for 
fastening  the  caster  to  a  piece  of  furniture,  fonning  the  concavity  of  an  elliptical,  oval,  or 
other  equivalent  form,  whereby  the  globe  will  have  but  one  point  of  contact  within  the  socket, 
which  is  diametrically  opposite  to  its  point  of  contact  with  the  floor. 

No.  31,549. — ^Daniel  H.  Maloy,  of  Temperance,  O. — Improvement  in  Ploughs. — Patent 
dated  February  26,  1861. — ^This  invention  will  be  understood  by  reference  to  the  claim  and 
engraving. 

Claim. — The  combination  of  an  adjustable  ^auge,  with  adjustable  handles  arranged  as 
described,  so  that,  in  adjusting  the  gauge,  an  adjustment  is  at  the  same  time  effected  in  the 
liaadle. 

No.  31,550.— Joseph  Y.  Marsit,  of  New  York,  N.  Y.— Improved  Curtain  Fiz/urc— Patent 
dated  Febrtiary  26,  1861. — This  invention  consists  of  a  giooved  pulley  and  pointed  lever  that 
act  to  stop  the  curtain  at  any  given  point,  or,  upon  being  released,  allow  the  cmtain  to  bo 
wound  up  by  a  volute  spring. 

Claim. — ^I'ho  pulley  i,  and  pointed  lever  A:,  applied  in  combination  with  a  spring  blind,  or 
curtain  roller,  substantially  as  and  for  the  purposes  specified. 

No.  31,.^)51. — ^E.  C.  Martin,  of  Muscatine,  Iowa. — Improved  Ditching  Machine. — Patent 
dated  February  26,  1861. — The  claim  and  engraving  will  explain  the  natiue  of  this  invention. 

Claim. — The  use  in  the  described  connexion  with  a  ditching  plough  of  a  V-shaped  follower 
made  in  two  halves  K  H,  K  H,  connected  together  by  adjustable  hinges,  with  or  without 
cross  pieces  J  J,  so  as  to  adapt  the  implement  to  ditches  of  different  width,  in  combination 
with  two  adjustable  friction  rollers  N  N,  substantially  as  set  forth. 

No.  31,. 552.— Thomas  J.  Mayall,  of  Roxbury,  Mass. — Improvement  in  Caoutchouc  Hose 
Tubing. — Patent  dated  Febniary  26,  1H61. — ^Thls  invention  consists  in  winding  up  a  tube  of 
rubber  or  gutta  percha,  or  a  tube  composed  of  fibrous  materials,  and  coated  with  India-rubber 
or  gutta  percha  cement,  or  other  water- proof  lining,  with  twine,  wire,  or  other  suitable  thread 
of  sufficient  fineness,  closely  around  the  periphery  of  the  same. 

Claim. — ^A  hose  or  tubing  in  which  the  periphery  of  one  or  more  of  its  layers  is  formed  by 
winding  upon  an  inner  tube  or  lining  strands  of  thread,  twine,  wire,  <&c.,  substantially  as 
•et  fortL 
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No.  31,553. — ^Leander  McKee,  of  Hagerstown,  Md. — Improvement  in  Mill  for  Grinding 
Apples. — Pateut  dated  Febraary  26,  IBGl. — The  concaves  or  mashers  are  provided  with  teeth, 
and  operated  by  means  of  a  crank,  so  arrangixl  as  to  produce  an  alternate  forward  motion 
against  the  cylinder.  A  regulating  bar  is  6o  arranged  as  to  cause  the  fi-uit  to  be  crushed  into 
largi^r  or  smaller  pieces. 

Claim. — First,  the  anangement  and  combination  of  cylinder  A,  double  eccentric  B,  con- 
caves or  mashers  C  ;  and. 

Second,  regulating  bar  D,  substantially  as  and  for  the  purpose  set  forth. 

No.  31,554. — John  R.  Mickey,  of  Watorford,  Penn. — Improred  Churn. — Patent  dated 
February  iiO,  li^Gl. — This  invention  will  be  understood  by  reference  to  the  engraving. 

Claim. — The  stationary  perforated  paddles  F,  in  combination  with  the  rotating  j>erforated 
paddles  E,  when  the  two  sets  of  paddles  F  and  E  consist  of  simple  planes,  and  are  arranged 
obhquely  in  opposite  directions,  substantially  as  described,  for  the  purposes  set  forth. 

No.  31,555. — G.  I.  Mix,  of  Wallingford,  Conn. — Improvement  in  the  Manufacture  of 
Spoons. — Patent  dated  February  26,  1661. — This  invention  relates  to  spoons  which  are  cast 
from  soft  metal,  and  require  to  have  their  handles  strengthened  by  means  of  a  wire,  and  it 
consists  in  the  use  of  a  wire  bent  in  a  zigzag  form  and  with  flattened  ends  so  as  to  enable  it 
to  tit  two  spoons,  one  part  serving  as  a  handle  to  adjust  the  other  part  in  the  mould,  and  when 
a  spoon  is  cast  on  one  part  of  the  wire  the  spoon  will  sen'e  as  a  handle  to  adjust  the  other 
part  of  the  wire  in  the  mould  to  cast  another  spoon.  When  finished,  the  wires  are  cut  off 
close  to  the  handles. 

Claim. — ^The  employment  in  the  manner  and  for  the  purposes  shown  and  described  of  the 
zigzag  wire  A,  formed  as  set  foith,  in  combination  with  the  mould  li,  and  spoons//,  all  as 
spocitiod. 

No.  31,556.--F.  E.  Olivf.r,  of  New  York,  N.  Y.—Comhined  Paper  Cutter  and  Ruler.-^ 
Patent  dated  February  26,  1861. — The  claim  and  engraving  will  explain  the  nature  of  this 
invention. 

Claim. — A  combined  paper  cutter  and  ruler,  having  for  its  peculiar  characteristic  a  paper 
cutting  or  tearing  blade,  and  on  the  opposite  edge  ot  the  implement  to  that  which  forms  the 
cutting  edge,  a  raised  and  round,  or  round-edged  ruler,  made  either  hollow  or  solid,  substan 
tially  as  set  forth. 

No.  31,557. — J.  M.   ROBERDtJ,  of  Washington,  D.  C. — Improvement  in  Bridle  Bits. — 

Patent  dated  Febmary  2(),  1861. — Instead  of  the  chain  of  whith  the  curb  is  usually  made,  a 
piece  of  corrugated  sheet  metal  is  attached  to  the  bit  by  means  of  hooks  and  links.  At  tho 
centre  of  the  bit  is  a  flattened  cross-piece  for  pressing  open  the  animal's  mouth. 

Claim. — First,  a  bridle  constructed  with  such  a  flattened  cross-piece  in  tho  bit,  in  combW 
nation  with  tho  coniigated  curb,  contrived  and  operating  as  shown. 

Second,  the  use  of  a  corrugated  curb  for  a  bit,  constructed  and  arranged  substantially  as 
sot  forth. 

No.  31,558.— Sheridan  Roberts,  of  Cleveland,  O.— Improved  Method  of  Making  Bar- 
rels,— Patent  dated  February  26,  1861. — Tho  cylindrical  portion  of  barrels,  &c.,  are  designed 
to  be  formed  in  one  piece,  and  arc  cut  from  the  smfaco  of  solid  cylinders  by  means  of  a  curved 
knife  or  tool  of  proper  form  attached  to  a  lathe. 

Claim. — Making  banels,  kegs,  &c.,  by  cutting  from  a  solid  piece  of  wood  a  scroll  of  proper 
thickness  and  size,  the  scroll  miving  the  usual  concave  surface  inside,  and  the  outer  surface 
correspondingly  convex,  as  described  and  completed,  as  specified. 

No.  31,559. ~J.  M.  Rodman,  of  South  Union,  Ky. — Improvement  in  Ploughs. — Patent 
dated  February  26,  1861. — ^This  invention  consists  in  bracing  and  steadying  the  plough  body 
by  a  cur\cd  brace  connected  to  tho  lower  ends  of  the  stilts,  and  to  the  plough  beam,  and  in 
combining  with  this  curved  brace  a  foot-piece  and  an  adjustable  brace  for  the  foot-piece,  the 
wholo  being  so  constructed  and  arranged  that  tho  stock  of  a  subsoil  plough  may  be  intro- 
duced in  the  place  of  tho  foot-piece,  and  adjusted  by  tho  brace  of  the  foot-piece.  ^ 

Claim. — ^The  curved  brace  F,  handles  E  E,  bar  U,  in  combination  with  the  adjustable  back 
brace  II,  all  arranged  and  operating  substantially  as  and  for  tho  purposes  set  tbrth. 

No.  31,560. — E.  RorciiTON,  of  Frostburg,  Md. — Improred  Arrangement  of  Carriage 
Springs. — Patent  dated  Febmary  26,  1861. — Secured  to  the  four  cornei-s  of  the  body  of  the 
vehicle  are  projecting  rods  which  rest  upon  one  or  more  elliptical  springs  plac<^d  between  two 
epright  rods  secured  to  the  head  blocks  of  the  connecting  bar.  A  band  of  metal  passes  over 
tho  springs,  and  is  secured  to  the  upper  ends  of  the  upright  rods. 

Claim. — First,  the  employment  ot  the  bars  d  <f,  tho  rods  a  a,  and  the  band  E,  arranged  in 
the  manner  represented,  tor  tho  purpose  of  holding  the  body  of  tho  vehicle  in  position,  and  for 
shielding  and  protecting  tho  springs  from  strain,  substantially  as  set  forth. 

Second,  the  combination  of  the  springs  H  H,  with  the  bars  d  J,  rods  a  a,  band  E,  and 
plates  c  e\  the  several  parts  being  used  as  and  for  the  purpose  specified. 
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No.  31,561.— J.  8.  Sammons,  of  New  York,  N.  Y,— Improvement  in  Roofing  with  Slate.— 
Patent  dated  February  26,  1861. — The  claim  and  engraving  will  explain  the  nature  of  this 
ijivention. 

Claim, — The  described  mode  of  attaching  slates  to  roofs,  which  consists  in  preparing  the 
edges  of  the  slates  with  cement,  then  applying  said  edges  to  a  hot  iron,  or  other  neater  to  melt 
the  cement,  then  pressing  the  edges  of  the  slates  against  each  other,  and  against  the  rooting, 
all  as  set  forth  and  described,  so  that  the  slates  will  be  tinnly  attached  to  each  other  and  to 
the  roofing  by  the  cement,  without  the  necessity  of  any  other  fastening. 

No.  31,56*2. — John  T.  Sciioll,  of  Port  Washington,  Wis. — Improved  Lifeboat. — Patent 
dated  February  J^,  1861. — This  vessel  is  of  cylindrical  form,  with  conical  ends,  and  is  con- 
structed of  slats  of  wood  or  metal,  jointed  and  hinged  together  in  such  a  manner  as  to  admit 
of  being  folded  up;  it  is  covered  with  a  water-proof  fabric  protected  by  plates  of  metal.  At 
each  end  of  the  cylindrical  part  is  a  hinged  circular  head  for  distending  the  frame,  and  con- 
structed of  several  sections  to  adnjit  of  their  being  folded.  Within  the  vessel  is  a  carriage 
placed  upon  rollers  so  as  to  enable  it  to  maintain  a  level  position,  or,  if  necessary,  it  may  be 
secured  in  position  by  hooks.  The  vessel  is  also  provided  with  coiled  springs,  which  are 
compressed  together  when  the  boat  is  folded,  but  assist  in  forcing  out  the  ends  when  the  vessel 
is  to  be  put  in  condition  for  use. 

Claim. — First,  the  cylindro-conical  lifeboat  constructed  of  separate  slats  a  a  a  a  a'  afy 
hinged  together,  and  capable  of  folding  up  as  described,  in  combination  with  a  water-proof 
fabric  c,  and  metallic  sheathing  d  d'  (f  e  e  and  e'  e'  f  f  J  and  g  g,  all  arranged  and  applied 
substantially  as  and  for  the  purpose  described. 

Second,  in  combination  with  the  cylindrical  part  of  the  boat,  the  hinged  folding  heads  A  A, 
arranged  and  operating  as  and  for  the  purpose  set  forth. 

Third,  the  carriage  G,  link  /»,  wheel-frame  Z,  apertures  S,  spring  valves  S',  spring  and  arm 
r,  levers  and  propeller  wings  /,  and  the  coil  springs  j  j,  when  the  same  are  constructed^ 
combined,  and  made  to  operate  as  specified. 

No.  31,563.— GcoRGE  Seibert  and  John  Seibert,  of  Ashley,  IM— Improvement  in 
Ploughs. — Patent  dated  February  26,  1861. — The  axle  of  the  two  forward  wheels  consists  of 
two  paits,  the  shorter  being  placed  under  and  connected  to  the  longer  part  by  means  of  a 
pivot,  lor  the  purpose  of  allowing  the  wheel  attached  to  the  shorter  part  to  clear  the  plough, 
and  to  enable  it  to  turn.  The  standards  to  which  the  ploughs  are  seemed  are  attached  to  the 
beams  by  means  of  brackets  fixed  to  the  top  of  the  frame  and  held  by  set  screws ;  a  latch 
ser\'cs  to  hold  the  standard  in  a  groove  on  the  side  of  each  beam.  By  means  of  a  slot  in  the 
axle  the  ploughs  may  be  adjusted  to  a  greater  or  less  distance  apart. 

Claim. — Fii-st,  arranging  the  piece  J  with  the  axle  Hand  tongue  x'  in  the  manner  described, 
for  the  ])urpose  specified. 

Second,  the  brackets  b  i,  set  screws  a  a,  and  latch  E,  arranged  in  the  manner  described,  for 
die  puj'poso  specified. 

Third,  the  slot  I*,  the  studs  G  G,  and  beam  A',  when  arranged  in  relation  to  their  respective 
parts  substantially  in  the  manner  described,  for  the  pm'pose  specified. 

No.  31,564.— Campbell  T.  Settle,  of  San  Jos6,  Cal. — Improvement  in  Seeding  Culti- 
vators, — Patent  dated  February  26,  1861. — This  machine  consists  of  a  combination  of  devices 
operating  by  means  ol  pinion  wheels,  to  regulate  the  depth  of  furrow  made  by  the  plough, 
or  to  raise  the  latter  from  the  ground,  and  also,  to  operate  the  seed-dropping  mechanism. 

Claim. — The  combination  with  pinion-shaft  J  of  the  arm  p,  curved  lever  i,  and  sliding 
pinion  6',  the  shaft  c,  connecting  rod  e\  vibrating  lever  </,  and  seed-slide  e,  arranged  ana 
operating  substantially  in  the  manner  set  forth. 

No.  31,.565.— Willl\M  F.  Shedd,  of  Ripley,  O.— Improvement  in  Ploughs.— VdX&aX 
dated  February  26,  1861. — This  invention  consists  in  an  arrangement  of  parts  for  the  purpose 
of  adjusting  the  clevis  so  as  to  regulate  the  depth  of  ploughing,  or  to  give  more  or  less  land, 
as  ma;^  be  desired. 

Claim. — The  arrangement  of  the  pivoted  bracket  F,  stirrup  G,  and  regulating  screws  m  and 
a,  to  operate  in  combination  with  the  clevis  E,  in  the  manner  and  for  the  purposes  specified. 

No.  31,566. — Francts  H.  Smith,  of  Baltimore,  ^i(\.— Improved  Drying  Tuwnc/.— Patent 
dated  February  26,  1861. — ^This  invention,  which  will  be  understood  by  reference  to  the 
engraving,  is  designed  for  drying  brick,  fniit,  or  other  articles.  The  tunnel  or  apparatus  is 
divided  into  compartments  by  means  of  sliding  gates,  which  may  bo  opened  and  the  cara 
poshed  through  successively  when  the  drying  process  in  the  trays  upon  the  forward  car  is 
completed. 

Claim. — A  tunnel  ABC,  having  a  furnace  R  or  its  equivalent  at  the  rear  end,  and  a 
chimney  L  at  the  front  end,  in  combination  with  gates  F  G  H,  car  J,  trays  I,  and  inclined 
rails  E  E,  the  whole  being  constructed  and  arranged  substantially  as  and  for  the  purpose  set 
forth. 
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No.  3],567.— H.  W.  Spooner,  of  Erie,  Vk,— Improvement  in  the  Tubes  of  Artesian 
IVdls, — Pateut  dated  Febnmry  26,  1801. — This  invention  has  for  its  object  the  isolating  of 
the  fluid  desired  from  such  other  fluids  or  suUstances  as  might  be  broken  into  or  reached  in 
the  process  of  boring,  and  the  delivering  of  such  fluid  unalloyed  or  uninipregnuted  bj  any 
other  fluids  derived  Irom  the  veins  or  courses  struck  or  opened  in  boring,  by  means  of  a  tube 
or  barrel,  in  the  centre  of  which  is  placed  a  cylinder.  Into  this  cylinder  is  fltted  a  piston 
operated  by  a  scrow-roil  passing  through  screw-nuts  and  terminating  in  a  pyramidal  head  for 
fitting  on  a  wrench.  Through  a  stand  1,  secured  to  the  cyMnder,  aie  passages  lor  conducting 
to  the  exterior  of  the  baiTel  the  fluid  to  be  used  for  the  pressure  upon  the  India-rubber  packing 
J,  surrounding  the  barrel. 

Claim. — In  the  use  of  tubes  or  cases  for  oil-well  or  other  bonngs,  the  arrangement  of  the 
means  recited,  substantially  as  and  for  the  purpose  set  forth. 

No.  31,508. — L.  R.  Stone,  of  Owassa,  Mich. — Improvement  in  Machines  for  Raking  and 
Cocking  Hay. — Patent  dated  February  20,  Ic'Ol. — ThLs  machine  consists  of  an  armngement 
of  devices  by  which,  as  it  is  drawn  over  the  field,  the  loose  hay  is  taken  up  by  the  inclined 
ftpron  and  deposited  in  a  receiving  box,  from  which  it  may  be  dropped  on  the  ground  at  inter- 
vals to  form  cocks,  by  tilting  the  box ;   or  it  may  be  deposited  from  the  apron  into  a  cart. 

Claim. — The  arrangement  of  the  levers  J  J,  tilting  box  K,  bars  El  E2,  wheels  li  B,  rollers 
G  G,  belts  II  II,  and  apron  c,  upon  the  bars  E  E  and  caster  wheels  e,  the  whole  being  con- 
structed and  operated  substimtially  as  and  for  the  pm|>ose  shown  and  described. 

No.  31,509.— Henry  D.  Stover,  of  New  York,  N.  Y.— Improved  Packing  Ctf«c.— Patent 
dated  February  20,  1801 ;  ante-dated  August  20,  1800. — ^This  invention  consists  in  constructing 
the  body  of  the  packing  case  ot  a  single  piece  of  wood,  the  ends  being  secured  by  aside  clamp. 

Claim. — First,  the  body  of  the  case  A,  with  the  clamp  A',  to  secure  the  ends  of  the  same, 
arranged  and  constructed  as  and  for  the  pur|)oses  fully  set  forth. 

Second,  the  formation  of  slots  C  in  the  rings  D,  at  an  angle  with  the  cover  surface,  when 
combined  with  pins  B  and  bars  G,  that  the  act  of  fixing  the  cover  to  the  case  will  draw  and 
retain  their  smlaces  of  contact  tightly  together. 

Third,  seciuring  the  metal  ring  D  to  the  wooden  cover  E,  by  means  of  the  recess  E'  formed 
in  the  sides  thereof,  substantially  as  and  for  the  purposes  fully  set  forth. 

Fourth,  the  cover  constructed  by  crimping  a  strip  of  sheet  metal  B',  and  the  forming  of 
it  into  a  ring,  and  into  which  crimp  a  disk  or  cover-piece  of  wood  A'  is  sprung  or  pressed,  and 
thus  united,  substantially  as  and  for  the  purpose  set  forth,  or  the  mechamcal  equivalents 
thereof. 

No.  31,570. — Thomas  Wise,  of  Boston,  'Mass.— Improvement  in  Stamp-Head  for  Quartz- 
Crushers. — Patent  dated  February  20,  1801. — The  face  of  the  stamp-head  consists  of  a  cluster 
of  small  metallic  bars  held  in  a  socket  by  means  of  clamp-jaws  and  an  encircling  band,  so 
that  as  the  face  wears  away  plates  may  be  inserted  in  the  other  end  of  the  socket  to  raise  the 
rods,  and  the  latter  may  be  used  until  worn  out. 

Claim, — First,  a  hammer-face  B,  composed  of  a  cluster  of  metallic  rods,  as  explained. 

Second,  the  yielding  clamp-jaws  Al  A2  A3  A4  and  band  C,  constructed,  combined,  and 
(grating  in  the  manner  set  lorth,  to  seciure  a  movable  hammer-face  in  position. 

No.  31,571.— J.  A.  Crandall,  of  New  York,  N.  Y.,  assignor  to  Mary  Crandall,  of  said 
New  York. — Improved  Toy  Horse. — Patent  dated  February  20,  1801. — The  shaft  B  Is  made 
to  retain  the  spring  D  in  proper  position,  preventing, its  back  or  curved  end  d  from  rising,  a 
contingency  which  would  othei'wise  occur  imder  the  downward  movement  of  the  horse,  wmch 
would  materially  interlere  with  the  proper  action  of  the  spring. 

C/aim.— The  particular  arrangement  of  the  spring  D  with  the  horse  C  and  rock-shaft  B, 
when  the  hind  feet  of  the  horse  are  attached  to  said  shaft  B,  and  the  whole  is  constructed  as 
sot  forth. 

No.  31,572.— Perley  D.  Cummings,  of  Portland,  Me.,  assignor  to  D.  H.  Furbish,  of 
said  Portland. — Improvement  in  Sowing  Machines. — Patent  dated  February  20,  1801. — ^The 
claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — A  rotating  centrifugal  discharger  for  seed  and  other  materials,  which  is  a  com- 
bination of  spouts  that  diverge  from  the  same  axis  of  rotation  at  diflereut  angles  with  the 
radii,  drawn  respectively  through  the  inner  ends  of  said  spouts,  substantially  as  described. 
^     Also,  the  combination  of  the  stirrer  with  mechanism  that  causes  the  stirrer  to  descend 
"  and  rise  in  the  hopper  in  a  path  substantially  such  as  described,  the  descent  and  ascent  being 
made  in  different  directions,  for  the  purpose  specified. 

Also,  the  combination  of  the  stirrer  with  the  rotating  shaft  (or  other  moving  part  of  the 
machine)  that  drives  it,  in  such  manner  that  the  stin-er  is  in  gear  when  the  shaft  is  turned 
in  one  direction,  and  out  of  gear  when  the  shaft  is  turned  in  the  reverse  direction,  substantially 
as  described* 

Also,  the  combination  of  the  stirrer  mechanism  with  the  hopper-gate  in  such  manner  that 
the  closing  of  the  hopper-gate  throws  the  stirrer  out  of  gear,  substantially  as  described. 
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No.  31,573. —George  Gary  and  Samuel  P.  Gary,  of  Oshkosli,Wi8.,  assignors  to  Them- 
selves and  Joseph  E.  Gary,  of  Chicago,  III. — Improvement  in  Printing  Presses. — Patent 
dated  February  26,  1861. — The  frame  has  a  reciprocating  motion  given  to  it  by  means  of  a 
lever.  The  paper  is  fed  to  the  tapes  over  the  cylinder  E  and  passes  over  the  form  and  then 
back,  the  printed  sheet  being  discharged  over  the  roller  L.  The  sheets  are  canied  by  the 
blanket  and  tapes  over  the  form,  the  rollers  E  E  giving  the  impression. 

Claim, — Tho  combination  of  the  pressure  roller  F  and  reciprocating  frame  D  with  the 
impression  cylinder  E  and  type-bed  li,  in  the  manner  substantially  as  shown  and  described. 

No.  31,574.— JouN  F.  Greene,  of  Brooklyn,  N.  Y.,  assignor  to  Sabiuel  B.  Torey,  of 
Providence,  K.  I. — Improvement  in  Machine  for  Sifting  Flock, — Patent  dated  February  26, 
1861. — ^The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — The  slowly  rotating  sieve  cylinder,  with  its  open  heads  and  inward  projecting 
blades  or  ribs,  and  its  outer  casing,  substantially  as  desciibed,  in  combination  with  the  rapidly 
rotating  inner  concentric  cylinder,  having  teeth  and  apertures  for  air  communicating  witn 
the  hollow  shaft,  substantially  as  and  for  the  purposes  specified. 

No.  31,575. — ^A.  Hayden  Knapp,  of  Newton  Centre,  Mass.,  assignor  to  Himself  and 
George  W.  Tisdale,  of  Walpole,  Mass. — Improved  Coal-Sifter  and  Shovel.— Vatent  dated 
February  26,  1861. — The  parts  are  so  constructed  as  to  be  used  separately  for  a  shovel  or  coal- 
sifter,  and  easily  attached  together  to  be  used  as  tongs. 

Claim. — The  two  parts  A  and  B,  provided  with  the  pivot  /  and  aperture  ^,  constructed 
substantially  as  set  forth,  for  readily  hinging  and  unhinging,  in  combination  with  the  arrange- 
ment and  construction  of  the  tines  or  prongs,  so  as  to  prevent  the  clogging  of  substances 
between  them,  substantially  as  specified. 

No.  31,576.— WiLLLAM  Mason,  of  Warren,  Mass.,  assignor  to  Himself  and  Lucius  N. 
Fay,  of  said  Warren. — Improved  Wrench. — Patent  dated  February  26,  1861. — The  jaw  is 
Allowed  to  slide  freely  on  tho  bar,  and  is  provided  with  a  shank  in  which  Is  placed  a  nut  F, 
having  an  internal  diameter  larger  than  that  of  the  bar,  so  as  to  admit  of  a  lateral  play  upon 
the  bar.  Within  the  shank  is  placed  a  spring,  the  lower  end  of  which  bears  against  the  nut, 
which  causes  the  latter  to  gear  with  the  screw-thread,  by  which  means  the  jaw  is  readily 
adjusted  to  its  work  and  the  slow  movement  of  the  screw-wrench  avoided. 

Claim, — The  combination  of  the  vibrating  nut  F,  and  spiing  G,  with  tho  bar  A  and  mov- 
able jaw  E,  in  the  manner  and  for  the  purpose  substantially  as  shown  and  described. 

No.  31,577. — James  Matthews,  of  Middletown,  Pa.,  assignor  to  Himself  and  Henry 
Egolfs,  of  same  place. — Improvement  in  Grain-Sevarators, — Patent  dated  February  26, 
1861. — A  vertical  screen  is  secured  in  tho  front  end  of  the  shoe,  and  before  the  horizontal 
screens,  for  tho  purpose  of  preventing  the  ^in  from  falling  from  the  horizontal  screens  and 
more  thoroughly  separating  the  chaff  or  hght  caps.  To  the  rear-end  part  of  the  shoe  is 
secured  an  inverted  cup,  which  rests  upon  a  ball  placed  upon  a  plate,  which  admits  of  a  free 
reciprocating  motion  of  the  shoe  when  shaken. 

Claim, — First,  the  employment  of  a  vertical  screen  D,  arranged  in  relation  to  the  fan  and  the 
borizoptal  screens  of  the  shoe,  whereby  said  shoe  is  hung  and  allowed  to  vibrate  at  its  front 
end,  substantially  as  specified. 

No.  31,578.— WiLLiAiM  H.  MiLLiKEN  and  John  Miluken,  of  Manchester,  N.  H.,  as 
signors  to  Themselves  and  D.  F.  Buckley,  of  said  Manchester. — Imvrovemcnt  in  Madtines 
for  Folding  Paper. — Patent  dated  February  26,  1861. — ^The  claim  and  engraving  will  explain 
the  nature  of  this  invention,  which  does  not  admit  of  a  brief  description. 

Claim. — First,  the  combination  of  the  horizontal  rolls  E,  tho  inclined  rolls  I,  and  the  table 
H,  so  arranged  that  the  sheet  of  jjaper,  after  passing  through  the  first  pair  of  rolls,  shall  slide 
doHTi  the  table  to  tho  gauges  which  determine  its  position  tor  receiving  its  second  fold  without 
lo68  of  register  and  without  the  use  of  tapes,  as  set  forth. 

Second,  the  combination  of  the  inclined  rolls  I  and  P  with  the  inclined  trough  M,  with  its 
fingers  a^  b'^  d^  so  arranged  that  the  sheet  shall  be  guided  into  the  trough  after  passing  through 
the  roll  I,  and  then  slide  to  tho  position  for  receiving  its  third  fold. 

Third,  the  inclined  rolls  P  and  Q,  at  right  angles  to  each  other,  in  combination  with  tho 
knife  U,  working  in  a  groove  in  the  surface  of  the  roll9>  as  set  forth. 

Fourth,  the  guide-plate  ry,  employed  for  deflecting  the  sheet  in  one  direction  or  the  other, 
for  giving  it  three  or  lour  lokls,  without  the  necessity  of  unshipping  or  stopping  the  operation 
of  either  of  the  knives  or  rolls. 

Fifth,  the  dropping  finger  or  folding  edge  upon  the  fly,  operating  as  set  forth,  whereby  the 
folding  machine  may  be  applied  directly  to  the  printing  press,  and  the  folding  be  completed 
without  the  necessity  of  again  handling  the  sheet. 

No.  31,579.--F.  B.  Preston,  of  Fayette,  Mo.,  assignor  to  Himself  and  W.  H.  Stapleton, 
of  said  Fayette. — Improvement  in  Corn-Planters. — Patent  dated  Februaiy  26,  1861.^This 
device  consists  of  a  rectangular  tube  divided  into  two  compaiiments  provided  with  a  hopper 
and  slide,  by  means  of  which,  in  connexion  with  handles,  the  seed  to  be  planted  is  raised  from 
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the  hopper  in  a  quantity  sufficient  for  a  sing^lc  hill,  dropped  throng^h  a  tube  into  a  hole  made 
in  the  f^iouud  by  the  end  of*  the  instrunaent,  and  at  the  same  time  covered  with  earth. 

C/aiwi.— The  combination  of  the  throe  handles  rf  A  t,  with  the  slide  D,  tube  A,  and  hopper 
B,  one  of  the  handles,  A,  being  attached,  the  slide  and  the  other  two  being  attached  to  plate  c, 
as  and  for  the  puq)oso  set  forth. 

No.  3 J, 580. —Isaac  Rogers,  of  Haverstraw,  N.  Y.,  assignor  to  Samitx  Daskam,  of 
New  York  city. — linprotcmcnt  in  Furnaces  for  Treating  Iron  Ores. — Patent  dated  February 
2(>,  IHOl. — This  invention  consists  of  an  apparatus  for  deoxidizing  iron  ores,  b^  means  of 
which  the  atmosphere  is  efiVctuallv  excluded  Irom  the  iron  while  being  deoxidized,  and  a 
sufticieut  and  rcfriiluted  amount  of  heut  applied  to  the  deoxidizing  apparatus  for  producing  a 
combination  ot  the  iron  with  carbon  introduced  wiih  the  ore  while  the  oxygen  is  drawn  off 
and  combines  with  the  carbon. 

Claim. — rirKt,  the  shield  or  cover  /,  in  cond>ination  with  a  revolving  heated  cylinder  for 
deoxidizing  metallic  ores,  whereby  the  atmosphere,  tlame,  or  heated  gases  arc  excluded  from 
the  deijxidizing  cylinder,  as  set  forth. 

Second,  the  urraiigemeut  of  the  chimney  A,  over  the  end  of  the  chamber  rf,  nearest  the  hop- 
per ff,  and  most  remote  from  the  entrance  of  the  flues  7  7,  for  regulating  the  heat  of  the 
chamber  J,  and  deoxidizing  cylinder  c,  as  set  forth. 

No.  :n,r)Sl.— George  S.  Tiffany,  of  Palm^Ta,  and  Hexhy  C.  Ingraham,  of  Tccumseh, 
Mich.,  as.signors  to  George  S.  Tiffany  aforesaid. — Improtementin  Tile  Machines. — Patent 
dated  Febnniry  20,  IKil. — ^This  machine  is  designe<l  for  making  tubular  tiles  such  as  arc 
used  for  draining  lands,  &c.,  and  the  invention  consists  in  a  method  of  moulding  the  tiles 
very  compactly,  so  that  they  niay  be  handled  as  they  are  discharged  from  the  machine  without 
liabilit^^  of  being  injured  ;  also  in  the  method  of  adjusting  the  gearing  by  which  the  speed  of 
the  spiral  or  screw  teeders  is  varied  relatively  with  the  fee<lers  of  the  pug  mill,  so  Inat  the 
moulding  box  may  always  bo  kept  properly  8ui)plied  with  tempered  clay,  the  supply  U'lng 
regulated  according  to  the  demand. 

Claim. — First,  tlie  sockets  O,  in  combination  with  the  cones  P  on  the  screws,  and  tho 
thimbles  (^>,  arranged  in  relation  with  the  screws  \,  to  (»|M'rute  iis  and  for  the  puq>ose  set  forth. 

•Second,  the  employment  or  use  of  the  polytroiml  luMuings/,  and  boxes  J,  in  connexion 
with  the  wheels  n  o,  of  ditl'erent  diameters,  on  bhalt  1,  and  arranged  in  relation  with  the  wheel 
pj  as  and  for  the  purpose  described. 

No.  :n,."»^i.— Peter  L.  Weimer,  of  I^banon,  Pa.,  assignor  to  Himself,  J.  A.  WEntFJi, 
and  L.  K.  \Veimi:R,  of  said  Lebanon. — Intprored  iirifistcrin"  Apparatus  for  Stram  flnrfinrs. — 
Patent  dated  Fehruary  L'O,  1K>J. — The  ciaim  an<l  engraving  will  explain  the  natuic  ol  this 
invention. 

Claim. — An  engine  register  composed  of  a  box  containing  a  system  of  wheel  work,  with 
dial  and  indices,  having  attached  to  it  a  cylinder  or  chamber  IJ,  which  contains  a  pi»ton  L, 
and  diaphragm  J,  or  their  equivalents,  carrying  a  pall  p,  suitably  applied  to  act  upon  the  first 
wheel  of  tho  series  within  tho  box,  the  whole  so  combined,  substantially  as  descril)ed,  that 
tho  connexion  of  tho  chamber  by  a  pipe  with  tho  eugino  cylinder  is  all  that  is  required  to  Bot 
the  register  in  operation. 

No.  31, r»H3.— Daniel  Derr,  of  Ikllefonte,  VsL-^Improvement  in  Railroad  Car  Brakes.^ 
Patent  dated  Febniary  yO,  liMM. — Tho  brake-blocks  are  placed  directly  over  the  wheels,  and 
are  secured  to  a  bar,  which  is  operated  by  means  of  a  lever  and  a  rod  connecting  the  Iront 
and  rear  rock-shaft. 

Claim, — In  combination  with  the  brake  bars  and  bloi'ks,  arranged  immediately  over  tho 
tops  of  the  wheels,  the  lover  C,  rock-shafts  D  I,  and  connecting  rod  H,  when  united  by  the 
link  and  pivoted  connexions  shown,  and  when  arranged  and  operating  as  set  forth. 

No.  31,i'»84. — ('EARK  AevoRD,  of  Westford,  Wis. — Improvement  in  Binding  AttackmentM 
to  Harvesters. — Patent  dated  March  5,  IbOl. — ^The  object  of  this  invention  is  to  facilitate  the 
binding  of  grain  by  attaching  tho  device  to  a  rcajM^r,  so  as  to  allow  tho  grain  to  be  deposited 
in  the  centre  of  the  box.  Tho  gavel-carrier  is  located  at  one  end  of  the  box  or  trough,  and 
has  a  reciprocating  motion  Irom  end  to  end  for  the  purpose  of  carryin^:  the  gavel  from  the 
centre  to  each  end  alternately  to  be  bound ;  or  it  may  l>e  used  to  convey  all  gavels  to  one  end 
of  the  trough  only.  Tho  bundle  of  grain  is  held  and  compressed  by  means  of  a  gate  and 
presser  brought  together  by  means  of  a  tn  adle. 

Claim. — First,  tho  reciprocating  gavel-c^rrier  A,  constnicted  and  operating  as  described, 
ibr  the  purposes  set  forth. 

Second,  the  combined  pressers  D  and  £,  constructed  and  operating  as  described  and  for 
the  purposes  set  forth. 

Tniru,  the  combination  of  the  reciprocating  gavel-carrier  A,  with  the  pressing  apparatus  D 
and  £,  at  both  ends  of  the  machine,  or  at  but  one  end,  as  set  forth. 

No.  31,58,'>.— Wm.  W.  ArsTiN  and  F.  Creasy,  of  Carrollton,  ^lo.—lmprovtmtnt  in  Hemp 
Breaks. — Patent  dated  March  5,  1^1. — The  breaking  slats  are  arranged  on  the  surface  oi 
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the  cylinder  parallel  with  its  axis,  aud  are  each  half  as  loDg  as  the  cylinder,  the  slats  at  one 
end  being  placed  opposite  the  spaces  between  those  of  the  other  end,  so  as  to  operate  alternately 
upon  the  stalks  as  tliey  are  fed  from  the  rollers.  Ov^  these  slats  are  arranged,  longitudinally 
with  the  axis  of  the  cylinder,  swords  or  short  splitters  in  a  manner  conespondlng  with  the 
slats,  by  which  means  the  stalks  are  broken  transversely  and  at  the  same  time  split  longi- 
tadinally. 

Claim. — The  above-mentioned  arrangement  of  the  swords  or  splitters  A  A,  and  breaking 
slats  g  g,  upon  the  cylinder  G,  for  the  purposes  shown  and  described. 

No.  31,586.— Wm.  R.  Axe,  of  Beloit,  W\s.— Improved  Mop- Holder. ^Thteui  dated  March 
5,  1861. — On  the  end  of  a  stick  are  placed  two  removable  jaw-pieces,  one  provided  with  a 
needle-bar,  and  both  adjusted  and  secured  in  concavities  or  bearing  surfaces  in  the  end  of  the 
stick,  by  a  single  thumb-screw. 

Claim. — First,  confining  the  cloth  on  a  needle-bar  c,  formed  on  one  of  the  jaws  a,  in  com- 
bination with  an  interlocking  jaw  A,  the  whole  constructed  and  operating  substantially  as 
described. 

Second,  adjusting  and  securing  the  jaws  a  and  b  in  their  proper  relative  positions  with  each 
other  and  the  handle  by  means  of  a  single  screw  B,  in  combination  with  the  concave  recesses 
1  and  2,  and  correspondingly  convex  shanks,  the  whole  constructed  and  operating  as  de- 
scribed. 

No.  31,587.— Benjamin  Best,  of  Dayton,  Ohio.— For  a  Composition  to  Prevent  the  Pre- 
mature Decay  of  Trees^  Vines,  S^c. — Patent  dated  March  5,  1861. — The  materials  of  which 
this  composition  consists  are  sperm  oil,  tar,  saleratus,  and  ammonia,  mixed  with  a  barrel  of 
rain-water.  Cotton,  wool,  or  any  other  suitable  material,  may  then  bo  saturated  with  the  mix- 
ture and  placed  around  the  tree  near  the  ground. 

Claim. — The  compound  mixture  of  the  above  materials  and  its  application  and  use  to  and 
for  trees,  vines,  and  other  growing  vegetation. 

No.  31,588.— Cyrus  Chambers,  jr.,  of  Philadelphia,  F&.^Improvement  in  Machines 
for  Folding,  Pasting,  and  Cutting  Paper. — Patent  dated  March  5,  1861. — This  invention 
consists  of  a  series  of  devices  for  folding,  pasting,  and  trimming  the  heads  and  edges  of 
books  or  pamphlets  a»one  continuous  operation 

Claim, — First,  the  combination  of  the  arms  L  and  M  and  N,  lever  O,  pawl  P,  arm  Q,  and 
treadle  R,  or  equivalent  mechanism,  for  the  purpose  of  arresting  the  motion  of  the  paster 
wheel  to  prevent  its  coming  in  contact  with  the  paper  when  this  is  not  properly  placed  on  the 
machine,  as  described. 

Second,  so  connecting  the  paster  wheel  with  the  first  folding-knife  that  both  can  bo  simul- 
taneously arrested  by  the  same  mechanism,  substantially  as  specified. 

Third,  trimming  off  the  heads  or  edges  of  pamphlets  or  signatures  during  the  process  of 
folding,  substantially  as  set  forth. 

Fourth,  so  regulating  the  position  of  the  cutters  by  means  of  the  stop  that  both  may  be 
simultaneously  adjusted  to  sheets  of  different  sizes,  as  specified. 

Filth,  adjusting  the  end  of  the  folding-blade  to  correspond  with  the  position  of  the  stop 
and  cutters,  as  aud  for  the  purpose  described. 

Sixth,  combining  in  one  machine  the  mechanism  for  pasting,  folding,  and  trimming  off  the 
Leads  or  edges  of  pamphlets  or  signatures,  substantially  as  specified. 

Seventh,  the  combination  in  a  folding-blade  of  a  serrated  and  curved  or  angular  concave 
edge  for  the  purpose  of  preventing  the  sheet  from  slipping  on  the  knife,  and  also  to  introduce 
the  edges  of  the  paper  between  the  rollers  slightly  in  advance  of  the  middle,  as  described. 

No.  31,589. — Samuel  Clark,  of  New  York,  N.  Y. — Improvement  in  Tuning- Pins  for  Mu- 
sical Instruments. — Patent  dated  March  5,  ld61. — The  pin  is  constructed  with  an  enlarge- 
ment at  its  centre,  the  periphery  of  which  is  roughened  or  corrugated,  for  the  purpose  of 
increasing  the  power  of  resistance  to  the  recoiling  strain  of  the  string. 

Claim. — A  tuning-pin  for  stringed  instruments,  when  the  same  is  constructed  in  the  manner 
substantially  as  described. 

No.  31,590. — B.  COEand  M.  Geon,  of  Dalton,  O. — Improvement  in  Vessels  for  Evaporating 
Saccharine  Juices, — Patent  dated  March  5,  1861. — ^The  inside  wall  of  the  furnace  is  protected 
by  movable  fluted  cast-iron  plates  standing  in  an  oblique  position  along  the  sides,  so  as  to 
allow  a  passage  for  a  current  of  air  which  enters  holes  in  front.  The  back  part  of  the  furnace 
rests  upon  a  oar  or  pivot  supported  by  two  posts,  and  to  the  front  part  is  attached  a  shaft 
provided  with  pinions  moving  in  a  segment,  by  which  means  the  ends  of  the  furnace 
and  pan  may  be  raised  and  lowered,  so  as  to  cause  the  fluid  in  the  pan  to  move  fast  or  slow, 
as  may  be  desired,  in  evaporating  the  juice. 

Claim. — The  evaporator,  in  combination  with  the  protectors  to  the  furnace,  as  shown  in  Fig. 
3,  the  shad  B,  the  pinions  b  b,  the  segments  c  c,  the  sliding  loops  E  E,  the  ratchet  wheel  A« 
kxrk  J,  and  the  pivot  D,  as  shown  in  Fig.  1,  as  described  and  for  the  purpose  set  forth. 
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No.  31,591.— E.  Davis  and  Alonzo  Palmer,  of  Hudson,  ^kh,—Jinprovemeut  in  Grain- 
Separators.— VaiGut  dated  March  5,  1861.— A  section  of  the  fan-ca«o  is  made  to  slide,  and, 
openinj^  into  tlio  fan-caso  at  tbo  ljead\)f  the  fihoe,  is  a  trap-door,  wbich  18  kept  closed  by  a 
Bpriiip,  and  raised  and  adjusttnl  by  means  of  a  strap.  The  shoe  is  bnng  at  one  end  by 
straps,  tbo  otber  end  being  provided  with  a  spring-bar  resting  upon  rollers,  liy  means  of 
tbo  connecting  rods  and  a  cross-bar  a  lateral  and  longitudintu,  and  at  tbo  same  time  a  par- 
tially circular,  motion  is  given  to  tbo  shoe. 

Claim. — The  employment,  in  connexion  with  the  shoe,  of  the  connecting  rod  fl,  the  spring 
rf,  tbo  rod  f,  attached  eccentrically  to  the  fan-shaft  pulley  G,  the  bur  F,  and  the  rod  t,  when 
arranged  as  shown,  by  means  of  which  a  lateral  and  longitudinal,  and  at  the  same  time  a 
partially  circular,  motion  is  communicated  to  said  shoe,  substantially  as  set  forth. 

Second,  tbo  arrangement  of  the  sliding  section  II  of  the  fan-case  with  the  trap-door  I, 
spring  m  and  strap  n,  for  the  purpose  of  directing  and  regulating  the  draught  at  the  bead  of 
the  shoe,  substantially  as  set  lorth. 

No.  31,592.— W.  E.  Doubleday  and  S.  H.  Lyon,  of  Brooklyn,  N.  Y.—fmprored  Die 
for  Pressing  //a/«.— Patent  dated  March  5,  18C1. — This  invention  consists  in  fitting  the  inner 
die  so  as  to  bo  raised  or  lowcied  in  the  brim  die,  and  also  in  fitting  the  tip  die  so  as  to  be 
adjustable  accordingly  in  the  outer  die,  thereby  enabling  dies  to  bo  adapted  to  tbo  varying 
circumference,  so  that  hats  of  any  size  or  height  of  crown  may  be  pressed. 

Claim. — Tbo  crown  die  &,  fitted  to  bo  raised  or  lowered  in  the  brim  die  a,  for  the  purposes 
and  as  set  forth. 

And,  in  combination  with  the  adjustable  crown  die  6,  the  adjustable  tip  die/ in  the  dice, 
for  the  purposes  and  as  specified. 

No.  31,593.— Daniel  Fleming,  of  Brooklyn,  N.  Y.— Improved  Bni«A.— Patent  dated 
March  5,  lt!<Gl. — The  ends  of  the  bristles  aie  confined  around  the  brush  handle  by  a  metal 
ring  and  cemented  in  the  usual  manner.  A  cap,  with  an  annular  groove  and  female  screw 
cut  in  it,  is  then  forcibly  screwed  upon  the  handle  and  imbedded  in  the  soft  cement. 

Claim. — Tbo  screw-cap  D,  or  its  tMjuivalent,  combined  with  a  brush,  essentially  as  and  for 
the  purposes  described. 

No.  31,594.— G.  W.  T.  Grant,  of  Winona  county,  'Minn.— Improvement  in  Picket 
Fences. — I'ateot  dated  March  5,  J  801. — The  claim  and  engraving  will  explain  the  nature  and 
object  of  this  invention. 

Claim. — Tbo  construction  of  a  picket  fence  with  only  one  rail  to  the  panel,  having  the 
rails  supported  on  the  shouldered  pickets,  and  btjing  placed  at  a  sufficient  angle  with  each 
other,  consecutively,  to  give  the  necesHary  strength  to  the  fence  to  resist  lateral  prt^sHure,  the 
pickets  fitting  looseiv  in  the  boles  of  the  rails,  and  the  lower  ends  of  the  pickets  sunk  suflS- 
ciently  into  tlie  earth  to  prevent  them  from  being  moved  laterally  out  of  pla<'e,  all  in  tbo 
manner  and  for  the  pur])OHe  set  forth  and  described. 

No.  31,595.— John  Griffin,  of  Louisville,  Ky.— Improved  Mode  of  Regulating  the  Speed 
of  Vehicles  moved  by  Mechanical  Power. — Patent  dated  March  5,  Ib'Ol. — This  invention  \» 
designed  more  especially  to  be  applied  to  steam  carriages  in  connexion  with  cottou-j)icking 
devices.  When  a  rapid  movement,  as  in  travelling  fiom  place  to  place,  is  requirt**!,  motion 
is  communicated  directly  to  the  axles  by  means  of  connecting  rods  K  K  attached  to  the  walk- 
ing beams;  but  when  a  slower  movement  is  desirable,  as  when  at  work,  the  connecting  rods 
K  are  detju'hed  from  the  axle**,  w  hen  the  connecting  nnls  M  M,  also  attached  to  the  walking 
beams,  are  made  to  operate  t«K»iljed  win  els  on  the  ends  of  the  axles  by  means  of  a  worm 
8crew%  an  upright  shaft,  and  bcvelle<l  gear-wheels,  atta<he<l  to  the  platform. 

Claim. — The  arrangement  of  the  two  connecting  rods  K  M,  aitacbinl  respectively  to  the 
cranks  L  N  of  the  axles  I)  and  shafts  O,  the  latter,  when  in  use,  being  connected  with  the 
axles  by  the  gearing  ^  A  Q,  substantially  as  and  for  the  purpose  set  forth. 

No  31,590. — John  Griffin,  of  Louisville,  Ky. — Improrcmmt  in  Cotton- Pickers. — Patent 
dated  March  5,  18G1. — A  perforated  metal  tube  A,  ha\  ing  a  tlaring  end-piece  at  one  end  and 
a  valve  at  the  opposite  end,  constructed  of  India-rub  I  ►er,  provided  with  springs  to  keep  the 
valve  gently  closed,  is  fitted  within  a  tube  D,  the  latter  being  attached  to  a  flexible  tabe 
which  conducts  the  cotton  into  the  receiver.  To  the  outer  tul)e  is  attached  a  vent-pipe  con- 
necting with  a  cylinder,  provided  with  a  double-acting  valve  which  connects  with  a  suction 
tube,  and  when  open  admits  of  suction  in  the  tube  A,  which  draws  the  cotton  boll  from  the 
stalk  and  forces  it  through  the  elastic  valve.  When  the  double-acting  valve  is  closed,  com 
munication  between  the  tubes  is  cut  oflf,  and  a  saving  efl'ected  in  the  suction-producing  power. 

Claim. — ^The  arrangement  of  the  tubes  A  D,  cylinder  £,  and  valves  c  F,  substantially  as 
and  for  the  purposes  set  forth. 

No.  31,597.— D.  D.  Hardy  and  J.  J.  Morris,  of  Cincinnati,  O. — Improvement  in  Rotary 
Pumps. — Patent  dated  March  5,  ItfCl. — The  interior  of  the  pump-case  is  formed  into  two 
cylindrically-shaped  chambers,  so  arranged  as  to  leave  between  them  two  central  inner  tongues 
or  projections.    The  larger  semi-cyrmdrical  parts  of  the  pbtons  are  equal  in  diameter  to 
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the  parts  of  the  chamber  in  which  they  are  placed,  and  the  periphery  of  the  larger  part  of 
one  cylinder  works  in  contact  with  the  periphery  of  the  smaller  part  of  the  other,  so  that  a 
continuous  stream  is  forced  up  as  the  piston  rotates. 

Claim. — The  employment  of  the  rotary  pistons  B  B',  formed  of  two  semi-cylindrical  cylin- 
ders of  different  diameters,  in  combination  with  the  two  central  inner  tongues  or  projections 
D  D'  of  the  case  A,  substantially  as  shown  and  described. 

No.  31,598.— John  Hastings  and  L.  P.  Ganitor,  of  San  Francisco,  Ca\.—Improre- 
ment  in  the  Process  of  treating  Gold  and  Silrer  Ores. — Patent  dated  March  5,  1861. — The 
claim  explains  the  nature  of  this  invention.  For  a  description  of  the  process  the  specifica- 
tion must  be  referred  to. 

Claim.— /The  manner  of  extracting  gold  and  silver  from  their  ores  by  the  use,  in  the  manner 
set  forth,  of  chloride  of  copper,  whether  prepared  in  the  manner  described  or  by  any  other 
means. 

No.  31,599. — G.  E.  Hayes,  of  Buffalo,  N.  Y. — Improved  Apparatus  for  Vulcanizing 
Caoutchouc. — Patent  Bated  March  5,  1861. — The  method  of  constructing  and  using  the  vessel 
as  claimed  is  designed  to  dispense  with  water  within  the  vulcanizing  vessel  as  a  heating 
medium,  as  heretofore  used,  other  than  that  in  combination  with  the  plastic  mould,  and  also 
requires  less  heat.  A  mercury  chamber  is  formed  in  the  upper  section,  so  that  the  degrees  of 
heat  may  be  correctly  indicated,  and  the  danger  and  inconvenience  of  placing  the  bulb  within 
a  steam  chamber  avoided.  A  narrow  ring,  in  which  the  mould  is  placed,  is  used  for  the  pur- 
pose of  facifttating  the  removal  of  the  plaster  from  the  vulcanizing  vessel. 

Claim. — First,  so  constructing  and  using  a  vulcanizing  vessel  with  a  flattened  bottom  as 
that  the  plaster  mould  containing  the  rubber  compound  shall  lie  in  contact  with  the  inside  of 
the  lower  part  of  the  vessel,  so  tnat  the  heat  from  the  lamp  or  other  heating  body  shall  bo 
Applied  directly  to  that  part  of  the  vessel  upon  which  the  mould  lies,  for  the  purposes  and  sub- 
stantially as  set  forth. 

Second,  a  mercury  chamber  formed  in  the  upper  section,  tho  same  being  constructed  and 
arranged  with  the  thermometer  substantially  as  set  forth. 

Third,  the  opening  c,  in  combination  with  the  bottom  A,  band  D,  and  cover  E,  substan- 
tially as  described. 

No.  31,600.— J.  S.  HOOTON,  of  New  Carlisle,  Ind. — Improved  Condenser  and  Water- Heater 
for  St£am  Engines. — Patent  dated  March  5, 1861. — This  invention  consists  in  so  commingling 
the  water  in  the  form  of  spray,  shower,  &c.,  with  the  exhaust  steam  from  an  engine,  that  a 
considerable  portion  of  said  steam  is  condensed  and  unites  with  the  crude  water  from  the  well 
or  cbtem,  and  at  the  same  time  raising  the  temperature  of  the  feed-water  to  nearly  the  boil- 
ing point,  thus  saving  fuel,  and  also  using  much  condensed  steam  or  distilled  water,  whereby 
less  incrustation  of  the  boilers  takes  place. 

Claim. — ^The  arrangement  of  the  induction  and  eduction  pipes  A  and  B,  the  induction  and 
eduction  pipes  I  and  O,  the  waste-water  pipe  S,  and  the  alternating  opposite  plates  or  shelves 
z  X  with  each  other,  and  with  the  vertical  box  or  tube  of  the  apparatus,  when  the  said  plates 
or  shelves  are  placed  at  such  distances  from  each  other  that  the  water  can  be  made  to  tail  in 
succession  from  one  shelf  to  another  in  broadly  expanded  and  thin  sheets,  and,  whilst  thus 
falling,  be  acted  upon  by  the  ascending  steam  within  the  apparatus,  in  the  manner  set  forth. 

No.  31,601. — J.  W.  HOWLETT,  of  Greensboro*,  N.  C. — Improvement  in  Sewing  Machines. — 
Patent  dated  March  5,  1861. — On  tho  top  of  the  upper  needle-arm  is  aiTangcd  a  bent  spring 
upon  a  pivot,  which  can  be  pressed  together  by  a  clamp  nut  on  the  screw  end  of  the  pivot. 
The  outer  ends  of  the  spring  are  dovetailed,  so  as  to  receive  two  plates  of  glass,  between 
which  the  upper  thread  passes.  A  rod,  extending  between  the  forked  ends  ot"  a  projection 
under  the  platform,  is  provided  with  a  tapering  luce,  and  is  so  arranged,  in  relation  to  the 
lower  or  horizontal  needle,  that  the  latter,  as  it  advances,  meets  the  tapering  end  of  the  rod, 
and  presses  the  lace  U  slightly  buck  against  the  spring  Y,  so  that  the  loop  of  the  lower  needle 
Is  thrown  fonvard,  and  the  vertical  needle,  as  it  descends,  is  made  to  puss  entirely  through 
said  loop,  thus  avoiding  any  liability  of  a  drop  stitch. 

Claim. — First,  producing  tho  nocessaiy  tension  of  the  upper*  needle  thread  N',  by  passing 
it  between  two  glass  plates  M'  M',  held  in  dovetail  slots  at  the  end  of  a  bent  spring  J,  when 
this  spring  is  combined  with  an  adjustable  clamp  screw  L',  substantially  as  and  for  the  pur- 
poses set  forth. 

Second,  makiug  the  tension  plates  of  glass,  substantially  as  and  for  the  purposes  set  forth. 

Third,  the  aiTangement  of  a  rod  VV,  with  a  tapering  face  U  V,  and  spiral  spring  Y,  in  com- 
bination with  a  vertical  and  horizontal  reciprocating  needle,  substantially  as  and  for  the  pur- 
poses set  forth. 

No.  31,602. — JosiAH  Howell,  of  Sacramento,  Cal. — Improvement  in  Hemming-Guide^ — 
Patent  dated  Maich  5,.18()1. — Attached  to  the  bottom  plate  A  of  the  hammer  is  tho  curved  side 
of  a  flattened  taper  tube,  by  which  the  outer  fold  of  the  hem  is  turned.  Upon  the  upper  plate 
D  is  formed  the  upper  flat  portion  of  the  tube  and  the  covered  side  thereof,  by  which  tho 
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inner  fold  of  the  hem  is  tnrnetl.     The  parts  are  connected  by  means  of  a  sliding  bar,  which 
admits  of  adjustment  of  the  plates  for  hems  of  differeut  widths. 

Claim. — The  division  of  the  tube  in  three  parts  a  d  and  b  c,  of  which  the  two  lower  parts 
a  and  d  arc  connected  tojrether  by  a  bar  F,  pus.sinff  over  the  plate  D,  of  which  the  upper  por- 
tion b  c  foniis  part,  the  whole  arranged  and  applied  substantially  as  set  forth. 

No.  31,003.— R.  M.  IIUGHKS,  of  Pleasant  Grove,  Va.—Itnprorement  in  Railroad  Car 
Couplintr.—  Patent  dated  March  5,  IbOJ. — The  claim  and  engraving  will  explain  the  nature 
and  object  of  this  invention. 

Claim. — A  '•ar  coupling  consisting  of  a  link  and  pin  combined  in  one  piece  and  pivoted  or 
swung  near  th*'*  middle,  one  end  serving  as  a  link  and  the  other  as  a  catch,  so  constructed  and 
arranged  as  to  be  self-coupling  and  detachable  by  means  of  a  lover  or  other  equivalent  device, 
substantially  as  described. 

No.  31,G()4. — ^J.  L.  Uyde,  of  New  York,  N.  Y. — Improvement  in  Setting  Machines. — Patent 
dated  March  5,  1801. — The  foot-frame  is  open  at  one  end,  so  that  the  two  sides  form  jaws 
provide<i  with  grooves,  into  which  the  foot-plate  is  Inserted. 

Claim. — The  combination  of  a  foot-plate  with  the  shank  of  the  presser  foot  by  means  of  a 
foot-frame  open  ut  one  side,  so  as  to  permit  the  introduction  of  the  toot-plate  edgewise  therein, 
substantially  as  described. 

No.  3l,()0r).— George  Ives,  of  Detroit,  Mich.— Improved  Wood-Savf  //(ws^.— Patent  dated 
March  r>,  18GI. — This  invention  consists  in  attai'hing  to  a  common  saw-horse  a  pivoted  pedal, 
to  which  is  secured  a  hooked  rod  for  the  purpose  of  holding  the  stick  of  wood  upon  the  horse, 
instead  of  using  the  knee,  as  is  usual.  A  spring  is  used  for  elevating  the  pedal  to  throw  the 
hook  out  of  the  way  when  putting  on  the  wood. 

Claim. — The  application  to  saw-horses  of  a  pedal  with  hook  and  spring  attached,  for  the 
purposes  mentioned,  namely,  the  better  means  of  making  firm  and  holding  secure  in  its  place 
any  stick  of  wood  or  other  articles  to  l>e  sawn,  using  for  such  purpose  any  style  of  hook  and 
means  of  turning  the  same,  or  any  kind  of  spring  that  will  produce,  by  the  aid  of  the  pedal 
or  otherwise,  the  intended  efiect. 

No.  31, 606. — JosiAH  JA3IES,  of  Ogdensburg,  N.  Y. — Improvement  in  Mechanical  Move- 
ments.— Patent  dated  March  5,  18(51. — The  joint  is  so  constructed  that  one  end  of  the  walking 
beam,  being  inserted  in  a  balance-wheel  having  a  rotary  motion,  the  opposite  end  has  a 
reciprocating  vertical  movement,  so  that  the  propelling  power  may  be  applied  at  the  end  of 
either  section  as  may  be  desirable. 

Claim. — The  joint  watfiing  beam  as  shown  in  Fig.  1,  consisting  of  the  jaws  or  upper  and 
lower  portions  of  joint,  ai  shown  in  A  A'  and  A",  the  end  of  the  lever  or  other  portions  of  the 
joints,  as  shown  in  B  IV  und  B",  together  with  the  pin  C. 

Also,  the  joint  placed  at  the  point  where  the  walking  beam  is  poised,  to  give  a  compound 
or  rotary  motion  to  tho  end  of  the  walking  beam,  inserted  in  the  fly  or  balance  wheel  E. 

No.  31,G07.— Mathaus  Kaefer,  of  Factory ville,  N.  Y.— Improvement  in  Transmitting 
Motion, — Patent  dated  March  5,  IKil. — The  fly-wheel  shaft  is  hung  in  the  ends  of  two  arms 
or  pendants,  which  swing  on  a  rock  shafk  in  such  a  manner  that  the  fly-wheel  shaft,  with  its 
connexions,  oscillates  in  an  arc  described  around  tho  centre  of  the  rock-shaft,  and  tho  friction 
created  by  the  oscillating  or  reciprocating  motion  of  the  fly-wheel  and  fly-wheel  shaft  is 
thrown  on  tho  journals  ot  the  rock-slmlt,  by  which  means  loss  by  friction  is  diminished,  and 
the  driving  belt  retains  a  uniform  tension. 

Claim. — The  arrangement  of  the  shaft  A,  guide-rods  E  E,  and  flv-wheel  B,  with  tho  arms 
F  F,  and  rock-shaft  6,  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  31,(508. — Jacob  KleiBER,  of  Memphis,  Tenn. — Improvement  in  Swimming  Propel* 
lers. — Patent  dated  March  5,  1861. — ^This  device  is  designed  to  be  attached  to  the  wrist  by  a 
strap,  and  while  swimming  the  forward  motion  of  tho  hand  tends  to  close  tho  frame;  upon 
drawing  back  tho  hand,  the  resistance  of  the  water  causes  the  frame  to  open  and  draw  th4 
operator  forward. 

Claim. — The  arrangement  and  combination  of  tho  hollow  shank  D,  with  its  flanged  part  H, 
tho  rod  E,  and  spiral  spring  /,  when  used  in  connexion  with  the  arms  K,  rods  /,  and  a  water- 
proof covering  A,  the  whole  being  made  and  operated  in  tho  manner  and  for  the  purpose  set 
forth. 

No.  31,609.— W.  A.  Lightall,  of  New  York,  N.  Y.— Improved  Method  of  Supvlying  Water 
to  Steam  Vessels^  for  the  Purpose  of  Condensing  Steam  or  Cooling  W'a/er.— Patent  dated 
March  5,  1861.— This  invention  consists  in  forcing  a  current  of  external  water  through  one 
aperture  in  the  side  of  the  vessel  into  the  condenser  or  cooler,  and  passing  it  from  the  con- 
denser Uirough  another  similar  aperture  by  the  motion  of  the  vessel  as  it  passes  through  the 
water.  The  apertures  are  provided  with  nooded  covers  for  gaiding  and  forcing  the  water 
into  tho  same. 

Claim, — ^The  arrangement  of  tho  hoods  D  D^,  constructed  as  shown,  in  their  relation  to  iba 
ocHidenser  or  cooler  C,  and  the  vessel  A,  as  describod  and  for  the  purpose  set  forth. 
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No.  31,610.— R.  Little,  of  Middle  Branch,  0,^Improvtd  Device  to  Prevent  Hogs  from 
Booting.— Vatent  dated  March  B,  3861.— This  device  is  applied  by  passing  the  sharp  end  of 
the  wire  throueb  the  hog's  snout,  and  bending  it  over  the  lower  part. 

Claim. — A  device  for  preventing  bogs  from  rooting,  formed  from  a  single  piece  of  wire,  in 
the  manner  described  and  as  fuUj  shown  in  Fig.  1  ot  the  accompanying  drawings. 

No.  31, Gl  1 . — G.  B.  BIalLETTE,  of  Millport,  N.  Y. — Improvement  in  Portable  Field  Fences^ — 
Patent  dated  March  5,  1W)1. — This  constniction  of  fence  enables  the  stakes  to  Ihj  placed  at 
any  required  inclination  to  each  other  and  to  the  stretcher  bar;  and  the  splice  pieces  when 
decayed  may  be  taken  off  and  new  ones  substituted  without  removing  the  main  portion  of  the 
bar  or  distui  l)ing  the  fence. 

Claim. — The  stakes  C  C,  armed  with  the  splice  pieces  c  c,  when  pivoted  to  their  supporting 
stretcher  bar  B,  and  provided  with  the  notches  i  i  in  their  iuner  etlges  or  sides,  in  combination 
with  the  sections  A  A,  substantially  as  and  for  the  purpose  specihed. 

No.  31,612. — GalCSHA  MaRANVILLE,  of  Hampton  Comers,  N.  Y ,— Improvement  in  Cal- 
endar Clocks. — Patent  dated  March  5,  lt*()l. — This  invention  consists  in  arranging  below  the 
face  plate,  and  so  as  to  turn  around  the  central  shaft  of  the  clock  movement  and  iudepend- 
ently  of  the  same,  two  disks  or  dials  marked  respectively  with  the  name^  of  the  du>s  of  the 
week  and  of  the  month.  The  dials  require  to  l>e  pro|)erly  set  at  the  commencemoDt  of  each 
month.  A  hand,  operated  by  a  ratchet  wheel,  is  made  to  point  out  the  day  of  the  week  and 
month. 

Claim. — The  combination  of  the  independently  adjustable  dials  B  C,  face  plate  A,  and 
hand  D,  the  latter  being  actuated  by  clock  movement,  and  the  whole  arranged  and  adapted 
to  operate  in  connexion,  in  manner  substantially  as  and  for  the  purposes  shown  and  described. 

No.  31,613. — T.  J.  Mayall,  of  Roxbury,  Mass. — Improvement  in  Brushes. — ^Patent  dated 
March  5,  1861. — This  invention  is  explained  by  the  claim  and  engravings. 

Claim. — A  new  mode  of  securing  bristles  or  other  materials  used  in  brushes,  by  fixing  them 
in  a  setting  or  stock  of  India-rubber  or  gutta-percha,  substantially  in  the  manner  described, 
so  that  the  said  bristles  shall  be  firmly  held  in  their  places  and  clasped  by  virtuo  of  the  elastic 
force  of  tho  India-rubber  or  gutta-percha,  and  their  setting  protected  against  the  action  of 
water  or  other  agents  to  whicli  they  might  be  exposed  in  the  use  of  the  brush. 

No.  31,614. — T.  J  Mayall,  of  Roxbury,  Mass. — Improvement  in  Water -proof  Hose, — 
Patent  dated  March  5,  l>i61. — The  form  of  the  hose,  as  constructed  in  this  invention,  admits 
of  its  being  conveniently  reeled  for  transportation. 

Claim. — Formmg  a  hose  or  tubing  in  two  flat  pieces  or  sides  of  cloth  or  woven  fabric, 
coated  with  rubber  or  ^tta-percha  in  one  or  more  layers  or  thicknesses,  and  united  at  their 
edges  by  sewing,  rivetuig,  or  otherwise,  substantially  as  set  forth. 

No.  31,615. — F.  J.  Miller,  of  Buford,  Ga. — Improf^ement  in  Machinery  for  making 
Rope. — Patent  dated  March  5,  1861. — Tho  platform  is  made  in  two  parts  hinged  together, 
upon  which  are  placed  a  sliding  and  stationary  frame  which  support  the  gear-wheel  shafts. 
A  self-adjusting  grooved  twi^t-regulator  is  placed  at  the  junction  of  the  strands,  and  is 
pressed  backwards  as  the  strands  twist  together. 

Claim. — The  combination  of  the  Iblding  platform  A  and  sliding  frame  C,  with  its  wheels 
I  r,  with  the  stationary  frame  C,  with  its  wheels  11  G  G  G,  and  grooved  self-adjusting  regu- 
lator D,  arranged  for  operation  as  and  tor  the  pur]>oses  set  forth. 

No.  31,616. — E.  J.  Y  Patrullo,  of  Yucatan,  Mexico. — Improvement  in  Machines  for 
Dre»*ing  the  Leates  of  the  Agate  Plant. — Patent  dated  March  5,  It^il. — Tho  beaters  consist 
of  w«'dge-shaped  pieces  of  steel  or  other  suitable  material  extending  across  the  lace  of  the 
drum,  ilieir  edges  being  alternately  smooth  and  notched  or  comb-edged,  for  the  puq)ose'of 
separating  the  fibres  and  scrapmg  off  the  fleshy  parts  atlhering  to  the  fibres. 

Claim. — The  described  arrangement  of  alternate  comb-edged  and  smooth-edged  beaters  B 
B',  on  the  circumference  of  a  rotary  drum  A,  in  combination  with  feed-rollers  D  I)'  and  with 
an  adjustable  hinged  apron  F,  constructed  and  operating  in  the  manner  and  for  tho  purpose 
set  lorth.  .^ 

No.  31,617.— Francts  Peabody,  of  Salem,  Mass.— /mprarfwwiK  in  Loom«.— Patent  dated 
March  5,  Ic^l. — ^Tbo  dents  of  the  reed  are  each  provided  with  a  projection  whose  lower  edge 
is  armnged  over  the  race-beam  at  an  acute  angle  with  the  front  hearing  edge  of  the  dent,  so 
that  the  shuttle  will  be  prevented  from  rising  upward  and  kept  close  to  the  reed.  The  pro- 
j«ciiou«  ate  arranged  so  as  to  extend  over  or  alongside  the  path  of  the  shuttle  in  such  a  mau- 
tier  as  to  prevent  the  shuttle  from  deviating  from  its  proper  course,  and  the  several  projections 
are  so  arranged  aa  to  leave  a  space  between  each  two  of  them  in  order  that  the  two  warp 
threads  which  are  to  be  crossed  in  filling  may  extend  and  work  between  them  as  well  as  be- 
tween the  dents  of  the  reed.  Tho  shuttle  is  constructed  with  its  month  inclined  to  the  base, 
the  upper  part  being  made  with  an  inclined  lip  so  as  to  work  under  the  projections  of  the 
beraUed  dents.    TIm  front  of  each  shuUle-boz  is  made  open,  and  to  each  box  is  applied  a 
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brake  or  stopper  so  as  to  extend  over  the  race-beam,  it  being  made  to  work  in  the  plane  of 
the  lay  and  to  bo  pressed  downward  by  a  spring  snitabij  applied  to  it. 

Claim. — In  combination  with  the  reed  and  race  beam  of  a  loom,  a  series  of  projections 
extending  from  the  reed  and  over  the  race-beam  in  such  a  manner  as  not  only  to  oi>erate 
while  the  shuttle  is  being  driven  longitudinally  across  the  race-beam  in  maintaining  the  said 
shuttle  in  its  proper  path  relatively  to  the  race-beam  or  the  reed,  or  both,  but  to  uUuw  the 
warps  to  extend  and  work  between  the  said  projections,  substantially  as  specifieil. 

Also,  the  improved  arrangement  of  each  spring  stopper  of  the  race-beam  relatively  to  the 
upper  surface  of  the  said  race-l)eam,  -viz.,  in  manner  and  so  as  to  press  the  shuttle  down  upon 
the  said  suriace,  substantially  as  described. 

Also,  the  improved  mode  of  constnicting  the  shuttle,  viz.,  with  its  mouth  inclined  relatively 
to  the  ijasc,  and  provided  with  the  retaining  lip  or  its  equivalent  arranged  at  its  upjMjr  edge, 
substantially  as  and  for  the  purpose  spcciiicd. 

No.  31,61H.-— J.  M.  Perkins,  of  Cleveland,  O,— Improvement  in  Water  Elevators. — 
Patent  dated  March  5,  1801. — Two  buckets  are  connected  by  a  rope  or  chain  to  a  windlass 
in  such  a  way  that  one  bucket  will  riM3  as  the  other  falls.  A  spout,  provided  Avith  curved 
rodn  acting  as  stops,  scrv'es  to  tilt  the  elevated  bucket  at  the  proper  time  and  discharge  its  con- 
tcntj*  into  the  spout. 

Claim. — The  buckets  E  E  attached  to  the  windlass  B,  as  shown,  and  provided  with  the 
recesses  d.  in  connexion  with  the  srwut  F,  provided  with  the  curAcd  rods  or  hooks  G,  ar- 
ranged in  such  relation  with  the  buckets  to  operate  as  and  for  the  purpose  set  forth. 

No.  31.619.— Charles  Perley.  of  New  York,  N.  Y, —Improved  Ship's  Capstan.— Patent 
dated  March  5,  1801. — This  invention  consists  in  fitting  the  capstan  barrel  with  two  nests  of 
bails,  in  such  a  manner  that  the  sidewise  strain  from  a  rope  or  chain  is  taken  u|>on  balls  be- 
tween the  capstan  banvl  and  the  spindle  upon  which  it  tmns. 

Claim. — ^The  capstan  or  other  barrel  for  ropes  or  chains,  provided  with  the  circular  recesses 
1  and  3,  receiving  the  nests  of  balls  2  and  4,  in  the  manner  and  for  the  pur|)oses  specitied. 

No.  31,6-JO.— John  Porter,  of  Jefferson,  Texas.— /mprar«/  Steam  Boiler. — Patent  dated 
March  5,  18()1. — ^I'he  detachable  fire-box  is  made  of  boiler  plate  and  double,  so  as  to  contain 
a  water  space  in  every  part.  The  front  part  of  the  box  and  the  fire-bridge  are  both  upright,  and 
hollowed  out  for  the  reception  of  the  body  of  the  boiler,  and  the  sides,  which  extend  upward 
to  nearly  the  level  of  the  top  of  the  boiler,  are  cur\'ed  to  correspond  with  the  boiler,  spaces 
being  left  between  the  two. 

Claim. — The  detachable  fire-box  constructed  of  the  form  and  applied  in  combination  with 
the  body  of  the  boiler,  substantially  as  described. 

No.  31,621. — Ch.\RLES  Potter,  jr.,  of  Westerley,  R.  L— Improvement  tn  Printing 
presses. — Patent  dated  March  5,  1861.— <)n  each  end  of  the  power  shaft  are  crank-pins  con- 
nected by  rods  to  corresponding  pins  on  the  sides  of  the  platen  P,  which  is  hung  so  as  to 
vibrate  on  the  oscillating  shaft  B.  The  said  rods  are  of  such  a  length  and  the  crunk-pins  are 
•o  located  that  the  bed  E  is  brought  into  contcu^t  with  the  face  of  the  form  at  each  revolution 
of  the  shaft  D. 

Claim. — The  combination  of  the  oscillating  platen  and  bed  connected  and  operated  as  do- 
■cribed,  when  the  former  is  provided  with  a  pin  and  the  latter  with  a  corresponding  socket, 
oi)eratiug  together  substantially  in  the  manner  shown,  for  the  ptuposo  of  securing  an  accurate 
register  and  preventing  slur,  as  described. 

No.  31,622.— J.  N.  Power,  of  New  York,  N.  Y. —Improved  Method  of  Jointing  Telegraph 
Co«/i«r/or».— Patent  dattni  March  5, 1661. — ^The  object  of  this  invention,  as  set  forth  in  the 
claim,  is  to  apply  the  gutta-percha  in  such  a  manner  as  to  prevent  the  enclosure  of  any  water 
in  the  Joint 

Clatm. — In  joining  telegraph  cables,  the  use  of  a  sheet  gutta-percha  wrapper  covered  with 
India-rubber  cement,  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  31,623. — S.  S.  PUTMAN,  of  Dorchester,  Mass. — Improved  Curtain  Fixture. Patent 

dated  March  5,  1861. — The  rolling  motion  of  the  journal  on  which  the  roll  is  himg  is  used  to 
carry  the  spool,  or  a  ratchet  connected  therewith,  into  contact  with  a  stop  which  will  hold 
the  curtain  in  position,  whilst  a  slight  tension  applitnl  to  the  cord  which  0})eraies  the  roll  is 
suflScient  to  keep  the  spool  or  its  ratchet  from  contact  with  the  stop  when  lowering  the  curtain. 

Claim.— A  curtain  fixture  consistmg  of  the  bracket  6,  with  its  slot /and  roll  C,  the  journal 
i  of  which,  by  rolling  along  on  the  bottom  edge  of  the  slot,  carries  the  roll  or  its  spool  into 
contact  with  a  stationary  stop,  substantially  as  set  forth. 

No.  31,624.— D.  P.  Randall,  of  Hartford,  Conn.— Improvement  in  Tatting  Frames.— 
Patent  dated  March  5,  1861. — ^This  inA'ention  consists  of  a  firame  having  any  convenient 
ntunber  of  projecting  pins  over  wluch  the  thread  is  passed  and  secured  in  a  proper  manner, 
•o  that  the  loops  may  be  formed  on  the  threads  between  the  two  upper  pins  for  making  that 
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class  of  trimmiDgs  called  sccQloped  edging.    The  frame  may  be  secnred  to  a  table  by  a  screw 
clamp. 

Claim, — Aa  a  new  article  of  manufacture,  the  tatting  frame  described. 

Na  31,625. — C.  B.  Richards,  of  Brooklyn,  N.  Y. — Improvement  in  Sewing  Machines. — 
Patent  dated  March  5,  1861. — The  rotation  of  the  crank-pin  causes  the  shuttle's  point  to  ap- 
proach the  needle,  which  rises  slowly,  throwing  out  a  loop,  through  which  the  shuttle  then 
shoots,  during  which  time  the  needle  nearly  passes  the  pin  e,  being  pushed  down  into  the 
slow-moving  part  of  the  lever  B,  near  which  it  lingers  for  some  time,  on  account  of  the  crank 
then  being  on  its*  "dead  centre"  relatively  to  the  pin.  After  the  shuttle  has  passed  through 
the  loop  the  needle  rises  quickly,  and  descends  without  retardation. 

Claim. — ^The  employment  of  a  rocking  shuttle-driving  lever,  operated  by  a  crank  and 
slide,  or  their  equivalents,  in  the  manner  set  forth,  in  combination  with  a  pin,  or  its  eqniv€k- 
lent,  attached  to  said  slide,  and  driving  the  needle-arm  substantially  in  the  manner  described. 

No.  31,626. — ^F.  B.  Richards,  of  Boston,  Mass. — Improrement  in  Enema  Syringes. — 
Patent  dated  March  5,  1861. — ^The  flexible  tube  or  pipe  has  a  lateml  perforation,  into  which 
passes  the  metallic  connexion  E,  on  which  the  bulb  is  fixed.  This  connexion  is  foniied  of 
two  parts  joined  together  by  a  male  or  fejnale  screw,  on  one  of  which  is  a  shoulder,  ajj^ainst 
whicn  is  pressed  and  held  secure  by  the  other  screw  the  part  of  tu])e  about  the  perforation. 

Claim. — The  new  and  improved  bulb  and  tube  connexion,  as  made  in  two  separate  tubular 
parts  b  c,  and  respectively  inserted  in  or  applied  to  the  elastic  bulb  and  the  tube  or  connexion 
of  the  valve-chambers,  and  so  as  to  operate  therewith  or  connect  the  bulb  and  valve-cham- 
bers, substantially  in  the  manner  and  for  the  purpose  described. 

No.  31,627. — J.  R.  Robinson,  of  Boston,  Mass. — Improvement  in  Steam-Boiler  Fur- 
naces.— Patent  dated  March  5,  1861. — Across  the  fire-box,  and  even  with  the  top  of  tlie 
bridge,  is  thrown  an  arch,  extending  from  the  bridge  back  to  the  wall  E,  near  the  front  tube- 
sheet.  This  arch  is  provided  with  openings.  aiTanged  at  the  sides  of  the  box,  for  the  admis- 
sion of  the  gases  of  combustion  to  the  mixing  chamber.  Opening  from  the  space  above  the 
arch  into  the  mixing  chamber  is  a  trunk,  by  means  of  which  the  lighter  ^ases  are  prevented 
from  accumulating  in  the  upper  part  of  the  lire-chamber  out  of  the  circulation. 

Claim. — ^The  ^as-mixing  cnamber  B,  constnicted  in  rear  of  the  bridge  C,  with  a  covering 
arch  F  and  opemngs  d  din  the  said  arch,  substantially  as  specified. 

And,  in  combination  with  the  chamber  B,  constructed  as  described,  the  trunk  c,  elevated 
above  the  said  arch  for  the  reception  of  the  lighter  gases,  substantially  as  specified. 

No.  31,628. — J.  M.  Rose,  of  New  York,  N.  Y. — Improvement  in  Sewing  Machines. — 
Patent  dated  March  5,  1861. — This  invention  relates  to  such  a  modification  of  the  common 
sewing  machine  as  to  enable  the  operator  to  work  a  button-hole  in  cloth  with  the  ordinary 
hand-sewing  button-hole  stitch  made  with  a  single  thiead.  The  device  can  be  readily 
attached  to  many  of  the  machines  now  in  use. 

Claim. — First,  a  needle  with  a  globular  head  6,  wheel  c,  and  hooks  dy  constructed  and 
arranged  as  described,  and  for  the  purpose  stated. 

Second,  the  clamp/,  with  the  sheet  of  rubber  contained  therein,  when  used  for  the  purpose 
of  giving  rotation  to  the  wheel  c,  for  the  purpose  set  forth. 

Third,  the  arm  t,  in  combination  with  the  needle  a  and  wheel  c,  when  used  in  the  manner 
and  for  the  i)uii)ose  specified. 

Fourth,  the  wheel  c,  with  its  hooks  <f,  in  combination  with  the  spring-holder  e  and  head  £, 
for  the  purposes  shown. 

Fifth,  the  spring-holder  «,  with  the  head  b  and  groove  gt  when  used  and  combined  for  the 
purpose  of  holding  the  needle  in  place,  and  at  the  same  time  permitting  the  thread  to  pass 
over  the  he^  6,  and  between  it  and  the  spring  clamp  e,  in  the  manner  and  for  the  purpose 
shown. 

No.  31,629.— J.  H.  Scott,  of  Millport,  N.  Y. ^Improved  Steam -Valve.-—Fatent  dated 
March  5,  1861. — ^The  upper  half  of  the  valve  is  cast  hollow,  with  two  ports  directly  opposite 
each  other,  through  which  the  steam  passes  from  the  chamber  Y  to  either  end  of  the  cylinder 
alternately  by  means  of  the  tubes  or  pipes  a  a.  On  the  under  side  of  the  valve  is  the  exhaust 
chamber.  The  case  is  cast  in  one  piece,  with  the  cavity  for  the  ^alve-seat  and  passages  lor 
the  steam.  The  valve  has  its  bearings  on  two  set  screws  by  means  of  a  strap  B,  to  which 
the  Iriction  is  confined. 

Claim. — The  construction  of  the  valve  with  the  chamber  y,  ports  o  o,  exhaust  chamber  E, 
and  stem  R,  as  set  forth,  in  combination  with  the  case  c  c,  feed-pipe  F,  tubes  or  pipes  a  a  and  x, 
lever  r,  set  screws  s  «,  and  strap  B,  the  whole  constructed  and  arranged  substantially  as  and 
for  the  purposes  described. 

No.  31,630. — John  Seitz,  sr.,  of  Bloom,  Ohio. — Improvement  in  Presses. — Patent  dated 
March  5,  1861. — The  levers  are  attached  to  the  shafts  which  carry  the  disks,  in  any  radial 
position,  by  means  of  pins  made  to  pass  through  apertures  in  the  levers  into  corresponding 
perforations  in  the  disks.    The  inner  ends  of  the  axis  to  which  the  disks  are  connected  are 
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provided  wiih  pinions,  operating  npon  rack-teeth  on  the  follower.  The  outer  ends  of  the 
levers  are  provided  with  boxes  or  frames  for  containing  weights,  by  which  means  a  con- 
tinual pressure  is  exerted  upon  the  follower  to  press  the  substance  beneath  it. 

Claim. — ^The  combination  with  the  two  loaded  adjustable  leaders  1  1,  of  the  perforated  disks 
2  2,  upon  the  same  axis  of  motion  as  the  levers,  the  said  disks  and  levers  being  so  combined  and 
attached  as  to  render  the  levers  capable  of  adjustment,  as  described,  and  the  disks  and  levers 
being  upon  the  same  axis  of  motion  as  the  pinions  which  drive  the  follower,  as  described. 

No.  31,631.— Peter  Shearer,  of  Reading,  F&.— Improved  Apparatus  for  Generating 
Power, — Patent  dated  March  5,  1861. — This  invention  consists  in  the  combination  of  a  heater 
or  heaters  with  a  piston  and  surrounding  cylinder,  connected  upon  both  sides  of  the  piston  to 
said  heater  or  heaters,  and  a  plunger  or  power  piston  enclosed  in  another  cylinder,  connected 
by  a  passage  with  the  end  of  the  tirst-named  cylinder,  in  which  cold  liquid  is  received  to  be 
pumped  through  the  heater  and  expanded.  With  these  heaters  is  combined,  by  means  of 
pass»ige.s,  an  air-chamber,  provided  with  a  pump  or  pumps  to  provide  the  necessary  supply 
of  liiiuid.  The  fluid  is  caused  to  circulate  through  the  heater,  and  then  return  and  give  out 
its  expansive  effect,  for  the  purpose  of  facilitating  the  starting  of  the  machine  by  means  of 
valves  in  the  auxiliary  cylinders  in  connexion  with  the  other  parts.  With  the  dampers  in 
the  flues  and  smoke-stack  is  combined  a  thermometric  regulator,  so  that  when  the  inordinate 
accumulation  of  heat  at  the  heaters  shall  close  the  passage  through  which  the  heat  is  made 
available  a  valve  is  caused  to  oi>en  in  the  smoke-stack  or  flue,  by  which  the  heat  is  made  to 
ascend  without  imparting  its  eftect  upon  the  heaters. 

Claim. — First,  the  combination  ot  the  cylinder  E,  piston  31,  piston  S,  and  the  heater  or 
heaters,  substantially  as  described,  the  parts  being  so  constructed  and  arranged  with  reference 
to  each  other  as  to  accomplish  the  result  stated. 

Second,  the  combination  of  the  air-chamber  D  with  the  heater  B,  or  other  suitable  device 
for  heating  fluid  used  for  the  purpose  of  maintaining  proper  and  elastic  pressure  upon  the 
fluid,  as  sot  forth,  the  heater  and  air-chamber  being  connected  as  stated,  or  in  any  other 
appropriate  manner. 

Third,  the  combination  of  the  auxiliary  cylinder  I  and  piston  30  with  the  cylinder  E  and 
piston  31,  for  the  purpose  of  facilitating  the  process  of  starting  the  machine,  said  pistons 
being  connected  to  each  other,  and  the  cylinder  I  being  provided  with  valves  and  other 
appendages,  substantially  as  described,  and  accomplishing  the  purpose  stated. 

Fourth,  the  combination  of  the  thermometric  regulator  y,  or  its  equivalent,  with  dampers 
r  and  ^,  ananged  in  connexion  with  the  smoke-stack  or  chimney  and  the  flues,  substantially 
as  described,  for  the  purpose  stated. 

No.  31,6.32.— Herman  Shlarbaum,  of  New  Ybrk,  N.  Y.— Improvement  in  Water- Gauges 
for  Steam-Boilers. — Patent  dated  March  5,  186]. — The  object  of  this  invention  is  to  obviate 
the  difticullies  incident  to  the  use  of  stuffing-boxes,  which  involved  many  inconveniences, 
aiid  resulting  in  the  catIv  cracking  of  the  glass  tube. 

Claim. — Connecting  the  glass  tube  thereof  with  the  metallic  parts  by  means  of  India-rubber 
sleeves  or  muflles,  substantially  in  tlie  manner  as  set  forth. 

No.  31,633. — S.  B.  SnuLTZ,  of  Princeton,  l\\.— Improved  Sho^  Bin,  or  substitute  for 
Drawers. — Patent  dated  March  5,  1861. — This  invention  consists  in  placing  the  drawer  on 
a  cross-i)iece  in  such  a  way  that  it  may  be  tilted  outwardly,  and  its  contents  rendered  ac- 
ccj^siblc,  instead  of  being  drawn  out,  as  usual. 

Claim. — Arranging  or  placing  a  drawer  B  within  its  case  or  box  A  on  a  cross-bar  C,  or  its 
equivalent,  to  admit  of  the  openmg  and  closing  of  the  drawer  by  the  tilting  of  the  same,  sub- 
stantially as  set  forth. 

No.  31,634. — ^E.  G.  Stevens,  of  Biddoford,  Me. — Improvement  in  Enema  Syringes. — 
Patent  dated  March  5,  1861. 

Claim. — The  valvular  mechanism  described  for  reversing  the  cmrrents,  consisting  of  the 
valve-seat  case,  with  its  openings  S  S',  the  conical  valve-seat,  with  its  valves  o  r,  as  shown 
in  Figs.  1  and  2,  the  screw  p,  neck  r,  when  used  in  combination  with  the  pipe  B  C  and 
bulb  D,  or  their  equivalent,  substantially  in  the  manner  set  forth  and  specified. 

No.  31,635.— V.  T.  Stuart  and  C.  E.  Stewart,  of  Fayette  county,  Tenn.-'Improvement 
in  Straw-Cutters. — Patent  dated  March  5,  1861. — This  machme  is  designed  to  be  self-feeding, 
by  means  of  a  spring  operating  a  lever  having  at  one  end  a  rope  attached  to  it,  the  other  end 
of  the  rope  being  connected  to  the  rod  of  a  plunger  pressing  against  the  article  to  be  cut. 

Claim. — ^The  arrangement  of  the  plunger  I,  rope  11,  lever  G,  and  spring  F,  when  used  in 
connexion  with  the  cutters  A  A  and  phites  G  and  D  D,  as  and  for  the  purpose  substantially 
as  set  forth. 

No.  31,636.— C.  E.  TOOP,  of  New  York,  N.  Y.— Improved  Washing  jtfoeAtiis.— Patent  dated 
March  5,  1861. — ^The  two  side  rails  which  form  the  outside  of  the  reciprocating  bed  are  grooTed 
or  corrugated,  bo  as  to  tend  to  throw  the  clothes  into  the  centre  of  the  bed. 
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Claim, — ^First,  the  combination  of  the  corrugated  bed  1  and  corrngated  washboard  3,  ar- 
ranged as  described,  with  the  gearing  for  giving  motion  to  said  Ij^  the  whole  being  sO 
arranged  and  combined  as  to  violently  agitate  the  clothes  at  the  same  time  that  they  are 
gradually  turned  over,  so  £is  to  bring  a  dmerent  portion  of  the  mass  successively  in  contact 
with  the  washboard  and  bed. 

Second,  the  combination,  with  the  above-mentioned  devices,  of  the  two  rails  or  side-pieces 
S  2,  corrugated  as  described  and  represented  for  the  purpose  specified. 

No.  31,637. — G.  R.  Walker,  of  Washington,  D.  C. — Improvement  in  Com-Huskers. — 
Patent  dated  March  5,  1861. — ^The  ears  of  com,  being  placed  on  the  forward  endless  apron, 
are  fed  to  the  receiving  wheel  provided  with  projections,  between  which  the  ears  lie,  the  latter 
being  held  upon  the  wheel  by  an  endless  apron.  The  buts  of  the  ears  are  made  to  press,  by 
means  of  springs,  against  a  grinding-wheel  having  teeth  on  its  surface,  and  so  ananged  as 
to  revolve  in  a  direction  opposite  to  that  of  the  receiving-wheel.  The  eara  are  then  passed 
off  upon  a  hinged  apron,  armed  with  teeth,  to  remove  any  remaining  husks. 

Claim. — First,  the  employment  of  a  grinding-wheel  to  remove  the  buts  of  the  husks,  in 
contradistinction  to  a  wheel  armed  with  cutters,  said  wheel  also  serving  as  a  guard  for  the 
ears  of  com,  substantially  as  described. 

Second,  the  combination  of  the  grinding-wheel  B,  cogged  wheel  A,  and  springs  C,  or 
their  eouivalent,  substantially  as  described. 

Third,  the  combination  of  the  endless  apron  L,  wheels  A  and  B,  endless  aprons  D  and  O, 
springs  C,  and  hinged  apron  J,  the  whole  being  constructed  and  operated  in  the  manner  and 
lor  the  purpose  set  forth. 

No.  31,638. — ^N.  D.  Wetmore,  of  Cleveland,  Ohio. — Improvement  in  the  Modr  of  Preserv- 
ing Butter, — Patent  dated  March  5,  1861. — ^The  object  of  this  invention  is  to  keep  the  butter 
cool,  and  entirely  exclude  it  from  the  action  of  the  atmosphere. 

Claim. — The  mode  of  preserving  butter  by  compressing  it  in  vessels,  and  then  hermeti- 
cally sealing  the  joints  at  C  and  U,  and  then  encasing  the  whole  with  gypsum  when  in  a 
plastic  state,  all  in  the  manner  and  for  the  purposes  described. 

No.  31,630. — D.  A.  Woodward,  of  Baltimore,  'i^d.^lmprovement  in  the  Mode  of  Operat- 
ing the  Reflector  of  a  Solar  Camera. — Patent  dated  March  5,  1861. — This  invention  consists 
in  combining  with  the  pivotal  axis  of  the  mirror  a  short  lever  and  connecting  rod,  so  that  its 
angle  of  inclination  may  be  varied  with  great  accuracy,  and  comparatively  without  force  or 
Iriction ;  and  with  the  revolving  collar  to  which  the  mirror  is  attacoed  is  combined  an  adjust- 
able rail,  to  be  spanned  by  a  traverser  on  the  rod  connected  with  the  lever  on  the  side  of  the 
mirror,  by  means  of  which  the  necessary  varying  inclination  of  the  mirror,  in  its  revolution, 
may  be  regulated  throughout  the  day  at  any  season  of  the  year ;  and  when  once  set  the  vari- 
ation from  day  to  day  is  easily  adjusted. 

Claim, — First,  the  arrangement  and  combination  of  the  pivotal  axes  of  the  mirror  with 
the  lever  G  and  connecting  rod  U,  for  elevating  or  depressing  the  mirror,  substantially  as 
specitied. 

Second,  combining  with  the  revolving  collar  B  the  adjustable  rail  I,  and  its  traverse  e, 
substantially  as  and  for  the  purposes  set  forth. 

No.  31,640.— A.  R.  Wyetii,  of  WestMiddletown,  F&.—Im^rovement  in  Tanittit^.— Patent 
dated  March  5,  1861. — ^This  invention  is  explained  by  the  claim. 

Claim. — The  described  process  for  tanning  hides  or  skins,  consisting  in  first  soaking  them 
in  a  warm  solution  of  potash  and  salsoda ;  then,  after  rinsing,  working,  and  sweating,  sub- 
jecting them  to  the  vapor  of  spent  damp  tan  bark,  damp  horse  dung  and  rotten  wood ;  then 
soak  them  in  a  tanning  liquor  composed  of  bark  solution,  sumach,  divi-divi,  and  alum, 
which  liquor  is  afterwards  strengthened  with  japonica,  glauber  salts,  and  common  salts,  all 
in  the  manner  and  in  the  proportions  set  forth  and  described  for  the  purpose  specitied. 

No.  31,641.— T.  C.  ZULICH,  of  Schuylkill  Haven,  Va,— Improvement  in  Potato- Diggers.— 
Patent  dated  March  5,  1861. — ^Tho  inclined  cylindrical  screen  is  made  of  a  coarse  mesh- 
work  of  wires,  and  rotates  upon  a  central  shaft.  Around  this  shaft  is  coiled  a  8})iral  or 
screw  conveyer,  which  receives  the  potatoes  at  the  front  end  and  gradually  moves  them 
through  the  cylinder  in  contact  with  tne  screen,  which  allows  the  earth  to  pass  through,  the 
potatoes  be'mg  discharged  in  the  rear. 

Claim, — Combining  with  an  inclined  cylindrical  screen  D,  as  described,  the  spiral  or  screw 
conveyer  K,  substantially  as  and  for  the  purposes  described. 

No.  31,642. — J.  E.  Earle,  of  Brooklyn,  N.  Y.,  assignor  to  Himself  and  Samuel  Hatha- 
way, of  New  York,  N.  Y. — Improvement  in  Sewing  Machines. — Patent  dated  March  5,  IcKil. — 
This  invention  consists  in  applying  to  sewing  machines  an  arrangement  of  lever  sj)ring8 
connecting  directly  or  indiret-ily  with  the  power  used  in  diiving  the  machine,  said  arrange- 
ment being  operated  by  the  thread  in  such  a  manner  that  when  the  thread  breaks  or  bccouiea 
too  sUick  the  power  will  become  disconnected  from  the  machine  without  necessarily  stopping 
the  power,  but  positively  stopping  the  machine  without  the  assistance  of  the  operator. 
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Claim, — The  combination  of  the  needle-arm  a,  puHey-clutcli  F,  levers  G,-  H,  and  K,  and 
trip  It  couKtructcd,  unangcd,  and  operating  substantially  as  set  forth,  to  disconnect  the 
power  on  the  loosening  of  the  thread. 

No.  31,64:1— T.  G.  Harold,  of  Brooklj-n,  N.  Y.,  nssignor  to  Himself  and  G.  L.  Kelty. 
of  New  York,  N.  Y. — Iniprored  Curtain  tiilurc. — Putent  dated  March  5,  180]. — One  of  the 
bnickots  wliith  holds  the  ciirtulii-rollcr  has  a  pin  affixed  to  it,  on  which  is  swung  a  curved 
lever  ]MoYi<li'd  with  a  taj>ering  hlockiiijr-pieee  or  stop.  The  cord  parses  through  a  hole  in 
one  vih\  of  tho  lever,  the  other  end  uiovjug  upon  a  pm  as  a  centre.  The  tapering  blocking- 
piece  is  euused  to  enter  between  two  sides  of  the  spool,  and  jams  so  as  to  prevent  the  spool 
thuji  turning,  and  is  reh'uscd  upon  pulling  the  cord  to  raise  or  iower  the  shade. 

Claim. — A  lever  c,  fitted  njjon  a  pin,  and  guided  by  the  si>ool  on  the  curtain -roller  in  such 
a  nijinner  that  llie  lever  is  always  kept  in  ite  correct  position  for  stopping  the  curtain  regard- 
lefj  of  the  position  of  the  spool  relatively  to  the  bracket. 

Al.so,  anesliug  the  nioveinent  of  the  spool  and  curtain  by  a  blocking  piece,  pall,  or  stop 
pa.'^siug  in  between  and  acting  against  the  sides  of  the  spool. 

No.  ni,r>44.— L.  W.  LATfiROP  and  L.  B.  Justice,  of  Philadelphia,  Pa.,  assignors  to  L.W. 
LATiJiloi*,  aforesaid. — Jmprormiint  in  Sctcing  Machines. — I'atent  dated  Maich  5,  1861. — 
The  elaini  and  engraving  will  explain  the  nature  and  object  of  this  invention. 

Claim. — First,  passing  a  loop  of  needle  thread  over  a  stationary  spool-case  containing  an 
ordinary  sjjooI  by  means  ot  a  continuonsiy-revoiving  hooked  ring  adapted  to  i"eceive  the  said 
spool-case,  when  the  latter,  as  well  tis  the  ring  and  ius  hook,  are  so  constmcted  that  the  loop, 
in  passing  over  the  case,  shall  be  free  from  contaet  with  the  edge  of  the  case,  as  well  as  with 
the  inside  edge  of  the  ring,  as  set  forth  for  the  purpose  specified. 

Sticond,  the  reciprocating  hook,  arrai^ed  and  operating  as  set  forth  so  as  to  control  tho 
loop  of  needle  thread  alter  it  has  passed  o\  cr  the  spool,  and  prevent  it  from  being  twisted, 
knotted,  or  othei'wise  disanunged,  as  it  is  being  drawn  into  the  fabric 

No.  31,045.— -Clark  Marsh,  assignor  to  the  Wheeler  &  Wilson  Manufacturing 
Company,  of  Bridgeport,  Conn. — Improvement  in  Hemming -Guides  for  Sewing  Metehines. — 
Putuul  dated  ^lareli  ;i,  IHtil. — This  iu\ention  consists  in  constructing  the  hemmerin  tho  form 
ot  a  loot-j)late,  which  can  be  applied  to  or  detached  from  the  presser  foot-shank,  in  the  place 
of  a  plain  foot-plate,  without  the  noeessiiy  of  removing  the  tbot-shank  from  the  machine. 
The  heunner  is  held  by  the  jaws  of  the  toot-frame,  without  the  necessity  of  employing  a 
sciew  or  snap-catch  for  the  puipose. 

Claim. — A  henmier  foot-plate,  constmcted  substantially  as  described,  and  capable  of  being 
seemed  to  and  detached  from  tlie  shank  of  the  presscr-foot  of  a  sewing  machine,  substantially 
as  described. 

No.  31,646.— John  Moulson,  of  Philadelphia,  Pa.,  assignor  to  A.  B.  Elliott,  of  Troy, 
N.  Y. — Improvement  in  Scicing  Machines. — Patent  dated  March  5,  1861. — The  transparent 
foot-]>late  is  made  of  polished  glass,  in  the  lorm  of  a  disk  or  lens,  to  lit  the  frame,  and  is 
perforated  to  i^emiit  the  needle  to  play  through  it.  It  is  held  in  place  by  a  groove  in  tho 
frame.     The  foot-plate,  when  made  of  convex  form,  serves  to  magnify  the  work  beneath  it. 

Claim. — A  transparent  presser-foot  for  a  sewing  machine,  which  is  a  combination  of  a 
transparent  toot-plate  with  a  shank  by  means  of  a  frame  that  holds  the  foot-plate  and  con 
nects  it  with  the  shank,  substantially  as  described. 

Also,  the  combination  of  a  presser-looi  frame  with  a  transparent  perforated  foot-plate  of 
convex  foiin,  substantialiy  as  and  lor  the  purpose  described. 

No.  31,647.— Orson  Parkhltist,  assignor  to  H.  D.  Fuller  and  R.  Safely,  of  Cohoes, 
N.  Y. — Improvement  in  Knitting  Machines. — Patent  dated  March  5,  18t)l. — This  device  is 
designed  to  be  attached  to  what  is  known  as  Bailey's  Circular  Knitting  Machine.  The  lower 
end  of  tho  lever  C  is  bent  inward  and  pointed,  and  is  so  lilted  as  to  run  along  the  surface 
of  cloth  just  below  the  point  of  tho  needles,  and  to  enter  into  any  bitjach  occasioned  by  the 
want  of  a  stitch,  or  whenever  the  fabric  is  enlarged  at  its  edge  outward,  when  the  upper 
part  of  the  lever  C  becomes  disengaged,  and  the  outer  end  of  the  vibrating  lever  drops  be- 
tween the  pins  on  the  outer  ring,  causing  tho  disengagement  of  the  power  and  consequent 
stoppage  ot  the  machine. 

Claim. — The  combination  of  the  vibrating  lever  E  with  the  lever  C,  its  adjusting  weight 
W,  and  point  g^  ojjeratiug  to  and  with  each  other  in  manner  and  form  as  described,  so  as  to 
disengage  the  o[)eiating  power  through  ring  K,  upon  the  dropping  of  a  stitch  or  loading  ot* 
the  needles,  or  any  false  operation  of  the  machinery  by  which  the  integrity  of  the  fabric  Ituit 
is  aHoctcd,  substantially  as  the  same  is  set  forth  and  described  in  the  specitication. 

No.  31,648.— G.  E.  Vanderbiugh,  assignor  to  the  Liquid  Quartz  Company,  of  New 
York,  N.  Y. — Improvement  in  Sdicatcd  Soaps. — Patent  dated  March  5,  1861. — This  soap  is 
made  by  reducing  any  of  the  known  soaps  of  commerce  to  a  fluid  state  and  adding  theieto 
any  desired  proportion  oi  liquid  silicate. 
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Claim, — ^The  use  of  a  liquid  silicate  in  the  production  of  an  improved  quality  of  soap;  but 
this  only  when  the  liquid  silicate  thus  employed  contains  by  weight  a  larger  proportion  of 
ailex  than  it  does  of  the  alkaline  base  of  the  same. 

No.  31,649.— Turner  Williams,  assignor  to  Himself  and  David  Heaton,  2d,  of  Provi- 
dence, R.  I. — Improvement  in  Converting  Reciprocating  into  Rotarij  Motion. — ^Ante-dated 
September  5,  1860. — Patent  dated  March  5,  18(il. — The  under  side  ot  the  rim  of  the  pulley 
wheel  is  made  to  present  two  flat  circular  paths  g  g,  to  be  travelled  by  the  pawls  e  s.  These 
pawls  are  formed  with  a  foot  projection,  at  right  angles  with  its  shank,  in  the  direction  in- 
tended for  the  wheel  to  revolve,  and  are  caused  to  produce,  alternately,  a  nipping  action  on 
the  rim  of  the  wheel,  and  communicate  motion  received  from  the  treadle,  one  pawl  taking  up 
and  continuiu^  the  motion,  while  the  other  retreats  preparatory  to  transmitting  a  successive 
movement  to  the  wheel  in  its  turn. 

Claim. — The  peculiar  friction  pawls  c  and  «,  constructed  in  the  manner  substantially  as 
described,  for  the  purpose  specified. 

Also,  the  combination  of  the  said  friction  pawls,  or  their  equivalent,  with  the  surfaces  g  g 
of  the  driving  wheel,  arranged  and  operating  substantially  as  described,  for  the  purpose  set 
fortb. 

No.  31,650. — Carlos  Garcia,  of  New  Orleans,  La.,  administrator  of  the  estate  of  Felix 
Garcia,  deceased,  late  of  same  place. — Improvement  in  Decalcifying  Liquids, — Patent  dated 
March  5,  1861. — ^This  invention  consists  in  treating  saccharine  and  other  liquids  first  with  an 
excess  of  lime  and  afterwards  with  soap,  so  that  by  the  action  of  the  lime  the  impurities  con- 
tained in  the  liquid  are  separated  from  the  same,  and  by  the  subsequent  action  of  the  soap 
tl^  lime,  together  with  the  impurities,  is  reduced  to  such  a  state  that  they  can  easily  be  sep- 
arated from  the  liquid,  leaving  the  latter  in  all  its  purity. 

Claim. — The  within-described  method  of  treating  saccharine  and  other  liquids,  first  with 
an  excess  of  lime  and  afterwards  with  soap,  substantially  in  the  manner  and  for  the  purpose 
set  forth. 

No.  31,651.— H.  D.  Demino  and  P.  G.  Walker,  of  Delmar,  Pa.,  assignors  to  P.  G. 
Walker  and  Wesley  Pitts,  of  Charleston,  Pa. — Improvement  in  Animal  Traps. — Patent 
dated  March  5,  1861. — ^This  invention  consists  of  a  circular  box  provided  with  partitions  fixed 
to  a  central  shaft,  to  which  is  attached  a  coiled  spring.'  A  ring,  which  connects  the  partitions, 
ia  provided  with  a  series  of  notches,  into  which  catches  a  tripping  lever,  to  prevent  the  spring 
from  unwinding.  By  means  of  a  trip  which  actuates  the  lever,  the  partitions  are  successively 
rotated,  which  is  done  whenever  an  animal  enters  the  trap,  thus  securing  the  same,  while  tho 
trap  continues  set  for  another  animal,  and  so  on  until  the  compartments  are  filled.  An  indiiix 
may  be  attached  to  the  box,  to  show  how  many  times  the  trap  has  sprung. 

Claim. — The  construction  and  arrangement  of  the  above-described  trap,  the  same  being 
provided  with  the  index  T  and  trip  H,  and  having  sheet  metal  side  wall,  rotfiry  partitions, 
and  coiled  springs,  all  combined  and  operating  together  substantially  as  set  forth,  for  the  pur- 
poses described. 

No.  31,652. — J.  H.  Bell,  of  Chelsea,  Mass. — Improved  Stove-pipe  Connexion. — ^Patent 
dated  March  12,  1861. — ^This  invention  consists  of  a  cylindrical  or  other  proper  shaped  box, 
closed  at  both  ends,  and  having  elongated  openings  made  on  opposite  sides,  over  which  are 
fitted  sliders  moving  in  parallel  guides,  each  slider  being  provided  with  a  pipe  joint,  by  which 
means  pipes  of  different  heights  may  be  connected,  or  a  stove  opening  readily  adapted  to  an 
€»pening  made  in  a  chimney. 

Claim. — The  specified  improved  stove-pipe  connexion,  as  composed  of  the  box  A  and  the 
two  adjustable  joints  B  C,  constructed,  arranged,  and  combined  together,  substantially  in 
manner  and  so  as  to  operate  as  explained. 

No.  31,653.-1.  A.  Benedict  and  G.  W.  Cummings,  of  Conneaut,  O.— Improved  Ditching 
Machine. — Patent  dated  March  12,"  1861. — ^About  the  middle  of  the  length  of  the  main  frame 
is  arranged  the  shovel  or  plough,  which  consists  of  two  side  plates,  for  forming  the  ditch.  At 
the  rear  of  the  inclined  bottom  of  the  ploughs  is  secured  a  curved  guard,  inclined  towards  the 
right-hand  side  of  the  machine,  and  on  tho  right-hand  side  of  this  cui-ved  guide,  and  supported 
ou  standards,  is  a  shaft  which  carries  a  number  of  radial  arms,  securely  braced  together,  and 
ha\ing  on  each  end  a  shovel,  the  edges  of  which  are  inclined  so  as  nearly  to  touch  the  guard- 
plate  m  their  revolution,  and  earth  elevated  by  them  will  slide  off  as  they  pass  above  the  side 
phite« 

Claim. — ^The  inclined  rotating  shovels  kkkk^  constructed  as  described,  in  combination 
with  plough  G,  inclined  and  curved  guard  H,  and  the  inclined  side  guard  I,  all  arranged  and 
operating  as  and  for  tho  purposes  set  forth. 

No.  31,654. — L.  D.  BuRCH,  of  Sherbum,  N.  Y. — Improvement  in  Ploughs. — ^Patent  dated 
March  12,  1861. — ^The  coulter  is  connected  to  the  beam  of  the  plough  by  means  of  bridle 
pieces,  so  as  to  be  readily  changed  from  one  side  to  the  other  of  the  beam^  by  moving  it  to  a 
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horizontal  position  and  allowing  it  to  slide  on  a  rod.  The  coulter  may  be  adjusted  laiemDj 
by  means  of  a  cord  operated  by  the  attendant. 

Claim, — The  perforated  coulter  A,  nearly  balanced  on  its  axis  of  oscillation,  braced  and 
supported  at  its  upper  end,  so  coustmcted  and  arranged  as  that  it  may  be  adjusted  vertically 
and  laterally  by  an  attendant,  and  at  the  same  time  ONciilate  sufficiently  to  allow  stone  or  other 
obstructions  to  pass  fi-eely  between  the  point  of  the  plough  and  the  lower  extremity  of  the 
coulter,  substantially  in  the  manner  and  for  the  prnposes  set  forth. 

No.  31,655. — ^JoSEPii  CoRDUAN,  of  Brooklyn,  N.  Y. — Improvement  in  Lining  Journal 
Boxes. — I*atent  dated  March  12,  JSiBl. — A  piece  of  horn  of  the  desired  shape  is  boiled  in  oil 
and  water  until  it  is  soft  and  pliable,  when  it  is  pressed  into  a  recess  in  the  journal  box. 

Claim, — ^The  hning  of  a  metallic  journal  box  with  horn,  substantially  in  the  manner  de- 
scribed. 

No.  31,056. — Jonathan  Creagfji,  of  Cincinnati,  O. — Imj^rorement  in  Machines  for  Turn- 
ing Irregular  Forms, — Putent  dated  March  1*2,  18C1. — ^This  mvention  relates  to  an  automatic 
provision  for  forming  spokes  and  other  inegular  objects,  by  means  of  a  spindle  pattern  and 
gauge  of  a  lathe  for  turning  irregular  forms,  in  connexion  with  a  cutter  rotated  on  its  own 
axis,  at  right  angles  to  the  axis  of  rotation  of  the  spindle.  The  head  of  this  cutter  has  a 
hemispherical  form,  or  nearly  so,  and  has  deep  spiral  channels  from  its  apex  backward,  the 
cutting  edges  of  its  bits  foiining,  collectively,  a  nearly  continuous  arc  of  the  hemisphere. 

Claim. — The  combination  with  the  spindle  D,  pattern  C,  and  gauge  J",  of  a  machine  for 
turning  irregular  foiius;  of  the  cutter  G  11 1,  having  a  hemispherical  or  approximately  bemi- 
spherical  contour,  and  rotated  on  its  axis  at  right  angles  to  the  axis  of  rotation  of  the  spindle 
I),  substantially  as  and  for  the  pur^xises  set  forth. 

No.  31,657. — J.  A.  Cutting,  of  Boston,  Mass. — Improvement  in  Aquaria. — Patent 
dated  March  12,  1861. — The  air  reservoir  consists  of  a  cylindrical  or  other  shaped  vessel,  par- 
tially filled  with  water,  within  which  is  inserted  another  vessel  so  as  to  play  freely  up  and 
down.  The  inner  vessel  is  supplietl  with  air,  and  being  allowed  to  descend  gradually,  forces 
the  air  through  a  Hexible  tube  into  the  aquarium. 

Claim. — The  combination  of  a  tank  or  aquarium  for  containing  water,  fishes,  aquatic  plants, 
&c.,  with  a  reservoir  of  air,  said  reservoir  so  operating  as  to  gradually  force  into  and  keep 
up  a  supply  of  air  in  the  said  tank,  as  set  forth. 

No.  31,r)58.— R.  Daniels  and  G.  P.  Cobb,  of  Woodstock,  Yt— Improvement  in  Bee-Hires.— 

Patent  dated  March  12,  1861. — The  sevend  comb-frames  are  suspended  on  shoulders  in  the 
central  portion  of  the  hive.  Across  any  portion  of  these  frames  are  stretched  and  secured 
three  or  moie  wire8,so  as  to  allow  the  bees  to  form  a  large  comb  without  impeding  their 
progress.  The  combs  may  be  held  in  the  frames  by  means  of  small  needles  pressed  through 
the  frame. 

Claim. — Providing  the  removable  and  replaceable  comb-frames,  constructed  as  described, 
with  guide-blocks,  for  so  guiding  all  portions  of  these  frames  in  placing  them  in  and  taking 
them  out  of  the  hive  as  to  prevent  the  comb  in  the  frames  and  the  frames  themselves  from 
contact  with  the  hive  or  comb  and  honev  of  the  nelt  contiguous  frames,  and  preventing  the 
bees  uniting  their  comb  to  both  hive  and  frame. 

Also,  providing  the  comb-frames  with  small  wires  for  effectually  sustaining  the  comb,  and 
around  and  on  to  which  the  bees  may  build  and  unite  their  comb  without  impeding  their 
progress. 

iUso,  providing  the  comb-frames  with  movable  needles,  for  securing  the  comb  after  being 
placed  therein  from  the  common  hive. 

Also,  providing  the  comb-frames  with  their  ribs  L,  fixed  around  and  on  the  inside  and  cen- 
tral portion  of  the  comb-frame,  to  facilitate  the  commencing  of  the  comb  by  the  bees  and  con- 
tinuing their  work,  and  in  securely  retaining  the  comb  when  formed. 

No.  31,659. — F.  P.  DiMPFEL,  of  Philadelphia,  Vvk.— Improvement  in  Friction  Gearing  for 
Machinery. — Patent  dated  March  12,  1861. — The  driving  wheel  is  constructed  with  a  strong 
rim  or  flange,  ui>on  the  internal  surface  of  which  two  intermediate  pinions  have  their  treac^ 
communicating  motion  to  a  centre  pinion,  which  latter  moves  with  an  accelerated  rotiuy  speed. 
The  interuiediute  pinions  have  stud  journals,  which  work  in  slots,  as  also  does  the  ceutro 
pinion.  When  it  is  desirable  to  incrca.se  the  friction,  a  spring  may  be  used,  and  as  the  journal 
of  the  centre  pinion  is  pnissed  in,  the  inteiinediate  pinions  are  forced  against  the  rim  of  tho 
driving  wheel.  This  device  may  be  applied  to  piopelling  blowers  on  board  of  steamers  when 
the  driving  wheel  is  attached  directly  to  tho  engine. 

Claim. — First,  tho  application  and  use  oi  fiictiou  gearing,  constructed  and  arranged  in  the 
manner  and  for  the  purijose  described. 

Second,  the  described  onaugemcnt,  in  combination  with  a  blower,  for  the  purpose  of  econo- 
mizing space  and  power. 

No.  31,660. — Levi  Dodge,  of  Watorford  N.  Y. — Improremcnt  in  Forming  and  Punching 
Articles  of  Irregular  Forms, — Patent  dated  March  12,  1861. — The  forming  matrices  ara 
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pivoted  to  the  head  block,  and  between  them  is  fixed  a  bed-piece,  which  is  embraced  hy  the 
recessed  ends  of  the  matrices  as  they  close  upon  the  bar  of  metal  used  to  foiin  the  oxo-polL 
The  cross-head  is  made  to  slide  up  and  down  upon  ^des.  The  lower  ends  of  the  matrices 
move  over  inclined  planes  on  the  pillar-blocks,  causing  the  matrices  to  close  upon  the  metal, 
A  punch  fixed  upon  the  base-blocK  punches  out  the  eye  of  the  axe-poll  as  the  closed  matrices 
descend. 

Claim. — In  the  manufacture  of  axes  of  a  swelled  form,  punching  the  eyes  of  the  same 
Tvhen  enclosed  in  conforming  dies  made  to  open  and  close  upon  such  swelled  fuims,  substan- 
tially in  the  manner  set  forth. 

Also,  combining  the  punch  with  said  dies,  in  the  manner  set  forth. 

No.  31,661.— A.  S.  Eastiiam,  of  Wharton,  Texas. — Improvement  in  Cotton-Cleaners, — 
Patent  dated  March  12,  1861. — This  invention  consists  in  an  arrangement  of  a  series  of 
revolving  brush  cyhnders  in  connexion  with  a  card  cylinder,  stationary  brash,  and  stripping 
boards,  and  wire  screens,  for  the  purpose  of  separating  dust,  dirt,  hulls,  &c.,  from  cotton, 
preparatory  to  its  being  ginned. 

Claim, — The  brash  cyhnders  D  G  J,  brush  boards  E  F  H  I,  and  the  oblique  boards  K, 
arranged  relatively  with  each  other,  as  shown,  in  connexion  with  the  combined  fans  and 
bmsh  cylinders  0  0  0,  stripping  boards  Q,  and  concave  screens  L  L'  P,  and  card  or  brush 
cylinder  M,  all  arranged  for  joint  operation,  substantially  as  and  for  the  purpose  set  forth. 

No.  31,662. — ^W.  B.  Goodrich,  of  Ashley,  O. — Improvement  in  Apparatus  for  Evaporating 
Sugar  Solutions, — Patent  dated  March  12,  1861. — As  the  boilinff  juice  forms  a  cuirent  to- 
w^s  the  projecting  side,  the  excrementitious  matter  will  rise  with  the  juice  and  be  thrown 
off  into  the  projecting  pan,  which,  being  inclined,  will  return  the  juice  to  the  bottom  of  the 
main  pan,  the  perforated  partition  acting  as  a  skimmer. 

Claim. — The  employment  of  the  supplementary  pan  B,  raised  above  the  bottom  of  the  main 
pan  projecting  bevond  the  fire  space  provided  with  an  inclined  bottom,  and  separated  from 
said  main  pan  A  by  means  of  a  gauze  partition  D,  for  the  purpose  of  preveutinff  the  scum 
and  sediment  from  mingling  wim  the  body  of  the  syrap  when  agitated  by  ebumtion,  sub- 
stantially as  specified. 

No.  31,663.--Walter  Hart,  of  Philadelphia,  Vd..— Improved  Egg-heater. --VekieTii  dated 
March  12,  1861. — ^This  invention  consists  in  placing  within  a  tube  which  carries  the  screw- 
thread,  wires,  and  beaters,  a  rod  having  a  handle  at  the  top,  and  a  disk  at  the  bottom,  so 
that,  in  operating  the  beaters,  the  rod  s^U  be  stationary,  and  form  a  steady  support  for  the 
beaters. 

Claim. — The  tube  B,  its  screw-thread,  the  nut  D,  and  beaters  or  dashers  fe,  in  combination 
with  the  internal  rod  G,  and  its  disk  or  button  e,  the  whole  being  constracted  and  arranged 
substantially  as  and  for  the  purpose  set  forth. 

No.  31,664.— L.  W.  Hayden,  of  Wilkesbarre,  FA.-^Improved  Machine  for  Crimping 
Boots, — Patent  dated  March  12,  1861. — The  rack-bar  has  secured  to  its  upper  part  the  form 
upon  which  the  leather  to  be  crimped  is  placed.  The  clamps -are  made  to  drawNthe  leather 
down  upon  each  side  by  means  of  a  treadle,  which  is  then  secured  by  teeth  on  a  p^ate,  when 
the  bars  D  are  pressed  upon  the  leather  by  means  of  a  screw. 

Claim, — ^The  employment  of  the  rack-bar  G,  and  the  bars  D  D,  as  constracted,  the  clamps 
a  a,  the  straps  d  J,  the  treadle  e,  clamp  E,  chuck  R,  and  set  screw  N,  arranged  and  connected 
to  form  a  machine  for  crimping  leather,  substantially  as  specified. 

No.  31,665.— C.  W.  8.  Heaton,  of  Salem,  JM— Improvement  in  Cultivators.— PtLient 
dated  March  12,  1861. — This  invention  consists  in  constracting  the  end  and  side  pieces  with 
mortises  or  slots  in  such  a  manner  that  the  shovels  may  be  arranged  in  various  positions  and 
removed  a  greater  or  less  distance  from  the  main  beam.  The  standards  and  braces  are  also 
made  adjustable  as  to  height  and  degree  of  inclination. 

Claim. — ^The  airangement  of  the  slotted  adjustable  cross-pieces  B  B',  reversible  adjustable 
braces  F  F',  and  adjustable  standards  D  D',  with  the  curved  main  beam  A,  deflecting  rod  I, 
and  cross-pieces  C  C,,in  the  manner  and  for  the  purposes  shown  and  described. 

No.  31,666. — C.  H.  Helms,  of  Poughkeepsie,  N.  Y.—Imjaroved  Machine  for  Trimming 
Heels  of  Boots  and  Shoes, — Patent  dated  March  12,  1861. — ^Ihe  cutter  knife  is  secured  to  the 
rotary  cutter  stock,  a  loose  roller  filling  the  space  between  the  cutter  and  the  face  of  the 
carriage,  and  running  on  a  shoulder  on  the  back  of  the  cutter  stock.  The  heel-plate  is  placed 
in  line  with  the  roller  and  rotates  with  it;  it  is  also  centred  and  turns  on  a  pivot  in  the  car- 
riage. The  journal  of  the  cutter  stock  has  its  bearing  in  an  elongated  box  projected  from  the 
standard,  correj^ponding  openings  being  made  in  the  carriage  for  its  projection. 

Claim. — The  arrangement  of  the  heel-plate  I,  and  centring  pin  6,  with  the  rotary  cutters 
G,  in  the  manner  and  for  the  purposes  shown  and  described. 

Also,  the  arran^ment  of  the  cutter  stock  with  the  carnage  B,  as  shown  and  described — that 
is  to  say,  the  stocK  passing  through  a  slot  in  the  carriage,  but  leaving  the  cutter  free  to  move, 
^  as  Bet  forth. 


Digitized  by  CjOOQIC 


/ 

226  ANNUAL  REPORT  OP  THE 

No.  31,667.— J.  G.  INSKEEP,  of  West  Middlcburgf,  0.— Improvement  in  Field  Fences, — 
Patent  dated  Mtirch  12,  18()l.--By  bavins  the  boards  or  strips  a^  notched  in  a  reverse  manner 
to  the  strips  a,  the  panels  cannot  be  detached  by  simply  raising  one  of  them,  as  might  be  done 
by  nnmly  cattle.     The  interlocked  ends  of  a'  require  to  be  tirst  disengagefl  by  removing^  the 

Eins  which  pass  through  the  end  battens,  and  turning  the  boards  on  their  bolts  in  the  centre 
at  tens.     A  wedge  is  driven  in  the  recess  of  the  adjoining  ends  of  the  paneU  to  form  a  close, 
firm  joint. 

Claim. — The  upper  and  lowermost  notched  boards  or  strips  a  of  the  panels  in  coimexion 
with  the  adjustable  reversely  notched  boards  or  strips  a',  and  the  wedge  iJ,  arranged  substan- 
tially as  and  for  the  purpose  set  forth. 

No.  31,668. — G.  W.  Jennings,  of  Boston,  Mass. — Improvement  in  Mowing  Machines. — 
Patent  dated  March  12,  18«>1. — The  saws  re^it  upon  the  bed-plato  and  are  moved  by  connex- 
ions acted  upon  by  a  groove  in  a  cam  block,  the  under  saw  being  connected  at  one  point  of 
the  cam  groove,  and  the  upper  saw  at  the  opposite  point,  causing  the^  to  move  in  opposite 
directions,  and  in  relation  to  each  other  douolo  the  distance  that  the  connexions  traverse,  thus 
imparting  great  velocity  to  the  cutters. 

Claim. — The  arrangement  of  the  cam  wheel  E,  shaft  e,  driving  wheels  B  B,  bed  plate  A, 
and  cutters  D  D',  provided  with  the  arms  and  friction  rollers  b  and  c,  working  in  the  cam 
^oove  a,  the  several  parts  being  combined  in  the  machine  and  operating  in  the  manner  and 
lor  the  purpose  specified. 

No.  3r,669.— J.  H.  Landis,  of  Eden,  T&.-~Improved  Meat-Chopper. ^VeA^nt  dated  March 
12,  1861. — The  choppers,  which  work  in  a  revolving  box,  are  secured  to  elastic  aims  or  strips 
of  wood  operated  bv  pins  on  a  revolving  disk.  Tne  rear  ends  of  these  strips  of  wood  are 
mortised  into  a  block  pivoted  at  each  end  to  two  uprights.  In  the  top  of  this  block  is  inserted 
a  bent  lever  by  which  the  block  with  the  choppers  can  be  turned  over  out  of  the  way,  and  by 
means  of  a  strap  on  the  forward  end  the  lever  may  be  held  in  a  depressed  position  so  as  to 
regulate  the  force  of  the  choppers  to  any  required  degree. 

Claim. — ^The  chopper-fiilcnim  G,  revolving  on  pins  H,  in  combination  with  the  lever-arm 
F,  and  its  strap  I,  and  hook  J,  when  made  substantially  as  set  forth  for  the  purpose  specified. 

No.  31,670.— H.  J.  LOMBAERT,  of  Philadelphia,  Pa. — Improvement  in  Draught-Bars  for 
Railroad  Cars. — Pateut  dated  March  12,  1861. — The  draught-bar  may  consist  of  two  iion 
rods  or  of  a  single  flat  bar  slotted  so  as  not  to  interfere  with  the  king-bolts.  The  bar  extends 
beyond  each  end  of  the  car,  and  is  provided  with  a  buffer  at  each  end.  Springs  are  seemed 
to  the  bars  so  as  to  bear  against  the  Iront  and  rear  sides  respectively  of  the  two  bolsters,  by 
which  means  a  train  of  cars  will  not  be  varied  in  length  more  than  the  variation  incident  to 
any  one  of  the  cars  upon  its  respective  bar. 

Claim. — A  draught-bar  for  raihroad  cat's,  consisting  of  the  rigid  bar  or  bars  D,  buffer-heads 
F  F,  and  springs  L  £,  the  same  being  constructed  and  arrang^  together  in  combination  with 
the  bolsters  B  B,  so  as  to  operate  in  tne  manner  described. 

No.  31,671. — M.  B.  Lord  and  S.  J.'  Lord,  of  Ellsworth,  Me. — Improvement  in  Brakes 
for  Sleighs. — Patent  dated  March  12,  1861. — ^This  invention  consists  m  the  arrangement  of 
two  hinged  cams  or  teeth,  one  on  each  runner,  and  connected  to  arms  which  are  attached  to 
the  draught-pole  in  such  a  manner  that  the  teeth  are  forced  down  into  the  ground  as  the 
sled,  in  going  down  hill,  crowds  upon  the  team,  the  object  being  to  prevent  the  sled  from 
■luiug  and  running  against  the  team  in  descending  hills. 

Claim, — The  arrangement  of  the  cams  d,  pivoted  to  the  end  of  the  sliding  arms  E,  and 
operating  in  combination  with  the  cranks  a  and  with  the  draught-pole  D,  in  the  manner  and 
ior  the  purpdbe  specified. 

No.  31,672.— John  Loudon  and  H.  Iversen,  of  New  York,  N.  Y.— Improvement  in 
Ventilators  for  Windows, — Patent  dated  March  12,  1861. — The  sockets  are  designed  to  hold 
panes  of  glass,  and  are  made  with  hollow  centres  punched  up  similarly  to  eyelets,  which 
enter  perforations  in  the  frame,  and  are  spread  like  eyelets,  so  as  to  be  securely  held  and 
allowed  to  turn  on  the  centres.  The  slats  are  also  connected  to  a  bar  by  eyelet  centres,  by 
which  they  are  simultaneously  opened  and  closed. 

Claim. — The  metallic  sockets  a  a,  formed  with  eyelet  centres,  secured  in  a  metallic  frame 
and  receiving  slats  c  c  of  glass,  or  other  material,  as  set  forth. 

Also,  the  bar  rf,  attached  to  said  metallic  sockets  a  a  by  the  eyelet  centres  2  2,  as  set  forth, 
for  moving  the  said  slats  to  open  or  shut  the  same,  as  specified. 

No.  31,673.— G.  A.  Mitchell,  of  Turner,  Me.— /mprorcrf  Tip  for  Boots  and  Shoes.— Fatoni 
dated  March  12,  1861. — This  invention  consists  in  foiming  the  tips  of  boots  or  shoes  with  a 
slot  in  their  frontal  part^  to  prevent  the  accumulation  and  retention  of  water,  dirt,  snow,  &c., 
between  the  tip  and  the  leatner.  The  portion  of  the  tip  which  is  placed  between  the  soles  is 
also  slotted,  so  as  to  allow  the  tip  to  yield  lateraUy  to  conjoin  with  the  various  thickness  of 
leather  used. 

Claim. — My  described  boot  and  shoe  tip,  constructed,  slotted,  and  applied  ossentiallj  in 
the  manner  and  for  the  purposes  fully  set  forth  and  described. 
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No.  31,674.— P.  C.  Perkins,  of  Waterford,  N.  Y.—Tmproved  Punching  and  Shearing 
Machine, — Patent  dated  March  12,  1861. — ^In  an  upright  stationaiy  framing  is  placed  a 
rectangular  sliding  frame,  the  side-pieces  of  which  work  through  horizontal  cross-pieces  of 
the  stationary  framing,  the  cross-pieces  serving  as  guides  and  also  as  bolster  plates.  To 
cross-bars  in  the  sliding  frame  are  attached  pendant  punches  and  shears,  the  cross-bars  work- 
ing up  and  down  over  the  bolster  plates,  which  have  holes  conespondiug  with  the  punches, 
bj  which  arrangement  a  variety  of  punches  and  shears  of  diflerent  kinds  may  be  used. 

Claim,--1\\e  construction  of  the  frame  A,  with  a  series  of  bolsters  C,  and  the  frame  B, 
with  a  series  of  cross-bars  c,  to  carry,  respectively,  punches,  dies,  stampers,  or  shears,  when 
the  above  parts  are  arranged  to  operate  together  in  the  manner  shown  and  described. 

No.  31,675.— Byron  Rice,  of  Schuyler,  N.  Y.— Improvement  in  Grain  Separators. ^Patent 
dated  March  12,  1861. — The  concave  is  provided  with  arms  projecting  through  slots  in  the 
eides  of  the  framing,  and  by  means  of  wedges  is  adjusted  relatively  to  the  toothed  cylinder. 
A  vibratory  motion  is  imparted  to  the  sieves  by  means  of  a  lever  actuated  by  a  cam  or  trip 
attached  to  the  fan-shaft.  To  the  rear  end  of  the  concave  are  secured  crooked  prongs  extend- 
ing over  the  shoe,  for  the  purpose  of  agitating  the  straw  and  shaking  out  tho  grain.  A  guai'd 
is  placed  over  the  shoe,  to  prevent  the  grain  from  being  thrown  beyond  the  sieves. 

Claim. — ^i^irst,  tho  arrangement  of  the  sieves  1 1',  concave  D,  provided  with  arms  F,  cams 
N,  and  lever  M,  in  the  manner  and  for  the  purposes  set  forth. 

Second,  the  combination  and  arrangement  of  adjustable  concave  D,  crooked  prongs  H  H, 
and  guard  R,  operating  in  connexion  with  the  snaking  shoe  J,  in  the  manner  and  for  the 
purpose  set  forth. 

No.  31,676. — M.  M.  Rounds,  of  New  Haven,  Conn. — Improvement  in  Furnace  Grates. — 
Patent  dated  March  12,  1861. — This  grate  is  composed  of  a  series  of  two  or  more  parallel 
shafts  in  a  frame,  each  shaft  being  provided  with  two  ranges  or  sets  of  arms  or  bars,  extending 
each  side.  Two  series  of  stationary  arms  or  comb-grates  are  also  arranged  at  the  ends  of  the 
frame.  Extending  below  each  rocker-shaft  is  an  arm  jointed  to  a  horizontal  bar,  one  end  of 
which  is  attached  to  a  lever,  by  which  means  the  bars  are  put  in  motion,  shaking  the  fuel  and 
freeing  it  of  ashes,  or  the  contents  may  all  be  discharged. 

Claim. — The  improved  grate  or  combination  of  stationary  comb-grates  and  rocker-grates, 
arranged  in  relation  to  each  other  and  made  to  operate  together  substantially  in  manner  and 
for  the  purpose  as  described. 

No.  31,677.— Isaac  Rulofson  and  D.  De  Garmo,  of  Rochester,  N.  Y. ^Improvement  in 
Ploughs. — Patent  dated  March  12,  1861. — The  handle  plate  of  the  landside  of  tho  plough 
extends  up  to  the  under  side  of  the  beam,  and  is  connected  to  the  top  of  the  stanaard  by 
means  of  a  plate  on  which  are  cast  rests  for  the  beam  ;  these  rests  are  provided  with  slots 
through  which  pass  the  clamping  bolts,  and  thus  a  lateral  or  oblique  aujustment  may  be 
obtained. 

Claim. — ^The  arrangement  of  the  beam  B,  plate  /,  rests  «  and  r,  slots  c,  and  clamping 
bolts  6,  the  whole  being  constructed  substantially  in  the  manner  shown  and  described. 

No.  31,678. — ^A.  T.  Serrell,  of  New  York,  N.  Y. — Improved  Binding  Roller  for  Rotary 
Planers, — Patent  dated  March  12,  1861. — This  invention  consists  in  the  combination  of  a 
movable  feeding  roller  with  two  adjustable  stationary  rollers,  so  located  and  acting  in  con- 
nexion with  a  rotary  cutter,  that  the  said  cutter  will  produce  a  moulding  or  bead  upon  an  irregular 
or  curved  strip  of  wood,  the  movable  feeding  roller  not  only  causing  the  wood  to  progress 
regularly,  but  also  acting  to  keep  the  same  down  to  the  bed,  in  consequence  of  the  oblique 
serrations  formed  on  its  edge. 

Claim. — ^The  feed-roller^,  formed  with  serrations  upon  its  edge  which  are  oblique  to  the 
surface  of  the  bed  upon  which  the  wood  moves,  so  that  the  action  of  the  rotary  cutter  upon 
said  wood  shall  cause  the  same  to  remain  firmly  upon  said  bed,  as  set  forth. 

Also,  the  rollers  c  e,  in  combination  with  the  aforesaid  serrated  roller  g  and  rotary  cutter  c, 
in  the  manner  specified,  for  the  purpose  of  planing  curved  mouldings,  as  set  forth. 

No.  31,679. — J.  P.  SniMONS,  of  Fulton,  N.  Y .—Improvement  in  Packings  for  Barometers,— 
Patent  dated  March  12,  1861. — ^The  chamois  leather  is  satm'ated  in  a  solution  of  gum  shellac 
in  alcohol,  combined  with  about  an  equal  part  of  isinglass,  of  suflicicnt  thinness  to  become 
absorbed  in  the  pores  of  the  skin.  The  skin  is  then  placed  upon  the  tube  and  forced  into  the 
socket,  and  when  the  shellac  has  become  dry  and  hardened,  a  layer  of  gas  cement  is  applied. 

Claim, — The  described  process  of  preparing  chamois  leather  or  equivalent  material,  to  serve 
as  a  packing  for  hermetically  sealing  the  joints  of  barometers,  and  other  similar  purposes, 
substantially  as  specified. 

No.  31,680. — J.  S.  Smith,  of  Brooklyn,  N.  Y. — Improvement  in  Cartridge^Boxes. — Patent 
dated  March  12,  1861. — Tho  case  of  the  cartridge-box  is  constructed  of  a  series  of  vertical 
tabes  of  sufficient  height  to  receive  two  cartridges,  one  on  top  of  the  other.  Each  of  these 
tubes  is  provided  with  a  slot  extending  from  the  top  to  about  the  middle  of  its  height,  and  the 
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cartridges  are  inserted  in  such  a  manner  that  their  upper  ends  project  through  the  slots,  so 
that  tbey  can  be  easily  taken  out.  The  tubes  are  constructed  of  two  strips  of  metal,  each 
forming  a  series  of  half  circles,  so  that  by  placing  them  together  the  tubes  are  formed,  and  are 
secured  togotber  by  staples  catching  over  their  ^ges. 

Claim. — The  employment,  in  combination  wim  a  cartridge-box  C,  of  a  tin  case  A,  con- 
structed of  a  series  of  slotted  vertical  tubes  B,  substantially  in  the  manner  and  for  the  purpose 
specified. 

AliM),  the  described  manner  of  constructing  the  tubes  B  out  of  corrugated  strips  &,  connected 
by  staples  c,  as  set  forth. 

No.  31,681.— David  Sprague,  of  Elizabethnort,  N.  J. —Improved  Punching  Machine. — 
Patent  dated  March  12,  1H51. — On  the  end  of  the  cam-shaft  is  formed  eccentrically  a  smaller 
shaft  or  cam-stud,  which  is  made  to  fit  in  a  slot  in  the  end  of  the  die  piece,  by  which  means  a 
reciprocating  vertical  motion *is  given  to  the  die. 

Claim. — The  removable  die  F,  with  a  slot  /,  in  combination  with  the  cam  a  on  main  cam- 
shaft B,  the  whole  constmcted  and  operating  as  described  for  tho-purpose  set  forth. 

No.  31,682.— J.  B.  Turner,  of  Jacksonville,  HI. — Improvement  in  Cultivators.— Patent 
dated  March  12,  1801. — The  parts  are  so  arranged  and  constructed  as  to  enable  the  driver 
from  his  seat  to  give  the  main  frame  a  lateral  adjusting  movement  by  actuating  the  tnang^lar 
frame,  and  also  to  elevate  the  cultivators  when  necessary,  by  adjusting  his  seat.  The  cutters 
level  the  ^ound  and  prepare  smooth  tracks  for  the  rollers,  which  may  be  adjusted  laterally. 
A  guard-lrame  is  used  to  prevent  the  clods  of  earth  from  falling  upon  the  plants. 

Claim. — First,  the  arrangement  of  the  frame  A,  with  the  draught-pole  B,  tiiangular  frame 
D,  and  bar  C,  substantially  as  shown,  to  admit  of  the  independent  lateral  movement  of  the 
frame  A,  as  set  forth. 

Second,  the  anangement  in  the  described  connexion  with  a  cultivator  of  the  double-tree  £ 
and  stirrups  G  G,  connected  by  chains  F,  the  stirrups  bein^  fitted  loosely  on  the  rod  H,  at 
the  front  i)ttrt  of  the  frame  A,  to  prevent  the  draught  mechanism  interfering  in  the  least  with 
the  adjusting  movement  of  frame  A,  and  to  render  the  line  of  draught  perfectly  adjustable. 

Third,  the  combination  of  the  hinged  guard-frame  K,  chain  p,  and  seat  I,  constructed,  ar* 
ranged,  and  operating  in  the  manner  and  for  the  purposes  set  forth. 

Fourth,  the  combination  of  the  curved  bars  O  and  it,  and  sUding  collar  P,  constructed  and 
operating  as  described  to  adjust  the  height  of  the  ploughs  K'^ 

Fifth,  the  employment  or  use  of  the  adjustable  cutters  or  scrapers  L  L,  applied  to  the  frame 
A  and  in  front  of  tne  rollers  M  M,  for  the  purpose  set  forth. 

Sixth,  the  arrangement  of  the  driver's  seat  I,  with  the  cultivator  frames  J  J  and  guard* 
frame  K  attached,  m  connexion  with  the  adjustable  bar  q,  as  and  for  the  purpose  specihed. 

No.  31,683.— William  Strieby,  of  Wagontown,  Peu— Improvement  in  Cultivators, — 
Patent  dated  March  12,  1861. — ^This  invention  consists  in  a  main  beam  having  two  teelh  and 
two  hinged  vanes  or  shares  rendered  adjustable  by  means  of  hooked  rods  and  a  perforated 

Elate  in  combination  with  side  beams  having  teeth,  and  so  connected  to  the  main  beam  as  to 
e  adjusted  laterally  as  well  as  vcitically,  in  order  that  the  relative  position  of  the  teeth  and 
vanes  may  be  altered  every  time  the  machine  is  drawn  over  the  same  track,  thus  effectually 
turning  up,  breaking,  and  spreading  the  soil. 

Claim. — The  beam  A,  its  teeth  e  and/,  and  its  hinged  shares  or  vanes  h  and  h\  the  latter  being 
rendered  adjustable  by  the  hooked  rods  i  and  perforated  plate  j,  and  their  teeth  m  and  tt,  when 
the  said  beams  are  so  connected  to  the  beam  A  as  to  be  adjusted  laterally  as  well  as  vertically 
by  means  of  the  devices  described  or  their  equivalents,  and  when  the  whole  of  the  above- 
mentioned  parts  are  arranged  as  and  for  the  purpose  set  forth. 

No.  31,684. — G.  A.  Walker,  of  Annville,  Pa, — Improvement  in  Ploughs. — Patent  dated 

March  12,  18isi. — ^The  shank  of  the  plough  point  is  of  tapering  form,  the  upper  and  lower 

sides  being  concave  or  grooved  so  as  to  fit  in  a  corresponding  recess  in  the  lanaside.     When 

one  side  of  the  point  is  worn,  it  may  be  readily  removed  and  reversed  within  the  recess,  thus 

*  rendering  it  sell-sharpening. 

Claim. — The  arrangement  of  the  detachable  and  reversible  plough  point  B,  with  landside 
recess  D,  said  point  having  a  tapering  shank  C,  with  concave  upper  and  lower  edges  d  d, 
and  being  otherwise  constiucted  as  described. 

No.  31,685. — P.  P.  Warrixer,  of  Holland  Patent,  N.  Y. — Improved  Table. — Patent  dated 
Marcii  12,  1861. — To  the  under  side  of  each  leaf  is  attached  a  segment  bar  which  passes 
through  an  ai>erture  in  the  side  of  the  table.  In  each  side  rail  is  a  recess  in  which  a  curved 
lever  is  fitted  and  attached  by  a  cord  to  a  knob  fitted  in  one  end  of  the  table.  To  eav^-h  lever 
is  attached  a  button,  which  works  over  a  recess  and  bears  against  plates  which  cover  the  re- 
cesseii.  Upon  raising  the  leiU"  the  segment  bars  are  retained  by  the  buttons  dropning  over 
the  recesses,  and  on  drawing  out  the  knob  the  levers  and  buttons  are  raised,  ancf  the  bars 
passing  through  the  tti>erture  allow  the  leaf  to  fall. 

Claim. The  combination  of  the  levers  E  and  knob  F  with  the  buttons  G,  cmnred  bars  C, 

and  leaves  A,  in  the  manner  and  for  the  purposes  shown  and  described. 
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No.  31,686. — Cyrenus  Wheeler,  jr.,  of  Poplar  Ridge,  N.  Y, ^Improvement  in  Reaping 
mnd  Mowing  Machines, — Patent  dated  March  1^,  1861. — ^This  invention  relates  to  the  con- 
struction and  arrangement  of  devices  in  detail  of  a  machine,  the  leading  characteristics  of 
which  are  the  subject-matter  of  letters  patent  heretofore  granted  to  this  inventor.  The  present 
invention  does  not  admit  of  a  brief  description. 

Claim. — ^The  combination  of  the  hinged  shoe  H  and  pivoted  plate  G,  for  allowing  the  finger- 
bar  connected  with  said  shoe  to  be  folded  to  or  around  by  the  main  frame  and  be  support^ 
by  and  carried  on  its  hinges,  substantially  as  described. 

Also,  the  cojnbination  of  the  two  frames  A  P  connected  to  the  same  axle,  the  former  sup- 
porting the  gearing  and  cutting  apparatus,  and  the  latter  extending  rearward  and  by  means 
of  its  caster  supporting  the  driver  or  conductor  and  a  raising  and  lowering  apparatus,  for 
raising,  lowering,  or  suspending  the  frame  A  upon  itself,  substantially  as  described. 

Also,  the  combination  of  the  pivoted  plate  G,  carrying  the  finger-bar,  the  stationary  plate 
F,  the  guides  r  a,  and  the  lever  w,  for  allowing  one  plate  to  move  freely  and  truly  upon  tiie 
other,  and  for  holding  them  rigid  when  desired,  substantially  as  described. 

Also,  the  clutching  and  unclutching  mechanism  composed  of  the  obliquely-slotted  station- 
ary plate  i,  the  inclined  movable  plate  o,  with  its  flange  p,  and  the  lever  I,  arranged  substan- 
tially as  described. 

Also,  in  combination  with  a  hinged  finger-bar  and  platform  that  are  free  to  rise  and  fall  at 
their  outer  ends  and  that  carry  the  reel  supports,  a  belt-puide  on  the  main  frame  to  prevent 
the  end  motion  of  the  reel-shaft  from  throwing  the  belt  off  from  its  driving  pulleys,  substan- 
tially as  described. 

Also,  in  combination  with  the  pivoted  lever  I  and  its  catch-pin  and  foot  40  resting  upon 
the  shoe  H,  the  hinged  hook  and  latch  y,  for  catching  in  one  position  and  holding  the  lever 
and  finger-bar  in  another  position,  substantially  as  described. 

Also,  the  manner  of  holding  the  cutter  plate  18  in  place  by  means  of  its  own  projections 
and  those  upon  the  upper  part  of  the  finger,  substantially  as  described.  • 

Also,  hanging  casters  to  one  side  of  a  shank  tbat  is  in  turn  hinged  by  an  inclined  pivot- 
pin,  so  that  they  will  freely  swing  around  to  ease  the  machine  in  turning,  and  be  easily  got 
at  to  be  cleaned  of  all  grass  or  straw  that  may  wind  around  them  or  their  journals,  substan- 
tially as  described. 

Also,  in  combination  with  a  hinged  track-clearer,  the  lock  11  12,  for  the  purpose  of  making 
said  track  clearer  rigid  or  flexible  as  occasion  may  require,  substantially  as  described. 

No.  31,687.— E.  S.  WiLLSON,  of  Sarato^  Springs,  N.  Y, ^Improvement  in  Safety  Ships.— 
Patent  dated  March  12,  1861. — ^This  invention  consists  in  providing  a  "refuge"  cabin  in  the 
lower  part  of  the  vessel,  designed  to  be  completely  protected  from  fire  by  a  safety  section 
composed  of  two  divisions,  one  of  which  consists  of  a  bed  of  cement,  and  the  other  of  a  bed 
of  water  covering  the  entire  surface  of  the  cement.  An  air  pipe  is  designed  to  pass  from  the 
bow  into  this  cabin  to  admit  of  ventilation. 

Claim. — A  refuge  cabin,  in  combination  with  the  layers  of  cement  and  water-bed,  air-boxes, 
and  device  for  ventilation,  the  whole  constructed  and  all  its  parts  arranged  substantially  as 
specified. 

No,  31,688.— S.  TV.  Brown,  of  Syracuse,  N.  Y.,  assignor  to  himself  and  J.  McComber, 
of  Watertown,  N.  Y. — Improvement  in  the  Method  of  Lucking  Type  Galleys. — Patent  dated 
March  12,  1861. — This  invention  consists  of  a  metallic  plate  with  ledges  permanently  secured 
to  three  of  its  sides,  sufficiently  high  to  retain  the  types  within  the  galleys.  The  ledge  D  is 
provided  with  a  series  of  oblique  projections  corresponding  with  similar  projections  on  a  bar 
which  is  allowed  a  longitudinal  sliding  movement,  and  retained  in  proper  position  by  means 
of  guides  formed  on  the  surface  of  the  ledge  and  fitting  in  grooves  in  the  said  bar.  To  the 
inner  side  of  the  bar  £  is  attached  a  metal  bar  which  has  a  lateral  movement,  and  in  con- 
nexion with  bar  E  is  made  to  clamp  the  type  against  a  parallel  stationary  bar  in  the  galley. 

Claim. — The  arrangement,  in  the  construction  of  a  printer's  galley,  of  the  parts  B  C  1)  E 
F,  oblique  slots  e  e,  guides  d  </,  slots  g  gj  and  screws  or  pins//,  in  the  manner  and  for  the 
purposes  described. 

No.  31,689.— E.  S.  Holmes,  assignor  to  O.  E.  Holmes  and  William  Perrigo,  of  Wil- 
son, N.  Y. — Improvement  in  Machines  for  Pressing  Fruit  in  Barrels,  Sfc. — Patent  dated 
March  12,  1861. — This  invention  consists  of  a  bent  link  attached  to  the  top  of  the  plunger 
shaft  and  to  the  centre  of  the  eccentric  lever  by  pins  or  bolts,  so  that  by  turning  the  lever  a 
steady  pressure  can  be  exerted  upon  the  fruit  in  the  barrel. 

Claim. — ^The  link  £  E,  or  its  equivalent,  operating  in  combination  with  the  lever  A  A  and 
the  plunger  C  D,  in  the  manner  and  for  the  purpose  substantially  as  described. 

No.  31,690.— Jacob  Jenkins,  of  Lynn,  Mass.,  assignor  to  J.  C.  Stimpson,  W.  D.  Wa- 
ters, and  M.  W.  Sheperd,  of  Salem,  Mass.,  and  G.  W.  Keene,  of  said  hjim,— Improved 
Mmakinefor  applying  Heels  to  Boots  and  Shoes. — ^Patent  dated  March  12,  1861. — The  upper 
rotary  heel-bed  is  provided  with  holes,  into  which  nails  are  put  to  be  forced  into  the  heel  oy 
tbe  phuiger  P,  listened  to  a  curved  arm  M.    The  shoe,  with  its  sole  upward,  is  placed  over 
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the  lower  heel-bed,  under  which  is  an  elastic  disk  or  cushion  for  adjustment  to  the  inequalitiefl 
of  the  leather.  By  raisins  the  lever  D  the  plungers  /will  force  the  nails  into  the  heel  on  the 
inside,  and  by  depressing  lever  L  the  plungers  P  will  force  the  nails  into  the  top  of  the  heeL 
As  the  whole  frame  can  be  turned  on  its  axis,  the  shoe  can  bo  put  in  any  position  for  fiuishine 
the  edges  of  the  heel,  while  the  machine  is  pressing  the  "lifts"  together  and  on  the  sole  and 
the  paste  is  setting. 

Claim. — Fii*«t,  the  rotary  heel-bed  O,  provided  with  the  nail  holes  P,  and  operating  as  de- 
scribed, in  combinution  with  the  plungers  P  and  arm  M,  or  its  equivalent,  tor  the  purpose 
specified. 

Second,  the  combination  and  arrangement  of  the  adjustable  swinging  arm  K,  shaft  H, 
frame  B,  spring  J,  and  connecting  rt>d  L,  substantially  as  and  for  the  purposes  described. 

Third,  tbe  combination  and  anaugement,  substantially  as  described,  of  the  rotary  heel- 
beds  O  and  F,  rotating  frame  B,  arm  K,  and  lever  D,  for  the  pur[)Ose  of  compressing  the 
hits  and  sole,  and  holding  the  heel  in  any  desired  position  for  tinishing  the  edge. 

Kourtb,  the  use  of  the  nibber  or  elastic  cushion  (»,  as  and  for  the  purpose  set  forth. 

Fifth,  in  combination  with  the  punch  8,  the  centrinff  arms  4  5  6,  sliding  yoke  7,  and  ad- 
justable yoke  2,  substantially  as  described  and  for  the  object  specified. 

No.  :n, 691. —George  Juengst,  assignor  to  J.  McCrossan  and  T.  J.  McAiTHrR,  of  Now 
York,  N.  Y. — Improtcmcnt  in  Setting  Machines, — Patent  dated  March  1*2,  1/?()1. — The  ar- 
rangement of  the  parts  in  this  machine  is  designed  to  give  the  needle  a  rapid  downward 
motion,  a  period  of  nearly  entire  rest  while  the  shuttle  is  passing  through  the  loop,  and  a 
rapid  upward  motion,  and  to  the  take-up  motions  in  unison  with  the  movements  of  the  needle, 
taking  up  the  thread  and  tightening  the  stitch  on  the  upward  motion  of  the  needle,  the  action 
of  the  taKO-np  being  perfoniied  in  part  by  the  stationary  guides  m  and  n. 

Claim. — First,  the  arrangement  of  the  shafts,  cranks,  and  link,  as  set  forth,  for  operating 
the  tako-up  and  needle,  so  as  to  leave  the  loop  of  the  needle's  thread  in  proper  position  ana 
condition  for  allowing  the  shuttle  to  pass  freely  and  safely  through. 

Second,  the  take-up  attached  to  the  connecting  rod  of  the  needle-bar,  and  so  arranged  in 
relation  to  the  two  stationary  guides  as  to  control  the  thread  through  all  its  movements  and 
tighten  the  stiteh,  as  described. 

Third,  regulating  the  feed  by  the  screw  and  stud,  the  two  being  in  contact  at  all  times,  and 
ojKsrating  as  described. 

No.  31,692.— E.  R.  Pease,  of  Poughkeepsie,  N.  Y.,  assignor  to  R.  P.  Pease,  of  Brook- 
lyn, N.  Y. — Improvement  in  Mowing  Machines. — Patent  dated  March  12,  1861. — The  lever  I  is 
tastened  to  the  finger-bar  and  bent  so  as  to  pass  under  the  shaft ;  it  has  a  plate  upon  the  end, 
80  arranged  that  tlie  driver,  by  applying  his  foot  to  it,  can  depress  the  lever  and  raise  the 
finger-bar  while  it  is  passing  over  any  obstructions. 

Claim. — ^The  dividing  lever  I,  arranged  in  relation  to  the  main  frame  and  driver's  seat, 
substantially  as  described,  for  operating  the  finger-bar  in  the  manner  and  for  the  purpose  set 
forth. 

No.  31,693.— G.  B.  PiiTLLlPS,  assignor  to  J.  S.  LiTTELL,  of  Newark,  N.  Y, ^Improved  Wagon 
Wrench. — Patent  dated  March  12,  1861. — This  invention  consists  in  curving  the  bar  of  the 
wrench,  and  making  the  sections  of  a  female  screw  on  the  edge  of  a  bar  for  the  male  screw 
to  work  in  that  traverses  the  jaw  and  slide  of  the  wrench.  Lips  or  projections  are  made  on 
the  side  of  the  jaws  at  a  right  angle  to  the  plane  of  the  bar,  to  turn  nuts  in  cavities  or  on  the 
ends  of  axles  within  the  hub.  , 

Claim. — As  a  new  article  of  manufacttu"e,  the  wrench  described  in  the  foregoing  specifica- 
tion and  represented  in  the  accompanying  drawing. 

No.  31,694.— ARCALousWvai OFF  and  Lafayette  Stevens,  of  Elmira,  N.  Y.,  assignors 
to  Arcalois  Wyckoff  aforesaid. — Improvement  in  Hollow  Augers. — l*atent  dated  March 
12,  lt*61. — ^I'his  improvement  relates  to  that  class  of  augers  which  leave  a  red  or  core  by 
removing  only  an  annular  portion  of  the  wood.  The  prime  cutters  are  each  formed  with  the 
terminal  point  projecting  a  little  in  advance  of  the  edge  and  made  somewhat  thick  and  bent, 
for  the  puii)oso  of  compressing  the  grains  of  the  wood  while  the  cutters  are  acting. 

CViiini.— Constmcting  the  cutter-head  of  annular  augers  by  the  combination  ot  two  rings, 
first  accurately  fitted  together  by  annular  tongue  and  groove  respectively  on  and  in  the  adja- 
cent surfaces  thereof,  and  then,  by  dividing  one  ring  into  sections  or  separate  cutters  d  d,  and 
properly  finishing  and  hardening  them,  while  the  other  ring/  remains  entire  and  unchanged 
from  itii  original  accurate  form,  so  that,  upon  attaching  the  sections  to  the  entire  ring  by 
screws  or  otlierwise,  unerring  accuracy  of  form  and  perfection  of  parts  are  secured,  substan- 
tially as  specified. 

Also,  the  advance  blunt  terminal  point  m  of  the  prime  cutter  i,  constructed  and  operating 
substantially  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  31,695. — Ethan  Allen,  of  Worcester,  Mass. — Improved  Machine  for  the  Manufae- 
ture  of  Metallic  Cartridges. — Patent  dated  March  19,  18t)l. — The  invention  consists  in  so 
ftrranging  a  set  of  rollers,  cutters,  and  a  holder  for  cartridges,  operating  automatically,  that 
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tbe  copper  may  be  rolled  into  the  bullet  snffidentlj  to  bold  it  socnre  and  crease  the  ball  ibr 
the  reception  of  the  lubricating  material. 

Claim. — The  combination  of  rollers  h  A,  knives  k  k^  levers  1 1 1 1 ,  inclines  mm  mm,  with 
jaw  N,  inclined  plane  4,  spindle  I,  and  arm  Z,  substantially  as  specified  and  for  the  purpose 
set  forth. 

No.  31,696. — ^Wm.  Blake,  of  Boston,  Mass. — Improved  Furnace  for  Galvanizing  Iron. — 
Patent  dated  March  19, 1861. — The  bath  in  which  the  iron  to  be  galvanized  is  placed,  is  made 
in  the  form  of  a  tube  with  an  angular  or  curved  head,  and  so  arranged  that  its  longer  leg 
may  be  incline4  in  such  a  manner  that  the  two  ends  of  the  tube  may  be  on  or  about  on  a 
leveL  The  tube  is  supported  in  bearings,  so  applied  to  its  longer  leg  as  to  enable  it  to  be 
revolved  on  its  axis  ana  allow  the  shorter  leg  to  oe  turned  down  and  emptied  of  any  liquid 
contents.     One  or  more  furnaces  are  placed  under  the  bath. 

Claim. — ^An  improved  zincing  bath,  as  constructed  of  a  long  bent  tube,  or  its  equivalent, 
arranged  in  one  or  more  furnaces  or  heating  chambers,  and  so  as  to  operate  substantially  as 
described. 

No.  31,697. — ^Joseph  Brakely,  of  New  York,  N.  Y. — Improvement  in  Machines  for  Planing 
^rk. — Patent  dated  March  19,  1861. — ^Two  fluted  rollers  carry  the  bark  over  two  rotaiy 
planes,  and,  by  means  of  a  double  (parallel)  adjustment  of  the  beds  or  tables,  the  first  planer 
takes  off  one  thickness  and  the  second  planer  die  remaining  good  portion  of  the  bark,  leav- 
ing the  ross  or  external  worthless  portion  to  be  separately  carried  off,  the  three  portions 
being  discharged  at  separate  points. 

Claim. — The  combination  with  each  other  and  with  the  feed-rollers  G  G  of  the  adjustable 
beds  D  F  and  cutting-cylinders  C  £,  in  the  manner  and  for  the  purposes  substantially  as 
shown  and  described. 

Also,  in  bark  mills,  having  the  bed  or  beds  on  which  the  bark  is  placed  concentrically  ad- 
justable in  respect  to  the  periphery  of  the  cutting-cylinder,  substantially  as  shown  and  de- 
scribed. 

No.  31,698.— T.  L.  Braynard,  of  New  York,  N.  Y.^Improved  Reins-Holder.— Patent 
dated  March  19,  1861. — The  eccentrics  are  placed  upon  a  post  in  the  front  part  of  the  vehicle 
and  BO  arranged  as  to  nip  the  reins  when  piUled  in  the  direction  of  the  horse's  head,  so  as  to 
secure  the  reins  when  the  driver  leaves  the  vehicle. 

Claim. — ^The  arrangement  and  combination  of  the  two  eccentrics  A  and  B,  substantially 
as  described,  for  the  purpose  of  holding  or  fastening  reins,  straps,  &c.,  by  the  action  and 
revolution  of  such  eccentrics  toward  each  other. 

No.  31,699. — Hiram  Clark,  of  Rochester,  N.  Y. — Improvement  in  Skates. — ^Patent  dated 
March  19,  1861. — The  thimble  consists  of  a  thin  piece  of  metal  of  the  form  shown,  and  is 
designed  to  form  a  thorough  brace  for  the  foot-piece  from  side  to  side,  so  as  to  relieve  the 
posts  or  studs  from  lateral  shocks  or  strains. 

Claim. — ^The  employment  in  skates  of  a  thimble,  or  its  equivalent,  encircling  the  posts  or 
studs  between  the  loot-piece  and  the  runner,  for  the  purposes  set  forth. 

No.  31,700. — John  Cooley,  of  Taflon,  Wis. — Improvement  in  Corn-Planters. — ^Patent 
dated  March  19,  1861. — The  seed-cylinder  is  provided  with  recesses  or  cups,  which  drop  the 
seed  into  boxes  beneath  the  cylinder,  the  bottoms  of  which  are  each  alternately  opened  and 
closed  by  valves,  so  as  to  drop  the  seed  through  guide-tubes  and  shoes  in  hills  on  the  ground. 
The  shoe  being  hinged,  is  caused  to  be  lifted  as  soon  as  the  seed  has  been  dropped,  wnen  the 
earth  is  scraped  from  it,  and  the  rollers  are  made  to  descend  behind  each  shoe  so  as  to  press 
the  earth  over  the  seed,  the  relative  motions  being  imparted  by  means  of  cam  projections  act- 
ing on  the  recesses  of  the  cylinder,  in  connexion  with  the  crank  and  rock  shafts. 

Claim. — The  cam-projections  M  and  the  recesses  O  of  the  seed-distributing  cylinder  B,  in 
combination  with  the  crank-shaft  Z  U  F  of  the  seed-valves  E,  the  rock-shaft  G,  the  hinged 
pressure-rollers  H^  and  4he  levers  T  S  operating  the  hinged  shoes  K,  substantially  as  and  for 
the  purposes  set  forth. 

No.  31,701.— Nathan  Cope  and  William  Hodgson,  of  Cincinnati,  O.— Improved 
Valve. — Patent  dated  March  19,  1861. — The  sections  are  constructed  by  casting  each  with  a 
groove,  which,  when  the  two  parts  are  secured  together,  form  a  semicircular  annular  groove, 
into  which  soft  metal  is  run  to  form  a  valve-seat.  Cross  openings  or  grooves  are  also  cast 
for  the  reception  of  the  valve-stem,  so  that  soft  metal  may  be  run  in  as  a  packing  around  the 
stem,  and  for  forming  a  valve-scat  at  the  same  time. 

Claim. — First,  the  employment  of  a  valve  which  is  the  central  section  of  a  sphere,  adapted 
to  and  used  in  connexion  with  a  valve-seat^  which  is  the  corresponding  section  of  a  concen- 
tric or  hollow  sphere,  substantially  as  and  for  the  purpose  specified. 

Second,  the  employment  of  the  valve-case,  constructed  in  two  parts  and  provided  with 
metallic  packing  and  valve-seat,  as  and  for  the  purpose  set  forth. 
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No.  31,703.— JoHK  Cox  and  J.  A.  Throp,  of  Three  Riven,  'Mich.^hnpravement  in  CtdH* 
Totors. — Patent  dated  March  19,  IHOI. — ^Tho  Bhovel-Btocks  are  attached  to  the  inner  sides  of 
the  oblique  frame-bars,  by  means  of  three^ided  metallic  blocks  set  in  mortises  cut  in  the  side 
bars,  so  that  their  inner  side  runs  parallel  with' the  line  of  drauf^ht,  and  the  shovels  will  come 
squarely  in  contact  with  the  soil.  Metallic  ears  are  placed  on  the  opposite  side  of  the  bar  to 
receive  the  euds  of  the  brace  connecting  the  rods  of  tno  shovel-stocks. 

Claim. — First,  the  combination  with  the  oblique  side  bars  A  A  and  swinffing  shovel^stocks 
of  feet  F'  F'  of  a  V-shaped  frame  of  three-sided  metnllic  blocks  G  G,  the  olocks  being:  con- 
structed with  their  inner  face  to  be  parallel  with  the  line  of  'draught  and  in  contact  with  the 
upper  ends  of  the  shovel-stocks,  and  their  outer  face  parallel  with  the  oblique  bars,  each 
block  l)eing  let  in  the  sides  of  the  bars  and  confined  by  a  single  bolt  U,  substantially  as  and 
for  the  purposes  set  forth. 

Second,  the  combination  with  the  oblique  side  bars  A  A  of  metallic  cars  1 1,  wooden  pins 
L  L,  swivelling  connecting  links  K  K,  shovel-stocks  F'  F',  and  pivoted  screw-bolts  H  H, 
substantially  as  and  for  the  purposes  set  forth. 

Third,  the  arrangement  of  the  V-sbaped  frame  A  A  B,  crank-axle  C,  supporting  wheels  C 
C,  arch-shaped  bar  E,  adjusting  lever  F/,  three-sided  blocks  G  G,  shovel-stocks  F'  F', 
screw-bolts  H  II,  metallic  ears  1 1,  swivelling  connecting  links  K  K,  and  wooden  pins  L  I^ 
substantially  as  and  for  the  purposes  set  forth. 

No.  31,703.— M.  C.  Cronk,  of  Auburn,  N.  Y. —Improvement  in  Bottle-Stoppers.— Va\eni 
dated  March  19,  1861. — ^The  stopper  is  made  of  metal  or  some  hard  substance  covered  with 
India-rubber,  or  its  equivalent,  aud  is  secured  to  the  bottle  by  means  of  wires  and  a  hasp 
slipped  over  one  of  the  coils  of  the  wire. 

Claim. — The  combination  of  the  stopper,  constructed  as  set  forth,  with  the  wire  rod  H,  the 
hasp  I,  and  the  loops  F  F,  when  used  as  and  for  the  purpose  specified. 

No.  31,704. — John  Dunham,  of  Detroit,  'iAich,— Improvement  in  Steam-Boiler$. — Patent 
dated  March  19,  1H(»1. — ^The  Iwiler  is  constructed  with  a  double  series  of  tubes  on  each  side 
of  the  furnace  or  fire-grate,  so  arranged  that  the  flame  passes  from  the  rear  end  of  the  boiler 
through  the  lower  series  of  tubes  to  the  front  end,  aud  then  passes  into  the  upper  series  of 
tubes,  and  through  them  into  the  rear  end,  and  thence  up  the  flue.  A  series  of  pipes  is 
arranged  to  convey  hot  or  cold  air  from  the  air-chamber  in  the  wind-wall  N,  through  a  water 
vessel  connected  with  the  inside  of  the  boiler,  delivering  it  in  the  flame  at  the  top  of  the 
wind-wall. 

Claim. — Conducting  the  air  in  through  the  water  vessel,  in  combination  with  the  several 
parts,  when  constructed  in  the  manner  and  for  the  purposes  set  forth. 

No.  31,705. — RuFUSDrTTON,  of  Dayton,  O. — Improvement  in  Mowing  Machines, — ^Patent 
dated  March  19, 1861. — The  casing-box'is  secured  to  the  inner  side  of  the  plate  D  and  encloses 
the  bevel  goring,  by  which  means  they  are  prevented  from  coming  in  contact  with  grass, 
&c.  The  projecting  centre  of  the  casing-box  forms  a  bearing  for  the  inner  end  of  the  counter 
shaft  d.  Attached  to  tho  rear  of  the  outer  shoe  of  the  finger  bar  is  a  track-clearer,  consisting 
of  wires  arranged  spirally  in  a  conical  form,  and  so  constructed  and  hung  as  to  receive  a 
rotary  motion  by  being  drawn  along,  by  which  means  tho  cut  grass  is  thrown  away  Irom  the 
stancling  grass. 

Claim.— Tho  casing-box  E,  its  projecting  centre  forming  a  bearing  for  the  end  of  the 
counter  shaft,  and  having  a  projection  u'  for  tho  reception  of  the  bevel  pinion  of  the  pitman 
shaft,  in  combination  with  tho  outer  side-plate  D,  provided  with  the  bearing/,  substantially 
as  described. 

Also,  raising  the  outer  end  of  the  finger-bar  at  the  same  time  that  the  draught-shoe  is  raised, 
by  means  of  tho  bent  lever  P  renting  on  the  hinge-piece  i  and  coming  in  contact  with  the 
friction  roller  f,  or  its  equivalent,  on  tho  projecting  end  of  the  tongue,  substantially  as  set 
forth. 

Also,  the  conical  skeleton  track-clearer  Q,  formed  of  spiral  rods  or  wires,  when  connected 
at  their  outer  ends  by  the  weight  clamps  b'  6',  substantially  as  described. 

Also,  the  guard-finger  R,  made  in  a  single  connected  niece  covering  the  sickle-bar  and 
having  oi>enings  t'  t'  in  tho  bottom  thereof  lor  the  escape  or  grass  or  other  substance  entering 
with  the  sickle,  when  said  guanl-finger  is  provided  witn  a  bearing  surface  r',  connecting  the 
upper  and  lower  portions  of  said  guanl-finger,  and  resting  a^^iust  the  edge  of  the  finger-bar, 
and  is  braced  and  sustained  against  lateral  strain,  as  set  forth. 

No.  31,706.— Bernard  Faoan,  of  New  Britain,  Conn. — Improved  i^ting  Frame,  TMb^ 
and  Clothes- Dryer  combined. — Patent  dated  March  19,  1861. — A  frame  provided  with  slots 
at  each  end  for  the  insertion  of  adjustable  cross-bars,  is  hinged  to  a  stand  so  as  to  be  capable 
of  maintaining  a  vertical  or  horizontal  position;  when  in  the  latter  position  leaves  are  used 
to  form  a  table. 

Claim.—TihQ  combination  of  a  table,  a  qoilt-frame,  and  dothes-firame  in  one,  substantiaUj 
as  and  for  the  purposes  described. 
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No.  31,707.^L.  O.  Fairbanks,  of  Nasbaa,  N.  IL^Improved  Betel  Attachmtut  to  Bench 
Planes. — ^Patent  dated  March  19, 1861. — ^I'hU  invention  consists  in  attaching  to  bench  planes 
a  clamp  with  an  adjustable  guide,  so  that  it  may  be  adjusted  either  at  right  angles  with  the 
plMie  stock  for  obtaining  a  square  edge,  or  set  at  any  required  angle  for  a  bevel  07  means  of 
an  adjusting  nut. 

C/atfii.— The  attaching  of  an  adjustable  guide  to  the  stocks  of  bench  planes,  substantially 
in  the  manner  and  for  the  purpose  set  forth. 

No.  31,708.— Thaddeus  Fowler,  of  Seymour,  Conn. — Improved  Device  for  Coating  Pins, — 
Patent  dated  March  19,  1861. — ^The  pins  or  other  articles,  as  soon  as  coated,  are  turned  out 
of  the  kettle,  and  while  falling  into  the  water  box  are  separated  by  agitating  them  in  a  box 
provided  with  cross-wires  or  riddles  rapidly  vibrated. 

Claim, — ^The  method  specified  of  separating  pins  and  other  articles,  so  soon  as  thoroughly 
covered  with  the  coating  metal,  by  tne  use  of  a  series  of  riddles,  wires,  or  rods,  to  which  a 
vibration  or  motion  is  communicated,  to  produce  a  series  of  blows  or  concussions  upon  the 
articles  as  they  fall  from  the  successive  riddles,  wires,  or  rods,  and  thereby  insure  the  entire 
separation  of  the  articles  while  the  coating  metal  is  in  a  melted  state,  as  set  forth. 

No,  31,709. —L.  F.  Frazee,  of  Tottenville,  N.  Y,— Improvement  in  Ash-Sifters.^Taient 
dated  March  19,  1861. — ^This  invention  consists  in  hanging  the  sieves  upon  links  attached  to 
a  fixed  support  above  the  point  of  suspension,  instead  of  below  it,  as  usual,  so  that  the  des- 
cent of  the  sieve  from  the  central  position  to  the  extremity  of  vibration  shall  cause  a  more 
violent  concussion  as  the  frame  strikes  the  end  of  the  box. 

Claim, — ^The  arrangement  of  the  sieve  6,  box  7,  frame  9,  links  10  10,  and  supporting  pivots 
11  11  13  13,  in  the  manner  described,  the  fixed  point  of  support  for  the  links  bemg  below  the 
points  or  pivots  which  connect  them  to  the  sieve-frame,  substantially  as  and  for  the  purpose 
set  forth. 

No.  31,710. — Charles  Gardner,  of  Hoosick,  N.  Y. — Improvement  in  Cultivators.— 'Tfiteni 
dated  Blarch  19,  1861. — ^Two  parallel  bars  are  connected  together  by  V-shaped  cross-pieces, 
•o  as  to  pass  over  plants,  one  of  the  pieces  being  connected  to  the  bar  by  a  screw  passing 
through  a  slotted  plate  for  the  purpose  of  lateral  adjustment.  Wings  are  also  connectea 
with  Uie  side-bars,  and  admit  of  adjustment  in  an  oblique  position. 

Claim. — The  parallel  bars  A  A,  jointed  handle-brace  D,  wings  F,  provided  with  sliding  or 
extension  plates  G,  and  the  V-shaped  cross-pieces  B  B,  all  combinea  and  arranged  fox  joint 
operation,  as  and  for  the  purpose  set  forth. 

No.  31,711.— W.  E.  Gaunt  and  B.  B.  Hinman,  of  Keokuk,  lowa.—Impxovtenunt  in 
Grain-Separators. — ^Patent  dated  March  19,  1861. — ^The  lower  screen  is  adjustable  longitudi- 
nally and  the  three  upper  sieves  are  adjusted  by  means  of  an  eccentric  for  the  purpose  of 
adapting  the  machine  to  the  various  kinds  of  grain  to  be  cleaned. 

Claim, — The  arrangement  and  use  of  the  adjustable  screen  E,  in  combination  with  thfi. 
adjustable  sieve  B,  and  stationary  screen  G,  when  arranged  and  operating  substantially  as 
set  forth. 

No.  31,712.— -Loure  Green,  of  Great  Bend,  Va,^Improvement  in  Ploughs. T^P&ieni  dated 
March  19,  1861. — ^The  landside  of  the  plough  is  provided  with  a  series  of  friction  rollers 
placed  in  a  vertical  position  and  having  flanges  on  their  lower  ends ;.  they  are-  secured  bv 
means  of  bolts  and  screws  held  by  nuts.  On  the  top  of  the  landside  is.  a  box-plate,  to  which 
the  lef^  handle  of  the  plough  is  connected. 

Claim. — ^The  combmation  and  arrangement  of  the  share  N,  landside  L,  standard  S,  monld-- 
boord  P,  friction  rollers  R  R  R,  and  box-plate  H',  the  whole  constmetod  as  and  for  tha  pur- 
pose described. 

No.  31,713. — E.  J.  Hale,  of  Foxcrofl,  Me. — Improvement  in  Lanterns, — ^Patent  dated  March 
19,  1861. — ^The  upper  part  of  the  lantern  case  terminates  in  a  perforated. conical  cap,  the  per- 
forations being  made  with  a  punch,  so  as  to  be  pressed  up  and  outward,  in  the  form  of  a 
frnstmm  of  a  cone  for  the  purpose  of  preventing  the  air  from  passing  into  the  chimnev.  The 
cylindrical  case  o  and  annulus  I  are  designed  to  prevent  smoking  of  the  flame  at  the  wick 
when  the  lantern  is  moved  upward  and  downward. 

Claim, — ^The  foraminous  conical  cap  r,  made  with  its  holes  in  conical  frustra,  arranged 
fo  as  to  project  from  the  other  surface  of  the  cap,  as  described,  in  combination  with  the  coal- 
oil  lamp,  its  chimney  and  the  lantern  case,  arranged  together  substantiall}^  as  described. 

The  application  of  the  parts  o  I  to,  and  their  arrangement  with,  the  chimney  supporter  n, 
when  separate  from  and  supported  by  the  deflector  supporter,  substantially  as  descrioed. 

No.  31,714.— James  Hale  and  J.  S.  Atterbury,  of  Pittsburg,  Va,— -Improvement  in  Lan- 
terns.— Patent  dated  March  19,  1861. — Bv  forming  the  base  of  the  lantern  glass  into  a  flcoige 
a  tight  joint  is  made  between  the  base  of  the  lantern  glass  and  disk  of  the  burner  cap,  so  us 
to  compel  the  air  to  reach  the  flame  on  passing  through  the  cap. 
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Claim, — For  use  with  a  lantom  and  lamp,  oonstnicted  robstantiaUr  as  described,  a  laiiten 
glass  with  an  outer  flange  I,  blown  or  formed  around  its  base,  in  oomoination  with  a  boiix<ni- 
tal  extension  or  flange  F,  of  the  burner  cap  £,  substantiailj  as  sei  forth. 

No.  31,715.— William  Hamilton,  of  St,  Catliarine,  Mo.— /mprovMi  CAvm.— Patent  dated 
March  19,  1861. — This  invention  consists  in  the  use  of  a  perforated  inner  cylinder,  within 
which  is  arranged  to  work  up  and  down  a  plunger  upon  a  hollow  stem  provided  with  a  valves 
by  which  means  fresh  atmospheric  air  is  made  to  uermeate  the  body  of  the  milk. 

Claim, — The  use  of  a  reticulated  dasher  cvlinder  or  inner  case  so  perforated  as  that  a  oon* 
stant  coomiunication  is  established  through  the  meshes  of  the  inner  cylinder  between  the  inner 
and  outer  cylinders,  both  above  and  below  the  dasher,  in  the  double  movement  of  the  lattei; 
essentially  as  set  forth. 

No.  31,716.-8.  T.  Harvey,  of  Baltimore,  Md.— ImprovemeiU  in  5^ovet.— Patent  dated 
March  19,  1661. — ^Tho  construction  of  this  stove  admits  of  its  being  placed  beneath  the  floor, 
as  in  a  raihoad  car,  the  heat  coming  up  through  a  register  in  the  floor.  An  air>chamber  sur- 
rounds the  upper  part  and  forms  a  support  wnen  the  furnace  is  suspended,  and  the  whole  is 
surrounded  bv  a  water-chamber. 

C/aim.— The  combination  of  the  water-chamber,  air-chamber,  stove,  and  register,  when 
the  several  ports  are  constructed  and  arranged  in  the  manner  and  for  the  purposes  spedfied. 

No.  31,717.— Alexander  Ray,  of  Philadelphia,  Va,— Improvement  in  Railroads.— TBient 
dated  March  19,  1861. — A  broad  flaneed  rail  is  supported  upon  the  natural  or  paved  suifiMt 
of  the  street  with  wood  or  other  similar  elastic  material  interposed  between  the  flanges  and 
pavement,  and  holding  them  together  and  to  the  road  bed  without  the  use  of  cross-ties.  The 
ends  of  the  rails  are  iolded  down  so  as  to  form  a  tapered  loop  in  which  the  tapering  ends  of 
the  splice-piece  are  inserted,  by  which  means  they  mutually  hold  and  support  each  other. 

Claim, — ^The  construction  of  street  railroads  by  using  the  paved  surface  of  the  street  as  tha 
bed  of  the  railroad,  and  interposing  between  the  pavement  and  the  broad  flanges  of  the  rails 
iking,  or  otlier  material  having  more  elasticity  than  the  pave 


a  plank  or  line  of  planking,  or  other  material  having  more  elasticity  than  the  pavement  or 
the  iron  rail,  and  thus  avoid  the  digging  up  of  the  street,  substantially  as  described. 

Also,  in  combination  with  the  street  rails  that  are  supported  upon  timber,  plank,  or  other  elastic 
.material  laid  upon  the  paved  surface  of  the  street,  tne  strengthening  of  the  joints  of  the  rails 
by  one  or  more  tongues  which  slip  into  and  are  caught  and  held  in  one  or  more  folds  or  loops 
formed  in  the  end  of  the  adjacent  rail,  and  without  the  use  of  keys,  bolts,  rivets,  or  anv  other 
fastening  than  that  afforded  by  the  shape  of  the  ends  of  the  rails  themselves,  as  descrioed* 

No.  31,718.— Luther  Humiston,  of  New  Haven,  Conn.— Improved  Mode  of  AUnching 
Tracts  to  IVhiMetrees, — Patent  dated  March  19,  1861. — The  end  of  the  trace  is  slipped  over 
.the  lower  hook  and  held  in  place  by  means  of  the  spring  lever. 

Claim. — ^The  use  of  the  socket  A,  with  its  projecting  stud  B,  and  hook  or  cock-eye  C,  in 
combination  with  the  elbow-shaded  lever  D,  when  the  wnolo  is  constructed  and  fitted  for  use^ 
substantially  as  described. 

No.  31,719.— E.  L.  JiNNETT,  of  Vermillion  county,  Uh—lm^rovement  in  Bee-hives,— -^Mait 
'dated  March  19,  1861. — Attached  to  the  bottom  of  the  moth-hive  is  a  pyramidal  box  or  moth- 
trap  extending  nearly  to  the  roof,  on  the  top  of  which  box  is  a  tube  which  forms  the  only 
passage  into  toe  same.  Grooves  are  made  in  the  floor  of  the  moth-hive,  and  in  the  sections 
above,  in  which  b  placed  a  composition  for  destroying  the  moth  and  moth  egg.  A  glass  tube 
is  secured  in  the  front  of  the  hive  for  the  passage  of  the  bees  to  and  from  the  liive — the  trans- 
parency of  the  glass  tending  to  ward  off  the  approach  of  the  moth-breeder. 

Claim, — ^The  combination  and  arrangement  of  the  beehive,  constructed  substantiallr  as 
described,  with  a  moth-hive  and  trap  beneath  attached,  provided  with  the  devices  described, 
or  their  .equivalents,  of  similar  construction. 

Also,  the  glass  tube  B  attached  to  the  bee-hive,  arranged  in  the  manner  and  for  the  purpoaea 
•  described. 

No.  31,72a— E.  D.  Kendall,  of  New.York,  N.  Y,— Improved  Apparatus  for  Napktkaliiing 
Gas, — Patent  dated  March  19,  1861. — Over  the  reservoir  and  opening  into  it  is  an  upright 
cylinder.  To  the  open  top  of  the  reservoir,  which  contains  the  naphtha,  is  screwed  an  uprigHbt 
cylinder,  in  the  centre  of^  both  of  which  is  a  smaller  cylinder  secured  to  the  bottom  of  the 
reservoir,  and  which  holds  a  tubular  wick  closing  over  its  top  like  a  cap.  A  concentric  slida 
is  placed  between  the  cylinders  B  and  D,  which  is  operated  by  a  rod  passing  through  the  top 
of  the  cylinder,  for  the  purpose  of  uncovering  more  or  less  of  the  wick  to  take  up  a  greater  or 
1^  quantity  of  vapor.  The  tube  leading  from  the  service  pipe  contains  an  inlet  and  outlet 
passagQ,  and  is  provided  with  a  three-way  cock,  so  that  all  the  gas  may  be  made  to  pasa 
through  tbc  cylinder  or  through  a  transverse  passage  e  without  passing  through  the  cylindeTt 
.4i»r  a  i>ortion  may  be  allowed  to  pass  in  each  direction. 

Ciaim.— The  combination  of  tho  reservoir  E,  cylinders  B  and  D,  or  their  equivalents,  wick 
4,  and  slide  £,  the  whole  applied,  substantially  as  described,  in  relation  to  each  other  and  to 
the  inlet  a,  from  the  supply  or  service  pipe  and  the  outlet  i,  to  the  burner  or  burners,  sub- 
stantially as  and  for  the  purpose  specified. 


Digitized  by  CjOOQIC 


COMMI88IOKEB  OF    PATENTS.  .  235 

No.  81,781.— John  Leavens,  of  Brooklyn,  N.  Y.^Improved  Pre$$mre  <7«iy«.~Patezit  datei 
March  19,  1861. — ^The  pipe  which  supports  the  indicator  ring  is  connected  with  the  water- 
chamber  of  a  hjdranlic  press,  in  such  a  manner  as  to  allow  the  water  to  rise  into  the  pipe  and 
act  on  a  piston  fitted  air  or  water  tight,  and  movinp^  np  and  down  within  the  same.  The 
nj^per  end  of  the  piston  is  formed  into  a  point,  which  supports  an  elliptical  spring  placed 
within  the  indicator  ring  and  retained  in  place  by  a  set  screw  above.  One  end  of  the  spring 
connects  with  a  lever  by  means  of  a  pivot,  and  its  other  end  is  slightly  hesA  in.  and  a  pin 
fastened  in  the  latter  forms  the  support  for  the  lever.  The  outer  ena  of  the  lever  is  connected 
by  a  rod  with  the  end  of  a  safety-valve  lever  upon  a  press  or  a  boiler. 

Claim, — Supporting  the  spring  D  and  lever  £  within  the  indicatiii^  ring  B,  between  the 
upper  point  of  the  viuve  C  and  the  adjuster  6,  when  all  of  said  parts  are  mounted  upon  the 
■team-pipe  A  and  otherwise  constructed,  as  shown  and  described,  for  the  purposes  set  forth. 

No.  31,722. — J.  J.  £.  Lenoir^  of  Paris,  Fnsice,— Improved  Air  Engine, — ^Patent  dated 
March  19,  1861. — ^The  nature\>f  this  invention  is  explained  by  the  daim.  Its  constructioB 
and  operation  do  not  admit  of  a  brief  description. 

CUUm, — ^The  arrangement  in  an  air  engine,  substantially  as  described,  of  the  parts  for  the 
admission  to  the  cylinder  successively  of  air  and  inflammable  vapor  or  gas  in  such  requisita 
quantities  and  proportions  as  that  the  former  shall  act  upon  the  piston  by  expansion  on  oeing 
heated  by  the  ignition  of  the  latter,  as  described,  in  combination  with  a  device  for  igniting 
said  vapor  or  gas  by  electricity  at  each  end  of  the  cylinder,  essentially  as  set  forth. 

No.  31,723. — Jacob  Liohter,  of  CI^  Village,  Kv. — hnpravemeni  in  Medical  Campoundi 
to  Cure  Hog  Cholera, — Patent  dated  March  19,  1861. — ^This  compound  consists  of  calom^ 
cc^yperas,  and  worm-seed  oil,  varying  in  proportions  according  to  tno  stage  of  the  disease. 

Claim, — ^The  use  of  the  compound  described  to  be  administered  to  swine  for  the  euro  of  the 
disease  known  as  hog  cholera. 

Ko.  31,724.— S.  H.  Lyon  and  W.  E.  Doubleday,  of  Brooklyn,  K.  T.— /moroMmaU  in 
Bonnets, — Patent  dated  March  19, 1861. — ^The  claim  and  engraving  will  explain  tnis  invention. 

Claim, — ^The  bonnet  or  hat  formed  of  cotton  cloth  known  as  pique,  or  marseiUes,  upon 
buckram  or  stiffening  material  and  pressed  into  form  between  heated  dies,  as  set  forth. 

No.  31,725.— John  Markel,  of  Monticelli,  1M,—Tmprovement  in  Ctf/ttoo^orf.-Patent dated 
March  19,  1861. — Tliis  invention  consists  in  a  combination  of  hinged  cultivator  frames,  con- 
necting link,  adjusting  rod,  springs,  &c,  for  the  purpose  of  setting  the  shares  to  any  desired 
width,  and  at  the  same  time  admitting  of  their  being  temporarily  adjusted  by  hand.  The 
wheels  are  dished  considerably,  and  they  are  so  attached  to  the  bearings  as  to  admit  of  their 
being  reversed  when  necessary,  and  thus  alter  the  width  of  tread  to  suit  the  working  width 
of  the  cultivator  shovels. 

Claim, — First,  the  combination  of  devices  G  6  H  A  I,  for  permanently  or  temporarily  ac(juBt- 
ing  the  working  width  of  the  cultivator  shovels,  constructed,  operated,  and  operating  in  the 
manner  substantially  as  set  forth. 

Second,  in  combination  with  the  above,  the  reversible  dished  wheels  C,  as  fully  described 
for  the  purpose  set  forth. 

No.  31,726.— Ferdinand  Martin,  of  Marseilles,  France. — Improved  Anchor,  Patented  in 
England  August  27, 1859.— Patent  dated  March  19, 1861.— This  mvention  will  be  understood 
by  reference  to  the  claim  and  engraving. 

Claim, — An  anchor  provided  with  a  curved  steadying  bar,  sword-shaped  flukes,  grappling 
head  or  third  fluke,  and  otherwise  constructed  as  shown  and  described. 

No.  31,727.— J.  F.  McClure,  of  Boston,  Mass.— Imf>ro9e<<  fiair-BmM.— P&tent  dated 
March  19,  1861.— A  thin  plate  of  perforated  metal  is  placed  upon  the  face  of  the  brush  back 
or  body  and  surrounds  the  bristles,  so  that  whenever  the  brush  becomes  foul  with  oiH  dan- 
druff, &c,  the  plate  may  be  lifted  &om  the  brush  back  and  the  impurities  cleared  therefrom. 

Claim, — ^Tho  perforated  plate  C,  or  its  equivalent,  applied  to  a  brush,  substantially  as  and 
lor  the  purpose  specified. 

No.  31,72a— J.  H,  Sears,  of  Boston,  Mass.,  and  Benjamin  Merritt,  of  Chelsea,  Mass.— 
hnprovement  in  Brick  £/ftjalor».— Patent  dated  March  19, 1861.— The  elevating  hod,  endless 
chains,  and  a  series  of  pins  on  the  elevating  drum,  are  so  combined  that  when  the  hod  has 
been  raised  to  the  required  height,  it  shall  be  carried  laterally  towards  the  floor  or  platform  on 
which  the  receiving  hod  is  placed,  and  be  tilted  over  in  such  a  manner  as  to  empty  the  bricks 
into  the  receiving  hod  without  disturbing  their  regular  order  or  breakini^  them. 

Claim,— The  combination  of  the  swivelling  hods  G,  latch  m,  and  pins  7  with  the  endless 
chain  D,  the  whole  arranged  and  operating  as  described  for  the  purpose  set  forth. 

Also,  the  arrangement  of  the  pins  5  and  7  in  triangular  positions,  for  the  purpose  of  giving 
the  greatest  amount  of  lateral  throw  to  the  hod  O,  as  and  lor  the  purpose  described. 
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No.  31,729.— Christopher  Meter,  of  New  Brunswick,  N.  Y, —Improvement  in  Methods 
of  Ap]^ying  CamUchouc  to  Cloths,  ^c— Patent  dated  March  19,  1861.— The  object  of  thiB 
invention  is  to  apply  the  India-rubber  or  gntta-percha  only  to  those  parts  of  the  fabric  which 
are  to  bo  cut  out  ior  use.  or  to  certain  parts  of  the  pieces  to  be  cut  out,  by  which  means  waste 
of  material  is  avoided. 

C/atm.— Causing  cloth  or  other  fibrous  material  and  India-rubber  or  gutta-percha  to  adhere 
in  any  desirable  forms,  by  means  of  plain  pressure  rollers  and  loose  patterns,  substantially  in 
the  manner  set  forth. 

No.  31,730.— Christopher  Meyer,  of  Now  Brunswick,  N.  Y,— Improvement  in  India- 
rubber  Shoes, — ^Patent  dated  March  19,  1861. — ^This  shoe  is  designed  to  be  worn  without  an 
overshoe,  or  as  an  overshoe,  the  ** upper"  being  made  of  a  material  which  will  admit  of 
evaporation  of  perspiration  from  the  foot,  and  the  sole  and  its  conncidoijis  being  made  of  rubber. 

Claim, — ^A  shoe  having  a  rubber  sole,  and  its  upper  composed  of  cloth,  felt,  or  other  equiva- 
lent substance,  coated  with  rubber  near  the  solo  and  also  at  its  binding  edge,  substantially  in 
the  manner  shown,  but  being  elsewhere  permeable  to  moisture,  the  wnole  being  constructed 
substantially  as  set  forth. 

No.  31,731.— Samuel  Mhxer,  of  Winchester,  0,—Improvement  in  Harrotos.—Faieni 
dated  March  19,  1861. — ^The  parts  are  so  constructed  as  to  admit  being  readily  taken  apart 
and  adapted  to  be  used  as  a  fallow-ground  harrow,  or  a  wide  harrow,  or  a  single  plough. 

Claim. — ^The  employment  of  pieces  A,  B,  C,  D,  and  E,  for  operating  conjointly,  when 
constructed  and  arranged  in  the  manner  and  for  the  purpose  set  forOi. 

No.  31,732.— Roswell  Northrop,  of  New  MUlford,  Comi,— -Improvement  in  Machines 
for  Felting  Hat  Bodies, — Patent  dated  March  19,  1861. — ^The  invention  consists  of  a  cam- 
roller,  fluted  or  otherwise,  working  in  connexion  with  one  or  more  fluted  rollers,  so  arranged 
and  operated  as  to  alternately  press  the  articles  to  be  fulled  or  felted  more  and  then  less,  and 
more  and  less  in  alternate  succession,  as  lon^  as  required. 

Claim, — ^Tbe  fluted  cam-roller  I,  in  combmation  with  the  rollers  J  J,  for  the  purposes  set 
forth. 

No.  31,733.— J.  H.  Notes,  of  Abington,  'blaaa.—Improted  Last  for  Boots  and  Shoes, — 
Patent  dated  March  19,  1861. — ^This  invention  has  foi'  its  object  the  ready  removal  of  the  last 
from  the  boot  or  shoe  without  straining  and  injuring  the  **  upper." 

Claim. — In  a  last  formed  in  two  parts  by  cutting  it  transversely  at  or  near  the  shank, 
the  dovetailed  groove  and  tenon  joint,  as  described,  in  combination  with  the  slotted  sliding 
plate  and  set  screws  on  the  one  section  and  the  lip  fixed  upon  the  other  section  of  the  last, 
the  whole  being  constructed  and  arranged  so  as  to  operate  substantially  in  the  manner  set 
forth,  whereby,  while  the  parts  may  be  disunited  at  pleasure,  all  lateral  play  is  prevraited 
when  united. 

No.  31,734. — B.  N.  NVCE,  of  Kingston,  Ind. — Improvement  in  Buildings  for  Preserving 
Fruit, — Patent  dated  March  19,  1861. — ^The  outer  ana  inner  frame  woik  consists  of  scantlmg, 
sheathed  with  iron  on  the  sufaces  exposed  to  the  inner  and  outer  air,  and  with  zinc  in  the  ice 
reservoir.  The  upper  parts  of  the  joists  are  formed  with  edges  made  of  metal,  so  as  to  secure 
the  greatest  exposure  of  every  port  of  the  floor,  which  is  made  of  galvanized  iron,  to  the  air 
of  the  preserving  apartment  The  cover  consists  of  a  rectangular  frame,  open  at  its  central 
portion,  and  supporting  a  diaphragm  of  taipaulin  or  other  flexible  and  impervious  material, 
and  is  suspended  byecmls  depending  from  the  roof,  and  let  down  from  time  to  time,  as  the  ice 
melts,  the  frame  or  floor  preventing  the  settling  of  the  chaff  between  the  ice  and  the  sides  of 
the  reservoir.  In  front  ot  the  entrance  of  the  main  chamber  is  placed  a  vestibule  W,  having 
at  its  upper  portion  a  coil  .or  tank  for  the  reception  of  the  melting  from  the  ice  reservoir,  and 
furnished  with  appliances  for  purification,  diying,  and  agitation  of  the  air,  as  in  the  main 
chanriier.  The  desiccating  sabstance  is  spread  in  the  dry  form  along  the  troughs  U,  and  as 
it  deliquesces  is  dried  and  returned  to  the  troughs. 

Claim. — First,  the  construction  of  a  preserving-house  wlu>se  lower  chamber,  to  contain 
provisions,  is  separated  from  its  upper  or  ice  chamber  by  an  air-tight  metallic  floor  M,  sup- 
ported on  metallic  joists  L,  whose  upper  surfaces  consist  of  a  series  of  thin  edges  or  points, 
substantiallv  as  and  for  the  objects  set  forth. 

Second,  the  cover  O  P,  consisting  of  a  frame  Q,  which  fits  the  interior  of  the  ice  reservoir, 
and  is  open  at  its  centre,  and  supports  the  skirts  of  an  impervious  and  flexible  diaphragm  P, 
as  and  for  the  objects  explained. 

Third,  the  dc^ribed  combination  of  the  insulated,  cooled,  and  dried  vestibule  W,  furnished, 
as  described,  with  the  main  preserving  chamber,  all  constructed  as  set  forth. 

Fourth,  in  combination  with  the  chambers  for  preserving  fruit,  as  described,  the  use  of 
inclined  desiccating  troughs  U  and  hygrometer  attachment  3.  4,  5,  6,  7,  substantially  as  set 
forth. 

No.  31,735.— J.  S.  Palmer,  of  Providence,  R.  I. — Improvement  in  Constructing  Brace 
lets,  8fc. — Patent  dated  March  19.  1861. — ^Thls  invention  consists  in  turning  over  the  edges 
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of  the  fotmdation  plate  to  fonn  an  overlajing  lip  or  slide  upon  each  edge  of  the  onstido  of  the 
bracelet,  which  forms  a  smooth  round  edge,  and  serves  to  support  and  retain  certain  orna- 
mental work. 

Claim, — ^The  combination  of  the  lips  e  e  of  the  foundation  plate  with  the  ornamental  metal 
plates,  or  their  equivalent,  constructed  in  the  manner  substantiallj  as  described,  for  the  pur- 
pose  specified. 

No.  3)  ,736. — ^Enoch  Piper,  of  Camden,  Me. — Improvement  in  the  method  of  Preserving 
Fish. — ^Patent  dated  March  19, 1861. — The  apparatus  used  in  carrying  out  the  method  claimed 
consists  of  a  box  in  which  the  fish  are  laid  upon  a  rock,  the  box  being  sun'ounded  by  a  pack- 
mg  of  charcoal  or  other  non-conducting  material.  Metallic  pans,  fiUed  with  a  freezing  mix- 
ture, as  salt  and  ice,  are  then  set  over  the  fish,  and  the  cover  is  shut  upon  them,  which  causes 
the  temperature  to  fell  to  1(P  or  ]5<^  below  the  freezing  point. 

Claim. — Preserving  fish  or  other  articles  in  a  close  ciiamber  by  means  of  a  freezing  mix- 
ture, having  no  cont^t  with  the  atmosphere  of  the  preserving  chamber,  substantiallj  as  set 
forth. 

No.  31,737.— Daniel  Pohlmann,  of  Baltimore,  Md.^Jmprovement  in  Railroad  Safety 
Brakes. — Patent  dated  March  19,  1861. — ^The  sliding  rods  are  constructed  with  projecting 
portions  fitting  in  mrooved  projections  in  a  cross-bar  of  the  shoe.  When  the  rod  is  drawn 
forward  the  mune  falls  upon  the  track,  and  the  truck-frame  slides  upon  the  inclined  portions 
of  the  shoe. 

Claim. — ^The  shoe-frames  B,  in  combination  with  the  sliding  rod  c,  having  supporting  pro- 
jections d  d'  and  truck-frames  A,  the  whole  constructed,  arranged,  and  operating  substantially 
as  and  for  the  purposes  set  forth. 

No.  31,738.— W.  F.  QuiNBY,  of  Stanton,  DeW^Improvement  in  Cy/ftro/ors.- Patent 
.  dated  March  19, 1861. — Two  or  more  cylinders,  provided  with  spurs  or  teeth  on  their  periphe- 
ries, are  so  connected  by  means  of  cogs,  belts,  or  chains  that  the  revolution  of  the  toremost 
cylinder  shall  cause  a  greater  relative  speed  to  the  rear  cylinder.  The  cylinders  are  arranged 
within  a  frame-work,  mounted  on  a  jomted  carriage-frame,  so  that  the  driving  cylinder  can 
bo  raised  or  depressed  at  pleasure,  and  the  teeth  on  this  cylinder  withdrawn  entirely  or  par- 
tially from  the  ground. 

Claim. — ^The  employment  of  two  or  more  rotarv  cylinders  A  D',  armed  with  suitable  teeth 
secured  to  their  peripherics,  and  so  combined  that  the  revolution  of  the  foremost  cylinder 
shall  give  a  greater  relative  speed  to  the  rear  cvlinder  or  cylinders,  said  cylinders  having  their 
bearings  in  a  suitable  frame,  which  is  mountea  in  a  carriage,  consisting  of  frame  £  E,  wheels 
F  F,  jointed  frame  H  H,  and  front  wheel  I,  cords  or  chains  J  J,  pulleys  m  m,  and  roller  G, 
or  their  equivalents,  all  combined  and  operating  substantially  as  and  for  the  purposes  set 
forth. 

No.  31,739.— James  Reed,  of  Newville,  O. — Improvement  in  Ffflffr- W^ee/s.— Patent  dated 
March  19,  1B61. — The  bucket  is  constructed  with  a  spiraf'descent  from  its  upper  terminus,  in 
nearly  the  same  degree,  for  about  two-fiflhs  of  its  length,  whence  it  descends  spirally  much 
more  rapidly  to  the  point  at  which  the  water  issues  from  the  wheel  The  bucket  is  attached 
to  a  vertical  shaft  within  a  circular  chamber. 

Claim. — First,  a  plano-convex  spiral  bucket  for  water-wheels,  as  set  forth,  and  substan- 
tially as  described. 

Second,  a  bucket  for  water-wheels  of  the  character  above  stated,  in  combination  with  a 
circular  chamber,  for  the  purpose  set  forth,  and  substantially  as  described. 

No.  31,740.— G.  N.  Relyea,  of  Veteran,  and  John  Relyea,  of  Horseheads,  N.  Y.— Im- 
provement in  Straic-Cutters. — Patent  dated  March  19,  1861. — ^The  knives  are  formed  with 
concave  and  convex  edges,  secured  to  a  shaft,  which  receives  a  vibratory  motion  from  a 
slotted  arm  driven  by  a  crank.  On  each  side  of  an  oscillating  lever,  which  receives  motion 
from  a  crank  arm  on  the  main  shaft,  are  attached  racks  and  pawls,  acting  upon  pinions  con- 
nected with  the  feed-rollers,  which  cause  an  alternate  movement  of  the  latter,  in  connexion 
with  the  knives. 

Claim. — First,  the  peculiarly  shaped  cutters  C  C,  pointed  and  cutting  with  both  edges, 
Arranged  and  operatea  substantially  as  set  forth. 

Second,  in  combination  with  lever  G,  constructed  and  operated  as  described,  the  pawls  and 
racks  I  V  and  pinions  P,  for  operating  the  feed-rollers,  substantially  in  the  manner  set  forth. 

Third,  in  combination  with  a  straw-cutting  machine,  constracted  as  described,  the  shaft  B, 
arm  II,  lever  G,  and  lever  A,  arranged  for  conjoint  operation,  as  specified. 

No.  31,741.— WiLLlA»l  C.  Reutoen,  of  Keokuk,  lovrfL—Mprovement  in  Hand-Trucks.^ 
Patent  dated  March  19,  1861. — ^The  claim  and  engraving  will  explain  this  invention. 

Claim. — The  arrangement  of  auxiliary  wheels  f  A,  in  the  rear  ends  of  the  tnick  frame,  rela- 
tively to  the  main  wheels  B  B  and  the  curved  adjustable  holding  and  stop  bar  D,  substan- 
tially as  and  for  the  purposes  set  forth. 


Digitized  by  CjOOQIC 


238  ANNUAL  REPORT  OP  THE 

No.  31,742.— William  S.  Rigos,  of  Hiffhtstown,  N.  J.—fmprovement  in  Cultivators,— 
Patent  dated  March  19,  1861. — ^The  forward  ploughs  aro  so  connected  to  the  fmme  that  the/ 
can  be  moved  sideways  and  their  inclination  to  the  planted  row  changed,  for  the  purpose  of 
either  simply  loosening  the  ground  or  casting  np  a  farrow,  as  may  be  desired. 

Claim. — ^The  arrangement,  substantially  as  set  forth,  of  the  standards  B  B'  and  shares  a  a 
and  frame  A,  the  whole  operating  as  and  for  the  purposes  set  forth  and  described. 

No.  31,743. — J.  R.  Robinson,  of  Boston,  Mass. — hnvrovement  in  Steam-BaUtr  Fmmaees. — 
Patent  dated  March  19,  1861. — ^Tbe  g^as-mixing  chamoer  is  formed  by  throwing  an  arch  of 
fire-bridk  at  a  suitable  distance  above  the  gyrate,  with  openings  close  to  the  sides  of  the  box 
for  the  escape  of  the  gases  into  the  mixing  chamber.  In  the  crown  of  the  arch  is  an  opening 
provided  with  a  sliding  valve  which  is  opened  more  or  less,  according  to  the  character  of  the 
mel  used  and  proportion  of  lighter  gases  evolved. 

Claim, — ^The  construction  and  arran^ment  of  the  gas-mixine  chamber  D,  directly  over  the 
fire  chamber,  with  opening  e  e  at  the  sides  thereof,  substantially  as  described. 

Also,  in  combination  with  the  so  constructed  and  arranged  g^as-mixing  chamber  and  its 
tide  openings  e  e,  the  opening^,  at  the  crown  of  the  arch  £,  or  its  equivalent,  communicating 
with  the  highest  part  of  the  nre  chamber,  and  fitted  with  a  valve  or  damper  A,  substantially 
•i  and  for  the  purpose  specified. 

No.  31,744.— T.  J.  R.  Robinson,  of  Boston.  Mass.— Mfrtfwiwsfie  in  Dampers  for  Multi- 
tabular  Steam  Boilers, — ^Patent  dated  March  19,  1861. — ^The  damper,  which  is  hinge<l  to  tlw 
rear  tube  sheet,  is  made  of  two  parts,  the  upper  one  of  which  covers  the  mouths  of  the  upper 
half  of  the  tiers  of  tubes  and  the  lower  part  the  lower  portion  of  the  tubes.  Secured  to  a  ehaft 
which  serves  as  a  pin  to  the  upper  hinges  is  a  long  arm  operated  b^  a  rod  connected  with  a 
hand  lever  at  the  front  of  the  boiler  and  within  reach  oi  the  engineer,  the  object  being  to 
counteract  the  natural  tendency  to  a  strong  draught  thiough  the  upper  tubes. 

Claim,— 'The  damper  constructed  of  one  or  more  parts  hinged  together,  and  arranged  rela- 
tively to  the  tubes  ot  the  boiler,  substantially  as  described,  and  combined  by  such  a  system  of 
connexions  as  wiU  make  the  lower  parts  capable  of  opening  before  or  independently  of  the 
upper  ones,  substantially  as  and  for  the  purpose  descnbed. 

No.  31,745. — E.  P.  Russell,  of  Manlius,  N.  Y,— Improvement  in  Fingers  for  Harvesters,— 
Patent  dated  March  19.  1861. — ^This  invention  is  explained  by  the  claim  and  engraving. 

Claim, — ^The  combination  of  the  elastic  steel  face  plate  c  with  the  concave  face  of  the  finger 
A,  by  means  of  the  cap  B  and  the  single  bolt  or  screw  c,  whereby  said  plate  is  drawn  down 
upon  the  finger  in  the  manner  described,  for  the  purposes  set  fortL 

No.  31,746.— J.  A.  Safford,  of  Boston,  ^ass,— Improved  Mode  of  Splitting  Leather,- 
Ante-dated  November  19,  1860;  patent  dated  March  19,  1661.— Each  standard  is  provided 
with  an  opening  fitted  with  bearings  in  which  are  mounted  the  two  ends  of  the  shaft  of  the 
feed>roll  and  of  the  gauge-roll,  so  that  the  bearings  mav  move  up  and  down  as  may  ba 
required.  The  periphery  of  the  feed-roll  is  fluted  or  roughened  to  prevent  the  leather  from 
slipping.  A  roa  is  secured  to  the  side  of  the  bearings  of  the  feed-roll,  and  connected  by  links 
to  a  treadle,  by  which  means  the  feed-roll  may  be  drawn  down  so  as  to  clear  the  machine 
without  varying  the  relative  position  of  the  gauge-roll  with  respect  to  the  knife,  and  thus 
prevent  waving  of  the  leather  as  it  is  cut. 

C/atm.— Combining  with  the  gauee-roU  J,  whose  ends  aro  simultaneously  adjusted  by  one 
operation,  a  feed-roll,  G,  so  mounted  on  springs,  d,  that  either  end  may  be  depressed  to  a 
distance  sufficient  to  compensate  for  such  ineqimlities  in  the  leather  being  skived  as  are  not 
sufficient  to  choke  the  machine,  when  such  arrangement  is  combined  with  a  rod,  L,  or  its 
equivalent,  connecting  links  M  and  treadle  N,  for  the  purpose  of  depressing  both  ends  of  tiie 
feed-roU  simultaneously  to  free  the  machine  when  choked,  the  whole  being  arranged,  con- 
structed, and  operated  m  the  manner  substantially  as  described. 

No.  31,747.— Suspended. 

No.  31,748. ^J.  H.  SiMONDS,  of  New  York,  N.  Y,— Improved  Hot-Air  Register.— F^toai 
dated  March  19,  1861.— This  invention  is  explained  by  the  claim  and  engraving. 

Claim, — Having  the  open  face  plate  B  of  a  hot-air  or  ventiduct  register  of  curved  or  arched 
form,  so  as  to  protect  outward  from  the  duct  C  and  form  a  space  or  chamber  d,  which,  in  coa 
ncudon  with  box  A.  serves  to  admit  of  the  operating  of  the  slats  or  valves  without  interfering 
with  or  obstructing  the  duct,  as  set  forth. 

No.  31,749.— D.  W.  Smito,  of  Dooley  county.  Oa,— Improvement  tn  P/oif^A#.— Patent 
dated  March  19,  1861.^Disclai)nlng  the  separate  parts  of  this  machine,  the  inventor  clauns  a 
novel  arrangement  of  parts,  wherebv  the  shiure  may  be  set  at  a  rreater  or  less  inclination,  and 
the  landsido  adjusted  in  a  horizontal  position.     The  block  may  bo  a  "*        " 


D  attested  vertically,  serving 

.  ^  ....  w  ^  inHbft  subsoil. 

Claim, — ^The  actjuitable  standard  and  brace  B  C,  connected  tor^iiHhMid  arranged  in  zela- 


as  a  support  for  the  plough,  and  preventing  the  landside  cutting  inflpft  subsoil. 
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tion  with  and  attached  to  the  beam  A,  as  Bhown,  in  connexion  with  the  landside  £,  block  H, 
and  adjustable  ann  F,  all  arranged  for  joint  operation,  substantially  as  and  for  the  purposes 
set  forth. 

No.  31.750.— Richard  Sous,  of  New  Brunswick,  N.  J. — Improved  Fastening  for  Gaiter 
Shoes, — Patent  dated  March  ]9,  1861. — ^This  fastening  consists  of  two  metal  plates  pivoted 
together  at  the  bottom  and  secured,  respectively,  to  the  sides  of  the  opening  in  the  side  or 
front  part  of  the  «iiter.  Near  the  top  of  the  boot  is  secured,  upon  either  side  of  the  opening, 
a  sprint  latch  ana  corresponding  catch  box,  by  which  means  the  boot  may  be  readily  fastened 
and  uiuastened. 

Claim, — ^The  gaiter  fastening  composed  of  the  pivoted  plates  b  h'  and  spring  latch  g  g\ 
when  construct^,  applied,  and  operating  together,  and  with  the  gaiter  A,  in  the  manner 
shown  and  described. 

No.  31,751.— M.  B.  Stappord,  of  New  York,  N.  Y, —Improvement  in  Stoves.— TaUmi 
dated  March  19,  1861. — The  rear  half  of  the  jacket  in  connexion  with  the  stove,  and  with 
which  it  may  be  cast,  forms  an  air  chamber,  and  the  front  half  is  made  of  sheet  metal  and 
perforated  so  as  to  admit  of  the  radiation  of  heat  from  the  stove  and  of  cold  air  passing  into 
the  rear  air-heating  chamber.  The  two  parts  are  joined  together,  to  form  a  cylmdricfld  case 
around  the  stove. 

Claim, — ^The  construction  of  the  jacket  in  two  parts,  one  of  which  H  is  perforated  so  as  to 
form  a  protractor  and  radiating  chamber,  while  the  other  part  £  forms  a  hot-air  chamber,  when 
the  said  parts  are  arranged  together,  and  the  stove  and  au*  chamber,  and  the  whole  is  made  in 
the  manner  shown  and  described. 

No.  31,752. — I.  A.  Stafford,  of  Essex,  N.  Y. — Improvement  in  Seeding  Machines, — ^Patent 
dated  March  19,  1861. — ^The  lower  opening  of  the  hopper  is  made  narrow  and  provided  with 
a  row  of  bristles,  to  act  as  brushes  for  forcing^  the  g^ain  through  slits  in  the  sliding  bottom 
into  the  distributing  box.  The  vibrating  rack  is  pivoted  to  the  ends  of  the  hopper,  so  as  to 
work  in  the  centre,  and  has  a  row  of  pins  on  the  under  edge,  which  serve  to  stir  the  grain  in 
the  hopper. 

Claim, — ^The  arrangement  and  combination  of  the  hoppr  G,  the  vibrating  rack  g^  the 
sliding  bottom  A,  and  3ie  distributing  box  H,  substantially  m  the  manner  as  specified  and  for 
the  purposes  set  forth. 

No.  31,753. — Frederick  Stamm,  of  Lancaster,  Pa. — Improvement  in  Cultivators, — Patent 
dated  March  19,  1861. — ^The  side  beams  are  connected  to  the  rear  end  of  the  draught  beam 
by  hinges,  and  are  adjusted  the  required  width  by  means  of  arc-shaped  stays  in  front. 

Claim, — ^The  arrangement  of  the  draught  beam  B,  side  beam  A,  stays  D,  hinge  C,  and  curved 
•hovel  E,  with  its  head  Z,  the  whole  being  constructed,  operated,  and  operating  in  the  manner 
and  for  the  purpose  set  forth. 

No.  31,754.— C.  W.  Taylor,  of  Pittsburg,  Va,— Improvement  in  Alarm  Trunks,— Patent 
dated  March  19,  1861. — In  a  suitable  place  on  the  inside  of  the  lid  of  the  trunk  is  arranged 
an  ordinary  clock  alarm,  having  a  bell  so  combined  with  a  sliding  rod  and  spring  that  when 
the  wheel  work  of  the  alarm  is  wound  up  the  hammer  rod  will  be  preventea  from  operating 
unless  the  trunk  or  lid  is  raised.  The  shutting  of  the  lid  causes  a  lever  to  assume  its  proper 
position  for  action,  in  the  event  of  the  trunk  or  its  lid  being  moved. 

Claim. — ^The  clock  alarm,  in  combination  with  the  lever  F,  board  G^  rod  /,  spring  A,  and 
rod  J,  the  whole  being  constructed  and  operated  substantially  in  the  maimer  and  for  the  pur- 
pose set  forth. 

No.  31,755.— Horace  Tupper,  of  Buffalo,  N.  Y. — Improvement  in  Boxes  for  Railroad 
Cars,  8fc. — Patent  dated  March  19,  1861. — ^A  piece  of  money  being  dropped  in  the  opening 
C,  falls  between  the  inclined  sides  and  upon  the  wheel  £,  the  wings  of  which  are  made  of 
glass,  and  is  caused  to  revolve  by  the  driver.  Windows  are  placed  in  the  sides' of  the  box, 
BO  that  the  wheel  may  be  seen.  The  money  falls  into  a  box  G,  which  is  kept  locked.  Any 
change  to  be  returned  is  dropped  through  opening  C  and  taken  from  box  L,  through  a  door. 

Claim. — First,  constructing  the  upper  portions  of  the  box  A,  with  openings  C  C  C,  with 
inclined  sides  D  D,  windows  K  K,  and  revolving  transparent  partitioned  wheel  E,  arranged 
as  and  for  the  purpose  specified. 

Second,  in  combination  with  the  partitioned  wheel  £,  the  drawer  G,  the  same  being  used 
substantially  as  and  for  the  purpose  set  forth. 

No.  31,756.— M.  D.  Wells,  of  Morgantown,  Yfi.— Improved  Chum  Dasher.— VeX&ni 
dated  March  19,  1861. — The  inventor  sa^s:  **The  dasher  being  hollow,  a  few  slow  turns  of 
the  same  causes  the  butter  to  collect  within  the  box  so  as  to  be  removed  in  a  lump.** 

Claim, — The  oblique  box  dasher  D,  constructed  and  operating  substantially  as  set  forth, 
that  is  to  say,  with  two  flat  sides,  two  curved  sides,  and  two  open  sides,  and  turned  in  the 
same  direction  for  churning  and  for  gathering  the  butter,  but  at  variable  velocities,  as  men- 
tioned. 
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No.  31,757. — C.  H.  WiLCOX,  of  New  York,  N.  Y. ^Improvement  in  Seteing-Maekine 
Needles, — Patent  dated  March  19, 1861. — ^This  needle,  constructed  as  clmmed,  is  designed  to 
fit  a  radial  projection  in  the  socket  of  the  holder,  so  that  it  may  be  readily  guided  or  adjusted 
to  its  proper  set,  and  prevented  from  turning  on  its  holder. 

Claim. — A  sewing  machine-needle,  the  same  forming  a  new  article  of  manufacture,  having 
combined  with  its  round  shank  a  slot  or  groove,  substantially  as  and  for  the  purpose  or  pur> 
poses  set  forth. 

No.  31,758.— P.  O.  WooDARD,  of  Waterford,  Vb^,— Improved  JBteWer- iror^cer.— Patent  dated 
March  19,  18C1. — The  butter  board  is  provided  with  two  sides,  projecting  upward,  and  is  ar- 
ranged to  have  a  short  side  play,  so  that  as  the  roller  strikes  the  sides  alternately  at  the  close 
of  its  forward  and  backward  movement,  the  ridges  of  the  roller  will  strike  in  different  parts 
of  the  butter.  A  greater  or  less  pressure  is  cxeited  upon  the  butter  by  the  rollers  by  the  adp 
justment  of  head  blocks,  in  whicn  the  rack-pieces  are  secured. 

Claim, — ^Tho  combination  and  arrangement  of  the  fluted  roller  E  and  the  butter  board  or 
table  H,  provided  with  sides  or  projections  p  p,  bo  ba  to  produce  an  automatic  shifting  of  tho 
roller  upon  tho  butter  at  every  turn  of  its  movement,  substantially  as  and  for  the  purpose 
specified. 

Also,  the  adjustable  head  blocks  B  B  B  B,  arranged  and  operating,  in  connexion  with  the 
other  parts  of  the  machine,  so  as  to  adjust  the  roller  £  to  any  desired  height  above  the  batter 
board  or  table  II,  substantially  as  set  forth. 

No.  31,759.— WilXJAM  Woodbury,  of  Gloucester,  Mass. — Improved  Spring  Tackle  for 
the  Sheets  of  Fore-and-aft  Rigged  Vessels, — Patent  dated  March  J9,  1861. — Upon  each  side 
of  tho  loop  to  which  tho  traveUer  block  is  attached,  and  embracing  the  traveller  rod,  is  a  tube 
of  India-rubber  acting  as  a  spring,  which  is  compressed  by  the  loop  as  it  is  moved  towards 
either  end  of  the  traveller,  by  wmch  means  the  sheet  is  relieved  from  the  sudden  j  A:  and 
strain  as  the  boom  is  shiilod  from  one  side  to  the  other. 

Claim, — ^The  springs  6,  in  combination  with  the  traveller  C  and  sheet  £,  operating  substan- 
tially as  described,  for  the  purpose  specified. 

No.  31,760.— A.  S.  Ada»I8,  of  Cheb^ea,  Mass.,  assignor  to  Himself  and  Jos.  Watson,  of 
Brookl^-n,  N.  Y. — Improvement  in  Printing  Presses, — ^Patent  dated  March  19,  1861. — 
Projecting  from  the  hinged  part  of  the  tympan  is  a  curved  piece  or  dog  A,  and  in  the  path  of 
tliis  dog,  but  attached  to  tho  frame,  is  a  cam  t,  curved  at  its  end  to  correspond  with  the  curve 
of  the  oog.  When  the  carriage  is  near  tho  end  of  its  traverse  the  curved  piece  A,  by  following 
over  tho  end  of  the  cam,  permits  the  tympan  to  be  raised  by  the  spring  /;  but  when  the  car- 
riage is  moved  towards  the  opposite  end  of  the  press  the  dog  A,  by  riding  up  on  the  cani,  closes 
tho  tympan  down  on  the  carriage  or  the  form  placed  thereon.  The  Irisket,  which  is  a  li^ht 
frame  comjtosed  of  a<^'ustable  bars,  is  operated  automatically  by  means  oif  a  spring  which 
presses  the  friskct  up  to  tho  tympan  until  tne  latter  is  raised  to  or  nearly  to  its  extreme  height, 
when  tho  end  of  tho  spring  which  has  held  up  the  friskct  strikes  the  travelling  carriage,  and 
the  frisket  is  thrown  off  from  the  tympan.  The  inking  roll  is  supported  on  a  U-shaped  bar 
which  allows  the  roll  to  pass  above  toe  bed,  whilst  the  sliding  part,  which  is  supported  on  tho 
frame  of  tho  pi-ess,  passes  beneath  the  bed,  where  it  is  out  ot  the  way,  and  may  readily  be 
operated  by  a  treadle. 

Claim, — First,  the  dog  A,  on  the  tympan,  and  stationary  cam  i,  for  the  purpose  of  auto- 
matically depressing  the  tympan  before  it  reaches  the  impression  roll,  whereby  the  tympan 
can  bo  operated  on  by  said  roll,  when  the  former  comes  under  from  either  direction,  as 
described. 

y  Second,  the  combination  of  the  spring  r,  with  the  picket  T,  and  tympan  K,  the  whole 
arranged  and  operating  as  specified,  for  the  pm-pose  set  forth. 

Third,  tho  intdng  roll  R,  carried  by  the  bent  or  U-shaped  bar  M,  substantially  as  described. 

No.  31,761.— G.  W.  Depew,  assignor  to  Horton,  Depew  &  Sons,  of  Pcekskill,  N.  Y.— 
Improvement  in  Ploughs, — Patent  Sated  March  19,  18G1. — ^The  clevis  is  formed  with  three 
holos  in  its  front  part  and  a  recess  in  the  rear  forming  arms,  which  are  provided  with  pins  on 
their  inner  sides  to  fit  into  notches  in  the  plough  beam,  by  which  means  the  plough  may  be 
adjusted  to  a  gpreater  or  less  pitch,  and  the  casual  attachment  of  the  clevis  prevented. 

Claim, — A  clevis  B,  provided  with  arms  A  A,  which  have  pins  i  t  projecting  therefrom,  in 
connexion  with  a  plough  beam  A,  having  flanches  a  a  at  its  upper  ana  lower  edges,  and  pro- 
vided with  an  inclmed  front  end  a',  and  notches  e  e,  all  arrang^  as  and  for  the  purpose  set 
forth. 

No.  31,762.— W.  H.  Hope,  of  Washington,  D.  C,  assignor  to  T.  B.  Florence,  ot  Philadel- 
phia, Pa. — Improvement  in  Machines  for  Sweeping  Streets, — ^Patent  dated  March  19,  1861. — 
The  cylindrical  brush  is  mode  to  revolve  in  tne  rear  of  a  semi-cylindrical  casing  which  mav 
bo  a4)usted  to  the  brush  as  the  latter  wears  awav.  Connected  with  the  axle  and  box  which 
contains  the  dirt  is  a  bar  to  which  a  lever  is  attached  for  the  purpose  of  moving  the  box  when 
the  brush  is  ungeared. 
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CUdm, — ^First,  the  arrangement  of  a  cylindrical  brush  in  street-sweepers,  revolving  in  a 
metallic  or  other  acy'nstable  casing,  as  described,  whereby  dirt  and  other  substances  are  gath- 
ered without  any  other  mode  of  conveyance,  into  the  box  or  body  of  the  machine,  as  set  forth 
and  described. 

Second,  the  arrangement  of  lever  L,  in  combination  with  the  bar  R,  connecting  rods  r  r, 
and  axle  A,  which  are  attached  to  box  or  body  b,  for  the  purpose  of  ungearing  brush  B,  as  set 
forth  and  described. 

No.  31,763.— F.  HucKiNS  and  E.  C.  R.  Walker,  assignors  to  Francis  Huckins. — 
Improvement  in  Apparatus  for  Desiccating  and  Torrefying  Farinaceous  Substances, — Patent 
dated  March  19,  1861. — The  retort  is  suspended  within  a  semi-cylindrical  vessel  of  cast-iron. 
Upon  a  shaft  in  the  retort  is  secured  a  series  of  arms,  in  each  of  which  is  fitted  a  rod  having 
a  collar  and  spiral  spring.  At  the  ends  of  the  rods  are  placed  scrapers  made  to  bear  against 
the  inner  suriace  of  the  retort  by  the  springs,  by  which  means  the  material,  as  it  is  stirred,  is 
prevented  from  burning,  or  being  unduly  heated. 

Claim, — ^Tbe  employment,  in  connexion  with  the  arms  F,  and  retort  C,  of  the  self-adjusting 
or  spring  scrapers  j,  constructed  and  operating  as  shown  and  described. 

No.  31,764.— Lewis  Miller,  assignor  to  C.  Aultman  &  Co.,  of  Canton,  O. — Improved 
Gearing  for  Threshing  Machines, — Patent  dated  March  19, 1861. — ^This  invention  consists  in 
placing  the  journals  of  the  cvlinder  beyond  or  outside  of  the  gearing  for  the  piirpose  of  ro^ 
ducing  the  size  of  the  journals  and  getting  a  corresponding  reduction  m  the  friction  of  them, 
as  weU  as  to  remove  them  as  far  as  possible  from  the  dust  and  grit  thrown  off  in  threshing. 

Claim, — Supporting  the  shaft  of  a  threshing  cylinder  in  bearings  arranged  outside  of  and 
beyond  the  main  frame  of  the  machine,  when  used  in  connexion  with  drivmg  gearing  placed 
between  said  bearings  and  the  main  frame,  for  the  purpose  of  usin^  small  journals  ana  apply 
ing  the  power  that  is  to  drive  the  threshing  mechanism  to  the  heavier  and  stronger  part  of  the 
shaft,  substantially  as  and  for  the  purpose  set  forth. 

No.  31,765.— A.  M.  Millochan,  of  New  York,  N.  Y.,  assignor  to  Henry  Leverat.— 
Improvement  in  Methods  of  Extracting  Oil  from  Fish, — Patent  dated  March  19,  1861.— This 
process  consists  in  placing  the  fish  in  a  bath  of  dilute  sulphuric  acid  sufficient  in  quantity  to 
permit  the  oil  to  separate  readily  from  the  remains  of  the  fish  by  difference  in  specinc  gravity, 
so  that  it  can  bo  drawn  off.  The  fish  becomes  entirely  disintegrated  and  the  oil  rises  to  the 
forface,  when  it  is  drawn  off  and  filtered. 

Claim, — The  described  process  substantially  of  obtaining  oil  directly  from  fish  by  means  of 
a  bath  of  dilute  sulphuric  acid,  and  without  forcible  separation  by  pressing. 

No.  31,766.— J.  L.  RowE,  assignor  to  Himself  and  T.  Rudderforth,  of  New  York,  N.  Y.— 
Improved  Ice-Crusher, — ^Patent  dated  March  19, 1861. — ^This  invention  consists  of  a  fluted 
roller  used  in  connexion  with  a  side  piece  grooved  vertically  and  hinged  at  the  upper  part,  so 
as  to  be  capable  of  adjustment  for  cracking  ice  into  larger  or  smaller  pieces. 

Claim, — ^The  adjustable  side  d,  grooved  vertically  as  specified,  in  combination  with  the 
loller  a,  to  crack  and  break  ice  in  the  manner  specified. 

No.  31,767.— Albion  Ransom  and  R.  D.  Granger,  assignors  to  S.  H.  Ransom  &  Co.,  of 
Albany,  N.  Y, —Improvement  in  Tea-Kettles.— Fektent  dated  March  19, 1861.— The  bail  of  the 
kettle  is  made  to  rest  upon  a  projection  on  the  rear  of  the  cover  and  off  from  the  kettle,  which 
prevents  it  from  being  heated,  and  the  turning  off  the  cover  is  accomplished  by  moving  the 
bail,  which  dispenses  with  the  use  of  a  holder.  ^ 

Claim. — Connecting  the  lid  or  cover  to  the  breast  of  the  kettle  by  studs  or  projections  co]>- 
ttructed  substantially  as  described,  whereby  the  lid  will  be  held  to  the  bodv  at  all  times  and 
be  in  the  erect  or  nearly  erect  position  when  thrown  up  or  out,  and  the  baU  be  held  off  from 
the  breast  of  the  kettle,  as  recited. 

No.  31,768.— W.  H.  Sullenberger,  assignor  to  Himself,  Henry  Sierer,  and  John 
Tobert,  of  Chambersburg,  Pa. — Improved  Method  of  Hanging  Band  Sates. — Patent  dated 
March  19,  1861. — ^This  invention  relates  to  a  method  of  hanging  the  saw  so  as  to  compensate 
for  its  expansion  and  contraction  under  different  degrees  of  temperature,  and  thus  keep  up  a 
proper  degree  of  tension  on  the  saw.  Also,  to  a  method  of  hanging  the  npper  belt-wheel  in 
combination  with  a  movable  slide  in  the  table,  whereby  the  saw  may  be  adjusted  and  set  to 
saw  any  irregular  or  straight  bevel.  Also,  to  a  means  lor  preventing  injury  to  the  saw-teeth 
in  consequence  of  their  running  on  the  peripheries  of  belt-wheels.  Also,  to  the  application  of 
a  yielding  gutta-percha  wheel  to  the  toothed  edge  of  the  saw  under  the  table  for  the  purpose 
of  preventing  the  saw  from  being  worked  off  the  belt-wheels  when  the  work  is  drawn  back- 
wards from  the  saw.  Also,  to  a  guide-wheel  which  prevents  the  saw  from  twisting,  and 
serves  as  a  back  rest  for  the  saw  in  sawing,  and  is  so  constructed  as  to  be  adapted  to  saws  of 
different  widths. 

Claim, — ^The  employment,  in  the  manner  substantially  as  shown  and  described,  of  a  spring 
balance  /,  to  strain  the  saw ;  as  the  saw  expands  by  heating,  the  straining  pressure  of  the 
ipring  will  decrease,  dl  as  set  forth. 
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The  particolftT  onangeinent  of  the  joint  frame  D  IV,  and  ann  6,  and  slide  A52,  with  die 
oecillating  adjusting  screw  J,  in  the  manner  and  for  the  purposes  shown  and  described. 

The  construction  of  the  g^de>wheel  I,  with  separately  aqjustable  flanges  and  shanks  azkd 
intermediate  washer,  substantially  in  the  manner  and  for  the  purposes  shown  and  described* 

The  arrangement  of  the  peculiarly  constructed  guide-wheel  I,  with  the  saw  K,  and  a^^ost- 
able  sTotted  arm  U',  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  3]  ,769. — C.  F.  Anderson  and  Sylvester  Davis,  of  Claremont,  N.  'R.^Improvememt 
in  Water  Elevators. — Patent  dated  March  26,  J861. — ^To  the  under  side  of  the  lever  I,  moving 
in  the  curb,  both  laterally  and  longitudinally,  and  arranged  above  the  axle  so  as  to  rest  oa 
either  of  the  pulleys  C  or  D,  is  attached  a  flexible  brake  encircling  the  pulley  D.  When  tha 
lever  is  movecl  laterally  so  as  to  clutch  the  shaft  with  the  hub  6,  it  can  be  also  moved  forward, 
thus  tiffhtening  the  shaft  on  the  pulley  and  producing  friction,  which  prevents  the  buck^  from 
descending  rapidly.  The  hook  J  is  attached  to  one  end  of  the  strap  and  proiects  out  of  one 
side  oi  the  curb,  and  on  it  is  placed  a  thumb-nut  by  which  it  can  be  shortened  or  lengthened. 
The  partition  serves  to  deflect  the  rod  and  thus  open  the  valve  of  the  bucket,  and  also  to  pre- 
vent the  moisture  arising  from  the  well  from  coming  in  coutact  with  the  windlass,  a  current 
of  air  being  kept  up  through  the  spout  and  an  aperture  in  the  rear. 

Claim, — Having  the  flexible  eirdling  brake  H  attached  to  the  shifting  lever  I,  which  operates 
(he  slidinsp  windlass  B,  when  the  said  lever  has  both  a  lateral  and  longitudinal  movement,  and 
when  said  parts  are  otherwise  constructed  and  arranged  to  operate  with  each  other  in  tha 
manner  shown  and  described. 

The  arrangement  of  the  adjusting  hook  J,  with  the  girdling  strap,  in  the  manner  shown 
and  describeo. 

The  arrangement  of  the  partidon  O,  and  rear  aperture  A',  with  the  curb  A',  windlass  and 
brake,  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  31,770.— A.  M.  Asay  and  J.  L.  AsAY,  of  Phihidelphia,  VB^—lmprovemtnt  in  Jrrt- 
ficial  Teeth, — Patent  dated  March  26,  1861. — This  invention  consists  in  forming  moulds  for 
casting  artificial  teeth,  so  that  depressions  of  any  size  or  shape  may  be  formed  in  the  bases  of 
teeth  during  the  process  of  casting,  thereby  saving  the  labor  of  grinding  them  to  the  required 
shape.  The  parts  are  so  constructed  that  teeth  ofany  required  tongth  of  gum  may  be  formed 
in  the  same  mould. 

Claim. — ^First,  so  constructing  moulds  for  artificial  teeth  that  b^  the  use  of  movable  pieces 
B  B  and  supplementary  pieces  C'  C  blocks  of  teeth  of  any  required  depth  of  gum  may  bo 
formed  in  the  same  mould. 

Second,  the  use  of  a  movable  piece  B,  with  its  projection  m,  for  the  purpose  of  forming  a 
depression  of  any  required  form  m  the  base  of  the  block. 

Third,  the  combination  of  the  base  A  and  cap  D  of  the  mould  with  the  movable  pieces  B, 
supplementary  pieces  C  C,  guide-rods  z,  and  pins  e,  the  whole  being  arranged  substantially 
as  ODd  for  the  purpose  set  foruL 

No.  31,771.— H.  H.  Ballard  and  H.  McClure,  of  Mount  Pleasant,  O.-^Improved  Plough.-^ 
Patent  dated  March  26,  1861. — On  each  side  of  the  slot  in  the  beam  A,  in  which  the  coulter 
pUys,  are  the  two  curved  pieces,  and  working  up  and  down  between  them,  and  pivoted  to  the 
nrame,  is  the  lever  £,  which  can  be  retained  at  any  angle  by  inserting  a  pin  in  one  of  the 
holes  in  the  curved  pieces  C  C.  To  the  lower  end  of  the  lever,  and  a  uttle  above  its  pivot, 
are  pivoted  straight  bars,  one  on  each  side,  which  at  their  outer  ends  are  pivoted  to  the  top  of 
the  coulter.  A  pin  inserted  in  the  frame  A  retains  the  coulter,  when  in  a  working  position, 
^while  by  raising  lever  F  the  point  of  the  coulter  can  be  raised  at  anv  time.  The  converging 
fljis  on  the  mole  compress  the  earth  so  as  to  close  the  opening  made  by  the  coulter. 

Claim, — First,  the  combination  of  the  curved  pieces  C  C  with  the  frame  A,  and  mole  and 
coulter,  substantially  as  set  forth,  whereby  the  coulter  and  mole  can  be  raised  and  turned  over 
above  the  finune,  and  there  securely  held  for  transportation  or  storage. 

Second,  the  combination  of  lever  £  and  curved  pieces  C  C  with  the  frame  A,  and  coulter  D, 
and  mole,  substantially  as  set  forth,  whereby  the  point  of  the  mole  can  be  raised  by  lever  £, 
at  the  will  of  the  driver. 

Third,  the  fijis  or  compressors  e  e,  in  combination  with  the  mole  and  coulter,  when  arranged 
in  relation  thereto  as  ana  for  the  purposes  set  forth. 

Fourth,  forming  the  sides  of  the  front  of  the  mole  parallel  in  combination  with  providing 
the  middle  of  the  mole  with  conveying  pins,  as  set  forth. 

No.  31,772.— Leon  Pierre  Barre,  of  Paris,  France. — Improvement  in  Steam  Bot/erf.— 
Patent  dated  March  26,  1861. — ^A  cylindrical  mandrel,  constructed  of  several  pieces  joined 
together  by  a  screw  thread,  is  driven  in  the  whole  length  of  a  boiler  tube,  whicn  it  fills,  and 
is  then  stopped  by  the  shoulder  on  the  mandrel  bearing  against  the  end  of  the  tube.  The 
remainder  of  the  mandrel  is  of  the  same  size  as  the  tul^  and  iust  fits  the  orifices  in  the  end 
plate  of  the  boiler.  On  striking  the  end  of  the  mandrel  the  tube  is  driven  out  laterally,  and 
at  the  same  time  the  incrustations  are  detached  from  the  sides  of  the  tube. 

Claim, — First,  the  fitting  or  fixing  the  tubes  of  tubular  steam  boilers  by  means  of  small 
flanged  tubes  with  collajs,  by  means  of  cement  for  producing  a  steam  and  water-tight  joint 
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between  the  said  boiler  tabes  and  the  end  plates  of  tubnlar  steam  boilers,  as  described  and 
represented  in  Figs.  1  to  4  of  the  annexed  drawing. 

Second,  the  construction  and  employment  of  a  mandrel  for  faciliating  the  cleaning  of  tubes 
in  tubular  boilers,  as  described  and  represented  in  Figs.  5  and  6  of  the  annexed  drawing. 

No.  31,773. — ^A.  H.  Black  and  C.  R.  Black,  of  Indianapolis,  Ind. — Improvement  in 
Hygrometers. — ^Patent  dated  March  26,  1861. — ^This  invention  consists  in  the  use  of  a  twisted 
awn  or  beard  of  the  grass  called  "  stipa,'*  one  end  of  which  is  secured  to  the  centre  of  the 
back  of  the  box,  and  to  the  other  end  is  attached  an  index  working  over  a  dial. 

Claim, — As  an  improved  article  of  manufacture,  a  hygrometer  which  has  its  axis  made  of 
the  order  of  grasses,  *'  stipa,*'  with  two  or  more  indices  thereto  attached,  and  otherwise  con- 
•tmcted  as  shown  and  described. 

No.  31,774.— John  Blue,  of  Covert.  N.  T. — hnprorement  in  Harvesters.—Fai&at  dated 
March  ^  1861. — The  object  of  this  invention  is  to  obtain  a  one"wheeled  harvester  which 
will  admit  of  having  its  miger-bar  and  sickle  capable  of  adjusting  themselves  parallelly  to  the 
inequalities  of  the  surface,  and  thereby  enable  the  sickle  to  work  as  close  to  the  surface  of  the 

ground  as  may  be  desired,  without  comins^  in  contact  therewith,  and  without  being  affected 
y  the  vertical  movement  of  the  driving  wheel,  produced  by  the  inequalities  of  the  surface. 
Claim, — The  attaching  of  the  finger-bar  U  to  a  plate  or  frame  R,  which  has  its  front  ei^ 
oonnected  by  a  joint  to  a  plate  B,  the  back  part  of  which  is  attached  to  the  axle  C.  the  ioim 
eonnexion  of  the  frame  R  and  plate  B  being  attached  to  the  back  part  of  the  draught-pole  A« 
and  at  any  point  in  front  of  the  axle,  to  operate  as  and  for  the  purpose  specified. 

No.  31,775.— M.  E.  Bollinger,  of  Littlestown,  F^.—Improvement  in  Oseillaiing 
Engines, — Patent  dated  March  26,  1861. — ^The  cylinder  is  suspended  from  its  upper  side  by 
a  single  trunnion  joumalled  at  each  end  to  standards.  The  trunnion  performs  the  functions 
of  supply  and  exhaust  valves,  being  perforated  centrally,  and  formed  with  a  partition  which 
separates  the  induction  port  frt>m  the  exhaust  port.  A  toothed  segment  provided  with  a 
handle  is  pivoted  to  one  of  the  standards,  and  meshes  into  a  pinion  secured  to  the  trunnion. 
Beneath  the  cylinder  is  placed  a  spring  which  receives  the  momentum  of  the  cylinder  and 
assists  its  return  stroke. 

Claim, — First,  suspending  an  oscillating  cylinder  oy  a  single  shaft  or  trunnion  on  its  upper 
fide,  as  set  forth. 

Second,  the  trunnion  or  hollow  shaft  B,  containing  at  its  respective  ends  the  induction  port 
/and  the  exhaust  porte,  and  applied  to  the  cylinder  A  in  the  manner  and  for  the  purposes  set 
forth. 

Third,  the  combination  of  the  segment  rack  G  with  the  pinion  I,  for  rotating  the  trunnion 
B,  in  the  manner  and  for  the  purposes  explained. 

Fourth,  the  spring  K,  or  its  described  equivalent,  applied  to  the  cylinder  A,  to  equalize  its 
motion,  as  set  forth. 

No.  31,776. — Samuel  Boorn,  of  Lowell,  Mass. — Improvement  in  Pickers  for  Looms. — 
Patent  dated  March  26, 1861 . — ^This  invention  relates  to  the  socket-head  which  contains  the  horn 
cushion  or  bushing  against  which  the  point  or  nose  of  the  shuttle  acts,  while  the  shuttle  is  being 
^ected  from  one  of  the  shuttle-boxes.  Bv  notching  the  head  the  horn  cushion  is  allowed  to 
expand  laterally  without  powdering  under  the  blows  of  the  shuttle,  and  the  surplus  of  the 
cushion  may  be  readily  removed. 

Claim, — ^Tho  improved  movable  shuttle-box  picker,  as  made  with  its  head  A,  notched  with 
respect  to  its  shuttle  cushion  B.  substantially  in  the  manner  and  for  the  purpose  as  described. 

No.  31,777. — E.  S.  BoYNTON.  of  Alexandria,  Ya. — Improvement  in  Iron  Masts^  Steeples, 
8fc. — Patent  dated  March  26,  1861. — ^I'his  invention  will  be  understood  by  reference  to  the 
claim  and  engraving. 

Claim, — ^Toe  constructing  of  masts  and  spars  and  such  perpendicular  structures  as  require 
height  and  stabilit  v  by  means  of  flat  bars  of  wrought  iron  or  steel,  made  continuous  by  rivet- 
ing the  ends  of  the  bars  together,  and  winding  them  spirally  around  from  the  bottom  to  th« 
t»p  of  the  structure,  one  portion  winding  around  in  one  direction  and  the  other  portion  wind- 
ing around  in  the  reverse  direction,  so  as  to  form  spiral  or  diagonal  braces  throughout  the 
structure,  secured  together  at  the  points  of  intersection,  and  rel^riug  on  said  continuous 
braces  for  their  support,  without  the  aid  of  longitudinal  or  circular  ribs  or  any  internal  fram- 
ing, substantially  as  described. 

No.  31,778.— Felix  Brunon.  of  Philadelphia,  TA.—Improved  Register  for  Omnibuses, 
Sec. — ^Patent  dated  March  26,  1861. — ^This  invention  consists  of  one  or  more  levers,  each  hav- 
ing a  spring  dog  or  its  equivalent,  in  combination  with  a  graduated  ratchet  wheel  or  wheels, 
m  screwed  spindle  and  a  stationary  graduated  bar,  the  wnole  arranged  in  connexion  widi  a 
jielding  step,  platform,  or  door  of  a  vehicle,  so  that  the  number  of  passengers  who  enter  the 
same  is  involuntarily  registered  by  the  passengers  themselves. 

Claim, — First,  one  or  more  levers  H,  eacn  having  a  spring  dog  a,  or  its  equivalent,  in 
combination  with  a  graduated  ratchet  wheel  or  wheels  E,  the  screwed  spindle  F,  and  grada- 
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ated  bar  G,  the  wholer  being  arranged  and  operating  substantiaUy  as  and  for  the  purpose  sei 
forth. 

Second,  the  pin  /,  with  its  cut  awav  or  eccentric  end  in  combination  with  the  lever 
H,  a  spring  dog  a,  and  the  ratchet  wheel  E,  the  whole  being  arranged  sabstantially  as  set 
forth  for  thQ  purpose  specified. 

No.  31,779.-0.  H.  BURDETT,  of  Moorfield,  O,— Improvement  in  Removing  Saw-dutt 
a$  it  is  formed. — Patent  date^  March  26,  1861. — ^Under  the  circular  saw  is  secured  one  end 
of  a  spout  which  slopes  upward  and  within  which  runs  an  endless  belt  which  is  made  to 
carry  the  saw-dust  to  the  upper  end  of  the  spout,  the  latter  having  also  side-branch  conduct* 
ing-spouts,  BO  as  to  cany  o£f  any  dust  from  the  partition  in  the  spout,  and  keep  the  lower 
lengtu  of  the  carrier  clear. 

Claim. — ^The  arrangement  for,  or  in  connexion  with,  the  mill  and  its  saw,  with  an  upwardlj 
inclining  dust-spout  £,  and  dust-carrier  or  endless  belt  F,  operating  to  catch  and  convey  the 
saw-dust  in  the  manner  described,  when  the  same  is  combined  or  the  spout  provided  at  its 
delivery  end  with  a  branch  conductor  or  conductors  K,  arranged  between  the  upper  and  low» 
lengths  of  the  carrier-belt,  essentially  as  and  for  the  purpose  or  purposes  set  foith. 

No.  31,780.— -Ebenezer  Gate,  of  Franklin,  N.  U.^Improved  Device  for  Fomnn^ 
Horse-shoes, — Patent  dated  March  26,  1861. — ThLi  device  consists  of  a  block  of  iron  providea 
#ith  a  groove  or  recess  having  an  annular  proiection  in  the  bottom  for  giving  the  proper 
shape  to  the  iron  which  forms  the  shoe.  The  bonoing  of  the  piece  is  effected  by  nammering 
it  around  the  curved  part  of  the  block. 

Claim. — The  portaole  device  described,  the  parts  being  constructed,  arranged  and  coiik 
bined  in  relation  to  each  as  set  forth,  whereby  the  same  tool  or  device  used  to  form  the  iron 
into  shape  also  answers  the  further  and  additional  purpose  of  a  forming  block  or  pattern  to 
give  the  desired  curvature  and  shape  to  the  shoe. 

No.  31,781.— Ebenezbr  Gate,  of  Franklin,  N.  ^.^Improvement  in  Formation  of  Horwo- 
shoe  /rofi.— Patent  dated  March  26,  1861. — ^This  invention  is  explained  by  the  claim  and 
engraving. 

C/atm.— Iron  or  other  suitable  metal  rolled  or  fabricated  into  the  form  substantially  as 
fhown  in  Fig.  1,  as  and  for  the  purposes  stated. 

No.  31,782.— T.  W.  Ghatpield,  of  Utica,  N.  Y. --Improved  Refrigerator. ^VbMiA  dated 
March  26,  1861. — ^This  invention  will  be  understood  by  referring  to  the  engraving  and  claim. 

Claim. — ^The  arrangement  of  the  ice-box  £,  cold-air  chamber  H,  air-pipes  F  F,  chamber 
G.  air-chamber  A  A  A  A,  substantially  in  the  manner  and  for  the  purpose  described. 

No.  31,783.— Cancelled. 

No.  31,784.— O.  M.  GOOPER,  of  Litchfield,  ISich.— Improvement  in  Press  for  Packing 
Wool. — ^Patent  dated  March  26,  1861. — ^This  invention  consists  of  a  rectangular  box  having 
two  adjacent  fixed  sides,  the  other  two  sides  being  hinged  at  their  lower  edges  to  the  legs.  A 
yoke  provided  with  rollers  is  made,  on  being  elevated,  to  close  the  two  open  sides.  A  sliding 
piston  operated  by  a  lever  is  made  to  compress  the  wool  within  the  box  when  the  latter  is 
closed. 

Claim. — The  two  adjacent  vertical  fixed  sides  G  and  D,  two  ac^acent  hinged  and  movable 
sides  E  and  F,  supporting  the  guide-rods  K,  hinged  top  H,  sliding  yoke  L,  and  piston  P, 
the  whole  being  combined  and  operating  together  Si  the  manner  set  forth. 

No.  31,785.— B.  F.  Gowan,  of  Memphis,  TemL—Improvement  in  Fireplaces.— TaUmt 
dated  March  26,  1861. — In  the  rear  of  the  grate  is  an  air-space  comnranicating  with  the  out- 
side of  the  apartment  or  house.  The  fire-oack  over  the  grate  is  deeply  arched,  and  the  flue 
leads  firom  near  the  front  of  the  same,  for  the  puipose  of  consuming  the  air  taken  from  the 
outside  and  more  perfectly  radiating  the  heat 

Claim. — First,  the  arrangement  of  a  g^te  A,  with  an  air-space  B,  in  the  manner  described, 
at  the  back  thereof,  and  a  passage  G,  communicating  with  the  outside  of  the  apartment  or 
house  in  which  the  grate  is  situated,  as  and  for  the  purposes  set  forth. 

Second,  the  combination  with  the  above-mentioned  g^te  A,  air-space  B,  and  air-pas8ag« 
C»  of  the  form  of  radiator  D,  shown,  as  and  for  the  purposes  set  fortn. 

No.  31,786.— Rowland  GROSfEUEU,  of  New  York,  N.  Y,— Improvement  in  Railroads.— 
Patent  dated  March  26,  1861. — ^This  invention  is  explained  by  the  claim  and  engraving. 

Claim. — Gonstructing  railroads  with  three  or  more  tracks  on  the  centre  rdl,  of  which  the 
driving  wheels  of  the  engine,  placed  perpendicular,  run  with  smooth  wheels  and  smooth 
rails  on  the  level  portion  of  the  track,  and  cogged  wheels  and  rack  rails  on  the  inclines  woik- 
ing  on  the  central  nul  trabk,  while  the  side  wheels  of  the  rolling  machinery  are  double  flanged, 
and  also  the  driving  wheels,  with  short  independent  alkies,  the  whole  constructed,  combined, 
and  arranged  substantially  as  described. 
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rtcr  anD,  the  balance  is  caused  to  oscillate  with 
.  (%  and  80  indicate  the  pressure  upon  a  suitablj 

nee  beam  having  one  of  its  two  arms  composed 

])nncipall7  or  wholly  of  metal,  a  suitable  support 

^^rce  of  oscillation  of  the  said  beam  can  be  indi- 

X.  T. — Jmvroved  Apparatus  for  Indicating  the 
<  nt  dated  March  26, 1861. — Whenever  the  water 
,  toint,  the  vessel  B  is  emptied  sufficiently  for  the 
of  the  opposite  vessel  A  and  of  the  instrument 
I  ikes  or  rides  over  a  pin  or  roller  R,  which  lever 
iss  a  valve  and  into  a  whistle,  thus  announcing 
I,  the  vessel  A  overbalances  the  opposite  vessd 
I  ning  weight  is  designed  to  be  moved  upon  tlw 
iter  that  may  be  desired  before  the  alarm  is  to 

t  ion  of  two  or  more  hollow  vessels,  as  A  B,  of 

an  instrument  that,  when  it  is  attached  to  th« 

be  higher  than  the  other  or  others,  and  higher 

ric  ot  the  said  vessels  will  be  lower  than  the 

level  in  the  boiler,  each  vessel  connected  with 

equivalents,  in  such  manner  as  to  secure  a 

the  said  vessels  and  connexions ;   the  whole 

',  or  its  equivalent,  operating  as  and  for  the 

^,  substantially  as  describea. 

rovemiug  weight  H,  of  any  size  or  shape, 

r  the  purpose  set  forth,  operating  and  con- 

ied,  and  changing  the  balancing  power  of 


— Imp  rovement  ik  Pumps, — Patent  dated 

>r  openings  of  taper  form  made  through 

ion  and  eduction  passa^.    The  taper 

amed  of  two  heads  of  circular  form,  to 

opposite  plugs  is  fitted  a  double  puppet- 

111,  and  tDo  other  plug  has  a  valve  with 

iiip,  admitting  of  easy  removal  of  the 

•r  taper  plugs  G  H,  which  are  fitted  in 
iirposo  set  forth. 

the  single  valve  L,  and  the  conical 

purpose  set  forth. 

Tctnent  in  Sewing  Machines, — Patent 
><)ve  the  feed-wheel  shaft  is  a  small 
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No.  31,794.— Thomas  Efaks,  of  Watkins,  N.  Y. ^Improvement  in  Valves.^TtJteni  dated 
March  2d,  1861.— The  yalre  is  secured  to  a  ledge  on  the  iDner  side  of  the  lower  ring,  and  to 
formed  of  a  disk  of  India-rubber  or  other  elastic  material,  having  a  piece  of  metal  placed  orer 
its  rear  edge  which  is  riveted  to  the  flange,  so  as  to  form  the  hmge  of  the  valve.  The  valvo 
is  loaded  with  a  piece  of  metal,  and  has  a  sheet  of  metal  on  its  under  side. 

Claim, — ^The  combination  and  arrangement  of  the  elastic  hinge  e,  and  parts  /  g,  or  tbek 
equivalents,  with  the  metallic  rim  A,  substantially  as  set  forth. 

Also,  in  combination  therewith,  the  metallic  counter-lining  A  of  the  flap,  substantiallj  m 
described. 

No.  31,7d5.— L.  Feaoan,  of  Palmyra,  Mo. — Improvement  in  Hemp  Carff.— Patent  dated 
March  26,  1861.— Upon  detaching  the  thills,  the  cart  is  made  to  assume  an  upright  position 
against  the  shock  or  hemp  as  it  stands  in  the  field,  when  the  shock  is  securely  fastened  upon 
the  cart  by  means  of  a  rope  and  windlass.  When  the  thills  are  again  drawn  down  and 
replaced,  they  are  held  in  position  by  means  of  a  cross-bar  on  the  front  part  of  the  frame. 

C/atm.— A  cart  constructed  with  the  thills  pivoted  at  F,  as  set  forth,  and  held  in  positioB 
when  loaded  by  bar  D',  in  combination  with  the  windUtss  Q  and  binding  cord  e,  all  heia^ 
arranged  as  and  for  the  purposes  specified. 

No.  31,796.— P.  G.  Gardiner,  of  New  York,  N.  Y, --Improvement  in  Cotton  PrcssM. — 
Patent  dated  March  26,  1861. — ^The  lower  platen  is  made  to  move  upward  by  means  of  leven 
operated  by  screws,  the  levers  crossing  and  passing  each  other  in  their  motion,  the  parts  beinr 
so  arranged  that  the  mechanism  shaU  be  contained  within  the  space,  or  nearly  so,  oocupiea 
by  the  frame- work  of  the  press,  equal  to  the  length  of  a  bale  of  cotton. 

Claim. — ^The  arrangement  and  combination  of  the  right  and  left  screws  8  S',  pivoted  nolt 
0  o,  and  friction  rollers  P  P',  resting  on  suitable  ways  R  H\  attached  to  the  frame  J,  when 
operating  lovers  N  N',  in  the  manner  and  for  the  purpose  substantially  as  described  and  td 
forth. 

No.  31,797.— A.  A.  GiBSON,  of  Worcester,  Mass.— /mproMfiMiit  tii  filcotet.— Patent  dated 
March  26,  1861. — ^The  skate  iron  is  made  in  two  parts  secured  together  by  a  rule  joint,  the 
projecting  portions  of  which  are  on  the  upper  edge  of  the  skate  iron,  leaving  the  lower  edfe 
continuous  from  front  to  rear. 

Claim," A  skate  that  has  its  runner  jointed  in  the  peculiar  manner  shown  and  Ascribed, 
and  otherwise  made  as  set  forth. 

No.  31,798.— A.  GiRAUDAT,  of  New  York,  N.  Y, -^Improvement  in  WindmilU.^F^Ufoi 
dated  March  26, 1861. — ^Tbe  radially  sliding  hinged  sails  are  combined  with  swinging  weight! 
suspended  from  the  ends  of  the  arms,  and  arranged  in  such  a  manner  that,  by  the  action  of 
the  centrifugal  force  of  the  weights,  the  wings  are  moved  towards  the  centre  of  the  wheel 
whenever  the  force  of  the  wind  exceeds  a  certain  point,  and  thus  the  speed  of  the  wind-wheel 
isr»^ulated. 

CUim, — The  arransement  of  radially  sliding  hinged  si^s  A  Al  A2  A3,  in  combination  witk 
swinging  weights  d  h,  constructed  and  operatmg  in  the  manner  and  for  the  purpose  sot  forth. 

No.  31,799.— Ralph  Graham,  of  Brooklyn,  N.  Y.^Improvement  in  Foncert.- PaOeni 
dated  March  26,  1861. — ^Tbis  faucet  is  designed  to  be  self-closing,  so  that  the  spring  that 
restores  the  {jlug  to  its  proper  position  also  keeps  the  same  down  to  its  seat,  and  the  cork  will 
always  remain  closed  except  when  held  open 

Claim. — ^The  combination  of  the  plug  a,  spring  h,  and  stem  e,  in  substantially  the  «'*^"*><"' 
and  for  the  purposes  set  forth. 

No.  31,800.— Horace  Gray  and  W.  A.  Burt,  of  Grosse  Isle,  Mich.— /mpfOMmeiit  im 
Farm  Ga<e«.— Patent  dated  March  26,  1861.— The  upper  part  of  the  rear  frame  post  of  the 
gate  is  provided  with  a  ratchet  wheel  which  is  operated  bv  pawls  attached  to  the  smaller  arm 
of  a  lever  pivoted  to  the  end  of  the  gate  frame.  To  the  long  end  of  the  lever  is  attached  a 
rope,  by  pulling  which  the  bolts  are  withdrawn  firom  the  gate,  which  then  opens.  A  spring, 
rigidly  attached  at  one  end  to  the  upper  frame,  passes  lo<Mely  through  a  staple  in  the  end  of 
the  shorter  arm  of  the  lever,  which  throws  the  latter  back  to  its  normal  position,  and  the  gate 
is  fully  opened  by  continuing  to  draw  and  slacken  the  rope. 

Claim, — ^The  arrangement  of  lever  £,  with  pawls  G  and  H,  the  ratchet-wheel  B,  the  spiinf 
I,  and  catch  M,  and  its  concomitant  parts,  ail  as  set  forth. 

Na  31,801.— Joseph  Gray,  of  Raymond,  Miss. — Improvement  tn  £«ve/opes.— Patent 
dated  March  26, 1861. — This  device  is  designed  for  the  use  of  the  Post  Office  Department,  and 
consists  of  a  bag  or  envelope,  provided  wiui  elastic  bands  to  hold  an  address  card.  The  card 
has  an  address  on  each  side,  so  that  it  may  be  readily  turned  when  necessary. 

Claim, — A  maU  or  package  envelope  composed  of  an  envelope  A,  bands  C,  and  addreat 
card  D,  arranged  as  shown  and  described. 

No.  31,802.— J.  A.  Grtoley,  Southampton,  Mass.— /tp roeewoif  tn  Xrometrie  JJaUacn.— 
Patent  dated  March  26,  1861.— By  reason  of  the  lesser  specific  gravity,  and  greater  bulk  ef 
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the  longer  ann,  as  compared  with  the  shorter  arm,  the  halance  is  caused  to  oscillate  with 
▼ariations  in  the  pressure  of  the  atmosphere,  and  so  indicate  the  pressure  upon  a  suitably 
arranged  and  graduated  scale. 

Claim, — A  barometer  composed  of  a  balance  beam  having  one  of  its  two  arms  composed 
wholly  or  principally  of  wood,  and  the  other  principally  or  wholly  of  metal,  a  suitable  support 
for  such  beam,  and  a  scale  upon  which  the  degree  of  oscillation  of  the  said  beam  can  be  indi- 
cated, substantially  as  set  forth. 

No.  31,80.3.— H.  P.  Hart,  of  Brooklyn,  N.  Y.—Jmvroved  Apparatus  for  Indicating  the 
Position  of  the  Water  in  Steam  Boilers. — Patent  dated  March  26,  1861. — Whenever  the  water 
in  the  boiler  falls  below  the  desired  height  or  point,  the  vessel  B  is  empded  sufficiently  for  the 
instrument  to  be  overbalanced  by  the  weight  of  the  opposite  vessel  A  and  of  the  instrument 
on  that  side  of  the  pivot,  until  a  lever  above  strikes  or  rides  over  a  pin  or  roller  R,  which  lever 
is  raised  by  the  pin  so  as  to  permit  steam  to  pass  a  valve  and  into  a  whistle,  thus  announcing 
for  low  water.  When  the  water  rises  too  high,  the  vessel  A  overbalances  the  opposite  vessd 
and  causes  a  corresponding  alarm.  The  governing  weight  is  desigped  to  be  moved  upon  Uis 
lower  tube  to  regulate  the  height  or  level  of  water  that  may  be  desired  before  the  alarm  is  to 
be  given. 

Claim, — ^Pirst,  the  application  and  combination  of  two  or  more  hollow  vessels,  as  A  B,  of 
an^  size  or  sha|)e,  so  placed  and  arranged  in  an  instrument  that,  when  it  is  attached  to  the 
boiler,  as  specihed,  one  of  the  said  vessels  will  be  higher  than  the  other  or  others,  and  higher 
than  the  usual  water  level  in  the  boiler,  and  one  ot  the  said  vessels  will  be  lower  than  the 
other  or  others,  and  lower  than  the  usual  water  level  in  the  boiler,  each  vessel  connected  with 
the  other  by  means  of  tubes  C  C  C  C,  or  their  equivalents,  in  such  manner  as  to  secure  a 
icontinuous  passage  for  water  or  steam  through  the  said  vessels  and  connexions ;  the  whole 
instalment  suspended  and  turning  on  the  pivot  P,  or  its  equivalent,  operating  as  and  for  the 
purpose  of  detecting  hi^h  and  low  water  in  boilers,  substantially  as  described. 

Second,  in  combmation  with  the  above,  the  governing  weight  H,  of  any  size  or  shape, 
attached  to  the  instrument  at  any  place,  as  and  for  the  purpose  set  forth,  operating  and  con- 
trolling  the  range  of  water,  substantially  as  specified,  and  chimging  the  balancing  power  of 
the  instrument 

No.  31,804.— Dennis  Hayes,  of  New  York  c\tj,--Improvement  tk  Ptcm/is.- Patent  dated 
March  26,  1861. — The  water  passages  have  holes  or  openings  of  taper  form  made  through 
them  transversely,  and  directly  opposite  the  induction  and  eduction  passa^.  The  taper 
openings  receive  conical  plues,  each  of  which  is  formed  of  two  heads  of  circular  form,  to 
close  the  orifices  of  the  taper  holes.  In  one  of  these  opposite  plugs  is  fitted  a  double  puppet- 
valve,  formed  of  two  heads  attached  to  a  common  stem,  and  toe  other  plug  has  a  valve  with 
a  single  head,  the  whole  forming  a  double-acting  pump,  admitting  of  easy  removal  of  the 
valves  for  repairs,  &c. 

Claim, — The  placing  of  the  valves  K  L  in  conical  or  taper  plu^  G  H,  which  are  fitted  in 
the  water  passages  B  C,  substantiallv  as  and  for  the  puipose  set  forth. 

Also,  tho  combination  of  the  douole  valve  K  with  the  single  valve  L,  and  the  conical 
plugs  G  U,  arranged  for  joint  operation  as  and  for  the  purpose  set  forth. 

No.  31,805. — ^W  C.  Hicks,  of  Boston,  Mass. — Improvement  in  Sewing  Machines, — Patent 
dated  March  26,  1861. — ^Fitted  upon  a  shaft  arranged  above  the  feed-wheel  shaft  is  a  small 
handle  or  lever  passing  through  one  of  the  brackets.  By  turning  this  handle  to  the  right  or 
left  the  feed-wheel  is  raised  or  lowered  more  or  less,  as  may  be  required. 

Claim, — The  method,  substantially  as  described,  of  raising  or  lowering  and  adjusting  the 
feed-wheel,  in  relation  to  the  sewing  table,  by  combining  with  it,  or  the  shaft  or  stud  which 
carries  it,  an  eccentric  or  screw,  under  operation  by  a  hand-lever,  or  its  eauivalent,  essen- 
tially OS  shown  and  described,  whereby  the  adjustment  may  be  effected  whether  while  the 
machine  is  operating  or  at  rest,  for  tho  purposes  set  forth. 

No.  31,806.— W.  B.  Hopkins,  of  Oakfield,  N.  Y, ^Improved  CAttm.— Patent  dated  March 
26,  1861.— This  invention  will  be  understood  by  reference  to  the  drawing. 

Claim, — ^The  beaters  ij  and  k  m,  the  latter  provided  with  spiral  arms  n  n,  constructed  and 
vpenxmg  substantially  in  the  manner  and  for  Uie  purposes  shown  and  described. 

No.  31,807.— T.  D.  IngeRSOLL,  of  Monroe,  Mxch,— Improved  Cu/mar«B(nZ«r.— Patent  dated 
March  26,  1861.— A  culinary  vessel,  of  any  required  fonn,  is  provided  with  a  draught  aper- 
ture or  passage  so  arranged  as  to  communicate  with  tho  interior  of  the  vessel  and  the  fine  of 
the  stove  on  which  ihe  vessel  is  placed,  for  tho  purpose  of  carrying  off  steam  and  effluvia 
firom  the  cooking  substance.  One  or  more  blades  aie  attached  to  the  cover  of  the  vessel,  so 
arranged  as  to  stir  the  contents  when  necessary.  In  connexion  with  the  cover  is  used  a  tube, 
so  that  access  may  be  had  to  the  interior  of  the  vessel  for  the  purpose  of  examining  the  con- 
tents of  tho  vessel  from  time  to  time,  or  for  the  admission  of  ficfod,  &.c. 

Claim, — ^First,  a  draught  aperture  or  passage  B,  applied  to  a  covered  culinary  vessel  A« 
when  used  in  connexion  with  pendents  or  stirrers  D,  attached  to  tho  cover  C,  substantiallj 
as  and  for  the  purpose  set  forth. 
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Second,  the  tube  E,  placed  in  the  cover  C,  and  provided  with  a  stopper  F,  when  used  in 
connei:cou  with  the  draught  aperture  or  passage  B  for  the  purpose  set  forth. 

No.  31,808.— Michael  Johnston,-  of  South  Boston,  Mass, — Improvement  in  Cigar- 
Holders, — Patent  dated  March  26,  1861. — ^The  holder  is  so  constructed  that  the  smoke  will 
be  drawn  from  the  cigar,  through  a  small  tube,  into  a  metallic  globule,  and  from  thence 
through  the  main  stem,  which  is  held  in  the  mouth. 

Claim, — ^The  cigar  holder,  constructed  of  parts  g  chd  and  a,  arranged  as  and  for  the  pnv- 
poses  described  and  shown. 

No.  31,809.— EUUENE  Lefaucheux,  of  Paris,  France.— /m/worement  in  Fire-armg. — 
Patent  dated  March  26,  1861. — The  hammer  is  made  to  cock  on  turning  back  the  breech- 

giece  when  the  gun  is  to  be  loaded,  and  after  replacing  and  closing  the  breech-piece  the  gun 
I  ready  to  be  discharged. 

Claim, — In  combination  with  a  fixed  barrel,  the  movable  breech-piece  and  hammer,  con- 
structed and  arranged  so  as  turn  on  one  and  the  same  axis  substantially  as  described  and 
shown. 

No.  31,810.— W.  n.  Locke,  of  Canton,  To,— Improvement  in  Scrolls  of  Water  Wheels,^ 
Patent  dated  March  26,  1861.— The  scroll  is  cast  in  two  vertical  semi-cyUndrical  divisions, 
on  one  of  which  is  cast  a  projecting  wing  piece,  and  in  this  piece  is  a  vertical  opening  be- 
tween the  division  and  the  outer  portion  of  the  wing-piece,  which  is  formed  into  a  cylindrical 
pillar,  the  latter  bein^  embraced  by  a  curved  ear-piece  cast  on  the  other  division. 

Claim, — Casting  the  joint,  consisting  of  the  ear-piece  m,  opening  t,  and  pillar  n,  entire 
with  the  divisions  of  the  scroll,  as  set  forth. 

No.  31,811.-8.  H.  Long,  U.  S.  A.,  of  Alton,  lih—Improved  Dredging  Machine,'- 
Patent  dated  March  26,  1861. — ^This  invention  consists  of  a  triangular  frame  composed  of 
strong  wooden  beams,  with  side  timbers,  timber  stifieners,  and  parallel  guide  timben,  dx., 
and  provided  with  iron  scrapers ;  the  whole  to  be  attached,  when  in  operation,  to  tne  bow 
of  a  suitable  dredge  boat  or  tug:. 

Claim. — First,  the  construction  and  operation  of  a  scraper  for  opening  channels  across 
bars,  &c.,  substantially  such  as  described. 

Also,  tbo  application  and  use  of  such  a  scraper  with  a  steam  tug  or  tow-boat  for  dragging 
it  across  the  oar  in  the  direction  in  which  the  channel  is  to  be  made,  substantially  as  set 
forth  and  explained. 

No.  31,812.— J.  B.  Lyons,  of  Baltimore,  Md.— Improved  Stump  Extractor,  ^e.— Patent 
dated  March  26,  1861. — This  machine  consists  of  a  truck  frame  mounted  upon  two  inwardly 
inclined  wheels,  upon  which  is  placed,  between  an  upright  and  an  obliquely  placed  frame, 
the  barings  of  a  long  screw  j>rovided  with  a  nut,  to  which  is  secured  a  chain  passing  over 
a  pulley  on  tlie  rear  upright.  The  screw  may  be  worked  by  hand  by  means  of  a  toothed 
wheel  with  radial  handles,  or  by  means  of  a  drum  properly  connected  to  the  end  of  the 
screws,  the  drum  having  a  rope  which  may  be  attached  to  an  animal  when  greater  power  is 
required. 

Claim, — First,  the  combination  of  the  double  bow  truck-frame  A,  mounted  on  oblique 
conical  wheels  B,  with  the  hoisting  device  formed  of  the  screw  U,  nut  J,  and  chain  B,  all 
being  arranged  for  joint  operation  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  combination  of  the  screw  H,  nut  J,  gearing  L  O,  and  the  drum  Q,  with  chain 
or  rope  h  attached,  arranged  and  applied  to  the  truck  to  operate  as  and  for  the  purpose 
specified. 

No.  31,813.— W.  H.  Main,  of  Liverpool,  Ohio. — Improvement  in  Rotarff  Harrows. 

Patent  dated  March  26,  1861.— The  circular  harrow  is  hune  to  the  frame  in  such  a  manner 
that  by  means  of  lever  J  the  periphery  of  the  harrow  may  be  made  to  bear  against  the  felloe 
of  the  wheel,  which  causes  it  to  revolve.  The  lever  J  may  be  shifted  so  that  the  harrow  will 
bear  against  either  wheel  to  change  the  direction  of  its  rotation.  The  lever  L  is  designed  to 
raise  the  harrow  from  the  ground  when  it  is  not  in  use. 

Claim. — ^The  arrangement  of  the  levers  J  and  K,  cross-bar  0,  rods  E,  braces  F,  arms  D, 
harrow  H,  and  wheels  A,  the  whole  being  constructed,  operated,  and  operating  as  and  for 
the  purpose  described. 

No.  31,814.— J.  E.  Malloy,  of  New  York  city.— Improvement  m  the  Preparation  of  Fibrs 
for  the  Mant^facture  of  Paper.— Patent  dated  March  26,  1861.— The  phmt  from  which  the 
fibre  b  to  be  separated  is  macerated,  while  green,  in  cold  water,  and  aHer  a  sufficient  time  it 
IS  combed  and  rubbed  out  while  under  water  at  one  continuous  operation. 

Claim. — ^The  process  of  separating  fibre  from  fibre-yielding  plants,  as  set  forth,  consisting 
of  the  separate  and  successive  steps  of  combining,  rubbing,  and  washing  the  plants  in  cold 
water;  the  whole  forming  one  continuous  operation,  performed  while  the  fibre  is  fiwh  and 
plant  undessicated,  as  set  forth. 
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No.  31,615. — C.  A.  McEvoY,  of  Richmond,  Vo. — Improvement  in  the  Mode  of  Loading 
Fire-arms, — ^Patent  dated  March  26,  1861. — The  cartridge  is  made  of  a  rectangular  piece  ef 
sheet-metal,  parchment,  or  other  suitable  material,  provided  at  top  and  bottom  with  a  series 
of  parallel  incisions,  so  that  the  single  strips  on  the  lower  part  will  meet  in  the  centre,  the 
upper  edge  being  turned  down  so  as  to  form  a  rim  on  the  outside.  This  is  inserted  in  a 
metallic  tube.  The  gun  for  which  this  cartridge  is  designed  has  a  recess  formed  within  (he 
muzzle  end,  of  a  size  to  fit  the  end  of  the  cartridge  tube  and  coyermg,  and  the  charge  is 
pushed  through  the  tube  into  the  breech,  leaving  the  tube  at  the  end  of  the  gun  to  be  used 
tor  a  new  cartridge. 

Claim. — The  combination  of  a  cartridge  with  a  tubular  cartridge  protector  A,  open  at  both 
ends,  so  that,  in  loading  the  gun,  the  charge  can  be  pushed  througn  and  detached  from  tho 
said  cartridge  protector  substantially  as  set  forth. 

Second,  a  charge  receiver,  provided  with  a  series  of  incisions,  and  rolled  up  so  as  to  form 
a  top  rim  C  and  a  closed  Dottom  D,  substantially  in  the  manner  and  for  the  purposes 
set  forth. 

Third,  the  combination  of  the  cartridge  and  tubular  protector  described  with  a  circular 
recess  F,  in  the  muzzle  end  of  the  gun,  substantially  as  and  for  the  purposes  set  forth. 

No.  31,816.— Archibald  McGuppie,  of  Rochester,  N.  Y. — Improvement  in  Railroad 
Chairs. — Patent  dated  March  26,  1861. — ^The  chair  is  divided  longitudinally  into  two  wedge- 
shape  sections,  one  section  being  provided  with  a  tongue  and  the  other  with  a  corresponding 
groove,  so  that  they  may  clamp  tlie  sections  of  the  rail,  and  hold  them  firmly  by  merely 
driving  them  together. 

Claim, — Dividing  the  chair  into  two  wedeed-shaped  sections  A  and  B,  provided,  respect- 
ively, with  the  groove  or  hook  h  and  wedge  3,  the  whole  operating  in  the  manner  and  for  the 
purpose  substantially  as  described. 

No.  31,817.— J.  L.  McPflERSON  and  J.  S.  Harbison,  of  Sacramento,  CaX,— Improvement 
in  Wind-  IFhcels, — Patent  dated  March  26,  1861. — ^The  two  wheels  are  placed  one  within  the 
other,  the  fans  of  the  smaller  wheel  bein^  set  flatter  to  the  wind  than  those  of  the  other,  and 
causing  it  to  revolve  faster.  On  the  end  of  the  shaft  of  the  smaller  wheel  is  affixed  a  spiral 
cam,  ot  a  size  to  effect  the  required  stroke,  in  tho  groove  of  which  cam  a  pin  is  moved  back 
or  forth,  according  to  tho  force  of  the  motive  power.  The  oscillation  of  tho  pin  is  regulated 
by  a  spiral  spring  to  which  a  cord  or  strap  is  fastened,  the  other  end  of  the  cord  being  attached 
to  the  projecting  end  of  the  shaft  of  the  small  wheel  so  that  the  strap  winds  or  unwinds 
around  it,  according  as  the  small  wheel  is  driven  with  sufficient  force,  in  relation  to  the  large* 
one,  to  overcome  tne  tendency  of  the  spring.  • 

Claim. — The  arrangement  of  two  concentric  w^ind-wheels  A  C  one  within  the  other,  the 
shaft  £  of  the  smaller  wheel  revolving  within  tho  hollow  shaft  D  of  the  larger  wheel,  in  com- 
bmation  with  a  spiral  cam  L,  strap  1^  and  sphol  spring  Q,  substantially  as  and  for  the  pur- 
poses set  forth. 

No.  31,818.— Robert  McNre,  of  New  York,  N.  Y. — Improvement  in  Lithographic  - 
Presses. — Patent  dated  March  26,  1861. — ^I'his  press  is  intended  to  sponge,  ink,  and  print 
automatically.  The  paper  is  laid  on  the  tympan  at  M'.  The  ink-rollers  Q  Q  are  made  to 
pciss  over  the  stone  on  the  bed  B,  as  often  as  mav  be  required,  by  means  of  the  vibrating 
arms  O,  and  as  the  stone  and  bed  B  are  passed  uncfer  the  scraper  D',  the  impression  is  made, 
and  the  printed  paper  removed -from  the  tympan,  which  is  caused  to  rise  from  the  stone,  while 
the  latter  is  sponged,  by  means  of  the  box  J'.  The  motion  of  the  bed  and  stone  are  rovei-sod 
by  the  belt-shifter  O,  and  the  operation  repeated. 

Claim. — First,  the  arrangement  of  the  ratchet  K,  pawl  L',  lover  M,  reciprocating  rod  T, 
ink-carriage  1*,  arm  V,  levers  W  X,  upright  y,  and  the  notched  Uange  r,  or  its  equivalent, 
for  the  purpose  of  forming  an  automatic  inking  device  as  and  for  the  purpose  set  forth. 

Second,  the  pendent  arm  F',  attached  to  the  shaft  d',  bar  G',  provided  with  shoulders  /', 
and  attached  to  arm  F,  in  connexion  with  the  lever  H  and  belt-shipper  G,  all  being  arranged 
as  shown  for  automatically  shipping  the  belt,  as  set  forth. 

No.  31,819.— Hiram  Moore,  of  Fond  du  Lac,  Wis.— Improvement  in  Seed-Drills.— 
Patent  dated  March  26,  1861. — This  invention  relates  to  that  class  of  seed-drills  in  which 
tho  drills  are  arranged  to  drag  behind  the  seed-box  and  foim  furrows  by  displacing  the  earfli 
by  pressure,  and  not  by  ploughing,  the  object  being  to  more  easily  press  the  drills  into  the 
earth  to  any  desirable  depth,  and  at  tho  sirnio  time  Lave  them  fi;ce  to  rise  separately  in  pass- 
ing over  obstructions,  and  also  to  raise  them  from  the  ground  for  convenience  in  backing.,or 
removing  from  place  to  place.  The  gearing  upon  the  driving  wheel  is  so  arranged  that  the 
amount  of  grain  to  be  sowed  per  acre  is  easily  regulated. 

C/aJm.— First,  the  combination  of  a  hinged  drill  bar,  a  series  of  rigid  shank- trailing^  driUs, 
and  a  corresponding  series  of  springs  to  connect  the  shank  and  bar,  so  that  by  turning  the 
latter  the  drills  may  be  pressed  with  more  or  less  force  into  the  surface  of  the  ground,  (as  the 
ffiound  is  harder  or  softer,  or  a  deeper  or  shallower  fuiTow  is  required,)  or  may  bo  lilted  above 
the  surface,  substantially  as  described. 
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Second,  a  series  of  trailing  drills  having  rigid  shanks  connected  to  a  hinged  drill  bar  bj 
8]iniig8  that  will  resist  lateral  flexure  to  maintain  the  relative  distances  of  the  drills  apart^ 
while  free  to  flex  upward  and  downward  to  enable  the  drills  severally  to  conf(Miu  to  uneven 
huifacci},  substantially  as  described. 

Third,  curves  at  the  upper  ends  of  the  drill  shanks,  as  shown  at  R,  in  combination  with 
the  springs,  substantially  as  and  for  the  purposes  set  forth. 

Fourth,  a  lever,  in  combination  with  the  hiuged  drill  bar  and  a  series  of  trailing  drills  con- 
nected to  the  bar  by  springs,  the  arrangement  of  these  parts  being  such  that,  by  taming  the 
lever,  all  the  drills  will  be  simultaneously  forced  iuto  the  earth  or  raised  therefrom,  and  when 
forced  iuto  the  earth  the  shank  of  each  drill  throughout  its  entire  length  will  still  be  lefl  free 
to  play  up  and  down  to  the  extent  which  the  elasticity  of  the  spring  will  permit,  to  allow  the 
drill  to  pass  over  obstructions  and  to  conform  to  inequalities  of  the  surface,  substantially  as 
described. 

Fifth,  arranging  the  mouths  of  the  conduits  on  the  drill  shanks  as  nearly  as  may  be  in  the 
line  of  the  axis  oi  motion  of  the  hinged  drill  bar,  so  that  raising  and  lowering  the  drills  will 
change  as  little  as  may  bo  the  positions  of  the  mouths  of  the  conduits  on  the  drill  shanks 
relative  to  the  positions  of  the  lower  ends  of  the  hopper  spouts,  substantially  as  described. 

Sixth,  the  combination  of  a  removable  driving  suafl  with  a  series  of  seeding  cylinders 
having  indc{>endent  bearings,  whereby  said  shaft  can  at  pleasure  be  removed  to  allow  any  of 
said  cvUnders  to  be  taken  out  for  lepairs  without  displacing  the  rest,  substantially  as  de- 
sciibed. 

Seventh,  a  scries  of  helical  gear,  having  teeth  of  varying  numbers  and  pitch,  in  combina- 
tion with  a  shifting  pinion,  for  purposes  substantially  as  described. 

No.  31,820.— JoilN  MURDOCK,  of  New  York,  N.  Y .^Improvement  in  Bnnk  IVirffs.— Patect 
dated  March  26,  18()]. — The  object  of  this  invention  is  to  produce  a  bank  bill  which  cannot 
be  altered,  the  entire  printing,  wording,  or  lettering,  with  signature  of  the  officers,  &c.,  being 
made  on  the  face  of  tne  note  within  the  space  covered  by  the  large  numeral  which  designates 
the  denomination  of  the  note. 

Claim, — A  biuik  note  in  which  all  of  the  printing,  engraving,  and  writing  are  embodied  in 
the  form  of  a  numeral  designating  the  denomination  of  the  note,  substantially  as  described, 
for  the  purpose  specified. 

No.  31,821.— AsAHEL  OsBOKN,  of  Morris,  N.  Y.—!mprored  (luUting  Frame,— PaUsnt 
dated  March  26,  1861. — ^Two  arms  are  hinged  to  a  frame  on  standards,  and  may  be  held  up 
by  buttons  or  hooks  when  in  use.  Upon  the  arms  are  slides,  which  may  be  secured  in  posi- 
tion by  pins.  Attached  to  the  slides  are  rollers  provided  at  their  ends  with  ratchet  wheels, 
which  are  held  by  pawls  when  the  quilt  is  rolled  up. 

Claim, — ^The  combination  of  the  rolls  E,  arms  B,  slides  C,  with  the  frame  A,  substantially 
as  and  for  the  purpose  specified. 

No.  31,822.— J.  n.  Patterson,  of  Schnghticoko,  N.  Y.— Improvement  in  Drying  PasU- 
boards, — Patent  dated  March  26,  1861. — This  invention  consists  in  phtcing  wet  or  green 
boards,  as  they  are  taken  from  the  cylinder  of  the  machine,  within  portable  hinged  fi^mes 
which  are  made  open  and  provided  with  wires,  by  which  means  they  are  more  quickly  dried 
and  readily  handled. 

C/aim.— The  facilitating  of  the  curing  or  drying  of  wet  paper  or  pasteboard  sheets,  in  the 
manufacture  of  the  same,  oy  phtcing  or  enclosing  the  sheets  in  frames  constructed  substan- 
tially  as  set  forth. 

No.  31,823.— Thomas  Phillips,  of  Ann  Arbor,  Mich.— /m/>ror«f  Arrangement  of  Car- 
riage Springs, — Patent  dated  March  26,  1861. — In  the  upper  ends  of  the  two  double  brace 
standards  are  fastened  blocks  or  rollers  of  cast-iron  having  a  convex  upper  surface  and  groove 
in  which  to  place  the  spring.  The  blocks  are  pivoted  to  admit  of  a  motion  conformably  with 
the  springs,  and  the  standards  may  bo  adjusted  nearer  to  or  further  from  the  wheels  so  as  to 
increase  or  diminish  the  elasticity  of  the  spring. 

Claim, — ^The  combination  and  arrangemjBut  of  the  compound  lever  spring,  the  rollers  at- 
tached to  the  spring,  and  the  two  standards,  as  described,  for  the  purpose  set  ibrth. 

No.  31,^24.— W.  G.  Reed,  of  Chelsea,  Uaas,— Improvement  in  Metallic  Roofing.— Phieni 
dated  March  26,  1861. — The  raftera  are  each  formed  of  two  longitudinal  parts  of  V-shape  in 
their  transvero  section,  and  provided  with  flanges,  one  at  each  side,  so  that  when  put  together 
the  rafters  are  of  quadrilateral  form.  Between  the  racers  are  placed  metal  plates,  the  ed^ 
of  which  are  fitted  between  the  flanges  of  the  rai'ters,  and  are  bent  up  agfunst  the  inner  side 
<»f  the  rafter  so  as  to  form  gutters  for  the  purpose  of  making  the  joint  water  tighL 

Claim,— The  tvbular  rafters  C,  when  constructed  of  two  longitudinal  parts  a  a,  provided 
with  flanges  b  6,  and  used  in  connexion  with  plates  I),  the  edges  or  sides  of  which  are  se- 
cured between  the  flanges  6,  and  bent  so  as  to  form  gutters  d  d  within  the  railers,  to  operate 
as  and  for  the  purpose  set  forth. 
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No»  31,8^--W.  C.  Rentgen  and  P.  H.  Humes,  of  Keokuk,  Jovra.— Improved  Fan  At- 
tachment to  Threshing' Machines, — Patent  dated  March  26,  1861. — The  fan,  wifli  its  case,  is 
placed  directly  over  the  cylinder  or  beater  box,  and  is  so  arranged  as  to  draw  in  the  dust  as 
it  is  ejected  from  the  beater  box  and  force  it  in  a  direction  from  the  attendant. 

Claim. — ^A  fan  arrangement,  consisting  of  a  fan  placed  in  a  proper  case,  to  which  there  is 
a  suitable  induction  and  eduction  passage,  the  whole  constituting  a  single  trunk  extending 
from  the  front  to  the  rear  of  the  machine,  and  so  arranged  that  the  draught  at  the  orifice  of 
the  induction  passage  shall  be  vertical  or  nearly  so,  substantially  in  the  manner  described. 

No.  31,826.— C.  H.  Reynolds,  of  New  York,  N.  Y.—Improted  Wrench,— Vaiani  dated 
March  26,  1861. — The  movable  or  sliding  jaw  of  the  wrench  is  openvted  by  means  of  a  rota- 
ting screw  collar,  which  is  allowed  a  longitudinal  plriy  on  the  shank  of  the  wrench,  and  is 
118^  in  connexion  with  a  handle  secured  to  the  shank  of  the  wrench  by  a  joint  or  pin,  and 
so  arranged  as  to  perform  the  I'unction  of  a  lever  and  act  upon  the  screw  collar  ana  sliding 
jaw,  so  as  to  cause  the  nut  to  be  firmly  grasped  between  the  jaws  as  the  wrench  is  turned. 

Claim. — ^The  collar  B,  having  a  longitudinal  play  or  mo\'ement  on  the  cylindrical  part  6,  of 
the  shank  A,  provided  with  the  screw  thread  c,  ana  fitted  in  the  nut  rf,  of  the  sliding  jaw  E, 
in  connexion  with  the  pivoted  handle  F,  arranged  in  relation  with  the*  collar  B,  to  operate  as 
and  for  the  piupose  set  forth. 

No.  31,827. — G.  C.  RoBmsoN,  of  Boston,  Mass. — Improvement  in  Apparatus  for  Drying 
Ai/«.— Antedated  October  8,  I860.— Patent  dated  March  26,  1861.— The  platen  having  a 
rotary  motion,  the  salt  which  is  deliixired  near  its  centre  is  gradually  propelled  to  the  periphery 
I  of  the  platen  by  means  of  teeth  or  scrapers  having  their  lower  edges  fitting  closely  down  to 
the  platen.  The  salt  is  thrown  off  by  a  scraper  at  the  point  of  discbarge.  A  supplementary 
pcraper  o^  leveller  is  employed  to  level  down  the  ridges  caused  by  tire  action  of  the  teeth, 
^ear  the  periphery  of  the  platen  is  a  circular  flange  revolving  in  a  packing  of  sand  placed  in 
a  circular  channel  in  the  upper  part  of  the  outside  casing  of  toe  heat  chamber,  to  prevent  the 
beat  and  smoke  from  escaping  aiound  the  revolving  platen. 

Claim. — First,  the  revolving  platen  «,  in  cembination  with  the  teeth  or  scrapers  j,  or  their 
equivalents,  constructed  and  arranged  substantially  as  described. 

Second,  the  discharging  scrapers  />,  for  the  purposes  set  forth. 

Third,  the  supplementary  scraper  or  leveller  r,  arranged  in  my  machine  subetantially  as 
described. 

Fourth,  packing  the  outer  periphery  of  the  revolving  platen  of  my  rotary  salt-dryer  with 
sand  or  other  incombustible  powder,  substantially  as  described  and  for  the  purposes  set  forth , 

No.  31,828. — Martin  Roe,  of  Townsend,  Ohio. — Improvement  in  Sugar  Afi^5.— Patent 
dated  March  26,  1861. — ^Tbe  ends  of  the  crushing  bar  are  placed  in  guides  so  that  the  bar  is 
made  to  work  in  front  of  the  rollers,  and  has  an  up  and  down  motion  given  to  it  by  means  of 
two  eccentrics  placed  below  it,  and  to  which  it  is  connected  by  means  of  straps.  The  cane 
is  fed  to  the  rolkrs  by  an  endless  apron,  the  parts  being  so  connected  as  to  have  a  simulta- 
neous motion. 

Claim. — ^I'he  crushing  bar  P,  operated  as  set  forth,  in  combination  with  the  apron  O  and 
PolleiB  H  K,  when  operating  conjointly  in  the  manner  and  for  the  purpose  described. 

No.  31,829. — ^N.  G.  Ross,  of  Cincinnati,  Ohio. — Improvement  in  Sewing  Machines. — 
Patent  dated  March  26,  ]861.-^This  invention  relates  to  machines  which  work  the  double 
loop  stitch.  The  looper  is  so  constructed  and  operated  aa  to  take  the  needle  thread  at  such  a 
distance  below  the  fabric  as  to  enable  it  to  enter  the  loop  in  its  most  opened  part,  and  to  spread 
its  own  loop  and  shed  it  so  near  the  fabric  as  to  insure  the  engagement  or  the  needle  in  the 
lower  loop,  with  a  comparatively  short  stroke  of  the  needle  and  slight  wear  of  thread. 

Claim, — ^I'he  obliquely-slotted  looper  J,  adapted  to  traverse  when  in  action,  a  fulcrum  c, 
its  lower  end  receiving  a  circular  motion  fram  a  crank  I,  and  its  upper  end  the  described  com- 
bined rocking  and  up  and  down  motion,  so  as  to  enter  the  upper  loop  at  its  widest  pcut  and 
to  shed  its  own  loop  near  the  cloth,  in  the  manner  and  for  the  objects  stated. 

No.  31,830.— J.  S.  Siiailer  and  G.  F.  Folsom,  of  Roxbury,  Masn.—Improrement  in 
Water  Metres, — Patent  dated  March  26,  1861. — ^This  invention  consists  of  a  cylmdncal  vessel 
divided  by  means  of  three  partitions  and  a  tube  into  three  chambers,  one  of  which  is  termed 
the  induction  chamber,  and  the  other  two  the  float  chambers,  in  which  are  placed  floats  of 
proper  shape  provided  with  a  stem  or  projection.  An  eduction  chamber,  formed  on  one  side 
of  tlie  central  tube,  has  one  or  more  entrance  ports  through  its  bottom  so  as  to  open  commu- 
nication with  the  chamber  of  a  valve  F.  Fiom  the  two  partitions  b  e  rise  two  standards 
which  support  a  rocker-shaft  from  which  projects  a  weighted  valve-tripper  having  an  auxibary 
tripper  below,  by  which  means  the  water  is  mode  to  enter  and  leave  alternately  the  two 
chambers. 

C/tfim.— The  described  arrangement  of  the  induction  chamber  B,  the  two  float  chambers 
C  C',  the  eduction  chamber  E,  the  chambered  valve  F  and  its  ports,  the  two  floats  D  D',  and 
tke  valve-tripping  apparatus,  the  whole  operating  together  in  manner  and  nnder  circumstances 
■ubitantially  as  sp€H:ified. 
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No.  31,831.— BiMARD  Snell,  of  Medina,  Ind.^Improvement  in  Stave  Machines.— VaUsot 
dated  March  26,  1861. — ^In  fcliifi  mac^e  two  circalar  saws  are  employed,  one  cutting  ai  rigbt 
angles  to  the  other,  tberobj  sawing  a  board  or  stave  from  the  log  of  the  proper  width  and 
thickness  at  one  and  the  same  operation.  Logs  or  sections  of  logs  of  varions  lengths  and 
diameters  are  secured  between  two  adjustable  centres  or  dogs,  which  hare  their  bearings  on 
the  head-blocks  of  the  carriage  and  are  so  constructed  and  arranged  that  a  log  may  be  rotated 
and  also  readily  adjusted  laterally  up  to  the  saws. 

Claim. — The  centring  dogs  h  A',  spur  wheel  P,  and  worm-shaft  J,  in  combination  with 
the  pivoted  arms  k  k  and  adjusting  roa  H,  the  same  being  arrangod  on  the  sliding  head-blocks 
G  G',  and  constructed  substantiaUy  as  set  forth,  for  the  purpose  described. 

No.  31,832. — Richard  Sous,  of  New  Brunswick,  N.  J. — Improvement  in  Machinery  for 
making  Elastic  Shirred  Goods, — Patent  dated  March  26,  1861. — ^This  invention  conmsts  in 
the  employment  of  a  roller  provided  with  circuml'erential  and  longitudinal  grooves,  in  con 
nexion  with  a  roller  having  a  yielding  surface  or  peripheiy,  whereby  India-rubber  cords  are 
placed  and  secured  longitudinally  between  two  layers  or  laminas  of  cloth,  and  (ho  latter 
crimped  or  corrugated  transversely,  the  whole  being  done  at  one  operation  instead  of  two,  as 
is  usual. 

Claim. — ^The  combination  of  the  circumferential  grooves  t  and  longitudinal  or  other  crimp- 
ing grooves  j  in  roller  B,  when  used  in  connexion  with  the  roDer  C,  to  operate  substantially 
as  and  for  the  purpose  set  forth. 

No.  31,83^.— John  Stevens  and  Francis  Stevens,  of  New  York,  N.  Y.— Improvement  in 
Hemmers  and  Folders. — Patent  dated  March  26,  1861. — This  invention  consists  in  the  com- 
bination of  feed  rollers  with  plaiters  or  slats  for  making  the  plaits,  so  that  the  cloth,  being 
drawn  forward  and  passing  through  the  plaiters,  is  caused  to  assume  the  form  proper  for 
plaits.  With  the  plaiters  is  combined  an  apparatus  for  turning  the  hem  on  the  inner  edge  of 
the  shirt  front,  which  is  constructed  in  two  parts,  each  being  twisted  or  turned  over  once ; 
the  lower  or  outside  piece  turning  the  cloth  over  once,  and  the  upper  or  inner  piece  or  g^dei, 
in  combination  with  the  motion  of  the  cloth,  turning  it  the  second  time.  A  spreader  is  com- 
bined with  the  hemmer  and  with  the  plaiters. 

Claim. — First,  the  combination  with  the  plaiters,  8,  9,  10,  and  11,  12,  and  13,  of  the  feed 
rollers,  18  and  22,  by  which  the  cloth  is  drawn  forward  and  plaited,  «a  set  forth. 

Second,  the  combination  with  the  plaiters,  8,  9,  10,  and  11,  12,  and  13,  of  a  hemmer,  1,  2, 
constructed  and  operating  substantially  as  sot  forth. 

Third,  the  combination  of  a  stretcuing,  smoothing,  or  straightening  edge,  6,  with  the 
hemmer,  1,  2,  as  set  forth. 

Fourth,  the  combination  of  a  stretching,  smoothing,  or  straightening  edge,  6,  with  the 
plaiters,  8,  9,  10,  and  11,  12,  and  13,  as  de:«eribed. 

Fifth,  the  construction,  arrangement,  and  o]H'ration  of  the  plaiters,  8,  9,  10,  and  11,  12. 
and  13,  as  set  forth. 

No.  3llte4.— H.  A.  Stone,  of  Battle  Creek,  WQh.—hnprtwement  in  Pressing  Cheese.^ 
Patent  dated  March  26, 1861. — ^This  invention  consists  of  a  perforated  cylinder  in  combination 
with  a  perforated  head  at  each  end,  for  the  purpose  of  freeing  the  whey  from  the  cheese  by 
the  weight  of  the  latter,  the  cheese  being  turned  over  with  the  cylinder  as  the  curd  forms  on 
the  lower  side. 

C/aim.— The  perforated  cylinder  A,  in  connexion  with  the  perforated  heads  B  B,  provided 
with  legs,  dddddf  operating  substantially  as  described  and  Tor  the  purpose  set  foilh. 

No.  31,835.— T.  F.  Tapt,  of  Worcester,  Mass.,  assiraoi  to  Himself  and  A.  P.  Brown, 
of  same  place,  and  William  M.  Page,  of  St.  Louis,  mo. — Improved  Shear  and  Punch, — 
Patent  dated  March  26,  1861. — I>om  one  side  of  the  base  of  a  frame  projects  a  curved  neck 
B,  which  supports  the  parts  F'  C  and  D,  all  being  cast  in  one  piece.  The  upright  part  is 
cored  out  so  as  to  receive  two  slides  provided  at  their  lower  ends,  respectively,  with  a  punch 
and  shear  which  have  a  reciprocating  movement  eiven  them  by  means  of  an  eccentric  on  a 
shaft  passing  through  the  upper  part  of  the  upright. 

Claim. — As  an  improved  article  of  manufactmB,  a  combined  shear  and  punch,  in  which  the 
parts  A  B  C  D  and  F'  are  all  cast  in  one  piece,  in  combination  with  coring  out  the  parts  C 
and  D,  substantially  as  described. 

No.  31,836.— Robert  Taylor,  of  New  York,  N.  Y.— Improvement  in  Canal  Lock  Gates. — 
Patent  dated  March  26,  1861. — ^The  circular  face  gate  is  attached  to  side  pieces  or  a  frame- 
work extending  from  an  iron  hub  that  plays  on  a  pin  or  axle  inserted  in  the  sides  of  the  lock 
at  a  point  that  would  be  the  centre  of  a  circle  formed  by  the  periphery  of  the  gate,  and  is 
combined  with  a  circular  breast  wall  ^at  forms  the  lower  pait  of  the  gate.  Ihe  gate  is 
raised  and  lowered  by  means  of  compensating  weights  connected  to  it  by  a  chain  operated  by 
proper  gearing.  The  gate  is  made  to  serve  as  a  wicket  by  having  the  lower  portion  of  iu 
tace  acrdss  its  entire  length,  in  one  piece  or  more,  cutr  off  and  hin^xl  to  the  upper  part  so 
that  it  will  pUiy  backward  and  forward.  The  wicket  leaf  is  kept  open  by  means  of  counter- 
poise weights,  and,  when  the  gate  is  let  down  an  inclined  plane  on  the  breast  wall,  acl  as  a 
guide  to  swing  ii  into  position  to  be  dosed. 


Digitized  by  CjOOQIC 


COMMISSIONER    OP   PATENTS.  253 

Cfaim,— First,  a  circular  face  gate  for  canal  locks,  the  face  of  wliich  is  smooth  and  attached 
to  side  pieces  or  arms  radiating  from  the  journals  or  axle  inserted  in  the  side  of  the  water  way 
or  sides  of  the  lock,  when  used  in  comhination  wjth  a  similarly  curved  breast  wall,  which 
forms  the  lower  part  of  the  gate,  substantially  as  described. 

Second,  in  combination  with  such  a  gate,  a  wicket  leaf,  hinged  or  hung  thereto,  and 
operating  in  the  manner  and  for  the  pm*pose  described  and  represented. 

No.  31^837. — L  P.  TiCE,  of  Baltimore,  Md. — Improved  Machine  for  Turning  Oval  Frames. — 
Patent  dated  March  26,  1861.— The  object  of  this  invention  is  to  admit  of  a  rotary  cutter 
or  a  stationary  chisel  being  used  to  cut  out  oval  frames  automatically,  or  without  the  usual 
manipulation  of  a  cutter  as  used  with  ordinary  oval  lathes,  the  position  of  the  work  being 
made  to  change  relativelv  with  the  cutter  head  or  chisel  by  means  of  a  vibratory  movement 

S'ven  to  the  bed,  through  the  medium  of  a  rod  and  pinion,  gearing  with  a  toothed  wheel  on 
e  lower  part  of  the  shaft  connected  with  the  bed  on  which  the  work  is  placed. 
Claim, — ^The  giving  of  the  bed  H  of  an  oval  lathe  a  vibratory  movement  simultaneously 
with  its  rotating  and  sliding  movements,  so  as  to  admit  of  a  rotary  cutter  or  a  stationary 
chisel,  having,  at  all  points  of  the  rotation  of  the  work  B,  a  position  at  right  angles  with  the 
face  thereof  substantially  as  described. 

No.  31,838.— A.  G.  Tompkins,  of  New  York,  N.  Y, ^Improved  Screw  Propeller,— Po.ient 
dated  March  26,  1861. — ^This  invention  will  be  understood  by  reference  to  the  engraving. 

Claim, — Constructing  the  propeller  with  a  flaring-edged  felloe  or  continuous  rim  a,  sup- 
ported upon  separate  spokes  or  arms  e,  that  radiate  £om  the  driving-shaft  6,  all  in  the  manner 
and  for  tne  purpose  shown  and  described. 

No.  31,839.— Mathew  Trimble,  of  Piinceton,  l\l,'~Jmprovemtut  in  Com'Shellers,— 
Patent  dated  March  26,  1861. — ^This  invention  consists  of  an  arrangement  of  devices  for 
feeding  the  ears  of  com  to  the  sheller.  Thd  bottom  of  the  hopper  is  formed  in  grooves  or 
troughs,  operating  in  connexion  with  spikes  and  coves  upon  the  cylinder;  the  spikes  to 
keep  the  ears  of  com  straight  in  the  troughs,  and  the  coves  acting  to  prevent  more  tnan  one 
ear  passing  through  the  trough  at  a  time. 

Claim. — The  arrangement  of  hopper  A,  in  combination  with  cylinder  B,  pulley  C,  troughs 
D  D,  standard  e,  spikes  g  g,  shaft  A,  coves  P  P,  bearers  jj,  boxes  d  d,  caps//,  substantially 
as  shown  and  described. 

No,  31,840.— Arthur  Wadsworth,  of  New  York,  N.  Y,— Improved  Method  of  Oper- 
ating the  Second  Hand  in  Stop- Watches, —Patent  dated  March  26,  1861. — An  intermediate 
wheel,  arranged  to  gear  into  wheels  placed  one  on  the  spindle  of  the  second  hand,  and  tho 
other  on  that  of  the  hour  hand,  is  secured  on  an  arbor  fast  to  a  slide,  which  is  operated  by  a 
lever  having  one  end  projecting  through  the  rim  of  the  watch-casing,  by  which  means  the 
intermediate  wheel  may  be  brought  into  gear  with  both  the  other  wheels,  or  only  in  connexion 
with  the  wheel  of  the  second  hand,  when  the  independent  second  hand  will  be  stopped. 

Claim, — ^The  manner  of  operating  the  intermediate  wheel  F  by  means  of  a  lever  t,  in  com- 
bination with  a  spring  J,  when  arranged  for  the  purpose  substantially  as  specified. 

No.  31.841.— ROSWELL  Wakeman,  of  Port  Deposit,  Ud,— Improvement  in  Presses,— 
Patent  dated  March  26M861. — The  top  of  tho  press  is  formed  of  double  trap-doors,  which  are 
opened  to  receive  the  article  to  be  pressed,  and  when  closed  are  firmly  secured  by  a  cross-bar 
placed  under  a  yoke  and  spring,  held  by  rods  to  which  the  pulleys  are  attached,  by  which,  in 
connexion  with  pulleys  attached  to  the  platform,  pressure  may  be  applied  above  and  below 
tbehay. 

Claim. — The  arrangement  of  the  double  top  doors,  being  secured  by  a  cross-bar  held  at 
the  ends  under  yokes  or  stinrups,  in  combination  with  springs,  sliding-rods,  pulleys,  and 
windlasses,  ojperatin^  on  both  ends  of  the  moving  phUform,  substantiauy  as  described  and 
lor  the  purposes  set  forth. 

No.  31,842.— P.  D.  Wesson,  of  Providence,  R.  I,— Improved  Steam-Trap. —PeAent  dated 
March  26,  1861. — ^The  valve-rod  is  placed  between  the  two  tubes,  and  being  exposed  to  the 
air  is  maintained  at  a  comparatively  even  temperature.  It  is  so  adjosted  by  means  of  screw- 
nuts  at  its  upper  end  as  to  hold  the  valve  open  when  the  trap  is  cool  and  the  tubes  are  con- 
tracted. The  water  of  condensation  will  then  escape  at  the  open  valve.  As  the  steam  again 
enters  the  pipe  the  expansion  of  the  tubes  will  cause  the  valve  seat  to  press  against  the  valve 
and  prevent  the  escape  of  steam. 

Cwim. — The  use  or  employment  of  the  tubes  A  B,  valve-rod  C,  and  valve  J,  when 
arranged  and  operating  substantially  as  described,  and  for  the  purpose  set  forth. 

No.  31,84a— Martha  Willis,  of  Rochester,  N.  Y,— Improvement  in  Obstetrical  Band- 
ages.— Patent  dated  March  26,  1861. — The  claim  and  engraving  will  explain  the  nature  and 
object  of  this  invention. 

Claim. — The  arrangement  of  the  open  hip-spaces  and  elastic  hip-bands  d  d  and  the  prime 
and  auxiliary  elastic  straps  h  h  and  j  j  for  obstetrical  bandages  and  supporters,  substantially 
in  the  manner  and  for  the  purposes  specified. 
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No.  31,844.— T.  H.  WiLLSON,  of  Harrisburg,  Fa.—JmpnmmesU  in  JB/otverf.— Fateai 
dated  March  26,  1861. — The  wings  of  tho  blower-wheel  are  cast  in  n  carved  form  and  hol- 
lowing, having  eidcs  which  converge  from  near  the  heel  where  they  commence  to  the  point 
of  the  wing,  and  npon  their  inner  ends  are  cast  heels,  which  form  a  hub  when  several  are 
fitted  together,  metallic  bands  being  shrunk  over  their  projecting  sides.  The  case  is  proWded 
with  an  opening  at  a  point  nearest  its  centre  for  tho  admission  of  air. 

Claim. — First,  the  employment  of  the  blower-wheel  as  constructed,  composed  of  a  sene» 
of  wings  or  arms  D,  cast  in  the  form  represented,  and  being  secured  together  by  means  of 
the  devices  described,  all  as  and  for  the  purpose  set  forth. 

Second,  in  combination  with  the  subject  of  the  first  claim  the  fan-case,  constmcted  in  the 
mannei}  and  shape  represented. 

No.  31,845.— Ross  Winans  and  Thomas  Winans,  of  Baltimore,  Md. — Improved  Steer- 
ing Apparatus  for  Navigable  Vessels. — Patent  dated  March  26,  18G1. — The  object  of  this 
invention  is  to  enable  vessels  whose  bottoms  have  a  spindle  form  to  be  steered  with  facility, 
and  without  causing  tho  material  rolllug  of  the  vessel  by  the  action  of  the  rudder.  Two 
rudders  are  placed  beneath  the  bottom  of  the  vest<el,  at  opposite  sides  of  its  longitudinal 
centre,  and  between  tho  centre  and  extreme  ends,  and  so  connected  that  the  turning  of  one 
rudder  in  one  direction  causes  tlie  simultaneous  tiuiiing  of  the  other  rudder  in  the  opposite 
direction. 

Claim, — The  combination  of  a  vessel  having  a  spindle-formed  bottom,  two  rudders  located 
below  the  bottom  thereof,  at  opposite  sides  of  the  longitudinal  centre,  and  mechanism  to  impart 
opposite  movements  to  the  rudders,  substantially  as  desciibcd. 

No.  31,846.— Ross  Winans  and  Thomas  Winans,  of  Baltimore,  ^^.^Jmprovtmtnt  in 
Stuffing-Boxes, — Patent  dated  ^iarch  26,  1861. — The  stuffing-box  consists  in  tho  combina- 
tion ot  a  series  of  radiating  sockets,  to  receive  the  packing  in  disconnected  paits,  with  • 
corresponding  series  of  independent  compressers,  by  whose  action  the  packing  in  each  socket 
can  be  set  up  with  the  reouisito  force  at  different  ports  as  may  be  required,  independently  of 
the  packing  of  tho  remminuer  of  the  sockets. 

Claim. — ^A  stuffing-box  consisting  of  a  combination  of  radiating  sockets  with  Independent 
compressers,  Bubstautially  as  described. 

No.  31,847. — Jesse  Young,  of  Franklin  Furnace,  O. — Improvement  in  the  Packing  of 
Pistons  for  Steam  Engines, — Patent  dated  March  26,  1861. — This  invention  consists  in 
placing  between  the  metallic  packing  and  the  outride  surface  of  tho  piston-head  long  spiral 
springpB,  their  length,  when  compressed  together,  being  the  circumference  of  the  cylinder,  and 
their  diameter  corresponding  to  tho  space  mtended  to  receive  them. 

Claim. — Tho  application  of  spiral  springs  for  holding  metallic  packing  against  the  furfaoe 
of  the  cylinder,  in  tho  manner  substantially  as  described. 

No.  31,848.— O.  C.  Evans,  of  Now  York,  N.  Y.,  assignor  to  Himself  and  L.  D.  Tows- 
LEY. — Improvement  in  Fastenings  of  Metallic  Bands  for  Cotton  Bales. — Patent  dated  March 
S6, 1861. — Near  oach  end  of  a  short  piece  of  hoop  or  baud  iron  is  punched  a  slot,  through  which 
the  hoop  iron  may  be  passed.  Just  behind  each  slot  are  raised  one  or  more  angular  tongues, 
which  are  bent  over  the  ends  of  the  hoop  to  hold  them  in  the  slots.    * 

Claim. — The  combination  of  the  slots  s  9,  in  the  plate  A,  with  the  angular  tonguee  1 1 1 1, 
more  or  less  as  described  and  for  the  purposes  set  forth. 

No.  31,849.— A.  H.  Knapp.  of  Newton  Centre,  Mass.,  aswignor  to  Himself  and  O.  W. 
TiSDALE,  of  Walpole,  Mass. — Improvement  in  Scisson, — Patent  dated  March  26,  1861. -^ 
To  the  lower  blade,  at  tho  ordinary  place  of  junction,  is  secured  a  pivot  which  passes  through 
a  slot  in  the  upper  blade,  and  made  parallel  with  the  cutting  edge  thereof.  Upon  the  upper 
blade  is  secured  a  projectine  plate  having  a  curved  slot,  which  slides  over  a  stud  attached  to 
tho  shank  of  the  lower  bla&,  by  which  moans  a  drawing  cut  of  one  blade  on  tho  other  is 
pioduced  in  such  a  manner  that  it  may  be  uniform  or  irregular,  as  may  be  desired.  Over 
each  part  of  the  pivot  and  pin  that  moves  in  the  slots  are  placed  anti-friction  sleeves,  to  pre- 
vent wear  of  the  parts  and  to  diminish  friction. 

Claim. — The  combination  of  the  guide  slot  C  and  pivot  D  with  the  curved  slot  F  and  pin 
O,  for  producing  any  regular  or  irregular  drawing  cut  desired,  substantially  in  the  manner 
and  for  the  purposes  specified. 

Also,  tho  bush  sleeves  //,  applied  to  and  in  combination  with  the  screw  pivot  D,  pin  O 
and  the  slots  C  F,  substantially  as  and  for  the  purposes  set  forth. 

No.  31.850.— W.  A.  N.  Long,  of  Fisherrille,  N.  H.,  assignor  to  J.  B.  BLAND.^/mproved 
Bed  Foundation. — Patent  dated  March  26,  1861. — ^To  the  lower  side  of  two  transverse  ban 
vf  \hti  bedstead  is  fastened  a  series  of  springs  closed  at  the  lower  part  in  a  conical  form,  into 
which  are  fitted  conical  or  conoidal  blocks  of  wood,  each  provided  with  a  rod  projecting 
upwards  and  passing  loosely  through  the  cross-bars,  and  terminating  in  an  eye  for  reoahring 
a  longitudinal^  placed  slat. 
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Claim, — Tho  described  bed  foundation  made  of  the  basket  springs,  slat  supporters,  and  conical 
bearers,  constructed,  arranged,  and  combined  together  and  with  the  eross-rails  and  slats  of  a 
bedstead,  substantially  in  the  manner  specified. 

No.  31,851.— J.  W.  Nye,  of  Fairfield,  Vt.,  assignor  to  Himself  and  G.  W.  Ball,  of  St. 
Albans,  Vt. — Improvement  in  Dumping  Wagons. — Patent  dated  March  26,  1861. — Between 
the  two  side-frames  of  the  wagon,  but  disconnected  with  them,  is  fastened  a  series  of  divisional 
partitions,  each  one  of  which  is  elevated  upon  trap-boards  or  bottom  platforms,  which  are 
hinged  to  cross-bars  and  arranged  in  such  a  manner  that  the  contents  of  one  or  more  of  the 
Apai-tments  may  be  discharged,  as  required. 

Claim, — ^The  improved  dumping  wagon,  as  constructed  with  the  divisional  partitions  G  Gl 
G2  G3,  arranged  and  combined  so  as  to  operate  as  described,  with  hinged  bottoms  or  plat- 
forms H  HI  H'-^  H3  applied  to  the  wagon  body  A,  and  disposed  therein  and  with  respect  to 
one  another,  substantially  as  specified. 

No.  31,85*2,— S.  J.  Olmstead,  of  Binghamton,  N.  Y.,  assignor  to  JohnElus,  of  Detroit, 
Mich. — Improv^  GaU  Hinge. — Patent  oated  March  26,  1861. — To  the  top  of  the  rear  post  is 
secured  an  arm,  to  which  is  attached  a  pinion  that  works  in  a  rack  formed  with  an  oval-sbapod 
rim  on  the  outride,  and  connected  by  a  bracket  to  the  post.  The  lower  part  of  the  gate  turns 
npon  a  single  point,  so  that,  when  opened,  the  gate  is  thrown  off  its  balance  and  closed  by 
its  own  weight,  through  the  action  of  the  rack  and  pinion. 

Claim. — The  special  anangement  of  the  rack  P,  the  pinion  N  and  adjustable  arm  F,  in 
combination  with  a  gate,  in  the  manner  and  for  the  purpose  substantially  as  set  forth. 

No.  31,853.— Edward  Roberts,  of  Philadelphia,  Pa.,  assignor  to  Code,  Hopper  Sl 
ORATZ.—lmprored  Time  Ic/Z-To/e. —Patent  dated  March  26,  lb6K— Secured  to  the  spindle 
of  the  hour-hand  of  a  clock  is  a  removable  disk  or  plate  of  paste*board  or  other  similar  mate- 
rial, upon  which  are  marks  representing  the  hours.  The  door  or  lid  of  the  clock  is  provided 
with  a  slot,  so  that  the  watchman  can,  by  inserting  the  point  of  a  pencil,  make  a  radial  mark 
on  the  disk  within  the  graduated  edge  of  the  same,  by  which  means  it  can  be  determined  in 
the  morning  by  the  proper  officer  who  keeps  the  key  of  the  clock,  whether  the  watchman  has 
made  the  proper  mark  at  the  proper  time  during  the  night.  When  it  is  found  inconvenient 
to  apply  a  new  disk  every  day,  use  is  made  of  a  vertical  lever  hun^  to  the  door,  and  furnished 
with  a  spring  and  a  pin  for  making  rows  of  indentations  on  the  disk,  for  the  different  days  of 
the  week. 

Claim. — First,  the  detachable  graduated  disk  F,  applied  to  the  works  of  the  clock,  sub- 
stantially as  set  forth,  in  combination  with  the  lid  B,  its  openings  b  and  a,  and  the  pointer  z, 
or  its  equivalent,  when  the  said  openings  and  pointer  are  arranged  in  respect  to  each  other  and 
to  the  disk  as  and  for  the  purpose  described.  ^ 

Second,  the  spring  lever  I,  with  its  adjustable  pin  K,  in  combination  with  the  adjustable 
graduated  disk  and  the  lid  B,  and  its  openings  b  and  a. 

No.  31,854.— D.  H.  Thayer,  of  Lansing,  N.  Y.,  assignor  to  Himself  and  S.  A.  Baker.— 
Improvement  in  the  Cutting  Apparatus  oj  Harvesters. — Patent  dated  March  2o,  1861. — ^As 
the  sickle  is  operated  back  and  iorth  on  the  fingers,  all  substances  that  may  be  drawn  tmdei^ 
neath  the  teeth  will  pass  down  through  the  recesses  and  out  underneath  the  cutter-bar,  and 
a  free  escape  being  thus  allowed  for  said  substances,  the  sickle  is  effectually  prevented  from 
choking  or  clogging,  and  also  from  gumming  up. 

Claim, — The  arrangement  of  the  cutters  e  and  cutter-bar  C,  with  the  supporting  projections 
/,  knife-edged  backward-opening  recesses^,  space  between  projections  and  fingers  and  finger- 
bar  A,  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  31,855.— GoDFRiED  Weiland,  of  Buffalo,  ^.  Y.,  assignor  to  Himself  and  Francis 
Fisher. — Improved  Straw-Carrier  for  Threshing  Machines. — Patent  dated  March  26,  1861. — 
Within  the  carrying  apron  is  arranged  a  bent  lever  resting  in  a  shoe  supported  on  a  cross- 
piece.  Under  one  end  of  the  lever  is  a  spring  which  tends  to  hold  it  up  against  the  apron. 
The  other  end  of  the  lever  is  operated  by  a  double-acting  cam  on  the  driving  shaft,  by  which 
means  the  apron  receives  a  succession  of  blows  which  shakes  the  straw  and  separates  the 
grain. 

Claim. — ^The  arrangement  of  the  lever  F  and  spring  J  within  the  carrying  apron,  in  con- 
nexion with  the  cam  M,  for  operating  the  same,  for  the  purposes  and  substantially  as  described. 

No.  31,856.— J,  B.  Wilson,  assignor  to  J.  F.  Bodine,  of  Williamstown,  N.  J. ^Improve- 
ment in  Stoppers  for  Sealing  Cans  and  Jars, — Patent  dated  March  26,  1861. — ^This  stopper 
consists  of  an  elastic  ring  ckunped  between  two  disks,  and  expanded  by  metallic  segments 
within  it,  which  are  forced  outward  by  the  conical  neck  of  the  clamping  screw. 

Claim. — ^The  combination  of  the  two  clamping  disks  A  B,  expanding  segments  D,  and 
elastic  ring  £,  conatmcted,  arranged,  and  operating  together  in  the  manner  and  for  tho 
purpose  set  forth. 
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No.  31,857.— James  IliooiNS  and  T.  S.  Whitworth,  of  Salford,  EngUnd.— /mprovcaM 
in  Spinning  jrocAinef.— Patented  hi  England  October  13,  1860.— Patent  dated  March  26, 
1861. — ^This  invention  relates  to  a  meth^  of  moanting  and  supporting  the  spindles  of  tha 
slubbing  and  roving  frames,  for  the  purpose  of  securing  a  greater  degree  of  steadiness,  so  am 
to  enable  the  spindles  to  bo  run  at  a  higner  speed  than  usual. 

Claim, — First,  giving  support  to  a  stationary  tube  or  **  bolster**  through  which  the  spindle 
passes,  by  a  sliding  bearing  attached  to  the  copping  rail 

Second,  so  arranging  the  spindles  and  their  tubes  or  bolsters  that  they  may  oscillate  sepa- 
rately upon  joints  or  other  apparatus,  for  the  purpose  of  adjusting  tlieniselve^  to  a  sliding 
bearing. 

ThiM,  connecting  the  spindle  to  the  pinion  by  which  it  is  driven  so  that  it  may  be  with- 
drawn therefrom  without  disturbing  top  bearings  or  other  parts  requiring  readjustment. 

No.  31,85a— Luther  Atwood,  of  New  York,  N.  Y,— Improvement  in  the  Mannfactwn  of 
Hydro  carbon  Oils. — Patent  dated  March  26,  1861. — ^This  invention  relates  to  the  condensa- 
tion of  the  liquid  products  ot  substances  distilled  in  the  manul'acture  of  hydrocarbon  oils* 
and  it  consists  in  subjecting  those  vapors  to  the  direct  action  of  ice,  or  mhEed  ice  and  salt 
placed  in  anpr  suitable  vessel  connected  with  the  condensing  apparatus,  and  so  arranged  that 
the  vapors,  in  passing  through  it  from  the  condensing  apparatus,  come  directly  in  contact 
with  ice,  or  ice  and  salt.  The  vapors  and  gases  are  passed  through  the  ice-chamber,  in  a 
descending  current,  in  contradistinction  to  an  ascending  current,  for  the  purpose  of  more 
thoroughly  distributing  them. 

Claim, — ^I'he  direct  application  of  ice  or  ice  and  salt  to  the  condensation  of  hydrocarbon 
oU  vapors,  substantially  as  described,  and  substantially  for  the  purpose  set  forth. 

Also,  bringing  the  vapors  by  a  descending  current  in  contact  with  the  surface  of  the  ioe  or 
ice  and  salt,  suratautially  as  described. 

mo,  31,859.— G.  W.  Blake,  assignor  to  Himself  and  L.  W.  Blake,  of  East  PeppereD, 
yLaa»,— Improved  Belt  Fastening. --VvXeixi  dated  March  26, 1861.— In  the  ends  of  the  beltinflr 
and  in  a  direction  with  its  length.are  cut  short  slits,  through  which  are  passed  studs  formed 
with  flat  segmental  heads  upon  each  end ;  the  studs  are  passed  through  the  slits  sidewise  and 
turned,  so  as  to  lie  flat  on  the  outside  of  the  belting. 

Claim, — ^The  employment  of  the  double-headed  studs  a  a,  in  combination  with  the  belt 
Qnds,  in  the  monnAr  and  for  the  purposes  shown  and  described. 

No.  31,860.— Joseph  H.  Atwater,  of  Providence,  R.  L—hnprovement  in  Portable 
Copying  Presaee, — ^Patent  dated  Apnl  2,  1861.— To  a  cylinder  of  sheet  metal  is  attached  a 
pieco  ot  cloth  or  paper  of  proper  size  and  thickness  to  form  an  enveloping  apron  or  cover  for 
the  book  when  wound  around  the  cylinder.  The  book  is  made  with  a  wedge-shaped  back  so 
as  to  wind  gradually  and  smoothly  around  the  cylinder  by  taking  a  number  of  sheets  of  thie 
copying  paper,  and  applying  a  cover  of  the  thickness  of  common  writing  paper. 

Claim. — ^A  book  with  a  wedge-shaped  back,  substantially  as  described  for  the  purpose 
^ecified. 

And  in  combination  with  a  book,  having  a  wedge-shaped  back,  a  cylinder  or  roller  pre- 
Tided  with  an  apron  to  envelop  the  book,  substantially  as  specified. 

Also,  interspersing  leaves  of  thicker  paper  between  portions  of  the  copying  paper  in  the 
copying  book,  substantially  as  described,  so  as  to  make  the  book  more  firm,  and  to  prevent 
the  leaves  from  being  wrinlded. 

No.  31,861.— Francts  Brown  Blanch ard,  of  Brooklyn,  N.  Y,^Improtement  in  Steam 
Boilers, — ^Patent  dated  April  2,  1861. — The  chimney  is  provided  with  a  valvo  which,  when 
dosed,  prevents  the  highly  heated  gaseous  products  of  combustion  from  passing  out  into  the 
air,  and  they  are,  therefore,  forced  through  a  tube  to  the  steam-heating  box.  This  box  is 
constructed  as  a  cylinder  with  two  hollow  heads,  said  heads  being  connei'ted  by  tubes.  The 
steam  is  admitted  from  the  l>oiler  between  the  heads  and  circulates  around  the  tubes,  passing 
out  after  having  been  heated  bv  a  tube  to  the  engine.  The  heated  gases  pass  from  the  steam- 
beater  into  the  water-heater,  which  is  constructed  similarly  to  the  steam-heater,  and  all  its 
available  heat  is  expended  in  heating  the  water.  Air  is  introduced  into  the  furnace  by  blast 
tubes.  By  this  means,  in  connexion  with  the  eloi^ed  chimney,  the  amount  of  fuel  consumed 
and  amount  of  steam  eenerated  can  be  proportionally  regulated,  while  the  surfaces  of  the 
steam- heater  and  water-heater  can  be  properly  proportioned  so  as  to  take  up  all  the  heat  from 
the  gaseous  products  of  the  combustion,  and  thus  produce  steam  of  any  desired  constant 
pressure  and  temperature. 

€7etm.— The  combination,  in  the  manner  substantially  as  shown  and  described,  of  the  water- 
heater  and  steam-heater  with  each  other,  and  with  the  boiler,  air-pump,  and  chimney,  all  as 
set  forth. 

No.  31,862.— John  O.  Blythe,  of  GermantoNvn,  VeL.— Improved  Door  Springs,4-P^eni 
dated  April  2, 1861. — The  arm  b  is  bent  at  one  end,  which  works  in  a  slot  upon  the  upper  edge 
of  the  door,  the  other  end  is  provided  with  a  cam-like  projection  which  bears  against  a  spring 
in  the  back  part  of  the  slotted  frame  a  a  in  the  door  mune.    When  the  door  is  opened  it  has 
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A  tendency  to  close,  owing  to  the  action  of  the  spring  against  the  cam-head;  bnt  when  it  passes 
tiie  centre  the  spring  acts  to  hold  the  door  open. 

Claim. — ^The  peculiar  construction  of  the  arm  6,  as  seen  in  Fig.  1,  No.  1,  at  the  point 
marked  g,  in  combination  with  other  parts  of  the  machine  to  effect  the  purposes  set  fortn,  as 
stated. 

No.  31,863.— R.  BCEKLEN  and  W.  STiEHLEN,  of  Brooklyn,  N.  Y. — Improffement  in 
Smoking  Tubes, — Patent  dated  April  2,  1861. — One  end  of  the  tube  is  tapered  to  receive  an 
ordinary  mouth-piece ;  the  other  end  of  the  tube  is  narrowed,  and  is  provided  with  a  flange 
extending  towards  the  centre  of  the  tube,  leaving  a  round  opening.  In  this  opening  is 
inserted  a  short  tube  in  which  the  cigar  or  pipe  is  inserted,  and  which  has  at  its  outer  end  a 
flange  which  bears  against  the  flange  on  the  large  tube,  and  thus  acta  as  a  valve,  the  small 
tube  playing  freely.  In  smoking  tubes  for  pipes  a  valve  composed  of  a  thin  spring  working 
ever  an  opening  in  the  periphery  of  the  larger  tube  is  preferred. 

Claim, — First,  a  smoking  tube  provided  with  a  valve  or  valves,  operating  substantially  as 
and  for  the  purpose  set  forth. 

Second,  the  smoking  tube  formed  with  an  enlarged  interior  chamber  A,  as  shown  and 
described,  in  combination  with  a  valve  C,  for  the  pm-pose  set  forth. 

No.  31,864. — ^Amos  H.  Boyd,  of  Rockville,  Mass. — Improvement  in  Sewing  Machines, — 
Patent  dated  April  2, 1861. — ^The  bent  arms  H  H  are  pivoted  to  the  frt)nt  part  of  the  machine, 
and  are  provided  at  one  end  with*rollers  which  work  in  the  grooves  in  the  cam  wheel,  so  that 
the  points  of  the  arms  are  caused  to  cross  from  one  side  of  the  needle  to  the  other  when  the 
wheel  revolves.  Threads  pass  from  the  spools  through  holes  in  the  extremities  of  the  arms. 
The  bar  K  has  upon  it  the  long  ratchet  tooth  a  which  gears  into  the  teeth  of  a  cog  wheel  on 
the  axle  of  a  cam  wheel  G,  and  thus  the  motion  of  the  bar  K  causes  the  revolution  of  the 
cmm  wheel. 

Claim, — First,  the  employment  of  the  cam  wheel  G,  the  eye-pointed  crossing  arms  H  H,  a 
foot-piece  N,  and  a  needle,  arranged  and  operating  in  the  manner  set  forth,  for  the  purpose  of 
making  the  embroidery  stitch  represented. 

Second,  the  employment  of  the  bar  K,  the  ratchet  wheel  D,  the  cam  wheel  G,  and  the  arms 
H  H,  arranged  in  the  manner  represented,  whereby  the  arms  are  made  to  cross  under  the  foot- 
piece  as  often  as  it  rises,  substantially  as  set  forth. 

No.  31,865.— John  Brainerd,  of  Cleveland,  O.,  Edward  F.  Olds,  of  Lyons,  Mich.', 
and  Alonzo  W.  Olds,  of  Green  Oak,  Mich. — Improvement  in  Harrow  Frames, — Patent 
dated  April  2, 1861. — ^The  arms  of  the  harrow  frame  are  attached  between  the  plates  B  and  6, 
near  their  circumference,  by  bolts,  in  such  a  manner  that  any  aim  can  be  removed  without 
distnrbmg  the  other.  The  arms  giadually  diminish  in  size  from  the  point  that  they  pass 
between  the  plates.  The  projection  J  is  frimished  with  a  slot  and  pin  for  the  purpose  of  con- 
necting two  harrows  to  be  dmwn  b^  one  team.  The  box  H  surrounding  the  pipe  or  socket 
is  forue  purpose  of  containing  a  weight,  so  as  to  force  the  teeth  of  the  harrow  into  the  soil. 

Claim. — ^The  radial  arms  A,  secured  between  the  plates  B  and  C,  by  the  bolts  AS  in  com- 
bination with  a  central  pin  or  standard  D,  socket  or  pipe  £,  projection  J,  box  H,  and  draw- 
bar F,  the  several  parts  being  constructed  and  ananged  substantially  as  and  for  the  purpose 
fet  forth. 

No.  31,866.— James  H.  Breckenridoe,  of  Meriden,  Corm.—Improved  Caps  for  Oil 
Cans, — Patent  dated  April  2,  1861. — The  object  of  this  invention  is  to  form  a  groove  on  the 
inner  side  of  the  cap  to  fit  upon  lugs  on  the  mojith  of  the  can. 

Claim. — As  an  improved  article  of  manufacture,  a  sheet  metal  can  cap,  having  a  portion  of 
its  exterior  surface  raised  and  formed  into  a  groove  of  the  form  shown  and  described,  for  the 
purposes  set  forth. 

No.  31,867. — J.  E.  Briggs,  of  Watertown,  N.  Y. — Improvement  in  BraJcesfor  Carriages, — 
Patent  dated  April  2,  1861. — ^A  transverse  bolt  passes  through  the  rear  end  of  the  draught-bar 
and  parallel  pieces  secured  on  each  side,  and  works  in  longitudinal  slots  on  the  hounds  C  C. 
The  levers  H  H  pass  through  the  brake-bar  and  project  above  and  below ;  the  lower  ends  are 
connected  by  a  transverse  bar  which  bears  against  the  stop-bar  L.  When  the  vehicle  is 
descending  a  grade  the  wheels  slide  forward  against  the  brakes  on  each  end  of  the  brake-bar, 
while  the  bar  J  is  forced  against  the  piece  L,  thus  raising  the  brake-bar  and  pressing  the 
bndces  against  the  wheels.  The  rod  b  receives  the  cross-bar  on  the  inclined  portion  ot  the 
rod  when  the  vehicle  is  backed,  and  when  the  wagon  is  drawn  forward  again  by  the  horses 
the  bar  falls  behind  the  prpendicular  portion  of  the  rod  L,  in  a  position  to  apply  the  brakes 
when  the  vehicle  again  descends  a  grade. 

Claim. — ^The  combination  with  a  draught-pole  E,  which  is  allowed  to  have  an  endwise 
movement  between  the  hounds  C  C,  of  the  brake-bar  G,  levers  H  H,  rods  K  K,  transverse 
bar  J,  iMUd  the  stop-rod  L,  all  arranged  and  operating  substantially  as  and  for  the  purposes 
aet  forth. 
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No.  31,868.— Ezra  Buss,  pf  Yellow  Springs,  O.—Improved  Clothes-Drffer.—V&teni  dated 
April  2,  18(51.— The  arms  are  each  provided  with  a  pivot  eye  to  ptws  over  the  spindle,  upon 
which  is  a  screw  nnt  which  bears  against  the  head  of  the  uppermost  arm  so  as  to  tighten  the 
arms  and  prevent  their  independent  rotation. 

Claim, — 1  he  arrangement  of  the  arn^s  C  C,  upon  a  spindle  B,  which  turns  freely  in  a 
suitable  support  A,  in  combination  with  a  tightening  and  loosening  screw  J,  or  its  equivalent, 
for  placing  and  securing  the  arms  in  any  deuired  relative  position,  independently  of  the  movo 
ment  of  the  spindle  in  the  support,  substantially  as  and  for  the  purpose  specified. 

No.  31,869.— A.  Christian,  of  New  York,  N.  Y.— Improved  Rocking  Horse.— Pateni 
dated  April  2,  1801. — The  platform  is  tapered  at  its  upper  end  to  admit  of  passing  between 
the  forelegs  of  the  horse,  it  beine  there  secured  to  the  body.  The  hind  le^  am  attached  to 
the  lower  end  of  the  platform,  which  rests  upon  a  scrolNspring,  the  inner  ends  of  which  are 
attached  to  the  axle.  On  one  end  of  the  axle  is  the  slotted  plate,  which  is  retained  in  any  de- 
sired position  by  bolts  operated  by  thumb-nuts.  By  loosening  the  bolts  the  platform  can  be 
adjusted  ut  any  angle,  the  pawl  gearing  with  the  mtchet  wheel  on  the  other  end  of  the  axle, 
retaining  it  until  the  plate  is  secured. 

Claim. — The  platform  A,  ratchet  wheel  E,  with  its  pawl  c,  and  the  slotted  plate  F,  when 
the  same  shall  be  used  in  combination  in  the  manner  and  for  the  purpose  set  forth  and 
specified. 

'  No.  31,870.— John  T.  Clego,  of  Philadelphia,  Pa.,  •assignor  to  Himself  and  Henrt 
Coulter,  of  same  ^^loce.^ Improvement  in  Lamps. — Patent  dated  April  2,  1861. — This  in- 
Tention  will  be  understood  on  reference  to  (he  claim  and  engraving. 

Claim. — First,  an  open  cap,  so  constructed  that  one  side  will  impmrre  upon  the  flame,  while 
upon  the  opposite  side  a  space  is  left  between  the  wick  tube  of  the  lamp  and  the  side  of  the 
cap,  for  the  purpose  of  creating  a  draught,  and  thus  supplying  the  requisite  quantity  of  oxygen 
to  the  flame  at  the  point  of  combustion,  substantially  as  set  forth. 

Second,  the  combination  of  a  sliding  regulating  tube  (with  or  without  flues)  with  an  open 
cap,  substantially  in  the  manner  and  for  the  purpose  specified. 

No.  31,871.— Humphrey  E.  Copeley,  of  AVaterbury,  Conn. — Improvement  in  Photo- 
graphic Medals. — Patent  dated  April  2,  1861. — The  claim  and  engraving  explain  the  nature 
9f  tnls  invention. 

Claim. — A  solid  metallic  ornamented  plate  or  frame  produced  by  dies  with  one  or  more 
cavities  upon  either  face  of  said  plate  or  frame,  and  witn  a  raised  rim  surrounding  each  of 
said  cavities,  but  this  only  when  said  cavities  are  filled  with  pictures,  substantially 
as  described. 

Also,  securingapicturetothefaceof  a  medal,  metallic  button,  orother  similar  article,  by  means 
of  a  projecting  rim  formed  upon  the  surt'ace  of  said  article  by  means  of  dies,  which  rim  sur- 
rounds the  picture  and  is  pressed  down  upon  the  edge  thereof,  substantially  as  described. 

No.  31,872.— B.  F.*  Crandall  and  J.  A.  Conover,  of  New  York,  N.  Y.— Improvement 
in  Children's  Carriages. — Patent  dated  April  2,  18GJ. — ^The  object  of  this  invention  is  to 
fx>mbine  by  a  simple  arrangement  three  different  vehicles,  for  children's  use,  in  one,  so  that 
any  one  of  them  may  be  used  according  to  the  ago  of  the  child,  and  answers  equally  well 
as  if  made  separately.  The  invention  consists  in  applying  to  a  frame,  which  is  mounted  on 
three  wheels,  a  suspended  platform,  rear  handles,  ana  a  suitable  body  or  seat,  provided,  when 
necessary,  with  levers  and  connecting  rods. 

Claim. — First,  the  frame  A,  mounted  on  the  wheels  B  B  C,  as  shown,  with  the  suspended 
platform  0,  seat  or  body  F,  and  rear  or  back  handles  H  attached,  all  being  arranged  and 
lued  in  connexion  with  pole  I  or  strap  E,  substantially  as  and  for  the  purpose  set  forth. 

Second,  in  combination  with  the  frame  A,  platform  G,  and  seat  or  body  F,  the  hand-levers 
J  J,  connecting  rods  K  K,  and  foot-lever  D,  applied  to  the  caster  wheel  C,  as  and  for  the  purpose 
set  forth. 

Third,  the  bending  of  the  front  ends  b  of  the  connecting  rods  K  E,  as  described,  to  admit 
of  the  wheels  B  B  and  hand-levers  J  J  working  in. 

Fourth,  extending  the  shaft  above  the  traverse  bar  b  of  the  frame,  and  having  any  suitable 
figure  or  index  D  connected  therewith,  above  the  traverse  bar,  with  strap  £  connected  to  the 
index,  substantially  as  and  for  the  purpose  set  forth. 

No.  31,873.— Jambs  A.  Cramer,  of  Brooklyn,  N.  Y. — Improvement  in  Boxes  for  Car* 
riage  Htdis. — Patent  dated  April  2,  1861. — ^This  invention  consists  in  the  method  of  securing 
the  box  in  the  axle,  which  is  accomplished  by  the  use  of  a  conical  or  wedge-shaped  nut  on 
the  end  of  the  box,  which,  when  screwed  up,  operates  both  to  wedge  and  damp  the  box' on 
the  hub. 

Claim. — The  conical  or  wedge-shaped  nut  B.  Figs.  1  and  2,  on  the  end  of  the  box  A,  for 
the  double  purpose  of  wedging  and  clamping  tne  hub  on  the  said  box,  substantially  in  the 
Biauner  and  for  the  purpose  described. 
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No.  31,874. — ^Benjamin  Crawford,  of  Pittsburg,  Pa. — Improved  Arrangement  of  Feed- 
Water  Heating  Pipes  of  Steam  Engines. — Patent  dated  Apnl  2,  18G1. — ^TLe  feed  water  in 
passing  through  the  zigzag  pipes  is  heated  to  a  high  degree  by  the  waste  heat  escaping  from 
the  boilers  through  the  flues,  alter  which  it  receives  still  additional  heat  from  the  furmace  be- 
low in  passing  through  the  induction  pipes  to  the  rear  end  of  the  boiler,  so  that  the  tempera- 
ture of  the  feed  water,  by  the  time  it  enters  the  boilers.,  may  be  raised  as  high,  or  nearly  so, 
as  that  contained  within  the  boilers,  thus  causing  a  saving  of  tiiel  and  rendeiing  the  boilers 
free  from  contraction  by  being  supplied  with  water  at  a  low  temperature. 

Claim. — ^The  arrangement  in  the  flues  J  J  of  a  boiler  of  the  transverse  pipes  or  chambers 
D  D,  and  series  of  zigzag  pipes  E  E,  in  combination  with  supply  pipes  ABC,  which  are 
arranged  to  run  from  the  doctor  or  pump  along  the  top  of  the  boilers,  and  the  induction  |)ipes 
1 1,  which  are  arranged  along  and  to  run  IVora  the  flues  J  J  under  the  arch  or  tile  of  the 
furnace  to  the  interior  of  the  boiler,  substantially  as  set  forth. 

No.  31,875.— Jonah  Crites,  ofOrrville,  O.—ZmprotJcmenf  tn //orsc-/?a&e5.— Patent  dated 
April  2,  18(51. — Beneath  the  frame  and  secured  in  proper  bearings  is  the  shaft  F,  which  has 
at  each  end  a  crank,  on  which  is  placed  the  grooved  pullevs  G  G.  An  arm  extends  up  from 
the  shaft  and  is  connected  by  a  bar  with  the  lever  e,  so  that  b^  pressing  down  the  lever  the 
shaft  is  partially  turned  and  the  pulleys  brought  in  contact  with  the  drams  H,  and  thus  by 
bands  and  pulleys  upon  the  rake-shai\  it  is  rotated  and  the  hay  discharged  ;  at  the  same  time 
the  lever  a,  which,  by  catching  in  a  recess  in  the  wheel  I  on  the  rake-shaft,  retains  the  rake 
stationary,  is  freed,  it  being  coilnected  by  a  bar  io  the  arm  L. 

Claim. — The  anangement  of  the  crank-axle  F  provided  with  the  grooved  pulleys  G  G,  and 
with  the  arm  L,  the  drums  11  H,  upon  the  drivem,  the  bands  a  /i,  the  levers  d  and  e,  the  con- 
necting bars  J  and  K,  with  the  rake-shaft  E,  provided  with  wheel  I,  the  several  paits  being 
arranged  and  constructed  so  as  to  operate  jointly  for  the  pui-pose  specifled. 

No.  31,876.— Thomas  B.  De  Forest,  of  Birmingham,  Conn.— Improvement  in  Skirts.— 
Patent  dated  April  2,  1861. — The  claim  and  engraving  explain  the  nature  of  this  invention. 

Claim. — First,  forming  an  open  space  or  open  spaces,  to  accommodate  the  feet  in  walking, 
substantially  as  set  forth. 

Second,  making  the  skirt  to  open  in  front  or  behind,  wholly  or  partially,  by  continuing  the 
bottom  hoop  up  to  the  waist-band  or  other  desued  point,  and  connecting  thereto  the  ends  of 
the  other  hoops,  as  described. 

Third,  making  the  lower  portion  of  the  skirt  detachable  or  removable  from  the  rest  at  or 
near  the  termination  of  the  open  space,  substantially  as  and  for  the  pm-poses  described. 

Fourth,  forming  the  lower  hoop  or  hoops  into  a  spring,  by  bending  up,  to  operate  as  and 
for  the  purpose  described. 

No.  31,877. — Samuel  S.  Dice,  of  Stark  cotmty,  O. — Improvement  in  Cross-cut  Sawing 
Machines. — Patent  dated  April  2,  1861. — The  end  of  the  saw  is  provided  with  a  roller  to  pVe- 
Tent  the  saw  from  striking  the  ground  when  it  has  passed  through  the  log. 

Claim. — ^The  pulley  at  end  of  saw,  in  combination  with  the  saw  in  cross-cut  sawing 
machines. 

No.  31,878. — A.  H.  Downer,  of  New  York,  N.  Y. — Improvement  in  Hemmer  and  Finger- 
Shield  for  Iland-Scwing. — Patent  dated  April  2,  1861. — This  device  is  designed  to  be  used  in 
hand-sewing.  The  hemmer  is  attached  to  the  shield  in  such  a  manner  that  it  can  be  changed 
and  a  variety  of  sizes  of  snails  are  furnished  to  form  different  widths  of  hems. 

Claim. — First,  the  arrangement  of  the  snails  upon  the  side  of  the  finger  next  the  work 
instead  of  on  the  top,  by  which  it  is  made  to  clear  other  work  when  the  shield  is  used  for 
other  purposes  besides  that  of  hemming. 

Second,  connecting  the  hem-folder  or  snail  to  the  shield  or  piece  of  metal  upon  which  it  is 
supported  upon  the  finger,  in  the  manner  described,  so  that  it  may  readily  be  removed  or 
changed,  without  changing  the  main  plate,  as  set  forth. 

No.  31,879. — ^William*  Ellard,  of  Wobum,  Mass. — Improvement  in  Machines  for  Finish- 
ing Leather, — Patent  dated  April  2,  1861. — ^The  glossing  tool  carrier  is  jointed  to  the  end  of 
the  cross-bar  of  the  T-lever  E,  which  is  composed  of  the  pieces  d  and  e,  the  rear  end  of  the 
piece  d  being  connected  to  a  cranked  wheel ;  the  upper  end  of  the  piece  e  is  slotted  to  receive 
a  friction  roller,  which  runs  in  the  ^uide-rail  K,  and  bears  against  tne  cam  afiBixed  to  the  lower 
side  of  the  arm  M.  As  the  wheel  is  rotated  the  glossing  tool  will  be  forced  over  the  leather, 
bot  when  the  crank-wheel  is  perlbrming  its  lower  semicircle  of  revolution  the  glossing  tool 
will  be  raised  from  contact  with  the  leather. 

Claim. — The  specified  arrangement  and  application  of  the  bars  d  e,  or  the  T-lever  £,  the 
cam  L,  the  roller  I,  and  the  retainer  or  rail  K,  with  respect  to  each  other  and  the  glossing 
tool  carrier  D,  the  bed  B,  and  the  crank-wheel  G,  the  who^B  being  to  operate  substantially  as 
specified. 

No.  31,880. — Charles  R.  Ely,  of  Sheldon,  Vi.— Improvement  in  Process  of  Reducing 
hoH  Castings  and  Preparing  Cast-Iron  Patterns. — ^Patent  dated  April  2, 1861.— -This  inven- 
tion is  explained  by  the  clidm. 
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Claim. — ^Firet,  the  use  of  hot  dilute  solphiiric  acid  for  the  purpose  of  removing  wax  or  qther 
Hke  composition  or  coating  from  the  surface  of  any  cast-iron  pattern  when  it  becomes  desirable 
to  cleanse  or  reduce  the  same,  substantially  as  described. 

Second,  the  use  of  hot  dilute  sulphuric  add  for  the  purpose  of  removing  rust  or  scale  firom 
the  surface  of  cast-iron  patterns,  substantially  as  shown. 

Third,  th^  use  of  hot  dilute  sulphuric  acid  for  the  purpose  of  preparing  an  improved  surface 
upon  cast-iron  patterns  for  the  reception  of  wax  or  otlier  composition  preparatory  to  their  being 
used  to  mould  from. 

No.  31,8.81.— Perrv  6.  Gardiner,  of  New  York,  N.  t, ^Improvement  in  Carriage 
Springs. — Patent  dated  April  2,  18(31. — ^This  invention  is  exphiined  by  the  claim  and  en- 
graving. 

Claim. — First,  the  construction  of  a  carriage  or  other  spring,  substantially  as  described,  by 
combining  with  an  upper  elastic  blade  of  a  convex  form,  outwardly,  an  ogee-shaped  under 
blade,  in  the  manner  and  for  the  purposes  set  forth. 

Second,  in  combination  with  a  spring  made  of  two  blades  connected  at  their  ends,  as  shown 
and  described,  making  the  under  blade  of  such  length  in  relation  to  the  upper  as  that  the  two 
bUides  shall  be  prevented  from  coming  in  contact  at  their  centres,  whatever  the  superincum- 
bent weight  or  load  may  be. 

No  31,882.— Robert  W.  George,  of  Richmond,  Ue.— Improved  Washing  Machine. — 
Patent  dated  April  2,  1861. — On  the  inside  of  tub,  and  opposite  to  rotary  dasher,  aro  pivoted 
at  their  lower  ends  the  vertical  arms  C  C,  which  arms  are  connected  by  a  transverse  bar.  Ob 
this  bar  is  placed  the  frame  E,  having  on  the  side  next  to  the  dasher  two  longitudinal  rollers, 
one  above  the  other.  The  dasher  rotating  on  the  shaft  B  consists  of  two  heaos  in  the  form  of 
a  segment  of  a  circle  larger  than  a  semicircle,  and  a  series  of  slats  connecting  them  at  their 
peripheries.  This  shape  prevents  the  clothes  from  being  rolled  between  the  dasher  and  yield- 
mg  slatted  apron  passing  under  the  dasher  and  concentric  with  it.  On  each  end  of  the  dasher 
arc  the  circular  disks,  of  greater  diameter  than  the  dasher,  and  against  the  periphery  of  which 
the  slats  of  the  apron  bear.  The  yielding  partitions  are  placed  between  the  ends  of  the  dasher 
and  the  side  of  the  tub,  and  the  ends  of  the  slats  rest  against  them. 

Claim. — An  improved  washing  machine,  consisting  of  a  vibratory  pressor  frame  D,  rotary 
dasher  C,  (made  with  a  flat  m,)  yielding  slatted  apron  G,  sectoral  guards  L  L,  and  yielding 
partitions  or  side  boards  M  M,  combing  and  arranged  substantiaUy  in  manner  and  so  a«  to 
operate  as  specified. 

No.  31,883.-8.  P.  Gilbert,  of  Radne,  Wis.^Improvement  in  Hollow  Augers.-^Tsi&Dt 
dated  April  2,  1861. — ^The  hollow  auger,  at  its  further  extremity,  rests  in  bearings,  and  is 
rotated  by  a  wheel  connected  to  the  driving-shaft  by  a  tube.  This  tube  passes  through 
another  tube  C,  which  also  rests  in  bearings,  and  is  rotated  in  the  opposite  du^cdon.  Toe 
bit  is  somewhat  larger  in  its  extremity  than  the  case,  over  the  end  of  which  it  slips;  it  has 
also  a  central  short  tube,  which  fits  into  the  auger  tube.  The  bit  D  leaves  a  core,  which  passes 
out  of  the  hollow  auger  tube,  and  the  chips  p^iss  out  between  the  tube  and  the  case. 

Claim. — ^The  combination  with  the  bit  D  and  hollow  auger  G  of  the  rotary  case  C,  sub- 
stantiaUy as  and  for  the  purposes  shown  and  described. 

No  31,884. — O.  W.  QoSLEE,  of  Glastenbury,  Conn. — Improvement  in  Cultivators. — 
Patent  dated  April  2,  1861. — ^The  object  of  this  invention  is  to  obtain  a  machine  which  can 
be  used  either  as  a  cultivator  or  hoe.  This  is  effected  by  inserting  the  teeth,  which  are  con- 
struct^ with  dovetail  shanks,  in  mortises  in  the  frame,  apd  retaining  them  by  a  key  block; 
they  can  thus  be  readily  removed  and  changed  from  one  side  to  the  other,  reversing  the  sides 
of  the  right  and  left  teeth  in  the  frame-work,  either  throwing  the  earth  outward  or  up  to  the 
hill.  The  adjustable  gpround  wheel  on  the  end  of  the  frame  regpilates  the  depth  to  which  the 
teeth  enter  the  soil. 

Claim. — ^The  arrangement  of  the  frame  a  /,  arms  i,  handles  6,  bi^oces  c,  plates  g^  clevis  d. 
nxle  e,  and  cultivator  teeth  1  2  3,  the  whole  being  constructed  In  Uie  manner  and  lor  the  pur- 
pose described. 

No.  31,885. — E.  Goulard,  of  New  York,  N.  Y. — Improved  Apparatus  for  Buoying  VeS' 
sets. — Pateut  dated  >pril  2,  1861. — The  recesses  are  closed  by  an  hx>n  cover  hinged  to  stand- 
ards firmly  fixed  to  the  wood-work  of  the  vessel  above  the  recesses.  These  recesses  contain 
compressible  balloons,  Avhich  are  constructed  of  India-rubber  or  strong  water-proof  material, 
and  are  of  sufficient  capacity,  when  inflated,  to  contain  air  enough  to  float  twice  the  weight 
of  the  tonnage  measurement  of  the  vessel.  Chains  are  wrapped  ar6und  the  balloons  several 
times,  being  secured  by  passing  through  loops  on  their  outside  surface,  and  these  chains,  by 
passing  over  a  bar  secured  by  eye-bolts  to  the  sides  of  the  vessel,  support  the  balloons.  The 
chains  pass  inside  the  vessel  over  rollers  and  through  conduits  on  either  deck  to  windlasses; 
by  winding  the  chains  all  the  balloons  aro  compressed  simultaneously,  and  at  the  same  time 
the  covers  of  the  recesses  are  closed.  The  balloons  are  inflated  by  pipes  which  are  connected 
with  air-pumps  in  diflerent  parts  of  the  vessel 
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Claim. — ^The  constraction  of  the  vessel  with  recesses  or  boxes  B  at  the  sides,  as  and  for  the 
purposes  shown  and  described. 

AlsOf  the  arrangement  with  the  said  boxes  of  the  compressible  ifalloons  A,  air-pump  F,  air- 
tnbes  F,  windlass  C,  chains  e,  and  conduits  D,  in  the  manner  and  for  the  purposes  shown 
and  described. 

No.  31,886. — John  Haynes,  of  Pembroke,  Me. — Improvement  in  Machinery  for  Operating 
Fog-Bells. — Patent  dated  April  2,  1861. — From  a  frame  on  the  hull  is  suspended  the  swingiDg" 
frame,  which  is  moved  backward  and  forward  by  the  motion  of  the  waves.  A  transverse  bar 
in  the  lower  part  of  this  frame  passes  through  a  slot  in  one  of  the  spokes  of  a  wheel,  which  is 
hun?  between  its  pendant  arms.  Thus  the  motion  of  the  frame  partially  rotates  the  whoc^l, 
and  b;^  means  of  a  band  passing  over  a  pulley  on  the  bell-shaft,  rings  the  bell. 

Claim, — ^The  combination  of  the  pendulum  device  D  E  F,  wheel  H,  and  bell  L,  with  the 
hull  A,  substantially  as  and  for  the  purposes  set  forth. 

No.  31,887. — Frederick  Heidrick,  of  Philadelphia,  Pa. — Improvement  in  Lamps. — 
Patent  dated  April  2,  1861. — This  invention  consists  in  providing  the  wick  tube  with  a  chamber 
around  the  wick  pinion  which  shall  be  fluid-tight,  for  the  purpose  of  preventing  the  escape  of 
the  fluid,  and  thus  avoid  the  liability  to  explosion. 

Claim. — ^The  employment  of  a  fluid-tight  chamber  over  the  wick  pinion  in  combination 
with  the  wick  tube,  suostantially  in  the  manner  and  for  the  purpose  described. 

No.  31,888.— R.  W.  Hunt  and  M.  Kennedy,  of  Galesburg,  m.— Improvement  in  Water 
Elevators. — Patent  dated  April  2, 18G1 . — ^The  valve  F,  at  the  bottom  of  the  bucket,  is  attached 
to  the  lifting  rope  by  a  rod,  so  that  it  is  closed  by  the  pull  on  the  rope.  The  spout  is  hinged 
to  one  side  of  the  well-curb,  and  is  attached  by  rods  to  a  rod  J,  extending  across  the  curb 
and  resting  in  vertical  guides  on  each  side,  said  rod  having  irf  it  a  ring  tnrough  which  the 
rope  passes.  As  the  bucket  is  elevated  a  projection  on  it  catches  on  the  rin?  upon  the  rod  J 
and  <Sevatc8  the  spout,  the  rod  catching  in  the  projection  on  the  plate  and  sustaining  the 
bucket,  while  by  slightly  reversing  the  motion  of  the  crank  the  valve  is  opened.  When  the 
bucket  is  emptied  and  further  elevated,  the  ends  of  the  rod  J  lift  the  drop  so  that  the  rod  passes 
over  the  projection  and  the  bucket  descends.  ' 

Claim. — ^The  aiTangcment  of  the  self-opening  valve  F  with  the  bucket  E  and  lifting  rope 
G,  when  combined  with  the  rod  J,  ring  rf,  spout  I,  projections/,  plates  c,  and  drops  gy  as  and 
for  the  purposes  shown  and  described. 

No.  31,889. — S.  HUTcraNGS  and  J.  D.  Leach,  of  Penobscot,  "Me.— Improved  Washing 
Machine. — Patent  dated  April  2,  1861. — ^The  claim  and  engraving  explain  tne  nature  of  this 
Invention. 

Claim. — ^The  curved  connexion  between  the  flat  bottom  of  the  washbox  and  the  inner  sur- 
face of  the  incUned  board  «,  at  the  forward  end  of  said  box,  when  such  a  shape  is  given  to 
the  actuating  faces  of  the  swinging  feet  g  g  os  will  enable  them  to  produce  the  described 
compressing  and  rubbing  effect  upon  the  clothing  which  may  be  operated  upon  Avithin  said 
machine,  and  when  the  several  parts  of  said  machine  are  arranged  in  the  manner  set  forth. 

No.  31,890. — Saaiuel  Ide,  of  East  Shelby,  N.  Y. — Improvement  in  Bee-IIives. — Patent 
dated  April  2,  1861. — ^The  straw  wall  is  placed  around  the  comb-frame,  and  notched  strips 
are  placed  on  the  inside  of  the  hive,  against  which  the  straw  bears.  The  straw  absorbs 
moisture,  which  the  circulation  of  air  through  and  around  the  straw  carries  off;  and,  owing 
to  its  non-conducting  qualities,  the  straw  seiTes  to  keep  the  hive  warm. 

Claim. — Having  the  hive  constructed  with  an  inner  wall  composed  of  straw,  or  other 
equally  porous  material,  when  the  said  straw  or  porous  wall  is  separated  from  the  outer  case 
0o  as  to  leave  an  air  space,  and  used  in  connexion  with  ventilating  apertures,  all  substantially 
OS  shown  and  described  and  for  the  purposes  set  forth. 

No.  31,891.— T.  jApOBS  and  N.  J.  Wilkinson,  of  St.  Louis,  Mo.  —  Improvement  in 
Apparatus  for  Purifying  Water. — Patent  dated  April  2,  1861. — In  the  upper  part  of  the 
boiler  a  pan  is  hung  with  a  slight  inclination.  Upon  the  pan  and  directly  opposite  the  feed- 
pipe is  placed  the  corrugated  pUite  which  receives  the  sediment  in  the  water,  the  plate  being 
removable  at  pleasure. 

*  Claim. — Arranging  the  corrugated  plate  or  collector  D,  in  connexion  with  the  feed-pipe 
•nd  within  the  boUer,  as  described,  for  tlie  purpose  of  cleansing  the  feed  water  before  it  min- 
gles with  that  in  the  boiler  and  after  it  has  passed  through  the  pmificr,  in  the  manner  described. 

No.  31,892. — Samuel  Leeds,  of  Philadelphia,  Va,.— Improvement  in  Furnaces  for  Heat- 
ing Buildings. — Patent  dated  April  2,  1861. — This  invention  consists  of  a  peculiar  form  and 
constructibn  of  the  exterior,  top,  and  side  plates,  in  connexion  with  an  arrangement  of  divi- 
sion plates,  heat-radiating  air  flues,  a  fresh-air  chamber,  and  a  distributing  pipe,  which  com- 
municates with  the  external  air.  ,  .     ,     ^         ,       .,,,,.. 

C/aim.— The  top  plate  A  and  side  plates  B  B,  constructed  m  the  form  described,  the  divi- 
iion  plates  C  D  E,  the  heat-radiating  flues  K  K  opening  through  the  top  plate  A«  and  C4)n:- 
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I 
manicating  through  the  plate  C  with  the  fresh-air  chamber  G,  as  described,  the  deflecting 
plate  M  constructed  with^he  openings  2  2  3,  as  deacribed,  and  the  fresh-air  distribntin^ 
pipe  M ;  the  said  parts  being  arranged  in  relation  to  each  other,  the  chambers  F  and  G,  ana 
the  flue  L,  suJMtantially  in  tne  mumer  described  and  for  the  purposes  specified. 

No.  31,893.— J.  G.  Leffinowell,  of  Newark,  N.  J.,  and  G.  W.  Thompson,  of  New 
York,  N.  Y. — Improvement  in  Qas-Dumcrs, — Patent  dated  April  2,  18G1. — This  invention 
consists  in  the  arrangement  of  a  gas-burner  which  is  provided  in  its  interior  with  a  flexible 
diaphragm,  and  with  a  rising  and  falling  valve,  so  that  by  the  action  of  the  diaphragm  and 
vulvo  the  quantity  of  gas  flowing  through  the  burner  is  regulated,  and  a  steady  flame  is 
produced  without  waste,  independent  of.  Uie  pressure  with  which  the  gas  passes  tlirough  the 
pipes. 

Claim, — First,  a  gas-burner  A,  having  in  combination  a  tip  a,  flexible  diaphragm  C,  and 
valve  D,  arranged  in  the  manner  and  for  the  purposes  set  forth. 

Second,  the  ring  6,  with  its  inclined  sides  and  hooked  edge,  as  described,  for  the  purpose 
of  securing  the  diaphragm. 

No.  31,894. — JosiAii  Long,  of  Morristown,  Ind.,  assignor  to  J.  G.  Wolf,  of  same  place. — 
Improztd  Wagon  Brake. — Patent  dated  April  2,  18ol. — The  brakes  are  operated  by  means 
of  a  connexion  with  a  tongue-rod,  to  the  front  end  of  which  is  secured  a  strap  uassing 
through  an  eye  in  the  end  of  the  tongue.  As  the  wagon  ascends  a  hill  the  horse,  in  noldin^ 
back,  draws  the  tongue-rod  forward,  and,  at  the  same  time,  the  doubletree,  being  connected 
by  a  lover  to  the  sliding  rod,  is  caused  to  slide  backward,  thus  keeping  the  traces  tightened. 
When  on  level  ground  the  doubletree  slides  forward  and  relieves  the  tongue-rod,  and,  con- 
sequentlv,  the  brakes.  The  rear  and  forward  brakes  are  connected  by  a  screw  coupling 
regulated  by  a  nut  on  both  sides,  so  that  the  wagon  can  be  lengthened  or  shortened  without 
aflecting  the  operation  of  the  brakes.  An  arrangement  is  made  to  shut  oflf  the  brakes  by 
means  of  levers,  so  as  to  back  the  wagon  when  necessary. 

Claim. — First,  the  employment  of  the  screw  coupling  e  and  screw  adjustment  g,  for  the 
purpose  of  enabling  the  brakes  of  the  hind  and  fore  wheels  to  bo  used  either  separately  or 
combined,  substantially  as  set  forth. 

Second,  the  arrangement  of  levers  p  p,  screw  coupling  rod  «,  screw  adjustment  g,  con- 
necting rods  /  /,  lever  t,  doubletree  £,  and  levers  a  d  a  d,  for  the  purpose  set  fomi  and 
described. 

No.  31,895.~David  Lyman,  of  Middlefield,  O. —Improved  Mode  of  AUaching  a  Clothes- 
Wringer  to  a  Tub, — Patent  dated  April  2,  18dl. — ^This  invention  consists  in  hinging  to  the 
frame  of  a  wringing  machine,  by  connecting  links  or  strands  of  adjustable  lengths,  a  clamp- 
ing lever  or  frame,  with  suitable  means  of  inclining  the  same,  whereby  the  tub  can  bo 
grasped  and  held  with  the  desired  force  by  jaws,  which  can  be  readily  adjusted  to  tubs 
whose  sides  vary  in  thickness. 

Claim, — The  employment,  in  wringing  machines,  of  adjustable  hinges  at  the  point,  repre- 
sented by  E  F  G,  Dctween  the  main  iVame  B  and  a  clamping  lever  or  frame  C  C,  the  latter 
being  operated  by  the  screw  D  or  equivalent  mechanical  device  or  devices,  at  or  near  the  top 
of  the  machine,  all  substantially  in  the  manner  described  and  for  the  purpose  set  forth. 

No.  31,896. — George  II.  Magersuppe,  of  New  York,  N.  Y,— Improvement  in  Lanterns.— 
Patent  dated  April  2,  1861.— =-This  Inntem  is  constructed  with  a  glazed  front,  two  sides,  and 
a  narrow  back  piece  hinged  together,  with  triangular-shaped  top  and  bottom  pieces  hinged 
to  the  front,  and  provided,  respectively,  with  a  chimney  and  socket,  which  admits  of  the 
parts  being  readily  folded  and  carried  in  the  pocket.  When  in  use  the  lantern  is  of  a  trian- 
gular shape. 

Claim. — The  portable  lantern  described,  capable  of  being  readily  folded  into  the  shape  and 
size  of  a  pocket-book,  in  the  manner  and  for  the  purpose  substantially  as  set  forth. 

No.  31,897.— George  II.  M.^LLON,  of  New  York,  N.  Y,  — Improvement  in  Sewing 
Machines, — Patent  dated  April  2,  18G1. — ^The  needle-plate,  which  ]\as  a  vertical  recipro- 
cating motion  eiven  to  it  by  means  of  a  projection  on  a  rotary  cam  fitting  into  a  slot  in  the 
lower  part  of  the  needle  stock,  has  upon  it  the  holder  c,  the  top  end  ot  which,  when  the 
needle  plate  has  reached  the  limit  of  its  upward  movement,  holds  the  cloth  between  it  and 
the  pressure  plate  /»,  while  the  feed-lever,  which  also  has  a  vibratory  motion  given  it  by  the 
cam,  and  is  in  contact  with  the  cloth,  makes  its  backward  motion,  thus  preventing  it  from 
drawing  back  the  cloth.  The  looper  is  attached  to  the  end  of  a  shaft,  which  has  at  its  upper 
end  a  crank  connected  by  the  horizontal  rod  u^,  which  rod  has  a  reciprocating  motion  given 
it  by  the  lever  attached  to  it,  and  the  cam  X  on  the  moving  shaft  of  the  ma<3iine.  By  this 
means  the  looper  at  each  rotation  of  the  cam  acquires  a  rotatory  reciprocating  motion. 

Claim, — ^Placing  the  dog  C  upon  the  needle  stock  B  for  the  purpose  described,  in  combi- 
nation with  the  pressure  plate  p  and  feed-lover  l,  substantially  as  specified. 

Also,  the  looper  D,  when  placed  above  the  cloth  table  or  plate  5,  in  combination  with  a 
vertical  needle  6,  piercing  the  cloth  upward  from  below,  with  the  looper  head  S,  shafi  «, 
crank  V,  rod  «',  lever  W,  and  com  X,  for  communicating  a  rotary  reciprocating  motion  to 
said  loopor,  as  specified. 
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No.  31,898. — ^EdwaM)  Matnard,  of  Washington,  D.  C. — Improvement  in  Cartridge^ 
Loaders, — Patent  dated  April  2,  J8C1. — ^The  vent  which  loads  outwardly  from  the  apex  of 
the  conical  termination  of  the  perforation  in  the  shank  portion  of  the  cartridge-loader  may  be 
a  lateral  or  a  through  aperture.  If  an  angular  through  aperture,  it  may  receive  a  cutting 
instrument  for  removing  a  portion  of  the  point  of  the  projectile,  or  it  may  temporarily  receive 
the  shank  of  a  screwdriver.  In  a  longitudinal  groove  formed  in  the  side  of  the  head  portion, 
which  is  of  a  knob  shape,  is  pivoted  a  screwdriver  so  arranged  as  to  be  clo^d  out  of  the 
way  when  not  in  use. 

Claim. — ^First,  the  lateral  or  through  aperture  which  communicates  with  the  termination 
of  the  longitudinal  cartridge  cavity  in  said  loader,  and  which  may  serve  the  respective  pui^ 
poses  set  forth. 

Second,  giving  such  a  shape  to  the  knob-head  of  the  improved  cartridge-loader  that  a 
screwdriver  or  some  other  useful  article  may  be  jointed  thereto  and  partially  concealed 
therein,  substantially  in  the  manner  set  forth.  ^ 

No,  31,899. — J.  R.  McDonald,  of  Fayette,  Mo.  —  Improvement  in  Hemp  Brakes, — 
Patent  dated  April  2,  18G1. — This  invention  consists  in  a  device  by  which  the  journal  boxes 
of  the  revolving  beater  of  a  hemp  brake  are  kept  free  from  tow  or  other  substances. 

Claim, — The  arrangement  of  the  cap  D  and  guard  C,  with  the  boxes  b  and  shaft  B,  as 
shown  and  described,  for  the  purpose  set  forth. 

No.  31,900. — Orlando  Miller,  of  Girard,  Pa. — Improvement  in  Bee-Hives. — ^Patent 
dated  April  2,  1861. — ^The  trap  consists  of  a  rectangular  box,  which  is  placed  on  the  front  of 
the  hive,  opposite  the  entrance.  In  the  front  of  the  box  are  a  series  of  doors,  which  are  hinged 
at  the  top  so  as  to  swing  in\%ard.  The  space  between  the  bottom  of  these  doors  and  the 
alighting  board  is  just  sufficient  to  allow  tne  working  bees  to  pass  freely,  the  drones  entering 
by  swinging  the  doors  and  cannot  get  out  again.  The  trap  communicates  with  the  hive  by 
an  opening  closed  by  a  wire  grating,  which  will  only  allow  the  working  bees  to  pass  under  it. 

Claim. — The  detachable  drone  aud  robber  trap,  coustmcted  and  arranged  in  the  manner 
and  for  the  purpose  substantially  as  specified. 

No;.  31,901.— Charles  G.  Page,  of  Washington,  D.  C,  assignor  to  George  C.  Roberts, 
of  New  York,  N.  Y. — Improved  Refrigerator. — Patent  dated  April  2,  1861. — The  circulating 
flue  is  placed  in  one  of  the  sides  of  the  refrigerator,  and  has  its  outer  wall  made  very  thin 
and  of  good  conducting  material,  so  that  the  air  which  enters  the  flue  at  its  bottom  from  the 
refrigerating  chamber  is  warmed  by  the  atmosphere  without,  and  therefore  ascends  and  passes 
directly  through  the  flue  x  to  the  top  of  the  ice-box,  which  is  situated  in  the  top  of  the  refrig- 
erator. The  warm  air  coming  in  contact  with  the  surface  of  the  ice  is  cooled,  dried,  and  pu- 
rified|,  and  descends  into  the  refrigerating  chamber,  owing  to  its  gravity,  through  openings  in 
the  side  of  the  ice-box,  and  thus  a  circulation  of  air  is  obtained. 

Claim. — The  circulating  flue  t,  constructed  substantially  as  described,  in  combination  with 
an  ice-box  open  on  its  sides,  as  set  forth. 

Also,  in  combination  with  ^aid  flue  i,  the  flue  z,  in  the  cover  of  the  chest,  as  set  forth. 

No.  31,902.— Alfred  E.  Parks,  of  Brooklyn,  N.  Y. — Improvement  in  Electro- Magnetic 
Telegraph. — Patent  dated  April  2,  1861. — By  this  invention  lour  elements  are  obtained  from 
which  to  construct  an  alphabet.  The  type  consists  of  insulated  bars  or  wires,  arranged  in 
different  combinations,  in  blocks  sliding  in  a  groove  under  and  over  the  ends  of  eight  wires, 
the  four  under  ones  being  connected  in  pairs  with  the  positive  and  negative  poles  of  the  bat- 
tery. The  upper  ones  are  connected — the  two  outer  with  the  line,  the  two  inner  with  the 
ground;  thus,  when  the  bars  or  wires  come  in  contact  with  the  conducting  wires,  a  circuit  is 
established,  and  dashes  or  dots  will  be  recorded,  respectively,  the  bars  allowing  longer  con- 
tact than  the  wires.  By  havipg  these  conductors  placed  in  different  positions,  relatively  with 
each  other  for  each  type,  so  as  to  form  consecutive  or  alternate  contacts  with  the  positive  and 
negative  poles,  circuits  will  be  established,  transmitting  to  the  recording  apparatus  positive 
or  negative  currents  of  electricity,  respectively,  in  the  order  required  for  each  letter. 

Claim. — First,  the  recording  of  a  telegraphic  alphabet  of  dots  and  dashes  by  means  of  two 
pencils  or  styles,  one  of  them  oeing  operated  by  positive  and  one  by  negative  electricity. 

Second,  the  use  of  an  alphabet  composed,  substantially  as  describe^  of  dots  and  dashes 
recorded  at  pleasure  in  either  of  two  positions  on  the  paper. 

Third,  the  tvpo,  constructed  substantially  as  describea,  of  several  conducting  pieces  insu- 
lated from  each  other. 

Fourth,  the  use  of  the  port  rule,  constructed  substantially  as  described,  with  the  wires  pi 
p2  n\  ii2  gi  ffi  I'  and  12  inserted  therein. 

No.  31,903.— John  A.  Parlett  and  Jeremlih  Thompson,  of  Ehnira,  N.  Y.-^lmprove' 
fnent  in  Ploughs, — Patent  dated  April  2, 1861. — The  invention  consists  in  the  arrangement  of 
the  several  parts.  The  coupling  bar  being  susceptible  of  contraction  and  expansion,  allows 
tho  adjustment  of  the  width  of  the  furrow.  The  anchorate  draw-head  is  attached  to  the  front 
•ad  of  the  bea^  and  extends  on  each  side  six  inches,  forming  the  segment  of  a  circle,  and 
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aUowing  the  sweep  of  the  long  clevis,  which  can  be  set  at  any  point,  holes  being  ponched  in 
the  draw-head  and  clevis. 

Claim, — ^The  arrangement  of  mould-board  B,  landside  D,  coupling  bar  C,  shoe  or  sole  H, 
point  £,  beam  A,  auchorate  drawback  F,  clevis  </,  and  handles  Qt,  the  whole  being  coi^ 
structed  in  the  manner  and  for' the  purpose  described. 

No.  31,904. — ^Alfred  M.  Peukins,  of  SpnngBold,  Mass. — Improvement  in  Pumps. — 

Patent  dated  April  2,  1861. — ^The  valve-seat  consists  of  a  plate  of  metal  having  cjlindrical 
grooves  in  its  upper  surface,  a  portion  of  the  bottom  of  the  ^oove  being  cut  entirely  through 
for  the  passage  of  the  water.  On  each  side  of  the  valve-chest  is  a  cover,  which  gives  free 
access  to  the  valves.  The  edges  of  the  valve-seat  are  bevelled,  and  strips  of  metal  bevelled 
exactly  to  fit  are  bolted  on  to  the  bed-piece  after  the  valve-seats  have  been  placed  thereon,  thus 
holding  it  firmly,  and  allowing  its  removal  without  moving  the  cylinder,  which  is  also  bolted 
to  the  ocd-picce. 

Claim.— -Firsty  the  construction  of  a  valve,  as  described,  composed  of  a  cylinder  fitting  into 
a  corresponding  groove  iu  a  suitable  seat,  the  operation  of  opening  and  closing  being  per- 
formed by  the  rismg  of  the  cylinder  out  of,  and  the  falling  of  the  same  into,  the  groove,  tm 
aforesaid,  when  constructed  and  operated  substantially  as  described. 

Second,  the  combination  of  a  movable  valve-seat  with  the  valve-chests  and  covers  b  6,  when 
situated  under  the  cylinder,  substantially  in  the  manner  set  forth. 

No.  31,905.— William  Randall,  of  Uxbridge,  Canada. — Improvement  in  Ezeatators.— 
Patent  dated  April  2,  18G1. — ^The  cylindiical-formed  box  is  placed  between  the  two  driving 
wheels  of  the  machine  and  receives  the  earth  from  the  revolving  shovels.  These  shovels  are 
mounted  upon  amis  connecting  tvvo  disks  pUtced  parallel  with  the  driving  wheels,  and  oper- 
ated by  means  of  spur  wheels  which  gear  into  projections  upon  the  driving  wheels  and  disks. 
These  wheels  can  be  moved  out  of  geoi'  by  means  of  levers  attached  to  the  shatls.  The  wheels 
and  disks  rotate  upon  the  axle,  to  which  the  box  and  lever  are  permanently  attached,  thus 
allowing  the  dumping  of  the  earth. 

Claim. — The  cyliuder-formed  box  b  and  the  revolving  shovels  e  c,  as  combined,  for  the  po^ 
pose  specified. 

No.  31,906.— D.  W.  S.  Rawson,  of  Galena,  I\\.— Improvement  in  Varnishing  Photographt 
on  Paper. — Patent  dated  April  2,  1861. — The  picture  is  varnished  with  a  compound  of  gam 
arable  and  gelatine  dissolved  in  alcohol  and  Avater,  which  is  sufiPered  to  dry.  A  clean,  smooth 
plate,  the  size  of  the  ghiKSs,  heated  to  a  degree  sufficient  to  melt  beeswax,  has  a  thin  film  of 
wax  spread  over  it.  The  varnished  pictuio  is  now  immersed,  in  an  upright  position,  in  clear 
water,  and  the  gloss  placed  opposite  it,  with  the  waxed  face  opposite  the  face  of  the  picture. 
The  two  are  then  brought  together,  and  as  soon  as  every  portion  of  the  picture  adheres  to 
the  glass,  both  arc  taken  from  the  water  and  dried,  being  placed  in  a  horizontal  position,  th* 
picture  upAvard.     When  the  pictuie  is  dry  it  is  separated  from  the  glass. 

Claim. — The  employment  of  wax  iu  the  method  of  varnishing  photographic  pictures,  oa 
described. 

No.  31,907. — JoilN  H.  RiBLC,  of  Dayton,  O. — Improvement  in  Mowing  Machines. — Patent 
dated  April  2,  1861. — ^This  invention  consists  in  the  anangement  of  the  journal  boxes  which 
support  tlie  crank-shaft,  in  combination  with  the  draught-pole  and  the  brace-bars,  which  sup- 
port the  cutting  mechanism,  in  such  a  manner  that  by  raising  the  cutting  bar  to  a  given 
height  the  pinion  actuating  the  crank-bar  is  disconnected  from  the  gear  wheels,  thereby  dis- 
pensing with  ail  other  fixtures  for  stopping  the  motion  of  the  cutters. 

Claim. — The  arrangement  of  the  eccentric  journal  boxes  in  which  the  ends  of  the  crank- 
shaft have  their  bearings,  in  combination  with  the  draught-pole  or  tongue  of  the  machine, 
and  with  the  braces  II  and  I,  which  support  the  cutting  mechanism,  substantially  in  tha 
manner  and  for  the  purposes  set  i'ovth. 

No.  31,908.— Barton  Ricketson,  of  New  Bedford,  Mass.— /mprored  Apparatus  for 
Setting  up  Ships'  Rigging. — Patent  dated  April  2, 1861. — ^The  block  is  formed  with  forks,  for 
the  reception  of  the  sheaves  on  the  pin  passing  through  the  fork.  A  circular  plate,  oscillating 
on  the  pin,  is  inserted  between  the  sheaves,  convex  bosses  on  the  sides  of  the  plate  fitting 
into  corresponding  recesses  in  the  inner  sides  of  the  sheaves.  An  eye  on  the  plate,  which 
projects  from  between  the  sheaves,  forms  a  becket  for  the  attachment  of  the  lanyard. 
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No.  31,909.— Andrew  J.  Russell,  of  New  York,  N.  Y.— Improved  AdJiesive  Material.^ 
Patent  dated  April  2, 1861. — Fine  tissue  paper,  saturated  with  an  adhesive  material  composed 
of  gum  arable,  white  glue,  and  alum,  dissolved  in  water,  is  dried  and  then  cut  into  narrow 
strips.  These  strips  can  be  used  as  substitutes  for  wafers;  by  moistening  with  the  mouth  at 
much  as  is  desired  to  use,  insert mg  it  between  the  surface  of  paper  to  bo  joined,  and,  oa 
l>resslug  them  together,  tearing  olT  (he  reniaii^er  of  the  strip. 
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C7«tm. — As  an  improved  article  of  manufactnre,  the  dry  adhesive  sealing  material,  mads 
as  shown  and  described. 

No.  31,910.-— RUFUS  S.  Sakbork,  of  Sycamore,  HL— /m/iroced  Coffee-Steeper,— -Foi^ni 
dated  April  2, 1861. — ^Within  a  perforated  bell-sbaped  cup  is  screwed  a  tubular  handle,  which 
is  continued  down  in  a  perforated  tube  to  the  level  of  the  bottom  edge  of  the  cup,  or  a  little 
below  it.  In  the  lower  opening  of  the  cup  is  fitted  a  perforated  movable  bottom,  having  at  its 
centre  a  tubular  projection,  which  receives  the  tube  and  serves  as  a  thumb-piece  for  handling 
the  bottom.  Coffee  is  placed  in  the  cavity  around  the  tube,  and  the  whole  placed  in  a  vessel 
of  boiling  water,  and  afterwards  boiling  water  is  poured  through  the  tubular  handle. 

Claim. — First,  the  combination  of  the  cup  A  and  perforated  tube  T,  substantially  in  the 
manner  described. 

Second,  the  combination  of  the  tubular  handle  R  with  the  cup  A  and  tube  T,  substantially 
as  set  forth.  ' 

No.  31,911.— C.  Frederick  Schmidt,  of  Williamsburg,  N.  Y,— Improvement  in  Mm- 
%Us  for  Dogs  and  Other  Animals. — Patent  dated  April  2,  18t)l. — This  muzzle  is  so  constructed 
as  not  to  require  to  be  taken  off  for  the  purpose  of  allowing  the  animal  to  eat,  and  at  the  same 
time  acts  as  a  preventive  against  his  biting. 

Claim. — ^The  described  muzzle  for  dogs  or  similar  animals,  constructed  in  the  manner  and 
for  the  purpose  set  forth. 

No.  31,912. — John  C.  Schooley,  of  Cincinnati,  O. — Improved  Bathing  Apparatus. — 
The  tub  is  designed  to  fold  within  the  case.  The  shelf  in  the  case,  which  is  provided  with 
flnoArds  and  inverted  gutter,  is  used  as  a  seat  and  water-chute,  when  the  shower-bath  is  used. 
The  tub  has  at  one  end  a  folding  foot,  while  the  foot  of  the  case  serves  as  a  support  to  tht 
other  end. 

Claim. — ^The  arrangement  of  tub  C,  shower-bath  H,  seat  e  f  g^  and  upright  case  A,  eoD- 
ttrocted  substantially  as  and  for  the  purposes  set  forth. 

No.  31,913.— John  Sperry  and  C.  W.  Sherwood,  of  New  York,  N.  Y.—lmprorement 
in  Machines  for  Enamelling  Picture  Frames. — Patent  dated  April  2,  1861. — Fitted  loosely 
upon  a  shaft  is  a  basin  or  receiver  for  holding  the  enamelling  substance,  and  secured  within 
the  basin  centrally  is  a  hub  into  which  the  upper  part  of  the  shaft  passes.  On  the  top  of  the 
hub  is  placed  the  frame  to  be  enamelled.  The  scraper  is  constructed  so  as  to  correspond 
transversely  with  the  contour  of  the  frame,  and  is  held  by  the  hand  upon  the  frame  as  the 
latter  rotates.  Under  the  basin  is  arranged  a  lamp  the  flame  of  which  is  in  contact  with  the 
underside  of  the  basin.  By  means  of  a  treadle,  in  connexion  with  a  rod  and  lever,  the  basin 
10  raised  from  contact  with  a  transverse  pin  on  the  shaft,  and  the  rotation  of  the  basin  stopped. 

Claim. — First,  the  employment  or  use  on  a  vertical  rotating  shaft  C  of  a  basin  or  enamel- 
receiver  D',  with  or  without  lamp  E  and  the  frame  I  to  be  enamelled,  arranged  substantially 
•8  and  for  the  purpose  specified. 

Second,  the  scraper  J,  formed  of  two  plates  g  A,  connected  together  by  a  bolt  J,  and 
anang^  to  operate  as  and  for  the  purpose  set  foith. 

Third,  the  lever  H,  in  combination  with  the  pin  e  of  shafl  C,  and  the  pin  /of  the  sliding 
or  adjustable  basin  or  receiver  D^  or  other  suitable  clutch,  arranged  to  operate  substantially 
•8  and  for  the  purpose  specified. 

No.  31,914.— Joseph  Tiberi,  of  St.  Louis,  'Mo.—ImproTement  in  Fire- Grfl//{5.— Patent 
dated  April  2,  1861. — On  each  side  of  the  throat  of  the  chimrny  are  placed  cleats,  upon  which 
Uie  lower  end  of  the  damper  rests,  it  being  levelled  so  as  to  ca.  ^  h  in  tne  notches  in  these  cleats. 
The  damper  is  swung  by  means  of  two  hooks  which  pass  c\er  pins  set  in  each  side  of  the 
chimney.  Tha  position  of  the  damper  regulates  the  amount  ol  heat  which  is  thrown  into  the 
room. 

Claim. — ^The  arrangement  of  the  said  damper  in  the  throat  of  the  chimney,  in  the  manner 
described,  for  the  purpose  specified. 

No.  31,915. — Alfred  R.  Turner,  of  Maiden,  Mass. — Improved  Avparatusfor  Trimming 
Wicks. — Patent  dated  April  2,  1861. — ^This  invention  is  explained  by  the  claim  and  engraving. 

Claim. — The  organized  apparatus  described,  for  trimming  the  wicks  af  lamps,  the  same 
consisting  substantially  of  toe  knife  g^  attached  to  a  traveling  carriage,  which  is  made  to 
move  back  and  forth  in  a  horizontal  plane,  while  the  wick  is  firmly  held  by  any  suitable 
holding  device  during  the  cutting  operation,  as  set  forth. 

No.  31,916.— Louis  Dominique  Valetton,  of  New  York,  N.  Y.— Improvement  in  Ma- 
ekines  for  Making  Fringe. — Pajjpnt  dated  April  2,  1861. — The  feeding-in  and  folding  the 
gimpure  so  as  to  form  strands  is  effected  by  means  of  a  forked  caiiier,  fitted  in  bearings  or 
slides  im  the  frame,  so  as  to  cause  it  to  reciprocate  in  a  right  line,  and  its  upper  prong  is  pierced 
by  an  eye  through  which  the  gimpure  is  threaded.  Hung  in  suitable  bearings  is  a  spindle 
having  a  hook  g  at  one  end,  so  arranged  as  to  have  three  distinct  motions,  viz':  rotary  around 
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its  axis,  oscillating  horizontallj,  and  yibratoir,  in  a  vertical  piano.  The  spools  are  Irang  tn 
a  frame  so  supported  on  a  pin  as  to  be  capable  of  revolving,  for  the  purpose  of  twisting  tba 
wires  around  toe  strands,  simultaneously  with  the  twisting  of  the  strands.  At  the  side  of  a 
vibrating  frame-work  within  the  main  frame  are  attached  two  uprights,  supported  by  pro- 
jections on  the  main  frame,  and  carrying  two  horizontal  rods  m  n,  for  the  purpose  of  steaaying 
the  wires  and  spools,  and  preventing  them  from  turning. 

Claim. — First,  the  forked  reciprocating  carrier  B,  for  feeding  the  frimpure  to  the  book  ^,  al 
the  proper  time  and  in  the  required  quantity,  substantially  as  described. 

Second,  the  hooked  spindle  G,  having  a  rotating  motion  for  twisting  the  fnn||^  a  vibrmtiiig 
movement  to  compensate  for  the  shortening  of  the  strand,  and  a  reciprocating  motion  for 
discharging  the  strand  and  receiving  another,  substantially  as  specified. 

Third,  in  nmchiues  for  making  fringe,  the  employment  of  the  intermittently  rotating  spool- 
frame  O,  for  twisting  the  wire  around  the  strand,  substantially  as  set  forth. 

Fourth,  the  employment  of  the  rods  m  m,  or  equivalent  device,  having  a  vibrating  motion, 
in  combination  with  the  intermittently  rotating  spool- frame  O,  substantially  as  and  for  tht 
purposes  set  forth. 

I  il'th,  the  coDibination  of  the  reciprocating  carrier  B,  the  rotating  and  reciprocating  hook 
g^  and  the  revolving  spool-frame  O,  or  their  equivalents,  operating  together  substantiallj  in 
the  luanncr  and  for  the  purpose  set  forth. 

No.  31,917.~'Wm.  F.  Veber,  of  Bowlin((  Green,  O. ^Improvement  in  CulHvaton. — 
Patent  dated  April  2,  IHCl. — The  frame  consists  of  two  curved  side-pieces,  which  are  con- 
nected together  at  their  front  ends  by  a  bolt,  and  attached  to  the  cross-beams  e  d,  Tbe«e 
oross-beains  are  placed  together  in  pairs,  a  narrow  spai'c  being  left  between  for  the  iniiertkm 
of  the  shanks  or  staudards  oi  the  shares,  the  standards  being  slotted  for  the  reception  of  keya, 
which  hold  tlietn  firmly.  By  this  means  the  shares  can  be  eanily  adjusted  to  any  desired 
position.  The  bundles  are  connected  together  by  a  cross-bar,  and  attached  to  the  fraaw  by 
nprights.     The  fihavos  arc  connectcnl  by  rods  to  the  front  part  of  the  frame. 

Claim. — The  arrangement  of  frame  A,  bundles  B  B,  slotted  standard  C,  shares  C,  wedgM 
I,  rods  D  D  I)  Ar,  and  sltittcd  crods-bcums  c  </  ^,  the  whole  being  constructed  in  the  manner 
and  for  the  purposes  shown  and  explained. 

No.  3 1, 91  y.— William  S.  Watson,  of  Ma^lison,  In^.^lmprtmtment  in  Brick  Maekintt.— 
Patent  dated  April  2,  18(31. — A  gear-wheel  on  the  driving  shall  gears  with  a  spur-wheel,  on 
whose  shaft  is  placed  a  cam,  which  operates  a  sliding  yoke,  to  wliich  are  attached  intermit 
iently  reciprooaring  press-boxes,  whicn  are  forced  against  tbe  stationary  block.  On  the  shaft 
are  place<l  eccentrics,  which,  while  the  pressing-box  remains  in  a  stationary  position,  afW 
having  been  forced  against  the  stationiuy  block  by  means  of  connecting  rods  and  alidinir 
yoke,  force  in  tbe  plungers,  and  further  compress  the  brick.  The  tables  or  lillers  are  placed 
below  the  pres8-b»:x,  and  o|)erate  to  raise  the  brick  out  of  the  mould  after  it  ban  been  preened, 
while  at  the  sanio  time  they  move  backward  and  forward  with  the  pre8*--box. 

Claim. — The  combiniitiOU  of  tt  pressing-block,  iutei mittently  reciprocating  prcM-box,  forrawl 
with  one  or  more  pressing  chambers,  inJopondeutIv  reciprocating  plunger  or  plungers,  and 
table  or  lifter,  or  tables  or  lifiers,  having  at  inter\'als  not  only  a  raising  and  lowering  actioo 
across  or  through  the  press-lwx,  but  also  an  intermittently  reciprocating  motion  in  concert 
with  the  press-box,  substantially  as  and  for  the  purpose  or  purpo-*es  &ei  lorth. 

No.  31,019.— H.  S.  White,  of  Newport,  R.  J.—Imprornnent  in  Xrwfpaper  Files.— VaJbtni 
datefl  ApTiJ  2,  1H<)1. — On  the  centre  of  the  strips  one  or  two  knobs  are  placed.  If  one  cord 
is  used,  it  is  attached  to  the  side  of  one  of  the  strips,  brought  tliroiigh  the  slots  around  tljo 
centre  knobs,  through  the  slots  at  the  other  end,  and  retained  by  p!i.--lng  the  cord  around  tlw 
ends  and  thronfrh  the  slot  again.  If  two  cords  arc  used,  one  cord  is  aMached  to  the  centre  of 
the  strip,  and  st  cures  it  in  the  same  way,  tbe  (Hher  cord  securing  the  other  c  nd. 

Claim. — .V  newspaper  file  composed  of  two  strips,  one  of  whi<  h  is  lJimi:died  with  point*  or 
pins  that  pa'^s  into  the  holes  or  recesses  in  tbe  other,  and  having  slots  forme<l  in  their  ends, 
around  uiul  through  which  a  cord  or  cohIs  are  wound  and  Ik  Id  oy  friction,  for  holding  thm 
slatA  to  tach  other  and  to  the  paper  between  them,  oa  set  forth. 

Also,  tautening  the  slats  together  at  their  centres  by  means  of  the  cord  which  fastens  otM 
or  both  of  the  ends  of  the  file,  as  set  forth  and  shown. 

No.  :?l,y'->0. — Seth  H.  Whitmore,  of  Cincinnati,  O.— Improvement  in  Steam  Enqines.-- 
Patent  dated  April  2,  1861. — ^The  two  valves  which  are  placed  at  the  opposite  end  of  tb* 
steam  cylinder  are  connected  together  by  a  rod,  which  is  operated  by  a  liuK  n-ceiving  its  mo 
tion  ii.  ihe  ordinary  manner.  A  pin  upon  the  rod  pa«>es  through  a  slot  in  the  link,  so  thai 
by  moving  the  link  up  or  down  upon  tho  piu  the  Uverag^  is  shortened  or  lengthened,  and 
the  steam  cut  off  earlier  or  later  in  the  stroke. 

Claim. — First,  the  combination  of  two  hollow-throated  oscillating  valves  with  each  oCber, 
when  operated  by  a  link  motion,  substantially  as  de^cril)cd. 

Second,  the  application  of  a  governor  to  a  link,  when  used  in  combination  with  hollow, 
throated  oscillating  valves,  for  the  purpoaa  of  effecting  a  variablo  cnt-off^  snbetantiall/  a« 
daacnUd. 
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Thir^  the  V-shapod  opening  in  the  yalre  and  yalre-seat  of  a  hollow-throated  oscillating 
Talve,  for  the  purpose  of  admitting  steam  before  the  valve  is  opened  throughout  ito  entire 
length,  substantiaUj  as  described. 

No.  31,921.— Joiix  R,  WiriTTEMORE,  of  Chicopee  Falls,  Mass.— /niprarcrf  Vegetable^ 
Cutter. — Patent  dated  April  2,  18G1. — The  thickness  of  the  cutters  in  the  direction  of  the 
length  of  the  shaft  is  less  than  that  of  the  hub  to  which  the^  are  attached.    These  hubs  are 

S laced  side  by  side  upon  a  shafl,  a  projection  upon  one  hub  fitting  into  a  recess  in  the  next, 
ut  are  so  adjusted  that  the  parts  or  edges  of  the  cutters  are  not  in  the  same  line.  To  the 
shaft  is  attached  a  crank  and  balancc-wboel.  The  bed-piece  is  on  one  s^e  of  the  hopper, 
and  has  over  it  a  series  of  knives  projecting  from  it,  which  fit  between  the  cutters  on  the 
shaft,  the  points  of  the  cutters  nearly  coming  in  contact  with  the  bed-piece. 

Claim. — ^The  combination  of  the  rotary  cutters/,  and  bed-piece  D,  and  the  knives  Ar,  sub- 
stantially as  and  for  the  purpose  specified. 

No.  31,922.— Joseph  G.  Wiiittier,  of  Attica,  Jnd.— Improved  J5oo<-Cnm/>.— Patent 
dated  April  2,  1861. — ^The  nut  being  set  in  such  a  position  as  to  compress  the  jaws  with  the 
requisite  force,  a  piece  of  leather  to  constitute  a  boot  front  is  placed  around  the  form  F,  and 
the  levers  E  being  drawn  forward  and  downward  by  means  of  the  connecting  bar  E  ,  the 
leather  is  forced  downward  between  the  jaws,  and  thereby  pressed  into  proper  shape  upon 
the  form  F.  A  slight  pressure  upon  the  end  of  the  lever  o  throws  up  the  toggles,  which  form 
a  rigid  bearing  between  the  plate  H'  and  the  head  k  of  the  rod  K,  thereby  instantlv  relea.sing 
the  jaws.  The  frame  can  tnen  be  elevated,  and  the  confining  knee  Q  introduced,  to  which 
the  leather  is  attached.  The  frame  is  again  forced  down,  and  the  leather  tightly  stretched 
around  the  form  by  a  crank  R. 

Claim. — First,  the  construction  of  the  crimping  jaws  with  riffid  backs,  flexible  faces,  and 
interposed  springs,  substantially  as  and  for  tlie  purposes  set  forth. 

Second,  the  combination  of  the  rod  K,  set  nut  L,  and  toggle  movement  M  N  O,  for  com- 
pressing the  jaws  together  with  any  desired  force  and  readily  releasing  them,  as  explained. 

No.  31,923.— Martin  Wilcox,  of  Middlebury,  O.^Improved  Steam  Pam/i.— Patent  dated 
April  2,  1861. — Steam  is  admitted  into  the  receiver,  which  is  filled  with  water  through  the 
pipe  H,  the  latter  being  provided  with  a  governor  valve,  connected  by  a  rod  to  a  valve,  for 
regulating  the  pressure  of  the  steam.  When  the  float  F  in  the  receiving  veiscl  A  is  forced 
down  upon  the  button  R'  upon  the  rod,  it  closes  the  steam-gate  and  opens  the  pipe  O,  which 
connects  with  the  condenser,  the  valve  I)  of  the  discharge-pipe  closing  at  the  Fame  time. 
The  water  standing  higher  in  B  than  in  A,  it  seeks  a  level  by  passing  down  B  and  up  A, 
transferring  steam  from  A  into  C,  when  the  steam  is  immediately  condensed.  The  water 
now  enters  the  pipe  P  until  it  raisos  the  float  against  the  upper  button,  thus  o[)oning  H  and 
dosing  G.    The  water  is  forced  out  through  the  valve  D,  together  with  the  uucondeused 


Claim. — The  arrangement  of  the  chamber  A,  float  F,  pipe  N,  and  valve  E,  in  combination 
with  the  valves  M  and  J,  with  the  pipes  II,  constructed  and  operating  in  the  maniior  and  for 
the  purpose  substantially  as  described. 

Also,  the  chamber  T,  with  the  partitions  O  O  and  valve  I,  in  combination  with  the  pipes 
B  B',  valve  D,  condenser  0,  and  pipe  G,  constructed  in  the  manner  and  for  the  purpose  sub- 
•tantially  as  set  forth. 

No.  31,924.— Stephen  Wilcox,  jr.,  of  Westerly,  R.  1.— Improvement  in  Hot-Air  En- 
gines.— Patent  dated  April  2,  IHGl. — This  invention  consists  in  arrangiuff  the  working  and 
chan^nff  pistons  so  that  the  lornier  works  within  the  latter,  and  both  within  a  single  c\  Tm- 
dcr,  tortno  purposoofobtainiiijj^  the  advantages  of  compactness,  &c.,  and  of  separate  woiking 
and  changing  cylinders  and  pistons  and  increased  heating  surface.  Around  the  central  por- 
tion of  the  plunger  is  a  tight  case,  one  end  of  the  plunger  serving  as  the  working  piston  of 
one  single-acting  hot-air  engine,  and  the  other  end  as  the  working  piston  of  Miotlier  and 
similar  engine,  combined  with  which  is  a  means  of  connecting  such 'doubie-woi  king  piston 
with  the  exterior  parts  of  the  engine,  by  which  the  extent  of  packed  8U!la<o  dividing  the 
working  air  from  the  external  air,  as  well  as  leakage  from  the  working  chaiiil)cr,  is  reduced. 

Claim. — First,  the  employment  in  a  hot-air  or  gas  engine  of  a  plunger  (',  in  combination 
with  an  annular  piston  B,  arranged  and  operating  within  the  cylinder  A,  substantially  as  and 
for  the  purposes  set  forth. 

Second,  the  emi)Ioyment  of  the  tight  case  D  around  a  plunger  C,  serving  as  the  working 
piston  of  the  two  single-acting  hot-air  engines,  in  combination  with  the  employment  of  one  or 
more  lugs  c  and  piston-rods  G,  arranged  substantially  as  represented,  lor  the  purpose  of 
diminishing  the  liability  of  leakage  of  air  from  the  interior  of  the  engine. 

No.  31,925. — C.  M.  WiLKiNS,  of  West  Andover,  O.— Improved  Cheese- Vat  Operator.— 
Patent  dated  April  2,  1861. — The  vat  is  supported  upon  rockers,  hinged  to  the  platform  by 
pins,  which  pass^  loosely  through  flanges  on  the  rockers.  The  lever  is  eecured  to  the  plat- 
form hy  a  pivot  joint,  allowing  it  to  1^  drawn  backward  or  Ibrvvard,  in  a  right  line  with  the 
end  of  the  vats.    A  clutch  on  the  end  of  the  vat  Teaching  over  the  upper  end  of  the  lever 
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sciTcs  as  a  slide  through  which  the  lever  moves  to  the  right  or  left.  By  moving  the  lerer 
the  vat  can  be  easily  tipi>cd  Tor  wheying  off. 

a  aim. — The  hinged  rockers  J  J,  in  combination  with  the  hinged  lever  L,  operaUng  as 
and  for  the  purpose  specified. 

No.  31,926.— Turner  Williams,  of  Providence,  R.  J.— Improvement  in  Means  for 
Atoiding  Dead  Centres  in  Cranks, — Patent  dated  April  2,  1861.— vThis  invention  consists  in 
arianp:ing  a  spring  with  a  stiff  rod  extending  at  right  angles  from  its  loose  end,  in  such  rela- 
tive position  with  resi>ect  to  a  crank  to  which  it  is  directly  connected  that  the  said  device  shall 
operuto  altemately  in  opposite  directions  with  the  revolution  of  the  crank  to  carry  it  past  both 
dead  centres  without  stopping. 

Claim. — The  use  of  a  spiiiig,  combined  with  a  rod  for  directing  its  force,  or  the  equivalent 
tbeielor,  arranged  rektivcly  with  the  crank,  substantially  as  described,  to  effect  the  purpo&e 
set  forth. 

No.  31,927.— Levi  Dodge,  of  Cohocs,  N.  Y.,  assignor  to  Himself  and  David  Blake, 

*of  same  place. — Iwprored  Shear  for  the  Manufacture  of  Axes. — Patent  dated  April  2,  18(»J. — 
From  a  bar  of  steel,  whose  width  is  as  great  as  the  breadth  of  the  axe-poll  or  the  length  of 
the  steel  piece  to  be  cut  by  means  of  the  shears  and  dies,  a  steel  piece  is  cut  off  and  the  scarf 
formed  at  the  same  operation.  The  piece  being  cut  from  the  end  of  the  bar,  so  that  the  grain 
of  thf  steel  shall  be  at  right  angles  to  the  cutting  type,  for  the  purpose  of  securing  a  better 
edge  and  stronger  weld. 

Claim, — The  employment  of  the  circular  shears  and  dies  for  cutting  said  steels  and  swad^- 
ing  their  starts  leady  for  welding,  in  the  mauiier  set  forth. 

No.  31,928.— T.  J.  Freeman,  of  Heyworth,  111.,  assignor  to  himself  and  E.  T.  Freemah, 
of  Fame  place. — Improved  Machine  for  Cutting  Standing  Corn-Stalkt, — Patent  dated  April 
2,  1861. — This  invention  consists  of  a  roller  plated  in  a  suitable  frame  and  used  in  connexion 
with  a  reciprocating  yielding  knife,  a  frame  for  bending  over  the  com,  and  a  reciprocating 
lootht'd  plunger  Ibr  tlio  purpoe  of  cuttinj^  down  standing  stalks  to  be  ploughed  under  the 
.•-oil.  A  lootlK'd  piiingor  bar  servos  as  an  indicator  to  point  out  rocks,  so  that  the  driver  can 
Slop  tlu*  machine  or  disconnect  the  traverse  pin  from  the  pitman,  which  is  effected  by  means 
of  a  1(  ver  depressing  the  outer  end  ot  a  spring.  The  knife  ijj  allowed  a  yielding  motion  by 
means  of  springs,  when  coming  in  contact  with  stones  or  other  obstructions. 

Claim. — First,  the  roller  li,  in  connexion  \\ith  the  reciprocating  kuilo  J,  arranged  for  joint 
operation  as  and  lor  the  purpose  set  iorth 

.Second,  the  combination  of  the  roller  B  and  reciprocating  knife  J,  with  the  toothed  plunger 
bar  (^  and  fraUiO  K,  all  Iniing  placed  within  a  frame  A,  as  and  for  the  purpose  sp^'cificnl. 

Tliiid,  the  peculiar  anaugenient  of  the  bars  U  H,  with  the  pln-e  j  and  pin  k,  essentially  ae 
shown,  whereby  the  pitman  F  may  be  readily  connected  to  the  traverse  piece  I,  and  readily 
d>conuocicd  therefrom,  for  the  purpose  of  rendering  the  kuiie  operative  or  ino|)eiative  as  re- 
quired. 

Xo.  31,929.— L.  &  S.  B.  Holden,  of  "Wobum,  Mass.,  assignors  to  Themselves  and  J.  C. 
Seklve,  of  East  Cambridge,  Mass. — Improvement  in  tJte  Manufacture  of  Boots  and  Shoes. — 
r.itent  dated  April  2,  1861. — This  invention  consists  in  a*uietho<l  of  preparing  the  sole  and 
n]»i  «r  lor  sewing,  whereby  the  seam  is  brought  entirely  on  the  outside  of  the  sewing  opera- 
tion, but  if  the  shoe  bo  turned  the  seam  will  be  brought  entirely  on  the  inside  thereo*;  the 
s|)ooial  object  of  this  mode  being  to  fiK-ilitate  stwing  tog-ether  the  parts  by  a  sewing  machine. 

Claim. — So  preparing  the  sole  and  upper  for  sewing  that  the  paits  to  be  se>u*d  together  arc 
b.ou^'^bt  to  the  condition  substantially  as  illustrated  by  Fig-^.  1,  2,  and  6,  and  de>ciibed,  that 
is  to  sav,  projecting  from  the  central  or  princiual  poition  of  the  sole  at  right  angles,  or  uiiirly 
so,  to  iLe  face  thereof,  in  such  manner  as  to  bring  both  faces  of  the  seam  on  the  outside  of 
the  work  while  the  sewing  is  being  performed. 

No.  31,930.— HosEA  H.  IIuyTLY,  of  Cincinnati,  O.,  assizor  to  Chamberlain  Sl  Co. 
and  William  Caven,  of  same  place. — Improvement  in  Cooking-Stores. — Patent  dated  April 
2,  lI^61. — Placed  midway  between  the  two  stove  sides  and  extending  from  the  front  of  the 
stove  to  the  rear  flue  is  a  long  narrow  fire-box  suspended  centrally  and  longitudinaily  in  the 
top  of  a  single  oven.  At  the  sides  of  the  stove  cold-air  pa>sapes  enter,  and,  after  traversing 
the  middle  and  hottest  part  of  the  oven  top  and  Ibf -box,  enter  the  lower  portion  of  the  box  tu 
its  miudie,  so  as  to  comjK'l  all  the  feed  air  to  traverse  the  mass  of  fuel  before  escaping  to  tim 
flues. 

Claim, — First,  the  described  central  longitndinal  fire-box  C,  provided  with  cool-air  passaget 
F  F  which  enter  the  lower  part  of  said  box  iiom  opposite  sides  at  or  about  its  mid  length, 
in  the  manner  and  for  the  objects  stated. 

StH-ond,  a  cook-stove  with  the  following-  elements:  an  oven  A,  extending  from  side  to  side 
of  the  stove,  a  long,  nanow,  longitudinal  fire-box  C,  suspended  centrally  in  the  top  of  said 
oven,  cool-air  passages  F  F',  which  enter  at  or  near  the  mid  width  of  the  stove  sidcct,  paaa 
over  the  oven  at  its  middle  portion  and  enter  the  lower  poriiou  ot  the  tire-box  at  or  about  iu 
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mid  length,  and  the  four  comer  diying-flaes ;  the  whole  being  arranged  as  and  for  the  pur- 
poses set  forth. 

No.  31,931.— H.  Kipling,  of  New  York,  N.  Y.,  assignor  to  J.  B.  Behrmann,  of  same 
place. — Improvement  in  Bracelets. — Patent  dated  April  2,  1861. — This  bracelet  is  constructed 
of  a  coiled  spring-wire,  and  covered  with  a  suitable  ornamental  covering.  A  spring-wire 
passes  through  the  tube,  and  lips  or  plates  are  secured  on  the  ends  by  which  it  may  bo  clasped. 

Claim. — ^As  an  improved  article  of  manufacture,  a  bracelet  composed  of  a  single  piece  of 
wire  arranged  spirally,  with  a  central  strengthening  wire  C,  covering  A,  and  tips  D,  all  as 
shown  and  described. 

No.  31,932.— Robert  J.  Mann,  of  Brooklyn,  N.  Y.,  assignor  to  Lewis  A.  Osborn,  of 
Newark,  N.  J.,  and  Isaac  J.  Vincent,  of  Brooklyn,  N.  Y. — Improved  Method  of  Manufac- 
turing SJuleton  Skirts. — Patent  dated  April  2,  1861. — ^This  invention  consists  in  the  use  of  a 
former  of  the  shape  of  the  hoop-skirt  to  be  manufactured,  provided  with  a  waistband  block 
and  a  number  of  ribs  corresponding  to  the  number  of  tapes  to  be  used,  to  which  the  hoops 
are  attached  until  the  tapes  are  fastened  to  them. 

Claim. — ^The  method  of  forming  hoop-skirts  by  applying  the  hoops  and  tapes,  or  their 
equivalents,  to  each  other  while  they  are  supported  in  the  relative  positions  which  they  are  to 
occupy  in  the  finished  skirt,  substantially  as  set  forth. 

No.  31,933.— William  McCord,*  of  Sing  Sing,  N.  Y.,  assignor  to  Himself,  Charles  F. 
Cox,  of  Sing  Sing,  N.  Y.,  and  Robert  Woodward,  of  New  Egypt,  N.  J.— Improvement 
in  Fire-arms. — Patent  dated  April  2,  1861. — ^The  nature  of  this  invention  consists  in  arrang- 
ing between  the  rear  open  ends  of  two  or  more  gun  barrels  firmly  secured  in  a  suitable  frame 
or  stock  and  brccch-post  or  standard  immediately  in  the  rear,  a  perforated  reciprocating  block 
or  plate,  and  providing  in  connexion  therewith  detachable  cartridge  chambers,  a  series  of  pe- 
cobar  formed  cams,  sliding  plates  with  rammers  attached,  percussion  hammers,  and  other 
parts ;  the  whole  being  arranged  and  made  to  operate  by  the  simple  act  of  turning  a  crank 
with  such  concert  of  action  as  to  enable  one  set  of  openings  in  the  reciprocating  plate  to  be 
charged  with  said  detachable  cartridge  chambers  having  ball  cartridges  within  them,  and  the 
cartridges  in  the  similar  cartridge  chambers  in  the  other  set  to  be  discharged  through  the 
barrels  at  every  reciprocal  throw  of  the  said  plate,  and  vice  versa^  and  thereoy  cause  a  rapid 
and  uninterrupted  firing  of  balls  from  both  barrels  proportionate  with  the  speed  with  which 
the  crank-shaft  is  tum^. 

Claim. — First,  the  combination  and  arran^ment  of  the  cams  H  H',  on  the  upright  shaft  I, 
parallel  bars  6,  on  the  lower  part  of  the  reciprocating  block  or  plate  F,  sliding  plates  M  N, 
naving  spaces  formed  in  their  enlarged  ends,  and  rammers  P'  attached,  and  inclmed  cartridge 
chamber  slots  or  channels  Q,  formed  in  the  transverse  block  D ;  the  said  cams  H  H'  giving 
tho  necessary  reciprocating  movements  to  the  said  block  or  plate  F,  and  sliding  plates  or 
rammers,  at  the  proper  intervals  of  time  in  relation  to  each  other,  substantially  in  tne  manner 
and  for  the  purpose  fuUy  set  forth. 

Second,  forming  the  lower  part  of  the  hopper  R,  as  represented  and  described,  with  a  knifc- 
edged  partition  between  the  entrances  to  tho  cartridge  slots  or  channels  Q,  for  the  purpose  of 
preventing  the  detachable  cartridge  chambers  F2  choking  up  the  enti-ances  to  said  slots  or 
channels  as  they  descend  into  the  same,  as  set  forth. 

Third,  the  peculiar  tangential  and  eccentric  form  of  the  portions  of  the  cams  T,  immediately 
next  to  tho  more  abrupt  portions  from  which  the  ends  of  the  spring  hammers  8  are  trippea, 
in  combination  with  saia  spring  hammers  operating  in  the  manner  and  for  the  purpose  de- 
scribed. 

No.  31,934.— James  Nevison,  of  Morgan,  O.,  assignor  to  Himself  and  A.  D.  Wood,  of 
Buffalo,  N.  Y. — Improvement  in  Stave  Machines. — Patent  dated  April  2,  1861. — As  the  weight 
of  a  ratchet  and  pawl  lever  is  drawn  up  by  the  foi-ward  movement  of  the  carriage  the  lever 
is  carried  to  a  certain  height  and  retained  by  the  notched  lever  O.  On  the  return  of  the  car- 
riage the  curved  lever  p,  atlached  to  the  carriage,  acts  against  the  upper  part  of  the  lever  O, 
and  disengages  it  from  lever  K,  which,  bein?  brought  down  by  the  weignt,  causes  the  pawl 
and  .ratchet  to  turn  the  shaft  and  also  the  feed-roller,  carrying  with  it  the  log  to  the  saws. 

Claim. — ^The  levers  o  and;?,  and  spring,  in  combination  with  the  cords  u  and  n  connected 
with  the  saw-frame  for  the  purpose  ot  operating  the  feed-works,  as  described. 

No.  31,935,— Horton  B.  Peck,  of  Wolcott,  N.  Y.,  assignor  to  Lyman  F.  Snedaker,  of 
Clyde,  N.  Y. — Improved  Method  of  Arranging  Fly-ioheels. — Patent  dated  April  2,  1861. — 
The  object  of  this  invention  is  to  make  use  of  a  fly-wheel  run  at  a  high  rate  of  speed  greater 
than  that  of  any  part  of  the  working  train  or  machinery  to  which  it  is  applied,  in  combina- 
tion with  an  adjustable  rolling  brake  for  varying  the  motion  of  the  machinery  as  occasion 
may  require.  The  high  speed  is  produced  by  a  train  of  more  or  less  gearing  out  of  the  wo:  k- 
Ing  train,  but  receiving  its  motion  therefiom.  It  is  designed  to  act  as  a  regulator  in  the  em- 
ployment of  clock-work  or  other  mechanical  power. 

Claim. — ^The  employment  of  a  compaiatively  light  fly-wheel  F,  made  to  produce  the  ro- 
quiied  effect  by  numing  it  at  a  higher  rate  of  sp^  than  that  of  any  part  of  the  working 
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train  or  machinerj,  in  combination  with  an  adjust^le  rolling  pressure  hnke  H  J  K  I^  or  its 
eqoivaleMt,  for  varying  Uie  machinery,  substantially  as  and  for  the  purpose  specified. 

No.  31, 93G.— George  N.  Seipler,  of  Hartford,  Conn.,  assignor  to  Rawson  Read,  of 
same  plaoo. — Improved  Portable  Folding  Bed. — Patent  dated  April  2,  1861. — ^The  frame  of 
the  bod  is  hinpca  at  its  centre  so  us  to  be  partially  raised  or  folded  together,  and  the  portion 
between  the  centre  and  head  is  also  hinged,  each  hiugcd  part  bciug  acyusted  to  the  desired 
position  by  means  of  hinged  supports  catching  in  racks  at  their  lower  ends.  The  springs  are 
padded  at  their  bearing  points  to  prevent  creaking. 

Claim. — The  combination  of  the  box  or  frame- work  a  and/,  racks  m  and  o,  supports  h  k\ 
having  the  padded  springs  z  c,  arranged  substantially  in  the  manner  and  for  the  purpose 
described. 

No.  31,937. — GUSTAVUS  Zchech  and  Jacob  Riefer,  of  Indianapolis,  Ind. — ImproremeM 
in  Swingle  Machines. — Patent  dated  April  2,  1861.— Fastened  to  the  side  of  the  machine  and 
under  the  breast  plate  is  a  vibrator  formed  of  two  plates  with  a  space  between  them,  within 
which  space  is  a  spring  pressing  on  a  lug  which  works  with  and  on  the  pin  1 1,  the  latter  con- 
Docting  the  lug  with  the  triangular  guide  v. 

Claim. — ^The  guide  o,  worluug  on  the  pin  1 1,  when  used  for  the  purpose  set  forth. 

No.  31,938.— Joseph  C.  Tiffany,  of  New  York,  N.  Y.,  and  Garet  G.  Heermance,  of 
Hud&on,  N.  Y. — Improvement  in  the  Means  of  Promoting  Combustion  in  the  Furnaces  of 
Steam- Boilers. — Patent  dated  April  2,  1801. — The  heated  chamber  is  supplied  with  air  from 
the  ush-box  or  blower,  and  a  pipe  passes  iuto  it  from  the  boiler,  said  pipe  being  provided  with 
perforated  tubes,  by  which  means  the  steam  is  admitted  into  the  chamber,  and  from  thence 
thiough  openings  the  gases  are  admitted  to  the  fire  so  as  to  combine  with  the  unconsumed 
gai<es  evolved  from  the  coal  and  thus  facilitate  their  combustion.  The  lugs  on  the  outside 
serve  to  hold  the  coating  of  clay,  and  inner  projections  assist  in  heating  tne  vapors  befoia 
passiug  into  the  fire. 

Claim. — The  heated  chamber/,  through  which  air  passes,  combined  with  the  pipe  e  within 
said  chamber,  supplving  a  regulated  amount  of  steam  or  vapor,  which  combines  with  the  air 
in  said  heated  chamber  and  passes  olf  to  the  fire  through  a  suitable  opening  or  openings,  a« 
and  for  the  purposes  specifiea. 

AliiO,  the  construction  of  the  chamber  /,  represented  in  Fig.  3,  with  the  lugs  and  spikes, 
for  the  pmposes  and  as  set  forth. 

No.  31,939.— E.  H.  Bailey,  of  Philadelphia,  V&.— Improved  Key  Fastener.— Patent  dated 
April  9,  1861. — This  invention  consists  in  temporarily  connecting  the  handle  of  the  key  to 
the  door  knob  by  means  of  bent  wires  provided  with  a  screw  and  nut,  by  means  of  which 
they  can  be  adapted  to  keys  and  locks  of  difierent  sizes,  for  the  purpose  of  preventing  the 
door  from  being  unlocked  on  the  outside. 

Claim. — Connecting  the  handle  to  the  key  of  the  lock  by  the  pieces  E  F  and  G,  or  their 
equivalents,  arranged  for  attachment  to  and  detachment  fiom  the  handle  and  key  of  a  lock, 
substantially  as  set  forth  for  the  purpose  specified. 

No.  31,940. — CALvra  AUBORN.  of  Watertown,  N.  Y.-^  Improvement  in  Cheese^Prcsses. — 
Patent  dated  April  9,  1861. — ^To  the  short  arm  of  the  operating  lever  is  attached  a  pawl,  that 
engages  with  a  ratchet  segment  upon  a  shaft  huug  in  suitable  bearings  and  concentric  to  the 
toothed  periphery  of  the  segment.  On  the  bottom  of  the  shaft  to  which  the  toothed  segment 
is  attached  and  concentric  to  the  shaft  is  a  cam,  so  shaped  and  disposed  over  the  mounted 
1  oiler  of  the  platen  as  that,  on  giving  motion  to  the  toothed  segment,  the  cam  gradually  acts 
on  the  roller  to  depress  the  platen. 

Claim. — First,  the  toothed  operating  segment  or  sector  and  platen*pressing  cam,  combined 
to  form  but  a  smgle  device,  and  the  one  being  conceE*ric  and  the  other  eccentric  to  or  with 
the  shaft  which  carries  them,  and  otherwise  peculiarly  constructed  for  operation  by  a  lever 
and  pawl,  to  communicate  pressing  force  to  the  platen,  essentially  as  shown  and  described. 

S^nd,  the  combination  of  the  peculiarly  constructed  and  combined  toothed  operating 
segment  and  platen-driving  cam  with  the  rollers  which  nerve  to  guide  the  platen  at  its  sides 
or  ends  and  the  roller  interposed  between  the  cam  and  platen  and  against  which  the  cam  is. 
made  to  bear,  all  for  operation  together,  as  set  forth. 

No.  31,941. — D.  N.  Allard,  of  McConnellsvillc,  O. — Improved  Horseshoe  Machine, — 
Patent  dated  April  9, 1861. — ^This  invention  consists  in  so  combinmg  two  die-wheels,  the  axes 
of  which  are  at  right  angles  to  each  other,  and  gearing  and  operating  them  together,  as  that 
each  and  eveiy  revolution  of  the  die- wheels  shall  form  a  horseshoe  and  tip  it  up  and  loosen 
it  from  the  die,  so  as  to  bo  readily  removed  and  allow  another  blank  to  be  introduced. 

Claim. — The  combination  of  a  vertical  and  a  horizontal  wheel  working  together  and  fiu'- 
nished  with  dies,  for  the  purpose  of  swadging  out  a  horseshoe,  substantially  in  the  manner 
set  forth. 

Also,  in  combination  with  a  vertical  and  horizontal  die-wheel  the  tipping  bar  K,  for  the 
purpose  described. 
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No.  31,942.— Ransom  Bartle,  of  Independenoe,  lowA,—Improvemtni  in  Water  EU- 
9ator$, — Patent  dated  April  9,  1861. — The  drum  consists  of  two  flanges  of  equal  diameter  and 
a  hub  provided  with  a  thin  annular  flange,  and  is  allowed  to  turn  loosely  on  its  shaft  and  to 
baTe  an  end-play  between  a  fixed  collar  and  a  ratchet-whecL  Across  the  hub  portion  of  the 
drum  passes  the  brake-lever,  by  means  of  which  the  drum  may  be  thrown  into  or  out  of  con- 
nexion with  the  ratchet-wheel  and  the  bucket  slowly  lowered.  The  bucket  is  hung  by  a  flat 
metal  strap  instead  of  a  chain,  for  convenience  of  winding ;  one  end  of  this  strap  is  attached 
to  a  ntrap  secured  to  the  dmm  between  the  two  flanges,  and  made  of  India-rubber  or  other 
suitable  material,  to  prevent  the  metal  strap  from  breaking  should  the  bucket  fall  suddenly 
into  the  weU.  Two  metal  strips  connect  the  bail  of  the  bucket  to  the  lower  end  of  the  metal 
•trap. 

Claim, — ^The  arrangement  of  the  sliding  treble-flanged  drum,  constructed  as  shown,  with 
the  brake-lever  G,  shait  D,  straps  h  /,  separated  strips  N  N,  and  bucket  K,  ^  in  tiie  manner 
and  for  the  purposes  shown  and  described. 

No.  31,943.— J.  B.  Bausman,  of  Rochester,  Fs^^Improved  Car- Ventilator, —Fateui  dated 
April  9,  1861. — In  the  upper  part  of  either  end  of  and  extending  across  the  car  is  placed  a 
trunk  or  box  having  near  its  orifice  a  depression  which  forms  a  water-chamber,  in  which  are 
mounted  a  series  of  fans,  so  arranged  as  to  be  set  in  motion  by  the  resistance  of  the  air  as 
the  ear  moves  along.  Above  the  fans  is  a  water-chamber,  the  bottom  of  which  is  perforated 
to  allow  the  water  to  drop  on  the  fans.  In  the  rear  of  the  trunk  is  a  register  for  admitting 
air  to  the  car,  the  air  being  divested  of  dust  in  passing  through  the  spray  caused  by  the 
operation  of  the  fans. 

Claim. — ^The  arrangement  of  the  self-acting  fans  D  with  the  tanks  C  £  and  curved  trunk 
B,  in  the  manner  and  for  the  purposes  shown  and  described. 

No.  31,944. — A.  L.  Bayley,  of  Amesbury,  Mass. — Improvement  in  Shaping  and  Embost- 
img  Hats  and  Caps, — Patent  dated  April  9,  1861. — The  object  in  using  sand  for  shaping  or 
embossing  hats  is  to  transmit  the  pressure  to  all  parts  of  the  interior  of  the  hat  in  such  a 
manner  as  to  cause  eveiy  part  of  its  exterior  to  be  forced  out  against  the  opposite  interior 
furface  of  the  mould. 

Claim, — The  shaping  or  embossing  of  hats  or  caps  by  placing  them  in  a  suitable  die  A, 
filling  them  with  sand,  or  other  granular  or  pulverous  material,  and  subjecting  such  material 
to  pressure,  substantially  as  specified. 

No.  31,945. — James  A.  Bazin,  of  Canton,  Mass. — Improvement  in  Bobbins  for  Spinning 
Machines, — Patent  dated  April  9,  1861. — The  bobbin  is  so  constructed  that  the  central  core 
or  axis  can  be  removed  when  the  bobbin  is  filled,  and  suitable  casings  or  clamps  applied  to 
the  periphery  of  the  bobbin-heads,  by  means  of  which  casing,  clamps  or  binders,  the  coil  of 
yam,  thread,  or  strand  is  retained  in  the  same  form  as  when  wound  upon  the  bobbin,  and 
can  be  drawn  off  from  the  centre  of  the  coil,  instead  of  being  taken  horn  the  outside  in  the 
usual  manner. 

Claim, — First,  the  improved  bobbin,  constructed  substantially  in  the  manner  and  for  tbe 
purposes  described.  ^ 

l^cond,  the  method  of  holding  the  coils  of  yam  or  strands,  so  that  they  can  be  safely 
removed  from  the  spindles  on  which  they  are  wound  and  applied  to  the  creel  or  other  part  of 
the  machine  in  which  they  are  to  be  used,  bv  means  of  connecting  the  movable  heads  of  the 
bobbin  with  clamps,  or  their  equivalents,  substantially  as  and  for  the  pui-pose  set  forth. 

Third,  combining  the  movable  heads  with  the  core,  or  its  equivalent,  in  the  manner  and  for 
the  purposes  described. 

No.  31,946,— Henry  Beagle,  jr.,  of  Philadelphia,  Fa,— Improved  Safety- Hook  fjr  Har- 
ness.— Patent  dated  April  9,  18ui. — This  invention  consists  in  a  hook  formed  of  two  parts, 
connected  by  a  pivot,  and  provided  with  curved  ends,  which,  when  the  hook  is  closed,  overlap 
each  other  and  receive  a  rin^  or  band,  which  serves  as  a  fastening  to  prevent  the  casual 
separation  of  the  two  parts  ot  the  hook. 

Claim. — The  arms  or  bars  A  A,  connected  together  by  a  pivot  a,  and  provided  with  curved 
ends  bf  in  connexion  with  a  ring  B,  arranged  to  fit  within  the  curved  ends  ft,  and  foim  a  lock 
for  the  arms  or  bars,  substantially  as  and  tor  the  purpose  set  forth. 

No.  31,947. — Joseph  Bell,  of  Belleville,  HI. — Improvement  in  Bolting  Chests. — Patent 
dated  April  9,  1861. — This  invention  consists  in  placing  ventilators  in  the  roof  of  the  chest 
and  also  on  each  side  of  the  upp^r  part  of  the  lower  bolting-chamber,  by  which  means,  the 
inventor  says,  coolers  may  be  dispensed  with  and  the  meal  bolted  immediately  after  leaving 
the  stones. 

Claim. — The  interior  constmc^ion  of  the  chest,  shown  and  described  with  the  ventilators, 
arranged  substantially  as  described  for  the  purpose  specified. 

No.  31,948. — Samuel  Boorn,  of  Lowell,  Mass. — Improvement  in  Pickers  for  Looms, — 
Patent  dated  April  9,  1861. — The  picker  is  constmcted  of  raw  hide,  both  body  and  bushing, 
and  with  a  cushion  made  of  horn,  the  socket  for  the  reception  of  the  cushion  being  of  taper 
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form,  and  having  its  supporting  laps  brought  in  close  contact  at  and  in  rear  of  the  rear  end 
of  the  cushion,  and  then  confined  together  bj  one  or  more  rivets  extended  through  the  lapa. 
Claim. — The  improved  manufacture  of  raw-hide  picker  as  made  with  a  tapering  cushion, 
a  bucking- plate  a,  and  the  case  b,  arranged  and  apphed  together,  substantially  as  specified. 

No.  31,941).— Edward  Brown,  of  Waterbury,  Conn.,  and  Willum  H.  Van  Giesor, 
of  Paterson,  N.  J. — Improved  Machine  for  making  Butt-Hinges. — Patent  dated  April  9, 
Jb61. — This  invention  does  not  admit  of  a  brief  description. 

Claim. — First,  the  combination  of  the  swages  21,  yielding  supporting  plate  20,  and  fixed 
stop  24,  substantially  as  described  for  the  purpose  set  forth. 

Second,  the  combination  of  the  fixed  stop  33,  dies  30,  and  sliding  support  29,  substantially 
as  aud  for  the  purpose  set  forth. 

Third,  the  combination  with  the  files  45,  operating  substantially  as  described,  of  the  over- 
hanpriug  stop  51  and  support  44,  substantially  as  and  for  the  purpose  set  forth. 

Fourth,  the  combination  of  the  vibrating  support  44,  set-screw  47,  aud  springs  50,  arranged 
substantially  as  described  for  the  purpose  set  forth. 

Fifth,  the  combination  with  the  swages  and  files  described  for  turning  and  finishing  th« 
joint  of  the  hinge  of  the  fingers  ti,  9,  and  10,  substantially  as  described  for  the  purpose  aet 
forth. 

Sixth,  the  combination  in  the  manner  described  of  the  clutch  for  disconnecting  the  power 
from  the  machine,  with  the  finders  for  moving  the  blanks  forward  into  position,  the  nngerF 
being  so  connected  to  the  clutch-lover  as  to  cause  an  undue  strain  upon  the  finpers  8,  9,  and 
10,  or  any  one  of  them,  to  release  the  clutch-lever  70,  and  thus  disconnect  the  diiving  power, 
sul>stantially  as  described  and  shown. 

Seventh,  the  guides  75,  so  constructed  and  arranpfcd  in  connexion  with  the  slides  76,  77 
as  to  turn  the  parts  of  the  hinge  over  and  deliver  them  upon  the  slides  76,  77,  substantially 
as  and  for  the  purpose  set  forth. 

Eighth,  the  construction  of  the  slides  76,  77,  79,  80,  and  their  arrangement,  in  connexion 
with  the  apparatus  for  driving  the  wire  by  which  the  parts  of  the  hinp:c  are  brought  into  and 
held  in  the  proper  position  to  receive  the  wire  which  forms  the  axis  of  the  hinge,  substantially 
as  and  for  the  purpose  set  forth. 

Ninth,  the  combination  with  the  said  slides  76,  77,  79,  80  of  the  guide  84,  substantially  at 
and  for  the  purpose  set  forth. 

Tenth,  the  combination  with  the  driving-clamp  93  of  the  supporting  slides  104,  105,  and 
springs  106,  substantially  as  and  for  the  puq)08c  HCt  forth. 

Eleventh,  the  combination  of  the  supporting  slides  7(5,  77,  79,  80,  or  other  stipport,  for  tha 
hinge  during  the  operation  of  driving  the  wire,  and  with  the  clamp  93,  or  other  device  for 
driving  the  wire,  to  form  the  axis  of  the  hinge  of  the  stop  1 14,  saitl  stop  bein^  connected 
with  the  disengaging  apparatus  in  such  a  manner  that  an  undue  pressure  m  drivmg  the  wi» 
will  disconnect  the  driving  power,  substantially  as  and  for  the  purpose  set  forth. 

Twelfth,  the  combination  with  each  other  and  with  a  maehme  for  making  hinges  of  the 
pliers  or  cutting  nippers  107  and  chisel  108,  operated  and  operating  substantially  as  described 
for  the  purpose  set  lorth. 

No.  31.950.— George  W.  Brisii,  of  Brooklyn,  N.  Y.—lmproeement  tn  Floating  Der- 
rick-. — rutent  dated  April  9,  18^31. — The  float  or  vessel,  as  represented,  consists  of  thiot>  soc- 
tions,  which  may  be  built  separately,  or  an  ordinary  vessel  may  be  cut  transversely  into  ihtvm 
parts  or  sections  and  provided  with  l)ulk heads  at  the  cut  ends.  The  end  sections  are  connected 
to  the  middle  one  by  means  of  two  timbem  passing  each  side  of  upri<xht  posts  extending 
l,ix?m  the  keelson  through  the  deck.     The  denick  is  secured  to  the  middle  section. 

Claim. — ^The  float  orvessel  A  BC  which  carries  the  derrick  or  hoisting  or  lifting  apparatoa, 
constructed  of  two  or  moie  movable  sections  which  can  be  brought  into  line  with  each  other 
to  fc.in  a  navigable  vessel,  or  to  a  position  parallel  with  or  at  a  suitable  angle  with  each 
other  to  make  tbeur  bow  and  stem  ends  counterbalance  the  derrick  or  hoisting  apparatus, 
substantially  as  specified. 

No.  31,951. — A.  A.  BURUNGAME,  of  New  York,  N.  Y. — Improvement  in  Apparatu$  for 
Making  Extracts  under  Pressure. — Patent  dated  April  9,  1861. — The  globe  commuuicatei 
with  the  steam  space  and  with  the  water  space  of  a  steam  boiler  bv  a  series  of  piiK's,  and  is 
combined  with  a  vessel  intended  to  receive  the  substance  to  be  boiled  or  extracted,  and  \%ith 
a  receiver,  in  such  a  manner  that  the  heated  liquid  from  the  steam  boiler  rises  to  the  gU»be, 
from  which  it  can  be  passed  throujrh  the  substance  in  the  extracting  vessel  either  from  above 
or  from  below,  acting  on  said  sub&tamc  under  a  hydrostatic  pi-essure determined  by  the  height 
of  the  globe  above  the  extracting  vessel,  and  that  the  extract  or  infusion  thus  obtained,  when 
passed  into  the  receiver,  is  kept  in  a  heatod  state  by  the  action  of  the  steam  from  the  boiler, 
until  it  is  drawn  off  by  suitable  faucets. 

Claim. — The  arrangement  of  the  globe  A,  pipes  C  D  E  F,  and  steam  boiler  B,  in  combi- 
nation \^ith  the  extracting  vessel  G,  pipes  /  gy  and  receiver  H,  constructed  aud  opcratJn;^ 
substantially  in  the  manner  and  for  the  purpose  specified. 
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No.  31,952. — Charles^  W.  Cahoon,  of  Portland,  lAt,— Improvement  in  Seeding  Ma- 
ehines, — ^Patent  dated  April  9,  18G1. — Tho  hopper  is  placed  over  the  shaft  of  the  seed  dis- 
tribator,  and  is  formed  of  canvas.  Its  lower  end  is  connected  with  a  funnel-shaped  conductor, 
which  terminates  in  a  spout  that  delivers  the  seed  into  the  eye  of  a  centrifugal  discharger. 
The  bearings  of  the  shaft  are  rigidly  connected  with  and  supported  by  a  breastplate  cuivcd 
to  fit  the  b^y  of  the  operator,  where  it  is  secured  by  means  of  straps  or  strings. 

Claim. — ^T^he  combination  of  a  hopper,  centrifugal  seed-discharger,  and  their  appurtenances, 
with  a  breastplate,  substantially  as  set  forth. 

Also,  the  combination  of  a  centrifugal  seed-discharger  with  a  bag-hopper  by  mcan:^  of  a 
conductor  that  receives  the  seed  from  me  bag  and  conducts  it  to  the  seed-dischargcr,  substan- 
tially as  set  forth. 

No.  31,953. — Caroline  H.  Carnes,  of  New  York,  N.  Y. — Improvement  in  Reels. — Patent 
dated  April  9,  18C1. — Each  arm  of  the  reel  is  formed  of  two  pairs  of  levers,  and  each  side 
of  the  face  or  periphery  is  also  formed  of  two  pairs  of  levers,  by  which  double  arrangement 
the  reel  may  be  expanded  or  contracted  by  a  short  movement  of  the  collar,  and  consequently 
a  short  rod  or  shaft  only  is  required. 

Claim. — A  reel  composed  of  double  pivoted  levers  E  E,  collars  d  e,  slide  D,  and  shaft  A, 
and  otherwise  made  as  shown  and  described. 

No.  31,954. — George  E.  Chenowetu,  of  Baltimore,  Md.— Improvement  in  Raking  At- 
tachments to  Harvesters. — Patent  dated  April  9,  1861. — The  rake  head  is  connected  to  the 
endless  belt  or  chain  by  a  slotted  connecting  rod,  which  embraces  the  cylindrical  portion  of 
the  head  by  a  strap,  and  receives  the  wrist-pin  in  a  slot  at  its  other  end.  The  wrist-pin  is 
firmly  attached  to  the  endless  belt,  and  projects  from  it  towards  the  rear  of  tho  platform. 
The  depositing  apron  is  provided  with  projections  turned  so  as  to  arrest  and  hold  tho  grain 
until  the  ^avel  is  ready  to  be  deposited  on  the  ground,  and  is  let  into  the  platform  so  that  its 
upper  surface  is  level  with  the  same.  Attached  to  the  bottom  of  the  apron  is  an  uTegular 
cam,  which  is  operated  by  the  connecting  rod,  and  raises  the  apron  at  the  end  of  each  traverse 
of  the  rake  so  as  to  deposit  the  gavel  of  grain  upon  the  ground. 

Claim. — First,  the  combination  of  the  endless  belt  or  chain  F  and  operating  mechanism,  at 
described,  with  a  reciprocating  rake-head  H,  for  the  purjwse  described. 

Second,  the  combination  with  the  belt  F  of  tho  wrist-pin  L  and  slotted  rod  K,  substantially 
as  and  for  the  purpose  described. 

Third,  the  depositing  apron  O,  constructed  as  described,  and  operated  by  means  of  the  con- 
necting rod  K,  on  the  endless  belt  F,  substantially  as  and  for  the  purpose  specified. 

No.  31,955.— Joseph  B.  Cooper,  of  Brooklvn,  N.  Y.— Improvement  in  Ploughs.— Faieni 
dated  April  9,  1861. — ^This  invention  consists  of  an  arrangement  of  the  land  side  and  stand- 
ards whereby  the  former  may  be  adjusted  to  suit  various  kinds  of  shares  used  for  different 
kinds  of  work.  In  the  rear  is  a  foot  or  standard  which  works  freely  on  a  bolt  in  a  horizontal 
bar  connecting  the  main  standards,  and  has  upon  its  lower  end  a  subsoil  share.  By  means 
of  a  curved  or  sector  arm  attached  to  the  rear  standard,  and  passing  through  a  guide  in  the 
horizontal  bar,  where  it  may  be  held  in  position,  the  subsoil  share  may  be  raided  from  the 
ground  and  retained  between  the  land  side  and  mould-board  when  necessary. 

Claim. — First,  the  attaching  of  the  land  side  I  to  the  standard  E,  by  means  of  the  screw 
g  and  strap  H,  substantially  as  shown,  to  admit  of  the  adjustment  of  the  land  side  I,  as  de- 
scribed. 

Second,  the  described  arrangement  of  tho  foot  or  standard  L,  sector  arm  N,  bar  K,  and 
pin  /,  operating  in  connexion  with  a  plough  in  the  manner  and  for  the  purpose  set  forth. 

No.  31,956.— George  Copeland,  of  North  Gray,  Me.— Improvement  in  Looms.— PaUmi 
dated  April  9,  1861. — ^This  invention  relates  to  looms  for  weaving  seamless  bags  and  other 
double  or  tubular  fabrics,  and  consists  in  a  means  of  raising  and  dropping  the  shuttle-boxes 
to  permit  the  simultaneous  throwing  of  two  shuttles,  and  weaving  at  the  same  time  with  the 
upper  and  lower  portions  of  the  bag  or  tube. 

Claim. — The  employment,  in  connexion  with  the  lever  E,  of  the  inclined  plate  g,  the 
springs  /  and  A,  and  the  tripping-piece  i,  the  whole  applied  and  combined  to  operate  sub- 
stantially as  and  for  the  purpose  specified. 

No.  31,957. — II.  Curtis  and  A.  Tufts,  of  Charlestown,  Mass. — Improvement  in  Door 
Alarms. — Patent  dated  April  9,  1861. — This  invention  consists  in  so  arranging  the  escutcheon 
of  a  lock,  in  combination  with  an  alarm,  that  it  cannot  be  turned  to  disclose  the  keyhole 
without  sounding  the  alarm,  whilst  the  escutcheon  itself,  or  a  plate  connected  therewith,  be- 
comes an  auxiliary  fastening,  which  can  only  be  unlocked  by  turning  the  escutcheon  to  dis- 
close the  keyhole  of  the  principal  lock. 

Claim. — ^The  escutcheon  d  and  the  disk  E,  in  combination  with  an  alarm  apparatus,  opo- 
rsting  substantially  as  described,  when  the  disk  E  is  used  not  only  to  sound  the  alarm,  when 
it  is  revolved  in  either  direction,  but  also  as  a  fastening  for  the  door,  as  specified. 
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No.  31»958.— EzEKiEL  Daniels,  of  Owego,  N.  Y.—hnprovemetU  in  Fracture  BediUad^, — 
Patent  dated  April  9,  1861. — ^This  inyontion  consists  in  the  arrangement  of  parts  so  oca 
stnicted  that  the  body  of  the  patient  maj  be  elevated  or  depressed  independently  of  the  other 
parts  by  adjusting  the  body  or  back  plane  on  the  frame,  tne  former  bein^  supported  at  any 
aesired  height  by  inserting  a  pillow  between  the  frame  and  plane.  The  thigh  planes  mar  ba 
extended  or  shortened  by  adjusting  the  slides  at  the  under  side  of  the  thigh  plane.  Whan 
neces^aiy,  the  bedstead  may  be  elevated  so  as  to  convert  the  device  into  a  chair. 

Claim. — First,  the  combination  of  the  hin^^  frame  Q  with  the  thigh  plane  D  and  back 
plane  H,  in  the  manner  and  for  the  purpose  snown  and  described. 

Second,  the  arrangement  of  the  axis  C  with  the  thigh  plane  D,  leg  planes  F,  frame  G,  and 
back  plane  II,  in  the  manner  shown  and  described. 

Third,  the  combination  of  the  sliding  bar  J  and  rods  I,  or  their  equivalents,  and  screw  K, 
with  the  thigh  plane  D,  parts  F  H,  and  axis  C,  in  the  manner  and  for  the  purpose  subetan 
tially  as  shown  and  described. 

No.  31,959.— William  L.  Dawson,  of  Lynchburg,  Ya.— -Improvement  in  Soaps,— Tnietii 
dated  April  9,  KSGl. — The  ing^ients  of  which  this  composition  consist  are  potash  lye,  taUow, 
and  cocoa-nut  oil,  as  a  basis,  made  into  a  compound  by  the  common  process  of  soup*making. 
To  a  requisite  amount  of  heated  water  is  added  sal  soda,  refined  borax,  spirits  of  turpentine, 
and  linseed  oil,  in  which  the  first-named  compound  is  then  dissolved,  and  spuits  of  hartshorn 
afterwards  added. 

C/aim.— The  combination  of  ingredients  forming  the  composition  set  forth,  which  I  bebeva 
is  a  new  and  useful  composition  of  matter. 

No.  31,960.— Thomas  B.  De  Forest,  of  Birmingham,  Conn. — Improvement  in  Tlrto^ 
Winding  Guides. — Patent  dated  April  9,  1861. — ^The  object  of  this  invention  is  to  guide  the 
thread  on  to  a  rotating  bobbin  or  spool  from  another  spool,  and  it  consists  of  a  wooden  handle 
furnished  at  one  end  with  a  tapering  metallic  tube  having  a  small  opening  at  its  end  for  the 
thread  to  pass  through.    Projecting  above  the  surface  is  a  small  metallic  tube  to  receive  a 

rl,  the  tube  fitting  upon  one  side  of  a  bent  wire,  the  other  side  being  secured  to  the  haa- 
,  by  which  means  the  spool  may  readily  be  removed. 
Claim, — A  portable  thread-winding  guide,  substantially  such  as  described. 

No.  31,9r>l.— William  Dripps,  of  Coatesville,  Va,— Improvement  in  Water- Wheels,^ 
Patent  dated  April  9,  ItiUl.— The  bottom  of  the  wheel  may  be  convex,  and  there  may  be  a 
recess  in  the  bottom  of  the  water-case,  so  that  the  two  shall  form  a  chamber  between  them, 
in  which  there  is  no  iugiess  or  egiess  except  through  the  joint  betweiu  them,  for  iLe  purpoaa 
of  raising  the  wheel  and  relievlug  the  step  of  much  of  its  weight.  The  spiral  casing,  when 
it  arrives  at  the  poiut  where  it  meets  the  circumference  of  the  wIjwI,  is  bent  short  round, 
and  extends  backward  so  as  to  form  one  of  the  walls  of  the  inlet  water-wuv.  Its  end  la 
not  fastened,  but  free  to  move  so  as  to  allow  any  hard  substance  to  pass  without  breakiD|f 
the  wheel. 

Claim. — In  combination  with  a  spiral-cased  woter-wheel,  the  makiug  of  a  water-chamber 
between  the  bottom  of  the  wheel  and  the  bottom  of  the  case  that  is  supplied  by  ingress  at 
the  joint,  for  the  pujpose  of  raising  the  toe  of  the  wheel,  as  set  forth. 

Also,  the  couvertiug  of  that  part  of  the  casing  e  c  into  a  spring,  so  that  it,  as  well  as  the 
continuation  of  it  d,  may  yield  to  any  hard  substance  that  may  get  into  the  wheel,  substan* 
tiallv  as  descrilnd. 

Also,  in  combination  with  the  buckets  of  a  wate"  vheel,  the  flanges  /,  for  the  purpose  of 
preventing  the  water,  when  there  is  but  a  small  oupply,  from  rising  up  on  the  bucket,  anU 
thus  wastmg  much  of  Its  force,  substantially  as  described. 

No.  31 ,9(52. —Henry  W.  Eastman,  of  Baltimore,  Ud.— Improved  Portable  Folding  Bed- 
stead.—Violent  dated  April  9,  Ir^l. — The  bed  posts  are  secured  to  the  frame  by  means  of  nota 
and  screws  pJi.H>ing  thioup:h  ^lots  in  the  fianie,  t^o  as  to  admit  of  the  bedstead  being  easily 
folded.and  converted  into  a  box  containing  the  bed,  for  economy  of  room  and  convenience  of 
tiBnsportation. 

Claim, — The  arrangement  of  the  bed-frame  A,  sliding  posts  B,  the  head-board  C,  slol 
plates  G,  bolts  F,  and  thiuiil)-nuts  £,  substantially  as  described  for  the  purposes  specifieid. 

No.  31,903.— WiLLARD  r.  F.\RR-\R,  of  Concord,  Mass, — Improved  Adjustable  Ladder- 
jjook. — Patent  dated  Apr  9,  1^01. — This  invention  consists  ofa  hook  to  be  temporarily 
attached  to  the  ladder  h  clamping  it  to  the  two  upper  rounds ;  the  clamps  being  maau 
adjustable,  so  that  the  ho  k  may  be  titled  to  ladders  ol  ditlerent  sizes,  or  in  which  the  rounds 
are  at  difierent  distances  apart. 

Claim. — A  removable  la<lder-hook  to  bo  clamped  to  a  hwlder  when  required,  one  of  ill 
clamps  being  made  adjustable,  substantially  as  siKxified. 

No.  31,9(>4. — Peter  Fa>ER,  of  New  York,  N.  Y, — Improvement  in  Mill  Picks. — Patani 

dated  April  9,  1861. — The  hammer  is  provided  at  each  end  with  an  elongated  sockei  into 
which  are  fitted  the  shanks  of  chisels,  secured  in  positions  by  means  of  set  screws. 
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CZotm.— -The  arranffement  of  the  head  A,  sockets  a,  slots  G,  set  screws  D,  chisels  B  B', 
and  handle  F,  when  these  several  parts  are  constructed  and  combined  in  the  manner  and  for 
the  purpose  specified. 

No.  31,965.— George  C.  Flagg,  of  Tanktown,  OYno,— Improvement  in  Gates.— F&teai 

dated  April  9,  1861. — ^Tbe  gate  is  constructed  with  the  hinge-bar  inclined  outward  at  the  top, 
the  other  sides  of  the  ^te  being,  respectively,  parallel  with  and  at  right  angles  to  the  gate- 
post. It  is  provided  with  a  double-jointed  hinge  to  attach  the  upper  end  of  the  hinge-bar  to 
ibe  gate-post,  arranged  with  the  post  joint  directly  over  the  joint  of  the  lower  hinge,  so  that 
when  operated  by  means  of  the  connexions  the  gate  is  raised  so  as  to  be  unlatched  and  swings 
open  by  its  own  weight,  and  is  made  to  close  in  a  corresnonding  manner. 

Claim. — A  gate,  constructed  substantially  as  described,  with  the  hinge-bar  inclined  to  the 
gate-post,  in  combination  with  a  doublo-jointed  hinge,  anangcd  as  described,  to  connect  the 
upper  end  of  the  bar  with  the  gate-post,  for  the  purpose  as  set  forth. 

No.  31,966.— William  C.  Ford,  of  West  Salem,  Ohio.—Improvement  in  Corn-Plantert.— 
Patent  dated  April  9,  1861. — ^The  dischargo-spout  sunounds  and  slides  upon  a  tube  fastened 
beneath  the  aperture  of  the  seed-box,  the  latter  being  provided  with  a  shoe  which  turns  up 
the  earth  and  covers  the  seed.  Attached  to  the  discharge-spout  is  a  lever  pivoted  in  front  of 
the  frame.  The  grain  slides  m  m  are  connected  with  the  main  rod  /,  to  which  rod  is  pivoted 
a  lever  </,  having  under  it  a  spring  «,  which  serves  to  keep  the  slides  closed  when  freed  by 
the  lever.  The  slide  i  is  operated  hy  means  of  levers  /i,  and  is  secured  to  a  pinion  which  is 
operated  by  a  bevelled  cog-wheel  on  the  driving  wheel.  By  means  of  a  series  of  levers  the 
grain  may  be  deposited  in  any  particular  spot,  or  dropped  at  regular  intervals. 

Claim. — First,  lever  a,  plough  6,  and  sliding  discharge-spout  c,  when  combined  and  oper- 
ated in  the  manner  and  for  the  purpose  set  forth. 

Second,  the  combination  of  lever  <f,  spring  e,  main  rod/,  and  lever  g,  when  operated  in  the 
manner  and  for  the  purpose  described. 

Third,  grain  slides  m  m,  regulators  n  n,  main  rod/,  levers  A  d  and  g,  spring  e,  and  slide  t, 
when  the  whole  shall  be  constructed,  arranged,  and  operated  in  the  manner  and  for  the  pur- 
pose set  forth. 

No.  31,967.— TiLMON  Gilbert,  of  Natchez,  Uisa.— Improvement  in  Cotton-Presses.— 
Patent  dated  April  9,  1861. — ^The  rack-bar  slides  back  and  forth  in  a  groove  or  channel  in  a 
beam  near  the  bottom  of  the  frame.  To  one  end  of  the  rack-bar  are,  mng^d  the  ends  of  two 
bars,  the  other  ends  being  connected  with  the  under  side  of  the  follower.  The  sliding  rack- 
bar  is  caused  to  move  back  and  forth  by  means  of  a  large  spur-wheel  in  coimexlon  with  two 
pinion  wheels,  one  of  which  is  attachea  to  the  driving  sLaiY. 

Claim. — The  anangement  of  the  sliding  rack  F  and  hinged  bars  H  H  with  each  other  and 
with  the  follower  I  and  gearing  A  ^  /,  all  in  the  manner  and  for  the  purpose  shown  and  de- 
scribed. 

No.  31,968.— Anderson  Godley,  of  Ithaca,  N.  Y.— Improved  Refrigerator  and  Water- 
Cooler. — Patent  dated  April  9,  1801. — The  coiled  pipe,  being  surrounded  with  ice,  serves  to 
cool  the  water  rapidly  as  it  is  passed  through  in  such  quantities  as  required,  or  it  may  be  kepi 
cool  in  the  I'eservoir. 

Claim. — The  combination  of  a  water-cooling  reservoir  G  and  pipe  H  with  a  refrigerator  A, 
when  located  in  the  ice  chamber  thereof,  so  that  the  ice  shall  be  packed  around  and  m  contact 
with  them,  substantially  as  and  for  the  purpose  specified. 

No.  31,969.— William  H.  Gray,  of  Dover,  N.  U.— Improved  Let-Off  for  Loom*.- Patent 
dated  April  9,  1861. — The  yarn  beam  carries  at  one  extremity  a  gear  which  engages  with  a 
worm  upon  the  upright  shaft,  to  the  lower  extremity  of  which  is  secured  a  circular  disk  B\ 
immediately  above  which  is  an  arm  B'^  fitting  snugly  though  not  ticrhtly  upon  the  shaft  and 
working  freely  around  it.  From  the  arm  B'^  is  suspended  a  curved  clamp  or  jaw  B^  which 
works  li-eely  round  the  pin  c  as  a  centre.  As  the  inner  side  of  the  jaw  B*^  is  thrown  back  by 
the  blow  of  the  lay  upon  the  stop,  if  the  jaw  be  left  free  at  the  opposite  extremity  it  will  simply 
swing  round,  carrying  the  arm  B^  with  it;  but  on  motion  of  this  arm  being  checked,  any 
further  motion  of  the  jaw  will  cause  it  to  gripe  the  disk  and  carry  it  with  it.  The  griping  at 
the  exact  moment  required  to  give  otf  the  required  amount  of  yarn  after  each  beat  of  the  lay 
is  effected  by  means  of  a  rod  D  termed  a  tension  indicator,  allowed  to  turn  freely  in  bearings 
secured  to  tue  framework,  the  bent  portion  pressing  upon  the  woven  cloth  with  a  force  deter- 
mined by  an  adjustable  weight  upon  an  arm  projecting  from  the  rod. 

Claim. — ^The  combination  of  the  balanced  rod  D,  the  arm  B^  disk  B^  and  jaw  B^  or  their 
eauivalents,  for  determining  the  tension  under  which  the  loom  shall  operate,  and  the  amount 
or  let-off  to  be  effected  after  each  beat  of  the  lay. 

No.  31,970.— Suspended. 

No.  31,971.— James  O.  Hamiht,  of  Albany,  N.  Y.— Improvement  in  the  Pistons  of  Steam 
engines,— PaHent  dated  April  9,  1861.— This  invention  consists  in  the  use  of  a  series  of 
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springs  made  in  a  Z-shape,  in  connexion  with  a  metallic  ring  and  piston  for  the  purpose  of 
ootaining  a  steam-tis^ht  joint. 

Claim, — The  combination  of  a  divided  packing  ring  or  rings  with  a  piston,  by  means  of  a 
spring  made  out  of  a  flat  bar  or  ribbon  of  steel  bent  into  a  Z-snapo,  substantially  as  described, 
so  as  to  attain  the  advantages  set  forth,  the  spring  used  in  the  combination  being  as  an  en- 
tirety, substantially  such  as  described. 

No.  31,972. — Charles  Hardy,  of  Biddeford,  Me. — Improvement  in  LubricatorB  for  Spin- 
ning Machines. — Patent  dated  April  9,  18t>l. — This  device  is  designed  to  prevent  the  lo.ss  of 
time  and  waste  of  oil  caused  by  the  ordinary  use  of  oil  cans  which  supply  one  or  more  drops 
of  oil  to  each  spindle,  and  require  to  bo  moved  from  one  spindle  to  the  other  afler  each  **do^ 
fing." 

Claim. — The  oil  can  or  feeder,  having  upon  its  exterior  projecting  guides  or  gauj^fs  «o 
placed,  with  reference  to  the  saturati'd  cloth  or  other  fibrous  substance  that  covers  the  oil  hole, 
tliut,  as  the  guides  traverse  upon  the  fixtKl  puiis  of  any  machine,  the  oiled  cloth  may  come  in 
contact  with  those  parts  of  the  machine  that  require  to  be  lubricated. 

No.  31,973.— Ephraim  F.  and  Josiah  HerRingtox,  of  Went  Hoosick,  N  Y.—lmproct- 
ment  in  Mowing  Machines. — Patent  dated  April  9,  IKJI. — ^This  invention  consists  in  a  device 
for  settiup  the  linger  bar  fonvaid  to  compensate  for  its  backward  deflection  bv  use,  without 
tho  use  ot  braces  extending  in  any  direction  beyond  the  main  frame  of  the  machine.  In  con- 
nexion with  a  suitable  hoL^ttiug  device  i.s  an  appliance  for  raising  either  the  heel  or  i>oiut  of  the 
finger  bar  with  a  single  lever,  operating  with  which  is  a  means  to  prose ne  tho  freedom  of  the 
finger  bar  to  accommodate  itself  (o  undulations  in  tho  surface  of  the  ground.  In  connexion 
with  a  ratchet  movement  are  sprinj^  teeth  so  constructed  and  applied  as  to  permit  the  bu<  King 
of  tho  machine  without  actuating  Uw  cuttiujij  mechanism,  and  with  the  spring  teeth  and  their 
connexions  is  a  device  for  throwing  tho  cuttinij  mechanism  out  of  gear. 

Claim. — Tho  adjustuble  lateral  bnice-rod  K,  applied  and  operating  in  connexion  with  the 
shoe-brace  J,  substantially  as  and  for  the  purposes  set  forth. 

Second,  tho  foot-rack  N,  operating  in  combination  with  tho  segment  L,  or  other  suitable 
hoisting  device,  to  hold  the  heel  of  the  finger  bar  while  raising  the  point,  lus  explained. 

Third,  tho  spring  bar  w,  openiting  to  hold  the  aforesaid  foot-rack  out  of  guir  when  not  in 
use,  to  permit  tho  finger  bar  to  risti  and  full  freely  with  tho  uneven  surfjico  of  the  ground. 

Fourth,  tho  reversible  wedge-shajied  plato  t,  applied  between  the  finger  bar  and  shoo,  in  the 
manner  and  for  tho  purpose  explained. 

Fifth,  tho  combination  of  tho  spring  pins  rf,  disks  or  yokes  rfi,  bosses  c,  and  loose  ratchet 
pinions  B,  operating  in  tho  manner  and  for  the  purposes  explained. 

Sixth,  the  wedge  do,  operating  in  connexion  with  rods  rf4,  clutch-levei's  rf3,  and  yokes  rfZ, 
to  retract  the  pins  d. 

No.  31,974.— Charlks  Hoffman  and  William  Graiciien,  of  Clinton,  Mass.— /mpror#- 
wtent  in  Temples  of  Looms. — Patent  dated  April  9,  IKIJ. — By  the  employment  of  two  M[tarate 
rollers,  one  may  be  used  for  the  selvac^e,  which  is  thickei  than  tho  cloth,  and  tho  other  lor  tlie 
body  of  the  cloth  adjacent  to  the  selvfige,  so  that  the  rollers  will  readily  adapt  themselves  to 
the  cloth  during  the  beats  of  tho  lay  of  the  loom,  and  thus  prevent  it  from  bemg  drawn  nway 
as  when  both  parts  arc  supported  on  one  roller.  lmj>roper  forward  draught  will  be  prevented 
by  the  ratchet  and  pawl. 

Claim. — The  described  loom  temple,  as  constructed,  with  two  separate  toothed  rollers 
arranged  on  one  spindle,  and  having  the  lesser  or  selvage  roller  supplied  with  a  ratchet  and 
pawl,  as  specified,  the  other  roller  being  Iroe  to  revolve  on  the  spindle  independently  of  tlM 
gald  selvage  roller. 

No.  31,975.— Benjamin  W.  Hood,  of  Pawtucket,  Mass.— /mprorfmen/  in  Thimbles.^ 
Patent  dated  April  9,  1J:^G1. — ^The  object  of  constmctiug  the  thimble  in  sections  is  to  enable 
the  enamel  to  be  laid  on  and  evenly  retained,  which  is  not  easily  efibcted  upon  a  continuous 
ronnd  surface. 

Claim. — A  thimble,  such  as  described,  having  its  shell  A  made  of  several  sections  a,  covered 
with  enamel  and  secured  together  by  a  ring  b,  and  cap  C,  in  tho  manner  and  for  the  purpoee 
specified. 

No.  31,970.— Edward  Horalek,  of  New  York,  N.  Y. — Improvement  in  Boilers  for  Hoi 
Water  Apparatus. — Patent  dated  April  9,  18tj|. — The  cast  metal  head  is  provided  with  a 
g^rooved  fiango  receiving  tho  ends  of  tho  sheet-copper  casing,  into  which  groove  the  sheet 
metal  is  dressed,  and  the  whole  secured  by  a  wrought-iron  band  shrank  around  the  casing 
and  flange. 

Claim. — ^The  cast  metal  head  b  and  flange  c,  provided  with  the  groove  </,  receiving  the 
metaUic  cylinder  or  casing  a,  combined  with  the  wrought-iron  ring  «,  shrunken  for  the  pur- 
poses and  as  specified. 

No.  31,977.— Jonathan  Howard,  of  West  Bridgwater,  ^iass.— Improved  Garden  Hot.-^ 
Patent  dated  April  9,  1861. — ^The  blade  of  the  hoe  is  constructed  with  two  cutting  edges,  st 
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tbe  two  opposite  sides  of  which  are  projections  or  gnides,  and  is  designed  to  be  used  between 
two  rows  ofplants  for  the  purpose  of  cutting  oflf  the  roots  of  weeds. 

Claim, — ^Tne  said  weeding-hoe,  as  constructed,  with  the  guides  d  rf,  and  the  handle  B, 
BTiiinged  and  combined  with  the  peculiar  salient  and  re-entering  angular  blade  A,  essentiallj 
in  the  manner  and  for  the  purpose  as  specified. 

No.  31,978. — J.  W.  HOWLETT,  of  Greensboro',  N.  C. — Improvement  in  Transmitting 
Motion. — Patent  dated  April  9,  1861. — ^This  invention  consists  of  a  wheel  made  of  India- 
rubber,  or  its  equivalent,  having  a  bevelled  edge  corresponding  with  a  groove  in  the  circum- 
ference of  the  driving-wheel.  On  each  side  of  the  rubber  wheel  are  two  circular-flanged 
plates  provided  with  necks  which  pass  through  the  centre  of  the  India-rubber  wheel,  and  are 
secured  to  a  spindle  by  a  collar  and  nut.  By  clamping  the  plates  more  or  less  together,  the 
diameter  of  the  clastic  wheel  will  be  increased  or  diminished,  and  the  degree  of  friction  on  the 
driving-wheel  will  be  correspondingly  regulated. 

Claim, — The  employment  in  transmitting  motion  from  one  wheel  to  another  of  a  bevelled 
dastic  wheel,  constructed  and  arranged  upon  its  shaft  with  compressing  collars,  in  the  manner 
shown  and  described,  so  that  the  diameter  of  said  elastic  wheel  may  be  increased  or  dimin- 
ished at  pleasure,  and  the  transmission  of  the  power  may  be  thus  regulated  as  desired,  all  ai 
aei  forth. 

No.  31,979.— Eli  Huddleston,  of  Lawrence,  Kansas,  and  B.  M.  Harrison,  of  Terre 
Haute,  Ind. — Improvement  in  Presses, — Patent  dated  April  9, '1861. — This  invention  will  be 
understood  by  reference  to  the  engraving  and  claim. 

Claim, — The  particular  arrangement  of  the  follower  F,  screws  H  H  H  H,  gearing  J  J  K 
K,  and  rods  L  L,  with  the  box  A,  top/,  screws  dd  dd,  bars  b  ft,  nuts  e,  head  E,  and  bars  D, 
as  and  for  the  purposes  shown  and  described. 

No.  31,980.— DUANE  Hull,  of  Newburg,  N.  Y,— Improved  Clothes  Dryer.— Patent  dated 
April  9,  1861. — The  block  to  which  the  four  pieces  or  arms  are  secured  is  made  concave,  so 
that  when  the  arms  are  extended  they  will  remain  firm,  and  when  folded  they  will  be  loose, 
and  the  screws  with  which  they  are  fastened  can  be  easily  turned. 

Claim, — ^The  concave  surfaces  of  said  block  B,  in  combination  with  said  four  pieces  or 
arms  and  line  or  cord,  substantially  as  and  for  the  purpose  specified. 

No.  31,981. — Andrew  Hunter,  of  Solano  county,  Cal. — Improvement  in  Grain  Sepa- 
rators,— Patent  dated  April  9, 1861. — The  vibrating  trough  is  covered  with  three  screens — two 
of  wire,  and  the  other  of  punched  zinc,  having  underneath  them  compartments  for  the  recep- 
tion of  small  and  large  grain.  The  inclination  of  the  trough  can  be  adjusted  by  the  chains, 
and  the  lower  screen  is  also  rendered  adjustable  by  means  of  a  slotted  plate  and  screw. 

Claim, — A  vibrating^  trough  B,  suspended  by  adjustable  chains,  in  combination  with  screws 
e  c\  and  screen  D,  adjustable  by  means  of  plate  </,  and  box  F,  and  spout  G,  arranged  in 
relation  to  each  other,  as  described,  and  for  the  purpose  of  separating  grain. 

No,  31,982. — James  J.  Johnston,  of  Alleghany,  Pa. — Improvement  in  the  Distillation  of 
Hydrocarbon  Oils. — Patent  dated  April  9,  1861. — ^This  invention  consists  in  purifying  rock 
or  coal  oil  by  placing  it  in  its  natural  condition  in  a  retort,  with  sui  equal  quantity,  by  measure- 
ment, of  charcoal,  and  applying  a  proper  degree  of  heat. 

Claim, — ^The  process  and  method  of^purifying,  decolorizing,  and  deodorizing  rock  or  netro- 
leom  oil  by  distilling  it  with  common  wood  charcoal,  in  proportions  substantially  described. 

No.  31,983.— Anson  Judson,  of  Brooklyn,  N.  Y,— Improvement  in  Lamps,— Patent  dated 
April  9, 1861. — The  object  of  this  invention  is  to  expose  and  render  available  the  whole  flame 
of  the  lamp  from  the  wick. 

Claim, — The  construction  of  the  cone  A,  or  its  equivalent  of  glass  or  other  transparent 
material,  as  and  for  the  purpose  described. 

No.  31,984.— Joseph  K.,  and  Edward  E.  Kilbourn,  of  Norfolk,  Corm.— Improvement 
in  Knitting  Machines, — Patent  dated  April  9,  1861. — The  object  of  this  invention  is  mainly 
to  produce  Knitted  fabrics  of  varying  widths,  such  as  sheets  of  fabric  for  knit  drawers  and  the 
sleeves  of  knit  shirts  with  selvage  edges.  It  is  also  appliable  to  other  knit  fabrics  in  which 
ornamental  pattertis  are  produced  by  the  transferring  of  stitches.  The  specification  must  be 
referred  to  for  a  description  of  the  construction  and  operation  of  the  machine. 

Claim, — First,  the  combination  of  a  travelling  needle  in  a  knitting-machine,  with  auto- 
matic mechanism  for  causing  it  to  travel  along  the  gang  of  needles  of  tne  machine,  substan- 
tially as  set  forth. 

Second,  the  combination  of  a  travelling  needle  with  mechanism  for  withdrawing  the  needle, 
whose  place  the  travelling  needle  is  to  occupy  from  the  gang  at  work  previous  to  the  snbsti- 
totion  of  the  travelling  needle  in  its  place,  substantially  as  set  forth. 

Third,  the  combination  of  a  travelling  needle  with  mechanism  for  reinsertine  the  other 
needle  of  the  gang,  whose  place  the  travelling  needle  has  occupied  after  the  travelling  needle 
bee  been  removed  therefrom,  substantially  as  set  forth. 
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Fomih,  tbe  oombinfttion  of  a  trayellin^  neeSle  with  a  mechanica]  instrument  for  tnmsfBrrkig 
the  stitch  from  tbe  needle  that  is  witb£awn  from  the  gang  at  work  to  an  adjacent  needle, 
substantially  as  set  forth. 

Fifth,  the  combination  of  a  travelling  selvage  nef  die  with  a  thread  guide,  bj  means  of 
devices  which  cause  the  thread  guide  to  vary  its  delivery  of  yam  in  correspondence  with  the 
chan^  in  the  position  of  the  travelling  selvage  nee Jle  relative  to  the  other  needles  of  tbo 
machine,  substantially  as  set  forth. 

Sixth,  the  combination  of  a  travelling  needle  with  a  series  of  needles  which  move  to  and 
fro  past  a  thread  guide,  but  do  not  travel  laterally  to  each  other,  substantially  as  set  forth. 

Seventh,  the  combination  of  a  travelling  selvage  needle  with  mechanism  for  reversing  the 
movement  of  the  needle  carriage  in  such  manner  that  the  time  at  which  the  movement  is 
reversed  depends  upon  tbe  position  of  the  travelling  selvage  needle,  substantially  as  set  forth. 

Eighth,  the  combination  of  the  series  of  sinkers  of  a  knitting-machine  with  a  travellinjr 
instrument  for  withdrawing  the  sinkers  which  happen  to  be  at  the  selvage  of  the  fabric  froni 
their  positions  in  the  series,  substantially  as  set  forth. 

Ninth,  the  combination  of  tbo  series  of  sinkers  of  a  knitting-machine  with  a  travelling  in- 
strument for  withdrawing  a  portion  of  the  sinkers  outside  of  the  gang  at  work  from  their 
positions  in  the  series,  substantially  as  set  forth. 

Tenth,  the  combination  of  instruments  for  griping  the  yam  with  mechanism,  that  causes 
them  to  act  at  the  time  the  selvage  needles  are  forming  their  loops,  sub.stantially  as  set  forth. 

Eleventh,  the  combination  of  griping  iustruments  with  mechanism  for  operating  them  and 
the  needles  in  such  manner  that  the  gripe  is  relaxed  in  time  to  prevent  the  breaking  of  the 
yam  by  the  action  of  the  needles,  substantially  as  set  forth. 

Twelfth,  the  combination  of  the  thread  guide  with  mechanism  for  depressing  it  immedi- 
ately after  the  last  needle  in  the  series  at  work  has  been  fed  with  yam,  and  before  the  needU 
is  withdrawn  into  its  nosing,  substantially  as  set  foith. 

Thirteenth,  the  combination  of  travelling  temples  with  a  knitting-machine  for  forming  work 
of  variable  width  in  such  manner  that  the  position  of  the  temples  is  varied  as  the  number  of 
needles  at  work  increase  or  diminish,  snbstantially  as  set  forth. 

Fourteenth,  the  combination  of  a  whip-roll  of  unequal  diameter  at  different  parts  of  its 
length  with  the  take-up  rolls  of  a  knitting-machine,  substantially  as  set  forth. 

1?  ifteenth,  the  combination  of  instraments  for  varying  the  strain  upon  the  fabric  between 
the  place  where  the  knitting  is  effected,  and  the  take-up  rolls  with  a  knitting-machine  for 
forming  work  of  variable  width,  substantially  as  set  forth. 

Sixteenth,  the  combination  of  under  supports,  having  bearings  for  the  needles  outside  of 
ttie  sinkers,  with  a  dcpressible  thread  guide,  constructed  and  operated  substantially  as  set 
forth. 

No.  31,985. — John  Laino,  of  Hoboken,  N.  J. — Improved  Gas  Generating  Steam  Boiler. — 
Patent  dated  April  9,  1861. — One  or  more  retorts  are  combined  >v;th  a  steam  boiler  in  such  a 
manner  that  the  same  fire  which  is  employed  to  convert  the  water  in  the  boiler  into  steam 
also  heats  the  retorts,  and  by  introducing  suitable  matenals  into  said  retorts,  steam  and  illu- 
minating gas  are  produced  simultaneoiiJly.  A  series  of  gas  pipes  and  air  holes  are  combined 
with  an  additional  firc-chauibcr  situated  near  the  main  fire-chanibcr,  so  that,  by  the  action  of 
the  ^as  and  air  thus  introduced  into  the  secondary  fire-chamber,  the  smoke  and  other  com- 
bustible gases  escaping  from  the  main  fire-chamber  are  consumed,  and  an  additional  heating 
gurface  is  obtained.  In  combination  with  a  conical  vessel  is  a  three-way  cock,  by  which 
means  the  oil  and  water  used  for  making  the  illuminating  gas  are  mixed  together  before 
entering  the  retorts.  With  the  three-way  cock  is  combined  two  gasometers  and  a  series  of 
levers  with  weights  or  springs,  so  that  the  supply  of  oil  and  water  to  the  retorts  is  regulated 
by  the  quantity  of  gas  in  the  gasometers. 

Claim, — First,  combining  one  or  more  retorts  A,  with  a  steam  boiler  C,  substantially  in 
the  manner  and  for  the  puii>o:io  specified. 

Second,  the  arrangement  of  a  scries  of  gas  pipes  E,  and  air  holes  d,  in  combination  with  the 
secondary  fire-chamber  D,  of  a  steam  boiler  G,  constmcted  and  operating  substantially  in  the 
manner  and  for  the  purpose  shown  and  described. 

Third,  the  arrangement  of  the  three-way  cock  N,  and  conical  vessel  Q,  in  combination  with 
the  tanks  P  P',  and  retort  or  retorts  A,  constructed  and  operating  substantially  in  the  manner 
and  for  the  purpose  set  forth. 

Fourth,  mixing  the  oil  and  water  before  it  passes  into  the  retort  or  retorts,  as  and  for  the 
purpose  described. 

i  ifth,  the  arrangement  of  the  two  gasometers  L  and  O,  rod  m,  weighted  arm  p,  or  its 
equivalent,  thice-way  cock  N,  and  rockshafl  o,  in  combination  with  the  supply  tanks  P  P', 
and  retort  or  retorts  A,  constructed  and  operating  substantially  in  the  manner  and  for  tba 
purpose  specified. 

No.  31,986.— M.\RK  Levy,  of  New  York,  N.  Y,— Improvement  in  Retorts  for  the  Manu- 
facture of  Gas  from  Wood. — Patent  dated  April  9,  1861. — The  object  of  this  invention  is  to 
expose  a  large  extent  of  heating  surface,  the  wood  or  other  substance  from  which  the  illumi- 
nating substance  is  to  be  generated  being  placed  on  both  sides  of  the  series  of  flues. 
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daim, — ^Tho  arrangement  and  use  of  the  elliptic-shaped  retort  A,  with  the  central  nnre- 
movable  reheating  flues  E  E'  £'^  &c.,  dividing  said  retort  in  two  parts,  constmcted  and 
combined  together  in  the  manner  and  for  the  purpose  substantially  as  described. 

No.  31,987.— Richard  B.  Light,  of  Dunkirk,  N.  Y,— Improved  Machinist's  Instruments 
for  Determining  Geu:nctrical  Lines,  Centres^  8fc. — Patent  dated  April  9,  1861. — This  inven- 
tion consists  of  a  small  portable  device  for  the  use  of  machinists  in  detcnnining  geometrical 
lines,  centres,  &c.,  in  various  mechanical  operations. 

Claim, — The  combination  of  devices  arranged  substantially  as  described,  so  as  to  constitute 
one  instrument,  whereby  the  several  operations  referred  to  and  illustrated  may  be  executed  as 
sot  forth. 

No.  31,988.— William  A.  Lighthall,  of  New  York,  N.  Y.— Improvement  in  Feed  WaUr 
Apparatuses  for  Steam  Boilers. — ^Patent  dated  April  9,  1861. — This  invention  consists  in 
to  arranging  and  locating  the  delivery-pipe  from  the  hot  well,  and  the  feed-pipe  of  the  force 
pomp  in  relation  to  the  hot  well,  that  the  surplus  water  produced  by  the  condensation  of  the 
steam  in  the  condenser  (being  the  quantity  in  excess  of  the  injection  water,)  shall  flow  into 
the  feed-pipe,  to  pass  the  feeS  pump  when  the  injection  water  shall  have  filled  the  delivery- 
pipe,  to  pass  off  the  cooling  apparatus,  to  be  cooled  and  used  again  in  the  condenser. 

Claim, — ^The  combination  of  the  delivery-pipe  F,  and  the  feed-pipe  H,  when  arranged  and 
located,  in  relation  to  each  other  and  to  the  hot  well  G,  as  described  and  for  the  purposes  set 
forth. 

No.  31,989. — Linus  Merhill,  of  Janesville,  Wis. — Improvement  in  Grain  Separators. — 
Patent  dated  April  9,  1861. -^The  object  of  this  device  is  to  pass  off  the  sound  grain  through 
the  several  parts  of  the  upper  screen,  while  oats  and  large  impurities  are  directed  by  ledges  or 
flanges  into  the  central  trough  and  discharged  through  a  spout  from  the  machine.  The  in- 
Tentor  disclaims  the  separate  parts  of  the  machine. 

Claim. — The  screens  C  D,  when  subdivided  into  smaller  screens  a*,  provided  with  central 
troughs  F  G,  and  chutes  a,  and  used  in  connection  with  a  scr^n  E,  to  operate  as  and  for  the 
purpose  set  forth. 

No.  31,990.— Alexander  Millar,  of  Now  York,  N.  Y.— Improvement  in  Cork  Cutting 
Machines. — Patent  dated  April  9,  18G1. — The  invention  consists  m  combining  with  the  com- 
mon rotary  *' blank"  holder  certain  devices  for  the  puipose  of  adjusting  the  blank  holder,  so 
that  tapering  or  straight  bottle  corks  of  different  sizes  may  be  cut  with  the  same  machine. 
With  the  alternately  reciprocating  knife-frame  are  combined  donees  for  regulating  the  rota- 
tion and  the  a<lvancing  and  receding  movement  of  the  revolving  blank  holder,  so  that  tht 
rough  pieces  of  cork  to  be  cut  will  be  automatically  embraced  by  this  revolving  liead,  while  be- 
ing cut  and  discharged  therefrom  at  proper  times.  With  relation  to  the  movement  of  th« 
knives  and  the  blank  feeder,  combined  with  the  blank  carrier  or  feeder,  are  devices  whereby 
the  blanks  will  bo  automatically  brought  up  to  the  revolving  blank  holder  at  the  proper  time 
to  bo  embraced  by  said  bolder,  the  carrier  or  feeder  being  operated  by  a  cam  on  tno  knifo 
frame  and  a  weight  or  spring,  and  capable  of  being  easily  adjusted  and  having  its  motions 
adapted  to  the  several  adjustments  of  the  revolving  blank  holder. 

Claim. — First,  the  laterally  adjustable  bed  plate  G,  arranged  on  table  A,  and  combined 
with  the  blank  holder  g,  and  its  accessories ;  and  in  combination  therewith  the  second  adjust- 
able plate  G',  arranged  on  the  bed  plate  G,  and  pivoted  at  one  end/,  substantially  as  set  forth, 
for  the  purpose  of  adjusting  the  blanlc  holders  during  the  operation  of  the  knives  in  cutting 
the  corks. 

Second,  in  combination  with  the  horizontal  reciprocating  knife-frame  B,  the  inclined  plat« 
p,  pivoted  arm  n,  fehalt  tw,  arm  /,  and  the  grooved  collar  /',  an  arbor  gy  with  the  pivoted  arm 
1,  horizontal  bar  5,  on  frame  A',  spring  6,  and  the  bar  7,  on  kuiio-frame  B,  all  ananged  and 
operating  in  harmony  substantially  as  described  and  represented.  * 

Third,  securing  the  horizontal  knives  D  D',  to  the  knile-frame  B,  substantially  in  the  man- 
ner set  forth,  so  tliut  these  knives  may  be  adjusted  vertically  and  at  the  same  time,  so  that 
they  may  be  pitched  to  any  desirable  angle  with  a  vertical  line. 

Foiuih,  the  cxtcnylon  tirms  20  and  21,  adjustable  stem  or  post  17,  tube  23,  and  blank  car- 
rier arm  24,  adjustable  pivoted  arm  30,  pulley  wheel  v  with  its  weight  and  cord  27,  i^,  in  com- 
bmation  with  a  cam  K  on  knife  frame  B,  all  arranged  and  operating  as  and  for  the  purpose« 
set  forth. 

No.  31,991.— Henry  Napier,  of  Brooklyn,  N.  Y  .—Improremtnt  in  Apparatus  for  Manu- 
facturing Turpentine  and  Rosin, — Patent  dated  April  9,  1861. — The  straining  vessel  is  con- 
nected with  the  retort  by  a  pipe  and  tap,  and  is  furnished  at  its  lower  part  with  movable  sieves 
of  vaiying  fineness.  The  upper  part  of  the  strainer  is  connected  with  an  air  pump,  by  which 
means  a  vacuum  is  formed  m  the  strainer  and  still  after  the  crude  turpentine  is  placed  in  tho 
strainer.  I'he  turpentine  bein^  heated,  t  he  vacuum  in  the  upper  part  of  the  strainer  is  destroyed, 
and  tho  melted  turpentine  is  forced  by  atmospheric  pressure  through  the  sieves.  Steam  being 
generated  in  the  boiler,  passes  through  tho  mass  in  the  still  and  carries  with  it  the  oil  of  tor- 
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peotine  to  the  condenser,  the  rosin  being  discharged  from  the  pipe  in  the  bottom  of  the  retort. 
Claim, — ^The  arrangement  together  for  joint  operation,  in  the  manner  substantiallj  as  shown 
and  described,  of  the  jacketed  vacuum  straining  vessel  A.  retort  B,  boiler  C,  and  condenasr 
D,  for  the  purposes  set  forth. 

No.  31,992.— JoiiN  NoBLiT,  of  Philadelphia,  F&,—Jmprovement  in  Hair  Cloth  Looms, — 
Patent  dated  April  9,  18()1. — ^The  object  of  this  invention  is  to  afford  a  certain  means  of  se- 
curing the  feed  of  hair  without  interfering  with  the  motion  of  the  la^,  by  means  of  a  crank 
shaft  m  connexion  with  a  rock  shaft,  which  crank  shaft  has  a  double  function,  that  is,  having 
the  throw  of  one  pait  of  the  crank  to  operate  the  lay,  while  the  other  part  effects  the  move- 
ment of  a  pair  of  nippers,  which  catch  the  hair  and  carry  it  forward. 

Claim. — Driving  the  nippers  in  a  hair  cloth  loom  by  means  of  the  rod  J,  and  rock  shaft  I, 
when  the  latter  is  caused  to  oscillate  by  a  crank  on  the  same  shaft  which  drives  the  lay,  sub- 
stantially as  describe<L 

No.  31,993. — Samuel  Orr,  of  East  Springfield,  O. — Improvement  in  Apparatus  for 
Dressing  Feathers, — Patent  dated  April  9,  1861. — The  steaming  cylinder  is  made  with  a 
double  nm  having  a  chamber  or  steam  space  between  the  two  rims.  Its  axis  consists  of  a 
pipe  furnished  with  an  inlet  cock  for  the  admission  of  steam.  On  the  top  and  sides  of  tha 
cylinder  are  screens  provided  with  slides.  By  means  of  a  revolving  fan  a  suction  is  created 
which  carries  the  blast  to  a  sack  into  which  the  feathers  are  forced,  the  sack  being  attached 
to  the  mouth  of  the  fan-box. 

C/aim.— First,  the  combination  with  the  steam  jacket  of  a  feather-dressing  machine  of 
screens  covered  with  slides,  arranged  and  operating  substantially  as  described. 

Second,  the  combination  with  a  steam  chamber  and  st^am  jacket,  arranged  as  described, 
of  the  pipes  B  F,  and  cocks  C/,  arranged  and  operating  as  described. 

Third,  the  combination  with  a  feather-dressing  machine,  constructed  as  described,  of  a  (bn 
arrangement,  and  operating  in  the  manner  set  forth. 

No.  31,994.— Henry  Pennie,  of  Brooklyn,  N.  Y,— Improvement  in  Roller  Skates. ^Vaient 
dated  April  9,  1861. — The  object  of  this  invention  is  to  mcreaso  the  rolling  surface  laterally 
without  materially  increasing  the  friction,  so  as  to  give  the  skate  a  firmer  bearing  than  is  ob- 
tained by  a  single  line  of  rollers.  The  rollers  may  be  adjusted  transversely  and  brougphi 
nearer  together  or  set  further  apart  for  increasing  or  diminisnin^  the  lateral  bearing  surface. 

Claim. — ^A  roller  skate  provided  with  two  rows  of  tubular  adjustable  rollers,  and  the  wboI« 
constructed  and  operating  as  shown  and  described. 

No.  31,995.— Charles  H.  Perkins,  of  Providence,  R.  1,— Improved  Toe  Calkin  for 
Horseshoes, — Patent  dated  April  9,  1861. — ^This  invention  consists  in  attaching  the  calkin 
to  the  toe  of  the  shoe  by  means  of  two  steel  points  placed  on  the  former,  which,  in  the  opera- 
tion of  welding,  are  bent  into  the  shoe. 

Claim. — The  improved  toe  calkin  described,  consisting  of  a  steel  piece  A,  provided  with 
one  or  more  tapering  steel  spurs  b  b,  placed  midway  between  the  two  extremities,  or  nearly 
•o,  for  the  purposes  described. 

No.  31,996.— Alois  Peteler,  of  New  Brighton,  N.  Y. — Improved  Apparatus  for  Disin- 
fecting Foul  Air  in  Vessels. — Patent  dated  April  9^  1861. — A  fan-blower,  or  its  equivalent,  is 
combined  with  a  refrigerating  chamber,  and  with  suitable  suction  and  discharge  pipes,  in 
Buch  a  manner  that  the  infected  air  of  a  vessel  can  be  passed  once  or  several  times  through 
the  refrigerating  chamber  until  its  temperature  is  reduced  to  such  a  degree  that  the  impuritieA 
which  cause  the  infection  are  destroyed,  without  allowing  any  portion  of  the  infected  air  to 
escape  to  the  open  atmosphere.  A  series  of  hollow  revolving  drums  are  arranged  on  a  hollow 
shaft,  the  interior  of  which  is  divided  into  several  channels,  m  such  a  manner  that  the  current 
of  air  created  by  the  fan-blower  is  compelled  to  make  a  long  circuit  in  the  interior  of  the  re- 
frigerating chamber,  and  its  temperatme  reduced  before  passing  out  on  the  opposite  side  of 
the  said  cuambor. 

Claim, — First,  the  arrangement  of  a  fan-blower  B,  or  its  equivalent,  in  combination  with 
the  refrigerating  chamber  F,  and  tubes  C  and  H,  passing  through  the  deck  A  of  a  vessel  or 
other  closed  space,  substantially  in  the  manner  and  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  rotary  hollow  shaft  E,  with  channels  c,  Apertnres  gg',  and 
drums  G,  with  abutments  A,  in  combination  with  the  fan-blower  B,  or  its  equivalent  tubes  C 
and  H,  and  with  the  refrigerating  chamber  F,  constructed  and  operating  in  the  manner  and 
for  the  purpose  described. 

No.  31,997.— Thomas  PraiXlPS,  of  Ann  Arbor,  U'lch.— Improved  Handle  for  Hammers,^ 
Patent  dated  April  9,  1861. — The  object  of  this  invention  is  to  prevent  the  jar  usually  given 
to  the  hand  and  arm  when  striking  a  heavy  blow  with  the  banuner. 

Claim. — Dividing  the  handle  into  two  parts,  and  applying  a  spring  (either  lever  or  spiral) 
in  such  a  manner  as  to  spread  the  two  parts  of  the  nandle  apart,  allowing  them  to  spring 
together,  and  vice  versa,  when  a  blow  ia  struck,  and  the  suiroondlng  of  the  whole  with  some 
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pliable  or  spring  substance,  as  India-mbber,  the  whole  being  arranged  as  described  for  the 
pm|)oses  specified. 

No.  31,998. — Abraham  Quinn,  of  New  York,  N.  Y.-^Improvement  in  Apparatus  for 
Distilling  Oils. — Patent  dated  April  9,  1861. — An  inverted  siphon  is  combined  with  the 
still  and  condenser,  so  as  to  enable  the  distilling  and  refining  of  the  oils  to  be  effected  at  one 
operation  by  the  same  heat,  without  the  use  of  agitators,  pumps,  or  analogous  machinery. 
It  also  serves  as  a  safety-valve  in  case  the  paoaffino  or  palm  oil  has  been  allowed  to  solidify 
in  the  worm,  by  neglect  of  the  operator,  and  also  as  a  vacuum  chamber,  to  prevent  oil  boil- 
ing over  from  the  still  into  the  condenser  and  mixing  with  distilled  oil  in  the  receiver.  It 
also  serves  as  a  means  of  running  back  a  portion  of  the  oil  to  the  still. 

Claim. — The  rectifier,  composed  of  the  inverted  siphon  E  F,  with  its  faucets  and  other 
Appendages,  substantially  as  described,  applied  in  combination  with  the  still  and  condenser, 
in  such  a  manner  as  to  be  capable  of  effecting  the  several  operations  and  purposes  set  forth. 

No.  31,999. — George  P.  Reed,  of  Roxbury,  Mass. — Improved  Watch  Escapement. — 
Patent  dated  April  9,  1861. — :This  invention  is  designed  to  combine  the  advantages  of  both 
the  lever  and  chronometer  escapements,  without  the  disadvantages  of  either. 

Claim. — So  applying  the  lever,  in  combination  with  chronometer  escapement,  that  the 
whole  impulse  given  to  the  balance  in  one  direction  is  transmitted  through  the  lever,  and  the 
whole  impulse  in  the  opposite  direction  is  transmitted  directly  to  the  ** chronometer  impulse 
pallet,"  substantially  as  described,  locking  and  unlocking  the  scape  wheel  but  once  at  each 
and  every  impulse  given  by  said  wheel. 

No.  33,000.— Moses  T.  Ridout,  of  Milwaukie,  Wis.^Improved  Railroad  Imdicator.^ 
Patent  dated  April  9,  1861. — ^This  invention  consists  in  the  connexion  of  a  dial,  by  means  of 
suitable  mechanism,  with  the  axle  of  a  locomotive,  so  that  the  exact  locality  on  the  road  and 
the  distance  travelled  will  be  indicated  on  the  dial     On  returning,  the  dial  is  reversed. 

C/atm.— Described  combination  and  arrangement  of  reversible  dial  plate  and  hand,  with 
its  actuating  mechanism,  substantially  as  set  forth. 

No.  32,001. — Horatio  Rodd,  of  Chestnut  Hill,  Vti.— Improved  Linen  Smoother. — ^Patent 
dated  April  9,  1861. — ^The  object  of  this  invention  is  to  smooth  and  glaze  linen  after  it  is 
washed,  by  means  of  a  roller  made-  to  pass  over  the  hncn,  which  is  placed  on  a  bed-piece 
resting  upon  springs,  within  a  suitable  frame. 

Claim. — ^The  combination  and  an-angemont  of  the  frame  a  a  a  a^  cross  bars  with  springs 
B  B,  the  bed  C  C,  the  roller  D,  the  bars  E  E,  the  drums  P  F,  and  the  bands  G  G,  iubstun- 
tially  as  and  for  the  purpose  specified. 

No.  32,002.--Benjamin  Russell,  of  New  York,  N.  Y.— Improved  Door  Bo/f.— Patent 
dated  April  9, 1861. — The  button  by  which  the  bolt  is  moved,  instead  of  being  firmly  secured 
to  the  bolt,  is  made  to  move  in  and  out  freely  in  a  hole  in  the  bodv  of  the  bolt  and  a  short 
tube.  The  edge  of  the  bolt  opposite  the  tube  is  furnished  with  ratchet  teeth  and  a  drop  catch, 
by  which  means  the  bolt  may  be  rendered  self-locking  and  seciurely  fastened. 

Claim. — ^The  arrangement  of  the  sliding  button  C,  with  the  locking  pin  e'  and  inclined 
plane  d^  in  combination  with  the  drop  catch  D  and  ratchet  teeth  e,  on  the  edge  of  the  bolt  A, 
constracted  and  operating  in  the  manner  and  for  the  purpose  specified. 

No.  32,003.— Edward  B.  Savage,  of  Cromwell,  Conn.-^ Improved  Mode  of  Attaching 
Gun  Stocks  to  Pistols. — Patent  dated  April  9,  1861. — ^The  clamping  dog  is  arranged  to  work 
afl  a  lever  upon  a  fixed  fulcrum,  composed  of  a  boss  formed  on  a  brace  within  the  lock  frame. 
The  upper  part  of  the  dog  is  provided  with  a  hook,  bevelled  on  its  under  side  to  correspond 
with  tne  bevel  of  the  neck  piece,  and  the  lower  part  of  the  dog  is  bent  and  tapped  to  receive 
a  screw  which  passes  through  a  slot  in  the  but  of  the  lock  frame  and  secures  the  parts  to- 
gether. 

Claim. — ^The  lever-like  and  longitudinally-moving  hooked  clamping  dog  C  and  its  set  screw 
D,  applied  in  connexion  with  the  lock  frame  of  a  pistol,  to  operate  in  combination  with  suit- 
able locking  devices  on  the  neck  piece  of  the  stock,  substantially  as  and  for  thf  purpose 
specified. 

No.  32,004.— Isaac  D.  Seely,  of  Milford,  N.  Y. ^Improvement  in  Water  WTieels.—Vs^tent 
dated  April  9,  1861. — Directly  opposite  and  in  line  with  each  bucket  is  an  issue,  and  within 
the  cylinder  is  placed  a  stop  or  cut-off,  a  portion  of  which  is  of  curved  form,  concentric  with 
the  shaft,  and  having  a  position  at  the  ends  of  the  buckets  beneath  the  chute.  The  stop  or 
cut-off  is  designed  to  prevent  the  water  in  the  cylinder  from  passing  around  with  the  cylinder 
more  than  one  rovolution,  for  the  purpose  of  obtaining  power  from  both  the  direct  and  react- 
ing force  of  the  water. 

Claim. — The  stop  or  cut-off  E,  in  connexion  with  the  buckets  a',  cylinder  C,  and  AmteF, 
ananged  relatively  with  each  other  for  joint  operation,  as  described. 

H.  Ex.  Doc.  63 19 
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No.  32,005.-0.  W.  Seely,  of  Albany,  N.  Y. — Improvement  in  the  Conitruetion  of  SaU 
Kettles, — Patent  dated  April  9,  1861. — ^This  invention  consists  in  so  constnicting  the  kettle 
that  the  greatest  beat  shall  be  concentrated  upon  the  middle  and  upper  part  or  strata  of  the 
liquid  to  be  treated,  and  that  the  salt,  as  fast  as  it  crystalizes,  shall  descend  to  the  part  of  the 
kettle  which  is  below  the  fire,  and  that  the  heat  of  the  fire,  by  being  concentrated  on  the  inner 
faces  or  sides  of  the  kettle,  shall  be  most  favorable  for  keeping  up  a  rapid  circulation  in  the 
boiling  liquid 

Claim. — The  combination  of  the  central  arch  B,  containing  the  fire  grate,  with  the  two 
inverted  arches  at  b  6,  to  form  the  bottom  part  of  the  boiler  in  the  shape  represented  and  de- 
scribed, and  for  the  purpose  set  forth. 

No.  32,006.— Porter  Seward,  of  Chaseville,  N.  Y. — Improvement  in  Wagon  Brakes.-^ 
Patent  dated  April  9, 1661. — This  invention  consists  in  so  arranging  a  crank-bar,  upon  which 
is  a  pulley,  in  connexion  with  the  draueht-polc,  that  upon  checking  the  horses  the  oackward 
'  movement  of  the  draught-pole  causes  the  crank -shaft  to  turn  and  wind  up  a  chain,  the  other 
end  of  which  acts  upon  a  fever,  to  which  the  brake-bar  is  attached.  The  rubbing  blocks  are 
pivoted,  so  that  in  backing  the  wa^on  they  will  be  thrown  up  by  friction  of  the  wheels  upon 
their  surfaces,  and  allow  a  free  motion  of  the  wheels. 

Claim. — The  arrangement  of  the  crank  G,  pulley  e,  chain  /,  and  adjustable  rod  H,  with 
the  draught-pole  F,  lever  I,  spring  K,  brake  bars  J  J,  rods  g  g,  and  pivoted  rubbing  blocka 
It  ft,  all  in  the  manner  and  for  the  purposes  shown  and  descril^. 

No.  32,007.— Henry  L.  Shaw,  of  Milan,  O. — Improvement  in  Sewing  Machines. — Patent 
dated  April  9,  1861 . — Attached  to  the  slide  is  a  bent  arm  P  that  moves  in  a  slot  of  the  arm 
M  of  the  looper.  Q  is  also  an  arm,  placed  difierently,  to  work  in  another  slot  of  the  looper 
when  one  thread  only  is  used.  On  tne  end  of  a  shaft  is  a  wheel  having  a  wrist  that  moves  in 
a  perpendicular  slot  of  the  slide  O,  the  revolution  of  which  wheel  gives  to  the  slide  a  hori- 
zontal motion  back  and  forth,  which  is  conveyed  to  the  looper  by  the  arm  P.  With  this 
looper  two  threads  are  used,  while  with  the  looper  shown  in  Fig.  5  only  one  thread  is  used, 
for  forming  a  single  chain  stitch. 

Claim. — ^Tho  special  arrangement  of  the  slider  O,  operated  as  shown,  with  its  pins  P  and 
Q,  for  the  purpose  of  operating  therewith  either  the  looper  shown  in  Fig.  4  or  that  shown  in 
Fig.  5,  to  make  a  single  or  a  double  chain  stitch,  in  the  manner  substantially  as  described. 

No.  32,008.— William  H.  Short,  of  Brooklyn,  N.  Y.— Improved  Inlet  for  Sewers. — 
Patent  dated  April  9,  1861. — ^Tho  basin  head  forms  part  of  the  curbing  of  the  sidewalk.  The 
trap  box  is  placed  upon  the  brick  work  of  the  basin,  so  that  its  upper  edge  and  the  plate  or 
pnn  are  in  the  gutter,  and  form  a  part  of  the  outside  of  the  curb.  The  mudsill  is  formed 
with  vertical  bars,  and  is  secured  in  and  to  the  trap  box;  and  the  arched  curb  which  forms  a 
port  of  the  pavement  is  placed  upon  the  trap  box  and  keyed  to  it  by  the  grate  bars,  secured 
in  recesses. 

C^aim.— The  cast-iron  basin  head,  formed  of  the  trap  box  D,  mudsill  E,  and  arched  curb 
G,  constructed  and  combined  in  the  manner  substa[ntiaUy  as  described,  for  the  purposee  set 
forth. 

No.  32,009.'— Daniel  E.  Somes,  of  Biddeford,  Me.-^Imnrovement  in  the  Method  of  Pre- 
serving  Meat, — Patent  dated  April  9, 1861. — Attached  to  the  building  in  which  the  articles  to  be 
cured  are  placed  is  an  air  duct,  within  which  is  arranged  a  fan-blower,  driven  in  any  conve- 
nient manner,  for  the  purpose  of  drawing  a  current  ot  air  from  the  atmosphere  at  a  point  as 
far  as  practicable  from  the  surface  of  the  earth. 

Claim. — ^The  described  mode  of  curing  meats,  &c,  by  cutting  off  side  currents  of  air  and 
introducing  into  the  building  a  cooler,  a  drier,  and  a  purer  air  than  that  near  the  surfjace  of  the 
earth,  substantially  as  and  tor  the  purpose  specified. 

No.  32,010.— James  A.  Speer,  of  Manchester,  Pa.,  assignor  to  William  J.  Kane,  of 
same  place. — Improvement  in  Cultivators. — Patent  dated  April  9,  1861. — Attached  to  the- 
draught  beam  and  standard  is  a  s^nd  curved  beam,  provid^  with  lugs,  to  which  a  scraper 
may  DO  attached.  The  several  attachments  of  the  second  beam  and  scraper  are  made  dj 
bolts  passing  through  slots  and  secured  by  nuts,  by  which  means  the  point  of  the  draught 
beam  and  the  scraper  may  be  raised  and  lowered. 

Claim. — The  arrangement  of  the  draught  beam  a,  second  beam  c,  scraper  d,  and  slots  1  3 
3  and  x,  when  constructed  substantially  as  described,  for  the  purpose  set  fbrth. 

No.  32,011.— David  Stewart,  of  Annapolis,  Md. — Improvement  tn  Co/ee- Pot*.— Patent 
dated  April- 9,  1861. — Upon  the  under  side  of  the  strainer,  at  the  bottom  of  the  biggin,  is 
stretched  a  second  strainer,  made  of  a  disk  of  flannel,  the  lower  edge  of  the  biggin  extending 
downward  a  little  below  the  strainer,  so  as  to  leave  a  space  between  the  two  strainers.  The 
flannel  strainer  is  held  in  place  by  means  of  a  tin  collar,  so  fitted  as  to  project  below  the 
strainers  and  elevate  them  above  tne  bottom  of  the  coffee-pot.  A  flannel  strainer  is  also 
placed  below  the  upper  edge  of  the  biggin,  the  edges  of  the  strainer  projecting  upward,  nearl7 
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in  contact  with  the  surface  of  the  cone.  The  flannel  that  dips  into  the  higgin  above  serves 
to  conduct  the  condensed  steam  from  the  condensers,  and  spreads  it  over  the  magma,  so  as  to 
keep  up  a  series  of  cohobations,  the  extremities  of  the  flannel  catching  the  drops  as  they 
descend  from  the  condenser. 

Claim. — Combining  such  a  biggin  with  a  chamber  of  decoction  and  chamber  of  condensa* 
tion,  in  which  the  water  of  condensation  is  returned  to  the  magma  in  the  manner  set  forth. 

No.  32,012. — Jacob  J.  Storer,  of  Philadelphia,  Pa. — Improvement  in  Desulphurizing 
Coal  and  Ores. — ^Patent  dated  April  9,  1861. — The  coal  or  ores  to  be  desulphurized  are  placed 
in  a  receptacle  connected  by  a  pipe  with  a  vessel  in  which  are  placed  the  chemical  ingreaients^ 
consisting  of  carbonate  of  ammonia,  sal  ammoniac,  carbonate  of  potash,  and  quick-lime. 
'  Connected  also  by  a  pipe  with  this* vessel  is  a  steam-boiler,  from  which  steam  is  made  to  pass 
through  the  chemical  ingredients,  by  which  it  is  impregnated,  and  thence  into  the  coal  or  ore,, 
which  thus  become  desulphurized. 

Claim. — The  employment,  in  the  manner  specified,  of  ammonia  in  connexion  with  steam, 
in  the  process  of  desulphurizing  coal  and  ores. 

No.  32,013.— Charles  F.  Taylor,  of  New  York,  N.  Y.— Improvement  in  Apparatus  for 
Reducing  Spinal  Curvatures. — Patent  dated  April  9,  1861. — This  apparatus  is  so  constructed 
as  to  enable  the  patient  to  place  himself  in  a  state  of  repose  in  sucn  a  position  as  to  force 
apart  the  narrow  edges  and  press  together  the  wide  edges  of  the  joints  of  the  bones  of  the 
vertebra,  for  the  purpose  of  reducing  the  curvature. 

Claim. — First,  the  combination  ot  the  bench  1,  adjustable  supports  3\  and  adjustable  pad 
or  strap  4,  substantially,  as  described,  and  in  such  a  manner  as  to  accompUsh  the  pui-pose  set 
forth. 

Second,  the  head-rest  represented  in  Fig.  4,  constructed  as  described,  by  which  the  weight 
of  the  head  is  made  to  exert  a  pressure  upon  one  shoulder,  and  a  lifting  force  under  the  other, 
substantially  as  described. 

No.  32,014.— Charles  F.  Taylor,  of  New  York,  N.  Y.— Improvement  in  Apparatus  for 
Reducing  Spinal  Curvatures. — Patent  dated  April  9,  1861. — ^This  invention  consists  in  the 
combination  of  two  posts  fitted  with  sliding  rests  or  bearings  for  the  body,  one  of  which  is 
hinged  to  the  floor,  and  the  other  either  hinged  or  stationary.  In  connexion  with  the  above 
is  a  third  post,  hinged  to  the  floor,  and  pro\idcd  with  a  slide  and  pad  which  fits  under  the  arm 
of  the  patient,  holding  him  bent  over,  so  that  the  muscles  on  the  concave  of  the  spinal  column 
shall  be  extended. 

Claim. — F'Afitf  the  combination  of  the  posts  1  and  6  with  their  adjustable  supports  8  and  2, 
one  being  hinged  to  the  floor,  to  allow  of  lateral  adjustment,  and  the  other  either  hinged  to  the 
floor  or  stationary,  as  may  be  desired,  the  whole  l>eing  constructed,  combined,  and  arranged 
Bubstantiallv  as  set  forth. 

*  Second,  the  combination  with  the  two  posts  1  and  6,  and  their  adjustable  supports  8  and  2, 
of  a  third  post  16,  constructed  in  a  similar  manner  to  the  first  two,  and  hinged  at  the  bottom, 
80  and  for  the  purpose  set  forth. 

No.  32,015.— Charles  F.  Taylor,  of  New  York,  N.  Y. — Improvement  in  Apparatus  for 
Reducing  Spinal  Curvatures. — ^Patent  dated  April  9,  1861. — ^Inis  invention  consists  in  a 
device  by  which  the  weight  of  the  body  may  be  supported  by  the  hands  upon  two  points  of 
support,  the  relative  height  of  which  may  bo  gradually  changed,  while  at  the  same  time  the 
body  is  also  supported  laterally  by  a  fixed  bearing  opposite  to,  and  on  the  outside  of,  the 
curvature. 

Claim.— The  combination  of  the  vibrating  upright  or  support  2,  pad  6,  and  handles  7  and 
8^  substantially  as  described,  for  the  purpose  set  forth. 

No.  32,016.— W.  R.  Thomas  and  M.  Emanuel,  Jr.,  of  Catasauqua,  FtL— Improvement  in 
Composition  for  Blasting  Powder. — Patent  dated  April  9, 1861. — This  invention  is  explained 
by  the  claim. 

Claim. — The  composition  or  blasting  powder  made  of  nitrate  of  sod^  flower  of  sulphur, 
ground  bark,  and  water,  in  the  proportions  and  manner  set  forth. 

No.  32,017.— Grant  B.  Turner  and  James  A.  Vaughn,  Cuyahoga  Falls,  O.^Improve- 
ment  in  Grain  Separators. — ^Patent  dated  April  9,  1861. — This  invention  will  be  understood 
by  reference  to  the  engraving  and  Clcum. 

Claim. — ^The  combination  of  the  series  of  screens  inclined  in  one  direction  and  the  series  of 
directing  boards  inclined  in  an  opposite  direction  with  the  receiving  boxes  and  fan-blast,  and 
a  shake  motion,  substantially  as  and  for  the  purpose  set  forth. 

Also,  a  device*  for  giving  a  rapid  shake  motion  to  the  riddles  or  screens,  without  jarring- 
tbem,  an  eccentric  and  yoke,  constructed,  arranged,  and  operating  as  described  and  represented. 

No.  32,018.— Thomas  G.  Voorhis  and  William  B.  Whiteman,  of  New  York,  N.  Y.— 
httproved  Mosquito  iVet.— Patent  dated  April  9,  1861. — ^The  cam  catch  is  attached  to  ths 
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centre  rod  of  the  frame  through  which  the  Buspcnding  cord  of  the  net  is  retomed,  and  consists 
of  a  weighted  Iiook  which  admits  of  the  cord  hoing  easily  drawn  down  and  holds  it  in  position. 
Claim. — The  combination  of  the  cam  catch  D  with  the  jointed  frame  and  netting,  as  de- 
scribed and  for  the  purpose  sot  forth. 

No.  32.019. — Samuel  H.  Walker  and  Matthew  C.  Walker,  of  Boston,  Mass. — 
Improtement  in  Gas  Retorts. — Patent  dated  April  9,  1861. — This  retort  is  more  particularly 
designed  for  generating  gas  from  melted  rosin  or  other  hydro-carbons,  and  the  invention  con- 
sistJi  in  making  the  retort  of  larger  calibre  and  with  greater  generating  surface  at  the  middle 
of  its  length,  and  decreasing  in  calibre  towards  both  cuds,  for  the  purpose  of  obtaining  a  more 
unilurm  dibtribution  of  heat  throughout  the  length  of  the  retort. 

Claim, — A  horizontal  retort  formed  with  a  flat  bottom'  and  cylindrical  flanged  ends,  and 
tapering  gradually  in  size  from  the  centre  toward  each  end,  in  the  manner  shown  and  described 
and  for  the  purposes  explained. 

No.  3*2,020.— George  R.  Wilmot,  of  West  Meriden,  ComL^Improved  Htad  of  ScrtWM 
and  Tacks. — Patent  dated  April  9,  IH'31. — This  invention  consists  of  an  elastic-headed  screw 
or  tack,  madu.bv  drawing  a  piece  of  India-rubber  into  a  metallic  ring  in  such  a  manner  as  to 
compress  the  rubber  in  the  rin^  and  cause  its  adhesion  to  the  metal,  while  at  the  same  time 
the  rubber  which  extends  outside  of  the  ring  and  forms  the  elastic  head  is  allowed  to  expand 
and  give  the  proper  size  of  material  for  the  head,  and  the  requisite  elasticity  also. 

Claim. — The  screw  or  tack  described,  as  a  new  article  of  manufacture,  when  constructed 
in  the  manner  described,  and  involving  the  features  of  advantage  and  novelty  set  forth. 

No.  32,021.— Joseph  II.  Winsor,  of  Providence,  R.  I.—Imptf>vement  in  Machines  for 
Tentcring  and  Drying  Cloth. — Patent  dated  April  9,  1861. — ^This  invention  consists  of  an 
apparatus  by  which  the  cloth  is  made  to  travel  through  a  more  or  less  circuitous  path,  hj 
means  of  tenter  hooks  attached  to  an  endless  chain,  so  arranged  that,  during  the  first  portion 
of  its  travel  only,  the  cloth  shall  be  subjected  to  a  g^radually  increasing  strain;  in  connexion 
with  which  is  a  hoUow  shaft  of  sufficient  siw  to  enclose  the  cloth  in  its  passage  while  on  the 
tenter  hooks,  through  which  shaft  is  made  to  flow  a  continuous  stream  of  heated  air.  The 
machine  by  which  the  cloth  is  stretched  is  placed  upon  the  top  of  a  hollow  shaft  of  brick-work, 
at  the  lower  part  of  which  is  a  furnace. 

Claim. — A  macliine  for  tentering  textile  fabrics,  constructed  substantially  as  described, 
combined  with  and  travelling  in  a  hollow  vcrtiail  shaft  through  which  a  continuous  conent 
of  healed  air  is  passing,  substantially  as  described. 

No.  32,022.— Selim  E.  Wood  worth,  of  Murphy's,  Ca^.-— Improved  Amalgamator. — 
Patent  dated  April  9,  1861. — In  the  operation  of  this  apparatus,  the  tailings  from  quartz 
mills,  &c.,  are  received  into  the  globe  tlirough  the  longer  tube  E  upon  the  mercury  at  the 
bottom.  The  superabundant  mass  of  water  and  other  material  will  pass  off  through  the  outer 
tube  B  over  the  table,  the  jirecious  metal  being  deposited  in  the  mercury. 

Claim. — ^An  air-tight  vessel  A,  partially  filled  with  mercury,  in  combination  with  two 
concentric  tubes  B  £  and  table  C,  all  constructed  as  and  for  the  purposes  described. 

No.  32,023.— Theodore  Burr,  of  Battle  Creek,  Mich.,  assignor  to  Himself,  Augustus 
Rower,  and  Parcel  Brinkerhoff,  of  Michigan. — Improtement  in  Sewing  Machines. — 
Patent  dati*d  April  9,  1861. — This  machine  is  designed  for  making  button-holes.  Fitted  upon 
th6  main  shaft  is  a  cam  which  operates  two  levers  passing  up  vertically  tlu-ough  the  fiame  and 
crossing  each  other  at  or  near  their  centres,  at  which  point  they  me  pivoted  to  the  iJome,  so 
as  to  allow  a  movement,  by  the  action  of  the  cam,  which  presses  forwoid  the  horizontal  shafi 
K,  placed  in  a  slot  in  the  centre  of  the  stand  and  secured  by  means  of  two  boxes,  so  as  to 
allow  a* longitudinal  and  rotating  movement  of  the  shaft.  Thi^  shaft  is  provided  at  its  end 
with  two  prongs,  each  of  which  is  forked,  and  which  catch  the  thread  from  the  needle  and 
carrv  it  in  line  with  the  hook-lbrk  /,  over  which  the  upper  prong  is  turned,  so  that  in  raising 
the  hook-fork  t  the  loop  is  brought  up  through  the  button-hole  and.  bv  means  of  a  spring, 
thrown  under  the  needle,  where  it  is  held  until  the  needle  passes  thiougn  the  slot  in  the  nook- 
fork  t  and  secures  the  loop  thus  formed. 

Claim. — The  combination  of  the  cam  G,  the  levers  II  and  t,  operating  upon  the  horizontal 
shaft  K,  having  forked  prongs  d  d  and  b  6,  and  spiral  twist,  and  the  fork  a,  as  described  and 
for  the  purpose  set  forth.    . 

Also,  the  cog  or  spur  F,  in  combinatjon  with  the  shaft  E,  provided  with  feathers  R  R  and 
hook-fork  P,  operated  upon  by  spring  o,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,024.— J.  A.  De  Brame,  of  New  York,  N.  Y.,  assignor  to  Benjamin  Gurnet,  of 
same  place. — Improvement  in  Sliates. — Patent  dated  April  9,  Ibbl. — Upon  a  stud  secured  to 
the  skate-iron  is  a  plate,  on  the  upper  surface  of  which  are  cast  one  or  more  hooksttomod 
backward  and  fitting  in  slots  in  the  front  part  of  the  sole  of  the  boot  Near  the  rear  end  of 
the  runner  is  another  stud  and  plate  with  a  pin  projecting  upwardly  into  the  heel.  To  a  bloek 
secured  to  the  heel-plate  is  attached  a  spring  projecting  upwardly  and  provided  with  a  hooked 
projection  which  fits  into  a  hole  in  the  heel,  by  which  means  the  skate  is  securely  fastened  to 
the  boot. 
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Claim, — ^First,  the  hook  or  hooks  a  turned  backward,  as  shown  and  described  in  Fig.  1  of 
the  drawings,  in  combination  with  the  heel-spur  or  spurs  c,  fitting  loosely  into  a  hole  made  in 
the  heel  of  the  boot  for  the  purpose  of  retaimng  the  i\ook  a  in  its  plate,  as  set  forth. 

Second,  combining  with  the  hook  a  and  heel-spur  c,  the  spring-latch  d  e,  when  the  latter  is 
arranged  on  the  back  part  of  the  heel  of  the  boot  and  catcnes  into  a  recess  in  said  heel,  as 
set  forth. 

No.  32,025. — John  Fowler,  jr.,  of  Leeds,  formerly  of  Havering,  England,  assignor  to 
William  Penn  TathaM,  of  Philadelphia,  Fa.— Improvement  in  Machinery  for  Ploughing 
and  Tilling  Land.— Patented  in  England,  September  8, 1856.— Patent  dated  April  9, 1861. — 
This  invention  relates  to  an  improvement  in  ploughs  which  are  operated  by  steam  power,  and 
is  applied  to  a  machine  having  two  gangs  of  ploughs  attached  to  and  carried  by  a  tilting 
frame  which  vibrates  on  an  axis,  so  that  when  one  gang  is  brought  down  into  action  the  other 
is  lilted  up  clear  of  the  laud.  The  invention  consists  in  combining  with  the  above  a  steering 
apparatus,  by  a  mechanism  which  enables  the  operator  while  riding  on  the  machine  to  change 
at  will  the  direction  of  the  motion  in  ploughing. 

Claim. — Combining  the  pulley  on  the  anchor  carriage,  which  receives  motion  from  the 
engine  by  the  pulling  of  the  ploughs  or  other  implements,  with  the  drum  that  operates,  the 
anchor  rope  by  means  of  the  intermediate  mechamsm  described,  or  any  equivalent  therefor, 
AA  described  and  for  the  purpose  set  forth. 

No.  32,026. — John  Fowler,  jn,  of  Leeds,  formerly  of  Havering,  England,  assignor  to 
William  Penn  Tatham,  of  Philadelphia,  Pa. — Improvement  in  Machinery  for  Ploughing 
and  Tilling  Land  by  Steam, — Patented  in  England,  September  8, 1856. — Patent  dated  April 
9,  1861. — This  invention  relates  to  that  class  of  machines  for  ploughing  by  steam  power  in 
which  the  locomotive  engine  moves  at  intervals  along  one  edge  of  the  field,  and  ropes  pass 
from  the  engine  to  and  around  a  pulley  attached  to  an  anchor  moved  at  intervals  along  the 
opposite  edge  of  the  field.  The  object  of  the  invention  is  to  move  the  anchor  by  the  power 
of  the  engine  at  the  opposite  side  of  the  field,  by  combining  with  the  pulley  on  the  anchor 
carriage  around  which  the  rope  passes  to  operate  the  ploughs,  and  with  the  drum  of  a  rope 
connected  with  an  anchor,  an  interposed  mechanism  to  operate  the  said  drum  at  the  required 
intervals  to  advance  the  anchor  carriage  by  the  motion  of  the  pulley  derived  from  the  engine. 

C/atm.— Combining  with  the  central  pair  of  sustaining  wheels  and  with  the  frame  which 
carries  the  two  gangs  of  ploughs  or  other  tilling  instruments  a  steering  apparatus,  substan- 
Uahj  as  descrited. 

No.  32,027. — John  Fowler,  jr.,  of  Leeds,  formerly  of  Havering,  England,  and  David 
Grbig,  of  Leeds,  England,  assignors  to  William  Penn  Tatham,  of  Philadelphia,  Pa.— 
bnproveinent  in  Machtnery  for  Ploughing  and  Tilling  Land. — Patented  in  England,  Feb- 
nury  28,  1856. — Patent  dated  April  9,  1861. — ^The  oQect  of  this  invention  is  to  avoid  the 
necessity  of  turning  the  ploughs  at  the  end  of  each  course  across  the  field,  and  it  consists  in 
mounting  two  gangs  of  plou^lis,  or  other  tilling  instruments,  in  suitable  frame-work  and 
connecting  them  with  a  pair  ot  sustaining  and  gauging  wheels  interposed  between  two  gangs 
of  instruments,  when  combined  with  pulling  ropes  and  means  of  attachment  thereto,  so  that 
the  ploughs  may  be  drawn  across  the  field  alternately  in  opposite  directions,  and  at  the  end 
of  each  course  be  lifted  out  of  action,  and  the  other  set  brought  into  action  for  the  reverse 
course,  without  turning  the  implements  or  disconnecting  them  from  the  pulling  ropes. 

Claim. — ^Mounting  two  gangs  of  ploughs  or  other  tilling  insfruments  in  suitable  frame- 
work, and  connecting  them  with  a  pair  of  sustaining  and  gauging  wheels  interposed  between 
the  two  gangs,  substantially  as  described,  when  this  is  combined  with  the  pulling  ropes  or 
chains  and  suitable  means  of  attachment  thereto,  substantiallv  as  described,  so  that  by  the 
operation  of  an  engine  on  one  side  of  a  field  and  suitable  anchoring  apparatus  at  the  other 
side,  the  said  instruments  can  be  drawn  across  the  field  alternately  in  opposite  directions,  as 
described. 

Also,  mounting  the  frame  which  carries  the  two  opposite  gan^  of  instruments  on  a  central 
AXIS  so  that  it  may  be  tilted  thereon,  substantially  as  descrit^,  m  combination  with  the  mode 
of  connecting  the  ropes  or  chains  with  the  said  tilting  frame,  or  the  equivalent  thereof,  on 
opposite  sides  of  the  axis  of  vibration,  as  described,  so  that  by  reversing  the  pull  on  the  ropes 
the  frame  shall  be  tilted  to  lift  one  eang  out  of  action  at  the  end  of  each  course  and  draw 
dowD  into  action  the  other  gang  for  the  return  course,  as  set  forth. 

No.  32,028.— Benjamin  F.  Hooper,  of  Bhmingham,  Conn.,  assignor  to  Eu  N.  Bald- 
win, of  Huntington,  Conn. — Improved  Machine  for  making  Braee$  for  Carriage  Tops. — 
Patent  dated  April  9, 1861. — This  invention  consists  in  making  joints  for  the  braces  of  carriage 
tops,«&«.,  by  means  of  a  pair  of  clamping  dies  which  gripe  the  bar  of  iron  and  hold  it,  while 
the  end  is  forged  and  swaged  into  the  ibrm  required  by  a  series  of  traversing  dies  operated  in 
snccession  for  that  purpose. 

Claim. — ^The  clamping  dies,  in  combination  with  the  swaging  or  shaping  dies  working  in 
lion,  substantially  as  described,  for  the  puipose  set  forth. 


Digitized  by  CjOOQIC 


286  ANNUAL  REPORT  OP  THE 

No.  32,029.— Chester  L.  Johnson,  of  Little  Falls,  N.  Y.,  assignor  to  Allen  M.  Colteb, 
of  Albion,  Mich. — Improvement  in  Rotary  Pumps. — Patent  dut^  April  9,  1861. — ^This  in- 
vention  consists  in  making  the  pistons  or  winsps  with  curred  sides  thinner  in  the  middle, 
combined  with  a  cylinder  eccentric  to,  but  within  the  pump  case,  so  that  the  said  pistons 
passing  through  slots  in  the  inner  cylinder  are  tight  within  said  slots  but  do  not  bind  tberein. 

Claim, — ^The  pistons  H  H,  passing  through  the  cylinder  I,  and  revolving  around  a  centre 
Q,  in  the  manner  specified,  when  said  pistons  H  H  are  formed  thinner  in  the  middle  and  with 
the  curved  sides,  for  the  purposes  and  as  specified. 

No.  32,030.— George  W.  Martin,  of  Morrisania,  N.  Y.,  assignor  to  Himself  and  William 
Sheppard,  of  Tromont,  Va.^ Improvement  in  Pumps,— Patent  dated  April  9,  1861.— This 
invention  consists  in  the  combination  of  a  vessel  in  which  air  is  compressed,  with  pipes  and 
valves  arranged  in  such  a  manner  that  upon  compressing  the  air  m  said  vessel,  which  is 
effected  by  a  valve  operated  by  the  foot,  the  water  will  be  forced  up  and  discharged,  and  then 
upon  allowing  the  air  to  expand  by  means  of  a  spring  which  forces  up  the  valve  the  water 
will  again  be  drawn  into  the  pipe.  The  upper  end  of  the  re6er\'oir  is  open,  and  defiectois 
are  placed  within  it  to  prevent  the  water  from  being  thrown  out  at  the  top. 

Claim, — ^The  pijKJs  b  and  c,  valves  n  and  o,  arranged  as  specified,  in  combination  with  the 
air-vessel  d  and  piston  e,  for  the  purposes  and  as  set  forth. 

Also,  in  combination  therewith,  the  arrangement  of  the  deflectors  I  and  m,  in  tho  reservoir 
A,  for  the  purposes  specified.  * 

No.  32,031.— Alvin  Childs  Mason,  of  Springfield,  Vt.,  assignor  to  Himself,  H.  H.  Ma- 
son, and  D.  M.  Smitii,  of  same  place. — Improvement  in  Hooks  and  Eyes. — Patent  dated 
April  9,  1861. — ^This  invention  consists  in  having  the  end  of  tho  snap  or  spring-guard  bent  so 
as  to  extend  obliquely  into  a  loop  or  opening  in  the  hook,  for  the  purpose  of  preventing  the 
hook  from  catching  against  tho  end  of  the  snap  as  it  is  disengaged. 

Claim, — The  forming  of  the  snaps  or  spring-guards  e  with  bent  ends  rf,  which  extend  into 
openings  e  in  the  hooks  at  the  back  of  tho  bills,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,032.— James  H.  Merrill,  of  Baltimore,  Md.,  assignor  to  Merrill  Patent  Fire- 
arm Manufactcrino  Company,  of  same  place,— Improvement  in  Breech- Loading  Fire^ 
arms, — ^Patent  dated  April  9,  1861. — ^This  invention  consists  in  not  only  having  shoulders 
upon  the  main  lever  that  lock  in  with  shoulders  on  tho  gun  casing,  but  also  in  havings 
shoulders  upon  the  levers  themselves,  which  interlock  when  the  gun  is  charged  and  dis- 
charged for  the  purpose  of  additionally  bracing  the  breech-plug  against  recoil,  which  is  tlms 
broken  or  divided  upon  several  points. 

Claim. — ^The  combination  of  tho  shoulders  upon  the  levers  and  upon  the  casin?  of  the  gun 
to  take  the  recoil  of  the  brecch-plug  upon,  inste(id  of  allowing  it  to  come  entirely  upon  the 
pivots,  and  for  security  against  the  springii^  up  of  the  lever,  substantially  as  descrilN^d. 

No.  32,033.— James  H.  Merrill,  of  Baltimore,  Md.,  assignor  to  Merrill  Patent 
Fire-arm  BIanufacturing  Company,  of  same  place. — Improvement  in  Breech-Loading 
Fire-arms, — Patent  dated  April  9,  1861. — ^The  claim  and  engraving  will  explain  the  nature 
and  object  of  this  invention. 

Claim. — First,  in  combination  with  the  lever  by  which  the  breech  is  opened  and  closed,  a 
projection  upon  or  over  which  the  hammer  rests  when  down  upon  the  nipple,  to  prevent  said 
fever  from  rising  or  opening  the  breech  accidentally,  substantially  as  described. 

Second,  in  combination  with  the  lever  by  which  the  breech  of  the  gun  is  opened  and  closed, 
a  projection  which*  extends  under  the  cap  when  on  the  nipple,  so  that  the  raising  of  said  levor 
preparatory  to  recharging  the  gun  shall  throw  off  tho  exploded  cap  and  leave  Uie  nipplo  free 
for  a  fresh  cap,  substantially  as  described. 

No.  32,034.— Langdon  Sawyer,  of  Springfield,  Vt.,  assignor  to  Himself  and  A.  M. 
Billings,  of  Wethersfield,  Vt. — Improved  Shade  or  Curtain  Holler. — ^Patent  dated  April  9, 
1801. — The  rod  under  which  tho  netting  or  shade  passes  from  a  spring  roller  is  made  adjust- 
able longitudinally,  and  to  its  ends  are  secured  plates  or  brackets  on  which  tho  spring  roller 
has  its  bearings,  so  that  the  roller  and  bearing  plates  may  be  extended,  and  thus  adapted  to 
and  secured  within  window  frames  of  varying  widths. 

C/aiwi.— Making  tho  rod  or  roller  G  so  that  it  can  be  extended  or  contracted  longitudinally, 
when  the  same  is  combined  with  the  other  fixtures  for  operating  the  shade  or  netting,  substan- 
tially as  and  for  the  purposes  described. 

No.  32,035.— James  O.  Whttcomb,  of  New  York,  N.  Y.,  assignor  to  Himself  and  Joseph 
DODIN,  of  same  ii\ajce,— Improvement  in  llemmers  for  Iland-Setcing — Patent  dated  April  9, 
1861. — This  hcmmer  is  composed  of  two  plates  and  a  flexible  strap,  one  plate  being  attached 
to  the  other,  which  is  of  such  a  form  that,  by  aid  of  the  stran  placed  on  the  thumb,  it  may 
bo  held  in  the  left  hand  so  that  the  cloth  to  oe  hemmed  may  be  worked  freely  through  it  by 
that  hand  to  effect  the  folding  of  the  hem,  as  fast  aa  the  stitching  is  proceeded  with,  by  the 
needle  used  in  the  right  han(L 
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Claim, — First,  the  plate  A,  with  its  rest  e,  tongue  c,  and  thunib-strap  B,  for  holding  the 
folder  C|  and  supporting  the  fabric  while  the  hem  is  folded,  substantially  as  described. 

Second,  providing  an  opening  i  i  in  the  scroll  of  the  folder  for  the  admission  of  the  end  of 
the  thumb,  substantially  as  and  for  the  purpose  specified. 

No.  ^,036. —Hunter  Davidson,  of  United  States  'Sa.vj.— Improved  Hook  for  Attaching 
and  Detaching  Boats  from  their  Datits. — Patent  dated  April  9,  iSci. — The  catch  is  made  to 
fall  back  to  its  place,  after  the  .ring  has  passed  its  upper  end,  by  the  weight  of  its  lower  end. 
The  strap  is  designed  for  a  bolt  to  pass  through  it  and  the  breast-hook  of  the  boat,  so  as  to 
prevent  too  gi'eat  a  strain  upon  the  lower  bolts. 

Claim, — The  catch  C,  the  strap  S,  and  the  particular  form  of  hook  which  permits  it  to  bo 
fitted  to  the  boat's  stem  or  stem  post,  so  as  to  agree  exactly  with  their  usual  outlines,  the 
whole  combined  and  arranged  as  described. 

No.  32,037. — Joseph  D.  Alvord,  of  Bridgeport,  Conn. — Improvement  in  Binder-Guides 
for  Sewing  Machines. — Patent  dated  April  16,  18G1. — ^This  invention  is  dcsi^ied  to  facilitate 
the  setting  of  the  guide-lips,  and  it  consists  in  combining  the  guide-lips  with  a  stock,  which 
is  separate  from  the  stock  of  th^ binding- turner,  so  that  all  the  lips  may  be  set  at  one  opeia- 
tion  to  operate  upon  binding  of  any  width ;  or  all  the  guide-lips  may  he  permitted  to  retain 
their  position  in  reference  to  the  needle,  while  the  binding-turner  is  set  at  one  operation  in  a 
proper  position,  with  reference  to  all  the  guide-lips,  to  turn  binding  of  iany  width.  The  in- 
vention also  consists  in  combining  the  guide-lips  with  a  prcsser-foot  by  means  of  one  commcu 
stock,  so  that  all  that  is  necessary  to  apply  the  binder-guide  to  the  sewing  machine  is  to  dis- 
place the  usual  presser-foot  of  the  macmne  and  the  plain  guide,  and  apply  the  binder-guide 
in  place  of  the  latter,  with  the  certainty  of  havmg  the  guide-lips  and  binding-tuiuer  in  their 
positions  in  reference  to  the  needle  and  acting  presser-foot,  which  is  then  the  supplementary 
presser-foot  of  the  binder-guide. 

Claim. — The  combination  of  the  guide-lips  of  a  binder-guide  with  a  common  stock  that  is 
separate  from  the  stock  of  the  bmding-turner,  so  that  the  lips  need  not  be  separately  adjui<ted 
when  the  instrument  is  to  be  set  to  apply  binding  of  a  dilTerent  width  to  an  article  to  be 
bound,  substantially  as  set  forth. 

Also,  the  combination  of  the  stock  of  the  guide-lips  of  a  binder-guide  with  a  presser-foot 
which  is  independent  of  that  of  the  sewing  machine  to  which  the  binder-guide  is  to  be  ap- 
plied, substantially  as  set  foith. 

No.  32,038.— James  Armstrong,  of  Dobbinsville,  N.  C—Imvrovement  in  Operating 
Pumps. — Patent  .dated  April  16,  1861. — The  pumps  arc  operated  oy  a  person  sitting  in  a 
chair  attached  to  a  pendulum  bar.  The  foot  of  the  person  striking  a  stop  bar  causes  a  back- 
ward movement,  which  is  limited  by  the  action  of  a  coiled  spring  attached  to  the  iulciiun 
of  the  pendulum  and  the  frame. 

Claim. — The  combination  of  a  pendulum  A  and  chair  F,  spiral  spring  B,  and  stop-rod  G, 
with  a  lever  or  levers  J  J  A',  and  two  or  more  pumps,  arranged  and  operating  substantially 
as  and  for  the  piurposes  set  forth.  ^ 

No.  32,039.— John  R.  Armstrong,  of  Kendallsville,  Ind.— Improvement  in  Steam  En- 

fines. — Patent  dated  April  16,  1861.— The  steam  cylinder  is  of  oblong  quadrangular  form, 
aving  three  sides  of  its  body  made  of  a  single  casing.  The  piston  rods  are  ananged  -one 
near  each  of  the  two  narrow  sides  of  the  cylinder,  and  have  secured  to  them  the  slotted 
cross-head,  which  is  worked  by  a  crank-wrist  on  the  wrist-plate.  To  the  crank-wrist  is  at- 
tached an  eccentric  wrist  for  the  purpose  of  working  a  slide  valve  arranged  in  a  chest  attached 
to  the  cylinder  for  admitting  steam  alternately  above  and  below  the  piston. 

Claim. — The  arrangement  of  the  piston  rods  d  </,  and  piston  D,  with  the  slotted  cross-head 
E,  wrist-plate  H,  wrists  e  A,  valve-rod  t,  and  oblong  steam  cylinder  A,  all  as  shown  and 
described  for  the  purposes  set  forth. 

No.  32,040.— F.  M.  Bacon,  of  Eipon,  Wis.,  and  Joseph  Fowler,  of  Hartland,  Wis.— 
Improvement  in  Seeding  Machines. — Patent  dated  April  16,  1861. — To  the  lower  part  of  the 
seed  box  near  each  end  are  attached  troughs,  in  one  of  which  is  the  bearing  of  a  shaft.  On 
this  shaft  are  two  wheels  rotating  within  the  troughs,  each  wheel  having  in  it  a  slot,  and  in 
each  slot  the  outer  side  of  a  seed  cup  is  fitted  and  allowed  to  slide  freely.  The  back  parts  of 
the  cups  are  attached  to  a  thcular  plate  seciu-ed  by  screws  passing  through  a  slot  in  the  plate, 
by  which  means  it  may  be  adjusted,  and  the  capacity  of  the  cup  be  increased  or  diminished 
as  required.  To  the  ends  of  the  troughs  is  attached  a  seed-scattering  board  grooved  on  its 
inner  surface,  and  on  the  unper  part^  of  the  troughs,  in  front  of  the  wheels,  are  placed  double 
inclined  blocks,  serving  to  aeflect  the  seed  upon  the  scattering  board.  In  the  rear  of  the  main 
axle  is  a  shaft  upon  which  is  a  series  of  shQi;^  bars  connecting  with  the  bars  that  carry  the 
covering  teeth,  so  arranged  as  to  allow  a!li*  independent  motion  to  each  of  the  latter,  and  at  the 
same  time,  by  means  ot  a  lever  under  control  of  the  driver,  they  can  all  be  raised  from  the 
ground  at  once.  An  adjusting  plate,  provided  with  holes  into  which  pins  are  passed,  seiTes 
to  regulate  the  depth  of  the  teeth  in  the  ground. 
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Claim, — The  arrangement  of  the  graduated  adjustable  plates  K  with  the  tangential] j 
niovinff  seed-cups  J,  and  wheels  I,  Bubstnutiall  j  as  shown  and  described,  whereby,  by  moving 
the  said  plates  K,  all  the  cups  will  be  simultaneously  adjusted  and  regulated,  as  set  forth. 

Also,  the  arrangement  with  the  seed- wheels  I  I,  and  troughs  DD,  of  the  self-adjusting 
step-like  suspended  seed-scattering  board  L,  inclined  board  N,  and  blocks  M,  the  whole  con- 
structed and  sbown  and  described  for  the  purposes  set  forth. 

Also,  the  arrangement  of  the  adjusting  plates  U,  bars  P  W,  teeth  gj  and  shaA  Q,  with  the 
lever  X,  swinging  bars  H,  shaft  T,  and  fiame  A,  all  in  the  manner  and  for  the  purposes  shown 
and  described. 

No.  32, 041. —James  Bain  and  S.  C.  Brown,  of  Richmond,  Ind.^ Improved  Tenonimg 
Machine. — Patent  dated  April  16,  ]o(5i. — This  machine  is  designed  for  forming  panels  for 
doors  and  cutting  rebates  m  doors,  blinds,  &c  Upon  a  shaf^  placed  transversely  on  the 
frame,  are  secured  two  circular  cutter-heads,  in  each  of  which  is  a  radial  slot.  The  outer  sides 
of  the  cuttcr-h^ads  adjoining  the  slots  are  bevelled  to  form  throats  for  angular  cutters,  which 
are  secured  in  an  oblique  position  at  one  side  of  the  slots.  Hinged  to  the  rear  end  of  the  frame 
is  a  slotted  table  or  bed  to  allow  the  cutter-heads  to  pass  through  it,  and  secUred  to  the  tabie 
is  an  adjustable  ^uge.  Projecting  at  right  angles  from  the'upper  ends  of  rods  secured  to  the 
tabic  arc  guides  termed  of  two  ehistic  metal  stnps  for  keeping  the  stuff  against  the  gauge. 

Claim, — The  employment  or  use  of  one  or  two  rotary  cutter-heads  C,  provided  with  bent  or 
angular  cutters  D  D,  as  shown  in  connexion  with  the  bed  or  table  £,  provided  with  the 
gauge  F,  and  guides  G  G,  all  being  arranged  to  operate  as  and  for  the  purpose  set  forth. 

No.  32,042.— G.  N.  Bronson,  of  New  Milford,  Conn,— Improvement  in  Felting  Machines, — 
Patent  dated  April  16,  1861. — Upon  a  shaft  placed  at  the  upper  end  of  a  frame  are  two  pairs 
of  cranks,  one  pair  having  an  opposite  position  to  the  other.  Attached  to  these  cranks  are 
aims  connected  at  their  lower  ends  by  cross-bars,  and  to  the  outer  ends  of  arms  on  the  cranks 
of  the  shaft  is  attached  a  lever  frame,  having  a  cross-bar  /  secured  to  it,  and  provided  with  a 
bevelled  edge.  Across  the  lower  part  of  the  machine  is  an  adjustable  stock  or  bar.  The  sub- 
suince  to  be  felted  is  placed  between  the  stock  and  the  bars,  two  of  which  have  a  horizontal 
reciprocating  and  the  other  a  vertical  reciprocating  movement,  by  which  means  the  substance 
is  compress^  and  at  the  same  time  receives  a  rotatin^r  movement. 

Claim, — ^The  adjustable  stock  G,  in  connexion  with  the  reciprocating  bars  C  D,  when 
arranged  for  joint  operation,  as  and  for  the  purpose  set  forth. 

No.  32,043.— James  C.  Butterworth,  of  Providence,  R.  1.— Improved  Sash  Fastener,--^ 
Patent  dated  ApriM6,  1861.— The  plate,  which  is  attached  to  the  side  of  the  sash,  is  provided 
with  two  projections,  one  on  each  side,  through  which  passes  the  shall  of  a  cam,  having  attached 
to  it  a  hand-lever  by  which  it  can  be  turned.  A  spring  Ib  secured  upon  the  back  of  the  phue, 
the  free  end  of  which  acts  upon  the  under  side  of  the  cam.  A  hole  is  made  in  the  plate  through 
which  a  pin  upon  the  spring  passes,  which  fits  into  a  corresponding  recess  in  the  window- 
frame.  On  turning  the  lever  the  cam  presses  the  spriAg  back,  and  thus  allows  the  window 
to  be  niised.  After  the  window  is  raised,  on  releasing  the  lever  the  spring  presses  the  face  of 
the  cam  against  the  window-frame,  thus  securing  it  by  friction.  The  cam  is  recessed,  a  fric- 
tion-pad ot  India-rubber  being  held  firmly  by  the  projections  on  the  cam.  A  recess  in  the 
fiajne  receives  the  cam  when  the  window  is  down. 

Claim, — The  combination  of  the  cam,  recessed  and  furnished  with  the  friction-pad,  sub- 
stantially as  described,  with  the  plate  and  spring,  for  the  purposes  set  forth. 

No.  32,044.— Samuel  and  R.  W.  Caldwell,  of  Chillicothe,  O. ^—Improvement  in  Cider 
Jlfi//«.— Patent  dated  April  16,  1861. — The  concave  block  is  situated  above  the  cylinders,  its 
cuds  being  attached  to  the  sides  of  the  hopper  so  as  to  allow  of  its  adjustment  in  a  vertical 
plane,  and  the  crushing  will  be  performed  faster  or  slower  in  proportion  as  the  concave  is 
raised  or  depressed.  One  cylinder  can  be  removed,  and  by  depressmg  the  concave,  so  as  to 
bring  one  of  its  sides  opposite  the  other  cylinder,  the  machine  can  be  converted  to  a  single 
milL 

Claim.— 'The  combination  of  the  adjustable  spiked  concave  block  K,  with  a  smgle  ac^ust- 
able  spirally- spiked  and  grooved  cylinder  G',  in  the  manner  and  for  the  purpose  shown  and 
described. 

Second,  the  combination  of  the  a^'ustable  spirally-groov.od  and  spiked  cylinders  G  G'  with 
each  other,  and  with  the  acUnstable  spiked  concave  block  K,  in  the  manner  and  for  the  par- 
pose  shown  and  described. 

No.  32,045.— Adam  Carr,  of  Paterson,  N.  J. — Impr,6red  Low  Water  Alarm  for  Steam- 
Boi/fr5.— Patent  dated  April  16, 1861.— Into  a  nipple  secured  to  the  steam-boiler  is  screwed  a 
gauge-pipe  and  an  expansion-pipe.  The  nipple  is  provided  with  an  opening  below  its  point 
of  insertion  in  the  boiler,  passing  through  and  connecting  with  a  supply-pipe,  by  which  steam 
is  commimicated  to  operate  the  whistle.  On  the  top  of  the  expansion-pipe  is  secured  a  cross- 
piece  having  a  partition  in  it,  serving  to  divide  the  expansion-pipe  from  the  whistle  supp," 
pipe,  and  having  au  air-chamber  upon  it  which  connects  with  the  expansion-pipe.    To  i 
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top  of  the  cross-piece  is  secured  a  whistle,  which  is  operated  hy  means  of  a  lever  actuated  by 
s  rod  inserted  at  one  end  in  the  whistle  snpplj-pipe,  the  latter  being  caused  to  expand  by  the 
increased  temperature  consequent  upon  the  water  fallibg  below  the  mouth  of  the  gauge-pipe. 

Claim, — First,  the  nipple  A  A,  provided  with  the  aperture  D,  into  which  the  gauge-pipSa  C, 
expansion-pipe  C,  and  supply-pipe  E  E,  are  inserted  and  connected  with  boiler  6,  arranged 
and  operated  as  set  forth. 

Second,  the  cross  F,  constructed  as  described,  in  combination  with  the  expansion-pipe  C, 
and  the  supply-pipe  £,  for  the  purpose  set  forth. 

No.  32,046. — John  Caswell,  of  Syracuse,  N.  Y. — Improvement  in  Brick  Machines. — 
Patent  dated  April  16,  1861. — The  invention  consists  in  combining  with  the  extension  plate 
pistons,  patented  by  8.  Ustick  on  the  27th  day  of  April,  1858,  peculiarly  formed  movable 
moulds,  consisting  of  transverse  plates  connected  together  at  a  distance  equal  to  the  thickness 
of  a  brick,  operating  so  as  to  pass  over  the  clay  while  it  is  bein?  pressed  between  the  stationary 
and  movable  pistons,  and  thus  cause  the  clay  to  be  exposed  to  pressure  in  every  direction. 
At  the  same  time  the  air,  forced  through  the  clay  by  the  gradual  pressure  of  the  same  coming 
against  the  smooth  inner  surfaces  of  the  moulds,  will  be  discharged  therefrom. 

Claim. — Combining  with  the  extension  plate  pistons  movable  moulds,  continuously  operat- 
ing as  described  for  exx)elling  the  air  from  the  clay  during  the  o^ration  of  pressing  the  same, 
and  preventing  it  from  concentrating  in  the  central  portion  of  the  clay  lying  immediately 
between  the  extension  plates  of  the  stationary  and  movable  pistons,  as  set  tortfi. 

No.  32,047. — John  Caswell,  of  Syracuse,  N.  Y. — Improvement  in  Brick  Machines. — 
Patent  dated  April  16,  1861. — ^The  invention  relates  to  that  class  of  brick  machines  designed 
for  making  bricks  of  dry  clay,  through  the  agency  of  an  extraordinary  pressture  exerted 
thereon,  and  consists  in  constructing  the  frame  of  the  machine  so  as  to  give  it  the  necessary 
stren^h  and  firmness  to  resist  the  heavy  strain  and  pressure  to  which  it  is  subjected,  providing 
it  with  the  necessary  bearings  to  give  precision  to  the  movement  of  the  pistons  ana  moulds, 
forming,  arranging,  and  securing  toe  moulds  within  the  frame  in  such  a  manner,  and  causing 
them  to  move  m  such  relation  to  the  movements  of  the  extension-plate  pistons  whilst  press- 
ing the  clay,  as  to  entirely  expel  the  air  therefrom,  and  in  providing  a  combination  of  parts  for 
lifting  the  bricks  from  the  moulds  and  placing  them  between  the  automatic  grasp  of  upright 
iprings  and  standards,  which  convey  them  over  the  pistons  and  gently  lay  them  on  the  upper 
surface  of  the  same. 

Claim. — First,  making  the  frame  of  the  machine  in  one  rectangular  piece,  consisting  of  thit 
fides  and  ends  A,  and  the  cross-tie  B  within  it,  to  which  the  stationary  pistons  C  are  secured, 
and  provided  with  the  bearings  at  its  sides,  upon  whiph  the  movable  piston-frame  E  and 
moulds  bear  their  entire  lengUi  during  the  whole  extent  of  their  reciprocating  movements, 
tubstantially  as  described. 

Second,  expelling  the  air  from  the  clay  during  the  oneration  of  pressing  the  same,  and  after 
the  mould  is  closed,  by  means  of  the  movable  moulds  K  K3,  constructed,  arranged,  and  ope- 
zating  as  set  forth. 

Third,  the  combination  and  arrangement  of  the  right-angled  slotted  levers  T,  connected 
together  at  top,  sliding  lifting-platens  S^  having  pins  or  studs  62  at  their  lower  ends,  which 
enter  the  slots  of  tho  said  leverB  T  at  the  proper  intervals  of  time,  and  horizontal  sliding 
cross-bar  V,  having  anti-friction  rollers  on  its  ends  which  enter  the  grooves  W  in  tho  cog- 
wheels on  the  main  shaft,  for  lifting  or  discharging  the  bricks  from  the  moulds  and  pressing 
them  between  the  upHght  springs  i  and  standard  X,  substantially  as  described. 

Fourth,  suspending  the  frames  in  which  the  sliding  platens  S'  are  secured  in  horizontal 
guides  Q,  below  the  moulds,  for  enabling  their  movements  to  be  arrested  by  the  ends  of  the 
stop-bar  a  coming  in  contact  with  them  during  the  upward  and  downward  movements  of  the 
lifting  platens,  as  before  described. 

Fifth,  the  employment  of  the  upright  springs  Y  and  standards  X  on  the  sides  of  the  sliding 
platen  frame,  for  holding  tho  bricks  suspended  on  a  plane  sufficiently  far  above  the  pistons 
to  dear  them,  and  the  cam-bars  Z,  for  releasing  the  hold  of  the  springs  and  causing  the  bricks 
to  drop  on  the  upper  surface  of  the  pistons,  as  set  forth. 

No.  32,048. — C.  A.  Clark,  of  Pulaski,  Iowa. — Improvement  in  Valves  for  Pumps. — 
Patent  dated  April  19,  1861. — ^This  invention  consists  in  the  use  of  loose  valves,  perforated 
near  their  edges,  situated  in  the  upper  and  lower  ends  of  the  cylinder,  and  hold  in  proximity 
to  their  seats  by  transverse  rods.  As  the  hollow  piston  is  moved  up  and  down  the  valves 
^>perate  to  close  alternately  the  ingress  apertures  in  tne  ends  of  the  cylinders,  so  that  the  water 
is  forced  into  the  pistons  through  the  apertures  in  the  hollow  piston-rod  near  its  end,  and  in 
communication  with  it 

Claim. — ^The  loose  perforated  valves  F  F'  operating  in  connexion  with  the  apertures  b  1/ 
and  rodB  G  G^  as  and  for  the  purpose  set  forth. 

No.  32,049. — Samuel  Clegg,  of  Putney,  England. — Improvement  in  Gas-Meters. — 
Patented  in  England  April  22,  1851.— Patent  dated  April  16,  1861.— The  measuiing  cham- 
bers, which  pass  nearly  halfway  around  tho  periphery  of  the  drum,  are  open  at  both  ends, 
QDB  end  of  each  chamber  communicating  with  the  unmeasured  gas  in  the  central  space  of  the 
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drum,  and  the  other  end  opening  ontside  of  the  dram  and  discharging  the  measured  gas  Into 
the  coBing  ftiirroanding  the  dram.  Attached  to  the  drum  is  a  float,  me  bearing  of  the  drum 
bemg  carried  by  leversi  turning  on  suitable  centres,  to  admit  of  its  floating.  The  levers 
whidi  carry  the  axis  of  the  (brum  are  continued  beyond  their  centres,  and  attached  to  their 
ends  is  an  inverted  cup,  open  at  the  bottom,  into  which  the  unmeasured  gas  is  led  by  a  pipe 
passing  up  into  it. 

Claim. — First,  the  method  of  constracting  the  drum  with  measuring  chambers  at  the  peri- 
phery, arranged  substantially  as  described. 

Sec4>nd,  the  arranging  the  dnun  of  a  gas-meter,  substantially  as  described,  so  that  it  may 
rise  and  fall  with  the  water  in  the  meter  by  floating  thereon. 

Third,  the  use  of  a  cup  or  vessel  A,  arranged  substantially  as  described,  that  is  to  say,  sup- 
plied with  gas  of  the  same  pressure  as  tbat  in  the  drum,  and  so  connected  therewith  as  to 
oalance  it  and  keep  the  water-line  within  the  drum  constant,  whatever  may  be  the  variations 
in  the  pressure  of  the  measured  gas. 

No.  32,050.— Henry  A.  Clum,  of  Auburn,  N.  Y.— /wprorsrf  Barom«<er.— Patent  dated 
April  16,  1861. — ^Within  the  tube,  which  is  of  larger  sise  than  usual,  is  placed  a  shafl,  wh  ch 
serves,  by  the  displacement  of  mercury,  to  buoy  up  the  auxiliary  chambers  on  the  out&ide, 
to  which  this  shatt  and  buoy  are  connected  by  projecting  and  upright  arms.  The  auxiliary 
chambers  being  Uurge  and  light,  and  easily  influenced  by  atmospheric  pressure,  are  designed 
to  aid  the  motions  of  the  mercurial  column  in  the  tube.  By  means  of  a  controlling  rod  and 
rack-work  the  upward  and  downward  motion  of  the  floating  apparatus  is  communicated  to 
the  dial.  The  unequal  action  of  the  mercury  in  the  cistern  upon  the  upright  arms  is  com- 
pensated by  a  lever  and  plunger,  attached  to  each  arm  when  required.  In  Oeu  of  the  Hhaft, 
a  small  rod  may  be  made  to  pass  through  the  tube,  which  is  then  contracted  through  its 
lower  portion,  to  which  rod  is  attached  a  buoy,  which  floats  on  the  surface  of  the  mercury 
and  keeps  the  auxiliary  chambers  in  suspension. 

Claim. — First,  the  use  of  the  auxiliary  chambers  C  (one  or  more)  in  the  constraction  of 
barometers,  as  set  forth  and  described  in  Figs.  1  and  2  in  drawing  and  speciflcation. 

Second,  the  buoy  and  shaft  D  and  N,  Fig.  2,  and  the  manner  in  which  they  are  employed, 
as  set  forth  in  drawing  and  speciflcation. 

Third,  the  connexion  of  the  auxiliary  chambers  to  the  shaft  N  and  buoy  D,  shown  at  S  S 
and  J  J,  Fig.  2. 

Fourth,  the  compensating  lever  and  plunger  for  equalizing  the  action  of  the  mercury  upon 
the  upright  arms  in  the  cistern,  as  shown  at  U  V  W,  Fig.  2. 

Fifth,  the  maimer  of  communicating  the  motion  of  the  floating  apparatus  to  the  hand  H, 
as  shown  at  K,  Fig.  2,  and  F,  Fig.  1. 

Sixth,  the  reading  of  pounds  and  firactions  of  pounds,  in  combination  with  the  usual  inches 
and  fractions  upon  a  circular  dial. 

Seventh,  the  tube  B,  composed  of  two  or  more  sections  and  their  combination,  as  shown 
at  O,  Fig.  2,  and  explained  in  specification. 

Eighth,  the  combination  of  the  auxiliary  chambers  C  C  with  the  shaft  N  and  buoy  D,  the 
rack-work  R,  and  their  connexions,  as  shown  at  P  P  M  J  J  and  S  S,  Fig.  2,  and  then:  united 
use  with  the  mercurial  column. 

No.  32,051.— LOUGHLIN  CONROY,  of  New  York,  N:  Y. —Improvement  in  Strtet-swetfing 
Maddnts. — Patent  dated  April  16,  1861. — ^This  invention  consists  in  the  .use  of  an  endless 
sweeping  apron,  formed  of  brushes,  scrapers,  or  rakes,  connected  together  by  links  and  ap- 
plied to  a  mounted  box  or  wa^on  in  such  a  way  as  to  admit  of  being  adjusted  above  t^ 
surface  of  the  street  and  romam  stationary  when  not  required  for  use,  and  also  to  admit  of 
being  so  adjusted  as  to  be  brought  in  contact  with  the  surface  of  the  street,  and  operated  so 
as  to  sweep  up  the  dirt  therefrom  and  conform  to  the  inequalities  of  the  surface  of  the  street 
Pressure-rollers  are  arranged  and  applied  to  the  sweeping  apron,  to  insure  its  proper  action  on 
the  surface  of  the  street. 

Claim. — First,  the  endless  sweeping  apron  Q,  when  formed  of  brashes  R,  rakes  S,  scrapeiB 
T,  any  one  of  said  parts  being  used,  or  all  of  them  combined  and  connected  together  by 
links 7,  or  an  equivalent  universal  ioint  attachment,  for  the  purpose  of  rendering  the  apron 
flexible,  so  that  it  may  conform  to  the  inequalities  of  the  surface  of  the  street,  as  set  forth. 

Second,  in  combination  with  the  sweeping  apron  Q  the  prcssure-roUers  U,  applied  and 
arranged  to  operate  as  and  for  the  purpose  set  forth. 

Third,  the  arrangement,  substantially  as  shown,  of  the  sector-plates  M  M,  inclined  plane 
L,  and  slides  G  G,  on  which  the  cylinder  £  is  placed,  whereby  the  apron  may  be  raised  an4 
lowered,  as  set  forth. 

No.  32,052. — George  W.  Cooper,  of  Palmyra,  Ga. — Improvement  in  Ploughs. — Patent 
dated  April  If,  1861.— Theplough-beam  consists  of  a  flat  steel  bar,  on  each  side  of  which 
ore  secured  curved  bars.  The  standard  consists  of  two  bars,  pivoted  at  their  lower  ends  to 
a  curved  bar,  provided  at  its  rear  part  with  a  series  of  holes  and  secured  to  the  rear  end  of 
the  beam  by  a  bolt,  by  means  of  which  the  bar  can  be  adjusted,  and  the  share  be  set  to 
plough  more  or  less  deep. 
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Claim, — ^The  arran^ment  of  the  curvod  adjustable  bar  E  and  the  swinging  standard  D  D, 
with  the  curved  bars  B  B  and  beam  A,  all  as  shown  and  described,  for  the  purpose  set  forth. 

No.  32,053.— John  S.  Davison,  of  Cranberry,  N.  J, --Improvement  in  Faucets.— Vaieni 
dated  April  16,  1861. — The  object  of  this  invention  is  to  adapt  an  instrument  so  that  the 
liquid  or  steam  can  in  no  way  escape  except  when  necessary.  This  object  is  obtained  by 
applying  a  plunger  or  double  acting  cut-oflP  to  the  interior  of  the  faucet,  the  chambers  being 
so  constructed  and  arranged  that  the  pressure  of  the  liquid  or  steam  against  the  cut-off,  in 
connexion  with  the  spring  or  screw,  keeps  it  perfectly  tight  and  compact. 

Claim. — ^The  arrangement  of  valves  h  and  I,  as  shown  in  Fig.  5,  together  with  the  cham- 
bers  D  and  L  and  valve-rod  and  springs,  as  set  forth  and  described. 

No.  32,054.— WlLUAM  Deckmann,  of  Canton,  Ohio.^ Improvement  in  Hay  Rakes.-^ 
Patent  dated  April  16,  1861. — ^The  driving-wheel,  which  is  placed  in  front  of  the  rake  teeth, 
is  provided  with  cogs  upon  its  axis.  Upon  the  axle  of  the  driving-wheel  slides  a  clutch  pi*o- 
vided  with  pins,  upon  which  runs  an  endless  chain  operating  a  wheel  secured  to  the  rake- 
beam.  By  means  of  a  lever,  the  clutch  is  mode  to  throw  the  driving-wheel  in  or  out  of  gear 
with  the  rake,  and  by  means  of  two  level's,  secured  to  a  rod  across  the  front  part  of  the 
frame,  the  latter  is  elevated  from  the  ground,  and  the  rake  is  put  in  operation.  By  operating 
the  levers  the  rake-beam  is  caused  to  rotate,  and  the  hay  deposited  in  a  heap. 

Claim. — The  employment  of  driving-wheel  D  and  its  accompanying  mechanism,  in  com- 
bination with  levers  K  and  i  t,  on  rod  A,  all  arranged  as  and  for  the  purpose  specified. 

No.  32.0a5:— Lewis  ElKENBERRY,  of  Philadelphia,  Pa.— /mprorcrf  Valve  Arrangement.^ 
Patent  dated  April  16,  1861. — Fitted  JooseWon  the  shaft  is  a  short  tubular  shifter,  being 
so  set  as  to  have  its  sides  run  diagonally  or  obliquely  to  the  shaft,  and  having  a  slot  cut 
through  its  circumference,  in  order  to  allow  one  or  more  pins,  projecting  from  the  circum- 
ference of  the  strap,  to  pass  through  it.  Over  the  tubular  shifter  is  fitted  loosely  an  eccen- 
tric, secured  against  rotary  but  not  lon^tudinal  motion  by  means  of  a  feather  on  the  tubular 
fihifler,  entering  a  groove  in  the  eye  ol  the  eccentric  On  the  shaft  is  arranged  a  ball-gov- 
ernor and  spring,  the  latter  bein^  connected  to  one  end  of  the  tubular  shifter,  the  other  end 
being  connected  to  the  sliding  collar  of  the  governor,  for  the  purpose  of  regulating  the  speed 
of  the  engine. 

Claim. — First,  effecting  a  connexion  between  the  sliding  diagonally  set  tubular  shifter  E, 
crank-shaft  A,  and  the  eccentric  C,  by  means  of  an  oblong  slot  cut  through  the  tubular  shifler, 
one  or  more  guide-pins  b  b  projecting  from  the  shaft  tmough  the  slot,  substantially  as  and 
lot  the  purpose  set  forth. 

Second,  the  combination  of  a  governor  D,  or  a  governor  and  spring,  with  a  diagonally  set 
tubular  shifter  £,  constructed  and  operating  as  described,  and  a  snail  A,  substantially  as  and 
for  the  purposes  set  forth. 

No.  32,056. — James  M.  Foy,  of  Fountain  Green,  1\\.— Improvement  in  Com  Planters. — 
Patent  dated  April  16,  1861. — Upon  the  shaft  of  the  traction-wheel  is  a  clutch-wheel,  which 
rotates  with  the  shafl,  and  has  a  lateral  motion  on  it.  The  dropping-wheel  Q  is  on  the  same 
shafl,  but  has  an  independent  rotatory  and  lateral  motion.  This  hub  of  this  wheel 
gears  with  the  clutch,  and  has  on  its  periphery  ratchet  teeth  which  gear  with  the 
ratchet  teeth  on  the  sickle-shaped  bar  P.  This  bar  is  connected  with  a  lever  in  reach  of 
the  driver,  and  by  this  means  the  dropping-wheel  is  controlled  by  him.  Each  rotation  of  the 
dropping-wheel  operates  tbeseed  valve,  a  projecfion  upon  the  edge  of  these  wheels  coming  against 
the  pallet  lever,  which  is  connected  to  the  valves.  The  forked  lever  fits  over  the  ratchet  disk, 
and  thus  enables  the  driver  to  move  the  dropping-wheel  out  of  connexion  with  the  pallet 
lever  when  it  is  desired  to  move  the  machine  without  operating  the  seed  valves. 

Claim. — First,  the  combination  and  arrangement  of  the  sickle-shaped  bar  P,  lever  V, 
rat'het  teeth/,  and  dropping-wheel  Q,  as  and  for  the  purposes  set  forth. 

Second,  the  arrangement  of  the  dropping-wheel  Q,  ratchet  disk  R,  spiral  spring  rf,  shaft 
B,  and  forked  lever  W,  in  combination  with  the  pallet  lever  M,  in  the  manner  and  for  the 
purposes  set  forth. 

32,057. — Raymond  French,  of  Seymour,  Conn. — Improvement  in  Joints  for  Railroad 
Cars. — Patent  dated  April  16,  1861. — Ihe  object  of  this  invention  is  to  strengthen  and  unito 
the  ends  of  rails  where  they  meet,  so  as  to  prevent  or  lessen  the  jarring  of  the  passing  wheels. 

Claim. — Strengthening  the  joints  of  railroad  rails  by  heating  and  shrinking  the  chair  on 
to  the  joints,  substantiaUy  as  described. 

No.  32,058. — Samuel  Fulton,  of  Conshohocken,  Pa. — Improvement  in  Moulds  for  Casting 
Pipe, — Patent  dated  April  16,  1861. — ^The  iron  pattern  is  fitted  concentrically  vdth  the  flask, 
the  space  between  the  pattern  and  flask  corresponding  to  the  thickness  of  the  sand  mould. 
Over  the  pattern  is  fitted  a  cylinder  which  is  allowed  to  freely  rise  and  fall  tbereon.  Attached 
to  the  outer  side  of  this  cylinder  are  glides  having  pestles  or  rammers  fitted  in  them  and 
working  in  the  space  between  the  pattern  and  flask.  Tne  rammers  are  elevated  b^  means  of 
A  cam  which  rotates  with  the  slialt,  and  fall  by  their  own  gravity.    As  the  shaft  rotates  U 
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rises,  owing  to  the  screw  thread  cat  on  its  upper  part,  which  works  in  a  nut  fitted  in  a  < 
piece  in  the  fmmiDg.  • 

Claim. — ^Tho  pattern  B,  cylinder  D,  and  rammers  E,  j)laced  within  a  suitable  flask  A,  and 
arranged  with  a  screw-shaft  H,  to  operate  substantiallj  as  and  for  the  puipose  set  forth. 

No.  32,059.— George  Gouldino,  of  Watortown,  N.  Y,—Improrcmtnt  in  Spinning  Ma- 
chinery.— Patent  dated  April  16, 1861. — R  R  are  the  drawing  and  delivering  rollers.  One  of 
the  rollers  is  pressed  against  the  other  by  the  spring  R^,  which  acts  on  the  journals  of  the 
roller,  and  is  provided  with  an  adjusting  screw  to  graduate  the  pressure  of  one  roller  against 
the  other  upon  the  sliver  of  fibrous  material  passing  between  the  rollers.  These  rollers  are 
provided  with  match  gears  at  one  end,  to  insure  their  turning  with  the  same  velocity,  and  one 
of  them  has  the  bevel  gear  S  fastened  to  it,  which  is  driven  by  the  bevel  gear  S*  on  the  shafl 
S*,  which  turns  in  the  stands  S'  fastened  to  the  gear  Q^ 

Claim. — ^The  construction  and  arrangement  of*  the  shaft*  S^  stand  S',  and  pinion  X',  in 
combination  with  the  gears  that  operate  the  rollers  R  R,  as  described. 

No.  32,060. — Samuel  Fulton,  of  Conshohockcn,  Pa. — Improvement  in  Core  Carriages. — 
Patent  dated  April  16)  1861. — ^The  object  of  this  invention  is  to  economize  the  casting  or 
manufacturing  of  the  smaller  kinds  of  metal  pipes,  and  it  consists  in  the  employment  of  a 
core  carriage  no  arranged  that  the  cores  may  be  readily  shitled  within  the  oven  and  their 
position  changed  relatively  with  each  other,  so  as  to  insure  an  even  heating  and  drying  of  the 
whole  number  on  the  carriage. 

Claim. — A  core  carriage  provided  with  a  revolving  shaft  C  and  wheels  D  D,  arranged 
with  hooks  E,  or  their  equivalents,  to  serve  as  bearings  for  the  cores,  all  beinjg  arranged 
substantially  as  shown,  to  admit  of  the  changing  or  shining  of  the  cores  within  the  oven,  aa 
and  for  the  purpose  set  forth. 

No.  32,061.— Louis  X.  Garoaw,  of  Paris,  France.— Aii;wa©e<l  Feed- Water  Apparatus  for 
Steam-Boilers. — Patent  dated  April  16,  1861. — ^The  object  of  this  invention  is  to  keep  the 
level  of  the  water  constantly  the  same,  or  nearly  so,  in  steam  generators,  whether  stationary 
or  locomotive,  without  requiring  the  attendance  of  the  engineer  or  fireman,  so  that  the  lowering 
of  temperatmre  and  pressure  in  the  boiler  is  avoided,  valves  are  dispensed  with,  and  economy 
of  fuel  as  well  as  of^  motive-power  is  designed  to  be  secured. 

Claim.— The  apparatus  for  feeding  boilers,  constructed  and  arranged  substantially  as  shown 
and  described,  the  same  consisting  of  a  hollow  cylindrical  or  prismatical  valve  sUding  within 
a  correspondingly  cylindrical  or  prismatical  body  provided  with  three  independent  diannels 
that  communicate,  respectively,  with  a  water  and  steam  space  in  the  boiler  and  the  supply 
tank,  as  described,  and  are  disposed  in  relation  to  the  three  ports  in  the  valve  so  as  to  come, 
when  in  operation,  in  simultaneous  juxtaposition  with  the  steam  and  water  channels  while 
closing  that  of  the  supply  channel,  and  vice  versa^  as  set  forth. 

Also,  the  combination  and  arrangement  of  the  feeding  apparatus,  as  shown  and  described, 
the  same  consisting  of  a  hollow  plug  with  side  openings,  capable  of  rotation  upon  its  axia« 
within  a  body  provided  with  four  channels,  as  described,  so  that  the  said  openings  shall  corns 
opposite  to  the  steam  and  water  channel,  and  the  water  supply  and  air  or  steam  eecajM 
ctiannels  successively,  as  set  forth. 

No.  32,062.— George  Gatty,  of  New  York,  N.  Y. —Improved  Curtain  Fixture.— Taltmi 
dated  April  16,  1861. — ^The  toothed  roller  pulley  has  a  grooved  periphery,  and  is  fitted  loosely 
in  a  stationary  axis  or  shaft  secured  to  the  bracket  Projecting  from  the  inner  side  of  tlie 
pulley,  at  its  centre,  is  a  tube  that  fits  a  metal  disk,  which  is  secured  to  one  end  of  the  roller, 
so  that  both  will  turn  together.  Attached  to  the  bracket  is  a  metal  band  which  encomnassee 
the  pulley,  and  is  toothed  at  its  back  so  as  to  gear  with  the  pulley,  where  it  is  held  by  a 
spring.  In  the  lower  part  of  the  band  are  two  roUers  so  arranged  in  relation  to  the  pulley  as 
to  give  the  cord  an  inclined  position  at  its  upper  part,  and  by  pulling  which  the  bsmid  will  bt 
pressed  back  and  the  shade  rolled  up  or  down. 

Claim. — ^The  toothed  roller  pulley  A,  with  cord  G  placed  on  it,  in  combination  with  the 
adjustable  band  F,  provided  with  teeth  e,  rollers  g  g',  and  acted  upon  by  a  spring  /,  all 
arranged  for  joint  operation,  substantially  as  and  for  ue  purpose  set  forth. 

No.  32,063.— Joel  Haag  and  J.  C.  Smith,  of  Bemville,  Pa. — Improvement  in  Water- 
Wlteels. — Patent  dated  April  16,  1861. — ^The  inclined  chutes  are  arranged  in  an  annular  form 
within  a  nm  or  cylinder  directly  over  the  end  of  the  flume,  »o  that  the  water  will  pass  upward 
through  the  chutes.  The  buckets  of  the  wheel  are  of  concave  spiral  form,  diminishing  towarda 
their  upper  ends ;  the  water-guides  are  of  the  same  form,  but  placed  in  a  reverse  j>osition,  so 
that  the  water  may  strike  the  buckets  at  right  angles.  Encompassing  the  cylinder  of  the 
water-chutes  is  an  outer  cylinder  extending  to  the  bottom  of  the  flume,  and  upon  this  cylinder 
is  a  dome-shaped  cap  which  covers  the  wheel.  A  space  is  left  between  the  wheel  and  cap 
and  between  tne  cylinders,  forming  a  draught  tube  for  the  free  escape  of  the  water. 

Claim. — ITie  combination  of  the  inclined  chutes  or  water-guides  a,  cylinder  or  rim  6,  con- 
cave spiral  buckets  (f,  dome-shaped  cap  £,  flume  A,  annular  draught  way  /  e,  the  whole 
bemg  constructed  and  arranged  in  the  manner  and  for  the  purposes  set  forth. 
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No.  32,064.— Wm.  Cleayelahd  Hicks,  of  Boston,  "Mabs.— Improvement  in  Sewing- 
MMhines, — Patent  dated  April  16,  1861. — This  invention  relates  to  loosening  and  tightening 
the  needle  thread  at  different  periods  in  the  formation  of  each  stiteh  between  the  spool  and  the 
seam  being  sewn,  and  it  consists  more  particularly  in  an  improvement  upon  the  method  of* 
contTQlIing  the  needle  thread,  for  wnich  a  patent  was  granted  to  the  said  Hicks  on  November 

Of     l00«7. 

Ciaim, — ^First,  the  method,  substantially  as  described,  of  controlling  the  needle  thread  in 
sewing-machines,  by  causing  the  controller  during  the  whole  of  its  ascent  to  act  as  a  **  take- 
up*'  to  said  thread,  then  leaving  it  suspended  on  a  stationary  independent  rest,  and  afterward, 
and  as  the  needle  eye  enters,  or  is  about  entering  the  cloth,  casting  off  the  needle  thread  so 
as  to  make  it  hang  freely  or  loose  during  the  concluding  portion  of  the  down  stroke  of  the 
needle.  This,  in  contraoistinction  to  the  drawing  up  of  the  needle  thread  only  at  the  con- 
cluding part  of  the  upward  stroke  of  the  needle  as  in  the  method  previously  patented  to  m^ 
as  referred  to. 

Second,  the  employment  of  an  intermediary  tension  on  the  needle  thread  as  the  needle  bar 
commences  its  descent,  by  a  temporary  relaxation  in  the  tension,  at  said  period,  essentially  as 
and  for  the  purpose  or  purposes  mentioned. 

Third,  the  combination  of  a  reciprocating  take-up  and  cast-off  to  the  needle  thread,  having 
a  constant  motion  in  unison  with  that  of  the  needle  bar,  and  stationary  independent  rest  or 
support  for  the  needle  thread  to  retain  it  free  from  motion  or  action  by  the  controller  during 
the  early  portion  of  the  downward  stroke  of  the  needle,  essentially  as  specified. 

Fourth,  constructing  the  stationary  independent  rest  and  lifting  saddle  of  the  controller  so 
that  the  needle  thread,  in  being  drawn  up,  will  be  urged  away  from  or  to  one  side  of  its  per- 
pendicular travel  in  line  with  the  needle,  and  so  that,  on  the  moving  portion  of  the  controller 
completing  its  upward  stroke,  or  thereabouts,  the  needle  thread  will  spring  and  slide  itself 
from  off  the  lifting  saddle  on  to  the  stationary  rest,  substantially  as  described. 

Fifth,  constructing  the  lifting  saddle  of  the  controller  of  greater  width  than  the  independent 
rest  on  which  the  thread  is  left  suspended  at  the  end  of  the  upward  stroke  of  the  needle  ba^ 
for  the  purposes  specified. 

Sixth,  providing  the  moving  portion  of  the  controller  with  an  inclined  plane  at  its  one  sid^ 
to  act  as  a  cast-off  to  the  neeme  thread  from  off  its  independent  rest,  essentially  as  set  forth. 

No.  32,065. — David  Humphreys,  of  Cincinnati,  O. — Improvement  in  Corn  Planters. — 
Patent  dated  April  16,  1861. — The  bottom  of  the  hopper  is  provided  with  a  ventage  or  dis- 
charging duct  leading  into  the  seed  tube.  Upon  the  bottom  of  the  hopper  is  a  measuring 
slide  containing  a  measuring  aperture.  Upon  tne  measuring  slide  is  a  cut-off  slide  provideu 
with  a  long  slot  rounded  at  one  end.  An  intermittent  sliding  movement  is  given  to  the  slides 
by  means  of  a  wrist  on  a  rod  connected  with  the  wheel  i^e,  and  moving  in  slots  in  the 
bottom  and  slides. 

Claim, — ^The  arrangement  of  cut-off  Khh'  h"  I,  measuring  slide  G  g  g',  and  ventage  i, 
operated  from  a  ground  wheel  B,  in  the  manner  and  for  the  purposes  set  forth. 

No.  32,066. — Rensalier  Jadwin,  of  Grafton,  O. — Improved  Apparatus  for  Supplying 
Steam-Boilers  with  Water. — Patent  dated  Apnl  16,  1861  .—This  invention  relates  to  an  ap- 
paratus for  supplying  steam-boilers  with  water  by  means  of  the  diiect  pressure  of  steam  upon 
the  surface  of  tne  water  discharged  into  the  boiler,  simply  by  means  of  shifting  sliding-vafves 
acted  upon  automatically  or  by  the  engineer,  the  apparatus  being  so  constructed  that  tho 
water  never  can  rise  above  a  given  line  in  the  boiler,  though  kept  constantly  at  work. 

Claim. — The  chambers  A  S,  the  pipes  M  N  and  L  P,  the  passages  a  b  and  a'  6',  with  the 
pair  of  valves  C  D,  in  each  chamber,  the  several  parts  being  constructed,  arranged,  and 
operated  in  the  manner  and  for  the  purpose  set  forth. 

No.  32,067.-0.  Johnston,  of  Claiksville,  Mo.— Improvement  in  Shot  Pouches.— V&tmt 
dated  April  16,  1861. — ^This  invention  consists  in  the  combination  of  a  single  shot-receiving 
tube,  with  a  double  pouch  and  two  valves,  the  shot-receiving  tube  sliding  within  a  stationary 
tube  provided  with  inclined  planes.  The  device  is  designed  to  be  attached  to  the  person  in 
such  a  manner  as  to  keep  the  shot-charger  vertical,  and  enable  the  gun  to  be  charged  while 
being  held  in  a  vertical  position,  by  applying  the  muzzle  of  the  gvtt  to  and  pressing  it  against 
the  lower  end  of  the  charger. 

Claim. — First,  the  combination  of  a  single  shot-receiving  tube  O,  with  a  double  pouch  G 
H  G',  and  two  valves  A  A',  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  combination  of  a  shot-receiving  tube  O,  sliding  within  a  stationary  tube  N,  and 
inclined  planes  I  J,  arranged  in  relation  to  each  other,  substantially  as  and  ibr  the  purposes 
set  forth. 

Third,  the  combination  of  the  plug  I,  having  a  screw-thread  on  one  portion  of  its  shank, 
and  made  square  the  remainder  of  its  length,  with  the  tubular  knob  4,  and  tubes  N  O,  sub- 
stantially as  and  for  the  purpose  set  forth. 

No.  32,068.— Thomas  King,  of  West  Farms,  N.  T. — Improvement  in  Power  Looms, — 
Patent  dated  April  16,  1861. — ^The  shuttle  driver  consists  of  a  slotted  plate  or  bar  attached  to 
the  lower  race  board  of  tha  lay  by  bolts  passing  through  its  slots.    With  the  driver  is  con 
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nected  a  rocker  bj  two  cords,  which^are  wotmd  apon  the.  latter  in  opposite  directioiis.  Tbe 
rocker  has  aho  passing  over  and  secured  to  it  a  strap,  tbe  ends  of  which  are  connected  by 
•  strong  and  long  spiral  spnn^  with  two  treadles,  which  are  depressed  alternately  by  meanB 
of  two  cams  on  tht^  cam-shatt  A  locking  bar  is  proved  for  locking  the  shuttle  driver  at 
the  termination  of  its  stroke  in  either  direction,  till  it  is  required  to.  drive  the  shuttle  in  the 
opposite  direction.  Attached  to  the  side  of  the  loom  next  the  free  end  of  the  locking  bar  is  a 
fixed  locking  piece  for  the  purpose  of  causing  that  bar  to  unlock  the  driver  at  the  proper  tune 
to  throw  the  Knuttles  in  eitner  direction. 

Applied  to  one  of  the  heads  of  the  yam  beam  V  is  a  friction-band,  one  end  of  which  is 
Becured  to  a  fixed  rail,  and  the  other  has  suspended  from  it  a  weight  ¥2,  by  which  the  friction 
is  produced.  Rigidly  secured  to  a  rock  shaft,  arranged  paralld  with  and  above  the  yam 
beam,  is  a  lever  X,  to  the  front  arm  of  which  is  secured  a  roller  or  shaft  XI  parallel  with  the 
yam  beam,  and  from  whose  rear  arm  is  suspended  a  weight  X2  which  produces  a  tension  on 
the  yam  between  the  yam  beam  and  the  take-up,  the  weight  being  just  sufficient  to  prodooe 
the  tension  desired  in  weaving. 

Claim. — First,  combimng  tne  shuttle  driver  O,  with  the  treadles  Q  Q,  by  means  of  springs 
g  g\  a  strap  /,  a  rocker  P,  and  cords  el  «'^  or  their  eouivalents,  the  whole  applied  in  con- 
nexion with  each  other,  and  in  combination  with  a  locking  bar  U,  and  unlocking  piece  m,  to 
operate  as  and  for  the  purpose  specified. 

Second,  the  lever  X,  with  its  roll  or  shall  XI,  and  weight  X2,  applied  substantially  as 
described,  in  connexion  with  the  weight  ¥2,  on  the  friction  bSmd  VI,  of  the  yam  beam,  and 
operatmg  as  set  forth. 

No.  32,069.— Anthony  Lamb,  of  Cambridge,  Mass.— /m/irored  Book  C<we.— -Patent  dated 
April  16,  1861. — This  invention  consists  of  an  arrangement  of  shelves  and  a  hinged  leaf  snp> 
ported  upon  a  revolving  table^  in  such  a  manner  that  books  placed  thereupon  may  be  readily 
reached  and  referred  to  without  the  reader's  rising  from  his  seat. 

Claim. — ^The  described  revolving  bookcase,  when  the  several  parts  are  arranged  and  con- 
Btructed  in  the  manner  and  for  the  purpose  set  forth. 

No.  32,070.— Thomas  J.  Lowry,  of  Conneautville,  F&.— Improvement  in  Transmitting 
Power. — Patent  dated  April  16,  1861. — The  sliding  platform  rests  with  its  fore  wheels  on  me 
circular  track,  and  with  its  hind  wheels  on  the  inclined  track.  The  circular  track  is  formed 
by  a  flange  on  the  inside  of  two  large  wheels  secured  to  an  axle,  to  which  it  is  intended  to 
impart  a  rotary  motion  bv  the  action  of  the  platform.  The  fore  wheels  of  the  car  or  platform 
are  intended  to  be  rotated-by  any  convenient  n^otor. 

Claim.— Tho  arrangement  of  the  sliding  platform  A,  track  E,  and  wheels  D  B,  with  the 
circular  suspended  track  C,  all  in  the  manner  and  for  the  purposes  shown  and  described. 

No.  32,071. — George  Lull,  of  Hardin,  Iowa. — Improvtment  in  Grain  Separators, — ^Patent 
dated  April  16,  1861. — ^The  object  of  this  device  is  to  effect  the  separation  of  oats  from  wheat 
by  the  employment  of  one  or  more  screens  of  cormgated  metal  plates  having  oblong  or  ellip- 
tical perforations  through  them  between  the  corragations. 

Claim. — ^The  screen  or  screens,  constmcted  with  a  ribbed  and  channelled  surface,  and  having 
elongated  perforations  through  the  bottom  of  the  channels,  substantially  as  and  for  the  par- 
poses  described  and  shown. 

No.  32,072.— CURTIS8  Luther,  of  Newbury,  O. — Improved  WheelwrighV $  Machine. — 
Patent  dated  April  16,  1861. — The  hub  is  placed  on  a  stand  and  secured  in  an  upright  posi- 
tion, having  a  dial  plate  attached  to  the  lower  end  that  senses  as  an  index  bv  which  the  hub 
is  divided  off  into  equal  spaces.  Tbe  holes  are  bored  by  a  bit.  Tho  ends  of  the  spokes  are 
tenoned.  After  they  are  driven  into  the  mortises  in  the  hub,  the  bit  being  removed,  and  the 
tenoning  tool  being  put  in  its  place,  the  hub  is  adjusted  on  a  stand  by  means  of  a  slide  to  suit 
the  length  of  the  spokes. 

Claim. — The  special  arrangement  and  combination  of  the  several  parts  in  the  manner  set 
forth,  so  that  the  various  kinds  of  work  in  making  carriage  wheels,  as  boring  the  hub,  ten- 
oning the  outer  ends  of  the  spokes  after  they  are  set,  and  boring  the  felloes,  may  all  be  per- 
formed upon  the  same  machine,  placed  upon  a  common  workbench,  and  operated  by  hana«s 
specified. 

No.  32,073.— Henry  F.  Mann,  of  Laporte,  Ind. — Improvement  in  Ploughs, — Patent 
dated  April  16,  1861. — ^The  handles  of  the  plough  are  so  constmcted  and  arranged  that, 
while  one  of  them  joins  to  the  rear  end  of  the  b^m,  and  the  other  to  the  under  side  of  the 
mould-board,  the  lower  ends  of  both  unite  or  come  so  near  each  other  that  they  may  be  fiistened 
to  the  under  side  of  the  mould-board,  at  their  extremities. 

Claim. — ^Arranging  the  handles  on  the  beam  and  mould-board  of  the  plough,  substantially 
in  the  manner  described,  so  that  they  act  as  stays  or  braces  to  the  standtu-d,  beajoi,  and  mould- 
board,  and  at  the  same  time  ofibr  no  obstruction  to  the  dirt,  weeds,  d^c,  in  rear  of  the 
slandaid,  and  above  the  Wd-side  bar,  as  set  forth. 
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No.  32,074. — ^Benjamin  A.  Mason,  of  Newport,  R.  I. — Improvement  in  Splicing  Bails 
for  Railroads, — Patent  dated  April  16,  1861. — ^This  invention  is  explained  by  the  claim  and 
engravingf. 

Claim, — Splicing  the  sections  of  rails  for  railroads  by  slotting  the  ends  thereof,  substantially 
88  described,  in  combination  with  the  vertical  splicing  piece,  with  its  elongated  head  fitted 
within  the  elongated  portion  of  the  slots,  and  resting  on  the  shoulders  thereof,  and  with  its 
shank  passing  down  throupfh  the  residue  of  the  slots  and  through  the  cross-ties,  and  secured 
below  by  a  key,  or  its  equivalent,  substantially  as  specified. 

No.  32,075.— Alexander  Millar,  of  New  York,  N.  Y. ^Improvement  in  Cork  Jtfa- 
ehines. — ^Patent  dated  April  16,  1861. — ^The  object  of  this  invention  is  to  cut  from  square 
blanks  the  common  pot-corks,  bungs,  &c.,  and  the  invention  consists  in  pivoting  the  "holder" 
to  the  lower  end  of  a  rod,  which  passes  vertically  through  the  centre  of  the  tapering  guide- 
block  and  through  the  stock  of  the  cutter,  and  through  the  spindle  or  shaft  which  rotates  the 
cutter-stock.  In  conjunction  with  said  rod  is  an  adjustable  nut  and  spring  arm,  for  giving 
the  requisite  degree  of  pressure  to  the  work  during  the  operation  of  the  cuttere  in  forming  the 
cork.  On  the  outside  of,  and  at  suitable  points  on  the  knife-bars,  are  formed  rack-teeth,  and 
for  each  knife-bar  a  spring  is  employed  capable  of  receiving  a  lateral  adjustment,  and  having 
s  tooth  at  its  lower  end  which  enga^s  with  teeth  on  the  knife-bar,  and  confines  said  bar 
securely  in  its  place  against  the  tapenng  edge  of  the  guide-block,  and  allows  the  knife-bar  to 
move  downward  to  compensate  for  the  wearing  away  of  the  knife.  ^  The  table  or  bed  on  which 
the  work  is  placed  is  operated  by  means  of  a  system  of  levers  jointed  to  a  vertical  bar,  on 
which  the  table  is  mounted,  in  combination  with  adjustable  collars  placed  on  the  vertical  table 
bar,  and  used  to  regulate  the  vertical  movement  of  the  table. 

Claim, — First,  the  combination  of  the  rod  rf,  hollow  cutter-stock  c,  hollow  spindle  ft, 
adjustable  collar  g^  pivoted  arm  H,  and  spring  I,  the  said  parts  being  constructed  and  arranged 
in  the  manner  and  for  the  purposes  shown  and  explained. 

Second,  the  adjustable  knife-springs  J  J,  with  the  rack-teeth  j  on  the  knife-bars  i  i,  when 
said  springs  are  constructed  and  applied  to  the  cutter-stock,  as  described,  for  the  purpose  set 
forth. 

Third,  the  combination  of  the  treadle  P,.  spring  S,  connecting  rod  N',  lever  N,  jointed  arms 
s  8,  bar  K,  adjustable  collars  n  n',  and  fixed  bearings  K',  all  constructed,  arranged,  and 
operating  substantially  as  and  for  the  purposes  specified. 

No.  32,076. — James  Millholland,  of  Reading,  Pa. — Improvement  in  Furnaces  for 
Steam-Boilers, — Patent  dated  April  16,  1861. — This  mvention  consists  in  placing  the  tubes 
which  constitute  the  grate-bitrs  in  such  a  position  with  reference  to  each  other  as  to  bring  them 
into  lateral  contact  with  the  fuel,  so  as  to  receive  thereby  a  greater  amount  of  heat  from  the 
fuel  resting  upon  them.  The  pipes  are  inclined  at  one  end,  so  as  to  cause  a  circulation  of 
the  water  through  them. 

Claim, — First,  the  zig-zag  order  of  placing  the  tubes  for  the  purpose  of  receiving,  by  lateral 
contact  with  the  fuel,  a  more  perfect  transmission  of  the  heat  to  the  water  within  them,  sub- 
stantially as  described. 

Second,  the  zig-zag  order  of  the  tubes,  in  combination  with  their  inclined  position,  for  the 
joint  purpose  of  procuring  a  more  perfect  transmission  of  the  heat  to  the  water  within  the 
tubes,  and  the  circulation  of  the  water  through  the  tubes,  substantially  as  described.     ' 

No.  32,077. — ^WiLLLiM  MORRISSON,  of  Chadd's  Ford,  Pa. — Improvement  in  Cultivator' 
Teeth. — Patent  dated  April  16, 1861. — This  invention  is  explained  by  the  claim  and  engraving. 

Claim, — A  cultivator-tooth,  having  a  sharp  front  edge,  flaring  sides,  and  a  diamond  or 
arrow-shaped  opening  at  its  top,  to  receive  a  similarly  shaped  shank,  by  which  it  is  united  to 
the  cultivator-frame,  substantially  as  described. 

I 

No.  32,078. — George  W.  Nevill,  of  Bath,  HI. — Improvement  in  Seed-Drills, — ^Patent 
dated  April  16,  1861. — The  wheels  C  are  made  with  bevelled  edges  tipped  with  steel,  to  make 
indentures  in  the  ground,  into  which  the  grain  is  dropped.  The  wheels  E  are  provided  with 
ipurs  on  their  peripheries,  and  are  so  situated  that  a  portion  of  their  outer  surface  moves 
through  openings  in  the  hopper  and  agitates  the  grain,  causing  it  to  pass  through  openings, 
whence  it  falls  into  the  conveyors.  In  the  rear  of  the  conveyors  are  shoes  provided  with 
plates  at  their  sides  which  cover  the  grain,  the  heel  of  the  shoe  pressing  the  soil  down  upon 
the  same. 

Claim, — ^The  wheels  C  and  the  wheels  E,  being  fixed  upon  shaftsi  hopper  B,  conveyors  D, 
and  shoes  F,  the  whole  arranged  and  operating  as  set  fortn. 

No.  32,079. — ^Adam  Newkumet,  of  Philadelphia,  Pa. — Improvement  in  Drain-Tiles, — 
Patent  dated  April  16,  1861.— The  object  of  this  invention  is  to  facilitate  the  moulding  ot 
tabular  drun-tiles,  and  to  prevent  their  warping  during  the  process  of  baking. 

Claim, — A  tubular  or  cylindrical  drain-tile,  formed  of  two  longitudinal  and  separate  parts 
A  B,  provided  with  ribs  a,  and  fitted  together  as  shown,  for  the  purposes  set  forth. 
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No.  32,080. — ^Adam  Pbitz,  of  Dayton,  O. — Impratement  in  Harvesters, — ^Patent  dated 
April  16,  1861. — ^Thls  invention  is  designod  to  facilitate  the  operation  of  raising  and  lowering 
the  cutting  apparatus,  &c.,  from  the  stubble  and  ^ain  sides  of  the  harvester.  By  passipff 
the  detaf!hab1e  crank-shaped  key  through  the  holes  in  the  centre  of  the  revolving  pinions,  and 
between  the  arms  of  the  master  or  driving-wheel,  and  throwing  back  the  pawb,  the  part  of 
the  frame  supported  on  the  driving-wheel  can  be  raised  to  any  desirable  height  by  simply 
turning  the  key.  After  the  adjustment  has  been  made,  the  pawl  J,  bein^  thrown  into  gear 
with  the  ratchet,  will  prevent  the  part  A  of  the  frame  from  again  desccndmg, 

Claim. — First,  the  employment  of  a  detachable  crank-shaped  key  N,  in  combination  with 
two  adjustable  curved  toothed  bearings  G  G,  two  curved  slotted  guide-boxes  E  E,  two  revolr 
ing  pinions  H  H,  one  or  more  ratchet  wheels  I?  ope  or  more  stop  pawls  J,  the  harvester  fiamB 
A,  and  the  master  or  driving-wheel  B,  substantiallv  as  and  for  the  puiposes  set  forth. 

Second,  providing  the  detachable  crank-shaped  key  N  with  the  ratchet  wheel  O,  to  operate 
in  combination  with  the  pawl  M,  on  one  of  the  slotted  ^de-boxes  £  of  the  master-wheel  B, 
and  on  the  guide-box  F  of  the  grain-wheel  D,  substantially  as  and  for  the  purpose  set  fbrtlk. 

No.  32,081.— William  Resor,  of  Cincinnati,  0,—Improvememt  in  Cooking  Stoves^ — 
Patent  dated  April  16,  1861. — This  invention  is  designed  as  an  improvement  on  a  stove  for 
which  a  patent  was  g^nted  to  N.  S.  Ycdder,  March  6,  I860,  and  consists  in  certain  additiooa 
to  the  fire-box,  for  the  purpose  of  promoting  the  combustion  centrally  therein  and  causing  a 
more  equal  distribution  of  the  heat  above  and  around  the  oven. 

Claim, — In  combination  with  the  fire-box  A  and  vertical  flues  a  and  6,  arranged  with  lefisr- 
ence  to  the  oven  C,  as  described,  whereby  the  heated  currents  are  divided  over  the  oven  and 
conducted  separately  around  the  same,  in  the  manner  set  forth,  extending  a  close  hearth  plate 
from  the  front  end  of  the  fire-box  into  the  same  to  a  point  near  the  centre  thereof,  whereby  the 
air  for  combustion  is  supplied  at  or  near  the  centre  of  the  fire-box,  and  the  heat  i^  caused  \p 
be  distributed  more  equally  above  and  around  the  front  and  rear  end  of  the  oven,  substantialiy 
as  set  forth. 

No.  32,082. — George  W.  Rice,  of  Demopolis,  Ala. — Improvement  in  Cotton  CuJtirators. — 
Patent  dated  April  16,  1861. — The  shares  or  scrapers  are  connected  to  a  screw  rod  attached  to 
the  beam  by  rods,  the  hooked  ends  of  which  catch  in  notches  in  the  scrai)ers ;  and  at  their 
centres  are  attached  metal  bars,  bent  so  as  to  pass  over  the  rows  of  growing  cotton  and  idlow 
the  shares  to  operate  at  each  side  of  the  row. 

Claim. — ^The  arrangement  in  the  peculiarly-framed  scrapers  E  E  and  U-shaped  bars  D  D 
with  each  other  and  with  the  standard  C,  brace  rods  F  F,  adjusting  rod  G,  and  beam  A,  all 
as  shown  and  described,  for  the  purposes  set  forth.  , 

No.  32,083.— Edward  J.  Richmond  and  Thomas  Wright,  of  New  York,  N.  Y.— /nn 
proved  Stable  Broom. — ^Patent  dated  April  16, 1861. — ^The  inner  splints,  which  form  the  ^eater 
portion  or  mass  of  the  broom,  are  of  twice  the  usual  length,  and  each  length  is  doubled  so  as 
to  form  two  splints ;  they  are  firmly  bound  at  their  centres  to  the  handle  by  a  wire,  the  outer 
parts  of  the  lengths  being  bent  over  the  wire. 

Claim. — As  an  improved  article  of  manufaoture,  a  splint  broom,  made  in  the  peculiar  mao> 
ner  shown  and  described,  with  doubled  or  looped  inner  splints  B',  and  inner  binding  wire  C, 
as  set  forth. 

No.  32,084.— Powers  Ritchey,  of  Hamilton,  HI. — Imvrorement  in  Com  Planters. — 
Patent  dated  April  16,  1861. — ^The  runners  are  turned  up  at  tlieir  front  ends  and  are  connected 
toflfether  bv  a  transverse  bar  in  front  and  a  transverse  seat- near  their  rear  ends.  Near  the 
middle  and  on  the  inside  of  the  length  of  each  runner  is  a  space,  behind  which  a  portion  of 
the  runner  is  curved  up  obliquely,  so  as  to  throw  all  clods  of  earth  and  trash  bet^veen  the 
runners,  and  leave  the  track  free  from  obstructions.  To  the  front  part  of  the  runners  are 
pivoted  shoes  or  openers,  for  opening  the  furrows,  consisting  of  narrow  pieces  of  wood  havinjg 
their  lower  edges  curved,  and  extending  back  through  horizontal  slots  in  the  runners,  and  made 
adjustable  vertically  at  their  rear  ends.  The  shoes  are  attached  to  the  sides  of  the  seed  boxes 
by  pins.  The  slides  of  the  seed  boxes  receive  a  reciprocating  motion  by  means  of  levers  in 
connexion  with  the  front  horizontal  bar.  Projecting  from  the  bottom  of  the  runners  are  pins, 
which  serve  to  press  the  earth  over  and  cover  the  com. 

Claim. — ^The  arrangement  of  the  curved  runners  A  A,  adjustable  pivoted  openers  D  D,  and 
presses  K  K,  with  each  other  and  with  the  seed  boxes  C  C,  slides  A,  and  levers  U  H,  edl  as 
shown  and  described,  for  the  purposes  set  forth. 

No.  32,085.— Cyrus  Roberts,  of  Belleville,  Ii\.— Improvement  in  Machines  for  Threshing 
mnd  Separating  Oroiw.— Patent  dated  April  16,  1861.— The  grated  feed  board  receives  tbe 
sheaf  of  grain,  and  the  loose  kernels  passing  through  the  perforations  are  received  upon  the 
inclined  conveying  board,  whence  they  are  delivered  upon  the  bottom  of  the  rear  section  of 
the  conveyor  and  separator  without  passing  through  the  threshing  apparatus.  Upon  the  sov- 
face  of  the  concave  are  diverging  grooves  to  beat  the  grain  against  and  to  distribute  the  grain 
more  evenly  upon  the  inclined  plate  in  front,  which  latter  is  also  provided  with  diverging 
grooves,  formed  by  ribs,  to  divide  and  distribute  the  mass  of  straw  passing  to  the  fingen. 
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The  conveyor  and  separator  are  formed  in  two  sections,  to  which  opposite  and  simultaneous 
v(i»rating  motions  are  given,  by  means  of  two  connecting  rods  attached  to  a  double  crank  on 
a  shaft  below.  Overlapping  the  openings  between  the  sections  are  arranged  shaking  fingers, 
for  separating  the  straw  and  grain.'  The  fingers  j  are  attached  at  their  rear  ends  to  a  dia- 
phragm or  false  bottom  rf',  which  forms  a  part  of,  and  vibrates  with,  th6  rear  section  of  the 
conveyor.  Beneath  the  diaphragm  and  fingers  is  left  a  space,  in  which  the  g^ain  is  carried 
forward  over  the  shaft  of  tne  next  series  of  shaking  fingers.  In  connexion  with  a  screen 
plnced  in  a  reversible  discharging  spout  is  a  trap,  to  prevent  the  unseparated  grain  and  foreign 
substances  from  mixing  with  the  cleaned  wheat  which  has  passed  through  the  screen  along 
the  inclined  bottom  of  tne  spout. 

Claim, — First,  the  combination  of  the  grated  feed  board  a  and  inclined  conveying  board  c 
of  the  thrasher  with  the  vibrating  conveyor,  substantially  as  specified. 

Second,  constructing  the  concave  with  diverging  distributing  grooves,  substantially  as  de- 
scribed. 

Third,  the  combination  with  grooves  in  the  concave  of  supplemental  distributing  grooves  in 
front  of  the  concave,  substantially  as  described. 

Fourth,  constructing  the  separator  in  sections  having  opposite  simultaneous  vibrating  mo- 
tion in  combination  with  shaking  fingers  overlapping  me  opening  between  the  sections,  sub- 
stantially as  described. 

Fifth,  the  method  df  separating  the  grain  from  the  straw  by  drawing  out  and  attenuating, 
and  at  the  samo  time  shakiog,  by  means  of  lifting  fingers,  the  mass  of  mixed  straw,  grain, 
and  chaff  over  the  openings  between  the  sections  of  the  separator,  substantiallv  as  described. 

Sixth,  the  diaphragm  rf  ,  the  fingers  j  above,  the  space  d"  and  bottom  d  below,  in  combi- 
nation, substantially  as  described. 

Seventh,  the  combination  with  a  vibrating  conveyor  and  separator  of  fine  vibrating  fin^rs 
over  the  throat  of  the  conveyor,  and  coarse  vibrating  and  shaking  fingers  above  the  finer 
ones,  the  coarse  fingers  shaking  up  the  straw  and  m^ng  a  coarse  separation,  and  the  finer 
fingers  making  it  finer  and  more  complete,  thereby  facilitating  the  winnowing. 

Eighth,  the  combination  of  the  head  ti-ap  z'  with  a  wheat  screen  z,  acting  together,  sub- 
stantially as  described. 

No.  32.086.— Thomas  Service,  of  Utica,  Vb.,— Improvement  in  Wagon  Loc^.— Patent 
dated  April  IG,  IHGl. — Bolted  on  the  hounds  is  a  plate  of  iron,  with  a  similar  plate  below,  so 
constructed  that  the  reach'vD  will  slide  between  thorn  to  the  extent  of  the  length  of  the  slot  in 
the  reach,  through  which  a  bolt  passes.  In  an  eye-bolt  in  the  axle  is  hung  a  bar  of  iron  W, 
connected  with  tne  chain  and  eye-bolt  in  the  end  of  the  reach,  so  that  when  the  reach  is  drawn 
funvard  up  a  hill  the  lock-bar  will  drag  on  the  ground,  and  when  the  wagon  stops  on  a  hill 
the  lower  end  will  catch  in  the  ground  and  prevent  the  wagon  from  running  back. 

Claim. — The  stop-bar  W,  in  combination  with  the  sliding  reach  D,  both  constructed  as  de- 
scribed and  operating  together,  for  the  purposes  set  forth. 

No.  o2,C87. — Edwin  Smith,  of  Naugatuck,  Conn. — Improvement  in  Swpender  Buttons, — 
Patent  dated  Apiil  IG,  18C1. — This  invention  is  explained  oy  the  claim  and  engraving. 

Claim. — ^A  button  formed  by  the  combination  of  the  sheet-metal  shell  A  B  with  the  solid 
centre  piece  «,  when  the  parts  are  so  connected  that  the  shell  may  be  free'y  revolved  on  or 
around  the  centre  piece  when  attached  to  the  cloth,  the  whole  being  constructed  and  fitted  to 
operate  substantially  as  described. 

No.  32,088.— Samuel  J.  Smith,  of  New  York,  N.  Y. -—Improvement  in  Eyelet  Machines.— 
Patent  dated  April  16,  18G1. — This  invention  consists  in  an  arrangement  of  a  percussion  dio 
or  cutter,  constructed  in  a  cylindrical  form,  and  applied  in  such  a  manner  that  the  die  or  cutter 
is  free  to  turn  around  while  in  use,  instead  of  constantly  wearing  in  one  direction  and  becoming 
nntme,  as  in  the  ordinary  use  of  a  lever.  A  perforated  ball  slides  upon  the  circular  stock  oi 
the  dio  or  cutter,  so  as  to  give  a  blow  to  perforate  the  material  with  the  cutter,  or  strike  up  the 
eyelet  with  the  punch  or  ale. 

Claim. — The  arrangement  of  the  cylindrical  stem  d  or  g,  springs  1  or  5,  and  cap  e  or  h,  in 
the  perforated  arm  c,  as  specified. 

AUo,  the  percussion  ball  t,  in  combination  therewith,  as  set  forth. 

No.  32,089. — M.  D.  and  S.  A.  Snyder,  of  Clarendon,  N.  Y.— -Improved  Carpet  Fastener. — 
Patent  dated  April  16,  1861. — ^Tho  fasteners,  of  the  fonn  shown  in  me  engraving,  aio  inserted 
in  the  floor  by  means  of  a  gauge-set,  which  is  provided  with  a  hole  on  the  under  side  of  the 
raised  part,  in  which  the  larger  end  of  the  fastener  is  held,  the  latter  being  driven  into  the 
floor  by  blows  on  the  projection.  The  end  of  the  set  gauges  the  distance  from  the  mould- 
board,  and  serves  as  a  fulcrum  for  releasing  the  set  from  the  fastener. 

Claim. — A  carpet  fastener  of  the  lozenge  shapo  described,  having  two  equal  parallel  sides 
and  two  uneoual  extremities,  diminishing  from  a  common  point  of  enlargement,  substantially 
M  shown  and  described. 

Also,  the  set  A,  provided  with  the  distance  gauge  d  and  inclined  gauge  or  gauges  </,  to  be 
used  in  combination  with  said  fastener,  substonticuly  as  and  for  the  purposes  shown  and  de- 
scribed. 

H.  Ex.  Doc.  53 20  ^  i 
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No.  38,090.— EZARIAH  Spaij>IK6,  o(  Morrisville,  Yi,— Improved  Clothe*  Wringer,— V^eot 
dated  Apiil  16,  1861. — In  opposite  sides  of  the  machine  are  slides,  in  which  are  fuced  bearizigs 
of  the  upper  roller.  In  the  lower  end  of  the  slides  are  slots,  to  receive  a  stud  projecting  fr^ 
the  lower  end  of  a  piece  of  metal  having  perforations,  into  which  pins  of  the  conx^sponding 
slides  fit,  for  acyusting  the  distance  between  the  rollers.  A  spiral  spring  upon  the  amis,  with 
"which  the  metal  pieces  are  provided,  keeps  the  aims  pressed  against  the  sUdes.  By  means  of 
treadle,  the  pressure  of  the  rollers  toother  mav  be  rceulutcd  at  will. 

Claim, — First,  the  combination  ot  the  treadle  c  witn  the  arms  m  m  and  slides  d  d,  arranged 
and  operating  as  described,  and  for  the  purposes  set  forth. 

Second,  the  combination  of  the  metal  pieces  //with  the  slots  e  e  and  spring  s,  constructed 
and  operating  in  the  manner  and  for  the  purpose  shown. 

No.  32,091.— Joseph  Stone  and  James  T.  ARcmoALD,  of  Wapello,  lovr&,^ Improremeni 
in  Com  Planters, — Patent  dated  April  16,  18G1. — This  invention  relates  to  an  arrangement 
of  parts  whereby  the  operator  has  complete  control  over  the  machine,  the  furrow  shait^s  being 
allowed  to  be  raised  temporarily  at  the  will  of  the  oi)crator,  aud  the  whole  framing  of  the 
machine  may  also  bo  raised  bodily  wfcen  required.  Provision  is  also  made  to  insure  the  proper 
distiibution  of  seed  and  the  ready  adjustment  of  the  shares. 

Claim, — The  arrangement  of  the  adjusting  cutters  L  with  the  hinged  seed  boxes  O,  oscil- 
lating seed  tubes  N,  aud  lever  J,  substantially  as  and  for  the  purposes  shown  and  desciibed. 

The  arrangement  of  the  double  crank-axle  with  the  frame  A  and  spud  I,  substantially  as 
and  for  the  purposes  shown  and  described. 

The  arrangement  of  the  ad^'usting  bars  H  II  with  the  adjustable  standard  bars  £  £  and 
frame  A,  In  the  manner  and  lor  the  piupose  shown  and  described. 

No.  32,092— Isaac  Stout,  of  Tremont,  III— Improrement  in  Cultivators,— Patent  dated 
Apiil  16,  1661. — ^The  stocks  of  the  front  cultivators  or  ploughs  are  attached  to  the  handles 
that  serve  to  guide  the  cultivator,  and  the  handles  are  pivoted  to  a  cross-bar  in  such  a  manner 
that  the  operator,  while  guiding  the  cultivator,  may  vary  the  distance  laterally  between  the 
furrows  formed  by  the  ploughs,  as  desired. 

Claim. — Attaching  the  front  cultivator  teeth  to  the  guiding  handles  of  the  plough,  when 
arranged  substantially  as  described. 

No.  32,093.— Louis  Tilliers,  of  Mott  Haven,  N.  Y,— Improved  J'tw.- Patent  dated 
April  16,  1861. — ^I'he  jaw  D  is  made  movable,  so  that  it  may  present  itself  cither  .vertically  or 
angularly,  and  when  angularly,  the  summit  of  the  angle  can  be  thrown  upward  or  tumiKi 
downward,  as  required.  The  opposite  jaw  is  also  made  movable,  and  the  two  are  designed 
to  operate  together  so  as  to  adapt  themselves  to  and  hold  firmly  a  piece  of  metal  of  iiTegular 
foim. 

Claim. — ^A  vise  in  which  one  limb  has  the  jaw  B  hinged  with  a  vertical  movement  and  the 
other  with  the  jaw  C  with  a  horizontal  movement,  the  whole  arranged,  constmctcd,  and  oper- 
ating as  and  for  the  purpose  set  forth. 

No.  '32,094.— FR.^NKLfN  Traxler,  of  Saline,  'Mich.— Improvement  in  Ploughs.— Vatont 
dated  April  16,  1831. — This  invention  consists  of  an  arrangement  of  devices  by  which  the 
angle  or  position  of  the  beam  in  relation  to  the  plough  may  be  changed  so  as  to  adju&t  and 
regulate  the  draught. 

Claim, — ^The  wedge  B,  knuckle  K  fitting  into  the  socket  L,  flange  C  D,  projection  M 
fitting  into  recess  N,  the  parts  1  and  2  having  concspondiug  faces  aud  bolt  holes ;  the  whole 
being  made,  arranged,  aud  devised  substantially  in  the  manner  and  lor  the  purposes  set  forth 
and  described. 

No.  32,095.— William  P.  Trowbridge,  of  Washington,  D.  C— Improved  Specimen  Cup 
for  Deep'Sea  Sounding, — Patent  dated  April  16,  16G1. — This  invention  is  explained  by  tbe 
claim  and  engraving. 

Claim, — ^A  form  and  construction  of  a  specimen  cup  having  a  single  hole  or  opening  in  the 
bottom  of  the  cup,  which  leads,  by  a  short  conical  tube,  to  an  enlarged  cavity  wituin,  the 
tube  rising  above  the  bottom  of  the  cavity,  so  that  the  specimen,  on  bcmg  forced  through  the 
tube  when  the  lead  strikes  the  bottom,  will  fall  over  the  top  of  the  tube  into  the  cavity  around 
it ;  the  top  of  the  tube  being  closed  by  a  valve,  which  is  not,  however,  deemed  an  indispensable 
part  of  the  invention ;  all  constructed  and  arranged  as  set  forth. 

No.  32,096.— Otis  B.  Wattles,  of  Mooresboro',  N.  C— Improvement  in  Straw-Cutters. — 
Patent  dated  April  16,  1861. — ^The  endless  feed  apron  X  is  airanged  on  fixed  bearings  imme- 
diately in  the  rear  of  the  mouth  and  guard ;  another  endless  apron  moves  on  rol lei's,  one  of 
which  has  its  bearings  in  the  frame,  while  the  other  has  its  oearings  in  a  pressure  frame 
liinged  to  the  main  frame,  so  that,  by  placing  weights  on  the  top  boaras,  the  straw,  d:c.,  will 
be  compressed  in  the  rear  of  the  kniio.  A  sharpening  steel  is  made  to  act  against  the  bevelled 
edge  oftho  knife  in  its  descent,  being  attached  to  the  lower  ends  of  two  long  springs  by  meana 
of  acljusting  screws,  the  upper  ends  of  the  springs  being  secured  to  the  frame  of  the  machine. 
By  moans  of  levers,  pawls,  and  ratchets,  the  reciprocating  movement  of  the  knife  frame  effects 
a  corresponding  motion  of  the  feed  aprons. 
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Claim, — First,  the  relative  arrangement  of  a  feed  apron  X  and  rollers  S  Z  with  fixed  boar- 
ii^  und  a  pressure  apron  V,  with  one  (CO  of  its  two  rollers  on  hinged  bearings  A^  in  com- 
bination with  a  reciprocating  knife  D,  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  combination  of  the  hook  U,  constructed  and  arranged  as  described,  with  the 
intermittent  lever  M,  pawl  Q,  and  ratchet  wheel  R,  for  the  purpose  described. 

Third,  the  sharpening  device  consisting  of  a  sharpening  steel  F,  springs  G  G,  and  adjusting 
screw  nuts  1 1 1 1,  in  combination  with  an  oblique  reciprocating  kmfe  D,  substantially  as  and 
for  the  purposes  set  forth. 

Fourth,  the  relative  arran^ment  of  the  feed  apron  X,  hinge  pressure  apron  Y,  intermittent 
feed  device  L  U  M  Q  R,  wiui  an  oblique  reciprocating  knilia  1),  all  substantially  as  and  for 
the  purposes  set  forth. 

No.  32,097.— John  Wenisch,  of  Tompkinsville,  N.  Y.,  and  Reese  B.  Berky,  of  New 
York,  N.  Y. — Improvement  in  Tablets, — Patent  dated  April  16,  186J. — This  invention  con- 
sists in  the  manufacture  of  tablets  by  coating  paper,  pasteboard,  sheet  metal,  or  wood,  or 
other  suitable  substance,  first  with  a  composition  of  plaster  of  Paris,  white  lead,  and  gum 
arabic,  or  glue,  and  afterward  with  a  composition  of  shellac,  emery,  lamp  black,  or  ivory 
blaM:k,  reduced  by  alcohol  to  a  suitable  consistency,  to  be  used  as  paint  with  a  brush. 

Claim, — ^Tho  manufacture  of  tablets  of  paper,  pasteboard,  wood,  sheet  metal,  or  other 
material,  coated  first  with  the  described  primmg  composition,  and  afterwards  Mith  the  speci- 
fied finishing  composition,  or  of  slabs  oi  such  priming  composition  coated  with  such  finish- 
ing composition. 

No.  32,098.--Thomas  W.  White,  of  Milledgeville,  Gtu^Improvement  in  Seed  Planters,^ 
Patent  dated  April  16,  1861. — ^l^his  invention  consists  in  drawmg  the  seed  out  at  regular  in- 
tervals through  the  opening  in  the  bottom  of  the  hopper,  by  means  of  a  reciprocating  seiTated 
blade  passing  through  the  bottom  of  the  hopper.  The  upper  end  of  the  blade  is  left  free  so 
that  it  may  swin^j^  l^ock  and  forward  in  the  hopper  against  the  seed,  so  as  to  act  upon  the 
seed  in  all  parts  of  the  hopper.  A  reciprocating  motion  is  given  to  the  blade  by  means  of  the 
guiding  wheel  of  the  plough  running  in  the  furrow. 

Claim, — First,  the  combination  of  the  hopper  with  a  serrated  blade,  receiving  a  positive 
movement  in  two  directions,  for  the  purpose  of  agitating  the  seed  and  drawing  it  from  the 
hopper,  substantially  in  the  manner  described. 

Second,  leaving  the  upper  'end  of  the  blade  within  the  hopper  unconfined,  for  the  purpose 
set  forth. 

Third,  the  combination  of  the  serrated  blade  with  a  guide  wheel,  when  arranged  so  as  to 
give  a  reciprocating  movement  to  the  blade,  as  described. 

No.  32,099.— S.  M.  WiRTZ  and  F.  Swift,  of  Hudson,  'itiioh.—Improvement  in  Grain 
Separators, — Patent  dated  April  16,  1861. — Immediately  below  the  throat  of  the  hopper  is 
arrange<1  a  screen,  on  which  the  grain,  with  the  oats,  &c.,  first  fall.  The  frame  of  this  screen 
is  pivoted  to  the  top  edge  of  the  shoe,  which  gives  it  a  rocking  motion.  Below  the  carrier- 
board  is  a  long  inclined  screen,  extending  from  the  rear  to  the  trout  end  of^he  shoe.  At  the 
rear  end  of  the  shoo  two  short  springs  project,  which  give  the  screen  a  quick  rebound  at 
each  movement  of  the  shoe,  to  prevent  the  oats,  d:c.,  from  clogging  up  the  meshes. 

Claim, — First,  hanging  the  screens  G  on  pivots  j  j,  in  shoe  C,  operating  as  and  for  the 
purposes  set  forth. 

Second,  arranging  the  inclined  screen  L  within  shoe  C,  so  that  said  screen  will  have  an 
end  play  and  strUie  against  pieces  m  m,  as  and  for  the  purposes  set  forth. 

No.  32,100. — Arcalous  Wycopp,  of  Elmira,  N.  Y,-- Improvement  in  Water  Pipes,r-^ 
Patent  dated  April  16,  1861. — The  interior  of  the  pipe  is  made  of  wood,  and  around  its  out- 
side is  wound  a  band  of  iron  to  secure  the  necessary  strength,  and  for  securing  the  necessary 
tightness  at  the  joints  interior  thimbles  of  wood  are  fitted  in  the  ends  of  each  joint.  The 
whole  is  covered  with  a  coating  of  cement  for  the  purpose  of  excluding  the  air  from  the  wood. 

Claim, — ^The  water-pipe  composed  of  the  thin  interior  wooden  pipe  A,  the  metallic  coils  or 
bands  B  around  it,  and  the  calcareous  cement  C,  around  the  whole,  (either  with  or  without 
the  bituminous  coat  or  ingredient,)  constructed  and  combined  substantially  as-  and  for  the* 
purposes  specified. 

Also,  the  interior  wooden  thimbles  D  D,  in  combination  with  the  pipe  constmcted  substan-^ 
tially  as  and  for  the  purpose  described. 

No.  32,101.— Alexander  Clow,  of  Waterford,  Pa.,  assignor  to  Himself  and  H.  8. 
Caaiprell,  of  same  place. — Improvement  in  Bee-Hives, — Patent  dated  April  16,  1861. — 
The  comb-racks  are  constmcted  with  their  upper  bars  of  a  W  shape,  for  the  reception  of  a. 
rod  which  passes  through  mortices  provided  at  suitable  distances  apart  in  two  cleats  attached 
to  the  top  transversely  of  the  racks.  The  feet  of  the  racks  fit  in  notches,,  by  which  means 
the  racks  are  held  securely  and  readily  removed  when  necessary. 

C/asm.^^^onstructing  bee-hives  with  a  permanent  wall  or  side  C,  rising  from  the  lower 
structure  A  and  sustaining  the  top  D,  in  combination  with  the  drop-sides  or  panels  £  £  E,. 
and  interior  slides  F  F  F,  whsieby  the  whole  interior  of  the  hive  and.  its  contents  may  be 
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exposed  or  romoved  without  removing  the  top,  substantiallj  in  tho  mannor  and  for  the  pur- 
pose shown  and  described. 

Second,  tho  described  manner  of  constructing  the  comb-racks  K,  and  connecting  them  with 
tho  hive,  to  admit  of  their  ready  removal  and  change,  substantial! jr  as  shown. 

No.  32,102.— James  Dodge,  of  Waterford,  N.  Y.,  assignor  to  Himself  and  David  Blake, 
of  same  place. — Improtemenl  in  Hardening  Sates. — Patent  dated  April  10,  1861. — ^The  saw 
or  metal  plate  to  be  hardened  is  placed  on  the  artificial  bed-piece,  wLich,  being  elastic,  con- 
forms to  tho  chiU-blocks,  the  movable  chill-block  is  then  allowed  to  drop  on  the  saw,  bj 
which  means  it  becomes  hardened. 

Claim. — Tho  artificial,  elastic,  and  flexible  bed-piece  C,  for  the  purpose  described. 

No.  32,103.— -Albert  GuMMER,  of  Indianapolis,  Ind..  assizor  to  Himself  and  Gustavus 
ZscUECK,  of  same  place. — Improvement  in  Lath  Maehinei. --VaXojii  dated  April  16,  1861. — 
This  invention  consists  in  tho  use  of  two  distinct  und  separate  rests  for  sustaining  the  bolt 
whilst  it  is  being  cut  into  laths,  by  which  a  recess  is  fornied  so  as  to  admit  of  the  falling  of 
the  laths  without  obstruction,  and  the  two  rests  aro  caused  to  recede  from  each  other  in  a 
horizontal  direction.  Under  tho  front  edge  of  tho  knife  is  a  jaw  for  the  purpose  of  accom- 
modating the  circular  spring  by  forming  a  shelf  for  tho  latli  to  slide  upon  when  it  is  being 
cut.  This  spring  is  set  between  the  jaws  and  tho  under  part  of  the  knife,  and  is  made  fast  to 
the  front  edge  #1  tho  knife-plate,  so  that  it  extends  as  the  lath  is  being  cut,  and  when  cut  the 
spring  retracts  and  throws  off  the  lath. 

Claim. — First,  tho  operation  of  a  right-angled  rest  7,  with  the  slot  o,  and  pin  /?,  or  their 
equivalents,  as  descrilxHl. 

Second,  the  jaw  3  3,  with  the  projecting  pieces  2  2  2  2,  the  two  set  screws  6666,  and  the 
circular  spring  5,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,104.— Luke  L.  Knight,  of  Barre,  Mass.,  assignor  to  E.  and  E.  B.  Hastings,  of 
same  place. — Improved  Clothes  Frame. — Patent  dated  April  16,  1^1. — ^The  radial  stretching 
arms  ate  hinged  or  pivoted  to  the  hub,  with  which  are  combined  angular  brackets  and  sides, 
one  of  the  arms  of  the  brackets  being  in  a  vertical  position,  and  the  other  arm  at  a  suitable 
angle,  so  that  the  stretching  arms  are  readily  secured  in  an  open  or  closed  state. 

Claim, — Hinging  or  pivoting  the  stretching  arms  C  C  C  C,  to  hub  13,  and  combining 
therewith  the  two  armed  brackets  and  slides  G,  as  and  for  the  purposes  shown  and  described. 

No.  32,105.— Joseph  Lofvendahl,  of  East  Boston,  Mass.,  assignor  to  Himself,  N.  P. 
LiNDERGREEN,  and  E.  EllLlN,  of  same  place. — Improvement  in  Button  Fasteners. — Patent 
dated  April  16,  ItiGl. — Kigldly  attached  to  tho  collet  of  a  button  are  two  or  more  points, 
which  pass  through  corresponding  perforations  iu  a  disk  placed  on  the  under  side  of  the 
fabric  to  which  the  button  is  to  be  attached,  the  points  to  bo  bent  down  on  the  under  side. 

Claim. — The  employment  of  a  disk  or  washer  B,  perforated  with  holes  O,  corresponding 
in  number  and  position  to  the  points  a,  attached  to  the  collet  of  a  button  A,  in  tho  manner 
and  for  the  purpo^  shown  and  described. 

No.  32,106.— George  W.  Martin,  of  Morrisiana,  N.  Y.,  assignor  to  Himself  and  Wit. 
Sheppard,  of  Tremont,  N.  Y. —Improved  WreueA.- Patent  dated  April  16,  1861.— The 
rocking  cam  jaw  mtoves  freely  upon  the  stock  of  tho  wrench.  Tho  surface  of  tho  jaw  in  con- 
tact with  the  stock  is  formed  as  a  cam,  and  is  connected  to  the  stock  by  a  strap  to  which  it 
is  bolted,  so  that  when  tho  end  of  tho  jaw  is  brought  in  contact  with  a  screw-head  or  nut  tho 
cam,  by  tho  rocking  motion  of  tho  jaw  upon  tho  pivot,  clamps  tho  stock  so  firmly  as  to  pre- 
vent the  jaw  from  moving. 

Claim. — The  rocking  cam  jaw  J,  applied  to  the  stock  6,  in  the  manner  and  for  the  purposes 
specified. 

No.  32,107.— Wn.LiAM  M.  Van  Wagenen,  of  Newark,  N.  J.,  assignor  to  Himself  and 
Daniel  F.  Tompkins,  of  same  place. — Improved  Boat  Detaching  Apparatus. — Patent 
dated  April  16,  1861. — ^This  invention  consists  in  the  use  of  a  simple  bolt  bung  in  a  ring  at 
the  bow  or  stem  of  the  boat.  The  fitM}  end  of  the  bolt,  to  which  the  tackle  is  hooked,  is  caught 
and  held  under  a  suitable  projection  and  the  boat  suspended.  The  bolt  is  released  by  means 
of  a  lever  which  forces  the  fi-ce  end  of  tho  bolt  from  tho  projection. 

Claim. — The  application  and  use  of  the  bolt  A,  as  a  lx>at  detacher,  said  boat  being  hinged 
or  looped  at  one  end,  iu  combination  with  and  operated  by  means  of  the  lever  B,  at  uie  o£er 
end,  substantially  in  tho  manner  and  for  the  purposes  described. 

No.  32,108.— Lewis  R.  Wright,  of  Cohoes,  N.  Y.,  assignor  to  Himself  and  Thomas 
R.  Howard,  of  same  place. — Improvement  in  Seed  Planters. — Patent  dated  April  16, 1861. — 
This  invention  consists  of  a  combination  of  parts  constituting  an  adjustable  seed-dropping 
device  by  which  the  seed-cell  is  emptied  with  a  positive  movement  of  the  piston,  and  the 
piston  retracted  within  the  seed-cell  b^  the  device  iuelf,  independently  of  gravity,  whatever 
mav  be  the  size  to  which  the  seed-cell  is  temporarily  adjusted. 

I'he  rear  end  of  tho  fiame,  in  which  is  mounted  the  roller  which  sustains  the  rear  part  of 
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tbe  macbine,  is  connected  with  the  main  frame  bj  means  of  a  rule  joint  brace,  by  bending^ 
which  downward  the  main  frame  is  let  down  so  as  to  bring  the  plough  and  coverer  into  action 
npon  the  soil,  and  bj  straightening  the  brace  the  plough  and  coverer  are  raised  from  the 
ground,  which  can  be  readily  accomplished  bj  the  action  of  the  foo^  of  the  operator.  Another 
feature  of  this  invention  is  explained  bv  the  third  claim. 

Claim, — First,  the  combination  of  the  lever  c,  cam/  and  springy,  with  the  piston  <r,  and 
cell  dy  in  the  rotarv  cylinder  H,  forming  the  bottom  of  the  seed  box  J,  the  whole  constituting 
an  adjustable  seed-dropping  device  that  empties  the  seed-cell  with  a  positive  motion,  as  des- 
crihed. 

Second,  the  combination  of  the  hinged  frame  B,  carrying  the  roller  Q,  and  the  adjustable 
block  O,  carrying  the  coverer  N,  with  the  frame  A,  carrying  the  plough  K,  and  supported 
forward  thereof  by  a  wheel  or  wheels  C,  the  plough  and  coverer  being  thrown  into  and  out 
of  action  upon  the  soil  by  meems  of  the  jointed  brace  S,  substantially  as  described. 

Third,  too  frames  A  A,  hung  separately  on  one  driving  axle  B,  so  that  the^  will  rise  and 
fall  independently  to  suit  the  uncvenness  of  the  ^ound  to  be  planted,  and  adjusted  laterally 
to  plant  rows  at  different  distances  apart,  and  having  equal  and  distinct  seeding  and  planting 
devices  which  are  thrown  Into  and  out  of  action  separately  to  plant  rows  of  dmorent  length, 
and  in  cither  alternate  or  opposite  hills,  all  substantially  as  described. 

No.  32,109.— J.  A.  De  Brame,  of  New  York,  N.  Y,— Improved  Bahy'Jumper.—Vatent 
dated  April  16,  1861. — ^I'he  tubular  legs  at  the  back  have  each  a  tube  fitt^  in  it,  secured  at 
any  height  by  set  screws.  In  each  tube  is  a  spiral  spring,  which  supports  sliding  rods, 
divaricated  and  curved  at  their  upper  ends,  so  as  to  form  hooks  for  supporting  clastic  cords 
attached  to  a  band  around  the  child.  The  device  may  be  adjusted  so  as  to  be  used  as  a 
baby-jumper  or  walker. 

Claim, — ^The  combination  of  the  tubular  Icrs  a  a,  adjustable  tubular  standards  B  B, 
springs  C,  set  screws  d  dy  and  divaricated  rods  D  D,  the  whole  being  constructed  and  arranged 
and  operating  in  the  manner  and  for  the  purposes  shown  and  described. 

No.  32,110. — Joshua  E.  Ambrose,  of  Lena,  III. — Improvement  in  Lamps, — Patent  dated 
April  23,  1861. — ^This  lamp  is  designed  for  burning  cOal  oil  without  a  chimney.  The  bodv 
of  the  lamp  is  sunounded  by  a  jacket,  which  forms  a  water  chamber,  to  be  supplied  with 
warm  water  when  heavy  oils  are  used.  An  opening,  provided  with  a  plug,  is  made  through 
the  bot:^om  of  the  lamp  for  the  ad  nissioa  of  water  to  keep  the  oil  pressed  up  towards  the 
burner.  The  shaft  used  for  raising  the  wick  is  fitted  in  tubular  bearings,  provided  with 
spiral  springs,  for  keeping  the  wheels  engaged  in  the  wick.  Around  the  inner  tube  I,  which 
is  connected  with  the  shell,  is  placed  a  cone  or  detector  K,  the  base  of  which  is  attached  to 
the  shell,  and  a  space  allowed  between  the  cone  and  the  tube  by  which  the  air  is  brought 
in  diiect  contact  with  the  base  of  the  flame.  A  flat  metal  plate,  having  an  oblong  slot 
through  its  centre,  and  provided  with  a  pendant  at  each  end,  is  made  to  fit  over  the  wick 
tube,  lor  the  pui-pose  of  evenly  trimming  the  wick. 

Claim, — F:rst,  the  employment  or  use  of  the  water  chamber  C,  communicating  through  a 
stoppered  opening  with  the  body  or  fountain  A  of  the  lamp,  and  aiTanged  to  operate  sub* 
stantially  as  and  tor  the  purpose  set  forth. 

Second,  the  arrangement  of  the  springs  k  A-,  shaft  g,  and  wheels  h  A,  substantially  as  shown, 
for  elevatmg  and  lowering  the  wick,  as  described. 

Third,  the  combination  with  the  cone  K  of  the  short  tube  I,  adapted  and  employed  in  the 
manner  set  forth,  for  the  attachment  of  movable  inner  deflectors  of  various  forms. 

Fourth,  the  plate  N,  provided  with  the  slot  s  and  pendents  ^  operating  in  connexion  with 
the  outer  cone  or  deflector  K,  in  the  manner  and  for  the  purposes  set  forth. 

No.  32,111. — David  S.  Anderson,  of  Trenton,  N.  J. — Improved  Apparatus  for  Making 
Roofing  Cloth. — Patent  dated  April  23,  1861. — ^This  invention  consists  of  an  apparatus  for 
saturaTing  cotton  cloth  with  a  heated  compound  of  tar  and  India-rubber,  covering  this  satu- 
rated cotton  cloth  on  both  sides  with  paper,  and  coating  the  combined  cotton  cloth  and  paper 
on  both  sides  with  the  same  heated  compound  of  tar  and  India-rubber. 

Claim. — The  hollow  callenders  D  D,  combined  with  the  paper  rollers  E  E,  the  distributing 
Tollers  15  B,  and  regulating  rollers  C  C  C,  in  connexion  with  the  receptacles  A  A,  provided 
with  radiating  steam-pipes  g  g,  or  their  equivalents,  when  aiTanged  and  described  with,  in, 
and  for  the  principle  specified. 

No.  32,112. — Charles  Bailey,  of  Batavia,  III. — Improved  Arrangement  of  Threshing- 
Cylinder^  Corn  ShcUery  and  Grinding  Mill. — Patent  dated  April  23,  1861. — ^This  invention 
is  explained  by  the  claim  and  engraving. 

Claim. — So  constructing  the  cylinder  of  a  threshing  machine  as  to  form  one  head  thereof, 
a  com  shcUer,  and  crusher,  and  on  the  end  of  its  shat^  a  grinding  mill,  when  the  whole  is 
arranged  substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  32,113. — Henry  Bailey,  of  Columbia,  Me. — Improved  Washing  Muhine, — Patent 
dated  April  23,  1861. — ^Tho  beaters  are  suspended  from  a  horizontal  rod  by  swing-bars,  and 
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are  hinged  to  tho  ban,  which  extend  into  a  mortise  in  the  heatem,  where  they  are  secured  hj 
a  pin.  The  beaters  are  also  similarly  connected  to  the  ends  of  the  pitman,  the  other  ends  of 
the  pitman  being  operated  by  a  foor-throw  crank. 

Claim, — ^The  arran^^em^nt  and  application,  substantially  as  described,  of  each  stock  or 
beater  with  respect  to  its  swing-bar,  pitman,  and  crank,  where,  by  the  conjoint  action  of  tho 
said  ports,  the  beater  daring  its  forward  motion  over  the  bottom  of  the  tub  is  caused  to  receive 
a  tilting  movement,  by  which  its  toe  is  borne  downward  on  such  bottom,  substantially  in 
manner  and  for  tho  purpose  set  forth. 

No.  32,114.— Edmund  F.  Barnes,  of  Brooklyn,  N.  Y.^ImprateiMnt  in  Railroad  Chair 
and  Splice. — Patent  dated  April  23,  186J. — Secured  to  the  centre  of  the  chair,  and  rising  ver- 
tically therefrom,  is  a  fixed  splice  of  iron,  which  passes  up  through  a  recess  or  cavity  in  tho 
ends  of  the  mils,  so  that  when  the  rails  are  brought  together  on  the  chairs  the  splice  will  enter 
the  ends  of  the  rails  and  form  a  continuous  bearing  surface. 

Claim, — ^The  combination  and  arrangement  of  the  chair  A  and  splice  B  in  connexion  with 
the  rails  C  C,  substantially  as  and  for  the  purposes  set  forth. 

No.  32,115.— John  A.  Brock,  of  Chicago,  HI,— Improved  Mining  F<rji.— Patent  dated 
April  23,  1861. — ^This  invention  consists  in  applying  to  a  pan  in  ordinary  use  and  of  any  ma- 
terial an  interior  lining  of  copper,  piatinum,  or  other  metal  with  which  mercury  will  unite. 

Claim.-^X  mining  pan,  as  described,  having  a  supplementary  plate  or  disk  fitted  into  tho 
interior  thereof,  for  the  purpose  of  collecting  and  holding  the  mercury  used  in  the  framing 
operation  in  a  fixed  position,  as  and  for  the  purposes  set  forth. 

No.  32,116.— J.  F.  Brown,  of  Columbus,  GJa. — Improvement  in  Cotton  Gins.- Patent 
dated  April  23,  1861. — ^The  breast,  which  is  placed  within  the  hopper,  is  constructed  of  metal 
ribs  formed  with  two  concavities  corresponding  to  the  two  series  of  saws  which  project  through 
the  breast  at  the  concaves.  A  cylindrical  st ripping-brush  is  arranged  to  act  upon  each  series 
of  saws,  the  brush  serving  to  clean  the  saws  and  receive  the  cotton  therefrom,  and  also  to 
create  a  current  of  air  to  separate  the  fibres  and  discharge  the  dirt  and  extraneous  matters. 
The  use  of  two  series  of  saws  is  designed  to  produce  a  motion  of  the  cotton,  which  will  pro- 
vent  it  from  packing  on  the  breast  and  injmiug  the  fibres. 

Claim, — ^lue  improved  saw-gin,  having  its  separate  parts,  viz:  its  hopper,  breast,  two 
sets  of  saws  and  brush,  constructed  and  arranged  in  relfi^on  to  each  otoer,  and  so  as  to 
operate  together,  substantially  as  described. 

No.  32,117.— Daniel  Broy,  of  Canton,  ^o,^Improvtment  in  Seed- Planters,— VaXeut 
dated  April  23,  18(51. — The  frame  is  suppoiled  in  the  rear  by  two  covering  wheels  provided 
with  flat-bottomed  grooves.  The  front  jmrt  of  the  frame  is  supported  upon  two  cuttmg- 
wheeU  provided  with  sharp-edged  flanges,  serving  as  cutters  to  open  the  fuiTow.  The  seed 
is  discharged  through  oblong  slots  in  the  bottom  of  the  hoppers,  the  amount  bein^  regulated 
by  a  slidciL  Each  hopper  is  provided  with  an  iuclined  cap  to  cover  one  sot  of  seed-ceiLs,  aad 
prevent  their  action  when  the  other  set  is  in  operation.  To  the  tonmie  is  attach(xl  a  lever,  so 
arranged  that  the  driver  can  raise  the  front  part  of  the  machine  with  his  foot  for  the  purpose 
of  passing  obstructions  or  turning  around. 

Claim, — The  onangement  of  the  double-perforated  slide  F,  inclined  cap  L,  tubes  I,  cutting- 
wheels  D,  and  lever  G,  with  the  flat-bottomed  grooved  wheels  B  and  adjustable  tongue  J,  in 
the  manner  and  for  the  purpose  shown  and  described. 

No.  32,118.— Mills  L.  Callender,  of  New  York,  N.  Y, --Improvement  in  Lamps,-^ 
Patent  dated  April  23,  1861. — The  wick-tube  is  provided  with  two  arms,  between  which  a 
space  is  left  for  the  admission  of  the  air  to  the  flame  as  it  bums  from  the  two  wicks.  The 
cap  is  placed  between  the  bifurcated  shield  which  surrounds  the  wick-tube  and  the  deflector 
for  the  purpose  of  dividing  the  cunent  of  air  as  it  passes  to  the  flame  and  preventing  it  from 
becoming  heated.  The  deflector  is  surmounted  by  a  hinged  cap,  which  can  bo  i-aised  or 
lowered  to  increase  or  check  the  draught. 

Claim. — First,  the  bifurcaied  wick-tube /and  its  arms  e  e',  by  which  two  wicks  can  be 
elevated  or  depressed  simultaneously. 

Second,  the  combination  of  the  cap  b  b\  the  deflector  e  c',  and  the  cap  d  d\  with  the  biftur- 
cated  wick-tnbe/and  its  arms  e  e\  and  tho  bifurcated  shield  a  a\  with  its  arms  y  i/,  for  sup- 
plying the  interior  of  the  flame  with  a  current  of  heated  air,  and  the  outer  smlaces  of  tho 
flame  with  currents  of  cool  air,  for  the  purpose  and  in  the  manner  specified. 

No.  32,119.— C.  F.  CinCKERiNG,  of  New  York,  N.  Y. —Improvement  in  Square  Piano- 
fortes,— Patent  dated  April  23,  18i51. — The  object  of  this  invention  is  to  give  the  squai'e  piano 
the  advantage  of  an  open  bottom,  similar  to  that  of  the  grand  piano.  This  is  accomplished 
by  transfemng  the  hammer-line  and  its  associated  devices  from  the  back  to  the  forward  part 
ot  the  case,  thus  dispensing  with  that  portion  of  the  action  which  heretofore  passed  under  the 
strings  and  sounding-board,  in  order  to  reach  the  hammer-line  when  sitiwted  in  the  back  part 
of  the  case,  and  then  by  permitting  the  bottom  of  the  instrument  to  b^|^open,  by  which  it 
is  designed  to  improve  the  tone  and  render  it  more  powerfuL  ^^k. 
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Claim. — ^The  combined  arrangement  of  the  wregt^lank,  hitcl^-plate  brace,  and  sound-board, 
and  of  the  open  or  mei-ely  barred  portion  of  the  case  in  a  square  piano-forte,  substantially  as 
and  for  the  purposes  described. 

No.  32,120. — James  L.  Clough,  of  SuflSeld,  Conn. — Improved  Floor  C/flin».— Patent 
dated  April  23,  18C1. — The  object  of  this  device  is  to  hold  floor  boards  or  ship  planks  in  place 
until  they  can  be  confined  by  nails  or  other  permanent  fastening,  so  that  a  board  which  has 
become  curved  on  one  side  may  be  pressed  into  its  proper  place  without  the  necessity  of  saw- 
ing or  planing. 

Claim, — First,  the  jaw  plates  A  and  B,  connected  by  one  or  more  bars  C  C,  when  con- 
Btmcted  substantially  as  shown,  and  used  for  the  purpose  substantially  as  described. 

Second,  the  combination  of  the  lever  D,  pressure-bar  £,  and  jaw  plates  A  and  B,  substan- 
tially as  described. 

No.  32,121. — Francts  Comtesse,  of  New  York,  N.  Y. — Improved  Device  for  Protecting 
the  Hulls  of  Vessels  from  Cannon  Balls. — Patent  dated  April  23,  1861. — The  several  shields 
are  so  arranged  that  the  edge  of  each  of  them  is  partially  overlapped  by  the  edge  of  the  ad* 
joining  shields,  for  the  purpose  of  causing  a  ball  to  glance  off  when  striking  the  vessel. 

Claim. — The  employment  of  convex  rounded  shields  A,  attached  to  the  sides  of  a  vessel  by 
means  of  loops  a  and  eye-bolts  6,  or  by  any  other  equivalent  means,  substantially  as  and  for 
the  purpose  suown  and  described. 

No.  32,122.— Albert  O.  Crane,  of  Hoboken,  N.  J. ^Improvement  in  Boots  and  Shoes. — 
Patent  dated  April  23,  ISGl. — This  invention  consists  in  holding  together  the  risers  that  form 
the  heel,  by  means  of  conical  rivets  with  or  without  beads,  so  that  whilst  the  lower  ends  of  the 
rivets  protect  the  heel  from  wearing  away,  they  will  not,  by  even  wearing  away  themselves, 
allow  the  risers  to  separate,  but  continue  to  clamp  them  together.  The  heel  is  secured  to  the 
shoe  by  means  of  a  conical  nut  in  the  heel,  and  a  screw  passing  into  it  from  the  inside  of  the 
shoe,  so  that  the  heel  may  be  loosened  and  turned  aiounu  to  prevent  it  from  wearing  away  on 
one  side,  and  fastened  in  a  new  position. 

Claim. — First,  a  boot  or  shoe  heel  composed  of  two,  three,  or  more  "lifts X)r  risers,"  and 
clamped  and  held  together  by  conical  rivets,  which  ser%'e  the  double  purpose  of  protecting  the 
heel  from  wearing  away,  and  of  holding  the  ** lifts  or  risers"  tightly  clamped  together,  us  de- 
scribed. 

Also,  the  holding  of  a  heel  to  a  boot  or  shoe  by  means  of  a  conical  nut  e  and  a  screw  /,  for 
the  purpose  and  in  the  manner  set  forth  and  described. 

No.  32,123. — George  Crompton,  of  Worcester,  Mass. — Improvement  in  Looms, — Patent 
dated  April  23,  1861. — ^I'he  picking  on  each  side  of  the  loom  is  governed  by  the  presence  and 
absence  of  the  shuttle.  When  the  shuttle-box  binder,  by  the  presence  of  the  shuttle,  operates 
the  protector  rod,  it  in  turn  disconnects  the  picking  at  the  opposite  or  empty  box  end,  whose 
binuer  has  similar  control  over  the  picking  at  the  other  end,  each  shuttle  liaviu^  an  independent 
protector  rod,  the  action  of  which  renders  the  picker  staff  at  the  opposite  end  moperative;  and 
if  by  accident  a  shuttle  should  be  in  each  box  on  a  line  with  the  race,  both  staffs  would  be 
silent,  and  consequently  avoid  a  collision,  and  the  picking  of  them  will  continue  suspended 
until  one  of  the  shuttles  is  removed,  when  the  remaming  one  will  be  driven  by  the  action  of 
the  staff,  the  one  at  the  other  end  being  silent. 

Claim. — Controlling  the  operation  of  the  picker  staflfe,  substantially  as  and  for  the  piurpose 
specified. 

No.  32,124. — John  Danks,  of  Troj^,  N.  Y. — Improvement  in  Burners  for  Purifying  Gas, — 
Patent  dated  April  23,  1861. — The  object  of  this  invention  is  to  purily  the  gas,  and  prevent  it 
from  blowing  through  the  burner  and  passin?  off  unconsumed. 

Claim. — The  employment  as  filling  for  a  chamber  B,  applied  in  combination  with  a  burner, 
Bubstantially  as  described,  of  hemp  or  flax  saturated  with  nitric  acid,  as  set  forth. 

No.  32,125.— Eli  P.  Drake,  of  Greenbush,  N.  Y. —Improved  Boring  3f flcAinc— Patent 
dated  April  2.3,  1861. — Secured  to  a  cast-iron  frame  is  an  upright  stand,  the  upper  pait  of 
which  forms  a  curved  guide,  against  which  the  upper  end  of  a  radial  arm  or  lever  slides,  the 
lower  part  being  secured  to  the  stand  near  the  frame  by  means  of  a  bolt.  A  series  of  bars  or 
rods  are  connected  to  the  radial  arm  or  lever  at  regular  distances,  each  diminishing^  in  length 
as  they  advance  towards  the  standaid.  The  lower  end  of  each  bar  is  forked  and  provided 
with  lips  or  journals  in  which  a  spindle  revolves,  one  end  of  which  forms  a  socket  or  chuck  to 
receive  an  auger  bit  or  drill. 

Claim. — A  series  of  forked  rods  or  bars  G  G  G  G,  connected  to  the  radial  arm  or  lever  F, 
which  slides  upon  the  guard  E,  substantially  as  and  for  the  purpose  specified. 

No.  32,126.— Stewart  Elder,  of  Buffalo,  N.  Y.— Improved  Spring  Bed.— Patent  dated 
April  23,  1861. — The  coiled  springs  are  supported  by  means  of  a  suitable  frame  placed  mid- 
way between  the  two  bases  of  said  springs,  so  tliat  the  fi-ame  will  have  an  equal  bearing  upon, 
botn  sides  of  the  spring,  and  allow  u:ee  action  of  the  spring  upon  both  sides  of  the  fituuiK 
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Claim, — Supporting  and  holding  the  Bprings  A,  by  means  of  the  frame  B,  placed  midway 
between  the  springs  and  connect^  thereto,  substantially  as  described,  for  the  purposes  set 
forth. 

Also,  extending  the  frame  B'  beyond  the  area  of  the  springs,  in  order  to  incline  the  base  of 
the  spriD^»,  as  shown  at  G.  and  also  to  incline  the  cords,  as  shown  at  h,  and  thereby  adapt  the 
same  to  uio  purposes  of  a  pillow,  substantially  as  sot  forth. 

No.  32,127.— John  A.  Emerick,  of  Philadelphia,  T&.^ Improvement  in  Stopping  and 
Starting  Railway  Cars, — Patent  dated  April  23,  18(31. — Each  axle  is  provided  with  a  central 
pulley,  in  the  periphery  of  which  are  cut  V-shaped  grooves  adapted  to  receive  corresponding 
ribH  iomied  on  tho  under  and  upper  sides  of  the  frame  £,  the  latter  being  arranged  to  slide 
longitudinally  on  the  underside  ot  the  car  frame,  as  well  as  to  have  a  vertical  movement  to  an 
extent  limited  by  the  central  pulleys,  which  are  of  such  a  diameter  that  when  the  upper  bar 
is  in  contact  with  the  pulleys  the  lower  bar  is  free  from  the  same,  and  vice  versa.  To  a  ver- 
tical bar  of  tho  sliding  frame  is  connected  a  bent  spring,  so  arranged  as  to  force  the  frame 
for^vard  when  not  retained  by  tho  locking  lever  N,  by  moving  which  the  sliding  frame  is 
released  and  the  spring  moves  tho  sliding  frame  back,  the  spring  thus  giving  out  the  power 
previously  gained. 

C^aim.— -t'irst,  the  sliding  frame  E,  with  its  V-shaped  ribs,  the  central  pulleys  or  wheels 
D  D,  having  V-shaped  grooves,  and  being  secured  to  the  axles  of  the  car,  the  lovers  G  G,  or 
their  equivalent,  and  the  spring  M,  of  the  form  represented,  or  any  other  convenient  form,  the 
whole  arranged  as  and  fur  tho  purpose  set  forth. 

Second,  the  locking  lever  N,  arranged  in  respect  to  the  sliding  frame,  as  and  for  the  purpose 
specihed,  and  operated  by  the  devices  described,  or  their  equivalents. 

No.  32,128. — Chauncey  W.  Emerson,  of  Albany,  N.  Y. ^Improvement  in  Cultivators, — 
Patent  dated  April  23,  18G1. — ^I'he  side  beams,  to  which  the  concave  cutters  are  secured,  are 
BO  arranged  as  to  be  adjusted  by  means  of  racks  and  a  pinion,  to  a  greater  or  less  distance 
apart.  To  tho  rear  of  the  standard  L  is  attached  a  rake  mode  adjustable  vertically,  which 
serves  to  pulverize  and  rake  the  earth  loosened  by  the  cutters. 

Claim. — The  peculiar-formed  concave  cutters  G,  on  the  lower  ends  of  the  edged  uprights  F, 
with  the  racks  li,  side  beam  C,  standard  L,  rake  N,  bars  E,  and  wheels  B,  the  whole  being 
constructed  and  arranged  for  operation  conjointly,  as  and  for  the  purpose  described. 

No.  32,129. — Edwin  J.  Fraser,  of  Kansas,  Mo. — Improvement  in  Ploughs, — Patent  dated 
April  23,  1^61. — This  invention  consists  in  an  arrangement  of  devices,  by  means  of  which  an 
ordinary  plough  may  bo  readily  attached  to  and  detached  from  the  frame,  and  when  so 
attached  to  be  elevated  above  the  ground  when  necessory. 

Claim, — The  arrangement  of  the  lovers  NIG  and  detents  P  Q  with  each  other,  and  with 
tho  slotted  bar  L,  rod  M.  cords  k  p,  and  plough,  in  the  manner  and  for  the  purposes  shown 
and  described. 

No.  32,130.— George  P.  Gordon,  of  Brooklp,  N.  Y,— Improvement  in  Printing 
Presses, — Patent  dated  April  23,  1861. — ^This  invention  consists,  first,  in  the  use  of  a  platen 
having  two  distinct  and  separate  motions,  namely,  in  a  straight  line  to  and  from  tlie  tjpo  or 
form,  for  the  purpose  of  canring  the  sheet  to  and  from  the  impression,  and  rocking  from 
such  a  line,  for  tho  purpose  of  receiving  the  succeeding  sheet  to  bo  printed.  Second,  in  the 
use  of  a  rocking  platen  whose  face,  at  the  time  the  nippers  are  receiving  a  sheet  to  be  printed, 
bhall  stand  at  an  angle  from  a  horizontal  position  lur  the  purpoi>c  of  allowing  tho  printed 
sheet  to  slide  freely  from  the  inclined  surtace  of  such  platen.  Moving  with  tho  rocking 
])laten  are  automatic  nippers,  for  the  purpose  of  taking  the  sheet  to  be  printed  from  tho  feed- 
table  and  holding  such  sheet  until  the  impression  shall  have  l>een  given,  and  for  the  further 
pui-pose  of  lifting  such  printed  sheet  up  from  the  tympau  at  the  proper  time  and  admitting  a 
volume  of  air  between  tno  sheet  and  tympan,  in  order  that  the  sheet,  buoyed  up  by  tho  air, 
may  glide  from  the  tympan  freely  and  suiely. 

Claim, — Firet,  giving  to  such  rocking  platen  a  straight  movement  to  and  from  the  form  or 
type,  for  the  purpose  ot  giving  an  impression,  as  described. 
*  iSecoud,  the  platen,  having  the  motions  described,  in  combination  with  a  stationary  bed. 

Third,  bringing  the  face  oT  the  rocking  platen  or  rocking  tympan,  when  the  sheet  is  being 
taken,  into  an  angle  from  tho  horizontal  position,  substantially  as  described  and  for  the  pui- 
pose  specified. 

Fomth,  the  combination  of  the  sheet-taking  nippers  with  a  rocking  platen,  and  these  in 
combination  with  a  feed-table,  and  all  of  these  in  combination  with  the  sheet-holding  grip- 
pers,  operating  substantially  as  described,  for  the  purposes  set  forth. 

Filth,  lifting  tho  printed  sheet,  substantially  as  specified,  for  the  purpose  specified. 

No.  32,131.— CilARlxs  Greenawalt,  of  Seiberiingville,  Va.-— Improvement  in  Water- 
IVhetls. — Patent  dated  April  23,  1861. — The  half  buckets  extend  little  more  than  half  the 
depth  of  tho  wheel,  and  aro  placed  midway  between  the  whole  buckets,  the  two  having  a 
common  outlet.  The  whole  buckets  a  a  are  provided  with  an  offset  umdo  by  a  gradual  thick- 
ening of  the  back  of  the  bucket  toward  tho  outlet,  for  the  purpose  of  removing  any  resistance 
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to  the  delivery  of  the  water  from  the  back  of  the  bucket  in  advance  of  the  outlet,  and  to  give 
the  water  a  free  drop  at  that  point. 

Claim, — lu  reaction  tub-wheels,  the  use  and  arrangement  of  the  half  buckets  e,  in  the 
manner  set  forth. 

Also,  the  offset  m,  when  used  with  the  buckets  a  a,  arranged  and  operating  as  set  forth. 

No.  32,132.— John  Gunn,  of  Worcester,  'hlsias.^ Improved  Steam  Trap.— Patent  dated 
April  23,  1861. — ^This  invention  consists  in  the  use  of  a  rotary  valve,  which  is  operated  by 
the  expansion  and  contraction  of  the  pipe  carrying  the  condensed  water  from  the  steam  heater. 
The  motion  of  this  valve  is  multiplied  and  its  effect  improved  by  the  action  of  a  two-armed 
lever,  the  long  arm  of  which  forms  a  toothed  segment  gearing  into  a  pinion  on  the  valve- 
stem,  whereas  its  short  arm  is  oi)crated  upon  by  a  frame  attached  to  the  pipe  and  moved  by 
the  expansion  and  contraction  of  the  same  in  such  a  manner  that  the  motion  of  the  valve  is 
governed  according  to  the  proportion  existin|f  between  the  two  arms  of  said  lever. 

Claim. — First,  the  employment  or  use  ot  a  rotary  valve  C,  in  combination  with  the  ex 
panding  and  contracting  pipe  A,  substantially  in  the  manner  and  for  the  purposes  shown  and 
described. 

Second,  the  arrangement  of  the  pinion  D  and  lever  g  /i,  or  their  equivalents,  in  combina- 
tion with  the  frame  E,  pipe  A,  and  valve  C,  constructed  and  operating  substantially  in  the 
manner  and  for  the  purposes  specified. 

No.  32,133.— Francis  B.  Hall,  of  Hartford.  Conn.— Improved  Instrument  for  Register 
ing  Reciprocating  and  Rotary  Motion. — Patent  dated  April  23,  1861. — ^I'his  invention  con- 
sists in  combinmg  a  series  of  toothed  wheels  and  a  pinion  operated  by  a  worm  wheel,  so  as 
to  register  the  motions  of  machinery  to  which  it  is  connected,  whether  rotaiy  or  reciprocating; 
il  ol"  the  latter,  it  must  be  converted  into  rotary  motion  and  communicated  to  the  bcrew. 

Claim. — First,  the  combination  of  the  thi-eo  toothed  wheels  B  C  and  D  with  the  pinion  F, 
all  operated  by  a  worm  A,  or  means  cquivaioDt,  when  so  arranged  as  to  indicate  the  wholo 
numlKjr  of  levolutions  and  decidual  paits  of  a  revolution  of  these  respective  wheels,  by  means 
of  a  dial  upon  the  lace  of  the  wheel  D,  or  on  any  equivalent  surface  or  surfaces,  for  the  above 
or  equivalent  purpose. 

8<M*ond,  the  combination  of  three  toothed  wheels  and  a  pinion,  (related  to  each  other  in  the 
same  or  equiMvlent  manner  as  may  be  the  said  wheels  and  pinion  mentioned  in  the  above 
claim, )  when  so  arranged  relatively  to  the  lace  of  the  wheel  D  as  to  be  operated  by  a  wonn 
on  an  axle  E,  or  by  means  equivalent,  for  the  above  or  equivalent  purpose. 

No.  32,134.- John  R.  Harrington,  of  New  York,  N.  Y .—Improvement  in  Carpet  Lin- 
ings. — Patent  dated  April  23,  )83J. — This  invention  consists  in  placing  a  layer  of  cotton  or 
other  solt  fibrous  material  between  two  layers  or  sheets  of  paper  and  compressing  them  so 
that  they  shall  all  be  closely  united  together. 

Claim. — A  lining  or  wadding  for  carpets  and  other  purposes,  made  without  the  use  of  paste 
or  any  glutinous  substance,  substantially  as  described,  lor  the  purpose  set  Ibith. 

No.  32,135.— Alfred  C.  Jones,  of  Philadelphia,  Va.— Improved  Pipe  Joinf.— Patent 
dated  April  23,  18i)l. — Near  the  edge  of  the  shoulder  formed  within  the  annular  flange  of  ono 
half  the  coupling  is  cut  an  annular  recess,  in  which  is  secured  one  edge  of  a  packing  ring 
made  of  any  suitable  flexible  material.  The  other  edge  of  the  packing  ring  bears  aguin.st 
the  bevelled  interior  of  the  annular  projection  of  the  coupling  so  as  to  make  a  tight  joint 
when  the  two  halves  of  the  coupling  are  connected. 

Claim. — A  packing  ring  of  flexible  material,  formed  substantially  as  described,  and  inter- 
posed between  the  ends  of  two  pi^es,  so  formed  in  respect  to  the  ring  that  the  latter  shall 
form  a  seii'-packing  and  yielding  jomt,  as  set  forth. 

No.  32,136.- W.  KUHLENSCUMinT,  of  New  York,  N.  Y.— Improvement  in  Button  Fasten- 
tngs. — Patent  dated  April  23,  1861. — To  a  pin  on  the  inner  side  of  a  button  is  attachctl  a 
spiral  spring,  with  a  sharp  curved  point,  which  opens  a  hole  in  the  fabric,  and  as  the  button 
is  turned  the  fabric  is  clamped  between  the  button  and  spring. 

Claim. — ^Tho  needle-pointed,  conical,  spiral  spring  A,  attached  to  the  inner  side  of  a  button 
B,  or  other  similar  aiticle,  as  and  for  the  purpuso  shown  and  described. 

No.  32,137. — Donald  Mann,  of  Rochester,  N.  Y.— Improvement  in  Rotary  Spading  Ma» 
chines. — l*atent  dated  April  23,  1861. — ^I'his  invention  is  designed  as  an  improvement  upon  a 
machine  patented  to  O.  C.  Evans,  Noventber  4,  18r»6,  and  consists  in  arranging  and  supj)oit- 
ing  the  rollers  or  drums  carrying  the  endless  chains  of  forks  or  snades  in  a  frame  bcimiate 
and  distinct  from  the  carrymg  tnick  or  frame  of  the  machine,  so  that  the  digging  apparatus 
can  be  easily  raised  from  the  ground  when  the  machine  is  moved  from  piace  to  place. 

Claim. — Arrangmg  the  drums  or  rollers  a  b  c^  with  their  endless  chains  C,  in  the  sepaiato 
frame  B,  substantially  as  and  for  the  purposes  set  forth. 

No.  32,1:38.— II.  B.  Masser,  of  Sunbury,  Ta,— Improvement  in  Ice-Cream  Freezers, — 
Patent  dated  April  23,  1861. — ^This  iuvenliou  ia  explained  by  the  claim  and  ongi-avlng. 
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C/oim.— Securing  the  cream  receptacle  C  within  the  ice-veseel  A,  and  attaching  the  latter 
hy  a  swivel  connexion  or  pivot  £  to  the  base  D,  to  admit  of  the  turning  of  the  ice- vessel  and 
cream  receptacle  on  the  base,  sabstantially  as  and  for  the  purpose  set  forth. 

Also,  constructing  the  pivot  £  with  a  recess  b  in  its  upper  end,  to  serve  as  a  step  for  the 
shai't  F,  when  said  pivot  thus  arranged,  applied,  and  usea  for  the  purpose  specified. 

No.  32,139.— James  McCollum,  of  Brownsville,  Ala.— Improvement  in  Sub-soil 
Ploughs. — Patent  dated  April  23,  1861. — Secured  to  an  eye  under  the  rear  end  of  the  main 
beam  are  two  curved  bars,  the  lower  ends  of  which  are  pivoted  to  an  adjustable  brace  pivoted 
to  the  two  for>vard  curved  bars,  so  connected  that  the  front  and  rear  bars  may  be  set  at  any 
desired  angle  with  reference  to  the  beam  or  line  of  draught.  On  the  front  edges  of  the  forward 
bars  are  cut  i-ack-toeth,  in  which  is  made  to  fit  the  head  of  a  curved  coulter,  where  it  is  se- 
cured by  means  of  a  nut  and  screw,  and  may  be  adjusted  vertically. 

Claim. — First,  the  adiustable  brace  e,  pivoted  at  d  and  i  to  the  double  pivoted  bars  6  b  and 
g  gf  and  secured  to  the  bars  b  6,  substantially  as  and  for  the  purposes  described. 

iSi>cond,  the  ctirvod  coulter  C,  with  its  head  m,  screw  pin  /.  ana  nut  /'.  in  combination  with 
the  nu:k-bai's  g  gj  e^  and  ibr  the  pm-poses  described. 

Ko.  32,140.— T.  S.  Mills,  of  Iberia,  O.— Improvement  tti  Seeding  Machines.— VateDt 
dated  April  23,  18(51. — The  seed-slide  is  formed  oi'  two  longitudinal  parts,  one  of  which  ia 
stationary,  and  bv  means  of  screws  the  other  part  may  be  adjusted  towaids  or  from  the  fixed 
part  to  regulate  the  supply  of  seed.  Near  each  end  of  the  movable  part  b  are  attached  tw^o 
arms  which  pass  into  recesses  and  serve  as  guides  for  the  slides  G  O,  at  their  inner  sides,  so 
that  by  adjusting  the  part  6,  the  slides  will  be  correspondingly  moved,  and  the  recesses, 
which  are  discharge  openings  for  the  seed,  may  be  enlarged  or  contracted  as  desired. 

Claim. — Constructing  the  seed-slide  F  of  two  parts  a  by  one  part  b  being  adjustable  by 
means  of  the  screws  c  c,  and  provided  with  slides  u,  which  are  fitted  in  recesses  d  d  in  the 
part  fl,  and  also  ananged  so  as  to  be  capable  of  a  separate  or  independent  adjustment  in  the 
xece&scs  d  </,  by  means  of  the  screws  e  e,  substantially  as  and  for  tne  pmpose  set  forth. 

No.  32,141.— n.  W.  MosHER,  of  Warren,  J\\.— Improvement  in  Coffee  Pots.— Tateni 
dated  April  23,  1801. — In  the  upper  part  of  the  boiler  is  arranged  a  breast  or  air-space  com- 
municating with  a  hollow  brace  between  the  body  of  the  boiler  and  the  spout  in  such  a  man- 
ner that  a  portion  of  the  steam  or  vapor  arising  from  the  boiling  liquid  in  the  boiler  is  con- 
densed on  passing  through  said  air-space  and  hollow  brace,  and  relumed  in  a  liquid  state  to 
the  boiler.  Around  and  in  the  centie  of  the  cold-rt'uter  condenser  is  ananged  a  conical  air- 
space in  such  a  manner  that  the  condensation  of  the  steam  or  vapor  arising  from  the  liquid 
in  the  boiler  is  facilitated  and  the  full  llavor  retained. 

Claim. — First,  the  arrangement  of  the  breast  a,  annular  chamber  &,  and  hollow  brace  B, 
in  combination  with  the  boiler  A,  constructed  and  operating  as  and  for  the  purpose  set  forth. 

^cond,  the  arrangement  of  the  air-space  /,  with  inclined  sides  h  t,  in  combination  with 
the  wuter-space  g  and  boiler  A,  constructed  and  operating  in  the  manner  and  for  the  purpose 
set  forth. 

No.  32,142. — John  Paterson.  of  Indianapolis,  Ind. — Improvement  in  Cheese  Presses  — 
Patent  dated  April  23,  1861. — This  invention  consists  in  the  eombination  of  a  weighted  lever, 
.screw,  and  nut,  so  arranged  as  to  admit  of  an  adjustment  by  which  the  weight  upon  the 
cheese  is  renewed  after  the  lever  has  sunk  so  low,  by  the  continual  pressure  on  the  cheese,  as 
to  lo^e  its  direct  pressure. 

Claim. — The  arrangement  and  combination  of  the  two  lugs  2  and  ff  with  the  forked  lever 
b  b  b,  the  upright  piece//,  the  notch  or  curvature  r,  the  slot  m,  or  its  equivalent,  the  pin  /  /, 
the  hand  lever  n,  the  tightening  wire  hoop  u  at,  the  pin  r,  and  the  stop-holes  «  s,  as  and  for 
the  purposes  set  forth. 

No.  32,143. — Eduardo  Joanes  y  Patrullo,  of  Merida,  Mexico. — Improvement  in  Ma^ 
ehinet  for  Dressing  the  Leaves  of  Agave  Americana. — Patent  dated  April  23,  i8(ii. — Upon 
the  ends  of  a  main  and  secondary  drum  are  two  endless  belts  connected  at  intervals  by  me- 
tallic sluts  arranged  in  pairs  in  such  a  position  that  when  the  drum  is  rotated  each  pair  of 
slats  sweeps  over  one  of  the  beaters,  the  slats  acting  as  scrapers  to  remove  from  the  beaters 
such  portions  of  the  leaves  as  are  liable  to  adhere  to  the  edges  and  impede  the  action  of  the 
beaters. 

Claim, — ^The  arrangement  of  the  endless  slatted  apron  C  *,  in  combination  with  the  beaters 
B,  const  meted  and  operating  substantially  in  the  manner  and  for  the  pmposo  shown  and 
described. 

No.  32,144. — John  C.  Pitel,  of  "West  Meriden,  Conn. — Improved  Clock  Escapement, — 
Patent  dated  April  23,  18G1. — Connected  with  the  detent  or  repose  pallet  is  a  projecting  point, 
working  on  a  joint  pin  in  such  a  manner  as  to  be  unyielding  m  one  direction,  so  that,  by  the 
action  of  the  lilVmg  pallet  upon  it,  the  repose  pallet  will  be  lilted  or  moved  sufficiently  to  release 
Uie  point  of  the  tooth  of  the  crown  or  escape-wheel,  and  allow  the  force  of  the  main  spring  to 
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revolve  the  escape-wheel,  so  that  the  next  tooth  will  come  in  contact  with  the  main  or  impulse 
pallet,  to  give  a  vibratory  motion  or  impulse  to  the  balance,  while  the  detent  or  repose  pallet 
will  be  returned  to  its  original  position  by  a  spring,  and  the  lifting  pallet  on  its  return  will  be 
allowed  to  pass  the  projecting  point,  as  that  point  will  yield  (in  that  dir^tion)  on  its  joint 
pin,  and  will  be  again  restored  to  its  place  by  a  suitable  spring. 

Claim. — The  use  of  the  detent  or  repose  pallet  e  and  projecting  point  g^  in  combination 
with  a  suitable  lifting  pallet  (as  c,)  when  the  whole  is  constructed,  arranged,  and  fitted  to 
produce  the  result,  substantially  as  described. 

No.  32,145.— John  Ramsay  and  A.  B.  Smith,  of  Clinton,  Ta,— Improvement  in  Guides 
for  Cutting  Out  Pantaloons, — Patent  dated  April  23,  18G1. — To  the  ^rip  which  marks  the 
cloth  at  the  outer  seam  is  rigidly  secured  a  guide-plate,  which  enters  a  slot  in  the  strip  mark- 
ing the  inner  scam.  Parallel  with  the  guide-plate,  and  near  the  upper  and  lower  ends  of  the 
strips,  are  plates  pivoted  to  the  outer  strip,  and  extending  through  slots  in  the  inner  strip. 
The  inuer  edges  of  these  plates  are  notched  to  correspond  with  the  divi8i9ns  of  a  scale  with 
which  they  are  provided,  and  catch  upon  pins  within  the  slot,  and  are  kept  in  contact  with 
these  pins  by  means  of  coiled  springs,  connecting  with  the  fixed  guide.  Ibe  inner  or  mova- 
ble strips  are  jointed  and  provided  with  an  adjusting  bar,  in  order  to  adapt  the  instrument  to 
variations  of  fashion. 

Claim, — The  arrangement  of  the  central  rigid  guide-plate  C,  the  movable  ratch-plates  D 
£,  springs  G  II,  and  pins  g  g^  applied  to  and  in  combination  with  the  strips  A  and  li,  sub- 
stantially as  and  for  tbe  pm-poses  herein  specified. 

Also,  in  combination  therewith,  the  point  I  of  the  movable  strip  B,  with  the  pivoted  adjust- 
ing bar  L,  substantially  as  and  for  the  purposes  set  forth. 

No.  32,146.— Samuel  Reynolds,  of  Duquesne  Borough,  Pa. — Improved  Handle  for 
Hoes. — Patent  dated  April  23,  18(51. — This  invention  is  explained  by  the  claim  and  engraving. 

Claim, — ^The  u^e  of  the  socket,  or  ferrule  shank,  bearing  heads  or  straps  and  rivet,  when 
made  in  one  piece,  as  described  and  for  the  purpose  set  ioith. 

No.  32,147.— Gharles  Robinson,  of  Cambridgeport,  Mass.— /mprocerf  Clothes  Drier, -^ 
Patent  dated  April  23,  18G1. — This  device  is  designed  to  be  suspended  from  the  ceiling,  so 
that  the  radial  arms  upon  which  the  clothes  are  hung  mav  bo  brought  down  within  reach,  or 
raised  to  any  desired  height,  by  means  of  a  pin  on  the  rod  and  the  slide-notches  in  the  slot  of 
the  tube. 

Claim. — The  tube  C,  provided  with  the  slot  /  and  side-notches  g  g^  in  combination  with 
the  suspension  rod  D  and  pin  A,  or  its  equivalent  thereon,  when  the  said  tube  is  suspended 
from  the  ceiling  of  a  room,  or  other  equivalent  suspension  smface,  substantially  as  and  for 
the  purposes  specified. 

No.  32,148.— John  Rogowski,  of  New  York,  N.  Y,— Improved  Night  Reading- Desk, — 
Patent  dated  April  23,  18G1. — The  object  of  this  invention  is  to  provide  a  reading-desk  com- 
bined with  a  clamp  to  hold  a  gas-burner  or  candle,  and  attached  to  arms  which  aie  adjustable 
in  a  vertical  or  lateral  direction.  The  desk  is  furnished  with  adjustable  stops,  to  prevent  the 
book  from  sliding  down  over  its  sides,  and  with  a  sliding  clasp  overlapping  the  upper  edge  of 
the  book  for  holding  the  pages  down.  The  wholo  is  attached  to  a  stand  in  such  a  manner 
that  the  desk  can  be  readily  adjusted,  so  that  a  person  can  read  while  lying  in  a  bed  or  on  a  • 
couch. 

Claim. — ^The  arrangement  and  combination  of  a  reading-desk  A  with  stops  e  e  and  clasp/, 
clamp  C,  horizontally  adjustable  rod  B,  rotary  sleeve  JD,  and  vertically  adjustable  rod  E,  all 
constructed  and  operating  substantially  in  the  manner  and  for  the  purpose  shown  and 
described. 

No.  32,149.— R.  E.  Rogers  and  James  Black,  of  Philadelphia,  Pa.— /mprore»n«n(  in 
the  Method  of  Combining  and  Utilizing  Steam  and  Air, — Patent  dated  April  23,  1861. — ^This 
invention  consists  in  a  method  of  introducing  air  and  commingling  it  with  the  steam,  through 
the  agency  and  by  the  power  of  the  current  ot  the  steam  itself,  on  its  way  from  tbe  generator  to  the 
motive  c}  linder  of  the  engine.  The  engraving  represents  a  small  cvUnder  placed  at  any  point 
between  the  boiler  and  the  working  cylinder,  to  which  small  cylin'der  is  attached  a  short  tube 
having  an  inlet  chamber,  in  which  is  a  fiap-valve,  and  which  tube  is  also  provided  with  an 
air-opeuing,  through  which  the  air  is  drawn,  and  as  the  steam  mingles  with  it,  a  ponion  of 
the  heat  of  the  latter  is  imparted,  whereby  is  des',*ned  to  be  developed  an  avaihible  elastic 
force  greater  than  that  lost  by  the  steam  itself  in  the  act  of  producing  the  expansion  of  the 
air. 

Claim, — First,  the  method  of  combining  and  utilizing  steam  and  air,  as  set  forth. 

Second,  the  valve  x,  or  its  equivalent,  in  combination  with  the  other  parts  oi  the  aspirator, 
88  described. 

Ko.  32,150.— £.  T.  Shepard,  of  Gallipolis,  O.— Improved  Washing  Machine,-  Patent  dated 
April  23,  1861. — Thifl  invention  consists  in  the  arrangement  of  a  series  of  rings,  each  of 
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which  is  supported  by  springs  secured  aroond  a  rotary  shaft,  haviBg  its  bearines  in  a  swin^ng 
frame,  combined  with  a  slatted  rotary  clothes  cylinder  in  such  a  manner  that  the  several  nnn 
bear  on  the  sorfafee  of  the  clothes  wrapped  round  the  slatted  cylinder,  and  that,  on  rotating  said 
cylinder,  the  clothes  are  carried  through  under  the  rings,  which  latter,  by  means  of  the 
spnn^s  supporting  them,  accommodate  themselves  to  the  inequalities  in  the  surface  of  th« 
clotbcs. 

Claim. — The  arrangement  of  a  series  of  rings  C,  secured  to  a  rotary  axle  D  by  means  of 
springs  £,  and  6us])ended  in  a  swinging  frame  F,  in  combination  with  the  rotary  slatted 
cylinder  B,  constructed  and  operating  sul^tantially  in  the  manner  and  for  the  pmpose  shown 
and  described. 

No.  32,151. — Calvin  Shepherd,  of  Chenango,  N.  Y.^ Improvement  in  iratcr-EUva- 
£or».— Patent  dated  April  23,  18C1. — The  two  pawls  which  are  used  to  keep  either  oue  ol  the 
buckets  in  an  elevatetf  position,  when  filled,  are  operated  so  that  one  pawl  can  be  thrown  off 
at  tlic  same  time  and  by  the  same  movement  which  throws  tbe  opposite  pawl  on  its  ratchet 
whet'I,  one  bucket  being  raised  while  the  other  is  lowered  into  the  well. 

Claim. — The  sliding-plote  J,  pawls  g  g\  and  ratchet  wheels  h  h\  in  combination  with  the 
drum  and  axle  and  the  two  buckets,  when  the  same  are  arranged  in  the  manner  and  for  the 
purposes  described  and  shown. 

No.  32,152.— John  E.  Smith,  of  Waterbury,  Conn.— Improvement  in  Buckles.— V&tcni 
dated  April  23,  18G1. — The  clasp  or  buckle  is  made  of  two  pieces  of  sheet  metal,  in  such  a 
monuer  that  the  webbing  will  be  bound  or  secured  at  an;»  desired  point  by  a  rib  or  projecting 
edgo,  immediately  adjoining  and  forming  oue  side  6f  the  loop,  being  pressed  upon  it  so  as  to 
hold  it  firmly  against  the  inner  or  bock  suiface  of  the  plate  by  means  of  the  strain  on  the 
loop. 

Claim. — A  buckle  or  clasp  consisting  of  the  loop  part,  figs.  3  and  4,  with  its  rib  or  project- 
ing edge  e,  in  combination  with  the  mam  plate  A,  when  the  parts  are  constructed,  connected, 
and  fitted  to  produce  the  result,  substantially  as  described. 

No.  32,153.— John  K.  Smith,  of  Trenton,  N.  J. — Improvement  in  Steam  Ploughs.— VaUmt 
dated  April  23,  1861. — On  the  axle  of  the  wheels  D  D  are  secured  two  bevelled  wheels,  alx>VQ 
which  is  a  conesponding  bevelled  wheel  attached  to  a  lever,  by  moving  which  the  bevelled 
edge  of  the  upper  wheel  may  be  brought  in  contact  with  either  of  the  two  lower  ones.  \J\you. 
the  axis  of  the  upper  wheel  are  two  pulleys,  around  the  lower  oue  of  which  passes  a  ro|)e  or 
chain  having  its  ends  attached  to  the  peripheries  of  segments  at  the  ends  of  the  bolster-plate 
y ;  a  rope  or  chain  from  the  upper  pulley  extends  back  and  is  attached  to  two  segments  at 
the  end  of  the  bolster-plate  in  the  rear.  On  the  axle  G  are  placed  loosely  two  ratchets  which 
may  be  thrown  in  connexion  with  the  axle,  when  necessary,  uy  means  of  clutches  o{)cnited  by 
a  lever.  Attached  to  these  ratchets  are  pulleys  provided  with  cords  passing  over  u]>rights, 
60  that  the  frame  which  contains  the  spade  cylinder  may  be  raised  Irom  the  ground  when 
necessary. 

Claim. — First,  the  arrangement  of  the  segments  L'  M,  on  the  bolster-plates  F  N,  of  the 
axles  of  the  wheels  C  E,  the  cords  e  /,  the  pulleys  c  rf,  and  wheel  K,  ot  lever  L,  and  the 
wheels  J  J  on  axle  G,  for  the  purpose  of  guiding  or  turuing  the  machine,  as  set  forth. 

Second,  the  arrangements  ot  the  ratchets  O'  on  axle  G,  cords  »',  passing  over  the  pulleys  j', 
•  and  attached  to  frame  B,  in  councxiou  with  the  frames  A  B,  connected  together  as  shown, 
whereby  the  inner  or  front  end  of  frame  B,  and  consequently  the  spade  cylinder,  may  be 
elevated  when  desired. 

Third,  the  employment  or  use  of  the  weight  T,  suspended  on  the  axle  »,  in  connexion  with 
the  Uings  /  of  the  spades  H  and  the  springs  ia,  all  arranged  to  operate  as  and  for  the  purpose 
Bet  forth. 

No.  32,154.— William  W.  Snow,  of  Jersey  City,  N.  J  .—Improvement  in  Tires  for  Loco- 
motive Wheels. — Patent  dated  April  23,  IHGl. — The  tire  is  constructed  with  three  interior 
flanges  having  recesses  between  them,  in  which  are  securely  fastened  blocks  of  wood  to  form 
a  cushion  between  the  tire  and  the  wheel  or  centre,  and  also  a  support  for  the  bolts  by  which 
the  tire  is  secured.  Across  the  interior  lace  of  the  tire  extend  braces  and  brackets  to  strengthen 
the  tread  of  the  wheel,  and  atfording  a  bearing  and  support  for  the  bolts  to  pass  through. 

Claim. — A  hollow  or  cored  out  cast-iron  tire  for  the  drawing  wheels  of  locomotives,  when 
furnished  with  flanges,  braces,  and  brackets,  and  filled  in  with  wooden  blocks,  or  their  equiva- 
lents, in  the  manner  and  for  the  purposes  set  forth. 

No.  32,155.— Jacob  Stuber  and  Frederick  Frank,  of  Utica,  N.  Y.— Improvement  in 
Lamps. — Patent  dated  April  23,  18G1. — At  the  bottom  of  the  burner  is  secured  a  reservoir  or 
air-chamber  consisting  ot  an  outer  and  inner  part,  the  outer  part  being  air  and  water  tight  and 
secured  to  the  inner  part,  which  is  perforated,  a  small  space  beinff  left  between  the  parts. 
The  collar  to  which  the  inner  part  is  attached  is  also  peribrated,  and  connects  with  the  space 
between  the  parts  of  the  air-chamber.  Around  the  inside  of  the  body  of  the  burner  are  pipes 
or  flues  connecting  with  the  air-chamber  and  terminating  at  the  top  of  the  wick  lube,  which 
U  provided  with  a  double  button,  the  outer  edges  of  wEkh  ore  perforated.    The  button  ia 


Digitkgd  by 


Google 


COMMISSIONER   OP  PATENTS.  309 

attached  to  a  rod  bj^which  it  maj  be  rdsed  or  lowered.  The  top  of  the  body  of  the  burner 
has  two  rows  of  peirorations. 

Claim. — ^The  arrangement  of  an  air-chamber  below  the  wick  tube,  formed  by  the  perforated 
Bhell  D  communicating  with  the  outer  air  through  openings  formed  in  its  collar  for  that  pur- 
pose, when  such  chamber  is  used  in  connexion  with  a  series  of  tubes  or  flues  through  which 
tlie  air  is  conducted  to  the  inside  of  the  cone  G,  and  by  it  directed  in  a  steady  cunent  on  the 
flame,  thereby  preventing  flickering  by  the  jamng  of  tie  lamp  or  from  sudden  currents  of  air 
striking  the  some. 

Also,  in  combination  with  the  devices  above  mentioned,  the  arrangement  of  a  series  of 
holes  in  the  body  £  of  the  lamp,  immediately  above  the  flange  of  the  cone  for  the  admission 
of  air  to  the  flame,  on  the  outside  of  the  cone,  so  as  to  furnish  the  requisite  amount  of  oxygen 
to  complete  the  combustion  of  the  oil. 

Lastly,  in  connexion  with  the  devices  above  mentioned  for  the  supply  of  oxy^n  to  the 
flame,  the  perforated  double  button  F,  by  means  of  which  the  gaseous  products  ot  the  flame 
and  the  oxygen  are  thoroughly  mixed  and  spread,  whereby  a  more  perfect  combustion  is 
eflected  than  by  any  other  method  now  in  use  in  circular  wick  lamps. 

No.  32,156.— Joseph  Thomas,  of  New  York,  N.  Y. — Improvement  in  Lamps,— Fateni 
dated  April  23,  1861. — ^This  invention  is  designed  for  burning  coal-oil  and  similar  fluids 
without  a  chimney,  and  consists  in  arrangements  for  inducing  and  directing  currents  of  air 
to  support  the  combustion  and  spread  the  flame. 

Claim. — First,  the  construction  and  use,  in  coal-oil  lamps,  of  two  vertical  or  partially 
inclined  passages  D  D',  terminating  at  the  top  in  such  a  form  and  so  arranged  in  respect  to 
the  flat  wick  tube,  as  set  forth,  as  to  discharge,  at  right  angles  or  thereabouts  to  the  plane  of 
the  wick  two  cun-ents  of  heated  air  partly  upon  the  wick  and  partly  upon  the  flume,  and 
preventing  the  access  of  the  air  to  the  edges  thereof,  in  the  manner  and  for  the  purpose 
specified. 

Second,  the  enlarged  ends  H  and  H'  of  the  opening  G  in  the  cap  E,  the  said  ends  being 
wider  than  that  part  of  the  opening  in  the  cap  through  which  the  body  of  the  flame  passes, 
and  extending  down  to  points  level,  or  about  level,  with  the  top  of  the  wick  tube,  as  repre- 
sented and  described. 

No.  32,157.— Hamilton  E.  Towle,  of  Exeter,  N.  H. — Improved  Apparatus  for  ascertain' 
ing  the  Curvatures  of  the  Keels  or  Bottoms  of  Vessels. — Patent  dated  April  23,  1861. — ^This 
invention  consists  of  an  instrument  extending  the  length  of  that  part  of  the  keel  or  bottom  of 
the  vessel  the  curvature  or  irregularities  of  which  are  to  be  ascertained,  to  which  instrument 
vertical  rods  are  attached  in  such  a  manner  as  to  admit  of  motion  at  right  angles  with  the 
direction  of  the  length  of  the  instrument,  which  rods,  by  pressing  against  the  keel  or  bottom, 
will  indicate  its  cm^ature. 

Claim. — The  girder,  in  combination  with  the  vertical  measuring  rods,  constructed  and 
arranged  substantially  as  described. 

No.  32,158.— John  G.  Treadwell,  of  Albany,  N.  Y,— Improved  Coal-Scuttle.—T&ient 
dated  April  23, 1861. — To  the  top  of  the  scuttle  is  secured  a  cover  provided  with  two  openings, 
one  for  the  reception  and  the  other  for  the  discharge  of  coal. 

Claim. — The  described  coal-scuttle  as  an  article  of  manufacture,  constructed  substantially 
as  and  for  the  purpose  set  forth. 

No.  32,159. — Daniel  B.  "Waite,  of  Providence,  R.  L— Improvement  in  Making  Watch 
and  Locket  Kims. — Patent  dated  April  23,  1861. — ^The  metal  tubmg  being  annealed,  and 
drawn  throuffh  a  graduation  of  holes  in  a  draw-plate,  is  reduced  to  the  required  diameter. 
The  tube  is  uien  placed  in  a  lathe,  and,  while  revolving,  by  means  of  a  half  V-shaped  tool  is 
cut  into  riu^s,  wnich  are  ai'ter>vardfl  pressed  into  the  form  desired  for  snap  or  spring  lockets. 

C/atm.— The  making  of  watch  and  locket  rims  from  metal  tubings,  substantmlly  as  do- 
fcribed. 

No.  32,160. — Chester  Bullock,  of  Jamestown,  N.  Y.,  assignor  to  Himself  and  De 
Forest  Weld,  of  same  place. — Improvement  in  Rakes  for  Harvesters. — Patent  dated  April 
23,  1861. — This  invention  relates  to  means  for  placing  the  cut  grain  stalks  or  gprass  upon  a 
rake-bed  or  table,  and  to  the  delivery  of  the  stalks  by  the  rake  as  a  rear  delivery,  or  by  the 
rake  to  a  bed  or  table  with  a  side  delivery,  which  side  delivery  is  so  made  and  arranged  that 
it  may  be  detached,  when  it  is  preferred,  to  use  a  rear  delivery. 

Claim, — First,  the  scraping-bar  y,  attached  to  the  rake  s,  as  and  for  the  ptirposes  sot  forth. 

Second,  the  reciprocating  rear  delivery  rake  and  the  detachable  reciprocating  side  deliveiy 
rake,  operating  in  combination  in  the  manner  substantiallv  as  and  for  the  purpose  described. 

Third,  the  spring-bar  connexion  between  the  cross-head  rake  i  and  the  crank  j'f  arianged 
and  operated  as  set  forth. 

No.  32,161.— E.  B.  Coffin,  of  Johnston,  R.  I.,  assignor  to  Himself  and  A.  H.  Sylves- 
ter, of  same  phtce. — Improvement  in  Lanterns, — Patent  dated  April  23,  1861. — This  lauteTn 
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is  desired  to  bam  coal  oil.  The  upper  end  of  the  globo  in  which  the  lamp  is  placed  is 
secured  to  a  metal  cylinder  divided  bv  a  partition  into  two  compartmeAs,  the  lower  one  of 
which  18  perforated  at  its  sides.  In  the  tipper  part  of  the  cylinder  is  a  deflector,  with  a  space 
between  its  edge  and  the  cylinder.  Above  the  cylinder  is  a  small  dome-shaped  chamber 
with  apertures  in  its  sides,  and  provided  with  V-shaped  valves,  which  swing  freely  over  the 
apertures  to  prevent  back  draught.  Air  is  admitted  at  the  base  of  the  lauteiii  thiough  per- 
forations regulated  by  a  reg^ister. 

C/aim.— In  connexion  with  the  cylinder  G,  coal  oil  burner  E,  and  chimney  F,  the  valves 
J  in  the  dome  or  chamber  1,  the  deflector  or  plate  U  in  the  cylinder  G,  and  the  register  C  at 
the  base  of  the  lantern,  when  all  are  combined  and  arranged  substantially  as  and  for  the 
purpose  speciflod.  ^ 

No.  32,162. — Gboroe  8.  Curtis,  of  Chicago,  111.,  assignor  to  Himself  and  TiiOM.\s  B. 
Bryan,  of  same  place. — Improvement  in  Skate  Fastenings, — Patent  dated  April  23,  1801. — 
This  invention  consists  iu  giving  a  lateral  sliding  movement  to  skate  clamps  by  means  of 
two  horizontal  levers  which  project  fonvard  and  backward  from  the  heel  and  sole  clamps, 
respectively,  and  receive  straus  on  their  ends,  which  are  buckled  over  the  instep  of  the  loot 
in  etfecting  the  clamping  of  the  skate  to  the  boot. 

Claim. — The  movable  clamping  plates  C  C  aud  E  E,  pivoted  to  levers  A  B,  respectively, 
and  operated  by  the  straps  a  a\  substantially  in  the  manner  aud  for  the  purposes  set  forth. 

No.  32,163.— Joseph  O.  Farrell,  of  Baston,  Mass.,  assignor  to  Himself,  W.  S.  HiLLS, 
and  J.  11.  Hills,  of  same  place. — Improvement  in  Taitboards  for  Wagons. — Patent  dated 
April  2:1,  1861. — Connected  with  the  tuilbouid,  which  is  hinged  to  the  bottom  of  the  wagon 
body,  are  two  sector  arms  provided  with  notches,  into  which  spring-latches  are  made  to  catch 
so  as  to  lock  the  tailboard  in  anv  desiied  [Ktsition. 

Claim. — The  notched  sector  bars  C  C,  vertical  spring-bolts  D  D,  arms  i  i,  and  shaft  Q, 
arranged  and  combined  with  lunged  tailboard  B,  and  operating  as  a  self-lock,  as  set  forth. 

No.  32,164. — John  BIagee,  of  Lawrence,  Mass.,  assignor  to  Himself  and  William  J. 
Town,  of  Newton,  Mass. — Improvement  in  Stoves. — Patent  dated  April  23,  1861. — The  air 
inlet  pipes  are  so  arranged  as  to  introduce  the  external  air  into  tbe  fuel  in  the  Inmace  during 
combustion.  The  cover  is  so  applied  as  to  slide  ofl^  horizontally  from  the  top,  which  admits 
of  the  water  urn  being  readily  moved  at  the  t^ame  time. 

Claim. — The  peculiar  arrangement  of  the  air  pipes  or  ducts  d  d  and  the  partition  c,  rela- 
tively to  the  oven,  the  stove  case^  aud  the  smoke  space  around  the  oven. 

Also,  the  ])arlicular  arrangement  of  the  air  inlet  pipes  E  E,  within  aud  so  as  to  form  part 
of  the  Are  pot  or  furnace. 

Also,  the  application  of  the  cover  C  to  the  top  of  the  stove  by  means  of  the  side  bar  D 
and  the  standaid  g,  arranged  and  applied  together,  and  with  res{)cct  to  the  cover  and  stove 
or  oven  of  the  latter,  substantially  as  described  and  represented. 

No.  32,165.— Joseph  Stevens,  of  Lowell,  Mass.,  assignor  to  Himself  and  H.  M.  Clti- 
RIER,  of  same  place. — Improved  Spring  Bed-Bottom. — Patent  dated  April  23,  1861. — The 
longitudinal  slats  are  provided  on  their  under  sides  at  each  end  with  a  plate  having  a  slot  in 
it,  one  end  of  which  slot  is  large  enough  for  tho  iiead  of  the  scit^w  to  pass  through,  and  the 
other  only  large  enough  for  tho  shank,  so  as  to  tit  upon  scrow-hcads  projecting  from  the 
cross-bars,  by  which  means  they  are  secured  as  the  rails  are  spread  apart,  and  I'astened  in 
position  by  lock-bars. 

Claim, — Tbe  combination  of  the  slotted  slats  E  E,  d^c,  the  cross-bars  D  D,  the  lock-bars 
H  U,  and  the  springs  C  C,  dtc,  substantially  as  and  for  the  purpose  described. 

No.  32,166.— -Frederick  S.  Stoddard,  of  Litchfield,  Conn.,  assignor  to  Edward  Coe, 
of  New  Haven,  Conn. — Improvement  iu  Spinning  Frames, — Patent  dated  April  23,  1861. — 
The  object  of  this  invention  is  to  allow  the  twist  to  pass  from  tho  spindle  to  the  first  or  back 
pair  of  di awing  rollers  during  ceitain  portions  of  every  rcvohition  ot  tho  front  drawing  rollers, 
m  which  their  drawing  action  is  suspended,  and  to  perfonn  the  dmwing  during  the  remaining 
portions  of  the  revolution,  in  which  the  twist  is  prevented  passing  the  secona  or  front  rollora 
by  means  of  the  peculiar  construction  of  tho  lower  front  drawing  rollers,  as  claimed. 

Claim, — The  employment,  in  combination  with  top  rollers  F  F,  of  tho  kind  commonly 
used,  of  bottom  rollers  G  G,  made  with  recesses  a  a  in  a  portion  of  their  fluted  periphoiies, 
but  with  a  portion  c  c  of  said  |)cripheries  completely  cvlindiical,  substantially  as  described, 
so  that  while  they  intermit  the  drawing  operation,  and  allow  tho  twist  to  pass  them,  they 
keep  tho  top  rollers  F  F  supported,  anddiive  them  continually  by  friction. 

No.  32,167.— Thomas  H.  Dodge,  of  Washington,  D.  C— Improved  Letter  P<i»cr.— Patent 
dated  April  23,  1861. — ^Thb  invention  consists  m  tinting  so  much  of  the  blank  side  of  a  sheet 
of  letter  paper  as  that,  when  folded  up  in  the  form  of  a  letter,  it  will  have  the  appearance  of 
a  tinted  envelope.  With  the  blank  side  thus  tinted  is  combined  the  official  embossed  stamp, 
in  such  a  relative  position,  as  respects  the  sheet,  that  when  folded  up  the  stamp  will  occupy 
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a  position  at  the  rig;lit  upper  comer  of  the  folded  letter,  to  facilitate  the  markinc^  out  of  the 
stamps  in  the  post  office.  A  white  margin  is  arranged  to  be  turned  out,  upon  which  may  be 
marked  the  filing  or  other  memorandum,  so  as  to  nave  the  original  address,  postmaiks,  and 
filing  all  upon  one  side  and  within  sight  at  the  same  time. 

Claim. — ^First,  tinting  a  portion  or  all  of  the  blank  side  of  letter  or  note  paper  for  the  pur 
poses  stated. 

Second,  combining  with  the  blank  side  of  the  sheet  of  letter  or  note  paper  thus  tinted  the 
official  embossed  postage  stamp  or  mark,  in  such  relative  position  as  respects  the  sheet  as  that, 
when  the  same  is  folded  up,  tne  stamp  will  occupy  a  position  at  the  right  upper  comer  of  the 
letter,  as  and  for  the  purposes  set  forth. 

Third,  leaving  the  margin  D',  in  combination  with  tinting  the  portion  A,  as  and  for  the 
purposes  set  forth. 

No.  32,168. — Charles  K.  Myers,  of  Pekin,  111.,  assignor  to  Himself  and  John  Cohe- 
KOUR,  of  same  place. — Improvement  in  Corn-Planters. — Patent  dated  April  23,  ]8(»1. — ^The 
crass-bars  connecting  the  irame  are  slotted  to  admit  of  lateral  adjustment  of  the  two  sets  of 
seed-dropping  mechanism.  A  coulter  fixed  in  line  with  and  under  the  seed-tube  is  provided 
with  wiug^  and  a  centre  tongue,  and  the  parts  are  made  adjustable  by  means  of  a  scvcav  and 
slot  and  hinge  to  plant  at  any  desired  depto.  The  seed-tube  is  provided  with  a  mouth-piece 
or  hinged  valve,  and  made  to  open  and  close  the  mouth  of  the  tube  by  means  of  an  arm  work- 
ix^in  a  semicircular  groove  in  one  of  the  slides. 

x^laim. — The  arrangement  of  the  bars  B  B',  coulter  k  s  n  n'  p,  and  discharging  mechanism 
fg  h  i,  the  whole  being  constructed  and  operating  in  the  manner  described. 

No.  32,169. — Freeborn  Adams,  of  Somerville,  Mass. — Improvement  in  Casting  Copper 
Cylinders. — Patent  dated  April  30,  1861. — ^The  invention  is  explained  by  the  claim  cjid  en- 
graving. 

Claim. — As  an  improvement  in  the  art  of  casting  copper  cylinders  and  tubes,  pouring  the 
fluid  metal  in  two  or  morQ  streams  into  the  mould,  on  oppositesldes,  substantially  as  described. 

No.  32,170. — George  Aldrich,  of  Armada,  Mich. — Improved  Ladder. — Patent  dated 
April  30,  186 J. — Two  ladders  are  connected  at  their  upper  ends  by  a  shaft  which  allows  them 
to  spread  or  contract,  so  that  the  platform  may  be  raised  or  lowered.  The  platlbrm  is  secured 
to  tne  ladder  by  means  of  frames  attached  to  the  under  sides  of  the  platform*. 

Claim. — ^Tbe  combination  of  the  self-adjusting  platform  DOC  with  the  ladders  1 1  and 
frame  F  Q,  substantially  as  and  for  the  purpose  specified. 

No.  32,171.— Fred.  W.  Alexander,  of  Baltimore,  'Md.—Improved  Combination  Lock.— 
Patent  dated  April  30,  IbOl. — This  invention  consists  in  rendcnng  the  bolt  when  Hhot  inde- 
pendent of  any  and  all  parts  of  the  machinery  when  the  latter  is  capable  of  being  revolved  or 
moved  in  any  manner.  The  slides  are  so  constructed  and  aiTanged  as  to  be  capable  of  being 
opened  only  by  the  person  who  has  the  secret  of  the  closing  of  the  lock. 

Claim. — First,  the  apparatus  for  detaching  the  bolt  when  shot  from  the  ordinary  machinery 
of  the  lock,  substantially  as  described. 

Second,  the  apparatus  of  combinatory  and  interchangeable  slides,  moving  rectilinearly, 
substantially  as  described. 

Third,  the  use  of  separate  pieces  of  metal  at  w  w'  u"  u"\  &c.,  in  connexion  with  the  said 
slides,  lor  the  purpose  set  forth. 

No.  32,172. — F.  L.  Bailey,  of  Boston,  lilass. — Improvement  in  Printing  Presses. — Patent 
dated  April  30,  1861. — ^The  nature  of  this  invention  consists  of  details  which  do  not  admit  of 
a  brief  description. 

Claim. — First,  the  inclined  belt  a  a,  or  its  equivalent,  and  the  clasps  h'  A',  or  equivalents, 
when  the'  same  are  arran^d  in  combination  with  the  nipper  frame  F,  and  its  rectangular 
depression  z\  or  their  equivalents,  substantially  as  described  and  for  the  purpose  specified. 

Second,  the  stationary  nippers  /  a,  &c.,  and  adjustable  clasps  h'  /*',  or  their  equivalent^ 
when  the  same  are  in  combination  with  the  belt  a  a,  or  its  equivalent,  substantially  as 
described. 

Third,  the  bands  a  a  and  d  </,  or  their  equivalents,  when  the  same  are  in  combination  with 
the  sheet  suppoiier  8,  substantially  as  described  and  for  the  purpose  specified. 

Fourth,  raising  the  frame  F  by  its  own  outward  movement,  and  the  button  X,  or  their 
equivalents,  substantially  as  described. 

Fitlh,  the  crank  V",  sliding  rod  m\  spring  o',  and  lever  L,  when  the  same  are  arranged 
and  operate  substantially  as  described. 

Sixth,  the  carriage  C,  when  the  same  is  in  combination  with  the  vibrating  nipper  frame  F, 
or  its  equivalent,  substantially  as  described. 

Seventh,  the  combination  of  the  blocks  b2  b%  and  rod  Y,  when  the  same  are  arranged  sub- 
stantially as  described  and  for  the  purpose  described. 

Eighth,  the  feed  table  7,  when  the  same  is  in  combination  with  tho  sheet  supporter  8,  and 
belt  a  a,  or  their  equivalents,  substantially  as  described. 
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No.  32,173.— Abram  Bassford,  ir.,  and  W.  B.  Carpenter,  of  New  York,  N.  Y. — 
Imnrovement  in  Skates, — Patent  dated  April  30,  1861. — ^This  invention  consists  in  providing 
a  sKHte  rnnner  with  posts,  upon  which  arc  placed  nuts  or  collars  which  screw  up  or  down  on 
the  post  for  the  purpose  of  adjusting  the  distance  between  the  runner  and  the  foot,  or  to  one 
side  or  the  other  of  the  foot,  the  post  being  provided  with  a  movable  screw -pin,  having  a  head 
or  button  on  one  end,  which  slides  in  a  slotted  plate  attached  to  the  sole  of  the  boot,  or  to  the 
wood. 

Claim, — ^First,  the  hollow  screwed  post  e,  with  its  screw-pin  ft,  and  its  collar  or  nut  A;,  or 
their  equivalents,  combined  for  the  purpose  described. 

Secoud,  the  post  </,  with  its  screw-pin  e  and  collar  k  combined,  or  their  equivalents,  for  tho 
purpose  set  forth. 

iTiird,  the  slotted  hole  n  n,  in  the  plate  t,  or  its  equivalent,  when  used  in  the  manner  and 
for  the  purpose  specified. 

No.  32,174.— L.  B.  Batcheller,  of  Rochester,  N.  Y.—7mprovemeni  in  Pistons  of  Steam 
Engines, — Patent  dated  April  30,  1861. — ^This  invention  consists  in  forming  on  the  lower  side, 
near  the  periphery  of  the  piston,  a  surface  exposed  to  the  direct  pressure  of  the  steam  in  tjie 
cylinder,  in  a  direction  diametrically  opposed  to  the  line  of  gravity,  of  an  extent,  which,  cal- 
culated from  the  pressure  of  the  steam  employed,  shall  be  sufficient  to  equal  the  weight  of  tho 
piston,  and  thus  prevent  an  excess  of  friction  on  tho  under  side.  The  angle  of  the  under  side 
of  the  piston  is  constructed  so  as  to  present  a  sharp  edge,  or  an  acute  angle,  in  the  directfDn 
in  which  it  moves,  which  causes  it  to  scrape  up  and  remove  any  foreign  matter  or  sediment 
that  falls  to  the  bottom,  the  object  of  the  invention  being  to  prevent  the  undue  wear  on  tho 
lower  side  of  the  horizontal  cylinder  caused  by  the  weight  of  the  piston. 

Claim, — Forming  the  pistons  of  horizontal  steam  engines  witn  the  recesses  e  e,  or  their 
equivalents,  on  the  lower  side  thereof,  for  the  purpose  of  employing  the  force  of  the  steam 
enectively  to  overcome  the  weight  of  said  piston,  substantially  as  and  for  tho  pui-pose  shown 
and  described. 

Also,  formin?  the  angles  1 1,  on  tho  lower  edge  or  periphery  of  the  piston,  substantially  in 
the  manner  and  for  the  purpose  set  forth. 

No.  32,175.— Henry  Behn,  of  New  York,  N.  Y.— Improved  Washing  JtfflcAine.— Patent 
dated  April  30,  1801. — ^The  upper  and  lower  washboards  are  each  fonnc<l  of  two  parts — tho 
forward  ends  consisting  of  square  rollers,  fluted  lengthwise,  and  suppo:ted  in  suitable  braces 
fast  to  tho  inner  ends  so  as  to  turn  upon  their  axes.  Tho  rollers  are  held  by  means  of  spriapi 
against  the  faces  of  tho  inner  boards  so  as  to  hold  tho  tubric  between  said  rollers  and  the  ends 
ot  the  boards,  while  that  part  lymg  between  is  rubbed  and  washed.  The  upper  inner  boaid 
IS  provided  with  a  slide,  so  arranged  as  to  rest  upon  tho  lower  board,  to  prevent  the  fabric  iiom 
going  towards  the  rear  end  of  tho  machine. 

Claim, — First,  the  arranffcment  and  construction  of  tho  upper  and  lower  w&shboards  in 
Buch  a  manner  that  the  clotuing  shall  be  held  fast  by  said  washboards,  while  that  part  of  tho 
clothing  situated  between  the  two  boards  i3  being  rubbed  and  washed,  substantially  as 
described  and  set  forth. 

Second,  the  arrangement  and  use  of  square  rollers  on  the  ends  of  the  washboards,  forming 
a  part  of  the  same,  and  the  manner  of  operating  said  rollers,  for  tho  purpose  specified. 

Third,  the  arrangement  of  the  slide  R,  in  combination  with  tho  upper  washboard,  in  tho 
manner  and  for  the  purpose  substantially  as  described. 

No.  32,176.— B.  C.  Bibb  and  Henry  Augee,  of  Baltimore,  Md.— /mproreiiwiif  in  Stoves  — 
Patent  dated  April  30,  1801. — Suspended  by  means  of  flanges  in  the  upper  part  of  the  pedestal 
is  a  pot  Q,  leaving  a  circular  open  space  between  its  outer  periphery  and  the  inner  surlace  of 
the  stove,  through  which  space  tho  products  of  combustion  can  find  their  way  from  the 
pedestal  into  the  cylindrical  top  part  above.  The  top  of  the  pot  is  closed  by  a  plate,  provided 
with  a  hole  and  cover  in  the  centre,  and  is  surrounded  by  a  peripheric  hollow  space  perforated 
at  its  edges  for  mingling  fresh  air  with  the  flame,  from  which  space  a  pipe  leads  into  the 
open  air. 

Claim, — First,  tho  relative  arrangement  of  a  pedestal  stove  A  B,  its  front  half  projecting 
beyond  the  mantel  front  into  the  room,  air-heating  space  Z,  hot-air  columns  F II,  and  conictU 
pipe  U^  in  combination  with  a  deflector  and  uni  supporter  K,  extending  from  the  mantel 
front,  substantially  as  and  for  the  purposes  set  forth. 

Second,  tho  arrangement  of  the  cold  air-pipe  N,  so  that  it  receives  its  supply  from  the  out- 
side of  the  building,  in  the  manner  shown  and  described,  in  combination  with  a  peripheric 
hollow  chamber  P,  having  pertbrations  V,  and  the  suspended  pot  Q,  all  the  parts  constructed 
and  aiTanged  in  the  relation  to  tho  combustion  chamber,  and  to  tlie  hot  air  chamber  of  a  fire 
place  or  pedestal  stove,  as  described  and  represented,  for  the  purpose  set  forth. 

No.  32,177.— Wm.  Brannan,  of  Gloucester,  N.  J.—ImprotTd  Washing  Machine,— FAUmt 
dated  April  30,  1861. — ^The  object  of  this  invention  is  to  clean  clothes  by  passing  them  on  a 
movable  endless  apron  under  a  reciprocating  roller  frame  for  the  purpose  of  rubbiug  them, 
and  by  squeezing  tuo  same  between  one  of  the  rollers  carrying  the  endless  apron,  and  a  gravi- 
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tfrtSog^  frame  witb  an  endless  apron,  in  snch  a  manner  that  tbe  inner  roller  of  the  gravitating^ 
frame  bears  against  the  inner  roller  carrying  the  first  endless  apron  by  the  gravity  of  the  other 
roller  in  the  gravitating  frame. 

C/atm.~The  combination  of  the  yielding  reciprocating  roller  frame  F,  comieated  platform 
C,  and  endless  belt  D,  with  the  yielding  gravitating  frame  H,  and  endless  bolt  K,  substan- 
tially in  the  manner  and  for  the  purpose  shown  and  described. 

No.  32,178. — 8.  P.  Brigos,  of  Saratoga  Springs,  N.  Y.— /iii^r«reiii«jit  im  Hand  Corn- 
Planters.— PaJieni  dated  April  30,  1661.— The  tube  is  attached  to  the  front  part  of  the  plungec, 
and  is  cut  away  at  its  lower  end  on  the  inside,  so  that  the  seed  or  fertilizing  material  will  pass 
into  the  shell  and  be  driven  into  the  ground  with  the  kernels  of  com  in  operating  the  plunger. 

Claim. — ^The  attachment  to  hand  com  or  seed  planters  of  a  tube,  in  connexion  with  the 
plunger,  substantially  in  the  manner  and  for  the  purposes  set  forth  in  my  specification. 

No.  32,179.— Amos  Call,  of  Springfield,  Masa,— Improved  SawSet.— Patent  dated  April 
SO,  1861. — ^The  object  of  this  invention  is  to  bend  the  teeth  of  a  saw  a  little  outwards  to  cause 
them  to  cut  a  kerf  wider  than  the  thickness  of  the  saw  plate  so  that  the  saw  will  ran  freely 
without  binding.  Hin^d  to  a  circular  centre  plate,  which  is  let  into  the  top  of  the  bodv  of 
the  set,  is  a  hammer,  which  is  made  to  rotate  upon  a  centre  so  that  its  point  will  fit  mto 
notches  in  the  ends  of  the  gauges  placed  on  the  top  of  the  set  for  the  teeth  of  the  saw. 
Inserted  under  the  points  of  each  gauge  are  IbiaU  steel  bed  pieces  to  receive  the  blow  of  the 
hammer. 

Claim. — ^A  rotary  hammer  applied  to  saw-sets*  substantially  in  the  manner  and  for  the 
pmpose  described. 

No.  32,180.— L.  C.  Chase,  of  Boston,  MM8.-^Imprcved  Halter  Atn^.— Patent  dated 
April  30,  1861. — The  halter  rine  is  constructed  with  flanges,  provided  with lioles,  so  that  the 
straps  or  bands  may  be  attached  thereto  by  means  of  rivets,  thereby  saving  the  expense  of  the 
leather  clasp.  The  outer,  edges  of  the  flanges  are  provided  with  projecting  rims,  so  that 
the  ends  of  the  woven  straps  being  turned  under  may  be  covered  and  protected  by  the  rims 
and  kept  from  ravelling. 

Claim, — Constracting  a  halter  **dee,**  or  ring,  with  flanges  a  a,  provided  with  rivet  holts 
b  £,  and  projecting  rims  //,  substantially  as  described  and  for  the  objects  specified. 

No.  32,181.— J.  S.  Clough,  of  Brooklyn,  N.  Y.,  and  S.  S.  Day,  of  New  York,  N.  Y.— 
Improved  Boot  and  Pantaloon  Jack,— P&ient  dated  April  30, 1861.— To  the  front  end  of  a  sta^ 
tionanr  frame  are  attached  jaws  cast  with  shanks  or  levers  extending  back,  and  to  the  back 
end  of  the  frame  is  secured  a  stationary  heel-pjece,  next  to  which  is  hin^;ed  a  foot-piece  having 
on  its  under  side  a  wedge  which  is  maoe  to  press  open  the  shanks  of  the  laws,  causing  the  latter 
to  press  together  upon  the  heel  of  the  boot  placed  between  them.  Midway  of  the  frame  is 
a  stump  provided  with  vertical  sides  turned  outward,  for  the  purpose  of  assisting  in  removing 
the  pantaloons. 

Claim. — ^A  bootjack,  formed  by  combining  the  parts  ABCDEFGH  and  I,  in  combi- 
nation with  the  yoke  or  stirrap  L,  provided  with  the  vertical  jaws  M  M,  arranged  and  ope- 
rated substantially  as  described  and  for  the  purpose  specified. 

No.  32,182.— C.  CoMSTOCK  and  C.  Qlidden,  of  Milwaukie,  W\a.—Improv€mint  in  Pro- 
pelling lf%c0/«.— Patent  dated  April  30,  1861.— The  paddle-shafls  are  attached  to  one  end  of 
a  lever,  the  other  end  of  which  is  secured  to  a  friction-wheel,  which  revolves  in  the  groove  of 
a  stationary  cam  in  such  a  manner  that  the  paddles  will  enter  and  leave  the  water  in  a  ver- 
tical position,  or  nearly  so,  and  be  held  in  such  position  during  the  time  ther  are  acting  upon 
the  water  to  propel  the  vessel.  The  friction-roUers  are  connected  with  eacn  other  by  hinged 
links  provided  with  lugs  to  control  the  action  of  the  levers. 

Clfum. — ^First,  feathering  the  paddles  by  means  of  the  lever,  rigidly  attached  to  the  axle  of 
the  paddle,  and  having  friction-rollers  which  traverse  the  groove  of  a  stationary  cam,  as  set 

Second,  the  guide  or  safety  chain  in  combination  with  the  lugs,  as  described. 

No.  32,183.-8.  B.  Conover  and  Marshall  Spring,  of  New  York,  N.  Y. —Improvement 
in  Machines  for  Digging  Potatoes. — Patent  dated  April  3U,  18G1. — ^The  stationary  screen  is 
seoured  in  tho  frame  directly  back  of  the  scoop,  and  m  the  rear  of  the  screen  is  placed  longi- 
tudinally a  conical  revolving  screen  G,  every  alternate  rod  at  the  back  of  which  is  cut  off  to 
leave  spaces  for  small  potatoes  to  pass  through.  Within  this  screen  is  attached  a  spiral  con- 
veyer. At  the  back  part  of  the  frame  and  under  the  spaces  in  the  screen  G  is  a  box,  provided 
with  a  hinged  bottom  for  receiving  the  small-sized  potatoes.  Behind  this  box,  and  back  of 
the  screen,  is  suspended  a  semi-cylindrical  box  for  receiving  the  larger-sized  potatoes.  Both 
boxes  may  be  emptied,  when  desirable,  by  means  of  cords  under  control  of  the  driver. 

C/oim.— First,  the  swinging  rake  M  and  stationarv  screen  F,  when  arranged  with  the 
levolvinfl^  screen  G,  to  operate  as  and  for  the  purpose  described. 

Second,  the  combination  of  the  two  potato  receptacles  J  L,  arranged  relatively  with  the 
rotatine  screen  G,  to  receive  respectively  the  large  and  small  potatoes,  and  admit  of  tho  same 
being  discharged  in  separate  heaps  or  piles  on  the  ground,  substantially  as  described. 
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No.  32,184.— WiLUAM  D.  Cutler,  of  Millbnrj,  MBsn^^Improvement  in  Shearimg  &tsep^ 
itkins, — Patent  dated  April  30,  1861. — A  series  of  rollers  are  secured  in  a  frame,  to  one 
of  which  rollers  the  hide  when  operated  upon  is  secured,  which  brings  the  wool  against  the 
points  of  cutters  that  cut  the  wool  from  the  hide. 

Claim, — ^The  application  of  cutters,  as  described,  in  combination  with  roll  G,  No.  1,  for 
producing  the  desired  effect  as  specified  and  set  forth  in  drawings  and  spedficoUons. 

No.  32,185.— Commodore  Daniels,  of  Barnwell  C.  H.,  S.  C^hnproved  Apparatus  for 
Training  Horses  or  Mules  to  Rack. — Patent  dated  April  30, 1861. — Attached  to  the  surcingle 
is  a  strap  having  a  square  iron  link,  with  rollers  on  threo  of  its  sides  for  the  reception  of  a 
short  strap  connecting  two  side  straps,  the  ends  of  which  latter  are  to  be  made  fast  to  the  fore 
legs  above  the  knees,  and  the  other  two  ends  to  the  fetlocks  of  the  hind  legs. 

Claim, — ^Arranging  the  straps  D  D  G  and  surcingle  A,  in  the  manner  and  for  the  purpose 
set  forth  and  describe. 

No.  32,186.— T.  W.  E7AN8,of  Philadelphia,  Vs^^Improted  Telegraphie  CoiZe.- Patent 
dated  April  30,  1861. — ^The  nature  and  object  of  this  invention  is  ezpuunied  bj  the  claim  and 
engraving. 

Claim, — ^The  combination  of  wires  arran^  together  in  parallel  lines  and  drawn  into  the 
shape  of  a  cylindrical  whole,  as  represented  a^A,  by  which  the  superficial  metallic  surface 
exposed  is  reduced,  thus  diminishing  the  capacity  of  electrical  condensation,  whilst  the  cable 
is  secured  a>^inst  liability  to  total  fnu^ture  by  being  made  to  consist  of  distinct  strands. 

Second,  the  deposition  of  a  plating  of  pure  copper,  gold,  or  other  metal  upon  the  conductor 
in  combination  with  it,  as  described,  thus  increasing  its  conductibillty,  whilst,  by  the  sUght 
adhesion  between  the  several  integral  wires,  a  totalexclusion  of  air  is  secured. 

Third,  the  employment  of  caoutchouc  in  an  unelastic  state  as  the  first  wrapping  upon  the 
conductor  for  the  purpose  of  insulation,  substantially  as  described. 

Fourth,  the  combination  of  an  outer  coating  of  gutta  pcrcha  with  the  unelastic  caoutchouc 
or  first  wrapping  of  the  conductor,  substantially  as  described. 

Fifth,  the  employment  of  a  third  insulating  coating  of  pure  or  vulcanized  caoutchouc,  and 
80  uniting  the  several  parts  by  heat  or  otherwise,  for  the  purpose  and  substantially  as  de- 
scribed. 

Sixth,  the  employment  of  a  hemp  or  other  fibrous  envelope  for  submarine  cables,  when  the 
same  is  treated  with  an  antiseptic  solution,  substantially  as  described,  in  combination  with 
the  electrode  and  insulation,  as  set  forth. 

No.  32,187.-8.  W.  Francis,  of  New  York,  N.  Y.—Improvsmeni  in  JlfatcA-JBoxM.— Patent 
dated  April  30,  1861. — ^This  invention  is  explained  bv  the  claim. 

Claim. — Lining  a  match-box  A  on  its  interior  with  sand-paper,  or  an  equivalent,  so  that, 
as  the  matches  C  C  are  drawn  from  the  same,  they  shall  be  readily  igniteo,  substantially  as 
described. 

No.  32,188. — ^Prince  Hiller,  of  Mattapoisett,  Mass. — Improvement  in  ths  Locks  of  Fire^ 
Arms, — Patent  dated  April  30, 1861. — The  main-spring  is  coiled  about  the  shafl,  and  the  wheel 
is  secured  to  the  shaft  oy  a  screw,  in  such  a  manner  that  the  tension  of  the  spring  may  be 
regulated  at  pleasure. 

Claim, — ^A  main-spring  coiled  around  the  shaft,  in  connexion  with  the  adjustable  tumbler, 
the  sevcffal  parts  being  arranged  as  and  for  the  purposes  set  forth  and  described. 

No.  32,189.— D.  HrrcinNOS,  of  Richfield,  N.  Y, ^Improvement  in  Reapers  and  Mowers, — 
Patent  dated  April  30,  1861. — A  long  axle  A,  having  a  loose  wheel  at  one  end,  is  secured  at 
the  other  end  by  means  of  a  box  or  socket  to  a  solid  frame-piece  C.  On  the  other  side  of  the 
frame-piece  is  a  short  shaft,  carrying  the  driving-wheel.  This  arrangement  of  the  axles  ad- 
mits of  their  being  out  of  direct  line  with  each  other,  so  that  the  main  axle  acts  to  brace  and 
strengthen  the  opposite  side  of  the  frame.  Braces  extend  from  the  frame  to  the  axle  on  each 
side. 

Claim, — ^The  construction  of  the  frame  of  the  machine  by  the  combination  of  the  main 
axle  A  and  its  adjustable  braces  e  h  with  the  single  cross  frame-piece  c,  connected  with  the 
short  axle  E  and  box  D  by  means  of  flanges  z  z,  the  said  parts  being  arranged  in  the  manner 
and  for  the  purpose  specified. 

No.  32,190.— Benjamin  Hostler,  of  Brookfield,  N.  Y. — Improvement  in  Mill-Picks, — 
Patent  dated  April  30,  1861. — ^The  stock  is  provided  with  a  lover,  hinged  to  it  so  as  to  hold 
the  picking  tool.  On  the  upper  part  of  the  stock  is  a  protuberance  provided  with  a  female 
screw,  through  which  works  a  screw  on  the  handle,  and,  by  pressing  out  the  upper  part  of 
the  lever,  the  tool  is  securely  clamped  at  the  lower  end. 

Claim. — ^Hinging  the  stock  A  and  lever  B  together,  so  as  to  clamp  the  picking  tools  bj 
moans  of  the  handle,  substantially  as  described. 

No.  32,191.— H.  H.  Hudson  and  G.  W.  Billings,  of  Cleveland,  C^Imvrovemeni  in 
WaUr'EUvators.^PaiQni  dated  April  30, 1861.— Secured  to  the  cover  of  the  curb  is  a  pointed 
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share  or  divider  fitting  arotmd  the  centre  of  tbe  pnllej,  to  prevent  the  ropo  from  crowdings  or 
overlapping.  Hinged  to  the  sides  of  the  curb  is  an  adjustable  arm  having  a  loop  at  its 
front  part,  through  which  passes  the  rope  which  is  attached  to  the  bail.  A  stationary  tipper 
above  the  upper  spout  of  tne  curb  causes  the  bucket  to  turn  as  it  ascends  and  discharge  .its 
contents  through  the  spout. 

Claim, — First,  the  aiving  share  E,  either  with  or  without  friction-rollers  at  the  ends,  £or 
separating  the  coil  of  rope  upon  the  pulley  D,  as  specified. 

Second,  the  arms  F  with  the  guard  S',  as  shown,  for  the  purpose  of  presenting  the  bucket 
in  a  right  position  to  the  spout,  and  causing  its  lateral  movement  towards  the  spout,  in  con- 
nexion witn  a  movable  or  stationary  bail  or  tipper  L,  operating  in  the  manner  and  for  the 
purpose  set  forth. 

No.  32,192. — B.  B.  Kenton  and  J.  S.  Brown,  of  Hopkinton,  R.  I. — Improvement  in 
Hatet'WhedSy — Patent  dated  April  30, 1861. — ^The  floats  or  buckets  are  curved  in  both  direo- 
tions,  and  are  fitted  to  the  under  side  of  the  disk  which  is  secured  to  the  upright  shaft.  The 
width  of  the  buckets  is  equal  to  the  internal  diameter  of  the  second  or  lower  hollow  cylinder, 
from  the  base  of  the  wheel  up  to  the  upper  edge  of  the  lower  cvlinder,  at  which  elevation  the 
width  is  contracted,  and  the  form  of  the  wheel  from  thence  to  the  upper  plate  is  slightly  cq^- 
ca],  tbe  edges  of  each  bucket  lying  in  the  surface  of  a  cone. 

Claim. — Increasing  the  diameter  of  the  whevl  and  the  width  of  the  buckets  D  immediately 
below  the  casing  or  curb  K  £,  in  combination  with  the  exterior  rim  or  cylinder  M,  substan- 
tially as  and  for  the  purposes  set  forth. 

No.  32,193.— Frederick  Ketler,  of  Milwaukie,  Wis,— Improved  Stump  Extractor^--^ 
Patent  dated  April  30,  1861. — ^This  machine  is  operated  by  steam-power.  It  is  provided  ia 
front  with  a  borer  for  splitting  and  boring  the  stumps.  Arranged  m  an  oblique  position  is  a 
bevelled  wheel,  in  the  outer  rim  of  which  are  screwed  stonecutters*  chisels.  In  place  of  this- 
wheel  may  be  substituted  a  chain  saw,  running  upon  pulleys,  or  a  straight  saw  may  be  used,. 
AS  circumstances  may  require.  A  planing  device  may  also  be  used,  consisting  of  two  rows 
of  chisels  secured  to  a  plate,  for  paring  and  planing  away  the  stump. 

Claim, — First,  the  use  of  the  borer  Y,  represent^  in  Figs.  1  and  2,  employed  for  the  pur- 
pose of  splitting  the  stumps. 

Second,  the  splitting  or  cutting  wheel  X,  in  Fig.  1,  which  will  cut  the  stumps  conically  to 
any  desired  depth. 

Third,  the  chain  saw  in  Fig.  3,  which  is  carried  round  by  the  rollers  or  pulleys  /  and  o,  to 
jeut  the  stumps  conically  to  any  desired  depth. 

Fourth,  the  planing  or  paring  machine  in  Fig  5,  which  is  operated  by  the  forked  piece  \2 
and  shaft  3,  wnich  machine  is  used  for  the  purpose  of  paring  or  planing  away  the  stumps 
conically  to  any  desired  depth. 

No.  32,194.— Archibald  Kirby,  of  Paris,  TL\,— Improved  Txcava^or.— Patent  dated 
April  30,  1861. — ^This  machine  is  so  constructed  that  upon  being  drawn  forward  the  armed 
OQge  of  the  truck  frame  excavates  the  dirt  through  wnich  it  passes,  at  the  same  time  filling 
the  shovel ;  it  may  then  be  hauled  away,  and  by  withdrawing  a  pin  the  shovel  drops  in  ixout 
and  the  dirt  is  emptied.  % 

Cl^im* — Tho  combination  of  a  revolving  scoop  and  truck  firame,  provided  with  a  shorcl 
edge  C,  as  and  for  the  purposes  described. 

No.  32,195— W.  B.  Little,  of  New  York,  N.  Y,— Improvement  in  ^1^115.— Patent  dated 
AprU  30,  1861. — This  invention  consists  in  cutting  out  the  letters  from  a  board  and  bevelling 
iLeir  outer  edges,  and  placing  at  their  backs  a  glass  plate.  A  box  in  the  rear  of  the  sign  con- 
tains a  light,  which  will  render  the  letters  visible  at  night. 

Claim, — The  construction  of  illuminated  signs  in  the  partoilar  manner  represented  and 
daicribed. 

No.  32,196.— Harvey  Locke,  of  Soudi  Boston,  Mass.— /mpr<w«m«iit  in  Pumtis.— Patent 
dated  April  30,  1861. ^This  invention  is  particularly  applicable  to  the  pumps  ot  steam  fi;^- 
engines,  the  object  being  to  give  a  great  opening  to  both  the  induction  and  eduction  valves  with 
a  very  small  amount  of  motion,  and  at  the  same  time  to  entirely  empty  the  cylinder  at  en^'h 
•truke  of  the  piston.  The  induction  valve  is  made  annular  and  surrounds  the  end  of  tbe 
cylinder,  so  that,  by  a  very  slight  motion  of  the  valve,  an  opening  is  effected  all  around  the 
cylinder.  The  cylinder  is  open  at  each  end,  and  the  ends  are  closed  by  disk  valves,  by  a 
B&glit  motion  of  which  the  whole  end  of  the  cylinder  may  be  opened.  The  induction  and 
eduction  valves  are  connected  by  rods. 

Claim. — First,  the  annular  valve  II,  so  constructed  as  to  disclose  when  opened  a  water 
4^ay  around  the  whole  circumference  of  the  cvlinder,  as  described. 

Second,  the  disk  valve  G,  covering  the  whole  end  of  the  cylinder,  as  described,  for  the 
piurpose  set  forth. 

Third,  in  combination  with  the  valve  G,  the  disk  of  India-rubber  or  leather  confined  to  the 
piston,  as  set  forth  and  operating  as  described 
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Fourth,  80  connecting  the  inlet  and  outlet  Tahres  together  that  die  motion  of  one  of  iibtm 
•hall  control  the  motion  of  the  other,  aa  set  forth. 

No.  32,197.— F.  H.  Mannt,  of  Kockport,  HL — Improvememt  in  Harvt$ting  Mackinm.^ 
Patent  dated  April  30,  1861. — This  invontion  consists  in  hinging  or  pivoting  the  supple- 
mentaiy  divider,  near  its  forward  end,  to  the  shoe  or  fixed  divider,  and  supporting  it  near  its 
rear  end  bj  means  of  a  set  screw  traversinp^  a  slot  in  an  adiustable  bracket,  secured  upon  the 
firame  in  such  a  manner  that  the  point  of  the  supplementary  divider  may  be  Adjusted  either 
Tertically  or  laterally  to  any  desired  point  and  retained  therein.  With  the  ]>ivoted  supple- 
mentary divider  is  combined  a  spring  arranged  underneath  the  divider,  near  its  rear  end,  in 
such  a  manner  as  to  compel  the  point  of  the  divider  to  conform  strictly  to  the  surface  of  the 
ground,  and  yet  permit  it  to  yicla  or  pass  over  obstacles. 

Claim. — A  supplementary  divider  pivoted  near  its  point  to  the  fixed  divider  or  shoe  of  a 
harvester,  in  combination  with  an  adjustable  support  near  the  rear  end  of  said  supplementary 
divider,  substantially  in  the  manner  described,  for  the  purpose  set  forth. 

Also,  the  combination  of  the  supplementanr  divider  pivoted  near  its  point  to  the  fixed 
divider  with  a  spring,  substantially  as  described,  for  the  purpose  set  forth. 

No.  32,198.— D.  W.  Maples,  of  Homer,  N.  Y.— Improved  Cheest  Fat.— Patent  dated 
April  30,  1861. — The  water  vat  is  made  with  a  depression,  in  which  the  centre  of  the  beat- 
distributor  is  placed ;  from  its  sides  extend  tubes  of  different  lengths,  which  conduct  tk% 
water  to  various  parts  of  the  vat,  distributing  the  heat  and  equalizing  the  temperatures  of 
the  water  in  the  vat.  Joined  to  the  bottom  of  the  heating  chamber  is  a  stove  which,  in  con- 
nection  with  a  series  of  dampers,  levers,  and  slides,  admits  of  the  heat  being  readily  used 
and  controlled  by  the  operator. 

Claim, — First,  the  distributor  Fig.  4,  and  q  r  tj  F\g.  1,  and  its  application  to  the  purpoet 
•f  an  equal  distribution  of  the  heat  in  and  under  a  vat  for  cheese-making,  substantially  as 
and  for  the  uses  and  purposes  set  forth  and  described. 

Second,  the  arrangement  and  combination  of  the  stove  E,  with  its  peculiar  construcfion, 
substantially  as  shown  in  the  drawings  and  specifications,  and  with  the  beating  chamber  D, 
and  the  dampers  attached,  as  described  and  shown,  and  with  the  aforesaid  distributor,  ¥i^.  4, 
and  with  the  conductor  for  drawing  off  the  whey,  as  constructed  and  arranged  and  described 
in  Fig.  7  of  said  specifications,  and  applied  to  a  vat  for  cheese-making,  as  described  in  said 
specifications,  and  as  and  for  the  uses  and  purposes  described. 

No.  32,199.— J.  W.  MuRPinr,  of  Philadelnhla,  Vfi,— Improvement  in  the  Mode  of  Adjmt$^ 
meni  of  Truss  Frames  of  Bridges, — Patent  dated  April  30,  1861. — ^This  invention  has  for  ita 
object  a  ready  means  of  adjusting  the  counter  dia^nal  rods  without  the  use  of  screws,  nuts, 
&c,j  for  resisting  the  tensile  strain  on  the  rods  ot  the  truss  frames,  by  means  of  two  metal 
blocks  fitting  in  an  elongated  eye  on  the  lower  end  of  each  counter,  diagonal  keys  being 

{>laced  in  projections  formed  in  the  blocks,  by  which  the  latter  are  maintained  in  a  pr(^>er 
ateral  position  and  readily  adjusted. 

Claim. — The  elonffated  eye  on  the  end  of  the  counter,  diagonal  rod  C,  its  two  blocks  O 
and  H,  and  the  two  Keys  I  and  J,  the  whole  being  arranged  as  and  for  the  purpose  set  forth. 

No.  32,200.— Darius  Mvsselman,  of  Lucas  county,  Ohio. — Improved  Combined  Stomn 
and  Hot-air  Engine. — Patent  dated  April  30,  1861. — ^Tho  soot  and  ashes  are  prevented  from 
being  carried  into  the  hot-air  space  and  thence  into  the  generator,  by  means  of  a  peculiarlj- 
formed  pipe  which  conducts  the  hot  air  from  the  furnace  to  the  hot-air  space.  The  sido  of 
this  pipe  has  a  slit  or  seam  in  its  whole  length  communicating  with  the  ash-pan.  A  deriee 
similar  to  the  twist  of  an  augur  extends  through  the  whole  length  of  the  pipe,  which  imparts 
a  whirling  motion  to  the  air  and  causes  the  soot  and  ashes  borne  along  with  the  air  to  bs 
thrown  tmrough  the  slit  in  the  pipe  into  the  ash-pan.  A  portion  of  the  hot  air  also  re-enters 
the  furnace,  l^omes  reheated,  and  passes  into  the  pipe  as  before. 

In  a  short  tube  attached  to  the  pipe  connecting  the  generator  with  the  engine  works  % 
plunger,  the  upper  end  of  which  is  attached  to  a  lever  made  adjustable  by  a  notched  post 
against  which  the  lever  is  pressed  by  a  spring  rod.  The  other  end  of  the  lever  is  attached  to 
a  spring  provided  with  a  pointer  to  indicate  the  amount  of  pressure  on  the  plunger.  The 
fuel-feeder  contains  two  valves  formed  of  arched  metal  plates,  into  the  space  between  which 
the  fuel  is  first  placed,  when  the  lower  valve  is  opened  and  the  fuel  faUs  upon  a  door  and 
thence  into  the  furnace,  the  door  being  returned  to  its  position  by  means  of  springs. 

Claim. — First,  the  arrangement  of  the  devices,  as  set  forth,  by  which  soot  or  ashes  is  pre- 
vented from  entering  the  generator,  which  devices  also  return  a  portion  of  the  hot  air  and 
gases  to  tbe  furnace  to  bo  reheated. 

Second,  the  arrangement  of  tbe  plunger  N,  and  the  devices  coimected  with  it,  by  whi<^ 
said  plunger  acts  as  a  safety-valve,  pressure  indicator,  and  regulator  of  the  air-passagas  M* 
limiting  the  amount  of  motive  power  produced,  substantially  as  set  forth. 

Third,  the  arrangement  of  the  feeder  for  introducing  fuel  into  the  furnace  without  pennii 
ting  the  escape  of  the  condensed  air  contained  in  the  air-space  surrounding  the  furnace,  aab« 
fiUiUtially  as  set  forth. 
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No.  32,201.— John  Newmann,  of  New  York,  N.  Y, ^Improvement  in  Fauceti,—Thieai 
dated  April  30, 1861. — ^The  object  of  this  invention  is  to  prevent  the  beer  once  drawn  throngh 
the  faucet  from  retominji^  through  ag^ain  to  the  barrel,  and  at  the  same  time  allow  the  beer  to 
be  drawn  from  the  barrel  either  with  or  without  a  pump^  like  a  common  beer  faucet. 

Claim. — ^The  chamber  B,  on  faucet  tube  A,  having  arranged  within  it  the  valve  c  and  tb« 
screw-stem  D,  with  its  enlargement  gt  all  arranged  and  operating  substantially  as  and  for 
the  purposes  set  forth. 

No.  32,202.— George  Norris,  of  New  York,  N.  Y,—Imjprotemtnt  in  F»//cr«.— Patent 
dated  April  30,  1861. — ^The  screw-socket,  bv  which  the  case  is  secured  to  the  water  pipe,  is 
perforated  at  its  bottom.  Under  this  socket  is  a  spon^  resting  upon  a  perforated  piato 
Laving  a  tube  extending  down  from  its  centre,  and  within  a  tube  provided  with  a  screw  on 
its  lower  end  working  in  a  screw-hole  in  the  bottom  of  the  case.  By  screwing  up  the  lower 
tube  the  sponge  is  compressed  by  the  plate  and  rendered  compact  so  as  to  form  a  filtering 
medium,  cmd  when  filtered  water  is  not  required  the  sponge  is  allowed  to  expand  and  the 
water  passes  freely  through  it. 

Claim, — The  combination  of  the  perforated  compression  and  discharge  screw  or  tube  B 
and  plate  C  with  the  filtering  material  B  and  case  A,  in  the  manner  and  for  the  purposes 
substantially  as  described. 

No.  32,203.— A.  Handel,  of  New  York,  N.  Y, ^Improvement  in  Preparing  Paper  Stock, — 
Patent  dated  April  30,  1861. — ^The  object  of  this  invention  is  to  separate  the  hard,  worthless 
portion  from  the  useful  fibrous  part  of'^  the  vegetable  material  used  for  paper  stock,  before  it  is 
submitted  to  the  bleaching  process. 

Claim, — ^The  combination  of  the  difierentially  moving  crushing-rollers  with  the  shredding 
cylinder  £  and  spik^  concave  P,  substantially  in  the  manner  and  for  the  pui-poses  shown 
and  described. 

No.  32,204.— G.  W.  Rains,  of  Newbureh,  N.  Y,— Improvement  in  Steam-Boilers,— Vatent 
dated  April  30,  1861. — ^The  lower  water  cnamber  and  tne  upper  water  and  steam  chamben 
are  connected  by  a  series  of  upright  concentric  water-tubes.  Within  the  inner  scries  of  tubes 
is  arranged  the  horizontal  circular  grate,  and  between  the  lower  parts  of  the  inner  tubes  are 
upright  fixed  bars  or  plates,  to  make  the  fire-box.  Fitted  inside  the  lower  opening  of  tint 
door-frame  is  an  upright  gyrate,  for  the  purpose  of  admitting  air  to  the  fuel.  Opposite  the 
door-frame  is  leil  a  wide  space  between  two  of  the  outer  tubes,  and  opposite  this  space  is  an 
aperture  in  the  sheet-iron  curtain  which  surrounds  the  outer  tubes,  from  which  aperture  a  short 
flue  fitted  with  a  damper  leads  through  the  outer  casing  to  the  chimney,  to  be  used  when 
starting  the  fire  and  getting  up  steam. 

Claim, — First,  the  upright  grate  P,  applied  in  relation  to  the  grate  £,  and  in  combination 
with  the  circular  series  of  tubes  C  C,  ana  their  interposed  bars  or  plates  F  F,  substantially 
as  and  for  the  purpose  specified. 

Second,  the  flue  Q  and  damper  R,  applied  in  combination  with  the  curtain  G  and  the  chim- 
ney I,  and  the  wider  space  e,  between  the  tubes  D  D,  substantially  as  and  for  the  purpose 
specified. 

No.  32,205.— J.  R.  Robinson,  of  Boston,  Mass.— /m^ovemen/  tn  Steam-Engines,— Pa,ieni 
dated  April  30, 1861. — ^This  invention  consists  in  so  combining  a  variable  cut-otf  and  a  throttie 
valve  under  the  control  of  a  governor  or  other  controlling  device,  with  which  both  aro  con 
nected,  that  the  cut-off  will  operate  alone,  as  the  regulator,  while  it  can  do  so  economically, 
the  throttle  valve  being  in  the  mean  time  inoperative  and  open ;  and  that  when  the  cut-off,  to 
continue  regulating,  would  require  to  operate  so  early  in  the  stroke  of  the  piston  that  its  us* 
would  cease  to  be  attended  with  economy,  or  be  less  economical  than  the  use  of  the  throttls 
valve,  its  further  operation  will  be  suspended  or  checked,  and  tho  throttle  valve  shall  be 
brought  into  operation  as  the  re^lator. 

Claim, — So  combining  a  variable  cut-off  and  a  throttle  valve,  in  connexion  with  a  steam- 
en^ne,  that  the  cut-off  only  will ^  act  as  the  regulator,  when  the  engine  is  subjected  to  a 
resistance  which  requires  the  admission  of  the  steam  beyond  a  certain  point  in  the  stroke  of 
the  piston,  and  the  throttle  valve  only  will  act  as  the  regulator  when  the  engine  is  subjected 
to  less  resistance,  substantially  as  specified. 

Also,  so  constructing  and  applying  a  variable  cut-off  gear,  which  is  combined  with  a  thros- 
tle valve,  as  above  specified,  tnat  as  the  throttle  valve  closes  the  cut-off  will  operate  later  in 
the  stroke  of  the  engine,  substantially  as  described. 

No.  32,206.— J.  R.  Robinson,  of  Boston,  Mnsn,— Improvement  in  Safety  Plugs  for 
Steam-Botlers, — Patent  dated  April  30,  1801. — The  objects  of  this  invention  arc:  1st,  to  cause 
the  plug  to  take  effect  while  the  crown  sheet,  or  that  plate  of  the  body  of  the  boiler  in  connex- 
ion with  which  the  plug  is  placed,  is  still  covered  with  sufficient  water  to  prevent  injury  to 
the  boiler ;  and  2d,  to  cause  the  heat  to  be  rapidly  transmitted  from  the  pluf  to  the  water, 
until  the  water  gets  below  a  safe  level,  and  then  to  bo  retained  in  and  around  the  plu^,  for  tho 
purpose  of  melting  a  ring  of  fusible  metal,  by  which  the  plug  is  held  in  place,  or  ot  making 
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Ura  plug',  by  its  longitadinKl  expansion,  operate  an  alarm  derice,  or  tear  itoelf  from  the  boiler. 

Claim. — i^lrst,  the  combinntion  of  tbe  ring  or  plug  6,  of  fusible  metal  of  inferior  conducting 
conacity,  and  a  central  plug  C,  of  infusible  metal  of  superior  conducting  capacity,  substan- 
tialiy  as  specified. 

Second,  tbe  tube  d,  combined  with  the  plug  C,  substantially  as  and  for  the  purpose 
specified. 

Third,  the  combination  with  the  safety  plug  of  a  tube  open  at  the  top  for  the  reception  of 
water,  closed  at  the  bottom  b^  the  plug,  and  permanently  attached  to  the  boiler,  substantially 
as  illustrated  by  A  and  H,  Fi^.  1  and  4,  as  specified. 

Fourth,  the  combination  oi  the  tube  ^,  attached  to  and  surrounding  the  plug  C,  and  the 
fixed  tube  A,  surroimding  the  said  tube  d  and  the  plug,  substantially  as  and  tor  the  purposes 
specified. 

FiAb,  the  screw  F,  applied  in  combination  with  the  plug  C,  substantially  as  and  for  tbe 
puiposes  set  forth. 

No.  32,207. — J.  W.  Ross,  of  Boston,  ^lass. — Improvement  in  Inkstands,— Vaicnt  dated 
April  30,  1661. — The  vessel  containing  the  ink  is  provided  with  a  lip  at  its  top,  and  rests 
within  a  socket  in  a  stand  or  top  of  a  desk.  In  the  upper  part  of  the  socket  is  a  female  scoew 
receiving  a  male  screw  attached  to  a  thin  top  plate,  in  which  is  a  square  or  polygonally -shaped 
spening  to  fit  a  suitable  key,  by  which  the  plate  is  turned  and  the  inkstand  secured.  To 
the  top  plate  is  also  attached  a  tube  extending  into  the  ink  vessel,  in  which  is  a  float  having 
an  orifice  through  its  length.  When  the  top  plate  is  screwed  down,  the  lower  surface  of  the 
stopper  presses  against  the  bottom  of  the  well,  and  serves  to  render  the  same  air-tight. 

Claim, — First,  the  use  of  the  float  /c,  travelling  in  a  suitable  guiding-tube,  and  operating 
substantiallv  as  described. 

Second,  the  peculiar  construction  of  the  inkstand,  by  which  I  am  enabled  to  lock  it  in  or 
remove  it  from  its  stand  or  desk,  the  same  consisting  substantially  of  the  screw  h  and  top 
plate  t,  attached  to  or  forming  a  part  of  the  ink  fountam,  and  a  polygonal-shaped  opening  of 
suitable  form  to  receive  a  key,  as  described. 

No.  32,208.— J.  B.  Root,  of  Battle  Creek,  Mich. — Improvement  in  Kotary  Engines, — 
Patent  dated  April  30,  1861. — ^The  pistons,  consisting  each  of  a  flat  plate  of  metal,  have 
attached  to  them  an  arc-formed  piece  of  metal  fitted  to  a  circular  groove  in  one  of  tbe  cylinder 
heads,  the  groove  being  concentric  with  the  inner  periphery  of  the  outer  cylinder  The  pistons 
are  received  within  slots  in  the  drum,  and  each  ]Hston  is  fitted  with  two  cylindrical  segment 

Sieces  of  a  length  equal  to  the  width  of  the  pistons,  which,  besides  serving  to  control  and 
irect  the  oscillating  and  radial  movements  of  the  pistons,  serve  also  as  packing  pieces. 
Claim, — The  employment,  in  connexion  with  the  outer  cylinder  A,  eccentric  piston  drum 
C,  and  rigidly  constructed  pistons  F  F,  of  arc-formed  pieces  a  a,  attached  rigidly  to  the 
pistons  and  fitted  to  concentric  |^oves  in  the  heads  of  the  cylinder  and  segment  pieces  d  d, 
fitted  to  the  pistons  and  to  beanngs  in  the  rotating  drum,  the  whole  combined  substantially 
as  described. 

No.  32,209.— WlLUAM  RoWE,  of  Charlestown,  Ya. — Improvement  in  Machines  for  Thresh- 
tngand  Cleaning  Clover, — Patent  dated  April  30,  1861. — ^The  thi^eshing  cvlinders  are  both 
placed  upon  one  and  the  same  shaft,  and,  with  their  concaves,  are  separated  from  each  other 
by  a  dividing  ring.  One  of  the  cylinders  is  covered  with  a  perforated  metallic  casing,  through 
which  teeth  of  any  desired  size  and  form  may  be  driven,  ibr  receiving  the  cut  grain,  stalks, 
and  heads.  The  other  cylinder,  with  its  concave,  is  provided  with  teeth  of  a  finer  character, 
for  operating  upon  sacks  and  bowls  after  they  have  boon  acted  upon  by  tbe  first  cylinder. 
In  the  rear  of  tne  cylinders  is  a  revolving  screen  cylinder,  into  the  open  end  of  which  the 
moving  mass  of  straw,  &c.,  is  carried  by  the  force  of  the  cylinder  and  the  current  of  air 
eaused  by  tbe  fans.  The  sacks  and  bowls  are  directed  back  towards  the  threshing  cyUndeia 
by  means  of  a  screw  h"  over  a  grate  through  which  the  seeds  drop  to  the  screens  beluw. 
The  revolving  screen  is  supported  within  a  dox  by  gear-wheels,  which  operate  a  small  gear 
on  the  end  of  a  shaft,  provided  with  a  screw  h\  to  work  in  a  suitable  concave  below  it. 

Claim, — First,  the  combination  of  two  threshing  cvliqders  with  a  clover-separating  ma- 
chine, when  said  cylinders  are  arranged  to  rotate  on  the  same  axial  line,  the  cylinders  opei^ 
ating  independently,  as  and  for  the  purposes  stated. 

Second,  the  combination  of  the  cylinders  C  C  with  their  concaves  C"  and  C",  substantiaUy 
OS  and  for  the  purposes  stated. 

Third,  the  combination  of  cylinders  C  C  with  feed-box  D,  blast  and  section  fan  e,  screen  G', 
and  screw  h",  substantially  as  and  for  the  purposes  stated. 

Fourth,  the  combination  of  screen  G'  with  the  box-frame  C*,  and  screw-shaft  h'  with  its 
guide-gears,  as  and  for  the  purposes  sot  forth. 

Fifth,  making  the  i'eed-box  V  so  that  it,  together  with  the  parts  connected  therewith,  as 
shown  in  Fig.  S,  can  all  bo  removed,  as  and  for  the  purposes  stated. 

Sixth,  so  making  and  connecting  the  parts  shown  in  Fig.  5  so  that  they  can  be  quickly 
detached  for  repairs  or  examination  of  the  machine. 

Seventh,  a  clover  threshing  and  cleaning  machine,  in  which  the  narts  are  constructed  and 
combined  to  operate  in  relation  to  each  other  as  shown  and  described. 
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No.  32,210.— George  W.  Soule,  of  Freeport,  ^e,^hnproved  Rigginf  C/osp.— Patent 
dated  April  30,  1861. — ^Two  semi-cjllDdrical  pieces  of  metal,  having  their  insiae  surfaces 
•uitablj  grooved,  are  connected  together  on  one  side  by  an  adjustable  strap-binge,  or  its 
^uivalent,  and  combined  with  a  tapering  link  which  plajs  through  ejes  on  each  half  of  the 
griping  portions,  and  operates  to  open  and  close  the  parts. 

C7atm.— Combining  with  the  two  griping  jaws  A  B  the  hinged  fastening  e,  and  the  taper- 
ing link  C,  working  in  eyes  a  a\  substantially  and  for  the  purposes  set  forSi. 

No.  32,211.— David  J.  Starrett,  of  Thomaston,  Me,--Jmproved  Coal  5^/^.— Patent 
dated  April  30,  1861. — ^This  invention  is  explained  by  the  claim  and  engraving. 

Claim. — Constructing  the  revolving  screen  B  so  that  one  end  shall  project  out  through 
a  closely-fitting  aperture  a,  in  one  side  of  the  closed  case  A,  and  turn  therein  as  a  bearing,  so 
that,  in  connexion  with  a  removable  cap  C,  or  ite  equivalent,  the  coal  may  be  put  in  and 
taken  out  of  the  screen  without  removing  the  sami  from  or  exposing  the  interior  of  the  case, 
substantially  as  and  for  the  purposes  sp^^ed. 

No.  32,212.— Alfred  Swadkiks,  of  South  Boston,  Mass. — Improved  Steam  Cock. — 
Patent  dated  April  30,  1861. — The  two  valves  are  combined  and  arrange  with  one  stem  by 
means  of  a  swivel  or  other  device,  by  which  both  valves  or  the  upper  one  only  may  swivel  or 
be  turned  around  with  respect  to  the  stem.  The  valve-operating^  screws  are  arranged  between 
the  auxiliary  valve  and  the  stuffing-box  or  its  screw-cap,  the  object  being  to  prevent  leakage 
of  the  condensation  of  the  escaped  steam. 

Claim, — ^The  combination  and  arranrement  of  the  two  valves  B  I  with  the  swivel  O,  of  the 
stem  C,  such  valves  being  constructed  and  connected  by  screws,  or  mechanical  equivalents 
therefor,  substantially  as  specified. 

No.  32,213.— James  H.  Swett,  o^  Pittsburg,  Pa. — Improvement  iu  Spike  Machines. — 
Patent  dated  April  30,  1661. — The  arms  that  carry  the  heading  tool  forward  and  back  are  so 
arranged  on  the  outside  of  the  main  frame  as  that  they  shall  have  the  support  of  the  main 
frame  to  resist  the  lateral  or  wabbling  motion  of  said  heading  tool,  and  thus  enable  the  header 
to  make  uniformly-shaped  heads,  and  true,  qu  the  shank  of  the  spike.  The  journals  or  sup- 
ports of  the  arms  that  carry  or  operate  the  header  are  hung  in  curved  slots,  for  the  purpose  of 
changing  the  inclination  of  the  header.  The  ways  upon  which  the  nipper  slide  works  are 
made  acyustable  for  the  purpose  of  causing  the  nippers  to  gripe  more  or  less  hard  upon  the 
blank  for  drawing  forward  more  or  less  of  the  blank,  or  to  separate  it  entirely  from  the  rod, 
in  case  the  pointing  dies  fail  to  separate  it.  An  adjustable  sliding  arm  on  the  crank  arm  is 
designed  to  give  the  nippers  more  or  less  advancing  motion,  so  as  to  draw  out  from  the  rolls 
or  dies  more  or  less  of  the  blank  or  spike  rod  to  form  the  head  as  may  be  required  by  the  heat 
on  the  rod  or  blank,  or  by  the  working  of  the  machine. 

Claim. — First,  supporting  the  header  against  lateral  vibration  by  means  of  the  shaft  b  and 
arms  O  O,  the  latter  moving  against  the  outside  of  the  frame,  substantially  as  described. 

Second,  hanging  thejoumals  of  the  rock-shafl  P,  to  which  the  header  is  connected  in  curved 
slots,  for  the  purpose  of  changing  the  inclination  of  the  header,  to  correspondingly  change  the 
position  of  the  head  upon  the  finished  spike,  substantially  as  described. 

Third,  the  adjustable  "waja  8  S,  for  the  purpose  of  so  clamping  the  slide  R  as  that  it  shall 
not  move  by  the  weight  or  friction  of  the  second  slide  T  until  forced  to  move  with  it,  substan- 
tially as  and  for  the  purpose  described. 

Fourth,  the  adjustable  slide  U,  in  the  arm  G,  for  the  purpose  of  varying  the  motion  of  the 
Dippers  in  relation  to  the  motion  of  the  header,  and  to  draw  out  more  or  less  of  the  blank,  ns 
the  condition  of  the  heated  bar  may  require,  as  set  forth. 

No.  32,214.— James  M.  Tolley,  of  Big  Lick,  Yh.^Improted  Washing  JIfarAtfie.— Patent 
dated  April  30,  18G1. — ^The  journals  of  the  lower  series  of  rollers  are  secured  at  their  inner 
^ds  in  a  hub  at  the  lower  end  of  the  upright  stem,  the  outer  ends  turning  in  blocks  fixed  to 
^e  tub.    The  upper  series  is  supported  oy  a  hub  and  hangers  in  the  upper  disk. 

Claim. — ^The  combination  of  the  two  sets  of  rollers  e  c'  with  each  other  and  with  the  disks 
A  B,  when  the  rollers  upon  the  disk  A  are  arranged  to  cross  those  of  the  disk  B,  all  in  the 
manner  shown  and  described. 

No.  32,215.— Daniel  H.  Viall,  of  Schaghticoke,  N.  Y,— Improvement  in  Grain  Cradles.-- 
Patent  dated  April  30,  18GJ.— The  bolt  by  which  the  finger-brace  is  secured  to  the  swath  is 
made  of  metal,  and  provided  with  a  wedge-shaped  bolt.  The  bolt  is  passed  through  the 
swath,  and  a  transverse  hole  being  made  in  the  same,  the  finger-brace  is  inserted,  and  passes 
through  the  widest  part  of  the  slot.  A  blow  on  the  wedge  causes  it  to  press  the  fingcr-brace 
into  the  narrow  part  of  the  slot,  which  thus  firmly  secures  it 

C/atm.— The  slotted  bolt  /,  constructed  as  described,  in  combination  with  the  brace  of  a 
grain  cradle,  for  the  purpose  set  forth. 

No.  32,216.— Thomas  S.  Whttenack,  of  Easton,  'Pe^.—Improvement  in  Harvesting  Ma- 
cAine*.— Patent  dated  April  30,  1861. — To  the  inner  end  of  the  reel-shaft  is  attached  a  metal 
plato  or  head,  which  has  cars  or  lugs  projecting  from  its  face  at  right  angles.    To  each  car 
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are  attached  bj  bolts  or  screws  two  arms  or  braces,  working  freely  on  the  bolts  or  screws. 
To  the  outer  ends  of  the  arms  are  attached  adjustable  bars,  formlDg  beaters  to  act  upon  the 
grain  in  front  of  the  sickle.  To  the  back  part  of  the  main  frame  are  attached  two  curved  or 
segment  bars,  one  at  each  side,  and  each  provided  with  two  curved  slots,  through  which  pass 
bolts  which  secure  the  arms  to  the  segment  bars,  the  outer  ends  of  the  bars  serving  as  bear- 
ings for  the  reel-shaft.  The  Moment  bars  form  segments  of  circles,  of  which  the  shaft  of  the 
dnving-wheel  is  the  centre.  'Tat  reel  may  be  raised  or  lowered  by  adjusting  the  arms  on  ths 
segment  bars. 

C/aim.— Constructing  the  reel-head  G,  with  plane  plates  or  ears  «,  for  the  attachment  of  the 
adjustable  arms/^,  in  combination  with  the  said  adjustable  arms  and  the  adjustable  bars  ^,  all 
as  set  forth. 

Also,  the  arrangement  of  the  slotted  supporting  segments  £  £',  having  their  sift'eep  con- 
centric  with  the  axis  of  tho  driving-wheel  B,  in  combination  with  the  adjustable  arms  d, 
shaft  F,  and  the  reel,  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  32,217.— Hugh  H.  WinxSEY,  of  Waterford,  V&,^Improtement  in  BeeAtees.— Patent 
dated  April  30,  1861. — The  entrance  of  the  hive  is  provided  with  an  adjustable  slat,  to  the 
lower  edge  of  which  small  ^vitating  sections  are  hinged,  so  as  to  allow  them  to  swing  onl- 
wards  only.  The  slat  is  adjusted  so  as  to  leave  space  enough  under  the  trap  for  the  working 
bees  to  pass  out ;  the  drones  can  also  pass  out,  but  are  prevented  by  these  devices  from 
returning. 

Claim. — Constructing  the  hive  by  dividing  the  rectangular  box  A  by  the  oblique  partitibn 
B,  so  as  to  form  a  sheltered  area  around  the  entrance,  a  triangular  apartment  for  the  swarm, 
with  the  passa^  O,  at  the  lower  angle  thereof,  and  hanging  supplementary  chambers  or 
boxes  £  immediately  back  of  the  same,  communicating  therewith  by  means  of  the  passage  or 
passages  h^  the  whole  being  provided  with  the  means  of  ventilation  by  the  holes  g  at  or  near 
the  near  entrance  G,  the  whole  arranged  and  combined  substantially  in  the  manner  and  for 
the  purpose  shown  and  described. 

Also,  the  device  for  graduating  the  entrance  to  the  passage  G,  consisting  of  the  adjustable 
slot  11  and  hanging  traps  or  doors  j,  constructed  and  operating  substantially  as  and  for  the 
purposes  set  fonh. 

No.  32,218.— Solomon  Fry,  of  Monongahela  City,  VA,—lmproted  Door  LocX:.— Patent 
dated  April  30,  1661. — This  invention  consists  of  an  arrangement  of  springs,  bolts,  levers, 
d-c,  so  operated  that  the  inside  knob,  used  for  operating  the  spring  bolt,  will  remain  opera- 
tive, while  the  outside  knob  can  be  onerative  or  inoperauve  at  pleasure,  without  affecting  the 
action  of  the  inside  knob ;  and  in  locking  the  door  on  the  inside  the  keyhole  guard  will  close 
the  outside  kevhole  of  the  lock,  and  when  locked,  eitlier  from  tho  inside  or  outside  of  the 
door,  the  lock-bolt  and  spring-bolt  will  be  held  securely  in  their  place. 

Claim. — ^The  arrangement  of  the  keyhole  guard  A,  springs  t  and  r,  bolts  s  and  j,  levers  f 
and  t,  click  k,  and  cams  o  and  p,  arranged,  constructed,  and  operated  substantioiiy  as  de- 
scribed, and  for  tho  purpose  set  torth. 

No.  32,219.— John  McAuley  Gallagher,  of  Roxburr,  Mass.— /mproremfnf  in  the  Con* 
struetion  of  Gas  Retorts. — Patent  dated  April  30,  1861.— The  retort  is  constructed  with  lues 
projecting  from  the  outside  surface  of  the  retort,  and  forming  the  support  of  longitudinal  ribs 
lor  the  purpose  of  holding  the  cement,  which  is  placed  on  the  outside  of  tho  retoixs,  to  preserve 
them  against  the  injurious  influence  of  the  fire. 

Claim. — The  construction  of  the  retort  with  longitudinal  ribs  and  projecting  lugs,  as  shown 
and  described. 

No.  32,220.— G.  W.  Gould  and  P.  W.  Gould,  of  Evans,  N.  Y.^Improved  Washing 
Jt/acAtne.- Patent  dated  April  30, 1861. — ^This  invention  consists  in  the  employment  of  recipro- 
cating rubbers,  in  combination  with  a  stationary  frame  and  a  flat  corrugated  t)ottom  box. 

Claim. — The  employment  of  tho  double  reciprocating  rubbers  D  D,  used  in  connexion  with 
stationary  frame  B,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,221.— William  M.  Griscom,  of  Philadelphia,  TtL^Improved  Shutter  Fastener.^- 
Patent  dated  April  30,  1861. — This  invention  relates  to  a  shutter  fastener  so  constructed  and 
arranged  that  the  bolts  shall  serve  to  retain  the  shutters  in  a  partially  open  state;  and  the 
improvement  consists  in  a  construction  of  parts  for  tightening  the  bolts  at  any  point  to  which 
it  may  be  adjusted,  and  for  preventing  the  rattling  of  the  shutters. 

Claim. — ^1  he  bolt  D,  its  notch  y,  the  stud  E,  and  disk  F,  with  its  inclined  planes,  in  com- 
bination with  the  plate  B,  and  its  socket  i/,  the  whole  being  constructed  as  and  for  the  pur- 
pose set  forth. 

No.  32,222.— W.  H.  Gwynke,  of  New  York,  N.  Y. ^Improvement  in  Apparatus  for 
JXaphlhnliiing. — Patent  dated  April  30,  1861. — In  connexion  with  a  gas  fixture  is  ananged  a 
r&scrvoir  containing  a  quantity  of  carbonizing  liquid,  in  such  a  manner  that  the  gas  is  com- 
pelled to  pass  through  this  liquid  just  before  it  reaches  the  burner,  and  that  tho  hydro-carbon 
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vapors,  which  are  taken  up  by  the  gas  in  passing  throngh  Uie  liquid  in  the  reeerToir,  hhYt 
no  chance  to  form  a  deposit  before  the^  pass  out  from  the  burner.  The  tube  whicii  conducts 
the  gas  from  the  pipe  into  the  reservoir  and  the  liquid  contained  therein  is  made  adjustable 
bj  turning  it,  so  that  its  mouth  maj  be  set  at  a  greater  or  less  distance  below  the  surface  of 
the  liquid,  and  according  to  the  larger  or  smaller  quantity  of  hydro«carbon  vapors  which  it  if 
intended  to  incorporate  with  the  gas. 

Claim. — First,  the  use  of  a  reservoir  for  containing  a  liquid  hydro-carbon  attached  to  the 
gas  fixture,  and  provided  with  a  pipe  communicating  directly  with  the  burner,  substantisJly 
as  shown  and  described,  and  for  the  purpose  explained. 

Second,  the  arrangement  of  the  revolving  pipe  B,  and  reservoir  A,  in  combination  with  a 
gas  burner,  substantially  as  and  for  the  purpose  described. 

No.  32,223.— F.  B.  Hall,  of  Hartford,  Conn. — Improvement  in  Car  Coupling. ^Tnieni 
dated  April  30,  1861. — This  invention  consists  in  a  bow  or  U-shaped  bolt,  one  arm  of  which 
is  round  and  is  supported  in  a  round  socket  or  ^ide  in  which  it  can  turn,  and  the  other  arm 
of  which  is  flat,  and  drops  through  an  oblon?  slot  in  the  top  and  bottom  of  the  buffer,  and  h 
provided  with  a  shoulder  to  support  it  previous  to  the  coupling  operation,  both  arms  being 
furnished  with  collars  to  prevent  them  from  dropping  too  far  through  their  respective  open- 
ings. A  counterpoised  link  is  made  to  set  in  tne  buffer,  so  that  its  projecting  end  &all 
maintain  a  horizontal  position  and  always  fireely  enter  the  buffer  of  the  car  that  is  to  bt 
coupled  to  it. 

Claim. — First,  in  combination  with  a  hopper-head  and  a  permanent  bolt  support  connected 
thereto,  a  bow  or  U-shaped  bolt  constructed,  arranged,  and  operating  therewith,  substantially 
as  described. 

Also,  a  counterpoised  or  overpoised  link,  the  weighted  end  of  which  will  fairly  sit  in  its 
buffer-head  and  hold  the  projecting  end  in  a  horizontal  position  so  that  it  will  fairly  and 
truly  enter  the  buffer-head  that  it  is  to  be  connected  with,  substantially  as  described  and  fof 
the  purpose  set  forth. 

No.  32,224.— Wm.  L.  Haller,  of  Philadelphia,  Pa.— /m/irorerf  Scrubbing  Bru<A.— Patent 
dated  April  30,  1861. — ^This  invention  is  explained  by  the  claim  and  engraving. 

Claim. — ^A  scrubbing  brush  composed  of  strips  of  India-rubber  or  analogous  material, 
clamped  in  dovetail  grooves  in  the  body  of  the  brush,  and  projecting  from  Uie  face  thereof^ 
substantially  as  shown  and  described  and  for  the  purpose  specified. 

No.  32,225.— Henry  Hartwics,  of  New  York,  N.  Y. ^Improvement  in  LocJfcs.— Patent 
dated  April  30,  1861. — ^The  key-bit  is  arranged  in  the  inside  of  the  lock,  forming  part  of  ths 
same,  in  such  a  manner  that  before  being  able  to  act  upon  the  bolt  it  has  to  be  liiled  over  a 
projection  by  the  action  of  the  key,  which  latter  is  connected  to  the  key-bit,  for  the  purpose 
of  operating  the  lock  at  a  point  outside  of  the  centre  of  motion,  both  the  key-bit  and  the  Key 
turning  loosely  upon  a  key -bolt 

Claim. — ^The  arrangement  or  the  key-bit  £,  in  a  lock,  turning  loosely  upon  the  kev-bolt 
D,  when  said  key-bit  is  combined  with  a  projection  or  stop  F,  uist  on  the  lock-case,  in  the 
manner  and  for  the  purpose  set  forth. 

No.  32,226.— Henry  Hartwig,  of  New  York,  N.  Y. ^Improvement  in  LotA;«.— Patent 
dated  April  30,  1861.— This  invention  consists  in  the  arran^ment  of  a  slide  or  wedge  ope- 
rated by  a  spring  so  as  to  cover  up  partly  the  keyhole,  the  slide  or  wedge  being  pressed  clear 
of  the  keyhole  by  the  introduction  of  a  wedge-shaped  key. 

Claim. — ^The  arraneement  and  use  of  a  wed^-shaped  sliding  piece  E,  covering  up  the 
lower  part  of  the  keyhole,  and  operated  by  the  introduction  of  Uie  wedge-shaped  bit  of  the 
key,  as  described. 

No.  32,227. — George  Harlan,  of  Brownsville,  Ind. — Improvement  in  Seeding  Machine*,^ 
Patent  dated  April  30, 1861. — ^Tbe  seed-tubes  or  spouts  are  attached  to  the  rear  ends  of  arms, 
the  front  ends  of  which  are  fitted  on  the  end  of  a  transverse  shaft,  and  to  the  back  part  oif 
each  arm  is  a  spring  connected  by  a  rod,  which  tend  to  keep  the  tubes  out  from  the  frame, 
by  which  means  a  lateral  self-adjusting  movement  is  allowed  the  tubes,  and  the  seed  sown 
in  the  spaces  between  the  hills  ot  standmg  com.  A  series  of  levers  and  cams  are  so  arranged 
as  to  graduate  the  amount  of  seed  to  bo  sown  over  a  given  area. 

Claim. — First,  the  tubes  P,  attached  to  bars  or  arms  Q,  jointed  and  provided  with  springs 
8,  substantially  as  shown  and  described,  to  admit  of  a  self-acyusting  lateral  movement  ol 
said  tubc^,  for  the  purpose  set  forth. 

Second,  the  combination  of  the  cams  D,  slides  F,  and  levers  T  U,  when  the  latter  are  ooo* 
nected  by  adjustable  links  k  ^,  and  all  arranged  as  and  for  the  purposes  set  forth. 

No.  32,228.— A.  C.  Barstow,  (assiffnor  to  the  Barstow  Stove  Company,)  of  Provi- 
dencc,  R.  I. — Improvement  in  Cooking  Stoves. — Patent  dated  April  30,  1861. — ^llie  heat  is 
passed  to  both  ovens  by  a  single  set  of  flues,  thus  dispensing  with  the  use  of  dampers. 
Between  the  two  ovens  and  separating  the  same  is  a  movable  plate,  by  removing  which  the 
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routing  oven  can  be  connected  and  nied  in  combination  with  the  baking  oven,  wben  necea- 
aaiy. 

Claim, — In  coolcing  stovee  of  square  or  qnadrangnlar  form,  baying  in  addition  to  tbo  ordi- 
nary baking  oven  parallel  to  and  on  the  opposite  siae  of  the  fire-chamber  a  roasting  oven,  the 
arrangement  described  of  the  fire-chamber  and  ash-pit,  in  combination  with  a  movable  plate 
or  its  equivalent,  so  that  the  said  roasting  oven  may  be  used  separately  from  or  in  connexion 
with  and  as  an  enlargement  of  the  baking  oyen^  substantially  as  set  forth. 

No.  32,229.— Theodore  Burr,  assignor  to  Himself,  C.  L.  Burk,  S.  W.  McCrea,  L.*H. 
Brikkerhofp,  and  Parcel  Brinkerhoff,  of  Battle  Creek,  ^ich,— Improvement  in  Frae- 
ture  Apparatus, — Patent  dated  April  30,  1861. — ^The  operation  of  the  toggle-braces,  by 
making  the  extension  in  a  ri?ht  line,  is  designed  to  obviate  the  imperfections  of  unskillful 
practitioners,  and  to  remove  the  inconvenience  of  storing  an  outfit  for  each  and  every  different 
length  of  limb  subject  to  be  broken. 

Claim. — ^The  application  of  the  toggle-braces  D,  operated  upon  by  a  screw,  in  connexion 
with  extension  splints,  operating  as  described  and  for  the  purpoiM  set  forth. 

No.  32,230.— Edwin  Campbell,  assignor  to  Edwin  Heath,  of  Bath,  Me,— Improved 
Edge  Key. — Patent  dated  April  ^K),  1661. — ^To  one  end  of  a  wooden  handle  is  attached  a  metal 
ahwk,  in  which  fits  a  four-sided  metal  block,  having  its  sides  of  a  contour  suited  to  give  the 
required  shape  to  the  edge  of  the  solo.  The  key  is  held  in  position  by  means  of  a  small  metal 
block  sliding  in  a  recess  m  the  shank,  aj^inst  which  block  a  rod  extending  through  the  handle 
is  made  to  press  by  a  thumb-screw  working  in  a  cap  on  the  handle,  by  which  means  the  key- 
block  may  oe  readily  adjusted  to  soles  of  different  thicknesses. 

Claim, — ^As  an  improved  article  of  manufacture,  a  boot  and  shoe  key,  in  which  the  parts 
■le  constructed  and  combined  to  operate  in  relation  to  each  other,  as  shown  and  described. 

No.  32,231.— Valentine  Felker,  assignor  to  Himself  and  Rufus  Jones,  of  Carmel, 
Me. — Improvement  in  Ploughs, — Patent  dated  April  30, 1861. — ^Attached  to  the  beam  is  a  lever 
connected  to  two  jaws  vibrating  on  one  end  of  tne  beam,  their  lower  ends  holding  a  wheel ; 
by  drawing  back  the  lever  the  wheel  is  depressed  and  the  plough  raised  above  the  eround. 

Claim, — ^Tbe  arrangement  of  the  plough  holder,  as  constructed,  of  parts  N  H  1  F  £  and  I, 
attached  to  plough  A,  with  plough  governor  B,  operating  as  described  and  for  the  purposes 
set  forth. 

No.  32,232.— Richard  Gornall,  assizor  to  Hhnself  and  Wiluam  J.  Hooper,  of  Bal- 
timore, Md. — Improved  Machine  for  Making  Bullets, — Patent  dated  April  30, 1861. — ^Extend- 
ing above  and  below  the  bed  are  knees,  constituting  sockets  for  the  punches  and  matrix  to 
work  in.  Within  a  cross-head  is  a  cvlindrical  matnx  ioumal,  by  which  the  latter  is  raised 
and  lowered  at  proper  times,  through  the  medium  of  links,  a  lever,  and  connecting  rod,  at- 
tached to  the  rear  end  of  the  lower  fever.  Joumalled  in  the  upper  knee,  concentrically  with 
the  matrix,  is  a  core,  provided  at  its  lower  end  with  a  conical  projection,  to  form  the  cavity  in 
the  bullet,  and  held  a^nst  longitudinal  motion  by  a  collar  engaging  beneath  a  shoulder  in 
the  knee.  A  screw  projecting  through  the  matrix  into  a  longitucTinal  groove  in  the  core  affords 
the  former  a  longitudinal  motion  independentlv  of  the  latter,  but  compels  them  to  rotate  in 
unison.  The  blank  being  compressed  within  tne  matrix,  is  securely  held  from  turning  by  the 
small  part  of  its  heel. 

Claim, — First,  the  solid  matrix  E,  operating  in  connexion  with  a  suitable  punch  and  core 
to  first  compress  the  bullet  and  then  hold  it  as  a  chuck  or  mandrel  to  be  turned,  substantially 
as  set  forth. 

Second,  the  cross-head  F,  links  Q,  lever  H,  and  rotary  core  L,  operating  in  coimexion  with 
the  matrix  E,  to  impart  an  intermittent  vertical  and  rotary  motion  thereto,  substantially  in  the 
manner  explained. 

No.  32,233,— T.  C.  Hargrave,  assignor  to  H.  M.  Crane,  of  Schenectady,  N.  Y.— /m- 
provement  in  Harvesting  Machines, — Patent  dated  April  30, 1861. — By  means  of  the  arrange- 
ment of  the  wheel  in  an  inclined  position,  a  large  toothed  wheel  may  be  employed,  and  a 
proper  speed  thereby  attained  for  driving  the  sickle  in  a  direct  and  simple  manner,  two  gear 
wheels  only  being  employed. 

Claim, — Having  the  driving  shall  D  arranged  in  an  inclined  peeition,  as  shown  and  de- 
scribed, so  that  a  toothed  wheel  E  of  larger  diameter  than  the  dnving  wheel  B  may  be  em- 
ployed on  said  shaft,  all  as  set  forth,  for  mo  purposes  specified. 

No.  32,234.— Wiluam  H.  Hope,  of  Washington,  D.  C,  assignor  to  T.  B.  Florence,  of 
Philadelphia,  Pa. — Improvement  in  Street-Cleaning  Machines, — Patent  dated  April  30, 1861. 
The  shovels  or  scrapers  are  attached  to  shanks  or  handles  that  move  independently  up  and 
down  in  a  frame  in  the  rear  of  the  machine,  and  are  provided  with  a  pin,  which  prevents  their 
falling  out  when  the  frame  is  raised  by  a  lever  extending  to  the  driver's  seat.  A  conveyer, 
made  of  slats  and  buckets,  carries  the  substance  swept  up  into  a  box,  the  bottom  of  which  is 
hinged  and  provided  with  a  latch  spring  and  cord  leading  to  the  driver's  seat,  by  which  the 
load  may  be  dropped  when  necessary. 
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Claim, — Thst,  the  pecnliar  coDstniction  and  arrangement  of  the  shovels  or  scrapers  9^  as 
described,  in  combination  with  the  endless  apron  or  conveyor  c,  frame  F,  and  lever  L,  for  the 
purposes  specified. 

Second,  the  combination  with  the  hinged  frame  F  and  hinged  bottoms  B  B  of  the  levers  L 
and  /,  the  latch,  spring,  and  cord,  or  its  equivalent,  constructed  and  arranged  in  relation  to 
the  driver's  seat,  in  the  manner  and  for  the  purpose  specified. 

No.  32,235.— J.  J.  McCoRMiCK,  of  Paterson,  N.  J.,  assignor  to  Himself  and  J.  L.  Can- 
field,  of  Now  York,  N.  Y,—Improved  Spring  Bed  Bottom.— Patent  dated  April  30,  1861.— 
The  ends  of  the  spring  are  secured  to  the  upper  side  of  a  slat  by  a  screw,  which  passes  loosely 
through  the  slat  and  ends  of  the  spring  into  a  block,  which  forms  a  cushion  for  the  spring, 
and  determines  the  amount  of  motion  to  the  latter. 

Claim. — ^The  emplovment  of  the  cushion  C,  in  combination  with  the  spring  A  and  screw  a, 
substantially  as  described  and  for  the  purpose  specified. 

No.  32,236.— John  Shinn,  of  Leverington,  Pa.,  assignor  to  Himself  and  B.  H.  Jenks, 
of  Bridesburg,  Pa. — Improvements  in  Looms. — Patent  dated  April  30,  1861. — ^The  jacks  are 
connected  to  the  heddles  by  cords  passing  over  pulleys.  A  blade  is  set  in  the  central  part  of 
the  jack  and  hung  on  a  centre  pin,  on  which  it  freely  works.  On  the  back  of  4he  jack  are 
two  notches,  at  equal  distances  irom  the  centre.  The  notches  are  at  such  a  distance  apart  as 
18  required  for  the  movement  of  the  heddles  to  which  the  jack  is  attached.  The  edges  of  the 
blades  are  inclined  from  the  centre  to  the  end  when  either  end  is  out,  and  as  the  jack  moves 
either  up  or  down,  the  blade  acts  as  an  inclined  plane  and  will  force  the  needle  out,  and  at  the 
some  time,  the  blade  being  out  at  that  end,  it  will  allow  a  pin  fastened  to  the  spring  to  drop 
into  a  notch  in  the  jack,  and  thereby  firmly  hold  the  Jack  and  heddle  in  that  position  until 
changed  by  the  pattern  on  the  chain. 

Claim. — First,  constructing  each  jack  in  such  a  manner  that  after  having  given  a  full 
movement  to  the  heddle  in  either  direction,  up  or  down,  it  will  be  held  in  that  position  inde- 
pendent of  the  others  until  relieved  by  the  pattern  cylinder  or  chain,  as  described. 

Second,  making  the  edges  of  the  blades  on  the  jocks  inclined  or  bevelled  from  the  centre 
oat  to  each  end,  so  that  by  pressing  one  end  of  the  blade  into  the  iack  the  other  end  from  the 
centre  out  will  form  an  inclined  plane,  and  force  the  needle  out  to  be  ready  for  the  next  move- 
ment of  the  cylinder  or  chain. 

Vo.  32,237.— S.  W.  Warren,  of  Brooklyn,  N.  Y.,  assignor  to  Himself,  T.  C.  Banks,  and 
John  Thompson,  of  New  York,  N.  Y. — improved  High  and  Low  Water  Indicator  for  Steam 
BoUers. — Patent  dated  April  30, 1861, — ^The  expansion  pipe  is  located  sliphtly  below  the  usual 
and  proper  water  level*  so  as  to  remain  always  full  of  water,  except  when  the  water  in  the 
boiler  falls  below  the  level  of  the  pipe,  when  steam,  occupying  the  space  of  the  water,  will 
heat  the  pipe  and  cause  its  expansion,  and  a  consequent  alarm.  At  one  end  of  this  pipe  B  is 
a  pipe  6  that  passes  down  in  the  form  of  a  siphon  and  enters  the  boiler  some  distance  below 
the  surface  of  the  water.  An  ascending  pipe  passes  into  the  boiler  at  a  point  as  high  as  the 
greatest  level  to  which  it  is  safe  to  fill  the  ooiler.  A  glass  inspection  ^auge  is  arranged  in 
such  a  manner  that  the  connexions  thereto  can  be  shut  off  without  interlering  with  the  action 
of  the  indicator. 

Claim. — First,  the  siphon  pipe  e,  in  combination  with  the  expansion  pipe  B,  arranged  in 
the  manner  and  for  the  purposes  set  forth. 

Second,  introducing  the  pipe  d  into  the  steam-boiler  at  the  level  of  the  greatest  height  to 
which  the  water  is  to  be  supplied,  so  as  to  produce  a  high- water  indicator  by  the  circulation 
of  hot  water  through  the  expansion  pipe  B,  for  the  purposes  set  forth. 

Third,  the  arrangement  of  the  glass  .indicating  gauge  /  and  valves  or  cocks  it  n,  in  combi- 
nation with  the  pipes  d  and  B,  for  the  purposes  set  forth. 

No.  32,238. — J.  S.  Butterfield,  .of  Philadelphia,  Pa. — Improvement  in  Breech-loading 
Ordnance. — Patent  dated  April  30,  18<51. — The  solid  bed-piece  is  designed  as  a  secure  bona 
between  the  barrel  and  breecn  of  the  cannon  during  the  act  of  firing;  the  tapered  end  of  the 
screw  being  forced  into  the  rear  of  the  barrel  previous  to  every  discmirge  forms  a  thoroughly 
tight  joint,  and  is  designed  to  compensate  for  the  expansion  of  the  barrel  caused  by  rapid 
finng. 

CUiim. — ^First,  the  combination  of  the  pivoted  barrel  A,  solid  bed  and  breech^iece  B  J, 
and  pivoted  lock-piece  C,  constructed,  arranged,  and  operating  substantially  as  and  for  the 
purpose  set  forth. 

Second,  the  combination  of  the  taper-ended  breech  screw  F/',  pivoted  barrel  A,  perforated 
lock-piece  C  D,  and  solid  bed  and  breech  B  J,  in  the  manner  and  for  the  purposes  shown^md 
explained. 

Na  32,239. — Samuel  Comfort,  jr.,  of  Morrisville,  Pa. — Improvement  in  Setoing  Ma* 
chines. — Patent  dated  May  7,  1861. — To  the  top  of  the  stationary  arm  is  secured  an  inclined 
pillar,  and  in  front  of  the  latter  is  attached  a  bar  by  means  of  a  set  screw,  between  the  head 
of  which  and  the  bar  intervenes  a  helical  spring.    The  needle-thread  passes  from  the  spool 
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(hrougli  an  orifice  in  the  pillar,  and  upwards  between  the  latter  and  the  bar.  When,  bTtmj 
accident,  the  free  unwinding  of  the  thread  from  the  ipool  is  interrupted  or  retarded,  the  top 
of  the  bar  will  be  pulled  forward  bj  the  thread,  and  the  friction  previously  imparted  will  m 
removed,  the  spring  bar  recovering  its  position  upon  the  removal  of  the  obetraction,  thus 
rendering  the  tension  self-relieving. 

Claim, — Imparting  tension  to  the  needle-thread,  for  producing  the  necessaiy  tension  on 
the  same,  by  means  of  a  coiled  or  other  suitable  spring  /  and  bar  O,  or  its  equivalent,  and 
the  pillar  I,  or  other  suitable  stationary  object,  when  t&  fulcrum  of  the  said  bar,  the  thread 
^de  on  the  same,  that  part  of  the  bar  acted  on  by  the  spring,  and  the  orifice  in  the  pillar 
for  the  passage  of  the  thread  are  so  situated  in  respect  to  eiub  other,  and  to  the  direction 
taken  b v  the  thread  itself,  that  any  retarding  of  the  latter  or  interroption  of  its  progreta  to  • 
wards  the  frictional  surface  will  remove  the  friction  caused  by  the  bar,  as  set  forth. 

Also,  the  combination  of  the  spring  T  with  the  discoidal  shuttle,  when  the  said  spring  is 
so  situated  in  re-spcct  to  the  orince  v,  and  in  respect  to  the  direction  of  the  thread  from  tha 
shuttle-spool  to  the  fabric,  that  any  retarding  or  interruption  of  the  free  passage  of  the  thread 
from  the  spool  will  be  the  cause  of  removing  the  friction  on  the  thread  between  the  spring 
and  case,  as  specified. 

No.  32,H40.— Waldo  P.  Craio,  of  Newport,  Kj.-^Improved  Cotton  Press.— Patent 
dated  May  7,  1861. — ^The  screw  box  to  which  the  toggle  arms  are  connected,  after  pasainc 
the  screw  at  the  upper  end,  is,  when  the  shaft  is  revereed,  thrown  in  proper  connexion  with 
the  threads  of  the  screw  by  its  own  weight  and  that  of  the  toggle  arms,  while  at  the  lower 
end  the  coiled  spring  loosely  slipped  on  between  the  screw  and  collar  is  designed  to  throw 
the  box  in  place  when  an  upward  motion  is  required. 

Claim. — ^The  peculiar  arrangement  of  travelling  box  and  follower  C  f  e  e  D  ^  ^,  toggle 
arms  £  £,  screw  shafr  G  g  f,  and  spring  H ;  the  whole  being  combined  and  adaptad  to 
operate  substantially  as  set  fortL 

No.  32,241.— Joseph  Dalton,  of  Brooklyn,  N.  Y. — imjMrovement  in  Knitting  Mackino9, — 
Patent  dated  May  7,  1661. — ^Thls  invention  consists  in  making  the  cylinder  containing  the 
needles  upright  and  stationary,  the  needles  in  the  cylinder  being  fixed  at  equal  distancea 
from  and  p^allel  to  each  other,  and  the  feeding  and  casting-ofl:  apparatus  revolving  around 
and  within  said  cylinder.  To  a  portion  of  the  cvlindor  is  attached  a  cam  in  such  a  manner 
that,  by  the  iutcrvcntion  of  a  bent  lever,  the  machine  is  made  to  put  less  yam  into  the  loops 
during  a  portion  of  the  revolution,  thus  forming  the  instep  of  the  stocking,  or  narrowing 
any  portion  of  the  garment  being  knitted. 

Claim. — ^The  stationary  upright  cylinder  with  the  needles  fixed  thereto  at  equal  distances 
from  and  parallel  to  each  other,  combined  with  the  feeding  and  clearing  appara!tus  revolving 
around  and  within  said  cylinder. 

Also,  the  bent  lever  V,  in  combination  with  the  cam  m  and  feeding  apparatus. 

Also,  the  peculiar  shape  of  the  doth-presser  or  slide  P,  combining  the  double  duty  of  equal* 
ixing  the  strain  and  carrying  the  cloth  below  the  barbs  of  the  needles,  all  substantial^  aa 
described  and  for  the  purpose  set  forth. 

No.  32,242.— George  R.  Dean,  of  Mayville,  N.  Y. ^Improvement  in  Printing  Pres§e9. — 
Patent  dated  May  7,  1861. — ^This  invention  consists  in  an  arrangement  of  parts,  dv  means  of 
which,  as  the  lever  is  brought  down,  the  typo  rollers  will  pass  over  the  form  and  run  down 
upon  the  distributing  table  out  of  the  way,  while  the  fountain  roller  will  run  down  to  the 
fountain  and  take  ink.  The  lever  bein^  raised,  the  typo  rollers  will  run-up  over  the  type, 
and  the  fountain  roller  up  to  the  distributing  table. 

Claim. — The  arrangement  of  roller  levers  H  H,  roller  J,  arms  c  e,  type  roller,  rotary  ink 
ing  table  D,  bed  C,  lever  F,  and  rod  0,  with  each  other,  and  with  the  hinged  imprestktt 
levers  B  L,  in  the  maimer  and  for  the  purpose  shown  and  described. 

No.  32,343.— Davis  H.  DotTERER,  of  Memphis,  Tcim.^ Improvement  in  Journal  Boxes, — 
Patent  dated  May  7,  1861. — Within  the  journal  box  is  arran^  a  ring  or  cylinder  of  light 
flexible  metal  so  as  to  act  as  spring,  and  resting  upon  the  circumference  of  the  axle  b^ura 
against  the  circumference  of  a  grooved  sheave  or  pulley  in  the  lower  pcurt  of  the  axle  box. 
iU  the  raetal  ring  revolves  with  the  axle  it  carries  up  to  the  latter  a  quantity  of  lubricating 
material  from  the  lower  part  of  the  box.  Upon  the  end  of  the  journal  is  a  sliding  block  or 
bearing. 

Claim. — ^First,  the  employment,  in  combination  with  a  journal  box  A,  axle  C,  and  rovolvw 
ing  sheave  or  pullev  D,  of  an  endless  metallic  band  F,  which  serves  as  an  anti-friction  bear- 
ing for  the  journal  of  a  car  axle,  also  as  a  spring  cushion  for  the  same,  and  likewise  as  a 
means  for  elevating  the  lubricating  or  cooling  material  to  the  wearing  surfaces,  substantial!/ 
as  described. 

Second,  in  combination  with  the  band  F,  pulley  D,  journal  box  A,  and  journal  C,  the 
end  sliding  block  a,  in  the  manner  and  for  the  purpose  described. 

No.  32,244. — ^Hekrt  Fisher,  of  Alliance,  Ohio. — Improvement  in  Motting  Machines. — 
Patent  dated  May  7,  1861. — ^The  draught  frame  is  attached  adjustably  to  standards  project- 
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ing  above  tbe  axle  of  tbe  dririn^wbeel.  Secttred  in  front  of  the  axle  are  handles  so  arranged 
as  to  be  set  at  any  beieht  to  suit  the  convenience  of  the  operator.  Tbe  end  of  the  finger 
bar  is  made  straight,  and  by  means  of  a  screw  is  tightly  clamped  between  the  track-clearerf 
and  shoe,  tbe  latter  being  formed  with  vertical  flanges  for  supporting  the  finger  bar  and  track- 
oiearer  at  the  side  and  rear. 

Claim, — First,  the  combination  of  the  projecting  standards  L  L,  and  adjustable  pivoted 
handles  M  M',  when  nsed  in  connexion  with  a  finger  bar  P,  located  in  the  rear  and  extend- 
ing on  one  side  of  the  driving-wheel  A,  all  as  shown  and  described,  and  for  tbe  purpoeet 
explained. 

Second,  the  lock  joint  at  the  outer  end  of  the  finger  bar,  formed  of  the  shoe  T,  flanges  1 1', 
track-clearer  Q,  and  screw  U,  constructed  and  applied  in  the  manner  and  for  the  purppaes 
explained. 

No.  32,245.— Alexander  Fret,  of  New  York,  N.  Y. — fmvrovement  in  Looms.—Patent 
dated  May  7,  1861. — ^Tbe  plate  a  is  perforated  with  any  deeirea  number  of  ranges  of  holes  to 
receive  spindles  or  carriers  for  bobbins  or  spools  containing  the  threads  of  which  the  warp  ia 
to  be  composed.  These  threads  pass  through  one  or  more  ranges  of  holes  in  tbe  guide  plate 
hy  thence  between  a  pair  of  rollers  c,  at  which  point  all  the  thr^s  composing  the  warp  coma 
to  their  correct  position  relatively  to  each  other  and  occupy  nearly  a  horizontal  plane ;  tha 
warp  then  passes  below  the  lower  roller  of  the  corrugated  pair  of  let-ofi'  rollers.  Corrugated 
rollers  are  provided  at  tbe  front  and  rear  of  tho  loom,  connected  together  so  as  to  move  in 
exact  uniformity,  and  the  warp  and  woven  cloth  are  passed  around  and  between  these  roUera 
in  such  a  manner  as  to  insure  tho  proper  gripe  on  the  material  and  consequent  uniformity  in 
the  weaving  operation. 

By  means  of  a  lever  operated  by  a  cam,  as  the  lay  approaches  the  termination  of  its  back- 
wara  movement  the  swinging  driver  is  caused  to  move  suddenly  and  powerfully,  giving  the 
necessary  momentum  to  the  shuttle  which,  carrying  the  driver  before  it  as  it  goes  into  tha 
other  box,  causes  the  swinging  driver  to  be  thrown  back  ready  to  be  acted  upon  by  its  lever  la 
send  the  shuttle  back. 

Claim. — First,  the  combination  of  a  plate  a,  carrying  the  bobbins  or  spools  with  the  guide 
plate  bf  and  rollers  c,  applied  to  a  loom  in  tho  manner  and  for  the  purposes  specified. 

Second,  tho  corrugatea  let-off  and  take  rollers  d  d  and  g  g^  connected  together  by  the  chain 
2,  or  its  equivalent,  and  causing  the  warps  and  cloth  to  progress  regularly  through  the  loom 
aa  the  weaving  is  performed,  as  specified. 

Third,  tbe  arrangement  of  the  driver*s  scat  t  and  loven  «»  acted  upon  by  the  cams  IC^  in 
the  manner  and  for  tho  purposes  set  forth. 

No,  32,246.— Emerick  J.  Gerdon  and  Jacob  Dabtm,  of  Albany,  N.  Y.^hnprovemtnt 
in  Trusses. — Patent  dated  May  7,  1861. — Tbe  end  of  the  spring  which  surrounds  the  body 
is  prolonged  and  enlarged  so  as  to  form  a  flat  oblong  plate  having  a  slot  lengthwise  down  ita 
centre ;  to  this  plate  is  secured  the  lid  of  tbe  pad,  which  is  hinged  at  its  upper  edge  to  the 
front  piece  of  the  bowl  of  the  pad.  By  means  of  set  screws,  in  connexion  with  tbe  slotted 
plate,  the  pad  can  bo  varied  in  its  position  upon  the  diseased  parts.  Tbe  parts  of  the  pad 
are  held  apart  by  a  spring  whose  coils  form  a  double  cone,  at  one  of  the  ends  of  which  is  a 
screw,  which,  in  connexion  with  a  nut,  serves  to  increase  or  diminish  the  pressure  upon  tbe 
pad. 

Claim, — First,  the  combination  of  the  arm  C  with  the  pad  L,  adjustable  by  the  screws  b  b', 
operating  together  with  the  slot  e  e,  to  regelate  the  relative  positions  of  the  arm  and  the  pod 
to  each  other. 

Second,  the  combination  of  the  spring  H,  formed  as  described,  with  tbe  adjusting  8ci»w» 
the  whole  attached  to  a  truss,  substantially  in  the  manner  and  for  the  purposes  set  forth. 

No.  32,247.— Earl  Guyer,  of  Wolcott,  Yt—Imfroved  VegstabU  Ca/fer.— Patent  dated 
May  7,  1861. — Under  tbe  horizontal  double-edged  knife  is  ananged  a  V-shaped  bar,  wbich 
acts  as  a  partition  between  the  two  sets  of  vertical  knives  for  the  purpose  of  preventing  tbe 
passage  of  tbe  cut  substances  from  one  set  to  the  other  of  the  vertical  knives,  and  thus  obvi- 
ate the  liability  of  clognipng.  The  knives  are  connected  by  means  of  slotted  angular  exten- 
sions to  admit  of  their  being  adjusted  as  they  wear  away,  or  taken  out  and  sharpened. 

Claim, — ^The  dividing  bar  H,  horizontal  donble-cdg^ed  knife  D,  in  combination  with  the 
two  sets  of  angular,  slotted,  adjustable  knives  £  £ ,  in  tha  manner  and  for  the  purpose 
doacribed. 

No.  32,248.— Frederick  Hetdrick,  of  Philadelphia,  TeL^Improvement  in  Lamps,-- 
Patent  dated  May  7,  1861. — This  invention  consists  in  the  employment  of  two  corrugated 
sheaths  arrange  as  related  in  the  claim,  for  tbe  purpose  of  conveying  tbe  air  to  tbe  flame  in 
small  currents  and  supplying  it  at  the  point  of  combustion  with  the  requisite  quantity  of 
oxygen. 

(Maim, — So  arranging  said  sheaths  that  tho  outside  one  will  come  up  even  with  the  top  of 
tho  wick  tube,  and  tbe  top  of  tbe  second  a  little  below  that  of  the  first,  in  tho  manner  and 
I'oc  tho  purpose  specified. 
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No.  32.249.— EusHA  Hughes,  of  McCftrtysviUe,  Cal. — Imfrotement  in  Making  mining 
PUkij  5re.— Patent  dated  May  7,  1861. — ^Tbe  handle  of  the  mattock  is  hollow  and  made  ot 
wood,  through  which  passes  a  rod  provided  at  its  upper  end  with  an  eye,  into  which  the 
maUock  is  inserted,  and  at  its  lower  end  with  a  screw.  By  means  of  a  nut  bearing  upon  a 
ferule  at  the  end  of  the  handle,  the  rod  with  the  mattock  is  securely  fastened  to  the  handle, 
and  readily  detached  when  necessary. 

Claim, — The  construction  of  mining  picks  and  mattocks  with  an  eyed  adjusting  and 
holding  rod  £,  a  blade  notched  as  at  a  &,  ferule  C,  and  terminal  nut  d :  the  whole  arranged 
and  operating  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  32,250.— Wm.  Jackson  and  J.  Clarke,  of  Syracuse,  N.  Y.— Improved  Chum. — 
Patent  dated  Mav  7,  1861. — In  the  upper  part  of  the  chum  are  placed  two  discs,  the  inner 
surfaces  of  which  are  provided  with  concentric  rows  of  teeth.  Between  these  discs  and  at- 
tached to  the  shaft  is  a  wheel  provided  with  concentric  rows  of  teeth  on  both  sides,  arran^fed 
to  pass  between  the  teeth  upon  the  discs:  the  object  being  to  create  a  great  amount  of  agita- 
tion in  the  cream. 

Claim. — ^Tho  employment  of  the  discs  A  and  B,  with  their  concentric  rows  of  teeth,  as 
specified,  in  combination  with  the  central  wheel  C ;  the  whole  constructed  and  operating  as 
described  for  the  purpose  set  forth. 

No.  32,251. — John  M.  May,  of  Janesville,  Vtis.^Imjjrovement  in  Pumps. — ^Patent  dated 
May  7,  1861. — ^Tbe  cylinder  is  made  without  any  induction  aperture  at  the  bottom,  but  has 
one  or  more  induction  apertures  in  its  side  that  communicate  with  one  or  more  channels  in 
the  piston  through  which  the  water  descends,  passing  between  the  interior  diameter  of  a 
sliding  ring  and  the  neck  of  the  valve  seat  and  up  into  the  cylinder,  by  which  moans  sand 
or  impurities  are  prevented  from  being  sucked  into  the  pump.  The  cylinder  and  piston  are 
kept  together  and  the  length  of  the  stroko  regulated  by  means  of  set  screws  passing  through 
the  side  of  the  cylinder.  By  means  of  tho  toggle-joint  connexion  of  a  base  rod  with  the 
cylinder  the  pump  may  readily  be  inclined  at  any  desired  angle  or  direction. 

Claim. — First,  a  piston  made  with  ono  or  more  grooves  or  holes  in  the  side  thereof,  in 
combination  with  a  sliding  ring  to  open  and  close  alternately  induction  grooves  or  holes  as 
the  pump  is  operated,  and  a  cylinder  without  induction  aperture  in  its  bottom,  when  a 
piston,  a  ring  and  a  cylinder  are  constructed  and  arrangea  relatively  to  each  other,  sub- 
stantially as  and  for  the  purpose  described.  ' 

Second,  a  set  screw  or  pin  passing^  through  the  side  of  a  cylinder,  with  its  point  extending 
into  and  fitting  easily  a  longitudinal  groove  or  channel  in  a  piston,  when  used  to  connect  a 
cylinder  and  piston,  and  regelate  the  stroke  of  a  pump,  substantially  as  described. 

Third,  a  toggle  joint,  or  its  equivalent,  in  combination  with  a  rod  or  base  M,  cylinder  A, 
piston  B,  and  eduction  pipe  I,  when  constructed  substantially  as  and  for  the  purpose 
described. 

No.  32,252. — A  L.  MOWRY,  of  Cincinnati,  O. — Improvement  in  Annealing  Car  JFheds. — 

Patent  dated  May  7,  1861. — This  invention  is  explained  by  tho  claim  and  engraving. 

Claim. — ^The  employment  of  charcoal  or  other  equivalent  combustible  substance  inlaid 
between  the  wheels  in  a  pit,  in  combination  with  an  aperture  </,  for  relating  the  supply 
of  air  to  the  same,  so  as  to  prolong  the  combustion  of  the  fuel  and  retain  the  heat,  for  the 
purpose  described. 

No.  32,253.— John  8.  Peaslee,  of  Providence,  R,  1.— Improvement  in  JFashing 
Machines. — Patent  dated  May  7,  1861. — Within  tho  tub  is  placed  a  false  bottom  or  circular 
disc,  the  upper  face  of  which  is  shelvincp  and  the  lower  part  perforated.  The  bottom  plate 
rests  upon  coiled  springs.  Above  the  lower  surface  of  the  falso  bottom  project  a  series  of 
pins  provided  with  coiled  springs.  The  pounder  is  constructed  in  two  paits,  which  are  kept 
npart  by  a  coiled  spring,  and  connected  at  their  edges  by  a  rubber  band,  the  upper  part 
being  secured  to  the  handle. 

Cwiw.— The  combination  of  the  elastic  pounder  D  E,  constructed  substantially  as  de- 
seribod,  with  the  secondary  spring  bottom  F  F,  provided  with  the  elastic  pins  e  e,  such  com- 
bination afford  ng  two  yielding  surfaces,  between  which  tho  clothes  to  be  washed  are  acted 
upon,  substantiaUy  as  specified. 

No.  32,254.— Van  Buren  Ryerson,  of  New  York,  N.  Y. —Improvement  in  the  Method 
of  Distillation. — Patent  dated  May  7,  1861. — This  invention  consists  in  the  application  of 
superheated  steam  directly  to  the  liquid  to  be  distilled,  while  such  liouid  is  presented  to  the 
steam  in  a  spray  or  shower,  so  that  the  superheated  steam  acts  on  toe  liquid  to  be  distilled 
while  it  is  in  a  state  of  subdivision,  the  heat  at  which  distillation  shall  take  place  being 
regulated  by  simply  regulating  the  quantitv  of  steam  admitted. 

Claim. — The  (fistillation  of  substances  by  superheated  steam  applied  to  the  liquid  to  be 
distilled  while  it  is  in  a  spray,  substantially  as  and  for  the'purpose  specified. 

Also,  the  mode  of  fractional  distillation  described,  consisting  in  the  exposure  of  the  liquid 
to  be  distilled  in  tho  form  of  spray,  successively  to  successive  portions  ol  superheated  steam 
of  gnylually  increasing  temperatures 
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No.  3S,255.-*GOTTLElb  Schreter,  of  Colnmbns,  O. — Improted  Mode  of  Making  the 
Skeins  of  Axle  Arma  for  Carriages, — Patent  dated  May  T,  I80I. — ^The  skein  is  formed  of  a 
thin  sheet  of  steel  or  iron  cut  in  a  suitable  shape,  and  gradually  drawn  out  or  tapered  down 
bj  a  rolling  or  forging  process,  so  as  to  make  the  edges  of  a  gp-adually  decreasing  thickness, 
while  the  centre  and  end  portions  remain  of  a  uniform  thickness.  When  upon  me  axle  th« 
thickest  part  is  placed  below  or  in  contact  with  the  greatest  wearing  point. 

Claim. — k&  a  new  article  of  manufacture  an  axle  skein,  with  its  under  wearing  surface 
aa  a^  and  its  smallest  end  edd^  made  of  an  uniform  thickness,  as  shown  in  Figs.  5,  G,  and  7, 
and  its  upper  surface  //  of  a  gradually  decreasing  thickness,  as  represented  in  Fig.  8,  by 
forging  or  rolling  a  plate  of  metal  A,  in  the  manner  and  for  the  purpose  described. 

No.  32,256. — Samuel  J.  Seely,  of  Brooklyn,  N.  Y.^hnproved  Mode  of  Constructing 
Iron  Buildings, — Patent  dated  May  7,  1861. — This  invention  consists  in  arranging  and 
securing  two  or  more  corrugated  plates  of  metal  with  the  corrugations  of  one  plate  at  right 
or  other  desired  angles,  to  the  corrugations  of  the  adjoining  plate  or  plates,  so  as  to  adapt 
them  to  the  forming  of  walls,  partitions,  or  floors  and  roofs  of  nouses. 

Claim, — Constructing  dwelling  and  other  houses  of  corrugated  metal  plates,  as  set  forth. 

No.  32,257.— J.  G.  Treadwell  and  William  Hailes,  of  Albany,  N.  Y. ^Improvement 
in  Stoves, — Patent  dated  May  7,  1861 . — ^The  lower  end  of  the  supply  chamber  is  provided 
with  an  annular  contracting  ring  for  the  purpose  of  supporting  the  body  of  the  coal  above 
the  combustion  chamber ;  oetween  this  ring  and  an  outer  metallic  ring  <^  is  an  inverted 
frustum,  made  of  some  non-conducting  material,  such  as  brick  or  soapstone.  Two  flues 
descend  from  between  the  supply  cylinder  and  fire  chamber,  and  convey  the  products  of 
combustion  into  the  hollow  bottom  of  the  stove,  from  whence  they  are  carried  up  the  flue. 
The  top  of  the  stove  and  of  the  supply  chamber  are  each  provided  with  covers.  To  the 
lower  cover  is  secured  a  rod,  which  passes  through  the  upper  cover  and  through  a  cap  piece 
which  rests  on  the  upper  cover,  and  which  serves  to  hold  the  lower  cover  open  in  any  posi- 
tion. 

Claim, — ^Flrst,  the  combination  of  the  contracting  circular  ring  or  diaphragm  c,  the  in- 
rerted  frustum  H,  and  the  metallic  ring  d,  when  the  same  are  us^  as  and  for  the  purpose 
•et  forth. 

Second,  in  combination  with  the  subject  of  the  first  claim,  we  claim  a  continuous  or  circu- 
lar combustion  chamber,'  between  the  fire  pot  and  supply  cylinder,  arranged  with  two  or 
more  descending  flues,  as  and  for  the  purpose  specified. 

Third,  the  employment  of  the  covers  a  e,  the  cap  piece  m,  and  the  rod  n,  constructed,  ar- 
ranged, and  used  as  and  for  the  purpose  specified. 

No.  32,258.— Samuel  Wagner,  of  York,  Vt^^Improved  Artificial  Honev  Ccmii.— Patent 
dated  May  7,  1861. — ^The  substitute  is  designed  to  be  artificially  and  suitably  formed  upon 
both  sides  or  faces,  and  of  any  suitable  material  which  is  susceptible  of  receiving  the  desired 
and  necessary  configuration. 

Claim. — As  a  new  article  of  manufacture  an  artificial  substitute  for  the  central  division  of 
comb  built  by  bees,  which  presents  to  them,  on  both  sides  thereof,  guides  for  the  construction 
or  continuation  of  the  sides  of  the  comb  cells,  whether  the  same  is  constructed  with  or  with- 
out the  whole  or  any  portion  of  the  sides  of  the  cells. 

No.  32,259.— F.  R.  Walker,  of  Waterford,  Th.^-Improvement  in  Beehives,— TBient  dated 
May  7,  1861. — ^The  object  of  this  invention  is  to  pivot  tne  comb-frames  in  the  hives  in  such  a 
manner  that  the  pivots  will  not  be  accessible  to  tne  bees,  and  the  latter  be  thereby  prevented 
from  covering  the  pivots  with  wax,  which  prevents  the  swinging  out  of  the  comb-frames 
when  it  is  desired  to  examine  or  remove  them.  Wires  or  comb-guides  are  attached  to  the 
under  sides  of  the  top  pieces  of  the  comb-frames,  for  the  purpose  of  aiding  the  bees  in  gliding 
the  comb  during  its  construction,  so  that  they  will  be  biult  in  the  same  planes  with  th« 
frames. 

Claim, — First,  the  arrangement  of  the  pins  A  t  and  A,  in  combination  with  the  supporting 
frame  j  k  k  and  comb-frames  C,  the  whole  being  constructed  and  employed  in  the  manner 
shown  and  explained,  to  permit  the  comb-frames  to  swing  or  secure  them  in  position  without 
exposing  the  pins. 

Second,  the  wires  or  comb-guides  D  attached  to  the  under  sides  of  the  top  pieces  I  of  the 
comb-frames,  as  and  for  the  purpose  specified. 

No.  32,260.— Walter  E.  Walters,  of  East  Bend,  Kj,— Improvement  in  Pumps,^ 
Patent  dated  May  7,  1861. — ^The  pump  cylinder  is  closed,  with  the  exception  of  the  neck, 
through  which  tho  tubular  piston-rod  passes.  The  piston  consists  of  an  external  ring,  having 
a  number  of  grooves  on  its  exterior,  which,  being  filled  with  water^  prevent  tho  passage  of 
water  post  tho  piston  without  the  necessity  of  packing.  At  the  upper  end  of  the  piston  is  an 
interior  flange,  and  at  its  lower  end  a  perforated  disc.  Within  the  ring  is  a  piece  formed  of 
two  discs,  separated  by  a  space  and  umted  by  the  walls  of  vertical  passages,  tne  whole  being 
cast  in  one  piece.  These  passa^  lead  from  the  upper  side  of  the  piston  to  a  chamber,  the 
bottom  of  which  is  proviaed  with  holes  opening  into  the  lower  side  of  the  piston.    Within 
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tbh  cluunber  Ss  a  flat  rill|^>TalTe^  which  altanataly  cloiee  tha  TWtical  paaugM  and  the  opmt- 
logs  in  the  bottom  of  the  cap. 

Claim, — First,  a  double-acting  pnmp,  its  cylinder  having  no  other  opening  to  its  interior 
than  that  through  which  the  tubular  piston-rod  works,  and  haying  no  yalyes  other  than  thoea 
contained  within  the  piston  itself. 

Second,  the  induction  pipe,  enclosing  the  dischar|;e  pipe,  both  being  attached  to  the  pisCuHi, 
or  a  part  thereof,  and  tog^ether  serving  the  purpose  oi  the  piston-rod,  substantiallj  as  described. 

Third,  the  double-acting  ring-valve  n,  for  alternately  closing  the  passages  k  and  the  aper- 
tures  in  the  cap  m,  in  combination  with  the  induction  pipe,  substantially  as  described. 

Fourth,  forming  the  induction  valves  by  the  pieces  A  and  m  closing  respectively  againii 
the  internal  flange  of  the  piece  /  and  the  disc  gf  substantially  as  described. 

Fifth,  the  several  parts  composing  the  piston  and  its  valves,  viz :  the  external  ring  /,  tha 
perforated  disc  ^,  the  piece  A,  with  its  spaces  and  passages,  and  its  connexion  with  the  sue* 
tion  and  dischaige  pipes  and  the  flat  double-acting  valve-ring  a,  in  combination,  for  the  pur- 
poses and  substantially  as  described. 

No.  33,261.— John  H.  Weaver,  of  Baltimore,  Md.— /mpr^vMuiif  in  Burial  Ca$e9,^ 

Patent  dated  May  7,  1861. — Hinged  to  the  body  of  the  burial  case  is  an  inner  cover  made  of 
glass,  to  the  fnune  of  which  is  hinged  the  outer  solid  cover. 

Claim, — ^The  intermediate  hinged  and  lock-famished  glass  cover  ft,  when  it  is  protected  by 
tlie  exterior  hinged  and  lock-furnished  solid  cover  f ,  substantially  in  the  manner  set  forth. 

No.  32,262.— D.  M.  Edwards,  of  New  York,  N.  Y.,  and  Joseph  Horner,  of  New 
Brunswix;k,  N.  J. — Improvement  in  Windlassta, — ^Patent  dated  May  7,  1861. — Upon  the  shaft 
are  placed  two  pairs  of  ratchet  wheels,  arranged  to  turn  together,  one  wheel  of  each  pair  being 
smallor  than  the  other.  Upon  the  some  shoit  are  also  placed  looselv  two  drums,  to  the  inner 
ends  of  which  ore  attached  reversible  pawls,  which  engage  with  the  smaller  ratchet  wheels. 
A^ioining  each  ratchet  is  fitted  loosely  a  lever,  the  parts  bcing[  so  arranged  that  each  drum 
may  be  engaged  in  hoisting  a  separate  article,  or  botn  engaged  in  hoisting  a  single  article. 

Claim, — ^TLe  arrangement  of  the  combined  difierential  ratchet  wheels  D  IV,  pawl  a,  and 
pawled  lever  G,  with  the  ratchet  drum  £,  pawl  ft,  and  shaft  B,  in  the  manner  and  for  the 
purpose  shown  and  described. 

No.  32,263.— Ezra  G.  Hall,  of  New  York,  N.  Y.,  assignor  to  Himself  and  William  F. 
Drake,  of  same  place. — Improved  Nail  Machine, — Patent  dated  May  7,  1861. — ^This  inven- 
tion consists  in  tne  employment  of  a  laterally  moving  bed-knife  or  knives,  in  combination 
with  a  series  of  two  or  more  revolving  knives,  so  that  each  revolving  knife  cuts  against  a 
different  surface  from  the  lost,  and  avoids  any  necessity  fur  either  taming  tlie  plates  or 
vibrating  any  heavy  portion  of  the  machine. 

Claim, — ^I'ho  employment  of  the  transversely  sliding^  bed-knife  or  knives  G  H,  in  combi- 
nation with  the  revolving  cutter  1  2  or  1  2  3  4,  substantially  as  and  for  the  purpose  set  forth 

No.  32,264.— James  G.  Holt,  of  Chicago,  HI.,  assignor  to  Oscar  G.  Langi  and  Charles 
B.  Brown,  of  same  place. — Im]^rovememt  in  Catling  Thimble  Boxes, — Patent  dated  May  7 
1861. — ^The  nature  of  this  invention  is  explained  by  toe  claim. 

Claim, — A  new  article  of  manufacture  produced  by  a  new  method,  to  wit:  a  seamless 
thimble-boz  for  the  axles  of  wagons  and  other  vehicles,  with  two  internal  projecting  end 
bearings,  produced  by  using,  in  combination  with  the  ordinary  pattern  flask  and  sand  core, 
an  inner  end-bearing  pattern  made  in  two  or  more  pieces,  substantially  as  and  for  the  pur 
poses  set  forth. 

No.  32,265.— Aia>REW  Morse,  of  Portland,  Me.,  assignor  to  Himself  and  Ira  Wink,  of 
same  place. — Improvement  in  Extension  Platforms, — Patent  dated  May  7,  1861. — ^Arranged 
to  radiate  from  a  centre  ore  four  slide  ways,  from  which  centre  projects  a  pedestal  havmg 
three  grooved  pulleys  in  its  upper  end.  Upon  the  slide  ways  are  four  blocks,  which  are 
made  to  move  towards  and  from  the  central  pedestal,  and  jointed  to  the  blocks  are  two  exten- 
sion levers,  with  which  is  made  a  framework  surmounted  by  a  platform.  By  means  of  a 
rope  and  windlass  the  sliding  blocks  are  moved,  and  the  platform  may  be  raised  and  lowered 
at  will. 

Claim, — ^The  arrangement  of  the  pulley  standard  B,  radiating  sliding  blocks  C,  and  rails  A, 
with  the  joint  levers  D  D,  pulley  blocks  c,  hub  K,  and  cord  £,  and  windlass  H  J,  all  in  the 
manner  and  for  the  purposes  shown  and  described. 

No.  32,266.— James  Pike,  of  Trov,  N.  Y.,  assignor  to  Himself  and  J.  J.  Viele,  of  same 
place. — Improvement  in  Rakes  for  Harvesters, — Patent  dated  May  7,  1861. — ^This  invention 
consists  in  an  arrangement  of  endless  toothed  bands,  whereby  the  grain,  as  it  is  cut,  is  con- 
veyed from  the  front  part  of  the  platform  and  deposited  in  a  receiver,  from  whence  it  may  ba 
discharged  from  time  to  time  in  suitable  gavels,  with  the  straw  evenly  disposed,  so  as  to 
facilitate  the  binding  operation. 

(^aim, — ^Tho  employment  or  use  of  the  endless  straps,  chains,  or  cords  L  M  c  <f /,  when 
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vnasid  with  Uie  pkiee  I  r  aad  gvivd  board  g  on  the  platfonn  E,  to  operate  substantialljr 
at  and  for  the  purpose  set  forth. 

No.  32,267.~James  Pine,  of  Troy,  N.  T.,  aasinior  to  Himaelf  and  J.  J.  Vicle,  of  same 
place. — Improvement  in  Harvesters, — Patent  dated  May  7,  1861. — To  the  underside  of  the 
aranght-pole  is  secured,  by  a  joint,  %  pendant  perforated  bar,  thb  lower  end  of  which  is  at- 
tached by  a  rod  lo  the  front  end  of  the  gear  frame ;  to  this  bar  the  double-tree  is  attached  at 
ft  point  mgber  or  lower,  as  may  be  desired. 

Claim,— The  combination  ol  the  perforated  bar  K  and  Hnk^,  attached  to  the  ton^rtte  0 
and  gear  frame  D,  in  the  manner  shown  and  explained,  and  employed  in  connexion  with  an 
adjustable  double-tree  to  vary  the  npwArd  draught  applied  to  thelinger  bar  without  changing 
Ihe  angle  of  the  said  bar. 

No.  32,268.— Suspended. 

No.  32,269.— William  Graichen  and  Charles  Hoffman,  of  Clinton,  Mass.— Anorova- 
meni  in  Looms, — Patent  dated  May  7,  1861. — ^This  invention  consists  of  a  device  applied  ta 
looms  employing  a  series  of  shuttles,  for  the  purpose  of  arresting  the  motion  of  the  machinery 
in  the  event  of  either  thread  breaking  or  running  out. 

Claim. — ^First,  the  vibratoiy  hooks  s,  operating  in  connexion  with  the  rock-shafr  G  and 
arms  9,  or  their  equivalents,  in  manner  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  combination  of  the  leveni  H  K  and  M,  spring-shipper  N,  bar  L,  cams  £,  and 
■tope  F,  constructed,  arranged,  and  operating  in  the  manner  and  tor  the  purposes  set  forth. 

No.  32,270.— John  Adt,  of  Waterbuiy,  ComL—Improvemsnt  in  Latch  Boffs.— Patent 

dated  May  14, 1861. — ^Tbis  invention  consists  in  applying  to  an  ordinary  slide  latch  a  locking 
cylinder,  sprint  rod,  and  a  cross  bar,  so  arranged  that  hy  turning  the  knob  aibor  the  latch 
will  be  thrown  back,  and  by  turning  the  cyKnder  half  round  it  serves  as  an  obstruction  to  the 
spring  rod,  and  prevents  the  latch  from  being  thrown  back. 

Claim. — ^Tbe  latch  B,  in  conntoion  with  the  cylinder  C,  provided  with  the  hole  e,  rod  E, 
with  spring  g^  applied,  and  the  cross  bar  F,  when  arranged  to  operate  as  and  for  the  purpose* 
•et  forth. 

No.  32,271. — Charles  Askam,  of  Philadelphia,  Pa. — Improvemsnt  in  ChUdren*s  Car^ 
Hages. — Patent  dated  May  14,  1861. — ^The  front  axle  is  arranged  to  swivel  on  a  pin  passing 
through  a  transverse  bar,  which  the  front  ends  of  the  ear-shaped  springs  are  secured,  the 
rear  ends  being  secured  to  the  rear  axle.  The  body  of  the  carnage  is  secured  directly  to  the- 
springs  at  their  most  elevated  point,  the  centre  of  gravitv  of  the  body  being  in  the  rear  of  the 
point  where  it  is  secured  to  Che  springs,  so  that  the  weight  of  the  child  causes  the  springs  to* 
throw  the  front  wheels  forward  to  an  extent  depending  upon  its  weight. 

Claim, — The  ear-shaped  springs  G  G,  the  body  H,  the  rear  axle  £,  and  cross  bar  C,  when> 
constructed,  arranged,  and  combined,  as  and  for  the  purpose  set  fortL 

No.  32,272.— Henry  Benton,  of  Guilford,  Conn.— /m;wwem«i<  in  Children's  Flying- 
Tops. — Patent  dated  May  14, 1861. — ^This  invention  is  explained  by  the  claim  and  engraving. 

Claim. — The  employment  or  use,  in  combination  with  a  spinning  top,  of  spiral  flanches 
B,  so  applied  as  to  give  the  top  a  rising  and  falling  movement  simmtaneously  with  its  rota- 
ting one,  substantially  as  set  forth. 

No.  32,273— LORIN  8.  BUNDY  and  Leyi  F.  Edgerton,  of  Hyde  Park,  Vt,— /m/^fore- 
msnt  in  Com-^AeZ/ers.— Patent  dated  May  14,  1861.- The  feeder  is  secured  to  uprights,  the 
lower  parts  of  which  rest  upon  a  wheel  provided  with  cam  projections  or  **cog8,"  by  means 
of  which  as  the  wheel  revolves  an  upward  motion  is  imparted  to  the  feeder,,  a  spring  serving 
t»  picas  the  uprights  down  upon  the  wheel ;  the  object  being  to  allow  one  ear  of  com  to  pass 
over  the  cylinder  at  a  time. 

Claim, — The  construction  and  arrangement  of  the  feeder  D,  spring  d\  uprights  D'  and  £, 
with  cogs  d,  as  and  for  the  purpose  set  forth. 

No.  32,274.— L.  C.  Chase,  of  Boston,  Maae.-^Improved  Mode  of  Stringing  Sleigh  Bells,^ 
Patent  dated  May  14,  1861. — ^The  object  of  this  invention,  as  related  in  the  claim,  is  to  secure- 
the  bell  firmly  to  tbo  strap  so  as  to  render  it  less  liable  to  become  loose  and  chafe  the  leather, 
•nd  thus  muffle  the  vibrations  of  the  metal 

Claim, — Constructing  a  sleigh  bell  with  two  shanks  a  a,  and  a  hole  between  them,  and 
confining  it  to  the  strap  by  means  of  a  single  rivet  passing  through  tha  strap,  between  said< 
shanks,  and  headed  down  inside  of  the  bdl,  substantially  as  described  and  for  the  objects 
specified. 

No.  32,275.— Wm.  T.  Clement,  of  Northampton,  Mass. — Improvement  in  Seenring  Han' 
dies  to  Hoes. — Patent  dated  May  14,  1861. — ^This  invention  will  be  understood  by  reference- 
t9  the  engraving  and  claim. 

H.  Ex.  Doc.  53 22 
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CUtm.— Tbe  fixing  of  bandies  to  hoes  and  otber  tools  bj  tbe  combteation  of  the  aerew 
shank  B,  which  is  a  combination  of  the  tool  itself  with  the  tapering  socket  O,  and  perforated 
and  tapered  handle  D,  so  that  the  tool  is  fixed  to  both  C  and  D,  substantiallj  in  the  i 
and  so  as  to  possess  the  advantages  set  forth. 


No.  32,376.— Ira  Cooper,  of  Bajbrook,  0.~lipii^roMfii«il  in  Cultivators, -^FAtent  dated 
May  14, 1861. — Upon  one  side  just  above  the  lower  mould-board  and  extending  over  a  part 
of  its  length  is  an  upper  mould  board,  so  secured  as  to  be  capable  of  being  reiSily  removed 
when  necessary.  Braces  extend  firom  the  handles  to  the  standard,  and  thence  to  the  froai 
part  of  the  beam. 

Claim.— The  special  arrangement  of  the  adjustable  mould-board  F,  in  combination  with 
the  mould-boards  A  A,  space  A',  coulter  L.  and  braces  P,  O,  M,  N,  when  arranged  in  tba 
manner  and  for  the  purpose  set  forth. 

No.  32,277.— N.  T.  Edson,  of  New  Orleans,  La.— /mjmweif  ffhedwright*$  Maekiue, — 
Patent  dated  May  14,  1861. — Supported  upon  feet  L  is  a  base  having  four  arms,  on  the  ends 
of  which  rests  a  rim  4  which  holds  the  spokes  to  a  proper  elevation  lor  tbe  dish  of  the  wheeL 
Upon  the  base  is  a  tube  for  receiving  the  pressure  or  the  lower  flange.  Passing  through  ft 
head  piece  1  are  screws,  by  which  the  rin^  5  is  forced  down  upon  the  upper  flange  with  on 
equal  pressure  on  all  parts.  The  head  piece,  box,  and  base,  are  secured  together  by  means 
of  a  bolt  and  screw. 

Claim.— The  combination  of  the  form  or  stand  L  6,  4,  bolt  B,  head  piece  1,  ring  &,  and 
supporting  tube  or  thimble  A,  constructed  and  operated  substantially  as  described. 

No.  32,278.— James  P.  Ellicott,  of  Washington,  D.  C.—lmprottment  in  AwpanUmt 
for  Irrigating  Ser«etf.— Patent  dated  May  14,  1861.— In  the  crown  of  the  arch  of  the  street 
kihrough  its  entire  length  is  designed  to  be  let  a  grooved  piece  of  timber,  in  which  is  laid  a 
« double  perforated  pipe  connect^  by  suitable  pipes  and  cocks  with  the  water  mains.  Over 
the  perorations  in  the  pipe  projects  a  cap  in  such  a  manner  that  the  water  striking  its  under 
>side  directs  it  upon  the  entiro  width  of  the  street,  and  prevents  dirt,  &c.,  from  falling  into  tbe 
^>erforations. 

Claim. — First,  the  cap  e,  with  its  concave  sides  //,  for  the  purpose  of  flattening^  the  water 
issuing  from  the  jets  or  perforations  b  b,  thereby  conforming  the  same  to  the  arch  oi  the  street, 
tand  at  the  same  time  serving  as  a  protection  to  the  pipe  Sand  perforations  6  6,  as  set  forth. 

Second,  in  combination  with  the  above,  the  pertbrated  pipe  B,  for  tbe  purpose  fnd  use 
tespressed. 

No.  32,279. — Squire  M.  Fales,  of  Baltimore,  Md. — Improvement  in  Refining  and  Smelts 

ting  Furnaces* — Patent  dated  May  14,  1861. — ^This  furnace  consists  of  a  stack  or  cone,  a  cen- 
tral melting  chamber,  and  side  arches,  with  passages  through  their  tops,  for  the  introduction 

'Of  suitable  fluxes.    The  improvement  consists  in  extending  the  length  of  one  or  more  of  the 
arches,  and  providing  an  auxiliary  stack  or  chimney  so  thai  the  heated  ^ases  from  the  fuel 

.are  caused  to  circulate  over  tbe  mass  of  melted  metal,  and  the  danger  ot  the  large  mass  of 
nietal  becoming  cool  is  obviated. 

Claim. — Extending  one  or  more  of  the  arches  A,  of  the  furnace  B  D,  constructed  as  set 
forth  in  my  patent  dated  February  8, 1859,  and  having  the  said  extended  arch  or  arches  com- 
municate by  a  flue  with  an  auxiliary  stack  or  chimney,  or  with  a  series  of  auxiliary  stacks  or 

,  chimneys  C,  substantially  as  and  lor  the  purposes  set  forth. 

No.  32,280^ — Squire  M.  Fales,  of  Baltimore,  Md. — hnorovement  in  Honing  and  Puddling 
tFumaets. — Patent  dated  May  14, 1861. — One  or  more  of  tJie  arches  of  tbe  furnace  is  extended 
and  the  extended  portion  is  converted  into  a  puddling  chamber  by  introducing  a  division  plate, 
near  tbe  centre  of^wbich  is  a  draught  passage  through  which  is  drawn  the  escape  heat  tVom 
the  fuel  that  is  used  for  smelting  and  retining.  Between  the  cone  or  stack  of  the  smelting 
furnace  and  tbe  puddling  ohamLer  is  formed  a  communication  by  means  of  a  curved  flue  for 
returning  to  the  puddling  chamber  a  portion  of  the  impure  gases  which  rise  in  the  cone  or  stack 
•of  the  smelting  furnace. 

Claim. — First,  the  combination  with  my  improved  patented  furnace,  bearing  date  Feb- 
ruary 8,  1859,  of  a  puddling  chamber  D',  a  secondanr  draught  chimney  or  stack  F,  and  a 
division  wall  £,  with  draught  passage  b  through  it,  substantially  as  and  for  the  purposes  set 
fbrUi. 

Second,  the  combination  with  the  puddling  chamber  IV,  perforated  division  wall  E,  draught 
xhimney  F,  stack  or  cone  D,  of  the  furnace,  patented  to  me  and  bearing  date  February  8,  iSi&j 
#of  a  return  pipe  or  passage  G,  substantially  as  and  for  the  purposes  set  forth. 

No.  32,281.— J.  J.  Fearixo,  of  South  Boston,  "hltaa.— Improvement  in  Button-Bole  Cui* 
leys. — Patent  dated  Biay  14,  1861. — This  invention  consists  in  applying  to  one  of  the  blades 
of  the  scissors  a  cutting  blade  formed  of  taper  or  wedge  shape,  bent  over  at  its  smaller  end  to 
Ibrm  a  loop  or. eye  so  that  it  ma^  bo  readily  fitted  to  the  blade. 

Claim. — A  supplemental  cutting  blade  A,  constructed  substantially  as  described,  and  ap- 
plied to  a  pair  oi  scissors,  to  operate  substantially  as  and  for  the  purpose  set  forth. 
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No.  32,282.— Joseph  Forrest,  of  New  York,  N.  Y.—lmprovtmetU  in  Maekimegfor  Break- 
ing Sugar, — ^Patent  dated  May  14,  1861. — ^This  inyentlon  is  explained  bj  the  claim  and 
enfraving. 

Claim, — ^The  combination  of  two  grooved  rollers  D  and  E,  working  together,  one  of  which 
18  grooved  lengthwise,  the  other  circumferentially  on  its  periphery,  and  one  or  more  pairs  of 
Tollers  armed  with  teeth,  the  whole  arranged  snbstautially  as  and  for  the  porpose  set  forth. 

No.  32,383.— John  S.  Ganson  and  Charles  T.  Coit,  of  Buffalo,  N.  Y. ^Improvement  in 
Fireplaces, — Patent  dated  May  14, 1861. — ^The  fire  back  is  formed  so  as  to  have  at  its  appei 
part  a  recess  above  the  mouth  of  the  chimney.  In  the  rear  of  the  fire  back  and  side  plates, 
and  connected  therewith,  is  a  jacket  made  of  tin  or  other  polished  metal,  for  the  purpose  of 
oombinin?  with  the  fire  back  to  form  the  air  chambers  in  the  rear,  at  the  sides,  and  over  the 
fire  chambers.  Across  the  fire  chamber  is  placed  a  tube  secured  to  the  side  plates  and  opening 
into  the  side  air  chamber  for  the  purpose  of  insuring  the  collection  and  combustion  of  the 
•moke  and  gAMs  in  the  recess. 

C/aim.^Fir8t,  so  constructing  the  fire  back  B  as  that  it  will  extend  upward  and  above  the 
mouth  of  the  chimney,  and  then  downward  and  forward,  as  shown  at  b'^  with  semicircular 
bend  62  receding  again  upwardly,  as  shown  at  63,  for  the  purposes  and  substantially  as 
described. 

Second,  said  fire  back  bein?  constructed  substantially  as  described,  in  combination  and 
arrangement  therewith  the  jacket  N,  for  the  purposes  set  forth. 

Thud,  the  combination  of  the  tube  or  air  chamber  L,  with  the  recess  D,  as  and  for  the 
purposes  set  forth. 

No.  32,284.— John  S.  Getchelt^  of  Machias,  Me.—Improved  Combined  Capstan  and 
Windlass. — Patent  dated  May  14,  18dl. — Upon  the  top  of  the  bamJ,  around  which  the  cable 
is  wound,  is  secured  a  circular  box  which  contains  a  large  spur  wheel  and  a  pinion,  the  shafts 
of  each  of  which  passes  through  the  sides  of  the  box,  and  carry  barrels  upon  their  ends.  The 
ends  of  the  shafts  are  cut  square  for  receivinff  the  winch  shaft  and  flanged  drum,  the  outer 
ends  of  both  of  which  are  supported  by  a  standEurd,  and  so  arranged  as  to  oe  readily  detached 
from  the  shafts  of  the  capstan  when  the  latter  is  to  be  used  alone,  the  object  being  to  use  either 
the  ctuMtan  or  windlass  as  the  nature  of  the  work  to  be'  done  may  require. 

Claim. — The  combination  with  the  vertical  capstan  herein  aescribed  of  the  box  C,  gear 
wheels  F/,  shafts  G  G^  shaft  I,  drum  J,  and  movable  standard  K,  all  arranged  and  operating 
substantially  as  and  for  the  purposes  set  forth. 

No.  32,285.— D.  F.  Goodhue  and  E.  H.  Carey,  of  Cincinnati,  O. ^Improvement  in 
Wheel  Carriages. — Patent  dated  May  14, 1861. — The  body  of  the  car  consists  ofan  inner  and 
an  outer  shell,  supported  on  a  pair  of  doubly  flanged  wheels,  which  are  fastened  to  a  common 
axle  revolvmg  in  ooxes,  springs  being  interposed  uetween  the  boxes  and  carriage  body.  The 
wheels  rest  upon  circular  rings  which  serve  as  portable  tracks.  Within  the  concavity  of  the 
rings  are  yielding  flanged  rollers  which,  in  connexion  with  the  flanged  wheels,  serve  to  pre- 
serve the  relative  positions  of  the  rings  and  the  car  body. 

C/aim.— The  combination  herein  aescribed  of  the  spokeless  rings  G,  grooved  supporting 
wheels  B,  axle  C,  grooved  guide  rollers  H  H^  H",  and  springs  F,  the  whole  being  constructe<C 
arranged,  and  operating  in  the  manner  and  for  the  purposes  set  forth. 

No.  32,286.— William  C.  Grimes,  of  Philadelphia,  T&.—Imnrovement  in  City  Bail- 
roads. — Patent  dated  May  14, 18G1. — This  invention  consists  in  malcing  the  outer  rail  double 
or  with  two  parallel  rails  or  tracks  in  juxtaposition  for  a  short  distance  at  the  point  of  diver- 
gence of  one  track  from  the  other,  with  the  horizontal  plane  of  the  one  slightly  inclined  from 
and  below  the  other;  the  car  wheels  to  be  of  different  breadth  of  face  or  tread  for  the  different 
tracks,  by  which  means  the  cars  may  be  readily  transferred  from  one  track  to  another  without 
the  aid  of  a  switch. 

Claim, — The  double  track  C  and  D,  constructed  substantially  as  described  and  for  the 
purpose  set  forth. 

No.  32,287. — F.  R.  Grumel,  of  Geneva,  Switzerland. — Improvement  in  Photographic 
Albums. — Patent  dated  May  14,  1861. — This  invention  is  explained  by  the  claim. 

Claim. — First,  the  construction  of  leaves  for  albums  for  collection  of  photographic  or  litn- 
ographic  proofs,  engp^vings,  or  other  drawings,  with  an  opening  or  frame  on  each  side,  so 
that  two  proofs,  engravings,  or  drawings  mdy  be  inserted  back  to  back,  thereby  showing  one 
on  either  side,  substantially  as  shown  and  described. 

Second,  the  formation  of  leaves  for  photographic  or  other  album  by  combining  with  a  front 
and  back  framing  leaf  a  centre  leaf,  recessed,  and  of  such  thickness  as  that  when  containing 
one  or  two  photographic  cards  they  shall  be  flush  with  the  general  surface  of  the  leaf,  as 
specified. 

Third,  the  construction  of  leaves  for  photographic  or  other  album,  by  pasting  or  otherwise 
permanently  fixing  the  front  and  back  framing  leaf  on  to  the  centre  leaf  on  three  sides  thereof, 
leaving  one  side  open  and  free  for  the  insertion  of  photographic  cards  or  drawings,  as  de- 
scribed. 
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Fourth,  in  comUnAtion  wHh  )myw  conatmctecl  and  uraiigied  m  deMsribed,  the  fiffiB^  pine 
for  closing  the  gap  formed  for  the  ready  insertion  of  the  photographic  cards  between  tha 
framing  leaves,  substantially  as  specified. 

No.  32,S8a-~jAMES  M.  Hicks,  of  Boston,  Mass.— /mprovemsal  mi  £r«ftrf.— Patent  dated 
May  14,  1861.— This  invention  is  explained  by  the  ckum. 

Claim. — First,  providine  the  eraser  blade  with  an  independent  back  made  of  bone,  rubber, 
ivory,  wood,  or  other  BaitM>le  animal  or  vegetable  enbstanoe  or  sabstanoas,  sepaiate  or  com- 
bined, essentially  as  and  for  the  purpose  or  purposes  set  forth. 

Becond,  forming  an  independent  supporting  and  burnishing  back  to  the  bkde,  by  extending 
the  handle  which  carries  the  latter,  substantially  as  described. 

Third,  uniting  the  blade  with  the  handle,  by  inserting  it  in  %  cro«-cut  or  slot  in  the  end  of 
the  handle,  in  combination  with  riveting  or  holding  it  by  pins  to  the  independent  back  fonnad 
by  extension  of  the  handle,  essentiaUy  as  specified. 

Fourth,  the  combination  with  h^  erasing  blade  of  metal,  or  its  equivalent,  and  handU 
thereto,  of  an  India-rubber  eraser  or  burnisher,  as  set  forth. 

No.  32,289.— J.  J.  HiRSCHV&HL,  of  Louisville,  Kj.^ImprovemmU  in  £.4>dU.— Patent 
dated  May  14,  1861. — ^This  invention  consists  in  the  employment  of  a  latch-bolt  of  a  hook 
form,  arranged  with  tumblers  and  a  catch,  and  used  in  connexion  with  a  nosing  of  neonliar 
constractioD  and  a  supplemental  slide,  bolt,  or  guard,  for  the  purpose  of  rendering  tne  lock 
burglar  proof. 

Claim. — First,  the  employment  or  use  of  the  latch-bolt  E,  when  combijMd  wilk  tnmblBn 
G  G',  one  or  more,  a  catch  H,  and  a  nosing  D,  provided  with  a  slot  a,  arranged  as  and  for 
the  purpose  set  forth. 

Second,  the  slido-bolt  K,  when  used  In  connexion  with  the  latch-bolt  £,  tomblecB  M  N, 
dog  L,  and  the  rod  O,  on  the  latch-bolt  £,  as  and  ibr  the  purpose  specified. 

No.  32,290.— CORNBUUR  C.  Hopf,  of  Pongfakeepeie,  N.  Y.-^fmprov^d  Mmtiie  Cwwjwsi- 
tion  for  Roofing. ^FtMni  dated  May  14,  186 J  .—The  gas  tar,  before  being  mixed  with  the 
other  ingredients  stated,  is  treated  with  chloride  of  lima,  and  at  the  same  time  heated,  so  thai 
the  acidtt  contained  in  the  volatile  matter  of  the  tar,  and  which  tend  to  destroy  the  ihies  of 
the  canvas,  are  expelled,  and  the  tar  becomes  deodorised. 

Claim. — The  described  composition  of  gas  tar,  treated  and  prepared  in  the  manner  s|>eo>- 
fied,  black  oxide  of  manganene,  boiled  plaster  of  Paris,  alum,  and  calcined  charcoal,  mixed 
together  in  the  manner  and  about  in  the  proportion  stated,  and  appUed  to  the  canvas,  sub- 
stantially as  and  for  the  purpose  set  forth. 

No.  32,291. — ^Henry  8.  Holmes,  of  Lynn,  Mass. — Improvement  in  Congress  G^itert.-^ 
Patent  dated  May  14,  1661.— This  invention  is  explained  by  the  claim. 

C7atm.— Securing  the  upper  edge  of  the  cloth  of  the  front  and  heel  parts  of  a  CongresB 
gaiter  top  to  their  respective  linings  by  an  inside  seam  6,  Figs.  8  and  ]  1,  when  such  seams 
are  used  in  connexion  with  gores  of  elastic  cloth  attached  to  the  falter  top  and  lining  by  a 
seam  common  to  all,  the  whole  being  effected  in  the  manner  described  and  for  the  purposes 
set  forth. 

No.  32,292.— Nelson  Homes,  of  Laona,  N.  Y.— Improved  Broom  C/ojp.— Patent  dated 
May  ]4,  1861. — ^This  invention  consists  in  the  application  of  a  clasp  that  can  be  easily  ad- 
justed to  brooms  of  different  sizes,  for  the  purpose  of  holding  the  material  in  place  while  new 
or  until  partly  worn  away* 

Claim. — ^The  combination  of  the  bars  or  slips  A  A  A  A  and  bands  L  L,  in  their  application 
to  brooms  and  brushes,  as  described,  the  whole  being  arranged  and  operating  substantially  as 
and  for  the  purpose  set  forth. 

No.  32,293.— B.  B.  Hotchkiss,  of  Sharon,  Conn.— /mprouerf  Projectile  for  Eifie  Ord- 
nance. — Patent  dated  May  14,  1861. — ^The  rear  end  of  the  projectile  being  the  smaller  part, 
is  cylindrical,  and  is  united  to  the  other  part  by  a  short  incline  or  conical  portion,  over  idiiich 
extends  a  sharp  projecting  lip  a  short  distance.  Upon  the  cylindrical  portion  is  fitted  a  soft 
metal  ring,  the  space  between  which  and  the  projecting  lip  is  filled  with  tallow  or  wicking 
soaked  in  some  lubricating  material.  At  the  rear  end  of  the  cap,  which  is  fitted  to  slide  over 
the  cvlindiical  portion,  is  a  slight  projecting  ring,  made  to  fit  the  bora  of  the  gun,  so  that  the 
-M'oigbt  of  the  projectile  is  received  upon  the  ring  G  and  soft  metal  ring  D,  and  serves  to  hold 
the  axis  of  the  prcjectile  in  line  with  the  axis  of  the  gun.  The  metal  ring  is  coverod  with 
cloth  or  other  suitable  material  wound  spirally  thereon,  so  that  as  the  ring  expands  the  sev- 
eral coils  spread  and  still  cover  the  whole  exterior. 

Claim. — First,  the  arrangement  of  the  inclined  surfaces  or  cones  B  and  /,  and  the  cylin- 
drical portion  a.  in  connexion  with  the  ring  of  soft  metal  D,  placed  between  B  and  /,  sub- 
stantially as  and  for  the  purpose  specified. 

Second,  the  employment  of  a  quantity  of  lubricating  material  £  within  proper  recesses  in 
the  body  of  the  projectile  and  in  front  oi  the  belt  D,  so  arranged  that  a  portion  of  the  whole 
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sbsB  bvfereed  out  to  lulnricste  the  bora  hf  tlie  action  of  the  metal  ring  D,  or  its  eqoiralent, 
sobstantiallj  m  specified. 

Third,  the  raapfojinent  of  the  projecting^  ring  G,  made  to  fit  the  bore  of  the  gun,  in  combi- 
nation with  the  cap  F  and  belt  B,  substantially  as  and  for  the  purpose  herein  set  forth. 

Fonrth,  covering  the  belt  D  with  doth  or  other  saitable  material  H,  wound  spirally  thereon, 
snbBtantially  as  and  for  the  purpose  above  described. 

FifUi,  cutting  the  patch  H  after  the  belt  D  has  been  sufficiently  expanded  by  means  of  the 
lips  C  /',  or  their  equivalents,  substantially  as  and  for  the  purpose  specified. 

No.  33,294. — ^H.  J.  Howe,  of  Onarga,  HI. — Improvement  in  Corn-Planters. — ^Patent  dated 
May  14,  1861. — This  invention  consists  in  a  means  for  operating  the  seed-distributing  device, 
whereby  the  latter  may  be  actuated  by  the  driver  when  planting  in  chock  rows  is  required,  or 
actuated  automatically  from  one  of  4he  g^nnd  wheels  when  it  is  designed  to  plant  in  rows 
for  cultivation  in  one  direction  only.  By  means  of  a  bent  lever  attached  to  the  main  frame 
and  draught-pole,  and  operatina^  with  a  semicircular  rack  and  pawls  or  stops,  the  front  part 
of  the  machine  may  be  elevated,  so  that  the  furrow  shares  or  runners  may  be  free  firom  the 
earth  and  the  machine  readiiy  turned. 

Claim. — ^First,  the  arrangement  of  the  tappet  K  on  axle  L,  the  lever  J,  segment  rack  H, 
with  sliding  weight  h  and  pinion  d  on  shaft  G,  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  bent  lever  B^  attached  to  the  frame  A'  and  draught-pole  C^ 
tfae.semicircular  racks  A'  and  pawl  stop  a\  as  and  for  the  purpose  set  forth. 

No.  32,296.— Shubael  W.  Rowland,  of  Adams,  Mass. — hnprovemeni  in  Knitting  Ma- 
ekines. — Patent  dated  May  14, 1861. — ^The  pressing  sinker-wheel  consists  of  a  series  of  oblique 
wiuffs  notched  or  grooved  on  the  face,  to  carry  the  thread  as  usual ;  but  instead  of  making 
idl  of  these  wings  of  about  the  same  depth,  to  sink  the  thread  under  every  barb  of  the  needles, 
tlM9  wings  are  made  of  different  depths,  one  or  more  alternately,  on  that  side  of  the  wheel 
which  comta  opposite  the  barbs  of  the  needles,  by  means  of  a  plate  about  one-tenth  of  an 
bich  thick,  notcned  to  these  different  depths,  set  on  a  plate  with  the  usual  depth  of  wings,  so 
that  the  pressing  sinker-plate  may  be  changed  for  another  to  press  one,  two,  or  more  needle 
barbs  ^temately,  as  it  may  be  desired  to  shorten  or  lengthen  toe  stitch. 

Clmim. — ^The  diangeable  pressing  sinker-plate  on  the  wheel,  so  as  to  be  able  to  ship  one  or 
more  needles,  and  press  the  other,  simply  by  chang^g  this  plate  without  changing  the  whole 
wheeL 

No.  32,296.— John,  Jefferson,  and  James  McCausland,  of  Rondout,  N.  Y,— Improved 
Steering  Apparatus. — Patent  dated  May  14,  1861. — This  invention,  which  is  mostly  appli- 
cable to  canal  boats,  consists  in  securing  the  tiller  to  the  rudder  head  by  means  of  a  pivot,  in 
such  a  manner  that  it  can  easily  be  reversed  and  held  in  position  by  a  pin  or  stud  secured  in 
the  edge  of  the  boat,  for  the  purpose  of  bringing  the  rudder  to  the  side  of  ihe  boat  and  keep- 
ing it  out  of  the  way  as  the  boat  enters  a  canal  lock. 

Claim. — ^The  arrangement  of  the  pin  or  stud  b,  in  combination  with  the  hinged  reversible 
tUler  A,  as  and  for  the  purpose  shown  and  described. 

No.  32,297.— WiLLiA»  Jones,  of  Brooklyn,  N.  Y.,  and  Patrick  Haughian,  of  New 
Toiit,  N.  Y. — Improvement  in  Setoing  Machines. — Patent  dated  May  14,  1861  — The  needle 
used  in  this  machine  is  chamfered  on  near  the  point  on  the  front  side,  or  side  opposite  to 
shuttle  race,  so  as  to  carry  the  point  thereof  entirely  to  the  back  side  of  the  needle.  The  loop 
is  caused  to  be  carried  back  of  the  needle,  so  as  to  allow  the  shuttle  to  pass  between  the 
needle  and  the  thread  or  throus^h  the  loop  by  means  of  mechanism,  for  a  description  of  the 
construction  and  operation  of  wnich  reference  must  be  had  to  the  specification  and  drawings. 

Claim. — First,  the  side-pointed  needle,  as  described. 

Second,  the  combination  of  the  needle  with  the  foik  and  shuttle,  as  described. 

Third,  the  combination  of  the  g^ide  with  the  fork  and  needle,  as  described. 

Fourth,  the  combination  of  the  feed-chain  with  the  foik  and  needle,  as  described. 

Fifth,  retaining  the  needle  thread,  in  making  the  stitch,  on  the  side  of  the  needle  opposite 
to  the  shuttle,  substantially  as  set  forth. 

No.  32,298.— Henrt  Knight,  of  Jersey  City,  N.  J.-^Im^rovment  in  the  Manufacture  ef 
Hydraulic  Cement  Pipes. — Patent  dated  May  14,  1861. — This  invention  is  explained  by  the 
eJaim  and  engraving. 

C/a»m.— First,  manufacturing  cement  pipes  with  metallic  pipe  intermediate  between  its 
inner  and  outer  surfaces,  by  arranging  the  metallic  pipe  over  the  core  B  and  within  the  mould 
F,  so  that  it  divides  about  equally  the  space  between  toe  core  and  the  mould,  and  then  placing 
an  annular  centring  device  I  between  the  pipe  and  the  mould,  and  introducing  the  cement 
first  between  the  metallic  pipe  and  the  core,  and  then  between  the  pipe  and  the  mould,  all 
•obetantiallv  in  the  manner  and  for  the  purpose  described. 

Second,  mushing  the  sections  of  the  combination  pipes  at  one  of  their  ends  with  a  metallic 
coupling  extension  J,  by  means  and  in  the  manner  Bubstantially  as  described. 
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No.  32,S99.— Thomas  Lasodon  and  H.  C.  Kblloog,  of  Oiift«qiietoii«  low.— fw^wturf 

Broom.— Patent  dated  May  14,  1861.— To  the  lower  part  of  the  handle  it  fattened  a  metal 
cap  openinff  downwards,  and  to  the  end  of  the  handle  is  secured  a  screw,  o]K>n  which  k  s 
wooden  wedge  provided  with  a  nut  and  formed  to  correspond  with  the  interior  of  the  cap. 
The  broom  com  is  boond  to  the  screw  over  the  wedge,  so  that  bv  taming  the  handle  Cne 
wedge  is  moved  up  on  the  screw  and  the  com  is  firmlj  secured  within  the  cap.  Below  tha 
cap  la  a  clasp  encircling  the  com  and  secured  in  place  bj  a  rod  or  pin  attached  to  the  dasp 
and  passingthrough  an  eye  in  the  end  of  the  screw. 

C/aim.—vThe  emplojment  or  use  of  the  wedg^  £  and  screw  C,  attached  to  handle  A,  in 
oombination  with  the  cap  D,  the  above  parts  beinff  applied  to  the  broom  com  I,  and  ail  ar* 
ranged  substantially  as  and  for  the  purpose  set  forth. 

Also,  in  combination  with  the  screw  C,  wedffe  £,  and  cap  D,  a  cross  rod  H,  attached  to 
the  clasp  G,  and  nasaing  through  the  eye  a  of  Uie  screWiHo  prevent  the  casual  turning  of  the 
latter,  as  speclfieo. 

No.  32,300.— Denis  Lenain,  of  New  York,  N.  Y. — Imprm>emeiU  in  Boots  and  Shoes.-^ 
Patent  dated  May  14,  1861. — ^Within  the  shell,  which  is  made  of  metal  and  forms  the  outer 
covering  of  the  heel,  is  inserted  a  piece  of  wood  or  cork,  secured  to  the  top  plate  by  a  screw- 
bolt.  Into  the  lower  part  of  the  shell  is  fitted  a  piece  of  leather,  secured  by  nails  to  tha 
wood  or  cork  filling.  When  the  leather  becomes  worn  out  it  may  be  readily  removed  and  a 
new  piece  inserted. 

C/atm.— The  constraction  of  boot  heels  with  a  bolt  E  passing  down  through  the  sole  into 
the  shell  C,  and  through  the  filling  block  D,  where  the  screw  receives  a  nut  <2,  all  of  the  above 
parts  being  arranged  as  shown,  and  employed  in  connexion  with  the  bottom  leather  cover  F, 
as  set  forth,  for  the  purposes  described. 

No.  32,301.— Martin  H.  Mansfield,  of  Ashland,  Ohio. — Improvenunt  in  Hangers  for 
Shafting. ^F&ieut  dated  May  14,  1861.- The  journal  boxes  are  supported  withur  a  rixur  by 
means  of  set  screws  which  pass  through  the  nng.  and  by  which  the  boxes  are  a4iustea,  the 
horizontal  screws  being  supported  in  standards  secured  to  the  frame  of  the  machine.  ^ 

Claim, — ^The  making  of  journal  boxes  for  shafting  for  threshing  machines  adjustable, 
horizontally,  vertically,  and  obliquely,  by  means  of  the  standards  A,  ring  £,  and  screws  0  C 
and  F  F,  when  arran^  in  relation  to  the  journal  box  G,  as  specified,  thus  giving  it  free 
motion  in  every  direction,  as  and  for  the  purpose  set  forth. 

No.  32,302.— James  8.  Marsh,  of  Lewisbivg,  Pa. — Improvement  in  Seed  DrilU, — ^Patent 
dated  May  14,  1861. — ^This  invention  consists  in  an  arrangement  of  devices  for  throwing  the 
seeding  roller  out  of  gear,  and  simultaneously  therewith  elevating  the  drill  teeth.  Just  above 
each  distributing  portion  of  the  roller,  over  each  of  the  discharge  passages  of  the  hopper,  is 
arranged  a  vertically  sliding  metallic  gate  N.  Thei fates  are  kept  in  place  by  means  of  a 
metallic  ffuide  casing  and  a  lever  plate,  which  is  coupled  to  the  gate  by  means  of  a  pin  pro- 
jecting from  the  gate  and  passing  through  an  eccentric  slot  in  the  lever  plate.  By  turning 
the  lever  plates  the  dischar^  passage  may  be  decreased  or  increased  in  sisse. 

Claim. — First,  the  combination  of  the  distributing  roller  F,  hineed  journal  G  of  the  dis- 
tributing roller,  sliding  bearing  plate  J,  having  curved  slots  e  e  in  it,  supporting  casting  K, 
coupling  pins  d  d^  pimon  U,  spur  wheel  I,  lever  bar  E,  with  crank-shaped  journal  g  on  its 
end,  and  drill  teeth  D,  substantially  in  the  manner  and  for  the  purpose  set  forth. 

Second,  the  combination  of  the  crank-shaped  journal  #,  slotted  bearing  slide  or  plate  J, 
and  hinged  journal  G,  in  the  manner  and  for  the  purpose  described. 

Third,  the  combination  of  the  revolving  cellular  distributing  roller  £,  hopper  £^  sliding 
seed  gate  N,  slotted  lever  plate  P,  and  guide  casting  O,  in  the  manner  and  for  the  purpose 
desdioed. 

No.  32,303.— Henry  Maule,  of  Philadelphia,  Pa.— /mprowrf  Time  Te//-7Vi/e.— Patent 
dated  May  14,  1861. — In  the  door  of  the  clock,  and  near  its  ed^,  are  a  series  of  slits  corre- 
sponding with  the  hour  marks  of  an  ordinary  dial.  To  the  spindle  of  the  hour  hand  of  the 
clock,  and  with  which  it  revolves,  is  fitted  a  plate  having  a  single  slit  so  situated  that  as 
the  plate  revolves  the  slit  will  move  in  the  range  of  slits  in  the  door  of  the  clock.  Behind  the 
revolving  plate  is  a  permanent  plate  of  slate,  £&ving  upon  it  permanent  marks  corret$ponding 
with  the  suts  in  the  door,  and  so  arranged  that  if  the  watchman,  whose  duty  it  is  to  make  the 
mark  at  the  proper  stated  intervals,  fails  to  do  so,  the  omission  may  readily  be  detected. 

Claim. — ^The  door  B,  with  slits  e  and  /  arranged  at  suitable  intervals,  the  permanent 
plate  F  of  slate,  or  other  suitable  material,  and  the  intervening  detachable  plate  E,  with  its 
smgle  slit  t,  the  whole  being  arranged,  applied  to  a  clock  and  operating  as  set  forth,  so  that 
it  is  impossible  to  mark  the  plate  F  through  any  slit  of  the  door  other  than  that  which  coin- 
cides Willi  the  slit  i  of  the  plate  £,  as  specified. 

No.  32,304.— William  McClure,  of  Peebles  Township,  V^^hnprowement  in  Sadirone.-^ 
Patent  dated  May  14,  1861. — ^The  object  of  this  invention  is  to  preserve  a  perfectly  smooth 
and  highly  polished  surface  on  the  bottom  of  the  iron,  which  shall  be  separable  at  pleasure, 
and  can  l>o  more  easily  kept  in  order  than  the  irons  themselves. 
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€l«ni.— The  tue  of  a  shoe  constixicted  snbstantiallj  ae  described,  so  as  to  fit  on  the  bottom 
«f  sadirons,  and  so  arranged  with  spring  lugs  or  other  mode  of  attachment  as  to  be  easily 
Attached  to  the  iron  or  removed  there&om  at  pleasure. 

No.  3S,305. — ^William  Hartley  Miller,  of  Philadelphia,  Pa.— /mprorerf  Low  Watwr 
Alarm  for  Steam  Boilers, — Patent  dated  Mav  14,  1861. — Within  the  glass  tube  is  a  metal 
tube  connecting  with  the  combined  valve  and  float  and  the  whistle  above.  The  valve  float 
fits  into  the  lower  end  of  the  hoUow  rod  or  tube,  and  is  supported  by  the  water  until  it  falls 
below  this  point,  when  it  drops  upon  a  rest  a  short  distance  below  the  float,  admitting  steaoi 
through  the  tube  and  whistle. 

Claim, — ^Tbe  metal  tube  L  and  the  float  valve  M  working  within  the  glass  tube  G,  in  tha 
manner  and  for  the  purpose  specified  above  and  for  no  other  purpose. 

No.  32,306.— Daniel  Miller,  of  Marietta,  Ohio. — Improved  Cork-Fastener  for  Bottles,-" 
Patent  dated  May  14,  1861. — ^Around  the  neck  of  the  bottle  is  placed  a  triangular-shaped 
eoUar,  on  each  side  of  which  are  pivoted  the  lower  ends  of  arms,  so  as  to  pass  on  each  side 
of  the  neck  of  the  bottle  and  over  the  rounded  edges  of  the  cork. 

Claim. — ^As  an  improved  article  of  manufacture,  a  bottle  cork-fastener  that  has  the  arms  « 
of  its  cap  b  pivoted  in  the  rear  of  the  centre  of  the  neck  collar  B,  and  otherwise  made  as  shown 
and  described. 

• 

No.  32,307. — Samuel  Mowry,  of  Womelsdorf,  Pa. — Improvement  in  Horse  RakeSk — 
Patent  dated  May  14,  1861. — The  rake  shaft  to  which  the  teeth  are  attached  is  operated  by 
means  of  connecting  rods  and  levers  so  arranged  as  to  be  easily  operated — one  by  the  hand 
which  raises  the  rake  to  discharge  the  hay,  and  the  other  by  the  foot  to  draw  the  rake  again 
to  its  work.  A  catch  serves  to  hold  in  place  the  bent  arm  of  the  hand  lever  when  the  rake  is 
raised. 

Claim. — ^The  combination  of  the  bent  arm  s  and  catch  e,  with  the  levers  H  and  e,  and  their 
connecting  mechanism  for  operating  the  rake,  when  the  several  parts  are  arranged  for  joint 
operation  m  the  manner  described. 

No,  32,308.— William  Nugent,  of  Chicopee,  Mass.— /mprowwen*  in  Picker  Motion,-^ 
Patent  dated  Ma^  14,  1861. — ^The  box  which  receives  the  bottom  of  the  rocker  is  attached  to 
the  lower  part  ot  the  lay  on  the  outer  side  thereof,  and  just  above  the  line  of  its  axis  of  oscil- 
lation, the  interior  of  the  box  being  of  sufficient  width  and  length  to  permit  the  rocker  to  work 
fireely  within  it.  The  face  of  the  rocker,  which  rests  upon  the  bed  of  the  box,  is  made  straight 
and  at  right  angles  to  the  working  face  of  the  picking  stick,  and  is  provided  with  a  down- 
wardly projecting  piece  which  is  received  within  a  dovetailed  recess  in  the  front  of  the  box, 
by  means  of  which  the  rocker  is  prevented  from  jumping  out  of  the  box  when  the  loom  is  in 
rapid  motion. 

Claim. — ^The  rocker  E  constructed  with  a  straight  bottom  and  downward  projecting  piece 
«,  and  ^e  box  D  constructed  as  described,  to  receive  the  bottom  of  the  rocker,  and  contain 
the  bed  for  the  same  to  work  upon,  and  with  a  dovetail  recess  /  in  front  for  the  reception  of 
piQJeedon  e,  the  whole  combined  substantially  as  set  forth. 

No.  32,309.— S.  E.  Oviatt,  of  Richfield,  Ohio.~~Improvement  in  Threshing  Machines. — 
Patent  dated  May  14,  1861.— In  front  of  the  air  chamber  or  flue  is  placed  a  screen,  consisting 
of  rods  secured  at  their  ends  to  belts  which  pass  over  pulleys.  In  the  rear  of  this  revolving 
screen,  and  filling  the  throat  of  the  opening,  is  a  wire  cloth  diaphragm,  for  the  purpose  of 

Sreventiug  the  chaff  and  straw  from  passing  into  the  flues  and  pipes  and  obstructing  the 
raught    Extending  over  the  stacker  and  rear  end  of  the  machine  is  a  covering  or  hood  of 
canvas  for  the  ptUT)ose  of  preventing  the  escape  ot*  dust  into  the  bam. 

Claim,-— Tho  wire  cloth  diaphragm  E",  in  combination  with  the  revolving  screen  E'  and 
tiiresheT,  for  the  purpose  set  forth. 

Also,  the  canvas  covering  or  hood  M,  in  combination  with  the  stacker,  for  the  purpose 
•pectfied. 

No.  32,310.— Suspended 

No*  32,311.— Thomas  Patterson,  of  Eush,  JW.^Improvement  in  Ploughs.— T&teni  dated 
May  14f  1861. — ^This  invention  consists  in  connecting  and  bracing  the  plough  bod^-  to  a  beam 
whu^h  is  jointed  to  the  front  part  of  the  axle-tree  ot  the  carriage,  and  which  projects  out  in 
front  of  the  axle-tree.    The  beam  is  connected  near  its  front  end  by  pointed  str^s  to  a  lover. 


andaimbined  with  the  wheels  B  B',  axle  A,  and  draught-pole  D,"'as  and  for  the  purposes^iet 
forth. 
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No.  32,312.— Thomas  Powers,  of  Philadelphia,  F^-^tmwrowemcnt  in  Omt  JZy/aNfi.— 

Patent  dated  May  14,  1861. — Attached  to  the  pipe  below  the  oDrner  is  a  cop-«haped  case,  Hm 
inlet  of  which  is  covered  with  a  ball  acting^  as  a  valve.  Besting  upon  the  inner  side  cf  tka 
casing  is  a  hemispherically-shaped  disc,  perforated  to  allow  the  passage  of  the  gas,  and  pio- 
▼ided  with  a  tube  at  the  top,  m  which  tube  is  a  hollow  sliding  spinAe,  having  at  its  lower 
end  a  circular  disc,  which  serves  as  a  guide  to  the  baU.  The  spindle  is  provided  with  a  tcnm 
at  the  top,  so  that  the  distance  through  which  the  ball  can  rise  may  oe  regolated,  and  ths 
pressure  adjusted  to  the  number  of  burners  used. 

C7ati».— -The  combination  and  arrangement  of  the  doable-acting  ball-valve  A  with  tba 
hollow  sliding  tube  L  and  the  perforated  nemispherical  disc  K,  operating  substaotiaUj  as  oil 
forth. 

No.  32,313.— J.  R.  Robinson,  of  Boston,  ^aaa.-^Improvement  in  Steam-BoiUr  Fmr- 
naces. — Patent  dated  May  14,  1861. — Between  the  fire  chamber  and  the  gas*mixing  chamber 
are  arranged  two  wails  at  a  short  distance  apart,  and  extending  across  the  inner  portion  of  the 
boiler  in  tne  rear  of  the  fire  grate,  with  a  space  or  chamber  between  them.  Through  the  ftoat 
wall  is  a  passage  d,  which  forms  a  communication  between  the  fire  chamber  and  the  iiitei^ 
posed  chamber.  Through  the  lower  part  of  the  back  wall  are  also  passages  s  e,  commimi- 
eating  with  the  gas-mixing  chamber.  The  space  between  the  walls  is  piutly  closed  al  tks 
top  by  a  cover,  in  which  is  a  passage  /  fitted  with  sliding  valves,  through  which  passage  aca 
drawn  the  lighter  gases  into  tne  intermediate  chamber. 

Claim. — ^1  he  two  walls  C  D  and  their  interposed  chamber  £  and  passages  d  e  e^  constructed 
and  arranged  between  the  fire  chamber  A  and  gas-mixing  chamber  B,  substantially  9fi  mod 
for  the  purpose  sj)ecified.  ' 

Also,  in  combination  with  the  said  walls,  interposed  chamber,  and  passages,  the  described 
arrangement  of  the  passage  or  passages/,  for  the  purpose  specified. 

No.  32,314.— Thomas  Sanpord,  of  Chiremont,  N.  H.— Improved  Steam  Cock.— Patent 
dated  May  14,  1861. — ^The  gate  B  of  the  cock  is  hollow,  and  made  of  cylindrical  form,  and 
screws  upon  a  hollow  seat  stand  C,  which  is  secured  to  an  open  partition  extending  across 
the  cock  chamber.  This  seat  stand  is  provided  with  a  passage  extending  laterally  through 
its  screw.  The  gate  is  affixed  to  the  lower  end  of  a  cylindrical  rod  or  stem  which  passes 
through  a  neck,  and  is  provided  with  a  hand-wheel  at  its  upper  end.  By  moving  the  gate 
the  passage  of  the  steam  or  fluid  through  the  partition  of  the  cock  chamber  may  be  regulated 
as  circumstances  require. 

Claim. — My  improved  steam  cock,  as  constructed  with  its  parts  B  C,  hollow,  and  to  screw 
together,  or  one  on  or  in  the  other,  and  with  one  of  them  provided  with  a  lateral  opening  d» 
suDstantiallv  as  specified,  the  whole  being  applied  to  stem  D  and  partition  c,  as  and  so  as  t* 
operate  as  oescribed. 

No.  32,315.— J.  P.  Sherwood,  of  Fort  Edward,  N.  Y.— Improvement  in  Sewing  Ma* 
ikines. — Patent  dated  May  14,  1861. — This  invention  consists  in  the  employment,  in  oombi- 
Bation  with  a  needle  and  shuttle,  so  operated  that  the  shuttle  passes  twice  in  the  same  diree- 
tioQ  through  every  loop  of  the  needle  thread,  of  mechanism  for  drawing  back  the  needk 
thread  through  the  cloth,  operating  relatively  to  the  needle  and  shuttle.  To  the  upright  steM 
of  the  presser  is  pivoted  the  foot  piece,  in  such  a  manner  as  to  be  cunable  of  oscillating  in  a 
direction  transverse  to  the  feed  movement.  The  foot  piece  is  fitted  with  two  rollers,  the 
peripheries  of  which  form  the  pressing  surface,  the  rollers  being  arranged  in  such  a  manner 
that  the  needle  will  pass  between  them,  and  having  their  peripheiies  convex  in  a  longitudinal 
direction,,  adapt  themselves  to  irregularities  of  the  sur&ce  or  thickness  of  the  cloth. 

C/aim.— First,  in  combination  with  a  needle  and  shuttle,  applied,  combined,  and  operating 
together  as  specified,  ^e  employment  of  the  drawback  mecnanisui,  operating  to  draw  back 
the  whole  of  the  slack  of  the  needle  thread  loop  through  the  cloth  between  the  first  and 
second  passages  of  the  shuttle  through  it,  substantially  as  described. 

Second,  though  I  do  not  claim  broadly  the  employment  of  rollers  in  the  presser  foot,  I 
claim  the  combination  of  the  laterally  oscillating  foot  T  and  the  rollers  g  g,  having  a  convex 
longitudinal  profile,  substantially  as  and  for  the  purpose  specified. 

No.  32,316.— Lorenzo  Sibert,  of  Mount  Solon,  Va. — ImjjMrovement  in  Magazine  Fis^ 
Arms. — Patent  dated  May  14,  1861. — This  invention  consists  m  arranging  a  magazine  conn 
nosed  of  separate  tubes  to  carry  complete  ball  cartridges  concentrically  around  Uie  barrel  of 
the  gun  in  such  a  manner  that  the  magazine  may  readily  be  revolved  upon  the  barrel,  and 
the  tubes  be  caused  to  occupv  successively  such  tf^elation  to  the  loading  mechanism  that  the 
cartridges  may  r^ularly  and  readily  be  led  ^uime  into  the  discharging  mechanism  by 

their  own  gravity  alone.  ^k 

Claim. — First^  the  combiitfi*^T^^the.  ^^bg&z^   *^£^  ^^^  ^^  barrel  A  and 

breech  D,  substantially  in  tl  ^^^S.         ^^Kl         ^BL^ 

Second,  the  conveyer  Q,        a    ^Bn^k        ^^^|^^      ^^BT  ^  ^^  fo^l^* 

Third,  an  open  breech,  ^^^^H^^^^^^H      ^^^B  P<^s9<^  of  a  cartiidgS 

•dhrectly  through  the  sami  ^^^^H^^^^^^^    ^^H^^'^  described. 

Fourth,  the  combinati  ^^^V^^^^^A^^^V^  ^^^  ^  purpose  oC 
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fonniBir  <>n  <^IMa  duunbor  to  neilT»  and  liold  tiie  loaded  cartrldg<e,  and  discharge  it  wben 
exploded. 

fHftht  the  combinatioii  of  the  flSEi^axfne  tube  B,  coDveyer  G,  hammer  J,  and  Anted  roUeiB 
F  F^,  or  their  equivalent,  snbetantiaUj  as  and  for  the  purpose  set  forth. 

Sixth,  expelling  the  empty  cartridge  eaee  from  the  discbarge  chamber  by  means  of  the  sn^ 
oeeding  cartridge,  snbstantiaUy  in  iSe  maimer  described. 

Seventh,  discharging  the  empty  cartridffe  cases  automatically  into  a  chamber  in  the  stock 
of  the  gun,  where  they  mav  be  preserved  for  ftitnre  nse. 

Eighth,  holding  the  loaded  cartridge  at  the  moment  of  explosion  in  an  open  chamber  in 
anch  manner  that  the  cartridge  itself  shall  form  a  prolongation  or  extension  oi  the  bore  of  the 
gun. 

Ninth,  so  arranging  the  fluted  rollers  F  F'  thai  the  semi-diameter  of  the  loaded  cartridga 
lying  thereon  shaU  project  into  the  plane  of  the  tube  B,  to  prevent  the  escape  of  more  than 
one  cartridge  therefrom  at  a  time. 

Tenth,  the  lock,  composed  of  the  hammer  J,  mainsprine  t,  trigger  8,  trie^r-spring  «,  and 
cocking-lever  I,  arranged  substantially  in  tfie  manner  c^cribe^  in  combmation  with  the 
conveyer  G,  for  the  purpose  set  forth. 

Eleventh,  the  combination  of  the  conducting  tube  H  and  fluted  rollers  F  F',  or  their 
equivalent,  substantially  in  the  manner  and  for  me  purpose  described. 

Twelfth,  the  guides  a,  in  combination  with  the  breech  D  and  fluted  rollers  F  F',  or  their 
equivalent^  substantially  in  the  manner  described,  for  the  purpose  set  forth. 

Ifo.  32,317.— A.  B.  Smith,  of  Clinton,  Ttk^^hnpratement  in  Raking  AUachment»  taBar 
vesterB. — Patent  dated  May  14,  1861. — ^This  invention  consists  in  the  attachment  of  a  raking 
apparatus  to  a  reaping  machine  in  such  a  manner  that  by  means  of  a  cam  plate,  operating  in 
connexion  with  two  detents  secured  in  the  side  of  the  frame  and  a  g^ide  plate,  the  ral^  is 
turned  up  and  down  at  the  termination  of  its  backward  and  forward  movement.  The  sheaf 
guard  consists  of  a  rock-shaft,  provided  with  curved  teeth  and  a  torsional  spring,  and  servei 
to  receive  the  grain  or  gavel  brought  forward  each  time  by  the  rake>  and  bold  it  there  sus- 
uended  over  the  edg^  ot  the  platform  until  the  moment  arrives  for  casting  the  same  o£f  upon 
the  ground. 

Claim. ~The  cam  P,  constructed,  arranged,  and  operating  in  combination  with  the  spring 
detents  Q  R  and  euide  plate  6,  substantial^  as  specified,  for  the  purpose  of  turning  the  fake 
up  and  down  at  toe  termination  of  its  backward  and  forward  movements. 

Also,  the  combination  of  the  arm  S  and  stop  s,  for  giving  the  additional  forward  and  dbwn- 
ward  motion  to  the  rake  at  the  termination  of  its  forward  movement  with  the  mechanism  for 
operating  the  grain  or  sheaf  guard,  whereby  the  g^vel  is  discharged  in  a  compact  tbrm,  sub* 
stantially  as  described. 

Also,  the  sheaf  guard,  arranged  and  operating  in  combination  with  the  rake,  substantially 
in  the  manner  and  for  the  purpose  specified. 

Also,  the  compressing  arms  i  t,  arranged  and  actine  in  combination  with  the  rake  and 
dieaf  guard,  substantiaUy  as  and  for  the  purpose  specified. 

Also,  the  combination  and  arrangement  ot  the  cam  L,  vibrating  lever  K,  and  arm  M,  con- 
structed substantially  as  described,  for  commnnicating  the  requiied  positive  motion  firom  the 
driving  shaft  to  the  sheaf  guard. 

Ko.  32,318.— Henrt  K.  Stoiter,  of  Lancaster,  V^^Improvement  in  Seeding  Maehines,-^ 
Patent  dated  May  14,  1801. — ^The  diagonal  position  of  the  seed-cell  partitions  are  designed  to 
operate  as  a  screw  in  drawing  the  seeds  from  the  seed-box  through  the  openings  at  ^e  end 
Of  the  partitions  into  the  celS,  the  flange  on  the  opposite  end  preventing  the  escape  of  the 
seed,  for  the  purpose  of  insuring  equal  measurement  and  a  steady  passage  of  the  seeds. 

Claim, — ^The  seed-roller  A,  having  seed-cells eec  open  at  one  end,  and  formed  by  the 
diagonal  partitions  bkb  and  flange  J^  •obatantially  as  and  for  the  purpose  set  forth. 

No.  32,319.— Jacob  Strater,  of  Miamlsborg,  0,—Impnfcmnent  in  Seed  Drille.—Pkbud 
dated  May  14,  1661.— This  invention  is  explained  by  the  claim  and  engraving. 

C/atfli.— Making  the  teeth  on  one  pari  or  portion  of  the  feeding-roUer  for  seed-drills  «ppo> 
site  the  spaces  between  the  teeth  on  the  other  part  or  portion  of  said  roller,  substantially  as 
described,  so  as  to  deliver  or  discharge  the  seea  more  unilbrmly. 

No.  32,320.— Charles  Titterton,  of  Rohampton,  England.— /mprov«Yiieiil  in  Prepara- 
tion of  Oxide  of  Zinc  for  a  Paim.— Patented  in  England  November  4,  1856.— Patent  dated 
May  14,  1861. — ^The  nature  of  this  invention  consists  in  ffiving  greater  body  to  zinc  white  b^ 
submitting  it  to  great  pressure,  whereby,  It  is  alleged,  Uie  chaiacter  of  the  product  is  mala 
rially  dianged. 

C/atm.— The  subiecting  of  oxide  of  sine,  when  contained  in  a  strong  holder,  to  a  greaft 
pcessuje  by  hydraulic,  screw,  or  other  powerful  pressure,  as  described,  whereby  the  density 
!s  greatly  increased,  and  its  covering  powers  broug[ht  to  nearly  equal  white  lead,  ovecf0iBin|p 
a  great  objection  hitherto  existing  to  tne  use  oi  wmte  oxide  of  zinc 
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No.  32,321.— Robert  Watsok,  of  Cbatbain,  IU.~/awroveiiMRl  tii  Permanent  Rmlwa^B,-^ 
Patent  dated  May  14,  1661. — ^The  rail  chair  being  of  tne  same  length  as  the  rail,  ia  con* 
•tracted  with  a  lip  on  the  inside  edge  of  the  base,  which  dures  over  to  fit  the  projection  of 
the  raiL  On  the  outside  edge  of  the  base  of  the  chair  are  brackets  extending  up  and  cnrred 
80  as  to  receive  wooden  wedges,  by  which  the  rail  is  secured  to  the  chair. 

Claim. — The  employment,  in  connexion  with  the  rails,  of  wrought-iron  chairs  of  the  same 
length  as  the  rails,  constructed  and  arranged  in  the  manner  described,  so  as  to  form  a  oon* 
tinuous  bed  or  groove  for  the  reception  and  support  of  the  rails,  all  as  set  forth. 

No.  32,322.-0.  WettbiIAN,  of  Independence,  Iowa. — improved  Broom, — Patent  dated 
May  14,  1861. — Combined  with  a  conical  cap,  placed  looselv  on  a  screw  rod  provided  with  a 
nut  fastening,  are  two  wire  straps  and  a  clamping  slide,  which  latter  confines  the  straws  in 
a  proper  position,  while  the  former  protect  and  confine  the  ends  of  the  whisks,  and  give  the 
desired  shape  to  the  broom. 

Claim,— The  two  wire  frames  B  B,  united  to  or  forming  a  part  of  screw  rod  A,  and  other> 
wise  constructed  as  desired,  in  combination  with  the  slide  /,  the  conical  cap  0,  and  screw 
handle  D,  all  arranged  as  and  for  the  purposes  set  forth. 

No.  32,323. — M.  G.  Wilder,  of  Meridcn,  Conn. — Improvement  tit  Sewing  MadUnta, — 
Patent  dated  May  14,  1861. — ^This  invention  is  explained  by  the  claim. 

Claim, — ^The  combination  of  the  shaft  or  stock  of  the  looper  with  a  pitman  that  rises  and 
descends  in  directions  transverse  to  the  longitudinal  movement  of  the  looper,  bv  means  of 

Slates  fitted  with  inclined  projections,  whereby  an  intermittent  lateral  movement  is  imparted 
}  the  looper,  substantially  as  set  forth. 

Also,  the  combination  of  the  looper  shaft  or  stock  with  a  pitman  operated  by  a  crank  pin, 
by  means  of  a  pin  and  slotted  cam  plate,  the  form  of  the  cam  slot  being  such  that  the  point 
or  the  looper,  when  moving  in  both  directions,  is  caused  to  pass  by  the  back  of  the  needle 
sooner  than  it  would  if  moved  by  the  crank  pin  alone,  substantially  as  set  forth. 

Also,  the  combination  of  the  shaft  or  stock  of  the  looper  with  a  pitman,  by  means  of 
blocks  or  plates  fitted  with  inclined  projections,  and  with  a  pin  and  cam  slot,  whereby  tha 
before^lescribed  longitudinal  and  lateral  movements  of  the  looper  are  derived  from  the  move- 
ment of  a  pitman  operated  by  a  crank  pin,  substantially  as  set  forth. 

Also,  the  combination  of  an  eye-pointed  looper  with  a  hook  at  its  butt,  substantially  as  seC 
forth. 

No.  32,324.— S.  B.  Wilmot,  of  Brooklyn,  N.  Y.-^hnproved  Basket  for  Berries.— Patent 

dated  May  14,  1861. — The  body  of  the  basket  is  constructed  of  thin  sheet  metal  cut  bT 
means  of  dies  to  form  ribs  or  splinto  bent  at  their  lower  ends  to  form,  in  connexion  with 
circular  discs,  the  bottom  of  the  oasket. 

Claim, — A  basket  for  berries  constructed  of  sheet-metal  strips  or  plates  cut  and  bent  in 
the  form  as  shown,  and  used  in  connexion  with  the  plates  or  discs  B  C ;  all  arranged  as 
fifaown  to  form  a  new  and  improved  article  of  manufacture  for  the  purpose  specified. 

No.  32,325.— J.  N.  Wilson,  of  Mount  Bethel,  Fek.^Improved  Washing  Machine,— V^Jbeni 
dated  May  14,  1861. — ^The  rubbing  wheel,  having  its  upper  surface  provided  with  ribs,  is 

£  laced  on  a  level  with  the  upper  part  of  the  suds  box,  and  is  encompassed  by  a  plate  which 
\  flush  with  the  upper  surface  of  the  wheeL    A  rotary  movement  is  given  to  the  wheel  upon 
which  the  clothes  are  placed,  bv  which  the  washing  is  effected. 

Claim. — The  combination  of  the  horizontal,  rotating,  rubbing  wheel  D  and  suds  box  B, 
arranged  substantially  as  and  for  the  purpose  set  forth. 

No.  32,326.— Henrt  Winter,  of  Hackney,  England.— /mproffMf  Machine  for  Weighing 
5aeAES.— Patented  in  Eng^land  September  15,  1859.— Patent  dated  May  14,  1861.— At  the 
centre  of  a  skeleton  framing  a  toothed  rack  is  adjusted  looselv  in  a  vertical  position,  and  to 
one  side  of  the  bottom  of  the  rack  is  a  platform  to  receive  the  sack  or  other  weight  to  be 
iaised.  By  means  of  toothed  pinions  and  gearing,  operated  by  a  crank,  the  weight  is  raised 
to  any  desired  height 

Claim, — A  machine  or  apparatus  of  the  construction  substandally  as  described  and  for 
the  purpose  set  forth. 

No.  32,327. — Oharles  B.  Wood,  of  New  York,  N.  Y.— Improvement  in  Carriages. — 
FAtent  dated  Mav  14,  1861. — Secured  to  each  side  of  the  carriage  body  is  a  metal  strap  con- 
nected at  one  end  by  thorough  braces  to  a  0  spring,  the  lower  ends  of  which  is  secured  to 
the  upper  part  of  an  elliptic  spring ;  to  the  inner  end  of  the  latter  is  attached  a  bar,  having 
an  eye  in  its  end  fitted  between  lup^  attached  to  the  metal  strap  on  the  carriage  body. 

Claim, — ^The  arrangement,  in  the  manner  shown  and  described,  of  the  bar  G  and  springs 
V,  with  the  springs  F  and  carriage  body  A,  ail  as  set  forth. 


Digitized  by  CjOOQIC 


COMMISSIONED  OF  PATENTS.  839 

No.  S2,328.— George  Wood,  of  Strasbnrg^,  Ftk.-^Improved  Field  Bucket, ^Tnient  dfcted 
May  14,  1861. — ^This  invention  relates  to  an  improvement  in  cans  or  buckets  for  carrying 
water,  and  it  consists  in  providing  the  upper  and  under  sides  of  the  lid  with  grooved  adjust- 
able holders,  between  wmch  a  number  ot  tin  cups  are  made  to  slide  and  be  held  bj  their 
bottom  edges. 

Claim, — ^The  lid  £,  with  slots  H  in  combination  with  the  grooved  adjustable  bars  F  ex- 
tending across  the  upper  and  lower  sides  of  the  lid,  for  the  purposes  set  forth. 

No.  32,329.— John  E.  Wootten,  of  Philadelphia,  To.— Improved  Hydrostatic  Pressure 
Jndieator, — Patent  dated  May  14,  1861.— This  invention  consists  of  a  ram  operating  through 
a  permanent  self-tightening  packing,  and  in  a  cylindrical  opening  in  a  block  of  any  appro* 
pnate  shape  for  forming  a  communication  between  the  said  opemn^  and  the  space  beneath 
the  ram  ot  a  hydrostatic  press,  in  combination  with  a  spring,  a  pomter,  a  graauatcd  index 
plate,  and  suitable  appliances  for  transmitting  the  motion  of  the  spring  to  tlie  pointer,  by 
means  of  which  the  exact  amount  of  pressure  on  the,  ram  of  a  hydrostatic  press  can  be 
ascertained. 

Claim, — ^The  ram  0,  the  cylindrical  opening  x  in  the  block  E,  and  the  permanent,  self- 
tightening  packing  A,  when  the  said  block  is  of  an  appropriate  shape  for  forming  a  commu- 
nication between  the  said  opening  z  and  the  space  beneath  the  ram  of  a  hydrostatic  press, 
and  when  the  whole  is  combined  with  an  elliptical  or  other  suitable  spring,  the  pointer  Q, 

Saduated  index  plate  D,  and  the  devices  described,  or  their  equivalents,  for  transmitting 
B  motion  of  the  spring  to  the  pointer,  substantially  in  the  manner  and  for  the  purpose  set 
forth. 

No.  32,330.— Linus  Yale,  jr.,  of  Philadelphia,  Pa. — Improvement  in  Loe^s.— Patent 
dated  May  14,  1861. — ^The  piece  E  constitutes  the  key,  and  consists  of  a  small  steel  shaft, 
with  its  outer  end  provided  with  a  small  crank,  by  means  of  which  it  can  be  rapidly  rotated 
to  as  to  bring  the  tumblers  in  the  reouired  position.  The  parts  D  D  are  the  tumblers,  the 
periphery  of  each  of  which  is  indentea  with  a  series  of  notches  extending  around  it,  with  the 
exception  of  a  small  space  to  afford  a  stop  for  the  key  ring,  and  to  count  off  the  position 
from.  The  piece  C  is  a  fence  and  bolt  guard  hung  to  the  bolt  by  means  of  a  screw  in  a  pro- 
jection ;  its  lower  part  forms  an  arm  so  arranged  that  when  the  bolt  is  unfairly  attempted  or 
the  tumblers  improperlv  arranged,  the  said  arm  will  rise  and  abut  against  a  stop,  and  pre- 
vent any  farther  retraction  while  the  tumblers  remain  in  said  position. 

Claim, — First,  the  piece  £,  or  its  equivalent,  used  in  the  manner  or  an  equivalent  maimer, 
and  for  the  purpose  substantially  as  described. 

Second,  tne  parts  D  D  D  D,  or  their  equivalents,  deriving  motion  in  the  manner  snbstan- 
tiallv  as  described. 

Third,  the  piece  C,  or  its  equivalent,  with  its  arm  gy  for  the  purpose  and  object  described. 

No.  32,331.— Linus  Yale,  jr.,  of  Philadelphia,  Vsk,~~Improvement  in  LocAf*.— Patent 
dated  May  14,  1861. — This  invention  consists  in  the  application  to  locks  of  a  combination  of 
devices,  as  a  ratchet  wheel,  a  pin,  and  an  arm,  for  the  purpose  of  rendering  unavailing  any 
attempt  to  ascertain  the  differences  between,  or  position  of  the  tumblers,  levers,  or  stops. 

Claim, — The  application  to  locks  of  the  parts  E^l  e2d  and  M,  or  their  equivalents,  for 
the  purpose  and  object  substantially  as  descnoed. 

No.  32,332.— James  Young,  of  New  York,  N.  Y,'~Improvement  in  Electro- Magnetic 
Bathing  Apparatus, — Patent' dated  May  14,  1861.^The  nature  and  object  of  this  invention 
will  be  understood  from  the  claims. 

Claim, — First,  the  combination  of  a  bath  tub  with  non-conducting  sides  and  bottom,  with 
metallic  conducting  ends,  each  end  attached — the  head  to  the  positive  and  the  foot  to  the 
negative  poie  of  a  helix,  or  vice  versa^  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  employment  Sf  insulated  rock-shafts  6,  applied  in  comoination  with  the  sup- 
porting rods  a  a\  and  with  the  tub  A,  substantially  as  described,  for  the  purpose  of  impart- 
uig  to  the  tub  an  oscillating  motion,  while,  at  the  same  time,  its  insulation  is  preserved. 

l^'hird,  the  arrangement  of  the  adjustable-  metallic  plates  1 1  ^  in  the  steam  jacket  B,  in 
combination  with  the  electro-magnet  M,  as  described,  for  the  purpose  of  supporting  certi^ 
parts  of  the  body,  and  of  passing  the  current  through  certain  portions  of  tne  body  of  the 
patient. 

Fourth,  the  combination  of  an  electro-magnet  M,  bathing  tub  A,  and  metallic  vessel  H, 
with  a  rose  m,  constructed  and  operating  as  and  for  the  purpose  set  forth. 

Fifth,  wrapping  tho  sponge  s'  round  a  copper  ball  «,  as  and  for  the  purpose  specified. 

Sixth,  so  combining  the  swinging  tub  A,  switch  N,  and  electro-magnet  M,  that  by  the 
OBciUating  motions  of  the  tub  the  current  is  changed. 

Seventh,  the  combination  of  the  bathing  tub  A,  electro-magnet  M,  metal  strips  q  ^,  and 
brakes  r  rl  r2  r3  r4  r5  r6,  constructed  and  operating  substantially  as  and  for  the  purpose 
•et  forth. 

Eighth,  so  arranging  the  top  rail  a*,  on  the  sides  of  the  tub,  that  the  same  projects  ovar 
inside  and  outside,  in  the  manner  and  for  the  purpose  described. 
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!fo.  32,333.— Chahles  R.  Alsop,  of  Middlctown,  Conn.,  assignor  to  J.  W.  Alsof,  of 
Hew  York,  N.  Y. — Improvement  in  Retolving  Fire^Arms, — Patent  dated  May  14,  1861.— 
This  invention  consists  in  a  means  of  obtaining  a  lon^tndinal  movement  of  the  nuuiy* 
chambered  cylinder,  for  the  pnqjose  of  forcing  it  np  tightly  against  the  barrel,  to  make  a 
tight  joint  therewith  at  the  time  of  firing,  and  of  drawing  it  back  out  of  contact  therewith 
previous  to  its  rotary  movement.  It  also  consists  in  a  mechanism  for  effecting  the  cocking 
of  the  hanmier,  the  rotation  and  stoppage  of  the  cylinder,  and  in  the  mode  of  applying  tlw 
trigger. 

Claim, — First,  combining  the  oscillating  cam  H  with  the  cocking  lever,  so  as  to  be  operated 
by  and  with  the  said  lover,  to  permit  the  backward  tongitndinal  movement  of  the  cylinder, 
•nbstantiailv  as  described. 

Second,  toe  spring  K,  applied  and  operating  In  combination  with  a  stud  or  prqjectfon  t,  on 
the  side  of  the  oscillating  com  H,  to  produce  9ie  necessary  movement  of  the  said  cam  to  givo 
the  cylinder  the  forward  longitudinal  movement,  substantially  as  set  forth. 

Third,  effecting  the  cock  of  the  hammer  by  meant  of  a  stnd  or  projection  $  on  the  side  of 
the  oscillating  cam  H,  substantially  as  specined. 

Fourth,  placing  the  spring  6  by  which  the  backward  longitudinal  movement  of  the  cylin- 
der is  produced  within  the  axis  pin  itself,  substantially  as  and  for  the  purpose  specified. 

Fiftu,  combining  the  axis  pin  D  with  a  pin  F,  which  attaches  the  rammer  shell  to  the 
frame  A  by  means  of  the  spring  b,  the  pin  c,  and  die  notch  a,  all  applied  and  operating  sub- 
stantial ly  as  described. 

Sixth,  the  hanging  of  the  trigger  and  sen  on  die  axis  pin  of  the  cam  by  which  the  Ibr* 
ward  longitudinal  movement  is  produced,  substantially  as  described. 

Seventh,  the  hanging  of  the  cocking  lever  J  on  the  axis  pin  of  the  cam  by  which  the  for- 
ward longitudinal  movement  of  the  cylinder  is  produced,  suostantially  as  described. 

Eighth,  the  employment  of  the  same  pin  I,  as  the  axis  of  the  cam  U,  and  the  fulcmm  of 
the  cocking  lever,  the  trigger  and  the  revolving  lever  or  dog,  substantially  as  specified. 

Ninth,  combining  the  axis  pin  I,  of  the  cam  dv  which  the  forward  longitudinal  movement 
of  the  cylinder  is  produced,  with  the  movable  side  plate  of  the  stock,  by  means  of  the  counter- 
sunk hole  in  the  said  plate,  and  the  screw  20  passing  through  the  said  plate  and  screwing 
into  the  said  pin,  subntantiaily  as  and  for  the  purpose  described. 

Tenth,  making  the  locking  and  stop  notches  t  i  in  the  peripheiy  of  the  rear  journal  of  th« 
rotating  cylinder,  substautiaQy  as  described. 

Ko.  32,334.— Moses  Ducharme,  of  Cohoes,  N.  Y.,  assignor  to  Himself  and  GcORGB 
DUCHARMEI,  of  the  same  place. — hnprovauent  in  Locks. — Patent  dated  May  14,  1861. — 
This  invention  consists  in  the  combination  of  an  escutcheon,  shackle,  and  bolt,  all  constructed 
and  arranged  together  and  with  a  single  spring,  which  at  once  forms  the  spring  tumbler  of  the 
bolt,  and  the  spring  by  which  the  escutcheon  is  made  to  hide  the  key-hole  and  lock  the 
shackle.  The  front  and  back  plates  of  the  lock  are  secured  together  and  to  the  properly  perforated 
trunk  or  chest  by  means  of  notched  lugs  formed  upon  the  front  plate  in  connexion  with  cor- 
responding slots  in  the  back  plate,  so  that  the  lock  is  secured  together  and  to  the  trunk  by 
means  of  the  plates  alone,  and  can  also  be  removed  from  and  repl^^ed  upon  the  trunk  by  tlie 
hands  alone  without  the  use  of  a  screwdriver  or  other  tool. 

Claim. — The  combination  of  the  latch  bolt  A,  shackle  B,  escutcheon  C,  and  spring  tumbler 
and  escutcheon  spring  D  J,  all  constructed  and  arranged  substantially  as  shown  and  specified. 

Also,  the  construction  of  the  trout  plate  E,  with  notched  lugs  y  and  the  back  plate  A,  with 
oonresponding  slots  x,  as  and  for  the  purposes  set  forth. 

No.  32,336.— Charles  H.  Leffixowell,  of  Providence,  R.  I.,  assignor  to  Himself  and 
P.  B.  Carpknter,  of  Noith  Providence,  R.  I. — Improvement  in  Boot-Legs.^F&vent  dated 
May  14,  Jdcil. — The  leather  to  form  the  boot-leg  is  cut  in  the  form  shown  by  the  engraving, 
and  dastic  gores  aie  introduced  into  each  side  of  the  leg  hi  su<!h  a  manner  that  the  ooot-leg 
will  accommodate  itself  to  conformation  of  the  ankle  and  the  calf  of  the  leg. 

Claim. — A  boot-leg  constructed  of  the  pieces  A  D  D  F  and  E,  cut  in  the  shape  represented 
fai  the  drawings,  with  the  elastic  pieces  G  G  iniroduoed  in  the  manner  and  for  the  purposes 
■St  forth. 

No.  32,336.— C.  O.  Luce,  of  Brandon,  Vt ,  assignor  to  Himself,  F.  M.  Strong,  and  J.  P. 
Es^rABRQOK,  of  the  same  place. — Irnvroioed  Washing  Machine, — Patent  dated  Mav  14, 1861. — 
The  bottom  of  the  tub  rests  upon  rollers,  and  is  provided  with  a  toothed  ring,  which  receives 
motion  from  a  pinion  attached  to  an  arbor  provided  with  a  bevel  gear  mestung  with  a  corre- 
sponding gear  on  the  driving  shaft ;  this  shaft  carries  a  series  of  pinions  gearing  into  toothed 
racks,  secured  to  the  upper  ends  of  the  stems  of  the  pounders  placed  at  the  side  of  the  tnbw 
As  the  tub  rotates,  the  clothes  are  brought  successively  under  the  pounders. 

C^atm.— The  arrangement  of  the  racks  j,  pinions  t,  shail  £,  and  rollers  /,  with  the  stems  A, 
pounders  F,  rutary  tub  A,  shaft  D,  and  gearing/^  e  e  B;  all  as  shown  and  described  for 
the  purposes  set  ibrth. 
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Ho.  32,337.— Oeqrg£  Murray,  of  develand,  Ohio,  assignor  to  Himself  and  Sarah  O. 
HiBBERT,  of  the  same  place. — Improvement  in  Water  Elevators. — Patent  dated  ^laj  14« 
186L — The  bottom  of  the  bucket  is  provided  with  a  valve  on  its  upper  and  lower  sides,  the 
two  beinfi^  connected  by  a  piece,  one  side  of  which  is  shorter  than  the  other,  so  that  when  one 
valve  is  horizontal  the  other  is  inclined.  As  the  bucket  is  raised  full  of  water,  the  under 
yalve  comes  in  contact  with  a  division  in  the  curb  and  parallel  with  the  bottom  of  the  spout, 
which  raises  the  upper  valve  and  allows  the  water  to  flow  into  the  spout.  The  rope  is  pre- 
vented from  slipping  by  being  compressed  between  the  pulley  and  a  roller  against  which  the 
pallej  bears. 

Claim, — Fu^t,  the  circular  spout  N  N',  in  combination  with  the  double  oblique  valves  L 
L',  when  the  same  are  constructed,  arranged,  and  operated  as  and  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  j^uUeyB  C  A  for  the  purpose  of  compressing  the  rope  in 
order  to  prevent  its  ^pping,  as  specified. 

No.  32,338.— Joseph  Neumann,  of  Philadelphia,  Pa.,  assignor  to  Geo.  W.  Robertson, 
of  the  same  place. — Improvement  in  Hydrants, — Patent  dated  Mav  14,  1861. — Attached 
immediately  to  and  around  the  upper  part  of  the  barrel  of  the  cock,  and  within  the  usual 
hydrant  case,  is  a  short  tut)ular  case  or  ^ard  so  constructed  as  to  enclose  the  upper  joint  of 
uie  cock  in  a  water-tight  manner,  by  which  means  earth  or  sand,  which  cause  grinding  away 
and  consequent  leakage,  are  prevented  from  coming  in  contact  with  the  said  joint. 

Claim, — ^Tbe  case  or  guard  B,  in  combination  with  the  upper  end  of  the  barrel  of  a  hydrant 
cock,  the  said  case  or  guard  being  constructed  and  apf»lied  to  the  cock,  substantially  in  the 
manner  described  and  for  the  purpose  specified. 

No.  32,339.— John  Range,  of  Meriden,  Conn.,  assignor  to  J.  and  E.  Parker,  of  the 
■ame  place. — Improved  ThunUt  Latch, — ^Patent  dated  May  14,  1861. — This  invention  consists 
of  a  Slide  bolt  provided  with  a  double-beveled  surface,  against  which  the  thumb  piece  of  the 
Iftfech  acts,  the  bolt  being  fitted  to  a  frame  or  j^a^  and  provided  with  a  spring  and  button,  the 
whole  so  ananged  as  to  be  capable  of  being  applied  to  either  a  right  or  left  hand  door,  and 
of  being  locked  or  buttoned  at  the  side  on  wnicn  the  slide  bolt  is  placed. 

Claim, — The  slide  bolt  B,  attached  to  a  frame  or  plate  A,  and  provided  with  a  spring  d, 
and  the  central  bow-shaped  part  having  doubled-beveled  surfaces  h  h'^  in  connexion  with  the 
thumb  piece  D,  and  with  or  without  the  button  G,  as  and  for  the  purpose  set  forth. 

No.  32,340.— Sheridan  Roberts,  of  Cleveland,  Ohio,  assignor  to  Himself  and  Alfred 
Adams,  of  the  same  place. — Improved  Barrel.— Patent  dated  May  14,  1861. — ^The  cylindrical 
portion  of  the  barrel  is  fonned  of  sheets  cut  from  the  surface  of  a  solid  cylinder,  and  the  bulg» 
IS  formed  bv  cutting  out  gores  or  wedge-shaped  pieces  from  each  end,  leaving  the  midole 
whole,  so  that,  bringing  the  cut  ends  together  by  means  of  hoops,  the  barrel  will  have  the 
desired  bulge. 

C/aim.— ?rhe  making  of  the  cylinder  part  of  barrels  of  a  volute  piece  or  pieces,  having  gore 
or  wedge-shaped  pieces  cut  from  each  end  as  described,  for  the  puipose  of  forming  the  proper 
bulge  to  the  body  of  the  barrel,  in  the  manner  set  forth  and  described. 

No.  32,341.— W.  Dewees  Wood,  of  Wilmington,  Del.,  assignor  to  A.  Wood,  of  Phila- 
delphia, Pa. — Improvement  in  the  Manufacture  of  Sheet  Iron, — Patent  dated  May  14,  1861. — 
This  invention  is  explained  by  the  claim. 

Claim. — ^First,  removing  the  scales  of  oxide  of  iron  firom  the  plate  of  iron  in  the  manufacture 
of  sheet  iron,  by  annealing  it  and  then  passing  it  successively  between  corrugated  and  plain 
rolls  or  presses,  substantially  as  described. 

Second,  the  coating  of  the  plates  of  iron  with  graphite  or  plumbago,  or  other  carbonaceous 
matter,  ground  in  oil  prior  to  the  finishing  process,  in  the  manner  and  for  the  purpose  sub- 
ftantially  as  set  forth. 

Thiid,  the  coating  of  the  rolls  with  graphite  or  plumbago,  or  other  carbonaceous  matter 
I^TOund  in  oil,  for  the  purpose  of  finishing  tne  outer  surfaces  in  the  manner  described. 

No.  32,342.— Lewis  L.  Miller,  of  Jersev  Shore,  V^,— Improved  Washing  Machine,-^ 
Patent  dated  May  14,  1861. — ^A  corrugated  rubber  is  attached,  by  means  of  arms,  to  a  shaft, 
the  ends  of  which  are  joumaled  in  the  upper  part  of  a  slide,  which  moves  in  uprights  secured 
to  the  sides  of  the  tub.  To  the  lower  part  ol  the  slide  is  attached  the  end  of  a  volute  spring, 
which  serves  to  keep  the  rubber  down  upon  the  clothes;  the  pressure  may  be  legulated  by 
means  of  a  lever  fiilcrumed  so  as  to  raise  the  slides  and  rubber  as  may  be  desired.  Fitted  in 
boxes  inside  of  the  tub  are  rollers,  the  boxes  being  composed  oi  two  metallic  plates  of  seg- 
mental form,  having  holes  to  receive  the  gudgeons  of  the  rollers  forming  the  concave. 

C/aJm.— Fu-st,  the  arrangement  of  the  rubber  E,  handle  II,  slides  I,  studs  6,  volute  springs 
K,  and  hand  lever  J,  the  whole  bein^  constructed,  combined,  and  operated,  in  the  manner 
and  for  the  purposes  shown  and  explained. 

Second,  the  combination  and  arrangement  of  the  boxes  L  L;  rollers  D  D,  and  tub  A,  con- 
strocted  and  applied  in  the  m<tnn«r  and  for  the  purposes  shown  and  explained. 
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No.  32,343.— M.  L.  Baker,  of  Mllford,  N.  Y.-^hmproved  Apparatus  for  BlUking  Cows, — 
Patent  dated  Mar  21,  1861. — ^This  invention  consists  in  the  use  of  two  pnmps  arranged  with 
a  receiving  chamber,  valves  and  conducting  tabes,  the  reservoir  being  provided  with  a  valve 
operated  bv  a  lever  for  the  admission  of  air,  so  that  the  device  may  roadily  be  detached  from 
the  teats  of  the  cow  in  case  the  hitter  becomes  unmlv. 

Claim. — ^The  two  cylinders  A  A',  provided  with  plangers  C  C,  sacks  D  D,  and  vahres  a  of 
c  c,  in  combination  with  the  tubes  B  £  and  the  reservoir  F,  with  teat  tubes  0  attached,  all 
being  sorangcd  for  joint  operation,  as  set  forth. 

a£o,  the  valve  H  in  t  bo  reservoir  F,  arranj^  substantially  as  shown,  to  efibct  a  leadj 
detachment  of  the  teat  tubes  G  from  the  teats  ot  the  animal,  as  set  forth. 

No.  32,344.^Walter  Baker,  of  West  Winsted,  Conn. — Improvement  in  Manvfaetnrt  of 
Hoes. — Patent  dated  May  21,  1861. — This  invention  consists  in  a  method  of  constructing  the 
eye  and  blade  of  the  hoe  from  a  single  piece  without  welding.  A  piece  of  metal  plate  having 
a  hole  punched  in  it  is  placed,  after  bemg  properly  heated,  on  a  perforated  anvil  or  die-nlate^ 
with  the  hole  just  under  the  point  of  a  tapering  die  or  sinker,  grooved  at  its  lower  end,  ana 
attached  to  a  drop.  The  eye  is  formed  by  the  continued  action  of  the  die  as  it  is  dropped, 
when  the  blade  is  drawn  out  and  properly  shaped. 

Claim, — As  an  improved  article  of^ manufacture  a  hoe  formed  firom  a  single  piece  of  metal, 
in  the  manner  substantially  as  shown  and  described. 

No.  32,345.— Roberts  Bartholow,  of  U.  8.  Axmj,^hnproved  WaUr-wroof  Cartridge,-^ 
Patent  dated  May  21,  1861. — This  invention  consists  in  the  combination  or  nitrate  of  potassa, 
charcoal,  sulphur,  and  chlorate  of  potassa,  reduced  to  a  powder,  and  incorporated  with  the 
collodion  tincture  of  shellac  to  a  semi-fluid  consistency.  Tne  mixture  is  then  put  into  suitable 
moulds  and  allowed  to  harden.  When  dry,  the  cartridges  are  coated  with  the  collodion  tinc- 
ture of  shellac 

Claim, — ^The  within-described  solid  water-proof  cartridge,  made  in  the  manner  and  for  the 
purpose  herein  specified. 

No.  32,346.-0.  E.  Beatty  and  C.  S.  Beattt,  of  Norwalk,  Conn.— /m;?fWfm«rt  in 
Apparatus  for  Forming  Hat  Bodies, — ^Patent  dated  May  21, 1861. — ^The  hat-block  rests  upon 
a  screw  which  passes  through  the  lower  bar  or  bed  piece,  and  fitted  upon  rods  which  connect 
the  upper  and  lower  pieces  together  is  the  steam  bed,  which  is  made  of  metal,  and  has  an 
annular  recess  in  it  which  serves  as  a  steam-chest  Upon  this  bed  is  an  annular  clamp,  within 
which  is  a  smaller  clamp.  These  clamps  are  held  down  by  screws  passinc^  through  the  top 
piece,  and  serve  to  retain  the  felt,  which  is  pressed  up  by  means  of  the  hat-block,  operated  by 
the  lower  screw. 

Claim. — The  steam  hat-block  E,  steam  bed  D,  and  the  clamps  Q  I,  arranged  for  joint 
operation,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,347.— Harry  8.  Bartholomew,  of  Bristol,  Conn.— /mprore<i  Ball  Uroc^.— Patent 
dated  May  21,  1861. — This  invention  consists  in  applying  and  holding  in  place  the  tubular 
oval  or  ball-shaped  hand-block  of  curved  brace-bit  stocks  without  cutting  the  ball  in  two, 
which  is  effecteu  by  slipping  the  block  over  the  metal  rod  before  it  is  bent  in  the  form 
required,  and  confining  it  near  the  centre  of  the  rod  by  means  of  two  ring-collars,  which  are 
shrunk  or  otherwise  fastened  on  the  rod  at  each  end  of  the  ball. 

Claim, — A  ball-brace  A',  made  of  a  smgle  straight  rod  A,  and  with  an  undivided  ball  B 
fitted  upon  its  bow-shaped  portion,  substantially  as  and  for  the  purposes  described. 

No.  32,348.— C.  Bixler,  of  Roffersvill^  O.— Improvement  in  rFaterf:feva<ors.— Patent  dated 
May  21,  1861. — ^To  the  buitom  of  a  well  is  secured  a  box  of  any  desired  capacity,  made  open 
at  the  top  and  'closed  at  ihc  bottom,  the  latter  being  provided  with  an  inlet  valve.  At  the  aide 
of  the  box  near  the  bottom  is  an  outlet  valve.  Within  the  box  is  a  solid  piston  attached  to  a 
rod,  which  latter  passes  through  the  floor.  The  piston  is  raised  by  means  of  a  rope  or  chain 
upon  a  shaft  in  the  well-curb,  which  causes  the  box  to  be  filled  with  water.  As  the  piston 
descends  it  forces  the  water  through  the  lower  part  of  the  box  into  a  pipe  at  its  side,  whence 
It  may  be  carried  by  pipes  to  any  convenient  place  for  service. 

Claim. — ^Tbe  combJDation  of  box  A,  chamber  B,  and  valves  a  and  c,  pipe  C,  with  the 
weighted  piston  D,  rod  E.  rope  or  chain  g^  shafl  A,  gear-wheels  i  and  A,  and  crank-shaft  m, 
all  arranged  in  the  manner  and  operating  as  a  whole,  for  the  purpose  herein  described  and 
shown. 

No.  32,349.— George  Bruce,  sen.,  of  Sing  Sing,  N.  Y,-'Improvement  in  Burplar 
Alarms. — Patent  dated  May  21,  1861. — ^To  each  side  of  an  upright  standard  is  secnrea  an 
arm,  having  on  their  undersides  a  brace  attached  thereto  by  a  joint    One  of  these  arms  is 


set  against  the  door,  and  the  other  penetrates  the  floor,  so  as  to  prevent  the  upright  fh>m  bein|^ 
pushed  back.    On  the  upper  end  of  the  upright  is  a  plate  to  which  may  be  attached  a  %mA 

>on  an  attempt  being  mad< 
o  be  given. 
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pistol-barrel  or  belt  and  a  gun-lock  hammer,  so  arranged  that  upon  an  attempt  being  made  to 
open  the  door  the  hammer  wiU  be  actuated  and  cause  an  alarm  to  be  given. 
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dmim, — ^The  combinatioii,  for  the  purpoee  specified,  of  the  arms  D  E,  the  npriffht  A,  ham- 
mer H,  and  **8ere''  K,  with  a  firearm  barrel  J,  or  a  bell,  or  other  alarm-soanding  devio^ 
airaoged  to  be  operated  hj  the  hammer,  substantially  as  set  forth. 

No.  32,350.— E.  W.  Bullard,  of  Banre,  Mass.— linwroveiiMia  in  Machines  for  Twming 
and  Spreading  //ay.— Patent  dated  May  21,  1861.— The  forks  are  attached  at  their  lower 
ends  to  a  crauk-sbaft,  so  arranged  as  to  brin^^  the  forks  to  the  ^ound  successively.  Their 
Qpper  ends  are  pivoted  to  swing-holders  which  are  jointed  to  the  rear  of  the  fiBme.  The 
crank-shaft  is  driven  by  a  belt  operated  by  the  wheel.  To  the  lower  ends  of  the  forks  are 
attached  tines  or  prongs,  formed  by  making  a  loop  in  the  middle,  then  winding  a  short  coil 
on  each  side,  the  ends  bein^  fastened  by  a  pin,  so  that  the  prongs  are  allowed  to  turn  forward 
loosely,  but  held  from  tunung  back  except  by  their  spring. 

Claim, — Giving  a  number  of  forks,  arranged  to  operate  successively  a  backward  and  for- 
ward motion  by  means  of  the  crank  shaft,  or  similar  mechanism,  when  constructed  and 
operating  substantially  in  the  manner  and  so  as  to  accomplish  the  purposes  set  forth. 

Also,  tne  prongs  P,  when  constructed  as  described  and  used  in  combination  with  th»anii8 
or  forks  O,  m  the  manner  and  for  the  purpose  specified. 

No.  32,351.— Albert  S.  Clark,  of  Dryden,  N.  Y.^Improved  Sled  BraA:^.— Patent  dated 
May  21,  1861. — ^Attached  to  the  runner  of  the  sled  is  a  bent  arm,  having  at  its  lower  end  a 
claw,  its  upper  end  being  provided  with  a  slot,  in  which  works  a  pin  on  the  end  of  a  link, 
which  is  connected  with  a  lever  near  the  forward  part  of  the  sled.  By  actuating  the  lever  the 
daw  is  forced  down  upon  the  ground. 

Claim, — ^The  combination  of  link  E  and  beam  H  with  the  slotted  arm  D,  the  whole  bein^ 
constructed  and  arranged  as  and  for  the  purposes  herein  shown  and  described. 

No*  32,352.— W.  C.  CoOK,  of  Appleton,  Wis.— /in;>ro»«i  Bed-Spring.— FsktBnt  dated^Mi^ 
21,  1861. — ^The  springs  are  arranged  in  chains  secured  in  parallel  rows  to  the  head  and  foot- 
raUs.  These  chains  consist  of  loops  and  links  formed  of  two  parallel  arms  and  a  curved 
trawverse  portion,  the  loops  being  kept  in  an  inclined  position,  as  shown  by  the  engraving. 

^atm.— Constructing  toe  bed-springs  of  loops  d  and  links  aab,  formed  of  wire  and  con- 
neoted  together,  as  herem  described  ana  shown. 

No.  32,353.— Robert  Cornelius,  of  Philadelphia,  Pa.— Aajmwemaiit  in  Electrophorui,-^ 
Patent  dated  May  21,  1861. — ^The  metallic  plate  of  the  electrophorus  is  constructed  with  a 
cover  of  leather  or  other  proper  exciting  material,  so  that  by  simply  sliding  the  two  plat«t 
together  for  an  instant,  the  electricity  shall  be  excited  through  the  leather,  obviating  the  ne- 
cessitj^  of  employing  a  separate  mbl>er. 

Claim. — ^The  covering  of  the  whole  or  a  part  of  the  face  of  the  metallic  plate  B  with  leather 
or  similar  material,  substantially  as  above  described. 

No*  32,354.— Robert  Cornelius,  of  Philadelphia,  F^^hnproved  Frietional  Electric 
MMine, — Patent  dated  May  21,  1861. — ^The  electric  generators  enclosed  in  cases  are  so  con- 
structed that  the  rubber  is  connected  externally  with  tne  spring  and  with  the  a^usting  appa- 
ratus, or  with  either,  instead  of  having  these  parts  enclosed  within  the  case.  The  rubber  is 
constructed  with  an  elastic  backing  of  leather  or  cloth,  having  a  tin  or  metallic  foU  interposed 
between  the  leather  and  the  packing,  for  the  purpose  of  maintaining  the  full  elasticity  of  the 
rubber,  and  at  the  same  time  retaining  its  efficiency  as  a  generator  of  electricity  by  the  em- 
ployment of  the  metal  foiL  A  spring  and  an  adjusting  screw  are  so  arranged  as  to  maintain 
an  uniform  and  regular  pressure  of  ue  rubber  upon  the  revolving  disk  in  the  case.  Around 
each  suri'ace  of  the  disk  is  placed  a  series  of  grooves,  for  the  purpose  of  rendering  its  action 
in  generating  electricity  more  prompt  at  the  mrst  start. 

Claim. — First,  applying  the  spring  or  adjusting  screw  to  the  rubber  outside  of  the  case,  and 
bringing  the  same  mto  action  throng  the  case. 

Second,  the  employment  of  the  elastic  backing  for  the  rubber  in  combination  with  the  me- 
tallic foil  placed  between  the  back  of  the  rubber  and  elastic  cushion. 

Third,  tne  placing  of  the  elastic  cushion  in  a  recess  of  the  case,  or  in  a  metallic  box  made 
to  fit  in  a  recess  in  the  case. 

Fourth,  the  employment  of  the  circular  spring  k  in  combination  with  the  rubber. 

FiiUi,  the  combination  of  the  a^jtisting  screw  h  and  the  circular  spring  k,  arranged  and 
operated  as  above  described. 

Sixth,  attaching  the  leather  facing  of  the  rubber  directly  to  the  facing. 

Seventh,  the  manner  of  constructmg  and  attaching  the  collecting  piece  o  between  tbe  two 
grooves  in  the  box,  substantially  as  described. 

Eighth,  the  employment  of  a  series  of  grooves  around  the  surface  of  the  disk,  for  the  pur- 
pose described. 

No.  32,355.— John  J.  Crooke,  of  New  York,  N.  Y. ^Improvement  in  the  Mannfaetuf 
of  Tin  FoiU. — Patent  dated  May  21, 1861. — ^This  invention  is  designed  to  produce  long  sheets 
or  webs,  or  ribbons  of  compound  foil,  with  smooth  edges,  and  having  a  unil'orm  and  uninter- 
rupted tii^  surface. 
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Cfalm.— The  oombiDod  prooeso,  sabetantMiUjr  m  fatstiD  deecribed,  for  producing  ribbons  or 
weba  of  compound  foil,  yis.,  by  firat  welding  the  lead  and  tin  together,  and  tlien  reducing  in 
thicknees  by  rolling.  Secondlpr,  by  trimmiBg  the  edgee  and  flhearing  oflf  the  expoied  iMd; 
and,  thirdly,  by  reducing  the  tninmed  sheets  or  ribbons  into  webs  or  ribbons  of  foil  by  rolling, 
each  of  these  steps  of  the  process,  and  the  pioosM  as  a  whole,  being  substantially  such  as 
heieinbefore  set  forth* 

Vo.  32,356.— Henry  G.  Crowell,  of  Roxbuiy,  Mass. — Impravememt  in  Pin»»s.— Palent 

dated  May  21,  IHCl.— Attached  to  the  lower  end  of  a  revolvmg  shaft,  and  under  the  platform, 
is  a  three-armed  cam,  the  ends  of  the  cams  being  provided  with  friction  wheels,  which  ass 
made  to  operate  two  vibrating  arms  attached  by  pivots  at  one  end  to  the  under  side  of  the 

Elatform;  the  other  ends  of  these  arms  are  connected  by  a  metal  strip,  so  as  to  bring  the  arms 
ito  a  position  to  be  acted  upon  alternately  by  the  cam  wheels.  To  the  vibrating  ends  of  the 
arms  are  attached  ropes,  which  pass  over  pulleys  and  are  secured  to  the  ends  of  the  poms 
lever,  by  which  means,  as  the  shait  is  rotated,  motion  will' be  given  to  the  pump  lever,  whica 
actuates  thepiston  rods. 

Claim. — The  combination  and  arrangement  of  the  cam  whed  C,  arms  E  and  F,  connecting 
strip  G,  ropes  or  chains  J  and  K,  pulleys  I L  and  M,  and  pump  brake  or  lever  S,  substan- 
tially as  and  for  the  purpose  described. 

No.  32,357. — Calvin  Cutler,  of  Tonawando,  H.  T. — Improved  Device  for  Hiving  Bsss.— 

Patent  dated  May  21,  18(51. — ^This  invention  consists  of  a  box  having  at  one  end  an  opening 
provided  with  a  sliding  door,  and  an  opening  in  the  top.  The  sides  and  one  end  of  the  box 
are  covered  with  wire  netting,  for  the  admission  of  lisnt  This  box  is  fastened  to  the  hire 
by  hooks,  and  the  swarm  is  allowed  to  pass  through  the  lower  opening  to  a  hive  placed  upon 
the  top  of  the  box. 

Claim. — ^Tbe  above  described  swarm-catcher,  when  attached  to  a  bee-hiya  and  coDstmcted 
and  operating  in  the  manner  and  for  the  purpose  set  forth. 

No.  32,358.— W.  Freeman,  of  Mo«mt  Camel,  Conn. — Improvement  in  Lampe, — Patent 
dated  May  21,  1861. — ^The  upper  part  of  the  body  of  the  Ump  is  provided  wiih  an  air  or 
drau^  passage  on  each  side»  the  tops  of  which  passages  are  perforated  and  the  perforations 
covered  by  guards  or  flaps,  for  the  purpose  of  prareBtiDg  the  flame  from  flickering  when  the 
lamp  is  moved. 

Clmim. — In  connexion  with  the  draught  paasages  B  B  and  ring  E,  provided  with  the  de- 
flector H,  the  guards  or  flaps  e  e  placed  over  the  opeoings  or  penorations  6  6,  to  opemte  as 
and  for  the  purpose  set  forth. 

No.  32,359.— Samuel  Fultox,  of  Conshohocken,  Pa. — Improvoment  in  Catting  Pipe, — 
Patent  dot^  May  21, 1861. — ^This  invention  consists  in  the  use  of  a  flask  and  pattern,  the 
former  having  its  internal  diameter  greater  than  the  external  diameter  of  the  pipes,  and  by 
means  of  any  suitable  power  drawn  vertically  through  the  flask  while  the  latter  is  supplied 
with  sand,  thereby  forming  the  mould  without  the  operation  of  **  liand  ramming."  The  flask 
is  provided  with  slides  at  suitable  points  to  admit  of  boss  patterns  being  applied  to  the  pat 
tern,  for  the  purpose  of  forming  the  mould,  so  that  the  bosses  may  be  cast  on  the  pipes.  A 
ring  or  bead  pattern  is  also  vised  in  connexion  with  a  joint  in  the  flask,  so  as  to  enable  the 
mould  to  be-so  formed  that  the  pipes  may,  when  reonired,  be  cast  with  beads  at  one  end. 

Claim. — First,  forming  moulds  for  casting  pipes  bydrawine  up  vertically  through  a  proper 
flask  A  a  pattern  B  while  the  sand  is  being  poured  into  the  flask,  the  paUem  being  ronned 
vnbstantially  as  described,  so  as  to  compress  the  sand  without  any  ramming  or  oiSer  treat- 
ment thereof. 

Second,  forming  the  flask  A  of  three  parts  a  h  and  e,  the  part  a  being  smooth,  and  the  parts 
b  and  c  provided  with  internal  rings  or  projections,  to  operate  as  and  ior  the  purposes  set 
forth. 

Third,  in  connexion  with  the  two  parts  a  and  fr  of  the  flask,  tiie  ring  C,  provided  with  the 
bead  k\  arranged  as  and  for  the  purpose  specified. 

Fourth,  the  boss  patterns  m,  when  inserted  through  slides  Z  in  the  sides  of  the  flask  and 
•^'nsted  to  the  pattern  B,  as  and  for  the  purpose  set  forth. 

No.  32,360.— B.  A.  Goodyear  and  L.  A.  Spraoue,  of  Binghamton,  N.  Y.^Improvomtnt 
in  SluUee. — Patent  dated  May  21, 1861. — The  foot-stand  and  slute-iron  are  connected  together 
by  supporting  rods,  pivoted  to  the  stand  and  iron  in  such  a  manner  as  to  admit  only  of  a  ver- 
tical motion.  Between  each  rod  and  the  foot-stand  is  secured  a  wedee-shaped  bhx^  of  India- 
lubber,  by  means  of  which  a  vielding,  elastic  motion  is  allowed  to  tne  foot-stand. 

Claim. — A  skate  that  has  the  runner  and  foot-stand  connected  by  jointed  arms  D  £,  with 
Mastic  material  G'  between  the  arms  and  the  fbot^tand,  and  otherwise  made  substantially  as 
herein  shown  and  described. 

No.  32,a61.— Henry  A.  Hall,  of  Boston,  JOMm^^Improved  Portable  Ft/ter.— Patent  dated 
May  21,  1861. — ^This  invention  will  be  understood  by  reference  to  the  claim  and  engraving. 

C'/otm.— A  portable  Alter,  constructed  of  an  India-rubber  tube  A,  peiibrated  cap  B,  neck  a 
flexible  tube  C,  and  mouth-piece  D,  as  herein  described  and  shown. 
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No.  32,362.— Charles  Harasythy,  of  San  Francisco,  Ca\,-~Improvement  in  Portable 
WateT'Gas  Apparatus, — Patent  dated  May  21,  1861. — In  the  front  j)art  of  the  stove,  and 
resting  upon  the  grate,  are  two  cylinders  e  c,  which  contain  charcoal  for  the  decomposition  of 
the  steam,  and  are  connected  hy  a  tube  with  the  boiler.  A  retort  is  placed  in  the  rear  of  the 
fire-chamber,  and  gas,  as  it  is  generated,  passes  into  a  gasometer.  The  apparatus  is  designed 
to  be  attached  to  a  parlor  or  cooking  stove. 

Claim. — ^The  combination  of  the  cylinders  e  e  with  the  retort  F,  boiler  6,  and  tube  g^  in 
connexion  with  a  stove  used  to  produce  gas  as  well  as  for  heating,  cooking,  and  baking,  sub- 
stantially as  described,  and  for  the  uses  and  purposes  set  forth. 

No.  32,363. — Charles  Y.  Heckler,  of  Philadelphia,  Pa. — Improvement  in  Copying 
Presses, — Patent  dated  May  21,  1861. — The  parts  of  which  this  press  is  composed  are  con- 
structed and  arranged  with  a  view  of  affording  ready  access  to  the  space  between  the  platen 
and  base  of  the  press— of  applying  pressure  to  the  platen  without  the  necessity  of  securing 
the  base  of  the  press  to  a  table  or  disK — of  rendering  the  platen  self-accommodating  to  the 
copying  book — of  adjusting  the  platen  and  lever  for  operating  the  same  to  books  which  differ 
slightly  in  thickness,  and  of  retaining  the  operating  lever  and  platen  in  an  elevated  position 
while  the  book  is  being  adjusted  to  the  base. 

Claim. — First,  the  base  A,  the  overhanging  arm  B,  platen  C,  and  the  lever  D,  or  other 
equivalent  device  for  applying  pressure  to  the  platen,  the  whole  being  arranged  substantially 
as  set  forth,  for  the  puipose  specified. 

Second,  the  bell  crank-lever  D,  hung  to  the  overhanging  arm  B  and  provided  with  a  roller 
f,  in  combination  with  the  platen  C,  its  projection  </,  and  elongated  opening  for  the  reception 
of  the  pin  which  hinges  the  platen  to  the  arm  B,  the  whole  b^ing  an-angea  substantially  as 
and  for  the  purpose  herein  set  forth. 

Thii-d,  the  lever  D,  with  its  projecting  pins  j,  in  combination  with  the  platen,  its  projections 
£  and  £^  and  the  lips  m  yn  of  the  latter,  the  whole  being  arranged  substantially  as  and  for 
the  purpose  herein  specified. 

Fourth,  the  adjustable  wedge-formed  plate  A,  applied  to  the  platen  and  arranged  in  respect 
to  the  roller  /  of  the  lever  D,  as  described,  for  the  purpose  herein  set  forth. 

Fifth,  the  pin  x  on  the  lever  D,  when  arranged  in  respect  to  the  orifice  y  in  the  end  of  the 
overhanging  arm  B,  as  described. 

No.  32,364.— F.  L.  Hedenbero,  of  New  York,  N.  Y,— Improved  Fireplace  Heatev^ — 
Patent  dated  May  21,  1861. — Projecting  fonvard  over  the  grate  is  a  perforated  di-aught-plate, 
behind  which  is  a  perforated  sliding-plate,  so  arranged  as  to  serve  as  a  regulator,  to  cause  the 
gases,  &c.,  to  pass  through  the  dmught-plate  or  over  the  same.  Underneath  the  extension 
Sue  and  behind  the  grate  is  a  wedge-shaped  drum,  between  which  and  the  back  plate  of  the 
grate  is  an  air-chamber,  to  which  air  is  admitted  at  the  bottom,  and,  after  being  heated,  may 
be  conveyed  to  an  upper  room. 

Claim. — The  open  grate,  the  draught-plate,  the  extension  flue,  the  drum  and  air  space  be* 
tween  it  and  the  back-plate,  and  the  connecting  passages,  when  arranged  and  operating 
together,  substantially  as  herein  described  and  for  the  purpose  set  forth. 

No.  32,365.— WttLUM  Cleveland  Hicks,  of  Boston,  ^aBS.-'Improved  Blini  Fastening.-- 
Patent  dated  May  21,  1861. — This  invention  consists  in  attaching  a  spring  to  a  plate  on  the 
top  of  each  blind  or  shutter,  so  as  to  hold  them  either  open  or  shut. 

Claim. — ^The  within-described  blind  fastening,  consisting  of  the  spring  C  united  to  the  two 
halves  of  the  blind,  as  set  forth,  for  the  purpose  specified. 

No.  32,366. — George  W.  Hildreth,  of  Lockport,  N.  Y. — Improvement  in  Culttvat^rt— 
Patent  dated  May  21,  1861. — The  cultivator  is  made  to  expand  and  contract  by  means  of 
horiBontal  slide  irons  lapping  upon  each  other,  with  a  bolt  passing  through  slots  to  hold  them 
at  any  desired  point ;  connected  to  the  ends  of  these  horizontal  irons  are  two  additional  slotted 
irons,  crossing  each  other  upwards,  and  secured  in  any  desired  position  to  a  post  on  the  centre 
bar,  for  the  purpose  of  giving  additional  strength  to  the  macnino  when  adjusted  to  various 
widths. 

Claim. — ^The  double  slide  irons  F  F',  or  their  equivalents,  with  the  horizontal  slide  irons, 
when  used  to  form  a  triangular  contracting  or  expanding  truss  for  strengthening  the  euiCi- 
▼ator,  as  herein  set  forth. 

No.  32,367.— Triphena  P.  Hornbrook,  of  Wheeling,  Y2k.~~Improvement%n  Bee  Hive», — 
Patent  dated  May  21, 1861. — The  feeding-box  is  attached  to  the  door  of  the  outer  case  in  such 
a  manner  that  it  can  be  removed  at  pleasure,  and  is  in  such  a  position  that  when  the  outer 
door  is  closed  the  feeding-trough  shall  be  in  contact  with  the  fix>ut  of  the  hive,  so  that  the 
bees  can  come  out  and  teed  if  necessary. 

Claim. — ^Enclosing  the  whole  hive,  when  constructed  and  arranged,  as  herein  specified, 
within  an  outer  case,  in  combination  with  the  detachable  feed-trough  attached  to  the  door  of 
the  outer  case,  the  several  parts  being  arranged  as  and  for  the  purposes  specified. 
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No.  32,368.--George  H.  Horstmann,  of  Philadelpliia,  Fn^-^Improved  Dust  Pan,— 

Patent  dated  May  2J,  18G1. — ^The  lower  portion  of  the  pan  consists  of  an  inclined  tray  with 
sides,  and  a  reservoir  which  is  covered  by  a  plate,  to  the  front  edge  of  which  is  hinged  a  lid 
that  rests  on  the  sides  of  the  tray.  Near  the  liingo  of  tho  lid  is  secured  a  bent  arm  projecting 
into  tho  reservoir,  and  against  which  arm  bears  the  lower  end  of  a  rod  arranged  to  move  freely 
within  a  hollow  vertical  stem  secured  to  the  top  plate,  so  that  the  dust  can  be  swept  into  tM 
pan ;  tho  pan  can  be  moved  about  by  means  of  the  handle,  and  the  cover  made  to  dose  at  the 
same  time ;  all  without  the  necessity  of  stooping. 

Claim. — First,  the  pan  A,  comprising  the  tray  a  and  reservoir  ft,  when  combined  with  soch 
a  stem  that  the  pan  can  be  removed  from  place  to  place,  without  tho  necessity  of  stooping  to 
the  extent  required  in  handling  ordinary  dust  pans. 

Second,  tho  pan  A,  formed  and  constructeu  substantially  as  described,  its  lid  e,  elevated 
stem  D,  and  the  devices  herein  described,  or  their  equivalents,  for  operating  the  said  lid,  in 
the  manner  and  for  the  purpose  herein  specified. 

No.  32,369.— Thomas  H.  IIoskings,  of  Detroit,  ^ich,— Improved  Machine  for  the  Appli- 
cation  of  Man- Power. — Patent  dated  May  21,  1861. — ^This  invention  consists  in  the  comoma- 
tlon  with  a  main  wheel  of  a  frame  to  which  is  attached  a  platform  so  arranged  that  a  mem,  by 
means  of  his  own  weight  in  connexion  with  his  power  exerted  upon  the  dnving  wheels,  may 
impart  a  steady  and  uniform  amount  of  motion  to  a  pulley  through  the  medium  of  a  series 
of  gearing  wheels. 

Claim, — Suspendmg  the  frame  I  I,  to  the  periphery  of  the  main  wheel,  when  the  said 
frame  is  combined  with  the  platform  Q,  and  with  the  gearing  wheels  M  M,  K  K,  and  L,  and 
when  the  main  wheel  A  is  connected  with  the  pulley  G  through  a  system  of  g^oaring  wheels 
B  C  and  D,  in  the  manner  herein  set  forth.  f 

No.  32,370. — George  C.  Howard,  of  Philadelphia,  Pa. — Improvement  in  Machine*  for 
Punclung  and  Perforating  Paper,  8fc, — Patent  dated  May  21,  1861. — The  nature  of  this 
invention  will  be  understood  from  the  claim ;  it  does  not  admit  of  a  brief  description. 

Claim, — First,  the  endless  band  t,  the  table  B,  and  vibrating  roller  S,  arranged  in  respect 
to  the  perforating,  cuttmg,  or  puncturing  rollers  P  and  Q,  substantially  as  set  forth,  for  the 
purpose  of  presenting  a  suoet  of  paper  or  other  material  to  the  said  rollers. 

Second,  in  combination  with  the  said  perforating,  cutting,  or  puncturing  rollers,  the  line 
IT,  arranged  above  tho  table  B,  substantially  as  set  forth,  for  the  pui^ose  of  adjusting 
the  sheet  of  paper  or  other  material  to  a  proper  position,  prior  to  being  subjected  to  the  action 
of  the  rollers. 

Third,  the  treadle  /,  or  its  equivalent,  in  combination  with  the  strap  guide  5,  and  vibrating 
roller  S,  and  the  devices  herein  described,  or  their  equivalents,  whorcoy  the  depression  of  the 
said  treadle  allows  the  roller  S  to  fall  in  tho  firnt  instance,  the  further  depression  operating 
the  strap  guide  as  set  forth,  for  the  purpose  specified. 

Fourth,  constructing  the  roller  P  with  a  recess  in  the  face  for  tho  reception  of  the  annular 
plate  /»,  and  with  a  ilange  9,  having  counter-sunk  holes  for  the  reception  of  the  pins  or 
punches  y,  as  and  for  the  purpose  herein  set  forth. 

Fifth,  the  under  roller  Q,  having  a  thin  periphery  with  holes,  for  the  reception  of  the 
punches  of  the  upper  roller  and  the  internal  strengthening  flange  r,  as  described. 

No.  32,371.— John  H.  Jennings,  of  New  Bedford,  Mass.— /m^orem^n/  tii  CaUts  for 
Horseslwes, — Patent  dated  May  21,  1861. — This  invention  consists  m  providing  the  shoe,  in 
addition  to  the  usual  nail  holes,  with  screw  holes  in  the  toe  and  each  heel  point,  for  the  pur- 
pose of  iuseiting,  when  desirable,  and  without  taking  off  the  shoe,  a  calk  made  with  a  screw 
and  flange  projecting  laterally  from  it  and  fastened  so  as  to  rest  on  the  face  of  the  shoe.  In 
order  to  prevent  tho  calk  from  turning  around  in  the  screw,  one  or  more  screws  are  employed 
for  each  calk. 

Claim, — ^The  described  application  of  the  calk  to  the  shoes,  viz :  by  means  not  only  of  a 
flange  and  pivot  screw,  attached  to  and  projecting  from  the  calk,  hnd  with  the  latter  screwed 
into  the  shoe,  but  by  one  or  more  key  scrows,  extended  through  tho  calk  flonch  and  into  the 
shoe,  and  made  substantially  as  specified. 

No.  32,372.— John  Jones,  of  New  York,  N.  Y.,  and  A.  K.  Rider,  of  Poulteny,  Vt— 
Improvement  in  Rotary  Pumps, — ^Patent  dated  May  21,  1861. — The  casing  is  composed  of 
two  circular  sides  and  a  circular  baud,  the  latter  being  somewhat  wider  at  the  bottom  than 
the  top,  and  having  two  elevations  cast  on  its  inside  opposite  each  other,  so  as  to  form 
chambers  at  each  end  of  the  elevation.  Within  the  casing  are  two  circular  discs,  having 
cogs  on  their  inner  surfaces,  which  cogs  on  one  disc  radiate  from  a  central  convexity,  lina 
on  the  opposite  disc  radiate  from  a  central  concavity,  the  teeth  or  cogs  of  one  passing  into 
spaces  between  tho  teeth  of  the  other  disc  The  rotary  motion  of  the  discs  produces  the 
suction  and  forcing  power  of  the  pump,  so  that  water  will  be  drawn  into  the  casing  on  one 
Bide  and  discharged  at  the  opposite  side  in  a  continuous  stream. 

Claim, — ^The  two  rotary  discs  constructed  with  radial  and  tapering  cogs  engaging  with 
each  other  as  described  and  shown,  and  arranged  in  different  planes  within  a  tight  casing, 
which  is  separated  into  two  concentric  chambers  by  divisions  b  V,  substantially  as  and  for  the 
piupeses  set  forth. 
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No.  32,373.— George  W.  Kirchhoffer,  of  Cincinnati,  Ohio.—Improvement  in  Appa- 
ratus for  Distilling  Coal  Oi/.— Patent  dated  May  21,  1861.— The  retort  is  placed  within  the 
apace  into  which  the  heated  air,  smoke,  &c.,  is  admitted  from  the  furnace,  and  is  of  the  form 
of  an  inverted  cone  terminating  in  a  pipe  or  tube  which  dips  into  a  pan  or  cistern  at  the 
bottom.  Inside  the  retort  is  a  small  frustum  of  a  cone  forming  a  kind  of  mill  cylinder,  from 
which  a  hollow  conical  centre  O  rises,  and  through  ^  passes  a  shaft,  by  means  of  which 
motion  is  given  to  the  mill  cylinder. 

Claim. — First,  in  combination  with  the  upright  conical  retort  D,  the  grinder  N  O,  when 
arranged  to  rotate  in  proximity  with  the  heated  surface  of  the  retort,  for  the  purpose  of  pul- 
verizing the  coal  and  securing  the  contact  of  the  same,  in  a  minutely  divided  state,  with  the 
heated  surface  of  retort,  substantially  as  specified. 

Second,  the  arrangement  of  the  upright  retort  D,  grinder  N  O,  and  discharge  pipe  a,  for 
the  purpose  of  permitting  the  pulverized  and  exhausted  residuum  to  escape  from  tne  retort 
by  its  own  gravity. 

No.  32,374.— John  C.  Koch,  of  New  York,  N.  Y,^ Improvement  in  Portfolios  for  Filings 
Music,  Printed  Matter,  8fc. — Patent  dated  May  21,  1861. — ^To  the  oovers  is  attached  a  round 
back,  which  expands  and  contracts  according  to  the  bulk  of  the  contents.  The  sheets  aro 
lecuped  by  being  pierced  by  flat  spear  needles  attached  to  cords,  the  needles  being  then 
secured  by  placing  them  in  catch  or  fastening  attached  to  the  cover  by  rubber  bands.  Tho 
cover  is  provided  with  a  flap  or  fall,  which  folds  over  the  needles  and  fastenings,  &c. 

Claim, — The  round,  expanding  back,  in  combination  with  the  spear-shaped  needles,  stays, 
catches  or  fastenings,  and  the  flap  or  fall,  the  whole  being  constructed  and  operated  in  the 
manner  and  for  the  purpose  substantially  as  described. 

No.  32,375. — James  S.  Marsh,  of  Lewisburg,  Pa. — Jmvrovement  in  Harvesters. — ^Patent 
dated  May  21,  1861. — ^The  shaft  of  the  driving  wheel  is  nollow,  and  a  sliding  rod  with  a 
treadle  on  its  outer  end  is  passed  through  the  same,  the  said  rod  extending  through  a  spring 
and  entirely  through  the  axle,  and  having  attached  to  its  inner  end  a  crank  arm,  which  has 
two  inclined  teeth  formed  on  the  inner  face  of  its  box  or  eye,  so  that  they  may  gear  alternately 
at  each  half  revolution,  with  a  similarly  inclined  tooth  formed  on  the  shoulder  of  the  driving 
wheel  axle ;  a  third  adjustable  inclined  tooth  is  attached  to  the  box  or  eye  of  the  crank  arm, 
in  order  that  the  movements  of  the  rake  head  may  be  chan^d  accordingly  as  the  grain 
being  cut  requires  to  insure  its  delivery  in  sheaves  of  uniform  size. 

On  the  outer  side  of  the  draught  frame,  and  near  the  front,  is  arranged  a  ratchet  arc,  and; 
on  one  of  the  standards  of  the  reel  support  a  segment  of  a  grooved  pulley  is  hun^,  from  which 

EuUcy  a  cord  passes  down  and  attaches  to  the  rear  end  of  the  *Bhort  tongue  by  which  the- 
arvcster  is  a^usted.  To  one  side  of  the  pulley  is  pivoted  a  hand  lever,  between  which  and 
the  pulley  is  arranged  a  flat  spring  supported  on  tne  lever,  by  which  means  the  driver  can> 
easily  adjust  the  harvester,  the  spring  holding  the  lever  in  the  ratchet  of  the  arc  In  the  rear 
of  the  support  of  the  driver's  seat  is  a  casting,  having  slots,  through  which  plays  a  vertical 
lever  having  a  forked  clutch  on  its  lower  end,  by  means  of  which  the  driver  can  readily  throw^ 
out  and  in  gear  the  large  bevel  wheel  which  actuates  the  pinion  of  the  crank  shaft  of  cutter, 
bar. 

Claim, — ^First,  combining  with  an  automatic  harvester  rake  and  a  harvester,  devices  sub* 
stantially  such  as  described,  whereby  the  rake  is  caused  automatically  t«  ungear  with  the- 
axle  of  the  driving  wheel,  when  the  parts  are  adjusted  to  allow  the  driving  wheel  to  make 
more  than  one  revolution,  for  the  purpose  set  forth,  substantially^  as  describe 

Second,  the  arrangement  of  the  angular  rake  head  E  e  e\  jointed  at  one  end  to  a  fixed! 
standard/,  the  crank  D,  pitman  O,  connecting  link  F,  traversing  slide  H',  and  guidoway  H, 
for  joint  operation  as  described,  and  whereby  the  rake  has  the  necessary  movements  upward 
in  an  inclined  position,  and  back  and  forth,  relatively  to  the  platform,  substantially  as  set 
forth. 

Third,  the  combination  with  the  hollow  axle  A,  of  the  driving  wheel,  of  the  sliding  rod  of 
the  crank-shaft,  substantially  in  the  manner  and  for  the  purpose  described. 

Fourth,  pivoting  the  lever  W  to  the  pulley  U,  in  combmation  with  the  flat  spring  i,  bear- 
ing against  the  pulley  U,  and  with  the  ratchet-toothed  arc  R,  and  the  short  tongue  3,  in  the 
manner  described. 

Fifth,  the  casting  L,  forming  the  upper  half  of  the  box  of  the  pinion-shaft,  and  the  standard 
guide  and  stop,  as  described,  in  combination  with  the  pinion-shaft  and  with  the  lever  u,  form- 
ing a  clutch  and  a  spring  catch,  in  the.  manner  and  for  the  purpose  described. 

No.  32,376. — ^Thomas  J.  Mayall,  of  Roxbury,  Mass. — Improvement  in  Ordnance. — Patent 
dated  May  21,  1861. — The  nature  of  this  invention  will  be  understood  from  the  claim. 

Claim. — The  arrangement  described  of  supporting  the  gun  barrel  and  its  revolving  cylin- 
der so  that  the  same  may  be  swung  round  horizontally,  and  be  raised,  depressed,  and  set  at 
any  desired  angle  with  the  horizon  by  means  of  a  brace  or  frame  extending  under  said  bar- 
rel and  cylinder,  and  being  pivoted  or  hung  on  a  stationary  axle  in  suitable  brackets  fast  on 
a  plate,  capable  of  horizontal  rotation,  substantially  as  shown  and  described. 
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The  airaoffement  and  application,  substantially  as  described,  with  resp^t  to  the  frame 
supporting^  the  gun  and  the  mechani8m  for  automatically  performing  its  functions,  ot  the  de- 
vices for  pointing  the  gun  in  any  desired  direction,  so  that  the  latter  may  be  effected  aimul- 
taneously,  indepeudcntfy  of  and  without  interfering  with  the  operation  of  the  former,  sub- 
stantially OS  shown'  and  described. 

Arranging  the  two  shafts  that  receive  and  impart  motion  to  the  gun-operating  mechanism, 
and  in  such  a  manner  that  they  shall  bo  located  within  the  vertical  piano  passing  transversely 
through  the  ccntro  of  gravity  of  the  gun  and  its  appurtenances,  or  thereabouts,  whereby  the 
gun  may  be  operated  with  ease,  substantially  as  sliown  and  described. 

Providing  tlie  rotary  shaft  e  with  a  stud  or  projection  /,  when  so  arranged  as  to  actuate 
the  spring  clutch  with  which  it  is  combined  at  every  revolution  of  said  shaft,  and,  at  proper 
intervals  of  time,  to  release  its  hold  on  the  breech,  as  set  forth. 

The  rotary  shaft  e,  and  the  stud  or  projection  j',  when  the  same  are  combined  with  and  ar- 
ranged in  relation  to  the  breech  operating  lever  pawl  to  actuate  the  same  to  perform  its  func- 
tions, as  shown  and  described. 

No.  32,377.— NiCHOI^S  A.  Menaar,  of  Buffalo,  N.  Y. — Improvement  in  Railroad  Signal 
Lanterns, — Patent  datea  May  21,  18G1. — This  invention  consists  in  the  arrangement  of  a 
cylinder  of  coloicd  glass  which  is  made  to  slide  up  over  the  lamp,  &c.,  within  the  glass  globe. 
The  cylinder  is  supported,  when  raised,  by  means  of  springs  pressing  against  the  inner  side 
ot  the  case.  Attached  to  the  spring  is  a  thumb-piece  which  posies  thiuugh  a  slot  in  the  case, 
by  means  of  which  the  cylinder  is  moved  up  and  down. 

CVdtni. — The  specific  arrangement  of  the  colored  glass  cylinder  A,  the  same  being  con- 
nected to  its  metallic  bottom  B,  with  the  spiiug  c,  and  slot  D,  the  said  parts  being  arranged 
to  operate  relatively  to  each  other,  and  to  the  supporting  stand,  lamp,  and  glol^  of  white 
glass,  for  the  purposes  as  set  forth. 

No.  32,378.— Mortimer  Nelson,  of  New  York,  N.  Y. — Improvement  in  Battoont, — 
Patent  dated  May  2J,  1801. — ^This  invention  consists  in  the  attachment  of  a  series  of  fans 
arranged  in  one  or  more  pairs  to  shafts  set  in  a  frame,  motion  being  given  to  the  fans  which 
revolve  in  opposite  directions  by  any  suitable  power.  The  frame  is  fitted  to  move  upon  the 
cross-shaft  as  a  centre,  so  that  the  shafts  and  fans  may  be  set  in  either  a  vertical  or  an  inclined 
position. 

Claim, — First,  the  employment  with  a  balloon  of  one  or  more  pairs  of  fans  «  s,  revolving 
lin  opposite  directions,  for  the  purposes  and  as  specified. 

Second,  arranging  the  shafts//,  carrying  the  fans  so  that  they  can  be  inclined  to  the  body 
,of  the  car  or  balloon,  for  the  piuposes  set  forth. 

Third,  the  awning  or  parachute  fr,  arranged  at  a  slight  inclination  in  relation  to  the  car  or 
the  movement  of  the  balloon,  and  forming  a  buoyant  sail  in  combination  with  the  fans  or 
•propellers  e  e,  for  the  purposes  specified. 

}io.  32,379.— William  D.  Nichols,  of  Davenport,  Iowa. — Improved  Device  for  Milking 
Cttws. — Patent  dated  May  21,  1861. — The  pump  cylinder,  being  secured  to  a  block,  is  provided 
obont  midway  of  its  length  with  a  tmnsverse  rigid  diaphragm  having  an  opening  with  a 
valve  on  the  under  side,  and  connecting  the  upper  and  lower  chambera.  Below  the  diaphragm 
is  situated  the  main  actuating  piston,  provided  with  a  valve  and  opening  which  connects 
with  the  eduction  pipe. 

jo  the  top  of  the  compressor  are  fitted  levers,  for  the  purpose  of  expanding  them  as  thej 
are  adjusted  to  the  teats  of  the  cow. 

Claim, — ^The  elastic  auxiliary  piston  I,  in  combination  with  the  actuating  piston  D,  and 
diaphragm  C,  substantially  as  and  for  the  purposes  specified. 

Also,  the  combination  of  the  levers  T  1  with  the  top  of  the  elastic  compresser  S,  for  the 
purpose  of  easily  adjusting  the  cups  to  the  cow*s  teats,  substantially  as  described. 

No.  32,380.— Stephen  R.  Parkhcrst,  of  New  York,  N.  Y, -^Improvement  in  Carding 
Machines, — Patent  dated  May  21,  18(il. — ^The  lower  feed-roller  b  is  formed  of  strips  of  metal 
gerrated  at  their  ends,  which  are  made  to  cross  each  other  and  are  secured  together  m  such  a 
.manner  as  to  form  a  complete  cylinder  for  the  purpose  of  spreading  more  evenly  the  fibrous 
material.  The  upper  feed-roller  is  formed  with  longitudinal  ribs,  the  edges  of  which  m^  or 
jnay  not  be  notched. 

Claim, — First,  the  emplo}rment  of  a  series  of  metallic  strips  or  plates,  with  serrations  on 
.their  edges,  placed  crosswise  of  each  other,  substantially  as  set  forth,  to  form  a  feed  roller  or 
cylinder  adapted  to  carding  and  similar  machines,  as  specified. 

Second,  in  a  carding  or  similar  machine,  forming  the  upper  feed  roller  c  with  a  series  of 
ribs  in  the  manner  specified,  for  more  efiectually  detaining  lumps  or  foreign  substances  as 
they  pass  to  a  carding  or  toothed  cylinder,  so  as  to  cause  said  lumps  to  be  opened  or  o{>erated 
as  specified. 

No.  32,381.— Abraham  Reese,  of  Pittsburg,  Ta.'-Improved  Bolt  and  Rivet  Machine, — 
Patent  dated  May  21,  1861. — This  invention  consists  in  so  constructing  and  arranging  the 
heading  .tool  and  4ies  that  the  heading  tool  works  entirely  i^nthin  the  cavity  of  the  dies  in 
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which  the  head  of  the  bolt  is  shaped,  not  being  withdrawn  on  the  backward  stroke  of  the 
heading  lever,  so  that  the  iron  which  is  to  form  the  head  is  not  bent  or  twisted  at  the  neck, 
and  the  powerftil  compression  to  which  it  is  subjected  welds  up  an^  crack  or  imperfection  at 
that  point.  By  means  of  fingers  either  working  through  the  dies  or  entering  their  face 
when  the  dies  open,  the  bolt  is  forced  out  either  by  the  retrocession  of  the  dies  from  the  fingers, 
or  by  a  positive  motion  of  the  fingers. 

claim. — First,  so  constructing  and  arranging  the  heading  tool  and  dies  of  bolt  and  rivet 
machines  that  the  heading  tool  shall,  during  the  entire  operation  of  the  machine,  remain 
within  the  head  cavity  of  tbe  dies,  substantially  in  the  manner  and  for  the  pur^e  set  forth. 

Second,  the  use  of  fingers  or  rods  entering  suitable  recesses  in  the  face  ot  dies,  and  so 
operated  as  to  discharge  the  finished  bolts  and  rivets  from  the  dies,  either  by  a  positive  or 
relative  motion,  substantiallv  as  described. 

Third,  attaching  the  heading  tool  to  its  lever  by  means  of  a  yoke  or  similar  device,  in  com- 
bination with  set  screws  or  wedges,  so  as  to  regulate  the  thickness  of  the  head  of  the  bolt  or 
rivet  to  be  made  by  the  machine  without  changing  the  heading  tool  or  varying  the  stroke  of 
the  lever  itself,  in  the  manner  substantially  as  described. 

No.  32,382.-— Rensselaer  Reynoij)S,  of  Stockport,  N.  Y.— ^Improvement  in  Let-ojf 
Motion  for  Looms, — Patent  dated  May  21,  1861.— vThis  invention  consists  in  a  means  of 
communicating  to  the  yam  beam  a  positive  motion  which  shall  be  so  controlled  by  the  tension 
of  the  yam  that  the  lotting-off  of  the  yam  shall  be  so  controlled  as  to  insure  the  weaving  of 
any  number  of  picks  to  the  inch  that  may  be  desired  under  all  conditions,  such  means  being 
also  capable  of  ready  adjustment  to  vary  the  number  of  picks. 

Claim, — First,  the  shall  I,  with  the  friction  roll  K,  and  endless  screw  J,  supported  in  a 
hUerally  oscillating  stand  L,  and  applied  in  combination  with  the  yam  beam  and  with  a  con- 
stantly revolving  disk  H,  on  the  cam-shaft  G,  or  other  suitably  arranged  shaft,  and  operating 
substantially  as  described. 

Second,  combining  the  oscillating  whip  roll  £  with  the  oscillating  stand  li,  by  means  of 
m  slotted  arm  R,  slotted  lever  Q,  and  adjustable  stud  /,  substantially  as  and  for  the  purpose 
specified. 

Third,  the  arrangement  of  the  spring  M,  in  combination  with  the  laterally  oscillating  stand 
L,  lever  Q,  rockshaft  and  arms  F  R  a  a,  and  whip  roll  £,  for  the  purpose  of  counteracting 
the  effect  of  tension  of  the  yam  on  the  whip  roll,  substantially  as  described. 

No.  32,383.— J.  S.  Lammons,  of  New  York,  N.  Y.-^Imvroved  Mode  of  Roofing  with 
Slate. — Patent  dated  May  21,  18(>1. — ^This  invention,  which  will  be  understood  from  the  claim, 
is  designed  to  provide  a  roof  with  elastic  joints,  which  are  allowed  to  yield  or  give,  to  com- 
pensate for  the  sag^g^ing  or  settling  of  the  roof,  and  at  the  same  time  remain  perfectly  water- 
tight 

Claim, — ^The  laying  of  the  slate  slabs  B  on  the  planks  or  boards  A,  with  strips  C  of  India- 
robber  interposed  between  them  and  secured  thereto  by  a  solution  of  India-rabber,  in  connex- 
ion with  the  cement  D,  placed  over  the  mbber  strips  C,  and  completely  filling  the  interstices 
between  the  slate  slabs,  while  the  latter  are  permanently  secured  m  position  by  the%crews  C, 
substantially  as  described. 

No.  32,384.— John  W.  Smith,  of  Iowa  Point,  Kansas — Improved  Chair  for  Disseminating 
Medicated  Vapors, — ^Patent  dated  May  21,  1861. — ^I'his  invention  consists  of  a  rocking-chair, 
with  a  bellows  attached  in  such  a  way  that  the  rocking  of  the  chair  propels  a  large  volume  of 
air  through  a  receptacle,  where  it  is  medicated  or  prepared,  and  from  which  it  is  delivered  to 
the  occupant  of  the  chair  for  inhalation. 

Claim, — ^The  combination  of  flexible  tubes  and  of  a  receptacle  in  which  the  air  may  be 
impregnated  with  vapor,  as  described,  with  a  chain  and  bellows,  for  the  purpose  of  producing 
medicated  air  or  vapor. 

No.  32,385.— Louis  H.  Smith,  of  Salem,  N.  J. — Improvement  in  Setting  Machines. — 
Patent  dated  Mav  21, 1861. — ^Tbis  machine  is  particularly  designed  for  sewing  carpets  and  for 
other  heavy  work,  where  both  breadths  of  the  material  to  be  sewed  are  laid  one  upon  the  other 
on  the  same  side  of  the  needle-bar.  Mounted  on  the  end  of  a  projecting  fitune  supported  on 
flanged  wheels,  which  also  move  upon  rails,  is  a  cloth-bolder,  one  being  applied  in  front  and 
the  other  in  the  rear  of  the  sewing  mechanism.  The  cloth-holder  carnages  are  adjustable, 
and  may  be  firmly  fixed  at  any  point  on  the  rails  by  brakes.  An  intermittent  motion  is  given 
to  the  driving  wheels  by  a  clutcu  feed-wheel  Q,  secured  to  the  shaft  of  these  wheels.  Motion 
is  imparted  simultaneously  to  the  scwinff  machine  and  its  carriage  by  means  of  a  crank,  and 
the  machine  traverses  from  one  clotb-noldor  to  the  other,  stitching  as  it  goes.  The  feed 
mechanism  is  thrown  out  of  gear  by  means  of  a  cam-shaft  Y,  and  the  machine  runs  back  to 
the  place  of  beginning. 

Claim. — First,  a  cloth-holder  motmted  on  wheels,  mnning  on  the  same  rails  as  the  sewing- 
machine  carriage,  and  independent  thereof,  and  provided  with  a  suitable  brake  to  secure  it  to 
the  rail  at  any  point. 

Second,  the  combination  of  the  friction  clutch  feed-wheel  Q,  or  other  suitable  feed-wheel, 
and  traction  wheels  L  L,  for  imparting  motion  to  a  sewing-machine  carriage,  as  explained. 
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Third,  the  combination  of  the  cam-flhafl  Y  y,  rocker  b'^  wheels  O  O,  hooked  rod  U  «, 
and  spring  v,  operating  to  throw  the  teed  mochnnism  in  and  out  of  gear,  as  explained. 

No.  32,386.— Henry  Steinway,  jr.,  of  New  York,  N.  Y. — Improvement  in  Piano-Forte 
Actions. — Patent  dated  May  21,  1861. — This  invention  consists  in  a  mode  of  applying  the 
repeating  lever  in  connexion  with  the  jack,  and  in  combination  with  the  hammer-but  and 
key,  for  the  purpose  of  effecting  the  escape  of  the  jack  with  a  very  small  amount  of  friction, 
and  affording  the  facility  for  a  very  quick  and  easy  repetition  of  the  hammer. 

Claim. — Ihe  attachment  of  the  repeating  lever  C  to  an  arm  A,  in  front  of  the  jock,  the  s^d 
lever  and  the  jack  passing  the  one  through  the  other,  to  bring  the  acting  end  of  said  lever  in 
rear  of  the  jack,  substantially  as  descril^d. 

No.  32,387.— Henry  Steinway,  jr.,  of  New  York,  N.  Y,— Improvement  in  Piano-Fortt 
Actions. — Patent  dated  May  21,  1861. — The  repeating  lever  is  pivoted  at  one  end  to  an  arm 
which  is  rigidly  secured  to  the  front  of  the  jack  near  the  point  thereof.  This  lever  posses 
through  a  slot  formed  in  the  jack,  by  which  means  the  return  of  the  jack  to  its  notch  in  th« 
hammer  is  more  readily  effect^  after  the  hammer  has  struck  the  string,  and  a  quick  repedtion 
of  the  blow  thereby  provided. 

Claim. — First,  the  arrangement  of  the  repeating  lever  and  the  jack,  in  connexion  with  a 
jack-bottom  D,  detached  from  the  key,  and  in  combination  with  the  hammer-but,  whereby, 
OS  the  jack  is  raised  by  the  key  in  playing,  the  said  lever  is  caused  to  gradually  draw  it  towald 
the  position  for  esc^ipe,  substantially  as  specifiod. 

Second,  in  combination  with  the  repeating  lover,  arranged  in  connexion  with  the  jack  and 
in  combination  with  the  hammer,  as  described,  the  regulating  screw  t,  arranged  in  the  haxa- 
mer-flange  B,  substantially  as  and  for  the  purpose  specified. 

No.  32,388.— John  Stilwell,  of  Griffin,  Gtu-^Improved  CAitni.— Patent  dated  May  21, 
1861. — The  chum  is  held  in  position  in  the  frame  by  means  of  a  Ibiked  brace-bar,  the  lower 
ends  of  which  press  upon  the  cover,  the  upper  ends  being  attached  to  a  bar  G,  which  is 
secured  to  a  cross-piece  provided  with  jouruals  at  )Bach  end,  which  permits  the  biu-  G  to  be 
raised  when  the  cover  is  to  be  removed.  This  bar  is  held  down  by  buttons  attached  to  the 
cross-ties. 

Claim. — The  combination  of  the  brace-bar  M,  hinged  arm  G,  buttons  O  O',  with  a  vertical 
borrel-chum  and  rotary  dasher-shaft  L,  the  whole  being  constructed  and  arranged  in  the 
manner  and  for  the  purposes  set  forth. 

No.  32,389.— James  L.  Stuart,  of  New  York,  N.  Y, -^Improvement  in  Vessels'  Fire- Ex- 
tinguishing Apparatus. — Patent  dated  May  21,  1861. — ^This  invention  consists  of  an 
apparatus  to  be  used  in  connexion  with  the  means  of  propulsion  for  exting^hiug  fired  on 
shipboard. 

Claim. — ^The  combination  of  the  rotary  pump  H,  slides  N  N,  tubular  masts  R  and  R', 
valves  X  and  X^  and  pipes  T  and  T',  nrovided  with  hydrants  f ,  when  combined  and  operated 
as  shown  and  for  the  purposes  set  fortn. 

No.  32,390.— Benjamin  Upton,  of  Elyria,  O.— Improvement  in  Uvsetting'Tire.—Vateni 
dated  May  21,  1861. — In  this  device  two  clamping-jaws  are  employca,  each  being  provided 
with  curved  grooves  and  radial  key-seats,  the  inner  walls  of  which  latter  are  incliueS,  to  admit 
of  the  insertion  of  wedges  for  firmly  clamping  the  tires.  One  of  the  clamping-jaws  is  con- 
nected to  an  adjustable  centre-pin  by  means  of  an  arm  from  which  it  radiates ;  in  the  end  of 
this  arm  is  a  slot^  a  parallel  slot  being  also  formed  in  the  bed-piece  upon  which  the  apparatus 
is  secuit^d,  by  which  means  the  length  of  the  radial  arm  is  easily  cnanged  by  adjusting  the 
centre  of  motion  to  the  centre  of  the  tire,  and  the  device  readily  adapted  to  the  variety  of 
sizes  of  tires. 

Claim. — The  adjustable  centre-pin  b  passing  through  slots  /  and  o,  said  slots  running  the 
exact  specific  direction,  in  combination  with  radial  keys  or  wedges  t  and  i,  constructed  at 
described,  for  the  purpose  of  centering  the  tire  to  be  operated  upon,  and  thereby  prevent  its 
being  distorted  or  Kinked,  the  whole  being  constructed  in  the  manner  and  for  the  purpose 
substantially  as  specified. 

No.  32,391. — Joseph  VoWLES,  of  New  Hudson,  Mich. — Improvement  in  Cultivators. — 
Patent  dated  May  21,  1861. — To  the  front  part  of  the  frame  are  attached  the  forward  ends  of 
two  inclined  braces  C,  one  at  each  side,  the  back  and  lower  ends  of  which  arc  secured  to 
stundaids  provided  with  teeth  or  shares.  These  standards  are  also  braced  by  lateral  braces 
F,  the  upper  ends  of  which  are  secured  to  the  back  part  of  the  frame,  near  its  centre.  At 
each  side  of  the  fmme  is  attached  a  standard  G,  which  are  bolted  to  the  braces  C,  and  to  these 
standards  are  attached  the  lower  ends  of  the  handles,  which  serve  also  as  braces. 

CVatin.— The  arrangement  of  the  inclined  braces  C  C  F  F,  standards  D  D  G  G,  handles 
H  H,  and  frame  A,  as  shown  and  described,  whereby  the  several  parts  are  made  to  brace  and 
support  each  other,  and  a  very  firm  and  desirable  implement  obtained. 
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No.  32, 3f>2.— Jacob  S.  Whisler,  of  Albany,  Hh^Improvement  in  Wagon  Brakes. — 
Patent  dated  May  :^1,  1861. — The  object  of  this  invention  js  to  enable  tbe  team  to  back  the 
carriage  without  the  rubbers  pressing  against  the  wheels,  as  they  are  arranged  to  do,  in 
descending  a  hill.  By  means  of  a  lever,  to  the  free  end  of  which  is  attached  a  rope  within 
reach  of  the  driver,  the  hooked  part  of  the  check-piece  N  is  drawn  forward  and  operates  the 
crank-shaft  so  as  to  prevent  the  rubber  blocks  from  pressing  against  the  wheels. 

Claim, — The  comoination  of  check-piece  N,  having  a  hook  ^,  with  the  rear  part  of  the 
tongue  and  crank-shaft  B,  as  and  for  the  purposes  set  lorth. 

No.  32,393. — Harrison  G.  Williams,  of  Warren,  R.  l,-^ Improvement  in  Stop  Motion 
for  Drawing  Frames. — Patent  dated  May  21,  186 J. — The  vibratory  trumpet  is  supported  by 
an  arm  or  carrier,  which  turns  on  a  joint  pin  passing  through  the  upper  part  of  a  standard, 
the  said  arm  being  furnished  with  a  leg  or  stop  extending  downwards  from  near  the  centre 
of  its  curved  portion.  A  catch  lever  turns  vertically  on  the  above-mentioned  joint  pin  as  a 
fulcrum,  and  is  furnished  with  an  adjustable  weight.  Pivoted  loosely  to  the  side  of  the 
tmmpet  carrier,  in  the  form  of  a  bent  lover,  is  a  tripper-catch  provided  with  a  notch  for  the 
reception  of  the  shorter  arm  of  tho  catch  lever ;  the  object  of  which  construction  is  to  arrest 
the  operations  of  the  drawing  frame  whenever  the  sliver  or  slivers,  that  may  be  passing 
through  the  trumpet,  may  either  break  or  be  too  small,  and  to  stop  the  drawing  frame  when- 
ever the  slivers  may  be  too  lar^. 

Claim. — The  combination  of  the  separate  trumpet  carrier  B  and  the  tripping  catch  F,  and 
Its  spring  O,  or  their  equivalents,  with  trumpet  A  and  the  catch  lever  1),  or  their  equiva- 
lents, the  whole  being  arranged  substantially  in  manner  and  to  operate  as  and  for  the  pur- 
pose described. 

No.  32,394.— WlLLL\M  C.  Wyckofp,  of  Brooklyn,  N.  Y.^Imj^roved  Cork  Pm//.— Patent 
dated  May  21,  1861. — This  invent jon  consists  of  a  pointed  metallic  rod  provided  with  a  fork 
or  point  pivoted  near  the  pointed  end,  which  fork' opens  on  being  passed  through  the  cork, 
so  that  tpe  latter  can  bo  drawn,  and  with  a  handle  that  may  be  pivoted  or  hinged  to  the 
upper  end  of  tho  rod.  The  handle  fits  within  a  groove  made  in  the  rod,  so  that,  as  the  forked 
rod  is  passed  through  tho  cork,  the  handle  may  be  closed  and  passed  through  the  cork  un- 
obstructivelv. 

Claim, — The  use  or  employment  of  a  pointed  rod  H  I,  in  combination  with  the  fork  F, 
operating  automatically,  or  operated  by  the  spring  J  and  folding  handle  A  B,  when  the  same 
Bnall  be  arranged  and  operated  in  the  manner  described  and  for  the  purpose  specified.' 

No.  32,395. — Charles  A.  Young,  of  Providence,  R.  l.-^Jmproted  Machine  for  Making 
•  Upholstery  Springs. — Patent  dated  May  21,  1861. — Between  tho  grooved  feeding  rolls  which 
carry  the  wire  and  the  coiling  roll  is  a  stand,  the  upper  part  of  which  serves  as  a  rest  or  sup- 
port to  tho  coiling  wire  as  it  passes  from  the  former  rolls  to  the  latter,  and  therefore  conforms 
to  the  curve  or  tho  larger  coils  of  tho  spring,  besides  having  a  groove  in  the  curved  face  for 
the  passage  of  the  wire.  Tho  relative  positions  of  the  feeding  and  coiling  tubes,  and  the 
perpendicular  movement  of  tho  latter,  cause  the  coils  to  form  above  tho  tcedin^  rolls  and 
offainst  the  peculiarly-formed  guaid  3,  at  the  top  of  which  is  an  overhanging  Tip,  against 
Which  the  larger  coils  are  curved  and  cut  off.  A  weighted  lever  is  caused  to  nse  during  the 
coiling  of  one  spring  by  a  cam,  and,  falling  at  tho  proper  time,  severs  the  coil  upon  the  com- 
pletion of  each  spring. 

Claim. — Fii-st,  the  said  grooved  rest  1,  in  combination  with  tho  coiling  roll  R,  when  the 
said  roll  has  a  perpendicular  movement  close  to  and  passing  the  upper  filing  roll,  for  sup- 
porting the  inside  and  outside  of  the  coil  at  tho  proper  time,  in  the  manner  substantially  as 
specified. 

Second,  tho  guard  3,  formed  and  arranged  in  relative  position  with  the  feeding  and  coiling, 
M  shown,  in  combination  with  the  pecuUar  shear  or  cutting  device,  when  the  latter  is 
operated  by  the  face  of  the  descending  weight  T,  substantially  as  and  for  the  purpose 
specified. 

No.  32,396. — Edward  A.  Burgess,  of  New  Haven,  Conn.,  assignor  to  Blake  Brothers, 
of  the  same  place. — Improved  Cork  Extractor. — Patent  dated  May  21,  1861. — In  place  of  a 
lever  head  fixed  to  the  upper  end  of  the  screw,  is  an  arm  or  hanger  hinged  or  so  iointed  to 
the  screw  as  to  be  capable  of  being  turned  down  at  a  right  angle  with  the  axis  of  the  screw, 
for  the  purpose  of  locking  the  lifting  nut  to  the  screw,  so  that  both  may  be  rotated  together 
by  tho  nut,  and  the  corkscrew  bo  screwed  into  or  unscrewed  from  the  cork. 

Claim, — Improved  cork  extractor,  as  constructed  with  its  hanger  or  arm  D,  its  lower  nut 
E,  its  lifting  and  corkscrews  C  B,  and  nick  stand  A,  arranged  and  combined,  or  applied 
reUUively  to  each  other,  substantially  as  and  so  as  to  operate  as  described. 

No.  32,397.— James  F.  Drummond,  of  New  York,  N.  Y.,  assignor  to  Raynolds,  Devoe, 
&.  Pratt,  of  the  same  place. — Improvement  in  Paint  Cans. — Patent  dated  May  21,  1861.^ 
The  cover  of  the  can  is  made  of  two  pieces  of  tin  or  other  sheet  metal,  one  of  which  is  in  the 
form  of  a  ring,  with  a  rim  to  fit  over  a  corresponding  rim  of  tho  body,  and  the  other  is  cir- 
cular and  of  a  greater  size  than  tho  circular  opening  of  the  ring.  Th^is  ring  has  several 
clasps  upon  its  edge,  by  which  it  is  secured  to  the  wired  rim  of  the  bod^,  and  is  put  ou  tho 
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body,  without  the  centre  portion,  before  the  bottom  of  the  can,  »o  that  melted  beeswax  mnj 
be  poured  arouud  the  coiner  foimed  on  the  inside  of  the  rim.  When  the  can  is  filled  the 
centre  piece  is  soldered  upon  the  rim,  and  the  whole  cover  may  be  removed  by  unfastening 
the  clnsp  and  breaking  the  cement. 

Claim. — A  point  can,  having  one  of  the  ports  of  its  top  sealed  npon  its  inside  to  the  rim  of 
e  pail  by  the  cement  e,  and  fastened  tp  the  pail  by  clasps  d  d,  formed  as  set  forth,  and 
e  whole  constructed  otherwise  as  shown  and  described. 

No.  3*2,398.— J.  A.  Dyer,  of  Newburgh,  O.,  assignor  to  Himself  and  H.  C.  Kkowltox, 
of  the  simie  place. — Improtement  in  Machines  for  Cutting  Chair  Backs. — Patent  dated  May 
21,  18G1.— Secured  to  the  top  of  a  frame  is  a  table  curved  on  its  upper  side,  and  having  an 
opening  in  its  centre,  in  which  revolves  a  cylinder  provided  with  knives.  At  the  two  sides 
of  the  table  are  secured  circular  pieces,  on  which  rest  and  move  the  ^ides  fastened  to  the 
fides  of  the  holder,  which  is  curved  to  suit  the  form  of  the  backs  ot  the  chairs,  by  which 
lue.ins  the  bocks  can  be  made  of  uniform  thickness  at  the  edges,  or  wide  at  the  ends,  and 
nanower  at  the  centre,  or  any  other  variation  may  bo  made  by  changing  the  car\'aturB  of 
the  guides. 

claim. — The  holder  L,  the  pieces  K  K,  and  guides  N  N'  N",  in  combination  with  the 
revolving  knives  H,  these  several  parts  being  constructed  and  operated  substantially  as  and 
for  the  purpose  set  forth. 

No.  32,399.— E.  F.  HuRLBUT,  of  Chicago,  Dl.,  assignor  to  N.  S.  BouTON,  of  the  same 
place. — Improvement  in  Patterns  for  Thimble  Skeins. — Patent  dated  May  21,  1861. — ^The 
thimble  skein  pattern  is  made  in  two  paits — the  axle  pattern  and  the  but  or  shoulder  pattern, 
separated  at  the  collar  or  flange  of  the  skein,  so  that  an  axle  pattern  once  made  is  sufficient 
for  an;y^  axles  of  that  size,  and  the  but  or  shoulder  pattern  alone  is  required  to  be  made  new, 
the  object  being  to  lessen  the  expense  of  producing  an  increased  or  decreased  shoulder  to  fit 
wooden  axles  of  dificrent  sizes. 

Claim. — Constructing  the  pattern  of  two  parts  A  D,  substantially  as  shown,  so  that  differ- 
ent but  parts  D  may  be  used  with  one  and  the  saihe  axle  part  A,  as  and  for  the  purpose  set 
forth. 

No.  32,400.— Ira  Jewell,  of  Wheaton,  HI.,  assignor  to  Davu)  M.  Osborne,  of  Aubom, 
N.  Y. — Improvement  in  Harvesters. — Patent  dated  May  21,  1861. — The  nature  and  object  of 
this  invention  are  explained  by  the  claim  and  engraving. 

Claim. — In  combination  with  the  outside  divider  or  grain  end  of  a  platform  or  grain  table, 
a  revolving  wing  board  that  is  driven  mechanicaiiy  for  the  purpose  of  liflin^  up  and  carrying 
or  throwing  over  the  cut  straw  on  to  the  platform,  where  it  can  be  convemontly  reached  by 
an  automatic  or  other  rake,  substantially  as  described. 

No.  32,401.— Strickland  Kneass,  of  Philadelphia,  Pa.,  assignor  to  Samuel  James 
Creswell,  of  the  same  place, — Improvement  in  Sewer  Inlets. — Patent  dated  May  21, 
1831. — Upon  the  top  of  the  arch  piece  of  the  sower  inlet  is  cast  a  sleeve,  into  which  projecta 
a  pipe,  the  upper  part  of  which  latter  is  flush  with  the  top  of  the  drip  plate,  and  provided 
with  a  cover.  When  the  sewer  becomes  choked  by  the  compressed  air  within  it,  tne  cover 
will  be  raised  by  the  pressure,  thus  ventilating  the  sewer  and  preventing  one  of  the  causes 
of  overflow. 

Claim. — In  combination  with  a  sewer  inlet,  a  ventilator  that  allows  an  escape  of  com- 
pressed oir  from  the  sewer,  and  admits  of  being  converted  into  an  inlet  when  the  inlet  proper 
is  choked  up,  substantially  as  described. 

No.  32,402.— Walter  Hunt,  of  New  York,  N.  Y.,  assignor  to  John  W.  and  George 
0.  Martin,  of  Brooklyn,  N.  Y. — Improvement  in  Lamps.— Patent  dated  May  21,  1861. — 
For  an  understanding  of  this  invention  the  specification  and  drawings  must  be  referred  to. 

Claim. — The  combination  and  arrangement  of  the  filling  tubes  C  and  F,  valves  d  and  I, 
with  the  bent  tubes  B  and  O,  the  same  l}eing  constructed,  arrange,  and  operated  substan- 
tially in  the  manner  and  for  the  purposes  specified. 

No.  32,403.— Samuel  J.  Seely,  of  Brooklyn,  N.  Y.^-lmproved  Construction  of  Iron 
re.vse/5.— Patent  dated  May  21,  1861.— The  hull  and  deck  of  the  vessel  aro  designed  to  be 
formed  of  two  or  more  plates  (or  thicknesses)  of  corrugated  iron,  the  corrugations  on  one 
plate  being  placed  at  a  nght  angle  to  those  of  the  other,  all  Iraming  and  bracing  to  the  hull 
and  decks  being  dispensed  with. 

Claim. — ^The  application  of  two  or  more  series  of  iron  plates  to  the  construction  of  vessels, 
corrugated  and  aiTang^ed  as  described,  for  the  purpose  ot  imparting  to  the  hull  of  the  vessel 
the  requisite  deg^ree  of  strong^  without  the  use  of  frames  and  braces,  when  the  outer  or 
plantiug  series  ot  such  plates  is  applied  with  its  corrugations  running  longitudinal  with  the 
hull,  as  set  forth. 


No.  32,404. 
vicnl  in 
the  claim* 


32,404.— Henry  T.  Anthony  and  Frank  PncEnus,  of  New  York,  N.  Y.— /wj^rore- 
R  Photographic  Albums. — Patent  dated  May  28,  1861. — This  invention  is  explained  by 
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Claim, — ^FonniDg  the  leaves  for  a  photograpbic  album  by  securing  the  flap,  or  split  portion, 
mi  that  edge  which  will  bo  outermost  when  said  leaves  are  bound,  thus  causing  the  free  edges 
of  the  flap  to  be  presented  toward  the  back  of  the  book,  whereby  those  will  be  kept  down 
upon  the  photograph  without  the  need  of  paste  or  cement,  as  described. 

No.  32,405. — Julius  De  Bary,  of  Offenbach,  Dutchy  of  Hessen,  Germany. — fmprore- 
ment  in  Cigar  Machines. — ^Patented  in  England  November  1,  1859. — Patent  dated  May  28, 
1861. — The  tobacco  intended  for  the  cores  ot  the  cigars  is  laid  upon  an  endless  baud,  which, 
in  connexion  with  another  similar  band  placed  at  an  angle  with  the  former  conducts  the 
tobacco  between  two  plates,  after  passing  which  it  is  cut  by  a  descending  knife.  Behind  the 
rear  roller  of  the  upper  band  is  another  roller,  upon  which  is  a  band  having  at  its  end  a 
weighted  metal  square  which  takes  hold  of  the  after  part  of  the  tobacco  and  assists  in  mov- 
ine  it  forward. 

The  part  E  consists  of  two  metal  plates  hinged  together  so  as  to  form  a  jaw  which  is 
acted  upon  by  a  spring  to  keep  it  open  and  allow  the  tobacco  to  enter  the  same  on  being  cut 
Passing  around  a  series  of  rollers  are  two  endless  bauds  Y  X,  the  latter  touching  a  cylinder 
B,  to  which  an  up  and  down  motion  is  imparted,  and  which  forces  the  tobacco  to  roll  itself 
np.  In  order  to  prevent  the  cores  from  becoming  loose  before  the  outer  leaf  is  placed  upon 
it,  temporary  coverings  or  wrappings  of  tobacco  aie  brought  to  the  core  and  made  to  surround 
it,  the  same  being  removed  when  the  outside  leaf  is  put  on. 

Claim. — First,  the  conducting  and  compressing  of  the  tobacco  intended  for  the  interiors  or 
cores  of  the  cigars  by  means  of  the  bands  C  and  D,  in  combination  with  the  metal  square 
y,  the  whole  being  constructed  and  operated  in  the  manner  described. 

Second,  the  arrangement  and  constmction  of  the  jaw  E,  on  the  end  of  the  arm  a,  and  the 
manner  of  operating  the  same,  for  the  purpose  of  receiving  the  portions  of  tobacco  intended 
for  a  core  of  the  cigar,  which  is  cut  off  oy  the  descent  of  the  knife  6,  and  delivering  tho 
game  in  the  rolling  machine. 

Third,  tho  use  and  arrangement  of  the  roller  B  operating  the  endless  band  X  in  the  man- 
ner and  for  the  purpose  substantially  as  described. 

Fourth,  the  employment  of  wrapping  papers  in  the  manufacture  of  the  cores  for  cigars,  in 
the  manner  and  for  tne  purpose  described. 

Pillh,  the  described  arrangement  of  the  machinery  for  the  manufacture  of  eigarf,  th« 
whole  being  substantially  constructed  and  operating  in  the  manner  described  and  specified. 

No.  32,406. — S.  B.  Black,  of  Harrisburg,  Pa. — Improvement  in  Machines  for  Sowing 
Guano. — Patent  dated  May  2d,  18GI.— Tho  shaft,  which  passes  longitudinally  through  the 
box  which  holds  the  guano,  is  provided  with  arms  secured  at  an  inclination  to  tho  shaft  cor- 
responding to  the  sides  of  angular  blocks  placed  in  the  bottom  of  the  box.  Tho  shaft  is 
also  provided  with  straight  pins.  The  object  of  the  arrangement  being  to  stir  the  guano  and 
Sweep  the  bottom  of  the  box  so  as  to  cause  a  ready  discharge  of  the  contents. 

Claim. — The  arrangement  of  the  shaft  B,  arms  a  a,  pins  d  d,  and  the  irregular  bottom  of 
the  hopper,  when  the  same  are  used  and  constructed  as  and  for  tho  purpose  set  forth. 

No.  32,407. — R.  Brrckerhofp,  of  Mansfield,  Ohio. — Improvement  in  Approach  Opening 
Caies. — Patent  dated  May  28,  1861. — ^This  invention  consists  in  the  arrangement  of  double 
toggle  joints  connected  to  levers,  and  to  hinges  by  means  of  rods,  in  such  a  manner  that  as 
the  wheel  of  a  carriage  depresses  a  lever  the  foot  of  each  gate  is  thrown  forward,  and  by  the 
aid  of  bevelled  edges  and  their  own  weight  the  gates  open.  The  depression  of  the  opposite 
lover  causes  the  gates  to  close. 

Claim.— The  application  of  the  toggle  joint  a  a  a  a.  and  the  hinges  e  e,  as  and  for  the 
purposes  set  forth. 

No.  32,408.— Jomr  M.  Brooke,  of  U.  S.  'Sayy.— Improved  Detaching  Hook  for  Nauti- 
cal Use. — Patent  dated  May  28,  1861. — ^The  eye  of  the  hook  is  so  formed  as  to  permit  the 
partial  or  entire  revei^sal  of  the  hook  by  turning  it  in  the  ring  or  pendant  which  supports  it, 
thus  detaching  any  suspended  weight  without  slacking  the  tackle  or  pendant.  To  guard 
against  accidental  reversal  of  the  hook,  a  clamp  is  used  which  turns  on  a  pin  at  the  end  of 
the  extended  arm,  and  rests  between  the  tackle  ring  and  the  ring  by  which  the  weight  is 
suspended. 

Claim — ^The  extension  of  the  eye  of  the  hook  along  the  back  of  the  hook  through  an  are 
of  about  90  deg.,  the  curve  of  the  upper  part  of  the  eye  being  nearly  concentric  with  the 
inner  curve  of  the  lower  part  or  bend  of  the  hook,  also  the  guard  described  and  used  there- 
with. 

No.  32,409. — J.  B.  Caldwell,  of  Chambersbnrg,  Pa. — Improvement  in  Water-  Wheels, — 
Patent  dated  May  28,  1861. — The  wheel  is  form^  of  two  circular  curved  plates  or  heads, 
the  buckets  being  attached  to  the  outer  surface  of  the  upper  head,  and  so  arranged  that  any 
one  may  be  easily  detached  and  a  new  one  inserted.  The  wheel  is  fitted  witn  a  box,  tlie 
gides  of  which  are  formed  of  a  series  of  tangential  chutes. 
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Claim, — ^The  porticniar  arrangement  shown  and  described  of  the  two  heads  e  c',  with  each 
other,  and  with  the  buckets  e,  box  D,  and  shaft  C,  when  the  said  heads  and  buckets  are  cod- 
Btructed  in  the  peculiar  form  and  united  together  in  the  peculiar  manner  set  forth. 

No.  32,410. — James  H.  Call,  of  Springfield,  Mass. — Improtement  tit  Calipers, — ^Patent 
dated  May  28,  1861. — The  object  of  this  device  is  to  meaQ^re  the  diameter  ot  a  cylindrical 
hole,  and  the  invention  consists  in  joining  the  legs  without  crossing  them  and  extending  them 
beyond  the  joint,  thus  forming  two  arms,  to  the  end  of  one  of  whicn  is  secured,  by  means  of  a 
screw  and  spring,  a  quadrant,  passing  through  a  slot  in  the  other  arm,  by  which  means  aa 
accurate  mea-suremcnt  is  easily  obtained. 

Claim. — The  construction  of  inside  calipers  with  a  micrometer  screw  and  spring,  substan- 
tially in  the  manner  as  set  forth. 

No.  32,411.— John  D.  Cochran,  of  Milford,  'S,ll.^Imp^roved  Washing  Machine,— VaAtnt 
dated  May  28, 1861. — Within  the  box  is  supported  a  revolving  frame  composed  of  end  pieces, 
top  and  bottom  pieces,  and  holding  two  rubber  rolls,  between  which  the  clothes  are  parsed 
to  be  washed.  The  frame  is  held  in  place  by  means  of  a  stop  piece  in  the  bottom  of  the  box, 
which  stop  piece,  on  being  pressed  down  bv  a  rod,  releases  the  frame,  and  allows  it  to  turn 
over,  when  the  articles  are  deposited  from  the  rolls  upon  a  stand  or  platform  in  a  condition  to 
be  hung  out  without  further  wringing. 

Claim. — The  combination  of  the  frame  C,  with  its  elastic  rolls  F  F',  with  stop  fc,  rod  a,  and 
washing  box  A,  the  parts  being  constructed  and  arranged  to  operate  in  relation  to  each  other 
as  and  lor  the  purposes  set  forth. 

No.  32,412.— Aaron  Colton,  of  Attica,  N.  Y.-^Improvement  in  Com- Planters.— Patent 
dated  May  28,  1861. — ^The  frame  is  suspended  from  the  axle  by  two  chtiins  which  are  attached 
to  crank  arms  on  each  end  of  a  rock  bar  lying  parallel  with  the  axle.  To  the  rock  bar  is 
attached  a  hand-Iever,  by  means  of  which  the  driver  is  enabled  to  raise  and  lower  the  frame 
at  will.  At  each  end  of  the  frame  are  upright  rods,  which  serve  as  guides  to  keep  the  frame 
in  proper  position  relatively  to  the  axle. 

Claim. — The  combination  and  arrangement  of  the  frame  C  D  carrying  the  seeding  devices 
with  J,he  axle  of  the  truck,  by  means  of  the  rock  bar  h  A,  chains  g,  and  guides  U,  substan- 
tially in  the  manner  and  for  the  purposes  shown  and  described. 

No.  32,413.— T.  Scott  Cone  and  H.  S.  Potter,  of  Oneida,  1\\,— Improtement  in  Culti- 
vators,— Patent  dated  May  28,  1861. — This  invention  consists  in  the  comoination  of  pivoted 
beams  and  adjustable  shovel  stocks  with  u  pivoted  carriage  frame,  so  arranged  and  constructed 
as  to  admit  of  a  ready  adjustment  of  the  shovels,  and  a  means  of  guiding  them  between  the 
rows  of  young  or  of  more  matured  crops. 

Claim. — The  pivoted  frame  C  C,  lever  D,  pole  B',  beams  E  E  and  F  F,  pivoted  to  a  rod  a, 
as  described,  in  combination  with  adjustable  pivoted  brackets  J  J  J,  and  pivoted  shovel  stocka 
GOG'  O't  all  an'anged  as  shown  and  descnbed. 

No.  32,414.— George  Cook,  of  Bristol  Station,  Til.— Improvement  in  Portable  Caj^ 
$tans. — Patent  dated  May  28,  1861. — ^This  invention  consists  in  arranging  a  swivel  joint  in 
an  otherwise  rigid  connexion  between  the  means  for  elevating  the  front  of  the  machine  and 
the  means  for  elevating  the  rear  of  the  same,  so  that  when  the  machine  is  fully  elevated  and 
the  wheels  are  fully  in  position  for  supporting  it  the  said  swivel  joint  is  brought  directly  in 
line  with  the  king  bolt,  so  that  the  liont  axle  and  its  attachments  ma^  be  swiveled  freely 
without  detaching  or  otherwise  disturbing  the  connexions.  With  the  main  spool  or  drum  and 
arm  is  combined  a  second  drum  fixed  to  a  separate  main  lover  or  arm,  and  a  means  of  con- 
necting or  disconnecting  the  arm  on  the  main  shaft  with  the  main  lever,  so  that  the  main 
lever  and  the  main  shaft  can  be  connected  by  simply  raising  the  former  by  hand,  and  can 
readily  be  disconnected  to  allow  of  either  reeling  off  the  main  rope  from  the  main  shaft,  or  of 
operating  a  secondary  rope,  by  winding  it  upon  the  secondary  drum  independently  of  the  main 
rope. 

Claim. — First,  so  arranging  a  swivel  joint  R  in  the  otherwise  rigid  connexion 'o  S  T  T  be- 
tween the  means  F  G  H  I  for  elevating  the  rear  of  the  machine  and  the  means  M  N  O  P  for 
elevating  the  front  of  the  machine  that  when  the  machine  is  fully  elevated  upon  its  wheel  the 
aaid  joint  U  is  over  or  in  line  with  the  king  bolt  K,  all  substantially  as  and  for  the  purpose 
set  forth. 

Second,  the  combination  and  arrangement  of  the  eye  rf,  hook  j,  and  rope  J,  or  their  equiva- 
lents,  with  the  main  spool  or  drum  B  and  arm  B',  and  with  the  small  drum  D  and  main  levor 
D^  so  as  to  operate  in  the  manner  set  forth. 

No.  32,415. — Lewis  Cooper,  of  Philadelphia,  Pa. — Improvement  in  Setting  Machines. — 
Patent  dated  May  28,  1861. — ^The  needle-frame  is  caused  to  work  up  and  down  by  means  of 
eccentrics  on  the  shaft.  .  As  the  needles  and  needle-frame  ascend,  the  cloth  to  be  sewed  is 
caused  to  be  drawn  forward  by  the  feed  apparatus,  motion  being  communicated  to  the  cloth 
by  passing  it  between  rollers,  one  of  which  is  provided  with  a  cog-wheel  D,  and  moved  by 
nieaos  of  a  ratchet  hook  a  suspended  on  an  eccentric,  so  that  it  will  lean  against  the  side  of  the 
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cog-wbeel.  On  the  other  end  of  the  roller  is  a  grooved  g^nide-wheel,  in  which  a  pin  on  the 
finune  runs,  thq  fproove  being  placed  at  an  angle  with  the  axis,  and  causing  the  needle-frame 
to  slide  to  and  fro  laterally. 

Claim, — Giving  to  the  frame  which  carries  the  sewing  mechanism  a  reciprocating  mov^ 
ment  in  a  direction  at  right  angles  to  that  of  the  feed  motion  at  the  time  the  pressure  feet  are 
lifted  from  the  cloth  by  means  of  the  pawl  J,  ratchet  D,  and  cam  C,  substantially  as  and  for 
the  purpose  specified. 

No.  32,416. — Frederick  Decker,  of  Ostrander,  O. — Improvement  in  Clover  Harvet^ 
er». — ^Patent  dated  May  28,  18C1. — ^The  end  bearings  of  the  cutting  and  brushing  cylinder  are 
set  in  plates  <f,  secured  to  the  sides  of  the  box  by  oolts  passing  turough  vertical  slots  in  the 
plates.  Behind  these  plates  d  are  vertical  plates  A:,  slotted  in  a  direction  with  their  length, 
to  the  lower  ends  of  wluch  are  secured  axle«  which  carry  the  wheels.  By  this  means  the  ma- 
chine mav  be  so  adjusted  as  to  gather  from  short  or  tall  clover,  and  also  that  growing  on  the 
side  of  a  hill. 

Claim. — The  arrangement  of  the  slotted  adjustable  plates  d  d  with  the  cylinder  A,  fin^r  «, 
separately  adjustable  plates  k  k,  and  axles  m  m,  as  ana  for  the  purposes  shown  and  described. 

No.  32,417.— James  Doty,  jr.,  and  Asa  H.  Doty,  of  West  Falls,  N.  Y.-^Improved 
Washing  Machine, — Patent  dated  May  28, 1861. — ^This  invention  is  explained  by  the  claim 
and  engraving. 

Claim, — ^The  rocking  or  flexible  frame,  in  combination  with  the  sectional  convex  corro* 
gated  rubbers  B  B  and  scolloped  concave  corrugated  blocks  C  0,  when  all  shall  be  arranged 
substantially  as  and  for  the  purpose  specified. 

No.  32,418.— William  M.  Ferry,  jr.,  of  Ferrysburg,  Mich.— /mprot?em«i/t«  Saw-Mills.^ 
Patent  dated  May  28,  1861. — ^This  improvement  is  designed  to  be  used  in  connexion  with  a 
saw-mill  patented  to  the  said  Ferry  July  21,  1857,  and  consists  in  an  arrangement  of  devices 
for  automatically  reversing  the  motion  of  the  carriage,  for  regelating  from  the  bead  of  the 
saw-mill  the  thickness  of  the  slabs  or  planks  cut  from  the  log,  and  for  confining  the  rack  bars 
to  the  head  of  the  block,  and  the  heaa  block  to  the  carriage. 

Claim, — First,  the  slotted  box  I  and  roller  H,  for  the  purpose  of  actuating  the  mechanism 
used  to  reversing  the  motion  of  saw-mill  carriages,  substantially  as  set  forth. 

Second,  the  combination  of  the  slotted  box  I  and  roller  H  with  the  tripping  devices  £  Ll 
stop-spring  J,  lever  e,  rock-shaft  d,  and  connecting-rod  fr,  substantially  in  the  manner  and 
for  the  purpose  described. 

Thira,  the  combination  of  the  hand-lever  O,  rock-shaft  M,  jointed  connecting-rod  N,  gaug»- 
shde  g,  and  hinged  adjustable  oblique  bar  /,  substantially  in  the  manner  and  for  the  purpose 
described. 

Fourth,  effecting  a  combination  between  the  set  rack-bars  Q  and  head-block  and  also  the 
carriage  G  by  means  of  the  tenon  k  and  flanged  plates  //,  in  the  manner  and  for  the  purpose 
described. 

No.  32,419.— Jesse  Gilaian,  of  South  Merrimack,  N.  H. — Improved  Feeding  and  Gigging" 
hack  Movement  in  Sawing  Machines, — Patent  dated  May  28,  1861. — ^This  invention  relates  to 
an  improvement  upon  a  sawing-machlne  patented  to  the  said  Gilman  on  March  25,  1856,  and 
it  consists  in  a  combination  of  devices  by  means  of  which  an  automatic  reciprocating  movo- 
ment  is  given  to  the  bolt-carriage,  a  slow  feed  movement,  and  a  comparatively  quick  giggiug- 
back  movement. 

Claim, — The  combination  of  the  double  peripheried  pulley  C  andpullevs  S  T  with  each 
other  and  with  the  movable  shafts  R  R',  lever  N,  cams  h  h',  carriage  F,  and  rods  G  H,  alliu 
the  manner  and  for  the  purpose  shown  and  described. 

No.  32,420.— William  H.  Henderson,  of  Franklin,  Ind. — Improvement  in  Beading  Rain 
Gutters, — Patent  dated  May  28,  1861.— ^Secured  to  a  base  or  frame  is  a  hollow  cylinder  with 
a  tapering  bore  and  having  a  slot  cut  lengthwise  of  the  same.  Corresponding  with  the  bora 
of  tuo  cyliuder  is  a  rod,  provided  also  with  a  longitudinal  slot,  and  having  a  mortise  at  one 
end  and  a  crank  handle,  by  which  means  the  tin,  as  it  is  turned  by  the  rod,  is  formed  with 
the  proper  bead.  The  mortise  at  the  end  of  the  rod  is  designed  to  form  the  opening  in  the 
bead  at  that  end  of  the  rod  round. 

Claim. — First,  reducing  the  rod  on  one  side  of  the  groove  in  it,  for  forming  a  round  bead, 
as  specified. 

8econd,  the  employment  of  the  mortise  </,  in  the  rod,  as  and  for  the  purpose  specified. 

Third,  the  tapering  form  of  the  rod,  whereby  I  am  enabled  to  readily  remove  tbo  bead,  and 
whereby  one  end  is  H>rmed  to  fit  in  the  acy'oimng  end  of  the  next  section  of  gutter,  substan- 
tially as  set  forth. 

Fourth,  the  tapering  form  of  the  bore  to  correspond  with  the  rod,  as  and  for  the  puipose 
q>ecified. 

No.  32,421. — Albert  V.  Hill,  ofCarrollton,  N.  Y. — Improvement  in  Ftre-i4rm».— Patent 
dated  May  28,  1861. — ^This  invention  consists  in  a  method  of  fastening  the  breech  of  bi'eech- 
loading  fire*anns  with  a  lever  key  for  opening  and  securely  closing  the  breech. 
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Claim. — Tli«  described  notched  key,  with  its  lever  V,  and  eccentric  disc  L,  constracted  m 
described,  lor  the  purpose  of  opening  nnd  secarfly  closing  the  breech  of  a  breech-loading  fir»- 
arui,  in  the  manner  set  forth. 

No.  32,422.— J.  J.  HittScnBimL,  of  Lonisville,  Kj.^fmprotetnent  in  Vent  Stoppers  cf 
Ordnance. — Pnteut  diited  May  28,  1861. — Hinged  to  a  standard  secured  to  the  barrel  of  a 
cannon  is  a  podded  lever  in  such  a  position  that,  on  turning  the  lever  down,  the  pad  closes 
the  touch-hole  perfectly  tight  The  lever  is  provided  with  a  spring,  which  catches  in  a  nose, 
and  keeps  the  pad  firmly  pressed  upon  the  touch-hole. 

Claim. — The  urrangonient  of  the  pivoted  spring  lever  c,  and  nose  D,  with  the  hinged  lever 
B,  and  clamp  E,  the  whole  constructed  and  operated  in  the  manner  and  for  the  purposes 
shown  and  described. 

No.  32,423.— Sebre  Howard,  of  Elyria,  O. ^Improvement  in  Running  Gear  of  Railroad 
Cars. — Pateut  dated  May  28,  1861. — ^Tbe  axle  trees  are  divided,  and  their  inner  ends  turn  in 
adjustable  bearings  that  rest  and  move  in  elongated  journal  boxes  secured  to  the  central  beam 
of  the  car  frame.  The  inner  bearing  of  each  forward  axle  is  connected  by  curved  rods  or 
braces  to  the  inner  bearing  of  the  opposite  rear  axle  so  as  to  bring  each  axle  in  line  with  the 
radius  of  the  curve.  The  vertical  sides  of  the  outer  journal  boxes  have  a  convex  shape,  and 
the  inner  corresponding  suri'accs  of  the  legs  of  the  pedestals  are  concave,  to  admit  of  the 
journal  boxes  turning  freely  on  their  vertical  axes. 

Claim. — (Jiving  a  convex  shape  to  the  vertical  sides  of  the  journal  boxes  C  C,  and  a  con- 
cave shape  to  the  inner  surfaces  of  the  respective  legs  of  the  pedestals  B  B,  for  the  piUT>oso  ot 
enabling  the  said  journal  boxes  to  be  freely  turned  upon  their  vertical  axes  withm  the  said 
retaining  ]>cdestals,  in  the  manner  and  for  the  purpose  set  forth. 

Also,  supporting  the  journal  boxes  that  receive  the  inner  ends  of  the  divided  axles  between 
the  curved  open  edges  of  the  way-plates  J  K  that  are  bolted  to  the  central  beam  G  of  the  car 
frame ;  but  tnis  I  only  claim  when  the  boxes  C  C,  which  receive  the  outer  ends  of  the  said 
divided  axles,  are  supported  in  such  a  manner  thai  they  are  allowed  to  torn  upon  their  veriical 
axes  substantially  in  the  manner  set  forth. 

No.  32,424.— Benjamin  James,  of  Worcester,  MaM.— Improved  Machine  for  Drying 
Wool,  8fc. — Patent  dated  May  28, 1861. — ^This  invention  consists  in  the  employment  of  elastia 
pressure  rollers  with  a  feeding  device,  and  also  in  the  use  of  endless  aprons  arranged  in  rela- 
tion with  the  picker  and  chute  so  as  to  receive  the  stock  in  a  manner  most  favorable  to  its 
drying ;  in  an  arrangement  of  the  rollers  pertaining  to  the  endless  aprons  so  as  to  prevent  the 
escape  of  heated  air  from  the  lower  part  of  the  drying  chamber ;  and  in  an  arrangement  of  the 
drivmg  mechanism  whereby  certain  portions  ot  the  working  parts  of  the  machine  may  be 
itopp^  when  necessary,  while  other  portions  are  allowed  to  operate.  The  specification  and 
drawings  must  be  referred  to  for  a  description  of  the  devices  claimed. 

Claim. — First,  the  employment  or  use,  for  the  purpose  specified,  of  the  two  endless  aprons 
L  M,  arranged  to  work  or  move  in  contact  substautially  as  shown,  and  used  iu  connexion 
with  the  endless  feeding  apron  B,  fluted  roller  D,  concave  /,  and  picker  £,  or  an  equivalent 
feeding  device,  to  convey  tno  stock  between  the  aprons. 

Second,  the  adjustable  roller  tl^  when  used  in  connexion  with  the  stationary  roller  t\  and 
endless  aprons  L  M,  and  placed  in  such  relation  with  the  drying  chamber  11,  to  operate  as 
and  for  the  purpose  sot  forth. 

Third,  the  clastic  pressure  rollers  C  C,  when  used  in  connexion  with  the  feed  apron  B^ 
fluted  roller  D,  picker  £,  and  chute  G,  for  the  purpose  of  properly  presenting  the  stock  to  the 
endless  aprons. 

Fourth,  the  arrangement,  as  described,  of  the  pulleys  i  j\  with  the  belts  t  o  O,  and  the 
gearing  d  e  d'  e\  of  toe  rollers  C  C  D,  substantially  as  shown,  to  admit,  when  desired,  of  the 
stopping  of  the  aprons  L  M,  and  feeding  mechanism,  for  the  purpose  specified. 

No.  32,425.— Richard  F.  Joynew,  of  Bristol,  R.  l.--lmproved  Steering  Apparatus. — 
Patent  dated  May  28,  1861. — ^The  apparatus  for  operating  the  rudder  is  placed  in  a  hollow 
casting  as  a  cap  having  a  broad  base  secured  to  the  dock.  On  the  heaa  of  the  rudder  is 
Secured  a  cog-wheel,  and  on  two  bolts  which  secure  the  cap  casting  to  the  deck  are  two 
smaller  cog-wheels  or  pinions  which  gear  into  the  central  cog-wheel,  and  serve  to  steady  the 
head  of  the  rudder.  In  the  under  surface  of  the  central  cop^-wheel  and  the  upper  suri'aco  of 
the  counter-plate  which  is  let  into  the  deck  of  the  vessel  are  circular  gp'ooves,  forming  cavities 
for  the  reception  of  balls  which  serve  as  friction  rollers,  and  support  the  weieht  of  the  rudder. 
To  the  rudder  head  is  coupled  a  hollow  cylinder  provided  with  two  spiral  slots  in  opposite 
sides  thereof;  in  these  slots  move  projecting  arms  of  a  nut  travelling  on  a  stationary  screw, 
by  turning  which  latter  the  action  of  the  rudder  is  governed. 

Claim. — The  arrangemenir  and  combination  of  the  mechanism  for  supporting,  guiding,  and 
working  the  rudder,  substantially  as  and  for  the  pui-poses  specified. 

No.  32,426. — Patrick  Kerr,  of  New  Bethlehem,  Pa. — Improvement  in  Furnaces  for 
Smelting  Iron  Ore. — Patent  dated  May  28,  1861. — ^This  invention  consists  in  giving  to  the 
smelting  furnace  such  modifications  of  iorm  that  each  variety  of  bituminous  coal  may  hare 
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a  fonn  of  constraction  to  salt  its  properties,  and  so  that  all  descriptions  of  raw  bituminouA 
coal  may  be  employed  for  smelting  iron  ore. 

Claim. — ^The  use  of  a  bosh  and  hearth,  constracted  as  described  and  set  forth,  in  which  the 
width  or  proportion  is  redaced  or  enlarged  as  the  quantity  of  bitumen  in  the  coal  employed  as 
fuel  is  increased  or  diminished. 

No.  32,427. — Ambrose  Kohler,  of  Boston,  Mass. — Improved  Heating  Apparatus, — 
Patent  dated  May  28,  1661. — This  invention  will  be  understood  by  reference  to  the  claim  and 
engraving. 

Claim. — ^First,  the  combination  of  a  series  of  truncated  cones  united  at  their  larger  and 
smaller  bases  alternately,  as  described,  and  surrounded  by  a  series  of  similar  cones  of  such 
diameter  as  to  leave  an  annular  zigzag  space  between  them,  with  inlet  and  outlet  pipes  so 
arranged  as  to  admit  of  cold  air  within  the  interior  of  the  former  series  of  cones  by  impinging 
and  reverberating  it  against  the  highly  heated  surfaces  thereof,  and  to  discharge  it  when  thus 
heated,  substantially  as  described. 

Second,  in  combination  with  tbo  double  series  of  cones  and  inlet  and  outlet  pipes,  arranged 
to  operate  as  sot  forth,  I  claim  the  outer  cylinder,  provided  with  openings  at  their  bottom  ibr 
the  admission  of  cold  air,  as  specified. 

No.  32,428.— Jacob  Maao,  of  Milwaukie,  VTis.'-Improved  fFind- JF^e*/.— Patent  dated 
May  28,  18G1. — This  invention  does  not  admit  of  a  brief  description. 

Claim. — First,  the  eccentric  o,  in  combination  with  the  fan  or  storm-board  m,  and  the 
toothed  and  bevelled  wheels,  as  set  forth,  for  giving  motion  to  the  wings,  as  described. 

Second,  The  lever  bar  g,  as  it  is  arranged  in  relation  to  the  governor  and  to  the  means  or 
parts  operated  by  the  storm-board  or  fan,  and  to  the  wmgs,  as  set  forth. 

No.  32,429. — Charles  B.  Martin,  of  Fond  du  Lac,  Wis. — Improvement  in  Grain  Sepa^ 
rators. — Patent  dated  May  28,  1861.— To  the  lower  part  of  the  outer  end  of  the  shoe  is  at- 
tached transversely  a  rod  a,  fitted  in  a  grooved  roller  D.  To  the  back  end  of  the  shoe  is  also 
attached  a  rod,  with  its  ends  inclined  upward,  which  ends  rest  upon  rollers.  Through  the 
shoe  passes  a  rod,  extendinj^  through  slots  in  the  sides  of  the  case.  By  this  means  the  shoe 
will  adjust  itself  to  its  work  whenever. the  case  is  out  of  a  horizontal  position. 

Claim. — ^The  combination  with  the  shoe  C  of  the  rods  ¥  a  b  c,  slot  e,  and  rollers  DEE, 
the  whole  being  constructed  and  arranged  as  shown  and  described,  and  operating  in  the  man- 
ner and  for  the  purposes  explained. 

No.  32,430.— Daniel  Minthorn,  of  Beverly,  Mass. — Improvement  in  Valves. — Patent 
dated  May  28,  1861. — ^The  body  of  the  valve  is  made  of  hemispherical  shape,  and  to  its  base 
and  cun'ed  portion  is  attached,  respectively,  a  projection  or  wing,  arranged  at  right  angles  to 
each  other,  for  the  purpose  of  preventing  the  valve  from  rolling  and  securing  a  unitbrm  and 
steady  motion  in  seating. 

Claim. — The  valve  constructed  with  two  guides  b,  and  arranged  at  right  angles  to  each 
other,  and  operating  so  as  to  insure  the  accurate  play  and  seating  of  the  valve,  as  set  forth. 

No.  32,431.— JosiAH  MUMFORD  and  J.  W.  Wilson,  of  Clarksburg,  O.-^ Improvement  in 
Cultivators. — Patent  dated  May  28,  1861. — The  nature  and  object  of  tills  invention  are  ex- 
plained by  the  claim. 

Claim. — So  hanging  the  pairs  of  ploughs  that  run  on  each  side  of  the  rows  of  plants  to  the 
frame  and  to  each  other  as  that  they  may  have  both  a  vertical  and  horizontal  adjustment,  as 
well  as  a  rocking  movement,  on  their  shaft  H,  but  when  so  rocked,  one  plough  of  the  pair 
shall  not  be  thrown  into  or  out  of  the  ground  more  than  its  fellow,  as  described  and  repre- 
sented. 

No.  32,432.— J.  W.  OoLE,  of  Concord,  111. — Improved  Window  Shade.-— Toicnt  dated  May 
28^  1861. — ^The  frame  o(  the  curtain  is  divided  into  sections,  one  of  which  is  secured  to  the 
window  frame,  and  the  others  are  hinged  to  it  above  and  below,  so  as  to  be  capable  of  being 
turned  up  or  down,  or  adjusted  to  any  intermediate  position. 

Claim. — The  construction  of  a  window  curtain  or  shade  attached  to  a  frame  divided  into 
sections,  hinged  together  as  described,  for  the  purpose  of  regulating  the  admission  of  light 
and  air. 

No.  32,433. — S.  N.  Park  and  John  A.  Staats,  of  Somerville,  N.  J. — Improvement  in 
Machine  for  Cooling  and  Drying  Flour. — Patent  dated  May  28,  1861. — To  the  sides  of  the 
runner  or  upper  mill-stone  are  attached  one  or  more  hollow  tubes,  ananged  in  such  a  manner 
that  the  revolution  of  the  runner  shall  act  as  a  blower  to  keep  up  a  continuous  supply  of  air, 
for  the  purpose  of  cooling  the  flour  and  drying  it  while  being  ground. 

Claim. — The  use  and  application  of  the  tubular  fans  a  a,  in  combination  with  or  attached 
to  the  runner  of  flouring  mills,  substantially  as  and  for  the  purposes  set  ibrth. 

No.  32,434.— John  Quioley,  of  Winona,  'MxrA.-'Improrement  in  Animal  Traps. — Patent 
dated  May  28,  1861  —This  invention  consists  in  the  anangcmcnt  of  two  platlbrms  attached 
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directly  to  one  and  the  same  axle  rod,  the  upper  platform  having  a  crank  arm  and  trigger  rod 
connected  to  it,  by  which  it  is  kept  suspendcu,  so  that  as  the  animal  parses  to  the  bait-box  be 
treads  upon  the  front  edge  of  the  upper  platform,  which  causes  the  release  of  the  trigffer  and 
retaining  rod,  and  allows  the  lower  platform  to  fall  and  deposit  the  animal  within  Uie  box 
beneath.  The  workin^^  parts  of  the  trap  are  concealed  from  view  by  an  inclined  partition, 
which  serves  as  a  shell  for  the  bait. 

Claim. — The  arrangement  of  the  platforms  B  B^  axial  pivot  J,  common  to  both  platforms, 
crank  arm  D,  trigger  or  retaining  rod  E,  stop  latch  G,  adjusting  screw  K',  box  I,  inclined 
bait  supporting  division  board  C,  and  pit  2,  the  whole  being  constructed  and  used  together 
in  the  manner  and  for  the  purpose  set  iorth. 

No.  32,435. — N.  C.  Sanford,  of  Meriden,  Conn. — Improvement  in  Skates. — Patent  dated 
Hay  28^  1861. — This  invention  consists  of  a  flat  runner  stamped  out  of  suitable  sheet  metal, 
the  proper  width  and  shape,  and  secured  to  a  wooden  stock  bv  buttons  and  screws,  the  but- 
tons bemg  riveted  to  the  runner  previously  to  attaching  it  to  the  stock,  so  that  when  attached 
the  upper  edge  of  the  runner  wiU  abut  against  the  bottom  of  the  stock  and  furnish  a  solid 
bearing  for  the  same  from  heel  to  toe. 

Claim. —Tho  solid  iron  and  wooden  stock  skate,  constructed  and  put  together  as  herein 
described 

No.  32,436. —Oramel  B.  Scofield,  of  East  Stoughton,  'hlass.— Improvement  in  Adjust- 
able  Weatlur  Strips. — Patent  dated  May  28,  18G1. — ^I'he  strip  consists  of  a  clamp  bar,  which 
is  made  with  a  recess  for  the  reception  of  an  au.^iliary  bar,  to  the  rear  side  of  which,  and  pro- 
jecting beyond  its  lower  edge,  is  fastened  an  elastic  flap.  Between  the  upper  ^ges  of  the 
bar  and  the  recess  are  arran^d  a  number  of  springs,  against  which  the  bar  is  bent,  the  ends 
of  the  bar  being  secured  to  the  clamp.  The  object  ot  the  device  being  to  adjust  it  to  the 
curved  worn  surface  of  the  threshold. 

Claim. — ^The  combination  and  arrangement  of  the  auxiliary  bar  B  and  its  springs  C  C,  or 
their  equivalents,  with  the  flap  D,  and  the  clamp  bar  A,  to  be  afiGbied  to  the  door,  and  to  op- 
erate therewith,  substantially  as  specified. 

No.  32,437.-8.  L.  Shotwell,  of  Ottawa,  111.,  aqd  B,  R.  Hicks,  of  North  Hemstead,  N. 
Y. — Improtement  in  Steam  Ploughs. — Patent  dated  May  28,  1861. — ^This  invention  does  not 
admit  of  a  brief  description. 

Claim. — First,  the  arrangement  of  the  additional  steam  cylinder  and  piston  in  connexion 
with  the  propelling  engineer  engines  and  the  oblique  series  ot  pulleys  A,  carrving  independent 
or  disconnected  piougus,  when  the  whole  is  constructed  and  operated  substantially  in  the 
manner  and  for  the  purposes  set  forth. 

Second,  the  arrangement  of  the  series  of  short  Hnks  t  ^  in  combination  with  the  series  of 
independent  ploughs  or  gangs,  and  the  oblique  bar  E",  mounted  on  wheels  F,  for  the  purpose 
of  giving  the  pioughs  a  free  motion  in  passing  obstacles  and  yet  preventing  said  ploughs 
from  falling  sidewise,  substantially  as  specified. 

Third,  the  above  described  peculiar  arrangement  of  crank-wheels  J  J,  loose  pinions  L  L, 
sliding  clutches  M  M,  crank-shaft  K,  in  combination  with  the  diiving-wheels  D  D,  substan- 
tially as  set  forth. 

Fourth,  the  arrangement  of  the  plough  frames  o  and  levers  gy  applied  to  the  beams  jy,  to 
operate  as  and  tor  the  purposes  set  forth. 

No.  32,438.— John  Stevens  and  Luther  H.  Buell,  of  New  York,  N.  Y. ^Improved 
Washing  Machine. — Patent  dated  May  28, 1861. — This  invention  will  be  understood  by  refer- 
ence to  the  engraving  and  claim. 

Claim.— Tim  employment  of  the  stationary  corrugated  India-rubber  apron  H,  stretched  be- 
tween end  pieces  1 1,  when  arranged  for  joint  operation  with  a  rubbing  i-oller  F,  the  whole 
constructed  as  described,  for  the  purpose  set  forth. 

No.  32,439.— PmLn>  Teets,  of  New  York,  N.  Y.^Improved  Milk  Paw.— Patent  dated 
Hay  28,  1861. — ^This  invention  consists  in  forming  various  portions  of  the  can,  as  the  breast, 
the  bowl,  and  the  cover,  submitting  them  to  the  action  of  stamping  dies,  and  joining  the 
parts  together,  so  as  to  leave  the  inner  and  outer  surfaces  as  smootn  as  possible,  and  fi-ce  from 
projecting  joints,  for  the  purpose  of  more  easily  cleaning  the  cans  and  giving  them  greater 
strength. 

Claim.— Ab  a  new  and  improved  article  of  manufacture,  the  milk  can  herein  described  and 
represented. 

No.  32,440.— Joseph  Tomlinson,  of  Putman,  lovr&,—Improvement  in  Suspension 
Bridges. — Patent  dated  May  28, 1861. — ^The  nature  of  this  invention  consists  in  the  adaptation 
and  combination  of  a  rigid  truss  to  the  ordinary  wire  cables  of  suspension  bridges,  in  such  a 
manner  that  the  changes  resulting  from  variations  of  temperature  shall  have  no  tendency  to 
produce  any  undue  strain  between  the  difft^nt  parts  of  the  whole  structure,  the  increased  or 
reduced  camber  of  the  truss,  caused  by  variations  of  temperature  acting  upon  it,  always  cor- 
responding to  the  rise  or  fall  in  the  cables  from  contraction  or  expansion. 
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Claim. — ^The  within  described  method  of  constnictiD^  snspension  bridges,  the  same  con- 
sistiDg  in  combining  rigid  trusses  having  cords  of  matenal  of  different  expansion  and  contrac- 
tion iinder  the  same  degree  of  temperature  with  the  w  ire  suspension  cables,  substantially  as 
herein  set  forth. 

No.  32,441. — Otis  Tupts,  of  Boston,  Mass. — Improvement  in  Elevators. — Patent  dated 
May  28,  1861. — This  invention  consists  in  the  employment  of  a  series  of  ropes,  each  of  which 
is  indeuendently  attached  to  the  hoisting-car,  and  also,  after  passing  up  over  the  upper  roller 
to  the  hoisting-drum  on  which  they  are  wound,  either  of  which  ropes  being  sufficient  to  8U»> 
tain  the  load  put  upon  the  machine.  In  combination  with  this  series  of  ropes  is  arranged  a 
series  of  levers  and  balances,  so  that  the  weight  or  strain  is  equalized  on  each  rope,  and  the 
machine  made  self-adjusting,  which  is  effected  oy  attaching  the  end  next  the  car  of  each  ropo 
to  a  lever-beam,  the  short  arm  of  which  is  fixed  in  a  standard  on  top  of  the  car,  while  tne 
longer  arm  is  attached  to  a  connecting  rod  which  extends  down  and  takes  hold  of  a  spiral 
spring  coiled  within  the  tubular  cylinder,  to,  the  lower  end  of  which  is  fixed  a  sheave.  The 
machine  adjusts  itself  to  any  inequality  in  the  lengths  of  the  ropes,  and  should  a  rope  break 
the  strain  is  at  once  equally  distributed  on  the  remaming  ropes,  the  scales  indicating  the  strain 
on  each  rope. 

Claim. — First,  constructing  an  elevator  or  hoisting  apparatus,  with  a  series  of  two  or  more 
hoisting  ropes  or  chains  having  independent  attachments,  and  winding  simultaneously  upon 
the  hoisting-drum,  for  greater  safety,  substantially  as  described. 

Second,  equalizing  the  strain  upon  the  series  of  ropes  or  chains  of  my  improved  elevator 
or  hoisting  machine,  by  automatic  adjustment,  substantially  as  described. 

Third,  in  combination  with  the  hoisting  apparatus,  the  spring  balances  for  indicating  the 
strain  upon  the  ropes  or  chains  employed,  substantially  as  oescribed. 

No.  32,442.— William  S.  Weir,  jr.,  of  Monmouth,  lil.^Improvement  in  Cultivators. — 
Patent  dated  May  28,  1861. — ^The  frame  to  which  the  ploughs  are  attached  is  placed  aly)ve 
and  connected,  by  means  of  eves  and  staples,  to  the  ena  of  tue  seat-frame.  Between  the  rear 
sides  of  the  plough-frame  ana  the  longitudinal  pieces  of  the  seat-frame  are  placed  movable 
wedges,  for  tne  purpose  of  adjusting  the  rear  end  of  the  seat-frame.  To  the  rear  of  the  plough- 
frame  is  fastened  a  spring-catch,  which  engages  in  teeth  in  a  catch-piece  secui-ed  to  the  front 
of  the  seat-post,  and  serves  to  retain  the  ploughs  in  the  adjusted  position.  By  removing  the 
wedges  the  frames  will  come  together  and  thfe  ploughs  will  be  caused  to  run  deep  in  the 
ground.  The  inner  ploughs  are  controlled  by  means  of  a  lever,  so  as  to  adjust  them  to  culti- 
vate crooked  or  irregiilar  rows  of  plants. 

Claim. — First,  the  combination  of  a  spring-catch  P  and  catch-plate  Q  with  the  plough- 
frame  I  and  seat-frame,  substantially  as  and  tor  the  purpo&es  set  forth. 

Second,  the  combination  with  the  seat-frame  and  plough-frame  of  catch-plate  Q,  spring- 
catch  P,  and  adjusting  blocks  d  </,  constructed  and  arranged  to  operate  in  relation  to  eacb. 
other  as  and  for  the  puiposes  set  forth. 

Third,  pivoting  or  hinging  the  plough-frame  I  to  the  front  of  the  seat-frame,  and  in  front  of 
the  seat-frame  and  in  front  of  the  axJe  of  the  main  supporting-wheels,  in  combination  with 
providing  said  frame  I  with  two  sets  of  ploughs  J  J  K  K,  arranged  to  operate  in  relation  to 
each  other  as  and  for  the  purposes  sot  forth. 

No.  32,443.— Charles  P.  Wing,  of  Fayetteville,  N.  Y. ^Improvement  in  Harvesters.^ 
Patent  dated  May  28,  1861. — ^To  the  dividing  board  on  the  outer  end  of  the  platform  is 
attached  an  upright,  the  upper  end  of  which  iorms  bearings  for  a  shaft  R,  which  has  a  hub 
on  its  inner  end  to  which  radial  arms  are  attached,  and  at  the  upper  part  of  an  upright  on 
the  main  frame  is  a  similar  shaft  S,  provided  also  with  a  hub  and  radial  arms.  The  two  shafts 
are  in  line  with  each  other,  and  the  ends  of  the  arms  are  connected  by  extension-rods  formed 
of  two  parts,  each  part  having  an  eye  at  each  end,  through  whicn  its  fellow-part  passes 
loosely,  by  which  means  the  proper  action  of  the  reel  will  not  be  affected  by  the  irregular 
movement  of  the  platform,  when  passing  over  uneven  ground. 

Claim. — Constructing  the  reel  with  extension  rods  or  beaters  U,  and  two  separate  shafts  B 
S,  attached  respectively  to  the  main  frame  and  platform,  to  operate  as  and  for  the  purpose  set 
forth. 

No.  32,444.— John  M.  De  Bolle,  of  Philadelphia,  Pa.,  assipior  to  Himself,  Andrew  J. 
HusTED,  and  Edwin  Uand,  of  the  same  place. — Improvement  in  Valves  for  Hose-Pipes. — 
Patent  dated  May  28,  18G1. — In  the  centre  of  the  hose-pipe  is  pivoted  a  valve  attacheu  by  a 
centre-pin  at  one  side  to  a  handle,  by  which  the  valve  is  opened  and  closed.  Upon  the  pipe  is 
arranged  a  spring  which  acts  upon  the  handle,  to  close  the  valve  when  the  flow  of  water  is 
to  be  stopped.  The  handle  is  provided  with  lugs,  which,  in  connexion  with  a  guard,  serve 
to  regulate  the  degree  of  motion  of  the  handle,  the  object  being  to  prevent  a  waste  of  water, 
when  the  hose  is  led  unattended,  or  frx)m  carelessness. 

Claim. — ^I'ho  combination  of  the  valve  C,  handle  D,  guard  F,  Imgs  g  g,  and  spring  H, 
amnged  and  operating  as  and  for  the  purpose  set  forth. 
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No.  32,445.— John  A.  Bradshaw,  of  Lowell,  Mass.,  assignor  to  Himself  and  Wm.  H. 
Brown,  sen.,  of  Pelham,  N.  H. — Improvement  in  Machine  for  Winding  Thread. — Patent 
dated  Ma^  28,  18G1. — Upon  a  shaft  U  is  fixed  a  plate  surface-gear,  which  consists  of  a  circular 
plate  having  corragations  or  teeth,  arranged  in  concentric  circles  on  its  surface.  This  g^« 
by  means  of  an  intermediate  pinion,  gives  motion  to  a  similar  gear  on  the  end  of  a  traversing 
screw,  which  motion  may  be  made  faster  or  slower,  according  as  the  intermediate  pinion  is  set 
further  from  or  nearer  to  the  centre  of  the  plate  surface-gear  I,  for  the  purpose  of  adjusting 
them  to  winding  coarse  or  fine  threads.  By  means  of  a  friction-gear  and  clamp  the  surface- 
gear  and  pinion  are  kept  in  close  contact,  and  the  Iriction  may  be  increased  or  diminisbed  bj 
means  of  a  set  screw. 

C/atm.— First,  the  combination  of  the  two  plate  snrface-gears  I  J  with  the  pinion  K,  hong 
and  adjusted  as  described,  for  the  purpose  and  substantially  as  set  forth. 

Second,  the  combination  of  the  friction-gear  d,  clamp  c,  set  screw  /,  with  the  worm-shaft 
H,  for  the  purpose  and  substantially  as  described. 

No.  32,446.— Frederick  Landon,  of  Brockport,  N.  Y.,  assignor  to  Byron  E.  Huntley, 
John  M.  Bowman,  and  Charles  and  Lafayette  Silliman,  of  the  same  place.— /mprorc- 
ment  in  Harvesters. — Patent  dated  May  28,  1861. — ^This  invention  relates  to  an  improvement 
^pon  a  machine  patented  to  the  said  Landon  on  November  13,  1860,  and  it  conHists  in  com- 
bming  a  hand-Icver  with  the  traction-lever  described  in  said  patent,  and  arranging  it  in  relation 
to  the  driver*8  seat,  so  that  the  driver  may  readily  raise  the  cutting  unparntus  to  any  suitable 
height  to  avoid  obstructions  in  the  path.  With  the  traction-lever  ana  nand-leveris  combined 
A  seut-frame,  so  constructed  and  arranged  as  to  correspond  in  Its  backward  and  forward 
movement  with  the  movement  of  the  rear>vard  end  of  the  traction-lever,  and  at  the  same  time 
preserve  a  nearly  horizontal  position. 

Claim. — First,  the  combination  of  a  hand-lever  with  the  traction-lever  D,  for  the  purpose 
set  forth  and  substantially  as  described. 

Second,  the  combination  of  a  seat-frame  with  the  traction-lever  D  of  a  harvesting  machine, 
for  the  purposes  set  forth  and  substantially  as  described. 

Thiia,  the  combination  of  the  hand-lever  C  with  the  traction-lever  D  and  the  seat-frame 
hbb,  for  the  purposes  set  forth  and  substantially  as  described. 

No.  32,447.— Elisha  Matteson,  of  Brooklyn,  N.  Y.,  assignor  to  L.  D.  TowsLEY,  of 
New  York,  N.  Y. — Improved  Apparatus  for  Locomotion. — ^Patent  dated  May  28, 1861. — ^Tbis 
invention  consists  of  a  series  of  sections  hinged  together,  which  form  the  platlbrm,  and  on 
the  under  side  of  which  are  secured  cog^  which  form  in  connexion  with  each  a  continuous 
rack.  These  sections  arc  supported  upon  rollers  and  upon  a  cog-wheel  which  meshes  into  a 
cog-wheel  upon  the  sections  of  the  platform,  as  in  the  act  of  walking  motion  is  imparted  to 
the  driving-wheels.  Attached  to  standards  are  levers  for  operating  brakes  to  control  the 
movements  of  the  apparatus. 

Claim. — First,  the  use  or  employment  of  the  platform  D,  in  combination  with  the  driving- 
wheels  L  L,  the  brakes  M  M,  and  the  levers  Q  Q,  arranged  and  operating  in  the  manner  and 
for  the  purpose  or  purnoses  set  forth  and  specified. 

Second,  the  braxes  M  M  and  levers  Q  Q,  suspended  and  connected  by  their  cross-bars  in 
the  manner  set  foiih  and  for  the  purpose  or  purposes  specified. 

No.  32,448. — S.  P.  McCroskey,  of  Monroe,  Iowa,  assignor  to  Himself  and  WiLLUM  D. 
Nichols,  of  Davenport,  Iowa. — Improved  Preparation  to  Render  Maize  Suitable  for  Grind- 
int. — Patent  dated  May  28,  1861. — This  invention  consists  in  mixing  with  Indian  corn,  as 
it  IS  giound,  a  compound  of  bicarbonate  of  soda,  cream  of  tartar,  tartaric  acid,  and  whiting, 
for  the  purpose  of  neutralizing  the  oil  of  the  com,  and  absorbing  the  undecomposcd  moistui^ 
and  thereby  rendering  the  com  more  easy  to  be  ground  and  the  flour  more  dry. 

Claim. — The  process  of  treating  Indian  com,  preparatory  to  grinding,  vnth  the  com- 
pound, substantially  as  described,  without  limiting  myself  to  tne  exact  proportion  of  elements 
specified. 

No.  32,449.— N.  R.  MERCHANT,  of  Guilford,  N.  Y.,  assignor  to  Himself  and  A.  P.  Mer 
CHANT,  of  the  same  place. — Improved  Boring  Machine. — Patent  dated  May  28,  1861. — 
Secured  by  bolts  to  the  horizontal  slotted  plate  of  the  frame  B  are  two  stands,  the  bolts  pass- 
ing through  the  slots  and  admitting  of  a  lateral  adjustment  of  the  stands.  At  the  upper  end 
of  each  stand  is  a  tubular  projection  or  bearing,  each  of  which  receives  a  tube,  which  holds 
the  auger  or  bit,  and  on  tne  end  of  each  tube  is  a  pinion,  which  gears  into  a  spur  wheel 
toothed  on  its  inner  side.  The  axis  of  the  wheel  passes  through  the  slot  of  the  upright  plate, 
and  by  means  of  a  nut  may  be  adjusted  to  any  height.  Holes  mav  be  bored  at  a  gi-eater  or 
less  distance  apart  by  loosening  the  bolts,  raising  or  lowering  the  axis,  and  moving  the 
stands  near  to  or  ftirther  from  each  other. 

C/tttm.— The  combination  of  the  adjustable  spur  wheel  D  and  adjustable  stands  C  C,  with 
auger  bearings  /  /  attached,  said  parts  being  arranged  or  applied  to  a  slotted  frame  B,  to 
operate  as  and  for  the  purpose  set  forth. 

No.  32,450.— James  H.  Merrill,  of  Baltimore,  Md.,  assignor  to  the  Merrill  Pateht 
Fire-arms  Manufacturing  Company,  of  the  same  place, — Improvement  in  Fire-Arms, — 
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Patent  dated  May  28,  1861. — ^This  inyention  consists  in  makiz^  ihe  forward  part  of  the  plug 
cup-shaped  or  hollow,  splitting  the  sides  thereof,  and  filling  the  cup  with  a  copper  plug  for 
the  purpose  related  in  the  claim. 

C/aiifi. — Combining  with  the  piston  of  a  breach-loading  gun  a  copper  plug  and  split  rim, 
for  the  purpose  of  causing  the  discharge  through  the  more  ready  expansion  of  the  copper  to 
pack  the  joint  between  the  piston  and  the  bore  of  the  gun,  substantiallj  as  described. 

No.  d2,451.~jAMES  H.  Merrill,  of  Baltimore,  Md.,  assignor  to  the  Merrill  Patent 
Fire-Arms  Manufacturing  Company,  of  the  same  ^lace,— Improvement  in  Fire-Arms,^ 
Patent  dated  May  28,  1861. — ^The  object  of  this  invention  is  to  perform  a  triple  8er\'ice,  y\z : 
to  provide  a  chamber  for  containing  a  lubricating  compound,  and  also  for  the  entrance  for 
the  ^as  as  the  charge  is  exploded,  and  from  which  it  escapes  as  the  plug  is  drawn  out ;  and, 
thirdly,  the  edges  of  the  gioove  become  scrapers  for  clearing  out  any  matter  that  may  adhere 
to  the  bore. 

Claim, — In  combination  with  a  pistcm  having  a  copper  plug  in  it  and  a  split  rim,  the 
making  a  groove  in  the  plug  or  plunger,  for  the  purpose  and  in  the  manner  substantially  as 
described. 

No.  32,452.— George  M.  Phelps,  of  Williamsburg,  N.  Y.,  assignor  to  the  American 
Telegraph  Comfajhy, ^Improvement  in  Telegraphs.— Patent  dated  May  28,  1861.— This 
invention  consists  in  combining  a  piston,  or  its  equivalent,  and  a  valve  controlled  by  an 
electro  or  other  magnet  with  a  platen,  a  corrector,  and  a  constantly-moving  type  wheel,  in 
such  a  manner  that  the  motions  of  the  correctof  and  platen  shall,  to  a  certain  extent,  be  con- 
trolled or  governed  by  the  piston  whose  power  is  derived  from  the  action  of  compressed  air 
admitted  by  the  valve. 

Claim.— Governing  the  angular  position  of  a  type  wheel  and  controlling  the  motions  of  a 
platen  by  force  derived  from  compressed  air,  or  other  fluid,  by  means  of  the  combination  of 
a  valve  actuated  by  an  electro-magnet  with  a  piston,  a  platen,  and  a  corrector,  combined 
with  each  other,  and  operating  in  combination  substantially  in  the  manner  specified. 

No.  32,453.— George  B.  Phillips,  of  Newark,  N.  J.,  assignor  to  J.  Stiles  Littell, 
of  the  same  place. — Improvement  in  Wrenches, — Patent  dated  May  28,  1881. — Hinjged  to  a 
slide,  which  moves  freely  on  the  main  bar,  is  a  vibrating  jaw  provided  with  teeth.  The  jaw 
•      '        "*  ........  - .  ..^j*'^^ 


is  released  from  and  applied  to  the  pipes  by  means  of  a  spiral  spring  in  the  countersink  of  the 
jaw,  operated  by  a  tnumb  piece,    in  the  rear  of  the  slide  is  a  second  slide,  connected  by 
means  of  a  screw  and  nut,  and  provided  with  a  wedge  and  spring  for  aiding  in  the  adjust- 
ment of  the  forward  slide. 
Claim, — ^As  a  new  article  of  manufacture  the  wrench  pipe  described  in  the  specification. 

No.  32,454.— John  A.  Scott,  of  Rochester,  N.  Y.,  assignor  to  Himself  and  8.  P.  Rob- 
bins,  of  the  same  place. — Improvement  in  Grain  Separators. — Patent  dated  May  28,  1861.-^ 
This  invention  consists  in  the  an'sineement  of  two  flues  in  front  of  the  feed  spout,  with  two 
sets  of  screens,  the  one  above  the  otner,  and  having  a  cockle  screen  and  two  shoot  boards 
arranged  between  them. 

Claim, — ^The  arrangement  of  the  flues  A  and  B,  the  two  sets  of  screens  C  and  D,  the  one 
above  the  other,  the  shoot  board  E',  cockle  screen  C,  shoot  board  E,  hopper  H,  and  fan  F, 
when  constructed  and  operating  as  and  for  the  purpose  shown  and  described. 

No.  32,455.— Philander  Shaw,  of  Boston,  Mass.,  assignor  to  Himself  and  E.  Town 
SEND,  of  the  same  place. — Improvement  in  Hot- Air  Engines. — ^Patent  dated  May  28,  1861. — 
This  invention  consists  in  providing  a  partition  or  head  between  the  fire-box  and'the  cylinder, 
the  communication  between  the  two  l^mg  commanded  by  a  valve  operated  by  an  eccentric 
on  the  shaft  of  the  engine,  for  the  purpose  of  allowing  the  heated  air  to  be  worked  expan- 
sively within  the  cylinder,  indepenacntly  of  the  air  within  the  fire-box.  In  order  to  avoid 
the  difficulties  arising  from  the  great  radiation  from  the  suriace  of  the  furnace  and  engine 
and  heat  in  the  apartment,  the  furnace  and  the  cylinder  are  surrounded  with  a  ti^ht  casing, 
which  encloses  a  chamber  between  it  and  the  furnace,  the  chamber  bein^  divided  by  a  ver- 
tical partition  into  two  chambers  so  arranged  that  the  air  for  the  combustion  of  the  fuel,  and 
for  operating  the  engine,  shall  first  cool  the  exterior  of  the  vertical  partition,  next  the  exterior 
of  the  cylinaer,  and,  finally,  the  exterior  of  the  fiunace  before  entering  the  fire-pot. 

Claim, — First,  a  hot-air  engine,  in  which  the  cylinder  is  placed  directly  over  the  fire-box. 
and  forms  a  continuation  of  the  same,  separating  the  cylinder  firom  the  fire-box  by  a  partition 
or  head,  and  admitting  the  air  to  the  cylinder  tnrough  a  valve  in  it  operated  by  the  engine, 
for  the  purpose  specifioid. 

Second,  the  chamber  O,  surrounding  the  furnace  and  more  or  less  of  the  cylinder,  and 
placed  between  the  furnace  and  the  air  pump,  and  communicating  with  the  two  in  combina- 
tion with  the  partition  P,  arranged  and  operating  in  the  manner  substantially  as  set  forth. 

No.  32,456.— James  W.  Stoakes,  of  Milan,  O.,  assignor  to  Himself  and  J.  N.  Boylan 
of  the  same  place. — Improvement  in  Sewing  Machines, — Patent  dated  May  28,  1861 . — ^This 
invention  consists  of  an  arrangement  of  devices  for  forming  the  loop,  so  as  to  secure  the 
looping  of  the  thread  at  every  stroke  of  the  needle,  and  prevent  the  slipping  of  the  stitch. 

H.  Ex.  Doc.  53 24 
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dmm.^The  slot  V  of  the  looper,  tbe  slot  8  of  the  cam,  and  the  stationary  arm  B,  when 
arranged  and  operating  conjointlj  in  the  manner  and  for  the  purpose  set  forth. 

Ko.  32,457.~L.  H.  Allex,  of  Amherst,  Mass.— ftRproeemeiU  in  Forming  Win^Utk 
Dish  Covrt, — Patent  dated  June  4,  1861.^-The  die  is  divided  into  two  oqaal  sections  from 
the  apex  to  the  base,  these  two  parts  being  hinged  at  the  apex,  and  having  a  helical  or  other 
spring  transverse  to  the  line  of  their  base  to  incline  them  to  separate,  and  a  latch  upon  tha 
loose  to  secure  them  together,  while  around  the  periphetj  of  the  base  fingers  of  non-adhesiva 
material  are  made  to  diverge  against  and  below  the  zone  bj  springs  within  or  behind  them. 
A  Bbeet  of  wiro-cloth  of  due  proportions  is  pierced  at  its  centre  bv  a  fixed  metal  rod  ascend- 
ing  from  the  apex,  upon  which  rod  a  handle  may  be  then  secured.  By  the  usual  manipula- 
tions  the  cloth  is  pressed  to  the  die,  and,  the  band  beme  passed  down  to  its  place,  the  latch 
is  detached,  the  sections  of  the  die  are  pressed  outward  by  their  transverse  spring,  the  pro- 
trudinj^  edges  of  the  wire-cloth  are  .trimmed  off,  and  the  edge  is  soldered  to  the  band. 

C/ai/n.— First,  the  expaudins  die  block  A  B,  in  ambulation  with  its  handle  rod  C,  and  a 
suitable  spring  latch  fr,  as  and  tor  the  purposes  set  loith. 

Secoud,  the  spring  fingers  described,  composed  of  a  piece  q  of  stone,  and  a  metallic  shell  k^ 
when  said  fingers  are  arranged  so  as  to  opeiate  as  i»et  forth. 

Third,  the  handle  D,  with  its  latch  e  and  spnng  plate  /,  in  combination  with  the  notched 
rod  C,  all  arranged  and  combined  as  and  for  Uie  purposes  set  forth. 

No.  32,458.--WlLUAM  C.  Baker,  of  New  York,  N.  Y.^Improvemtnt  in  Steam-Heating 
Apparatus. — Patent  dated  June  4,  1861. — In  warming  houses  by  steam  forced  downwam 
through  pipe,  in  coils,  the  water  of  condensation  sometimes  freezes  in  the  lower  coils ;  and 
to  prevent  this  the  present  arrangement  is  made,  wbeiein  the  steam  first  traverses  a  limited 
portion  of  pipe  at  the  base,  and  warms  the  external  ascending  current  of  air. 

Claim. — Raising  the  temperature  of  the  current  of  air  which  enters  below  the  manicoQ  or 
heating  suriace  above  the  freezing  point  before  the  said  current  of  air  reaches  the  lower 
portion  of  the  said  coil  or  heating  stuface,  substantially  as  and  for  the  purposes  descnbed. 

No.  32,459.— Zadoc  M.  Beall,  of  Russellville,  Ky .—Improvement  in  P/oii^As.— Patent 
dated  June  4,  1861. — ^A  share  of  spear  form  in  fiont  and  concave  beneath  is  toUowed  by  a 
more  superficial  cutter  to  sever  the  loots  turned  up ;  each  of  these  parts  has  a  curved  shank 
passing  through  the  beam,  and  secured  by  a  nut  on  the  upper  side,  and  each  has  a  curved 
brace  behind  it  secured  in  like  manner  to  the  beam.  The  cutter  may  be  removed,  and  tho 
share  fixed  in  its  place  for  ordinarv  uses. 

Claim. — ^The  arrangement  of  the  cutter  C,  shank  D,  brace  E,  ploughshare  S,  beam  A, 
and  handles  B  B,  the  whole  being  constructed  and  combined,  and  operatmg  in  the  manner 
and  tor  the  purposes  shown  and  explained. 

No.  32,460.— H.  T.  Betts,  of  Springfield,  Mom.— Improvement  in  Carriage  Steps.— Patent 
dated  June  4,  1861. — One  arm  of  the  bent  lever  which  is  pivoted  to  the  carriage  is  attached, 
by  means  of  rods,  to  the  cairiage  door ;  the  other  arm  of  the  lever  is  provided  at  its  extremity 
with  a  stud  which  fits  into  a  slot  on  arm  £,  attached  to  the  end  of  the  shaft,  placed  in  bearings 
under  tbe  body  of  the  carriage,  said  shaft  having  the  step  attached  to  it  by  arms.  The  step, 
when  the  door  is  closed,  is  turned  under  the  body  of  the  carriage,  but  on  opening  the  door  the 
lever  Q  acts,  by  means  of  its  attachments,  to  rotate  the  shaft,  and  throw  the  step  down  and 
out  from  the  carriage. 

Claim. — The  bent  lever  G  and  slotted  arm  E,  or  their  mechanical  equivalent8,'when  operat- 
ing substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  32,461.— Louis  Bonard,  of  New  York,  N.  Y.— Improvement  in  Circular  Looms  for 
Weaving  Hats. — ^Patent  dated  June  4,  1861 . — ^The  inventor  savs ;  The  invention  consists, 
first,  in  certain  devices  for  carrying^  operating,  and  guiding  the  warp-holders ;  second,  in 
devices  for  laying  the  woof  in  circu&  form ;  third,  in  devices  for  forming  the  crown  of  tha 
hat.    Its  construction  does  not  admit  of  a  brief  description. 

Claim, — First,  the  rotary  rings  T  and  P,  constructed  with  corresponding  slots  to  guida 
the  keys  as  set  forth,  and  operating  in  connexion  with  stationary  weit-carriers. 

Second,  the  twin  wheels  C  and  D,  and  notched  nng  F,  or  their  equivalents,  for  elevating 
the  keys,  as  set  forth. 

Third,  the  slide-way  U  applied  to  the  waf^n  U,  and  operating  in  combination  with  pins  H 
and  a  notched  elevating  wheel  of  any  smtablo  form,  substantially  as  and  lor  the  purpose 
set  forth. 

Fourth,  the  laying  mechanism  ABCDEFGH,  constructed  and  operating  substantially 
as  and  for  the  purposes  set  forth. 

Fifth,  the  form  K  and  bell  K,  combined  and  operating  substantially  as  and  for  the  purposes 
set  forth. 

Sixth,  the  India-rubber  rings  applied  to  the  keys  Q  to  afford  an  elastic  attachment  for  the 
warp,  as  set  forth. 

No.  32,462,— Moses  Buckun,  of  Qraflon,  N.  H. — Improvement  in  Harrtnes.— Patent  dated 
June  4,  1861.— This  harrow  is  an  acute  triangle,  the  teeth  being  all  placed  upon  the  two  di* 
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Ttfging  beams,  though  not  in  line  therewith,  but  peipendicnlar  to  the  base.  They  each  appear, 
from  a  Hide  view,  like  the  fore  part  of  a  slLate,  the  nront  having  a  flanse  turned  on  one  side, 
with  a  sins^Ie  screw  bole  for  attachment  to  the  beam,  and  the  rear  being  oifurcated  and  forming 
semi-monidboards,  between  which  is  received  a  stud  descending  from  the  bctim  to  brace  the 
tooth  in  their  rear.  A  tailboard  is  hiuji^d  beneath,  a  short  distance  from  the  end,  and  a  slotted 
bar  at  the  end  of  each  beam  is  so  adjusted  by  a  pin  as  to  determine  the  depth  to  which  the 
harrow  shall  operate  in  the  rear. 

Claim, — ^The  arran^ment  of  the  diverging  side  bars  B  B,  provided  with  double-winged 
teeth,  in  connexion  with  the  tailboard  E  and  bars  </,  the  whole  being  constructed,  arran^d, 
and  used  as  and  for  the  purpose  specified. 

No.  32,463.— R.  Bullard,  of  Litchfield,  'Mich,— Improvement  in  Beehives,— TAtent  dated 
June  4,  1861. — ^The  pivots  fit  into  the  notches  in  the  slats,  so  that  by  removing  the  cap  the 
comb-frames  can  be  removed  and  any  desired  number  inserted,  so  that  more  or  less  space  can 
be  left  between  them.  An  astragal  face  t^  a  comb-frame  is  well  known,  but  though  possessing 
many  advant^es  does  not  insure  regularity  in  the  direction  in  which  the  combs  are  built,  it 
has  been  found  that  this  can  be  efiectod  by  means  of  the  V-shaped  channel. 

^  Claim, — ^Tho  combination  and  arrangement  of  the  comb-frames  £,  suspended  by  a  single 
pivot  on  each  side,  with  the  slats  //  and  removable  caps  g  gj  provided  with  the  notches  or 
series  of  notches  c  c,  substantially  in  the  manner  and  for  the  purposes  shown  and  described. 

Also,  the  acute  or  V-shaped  channel,  in  combination  with  an  astragal  fiice,  or  its  equivaleat, 
substantially  as  and  for  the  purposes  set  forth. 

No.  32,464.— L.  S.  Bunnell,  of  Troy,  N.  Y,— Improvement  in  Pipe  Btifts.— Patent  dated 
June  4,  1861. — ^This  invention  consists  in  having  the  but  at  the  discharge  end  of  the  hose 
formed  of  two  parts,  connected  by  a  joint,  and  secured  together  when  clo^  by  means  of  a 
catch  and  fastening,  whereby  the  outer  end  or  part  of  the  but  to  which  the  pipe  is  attached 
may  at  any  time  be  turned  around  out  of  the  way  of  the  stream,  and  the  pipe  detached  with 
the  ^eatest  facility,  and  without  being  exposed  to  the  water. 

Claim, — Forming  the  butt  A  of  two  parts  b  c,  coimected  by  a  hinge  or  joint  d^  and  provided 
with  a  catch  or  frtstenlng  B,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,465. — M.  C.  Burleigh,  of  Somersworth,  N.  H. — Improvement  in  Moulding  Stove 
Griddles, — Patent  dated  June  4,  1861. — By  means  of  this  invention  a  lip  for  the  end  of  the 
handle  to  be  inserted  under,  to  enable  the  ^ddle  to  be  moved,  is  cast  in  the  recess  without  the 
u«e  of  core  boxes,  wires,  or  chills,  as  is  orainarily  necessary. 

Claim, — ^The  employment  or  use  with  the  pattern  A  of  the  movable  tongue  B,  substantially 
as  described,  fitted  m  the  pattern,  and  in  such  relation  with  its  recesses  a  as  to  admit  of  a  lip 
being  cast  with  the  griddle,  as  and  for  the  purpose  set  forth. 

No.  32,466.— Samuel  Cameron,  of  Pittsburg,  Va,— Improved  Spike  Machine,— V&tmi 
dated  June  4, 1861. — ^This  invention  consists  in  the  employment  of  a  rack,  arranged  along  ooe 
side  of  the  machine,  on  which  the  rod  from  which  the  spikes  are  made  is  thrown  as  it  leaves 
the  common  rolls,  said  rack  being  combined  with  shearq,  which  sever  the  rod  in  the  middle,  so 
that  die  two  halves  can  be  fed  to  the  machine  fix)m  both  ends  thereof  simultaneously,  while  in 
a  proper  heated  state  for  working  into  spikes. 

Claim, — ^The  rack  e  e  e  e'  e'  on  which  the  hot  bar  is  thrown  as  it  comes  firom  the  reducing 
roUs,  combined  and  arranged  relatively  with  the  shears  D  D',  substantially  as  set  forth. 

No.  32,467.— A.  H.  Clark,  of  Pond  du  Lac,  Wis,— Improvement  in  Shingle  Machines,^ 
Patent  dated  June  4,  1861. — ^The  nature  of  this  invention  consists,  firstly,  in  applying  springs 
to  the  backs  of  the  outer  movable  dogs,  which  are  operated  b^  a  concentric  curved  bar  to  gripe 
and  release  the  bolts,  said  spring  bsing  so  arranged  on  said  dogs  that  they  will  yield  and 
properly  gripe  the  bolts,  which  shghtly  vary  in  length,  or  whose  ends  ore  not  exactly  straight, 
as  well  as  bolts,  which  have  their  ends  cut  off  square.  Secondlv,  in  forming  a  groove  in  the 
periphery  of  the  horizontal  bolt  table,  and  in  using  stationary  guides  which  fit  into  this  groove 
and  keep  the  table  in  a  steady  horizontal  position. 

Claim, — First,  the  spring  G,  with  its  friction  roller  h  and  pin  t,  in  combination  with  the 
sliding  dog  b  and  curved  holding  bar  £,  substantially  as  and  for  the  purposes  described. 

Second,  the  stationary  euides  e  e  working  in  the  groove  d  in  table  B,  substantially  as  de* 
leribed,  for  keeping  the  table  in  a  steady  position. 

Third,  combining  with  bed  J,  pivoted  as  described,  the  slotted  wheel  or  cam  K.  rod  L, 
square  shaft  K',  having  cogs  1 1  on  its  end,  which  are  struck  by  the  pins  v  on  the  table  B,  for 
tilting  said  bed,  as  and  for  the  purposes  described. 

No.  32,468.— M.  Cain  and  W.  Stelpox,  of  Austin,  Texas.— Improvement  in  Cultivators.— 
Patent  dated  June  4,  1861. ^The  parts  of  the  plough  are  so  constructed  that  it  can  bo  made  ta 
plough  a  row  of  any  given  width  from  three  to  five  feet ;  it  can  be  made  to  plough  on  each, 
side  of  a  row  of  com  or  cotton;  also,  the  diamond  ploughs  can  be  made  i»nm. on  each  side 
ik  %  row  BO  as  to  hill  it  up,  the  horM  walking  on  the  top  of  the  row. 


Digitized  by  CjOOQIC 


364  ANNUAL  KEPORT  OP  THE 

C/aim.— The  arraiigement  of  diamond  plonghs  f  f,  tbe  crescent  coulter  k,  sweep  g,  wing 
hinffes  m  m,  wings  b  6,  slides  c  and  d^  beam  a,  and  bandies  h,  as  described,  for  the  porposee 
set  forth. 

No.  32,469. — H.  M.  Collier,  of  Binghamton,  N.  Y. — Improved  Washing  Machine. — 
Patent  dated  Jane  4,  1861. — The  claim  and  enm-aving  explain  the  nature  of  this  invention. 

Claim. — Constructing  the  rotating  cylinder  A  of  a  washing  machine  of  a  series  of  half  rolls 
a  deeply  knurled  and  placed  at  short  intervals,  and  with  their  smooth  surfaces  outside,  sub- 
stantially as  described,  so  that  the  cyliuder  when  in  motion  offers  the  least  resistance  to  the 
water,  and  that  the  meshes  or  openiugs  with  their  sharp  edges  cut  the  water  and  force  the 
same  into  the  cyliuder  and  against  the  clothes,  fcicilitatlng  the  washing,  and  insuring  a  supply 
and  a  constant  change  of  the  water  in  the  cylinder. 

No.  32,470. — ^F.  E.  CoOK,  of  Guilford,  Ohio. — Improvement  in  Machines  for  Hulling  and 
Cleaning  Clover  Seed. — Patent  dated  June  4,  1861. — The  clover,  after  being  threshed,  is  car- 
ried along  the  screen  D,  and  the  seed  passes  through  the  meshes,  falling  upon  the  endle«*8 
^  apron  from  which  it  is  carried,  and  precipitated  on  to  the  hulling  cyllnuer.    The  seed  and 
'  cnaff  then  fall  upon  the  lower  screen,  and  the  chaff  is  thrown  out  by  the  blast  from  the  fan. 
Claim. — The  combination  of  the  threshing  cylinder  B,  huHing  cylinder  K,  shaking  screens 
D  and  M,  conveying  apron  Q  and  fan  P  Q,  arranged  and  operating  in  the  manner  and  for 
the  purposes  shown  and  described. 

No.  32,471.— Robert  CORNEUUS,  of  Philadelphia,  Vv^—Improved  Method  of  Lighting 
Gas  by  Electricity. — Patent  dated  June  4,  186 L. — The  advantage  of  the  employment  of  a 
metallic  handle  is  that  the  electiicity  is  always  developed  by  the  electrophonis  by  merely 
g^raspiug  the  bandies  without  touching  the  metallic  plate  with  the  hand. 

Claim. — First,  the  employment  of^the  electrophorus  in  connexion  with  the  metallic  wire 
attached  to  the  gas  burner  for  lighting  the  gas,  substantially  as  described. 

Second,  the  attaching  the  metallic  handle  to  the  hard  rubber  plate,  the  handle  terminating 
in  a  small  metallic  button  C,  substantially  us  described. 

No.  32,472. — George  Dare,  of  Auburn,  N.  Y.— /mprored  Mode  of  Hanging  Window 
Sash. — Patent  dated  June  4,  1861. — ^The  sash  is  provided  with  a  dovetailed  groove  on  the 
edge  next  the  box,  and  is  made  small  enough  to  fit  in  readily,  but  by  inserting  the  strip  to 
which  the  weight  is  attached  the  sash  is  held  in  place.  The  joint  in  the  strip  in  the  grooro 
allows  its  insertion  when  the  sash  is  in  place. 

Claim. — The  employment  of  the  jointed  or  hinged  strip  D,  secured  to  and  used  in  con- 
nexion with  the  sash,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,473.— A.  M.  GEORGE,  of  Nashau,  N.  H.,  and  J.  W.  Carter,  of  Brooklyn,  N. 
Y. — Improved  Carvet  Cleaner. — Patent  dated  Juno  4,  1861. — The  carpet  is  placed  upon  the 
bars  F  and  under  tne  beaters  E,  and  passes  between  the  tubes  H  over  the  brush  and  between 
the  rollers.  It  is  then  effectually  beaten,  the  dust  is  blown  off  by  the  blast  of  air  from  tbe 
tubes,  while  the  underside  of  the  ca^ct  is  swept  by  the  brush.  The  bars  F  F  yield  to  a 
certain  extent  and  thus  render  the  action  of  the  beaters  more  perfect. 

Claim. — First,  the  beaters  E,  in  coimexiou  with  the  rollers  D  D,  the  yielding  bars  F, 
blast  tubes  U  H,  with  or  without  the  brush  G,  arranged  for  joint  operation  substantially  as 
and  for  the  purpose  set  forth. 

Second,  the  particular  construction  of  the  beaters  E,  to  wit :  their  bars  j  beinjj  made  to 
pass  each  other  at  their  ends  to  insure  the  action  of  said  bars  on  the  whole  surface  of  the 
carpet  as  described. 

Third,  the  connecting  of  the  yielding  bars  F  by  cords  m  m,  one  or  more,  and  placing  said 
bars  F  relatively  with  the  beaters  E,  as  and  for  the  purpose  specified. 

No.  32,474. — E.  GORE,  of  Belvidere,  111. — Improved  Washing  Machine. — ^Patent  dated 
Juno  4,  1801. — The  oscillating  rubbers  are  set  each  in  a  mortise  on  the  follower  opposite 
each  other,  and  hang  down  a  little  below  the  other  rubbers.  They  are  hun^  in  the  mortises 
by  means  of  a  pin  passing  through  their  ends.  The  effect  of  these  rubberd  \vLcu  the  follower 
is  slightly  rotated  backwards  and  forwards  is  to  turn  the  clothes  on  the  bed  of  the  tub,  and 
render  all  parts  subject  to  the  action  of  the  rubbers. 

Claim.— Tha  oscillating  rubbers,  substaniially  and  for  the  purposes  set  forth. 

No  32.475.— G.  B.  Grifpin,  Madison,  Win. —Improved  Clothes  Wringer.— V^ieni  dated 
Juno  4,  186 J.— By  means  of  the  yielding  legs  the  machine  can  be  attaoLed  to  the  flu<ed  sides 
of  a  tub.  such  as  is  used  in  **  French  s  Patent  Washing  Machine."  The  spring  allowing 
the  legs  to  adapt  themselves  to  the  taper  of  the  grooves. 

Claim. — Fii-st.  the  employment  in  wringing  machines  of  the  spool-shaped  guide  rollers  E 
E  ,  arranged  to  operate  in  combination  with  the  soft  surface  pressure  rollers  B  C.  substan- 
tially in  the  manner  and  for  the  purpose  set  forth. 

Second,  the  employment  on  clothes  wringing  machines  of  the  yielding  leg  or  legs  a,  adapted 
to  yield  in  a  plane  i>arallel  to  the  axes  of  the  rollers,  substantially  in  the  manner  and  for  the 
piurpose  set  forth. 
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No.  32,476.— M.  GROUT  and  C.  Lawton,  of  Oak  GroTe,  W\B,--Improvement  in  Seeding 
Machines, — Patent  dated  June  4,  1861. — The  stocks  have  each  attached  to  one  end  a  culti- 
Tator  tooth,  and  are  hinged  at  the  other  end  to  the  cross-pieces,  thus  giving  them  an  inde- 
pendent movement  and  enabling  the  machine  to  be  used  on  uneven  ground.  A  transverse 
bar  connected  to  the  lever  L  passes  under  the  stocks  and  enables  all  of  the  cultivators  to  be 
raised  from  the  ground  at  once.  In  the  bottom  of  the  box  there  are  two  seed  slides  moving 
in  opposite  directions  and  operated  by  means  of  lever  L,  so  that  the  seed  openings  can  oe 
closed  at  will.  The  gauge  arms  are  for  the  purpose  of  attaching  screws  which  regulate  the 
distance  the  levers  can  be  moved  in  a  lateral  direction,  so  as  to  regulate  the  size  ot  the  seed 
openings.  In  sowing  around  stumps  and  other  obstacles  the  use  of  independent  seed  slides 
enables  either  half  of  the  machine  to  be  used  at  pleasure.  The  stirrups  are  placed  under  the 
seed  apertures  and  facilitate  the  scattering  of  the  seed  dropping  thereon  from  the  hopper. 

Claim,— The  combination  of  the  hopper  A,  stocks  G,  teeth  H  IJ,  bar  K,  rod  c,  lever  L, 
independent  seed  slides  N  N',  gauge  arms  i,  and  stirrups  M,  constructed,  arranged,  and  oper- 
ating substantially  as  and  for  the  purposes  set  forth. 

No.  32,477.— J.  H.  Haven,  of  Troy,  Ohio. — Improvement  in  FrameM  of  Buggy  Tov$. — 
Patent  dated  June  4,  18ol. — The  nature  of  this  invention  consists  in  providing  a  cneap, 
light,  and  convenient  covering,  to  be  attached  to  any  kind  of  vehicle,  costing  less  by  half 
than  the  ordinary  buggy  top,  and  weighing  much  less,  which  can  readily  be  removed  from 
one  vehicle  to  another,  and  when  not  in  use  can  be  shut  up  and  hung  in  a  small  space. 

Claim, — The  combination  of  standard  B,  with  arms  I  and  II,  a  longitudinal  braced  arm 
with  wings  K  and  J,  the  whole  so  constructed  and  arranged  as  and  for  the  purposes  set  forth. 

No.  32,478.— A.  G.  Holcomb,  of  New  York,  N.  Y,-^Improved  Electro- Magnet. —VateDi 
dated  June  4,  1831. — The  claim  and  engraving  will  explain  the  nature  of  this  invention. 

Claim. — ^FHrst,  combining  with  the  positive  or  attractive  force  of  the  electro-magnet  that 
of  a  permanent  steel  ma^ot,  placed  at  or  near  the  end  of  the  core  or  cores  of  the  electro- 
magnet, opposite  to  that  ot  the  armature. 

Second,  the  use  of  a  permanent  steel  magnet  connected  with  the  rear  end  of  the  core  or 
cores  of  the  electro-magnet,  and  carried  round  in  a  position  parallel,  or  nearly  so,  with  the 
periphery  of  the  helix  or  helices. 

Third,  the  combination  with  the  armature  C  of  the  adjustable  slide  D,  and  set  screw  d^  in 
the  manner  and  for  the  purposes  set  forth. 

Fourth,  the  adjusting  screws  F  F^  or  either  of  them,  when  used  in  the  described  combi- 
nation with  the  stretched  wire  spring  £,  of  the  armature,  for  the  purpose  explained. 

No.  32,479.— B.  F.  Joynes,  of  Bristol,  R.  l.^Improvement  in  Cultivators,— Vateni  dated 
June  4, 1831. — ^The  cover,  which  is  made  slightly  convex,  so  as  to  shed  wafer,  slides  in  grooves 
in  the  sides  of  the  box,  and  is  prevented  by  projecting  lips  on  its  ends,  which  strike  against  a 
middle  partition,  from  being  more  than  half  removed.  By  turning  the  nuts  the  machine  can 
be  raised  on  the  post  to  which  the  wheels  are  mounted,  said  post  passing  through  bearing 
plates  secured  to  the  sides  of  the  machine.  The  openings  a  a  allow  tue  maichine  to  pass  over 
growing  plants  without  disturbing  them. 

Claim, — ^Tbe  construction  and  arrangement  of  the  enclosing  box  A  and  cover  B,  in  the 
manner  and  for  the  purpose  set  forth. 

Also,  the  arrangement  and  combination  of  the  wheels  G  G,  posts  H  11,  bearing  plates  1 1, 
and  nuts  L  L,  substantially  in  the  manner  and  for  the  purjpose  specified. 

Also,  the  arrangement  of  the  openings  a  a,  side  plates  (  6,  and  knives  M  M  M  or  N  N  N, 
substantially  as  and  for  the  purpose  described. 

Also,  the  arrangement  of  the  double  sets  of  knives  M  M  M  and  N  N  N,  in  combination 
with  the  reversible  handle  C,  so  that  the  machine  may  cultivate  in  both  directions,  substan- 
tially as  specilied. 

No.  32,480.— J.  H.  JUNKINS,  of  Upper  Sandusky,  Ohio,— Improvement  in  Trusses  of 
Bridges. — Patent  dated  June  4,  1861.— The  nature  of  this  invention  consists  in  that  peculiar 
construction  of  bridges  whereby  any  portion  of  braces,  suspension  rods,  sections  of^arches, 
^bc,  can  bo  removed  and  repaired  without  affecting  the  remaining  portions  of  the  structure; 
also,  whereby  a  continuous  course  of  braces  is  secured  entirely  around  the  structure,  thereby 
entirely  preventing  the  arches  from  lateral  inclination,  and  by  which  the  position  desired  can 
readily  bo  given  them. 

Claim. — Firet,  the  construction  of  angular  arches  in  bridges,  formed  by  double  sections  of 
straight  timbers  laterally  arranged,  when  the  same  shall  be  combined  with  combination  angle 
blocks  m^  substantially  as  and  for  the  purposes  described. 

Second,  in  combination  with  tho  arched  truss,  as  described,  the  arrangement  of  rod  e,  ad- 
justable brace  and  strainiog  rods  a  a,  straining  rods  b  fr,  extension  arms  r  r,  suspension  stir- 
rups c  c  c,  braces  H  H,  iron  plate  12  Vs  D  D,  bolt  and  nut  9,  thereby  forming  a  continuous 
amustable  brace  around  the  whole  structure,  and  firmly  bindioj?  together  aU  the  parts,  tlia 
whole  being  arranged  substantially  as  and  for  the  purposes  sot  form 
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Tbird,  the  arranffeznent  of  braces  H  IT,  iron  plate  12,  and  bolt  with  nnt  9,  when  used  ia 
combination  with  Vs  D  D  and  stirrup  C,  for  the  purpose  of  distributing  the  weight  bv  pie»- 
8uro  irom  the  centre  of  floor  on  chords  and  arches  13  II  and  C  C,  sobstai^laUy  as  described. 

No.  32,481.— J.  H.  Landell,  of  Newark,  N.  J. ^Improvement  in  Tent  Fiz/arct.— PatmU 
dated  June  4,  1851. — ^The  lower  ring  is  attached  to  the  tent,  and  is  connected  to  the  upper 
lin^,  which  fits  over  the  conical  fcnile  by  three  chains.  The  ferule  fits  over  the  ring  to 
whicb  the  legs  of  the  tripod  is  attached,  and  is  provided  with  slots  to  keep  the  legs  in  place. 

Claim. — h  irst,  the  employment  of  a  conical  ferrule  at  the  top  of  the  tent-pole,  in  combina- 
tion with  the  rings  t  and  i  and  chains/,  the  whole  being  constructed,  arranged,  and  operated 
in  the  manner  and  for  the  purpose  set  forth. 

Second,  the  employment  ot  the  ferule  m,  at  the  bottom  of  the  tcnt-poIe,  in  combination 
with  tripod  n  r,  the  whole  being  constructed,  arranged,  and  operated  in  the  manner  and  for 
the  purpose  set  forth. 

No.  32,482. — C.  M.  Lane,  of  Cincinnati,  0. — Imvrovement  in  Hinges, — Patent  dated 
Jufie  4,  1861. — This  Invention  is  an  improvement  in  loose-joint  butt  hinges.  It  consists  in 
forming  on  the  leaves  of  the  hinge  two  or  more  pins,  and  in  corresponding  rocket  bearings  for 
Faid  pins,  either  by  forming  the  pins  on  one  leaf  and  ihe  rocket  bearings  on  the  other  leaf  of 
the  hinge,  or  by  forming  a  pin  and  a  socket  on  one  leaf,  and  a  corresponding  socket  and  pin 
on  the  other  leaf,  theT3}y  combining  the  advantages  of  a  tight-joint  hinge  with  a  loose-j<nnt 
hinc«. 

Claim. — A  hinge,  constructed  as  described  and  shown,  combining  the  strength  of  the  fast- 
joint  with  the  advantages  of  the  loose-joint  hinges. 

No.  32,483.— Horace  Maxson,  of  Hopkinton,  N.  Y, -^Improvement  in  Rope  fValkM, — 
Patent  daicd  June  4,  18G1. — The  nature  of  this  invention  consists  in  the  combination  of  a 
carnage  sliding  on  permanent  ways,  and  carrying  or  supporting  two  or  more  **tops,"  with  a 
series  of  panitions  or  guides  for  the  strands,  whereby  a  number  of  lines  or  ropes  may  be 
formed  in  one  walk  by  one  operation,  thereby  increasing  the  number  of  lines  laid  up  in  a 
given  space,  and  saving  a  largo  proportion  of  the  labor  previously  requii^. 

Claim. — ^The  employment  of  tlio  caniage  D,  containing  or  supporting  two  or  more  topa,  or 
their  equivalents,  with  the  ways  or  rails  C  C  and  the  partitions  E,  ananged  and  operating 
together  substantially  in  the  manner  and  so  as  to  obtain  the  advantages  set  forth. 

No.  32,484.— Oliver  Reynolds,  of  Webster,  N.  Y.— Improvement  in  AeeAioes.— Patonl 
dated  June  4,  18G1. — ^The  slides  are  constructed  of  pasteboard,  and,  in  conjunction  with  the 
non-conducting  space  of  air  between  tlie  plales  of  glass,  conduce  to  ke^  the  hive  warm  in 
winter,  and  also,  by  excluding  light,  favor  the  continuance  of  the  bees  in  a  dormant  state. 
The  screen  on  tlie  winter  portal  is  constracted  of  wire  gauze,  and,  though  allowinff  the  free 
circulation  of  air  through  its  meshes,  will  not  permit  the  passage  of  the  bees.  By  this  device 
opportunity  is  given  the  bees  on  warm  winter  days  to  emoy  lisrht  and  air  without  the  danger 
ot  going  so  far  u-om  the  hive  as  to  bo  unable  to  return.  Ibe  tuoe  m  permits  the  ingress  of  uie 
bees,  but  docs  not  readily  afford  egress.  Under  the  alighting  shelf  is  hung  by  pins  or  screws 
a  strip  of  wood,  and  the  space  affords  a  convenient  place  for  the  moths  to  deposit  their  eggs, 
which  can  be  crushed  by  pressing  the  strip  against  the  shelf. 

Claim. — Constructing  sections  consisting  each  of  a  firame  of  suitable  dimensions  for  a  fhll- 
sizcd  comb,  when  provided  with  suspended  tubes  d  d,  arranged  transversely  of  the  comb 
structure  in  such  a  manner  that  the  bees  may  fill  the  frame  with  comb  wrought  around  said 
tubes,  and  at  the  same  time  they  will  be  left  to  form  passage-ways  for  the  working  bees,  sub- 
stantially as  set  forth. 

Also,  the  double  glass  partitions  G,  with  the  slides  I,  for  surrounding  the  warm  and  nudn- 
taining  greater  uniformitv  of  temperature  in  winter,  substantially  as  described. 

Aiso,  the  winter  portal  K,  or  attachment,  consisting  of  a  box  with  scieeu  L  and  tubular 
orifice  m,  constructed  and  applied  substantially  as  and  for  the  purpose  set  forth. 

Also,  the  hanging  moth-trap  r,  constructed  substantially  in  the  manner  and  for  the  purpose 
set  forth. 

No.  32,485.— W.  W.  ROBINSON,  of  Ripon,  V^\s.-^Improvement  in  Pwiijjf— Patent  dated 
June  4,  18H1. — ^I'his  invention  consists  in  screwing  to  the  hollow  piston  in  a  suitable  manner 
a  rack,  the  teeth  of  which  engage  with  a  sector-rack,  which  latter  is  keyed  to  a  rock-shaft,  and 
receives  an  alternate  rocking  motion  from  a  crank-shaft  through  the  medium  of  a  pitman  and 
a  vibrating  arm,  so  that  a  rotary  motion  given  to  the  crank-sh&  will  communicate  an  uniform 
Altemate  vertical  motion  to  the  hollow  piston. 

Claim.— "Vh^  combination  with  the  hollow  piston-rod  D  and  the  pump  otherwise  constructed* 
as  described,  of  the  rack  U,  sector  J,  rock-shaft  J',  pitman  L,  crank  M,  and  crank-shaft  N, 
all  arranged  as  and  for  the  purposes  set  forth. 

No.  32,486. — Decatur  Pittman,  of  Fort  Madison,  Iowa. — Improvement  in  Animal 
Traps. — Patent  dated  June  4,  1861. — ^This  invention  consists  in  combining  with  a  board 
having  a  hole  through  it  a  lever,  which  is  arranged  across  the  hole  in  the  board,  so  that  when 
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» 
tbe  animal  enters  a  bole  the  lever  will  be  pushed  upwards  and  detach  a  trigger,  which  will  let 
flj  a  spiked  bar  that  is  acted  upon  hy  a  strong  spring,  and  spike  the  animal  securely  to  Uie 
trap. 

Claim, — ^The  animal  trap  described,  consisting  of  a  board  A,  having  a  hole  B  through  it, 
and  the  spiked  bar  C,  spring  D,  adjusting  screw  £,  trigger  I,  and  lever  J,  all  combine  and 
arranged  as  set  forth. 

No.  32,487.— J.  C.  Plumer,  of  Portland,  Me.—Tmprovenunt  in  Boots  and  5Aom.— Patent 
dated  June  4,  1861. — ^The  object  of  this  invention  is  to  construct  boots  and  shoes  which  wHl 
conform  to  the  long  ligamentous  structure  of  the  foot,  and  thus  prevent  many  disadvantage* 
arising  from  the  use  of  shoes  constructed  in  the  usual  manner,  such  as  the  formation  of  bun- 
ions and  the  breaking  down  of  the  arch  of  the  instep.  The  insole  is  made  convex  so  as  to 
conform  to  the  concave  shape  of  the  sole  of  the  foot,  and  thus  affords  support  to  the  tranverse 
arch.  The  peculiar  shape  of  the  shank  affords  support  to  the  foot  both  longitudinally  and 
transverselv.  By  having  the  heel  of  the  shoe  extend  forward  efficient  support  is  given  the 
heel,  and  the  tendency  ot  the  foot  to  move  forward  in  the  shoe  counteracted.  B^  construc4»ing 
the  quarters  of  unequal  length  the  external  projection  of  the  ankle  joint  is  reheved  from,  the 
prcssuie  of  the  seam  without  interfering  with  the  fit  of  the  shoe. 

Claim, — First,  the  combination  of  a  sole  that  is  flat  or  convex  exteriorly  with  an  insole  that 
is  convex  at  its  upper  surface,  substantially  as  described. 

Second,  a  shank  that  is  convex  at  its  upper  surface,  substantially  as  described. 

Third,  the  combination  of  an  elongated  heel  with  the  sole,  substantially  as  described. 

Fourth,  the  combination  of  the  front  piece  of  the  upper  leather  with  quarters  of  unequal 
length,  substantially  as  described. 

No.  32,488.— Van  Buren  Ryerson,  of  New  Tork,  N.  Y. —Improvement  in  Modes  of 
Condensing  Mercury  in  Amalgamating  Vessels, — Patent  dated  June  4,  18ol. — The  substance 
containing  the  gold  and  silver  is  introduced  into  the  cylindrical  vessel  provided  with  a  hem- 
ispherical or  dished  bottom,  in  a  finely  divided  state,  together  with  mercury  and  water. 
Supei heated  steam  is  introduced  by  the  coiled  pipe  into  the  bottom  of  the  vessel  escaping  into 
the  mass  by  a  series  of  small  hules.  The  vapor  of  the  mercury  is  condensed  against  the 
bottom  of  the  cover  of  the  vessel,  and  falls  in  a  finely  divided  state  through  the  mass. 

Claim. — ^The  process  of  sepaiating  gold  or  silver  from  foreign  substances  bv  condensing 
the  vapor  of  mercury  in  a  vessel  containing  the  substances  from  which  the  gold  or  silver  are 
to  be  sepa:  ated,  substantially  as  described,  so  that  the  mercury  shall  be  diffused  and  subdi- 
vided, and  in  that  condition  caused  to  pass  through  the  charge  the  better  to  take  up  the  par- 
ticlefl  of  metal  by  amalgamation,  as  described. 

Also,  the  application  of  supei  heated  steam  to  the  charge  of  merctuy  and  of  gold  or  silver  in 
pulverized  or  granular  foreign  substances,  substantialhr  as  described,  for  the  purpose  of 
vaporizing  the  charge  of  mercury  so  that  it  may  be  diffused  and  subdivided,  and  to  agitate 
the  entile  charge,  as  described,  when  this  is  applied  in  combination  with  the  process  ot  con- 
densation, substantially  as  described,  that  the  mercurv  may  be  condensed  in  minute  particles, 
and  in  that  condi:ion  pass  through  the  charge  the  better  to  take  up  the  particles  of  gold  or 
silver  by  amalgamation,  as  described. 

No.  32,489. — L.  M.  Stearns,  of  Cardiff,  N.  Y. — Improvement  in  Ploughs.— T&i^ut  dated 
June  4,  J8G1.— The  object  of  this  invention  is  to  attach  a  whiffietree  to  a  plough  clevis  in 
such  a  manner  that  the  whiffletree  will  not  get  under  the  horses  leet  in  turning  the  plough,  it 
being  kept  up  by  the  pin  g ;  and  also,  that  the  beam  will  have  a  much  better  purchase  on 
the  plough  in  tuining  it,  and  keep  the  beam  steady  in  heavy  ploughing ;  at  the  same  time 
the  improved  clevis  will  admit  of  ail  the  ac^ustments  desirable,  and  it  will  be  strong  and 
substantiaL 

Claim, — Combining  with  clevis  A,  constructed  and  applied  to  the  plough  beam,  as  described, 
the  forked  coupling  iron,  consisting  of  the  arms  h  A,  pivoted  to  the  clevis  by  pin  /  and  arms 
f  t,  raabracing  the  whiffletree,  and  pivoted  thereto  by  the  pin  k  and  the  check  pin  g,  all 
arranged  and  operating  as  described. 

No.  32,490.~W.  H.  Towers,  of  New  York,  N.  Y,— Improved  Bootjacfc—TsLiemt  dated 
June  4,  18J1. — This  invention  consists  in  simply  enclosing  within  the  boot  or  shoe  heel,  during 
Its  formation,  a  metallic  socket,  after  the  manner  of  the  well-known  boot  heel  socket  fur  spurs, 
with  an  undetachable  sliding  bar  therein,  in  such  a  manner  as  to  enable  the  said  sliding  bar 
to  be  withdrawn  from  the  rear  of  the  boot  heel  the  required  distance  to  form  a  sufficient  lodg- 
ment for  tbe  toe  portion  of  the  opposite  foot  of  the  wearer,  to  readily  enable  him  to  remove  ttw 
boot  from  the  foot  with  ease. 

C7aim.^The  undetachable  sliding  bar  D,  constructed  and  operating  within  the  socket,  in 
combination  with  the  boot  or  shoe  heel,  tubstantiaily  as  described. 

No.  32,491.— Isaac  Tyson,  jr.,  of  Baltimore,  ^d.— Improved  Article  of  Paiii^— Patent 
dated  June  4,  186J. — "Black  dirt'*  is  the  miner's  name  for  a  dark  brown  powder,  composed 
of  the  oxides  of  manganese  and  iron,  silica,  and  alumina,  found  about  certain  copper  mines  in 
Maryland. 
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Claim. — The  new  article  of  xnannfacturo,  being  a  composidon  suitable  for  painting,  to  wit, 
a  compoBitioD  consisting  of  *^ black  dirt"  and  oil,  so  mixed  as  to  form  a  paint,  which  may  be 
used  either  with  or  without  the  addition  of  other  materials  to  make  it  dry  or  vary  its  color. 

No.  32,492.— G.  B.  WiGOiN  and  J.  H.  Hoard,  of  Providence,  R.  I.— Improved  Steam. 
Trap. — Patent  dated  June  4,  18(51. — When  the  pipe  B  becomes  heated  by  the  passage  of  the 
steam  it  expands  more  than  the  rod  D  which  is  attached  to  it,  and  therefore  raises  the  end  of 
the  rod  from  the  lever  £,  and  allows  the  pressure  to  close  the  valve.  The  cooling  and  con- 
traction of  the  p\]pe  opens  the  valve  to  allow  the  escape  of  water.  This  trap  will  not  be 
injured  by  any  vaiiation  of  expansion. 

Claim. — ^The  combination  with  the  outer  case  or  chamber  A  of  a  brass  or  other  metal  pipe 
B,  coupling  C,  steel  or  other  metal  rod  D,  lever  E,  valve  H,  valve  spindle  guides  1  and  L, 
inlet  and  outlet  O  and  P,  constructed  and  operating  as  described  for  the  puipose  set  forth. 

No.  32,493.— W.  8.  WiLMOT,  of  New  York,  N.  Y ,— -Improvement  in  Hakes  for  Harvesters. — 
Patent  dated  June  4, 1861. — ^The  frame  C  is  composed  ol  two  cross  bars,  having  at  their  outer 
ends  small  horizontal  rollers,  the  periphcrieH  of  wbir.h  are  giooved  so  as  to  tit  the  bevelled 
edges,  and  thus  enable  it  to  move  along  the  bar  B  which  extends  longitudinally  under  the 
platform.  The  sliding  bar  D  is  pivoted  to  the  frame,  and  beai-s  against  the  o*lges  of  grooved 
rollers  which  are  secuied  to  bars  placed  at  each  end  of  aud  ut  tight  augles  to  u  bar  E  pivoted 
beneath  the  platform.  By  giving  a  vibratory  movement  to  the  bar  E  the  frame  C  is  moved 
back  and  forth  on  the  bar  D,  and  when  the  frame  reaches  the  outer  end  of  the  platform  the 
rake  teeth  are  thrown  into  a  vertical  position  so  as  to  sweep  the  grain  from  the  platform. 

Claim. — The  combination  of  the  pivoted  sliding  bar  D,  and  vibratory  bar  E,  with  frame  C, 
and  rake  G,  substantially  in  the  manner  and  for  the  purposes  shown  and  described. 

No.  32,494.— Jesse  Bartoo,  assignor  to  Himself  and  Zina  A.  Hemstreth,  of  East 
Aurora,  N.  Y. — Improvement  in  Excavators. — Patent  dated  Juno  4,  18(il. — By  this  arrange- 
ment the  scraper,  when  raised  to  a  certain  height,  is  made  to  throw  the  driving  wheel  out  of 
gear  with  the  windlass  which  raises  the  scraper,  so  that  its  further  ascent  is  stopped  and  pos- 
sibility of  damage  to  the  windlass  avoided.  The  draught  bar  is  attached  to  the  Iront  end  of 
the  i'rame  so  as  to  allow  of  its  beine  moved  laterally,  and  is  operated  by  a  lever  in  reach  of  the 
driver.  By  this  arrangement  each  scraper  can  be  filled  sepaiotely  without  causing  side 
draught,  and  the  line  ot  di  aught  may  then  be  placed  centrally  for  transpoi  tation. 

Claim. — So  arranging  the  changing  lever  Al,  catch  Q,  and  spiin^  R,  with  reference  to  the 
radial  frame  I,  including  gearwheels  J  J',  and  scraper  G,  that,  ati  the  scraper  is  raised,  it  will 
move  the  catch  in  a  manner  to  release  its  hold  upon  the  lever  and  allow  the  heavy  end  of  the 
lever  to  drop,  and  theieby  ungear  with  the  driving  wheel,  for  the  purposes  and  substantially 
as  set  forth. 

Also,  the  arrangement  of  the  draught  bar  Y,  in  such  manner  that  the  line  of  draught  may 
bo  changed  to  conespond  with  the  central  hue  of  resistance,  in  combination  with  two  scrapers 
arranged  side  by  side,  for  the  purposes  and  substantially  as  described. 

No.  32,495.— G.  A.  De  Brame,  assignor  to  Himself  and  Benjamin  GlTlNEY,  of  New  York, 
N.  Y. — Improvement  in  Skates. — Puient  dated  June  4,  18J1. — The  button  fastening  is  made 
with  a  small  neck;  it  fits  into  a  slot  on  a  PJate  which  is  attached  to  the  heel  of  the  boot^  said 
slot  terminating  in  an  enlaiged  hole  of  sufficient  size  to  admit  the  head  of  the  button  fasten- 
ing, but,  when  inserted,  the  spring  forces  the  neck  of  the  fastening  into  the  slot,  and  thus 
prevents  it  from  coming  out  ot  the  plate. 

Claim. — The  button  t'ustening^,  or  its  equivalent,  when  secured  to  a  sliding  plate/,  which 
works  in  a  groove  in  the  skate  plate  G,  and  is  operated  by  a  pin  A,  substantially  as  and  for 
the  purposes  set  forth. 

No.  32,496.— Wm.  M.  FULLER,  assignor  to  Himself  and  Geo.  W.  Chandler,  of  Chicago, 
111. — Improvement  in  Sewing-Machines. — Patent  dated  June  4,  18G1. — As  the  needle  passes 
up  the  pawl  shifts  the  neediO  slide  and  thus  feeds  the  cloth  for  another  stitch,  and  as  the 
needle  bar  ascends  still  further  it  is  shifted  back  to  its  nominal  position  by  the  inclined  plane. 
The  looper  is  slotted  for  the  reception  of  the  thread,  the  guide  so  preventing  it  from  slipping 
out. 

Claim, — ^First,  the  needle  slide  6,  the  pawl  </,  and  the  inclined  plane  e,  substantially  u 
described,  arranged  for  feeding  the  cloth  for  the  stitches. 

Second,  the  slotted  looper  o,  and  its  guide  hook  tr,  combined  for  the  purpose  specified. 

Third,  a  needle  with  a  horizontal  sbilting  motion,  as  described,  combined  with  a  slotted 
looper,  as  described,  for  the  purpose  oi  making  a  series  of  stitches. 

No.  32,497. — Isaac  Goodspeed.  of  Norwich,  Conn.,  assignor  to  A.  A.  Goodspeed,  of 
Putman,  Conn.,  and  E.  8.  Stebbins,  of  Worcester,  Mass. — Improvement  in  Cork  Jf«- 
ehines. — Patent  dated  June  4,  1861. — ^The  object  of  this  invention  is  to  obtain  a  means  for 
adjusting  tlie  degiee  of  taper  of  the  knives  of  a  machine  for  cutting  conical  cork  stoppers. 
Conical  patterns  of  diflferent  degrees  of  taper  can  be  placed  upon  the  shaft  so  as  to  give  the 
desiied  inclination  to  the  cutteis.  The  otnce  of  the  adjusting  screws  is  to  press  the  cuttera 
down  so  as  to  fit  the  patterns  placed  on  the  shaft 
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Clctm.— First,  the  chanj^Me  oomcal  pstioms  b  and  c,  arranged  in  the  machine  snhstan- 
ftially  as  described. 
Second,  the  adjustable  screws  r,  or  their  equivalent,  for  the  purposes  set  forth. 

No.  33,496.— T.  S.  Hudson,  assignor  to  Himself  and  Thomas  Leighton,  of  East  Cam- 
bridge, Mass. — Improvement  in  Baromettr  Inkstands, — Patent  dated  June  4,  1881. — The 
inkstand,  when  turned  in  such  a  position  as  to  bring  the  plane  of  its  bottom  vertical,  its 
month  beine  uppermost,  can  be  conveniently  filled  hy  means  of  the  semi-dome-shapod  tunnel. 

Claim. — ^The  improved  barometric  inkstand,  as  made  with  the  semi-dome  or  tunnel  O, 
or  the  same  and  a  cover  D,  arranged  and  combined  with  the  ink  fountain  and  its  neck,  and 
to  operate  therewith  substantially  as  specified. 

No.  32,499.— E.  S.  Scripture,  assienor  to  Himself  and  Edward  White,  of  New 
York,  N.  Y. — Improvement  in  Axle  Collars, — Patent  dated  June  4,  1861. — ^This  inven- 
tion consists  in  a  novel  mode  of  constructing  the  shoulder  or  holding  flange  with  its 
accompanying  sectional  slide  packers,  whereby  greater  strength  is  obtained  fiom  the  use 
of  a  gii'en  amount  of  metal,  cheap  and  durable  packing  can  be  applied,  and  also  lubricating 
matters  can  be  conveniently  applied  and  retained,  the  same  being  allowed  to  circulate  freclv 
through  said  holding  flange  or  shoulder,  instead  of  having  to  pass  over  it  in  order  to  reach 
the  moon-plate  or  other  coupling,  or  other  back  fastening  employed ;  the  same  being  pro- 
tected by  the  use  of  slide  packers,  accompanied  with  gasket,  moon-plate,  or  other  back 
fastenings,  provided  with  protecting  flanges,  by  which  arrangement  dust  and  grit  is  effectu- 
ally excluded  from  the  wearing  parts. 

Claim, — First,  the  metallic  cellular  collar,  made  in  the  manner  shown,  and  for  the  purpose 
or  purposes  set  forth  and  described. 

Second,  the  sectional  slide  packers  made  in  the  manner  and  for  the  purpose  described. 

Third,  the  mettdlic  cellular  collar,  the  sectiosal  slide  packer,  with  its  flange,  in  combina- 
tion with  the  protecting  collar,  flange  and  gasket,  when  the  same  shall  be  used  substantially 
in  the  manner  as  shown,  and  for  the  purpose  or  purposes  set  forth  and  described. 

No.  32,500.— Russell  Smith,  assignor  to  S.  S.  Wheeler,  of  Danbury,  Conn.— /m- 
protement  in  Machine  for  Felting  Hat  Bodies, — Patent  dated  June  4,  1861. — This  inven- 
tion relates  to  an  improvement  in  that  class  of  felting  machines  in  which  the  felting  is  per- 
formed by  four  rollers  placed  close  together,  but  not  parallel,  in  a  barrel  or  cylinder.  Two 
of  the  rollers  are  hung  on  springs  so  as  to  allow  them  to  accommodate  the  size  of  the  enclosed 
chamber  to  the  hat  passing  through  it.  By  means  of  the  lever  H,  which  bears  upon  the  slide 
G  supporting  the  curved  steel  spring,  the  ends  of  which  bear  against  the  slides  in  which 
the  two  lower  rollers  are  hung,  the  strain  upon  the  rollers  can  be  readily  adjusted  as  may  be 
desired  by  a  einglo  movement  of  the  operator. 

Claim, — The  spring  E,  having  a  curvature  concentric,  or  nearly  so,  io  the  barrel  B,  in 
combination  with  the  slides  d  J',  and  rollers  D  D'  and  C  C,  of  a  hat  felting  or  sizing  machine, 
when  operated  by  the  slide  G  and  lever  H,  or  their  equivalents,  substantially  as  shown. 

No.  32,501.— Caspar  Zwicki,  assignor  to  John  Mason,  Anthony  Ssyder,  and 
Nicholas  Snyder,  of  Pittsburg,  Pa, — /iw;>roreinen<t»L<Mwis.— Potent  dated  June  4,  1861. — 
This  invention  relates,  first,  to  the  construction  and  operation  of  the  devices  by  which  the 
shuttle  is  driven,  whereby  I  am  enabled  to  drive  the  loom  at  a  very  high  speed,  and  without 
a  blow  or  jar.  It  also  relates  to  the  peculiar  construction  of  the  shuttle  and  brace  by  which 
the  shuttle  is  kept  in  close  contact  with  the  side  of  said  brace,  permits  the  use  of  a  propor- 
tionally larger  bobbin  than  in  the  old  shuttles,  and  can  pass  with  g^reater  security  through 
the  shed. 

Claim. — In  combination  with  the  cams  F,  on  the  fast-moving  shaft  B,  for  operating  the 
rods  G  and  cam  I  on  the  slow  shaft  K,  for  shifting  said  rods,  substantially  as  and  for  the 
purpose  described. 

Also,  in  combination  with  the  cams  F,  secured  to  the  upper  shafl  of  the  loom,  the  rods  G, 
levers  H  and  M,  and  picker-stf^s  O,  when  constructed  and  operated  substantially  in  the 
manner  herein  described. 

Also,  a  three-sided  shuttle,  the  two  straight  sides  of  which  are  in  contact  with  the  shuttle 
race,  and  bear  the  relation  of  an  acute  angle  to  each  other,  while  the  third  or  outer  side  is 
convex,  substantially  as  and  for  the  purpose  described. 

Also,  in  combination  with  a  three-sided  shuttle,  as  described,  a  shuttle  race,  the  two  sides 
of  which  bear  the  relation  to  each  other  of  an  acute  angle,  to  conform  to  the  sides  of  the 
shuttle  and  allow  the  shuttle  to  run  close  to  or  in  contact  with  the  reed  frame,  substantially 
in  the  manner  described. 

No.  32,502. — Hiram  Aldridoe,  of  Michigan  City,  Ind. — Improvement  in  Machines  for 
Threshing  and  Separating  Grain, — Patent  dated  June  11,  1861. — This  invention  will  be 
generally  understood  by  reference  to  the  engraving  and  claim.  It  does  not  admit  of  a  brief 
description. 

Claim, — First,  the  arrangement  on  the  front  of  the  concave  A  of  a  threshing  machine 
of  two  slotted  and  perforated  ears  a  «,  said  ears  serving  as  guideways  for  pinsl  b,  and  as 
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bearings  for  tbe  upper  ends  of  the  adjasUng  hand  screws  D,  which  are  located  in  front  of  tha 
concave,  and  within  the  firame  of  the  thrwhing  machine,  all  in  the  manner  and  for  the  puz^ 
pose  described. 

Second,  the  arched  or  raised  cover  H,  made  in  two  parts,  which  are  hinged  and  dowelled 
together,  and  form,  when  on  tbe  machine,  a  continuation  of  its  side  boarding,  all  in  the 
manner  and  for  tbe  purpose  described. 

Third,  the  arrangement  of  a  beater  O,  which  has  a  space  existing  between  its  blades  and 
its  axis,  and  operates,  in  the  manner  described,  between  the  ends  of  the  canvas  belt  F  and 
open  straw-earner  belt  E,  for  the  purpose  set  forth. 

Fourth,  tbe  adjustable  open  extension  straw-carrier  belt  K  and  extension  guideway  O,  in 
combiuation  with  the  canvas  belt  £  and  first  straw-carrier  belt  F,  substantially  in  the  manner 
and  for  tbe  purpose  described. 

Fifth,  the  arrangement  and  combination  of  the  extra  closed  beater  P  with  the  first  and 
second  open  straw  carrier-belts  F  N,  substantially  in  the  manner  and  for  the  purpose  de* 
scribed. 

Sixth,  the  combination  of  the  extension  tailboard  Q  with  the  inclined  bottom  of  a  straw- 
carrier  guideway  d  dorOf  substantially  as  and  for  the  purpose  described. 

Seventh,  the  combination  of  a  chaff-carrier  T,  which  is  adjustable  on  a  fixed  axis  U,  in  the 

Sith  of  a  vertical  circle,  separator  shoe  K,  inclined  transverse  return  spout  Y,  and  elevator 
,  substantially  in  the  manner  and  for  the  purpose  described. 

Eighth,  the  arrangement  of  the  lower  end  of  the  adjustable  inclined  sieve  or  deflecting 
board  S,  on  a  pcrmanentlv  located  shaft  U,  so  that  it  may  be  adjusted  from  its  upper  end  in 
the  path  of  a  vertical  circle,  substantiallv  as  and  for  the  purpose  set  forth. 

Ninth,  the  arrangement  of  the  outside  hangers  S',  of  the  adjusting  frames  which  carries 
the  sieve  and  chaff-carrier,  in  combination  with  the  shafts  U  W,  curved  slots  n  «,  and  screw- 
threaded  bearings  m  m,  with  clamp  nuts,  substantially  in  the  manner  and  for  the  purpose 
described. 

Tenth,  the  extension  tailboard  Y',  in  combination  with  an  inclined  sieve  which  is  adjust- 
able on  a  fixed  axis  U,  in  the  path  ot  a  vertical  circle,  inclined  bottom  of  tbe  separator  shoe 
K,  incline  transverse  spout  Y,  and  elevator  Z,  substantially  as  and  for  the  purpose  described. 

Ko.  32,503. — John  Andrews,  of  Brunswick,  Me. — Imj^roted  Mode  of  Securing  Circu- 
lar Saws  to  Arbors, — Patent  dated  June  11,  1831. — This  invention  consists  in  the  employ- 
ment of  a  sliding  or  adjustable  bush  in  connexion  with  two  hollow  collars,  one  of  which  is 
fixed  and  the  other  movable  upon  the  mandrel,  the  hollow  movable  collar  being  adjusted  by 
a  nut  upon  the  extremity  of  the  mandrel,  for  the  purpose  of  obviating  the  difficulty  caused 
by  the  variation  in  the  diameter  of  the  eyes  of  the  saws  in  adjusting  the  circular  saws  on 
their  arbors. 

Claim, — ^The  combination,  in  the  manner  substantially  bh  shown  and  described,  of  tbe 
hollow,  adjustable  collar  E,  conical  bush  D,  and  fixed  recess  collar  B,  with  each  other  amd 
with  the  saw  C  and  arbor  A,  all  as  set  forth  for  the  purpose  specified. 

No.  32,504.— C.  L.  W.  Baker,  of  Hartford,  Conn.,  assignor  to  Himself  and  J.  W.  Buss, 
of  the  same  place. — Improvement  in  the  Manufacture  of  Com  Brooms. — Patent  dated  June 
11,  1861.— This  invention  consists  in  securing  the  brush  in  separate  tufts  into  a  wooden 
head  by  the  use  of  some  adhesive  substance,  the  handle  being  screwed  into  the  head. 

Claim, — An  approved  article  of  manufacture,  consisting  of  a  broom,  being  composed  of 
the  fibre  of  broom  com  set  in  tufts  in  a  block  of  wood,  substantially  in  the  manner  as  and 
for  the  purpose  described. 

No.  32,505. — ^H.  L.  Baldwin,  of  Branford,  Conn. — Improvement  in  Currycombs, — ^Patent 
dated  June  11, 1861. — This  invention  is  explained  by  the  claim. 

Claim,— The  described  currycomb  as  a  new  article  of  manufacture,  having  its  back  plate 
A  and  teeth  a  cast  in  one  piece,  the  teeth  being  of  cylindrical  or  an  approximate  form,  and 
about  of  an  equal  thickness  throughout  their  length,  as  and  for  the  purpose  specified. 

No.  32,506.— Sarah  A.  Baldwin,  of  Waterbury,  Conn,— Improved  Skirt-Supporter,-^ 
Patent  dated  June  11, 1851. — ^This  supporter  is  formed  of  strips  of  covered  steel  or  whalebone 
put  together  with  clasps  so  as  to  form  a  waistband,  and  combined  with  shoulder  straps  and 
and  back  stays,  a  means  of  lacing  the  band  around  the  body,  and  also  spring  pins  fur  attach- 
ing the  skirts  to  the  band. 

Claim, — ^The  combination  of  the  several  strips  A  B,  arranged  and  secured  together,  and 
furnished  with  shoulder  straps  D  D,  lacing  hooks  i  i  t,  and  spring  pins  for  attaching  the  skirt 
to  the  supporter,  all  as  described  and  represented. 

No.  32,507.— L.  D.  Barrand,  of  New  York,  N.  Y.^hnproved  Scroll  Sawing  Machine.^ 
Patent  doted  June  11,  1861. — ^The  saw  is  hung  and  strained  between  two  roller  carriages 
working  against  two  inclined  surfaces,  and  held  against  them  by  the  straining  springs  of  the 
saw,  for  tbe  purpose  of  keeping  the  saw  under  a  propr-"-  dvree  of  tension,  and  guiding  it  in 
its  reciprocating  movement  m  a  firm  and  steady  mar-  ^^combination  with  the  lower  saw 
carriage  is  a  slotted  lever  for  giving  the  alternate  n  ^Bmotioa  |e  the  saw. 
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Claim, — Fini,  the  two  incEiied  plance  F  F',  on  which  Uie  roUere  dddd  work,  airangted 
as  set  forth,  in  combination  with  springs  £  £',  connected  to  the  gnlde  bars  C  C,  between 
which  the  saw  is  hnnr,  substantiallj  as  described. 

Second,  the  slotted  ievet  G,  connected  to  the  lower  carriage  on  the  inclined  plane  F',  opera- 
ting as  and  for  the  purpose  described. 

Third,  the  guide  flanges  //,  on  the  inclined  planes  F  F',  for  guiding  the  rollers  <f  <f  of  the 
■aw  carriages,  as  set  forth. 

No.  32,508.— Henry  H.  Beach,  of  Philadelphia,  Pa.— /mvroremeitl  iii  Grain  Winnottera,-^ 
Patent  dated  June  11,  1661. — ^Below  the  delivery  board,  and  in  front  of  the  fan,  are  arranged 
two  series  of  chutes,  one  of  which  is  inclined  reversely  to  the  other  in  such  a  manner  that  the 
grain  passes  by  its  own  weight  from  the  upper  to  the  lower  end  of  the  series,  the  blast  acting 
to  carry  off  the  lighter  substances  over  the  outer  series. 

Claim, — ^Tbe  two  seri^  of  chutes  represented  by  the  letters  e  and  (f,  when  combined  and 
arranged  substantially  as  and  for  the  purposes  set  forth. 

No.  32,509.— Samuel  W.  BiDWELL,  of  Hartford,  Conn,^hnprot)ed  Machine  for  Boring 
and  Mortising. — Patent  dated  June  11,  1861. — ^This  invention  consists  in  arranging  any 
number  of  spindles  in  a  line  upon  a  proper  framework,  and  in  providing  therefor  an  adjusting 
guide  or  pattern,  so  that  in  adjustmg  eitoer  two  of  the  said  spindles  in  which  the  bit  is  secured 
at  any  required  distance  from  centre  to  centre,  the  whole  number  of  spindles  by  the  same 
operation  will  be  adjusted  to  even  distances  therewith.  Bv  means  of  an  arraugement  of 
pulleys,  driving  belt,  and  friction  rolls,  with  the  sliding  heads,  the  distances  of  the  spindles 
&om  centre  to  centre  may  be  increased  or  diminished  without  changing  the  length  of  tne  belt. 

Claim. — ^Tbe  arrangement  of  the  pulleys  t,  belt  <l,  friction  rollers  0,  with  the  sliding  heads 
B,  and  pulleys  c,  substantially  as  and  for  the  purpose  described. 

No.  32,510. — Charles  H.  Burd,  of  Boxbury,  Mass. — Imprated  Telegraphic  Apparatus.-^ 
Patent  dated  June  11,  1861. — The  inventor  says:  In  the  employment  of  my  invention  in  a 
telegraphic  circuit,  I  am  enabled  to  dispense  with  local  circuits  and  batteries,  such  as  are 
essential  to  the  Morse  system  of  telegrapbiog  by  galvanic  battery.  Telcgn^ic  signals  may 
be  made  through  a  very  extended  circuit  by  this  invention,  in  the  use  of  which  the  direction 
of  the  current  from  the  batteiy  is  to  be  alternately  reversed— that  is  to  say,  the  current,  after 
having  been  sent  in  one  direction  from  the  battery  and  through  the  helices,  is  to  be  made  to 
flow  in  the  opposite  direction  through  them. 

Claim. — ^Ibe  combination  of  the  permanent  magnet  A,  the  two  helices  B  B,  and  the  non- 
magnetic movable  U-piece  C,  the  wliole  uranged  substantially  as  explained,  and  so  as  to 
operate  together  under  circumstances  and  in  manner  as  specifled. 

Also,  the  key  as  constructed,  and  made  to  operate  with  a  battery,  the  two  helices,  the  per- 
manent magnet,  and  the  non-magnetic  U-piece,  substantially  as  described. 

No.  32,511.— Amos  Chase,  of  North  Ware,  N.  U.^Imprattd  Adjustable  CAatr.— Patent 
dated  June  11,  1801. — ^Attached  to  the  under  side  is  a  pendant  bar  or  rod  fitted  in  a  suitable 
socket,  slotted  vertically  at  its  back,  to  admit  of  a  rod  or  arm  secured  at  right  angles  to  the 
lower  part  of  the  seat  bar,  to  slide  up  and  down  in  the  said  slot  The  seat  may  be  secured  at 
any  desired  height  by  means  of  a  set  screw  in  the  socket 

Claim. — The  rod  C,  secured  to  the  under  side  of  the  seat  D,  and  fitted  in  the  socket  B, 
when  used  in  combination  with  the  bar  or  brace  rod  G,  connected  with  the  back  F,  and 
secured  at  its  lower  end  to  an  arm  H,  which  is  attached  to  the  rod  C,  and  is  fitted  in  a  slot  e 
in  the  socket  B,  the  whole  being  arranged  as  shown  to  form  an  improved  sliding  or  adjustable 
chain  or  seat 

No.  32,512.- Darwik  De  Forrest  Douglass,  of  Springfield,  Mass.— /mprot?cm«wf  in 
Window  Blinds. — Patent  dated  June  11,  1801. — ^The  blinds  are  made  to  slide  laterally  between 
guide  bars  placed  at  their  upper  and  lower  ends,  and  secured  to  the  wall  by  means  of  a  rack 
bar  attached  to  the  inner  sides  of  each  blind,  which  bar  is  actuated  by  a  pinion  upon  a  shaft 
extending  through  the  casing,  and  provided  with  a  knob  inside  of  the  room. 

Claim. — First,  the  first  metallic  guide  bars  A  and  C,  made  substantially  in  the  manner 
described  and  for  the  purpose  specified. 

Second,  the  rack  and  pmion  G  and  I,  or  its  equivalent,  in  combination  with  the  guide  bars 
A  and  C  and  blinds,  for  the  purpose  specified,  and  operating  substantially  in  the  manner 
described. 

No.  32,513.— Wm.  C.  and  Jacob  Duim,  of  New  York,  N.  Y .^hnnrovemeni  in  Carriage 
Bodies. — Patent  dated  June  11,  1861. — ^The  obiect  of  this  invention  lis  to  combine  an  open 
body  brctt  or  barouche  body,  and  close  or  standing-top  coach  body,  all  in  one  vehicle,  so  that 
either  form  of  vehicle,  by  a  simple  manipuktion,  may  be  used  as  desired ;  the  parts  com- 
posing the  barouche  and  coach  body  being  entirely  removed  from  the  open  body  when  not  in 
nso. 

C/a»m.— First,  the  combination  of  the  open  body  A  with  the  standing  top,  formed  of  the 
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end  piecM  E  E,  top  F,  paaeb  G,  and  doom  H,  aecnred  together,  ss  and  for  the  pmpose  set 
forth. 

Second,  the  comhination  of  the  permanent  open  hody  and  calash  top  with  a  standing  top, 
constructed  as  explained,  the  whole  heing  adapted  and  arranged  to  form  a  new  and  improved 
convertible  body  for  vehicles,  as  set  forth. 

No.  32,514.— R.  FiNNEOAN  and  A.  F.  W.  Schulte,  of  New  York,  N.  Y,— Improved 
Pressure  Gauge, — Patent  dated  Jane  11,  1861. — ^This  invention  relates  to  a  pressure  ^au^ 
in  which  the  jpressure  of  the  steam  or  other  fluid  is  received  on  a  flexible  plate.  It  consists  in 
the  combination,  for  the  purpose  of  transmitting  the  movements  of  the  plate  to  the  index,  of  a 
lever  and  a  spirallj-groovea  spindle,  which  receives  the  point  of  a  pin  inserted  through  one 
side  of  a  socket  secured  to  the  slotted  bar,  thus  causing  tne  spindle  to  receive  a  rotary  motion 
by  the  application  of  pressure  in  an  endwise  direction,  and  a  longitudinal  motion  when  any  force 
is  applied  to  turn  it.  Upon  a  screw  which  has  its  shank  fitted  to  turn  in  a  fixed  bearing  upon 
the  slotted  bar  is  arranged  a  block,  by  means  of  which  the  distance  between  the  fulcrum  of  the 
lever  F,  and  a  stud  secured  to  the  centre  of  the  flexible  plate,  is  varied,  so  as  to  make  the 
flexure  of  the  plate  act  with  g^r^ater  or  less  effiect  upon  the  index,  the  screw  thus  constituting 
a  means  of  adjustment  or  correction  of  the  gauge. 

Claim, — Fu-st,  the  employment  for  transmitting  the  movements  of  the  flexible  plate  B  to 
the  index  F  of  a  lever  F  and  spirally  grooved  spindle  H,  combined  and  applied  substantiallj 
as  specifies. 

Second,  the  movable  block  E,  carrying  the  fulcrum  of  the  lever  F  and  the  screw  I,  applied 
in  combination  with  the  slotted  bar  D,  or  its  equivalent,  and  operating  substantially  as  speci- 
fied, for  the  adjustment  or  correction  of  the  g^uge. 

No.  32,515.— John  Griffin,  of  Louisville,  Kj,— Improvement  in  Engines,  Jyc,  for 
Overcoming  Dead  Point  in  Cranks. — Patent  dated  June  11,  1861. — ^The  cramc  is  attached  to 
the  sbaflt  in  such  a  manner  as  to  be  adjustable  thereon.  In  the  outer  part  of  the  crank  is 
placed  a  wheel  which  works  within  a  metallic  ring,  to  which  two  spring  of  rubber  or  other 
suitable  material  are  attached  at  opposite  sides,  the  outer  ends  of  the  spnng  being  secured  to 
uprights,  by  which  means  the  spnngs  will  tend  to  throw  the  driving  crank  past  its  centres, 
the  springs  being  at  an  eoual  tension  when  the  crank  is  in  a  vertical  position. 

Claim, — The  combination  with  the  crank  B,  or  a  suspended  ring  D,  suspended  between 
springs  £  E,  so  as  to  act  upon  the  crank  when  passing  its  centres,  in  the  manner  shown  and 
oescnbed. 

No.  32,516. — David  Haines,  of  Union  Bridge,  Md. — Improvement  in  Hominy  Ma^ 
chines, — Patent  dated  June  11,  1861. — ^This  invention  consists  in  the  arrangement  of  a 
vibrating  stirrer  within  the  hopper  for  keeping  up  a  regular  feed,  said  stirrer  being  connected 
with  and  operated  by  the  crank-shaft,  which  gives  the  shaking  motion  to  the  riddle. 

Claim, — ^The  hopper  D,  arranged  as  set  forth,  the  vibrating  stirrer  £,  connecting-rods  tj, 
arm  k,  and  crank-snaft  G,  all  ananged  and  operating  as  and  for  the  purposes  described. 

No.  32,517. — ^Edward  Howell,  of  Ashtabula,  O. — Improvement  in  Sewing  Machines, — 
Patent  dated  June  11,  1861. — ^The  wheel,  which  serves  as  a  feed  and  cloth-holder,  is  mounted 
upon  an  axle  at  the  lower  end  of  a  rod  which  has  a  vertical  movement  in  the  plane  of  the 
needle-bar.  At  every  stroke  of  the  needle  the  wheel  moves  the  cloth  forward  the  length  oi 
a  stitch  by  means  of  motion  communicated  by  a  pad  attached  to  an  arm,  which  is  moved  up 
and  down  by  a  stud  or  pin  upon  the  needie-bar. 

Claim, — The  operating  of  the  wheel  E,  when  constructed  and  arranged  as  described,  bj 
means  of  the  elastic  pad  K,  substantially  as  and  for  the  purpose  specified. 

No.  32,518.— Ezra  F.  Hyde,  of  Brooklyn,  N.  Y,— Improvement  in  City  Railroads.^ 
Patent  dated  June  11,  1861. — Upon  the  forward  axle  is  placed  loosely  a  wheel,  the  upper 
edge  of  which  fits  within  the  fork  of  a  bent  lever  attached  to  the  under  side  of  the  platform, 
the  lever  being  coimoctcd  by  a  chain  with  a  shaft  at  the  end  of  the  platform.  At  the  inter- 
section of  the  straight  and  branch  rails  is  a  guide  made  with  a  straight  edge  on  one  side  and 
curved  on  the  other,  so  that  by  bringing  the  loose  wheel  to  bear  upon  the  curved  side  the  car 
is  mode  to  turn  upon  the  curve  without  the  aid  of  a  switch. 

Claim, — The  aiTangement  of  the  sliding  acy'ustable  wheel  D  with  the  axle  C  and  lever  £, 
as  and  for  the  purpose  shown  and  described. 

No.  32,519. — George  L.  Jencks,  of  Providence,  B.  I. — Improvement  in  Hemming 
Guides. — Patent  dated  June  11,  1861. — This  invention  consists  in  a  peculiar  arrangement  or 
method  of  uniting  throe  flexible  fingers  relatively  with  each  other,  whereby  the  said  fingers 
adjust  themselves  oy  an  elastic  action  to  the  different  varieties  of  work  to  be  performed  without 
requiring  any  special  adjustment  of  its  parts  to  change  it  from  one  kind  of  work  to  another. 

Claim. — The  peculiar  arrangement  or  method,  substantially  as  described,  of  uniting  the 
fingers  12  3  upon  the  stock  of  a  pressure  pad,  for  the  purpose  specified. 

No.  32,5*^0.— RoDOLPlIUS  K1N8LEY,  of  Springfield,  Mass.— /m;?rorerf  BdURinging  Ap* 
paratus, — Pate&t  dated  June  11,  1861. — ^The  hammers  which  strike  the  bell  are  attached  to 
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rods  placed  within  inclined  tnbes  secnred  to  a  platform  which  is  made  to  Tevolve  bj  means  of 
gearing  operated  by  a  crank.  The  rods  to  which  the  hammers  are  attached  are  provided  with 
spiral  springs,  wmcb  force  the  hammers  a^nst  the  bell,  the  revolntion  of  the  platform 
cansing  the  hammers  to  withdraw  to  a  certam  point  when  thej  are  released,  bj  which  means 
the  beU  is  struck  at  a  different  point  at  each  blow.  The  tubes  are  arranged  so  as  to  adjust  the 
hunmers  to  strike  the  bell  at  right  angles. 

Claim, — First,  the  employment  or  use  of  one  or  more  hammers  N,  secured  to  a  rotating 
platform  C,  and  operating  simultaneously  and  automatically  with  the  platform  C,  so  as  to 
strike  the  bell  A,  and  gradually  rotate  within  or  beneath  it,  for  the  purpose  specified. 

Second,  the  placing  of  the  hammers  N  within  adjustable  tubes  or  sockets  L,  arranged 
substantially  as  shown,  for  the  purpose  of  adjusting  the  hammer,  so  that  the  latter  vrill  always 
strike  the  bell  at  right  angles. 

Third,  the  arrangement,  as  shown  and  described,  for  the  gearing  F  F  6  J  and  K,  with  the 
radial  arms  e  on  wneels  F  F,  the  pins  e  d  on  the  wheels  K  F,  the  springs  O  on  hammer-rods 
M,  and  the  rotating  platform  C,  for  the  purpose  set  forth. 

Fourth,  the  combination  of  the  hammer-springs  O  with  the  check-springs  P,  when  applied 
to  the  hammer-rods  M,  to  operate  as  and  for  the  purpose  specified. 

Ko.  32,521. — ^W.  S.  EiRKHAM,  of  Branford,  Conn. — Impr*wement  in  Locks  and  Knob' 
Latches. — Patent  dated  June  11, 1861. — ^This  invention  relates  to  an  improvement  in  locks  or 
knob-latches  whereby  the  latches  may  be  turned  so  as  to  suit  either  right  or  left  hand  doors, 
and  secured  in  position  so  that  tho^  cannot  casually  be  turned,  by  which  turning  of  the  latch 
its  bevel  is  brought  in  proper  relation  with  the  nosing  on  the  casiug  in  whichever  position  the 
door  may  be  hung,  ana  the  inverting  of  the  latch  case  rendered  unnecessary. 

Claim, — Constructing  the  hub  F  of  two  parts  fg^  fitted  together  as  shown,  and  both  parts 
placed  on  the  knob  arbor  0,  and  used  in  connexion  with  the  spring  H,  the  above  parts  being 
arranged  with  the  slide  E,  lever  D,  and  latch  C,  to  operate  as  and  for  the  purpose  set  forth. 

No.  32,522.— William  A.  Liohthall,  of  New  York,  N.  Y. ^Improvement  in  the  Con- 
struction of  Tube  Sheets  for  Coolers  and  Condensers, — Patent  dated  June  11,  1861. — ^This 
invention  consists  in  casting  tube  sheets  of  iron  or  other  metal  in  proper  green  or  dry  sand 
moulds,  with  the  apertures  for  the  tubes  cast  in  them,  either  by  setting  '*dry  sand**  cores  of 
proper  size  in  the  mould  or  by  green  sand  cores  left  in  the  mould  by  the  withdrawal  from  it 
of  Uie  pattern,  the  apertures  thus  formed  being  ready  for  tubes  upon  removing  the  sand  ad- 
hering to  them. 

Claim. — Constructing  tube  sheets  for  tubular  coolers  and  condensers  in  the  manner  set 
forth. 

No.  32,523. — ^Hekry  Lowe,  of  Baltimore,  Md. — Improvement  in  the  Mant^facture  of 
Caustic  Soda, — Patent  dated  June  11,  1861. — ^This  invention  consists  in  reclaiming  the  lime 
from  the  manufacture  of  caustic  soda.  The  inventor  says :  After  boiling  the  solution  of  car- 
bonate of  soda  with  the  caustic  lime  the  solution  is  drained  off,  and  the  carbonate  of  lime 
formed  from  the  decomposition  with  the  soda  is  drained  sufficiently  dry  and  then  pressed  in 
moulds  in  a  suitable  machine. 

Claim. — The  moulding  and  burning  of  artificial  carbonate  of  lime.  substantiaUy  in  the 
manner  and  for  the  purposes  set  forth. 

No.  32,524.~RlCHAllD  Manslet,  of  Philadelphia,  Ta,— Improvement  in  Machines  for 
Opening  Rope, — Patent  dated  June  11,  1861. — ^Tne  upper  separate  feed-roUers  revolve  each 
on  its  own  independent  axis  or  shaft.  To  each  supporting  block  of  the  rollers  is  secured  one 
end  of  a  bent  rod,  the  other  end  of  which  is  attached  to  a  lever,  to  which  is  appended  a 
weight,  so  that  one  of  the  ropes  having  run  through,  the  action  of  the  remaining  upper  rollers 
is  not  effected.  The  cylinder  is  provided  with  two  sets  of  beaters  and  two  sets  ofkniie  blades, 
the  beaters  being  constructed  m  sections,  so  as  to  act  successively  upon  the  ropes.  The 
knife  blades  are  set  in  sectional  iron  plates  arranged  on  lines  about  parallel  to  the  general 
direction  of  the  beaters. 

Claim, — ^^'irst,  the  combination  of  the  separate  upper  feed-rollers  D  D',  &c.,  their  supports 
P  and  the  rods  d  connecting  them  with  the  levers  d"  and  weights  d'^\  the  whole  arranged 
eubstantiallv  as  described  and  for  the  purpose  aforesaid. 

Second,  tne  combination  of  the  beaters  6,  knife  blades  b\  and  the  adjustable  feeding  appa- 
ratus, the  whole  constructed  and  arranged  substantially  as  described. 

No.  32,525.— Jasies  McCarty.  of  Reading^,  FtL— Improvement  in  Annealing  Cut  Nails. — 
Patent  dated  June  11,  1861. — ^This  invention  is  explained  by  the  claim. 

Claim, — Annealing  cut  nails  by  confining  them  in  a  suitable  vessel,  subjecting  both  vessel 
and  contents  to  a  red  heat,  and  allowing  the  whole  to  cool  from  six  to  twelve  hours,  accord- 
ing to  the  size  of  the  nails  and  tube,  and  maintaining  the  vessel  air-tight  during  the  heating 
and  cooling  process,  as  set  forth. 

No.  32,526.— H.  McKenzie,  of  Talladega,  AlA.'-Improvement  in  Tanning  ^Leather.- — 
Patent  dated  June  11.  1861. — ^The  invention  is  explained  by  the  claim. 
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Claim, — ^The  employmeot  or  use  of  the  root  and  other  parts  of  tbe  plant  known  bj  the 
name  of  Ceanothiu  Americanos,  either  alone  or  mixed  with  oak  bark  or  other  tunning  mata 
rials,  as  described,  for  the  purpose  of  tanning  hides  or  skins. 

^o.  32,527.— W.  H.  Nichols  and  F.  D.  Strong,  of  East  Hampton,  C(mn.^Impr<>vememt 
in  Nail  and  Screw  Heads. — Patent  dated  June  11,  1851. — A  circular  blank  is  first  cast  on 
the  head  of  a  nail  or  screw  suitably  adapted  to  tbe  size  thereof,  and  from  said  blank  is  pro- 
duced a  head  of  the  desired  shape  and  ornamentation,  by  subjecting  the  blank  to  heavj 
pressure  between  swagine  dies  adapted  to  the  purpose. 

Claim. — ^Au  ornamental  nail  or  screw,  made  with  a  head  which  is  fiist  cast  upon  the  shank 
and  then  pressed,  in  the  manner  shown  and  described. 

No.  33,528.— J.  S.  Parker,  of  West  Willington,  Couu.-^JmprofMmtnt  in  Machines  far 
Turning  Spools. — ^Patent  dated  June  11,  1831. — A  hinged  dog  is  so  arranged  with  an  adjust* 
able  slide,  and  in  such  relation  to  the  longitudinally  sliding  cutter-b^,  that,  by  the  action 
of  the  dog,  the  end  of  the  block  is  kept  clear  of  the  cutter  intended  to  square  the  said  end, 
until,  by  pushing  the  cutter  out,  the  other  end  of  the  block  is  6rm1y  driven  into  the  spurs  of 
the  spur  centre,  and  the  turning  of  the  block  independently  of  the  spur  is  [prevented. 

Cluim. — The  combination  of  the  protecting  dog  E,  or  its  equivalent,  with  the  cutter-head 
A,  for  the  purpose  described. 

No.  32,529.— F.  A.  Perry,  of  St.  Louis,  Uo.—Improred  Ornamental  Fabric  or  Manu^ 
faHnre  jot  Window  Shades. — ^Patent  dated  June  11,  1861. — ^A  kind  of  fabric  known  as 
'* Swiss  muir*  being  stretched  over  a  frame  is  coated  or  sized  with  a  compoeition  consisting 
of  glue,  soda  soap,  alum,  and  water ;  when  dry,  the  fabric  thus  treated  is  ornamented  in 
imitation  of  embroidery,  by  the  use  of  a  stencil  plate  of  the  lequired  design,  and  a  composi- 
tion consisting  of  zinc  white  g^und  in  boiled  Unseed  oil,  spirits  of  turpentine  and  nut  oil» 
laid  on  with  a  brush. 

Claim. — ^As  a  new  manufacture,  a  thin  fabric  prepared  in  the  manner  described,  and  orna- 
mented in  imitation  of  embroidery,  either  needle  or  tambour,  in  colors  or  white,  substantially 
in  the  manner  set  forth. 

No.  32,530.— J.  H.  Philups,  of  Waverly,  Mo.— finvrovemenf  in  Hemp  Breaks. —Voteni 
dated  June  11,  1861. — ^The  object  of  this  invention,  which  is  explained  by  the  claim,  is  to 
pass  the  crushed  stalks  in  a  serpentine  form  between  the  two  clearers,  and,  as  the  stalks  are 
held  by  the  rollers,  ^  cleuers  will  loosen  and  scrape  off  the  woody  matter  from  the  fibres, 
and,  at  the  same  time,  give  a  rapid  shaking  motion  to  the  fibres. 

Claim. — Having  the  edges  or  the  clearers  a  a  made  in  scolloped  form,  and  so  operated  and 
geared  that  the  scolloped  blades  of  one  wheel  shall  altematelv  pass  between  the  blades  of  tbe 
opposite  wheel,  thus  dtemately  elevating  and  depressing  the  hemp  between  the  scolloped 
edges,  all  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  32,531.— Silas  S.  Putnam,  of  Dorchester,  'Mbm.  — Improved  Horse-Shoe  NaU 
Machine. — Patent  dated  June  11,  1861. — ^This  invention,  the  nature  and  object  of  which  will 
be  learned  from  the  claim,  does  not  admit  of  a  brief  deneription. 

Claim. — First,  connecting  each  pair  of  hammers  to  a  single  lever  or  crosshead,  through 
which  they  are  operated,  and  by  means  of  which  they  ma^  be  made  to  strike  simultaneously 
and  accurately  around  a  line  passing  through  the  centre  of  the  nail  rod. 

Second,  in  combination  with  the  above,  me  connecting  rods  s  and  v,  and  ey^>olt8  r  and  », 
or  their  equivalents,  operating  as  set  forth,  for  the  purpose  specified. 

Third,  interrupting  the  action  of  the  hammers  while  open,  and  holding  them  open  at  the 
will  of  the  operator,  for  the  purpose  specified. 

Fourth,  the  rod  I,  in  combination  with  the  levers  O  and  H,  and  with  the  hand  lever  W  and 
lever  r^,  or  their  equivalents,  whereby  the  hammers  may  be  stopped  and  started  at  the  will  of 
the  operator,  as  set  forth. 

Filth,  the  gauge  d\  which  is  brought  into  position  to  gauge  the  nail  rod  while  the  hammerB 
are  stationary,  and  is  drawn  out  of  the  way  before  they  are  again  started  by  devices  acting 
by  the  power  of  the  machine  itself,  but  brought  into  action  of  the  operator,  as  set  forth. 

Sixth,  the  rod  F,  with  its  notch  15  and  shoulder  2,  in  combination  with  the  shaA  U  and 
the  parts  immediately  connected  therewith,  whereby  the  nail  rod  is  alwavs  returned  to  its 
position,  and  the  cutter  y*  is  raised  out  of  the  way  of  the  hammero  before  they  are  started,  ae 
let  forth. 

No.  32,532.— George  W.  Badts,  of  Newburffh,  N.  T. — Improved  Apparatus  for  Steam 
Boilers. — Patent  dated  June  11,  1861. — ^At  the  oottom  of  the  cylinder,  and  just  above  the 
water  passage,  is  a  throat  of  inverted  conical  form,  made  sufficiently  larger  tnan  the  piston 
to  permit  a  free  water  communication  between  the  cylinder  and  the  boiler,  and  prevent  tbe 
collection  of  sediment  around  the  piston  rod.  In  the  piston  are  twd  or  more  holes,  and  on  its 
under  side  is  fitted  a  ring  valve  to  close  the  said  holes,  the  valve  being  attached  to  the  piston 
by  three  screws,  which  allow  it  to  drop  a  short  distance  below  tbe  piston,  to  pcmrit  steam  to 
pass  (r&iiy  through  on  its  descent  through  the  upper  portion  of  the  cylinder.    On  the  descent 
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of  the  piston  this  valve  is  arrested  by  the  resistance  of  the  water,  and  caused  to  dose  the 
lioles,  but  drops  a^ain  when  the  piston  is  arrested.  Fitted  to  slide  on  the  piston  rod  is  a 
weiffht  J,  famished  with  a  dog  working  on  a  pin,  to  gripe  the  said  rod.  This  weight  is 
mmSo  to  act  upon  a  chunp  I  L,  to  cause  it  to  arrest  the  piston  rod  in  its  descent. 

Citfint.— First,  the  inverted  conical  throat  g,  arranged  relativelv  to  the  water  pipe  or 
passage  a,  and  in  combination  with  a  piston  rod  passing  through  the  bottom  of  the  cylinder, 
•ubstantially  as  and  for  the  purpose  specified. 

Second,  furnishing  the  piston  B  with  one  or  more  valves  f,  applied  to  operate  substantially 
as  descnbed  for  the  purpose  set  forth. 

Third,  the  independent  weight  J.  applied  to  the  piston  rod  C,  to  operate  in  combinatloft 
with  the  dog  I  L,  substanti^y  as  and  for  the  purpose  specified. 

Ko.  32,533.— J.  R.  Robinson,  of  Boston,  'Mbbb,— Improvement  in  Dampert  for  Stemm 
jBoi/ers.— Patent  dated  June  11,  1861.— The  object  of  this  invention  is  so  to  control  the 
draught  through  the  upper  and  lower  tubes  of  a  horizontal  multitubular  boiler  a^  to  coun- 
teract the  natui-al  tendency  of  the  gases  of  combustion  to  come  out  firom  the  upper  tubes  at  a 
higher  temperature  than  from  the  lower  ones. 

Claim.—  The  combination  with  a  sliding  damper  applied  to  the  rear  tube  sheet  of  a  hori- 
lontal  multitubular  boiler,  of  a  stationary  frame  C,  inteiposed  between  the  said  tube  sheet 
and  the  damper,  to  form  a  space  between  the  said  damper  and  the  tube  sheet,  substantially  aa 
and  for  the  purpose  specified. 

Also,  the  construction  of  the  so-applied  frame  C  with  two  or  more  openings  b  b^  6',  each  of 
a  sixe  to  communicate  with  one  or  more  tiers  of  tubes,  said  opemngs  being  sepaiuted  by  bar- 
like partitions,  which  either  fit  to  the  tube  sheet  or  not,  as  snown  at  d  and  e,  in  Fig.  2,  sub* 
•tamialiy  as  described. 

No.  32,534.— J.  R.  Robinson,  of  Boston,  UaM^—Trnvrortment  in  Valve  Gear  of  Steam 
Engines, — Patent  dated  June  11,  1861. — ^The  stem  of  tne  cut-off  valve  is  furnished  outside 
of  tne  chest  with  a  wrist  for  the  connexion  of  a  slotted  link,  with  which  the  rods  of  two  cut- 
off eccentrics  are  connected.  These  eccentrics  are  so  arranged  upon  the  shaft  relatively  to 
the  main  eccentric,  that  the  one  L,  by  direct  connexion  with  the  wrist,  would  effect  the 
catting  off  of  the  steam  at  the  earliest  point  in  the  stroke  of  the  piston  that  is  desired,  and 
that  the  other  M,  by  a  similar  direct  connexion,  would  permit  the  steam  to  follow  throughout 
the  greatest  length  of  the  stroke  that  is  desired.  Means  are  provided  for  controlling  or 
adjusting  the  position  of  the  said  link,  for  the  purpose  of  cutting  off  at  various  points  in  the 
stroke  oi  the  piston.  The  cut-off  gear  is  connected  with  the  throttle  valve,  for  the  purpose 
of  regulating  the  engine  by  the  throttle  valve,  when,  with  the  latter  open,  the  regulation  by 
the  cut-off  would  require  steam  to  be  cut  off  within  a  certain  distance  of  the  commencement 
of  the  stroke  of  the  piston. 

Claim, — First,  the  employment  of  two  eccentrics  connected  by  a  link,  for  the  purpose  of 
closing  the  ports  at  various  points  in  the  stroke  of  the  piston,  in  combination  witn  inde> 
pendent  means  of  opening  the  ports  for  the  induction  of  steam,  substantially  as  described. 

Second,  the  employment,  in  combination  with  the  so-applied  link  and  its  supporting  rocker 
N  of  a  toggle  O  F,  so  arranged  and  applied  that,  by  a  continued  movement  in  one  direction, 
it  will  caiTy  the  link  throughout  its  whole  range  of  motion  on  the  valve  wrist,  and  back 
again,  substantially  as  and  lor  the  purpose  specilied. 

Thhrd,  the  emplovment  for  combining  the  throttle  valve  with  the  toggle  O  P,  which  effects 
the  movement  of  the  cut-off  link  of  a  toothed  pin  ;»,  a  notched  hook  X,  or  its  equivalent,  a 
stationary  pin  Jl^  and  a  spring  q,  the  whole  combined  and  operating  substantially  as  specified. 

No.  32,535.— Joseph  B.  Sawyer,  of  Templeton,  Mass. — Improved  Cane-Seat  for  Chain, — 
Patent  dated  June  11, 1861. — ^This  invention  will  be  understood  by  reference  to  the  engraving 
iBd  claim. 

Claim. — As  a  new  article  of  manufacture,  a  cane-bottom  chair  made  single,  but  the  strands 
of  ratan  in  whi6h  are  so  interwoven  as  to  form  a  continuous  bearing  surface,  and  are  secured 
Co  the  frame  A  by  suitable  holes /t,  in  the  mann^  substantially  as  specified. 

No.  32,536.— W.  B.  Strong^  of  New  York,  N.  Y,— Improved  Trunk  and  Bedstead,-^ 
Patent  dated  June  11,  1861. — ^The  trunk  is  made  to  open  at  the  end  instead  of  the  side,  each 
end  being  provided  with  a  lid  to  support  an  air  mattress.  A  framing  consisting  of  upright 
bars  may  be  fitted  to  the  trunk  to  sustain  a  cover  of  water-proof  cloth  or  netting. 

Claim. — A  trunk  formed  of  two  equal  parts  a  a',  connected  bv  hinges  at  one  end,  and  pro- 
vided with  lids  b  b',  the  latter  having  a  lolding  frame  c,  a  framing  combined  with  bars  e  </,  a 
cover  C,  of  water-proof  cloth  or  mosquito  netting,  and  a  suitable  mattress  B,  all  arranged  to 
iorm  a  combined  army  trunk  and  bedstead  or  coach,  as  set  forth. 

No.  32,537. — E.  F.  Slocum,  of  Chicago,  IW.'-Improvement  in  Lam/s.— Patent  dated 
June  11,  1861. — Inside  of  the  top  of  the  lamp  are  arranged  three  upright  springs  at  unequal 
distances  from  each  other.  This  top  is  fitted  with  a  cover,  in  the  base  of  which  are  cut  three 
Booare  openings  to  fit  over  the  springs,  by  which  means  the  cover  is  held  in  a  proper  uid 
ahrays  the  same  position. 
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C/atm.— The  combination  of  three  or  more  springs  with  a  lamp  top,  arranged  substantial^ 
as  described  and  for  the  purpose  specified. 

No.  32,538.— Erastus  \V.  Smith,  of  New  York,  N.  Y.^Imprwement  in  SUam  Engines, — 
Patent  dated  June  11,  1861. — The  first  claim  explains  the  nature  and  object  of  this  inventSon. 
The  hollow  cover  of  the  steam  cylinder  is  connected  by  a  pipe  with  the  **  donkey"  boiler. 
The  Bpace  surrounding  the  cylinder  is  connected  with  the  upper  and  lower  casings  by  meaoa 
of  curved  pipes,  and  a  pipe  provided  with  a  valve  or  cock  leads  from  the  lower  casing  into 
the  main  boiler. 

Claim. — First,  heating  the  cylinder  of  a  marine  steam  eni^ne  by  enclosing  said  cylinder  in 
whole  or  in  port  within  steam,  which  is  generated  separately  firom  and  at  a  higher  pressure 
and  temperature  than  the  initial  pressure  of  the  steam  admitted  to  the  interior  of  the  cylinder* 
snbstaniiallv  as  and  for  the  purnose  set  forth. 

Second,  the  employment  of  the  donkey  boiler  C,  connexions  D,  the  steam  jacket  or  ron* 
nocted  spaces  Bl,  1>;2,  B3,  and  the  connexion  O,  leading  from  the  base  of  such  connected 
spaces  to  the  main  boiler  or  series  of  boilers  A,  all  combined  and  arranged  substantiaUy  •• 
and  so  as  to  operate  together  in  the  manner  set  forth. 

No.  32,539.— George  Smith,  of  New  York,  N.  Y,— Improved  Burglar-Alarm  and  Animml 
Trap, — Patent  dated  June  11,  1861. — ^This  invention  consists  in  arranging  the  **sere**  of  a 
fire-lock  with  a  hammer  and  gun  barrel,  and  attaching  a  cord  to  both  ends  of  the  sere  so  that 
it  may  be  placed  in  a  position  where  the  cords  may  m  connected  at  each  end  with  a  door  or 
window,  and  give  the  alarm  if  either  ore  opened. 

Claim. — ^The  sore  £,  arranged  or  pivoted  as  shown,  to  admit  of  cords  or  chains  bein^ 
attached  to  both  ends  of  it,  in  combination  with  the  hammer  C,  and  one  or  more  fire-ann 
bajrrehi  A,  substanUally  as  and  for  the  purposes  described. 

No.  32,540.— Abraham  Stroh,  of  Port  Jervis,  N.  Y.-^tmproved  Car-Compling.^V^XeiA 
dated  June  11,  1861. — On  the  upper  part  of  the  draw-head  is  a  socket  in  which  a  vertical 


shackle  bolt  is  fitted,  and  directly  back  of  the  bolt  is  a  drop  slide  fitted  in  the  socket.  Upoo 
raising  the  bolt  the  drop  will  pass  by  its  own  fl^vity  beneath  the  bolt  and  sustain  it,  wbeii 
the  coupling  will  be  disconnected.    The  draw  bolt  passes  through  a  tube,  and  is  provided 


with  a  nut  at  the  end  which  bears  against  India-rubber  springs  placed  within  a  cylindncal  box. 
C/atm.— The  combination  and  arrangement  of  the  slotted  g^vitating  drop  H,  bolt  G,  box 
C,  springs  c,  draw-head  pipe  B,  bolt  £,  and  draw-head  A,  all  in  the  manner  and  for  the  pnr* 
poses  herein  shown  and  described. 

No.  32,541.— S.  C.  Sturtevamt,  of  Cleveland,  O.—Improved  Tubular  OraU$  for  Sitam 
Boiler $, — Patent  dated  June  11,  1801. — Each  tube  is  constructed  with  a  right  and  led  bond 
screw  on  either  end,  fitting  into  corresponding  right  and  left  hand  threads  in  the  return  end 
pieces.  The  tube  which  connects  with  the  boiler  is  provided  with  a  small  pipe  connected  ahio 
with  the  boiler,  for  the  purpose  of  establishing  a  connexion  between  the  boiler  and  the  tubes 
when  the  engine  is  not  at  work,  thus  preservmg  an  equilibrium  between  the  temperature  of 
the  water  in  the  boiler  and  tubes. 

Claim, — ^A  series  of  detachable  floe  grates  when  tised  in  combination  with  the  pipe  F,  as 
and  for  the  purpose  specified. 

No.  32,542.— John  Trageser,  of  New  York,  N.  Y ^—Improvemtnt  in  ApparaiuM  fmr 
Evaporating  LiqtUds, — Patent  dated  June  11,  \S6\, — ^This  invention  consists  in  coustractin^ 
the  pipes  which  are  laid  in  a  series  one  above  the  other  or  side  by  side,  with  an  angular  pro- 
joctiuu  extending  within  a  short  distance  of  their  ends,  for  the  purpose  of  preventing  the  ptpca 
from  sagginflT  and  preserving  an  unbroken  corrugated  surface. 

Claim, — ^"Fhe  arrangement  of  one  or  more  an^lar  projections  a,  on  the  sides  of  the  pipes  A, 
of  a  cooler  or  evaporator,  substantially  as  and  for  the  purpose  shown  and  described. 

No.  32,543.— A.  H.  Trbgo,  of  Lambertville,  N.  J, --Improvement  im  Car-Coupling,^^ 
Patent  dated  June  11,  1801. — This  invention  is  explained  by  the  chiim. 

Claim, — The  attaching  of  rods  or  bars  C  to  the  bolts  B,  when  the  said  rods  or  bars  ara 
arranged  as  shown,  so  that  their  lower  ends  may,  as  the  bolts  are  elevated,  drop  by  their  own 
gravity  into  the  back  parts  of  the  draw-beads  and  sustain  the  bolts,  the  rods  or  barn  being  mi 
the  same  time  in  such  position  as  to  be  acted  upon  or  thrown  out  by  the  entrance  of  the 
shackle  or  link  into  the  draw-heads,  so  that  the  bolt  may  drop  into  the  link,  subetantiaJly  mm 
described. 

No.  32,544.-0.  Tan  Name,  of  Binghamton,  N.  Y,-^Improved  Stanchion  for  Canai 
Boats. — Patent  dated  June  11,  1861. — ^This  invention  consisu  in  the  employment,  for  the 
purpose  of  supporting  the  rail,  of  a  cast  iron  stanchion,  secured  by  bolts,  wluch  pass  down 
through  the  deck,  one  into  one  of  the  beams  which  support  the  deck,  and  the  other  into  one 
of  the  ribs  for  the  purpose  of  strengthening  the  boat,  and  preventing  any  injury  from  a  blow 
or  heavy  pressure  on  the  raiL 
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Claim. — ^The  employment  of  cast  iron  stanchions  A,  with  flanges  a  ft,  and  attached  to  the 
deck  B,  bj  means  of  bolts  c  d,  as  and  for  the  pm-pose  described. 

No.  32,545. — James  "Weathers,  of  Greensburg,  Ind. — Improvement  in  Heading  Bolts,-^ 
Patent  dated  June  11,  1861. — ^This  device  is  desired  for  a  ready  heading  of  bolts,  rivets,  <&c.,' 
at  the  ordinary  blacksmith's  for^e  or  smithy,  and  it  consists  of  two  arms  hinged  together  at 
one  end  and  terminating  at  their  free  ends  in  steel  jaws,  whose  opposing  suriaces  are  chan- 
nelled so  as,  when  the  jaws  are  closed,  to  form  an  aperture  to  securely  gripe,  and,  when 
desired,  to  shape  the  rod  to  be  worked. 

Claim. — ^The  heading  tool  A  A\  B,  C  C,  e,  D  D',  constructed  and  operating  substantially 
as  set  forth. 

No.  32,546.— E.  R.  Weston,  of  East  Corinth,  Mass. — Improvement  in  the  Process  of 
Concerting  Iron  into  Steel  by  Cementation. — Patent  dated  June  11,  1861. — ^The  iron  articles 
to  be  steeled,  being  placed  in  a  crucible  with  cyanide  of  potassium  and  powdered'charcoal,  are 
covered  by  a  stratum  of  fire  clay,  and  over  this  is  placed  a  small  quantity  of  lead  or  other 
fusible  metal  which  fuses  at  a  dark  red  heat.  On  the  application  of  heat  to  the  above  the 
cyanide  is  decomposed  into  cyanogen  gas  and  potassium.  The  lead  which  covers  the  cpntents 
of  the  crucible  will  fuse  by  uie  heat,  and  hinder,  to  a  certain  extent,  the  escape  of  the  gas 
which  acts  upon  the  iron. 

Claim, — ^Xhe  use  of  the  fused  or  fusible  metal  upon  the  clay  covering  in  the  crucible,  as 
set  forth. 

No.  32,547.-8.  R.  Wilmot,  of  Brooklyn,  N.  Y.— Improvement  in  Hoop  SAjtrf»— Patent 
dated  June  11,  1861. — ^Tho  object  of  this  invention  is  to  provide  tips  and  slides  for  the  hoops 
of  skirts  with  stops  so  arranged  as  to  prevent  the  hoops  from  slippinfl^  through  them,  and  at 
the  same  time  admit  of  the  tips  and  slides  being  swaged  or  closed  directly  on  tl^  hoops  without 
Bsxy  previous  manipulation. 

Claim. — Constructing  the  metallic  slides  and  tips  for  hoops  of  skirts,  with  a  lip  or  stop  c, 
of  a  length  equal  to  the  thickness  of  the  hoop,  substantially  as  and  for  the  purposeset  forth. 

No.  32,548.— Selim  E.  Woodworth,  of  Murphy's,  and  James  S.  "Wethered,  of  San 
Francisco,  Cai. — Improved  Arastra, — Patent  dated  June  11,  1861. — ^This  invention,  which 
is  designed  for  the  reduction  of  precious  metals  from  ores  and  tailings,  consists  of  a  cast  iron 
pan  provided  with  two  flanges,  placed  on  opposite  sides,  and  terminating  in  a  ball  pivot,  which 
rests  in  a  cup-shaped  bearing  on  the  frame,  by  which  means  the  arasti-a  can  pasily  be  tipped 
when  the  contents  are  to  be  drawn  off.  A  cup-shaped  cavity  serves  also  as  a  bearing  for  a 
ball  pivot  at  the  lower  end  of  the  hollow  shafl. 

Claim. — The  combination  of  a  cast  iron  arastra  with  ball  bearings  G  E  G  E  and  ball  pivot 
H  of  hollow  centre  shaft  I,  constructed  in  the  manner  and  for  the  purposes  described. 

No.  32, .549. — George  W.  Bridoman,  of  Somerville,  Mass.,  assignor  to  Himself  and 
Osgood  Dane,  of  the  same  place. — Improvement  in  Car  Brakes.— Patent  dated  June  11, 
1861 . — Extending  longitudinally  througn  the  carria^,  and  so  arranged  as  to  allow  of  a  free 
movement  therein,  are  two  i-ack  bars,  the  teeth  of  which  engage  witji  a  ffe^r  wheel  having  on 
each  side  a  pinion,  which  operate  two  drums  placed  between  the  truck  frames.  Around  these 
drums  are  placed  chains,  which,  in  connexion  with  a  lever,  operate  the  brakes.  The  brakes 
are  caused  to  be  thrown  into  contact  with  the  wheels  bv  means  of  a  shail  operating  a  pinion 
which  clears  in  a  rack  on  the  ends  of  the  longitudinal  bars,  or  by  the  momentum  of  the  car- 
riage, the  forward  motion  of  which  causes  one  of  the  rack  bars  to  be  pressed  against  the  leco- 
motive  or  carriage  in  front. 

Claim. — The  combination  and  arrangement  of  the  two  rack  bars  K  K,  the  racks  I  I,  the 
eear  II,  and  the  two  pinions  G  G,  and  drums  F  F,  or  the  mechanical  equivalent  of  such  pin- 
ions and  drums,  applied  to  the  carriage  body  or  platform  frame,  and  the  draught  chains  of  the 
brakes  of  the  two  truck  frames. 

Also,  the  arrangement  and  combination  of  the  hand  wheel  shafls  N  N,  pinions  M  M,  and 
racks  L  L,  or  their  mechanical  equivalents,  with  the  carriage  and  the  rack  bars  K  K,  the  racks 
1 1,  the  gear  H,  the  two  pinions  G  G,  and  drums  F  F.  or  the  mechanical  equivalent  of  such 
pinions  and  drums,  the  whole  being  to  operate  substantially  as  and  for  the  purpose  or  pur- 
poses as  specified. 

No.  32,550. — Samuel  L.  Fitts,  of  Ashbumham,  Mass.,  assignor  to  C.  and  G.  C.  Win 
CHESTER,  of  the  same  place. — Improved  Boring  Machine. — Patent  dated  June  11,  1861. — 
Attached  to  a  standard  is  a  table  having  a  sliding  carriage,  which  is  held  up  towards  the 
standard  by  a  spring  fa««tened  to  the  carriage  and  to  the  table.  Secured  to  a  shall  in  the 
sliding  carriage  is  a  revolving  carriage  of  a  form  corresponding  with  the  chair  bottom  or  other 
irreg^inar-shaped  article  in  \vhich  the  holes  are  to  be  bored.  This  carria^  is  provided  with 
TBtcnet  teeth  on  its  under  side,  which  engage  with  a  dog  operated  by  a  rod  and  shaft  to  move 
the  carriage  round,  for  the  reception  of  the  diill.  The  shatt  which  carries  the  drill  is  raised 
and  lowered  by  means  of  a  crank  shaft  secured  to  a  bracket  at  the  upper  end  of  the  standard 
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Claim, — Thid  constractlon  of  an  automatic  macblne  for  boring  holes  around  tlie  edge  of  an 
irregular-shaped  article,  when  arranged  and  opomtlng  substantially  a«  set  forth. 

Second,  the  ratchet  r  and  feed  mochani»m  O  P  Q  R  8,  in  combination  with  the  rerolTing 
boring  or  drill  shaft  D,  operating  substantiallj  as  described. 

'    Third,  the  sLiding  camac'e  I  and  spring  L,  for  holding  the  carriage  M  up  to  the  stop  v,  or 
its  equivalent,  operating  substantiall/  in  the  manner  set  forth. 

No.  32,G5i. — Albert  M.  Hill,  of  Branford,  Conn. — Improvtmtnt  in  Locks  and  Knob- 
Latches. — Patent  dated  June  Jl,  1861. — This  invention  consists  in  fitting  the  outer  part  of 
the  latch  in  a  collar  which  is  placed  in  the  face-plate  of  the  lock-case  ana  allowed  to  rotate 
therein,  the  collar  being  retained  or  prevented  from  casuallj  turning  bjr  means  of  a  catch  or 
fastening,  which  arrangement  admits  of  the  latch  of  the  lock  being  turned  to  suit  cither  a 
right  or  leH  hand  door. 

Claim, — ^The  fitting  or  placing  of  the  latch  C  of  the  lock  in  a  collar,  which  is  placed  in  the 
face-plate  U  and  allowed  to  turn  therein,  the  collar  having  two  parallel  plane  surfaces  «  e  at  its 
inner  part,  and  used  in  connexion  with  the  slide  I  placed  at  the  Inner  side  of  the  lace-plate,  all 
being  arranged  as  and  for  the  purpose  set  forth. 

No.  3-2,552.— John  J.  Adams,  of  New  York,  N.  Y.-^Tmproved  Fltxihlc  Back  Brusk,^ 
Patent  dated  June  Id,  1801. — This  invention  is  explained  hy  the  claim. 

Claim. — My  improved  mode  of  constructing  a  leather  flexible  brush,  the  same  consisting  in 
securing  all  the  rows  of  bristles,  except  the  outer  one,  in  the  body  of  the  brush,  as  sot  forth, 
then  cementing  the  cover  or  upper  plate  to  tbe  body,  and  finally  securing  the  outer  row  of  bris- 
tles and  the  leather  portion  of  the  brush  at  the  same  time  by  a  single  line  of  wire,  as  specified. 

No.  32,553.— Charles  T.  Anderson,  of  Hyattstown,  Md.^lmprovemeni  tn  Churns.-^ 
Patent  dated  June  18,  18G1. — At  the  end  of  the  bellows  is  a  tube  or  nozzle  extending  down 
ward  through  a  disc  and  resting  upon  the  bottom  of  the  vessel  which  contains  the  creaui. 
I'he  said  disc  is  supported  upon  legs,  and  the  part  of  the  tube  below  the  disc  is  perforated  for 
the  passage  of  air  from  the  bellows.  Near  the  end  of  the  bellows  is  arranged  a  lover,  one  end 
of  which  is  connected  to  the  dasher  rod,  and  to  the  other  end  is  attached  a  cord  which  passes 
around  a  pulley  and  is  connected  with  the  lever  by  which  (he  bellows  are  operated,  so  tuat  by 
actuating  the  bellows  a  simultaneous  rotary  motion  is  communicated  to  the  dasher. 

Claim. — First,  the  combination  with  the  bellows  A  and  vortical  nozzle  Q  of  the  pivoted  re- 
ciprocating dasher  M,  constructed  and  opemted  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  described  combmation  of  the  nozzle  G,  detachable  dasher  M,  and  eccentrically 
pivoted  disc  I,  arranged  and  operating  as  explained. 

No.  30,554.— Edward  Badlam,  of  Ogdcnsbnrg,  N.  Y.^ Improvement  in  Seeding  Har^ 
'rows. — Patent  dated  June  18,  l8ol. — This  invention  consists  in  an  arrangement  of  devices  as 
stated  in  the  claim,  by  which  the  land  is  first  haiTowed,  the  seed  sown,  and  the  ground  rolled, 
all  at  one  operation. 

Claim.  —The  arrangement  of  the  transverse  harrow  M,  seed-sowers  U  U,  and  roller  C,  all 
receiving  their  motion  from  roller  C,  and  combined  and  arranged  for  the  purposes  set  forth. 

No.  33,555. — Albert  D.  Brigg.s,  of  Springfield,  Mass. — Improvement  in  the  Mode  of  Con- 
necting t/u  braces  of  Iron  Bridges. — Patent  dated  June  18,  1801. — ^The  diagonal  braces  and 
clamp  plates  are  so  construct^  that  each  brace  shall  lock  into  one-half  of  tbe  clamp  plate 
independently  of  the  other,  and  when  the  two  clamp  plates  are  brought  toother  shall  cause 
the  two  braces  to  lap  on  or  across  each  other,  and  L^  firmly  held  in  place  by  the  said  clamp 
platoi  when  bolted  together. 

Claim. — My  improved  mode  of  constructing  and  arranging  the  clamp  plates  and  braces, 
by  which  improvement  each  brace  is  made  to  lock  into  but  one  of  the  clamp  plat&s,  and 
simply  lap  over  or  across  the  other  brace,  but  not  interlock  therewith,  the  whole  being  sub- 
stantially in  manner  and  for  the  purpose  set  forth. 

No.  32,556.— Robert  Brown,  of  Frederick,  'Sld.^Improvement  in  Harvester s.^VAteni 
dated  June  ISj  18G1. — In  this  machine  the  fin^r-bar  is  not  hunp^  upon  the  crank  shaft,  but 
secured  to  an  independent  hollow  shaft  which  is  joumaled  in  stationary  bearings  on  the  mam 
frame  of  the  machine,  and  to  which  shad  the  frame  supporting  the  reel  is  also  rigidly  secured. 
The  crank  shaft  is  joumaled  within  the  journals  of  the  said  hollow  shaft,  so  that  a  strain  upon 
the  latter  occurring  through  the  finger-bar  will  not  affect  the  crank  shaft.  When  a  four-armed 
reel  is  employed  one  arm  is  provided  with  a  rake-head,  each  pair  of  arms  being  mounted  upon 
a  metal  ring  nl  encircling  the  shaft  and  secured  thereto  by  a  bolt  When  six  arms  are  le- 
quired,  the  ring  of  the  centre  pair  is  constructed  with  bolt  holes  set  obliauely  fo  the  arms, 
and  a  bridge  n'^  perforated  for  the  attachment  of  an  arched  yoke  ?i3,  to  which  the  upper  pair 
of  arms  is  secur^  By  this  means  a  reel  of  either  two,  four,  or  six  arms  may  be  used,  the 
arms  in  either  case  being  eauidistant  and  adapted  to  revolve  in  one  plane. 

Claim. — First,  secunng  both  the  finger-bar  and  the  rake  frame  to  a  hollow  shaft  L,  the 
joomaU  /  of  which  run  in  bearings  M  in  the  main  frame,  and  themselves  constitute  bearings 
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for  the  joomals  h  of  ih»  craaJL  shafL  all  as  Khown  and  explained  and  for  the  purposes  set 
forth. 

Second,  the  reel  attachments  n  nl  n2  »3  constructed,  combined,  and  arranged  in  the  manner 
■peciiied,  to  enable  the  attaohment  of  any  desired  number  of  arms. 

No.  32.557.— Joseph  G.  Collins,  of  Boston,  Mass.— Improvement  in  Stills,— Vatent  dated 
June  18,  1861. — This  invention  is  designed  to  bo  applied  to  stills  used  in  the  manufacture  of 
kerosene  oil,  and  consists  in  forming  a  recess  in  the  flange,  into  which  recess  the  bottom  of  the 
still  is  to  be  fitted.  The  bottom  is  secured  in  its  place  b^  means  of  a  ring  or  clamp  fitted  in  a 
recess  on  the  outside  of  the  flange,  and  also  in  a  groove  lormcd  in  the  bottom  piece.  The  ring 
lA  secured  to  the  flange  bj  bolts. 

Claim. — The  ring  or  clamp  i,  in  combination  with  the  bottom  a  and  the  flange  6,  each 
formed  and  constructed  substantially  as  above  described. 

No.  32,558. — ^L.  H.  Gano,  of  Ripon,  Mass. — Improvement  in  Buggy  Tops, — ^Patent  dated 
June  18,  18G1. — The  front  rib  or  bow  of  the  top  is  provided  at  each  end  with  a  wheel  or  disc, 
by  which  it  is  secured  to  the  body.  In  the  bottom  of  the  body  is  a  lever,  which  is  connected 
by  a  rod  to  a  disc  secured  to  the  back  of  the  body.  To  this  disc  are  also  secured  rods  attached 
to  the  wheels  at  the  end  of  the  bow  and  a  spring.  By  actuating^  the  lever  with  the  foot,  the 
rods  arc  drawn  from  the  wheels  at  the  ends  of  the  bow,  and  the  top  is  left  free  to  fall,  the  springs 
actuating  the  disc  so  as  to  throw  the  rods  into  the  openings  when  the  top  is  raised. 

Claim. — The  employment  of  the  lever  a,  rod  rf,  disc  e,  spring  D.  and  rods  B  B,  togethei* 
with  the  wheel,  or  its  equivalent,  upon  the  Icfver  portions  of  the  front  rib  or  bow  of  the  top,  the 
several  parts  being  arranged  and  used  as  and  for  the  purpose  specified. 

No.  32,559.— Cil\RLES  GREGG,  of  New  York,  N.  Y,— Improved  Automatic  Regulator  for 
Steam-Heating  Apparatus. — Patent  dated  June  18,  1861. — The  piston  is  so  arranged  in  the 
cylinder  relatively  to  the  oi)ening  by  which  the  latter  communicates  with  the  boiler,  that  the 
pressure  of  steam  acts  upon  the  piston  in  such  a  manner  as  to  exert  a  constant  tendency  to 
open  the  air  valve,  whicii  tendency  is  opposed  by  a  spring.  The  supply  of  cold  air  by  the 
valve  being  in  proportion  to  the  heat,  the  temperature  of  the  apartment  will  be  kept  uniform. 

Claim. — Kegulating  or  varying  the  supply  of  cold  air  to  tue  steam-heating  surfaces  auto- 
matically, to  suit  the  condition  of  siiid  heating  surfaces,  bv  means  of  a  spring  damper  in  the 
supply  pipe  connected  to  the  piston  or  diaphragm,  the  whole  arranged  to  operate  as  and  for 
the  above-described  purpose. 

No.  32,560.— Joseph  Gum  and  St.  Clair  Gum,  of  Marseilles,  HI. — Improvement  in  Cul- 
iisators. — Patent  dated  June  18,  1861. — This  invention  is  explained  by  the  claim. 

Claim. — The  combination  of  the  lever  /,  the  levers  I'  l\  to  control  the  lateral  and  vertical 
movements  of  the  cultivators  while  in  use,  with  the  upright  hooked  metallic  rod  r,  by  use  of 
which  to  adjust  the  cultivators  from  the  ^ound,  for  removing  the  machine  from  place  to  place 
when  the  machine  is  not  used  in  cultivation,  substantially  as  described. 

No.  32,561. — S.  S.  Hersey,  of  Farmington,  Maine. — Improved  Apple-Parer. — Patent 
dated  June  18,  1861. — This  invention  consists  in  an  arrangement  of  a  spring,  knife-bar,  and 
gearing,  which  causes  the  apple  to  rotate  and  the  knife-bead  to  travel  round  the  apple  from 
one  end  to  the  other.  A  projection  on  the  inner  side  of  the  spur  wheel,  in  connexion  with  a 
lever  on  the  upright,  prevents  the  wheel  from  being  turned  more  than  one  revolution  before  the 
knife-head  is  Uirown  oack. 

Claim. — First,  the  arrangement  of  the  spnng  L,  knife-bar  M,  sector  J,  and  wheel  I,  sub- 
stantially as  shown,  so  that  the  spring  L  may  perform  the  double  function  of  keeping  the 
kuifo  O  to  its  work,  and  throw  bacjL  the  knife  to  its  original  or  starting  point  after  the  com- 
pletion of  its  work,  as  set  forth. 

Second,  the  employment  or  use  of  the  projection  h  on  wheel  C,  in  combination  with  the 
levar  P,  arranged  in  rektion  with  sector  J.  to  operate  as  and  for  the  purpose  set  forth. 

No.  32,562. — ^Ralph  Hill,  of  Now  York,  N.  Y. — Improvement  in  Daguerreotype  Cases.— 
Patent  dated  Juno  18,  1861. — ^This  invention  is  explained  by  the  claim  and  engraving. 

Claim. — Providing  daguerreotype  cases  with  metallic  rims  B,  swaged  or  struck  up  with 
flanges  a  a  and  notches,  as  shown  at  fr,  to  form  mitre  joints  at  the  comerB  of  the  case  and 
connected  by  wires  c,  to  form  hinges  or  joints  for  the  cases,  substantially  aa  and  for  the  pur- 
pose set  forth. 

No.  32,563.— J.  J.  HiRSCHBUHL,  of  Louisville,  Ky.— Improved  Padlock.— Vtitent  dated: 
June  18,  1861.— The  object  of  this  invention  is  to  obtain  a  padlock  that  cannot  readily  bo 

Sicked,  and  of  comparatively  simple  construction.    The  invention  does  not  admit  of  a  brief 
escription. 

Claim, — First,  the  employment  or  use  of  the  dogs  DBF,  tfnd  slide  G,  when  combined  and 
arranged  with  the  bow  or  shackle  B.  substantially  as  shown,  so  as  to  secure  both.ends  of.  the 
same. 
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Second,  the  employment  or  nse  of  tho  pin  r,  placed  in  the  bit-plate  of  the  key  J,  and  used 
In  connexion  with  the  slotted  plate  q,  for  the  purpose  of  actuating  the  slide  G,  »*)  set  forth. 

Third,  the  arm  tr,  attached  to  the  outer  end  of  the  slide  Q,  in  combination  with  the  slide  af^ 
on  the  bow  or  shackle,  for  the  purpose  of  throwing  the  notch  n  of  slide  Q  oat  of  the  reach  of 
tho  pin  (  of  tho  key  J,  as  set  forth. 

No.  32,564.— T.  C.  HOOKER,  of  Kendall,  N.  Y.-^Trnprovement  in  Harroicf.— Patent  dated 
June  18,  1861. — ^The  two  frames  ore  connected  together  by  links  at  each  end  and  a  rod  or 
hasp  in  tho  centre^  the  latter  bein^  longer  than  the  former,  for  the  purpose  of  preveuting  the 
frames  from  coming  in  contact  with  each  other,  and  allowing  a  twisting  movement  irom  the 
hasp  as  a  centre,  so  that  they  may  conform  to  the  inequalities  of  the  ground. 

Claim. — Connecting  tho  two  parts  A  A  of  a  harrow  together  by  means  of  the  links  b  b  and 
the  rod  or  hasp  D,  when  the  latter  is  of  a  greater  Icngtn  than  the  former,  and  all  arranged 
substantially  as  and  for  the  purpose  set  fortli. 

No.  32,565.-8.  8.  Howard,  of  Milton,  N.  Y.—Tmprovement  in  Grinding  Mills.— Patent 
dated  Juno  18,  1861. — The  support  or  bracket  of  the  bearing  of  the  grinder  shaft  is  formed  so 
as  to  serve  as  the  lower  end  of  the  hopper,  for  tho  purpose  of  rendering  it  stronger  than  the 
usual  method  of  casting  the  bearing  with  a  notch  or  recess  to  receive  the  lower  end  of  tho 
hopper. 

Claim. — Having  the  support  or  bracket «  of  the  bearing  d  cast  with  a  basin  or  bowl  F,  sub- 
stantially OS  shown,  for  the  purpose  of  fonning  the  lower  part  of  the  hopper  G,  the  upper  part 
of  which  registers  with  the  bosm  or  bowl  F,  when  the  two  boxes  A  C  ore  siHJured  togetler. 
by  which  arraueemeut  tho  bearing  d  in  cost  with  the  box  A,  and  a  strong  and  durable  con- 
nexion obtained. 

No  32,566.— John  P.  Jamison,  of  New  York,  N.  Y.— Improved  Drawing  Instrument.^ 
Patent  doted  June  18,  1861. — This  invention  consists  in  the  construction  of  on  instrument  for 
drawing  and  ruling,  to  be  used  by  dmugbtsmen,  architects,  or  engineers,  by  means  of  wh'ch 
the  ordinary  square,  straight  edge,  oblique  and  radiating  rules  may  be  dispensed  with. 

Claim. — First,  the  slide  I,  pencil-holder  J,  and  beam  A2,  when  the  same  shall  4>e  combined 
and  operated  in  connexion  with  the  beam  A,  as  shown,  for  the  purpose  specified. 

Second,  in  combination  with  the  same,  the  pointer  £  and  circular  plate  C,  arranged  and 
operated  in  the  manner  described  for  the  purpose  shown. 

Third,  the  pencil-holder  M,  operating  as  described,  in  combination  with  the  pencil-holder  J, 
•lide  I,  beam  A2,  and  tube  1),  arrou^cxl  and  operated  as  shown  for  the  purpose  set  forth. 

Fourth,  the  point  F,  inserted  in  tne  tube  L>,  in  combination  with  the  slide  1  and  £)encU 
holder  J,  arranged  and  operated  as  described  for  the  purpose  set  forth. 

No.  32,567.— John  Keezer,  of  Chilicothe,  Oh\o.— Improvement  in  Cultivators.'-PAtent 
dated  June  18, 1861. — The  teeth //are  constructed  each  with  a  long  shank  titting  in  adjustable 
fastenings,  so  that  they  can  be  tirmly  held  at  any  distance  apart.  Attached  to  the  mam  beams 
are  stay  rods  1 1,  which  pass  through  shanks  of  tho  cultivator  teeth  /.  Connected  with  the 
front  frame  ore  stays  E  F,  carrying  a  swivel,  to  which  the  whiffletree  is  attached;  by  means 
of  a  screw  and  nuts  the  swivel  is  rendered  adjustable  as  to  height,  for  the  purpose  of  varying 
the  depth  of  the  cultivators  in  the  ground. 

Claim. — First,  adjusting  the  distance  between  the  teeth  //  or  those  used  in  their  stead,  by 
means  of  the  adjustable  tastenings  k  h  and  g  g.  and  stay  rwls  t  i,  when  used  in  combination 
with  the  gallows  frames  U  and  C,  and  stay  rods  a  a,  constructed  and  arranged  substantially 
as  and  for  the  puipose  set  forth. 

Second,  in  combination  with  the  foregoing,  the  stays  F  and  E,  swivel  G,  screw  6,  and  nut  c 
when  arranged  in  relation  to  each  other,  and  operated  in  tho  manner  and  for  the  purpose 
described. 

No.  32,568.— E.  G.  Kelley,  of  New  York,  N.  Y..  and  A.  H.  Tait,  of  Jersey  City,  N.  J.— 
Improvement  in  Apparatus  for  Distilling  Oils. — Patent  dated  J ime  18,  1861.— This  invention 
consists  in  the  arrangement  of  a  series  of  retorts  one  above  the  other  in  the  same  furnace,  in 
combination  with  a  suitable  supply  pipe,  overflow  pipes,  and  with  a  steam  pipe,  the  steam 
passing  through  which  is  superheated  by  running  the  pipe  through  the  interior  of  the  furnace, 
and  which  conmiunicates  with  each  of  the  retorts  in  such  a  manner  that  the  crude  oil,  supplied 
to  the  uppermost  retort  and  running  from  the  same  by  the  overflow  pipes  to  the  lower  retorts, 
is  gradually  heated,  and  the  vapors  of  the  oil,  mixed  with  the  superheated  steam,  are  carried 
into  one  or  more  condensing  ciiambers,  where  both  the  vapors  of  the  oil  and  the  steam  are 
oondensed  by  the  Action  of  one  or  more  jets  of  water  introduced  through  suitable  roses,  and 
by  thus  mixing  the  vapors  of  oil  with  steam,  and  condensing  them  simultaneously  with  the 
steam,  the  oil  is  refined  and  deodorized  by  one  operation.  The  several  retorts  are  connected  in 
such  a  manner  that  the  vapors  formed  in  all  the  retorts  are  returned  to  the  highest  retort 
whence  they  pass  off  into  the  condensing  chamber. 

Xlaim.-^h  ir»tt  the  arrangement  of  a  vertical  range  of  retorts  A  in  an  upright  furnace  B,  in 
combination  with  the  supply  pipe  i/,  connecting  overflow  pipes  e,  steam  pipe  D,  and  branch 
pipe^}  ^,  all  constructed  and  operating  in  the  manner  and  for  the  piurpose  shown  and  described. 
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Second,  the  combination  of  the  rertical  range  of  retorts  A,  steam  p'pe  D,  and  one  or  more 
condensing  chambers  E  E',  sub^tantiallf-  as  and  for  the  purpose  described. 

Third,  the  arrangement  of  the  pipes  e^,  in  combination  with  the  vertical  range  of  retorts  A 
and  connecting  pipes  e,  as  and  for  the  purpose  set  forth. 

No.  32,509.— M.  J.  Knox,  of  Knox  Comers,  N.  Y,^Improved  Clothes  Frame. -^l^uient 
dated  June  18,  18(51. — ^This  invention  consists  of  a  double  quadrangular  clothes  frame  or 
rack,  constructed  in  such  a  manner  that  it  can  be  extended  or  contracted  at  pleasure,  for 
adapting  it  to  hold  a  lar^  or  small  quantity  of  articles  for  drying. 

Claim, — ^The  clothes  frame  described  and  represented,  consisting  of  the  bars  A  A  and  B 
B,  extension  slotted  bars  b  b  A'  A'  W  li\  tightening  screws  and  nuts  e  d,  and  clothes  line  D, 
ail  arranged,  combined,  and  operating  substantially  as  set  forth. 

No.  32,570.— P.  W.  Krause  and  O.  W.  Strong,  of  Chicago,  Hh^Improvement  in 
Grinding  Mills, — Patent  dated  June  18,  18(51. — ^This  invention  consists  in  aiTanging  upon 
one  and  the  same  shaft  a  com-sheller  with  cracking  and  grinding  devices.  The  runner  is 
placed  loosely  on  the  shaft,  and  is  forced  by  means  of  a  spiral  spring  against  a  cup-shaped 
clutch,  which  is  firmly  secured  to  the  shaft.  On  the  back  of  the  runner  is  a  semi-spherical 
projection,  which  fits  into  the  cup-shaped  portion  of  the  clutch,  thus  forming  a  sort  of  ball 
and  socket  joint,  by  which  means  the  runner  adjusts  itself  as  occasion  may  require  to  a 
stationary  disc  secured  to  the  frame. 

Claim, — The  arrangement  on  the  same  horizontal  shafl  C  of  a  toothed  cylinder  E,  work- 
ing in  a  jointed  spring  concave  Q,  in  combination  with  the  self-feedine,  spirallv-toothed 
cracking  cylinder  J,  self-adjusting  runner  L,  a  cup-shaped  toothed  clutch  M,  with  a  corre- 
sponding semi-spherical  projection  m  on  the  back  ot  the  runner  L,  constructed  and  operating 
as  and  for  the  purpose  specified. 

No.  32,571. — George  Lane,  of  New  York,  N.  Y. —Improvement  in  i?M/erf.— Patent  dated 
June  18,  1861. — In  the  bevelled  straight  edge  of  the  ruler  is  formed  a  deep  groove  for  the 
purpose  of  absorbing  any  ink  runnmg  over  the  edge  of  the  ruler,  and  preventing  it  from 
getting  upon  the  paper  as  it  is  ruled. 

Claim. — A  ruler  naving  a  cap'lliary  gproove  e  formed  in  one  or  both  of  its  straight  edges, 
lubstantially  as  and  for  the  purpose  described. 

No.  32,572.— George  Mann,  jr.,  of  Ottawa,  HI. — Improved  Safety-Gunrd  for  Steam 
Boilers. — Patent  dated  June  18,  1861. — Over  an  opening  m  the  upper  part  of  the  boiler  is 
secured  a  short  tubular  column  having  a  spherical  enlargement  at  its  centre  part.  In  a  recess 
in  the  upper  part  of  this  column  is  ^ecui^d  a  metal  disc  having  a  concentric  groove  on  each 
side  for  the  purpose  of  reducing  its  strength  to  such  a  degree  as  to  allow  it  to  oe  burst  by  a 
pressure  of  steam  less  than  the  highest  which  the  boiler  is  capable  of  bearing  with  safety. 
The  disc  is  provided  with  a  fusible  plug  which  will  be  melted  by  a  heat  due  to  the  same,  or 
a  less  pressure  of  steam  than  is  sufficient  to  explode  the  disc  Within  the  enlarged  part  of 
the  tubular  column  is  arrang^ed  a  puppet  valve,  closing  upward,  the  stem  of  which  is  made 
hollow  and  open  at  the  top  tor  the  reception  of  the  guard-pin,  in  order  to  prevent  the  valve 
from  being  closed  until  toe  disc  has  been  blown  away.  Within  a  horizontal  socket  at  the 
side  of  the  column  is  a  puppet  valve  so  arranged  as  to  admit  steam  to  a  whistle  for  sounding 
an  alarm  before  the  pressure  in  the  boiler  is  high  enough  to  fuse  the  plug. 

Claim. — First,  the  employment  of  one  or  more  explosive  discs  or  plates  D,  constnictcd  as 
described,  with  a  conc^ntnc  groove  or  grooves //near  the  margin,  and  applied  substantially 
as  specified,  in  combination  with  the  fusible  plug  g^  as  set  forth. 

Second,  the  valve  E,  applied  below  and  m  combination  with  the  explosive  disc  D,  sub- 
stantially as  and  for  the  piu-pose  set  forth. 

Third,  the  alarm  whistle  G,  and  pressure  valve  I,  employed  in  connexion  with  the  disc  D, 
substantially  as  and  for  the  purpose  herein  described. 

Fourth,  the  guard-pin  L,  applied  in  combination  with  the  valve  E  and  disc  or  plate  D, 
•ttbstautially  as  and  for  the  purpose  specified. 

No.  32,r>73. — 0.  W.  Marshall,  of  Wind.sor  Locks,  Conn.-- Improved  Railroad  Swltfh, — 
Patent  dated  June  18,  1801. — Transversely  of  the  track,  upon  which  is  arranged  a  small  shaft, 
are  secured  dogs  or  projections,  by  turning  which  upwards  upon  the  chairs  against  the  sides 
of  the  rails,  the  latter  are  held  secure!  v  in  position. 

Claim. — ^Tho  employment  of  the  shaf^  c,  dog^  6,  arranp^d  in  connexion  with  the  chairs  or 
head  blocks  A.  and  rails  a  and  a\  substantially  in  the  maimer  as  and  for  the  purpose 
described. 

No.  32,574. — F.  B.  McGregor,  of  Commerce,  Mich. — Improvement  in  Water  Elevators. — 
Patent  dated  June  18,  18Hj. — ^The  receiving  trough  is  provided  with  two  hooks  which  upset 
the  buckets  as  they  rise  in  turn.  Upon  toe  shaft  is  a  double  ratchet  wheel  provided  with 
pawls  connected  by  a  bail,  and  so  arranged  as  to  bo  readily  changed  on  reversing  the  motion 
of  the  windlass  for  fUtemately  raising  the  buckets. 
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Claim, — The  arran^ment  of  tbo  roceiviD^  trough  with  the  windlaM  B,  hooks  O,  backets 
£,  and  short  bars  F,  m  the  maoDer  and  for  the  pnrpoee  shown  and  described ;  and  in  com- 
bination therewith  the  arrangement  of  the  ball  JK,  with  the  pawls  J  J,  and  double  ratchet 
wheel  L,  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  32,575. — Christopher  Meter,  of  New  Brunswick,  N.  J.-^hnprovement  in  Boots 
and  Shoes. — Palent  dated  June  18,  1^1. — ^Tbe  upper  part  of  a  boot  or  snoe  is  provided  with 
a  foxing  of  rubber  by  passing  the  fabric,  together  with  a  thin  sheet  of  plastic  rubber,  between 
rollers,  and  when  prepariM],  is  put  upon  the  hut  and  formed  into  the  aesired  shape ;  the  por- 
tions  which  have  received  the  preparatory  coatings  are  covered  with  pieces  of  rubber  of  cor- 
responding shape.  The  uppers  thus  prepared  may  be  packed  up  in  any  desired  quantities  as 
au  article  of  merchandise,  and  sent  to  any  distance  to  be  made  into  boots  or  shoes. 

Claim. — A  nhoe  of  which  the  upper  is  made  of  cloth  or  other  fabric  permeable  to  moisture, 
coated  with  rubber  in  the  manner  acscribed,  in  such  parts  as  may  be  desirable,  and  having 
itit  sole  made  of  sole  leather  or  some  substance  other  than  India-rubber  or  g^tta-percha. 

Also,  an  upper,  prepared  as  above  described,  to  be  used  for  the  purpose  above  set  forth. 

No.  32, r.76.— Nathan  Miller,  of  Finlcy,  Ohio.^Improvement  in  Water  Eletators  for 
Cattle. — Patent  dated  Juno  18,  1801. — This  invention  consists  in  the  employment  of  two 
platforms  connected  with  a  piston  or  plunger  which  is  fitted  in  a  cvlinder  at*the  bottom  of 
a  reservoir  or  well  and  provided  with  a  discharge  pipe,  so  arranged  that  as  an  animal  steps 
upon  the  pluttorm  it  will  descend  and  cause  the  water  to  be  forced  up  through  the  pipe,  and 
*h**  act  of  steppmg  off  the  tilting  platlbrm  will  cause  the  other  plati'orm  and  plunger  to  rise 
teud  fill  the  cylinder  with  water  omiiu. 

Claim. — The  combination  of  the  tilting  platform  IT,  with  the  platform  F,  when  the  latter 
i«  connected  to  the  plunger  C,  which  is  fitted  withm  the  cylinder  B,  and  provided  with  th* 
eduction  or  water  discharge  tube  I,  all  ananged  to  operate  as  and  for  the  purpo:>e  set  fonh. 

No.  32,577.— Nathan  Miller,  of  Finley,  Ohio.— Improrement  in  Piiifi»s.— Patent  dated 
June  18,  18H1. — ^This  invention  consists  in  connecting  a  platform  with  a  plunger  by  a  heiics 
of  levers  in  such  a  manner  that  by  depressing  the  platform  the  plunger  is  also  depressed  and 
water  consequently  forced  up  through  a  pipe  attached  to  the  plunger. 

Claim. — The  combination  of  the  platform  I,  box  A,  and  plunger  B,  provided  with  the 
tube  C,  when  the  platform  and  plunger  are  connected  by  the  levers  E  and  uprights  G  U, 
arranged  substantially  as  and  for  the  purpose  set  forth. 

No.  32,578.-8.  O.  Morrison,  of  Williamsport,  Pa— Improved  Mode  of  Clearing  and 
Feeding  drain  to  Burr  MillSiones. — Patent  dated  Juno  18,  1801. — This  invention  consists 
of  an  inverted  conical  hopper,  in  the  centre  of  which  is  placed  a  cylinder  attached  to  the 
^pindle  or  shafl  by  armatures  at  the  lower  end  only  with  a  cylindrical  filling  of  wood  sur- 
rounding the  spindle,  for  the  purpose  of  diminishing  the  space  in  the  cylinder,  and  thereby 
adapting  the  air  Hpace  to  the  exhau!«t  fan.  Attached  to  and  surrounding  the  said  cylinder,  and 
constructed  of  hard  wood  or  metal,  is  a  rubber  or  washer  for  the  purpose  of  scouring  or 
cleaning  the  grain  and  reflating  the  feed.  Bv  the  action  of  the  fan,  all  matter  lighter  than 
the  grain  is  orawn  up  and  earned  off  through  the  fan-box. 

Claim. — ^The  hopper  T  T,  constructed  and  used  as  described,  the  cylinder  II  11,  with  its 
rubber,  and  the  cyhnder  K,  in  combination  with  the  horizontal  exhaust  fan.  and  the  (eed 
legulating  device. 

No.  32,579.-8.  O.  Morrison,  of  Williamsport,  TtL—Improrement  in  Ventilating  Afill- 
Stones. — Patent  dated  June  18,  18G1. — Around  the  buhrs  and  connected  with  the  curb  is  fitted 
a  pipe,  with  the  lower  side  on  a  level  with  the  top  of  the  lower  buhr.  In  the  pipe  are  open- 
ings which  allow  a  passage  from  the  buhrs  to  the  pipe,  and  thence  through  ihe  throat  tu  the 
fan-blower  and  discnarge-pipe. 

Claim. — The  pipe  e,  surrounding  the  curb,  and  having  openings,  as  shown  and  described, 
in  connexion  with  the  fan-blower,  the  parts  being  arran^id  and  operated  as  set  furth. 

No.  32,580.— Eu  Mosher,  of  Flint,  WdL— Improvement  in  Water  £/era/ors.— Patent 
dated  June  18,  1861. — In  order  to  keep  the  bucket  from  turning,  the  chain  or  rope  from  the 
main  shaH  is  made  to  pass  through  a  pulley  on  the  bail  of  the  bucket  to  an  adjusting  shaft, 
which  latter  may  be  turned  so  as  to  wind  the  rope  to  adapt  it  to  the  depth  of  water.  On  the 
"ides  of  the  bucket  are  ears  placed  out  of  the  centre,  so  as  to  rest  against  stops  and  prevent  the 
bucket  from  tipping  over  wuen  raised. 

Claim. — First,  the  adjusting  shaft  jf,  in  combination  with  the  hoisting  apparatus  described, 
all  being  arranged  and  operat^  in  the  manner  set  forth. 

Second,  brake  z,  serrated  plate  r,  adjusting  shaft  y,  ears  a  a,  tops  ce,  and  hoisting  apparatUA, 
when  all  shall  be  arranged  and  operated  in  the  manner  and  for  the  purpose  specified. 

No.  32,5=1.— Mortimer  Nelson,  of  New  York,  N.  Y.— Improvement  in  the  Mode  o/5«- 
lecting  Balls  for  Games  of  Chance. — Patent  dated  June  18,  1801. — ^This  invention  relates  to 
a  tally-board  lormed  with  a  series  of  numbers  in  the  centre  corresponding  with  the  number  of 
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eacb  set  of  balls,  tbere  being  four  or  more  sets  of  different  colors,  in  connexion  with  a  circular 
revolving  box  provided  with  a  neck  and  slide,  by  which  only  one  ball  can  be  taken  at  a  timei 
for  the  purpose  of  preventing  the  possibility  of  cheating. 

Claim, — The  taUy-board  g,  arranged  in  the  manner  substantially  as  shown,  in  combination 
with  the  selecting  wheel  a  and  sets  of  numbered  balls,  as  specified. 

No.  32,582.— W.  P.  Penn,  of  Belleville,  Ti'i.^Improvement  in  Threshing  Machines. — 
Patent  dated  June  18,  1861. — Over  the  threshing  cylinder  is  arranged  an  adjustable  concave. 
Under  each  separator-belt  is  arranged  a  metallic  deflector,  which  conducts  the  grain  to  a  riddle 
in  a  shoe  placed  in  the  lower  part  of  the  machine.  At  the  outer  end  of  the  riddle  is  a  small 
cylinder  and  concave  constituting  a  tailings-thresher,  having  a  spout  passing  under  the  apron 
of  the  riddle-shoe,  and  delivering  the  grain  upon  the  lower  seive.  The  nozzle  of  the  fan-chest 
extends  from  the  fan  under  the  separator-belt  to  the  shoe.  A  longitudinal  movement  is  given 
to  the  shoe  by  means  of  a- transverse  crank. 

Claim, — First,  the  arrangement  of  the  concave  b  over  the  cylinder  a,  in  combination  with 
two  close  separator-belts  and  two  beaters,  as  and  for  the  purpo^  described. 

Second,  the  two  metallic  deflectors,  in  combination  with  tne  two  separate  belts,  the  riddle- 
shoe,  and  the  tailings-thresher,  arranged  in  the  manner  described,  for  the  purpose  of  depositing 
the  grain  upon  the  riddle  in  the  shoe,  so  that  the  unthreshed  heads  will  chiefly  fall  in  the  rear 
of  the  thresned  grain  upon  the  apron  on  the  back  part  of  the  riddle. 

Third,  the  combination  of  transverse  crank-shaft  and  blower  with  the  riddle-shoe,  constructed 
as  described,  by  which  the  heads  may  be  transmitted  from  the  upper  sieve  to  the  tailings- 
thresher. 

Fourth,  the  construction  of  the  riddle-shoe,  as  described,  with  an  apron  on  the  rear  end,  in 
combiaation  with  the  spout  of  the  tailings-thresher,  occasioning  the  delivery  of  the  unthreshed 
heads  to  the  tailings-thresher. 

Fifth,  the  small  cylinder  u  and  concave  9,  constituting  a  tailing-thresher,  arranged  as  shown, 
with  a  spout  w  passing  under  the  apron  of  the  riddlo-shoe,  ana  delivering  the  threshed  grain 
upon  the  lower  sieve. 

Sixth,  the  arrangement  of  the  fan  and  the  nozzle  of  the  fan-chest,  the  riddle-shoe,  and  tailings- 
tlire**her,  in  the  manner  described  and  for  the  purpose  specified. 

(Seventh,  the  combination  of  the  two  threshers  and  two  separator-belts  and  beaters,  arranged 
as  described,  with  the  concave  b  and  springs  e,  in  the  manner  and  for  the  purpose  specified. 

No.  32,583.— C.  T.  Porter,  of  New  York,  N.  Y , ^Improvement  in  Centrifugal  Governors 
for  Steam- Engines, — Patent  dated  June  18,  1861. — ^The  balls  and  arms  of  the  centrifugal  gov- 
irnor  are  so  combined  with  a  spring,  employed  as  a  counterpoise  to  the  centrifugal  force  of  the 
balls  and  arms,  that  in  all  positions  of  the  latter  the  distance  through  which  the  spring  is  de- 
flected shall  bear  a  nearly  constant  ratio  to  the  radiiLs  of  the  circle  described  by  tne  centre  of 
the  gyration  of  the  balls  and  arms,  thereby  making  the  governor  extremely  sensitive  to  the 
slightest  variation  in  the  speed  of  the  engine. 

Claim, — Giving  to  the  spring  of  a  centrifugal  governor  an  initial  deflection  of  such  amount 
that  in  every  position  of  the  balls  the  radius  of  the  circle  described  by  tbem  and  the  distance 
through  which  the  spring  is  deflected  shall  bear  a  nearly  constant  ratio  with  each  other  when 
constructed  and  operating  substantially  in  the  manner  and  for  the  purposes  shown  and  de- 
scribed. 

No.  32,584.— Abel  Post,  of  Henrietta,  N.  Y,^Imvroved  Mode  of  Ventilating  Hay, 
Grain,  i^c, — Patent  dated  June  18,  1861. — A  square  tube  is  set  upright  in  the  hay  as  it  is 
being  formed  into  mows  or  stacks,  and  connects  with  two  horizontal  tubes  placed  upon  the 
ground,  through  which  air  passes  to  the  upright  tube.  The  central  tube  is  gradually  raised  as 
the  mow  or  stack  is  built  up,  leaving  an  opening  in  the  hay  into  which  the  dry  external  air 
enters,  by  which  means  the  nay  is  ventilat^. 

Claim, — The  method  of  forming  ventilating  shafts  in  mows  and  stacks  of  hay  or  grain  by 
the  employment  of  movable  tub^  or  boxes  Q  G,  which  are  gradually  raised  through  and 
retainou  in  the  same  during  the  act  of  building  up,  substantially  as  set  forth. 

No.  32,585. — R.  B.  Pullan,  of  Cincinnati,  O.^Improved  Bedstead  Drapery- Fastener  or 
Suspender, — Patent  dated  June  18,  1861. — This  invention  will  be  understood  by  reference  to 
the  claim  and  engraving. 

Claim.— 'The  uniting  of  three  or  more  arms  radiating  from  a  common  centre  by  means  of 
hmges  B  B  B  B,  substantially  as  and  for  the  purposes  described. 

No.  32,586.— John  Robixson,  of  Andover,  'Mass.— Improvement  in  Picker  Motion 
Looms, — Patent  dated  June  18,  1861. — ^>Vithin  the  shuttle-box,  and  resting  on  its  bottom,  is 
a  picker-carrier,  which  server  to  support  a  cuKbiou  or  picker.  The  carrier  embraces  a  picker- 
staff,  so  as  to  be  capable  of  sliding  freely  up  and  down  thereon,  there  being  within  the  picker- 
staff  a  spring  6,  so  applied  to  such  picker-staff  as  to  press  the  latter  downward  toward  the 
bottom  of  the  shuttle-box.  Projecting  downward  from  the  rear  part  of  the  carrier  is  a  tail- 
piece to  steady  the  carrier  in  case  of  wear  of  the  picker-staff.  Beneath  the  lower  end  of  the 
tailpiece  is  arranged  a  projection  which  serves  as  a  rest  or  support  for  the  tailpiece  and  its 


Digitized  by 


Google 


384  ANNUAL  REPOBT  OF  THE 

carrier  daring  its  motion  through  the  middle  third  portion  of  its  arc  of  motion,  the  foot  f* 
sustained  by  an  adjustable  slidor  which  slides  fi-eelj  on  a  horizontal  supporting-rod  k  project* 
ing  iixim  the  frame.  Another  adjustable  slider  is  also  arranged  upon  this  bar^  and  oofds  a 
helical  spring,  on  the  top  of  which  an  arm  from  the  picker  rests  and  bears  while  the  picker- 
staff  moves. 

Claim. — ^The  above-specified  arrangement  and  application  of  the  picker-carrier  C  and  the 
spring  b  with  the  picker-staff  and  the  shuttle-box. 

AUo,  the  combination  and  arrangement  of  the  tailpiece  e  and  the  shoulder  or  stop  e  with  the 
carrier  C,  the  shuttle-box,  and  the  picker-staff,  as  described. 

Also,  the  combination  and  arrangement  of  the  supporting-rod  A,  the  adjustable  fulcrum- 
supporter  ^,  the  adjustable  spring-ease  k,  and  the  arm  tn,  the  whole  being  applied  to  the 
picker-staff  and  its  spring,  as  specihed. 

No.  32,587.— Augustus  Sanborn,  of  Glover,  VL^Impratement  in  Hillside  Ploughs,^ 
Patent  dated  Juno  18,  ItiUl. — The  object  of  this  device  is  to  prevent  the  earth  from  rising  over 
the  mould-board  and  falling  between  it  und  the  plough  beam  bv  means  of  an  adjustable  wing 
arranged  along  the  middle  or  course  of  the  outer  surface  of  the  reversible  mould-board,  and 
projecting  from  a  shaft  arranged  within  a  recess  in  the  mould-board,  the  shaff  being  provided 
at  Its  rear  end  with  an  arm  arranged  at  an  obtuse  angle  to  the  shaft,  so  as  to  enable  the 
operator  to  move  the  win^  bj  means  of  his  foot.  * 

Claim, — The  combination  and  arrangement  of  the  auxiliary  mould-board  or  wing  B  with 
the  hillside  plough  or  its  reversible  mould-board  A,  and  to  operate  therewith  substantially  as 
specihed. 

Also,  the  combination  and  arrangement  of  the  bent  arm  d  with  the  wing  B  and  the  reversible 
mould-board,  the  said  arm  being  to  enable  a  person  to  move  the  wing  under  circumstances 
and  by  means  as  described. 

No.  32,588.— J.  S.  Smith,  of  New  York,  N.  Y, -^Improvement  in  Oficers'  Shonlder-Strapi, — 
Patent  dated  June  18,  18G1. — This  invention  is  designed  as  a  substitute  for  the  embroidered 
bullion  shoulder-strap,  as  being  less  expensive  and  capable  of  being  renovated  when  tarnished 
or  otherwise  disfigured. 

Claim, — An  officers*  shoulder-strap  having  its  border  and  bars  or  other  devices  composed  of 
plates  of  metal  stamped  or  otherwise  \%Tougbt  to  give  their  surfaces  the  form,  and  gilt  or  silvered 
and  burnished  to  g^ve  them  the  appearance  of  bullion  embroidery. 

No.  32,589.— A.  J.  Stevens,  of  Aurora,  lil— Improved  Slide  Valve  for  Steam-Engines, — 
Patent  dated  June  18,  1801. — The  ** anti-compression"  valve  is  enclosed  by  the  chest  which 
is  bolted  to  the  back  of  the  main  valve,  and  consists  of  a  fiat  plato  having  two  ports  of  a 
width  equal  to  that  of  the  upper  ports  of  the  passages,  but  so  much  nearer  to  each  other  than 
the  latter  ports  that  when  one  port  c  or  c'  is  opened  b^  the  corresponding  port  of  the  valve 
the  other  is  closed  bv  the  valve.  Secured  to  the  top  oi  the  valve  chest  is  a  counter-pressure 
plate,  which  is  attached  to  the  said  valve  chest  and  consequently  to  the  main  valve  by  a  tube 
which  screws  into  the  chest  and  serves  as  a  means  of  communication  between  the  valve  chest 
and  the  atmosphere  or  exhaust  pipe.  By  means  of  a  bell-crank  lever  the  anti-compression 
valve  derives  such  a  movement  as  to  open  and  close  the  upper  ports  of  the  passages  C  C  alter- 
nately at  the  proper  time  to  permit  the  exliaust  to  be  continued  through  those  passages  and 
through  the  chest  and  the  tube  I,  affer  either  cylinder  port  has  been  closed  to  the  main  ex- 
haust port  by  the  main  valve. 

Claim, — First,  the  anti-compression  valve  C,  enclosed  in  a  chast  D,  secured  to  or  formed 
upon  the  back  of  the  main  slide  valve,  and  operating  in  combination  with  passages  C  C  in 
the  latter  valve,  substantially  as  and  for  the  purpose  specified. 

Second,  the  tube  I,  serving  at  the  same  time  as  a  means  of  connecting  the  counter-pressure 
plate  11  with  the  main  valve,  and  as  a  means  of  communication  between  the  anti-compression 
valve  chest  D  and  the  atmosphere  or  exhaust  pipe. 

Third,  combining  the  anti-compression  valve  C  with  the  main  valve  by  means  of  a  bell- 
crauk  or  elbow  lever  E,  connecting  their  stems  as  described,  and  having  one  of  its  arms  fur- 
nished with  a  friction  roller  A;,  or  its  equivalent,  working  between  stationary  cuived  gulden 
m  m,  substantially  as  and  for  the  purpose  specified. 

No.  32,590. — Amasa  Stone,  of  Philadelphia,  Pa. — Improved  Apparatus  for  inserting 
Stoppers  in  Bottles, — Patent  dated  June  18,  18(51. — This  invention  relates  to  an  apparatus 
for  inserting  stoppers  into  bottles  filled  under  pressure,  the  bottle  and  stopper  being  provided 
respectively  with  a  female  and  male  screw. 

Claim, — Midiing  the  piston  or  traverse  rod  which  inserts  the  stopple  in  the  bottle  to  revolve, 
and  providing  it  with  a  crank  and  a  device  to  couple  it  to  the  stopple  to  turn  it,  when  it  is 
inserted  in  the  manner  and  for  the  purpose  set  forth. 

No.  32,591.-0.  L.  Turner,  of  New  York,  N.  Y.^Improved  Car  Spr ing, —T&tent  dated 
June  18,  1861. — ^The  surface  of  the  plates  between  which  the  mbber  cylinders  are  fitted  are 
made  bevelled  or  oblique  from  their  peripheries  to  their  central  hubs,  so  that  when  the  rubber 
is  compi-essed  it  will  expand  inwardly  instead  of  bulging  outwards  and  thus  prevent  their 
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cracking  or  mptoring.  To  the  parallel  arms  of  the  draw-bar  are  secured  cross-bars  which 
fit  and  work  in  guides  attached  to  the  main  beams,  by  which  means  the  spiings  are  prevented 
from  being  unduly  compressed. 

Claim, — Having  the  surface  of  the  plate  on  which  the  rubber  rests  made  iuwardlj  descend- 
ing from  pcrii^ery  to  hub,  as  and  for  the  purpose  shown  and  described. 

The  arrangement  of  the  guiding  stop-bars  l  b'  and  pins  e  f  with  each  other  and  with  the 
guides  c  c'f  springs  C,  beams  A,  and  draw-bar  B,  all  as  shown  and  described. 

Also,  having  the  guiding  stop-bar  b'  arranged  to  swing  upon  a  central  axis  upon  the  draw 
bar  B,  as  shown  and  described. 

No.  32,592. — ^V.  Weitz,  of  Cleveland,  O. — Improvement  in  Pumps, — Patent  dated  Jnne 
18,  J8C1. — ^The  cylinder  is  provided  with  two  pistons  workin?  opposite  to  each  other,  the  rod 
of  the  upper  piston  being  hollow,  while  that  of  the  lower  piston  is  solid  and  plays  tluough 
the  hollow  piston  rod.  Lach^f  the  niston  rods  is  provided  with  an  arm,  the  upper  ends  of 
which  arc  hung  each  to  a  chain  which  winds  around  guide  rollers  and  are  attached  at- their 
other  ends  to  the  ends  of  a  vibrating  arc  which  forms  part  of  a  rock-shaft,  by  the  action  of 
which  a  reciprocating  motion  is  imparted  to  the  pistons.  The  lower  end  ot  the  discharge 
tube  is  provided  with  a  small  perforation  to  permit  the  water  to  pass  out  gmduallv  so  as  to 
prevent  it  from  freezing,  and  oetween  the  outer  end  of  the  discharge  tube  and  the  hose  is 
aecured  on  elastic  globe  or  bulb  to  equalize  the  discharge  of  the  water. 

Claim, — ^The  arrangement  of  one  piston  rod  within  and  concentric  with  another  hollow 
piston  rod,  when  used  in  combination  with  a  pump  cylinder  containing  two  pistons  working 
opposite  to  each  other,  in  the  manner  and  for  the  purpose  described. 

Also,  the  relative  amingement  of  one  piston  rou  working  through  and  concentric  with  an- 
other hollow  piston  rod,  and  of  a  vibrating  arc,  chains,  and  guide  rollers,  in  the  manner  and 
for  the  purpose  described. 

Also,  in  combination  with  the  preceding,  the  relative  arrangement  of  a  discharge  tube  per 
forated  at  the  bottom  end,  an  elastic  reservoir  and  hose,  as  described. 

No.  32,593.— Jerome  Wheelock,  of  Worcester,  ^Itisa,— -Improved  Rotary  fahe  for 
Steam  Valves — Patent  dated  June  Id,  1(30]. — At  each  end  of  the  cylindrical  casing  and  be- 
tween the  inner  and  outer  casing  is  a  chamber  through  which  the  upper  channel  communi- 
cates with  the  inner  casing.  In  each  end  of  the  valves  are  formed  corresponding  grooves  in 
which  are  fitted  annular  split  rings  M  M,  on  the  under  side  of  which  are  apertures  through 
which  the  steam  passes,  causing  the  rings  to  expand  and  thus  make  a  steam-tight  joint  be 
tween  tlie  surface  of  the  valve  and  its  chamber. 

In  the  rear  head  of  the  valve  casing  is  fitted  a  centring  or  pivot  screw  provided  on  its  inner 
end  with  a  steel  ring,  which  fits  in  a  corresponding  bush  in  the  end  of  the  valve  and  prevents 
the  valve  from  being  crowded  by  reason  of  its  taper  form,  thereby  avoiding  great  friction  and 
conse<^uent  wear  of  the  valve. 

Claim. — First,  the  packing  rings  M,  when  used  in  connexion  with  the  end  chambers  CI 
C2  and  apertures//,  in  the  manner  and  for  the  purposes  explained. 

Second,  tbe  combination  of  the  ccntnng  screw  J  and  steel  bushings  d  ej,  with  the  conical 
plug  valve  F,  substantially  as  and  for  the  purposes  set  forth. 

No.  32,594. — J.  M.  WiriTALL,  of  Philadelphia,  Pa. — Improvement  in  Preserve  Jars,— 
Patent  dated  June  18,  1861. — ^The  under  side  of  the  edge  ot  the  cover  is  bevelled  so  that  it 
will  press  hardest  upon  tbe  inside  comer  of  the  packing  ring,  so  that  after  the  jar  is  filled  and 
closed  the  pressure  ot  the  air  on  tho  outside  of  the  packing  will  press  it  into  the  joint  between 
the  cover  and  the  jar. 

Claim, — As  a  new  and  improved  article  of  manufacture,  a  jar  with  a  groove  around  its 
mouth,  provided  with  an  India-rubber  ring  and  provided  with  a  top  bevelled  on  tho  under 
sido,  as  described^  for  the  purposes  set  forth. 

No.  32,595. — RODERT  Creuzbaur,  of  Travis  county,  Texas. — Improvement  in  Air 
Chambers, — Patent  dated  June  Id,  18ol. — ^The  air-chamber  is  made  of  such  a  shape  that  tho 
diaphragm  in  its  gpreatest  roach  in  or  out  will  nearly  touch  the  sides  of  the  vessel  or  air- 
chamber.  Tbe  upper  part  of  the  chamber  is  mode  in  a  separate  piece,  and  the  diaphragm  is 
bolted  between  this  top  piece  and  flanges  on  the  main  vessel,  so  that  it  can  be  accessible  for 
renewal  or  lor  filling  with  air.  Over  the  chamber  is  a  small  condensing  pump,  the  piston  rod 
of  which  is  attached  to  a  lever  by  a  bolt  and  tap  so  as  to  render  it  easily  removable  for  the 
purpose  of  screwing  down  a  top  or  cap  on  the  cylinder. 

Claim.  — First,  the  combination  and  arrangement  of  the  diaphragmed  air-chamber  a  6  r, 
rcpleuibhing  pump  P,  jointed  piston  rod  s  t,  and  detached  cap  d,  substantially  in  tho  manner 
and  lor  the  pui'pobe  described. 

iSecoud,  tho  manner,  substantially  as  descrilxKl,  of  constructing  a  condensing  or  replenish- 
ing pump  of  an  air-chamber,  so  that  the  pump  cylinder,  while  tho  piston  is  within  it,  can  be 
Closed  uir-tight  by  a  lid  or  cover  </,  for  the  puiposo  set  forth. 

No.  32,596. — Andrew  Dray,  of  Portland.  Oregon. — Improvement  in  Devices  for  Levelling 
Millstones, — Patent  dated  June  18,  1831. — This  mvbntion  consists  in  a  hoop  provided  wiih 
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spirit  levels  at  its  top  and  witb  a  clamp  at  its  bottom  for  coDtainin^  the  marking  doriee. 
The  clamp  consists  of  two  metal  plates  extending  across  the  centre  of  the  hoop  and  connected 
hy  screw  oolts,  and  serves  to  bold  a  piece  of  cloth  or  other  suitable  substance  saturated  with 
coloring  matter  which  marks  the  projecting  surfaces  of  the  stone. 

Claim. — The  band  or  hoop  A,  m  connexion  with  the  clamp  formed  of  the  plates  C  C,  the 
latter  being  applied  to  the  former,  and  provided  with  the  cloth  or  other  color-absorber  or  re- 
tainer E,  as  and  for  the  purpose  set  forth. 

Also,  in  combination  with  the  band  or  hoop  A  and  plates  C  C\  the  spbrit  levels  B  applied 
to  the  band  or  hoop,  as  and  for  the  purpose  sefc  forth. 

No.  32,507.— Eli  Dcxcan,  of  West  Hilton,  O.— Improved  Fruit-drying  Apparatus.^ 
Patent  date<l  Juno  18,  18G1. — This  invention  consists  of  a  vcntilate<l  chamwsr  in  which  are 
placed  trays  for  holding  the  fruit,  and  surrounded  bv  flues  proceeding  from  a  firo  placed 
underneath.  In  the  floor  and  at  the  lower  part  of  the  two  sWes,  as  also  at  the  top  of  the 
drying  apartment,  are  apertures  provided  with  valves  for  the  purpose  of  admitting  and  regu- 
lating currents  of  air  through  the  chamber. 

Claim. — ^Tho  flues  d  rf,  the  apertures  g  g,  and  valves  h  A,  when  used  in  connexion  with  the 
fruit  trays  G  G,  all  substantially  aiTangcd  as  and  for  the  purpose  set  forth. 

No.  32,598.— John  and  Samuel  Fahiixey,  of  Washington  county,  Md.— /mjvrovemeiif  tii 
Seed  Drills. — Patent  dated  June  18^  J8iiJ. — Between  two  bars  hinged  at  their  forward  ends 
to  the  frame  of  the  machine  and  attached  to  the  same  driil-tube  is  a  brace,  the  for>vard  end 
of  which  is  attached  to  one  of  the  short  levers  D,  which  latter  are  pivoted  at  their  centre  to 
the  cndn  of  a  second  set  of  levers,  which  in  turn  are  pivoted  to  the  ends  of  the  long  lever. 
The  bracxis  and  drill-tubes,  bein^  thus  united  by  a  series  of  levers,  form  a  flexible  connexion 
or  lever  which  will  allow  any  drill  to  rise  or  fall  indc]>endcntly  of  the  others.  By  means  of 
a  weighteil  lever  the  drill-tuoes  are  pressed  into  the  ground,  each  tube  being  free  to  rise  in 
case  of  obstruction. 

Claim. — The  set  of  lovers  D  E  and  O,  forming  a  flexible  lever  or  system  of  levers  for  the 
purpose  of  regulating  the  pressure  Uiwu  the  dnll-tubes  or  openers,  substantially  as  set  forth. 

Also,  the  anangemeut  of  the  weighted  lever  1  and  the  lever  8,  substantially  in  the  manner 
cund  for  the  purposes  speciiied. 

No.  32,599. — J.  T.  Foster,  of  Jersey  City,  N.  J. — Improvement  in  Harrows. — Patent 
dated  Juno  18,  18G1. — The  han"ow  which  is  suspended  beneath  a  frame  consists  of  four  bars, 
each  of  which  is  hung  looselv  so  that  its  teeth  will  rest  upon  the  ground.  An  alternately 
vibrating  motion  is  given  to  the  bars  by  means  of  connecting  rods  attached  to  cranks  on  the 
axles  operated  by  a  driving  crank. 

Claim. — Su8^)endiug  cepaiately  and  loosely  each  one  of  the  oscillating  bars  E,  so  that  it 
will  adapt  itseli  to  the  inequalities  of  the  surface,  constructed  and  arranged  substantially  as 
described. 

No.  32,000. — R.  J.  Gatlino,  of  Indianapolis,  Ind. — Improvement  in  Machines  for  Paving 
and  Pulccrizing  tlte  Soil. — Patent  dated  Juno  Id,  ItiGJ. — These  shares  are  constructed  in  th« 
form  shown  in  the  engraving,  with  sharp  cutting  edges  in  front  and  arranged  in  the  two  ends 
of  the  frame  in  such  a  manner  that  the  soil  lett  by  one  set  shall  bo  cut  by  the  other.  The 
shanks  of  the  inner  ends  of  the  shares  are  pivoted  so  as  to  swing  back  on  the  sides  of  the 
frame,  and  are  held  in  place  bv  means  of  levers  placed  across  them  and  secured  by  wooden 
pins  which  break  in  case  the  share  comes  against  any  obstacle  in  its  way. 

Claim. — The  shares  or  cutters  lettered  K,  when  made,  constructed,  arranged,  and  operated 
Babstautially  as  shown  and  speciiied,  lor  the  purpose  sot  forth. 

No.  32,001.— Charles  Bush,  assignor  to  Himself  and  James  Wygant,  of  Newbnrg, 
N.  Y, — Improvement  in  Uone-kiichutg  Post*. — Patent  dated  June  Id,  J8G1. — This  inven- 
tion consists  in  sinking  below  tlie  surface  of  the  pavement  a  barrel  or  casing  of  sufiicient 
size  to  receive  a  hitching-post.  The  post  is  provided  at  its  lower  end  with  etirs,  which  are 
made  to  tit  into  grooves  in  the  upper  part  of  the  casing  and  sustain  the  post  above  the 
ground.  On  the  top  of  the  post  is  a  cap  wliich  flu  over  the  casing  when  the  post  is  depressed, 
the  object  of  the  invention  bein^  to  have  the  post  out  of  the  way  when  not  in  use. 

CVatm.^^ombining  with  a  hitchlng-post  a  casing  A,  substantially  as  and  for  the  porposea 
described. 

No.  32,002.— Franklin  Clark,  of  Charlotte,  N.  Y.,  assignor  to  Himself  and  N.  Coones, 
of  London,  C.  W. — Improvement  in  Uarresting  Machines. — Patent  dated  Juno  Id,  18(51.— 
On  the  interior  ring  of  the  driving-wheel  is  formed  a  serpentine  groove  in  which  works  a 
fiictiou  roller,  which  is  secured  to  a  stud-shaft  depending  frum  the  lowest  part  of  a  swinging 
forked  arm ;  connected  to  the  stud-shaft  is  a  rod  which  communicates  motion  to  the  cutu«r. 
By  means  of  a  lever,  which  may  be  operated  by  the  hand  or  foot,  the  swinging  arm  may  be 
elevated  and  the  roller  raised  out  of  the  gioove. 

Claim. — The  combination  of  the  internal  serpentine  groove  a*,  swin^ng  arm  B,  shafl  H, 
slotted  bracket  G,  and  lever  E,  operating  in  connexion  with  the  driving-wheel  A  and  the 
connecting  rod  I  of  the  cutter  J,  in  the  manner  ai}d  for  the  pui'poses  set  iorth. 
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No.  32» 603.— Samuel  Nowlan,  assignor  to  Charles  Mettam  &  Co.,  of  New  York,  N. 
Y. — Improvement  in  Galvanic  Soles. — Patent  dated  June  18,  1861. — ^The  object  of  this  inven- 
tion is  to  provide  an  inner  sole  which  will  transmit  electricity  upwardly  through  the  body,  th« 
heat  evolved  by  the  contact  of  the  positive  and  negative  plates  of  which  the  soles  are  formed 
•erving  in  a  gentle  manner  to  keep  the  feet  warm,  while  the  acid  contained  in  the  perspira- 
tion  which  exudes  from  the  feet  quickens  or  excites  the  electrical  capacity  of  the  plates. 

Claim, — As  a  new  article  of  manufacture  the  described  galvanic  boot  or  shoe  sole,  the 
fame  consisting  of  copper  and  zinc  plates,  united  in  separate  relations  to  their  contiguous  sec- 
tions by  means  of  a  flexible  insulating  strip  or  strips  and  eyelet  fastenings^,  substantially  at 
described  and  for  the  purpose  set  forth. 

No.  32,604.— Joel  Webster,  assignor  to  Himself  and  G.  C.  and  T.  H.  Hotchkiss,  of 
Brooklyn,  N.  Y. — Improved  Journal-Boz. — Patent  dated  June  18, 1861. — Keyed  to  the  shaft 
is  a  sleeve  having  in  it  a  semicircular  groove,  which,  in  connexion  with  a  similar  groove  in 
the  inner  surface  of  the  journal-box,  form  bearings  for  balls  in  such  a  manner  that  the  balls 
allow  the  shaft  to  rotate  freely  and  at  the  same  tinie  prevent  it  from  moving  longitudinally. 

Claim, — The  employment  of  the  sleeve  C  with  one-half  circular  groove  a,  in  combination 
with  the  shales  A,  balls  D,  and  box  6,  the  latter  being  provided  with  one-half  circular  groove 
Iff  and  the  whole  being  arranged,  constructed,  and  operating  substantially  as  and  for  the 
puipose  set  forth. 

No.  32,605. — John  Adt,  of  Waterbury,  Conn. — Improved  Lock, — Patent  dated  June  25, 
1861. — This  invention  consists  of  a  bolt  connected  by  a  rod  to  a  U-shaped  yoke  and  provided 
with  a  spring;  by  means  of  a  key  the  disks  of  a  hub  are  turned,  which  actuates  a  circular 
button  fitting  in  the  yoke  of  the  bolt. 

Claim. — "1  he  bolt  B,  provided  with  the  yoke  C  at  its  inner  end,  in  combination  with  the 
spring  D  and  hub  E,  having  the  button  m  attached  and  fitted  in  the  yoke  C,  the  above  parts 
being  placed  in  a  case  A,  alid  all  constructed  and  arranged  as  and  for  the  purpose  set  forth. 

No.  32,606. — ^P.  Andrew,  of  Cincinnati,  O. — Improvement  in  City  Railways. — Patent 
dated  June  25,  1861. — This  invention  consists  in  constructing  a  double-track  railway  upon  a 
frame-work  secured  to  the  top  of  a  single  row  of  iron  posts  placed  in  bed-plates  in  the  outer 
part  of  the  sidewalk.  The  propelling  apparatus  is  stationary,  and  is  made  to  operate  a  shaft 
carrying  a  rope  attached  to  the  cars.  \Vben  the  end  of  one  rope  is  reached  another  rope  and 
engine  are  arranged  to  take  the  car  from  the  end  of  the  first  reach  and  transfer  it  to  the 
second,  and  so  on. 

Claim. — First,  the  arrangement  of  a  quadruple  track  upon  a  single  row  of  pillars  provided 
with  cross-arms  for  suspending  the  cars  therefrom,  as  set  forth. 

Second,  also  the  arrangement  of  the  guide  rails  E,  to  obviate  the  necessity  of  using  flanges 
en  the  car  wheels,  in  the  manner  and  lor  the  purpose  set  forth. 

Third,  the  arrangement  and  combination  of  levers  K  aud  L,  for  holding  the  propelling  rope 
firmly  against  the  groove  of  theAvhccl  I. 

Fourth,  operating  the  car  or  cars  bv  a  succession  of  endless  ropes,  so  arranged  that  on 
leaving  one  endless  rope  the  car  detaches  itself  therefrom  aud  attaches  it«elf  to  that  of  the 
next  succeeding  reach  in  the  manner  and  for  the  purpose  8et  forth. 

Fifth,  the  combination  of  the  gear  apparatus  O  P  Q  with  rope  Z  and  bar  R,  for  attaching 
and  detaching  the  cars  from  the  propelling  ro^. 

Sixth,  the  arrangement  and  combination  ol  wheel  S  and  band  T,  as  described  and  for  the 
purpose  set  forth. 

No.  32,607.— Nathan  Barrett,  of  New  York,  N.  Y,— Improvement  in  Piim;>«.— Patent 
dated  June  25,  1861. — ^This  pump  is  designed  to  lift  only  the  amount  of  water  it  discharges, 
thus  avoiding  the  weight  of  the  whole  colunm  of  water  as  in  ordinary  pumps,  by  means  of 
two  cylinders  connected  to  tho  ends  of  a  walking  beam,  the  piston-rod  being  connected  by 
suitable  gearing  and  levers,  so  that  one  cylinder  shall  balance  the  other,  and  by  oscillating 
the  beam  tho  pistons  will  at  the  same  time  be  operated  and  discharge  the  water  firom  the 
tipper  ends  of  the  cyliaders. 

Claim, — ^The  two  pump  cylinders  D  D,  attached  to  the  ends  of  a  walking  beam  B  coun- 
terpoised thereon,  and  having  their  piston-rods  F',  connected  by  levers  and  gearing  or  seg- 
ments, in  such  a  manner  that  the  pistons  will  be  operated  automatically  by  the  oscillating  of 
the  beam  B,  and  all  arranged  to  operate  as  and  for  the  purpose  set  forth. 

No.  32,608.— L.  A.  Beardsley,  of  South  Edmeston,  N.  Y. ^Improved  Portable  Crane.^ 
Patent  dated  June  25, 1861. — ^The  frame  of  the  carriage  on  which  the  crane  is  mounted  consists 
of  a  semicircular  way  projecting  out  in  the  rear  of  the  axle.  The  shaft  of  the  crane-frtnne  is 
stepped  in  a  bearing  in  the  central  bar  of  the  carrying-frame  as  to  turn  freely  on  its  axis. 
When  the  article  to  bo  raised  reaches  tho  desired  height,  the  crane  arm  is  swung  round  by 
means  of  a  brace  guided  by  the  semicircular  way,  and  the  article  can  be  deposited  where 
required. 

Claim, — ^The  combination  of  the  windlass  J,  circular  way  A,  and  arm  or  brace  O,  con- 
stmcted  and  operated  substantially  as  shown,  with  each  other  and  with  the  crane  D  E,  all  in 
the  manner  and  for  the  purpose  shown  and  described. 
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No.  ^8,609.— David  Bell,  of  Buffalo,  N.  Y.--Improved  Screw  Propetter.— Patent  dated 
June  25, 1801. — This  invention  consi8t»  in  casting  the  nub  and  blades  separately,  and  connect- 
ing them  together  by  meauB  of  wrought-irou  anns  projecting  from  the  liab  at  right  angles  ta 
the  shaft  and  passing  through  corresponding  sockets  formed  at  the  inner  ends  of  the  blades, 
the  latter  being  secuied  to  the  hub  by  nuts  screwed  upon  the  ends  of  the  arms,  so  that,  should 
one  or  more  blades  be  broken,  they  may  be  replaced  by  new  ones.  The  shoulders  upon  tha 
blades  are  cut  away,  so  as  to  leave  dovetail  spaces  between  them  upon  opposite  sides  of  the 
arm ;  in  these  spaces  are  placed  wedges  having  a  nut  and  screw-thread  upon  their  outer  end«» 
by  means  of  woich  the  pitch  of  the  blade  may  bo  readily  Increased  or  diminished. 

Claim, — First,  the  socket  F,  formed  on  the  back  of  the  blade,  substantially  as  and  for  th« 
purpose  set  forth. 

Second,  the  wrought  arms  D,  connected  to  the  hub  in  the  process  of  casting,  in  combina- 
tion with  the  removable  blade,  substantially  as  described. 

Thiid.  the  combination  of  the  wedges  >,  with  the  dovetail  spaces  between  the  shoulders  on 
the  hub  and  blade,  for  the  purpose  of  changing  the  pitch  of  the  wheeU  substantially  as  d»- 
tchbed. 

No.  32,610.— B.  C.  Bibb  and  G.  F.  Needillm,  of  Baltimore,  and  O.  W.  Dorset,  of 
Port  Rft^)ublic,  yLdi.— Improved  Apparatus  for  Curing  Tobacco, — Pifent  dated  June  25, 
1861. — Ihis  invention  consists  in  the  combination  of  a  furnace  surrounded  by  a  jacket  for 
forming  a  hot-air  chamber,  a  direct  draught-pipe  and  a  hot-air  distributing  pipe,  to  be  arranged 
in  a  bam  or  other  building  in  which  tobacco  is  dried  or  cured. 

Claim. — The  combmation  and  arrangement  of  a  furnace  A,  a  hot-air  jacket  B,  with  or 
without  evaporating  pan  on  its  top,  heating  pipes  Q  Q,  direct  drafVpipe  D,  and  hot-air  dis- 
tributing pipe  li,  for  the  purpose  of  drying  toutu^co  in  a  bam  or  other  building,  substantiallj 
as  set  forth. 

No.  32,611.  -G.  G.  Bishop,  of  Nor%valk,  Conn. — Improvement  in  Machines  for  Making 
Feli  Cloth. — Patent  datod  June  25,  18CI. — The  inventor  says :  The  carrier-combs  in  this 
machine  are  to  cons.st  of  as  many  as  may  be  found  necessary  to  take  and  support  the  web 
of  wett  in  a  horizontal  position  in  its  passage  across  the  warp  and  until  it  is  delivered  upon 
and  leceived  by  two  faiier-combs,  one  of  w-hlch  is  arranged  at  either  end  of  the  machine  to 
receive  and  deliver  the  sheets  of  wel\  upon  the  warp,  edge  to  edc^.  The  carrier-combs  ar« 
placed  upon  ways  or  guides  and  propelled  thereon  in  their  circuit  by  four  alternating  screws, 
two  placed  at  each  side  of  the  machine.  The  screws  being  uniform  and  steady  in  their 
motion,  propelling  the  carrier-combs  upon  the  permanent  ways  or  guides,  the  sheeu  of  weft 
aie  conveyed  and  deposited  upon  the  warp  in  an  unbroken  condition. 

C/aim.— First,  the  carrier-combs  N  N2  and  parts  attached  thereto,  or  equivalents,  in  com- 
bination thcrew  ith,  to  constitute  the  said  carrier-combs,  as  a  complete  device  for  the  purposa, 
substantial  I V  as  set  forth. 

Second,  the  use  of  the  carrying-screws  J  and  L,  having  attached  thereto  cams  S  and  V, 
for  the  purposes  specitied,  and  traverse  raiis  T  and  U,  in  combination  with  the  carrier-combs 
N  and  N2,  and  parts  attached  thereto,  or  equivalents,  substantially  as  set  forth,  for  the  pur- 
poses described. 

Third,  also  the  use  of  the  triangular  grooved  cam  X,  in  combination  with  the  carrier-comb* 
N  and  N2,  and  parts  attached  Uiereto,  substantially  as  described,  and  for  tho  purpose  set 
forth. 

FouUh,  also  the  aso  of  the  pin  R,  in  tho  back  of  the  carrier-comb  N2,  in  combination  with 
tho  weighted  icvcr  Q'  and  fallcr-conibs  P  and  P,  for  the  purpose  substantially  as  described, 
and  for  the  purpose  of  operating  the  falkir-combs,  as  set  iorth. 

No.  32,612.— R.  Blackwood,  of  Philadelphia,  Fti,— Improved  Hydraulic  Jacik.— Patent 
dated  June  25,  I8(5i. — Tho  bottom  of  the  main  cylinder  cuusists  of  a  disc  which  screws  into 
it  and  has  a  tube  ftxcd  perpendicularly  through  its  centre,  with  a  screw  thread  around  its 
projecting  lower  end,  whercbv  tho  part  in  which  are  the  wa^'s,  o  o,  and  the  seats  of  the 
valves  1  and  11  can  bo  attached  or  detached  by  means  of  a  screw  nut.  The  injecting  cylinder 
and  the  part  D',  containing  the  ways  and  valves,  are  cast  in  one  piece.  Two  openings,  fitted 
with  screw  plugs,  are  provided  in  the  part  D',  directly  above  the  valves,  through  which  tht 
latter  can  bo  insetted  or  taken  out  as  desired. 

Claim. — The  construction  and  arrangement  of  the  cylinder  D  and  the  valve  seat  part 
D'  together,  in  the  manner  described,  and  in  adjustable  combination  with  the  disc  m,  which 
forms  the  removable  bottom  of  the  cylinder  B,  as  specified,  the  said  part  D',  containing  tha 
Talves  G  H  I,  and  the  ways  o  o,  all  constructed  and  arranged  together  so  as  to  be  readily 
connected  or  disconnected,  as  specified,  and  to  operate  substantially  in  the  manner  described. 

AUK>,mAking  the  open  recess  z,  in  tho  hand  lever  F,  so  as  to  operate,  in  combination  with 
the  pin  w,  in  tiie  manner  described,  for  the  purpose  of  allowing  greater  facility  in  connecting 
or  aisconnecting  the  said  parts,  and  also  lor  the  purpose  of  enabling  the  operator  either  to 
avoid,  or  to  operate  the  stem  K',  by  means  of  the  saia  lever,  as  described,  as  occasion  may 
requira 
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No.  32,613.— P.  B.  Blanchard,  of  Brooklyn,  N.  Y.—Improved  Steam  BoiZer.— PBtent 
dated  June  25,  1861. — The  feed  water  beating  vessel  is  arranged  above  the  superheating 
vessel,  and  their  sides  are  connected  in  such  a  manner  as  to  form  a  shallow  chamber  between 
their  upper  and  lower  tnbe  sheets,  respectively,  and  the  two  vessels  so  connected  are  fitted 
into  an  opening  in  the  top  of  the  smokc-box  in  such  a  manner  that,  except  while  the  damper 
is  open,  none  of  the  gases  can  pass  from  the  smoke-box  to  the  chimney  without  first  passing 
through  the  tubes  ot  the  superheating  vessel,  then  through  the  intermediate  chamber,  and 
aftei"ward  through  the  tubes  of  the  feed  water  heating  vessel. 

Claim. — The  arrangement  of  the  upright  tubular  superheating  vessel  F,  upright  tubular 
feed  water  heating  vessel  G,  and  interposed  chamber  A,  in  combination  with  each  other  and 
with  the  otherwise  separated  smoke-box  D,  and  chimney-base  £,  substantially  as  specified. 

No.  32,614.— F.  B.  Blanchard,  of  New  York,  N.  Y .—Improvement  in  the  application 
of  Blowers  to  Furnaces  of  Locomotives. — Patent  dated  June  25,  1861. — ^I'his  invention 
consists  in  furnishing  the  blower  shaft  with  friction  pulleys  or  rollers  to  work  in  contact  with 
the  driving  or  other  wheels  of  the  locomotive,  the  said  shaft  bein^  arranged  in  bearings 
movable  towards  or  from  the  axis  of  the  wheels,  under  the  control  ot  Isvers,  for  the  purpose 
of  bringing  the  blower  into  or  out  of  operation  as  desired. 

Claim. — First,  the  combination  of  the  movable  bearing  or  bearings  6,  of  the  fan  shaft, 
the  friction  roller  or  rollers  O,  and  the  lever  or  levers  H,  the  whole  applied  i-eUitively  to  the 
driving  or  other  wheels  of  the  locomotive,  and  operating  substantially  as  specified. 

Second,  the  regulating  valve  /,  applied  and  operating  in  the  trunk  of  the  blower,  under 
the  control  of  the  engineer,  substantially  as  specified. 

No.  32,615. — ^Horace  Boies,  of  Hamburgh,  N.  Y. — Improvement  in  Washing  Machines, — 
Patent  dated  June  25,  1861. — ^This  invention  is  explainea  by  the  claim  and  engraving. 

Claim, — First,  a  series  of  rollers  C  D,  supported  in  two  rectangular  frames  E  P, 
which  rollers  and  frame  constitute  two  movablo  rubbers,  the  one  being  supported  upon  the 
other,  in  combination  with  mechanism  for  transmitting  the  said  rubbers,  alternate  and  simul- 
taneous movements  in  opposite  directions,  and  in  parallel  planes  for  the  purposes  and  sub- 
stantially as  described. 

Second,  the  arrangement  of  the  bars  Q,  including  slots  r,  and  spring  arms  S, 
including  sheaves  S',  with  incline  slot  u\  spring  U,  and  lever  T,  so  that  the  downward 
movement  of  the  lever  T  will  bring  the  spring  arms  into  such  position  as  to  cause  the 
theaves  to  bear  with  a  due  amount  of  pressure  upon  the  rubber  frame  E,  while  the  rubbers 
are  in  motion,  and  so  that  said  spring  arms  will  withdraw  automatically  from  such  position 
when  the  pressure  is  removed  and  allow  the  rubber  to  be  turned  up  into  a  vertical  position, 
for  the  purposes  substantially  as  described. 

No.  32,616. — ^D.  M.  Boyd,  of  Indianapolis,  Ind. — Improved  Tilting  Device  in  ShingU 
Machines. — Patent  dated  June  ;25,  1861.— Secured  to  one  end  of  a  vibrating  block  table  is  a 
lever  extending  to  the  adjustable  plane  upon  which  one  end  of  the  lover  rests.  To  the  outer 
end  of  the  frame  is  secured  a  spring,  to  which  is  fastened  a  trigger,  which  latter  is  held  in  its 
forward  and  backward  positions  by  springs,  by  moans  of  whic^  the  position  of  the  block 
tnble  is  alternately  changed  so  as  to  hold  the  table  on  that  diagonal  line  to  the  edge  of  the 
knife  required  to  ^ive  the  shingle  its  proper  taper,  and  cut  at  either  end,  alternately,  the  tip 
and  but  of  the  shingle. 

Claim, — The  horizontal  adjustable  plane  F,  with  the  lever  Y,  together  with  the  spring 
X  and  the  trigger  P,  with  its  appendages,  the  coil  spring  S  and  the  scroll  spring 
O,  when  these  parts  or  their  equivalents  are  arranged  substantially  in  the  manner  and  for 
the  purpose  set  forth;  the  object  and  nature  of  the  invention  being  to  secure  the  tilting  of  the 
blocK  table  of  the  shingle  machine  at  the  proper  moment,  and  to  avoid  any  change  of  the 
table  dunng  the  time  the  shingle  is  being  cut. 

No.  32,617.— Martin  Colton,  of  Sardinia,  N.  Y. — Improved  Spokeshave,—Taient 
dated  June  25,  1861. — ^The  stock  of  the  shave  is  provided  with  an  aujustuble  cam  face 
joumaled  at  ^h  end,  that  part  of  the  face  which  bears  upon  the  work  having  an  expanding 
curvatTU^  commencing  at  the  edge  of  the  knife  and  tansent  to  the  cylindrical  part.  By 
adjusting  the  cam  relatively  to  the  knife,  the  latter  may  be  readily  adi4>ted  to  surfaces  of  a 
gpreurer  or  less  curvature. 

Claim. — ^The  combination  of  the  adjustable  cam  face  C  with  the  stock  A  and  knife  B, 
arranged  and  operating  for  the  purposes  and  substantially  as  set  forth. 

No.  32,618.— John  F.  Cory,  of  New  York.  N.  Y.— Improved  J5»/-5<ocA:.— Patent  dat«d 
June  25,  1861. — Interposed  between  an  ordinai'y  bit  and  stock  is  a  case  in  which  is  a  double 
universal  joint  so  arranged  as  to  allow  of  a  hole  being  bored  near  the  wall  or  other  fixed 
object  which  would  interfere  with  the  use  of  an  ordinmy  bit-stock,  and  also  to  permit  the 
ang.e  of  the  stock  to  be  varied  at  will  while  in  operation. 

Claim, — The  combination  of  the  case  U  with  the  shank  G  and  socket  C,  by  means 
of  the  universal  joint,  in  tEe  manner  and  for  the  purposes  set  forth. 
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Na  32,619.— AnXER  Cutler  and  N.  JnxKixs,  of  New  York,  N.  Y. — Imwrovement  in  Tof 
Pistols* — Patent  dated  Jmio  *o,  1801. — TLis  invention  is  explained  by  tne  claim  and  en- 
graving. 

ClauH. — First,  so  conatnicting  a  toy  pistol  that  the  projectile  will  be  thrown  by  a  direct 
blow  of  the  lianmicr,  Bubstantiaily  as  described. 

fckjcond,  ca8tiDgthe  body — that  is  to  sa^',  the  barrel  and  the  stock — in  two  similar  parts, 
each  rcprc^eutiug  extehorily  onc^half  ot  the  body,  and  each  having  interiorly  a  groove, 
which,  when  the  two  parts  arc  brought  together,  forms  the  bore,  and  having  also  appropriate 
itKoptacles  for  the  mechanism,  as  ^t  forth. 

Third,  the  spring-piece  n,  or  its  equivalent,  for  retaining  the  ballet,  substantially  as  de- 
•cribed. 

No.  32,620.— A.  W.  Dewey,  of  Boston,  Mass.— /morareweiil  tii  Ifater  r/waforf.— Patent 
dated  June  2.'>,  1861. — Secured  to  an  endless  chain,  which  passes  round  a  series  of  bent  arms 
arranged  upon  a  shaft,  is  a  series  of  buckets  of  equilateral  form,  which  in  descending  strike 
the  water  in  such  a  way  as  to  insure  their  fiHing.  Attached  to  the  outer  edge  of  a  spout  am 
two  bent  wiies  acting  as  trippers,  which  cause  the  buckets,  as  they  rise,  to  bo  completely 
inverted  and  thus  discharge  their  contents. 

t'/iiim.-— My  improved  water  elevator,  having  its  separate  parts,  viz:  its  wheel  C,  bent 
anns  a  «,  d:c.,  chain  D,  buckets  E  K,  dLc,  and  the  cams  or  tnppcrs  H  II,  constnicted  and 
anunged  in  relation  to  each  other,  and  so  to  operate  together,  substantially  as  shown  and 
described. 

No.  32,621.— A.  K.  Eaton,  of  New  York.  N.  Y,—Tmprarement  in  the  Process  of  Mann- 
facturimg  MaiUabie  Cast  Iron  and  Steely  and  in  ths  Deoxjfdizing  of  Iron  Ores, — Patent  dated 
Jimo  25,  IbCJ. — This  invention  is  explained  by  the  claim. 

Claim, — First,  the  use  of  carbonic  acid  for  the  purpose  of  removing  carbon  from  cast  iron 
In  the  production  of  malleable  iron  or  steel,  substantially  as  described. 

Secoud,  the  use,  in  combination  with  the  decarbonizing  processes,  of  the  carbonio  oxyd 
generated  by  such  processes  in  the  reduction  of  iron  ore,  substantially  as  described. 

No.  32,622.— H.  N.  Fryatt,  of  Delleville,  N.  J,— -Improvement  in  Decolorizing  Synps, — 
Patent  dated  June  25,  IdGl. — This  invention  is  ezplaincMl  by  the  claim. 

t  laim, — The  use  of  bono  black  or  any  other  substance  capable  of  decolorizing  fluids, 
usiAted  by  centrifugal  force,  as  in  the  ordinary  centrifugal  machine,  as  a  mode  of  and  for  the 
puipose  of  decolorizing  saccharine  juices,  syrups,  or  sugar  solutions  passed  through  it 

No.  32,623.— Mathew  Gill,  of  Battle  Creek,  Mich.— /wpror«neitf  in  Life  or  Safttg 
Ships. — Patent  dated  Juno  25,  1861. — The  two  hulls  which  compose  this  vessel  are  made 
separate  and  distinct  from  each  other,  and  are  coxmectcd  and  secured  together  by  means  of 
CI  OSS-timbers,  braces,  and  rods  in  connexion  with  levers  and  rack-bars.  Both  are  provided 
with  keels,  and  in  case  of  any  damage  to  the  lower  hull  it  is  designed  to  loosen  it  from  the 
upper  one,  which  latter  then  floats  by  itself. 

tiaim, — First,  the  employment  of  the  two  hulls  A  and  B,  when  connected  and  secured 
together,  as  described,  the  timbers  of  the  upper  hull  projecting  down  externally  and  .'ntemally 
over  the  upper  odge  of  the  lower  hull,  for  the  purposo  oif  keeping  the  upper  in  proper  position 
upon  the  lower,  substantially  as  set  forth. 

Second,  the  arrangement  of  the  rods  a  a  a  a,  the  cross-timbers  d  dj  and  the  braces  e  etc, 
in  the  manner  and  lor  the  purposo  set  forth. 

Third,  tho  employment  of  the  levers  J  J,  rack-bars  IT  H,  as  constructed,  when  used  in 
•omiexion  with  the  rods  a  a,  as  and  for  tho  purposo  described. 

No.  32,624.- J.  W.  Hardie,  of  New  York,  N.  Y,—- Improvement  in  Needle-Setter  and 
^Thrender  for  Sewing  Machines. — Patent  dated  June  25,  18b J. — ^This  instmment  consists  of 
a  stock  or  principal  niece,  a  gauge-piece,  and  two  spring-clasps.  The  gauge-piece  is  made 
adjustable  on  tho  stock,  so  as  to  adapt  it  to  diflferent  sewing  machines,  having  aifiercnt  sized 
necdies.  The  spring^clasp  C  adapts  itself  to  the  size  of  the  needle,  and  holds  it  in  a  groove 
on  one  side  of  the  stock,  for  insertion  in  the  needle-bar.  The  stock  has  another  groove  in  tba 
opposite  edge  covered  by  a  broad  spring-clasp  D,  in  which  is  a  hole  opposite  the  threading- 
hole  in  the  stock,  and  between  which  holes  the  eye  of  the  needle  is  placed  and  the  thread 
readily  inserted. 

Liicim.— The  needle-setter  prorided  with  an  adjiutftble  gaage,  to  adapt  it  to  different  sewing 


machines  and  lengths  of  needles,  and  in  combinat- 
instnmient,  tho  needle-threader,  so  arranged 
needles,  substantially  in  the  manner  and  l^r  tl 

No.  32,625.— L.  A.  Hop] 
Patent  dated  June  25,  18G1. 

C/rtim.— As  a  new  article 
the  same  consisting  of 
alternately,  and  having  f 


iwith,  in  one  singlo  and  complete 
t  it  to  different  forms  and  sizes  of 
ipecified 
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with  the  cnnred  leather  strap,  studded  with  rows  of  pins  of  plated  silver  wire,  and  the  curved 
£iDc  plate  at  the  bock  thereof,  the  whole  being  constructed  and  arranged  substantialljr  in  the 
manner  and  for  th«  purposes  set  forth. 

No.  32,626.— L.  P.  Jenks,  of  Boston,  ^ms,— Improved  Machitu  for  Detaching  the  Short 
Fibres  from  Cotton  Seed, — Patent  dated  June  25,  }ii6i, — Secured  to  a  rotating  shaft  within 
a  cylindrical  casing  is  a  circular  plate,  provided  with  abrading  perforations,  which  plate  may 
be  of  a  plitbe  or  concave  surface.  Opposite  to  this  revolving  plate  is  a  corresponding  plate, 
which  does  not  revolve,  but  is  caused  to  move  towards  the  revolving  plate  by  means  of  a  lever 
on  the  outside  of  the  casing,  and  operating  a  central  shaft  attached  to  the  plate.  The  cotton 
seed  is  placed  between  the  two  abrading  plates,  and  while  one  plate  revolves  the  other  is 
moved  gradually  nearer  to  it  by  means  of  the  lever,  the  apertures  in  the  plate  allowing  the 
larger  portion  ot  detached  hbres  to  pass  out,  which  are  then  sucked  through  pipes  by  means  of  a 
fan-blast,  and  discharged  from  the  machine,  the  seed  being  freed  from  Uie  attached  fibre. 

Claim. — Detaching  the  short  fibres  not  now  removed  by  the  cotton-gin  from  cotton-seed 
by  means  of  a  machme  constructed  and  used  substantially  as  described  and  set  forth. 

No.  32,627. — Gilbert  Jessup,  of  Chapinville,  N.  Y,— Improvement  in  Seeding-Ma^ 
chines, — Patent  dated  June  25,  It^l. — This  invention  consists  in  a  method  of  constructing 
and  operating  the  seeding-rollers  so  that  fine  and  coarse  seed  may  be  sown  from  the  same 
hopper,  and  the  seed  at  the  same  time  be  prevented  from  breaking  or  crushing. 

Claim, — The  combination  of  a  seeding- wheel,  having  a  tooth-face  and  channelled  side^ 
with  the  casting  F  G  or  holding-frame,  with  two  seed  entrances,  for  the  purpose  of  sowing 
fine  or  coarse  seed  from  the  same  hopper,  substantially  as  described. 

No.  32,628.— Davoust  Kern,  of  York,  To,— Improved  Process  of  Preparing  the  Flank- 
ing of  Leather  for  Soling — Patent  dated  June  25,  ItiCJ. — The  process  claimed  in  this  inven- 
tion consists  in  placing  the  strips  of  the  flanking  of  leather  in  heated  water  until  softened, 
when  they  are  taken  out  and  thoroughly  worked  or  rubbed.  They  are  then  pressed  between 
two  heated  metallic  pUites,  when  they  are  allowed  to  cool,  the  object  being  to  render  them 
stisceptible  of  packing  and  compression  without  spreading,  so  that  they  l^ome  solid  with 
uniform  surfaces. 

C7aim.— The  prescribed  manner  or  process  of  treating  or  preparing  the  flanking  of  all  and 
every  kind  of  leather  used  for  sojing  Loots,  shoes,  &c. ;  also  lor  bcltiug,  likewise  for  cards, 
whether  machine,  hand,  or  otherwise,  thereby  rendering  it  useful,  substantially  in  the  man- 
ner sp^fied,  described,  and  set  forth. 

No.  32,629. — Charles  Korn,  of  Meriden,  Conn. — Improved  Machine  for  Dressing 
Leather, — Patent  dated  June  25,  1861. — In  the  frame  of  the  machine  are  ioiunaled  a  drum 
and  a  number  of  rollers,  around  which  is  stretched  an  endless  belt  carrying  knives,  which  are 
secured  to  a  frame  projecting  laterally  on  each  side  of  the  belL  The  knives  are  held  to  their 
work  by  a  presser  formed  with  guides  to  receive  and  guide  the  ends  of  the  knife  frame,  and 
depressed  with  a  greater  or  less  force  by  means  of  a  system  of  levers  operated  by  a  treadle. 
Pivoted  adjustably  to  the  bed  of  the  machine  is  a  bar  S  carrying  a  piece  of  leather  or  other 
suitable  substance  for  cleaning  the  knives  at  every  revolution ;  this  bar  is  pressed  forward 
by  a  spring.  The  bench  on  wnich  the  leather  is  placed  is  secured  to  a  knife,  which  is  pivoted 
to  a  slide,  and  beneath  the  knee  is  arranged  a  slide  which,  in  connexion  with<a  nut,  serves  to 
secure  the  bench  at  any  desired  angle. 

C/aim.— First,  the  combination  of  the  treadle  M,  levers  L,  and  presser  E,  the  latter  being 
constructed  with  guides  k  k\  and  employed  in  connexion  with  a  knife  or  semper  frame  I, 
attached  to  an  endless  belt  G,  in  the  manner  and  for  the  purposes  set  forth. 

Second,  the  pivoted  spring  clearer  S  s  T,  constructed  substantially  as  shown  and  described, 
anil  employed  to  clean  the  knife  during  its  continuous  motion,  as  explained. 

Third,  the  combination  of  the  pivoted  knee  n.  wedge  K,  and  slide  O,  for  adjusting  the  bencbs 
N,  as  explained. 

No.  32,630.— Jacob  Kuhn,  of  Centreville,  Vsu^Improvtmtnt  in  Machines  for  Hulling 
and  Cleaning  Clover  Seed, — Patent  dated  June  25,  IdGl. — ^The  teeth  of  the  cylinder  ara 
formed  on  steel  plugs,  which  have  double  bevelled  rectangular  heads,  the  upper  surfaces 
having  V-shaped  grooves  and  teeth  or  edges  cut  in  or  on  them  parallel  witn  each  other. 
These  plug^  are  placed  radially  upon  the  (^^ninder  and  arranged  in  four  parallel  series.  The 
inner  side  of  the  concave  consists  of  alternating  bevelled  ridges  of  double  oblioue  teeth  and 
deep  narrow  grooves  to  correspond  with  the  apexes  of  the  cylinder  plugs.  Ine  hopper  is 
constructed  with  two  distinct  apartments  opening  respectively  to  the  hulling  and  to  the  clean- 
ing apartments,  so  that  any  chaff  found  among  the  hulled  seed  may  be  separated  without 
passing  the  whole  again  through  the  huUer. 

Claim, — First,  constructing  the  teeth  n  n,  of  the  cjrlinder  A,  in  the  manner  or  form  set  forth 
and  described,  the  same  being  arranged  thereon  in  relation  to  each  other  in  the  manner 
specified. 

Second,  constructing  the  inner  side  of  the  concave  B,  with  the  ridges  o  o  of  teeth,  and  the 
grooves  p  p^  between  the  said  ridges,  as  set  forth  and  described,  and  for  the  purpose  of 
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receiving  and  operaHnff  in  combination  with  a  rotating  cylinder  provided  with  the  teeth  m  f^ 
constructed  Buostautianj  as  doacrilMd. 

Third,  making  tho  hopper  with  the  two  distinct  apartments  E  £',  as  set  forth,  the  apart- 
ment E  being  fitted  with  the  ac^nstable  slide  r,  for  regulating  and  allowing  the  discharge  of 
the  contents  of  the  said  apartment  only  into  the  screen  carrier  below,  whilst  the  apartment  £' 
conmiunicates  only  with  the  huller,  as  and  for  the  purposes  specified. 

No.  32,631. — A.  Lebkucker,  of  Belleville,  HI. — Imprxwement  in  Lubricating  Compound, — 
Patent  dated  June  *25,  1861. — The  nature  of  this  invention  is  explained  by  the  claim. 

Claim, — ^Tbe  lubricating  compound  derived  from  the  tise  of  rosin  oil,  muriatic  acid,  zinc, 
lime,  olive  oil,  and  water.  In  the  manner  herein  set  forth. 

No.  32,632.— Joel  Lee,  of  Qalesbnr^,  111. — fmprovtment  in  Water  Elerators, — ^Patent 
dated  June  ^  1861. — On  the  crank  shaft  is  an  enlargement  having  a  groove  in  which  is 
fitted  a  slotted  lever,  the  upper  end  of  which  is  connected  with  the  brake  by  a  chain  passing 
over  a  pulley.  By  moving  the  crank  on  the  journal  it  becomes  disengaged  from  a  pin  in  the 
journal  so  as  to  unclutch  it  before  the  catch  is  raised  from  the  ratcnct,  which  prevents  the 
backward  motion  of  the  crank  as  the  bucket  descends.  A  spring  acting  on  the  lower  end  of 
the  lever  brings  the  slot  in  the  end  of  the  crank  in  contact  with  the  pin,  thus  reclutchlng  it, 
and  the  catcb  at  the  samo  time  falls  into  the  ratchet  by  its  own  weight 

Claim. — First,  the  slotted  lever  N,  in  combination  with  the  brake  P,  for  the  pnrpoee  of 
nnclutching  the  crank,  as  described. 

Second,  the  combination  and  arrangement  of  the  pawl  O,  and  brake  P,  as  described,  and 
for  the  purpose  set  forth. 

Third,  the  spring  R,  in  combination  with  the  slotted  lever  N,  for  the  purpose  of  clutching 
the  crank  and  raismg  the  brake  irom  the  catch,  thereby  permitting  it  to  fail  into  tho  ratchet 
as  described. 

Fourth,  in  combination  with  tho  foregoing  enumerated  devices  a  horizontal  bail  or  hoop 
placed  at  or  near  tho  top  of  the  bucket  /:,  for  the  purpose  of  preserving  the  equilibrium  of  th« 
imckct,  and  aiTbrding  convenience  in  dipping  small  quantities  of  water  Lherefrom  when 
desired,  as  described. 

No.  32,633.— H.  8.  Lewis,  of  Chicago,  IlL — Improvement  tn  Proeesiesfor  Refining  Lard. — 
Patent  dated  June  25,  186J . — The  pan  is  constructed  with  a  double  bottom  inclining  down- 
wards from  tho  sides  to  the  centre.  This  double  bottom  connects  with  a  steam  and  a  cold 
water  pipe,  provided  with  suitable  cocks  for  introducing  the  steam  or  the  water  for  heating 
or  coolmg  tho  contents  of  the  pan.  Attached  to  the  bottom  of  the  pan  are  a  series  of  pipes 
provided  with  cocks,  and  communicating  severally  with  the  pan  and  the  double  bottom,  for 
the  purpose  of  letting  off  tho  contents  ofeither  as  may  be  desiiod. 

Claim, — ^Tho  pan  having  a  double  bottom,  inclining  downwards  from  the  sides  towards  the 
centre,  and  with  an  arrangement  of  steam  and  water-pipes  ODD,  and  cocks  E  F  G  U  1 1, 
as  herein  described. 

No.  32,634.— Is.\AC  LnrosLEY,  of  Providence,  R.  L — Improvement  in  Looms  for  Weaving 
Huir  Cloth. — Patent  dated  June  25,  J86J. — ^This  invention  consists  in  confining  the  lengths 
of  hair  or  other  wei\  which,  by  a  orevions  operation,  have  been  arranged  parallel  to  each 
other  in  a  bunch  or  compressed  body  at  one  end,  and  in  reciprocating  or  otherwise  changing 
the  position  of  the  said  compressed  wefi  with  respect  to  the  device  employed  to  select  single 
lengthn  therefrom,  so  that  a  different  portion  of  tho  compressed  weft  is  presented  to  said  device 
at  oach  stroke  or  motion  made  by  it,  or  at  each  successive  beat  of  the  lay,  for  the  purpose  of 
insuring  greater  certaintv  in  selecting  and  separating  a  length  of  tho  weft  from  the  compressed 
mass  or  bunch.  A  notched  bevel-pointed  lance  is  used  which,  being  plunged  into  the  com- 
pressed hair  or  weft  at  right  angles  to  the  parallel  lengths,  selects  therefrom  a  single  length, 
«and  in  connexion  with  a  yielding  pad  or  arm  carries  tho  length  thus  selected  to  the  proper 
position,  and  holds  the  well  in  the  notch  of  tho  lance  until  it  is  seized  and  detached  therefrom 
by  the  hook,  nippers,  or  other  device,  nsed  to  insert  the  weft  in  the  warp- or  web.  The  said 
lance  is  caused  to  repeat  its  efforts  to  secure  a  hair  or  length  of  the  weft  several  times  during 
a  single  beat  of  the  lay,  by  making  said  repeating  action  dependent  upon  the  failure  in  the 
first  and  succeeding  ineffectual  mo>*ements  to  secure  a  hair  or  length  bv  any  effective  anto- 
matic  mechanism,  which,  in  the  absence  of  the  hair  in  the  notch  of  the  lance,  permits  ita 
movements  to  continue,  and  stops  the  same  when  a  hair  or  len^  of  weA  has  been  secured. 

C7aim.— First,  confining  and  compressing  the  lengths  of  weit  at  one  end,  and  reciprocating 
or  otherwise  changing  tlie  position  of  tho  compressed  position  with  respect  to  the  device  used 
to  select  a  single  length  therefmm,  and  present  the  end  thereof  to  the  hook,  nippers,  or  other 
device,  used  to  insert  tho  length  of  hair  or  other  material  in  the  web,  in  tho  manner  and  for 
tho  purpose  substantially  as  specified. 

Second,  the  lance  ^,  or  its  equivalent,  substantially  as  described,  for  the  purpose  specified. 

Third,  the  yielding  pad  i,  or  its  equivalent,  in  combination  with  the  lance  A*,  or  its  equiva- 
lent, arranged  and  operating  substantially  as  described,  for  the  purpose  specified. 

Fourth,  the  mode  of  operation  substantially  as  specified,  by  means  of  which  a  single  length 
of  the  weft,  or  several  lengths,  are  selected  and  separated  trom  the  compressed  mass  or  por 
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tion  of  the  weft  and  presented  to  the  hook,  nippers,  or  other  device  used  to  insert  the  wef^^ 
the  warp,  substantially  as  specified. 

Fifth,  the  mode  of  operation  substantially  as  specified,  bj  means  of  which,  in  case  the  lanto 
or  equivalent  device  fails,  to  select  a  length  of  the  weft  from  the  compressed  mass,  its  efforts 
to  do  so  are  in  consequence  repeated  several  times  during  a  single  beat  of  the  laj,  subst9J>- 
tialiy  as  specified. 

No.  32,635.— Dennis  G.  Littlefield,  of  Albany,  N.  Y,— Improved  Fire  Pot  for  Coal 
Stoves, — Patent  dated  June  25,  1861. — ^This  invention  consists  in  constructing  the  grate  bare 
of  a  base-burning  fire  pot,  of  soapstone,  fireclay,  or  other  non-combustible  materia?,  8ecQj:ed 
between  an  upper  and  lower  ring  or  frame  of  iron. 

Claim. — In  the  construction  of  base-burning  stoves  as  arranged  and  fitted  substanHaUy 
aecordinff  to  the  specification  in  my  letters  patent  of  January  24,  1854,  the  combination  of 
the  supplying  cylinder  M  with  the  rings  or  framing  U  R,  constructed  as  described  in  thJs 
specification,  so  as  to  admit  of  the  use,  removal,  and  r^lacement  of  separate  bars  of  soa|^ 
Bton^  fireclay,  or  analogous  heat-resisting  substances. 

No.  32,636.— John  McCormick,  of  Madison,  Ind.— /mproved  Boiling  Apparatw9t^ 
Patent  dated  June  25,  1861. — ^This  invention  consists  in  the  construction  of  a  vessel  of  shee^ 
copper,  having  between  its  inner  and  outer  ports  an  air-tight  chamber  nearly  filled  wiUi 
water,  the  vessel  being  hermetically  sealed,  and  the  chamber  thus  constitutiuj^  a  fixed  peF> 
mauent,  unevaporating  part  of  the  vessel.  The  inventor  says:  the  strength  of  the  vessel  is 
to  be  such  as  to  retain  the  water  and  air  in  the  air-tight  water-chamber,  under  a  pressure  of 
about  five  hundred  pounds  to  the  square  inch,  the  water  being  at  a  temperature  of  alnzpt 
four  hundred  and  sixty-seven  degrees  1  ahrenheit. 

Claim, — ^An  air-tight  water-clmmber  containing  water  or  its  equivalent,  said  chamber  bcfhig 
hermetically  sealed,  thereby  retaining  its  contents,  thus  constituting  them  a  fixed,  permanent, 
unevaporating  part  of  the  apparatus,  as  set  forth  and  for  the  purposes  specified  in  the  foc^ 
going  specification. 

No.  32,637.— Samuel  Metzlbr,  of  Naperville,  lXi,—Imvroved  Belt  Co«9/in^.— Patent 
dated  June  25,  1861. — This  invention  consists  in  securing  tne  ends  of  a  pulley  belt,  which 
ends  are  turned  up  at  right  angles  between  two  serrated  metal  plates  rounded  at  their  lo\^r 
inner  edges  and  fastened  together  by  means  of  screw  bolts. 

Claim, — ^The  combination  with  the  ends  of  a  pulley  belt  C,  of  the  two  metal  plates  A  A, 
and  the  screw-bolts  B  B,  the  said  parts  being  constructed  and  applied  in  the  manner  and  fbi 
the  purpose  described. 

No.  32,638.— George  A.  Mitchell,  of  Turner,  Me. — Improvement  in  Boot  flw/s.— Patent 
dated  June  25,  1861. — ^This  invention  consists  in  securing  the  outer  and  inner  soles  and  the 
upper  between  them  firmly  together  at  the  heel  portion  of  the  shoe  or  boot  by  a  pad  of  metal 
or  other  material  covering  this  portion  of  the  soles,  and  attached  thereto  by  screws  or  rivets, 
and  to  which  the  outer  portion  of  the  heel  is  secured. 

Claim, — ^The  pad  E,  united  to  the  upper  and  soles  by  screws  or  rivets,  for  securing  the 
hfel  portion  of  the  boot  or  shoe  fijmly  together,  as  described,  and  for  receiving  the  heel,  toiie 
thereon  secured  for  the  purpose  set  forth. 

No.  32,639.— Porter  Mitchell,  of  Greenfield,  Mass. — Improved  Heating  Apparatus* — 
Patent  dated  June  25,  1861. — ^Attached  to  the  exit  flue  of  a  stove  or  furnace  is  a  metallic 
drum,  within  which  are  two  or  more  inclined  plates  so  arranged  as  to  cause  the  products  of 
combustion  to  be  rejected  back  and  forth  between  the  plates  and  the  inner  surface  of  the 
drum.  At  the  inner  junction  of  the  inclined  plates  is  a  damper  for  preventing  the  diiBct 
passa^  of  the  smoke,  &c.,  to  the  chimney. 

Claim. — The  combination  with  and  arrangement  in  relation  to  each  and  every  pair  of  de- 
flectors of  a  damper,  whereby  direct  communication  of  the  fire  chamber  with  the  exit  floe 
may  be  established  or  not  at  pleasure. 

No.  32,640.-11.  W.  Morse  and  H.  A.  Morse,  of  Canton,  Mass,-— Improvement  in 
Tobacco  Cutters, — Patent  dated  June  25,  1861. — ^This  device  consists  of  two  toothed  sectore 
and  two  curved  racks,  a  stationary  and  a  movable  cam  with  their  rests  and  guides,  combined, 
with  a  lever  and  knife  carrier  so  as  to  give  considerable  power  to  a  draw  cut. 

Claim, — An  improved  tobacco  cutter,  as  constructed,  with  two  curved  racks  a  a',  two 
toothed  sections  b  L\  and  the  stationary  and  movable  cams  H  I^  and  rests  T  I,  arranged  and 
combined  with  the  lever  D,  frame  B,  and  the  knife  carrier  C,  and  so  as  to  operate  substan- 
tially as  described. 

No.  32,641. — H.  A.  and  L.  B.  Myers,  of  Elmore,  Ohio. — Improvement  in  Orain  Drills,'^ 
Patent  dated  June  25,  1861. — ^Attached  to  the  under  side  of  the  floor  of  the  seed -box  is  the- 
base  of  a  conical  shelf,  which,  in  connexion  with  the  piston  when  depressed,  forms  a  pocket 
into  which  the  seed  is  discharged,  from  which  the  seed  is  in  turn  discharged  on  the  return 
motion  of  the  piston,  by  which  means  a  uniform  and  accurate  measiire  is  secured. 
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Claim,— The  conical  shelf  v.  with  the  up  and  down  morement  of  the  piston,  as  and  for 
the  purpose  described. 

No.  32,642.— Mark  8.  Palmer,  of  New  Bedford,  Mass.— /mwrwerf  Machine  for  Filling 
qnd  Folding  Medical  Powder  Paper*.— Patent  dated  June  25,  1861.— This  invention  relates 
to  improvements  in  machinery  for  preparing  strips  of  paper,  filling  them  with  certain  quan- 
tities  of  powder,  and  folding  up  tne  papers  containing  the  powders  in  a  proper  shape  for 
medical  purposes.  The  size  of  the  parts  which  receive  and  fold  the  papers  may  be  varied  so 
as  to  adapt  the  machine  for  folding  papers  of  different  size. 

The  construction  of  the  mechanism  does  not  admit  of  a  brief  description. 

Claim, — ^First,  the  feed-roller  D,  bed  plate  E',  spring  pressure  ijlate  D2,  and  knife  D3,  in 
combination  with  the  reciprocating  fingers  or  pins  e2  e2  working  in  slots  through  the  lower 
Dlate  E,  all  arranged  with  relation  to  the  folding  box,  and  operating  substantially  as  herein 
described. 

Second,  the  folding  box,  constructed  with  jointed  folding  sides  F  F',  operating  as  de- 
scribed, in  combination  with  the  reciprocating  bottom  plate  L2,  and  its  side  bottom  plates  e4 
eAt  as  set  forth. 

Third,  the  pressing  or  creasing  block  H,  operating  between  suitable  guides  A  A,  when  said 
block  is  arranged  in  relation  to  the  folding  box,  and  operates  as  described,  to  crease  the 
paper  preparatory  to  the  folding  operation ;  and,  in  combination  with  creasing  head,  the 
Uie  holding  fingers  n  n,  or  their  equivalents,  operating  substantially  as  and  lor  the  purposes 
set  forth. 

Fourth,  in  connexion  with  creasing  head  H,  the  plunger  J;  and  in  combination  with 
this  plunger  the  hollow  stem  or  tube  1,  tube  m,  case  I,  reciprocating  measuring  block  M,  and 
hqpper  b'^  all  arranged  and  operating  coi\jointly,  substantially  as  herein  descrioed. 

No.  32,643.— George  Parr,  of  Buffalo,  N.  Y.— Improved  Camp  CA«se.— Patent  dated 
Juno  25,  1861. — ^The  chest  b  made  in  two  parts,  hinged  together,  and  provided  with  folding 
legSf  arranged  in  such  a  manner  as  to  readily  convert  the  chest  into  a  table. 

Claim, — A  camp  chest  constructed  in  two  parts  A  and  B,  having  folding  legs  D  hinged 
thereto  as  shown  at  e,  with  springs  F,  (or  hooks, )  for  holding  the  legs  in  a  perpendicular 
position,  for  the  purposes  and  substantially  as  described. 

No.  32,644.— R.  H.  Peck  and  E.  M.  Gipford,  of  Wolcott,  Yt— improved  Tub  and  Pail 
Machine, — Patent  dated  June  25,  1861. — Fitted  to  a  socket  upon  one  end  of  a  spindle  is  a 
mandrel  resting  on  a  proper  bearing,  and  with  its  outer  end  of  a  proper  size  and  form  to  re- 
ceive a  tub  or  paiL  Supported  in  the  main  frame  is  a  swinging  trome  carrying  two  knives 
which  cut  the  ends  of  the  tub  to  the  proper  length.  Rests  are  provided  at  each  end  of  the 
machine  for  supporting  the  necessai'y  tools  used  while  the  parts  are  rotating. 

Claim, — The  arrangement  of  the  mandrel  G,  the  swinging  frame  H,  carrying  the  knives 
A  and  A,  the  damp  F  L,  and  the  rests  I  and  N,  substantiaDy  as  and  for  the  purpose  set  forth. 

No.  32,645.— C.  H.  Perkins,  of  Providence,  R.  I,— Improved  Machine  for  Making  Horse- 
shoes,— ^Patent  dated  June  25,  1861. — This  invention  relates  to  machinery  for  making  horse- 
shoes, by  which  the  bar  is  hammered  and  drawn  into  proper  shape  by  a  succession  of  blows, 
and  it  consists  in  an  arrangement  of  devices  for  fashioning  the  snoe  from  a  bar  of  metal,  and 
a  means  of  arresting  the  fall  of  the  hammer  at  certain  periods,  and  thereby  preventing  the 
"half  blow"  which  is  incident  to  the  operation  of  all  hammers  worked  by  a  tappet  shaft  or 
**wild  cat." 

Claim, — ^First,  the  combination  and  arrangement  of  a  separate  hammer  and  creaser  with 
a  single  helve,  so  that  while  one  is  at  a  state  of  rest  and  disconnected  from  the  helve,  the 
the  other  shall  be  connected  therewith  and  capable  of  being  operated  by  it  independently  of 
•the  other,  substantially  as  described. 

Second,  the  use  of  a  separate  hammer  and  creaser  capable  of  acting  independently  of  each 
other  in  combination  with  the  instruments  for  giving  the  first  bend  to  the  shoe  blank,  sub- 
stantially as  described. 

Third,  constructing  the  fiice  of  the  hammer  with  a  raised  rim,  as  described,  for  the  purpose 
d*  ffiving  shape  to  the  shoe,  and  also  for  facilitating  the  escape  of  the  scale  as  it  is  formed. 

Fourth,  the  combination  of  the  prongs  26,  and  scraper  27,  or  their  equivalents,  for  the 
purpose  of  removing  the  shoe  after  it  has  been  finished,  applied  and  operated  substantially 
as  described. 

Fifth,  the  mode  of  operation  substantially  as  specified,  by  means  of  which  the  prop  is  re- 
.moved  firom  the  hammer  helve  to  permit  the  operations  of  plating  and  creasing  tne  shoe  to 
be  performed,  and  at  such  times  relatively  to  toe  revolution  of  the  wild-cat  as  to  prevent  a 
hall  blow  from  the  hammer,  as  set  forth. 

No.  32,646.— T.  W.  Porter,  of  Bangor,  ^ame,— Improvement  in  Ox  FoAre*.- Patent 
dated  June  25,  1861. — The  yoke  is  formed  of  two  pieces,  the  lower  one  of  which  has  a 
greater  curvature  than  the  other.  Between  the  ends  of  the  yoke  are  pieces  of  wood,  the 
grain  of  which  is  placed  transversely  to  that  of  the  two  curved  pieces.  A  sliding  bolt  is 
secured  to  the  upper  part  of  the  yoke,  and  serves  to  hold  the  bow. 
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Claim, — First,  the  pieces  A  and  B,  in  the  constmction  of  ox  yokes,  when  arranged  snb- 
stantiallj  as  described. 

Second,  forming  the  ends  of  jokes  of  two  or  more  layers  of  wood,  the  grain  or  fiber  of  one 
or  more  layer  or  layers  being  placed  transversely  to  that  of  the  other  or  others,  substantially 
as  described. 

Third,  forming  that  part  of  the  yoke  which  bears  upon  the  neck  of  the  ox,  by  bending  the 
wood  so  that  the  direction  or  curvature  of  the  grain  or  liber  shall  conform  to  the  curvature  of 
said  part  of  the  yoke. 

Fourth,  the  bow  holder  or  pin,  when  used  in  combination  with  the  yoke,  substantially  as 
described  and  for  the  purpose  specified. 

No.  32,647. — J.  A.  Preston,  of  Boston,  Mass. — Improvement  in  Bottle  Stoppers. — Patent 
dated  June  25, 1861. — ^The  valve  and  its  stem  consists  of  a  glass  ball  blovi-n  upon  the  top  of  a 
rod,  which  is  then  inserted  in  the  mouth-p|iece  of  the  bottle,  the  lower  end  of  the  rod  oemg 
heated,  so  that  it  may  be  bent  and  prevented  from  falliDg  out. 

Claim, — A  bottle  stopper  made  with  its  valve  and  valve  stem  entirely  of  glass,  as  set  forth 
for  the  purpose  specifieo. 

No.  32,648.— George  Bace,  of  Norwich,  N.  Y,— Improvement  in  Water  Elevators,-^ 
Patent  dated  June  25,  1861. — ^This  invention  consists  in  the  employment  of  a  ratchet  placed 
looselv  on  the  windlass  shaft,  in  connexion  with  a  wheel  attached  permanently  to  the  wind- 
lass shafl,  and  enclosed  within  a  barrel  attached  to  the  ratchet,  said  wheel  being  acted  upon 
by  a  spring  and  an  eccentric  and  a  brake,  so  arranged  that  the  bucket  mav  be  elevated  by 
the  rotation  of  the  crank,  and  released  at  any  time,  so  as  to  descend  as  graoually  as  may  he 
d^red  and  suddenly  at  any  desired  point. 

Claim, — ^The  ratchet  C,  with  barrel  d  attached,  placed  loosely  on  the  windlass  shaft  a,  in 
connexion  with  the  wheel  E  on  the  windlass  shaft  a,  and  the  spring  F  and  eccentric  and 
brake  G  ^  on  lever  H,  all  arranged  substantially  as  and  for  the  purpose  set  forth. 

Also,  the  particular  arrangement  of  the  spring  F,  substantially  as  shown  and  described, 
whereby  the  spring  E  is  made  to  perform  the  double  function  of  a  friction  brake  and  spring. 
as  set  lorth. 

No.  32,649.— George  M.  Rhoades,  of  Hamilton,  N.  T. — Fmproventent  in  Machines  for 
Trimming  Teasels. — Patent  dated  June  25,  1861. — ^The  object  ot  this  invention  is  to  remove 
the  thick  leaves  immediately  at  the  base  of  the  bur  of  teasels,  used  for  raising  the  nap  on  the 
suriace  of  cloth,  which  is  efiected  by  means  of  two  tubes  serrated  at  their  upper  ends,  the 
inner  one  of  which  is  made  to  revolve,  and  the  outer  made  adjustable  as  to  its  elevation. 

Claim, — First,  the  employment  of  a  revolving  tube  c,  provided  with  one  or  more  teeth  as 
described,  and  for  the  purposes  set  forth. 

Second,  surrounding  tube  c,  with  an  adjustable  outer  tube  I,  substantially  in  the  manner 
and  for  the  purposes  set  forth. 

Third,  rotaimng  the  outer  tube  I  at  any  desired  degree  of  elevation  by  means  of  check 
nnts  U  and  springs  F,  in  combination  with  rods  g,  substantially  as  represented  and  described. 

No.  32,650.— W.  B.  Rhoades,  of  South  Dedham,  Uaan.— Improved  Clothes  Wringer.-- 
Patent  dated  June  25,  18G1. — To  the  upper  end  of  each  stanchion  is  hinged  a  lever  extending 
across  and  projecting  over  the  machine,  and  over  each  projecting  end  is  passed  an  India 
rubber  baud  attached  to  a  pin  on  the  side  of  the  stanchion.  The  portion  of^  each  lover  near 
the  hinge  is  hollowed  out,  and  rests  on  the  sliding  bearings  of  tne  upper  roller,  by  which 
means  a  considerable  range  of  motion  is  allowed  to  the  upper  roller,  and  adapts  it  to  the 
passa^  of  articles  of  different  size. 

Claim. — The  rolls  B  and  C,  with  the  sliding  bearings  g,  in  combination  with  the  levers  D 
and  springs  A(,  arranged  and  operating  substantially  as  set  forth. 

No.  32,^1.— N.  H.  Richardson,  of  Fitchbui^,  ^iasB.— Improved  Ratan  Machine,— 
Patent  dated  June  25,  IbOl. — A  pair  of  auxiliary  feeu  rolls  are  so  arranged  in  advance  of  the 
scraping  cutters  that  they  may  be  sepaiated  simultaneously  with  the  cutters  when  a  stick 
enters,  and  may  be  swung  out  of  the  way  when  it  becomes  necessary  to  get  at  the  scrapers 
to  adjust  or  sharpen  them.  These  rolls  are  made  slightly  smaller  in  diameter  than  those  on 
the  other  side  of  the  scrapers,  in  order  that  the  ratan  may  be  strained  tight  and  kept  straight 
at  the  point  between  the  rolls. 

Claim, — First,  the  rolls  K,  in  combination  with  the  rolls  H  upon  the  opposite  side  of  the 
scrapers,  when  the  former  K  are  of  slightly  smaller  diameter  than  the  latter  II,  as  set  forth 
for  tne  purpose  explained. 

Second,  so  connecting  the  scrapers  with  the  feed  rolls  in  advance  of  them  by  means  of  the 
connexions  described,  or  their  substantial  equivalents,  that  tbey  shall  be  simultaneously 
separated  for  the  entrance  of  the  ratan,  as  set  forth  for  the  purpose  described. 

No.  32,652.— C.  W.  Saladee,  of  Pine  island,  Texas.— /m;»ror«in«nl  in  Steam  Ploughs,-^ 
Patent  dated  June  25,  \&j\. — The  nature  of  this  invention  will  bo  understood  from  the 
claim.    It  does  not  admit  of  a  brief  description. 
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Claim. — First,  the  combination  of  the  several  parts  shown  and  described,  for  the  pnipose 
of  combining  in  one  machine  the  facilities  of  ploughing,  sowing  the  seed,  rolling  and  harrow- 
ing at  one  operation,  as  well  as  to  perform  either  of  these  objects  separate  and  apart  firom  the 
others. 

Second,  the  peculiar  construction  and  arrangement  of  the  ploughs  x  and  colters  Y,  Fig.  1, 
in  combination  with  the  angle  iron  ring  brace  »,  in  the  manner  and  for  the  purpose  smiwn 
sod  described. 

Third,  extending  the  points  z  of  the  colters  Y  Y,  Fig.  1,  out  beyond  the  line  or  tArtbd 
d^cribcd  by  the  points  of  the  ploughs,  in  the  manner  and  for  the  importantpurpose  set  forth. 

Fourth,  the  radius  bars  O  O,  Fig.  1,  but  more  particularly  shown  in  Iig.  3,  shaft  Q  Q, 
shifting  pinions  S  S,  in  combination  with  the  crank-shaft  L  and  revolving  drums  C  C,  for  the 
purpose  of  regulating  the  advance  of  the  machine  in  proportion  to  the  cut  made  upon  the 
ground  at  each  revolution  of  the  ploughs,  and  for  the  additional  purpose  of  throwing  out  of 
gear  either  one  or  both  of  the  drums  C  C,.to  facilitate  the  turning  of  the  machine,  as  shown 
and  described. 

No  32,653.— Herman  Schroder,  of  New  York,  N.  Y. — Improvement  in  Bruch-Loading 
Fire- Arms. — ^Patent  dated  June  25,  1861. — The  movable  breech  pin  is  formed  with  a  rack  on 
its  under  side,  whose  teeth  engage  with  those  of  a  segmental  pinion  on  the  end  of  the  lever 

rord,  by  means  of  which  the  lock  is  cocked,  and,  at  the  same  time,  the  breach  of  the  barrel 
released,  so  that  it  may  be  thrown  upward  to  receive  the  charge.  The  movable  breech 
has  sunk  in  its  face  an  annular  chamber  of  V  form  in  ita  cross  sections  for  the  reception  of 
the  charge.  Shoulders  are  formed  upon  the  dog  to  which  the  needle  stock  is  jomted,  to 
aojest  the  forward  motion  of  the  needle  when  the  lock  is  sprung. 

Claim, — First,  the  movable  breech  pin  F,  when  operating  as  described,  to  cock  the  liock 
and  lock  the  barrel. 

Second,  the  movable  breech  pin,  operating  as  described,  in  combination  with  the  ezpax^ 
rfve  annular  charge  chamber  /,  as  and  for  the  purpose  specified. 

Third,  the  shoiuders  A  on  the  dog  G,  as  and  for  the  purpose  set  forth. 

No.  32,654.— William  F.  Sheldon,  of  East  Mendon,  N.  Y.— Improvement  in  Mclo- 
deons. — ^Patent  dated  June  25,  1861. — ^The  object  of  this  invention  is  to  enable  the  playeis 
of  little  experience  to  play  in  different  keys,  and  the  invention  consists  in  a  movable  key- 
board so  applied  and  combined  with  reeds  that,  by  the  aid  of  a  fixed  scale  in  firont  of  ihe 
key-board,  it  may  be  set  to  play  in  any  desired  key. 

Claim. — First,  a  movable  key-board,  so  combined  with  the  reeds  of  a  melodeon,  or  the 

X'valent  parts  of  any  other  instrument,  that,  by  the  aid  of  a  fixed  scale,  it  may  be  set  to 
^'  in  different  keys,  substantially  as  specified. 

fciecond,  combining  the  so-applied  movable  key-board  with  the  reeds,  or  their  equivalent, 
by  means  of  interposed  levers  X  L,  applied  and  operating  substantially  as  specified. 

Third,  the  horizontal  screw  M,  applied  in  combmation  with  the  movable  key-board,  snb- 
Btantially  as  described,  to  acyust  it  to  or  hold  it  in  any  desired  position. 

No.  32,655. — ^M.  A.  Shepard,  of  Bridgeport,  III. — Improvement  in  Water  ElevtUor^^ — 
Patent  dated  June  25,  IdGl. — ^A  rectangular  case  is  divided  by  a  vertical  central  partition 
into  two  compartments,  and  each  compartment  is  provided  with  inclined  partitions,  the  par- 
titions of  one  compartment  having  a  reverse  position  to  that  of  the  other,  and  the  compart 
meuts  communicating  with  each  other,  so  that  by  oscillating  the  case  water  may  be  elevated 
&Qm  the  bottom  to  point  of  dischar^  at  the  upper  part. 

Claim. — ^An  oscillating  or  swingmg  box  C,  aividcd  into  two  compartments  c  c  by  a  centml 
panitiou  6,  and  said  compartments  subdivided  into  compartments  t  e'  by  partitions  //,  the 
compartments  e  e'  communicating  with  each  other  by  openings  g  g^,  and  all  arranged  to 
operate  substantially  as  and  for  tl^  purpose  set  forth. 

No.  32,656. — D.  H.  SmRLET,  of  Boston,  Mass. — Improvement  in  Skates. — Patent  dated 
June  25,  1661. — ^The  rear  portion  of  the  heel  part  of  the  body  of  the  skate  has  cast  to  it  on 
the  under  side  a  screw  box,  through  which  fits  a  screw  having  a  head  at  its  rear  end.  which 
laps  over  the  heel  part  of  the  skate,  so  as  to  bear  against  the  heel  of  the  boot,  and  lock  the 
nate  to  the  heeh  The  forward  part  of  the  bodv  is  provided  with  a  top  cap,  and  a^et-off  at 
the  heel  has  spikes  which  enter  the  fipont  of  the  heeL 

Claim, — ^Flrst,  the  arrangement  of  the  screw  box  to  the  heel-locking  screw  below  the  heel 
portion  of  the  body  of  the  skate,  essentially  as  shown  and  described. 

Second,  securing  the  skate  at  the  heel  by  the  button  or  head  of  the  heel  screw,  armnged 
ftnd  applied  to  gripe  on  or  against  the  heel  of  the  boot  or  shoe,  as  set  forth. 

Third,  the  combination  of  a  heel-locking  screw  with  a  step  or  set-off  in  the  body  of  tltt 
ideate  in  front  of  the  heel,  and  fitted  with  nrongs  or  spikes  to  gear  with  the  firont  of  the  heel 
of  the  boot  or  shoe,  substantiallv  as  specined. 

Fourth,  the  combination  of  the  heel-locking  screw,  spiked  set-off  or  step  to  the  body  in 
iront  of  the  heel  and  toe  cap,  all  for  operation  togethco-,  essentially  as  set  forth. 
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No.  82,657.— H.  T.  StanaRD,  of  Wayne,  Micli.—/m^roi?efiiefi<  in  Sash  Holder $.^Vektent 
dated  June  25,  1861. — ^This  invention  consists  in  fastening  the  sash  by  pressing  any  elastic 
substance  sigainst  it  by  means  of  a  lever  and  cam. 

Claim, — ^The  cam  H,  lever  L,  and  elastic  substance  F,  all  arranged  and  operating  as 
qyedfied. 

No.  32,658.— Leopold  Thomas,  of  Allegheny,  Ve^— Improvement  in  Fo/rw.- Patent 
dated  June  25,  1661. — The  object  of  this  invention,  the  nature  of  which  is  expressed  in  the 
daim,  is  to  secure  the  certain  and  prompt  opening  and  closing  of  the  upper  valve  or  valve 
in  the  plunger,  which  in  oil  wells  is  frequently  prevented  in  pumps  of  ordinary  constroo- 
tion,  owing  to  the  upward  presure  of  gas  issuing  from  the  well. 

Claim, — ^Attachin^  the  piston-rod  of  lifting  pumps,  by  which  the  plunger  is  operated,  to 
the  upper  valve  itselt,  in  such  a  manner  as  that  the  first  part  of  the  motion  of  the  piston-rod, 
dther  on  its  up  or  down  stroke,  shall  be  to  open  or  close  the  valve,  as  the  case  may  be,  white 
the  plunger  itself  is  moved  by  the  further  stroke  of  the  piston-rod,  substantially  in  the 
manner  described. 

No.  32,659. — J.  A.  WhttneT,  of  Maryland,  N.  T. — hnnrovement  in  Brakes  for  Vehicles, — 
Patent  dated  June  25,  1861. — Arranged  on  the  reach  of  tne  wagon  are  two  levers  capable  of 
being  connected  together  or  disconnected  at  pleasure,  one  of  said  levers  bein^  pivoted  to  a 
longitudinally  sliding  bar  which  is  connected  to  and  moves  the  brake  bar,  and  the  other  lever 
being  connected  to  the  drau?ht-pole  by  means  of  two  chains  passing,  one  above  and  the 
other  below  the  axletree,  so  tnat,  when  the  two  levers  are  connected  together,  the  rise  and 
fall  of  the  draught-pole  will  actuate  the  brake  bar.  When  the  levers  are  disconnected,  the 
brake  bar  may  be  operated  by  hand. 

Claim, — ^The  combination  of  the  levers  g  and  h  A,  their  arms  gl  g2j  k,  pivoted  together 
by  loose  pin  m,  connected  to  the  brake  bar  E,  and  operated  by  the  movements  of  the  draught- 
pole  D ,  substantially  as  described  and  shown. 

No.  32,660.— W.  F.  WickershaM,  of  St  Louis,  "JAo.— Improved  Excavating  Machine,— 
Patent  dated  June  25,  1861. — Combined  with  a  common  dumping  cart  is  an  excavating 
devator  consisting  of  a  series  of  buckets  united  by  an  endless  cludn.  At  the  rear  of  thd 
main  frame  is  secured  a  curved  scraper,  which  is  placed  so  as  to  gather  the  dirt  as  the  machine 
moves  forward ;  the  dirt  is  then  taken  from  the  scrapers  by  the  revolving  buckets  and  di&- 
diarged  into  the  dumping  cart,  which  may  then  be  detached  from  the  elevator  and  dumped. 
A  leader  may  be  fixed  to  the  upper  part  of  the  frame  when  the  machine  is  used  for  ditchings 
to  deliver  the  dirt  on,  the  side  of  the  ditch. 

Claim, — ^The  arrangement  and  combination  of  the  frame  C,  the  elevators  H,  the  leader  P, 
the  scraper  J,  and  the  cart  M,  the  whole  to  be  constructed  jointly,  substantially  in  the  manner 
described  for  the  purpose  specified. 

No.  32,661.— M.  D.  Wilder,  of  Laporte,  Ind.— Improvement  in  Water  Elevators  for 
Cattle, — Patent  dated  June  2a|  J861.— T'his  invention  consists  in  the  employment  of  aA 
annular  apron  placed  on  a  carnage  and  circular  track,  in  connexion  with  a  fence  enclosing 
the  annular  apron,  and  a  pump,  the  operating  mechanism  of  which  is  so  arranged  that,  aft 
the  carriage  is  moved  by  an  ammal  stepping  upon  it,  water  is  forced  up  through  a  tube  into 
an  annular  trough,  and  from  thence  into  a  straight  trough.  On  a  bar  connected  with  thb 
annular  trough  is  secured  a  glass  vessel  containing  water,  but  inaccessible  to  the  animal,  and 
is  designed  as  a  decoy  or  deception-glass  to  entice  the  animal  up  the  inclined  part  of  the 
sonular  apron. 

Claim, — First,  the  carriage  C  placed  on  a  circular  track  B,  in  connexion  with  the  annuhur 
apron  D,  frame  J,  fence  K,  and  pump  formed  of  the  reciprocating  tube  Q,  plunger  R,  and 
cylinder  S,  the  pump  beins  operated  from  the  carriage  C,  and  all  arranged  substantially  a6 
and  for  the  purpose  set  forth. 

Second,  the  arrangement,  as  shown,  of  the  annular  trough  L,  straight  trough  M,  and  sta- 
tionary curved  dischai'ge  pipe  V,  whereby  the  water  is  discharged  into  the  straight  trough  M, 
the  motion  of  the  trough  not  interfering  with  the  proper  delivery  of  the  water. 

Third,  the  arrangement  of  the  shaft  E,  crank  pulley  F,  connecting  rod  P,  collar  O,  an^ 
rotating  tube  H,  substantially  as  shown,  to  serve  as  a  means  for  communicating  power  from 
the  carriage  C  to  the  pump. 

Fourth,  the  employment  or  use  of  the  decoy  vessel  N,  when  used  in  connexion  with  a  pump 
and  its  operating  mechanism,  substantially  as  and  for  the  purpose  specified. 

No.  32,662.— J.  D.  CusTER,  of  Norristown,  Pa.,  assignor  to  Wm.  McNiece,  of  Consho- 
bocken.  Pa. — Improvement  in  Cutting  Saw-teeth. — ^Patent  dated  June  25, 1861. — Bolted  upon 
the  fi'ont  of  the  frame  are  two  dovetailed  castings  in  which  the  plunger  works.  The  said 
plunger  has  a  slot  or  chamber  cast  in  it,  in  which  is  placed  the  toothing  punch  T.  In  the 
qpper  part  of  the  plunging  chamber  is  fitted  a  female  screw,  in  which  the  feeding  screw 
works,  BO  as  to  feed  down  me  punch.  .  The  lower  toothing  punch  K  is  held  in  a  slot  or  cham- 
ber in  the  L-shaped  casting  on  which  the  table  rests. 

Claim, — ^The  combination  of  the  plunger  G  G,  and  ita  long  screw  and  long  nut  4,  witlUhe 
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tootbiDg  punches  J  E,  all  substantiallj  as  described  and  shown,  for  toothing  and  setting 
saws. 

No.  32,663.— J.  E.  Earle,  of  Brooklyn,  N.  T.,  assi&por  to  Himself  and  Samuel  Hath- 
away, of  New  York,  N.  Y. — Improvement  in  Machines/or  making  Tape  Trimming, — Patent 
dated  June  25,  1861. — ^The  nature  of  this  invention  consists  in  folding  the  tape  or  other 
ribbon,  hy  means  of  pincers  or  folders  formed  of  plates  or  wires,  or  their  equivalents,  so 
arranged  as  at  the  ri^nt  moment  to  move  into  and  clasp  the  tape,  and,  by  a  whole  or  partial 
revolution  of  the  folders,  to  fold  the  tape  to  the  required  form  or  angle,  then  withdrawing, 
when  a  second  pair  of  folders,  in  like  manner  as  the  tirst,  enters  and  lays  the  second  fold  and 
ivithdraws,  and  the  successive  folders  continuing  to  do  so  until  the  required  folds  are  laid, 
and  the  web  of  the  ti^e  brought  back  to  the  place  of  beginning.  A  device  is  employed  for 
untwisting  the  tape  by  means  of  a  continuous  revolution  given  to  the  holder  upon  wmch  the 
ta|)e  is  pl^^. 

Claim. — ^The  folders  D  E  F  G  and  H,  or  their  equivalents,  constructed  and  operating  hi 
the  maimer  and  for  the  purpose  substantially  as  specified. 

Al^,  the  combination  described  of  folding  instruments  D  E  F  G  and  H,  the  pressers  E 
and  F',  and  the  continuously  rotating  spool-holder  H^  all  constructed  and  operating  together 
in  the  manner  and  for  the  purpose  set  forth. 

Also,  in  combination  with  a  folding  instrument,  operating  substantially  as  described,  the 
carrier  D',  rotating  therewith,  for  the  purpose  set  fortn. 

Also,  in  combination  with  a  folding  instrument  D  and  carrier  D',  a  holder  C,  operating  hi 
the  manner  and  for  the  purpose  specified. 

No.  32,664.— D.  R.  Gamble,  assignor  to  Himself  and  J.  M.  Connel,  of  Newark,  O.— 
Improved  Washing  Machine. — Patent  dated  June  25,  1861. — ^At  the  lower  end  of  the  revolving 
shat't  are  secured  arms  upon  which  are  arrang^  alternately  balls  and  fluted  rollers,  and  on 
the  inside  and  bottom  of  the  tub  are  fluted  projections,  against  which  the  clothes  are  rubbed 
by  the  revolution  of  the  arms. 

Claim. — ^The  special  arruigement  of  the  roller  or  baHs  a*  b',  with  the  revolving  arms,  in 
combination  with  the  ribs  or  projections  gt  upon  the  side  and  bottom  of  the  tub  and  cover, 
when  used  and  operating  for  the  purpose  set  lorth. 

No  32,665.-- W.  R.  Kay  and  H.  E.  BLay,  of  Westerlv,  R.  I.,  assignors  to  Themselves 
and  B.  D.  Kay,  of  Fall  River,  U&^s.— Improved  Car- BraJk*.— Patent  dated  June  25,  1861.— 
This  invention  relates  to  a  car-brake,  by  which  the  momentum  or  force  exerted  by  a  car 
bemg  brought  to  a  state  of  rest  is  stored  up  in  a  spring,  to  be  given  out  again  in  starting. 
Mounted  loo^ly  on  the  axle  of  the  car  are  two  drums  or  wheels,  so  connected  to  each  other 
and  to  the  axle  by  suitable  gearing,  that  when  the  brake  is  applied  to  one  to  stop  its  motion 
the  motion  of  the  axle  is  transferred  to  the  other  through  the  gearing,  causing  it  to  turn  in  a 
direction  opposite  to  that  of  the  axle,  and  thereby  wind  up  a  spring.  When  the  brake  is 
removed  from  the  first  drum,  the  spring  tends  to  rotate  the  second  drum  in  the  direction  of 
the  axle.    This  action  takes  place  when  the  car  is  moving  ip  either  direction. 

Claim. — First,  the  biake- wheel  D,  drum  C,  and  axle  o,  so  combined  and  connected,  by 
means  of  suitable  geanng,  substantially  as  described,  that  when  the  brake  is  applied  to  tl» 
brake-wheel  D,  the  drum  0  is  caused  to  turn  in  a  direction  opposite  to  that  of  the  axle,  and 
thereby  to  wind  up  the  spring  L,  or  its  equivalent,  substantially  as  and  tor  the  purpose  set 
iorth. 

Second,  the  ratchet  levers  P  and  P',  in  combination  with  the  pawls  N  and  N',  and  chain 
H.  or  itfi  equivalent,  so  arranged  that  the  winding  of  the  chain  on  the  drum  C  in  either  direc* 
tion  brings  into  pla^  the  proper  pawl,  as  set  forth. 

Third,  the  multi-jointed  strap  K  Z,  in  combination  with  the  spring  U,  levers  V  and  V^  and 
link  v,  the  whole  operating  together  substantially  as  and  for  the  purpose  specified. 

Fotuth,  the  combination  of  the  toggle  W  W,  the  levers  V  and  V',  the  tie  o,  and  the  jointed 
or  flexible  strap  R,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,666.— WiLLLAM  Lape,  assignor  to  Himself  and  Frederick  R.  Stow,  of  Troy, 
N.  Y. — Improvement  in  Ploughs. — Patent  dated  June  25,  1861. — The  novelty  of  this  inven- 
tion consists  in  the  method  ot  uniting  the  parts  together,  the  inventor  disclaiming  '*any  of 
the  parts  or  modes  independent  of  the  rest. 

Claim. — ^A  plough  having  its  landside  A.  share  B,  moldboard  0,  and  beam  D,  all  oon- 
0tructed  and  united  together  in  the  manner  shown  and  described. 

No.  32,667.— W.  G.  Mackay,  of  New  York,  N.  Y.,  assignor  to  P.  P.  Comen,  of  Bridge- 
field.  Conn,— Machine  for  Bronzing  Wall-Paper,  8fc, — Patent  dated  June  2.\  1861.— Tto 
invention  consists  in  an  arrangement  of  feeding-rollers,  brushes,  and  beaters,  with  a  hopper 
to  contain  the  bronzing  powder,  and  from  which  this  powder  is  suitably  supplied  to  the  sized 
or  printed  surface  of  the  paper  as  the  latter  is  drawn  through  a  trough  arranged  under  the 
hopper  to  receive  the  wash  bronze.  Within  the  endless  apron  are  arranged  two  whipping- 
plates,  used  in  making  flock  paper,  and  are  made  to  strike  the  apron  with  sufficient  rapidity 
and  force  to  cause  the  flock  to  adhere  closely  to  the  si2od  ii  ^^  rift  on  the  paper. 
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Claim, — ^The  arrangement  of  the  trough  C,  bronze-distributor  E,  whipping^plate  H,  and 
endless  apron  F,  when  arranged  and  operated  in  the  manner  described  and  tor  the  purpose 
specified. 

In  combination  with  the  same,  the  whipping-plates  K  E,  when  arranged  and  operated  Iti 
the  manner  described  and  for  the  purpose  as  set  forth. 

No.  32,668.— J.  W.  Osborne,  of  Melbourne,  England,  assignor  to  S.  T.  Hooper,  of 
Charlestown,  Mass. — Irnvrovement  in  Photography. — Patent  dated  June  25,  1861. — ^This  j>- 
Tention  is  explained  by  tne  claim. 

Claim, — First,  the  preparation  and  use,  in  making  photolithographic  transfers,  of  a  pap^ 
prepared  by  applying,  in  conjunction  with  the  sensitizmg  substances  or  preceding  their  a^ 
plications,  a  coating  of  albumen  to  the  surface  of  the  paper,  and  coagulating  the  albumen  ^ 
applied  by  heat,  in  the  manner  and  for  the  purposes  descnbed. 

second,  the  use  and  application  of  gelatine,  in  conjunction  with  albumen,  for  the  formatilm 
of  the  coating  of  organic  matter  applied  to  the  surtace  of  photolithographic  transfer  papei, 
which  gelatine,  by  its  swelling  properties  when  acted  upon  by  moisture,  enables  me  to  obti^ 
the  result  described. 

No.  32,669.— G.  W.  Richardson,  assignor  to  Himself  and  Robert  Glover,  of  GrayviliBi 
111. — Improvement  in  Harvesters, — Patent  dated  June  25,  1861. — ^The  bracket-frame  consist 
of  a  metal  bar  bent  in  loop  form  at  its  back  part,  and  havine  its  left  arm  bent  downward  ana 
underneath  the  draught-pole,  the  said  arm  extending  obliquely  downward,  and  having  a  finge»- 
bar  attached  at  right  angles  to  its  lower  end.  The  shaft  to  which  the  sickle  is  attached  n 
actuated  by  a  series  of  eear-wheels  connecting  with  the  driving-wheel.  The  driver's  seat^ 
secured  to  uprights  on  the  arm  of  the  bracket-frame  over  the  cude  of  the  driving-whee^  ft^d 
BO  balanced  that  the  driver,  by  leaning  back  his  bodv,  will  cause  the  finger-bar  to  rise. 

Claim, — ^The  arrangement  and  combination  of  the  bracket-frBme  G,  draught-pole  A,  a&d 
driver's  seat  S  with  the  gearing  D  £  O  N  and  shaft  M,  substantially  as  and  tor  the  purpose 
set  forth. 

No.  32,670.-0.  H.  Sboth,  assignor  to  S.  O.  Smith,  of  Rochester,  N.  Y,^Improvemenl 
in  Gas  Regulatori, — Patent  dated  June  25,  1861. — ^This  invention  is  explained  by  the  claim 
and  engraving. 

Claim, — First,  the  employment  in  portable  gas  regulators  of  a  long  cylindrical  vaTt^ 
operating  as  described,  and  moved  longitudinally,  by  means  of  the  back  pressure  of  the  gas 
upon  an  overcharged  cushion  of  confined  air,  to  the  covering  of  which  the  valve  is  connected. 

Second,  attaching  the  valve  to  one  leaf  of  a  double  diaphn^m,  or  to  a  ring  of  rubber  attached 
to  the  single  diaphragm,  substantially  as  and  for  the  purposes  set  forth. 

No.  32,671.— WiLUAM  F.  Trowbridge,  assignor  to  F.  Bingham  &  Co.,  of  Feltonvilte, 
yLaaa.^-Improved  Machine  for  Skiving  Boot  and  Shoe  Soles, — Patent  dated  June  25,  1661i«— 
This  invention  consists  of  a  machine  in  which  a  rapidly-revolving  cutter-head  carries  suitable 
plane-irons  or  cutters  to  reduce  the  stock,  and  a  collar  made  adjustable  towards  and  from  tbe 
cutter-head,  by  means  of  a  screw-shaft,  to  regulate  the  thickness  to  which  the  leather  is  to  Jje 
reduced. 

Claim, — The  skiving  machine,  consisting  essentially  of  the  revolving  cutter-head  F  .and 
acy^stable  collar  K,  arranged  and  operating  substantially  as  described. 

No.  32,672.— Bernard  Ackerman,  of  New  York,  N.  Y.— Improvement  in  Lithographic 
Power-Presses, — ^Patent  dated  July  2,  1861. — ^The  nature  of  this  invention  will  be  understood 
from  the  claims.    It  does  not  admit  of  a  brief  description. 

Claim, — First,  the  manner  of  setting  the  tympan-fmme  N  and  tympan  N',  gripers  U',  ^bts., 
in  motion  without  interrupting^  the  motion  of  the  gears  K,  and  therefore  leaving  them  cozk- 
tinually  reared  with  the  racks  1,  substantially  as  described. 

Second,  the  manner  of  operating  the  scraper  Q'  by  means  of  the  cam  O,  attached  to  t|B9 
revolving  tympan-frame  N,  or  part  thereof,  wliich  cam  is  connected  to  the  scraper-box  P  1 
means  ot  a  dovetailed  pin  and  roller  set  in  motion  by  said  cam  O,  or  its  equivalent,  the  wb 
as  described. 

Third,  the  method  of  fastening  the  scraper  Q'  in  the  scraper-box  by  means  of  the  vice-shaped 
pieces  Q. 

Fourth,  the  manner  of  adjusting  the  bed  G  receiving  the  stone  H  bv  means  of  the  doublfe 
wedge  F'  moved  by  a  screw,  so  that  by  turning  the  screw  forward  or  backward  the  bed  G  is 
raised  or  lowered.    The  same  arrangement  also  used  for  regulating  the  pressiire. 

Fifth,  the  manner  of  carrying  the  sheet  of  paper  off  after  the  gripers  U  have  let  loose  by 
means  of  the  rollers  r  «,  the  arms  q,  and  cam  T,  attached  to  the  tympan-frame  N,  or  past 
thereof,  and  operating  substantially  as  described. 

Sixth,  the  disposition  of  the  double  ink-fountain,  two  cylinders  and  four  rollers  rolling  tbe 
stone,  the  whole  disposed  in  reference  to  cylinder  L,  as  shown  and  described. 

Seventh,  the  manner  of  operating  the  cairiage  F  by  means  of  the  two  internal  racks  £  aod 
guideus  E\  the  whole  as  described. 
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Eighth,  the  maimer  of  operating  the  fly  bj  means  of  the  inclined  slotted  leyer  Y,  the  rolkr  u, 
the  connecting  pieces  z  and  y,  Bubstantmlly  as  described. 

Ninth,  the  position  of  the  damping  roller  8  behind  the  cylinder,  in  order  to  c^et  a  better 
damping  of  the  stone,  sach  rolling  over  the  stone  both  ways,  whereas,  being  in  front  of  the 
cylinder  L,  it  can  roll  but  once  over  the  stone. 

Na  32,673. — ^Augustus  Adams,  of  Sandwich,  111. — Improced  Horst'Power, — ^Patent  dated 
1  uly  2,  1861. — ^This  invention  consists  in  attaching  the  levers  for  teams  so  that  there  will  be 
only  a  rotary  strain  communicated  to  the  main  shaft,  which  may  be  transferred  to  the  driving 
pulleys  by  any  one  of  three  changes  of  soaring  which  give  motion  to  three  shafts  at  vaiioos 
cates  of  speed,  according  to  the  size  of  the  gearing. 

Claim, — ^The  attachment  of  eekch  of  the  driving  levers  to  the  opposite  sides  of  the  crown 
of  the  dnving-wheel,  in  the  manner  described  anu  for  the  purpose  specified. 

Also,  the  shifting  shaft  n,  when  used  for  transmitting  the  motion  of  either  of  two  or  moM 
i^olviug  shafts,  substantially  as  and  for  the  purpose  described. 

No.  32,674.— Walter  Aiken,  of  Franklin,  N.  H.— Improvement  in  KnUting  Machines.'^ 
Patent  dated  July  2,  18C1. — This  invention  consists  in  a  combination  of  devices  to  operate 
the  rollers  and  take  up  the  labric  knit  by  the  machine,  and  also  to  stop  the  machine  when  the 
ititches  run  off  the  needles. 

Claim, — In  knitting  machines  the  vibrating  frame  £,  with  its  system  of  gearing  and  fri*- 
tfon  pulleys,  for  alternately  operating  and  releasing  the  take-up  rollers,  substantially  as  abova 
dfificribed. 

Also,  operating  the  belt-shiflin^  apparatus,  by  means  of  the  vibration  of  the  take-up  frame 
C^  through  the  action  of  the  a«yustaole  pin  or  screw  e,  on  the  latch  a,  and  its  connexions, 
vuhstantially  as  described. 

No.  32,675.— Charles  H.  Alsop,  of  Middletown,  Conn,— hn^^oved  Chuck  for  Boring  Fir9- 
Arm  Cylinders, — Patent  dated  July  2,  1861. — ^The  object  of  this  invention  is  to  secure  the 
boring  of  all  the  chambers  of  the  rotating  cylinders  of  fire-orms  in  a  true  circle  concentric 
to  Uie  axis  of  the  cylinder,  by  mecms  of  a  certain  device  combined  with  a  revolving  eccentris 
chuck  for  holding  the  cylinder  in  the  requisite  relation  to  the  axis  of  revolution  of  the  chock, 
aaid  permitting  it  to  be  turned  to  drill  or  bore  the  several  chambers. 

Claim, — ^The  cylindrical  clao^  £,  with  its  flexible  jaws  k^  conical  external  portion  t  i,  and 
internally  conical  ring  F,  the  lever  H,  and  stirrup-screw  J,  or  their  equivalent,  and  the  ri»d 
central  pin  K,  the  whole  combined  and  applied  in  connexion  with  the  eccentric  plate  C  of  Uie 
lathe  chuck,  substantially  as  and  for  the  purpoee-specified. 

No.  32,676.— N.  AUBIN,  of  Albany,  N.  Y,— Improvement  in  Dry  Gas- Hb/<2erf.— Patent 
dated  July  2,  1861. — The  gas-holdcur  consists  of  two  parts,  the  lower  part  being  made  of 
metal  or  other  proper  substance  in  the  form  of  an  inverted  truncated  cone  dosed  at  its  lower  end. 
The  upper  part  consists  of  a  flexible  material  corresponding  in  form  to  the  lower  part  to  which 
it  is  securely  attached  so  as  to  render  it  gas-tight,  and  within  which  it  is  made  to  fit  when 
(he  vessel  is  empty.  Its  upper  part  is  provid^  with  a  disc  of  wood  or  metal  of  sofSdeat 
weight  to  secure  a  constant  and  regular  pressure  of  the  gas.  When  the  holder  is  empty  the 
dj^  on  the  upper  part  rests  upon  the  bottom  of  the  lower  part 

Claim, — A  dry  g^-holder  composed  of  a  lower  and  rigid  vessel  and  an  upper  flexible  Te»> 
sel  attached  each  to  the  other,  and  constructed  and  oi^orating  substantially  in  the  manner 
described,  by  the  combined  action  of  the  pressure  of  the  gas  and  that  of  a  disc  or  weight, 
fcnd  this  irrespective  of  the  precise  method  of  attaching  the  edge  of  one  vessel  to  the  edge  of 
th^  other. 

-^0.  32,677.— Jerome  and  Gilbert  Bacon,  of  Medina,  Wis,— -Improved  Washing  Jtfa- 
tiine, — Patent  dated  July  2;  1861. — The  pounders  are  secured  to  a  common  crank,  from 
which  they  extend  in  opposite  directions  towards  the  ends  of  the  box,  moving  alternately  in 
apposite  directions.  The  boxes  in  which  the  crank-shaft  is  joumoiled  slide  in  grooves  in  the 
fide  of  the  tub,  and  are  held  in  the  centre  of  the  grooves  by  means  of  springs,  so  that  when 
mbjected  to  pressure  from  either  side  the  boxes  are  moved  in  either  direction. 

Claim, — ^The  arrangement  of  the  self-adjusting  sliding  journal  boxes  D,  in  combinatk>n 
^th  the  crank-shaft  C,  poimders  A  A,  and  tub  H,  constructed  and  operating  in  the  manner 
apid  for  the  purpose  shown  and  described. 

No.  32,678.— Charles  Bentz,  of  Mindenville,  N.  Y,— Improvement  in  WhiJU-tree  Hookt.-^ 
Patent  dated  July  2, 1861. — ^This  device  is  designed  more  particularly  for  detaching  tow-lines 
from  tow-horses  on  canals.  The  end  of  the  tow-line  is  attached  to  tne  cock-eye  G,  which  ie 
qeld  in  position  by  means  of  a  lever  and  spring.  By  raising  the  lever  the  cock-eye  is  loosened 
and  the  tow-line  released. 

^Claim, — The  arrangement  of  the  spring  H,  cock-eye  G,  lever  F,  and  bed-piece  B,  when 
Qiey  are  attached  to  the  whiffle-tree  A,  and  made  to  operate  in  the  manner  and  for  the  pur- 
poses within  described. 
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No.  82,679.— Charles  N.  Brock,  of  Philadelphia,  "Pa.— Imffwcmene  in  Apparatus  for 
Revicifying  Bone-Black, — ^Patent  dated  July  2,  1861. — ^Tho  roceivinff  vessel  into  which  the 
burnt  bone  is  introduced  through  the  supply  pipe  is  constructed  with  its  lower  portion  per- 
forated and  in  the  form  of  an  inyerted  frustum  of  a  cone,  having  a  central  0{>eniu^  at  its 
bottom  for  the  entrance  of  an  upward  current  of  air  cmd  for  the  outlet  of  the  grains  ot  bone- 
black.  Above  the  lower  opening  is  a  screen.  The  upper  part  of  the  vessel  is  connected  by 
means  of  a  pipe  with  a  suitably  arranged  ezhaustinff  olower,  which  serves  to  draw  off  the 
dust-like  imparities  when  the  dry  burnt  bone-black  ftuls  through  the  lower  part  of  the  vessel. 

Claim. — ^The  combination  of  the  perforated  receiving  vessel  A  and  diaphragm  or  screen  E, 
with  the  supply  pipe  or  vessel  D,  the  air-pipe  B,  and  ran  C,  substantially  in  me  manner  and 
for  the  purpose  snown  and  described. 

No.  32,680. — Charles  Busher,  of  Philadelphia,  Pa. — Improved  Machine  for  Loading 
C4>alf  Sfc. — ^Patent  dated  July  2,  1861. — ^Near  the  upper  part  of  an  elevator  frame  is  arranffea 
one  end  of  an  endless  conveyor,  the  other  c>nd  of  wnich  is  supported  b^  a  frame.  To  inis 
latter  frame  is  connected  one  end  of  a  second  conveyor  having  its  opposite  end  resting  upon 
a  circular  railway,  by  which  means  coal  may  be  taken  from  one  point  and  delivered  at  any 
other  desired  point  within  range  of  the  secl«id  conveyor. 

Claim. — First,  the  arrangement  of  an  elevator  B  and  conveyor  D,  with  a  circular  moving 
cooveyor  H,  substantially  m  the  manner  and  for  the  purpose  described. 

Second,  the  arrangement  of  the  conveyor  H,  capable  of  turning  at  one  end  around  a  centre, 
and  supporting  the  other  end  upon  a  circular  railway,  in  the  manner  and  for  the  pur|K)se 
herein  describ^ 

No.  32,681.— Thomas  Castor,  of  Philadelphia,  Pa. — Improvement  in  Opening  HaUroad 
Car  Doors, — Patent  dated  July  2,  1661. — ^This  invention  consists  in  so  arranging  double- 
sliding  doors  at  the  rear  of  the  car,  and  operated  by  means  of  connecting  rods  and  levers  as 
to  be  under  the  control  of  the  driver  in  ntmt  and  thus  dispense  with  the  services  of  a  con- 
ductor. 

Claim. — ^The  combination  of  the  lever  C,  upon  the  front  of  the  car,  and  th4  double-sliding 
doors  B  B,  when  connected  by  a  suitable  combination  of  levers  to  open  and  close  the  doors, 
•ubBtaatially  as  herein  described. 

No.  32,682.— Frank  Colugon,  of  Buffalo,  N.  Y.^Improved  Steam  Boi/er.— Patent 
dated  July  2,  1861. — ^The  nature  of  this  invention  is  set  forth  in  the  claim.  The  two  boilers 
are  connected  together  in  such  a  manner  that  the  supplemental  boiler  may  be  easily  removed 
without  interfering  with  the  operation  of  the  other  luler  its  removal. 

Claim. — ^The  arrangement  of  a  supplemental  flue  boiler  within  the  large  flue  space  of  an 
ordinary  steam  boiler,  and  connecting  the  two  boilers  together  in  such  a  manner  that  the 
flame  and  heat  from  the  fire  shall  first  pass  through  the  flues  of  and  around  the  supplemental 
boiler  and  be  then  returned  under  the  outer  boiler  to  near  its  front  end,  and  thcnco  returned 
over  the  sides  of  the  outer  boiler  to  the  chimney,  and  so  that  the  water  and  steam  may  freely 
pass  from  one  boiler  to  the  other,  for  the  purposes  and  substantiedly  as  described. 

Also,  coimecting  the  supplemental  boiler  to  the  outer  boiler  by  means  of  the  pipes  G  H  I, 
in  the  manner  and  for  the  purposes  substantially  as  set  forth. 

No.  32,683.— William  F.  Converse,  of  Harrison,  O.— Improved  Bed  Bottom.— Toteni 
dated  Jul^  2,  1861. — ^The  right  lines  of  a  longitudinally  stretched  cord  or  wire  are  converted 
into  a  senes  of  lateral  or  diagonal  deflections  in  successively  opposite  directions.  By  connecl- 
ing  them  together  alternately  at  intervals  by  means  of  open  links  the  cord  may  be  kept  con- 
stantly tightened  without  the  necessity  of  removing  or  loosening  the  cords  from  the  pins. 

Claim. — ^First,  forming  a  tight,  elastic  cord  or  wire  bottom  for  beds,  chairs,  lounges,  &c., 
by  forcing  and  securing  the  cord  or  wire  into  a  series  of  alternate  deflections  by  means  of  the 
open  link  D,  substantially  as  described. 

Second,  the  pin.  Fig.  2,  and  strips  aa*  b  6^  constructed  and  attached  substantially  as  and 
for  the  purpose  stated. 

No.  32,684.— D.  A.  Danforth  and  Wiluam  A.  Wilkinson,  of  Elkhart,  Ind.— /wiprow- 
wtent  in  Stump  Extractors. — Patent  dated  July  2,  1861. — Secured  to  the  axle  of  two  broad 
wheels  or  rollers  is  a  lever  to  which  are  attached  in  front  of  the  axle  two  braces  or  pawls  en- 

Skging  with  cogs  upon  the  wheels,  by  means  of  which  the  wheels  are  caused  to  turn  with 
e  lever.  Near  the  end  of  the  lever  is  attached,  bv  means  of  two  movable  iron  straps,  a  bite 
or  check  formed  with  three  sides  of  different  len^^,  so  as  to  render  it  adjustable  to  crubs  or 
stumps  of  different  sizes,  and  operates  in  connexion  with  a  hook  attached  loosely  to  the  axle. 
Claim. — The  arrangement  or  the  lever  L  and  braces  P  P,  in  connexion  with  cog-wheels  J, 
movable  check  or  bite  B,  and  hook  C,  all  being  arranged  and  secured  as  set  forth  in  this  ap- 
plication and  described  in  the  drawings. 

No.  32,685.— J.  A.  De  Brame,  of  New  York,  N.  Y. ^Improvement  in  Fire-Arms.—Tat&ni 
dated  July  2, 1861. — ^This  invention  consists  in  constructing  the  barrel  of  a  piece  of  ordnance 
or  firearm  with  a  portion  of  its  length  commencing  at  any  point  in  front  of  Uie  chamboigmd 
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extending  to  within  anr  distance  from  the  mnszle,  \nth  a  series  of  openings  extending  in  a 
loujritadinal  direction,  leaving  onlj  metal  enough  to  guide  the  projectile. 

Claim, — First,  the  construction  of  any  portion  orthe  lengtn  of  the  barrel  of  a  piece  of 
ordnance  or  fire-arm,  of  skeleton  form,  substantiallj  as  specined. 

Second,  the  combination  in  a  piece  of  ordnance  or  ore- arm  with  a  movable  chamber^ 
breech  of  a  chamber  or  chambers  of  ordinary  construction — that  is  to  say,  without  openings 
in  Uie  sides,  and  a  stationaiy  barrel  of  skeleton  form,  substantially  as  specified. 

No.  32,686.— Frank  Diobex,  of  New  York,  N.  Y,^Improt€ment  in  the  Method  of  Amal- 
gamating Ores  of  the  Precious  Metals, — ^Patent  dated  July  %  18U1. — ^The  nature  of  this  in* 
vention  is  explained  by  the  claim. 

Claim, — ^Toe  process  of  amalgamating  a  precious  metal  contained  in  a  finely  divided  matrix 
bv  depositing  or  "throwing  down"  mercunr  thereon  from  a  soluble  salt  of  mercury  by  local 
electro-chemical  action  induced  between  the  precious  metal  and  particles  of  zinc  or  other 
suitable  material  distributed  throughout  the  mass  to  serve  as  a  poaltive  pole  or  a  node,  sob 
staniially  as  and  for  the  purpose  set  forth. 

No.  32,687.— Andrew  Foster,  of  New  York/N.  Y.—hnproved  Bedstea£^FBkent  dated 
July  2,  1861. — ^The  longitudinal  slats  rest  upon  S-shaped  springs  supported  upon  the  end 
pieces  of  the  bedstead,  the  under  side  of  the  slats  being  provided  with  screws  wnich  play  in 
slots  in  the  upper  ends  of -the  springs. 

Claim, — A  bedstead  constructed  as  shown,  in  combination  with  the  S-shaped  springs  and 
slaU^  the  whole  arranged  and  operated  as  and  for  the  purpose  set  forth. 

No.  32,688.— J.  8.  Foster,  of  Vallidta,  Cal^Improved  Machine  for  Felling  Trees,— 
Patent  dated  July  2,  1861. — ^To  the  projecting  ends  of  a  sliding  carriage  is  attached  a  re- 
movable cutter  made  with  two  cutting  edges,  and  to  which  a  rotary  motion  is  nven  by  means 
of  a  belt  and  pulleys.  The  frame  is  seciued  to  the  tree  by  meana  of  acljustable  screws  which 
damp  the  tree  on  either  side.  The  cutter  is  kept  up  to  its  work  by  means  of  a  weight  at- 
tached to  a  cord  which  is  connected  to  the  sliding  cairiage. 

Claim. — ^The  carriage  C,  carrying  the  cutter  G  and  the  pulleys  £  e,  for  operatmg  this  cul- 
ter,  in  combination  with  the  weight  fr,  frame  C,  and  clamps  A  A,  all  arranged  and  q;>erating 
substantially  as  and  for  the  purposes  specified. 

No.  32,689. — John  Gault,  of  Boston,  Mass. — Improved  Projectiles  for  Ordnance, — ^Patent 
dated  July  2,  1861. — The  projectile  is  constructed  with  two  or  more  movable  sections  formed 
by  a  longitudinal  division  of  its  body,  and  hinged  at  the  base  or  rear  end  of  the  projectile, 
fitted  with  a  band  to  keep  the  sections  together  m  compact  form  previous  to  the  insertion  of 
the  projectile  in  the  gun  and  during  the  first  part  of  its  flighty  and  with  a  cavitv  or  chamber 
within  and  between  the  said  sections,  to  contain  a  charge  of  powder  to  be  fired  by  a  fuse,  for 
the  purpose  of  bursting  the  said  band  and  spreading  the  sections  by  its  explosion.  The 
movable  sections  are  made  hollow  to  contain  gunpowder,  and  with  vents  leading  to  the 
chamber,  that  the  charges  in  said  sections  may  be  fiied  by  fuses  i^ited  by  the  explosion  of 
the  charge  in  the  said  chamber,  for  the  purpose  of  bursting  the  said  sections  into  nugments, 
and  scattering  them  in  all  directions  in  a  suitable  time  afler  the  spreading  of  the  sections. 

Claim. — First,  the  combination  of  the  hinged  movable  sections  A  A,  and  the  chamber  6, 
to  contain  a  charge  of  powder  within  said  sections,  substantially  as  and  for  the  purpose  set 
forth. 

Second,  the  soft-metal  band  D,  fitted  to  a  ^oove  e  e,  in  the  said  hinged  movable  sections 
A  A,  and  serving  the  two  purposes  of  confining  the  said  sections  and  a  packing-ring,  sub- 
stantially as  herein  specified. 

Third,  the  combination  with  the  movable  sections  A  A  of  the  breeching  £,  applied  sub- 
stantially as  and  for  the  purpose  herein  specified. 

Fourth,  the  construction  of  the  movable  sections  A  A  with  chambers  G  G,  connected  with 
the  central  chamber  b  by  vents  jj,  substantially  as  and  for  the  purpose  described. 

No.  32,690.— Andrew  Hartupee,  of  Pittsburgh,  Fa,— Improvement  in  Valve  Gear  for 
Steam- Engines, — Patent  dated  July  2, 1861. — ^The  lifters  for  the  puppet  valves  are  constructed 
of  such  a  shape  that  they  will  raise  the  levers  of  the  valves  by  rolling  in  contact  or  nearly  so, 
for  the  purpose  not  only  of  saving  friction  and  avoiding  the  wearing  away  of  the  lilW  and 
lever,  but  by  applying  the  force  of  the  lifter  at  the  commencement  of  the  stroke  to  the  end  of 
the  lever,  instead  of  near  its  centre,  efiecting  a  saving  of  power  and  increasing  the  efficiency 
of  the  engine. 

Claim. — The  use  of  lifters  for  puppet  valves  of  steam-en^nes  so  constructed  and  arranged, 
in  relation  to  the  shaft  on  which  they  are  placed  and  by  which  they  are  operated,  as  that  their 
extremities  shall  be  in  the  line  of  an  arc  of  a  circle,  the  tangential  point  of  which,  where  U 
intersects  said  shaft,  shall  pass  within  the  circumference  of  the  shall,  and  either  through  Its 
axis  or  near  thereto,  for  the  purpose  hereinbefore  set  forth. 

No.  32,691.— J.  C.  Henderson,  of  Albany,  N.  Y,— Improvement  in  Stoves,— Pskteni  dated 
July  2,  IbUl. — ^This  invention  is  designed  as  an  improvement  upon  the  stove  patented  to  tha 
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flaid  Henderson  May  1,  1860,  and  it  consists  in  an  arrangement  of  fines  in  connexion  with 
two  ovens,  so  that  the  latter  maj  be  used  separately  for  distinct  operations,  or  may  both  be 
heated  almost  uniformly  to  penorm  correapondinff  duties.  In  front  of  the  grate  is  a  registei, 
fitted  in  such  a  manner  that  a  roaster  can  be  appUed  to  the  front  of  the  stove,  and  receivouthe 
direct  rays  of  heat  from  the  fire  in  the  grate. 

Claim. — First,  the  arrangement  of  the  ovens  t  k,  and  flues  ii  n  and  p,  and  damper  I,  bxXhe 
manner  and  for  the  purpose  specified. 

Second,  the  arrangement  of  the  deflector  r  and  plates  1 1,  in  combination  with  the  floes  p 
and  n  n,  for  directing  the  draught  as  it  passes  around  the  oven  it;  so  as  to  equalize  the  hcAt, 
as  set  forth. 

Third,  the  arrangement  of  the  grate  g,  front  plate  z,  and  register  5  4,  in  the  mannerjuid 
for  the  purpose  specified. 

No.  32,692. — ^David  Hinkle,  of  New  Pittsburg,  Ohio. — Jm^rovemtnt  in  Clover  Hat' 
vtsders, — Patent  dated  July  2,  1861. — ^The  packing  attachment  is  connected  to  the  crank- 
shaft upon  which  the  reel  is  fastened  by  means  of  loops ;  as  the  reel  revolves,  the  packing 
attachment  catches  the  clover  which  has  been  gathered,  and  packs  it  back  in  the  box  fW)m 
whence  it  is  taken.  Guides  are  secured  to  each  side  of  the  box  for  the  purpose  of  directing 
the  motion  of  the  packing  attachment.  Secured  to  one  or  more  of  the  wings  of  the  reel  are 
serrated  knives,  for  the  purpose  of  nippinff  off  the  heads  of  the  clover  as  they  are  caught 
between  teeth  secured  to  the  bottom  of  the  tront  part  of  the  box.  By  means  of  a  pivoted  lever 
the  front  part  of  the  machine  can  be  elevated  or  lowered  so  as  to  be  a<^'usted  to  the  leng^}^  of 
the  clover. 

Claim, — ^First,  the  employment  of  the  packing  attachment  F,  arranged  and  operate  in 
conjunction  with  reel  B,  substantially  as  and  for  tne  purpose  set  forth. 

Second,  the  arrangement  of  the  packing  attachment  F,  in  combination  with  guides  If  d, 
reel  B,  knife  a,  and  lever  G,  when  ail  shall  be  constructed  and  operated  in  the  manneLAnd 
for  the  purpose  specified. 

No.  32,693. — G.  C.  Howard,  of  Philadephia,  Pa. — Improvement  in  Machines  for  Perfo- 
rating Paper. — Patent  dated  July  2, 1861. — ^This  invention  relates  to  that  class  of  perforating 
macmnes  in  which  a  number  of  vertically  reciprocating  punches  are  used,  and  the  improve- 
ment consists  in  a  reciprocating  cross-head  carrying  amustable  plates  with  punches,  in  com- 
bination with  adjustable  stripper  and  guide  plates  and  lower  adjustable  perforated  plates,  all 
BO  constructed  and  arranged  as  to  admit  of  ready  a^ustment.  Combined  with  the  recipiD- 
cating  punches  is  an  endless  apron  and  certain  endless  bands  for  conveying  the  sheet  to  be 
perforated  from  the  endless  apron  to  a  proper  position  to  be  acted  upon  by  the  punches.  By 
means  of  a  lever,  in  connexion  with  a  small  arm  on  the  drivingHshail  and  a  notcoed  strap  bar, 
the  strap  is  passed  from  the  fast  to  the  loose  pulleyi  and  the  machine  stopped  at  a  given  point 
of  its  movement.  The  devices  under  the  fifth  claim  are  designed  for  regiilating  the  extent  of 
movement  of  the  feeding  apparatus. 

Claim. — First,  the  reciprocating  cross-head  H,  its  adjustable  plates  I  and  I^  with  their 
punches,  in  combination  with  the  adjustable  perforated  stripper  plates  J  and  J^  and  the  ad- 
justable plates  M  and  M^  the  whole  constructed  and  arranged  substantially  as  set  ioii}y  for 
the  purpose  specified. 

Second,  in  combination  with  the  vertically  reciprocating  punches,  the  endless  apron  B^nd 
endless  carrying  bands  d2  and  e,  arranged  and  operated  substantially  as  and'  for  the  pui|y>8e 
0et  forth. 

Third,  registering  the  sheet  prior  to  being  submitted  to  the  action  of  the  punches,  by  means 
of  the  printed  matter  on  the  sheet,  with  the  aid  of  any  convenient  number  of  registering  ^rms 
9 10  and  11,  or  their  equivalents,  as  described. 

Fourth,  the  lever  w  hung  to  the  frame  of  the  machine,  in  combination  with  the  arm  a>on 
the  driving  shaft,  and  the  notched  strap-bar  <,  for  the  purpose  specified. 

Fifth,  the  arm  4,  the  weighted  dog  5,  or  its  equivalent,  and  the  adjustable  arm  3,  or  its 
equivalent,  in  combination  with  the  feed*  wheel  6,  the  whole  being  arranged  and  operating 
substantially  as  and  for  the  purpose  set  forth. 

No.  32,694.— Wm.  S.  Hudson,  of  Paterson,  N.  J. ^Improvement  in  Manufacturing  Tube 
Sheets  for  Boilers. — ^Patent  dated  July  2,  1861. — ^This  invention  relates  to  the  manufacture 
of  locomotives  and  other  similar  boilers,  which  require  to  be  thick  at  their  upper  parts  wheie 
the  tubes  are  united  thereto,  and  to  be  thin  at  their  lower  parts,  and  the  improvement  is  de- 
sired to  supersede  the  usual  process  of  hammering  down  the  metal  to  produce  the  thin  part, 
while  only  tne  thick  part  could  be  rolled  into  proper  form. 

Claim. — The  descnbed  method  of  producing  a  rolled  metal  sheet,  one  part  of  which  is  uni- 
formly of  one  thickness,  and  another  part  of  which  is  uniformly  of  another  and  different  thick- 
ness— that  is  to  sa^,  first  rolling  the  entire  sheet  to  the  thickness  required  for  the  thick  portion, 
and  after\%'ard  rolhng  two  sheets  with  the  portions  required  to  be  thinner,  superposed. pne 
upon  the  other,  substantially  as  set  forth. 

No.  32,695.— John  Hutchison,  of  Matteawan,  N.  Y,— Improved  %wU.— Patent  dated 
July  2,  1861. — ^This  invention  is  explained  by  the  claim. 
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ClaifiL — ^A  boat  A,  made  of  splints  a  of  faickoiy,  or  other  stutable  wood,  connected  «nd 
wo^'cn  together  in  the  manner  of  ordinary  basket  work,  and  stren^hened  by  a  keel  6,  and 
longitudinal  central  strip  c,  and  by  a  gunwale  e,  and  covered  over  with  India-rubber  dotbor 
oUier  water-tight  material,  all  in  the  manner  shown  and  described. 

No.  32,696.— T.  A.  Jebb  and  Abnki  Cctler,  of  Buffalo,  N.  Y,— Improved  5i^e.— Patent 
dated  July  2,  18G1. — Secured  to  the  back  of  the  leg  by  a  strap  is  a  flat  spring  made  in  two 
parts  connected  by  loops  or  slides,  so  that  the  parts  may  slide  upon  each  other  and  be  made 
adjustable  to  any  desired  len^h.  The  lower  end  of  the  spring  is  f^tened  to  the  socket  of  the 
h^l  platti  by  a  screw,  the  object  being  to  support  the  leg  and  ankle  in  the  forward  and  bacb- 
ward  movement.  Upon  the  skate  runner  is  a  heel  support,  which  is  provided  with  a  groove, 
so  as  to  slide  upon  the  runner  and  be  made  adjustable  to  feet  of  different  lengths.  A  similar 
support  ia  provided  for  the  ball  of  the  foot,  and  may  be  secured  to  the  skate  runner  by  means 
of  a  metallic  stirrup  instead  of  bolts. 

Claim. — First,  tne  combination  of  the  spring  I  with  the  skate,  the  said  sprinff  and  skale 
being  so  constructed  and  used  that  the  saia  spring  shall  be  placed  back  of  the  leg,  anobe 
connected  to  the  leg  and  heel  of  the  skate  for  the  puiposes  and  substantially  as  set  forth. 

Second,  a  heel  support  e\  made  longitudinally  adjustable  on  the  skate  runner,  in  combina- 
tion with  the  metaUic  stiirup  H,  for  the  purposes  and  substantially  as  described. 

No.  32,697.— T.  A.  Jebb,  of  BuflMo,  N.  Y.—hnproved  CAtrm.— Patent  dated  July  2, 
1861. — ^Within  the  body  of  the  chum  are  placed  three  tubes,  two  of  which  are  open  at  the 
top  and  closed  at  the  bottom  to  receive  and  hold  water;  the  other  tube  is  made  open  at  the 
top  and  bottom  so  as  to  allow  a  current  of  air  to  pass  down  through  it  into  the  cieam.  Bash 
blades  are  secured  to  the  shaft  to  revolve  under  and  between  the  tubes. 

Claim. — ^The  described  arrangement  of  the  water  tubes  A  A,  air  tube  B,  and  dash  blades 
O  G  G,  within  the  chum  tub,  so  that  a  space  mav  be  left  between  the  said  tubes  and  the  sides 
of  the  chum  tub,  and  so  that  the  lower  dash  blade  sh^  revolve  under  the  lower  ends  of  said 
tuhiM,  while  the  other  dash  blades  shall  revolve  in  the  space  between  said  tubes,  as  set  forth. 

No.  32,698.— Nathaniel  Johnson,  of  New  York,  N.  Y.-^hnpr&ved  Camp-Stool.— Vatent 
dated  July  2,  1861.— The  legs  of  the  stool  are  provided  with  a  concave  recess  upon  their 
inner  sides,  within  which  recess  is  a  central  ball  of  iron  or  bard  wood,  which  is  secured  to  the 
1^  by  means  of  screws  and  nuts. 

Clatm.— The  use  or  employment  of  the  central  ball  B,  in  combination  with  the  legs  AAA 
and  seat  C,  when  the  same  shall  be  constructed  and  operated  aa  specified,  for  the  purpose 
i9>ecified. 

No.  32,699.— A.  W.  P.  Ladd,  of  San  Francisco,  CaL — Improved  Faucet  for  Beer  Bar- 
rels.— ^Patent  dated  July  2,  1861. — ^The  faucet  is  made  with  an  auger  on  its  inner  end,  by 
which  a  hole  is  bored  into  the  cask.  The  outer  end  of  the  fouoet  is  provided  with  a  horn  or 
projection  which,  with  the  nozzle,  serves  as  a  handle  to  turn  the  auger. 

Claim. — The  combination  of  a  faucet  and  auger  B  with  a  horn  or  projection  C,  when 
vniiged  in  relation  to  each  other  as  and  for  the  purpose  described. 

No.  32,700.— John  E.  Layton,  of  Pittsburgh,  Ve^—ImprovemeiU  tw  Firep/ooet.— Patent 
dated  July  2,  1861.— ^This  invention  is  explained  by  the  claim  and  eagravine. 

Claim. — ^The  arrangement,  in  the  constmction  of  open  fireplaces,  of  a  fire-basket  placed 
in  fhmt  of  the  throat  of  the  flue,  a  back  wall  sloping  backward  Arom  the  top  of  the  fire-bosket 
to4he  back  of  the  throat,  and  the  throat  also  sluing  backward,  as  described. 

No.  32,701.— John  Lippincott,  of  Pittsburgh,  Pa.— /mprovemsiif  in  the  Manitfacture  of 
Shovels  and  Spades. — Patent  dated  July  2, 1861. — ^The  object  of  this  invention  is  to  give  to  the 
spade  or  shovel  a  fine  polish,  at  a  great  reduction  in  cost  over  the  usual  method  of  polishing,  and 
to^render  them  proof  against  rust  during  transportation  or  storage. 

C/aim.— Making  shovels  or  spades  yrith  an  exterior  coating  of  tin,  as  a  new  article  of 
manufacture. 

No.  32,702.— James  McIntyre,  of  New  York,  N.  Y. — Improvement  in  Bomh  Shellx-^ 
Patent  dated  July  2,  1861. — ^The  bomb  shell  is  formed  of  two  or  more  casings  or  shells  kept 
apart  by  projections,  so  that  several  separate  and  annular  compartments  are  formed  for  con- 
taining explosive  or  inflammable  material ;  the  charges  being  exploded  successively  after  the 
explosion  of  the  first  space,  which  causes  the  inner  shells  to  fall  in  a  new  position,  where,  the 
second  explosion  takes  place,  and  so  on. 

Claim. — ^Tho  employment  of  two  or  more  shells  a  fr  c,  kept  apart  by  the  projections  Land 
8;  in  the  manner  specified,  and  forming  a  bomb,  for  the  purposes  and  as  set  forth. 

No.  32,703.— Geo.  A.  Meacham,  of  New  York,  N.  Y.— Improved  jBiitt<m.— Patent  dated 
July  2, 1861. — ^This  invention  consists  in  constructing  covered  or  coat  buttons  with  a  rotating 
flexible  eye,  by  mioia  of  which  the  strain  upon  the  fastening,  caused  by  the  twisting  of  the 
buttoa  in  buttoning  the  coat,  is  avoided. 
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Clol'm. — ^Firet,  &  baUon  composed  of  the  ft^  plate  A,  partiallj  open  back  B*  revolvtbff 
fleftble  8^0  M,  and  the  part  E,  or  its  equivalent,  for  supporting  and  retaining  M,  constructea 
and  operating  together  substantially  as  and  for  the  purpose  set  forth. 

Second,  in  buttons,  substantially  of  the  character  described,  the  use  of  the  guard  e  upon 
tbejing  E,  for  the  purpose  of  preventing  the  abrasive  action  of  B  upon  M,  as  specified. 

No.  32,704w— JoshuaMerrill,  of  Boston,  'hlMB.-^Improvement  tn  Distilling  Hydroearton 
Oils. — Patent  dated  July  2,  1861. — This  ii^vention  consists  in  a  mode  of  using  caustic  alkali 
wtthin  the  still,  and  in  direct  contact  Avith  the  boiling  oil,  without  suffering  it  to  lie  in  on  the 
bottom  of  the  still,  by  placing  the  alkali  in  a  pan  which  rests  on  the  bottom  of  the  still;  the 
latter,  being^concave,  allows  the  oil  to  circulate  under  the  bottom  of  the  pan. 

C^atm.— -The  described  mode  substantially  of  using  caustic  alkali,  by  aid  of  a  pan»  eo^et 
foith. 

No.  32,705. — Joshua  Merrill,  of  Boston,  Mass. — Improvement  in  the  Mant^acturt  of 
Hydrocarbon  Oils — Patent  dated  July  2,  1861. — This  invention  consists  in  the  employ meni 
of  the  acid  residues,  without  alteration,  for  the  purpose  of  aiding  in  purifying  the  oils  in  a 
different  stage  of  process  of  the  manufacture.  The  acid  sludges  from  the  succeeding  trea^ 
ments  are  used  in  purifying  the  oil  in  the  next  preceding  stage  of  the  manufacture,  or  me  acid 
sludge  from  all  the  subsequent  treatments  are  used  to  purify  the  crude  oil. 

Claim. — The  described  improvement  in  the  process  of  purifying  hydrocarbon  oili^  by 
treating  the  first  distillate  with  acid  residues,  substantially  as  describe 

No.  32,706. — Joshua  Merrill,  of  Boston,  Mass. — Improvement  in  the  Construction  of 
Stills. — Patent  dated  July  2, 1861. — ^The  bottom  of  the  still  is  constructed  of  seamless  wrought 
iron,  sufficiently  deflected  or  dish-shaped  to  admit  of  expansion  and  contraction  consequent 
upon  exposure  to  the  direct  action  of  the  fire,  without  breaking  the  joint  by  which  it  is  seconed 
to  the  body  of  the  still. 

Claim, — The  formed  seamless  wrought-iron  still  bottom,  substantially  as  described,  .And 
substantially  for  the  purposes  set  forth. 

Also,  the  still  as  a  whole,  consisting  of  a  cast-iron  top,  wrought-iron  sides,  and  wrought-iron 
seamless  bottom,  combined  together  by  angle-iron  couplings,  substantially  as  described*  fbr 
the  purpose  of  making  a  comparatively  light  and  durable  hydrocarbon  oil  stilL 

No.  32,707. — ^William  K.  Miller,  of  Canton,  O. — Improvement  in  Harvesting  Ma- 
chines.— Patent  dated  July  2,  1861. — The  sides  of  the  main  frame  are  united  by  a  bent  axle 
or  brace  near  where  the  journals  of  the  wheels  are  united  to  the  said  frame.  Upon  the  main 
frame  are  boxes  in  which  a  cross-shaft  is  supported  and  turns,  to  which  shaft  are  hinged  two 
frame  pieces  J  J,  which  extend  rearward,  and  are  bolted  to  the  finger-bar.  To  the  under  side 
of  these  frame-pieces  are  hinged  two  bars  M  M,  which  extend  rearward,  and  to  which  the 
foot-board  and  raker's  stand  are  fastened.  The  outer  reel-post  is  rigid  but  adjustable ;  the 
inner  one  is  made  a^ustable  by  means  of  a  pin  and  slot,  in  a  pivoted  plate  z.  On  the  end  of 
the  reel-shafl  is  a  pulley,  around  which  a  belt  passes,  and  thence  around  another  pulley  near 
the  joint  of  the  hinged  reel-support,  and  thence  around  a  pulley  on  the  hub  of  tne  dnving- 
wheel,  from  whence  the  reel  is  oriven,  by  which  means  the  platform  or  finger-bar  and  cutters 
may  rise  and  faU,  whilst  the  reel  will  swing,  to  admit  of  this  movement,  and  the  belt,  cross- 
ing the  joint  between  the  platform  and  main  frame,  will  continue  to  drive  the  reel. 

Claim, — First,  in  combination  with  the  main  frame  A  and  the  hinged  frame  J  J,  the  third 
frame  M,  hinged  to  the  hinged  frtkme  J,  so  that  each  may  have  motion  independent  of  the 
other,  substantially  as  described. 

Second,  the  hinged  plate  Z,  serving  as  a  common  support  to  the  reel-post  Y  and  to  the 
pulley  8,  substantially  as  represented. 

Third,  the  construction  and  arrangement  of  the  reel  W,  reel  support  V,  swinging  on  the 
pin  V  and  driving  belt  7,  ^red  back  to  or  near  the  hinge  of  the  said  reel  support,  and  thence 
to  the  pulley  9  on  the  mam  frame,  for  the  purpose  of  allowing  the  reel  to  accommodate  itself 
to  the  rising  and  fedling  of  the  platform,  and  still  keep  the  belt  taut,  as  described  and  repre- 
sented. 

No.  32,708. — Orson  Morgan,  of  Henry,  HI. — Improvement  in  Horse-collar  Blocks  or 
Formers. — Patent  dated  July  2,  1861. — The  block  is  divided  into  four  sections  or  blocks,  the 
throat  block  being  permanently  secured  to  the  table,  and  the  section  forming  the  small  end 
of  the  collar  sliding  longitudinally  on  a  dovetailed  tenon  in  the  centre  of  tne  table.  The 
motion  of  this  section  is  caused  by  a  right  and  lefr  screw,  and  a  transverse  motion  is  commu- 
nicated to  the  side  sections,  through  wc^ge-shaped  side  pieces  attached  to  the  sliding  section. 

Claim, — ^The  construction  of  a  horse-collar  block  in  parts  arranged  in  the  manner  described, 
that  they  may  be  expanded  imiformly,  and  retain  the  same  relative  proportions  of  length  and 
breadth  and  shape,  to  suit  the  various  sizes  of  collars.- 

Also,  the  sliding  carriage  H,  constnicted  substantially  as  described,  with  the  spurs  A,  for 
clamping  the  ends  or  points  of  the  collar,  and  the  lever  K,  by  which  the  nope  k  k'ls  tightened 
into  the  names  groove. 
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No.  32,709.— FRANas  Nichols,  of  New  London,  Conii,^lmprovemeiU  in  Soda  Water 
Apparatus. — Patent  dated  Julj  %  1861. — ^The  casing  of  the  draught  tube  is  so  oombined 
witn  the  cooler,  by  means  of  suitable  pipes,  as  to  constitute  a  portion  of  a  siphon  through 
which  the  waste  ice  water  from  the  cooler  is  caused  to  circulate,  for  the  purpose  of  keeping 
the  draught  tube  cool.  The  casing  surrounding  the  syrup  vessels  is  so  constructed  and  com- 
bined with  the  cooler,  b^  means  ot  pipes,  as  to  make  said  casing  form  a  portion  of  a  siphon 
by  which  the  ice  water  is  caused  to  be  drawn  from  the  cooler. 

C/aiwi.—Fii-st,  combining  the  draught  tube  casing  B  with  the  cooler  C,  which  cools  the 
pipe  from  the  fountain,  by  means  of  a  system  of  pipes  by  which  the  said  casing  is  caused  to 
form  a  portion  of  a  siphon,  substantially  as  and  for  the  purpose  specified. 

Second,  combining  the  casing  J,  which  surrounds  the  syrup  vessels,  with  the  cooler  C,  by 
means  of  a  system  of  pipes,  by  which  the  said  casing  is  made  to  form  a  portion  of  a  siphon, 
substantially  as  specified. 

Third,  combining  the  casings  B  and  J  with  each  other,  and  with  the  cooler  C,  by  a  svstem 
of  pipes  which  makes  both  of  said  casings  constitute  portions  of  the  same  siphon,  suSstau- 
tlaJjy  as  and  for  the  purpose  specified. 

No.  32,710.— H.  L.  Paddock,  of  Pontiac,  'Mlch.—Improved  Felting  Guide  for  Setcing 
Machines. — Patent  dated  July  2,  1861. — ^This  invention  consists  in  the  combination  of  two 
straight  edges  and  a  taper  scroll  for  turning  the  edge  of  the  cloth  to  form  the  fell,  folding  the 
fell  in  a  line  parallel  with  the  seam,  and  guiding  the  edge  of  the  fell  as  close  as  desired  to  the 
needle. 

Claim. — ^A  felling  ^ide  composed  of  a  scroll  D,  and  two  straight  edges  d  and  /,  combined 
and  arranged  relatively  to  each  other,  substantially  as  described. 

No.  32,711.— MiLO  M.  Parrish,  of  Pleasantville,  N.  Y. — Improvement  in  Machines  for 
Cutting  Out  and  Dressing  Slabs  of  Marble  and  other  SfofiM.— Patent  dated  July  2,  1861.— 
Within  a  vertically  sliding  frame  is  a  sash,  to  which  are  fastened  cutters,  the  lower  edges  of 
which  are  curved  and  serrated.  On  the  top  of  each  cutter  is  a  friction  roller,  resting  upon 
which  is  a  weighted  table  having  cords  at  each  comer  passing  over  pulleys  to  a  drum,  by 
which  means  the  table  may  be  rinsed  to  any  desired  height  for  adjustment  to  slabs  of  different 
thicknesses. 

Claim. — ^The  emploprment  of  the  vibrating  weighted  serrated  curved  cutter  T,  constructed 
as  described,  in  combination  with  an  a(\justable  weighted  table,  for  the  purpose  and  substan- 
tially as  set  forth. 

No.  32,712.— William  Patton,  of  Towanda,  Vh.— Improved  Shutter  and  Door  Fastener.^ 
Patent  dated  July  2, 1861. — Applied  to  the  sill  of  a  window  or  door  is  a  semicircular  band  or 
rod,  with  notches  in  its  peripherv,  into  one  of  which  a  catch  attached  to  the  window  or  door 
being  dropped,  serves  to  hold  the  same  open  at  any  desired  point.  Independently  of  the 
semicircle  is  a  receptacle  for  the  catch  when  the  window  or  door  is  closed. 

Claim. — The  arrangement,  as  described,  of  semicircular  band  A,  with  notches  in  its  peri- 
phery to  receive  the  catch  B,  at  the  end  of  the  bent  lever  C,  attached  to  the  window  or  door. 

Also,  the  above  arrangement  with  receptacle  D,  for  the  purpose  as  specified. 

No.  32,713.— John  S.  Rakd,  of  North  Providence,  R.  L^Improvement  in  Well  Buckets.— 
Patent  dated  July  2,  1861.— The  bucket  is  formed  with  a  valve  in  its  bottom  to  which  the 
rope  b  attached ;  as  the  bucket  descends  into  the  water  the  valve  opens,  and  the  bucket  is 
filled ;  the  rope  bein^  drawn  up  the  valve  closes,  and  the  bail  of  the  bucket  strikes  against  a 
slotted  bar,  thus  raising  the  trough,  which  is  held  up  by  means  of  a  catch  and  latches.  The 
bucket  is  sustained  upon  a  seat  within  the  trough,  and  the  water  escapes  from  the  bucket  upon 
unwinding  the  rope  and  opening  the  valve. 

Claim. — The  combination  ot  the  bucket  A,  constructed  as  described,  with  the  arms  C, 
trough  B,  bar  F,  latches  H,  shaft  K,  and  arm  m,  in  the  manner  and  for  the  purpose  set  forth. 

No.  32,714.— T.  8.  and  T.  W.  Rappelye,  of  Farmer,  N.  Y.—Improved  Plough.— Fatent 
dated  July  2,  1861. — This  invention  relates  to  the  combination  of  a  surface  and  subsoil 
plough,  the  subsoil  portion  consisting  of  an  attachment  so  arranged  as  to  be  readily  applied 
to  and  detached  from  any  plough  in  common  use. 

Claim, — The  combination  ot  the  two  A  D,  when  arranged  substantially  as  shown,  to  wit : 
the  share  or  plough  D,  having  its  foot  or  standard  C  secured  to  the  bar  or  beam  B,  bv  means 
of  tho  lip  <f,  and  tne  screw  c,  passing  through  the  slot  /,  into  the  bar  or  beam  B,  and  the  firont 
end  of  the  bar  or  beam  B,  attached  to  the  back  part  of  the  beun  a  of  plough  a!,  by  means  of 
the  screw  c,  and  lips  b  b^  for  the  purpose  specified. 

No.  32,715.— E.  C.  Williams,  of  Jersey  City,  N.  J.,  assignor  to  James  Flanagan,  of 
New  York,  N.  Y.—Improved  Portable  Tcnf.— Patent  dated  July  2,  1861.— A  piece  of  canvas, 
cut  in  a  peculiar  form  and  used  in  connexion  with  two  cross  props  and  a  few  pegs  and  cords, 
is  made  to  form  a  portable  tent  or  covering  suflBcient  to  afford  protection  for  a  single  soldier 
in  a  recumbent  or  lying  posture,  and  capable  of  being  folded  up  in  a  small  parcel  that  may 
be  readily  carried. 
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C/a»m.-— The  water-proof  cloth  or  CAnvas  of  the  form  shown  and  deacribed,  in  combination 
with  the  jointed  cross  props,  foot  prop,  cords,  and  pegs,  arranged  to  form  a  portable  tent  or 
covering  for  troops,  substantially  as  specified. 

No.  32,716. — ^JOHN  W.  Redding,  of  Belleville,  O. — Improvement  in  Raising  and  Forcing 
Pumps, — Patent  dated  July  2,  1B61. — ^This  invention  consists  of  two  cylinders,  connected  at 
their  lower  ends  with  a  curved  joint,  to  which  is  attached  the  induction  cylinder.  Extending 
from  each  cylinder  is  a  curved  pipe,  the  two  extending  upwards  and  converging  to  a  point 
within  a  pyramidal  block,  above  which  is  an  air-chamber  and  discharge  pipe.  The  pistons 
are  attached  to  a  fulcrum  bar  which  is  operated  by  means  of  a  crank  and  pitman. 

Claim, — ^The  cy^linders  B  B,  flaring  at  top  and  united  at  bottom  by  curve  C,  into  which 
flows  the  induction  pipe  or  cylinder  e ;  also,  the  confluent  pipes  £  E,  air-chamber  H,  and 
discharge  pipe  I,  all  combined  and  arranged  as  described,  when  operated  by  means  of  the 
fulcrum  M,  piston-rods  N  N,  pitman  P,  crank  O,  and  wheel  R. 

No.  32,717.— George  M.  Rhoades,  of  Hamilton,  N.  Y.— Improvement  in  Butter  Work- 
ers,— Patent  dated  July  2,  1861. — Upon  the  sides  of  a  common  tray  are  placed  a  track  or 
ways  upon  which  runs  a  frame  or  car  to  which  the  compressor  is  secured.  Friction  rollers 
are  arranged  above  and  below  the  track,  and  the  compressor  is  made  to  travel  over  and  work 
the  butter. 

Claim, — First,  the  particular  form  of  compressor  A,  made  by  four  narrow  angular  strips 
attached  to  a  square  snaft,  as  set  forth. 

Second,  the  combination  of  the  car  c,  with  the  compressor  A,  and  tray  M,  by  means  of  the 
track  E,  and  upper  and  lower  friction  rollers  H  H  and  j  j,  arranged  substantially  as  set  forth. 

Third,  the  mode  of  connecting  and  disconnecting  the  car  and  tray,  by  means  of  a  movable 
portion  of  the  track  or  way,  as  set  forth. 

No.  ^2,718.— T.  M.  Richardson,  of  Searsport,  Me,^Improved  Baggage  Director.— 
Patent  dated  July  2,  1861. — ^This  invention  consists  in  providing  trunks,  vaUses,  &c»,  with 
a  director,  consisting  of  an  outer  and  inner  metallic  shield,  a  revolving  disc  containing  the 
abbreviated  names  of  all  or  any  desired  number  of  States,  a  font  of  type,  and  a  typo  holder, 
by  which  the  name  of  the  traveller  and  place  of  destination  may  be  shown. 

Claim, — ^The  baggage  director,  substantially  as  described,  and  for  the  purposes  specified. 

No.  32,719. — George  W.  Robinson,  of  Somerville,  'Mass,— Improved  Mechanical  Steerer 
for  Vessels. — Patent  dated  July  2,  1861. — The  screw-shaft  has  one  of  its  bearings  in  the  stem 
and  the  other  bearing  in  a  box  or  nut,  a  pivot  from  the  lower  side  of  which  enters  and  turns 
freely  in  a  socket  set  in  the  head  of  the  rudder  post.  Firmly  secured  to  the  latter  is  a  metal 
collar  having  an  arm  projecting  from  one  side,  from  the  end  of  which  a  connecting  rod 
extends  to  a  nut  working  upon  the  rear  part  of  the  shall,  bv  means  of  which,  as  the  shaft  is 
turned,  motion  is  communicated  to  the  rudder  post. 

Claim. — The  combination  of  the  screw-shalt  fJ,  nut  L,  connecting  rod  K,  arm  H,  and 
pivot  box  F,  on  the  rudder  head,  the  whole  arranged  to  operate  substantially  as  described,  foi 
the  purpose  set  forth. 

No.  32,720. — Caleb  Russell,  of  Pittsburgh,  Pa. — Improved  Apparatus  for  Destroying 
Insects,  Reptiles^  8fc. — Patent  dated  July  2,  1861. — This  apparatus  consists  of  a  small  bellows 
for  blowing  air  through  a  flexible  pipe  into  a  pipe  havmg  a  closed  vessel  connected  to  it, 
which  vessel  contains  the  substance  to  be  blown  tnrough  a  second  flexible  pipe  into  the  nests 
or  holes  of  animals  or  insects  to  dislodge  or  destroy  them,  the  closed  vessel  being  provided 
with  an  adjustable  valve  by  which  the  quantity  of  substance  used  may  be  regulated  at  "^vill. 

Claim. — ^The  adjustable  valve  H,  to  cut  off  or  fip*aduate  the  supply  of  offensive  material,  in 
combination  with  the  vessel  J,  and  bellows  A,  the  whole  being  constructed  and  arranged  to 
operate  substantially  as  described,  for  the  purposes  set  forth. 

No.  32,721.— John  Russell,  of  Troy,  N.  Y,—Imvrovenunt  in  Lamp».-— Patent  dated 
July  2,  1861. — ^The  bottom  of  the  lamp  is  constructea  with  a  reservoir  for  holding  water  or 
fluid  for  producing  vapor,  from  which  reservoir  passes  up  a  wick  tube  and  wick  tl^ough  the 
centre  and  up  to  the  top  of  the  anntilar  oil  tube  and  wick,  so  that  vapor  proceeding  from 
the  water  wick  may  mix  with  the  particles  of  carbon  in  the  flame  and  aid  in  their  com- 
bustion. 

Claim, — In  combination  with  the  wick  tubes  and  wick  of  lamps,  the  water  reservoir  B, 
tube  and  wick  6,  or  its  equivalent  device  for  producing  and  introoucing  the  vapor  of  water, 
or  of  any  similar  fluid,  in  or  in  contact  with  the  lamp  flame,  substantially  in  the  manner  and 
for  the  purposes  as  described  and  shown. 

No.  32,722.— WiLUAM  G.  Schmidlen  and  J.  W,  Driscoll,  of  New  York,  N.  Y.— /m- 
provement  in  Reflectors  for  Lamps. — Patent  dated  July  2,  1861. — This  invention  consists  in 
applying  corrugated  glass  in  sections  of  a  cylinder  to  metallic  reflecting  surfaces  of  a  cor- 
responding size  and  shape. 

Claim, — The  curved  sections  of  glass  applied  within  the  curved  metallic  reflector  in  the 
manner  and  for  the  purposes  specified. 
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No.  32,721.— H.  H.  Seeley  and  P.  Oriswold,  of  Hadson,  Mich.— /mproreniMl  tii 
Grain  Separating  Machines, — ^Patent  dated  July  2,  1861. — The  bottom  of  the  hopper  is  pro- 
vided with  a  shaker  which  regiUatea  the  flow  of  grain.  This  shaker  rests  upon  two  springs 
which  give  it  a  yertical  play.  Immediately  under  the  hopper  is  a  screen  which  is  secured  to 
the  shoe,  and  under  the  screen  is  a  trough  hung  upon  a  pin  at  its  centre,  the  latter  being  oeh 
ciliated  by  means  of  a  sprinp^  secured  to  its  upper  side.  Under  the  screen  is  an  adjustable 
bottom  provided  with  holes,  into  which  pins  are  inserted  for  securing  it  in  any  desired  posi- 
tion. Beneath  this  adjustable  bottom  is  a  hinj^  section  of  the  fan  case,  held  in  position  by 
a  spring  which  presses  upon  it ;  by  raising  thS  section  the  direction  of  the  blast  is  regulated. 
The  bottom  screen  is  moved  longitudinally  of  the  shoe  by  means  of  a  rod  attached  to  the  os- 
cillating lever,  and  underneath  the  screen  is  a  rocker  which  imparts  to  it  a  yertical  shake 
motion. 

Claim — First,  the  oscillating  trough  <£,  the  spring  c,  and  the  screen  e,  arranged  and  oper- 
ating in  the  manner  and  for  the  purpose  set  forth. 

Second,  tbe  arrangement  of  toe  shaker  a,  springs  b  ft,  adjustable  bottom/,  hinged  bottom 
g,  and  spring  A,  in  the  manner  and  for  the  purpose  specified. 

Third,  the  arrangement  of  the  screen  t,  the  rod  j,  the  shoe  H,  and  the  rocker  k^  the  same 
being  connected  and  operating  as  and  for  the  purpose  set  forth. 

No.  32,724.— Thomas  J.  Southard,  of  Richmond,  ^ie.^Tmvrorement  in  Pumo^ — 
Patent  duted  July  2,  1861. — A  weighted  pendulum  and  weighted  fly-wheel  are  appliea  to  a 
pump,  and  operated  b^  a  crank  in  such  a  manner  that  the  we.ght  of  the  fly-wheel  is  made  to 
descend,  while  the  weighted  pendulum  is  moving  towards  the  opposite  side. 

Claim, — The  combination  of  the  weighted  fly-whee],  the  slotted  pendulum,  crank-pin  H, 
and  lever  H,  operating  two  or  more  pumps,  when  arranged  substantially  as  set  forth. 

No.  32,725.— S.  Z.  Shores,  of  Towanda,  T&.— Improved  Hand  Com  P/awfers.— Patent 
dated  July  2,  1861. — The  seed-case  is  constructed  with  three  sides  movable,  and  wiUi  a 
yibrating  opener  at  the  bottom  of  the  stationary  side  of  the  case,  which  is  operated  by  de- 
pressing the  movable  portion  of  the  case.  With  the  movable  portion  of  the  seed-case  is 
combined  a  seed-dropping  device,  which  is  connected  with  the  stationary  portion  of  the  seed- 
cas^  by  means  of  jointed  arms,  the  whole  being  so  arranged  that  the  desired  number  of  g^rains 
o('  com  will  be  planted  each  time  the  lower  end  of  the  machine  is  pressed  into  the  earth. 

Claim.— The  combination  of  vibrating^  tongue  0,  as  descnbed,  with  the  rocking  seed-drop- 

£ing  portion  G,  arm  A,  rod  t,  arranged  in  the  relation  to  swell  g,  of  side  B,  and  operating  in 
annony  with  the  tongue  C,  as  described  and  shown. 

No.  32,726.— Ttmotht  P.  Strong,  of  Fond  du  Lac,  Ww,— Improved  Apparatus  for 
Heating  and  FentUating  Railtcay  Cars. — Patent  dated  July  2,  1861. — Across  each  end  of 
the  car,  upon  the  roof,  is  constnu^od  a  hood  or  cowl  partially  closed  in  front,  and  having  for 
its  back  a  flat  or  curved  inclined  mould-board,  by  which,  when  the  car  is  in  motion,  a  cur- 
rent of  fresh  air  is  driven  into  the  closed  end  of  the  hood,  and  thence  forced  down  a  pips 
which  conducts  it  to  a  hot-air  chamber  of  a  heater  within  the  cor.  The  heated  air  may  oe 
conducted  downwards  and  along  the  floor  to  registers  in  the  bottom  or  side  of  the  car. 

Claim. — The  combination  of  the  hood  with  its  inclined  surface,  and  automatic  valve,  with 
the  inlet  pipe,  hot-air  chamber,  distributing  pipe  and  registers,  when  the  several  parts  are 
constructed  and  arranged  to  operate  in  tho  manner  and  for  the  purpose  set  forth. 

No.  32,727.— Cyrus  W.  Strout,  of  Calais,  Me.^Improved  Mortising  Machine.— F&tent 
dated  July  2,  1861. — ^This  machine  is  designed  for  cutting  oblique  mortises  in  the  stiles  of 
window  blinds  for  the  purpose  of  receiving  the  slats.  To  tne  upper  surface  of  the  bar  O,  in 
front  of  the  frame  and  extending  through  its  whole  length,  is  a  longitudinal  slot  in  which  the 
^ide  of  a  bar  R  is  allowed  to  slide  freely.  Attach^  to  the  upper  surtace  oi  this  bar  is  a 
fence  against  which  the  stil^  to  be  mortised  is  placed.  To  the  under  side  of  the  bar  B  is  at- 
tached a  rack-bar,  and  to  the  centre  of  bar  O  is  attached  a  spnnff-catch  with  a  spring  bear- 
ing on  its  lower  end  to  keep  the  upper  end  engaged  with  the  rack-bar.  The  bar  O  is  movod 
longitudinally  and  obliquely  upward  by  depressing  the  treadle,  one  of  tho  straps  giving  the 
longitudinal  movement  while  the  slots  of  tbe  inclined  plates  P  give  the  oblique  movement. 

Claim. — First,  the  arrangement  of  the  bar  O,  slotted  plates  P  P,  bar  Q,  and  adjustably 
•top  hf  with  the  eccentric  t,  or  its  equivalent,  for  the  purpone  specified. 

Second,  the  bar  R,  with  rack-bar  U  attached  and  fitted  on  bar  O,  in  connexion  with  the 
spring-catch  Y,  in  bar  O,  when  the  bar  R  and  rack-bar  U  are  used  in  connexion  with  the 
bar  O,  apd  arranged  to  operate  conjointly  therewith,  for  the  purpose  specified. 

Third,  the  combination  of  the  treadle  H,  straps  W  W,  bar  G,  lever  F,  and  strap  /,  sub- 
stantially as  shown,  for  the  purpose  of  operating  simultaneously  ,the  bar  O  and  mandrel  C, 
as  descnbed. 

No.  32,728.^Edward  A.  Tcttle,  of  Brooklyn,  N.  Y. — Improvement  in  Fireplace  Reg- 
ister  Frames  or  Summer  Pieces. — Patent  dated  July  2,  1861. — The  reserve  rims  are  so  com- 
bined in  separate  parts  with  the  ornamental  border  frame,  in  the  construction  of  summer 
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pieces,  thit  in  their  use  the  warmiof^  apparatus  at  the  centre  shall  not  be  interfered  with, 
while  the  necessity  of  cutting  and  tittlng  shall  be  obviated,  and  the  article  be  made  ready  for 
use  by  a  simple  process  of  adjustment. 

Claim. — Ab  a  new  article  of  manufacture,  the  summer  piece  made  ready  for  use  by  the 
arrangement  and  combination  of  the  reserve  pieces  b  b,  with  the  ornamental  border  A, 
adjustable  at  points  beyond  the  register  opening,  all  substantially  in  the  manner  set  forth. 

No.  32,729.— Andrew  J.  Vantuyl,  of  Hector,  N.  Y.—Improved  Separator  for  Thresh- 
ing Machines, — Patent  dated  July  'Z^  ]8(>1. — ^Thc  cylindrical  scieen  is  open  at  both  ends,  and 
iA'nung  on  an  arbor  or  shaft,  its  axis  being  longitudinal  with  the  machine,  and  is  so  ananged 
in  relation  to  the  fan  that  a  pari  of  the  blast  passes  through  it  and  a  part  below.  Over  the 
fiEUi  and  screen  are  placed  endless  carriers. 

Claim. — ^An  improved  separator  for  threshing  machines,  consisting  of  the  adjustable  cyl- 
indrical rotating  scieen  G,  combined  and  anunged  with  the  fan  U  and  carriers  D  and  £,  sub- 
stantially in  the  manner  and  for  the  pmpose  shown  and  described. 

No.  32,730.-— WiLUAM  L.  Washburn,  of  Springfield,  Uasa.— Improved  Ventilator.— 
Patent  dated  July  2,  1861. — Across  the  top  of  the  upper  sash  is  secured  a  vertical  flange, 
and  to  the  framing  above  is  hinged  a  flap-valve  so  as  tu  hang  between  the  valve  and  sash. 
When  the  sash  is  lowered  to  admit  fiesh  air  a  circuitous  apeiture  will  be  formed,  and  in  case 
of  too  great  draught  the  swinging  valve  will  partially  or  wholly  close,  and  thus  regulate  the 
draught. 

Claim, — The  combmation  of  the  flanged  shelf  C  D,  and  hinged  valve  F,  with  the  window 
A  B,  the  whole  being  constructed  and  arranged  in  the  manner  and  for  the  purpose  shown 
and  explained. 

No.  32,731.— S.  A.  Willett,  of  Philadelphia,  Fa.— Combined  Heater  and  Boiler.— Taieni 
dated  Jnly2,  1861. — Around  the  fire-pot  is  an  annular  water-chamber,  which  is  connected 
with  and  supplies  an  outer  boiler  with  hot  water  by  means  of  pipes.  The  air  passes  through 
a  bottom  plate  and  between  the  inner  casing  that  sunounds  the  fire-pot  and  an  outer  casing, 
and,  becoming  heated,  passes  out  through  an  opening  above,  to  which  distributing  pipes  may 
be  connected. 

Claim.— The  hollow  fire-pot  C,  when  combined  with  the  inner  casing  B  and  outer  casing 
A,  and  with  the  boi.er  H,  and  its  inlet  and  outlet  pipes,  by  means  of  the  pipes  L  and  M,  as 
and  for  the  purpose  set  forth. 

No.  32,732.— William  Youdan  and  Daniel  Thomas,  of  West  Elizabeth,  Va.— Improve- 
ment in  the  Mode  of  Constructing  and  Operating  Coal  Uailroads. — Patent  dated  July  2, 
186J.— This  invention  is  explained  by  the  ciaim  and  eng'-avmg. 

Claim.— ^^  constructing  the  inclined  plane  of  coal  raiiioads  as  that  the  grade  at  one  end, 
near  the  coal  pits,  shall  be  very  steep,  while  the  grade  of  the  remaining  portion  of  the  road  is 
but  sbghtly  inclined,  and  continuing  the  rope  to  which  the  cars  are  attached  over  both  the 
steep  and  the  more  level  portions  of  the  road,  for  the  puipose  of  gaining  power,  by  the  descent 
of  loaded  cars  on  the  steep  grade,  to  carry  forward  oihcr  loaded  cars  down  that  portion  of  the 
road  which  is  not  stifiiciently  inclined  to  cause  them  to  descend  by  their  own  unaidipd  gravity, 
as  well  as  to  draw  up  the  empty  cars  on  the  other  track,  substantially  as  described. 

Also,  the  use  of  a  clasp  constracted  as  described,  of  the  hinged  strips  1 1  and  slide  v,  for  tha 
purpose  of  attaching  the  cars  to  the  endless  rope. 

No.  3;J,733. — ^McClintock  Yoltcg,  of  Frederick,  Md. — Improremtnt  in  Gearing  for 
Driting  Machinery  of  any  Kind. — Paient  dated  July  2, 18G1 . — This  invention  consists  m  the 
construction  and  use,  in  connexion  with  a  bevel  driving  wheel,  of  a  bevel  pinion,  the  teeth  or 
cogs  of  which  are  formed  of  round,  tapcriig  wire,  secured  in  proper  heads. 

Claim. — A  bevel  pinion  constructed  of  tapenng  wiies  set  in  suitable  heads,  to  form  the  teeth 
or  cogs,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,734.— Edward  Behr,  of  Brooklyn,  N.  Y.,  assignor  to  Himself  and  H.  C.  Man- 
gels, of  the  same  place. — Improvement  in  Constructing  i^kates. — Patent  dated  July  2, 1801. — 
The  object  of  this  invention  is  to  admit  of  the  skate  iron  being  readily  ground  and  finished 
before  the- studs  are  secured  to  them.  The  slotted  studs  are  slipped  upon  the  irons  and  riveted 
thereto  after  finishing,  when  both  may  be  easily  t-ecmed  to  the  stock. 

•   Claim. — ^The  employment  of  the  detachable  slotted  screw  studs,  when  made  and  applied  as 
set  forth  and  for  the  purpose  specified. 

No.  32,735.— Leonard  J.  Johnson,  of  Philadelphia,  Pa.,  assignor  to  Himself  and  James 
E.  Owens,  of  the  same  place. — Improtement  in  Pocket  Match-Boxes. — Patent  dated  July  2, 
lg51, — On  the  interior  part  of  the  dox  or  case  is  constructed  a  holder  for  matches,  with  two 
metallic  sheet  spring  clamp-plates  of  an  elliptic  form,  intercepted  by  a  rigid  sheet-plate  coated 
with  emery  or  lined  with  sandpaper  on  each  side,  so  that  the  act  of  withaiawing  a  match  from 
the  box  will  cause  it  to  become  at  once  ignited  and  ready  for  use. 
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C/«tfR.— The  match-holder  B,  with  elliptic  sheet  spring  clamps  e  e,  for  retamiDf  the  matches 
in  place  and  compelling  them  to  **  rub*'  aeainst  a  centre  plate  tf,  with  emery  or  sandpaper,  or 
their  equivalents,  attached  thereto,  for  the  purpose  of  causing  ignition  to  the  match  when 
withdrawn  from  the  same,  the  whole  bemg  arranged  within  and  connected  to  the  box  or  case 
A,  in  a  manner  substantially  as  and  for  i&  purposes  specified. 

Ko.  32,736.— William  A.  Kirbt,  of  Buffalo,  K.  T.,  assic^nor  to  Himself  and  D.  M.  Os- 
borne, of  Auburn,  N.  Y. — Improvememt  in  Harvesting  Mackines  and  (As  Raking  Apparatms 
(A<re^.— Patent  dated  July  2,  1661.— In  combination  with  a  hinge  and  reaching  post  that 
carries  the  rake  are  two  connecting  rods,  working  from  one  crank,  so  that  a  compound  motion 
may  be  given  to  the  rake  that  will  lift  it  up  out  of  the  way  of  the  foiling  grain  and  drop  it 
down  beside  the  outside  divider  and  carry  it  straight  across  the  platform,  parallel  with  the 
finger-bar.  The  hinged  rake  post  is  located  on  the  frame  of  the  machine  and  inclined  rear- 
ward, for  the  purpose  of  throwing  the  rake  back  from  and  out  of  the  way  of  the  falling  ^rahi 
as  it  passes  to  the  divider  side  of  the  platform.  Between  the  driving  ^^ear  and  the  rake  is  an 
universal  joint,  so  that  as  the  cutters  are  raised  or  lowered  on  the  mam  frame  the  rake  may 
conform  to  them  and  keep  itself  ai^'usted  to  the  platform. 

Claim. — First,  in  combination  with  an  automatic  rake  in  a  reaping  machine,  a  hinged  reach- 
ing post  and  two  connecting  rods,  operated  from  one  and  the  same  crank,  for  the  purpose  ol 
giving  said  rake  its  motions,  substantially  as  described. 

Also,  hinging  and  supporting  the  rake  post  on  the  main  frame,  and  inclining  it  backward, 
so  that  the  mko  will  be  out  of  the  way  of  the  falling  grain  when  at  rest,  and  oe  raised  high 
enough  as  it  moves  towards  the  outside  divider  to  avoid  the  falling  grain,  and  drop  beyocid 
the  stalks  on  the  platform  preparatory  to  sweepmg  them  off^  substantially  as  described. 

Also,  in  combination  with  a  rake  post  on  the  main  frame  and  the  rake  driving  sfaaf^  sop- 
ported  at  one  end  on  a  supplemental  frame,  the  two  frames  having  motions  independent  of 
each  other,  the  universal  joint  A  in  the  rake  shaft,  for  the  purpose  of  preventing  cramping  in 
the  gearing,  substantially  as  described. 

^Jao,  in  combination  with  an  automatic  rake,  the  lever,  trigger,  and  clutch-arm,  substan- 
tally  as  described,  so  that^the  driver  at  his  seat  may  stop  or  set  the  rake  in  motion  at  his  will, 
or  set  the  trigger  so  that  it  will  stop  it  after  making  one  revolution  or  operation,  as  described. 

Also,  placing  or  making  a  guard  or  shield  rigid  upon  a  supplemental  frame  or  plate  to  winch 
the  driving  wheel  is  attacmed,  andpassmg  it  under  and  partially  around  the  gearing  attached 
to  said  wl^,  to  protect  it  from  ii^ury  or  from  being  clogged,  substantially  as  described. 

No.  32,737.— Thomas  J.  Matall,  of  Roxbury,  Mass.,  asRignor  to  Cyrus  "Wakefield. 
of  South  Reading,  Mass. — Improvement  in  the  Method  of  Cutting  Strands  from  Ratan, — 
Patent  dated  July  2,  1861. — Tnis  invention  consists  in  first  dividing  the  surface  of  the  ratao 
into  longitudinal  sections  of  the  required  width  for  the  strands,  witn  a  cutter  or  series  of  cut- 
ters that  cut  the  sihcioas  sur&ce  while  it  is  supported  by  the  body  of  the  ratan,  and  that  pen- 
etrate the  core  of  the  cane  to  the  depth  desired  for  the  thickness  of  the  strand.  The  ratan  is 
then  subjected,  with  its  surface  thus  divided  into  sections,  to  the  acrion  of  a  tubular  or  polyg- 
onal cutter,  which  separates  the  surface  strands  from  the  internal  cylindrical  core. 

Claim, — The  method  described  of  first  d'.viding  the  sur&ce  of  ratan  into  longitudinal  sec- 
tions by  ctftting  the  stick  or  cane  to  a  requisite  depth  and  then  separating  said  sections  from 
the  core,  to  form  strands  for  caning  chairs  and  other  purposes. 

No.  32,738.— James  Poole,  of  New  York,  N.  T.,  assignor  to  Himself  and  James  Ingram, 
of  the  same  place. — Improvement  in  Gas- JSairfters.— Patent  dated  Jtily  2,  1861.— This  inven- 
tion consi.<.ts  in  introducing  within  a  burner  of  ordinary  construction  a  deflector  button,  in 
connexion  with  a  diaphragm  of  wire  gauze,  for  the  purpose  of  retarding  and  eqtializing  the 
pressure  of  the  gas  and  causing  it  to  be  heated  while  m  tno  burner. 

Claim. — The  deflecting  button  6,  wire  gauze  c  e,  and  disc  d^  applied  in  the  gas-burner  in 
the  manner  and  for  the  purposes  specified. 

No.  32,739.— Jacob  REionARO,  of  Birmingham,  Pa.,  assignor  to  Hale,  Atterbury  & 
Co.,  of  Pittsburg.  Pa.— /mprovfmeat  in  Glass  Lamps.— Patent  dated  July  2,  1861.— This 
invention  is  eiqilained  by  tho  claim. 

Claim. — ^A  new  article  of  manufacture,  produced  in  the  manner  described,  to  wit:  a  glass 
lamp  which  has  two  distinct  openings  a  6  in  its  top,  one  in  the  centre  tor  the  introduction  of 
the  wick  into  the  lamp,  and  tue  other  at  one  side  of  tho  centre,  for  filling  in  the  oil  or  other 
burning  fluid,  substantially  as  and  for  the  purposes  set  forth. 

No.  32,740.— Benjamin  Arnold,  of  East  Greenwich,  R.  l.—Jmproted  Shade  for  lAtmf$ 
or  Gas  Lights, — Patent  dated  July  9,  1861. — ^This  shade  is  made  with  a  fixed  ring  or  collar, 
that  rests  on  the  chimney  of  the  lamp,  and  is  connected  with  a  movable  rin^  provided  with 
blots  to  receive  the  ends  of  radial  arms  or  levers  covered  with  cloth  or  elastic  material  that 
can  be  folded.  By  tunung  the  lower  ring,  the  change  in  the  position  of  the  slots  elevates  or 
depresses  the  arms,  and  allows  the  light  to  fall  upon  a  greater  or  less  space  as  required. 

Claim, — The  combination  of  the  rings  and  levers,  substantially  as  described  and  for  the 
puipose  herein  set  forth. 
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Ko.  32,741.— B.  T.  Babbitt,  of  New  York,  N.  Y.—fm^^rovtd  Mode  of  Constructing  Iron 
Vessels. — Patent  dated  July  l>,  1861. — ^The  object  of  this  improvement  is  to  give  additional 
stieng^  to  the  frame  of  an  iron  vessel,  and  also  to  prevent  leakage  hy  filling  all  the  open 
spaces  between  the  ribs,  bars,  plates,  and  bolts  with  sulphur.  The  frame  work  of  the  vessel 
may  be  constructed  in  any  way  thought  desirable  and  of  any  form  or  dimension,  provided 
that  open  spaces  or  cavities  are  left ;  into  these,  when  the  frame  forming  the  hull  is  completed, 
meltea  sulphur  is  poured  and  fills  all  of  the  interstices,  making  a  solid  hull. 

Claim. — The  combination  of  the  sulphur  with  the  frame  work  of  the  vessel,  in  the  manner 
•abfitantially  as  shown  and  described. 

No.  32,742. — John  C.  Baker,  of  Adams  Centre,  N.  T. — Improvement  in  the  Construction 
ijf  Wheels  for  Felticles. — Patent  dated  July  9,  1861. — The  wheel  is  constnictod  in  such  a 
manner  that  one  of  its  spokes  may  be  removed  and  a  new  one  inserted  without  taking  the 
tire  from  the  wheel  or  disturbing  the  felloes.  A  circular  plate  attached  to  the  outer  end  of  the 
flkxle  has  a  central  boss  or  projection,  upon  which  the  ends  of  the  spokes  abut,  and  are  held 
ia  position  by  angular  cavities  fitting  the  ends  and  by  a  plate  that  laps  over  the  ends.  The 
spokes  are  also  kept  in  place  by  a  chain  of  clamps  bolted  to  the  circular  plate  or  disc  near  its 
periphery,  each  spoke  InBing  free  when  the  clamp-bolts  are  removed. 

Claim. — ^The  plate  A,  provided  with  the  concentric  circular  projection  B,  bevelled  and  cor- 
rugated at  its  periphery,  or  provided  with  pointed  projections  a,  in  connexion  with  the  annu- 
lar chain  of  plates  G,  the  circular  plate  U,  and  the  spokes  F,  all  arranged  as  and  for  the 
purpose  set  iurth. 

No.  32,743.— George  Barker,  of  New  York,  N.  Y.— Improvement  in  Machinery  for 
making  Cigars. — Patent  dated  July  9,  1861. — This  improvement  is  for  the  purpose  of  adapt- 
ing the  machine  to  the  various  sizes  of  cigars  and  to  the  varying  qualities  of^  the  materials 
used.  To  effect  this  the  rollers  are  hung  in  bearing  plates,  which  are  made  adjustable  by 
means  of  screws  so  placed  that  either  end  of  the  rollers  can  be  elevated  or  depressed  as  re- 
quired. The  rollers  can  also  be  changed  with  facility  when  cigars  of  difierent  shapes  are  to 
be  made. 

Claim. — ^The  employment  in  a  cigar  machine  of  adjustable  bearing  plates  or  boxes  E  L, 
for  the  purpose  of  mounting  the  rollers,  in  combination  with  the  guidmg  pins  and  adjustable 
•crews,  or  their  equivalent,  the  whole  being  constructed  and  operated  in  the  manner  and  for 
the  purpose  set  forth. 

No.  32,744. — Charles  Bartholomae,  of  New  York,  N.  Y. ^Improved  Catt/e^n.— Patent 
dated  July  9,  1861. — ^Thls  improvement  will  be  fully  understood  by  reference  to  the  clulms. 

Claim. — First,  the  induction  opening  </,  provided  with  a  fixed  funnel  B,  in  combination 
with  the  mouth-tube  E,  and  with  or  without  the  air-tube  K,  when  applied  to  a  soldier's  can- 
teen, constructed  of  curved  form  in  its  horizontal  section,  substantially  as  and  for  the  purpose 
set  forth. 

Second,  the  filter  I,  when  constructed,  arranged,  and  used  in  connexion  with  the  mouth- 
tube  £  of  the  canteen,  as  herein  shown  and  described. 

No.  32,745.— Eluot  P.  Barton,  of  Batavia,  N.  Y.,  and  Richard  TV.  To^le,  of  Bath, 
N.  Y. — Improvement  in  Hay  Rakes. — Patent  dated  July  9, 1861. — This  implement  is  intended 
to  be  used  in  the  rear  of  a  hay  wagon,  and  at  such  a  distance  as  will  allow  space  for  men  to 
stand  while  pitching  hay  upon  the  wa^on.  The  tooth-head  and  teeth  are  made  in  the  usual 
manner,  and  the  draught  and  fulcrum  l)ar  are  constructed  with  holes  corresponding  in  num- 
ber and  position  with  the  teeth.  Handles  operating  as  levers  are  hinged  to  the  head,  and 
when  the  rake  is  full  and  the  wagon.stopped,  the  handles  are  lifled  and  a  short  arm  operates 
upon  the  head,  thus  withdrawing  the  teeth  from  the  hay,  which  is  then  removed.  By  lower- 
ing the  handles  the  teeth  are  a^am  placed  in  position  for  raking. 

C/aiwi.— The  combination  ol  the  nandles  C  C,  hinged  to  the  rake-head  D,  with  the  bars  B 
and  arms  E  E,  when  these  parts  are  arranged  and  operated  together  in  the  manner  and  for 
the  purpose  specified. 

No.  32,746.— CanpieU)  Blodgett,  of  Morrison,  VX.^Improvement  in  PZom^As.- Patent 
dated  July  9,  1861. — This  improvement  relates  to  the  standard  of  the  plough  and  the  abut- 
ment of  the  beam  and  handles,  which  are  secured  to  the  standard  by  a  bolt  passing  through 
them  and  forming  a  joint.  The  beam  and  straight  may  thus  be  set  at  any  angle  with  each 
other,  the  forward  end  being  elevated  or  depress^  according  to  the  depth  of  furrow  required. 
Movable  and  fixed  tooth-plates  upon  the  sides  of  the  beam  prevent  the  parts  from  changing 
their  relative  positions  after  they  are  set  and  ready  for  use. 

Claim. — The  improvement  in  the  construction  of  the  standard  A,  in  combination  with  the 
beam  B,  the  handles  C,  plate  D,  and  brace  E,  all  attached,  constructed,  and  arranged  sub- 
ttftnrially  in  the  manner  described  and  for  the  purposes  specified. 

No.  32,747.— Lewis  Boore,  of  Buffalo,  N.  Y. ^Improvement  in  Oas-Meter  Valves,^ 
Patent  dated  July  9,  1861. — In  this  device  the  rotai^  motion  of  the  crank,  which  is  connected 
wiUi  the  movable  diaphragms,  causes  all  points  of  the  valvea  to  describe  cirolea  and  move 
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oyer  the  whole  surface  of  the  valye-seat  for  the  porpOM  of  keepings  i^  clean  and  producing 
•qnal  wear  upon  all  parts  of  the  seat  as  well  as  uniformity  of  motion. 

Claim. — First,  so  operating  the  valve  as  that  an  equal  longitudinal  and  transverse  move- 
ment will  be  giveu  to  it,  so  that  all  points  of  the  valve  will  move  over  equal  surfaces  and 
describe  equal  circles,  for  the  purpose  and  substantially  as  described. 

Second,  the  cross  i  t'  t'^  in  combination  and  arrangement  with  the  valve  F  and  operating 
crank,  for  the  purposes  and  substantially  as  described. 

No.  32,748.— C.  H.  Bradley,  of  Westchester,  Pa.— /wt^owd  Post  Office  Di$tributiug 
Table, — PoteDt  dated  July  9,  1861. — ^This  invention  is  designed  to  facilitate  the  distribution 
of  mail  matter  alphabetically,  and  consists  of  two  tables  parallel  with  each  other  and  having 
in  the  upper  table  a  series  of  slits  lettered  from  A  to  Z.  From  the  lower  side  of  these  slits 
inhea  or  chutes  lead  radiallv  outwards  to  a  series  of  boxes  standing  on  the  lower  table  having 
corresponding  letters.  When  the  mail  matter  is  all  passed  down  the  lower  table  is  swung 
outward  upon  a  hinge,  and  the  assorted  letters  removed  from  the  boxes. 

C/aim.— Combining  with  the  distributing  tubes  C  C  C,  on  table  A,  the  semi-circular  table 
G  and  receiving  boxes  g  g  gi  arranged  and  operating  substantially  as  described  and  shown. 

No.  32,749.— James  C.  Butterworth,  of  Providence,  R.  I.,  and  Benjaivan  Arnold, 
of  East  Greenwich,  R.  I. — Improved  Device  for  converting  Motion  or  Substitute  for  the 
CranA.— Patent  dated  July  9,  1861. — ^Tho  nature  of  this  invention  will  be  understood  by 
reference  to  the  enmiiving  and  claim. 

Claim. — First,  the  use  and  emplo^ent  of  the  combination  of  the  lever,  foot-piece,  and 
case,  substantially  as  described  and  tor  the  purpose  set  forth. 

Second,  combining  the  cases  substantially  as  described,  so  that  the  levers  and  foot-pieces 
shall  be  made  to  act l>y  the  friction  created  between  the  cases,  for  the  purpose  set  forth. 

No.  32,750.— N.  W.  Camp,  of  Trenton,  N.  J. ^Improvement  in  5/cates.— Patent  dated 
July  9,  1861. — ^This  skate  is  designed  for  passing  over  uneven  surfaces  of  ice  without  strain- 
ing or  cramping  the  toot,  the  iron  or  blade  being  made  in  two  scpaiate  runners  forming  a 
double  bearing.  I'he  top  of  the  runner  is  secured  to  a  flexible  or  yielding  metallic  plate, 
which  forms  the  central  portion  of  the  sole  of  the  boot. 

Claim. — The  construction  of  the  skate  as  speciiicd,  that  is  to  say,  of  two  distinct  runner 
portions  B  and  B',  in  combination  with  a  single  flexible  plate  or  sole  If,  in  the  manner  and  for 
the  purpose  described. 

No.  32,751.— Jeremuh  CaRHART,  of  New  York,  N.  Y. —Improved  Propeller  Shield.-^ 
Patent  dated  July  9,  1861. — ^This  invention  consists  in  plai'ing  above  the  piopel'er  an  oval 
shield  or  aich  of  plate  iron,  which  is  designed  to  serve  as  a  protection  to  the  propeller  and  for 
partially  conccutratinc^  and  confining  the  water.  The  distance  of  the  lower  edges  of  the  arch 
oelow  the  top  is  equalto  about  one-third  the  diameter  of  the  propeller. 

Claim. — A  shield  substantially  in  the  form  of  an  arc  of  a  circle,  suspended  from  the  stem 
of  a  vessel  by  rods  projecting  downwards,  without  reference  to  size,  placed  over  tbe  wheel 
and  in  part  cuclosing  and  protecting  the  same,  and  which  thereby  partially  routines  and  con- 
centrates the  water  upon  the  same,  increases  its  power,  and  also  the  speed  ol  the  vessel,  con- 
Btructcd  substantially  as  and  for  the  purposes  described. 

No.  32,752.— John  Case,  of  Philadelphia,  Pa.— Improved  Canteen.— PAtent  dated  July 
9,  1861. — A  tube  partially  filled  with  sponge  or  other  filtering  material  is  inserted  in  the  cork 
or  stopper  and  extends  nearly  to  the  bottom  of  the  canteen.  A  stuall  hole  is  made  through 
the  side  of  the  nozzle,  forming  a  passage,  one  side  of  the  cork  being  cut  away  opposite  toe 
hole  so  that  air  may  enter  as  the  I  quid  is  drank.  When  not  in  use  the  cork  is  turned  half 
round  to  prevent  the  escape  of  the  liquid. 

Claim. — The  tube  B,  with  or  without  the  filtering  medium  E,  fitted  in  the  cork  C,  which 
is  provided  with  a  chamfered  side  A,  in  combination  with  a  canteen  A,  i»rovided  with  a  per- 
forated nozzle  D,  all  arranged  substantially  as  and  for  the  purpose  set  loith. 

No.  32,753.— Richard  8.  Child,  of  Philadelphia,  Pa.— Improvement  in  the  Utilization  qf 
Coal  Tar.— Patent  dated  July  9,  1861. — The  coal  tar  is  placea  in  a  shallow  vessel  and  set  on 
fire,  the  smoke  being  deposited  in  the  form  of  lampblack  in  the  u^uai  manner.  During  the 
burning  the  tar  thickens,  and  in  about  an  hour  ib  drawn  off  in  suitable  condition  to  be  used 
as  a  roofing  cement. 

Claim. — ^The  process  herein  described  of  utilizing  coal  tar,  by  converting  it  into  roofing 
cement  and  lampblack,  instead  of  into  lampblack  and  a  worthless  residue,  or  into  roofing 
cement  and  volatile  substances. 

No.  32,754.— John  Chilver,  of  Jersey  City,  N.  J  .—Improvement  in  Moulds  for  Moulding 
Pipe  from  Plastic  Material. — Patent  dated  July  9,  1861. — This  apparatus  is  intended  for 
moulding  pipe  in  such  a  manner  that  the  ends  may  enter  and  fit  into  a  shoulder  iu  the  bell- 
mouthud  cud  of  the  pipe.  The  pipe  is  moulded  in  a  vertical  position,  i  eating  on  a  base-board 
made  iu  bectious,  which  are  moved  outward,  to  expand  the  bell-mouih.    An  inner  iiuiug,  also 
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made  in  secbons,  is  forced  outwards  by  a  core  and  tapered  piece  of  wood,  which  presses  the 
plastic  materials  against  the  outer  or  hxed  case.  A  projection  or  stem  upon  one  pipe  enters 
a  corresponding  recess  on  the  adjoining  pipe,  forming  a  coupling. 

Claim. — First,  the  construction  ofa  mould  with  its  flat  bottom,  and  its  projection  L, 
whereby  the  sections  of  pipe  made  therein  may  be  readily  coupled,  and  have  a  continuous 
base,  substantially  as  herein  described. 

Second,  the  combination  with  the  flask  of  a  mould  of  a  core  of  uniform  size  and  shape 
from  end  to  end,  constructed  so  as  to  expand  and  contract,  substantially  as  described. 

Third,  the  combination  of  the  sectional  bed  plate  and  collar  with  the  flask  of  the  mould 
and  with  an  expansible  and  contractable  core,  combined  and  ojferating  substantially  as  de- 
scribed. 

No.  32,755.— Neil  Clifford,  of  Brooklyn,  N.  Y,— Improved  Vapor  Lam;>.— Patent  dated 
July  9,  18C1. — ^This  invention  will  be  understood  by  reference  to  the  claim  and  engraving. 

Claim. — The  arrangement  of  the  tubes  C  E  and  wick-tube  II,  when  used  in  connexion 
with  the  plug  E  and  socket  D,  placed  in  the  curved  part  a  of  the  tube  C,  and  in  relation  with 
the  wick-tut^  H,  and  straight  or  upright  portion  of  tube  C,  to  operate  as  and  Tor  the  purpose 
set  forth. 

No.  32,756. — ^J.  A.  DeManiouet,  of  Paris,  France. — Improvement  in  Machines  for  Twist* 
ing  Silk. — Patent  dated  July  9,  18G1. — This  machinery  is  intended  to  produce  in  a  single 
operation  the  doubling,  twisting,  and  spinning  of  wool,  silk,  or  other  fibrous  materials.  Tbo 
savers  or  threads  which  constitute  the  twist  receive  an  equal  number  of  turns,  which  is  called 
the  spinning  or  first  twisting.  This  operation  is  on  equal  lengths  of  material  between  the 
two  points  of  attachment,  one  of  which  is  fixed  on  one  side  tp  tne  spinning  spindle  and  the 
other  to  the  twisting  spindle.  The  effect  of  the  torsion  at  the  time  when  the  twist  begins  to 
act  as  a  drawing  power,  in  proportion  to  the  diameter  of  the  material  in  each  of  the  hiivers. 
As  each  sliver  cuminishes  in  length  and  size,  the  strongest  become  placed  in  the  centre,  the 
medium  sized  are  rolled  around  them,  and  the  smallest  are  rolled  round  the  two  otbert«,  &c., 
to  such  an  extent  that,  so  soon  as  one  of  them  varies  in  diameter,  it  changes  immediately  in 
tension  and  position,  and  consequently  the  slivers  mutually  sustain  one  another  in  proportion 
to  their  respective  strength,  and  preserve  in  the  material  elasticity  and  ductility.  An  annular 
spindle  is  also  used  in  certain  cases. 

Claim.—The  method  of  making  a  continuous  re^lar  twist,  although  the  slivers  or  strands 
may  be  irregular,  and  without  destroying  the  elasticity  of  the  material,  and  without  unravel- 
ling it,  as  hereinbefore  described. 

Second,  the  method  of  winding  and  unwinding  bv  means  of  an  annular  spindle,  or  ltd 
equivalent,  operating  substantially  as  herein  descnbed. 

No.  32,757. — Andrew  Derrom,  of  Paterson,  N.  J. — Improved  Portable  Hut  or  Houses — 
Patent  dated  July  9,  1861. — In  these  buildings  the  studs,  plates,  and  other  parts  are  dove- 
tailed, and  are  also  wedge-shaped,  to  prevent  lateral  thrust.  Panels,  which  constitute  the 
main  part  of  the  surface  of  the  structure,  are  inverted  in  grooves  made  in  studs  and  rafters, 
to  serve  as  boarding,  and  at  the  same  time  strengthen  and  stiffen  the  building. 

Claim. — The  combination  of  the  sills  A,  flooring\imbers  B,  studs  C,  plates  D,  and  raflers 
E,  connected  by  wedge-shaped  dovetail  joints;  and  the  divided  panels  F  F  F',  secured  to 
the  former  by  grooves  /,  ribs  g,  and  bolts  At,  the  whole  being  constructed  and  arranged  sub- 
stantially as  herein  shown  and  explained,  and  for  the  purposes  set  forth. 

No.  32,758.— P.  S.  Devlan,  of  Elizabethport,  N.  J.— Improvements  in  Car  Brakes, — 
Patent  dated  July  9, 1861. — In  this  invention  two  levers,  crossing  each  other  near  the  centre, 
are  so  curved  as  to  embrace  the  two  axles  of  the  trucks.  The  ends  of  the  lever  toward  the 
platform  are  elongated,  and  a  right  and  led  hand  screw  passes  through  them  aud  forms  a  part 
of  the  upright  shaft,  upon  which  is  a  horizontal  wheel;  on  turning  this  the  levei-s  are  brought 
together,  aud  the  four  shoes  placed  on  the  faces  of  the  levers  embrace  both  of  the  axles. 

Claim. — The  emplovment  of  clasping  brake  levers  D,  substantiallv  as  hereinbefore  described, 
in  combination  wito  the  axle  or  axles  of  the  truck,  and  the  screw-sWt,  the  whole  arranged  to 
operate  substantially  as  described,  for  the  purpose  set  forth. 

No.  32,759.— Andrew  Dougherty,  of  New  York,  N.  Y. —Improvement  in  Machines  for 
Damping  Paper  for  Printers*  t/««.— Patent  dated  July  9,  1861.— The  main  feature  in  this 
invention  is  a  roller  covered  with  cloth  for  wetting  the  contmuous  roll  of  paper,  a  concave 
roller  which  bears  at  the  outer  edge  or  selvedge  to  prevent  wrinkling  or  cockling,  and  the 
brake  for  regulatitag  the  delivery  of  the  dry  paper  from  the  roller.  The  brake  consists  of  a 
block  of  w(K>d  placed  vertically  between  guides,  its  lower  end  being  rounded  and  resting 
upon  the  dry  roll  of  paper  to  produce  uniform  friction,  whether  it  be  full  of  paper  or  nearly 
empty.  The  roller  upon  which  the  damp  paper  is  wound  moves  a  little  faster  than  the  dry- 
paper  roller,  on  account  of  the  increased  length  of  the  dry  paper  when  wet. 

Claim. — The  combination  of  a  friction  brake  with  means,  substantially  as  described,  for 
supporting  a  roll  of  paper  in  such  manner  tliat  the  tension  is  applied  to  the  periphery  of  the 
roll  of  paper,  substantially  as  set  forth. 
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Also,  the  combination  of  a  sbafl  that  supports  the  roll  of  paper  to  be  unrolled  with  an 
equalizing  apparatus,  the  combination  as  a  whole  operating  substantially  as  described. 

Also,  a  damping  apparatus,  which  is  a  combination  of  a  series  of  cylinders  having  porous 
Jackets,  with  means  for  supplying  the  damping  liquid  to  them,  and  for  regulating  the  quantity 
retained  by  the  wet  cylinacr  that  is  pressed  in  contact  with  the  paper,  substantially  as  4©- 
scribed. 

Also,  a  rolling  mechanism,  which  is  a  combination  of  a  shaft,  or  its  equivalent,  for  holding 
the  roll  of  paper,  with  a  concave  friction  roller,  so  arranged  as  to  impart  motion  to  the  peri- 
phery of  the  roll,  and  with  guides  for  holding  the  roll  in  its  proper  position  against  the  friction 
rollers,  substantially  as  described. 

Also,  the  combination  of  the  following  members,  viz: 

Fir^t,  an  apparatus  for  supporting  a  roll  of  paper  and  making  tension  upon  the  paper. 

Second,  an  equalizing  apparatus,  substantially  as  described. 

Third,  a  damping  apparatus,  substantial!}'  as  described. 

Fourth,  a  rolling  mechanism,  substantially  as  described. 

The  whole  constituting^  a  machine,  opcratmg  substantially  as  described,  for  damping  paper 
from  the  roll,  and  delivering  it  in  a  damp  condition. 

No.  32,760.--L.  H.  Doyle,  of  Waterioo,  Iowa.— /mprorcd  Cit/ftrator.— Patent  dated  Juljr 
9, 18G1. — The  central  triangular-shaped  spade  is  attached  to  the  beam,  as  usual ;  in  the  rear  of 
this  are  sockets  and  bolts,  from  which  two  curved  arms  extend  laterally  nearly  to  the  ground, 
and  have  at  their  ends  shares  placed  obliquely;  above  the  shares  is  a  horizontal  cross-bar, 
provided  with  slots  and  bolts,  by  which  the  shares  can  bo  placed  at  the  right  distance  apart 
to  throw  the  soil  upon  the  rows  of  plants  on  either  side. 

Claim. — The  sockets  D  D',  at  the  back  of  the  beam  A,  with  the  feet  or  standards  E  E 
fitted  therein  shown,  in  connexion  with  the  bar  F  and  braces  A  A,  arranged  to  brace  the  feet 
or  standards  £  E,  and  at  the  same  time  connect  the  same  to  the  bar  F  at  the  desiiod  distance 
apart,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,761.— J.  D.  Elliot,  of  Graflon,  Mass.— /mprorem^fi/  in  Machines  for  Folding 
C/of  A.— Patent  dated  July  9,  1861. — A  pair  of  reciprocating  blades  operate  so  as  to  fold  the 
cloth  upon  a  table  having  jaws  at  either  end  to  catch  and  hold  fast  each  fold  as  it  is  laid  over. 
As  the  blades  pass  under  either  jaw,  the  table  drops  away  from  the  jaw  in  advance  of  th© 
blade,  to  prevent  the  rubbing  of  the  blade  on  the  cloth,  and  from  pulling  the  cloth  under  the 
oppo>«ito  juw. 

Claim. — Attaching  the  pitman  to  the  end  of  the  folding  blade,  or  to  the  staffs  holding  the 
blades,  at  or  near  the  uppier  ends  of  said  staflfs,  when  applied  to  a  machine  for  folding  cloth, 
as  described. 

AUo,  the  combination  of  the  pawl  G\  ratch  F',  and  shoo  a4,  with  the  yielding  table  of  a 
doth-foldiug  mechanism,  operatmg  in  the  manner  and  for  the  purpose  herein  specified. 

Also,  giving  the  table  a  positive  motion  down  in  advance  of  the  folding  blades,  for  the  pur- 
pose set  forth. 

Also,  giving  both  the  table  and  jaw  a  positive  modon,  in  advance  of  the  folding  blades, 
for  the  pui-pose  set  forth.  ^ 

Also,  constructing  the  jaws  n  o,  with  a  roughened  surface  for  holding  the  folds  of  the  cloth, 
made  substantially  as  set  forth. 

No.  32,762, — ^W.  C.  Fuller,  of  London,  England. — Improvement  in  Gun-Carriages. — 
Patent  dated  July  9,  18G1. — This  improvement  consists  in  the  application  of  India-rubber 
rings,  woikmg  on  a  bolt  or  bolts  parallel  with  the  frames  of  the  gun-carria^  to  receive  and 
neutralize  the  shock  of  the  discharge,  and  convey  the  gun,  by  the  reaction  ol  the  springs,  back 
to  its  place,  ready  for  reloading.  The  movement  takes  place  between  the  carriage  and  the 
slide,  deck,  or  platform. 

Claim. — The  particular  mode  or  modes  of  applying  India-rubber  springs  in  the  consiroc 
tion  of  gun-caniages,  as  set  forth  and  described. 

No.  32,763. — ^H.  A.  Oaoe  ,  of  Manchester,  N.  II. — Improvement  in  Machines  for  Address- 
ing Newspapers. — Patent  dated  July  9,  18C1. — This  improvement  is  intended  to  inci-case  or 
dimiui.sh  the  pressure  of  the  t^'pe  upon  the  envelope  containing  a  newspaper  by  means  of  a 
lever,  link,  and  a  rod  connected  with  the  platen,  tno  length  of  the  rod  being  regulated  by  a 
screw  and  nut. 

Cluim. — ^The  mechanism  for  regulating  the  impression  of  the  platen,  consisting  of  the  lever 
F,  link  O,  and  nut  U,  on  the  rodE,  substantially  as  described. 

No.  32,764. — C.  P.  Geissenhainer,  of  Pittsburg,  V^^Improvement  in  Cooking  Stoves. — 
Patent  dated  July  9,  1861. — ^This  improvement  relates  chiefly  to  the  supply  of  air  for  the 
draught,  which  enters  under  the  health  and  in  the  rear  of  the  fire-basket,  being  partially  heated 
in  its  passa^.  The  fire-door  is  provided  with  a  flange,  and  below  this  is  a  space  abovo  the 
grate  bars,  for  the  purpose  of  returning  gas  or  smoke  to  the  fire. 

Claim. — First,  the  airangement  in  cooliing  stoves  of  an  air-flue  opening  under  the  hearth, 
for  introducing  air  in  the  rear  of  the  fire-basket,  in  such  relation  to  the  flue  for  the  exit  of 
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tbe  smoke  and  products  of  combustion  as  is  hereinbefore  described,  that  is  to  say :  placing 
the  horizontal  smoke-flue  in  the  front  part  of  the  stove  and  immediately  under  the  air-flue, 
for  the  purpose  of  increasing  the  heat  of  the  air  as  it  enters  the  stove  through  the  flue  undor 
the  hearth,  by  extracting  the  waste  heat  from  the  smoke  and  products  of  combustion  before 
th^  escape  from  the  stove. 

Second,  constructing  the  door  to  the  fire-chamber  of  cooking  stoves  with  a  flan^  project- 
ing from  its  Ic  wer  edge,  so  situated  in  relation  to  the  hin?e  as  that  when  the  door  is  closed  a 
space  shall  be  left  between  the  projecting  flange  and  Uie  gprate  bars  to  catch  and  return  to 
the  fire  any  smoke  or  gas  that  would  otherwise  escape  into  the  room,  substantially  as  de- 
scribed. 

No.  32,765— John  Gibbs,  of  Brooklyn,  N.  T. — Imf roved  Shade  Ftxlitrs.— Patent  dated 
July  9,  ]861. — ^This  invention  relates  to  the  pulley  shde,  which  is  attached  to  a  window 
frame  to  keep  the  endless  cord  at  a  suitable  tension.  The  slide  carries  a  grooved  pulley,  and 
has  at  its  lower  end  a  projection  which  enters  one  of  a  series  of  holes  in  a  fixed  rack  and 
retains  the  slide  where  it  is  placed. 

Claim, — ^The  construction  of  the  adjustable  slide  with  clasp  hooks  e,  and  locking  T-shaped 
hook  g  in  one  piece,  the  plate  A  being  provided  with  apertures  c  corresponding  to  hook  g 
and  the  hooks  e  clasping  the  sides  of  plate  A,  the  whole  operating  together  in  the  manner 
and  for  the  purpose  shown  and  described. 

No.  32,766.— C.  B.  GOROAS  and  Wm.  H.  SMr|H,  of  Wooster,  OYno.^Improved  Furniture 
Caster, — Patent  dated  July  9,  1861. — Upon  the  conical  pin  of  the  common  caster  two  metal- 
lic annular  cups  are  placed,  the  cavity  in  the  lower  one  being  of  sufficient  depth  to  hold  a 
liquid.  The  upper  or  inverted  cup  is  held  by  a  central  collar  at  such  distance  as  tirill  pre- 
vent insects  from  crossing  the  edges  of  the  cup.  The  lower  cavity  being  filled  with  a  liquid, 
prevents  the  passage  of  insects  to  the  legs  of  the  bedstead  or  other  pieces  ol  furniture  to 
which  the  caster  is  applied. 

Claim, — ^I'he  combination  of  the  socket  B,  conical  pin  C,  cups  G  and  H,  necks  a  and  ft, 
and  roller  D,  all  constructed  and  operating  in  the  manner  ana  for  the  purpose  shown  and 
explained. 

No.  32,767.— J.  W.  Graham  and  J.  M.  Topltfp,  of  Pittsfield,  Jll^Tmprovement  in 
Water  Elevators, — Patent  dated  July  9,  1861. — ^This  invention  relates  to  the  construction  of 
a  windlass,  by  means  of  which  the  roller  that  carries  the  buckets  may  be  turned  either  back 
or  forward  while  the  crank  is  turned  in  one  (direction  only.  The  bucket  is  emptied  automati- 
cally by  means  of  a  rod  and  vibrating  arm  connected  with  the  valve  in  the  bottom  of  the 
bucket.  Right  and  left  hand  spiral  grooves  guide  two  ropes,  which,  as  the  bucket  rises, 
approach  the  centre  of  the  windlass  where  there  is  a  blank  or  cylindrical  space,  upon  which 
the  stem  of  the  discharge  valve  strikes,  (when  the  bucket  reaches  the  top,)  and  all6ws  the 
water  to  escape. 

Claim. — ^First,  in  combination  with  the  shaft  a,  the  loose  roll  B,  and  gears  t  fgj  and 
clutch  G  A,  the  whole  constructed  and  operating  substantially  as  described,  for  the  purpose 
set  forth. 

Second,  the  combination  of  the  windlass  having  reversed  helical  grooves,  with  the  cords 
and  water  bucket,  and  the  device  for  opening  the  valve  of  bucket,  tne  whole  arranged  and 
operating  as  described,  for  the  purpose  set  fortn. 

Third,  in  combination  with  the  elevating  and  automatically  discharging  bucket  and 
grooved  windlass,  the  blank  u,  as  and  for  tho  purpose  specified. 

Fourth,  constructing  the  bucket  with  a  mouth-piece  p,  in  combination  with  its  valve  and 
opening  mechanism,  and  a  filling  yalve  in  centre  of  bucket's  bottom,  as  described,  for  the 
purposes  set  forth. 

No.  32,768. — Edward  Hamilton,  of  Chicago,  m. — Improvement  in  Breech-loading  Ord' 
nance. — Patent  dated  July  9,  1861 . — ^The  inventor  says :  The  first  part  of  my  invention 
consists  in  the  combination  of  a  movable  conical  breech  with  the  fixed  breech  of  a  cannon, 
and  the  second  part  relates  to  the  combination  of  the  above  with  a  movable  stopper.  To 
load  the  cannon  the  movable  breech  is  turned  until  two  lateral  openings  corresponding  in  po- 
sition; the  stopper  is  then  withdrawn  and  the  cartridge  inserted  :  the  stopper  is  replaced,  the 
movable  breech  turned  back,  and  the  gun  primed  and  fired  in  the  usual  manner. 

Claim. — ^The  combination  of  a  fix^  breech  and  a  movable  conical  breech,  the  two  being 
constructed  and  arranged  substantially  as  described. 

Also,  the  combination  of  a  movable  breech  and  of  a  fixed  breech,  constructed  and  arranged 
substantially  as  described,  with  a  removable  stopper  for  the  charging  opening,  substantially 
as  described. 

No.  32,769.-^.  H.  Hartman,  of  Fort  Wayne,  Indi,— Improvement  in  Bee-hives — Patent 
dated  July  9,  1861. — The  interior  of  the  hive  is  the  form  of  a  truncated  pyramid  inverted, 
for  the  purpose  of  enabling  the  bees  to  keep  their  brood  warm ;  the  movable  comb-frames 
are  of  shape  to  fit  the  hive.  The  moth  and  feed  drawer  at  the  bottom  of  the  hive  has  a 
sloping  front,  and  is  provided  with  slots  about  one-eighth  of  an  inch  wide,  which  allow 
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moths  to  enter,  bnt  are  not  large  enongb  to  admit  the  bees.  This  part  of  the  drawer  is  cot- 
ered  with  wire  gauze,  which  is  removed  when  the  moths  are  to  be  killed.  The  size  of  the 
entrance  is  regulaled  hy  movable  strips,  the  openings  being  of  such  a  size  that  the  loaded 
worker  will  be  admitted,  but  not  the  queen.     The  otuer  compartment  forms  a  feeding  space. 

Claim, — First,  the  employment,  in  combination  with  the  box  A  B  C  D,  of  the  trapezoidal 
removable  comb-frames  a,  the  whole  arranged  and  operating  as  described,  for  the  purposes 
set  forth. 

Second,  in  combination  with  the  sliding  drawer  F,  the  removable  wire  gauze  frame  c,  ar- 
rang(yl  and  operating  as  described,  for  the  purpose  set  forth. 

Third,  making  the  front  of  drawer  F,  bevelled  at  d,  in  .combination  with  the  decoj  en- 
trances e  e  e,  as  described,  for  the  purpaso  set  I'oith. 

Fourth,  the  peculiar  manner  described  of  regulating  the  entrance,  for  the  purposes  sub- 
stantially as  described. 

No.  32,770. — Albert  Holbrook,  of  Providence,  R.  I, — Improvement  in  Pickers, — Patent 
dated  July  9,  18Gi. — The  picker  or  shuttle-driver  is  made  of  raw  hide  in  the  usual  manner  and 
is  provided  with  a  slot,  which  receives  the  end  of  a  flat  bent  spring,  which  passes  over  the 
top  of  the  picker  arm  or  lever.  A  leather  wedge  is  placed  betwen  the  picker  and  the  stick  to 
give  an  even  bearing,  and  protect  the  stick  from  injury. 

Claim. — Applying  a  raw-hide  picker  to  a  picker-staff,  by  means  of  a  spring  lever  provided 
with  a  catch  a,  opeiBting  with  the  slot  o  of  the  picker,  in  the  manner  as  represented,  and  for 
the  purpose  set  forth. 

No.  32,771. — Albert  Holbrook,  of  Providence,  R.  I. — Improvement  in  Pickers, — Patent 
dated  July  9,  18G1. — The  raw  hide  of  which  the  picker  is  formed  is  first  softened  in  water, 
and  after  being  cut  to  the  right  breadth  is  bent  to  tne  form  shown  in  the  drawings  and  secured 
by  two  rivets,  presentincr  to  the  action  of  the  shuttle  four  thicknesses  of  the  hide. 

Claim, — An  improveu  raw-hide  picker,  as  constructed,  of  one  piece  of  material,  and  with 
its  two  ends  folde<t  interlocked,  and  connected  in  the  manner  and  for  the  purpose  as  set  forth. 

No.  32,772.— George  Ives,  of  Detroit,  Mich.-^Improrement  in  Ditching  Machines, — 
Patent  dated  July  9,  I8G1. — This  invention  relates  to  machines  in  which  the  earth  is  carried 
back  from  the  ditch  by  an  endless  apron,  and  consists  in  the  use  of  two  vertical  coulters  for 
widening  the  ditch  and  allowing  the  trough  in  which  the  apron  travei'ses  free  passage  without 
chafing  or  clogging  at  the  sides  of  the  trough.  The  coulters  are  applied  in  the  rear  of  the 
plough  and  near  the  end  of  the  apron  trough. 

Claim. — In  the  described  combination  with  the  coulter  H,  plough  rf,  trough  D,  and  elevator 
£,  of  a  ditching  machine,  the  arran^ment  of  the  coulters  J  J,  attached  to  the  sides  of  the 
machine  at  a  distance  in  the  rear  ot  the  plough,  and  projecting  laterally  beyond  the  path  of 
the  latter,  all  as  shown  and  explained,  and  for  the  purposes  set  forth. 

No.  32,773. — Frederick  Kesmodel,  of  San  Francisco,  Cal. — Improvement  in  Apparatus 
for  Taking  Casts  for  Pads. — Patent  dated  July  9,  18Gi. — ^This  instrument  consists  of  a 
broad  hoop  or  ring,  over  which  a  thin  sheet  of  Incua  rubber  is  stretched ;  this  is  laid  upon  the 
part  of  the  body  to  be  copied  and  the  hoop  partially  filled  with  liquid  plaster  of  Paris.  Pres- 
sure is  then  made  with  a  piston,  fitting  in  the  opposite  side  of  the  hoop,  and  continued  until 
the  plaster  sets.  The  cast  Is  separated  from  the  rubber  sheet,  and  upon  it  a  reverse  is  formed 
of  metal  or  other  substance  suitable  for  the  mtended  use. 

Claim. — ^The  described  apparatus,  consisting  of  piston  E,  mould  A,  and  elastic  diaphragm 
B,  arranged  in  relation  to  each  other,  and  for  tne  puipose  of  forming  pads,  as  set  forth. 

No.  32,774.— Dennis  Lane,  of  Plmnfield,  Yt^Improred  Method  of  Setting  the  Log  in 
Saw-mills. — Patent  dated  July  9,  18G1. — ^I'his  invention  does  not  admit  of  a  brief  descriptioik. 

Claim. — ^Tho  employment  or  use  of  the  ratchets  H  i  J  K,  having  teeth  at  difierent  distances 
apart,  in  connexion  with  the  adjustable  dog  P,  placed  on  the  rod  O,  which  is  provided  with 
retaining  pins  A,  the  ratchets  being  plac<3  on  the  shaft  F,  having  pinions  G  G  at  its  ends 
which  gear  into  racks  D  D,  attached  to  bar  C,  all  being  arranged  as  and  for  the  purpose  set 
forth. 

No.  32,775.— W.  B.  Le  Van,  of  Philadelphia,  PsL^Improvement  in  Water  Gauges  for 
Steam  Boilers. — Patent  dated  July  9,  1861.— In  this  instrument  a  measuring  rod  is  held  in  a 
central  position  within  the  glass  tube.  It  is  alleged  that  a  tube  provided  with  the  rod  is  not 
liable  to  be  broken,  and  that  it  is  readily  cleaned. 

Claim. — First,  so  arranging  the  valve,  in  respect  to  the  internal  rod  I,  that  the  centre  line 
of  one  shall  coincide,  or  nearly  coincide,  with  the  centre  line  of  the  other  when  the  rod  or 
valve,  or  both,  are  so  constructed  that  the  valve  can  be  operated  without  distiubing  or  being 
disturbed  by  the  rod,  as  set  forth. 

Second,  so  constructing  the  valves  G,  in  respect  to  the  said  internal  rod,  or  the  rods,  in 
respect  to  the  valves,  that  the  latter  can  be  operated  without  distiu-bing  the  former,  as  set  forth. 

Third,  the  hollow  branch  6,  of  the  steam-chest  A,  combined  and  arran^,  in  respct  to  the 
opening  of  the  valve  G,  as  set  forth,  so  as  to  afford  ready  access  to  the  mterior  of  the  glass 
tnbe,  as  specified. 
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Ko.  32,776.— E.  H.  Lewis,  of  Wilbur,  N.  Y.— Improvement  in  Machines  for  Polishing 
Stone. — Patent  dated  July  9,  1861. — ^The  stone  to  be  polished  is  laid  upon  a  revolving  table, 
across  which  an  arm  projects,  which  has  a  reciprocating  motion.  The  combined  movemei^t 
of  the  table  und  arm  is  designed  to  prevent  grooves  and  ridges  in  the  stone  when  finished. 

Claim, — The  arrangement  of  the  double-armed  reciprocating  bar  I,  eccentric  G,  shaft  B, 
and  gear  wheel  C,  with  the  rotary  plate  P,  shaft  £,  and  pinion  D,  in  the  manner  and  for  the 
purpose  shown  and  described.  ' 

No.  32,777. — .John  Miller,  jr.,  of  Baltimore,  Md. — Improvement  in  Machines  for  Making 
Paper  Bags  and  iloxes.— Patent 'dated  Julv  9,  18(31. — The.  paper,  cut  in  strips  of  the  desired 
width,  is  fed  from  a  table  to  cutters  of  suitable  size.  The  paper  thus  cut  off  is  forced  through 
a  mould  by  a  piston,  and  the  glue  applied  by  circular  brushes.  Clapps  or  bars  receive  a  box 
from  the  piston,  and  hold  it  in  shape  until  the  next  box  comes  forward,  thus  giving  a  little 
time  for  the  cement  to  set  or  dry. 

Claim. — First,  the  combination  of  the  cross-head  L,  lever  F,  rock-shaft  D,  adjustable  aim 
C,  and  fingers  B,  constructed  ^nd  oi)erating  substantially  as  explained,  to  impart  an  inter- 
mittent feed  movement  to  the  strips  of  paper. 

Second,  the  cutter  G,  constructed  as  s^own  and  described,  and  operating  in  connexion  with 
an  intermittent  feeding  device,  substantially  as  and  for  the  purpose  set  forth. 

Third,  the  mould  or  folder  N,  constructed  as  described,  and  operating  in  connexion  with  a 
suitable  plunger,  substantially  as  and  for  the  purposes  set  forth. 

Fourth,  the  combination  of  the  rotary  bruhh  O,  tbuntain  P,  and  pressure  cams  T,  operating 
to  paste  or  glue  the  boxes  while  passinff  through  the  moulds,  as  explained. 

Fifth,  the  spnng  clasps  U  V,  applied  beneau  the  moulds  N,  employed  to  hold  the  joints  of 
the  boxes  until  se^  as  explained. 

No.  32,778. — William  Miller,  of  Boston,  Mass. — Improved  Fire-Escape. — Patent  dated 
July  9,  1861. — This  apparatus  is  attached  to  suitable  wheels  or  trucks,  and  is  elevated  by  a 
pimon  in  the  cross-bar  of  the  truck,  and  a  circular  rack  fastened  above  a  hinge  or  joint  near 
the  base  of  the  ladder.  The  sides  of  the  ladders,  which  are  in  three  or  four  sections,  are 
parallel  and  tubular;  they  slide  into  each  other,  the  lower  section  being  the  largest.  Longi- 
tudinal slots  cut  through  the  whole  lenirth  of  the  tube  allow  the  rounds  to  pass  freely,  eitSet 
up  or  down. 

Claim. — Hnving  the  ladders  of  fire-escapes  made  of  slotted  tubular  metal,  and  rounds 
arranged  and  operating,  in  respect  to  each  other,  in  the  manner  shown  and  described. 

The  combination  of  the  curved  rack  E,  with  the  hinged  ladder  D,  operating  pinion  c,  and 
platform  A,  substantially  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  32,779  —J.  W.  D  F.  Moon,  of  Coventry,  N.  Y.-^ Improvement  in  Thills  for  Vehicles.-^ 
Palent  dated  July  9,  1861. — A  socket-piece,  having  a  T-shaped  hole  through  it,  is  secured  to 
the  axle  of  the  carriage;  a  projecting  piece  of  iron  hooked  upon  each  side  forms  the  end  of 
the  thills.  This  can  only  be  put  into  the  socket  when  the  thills  are  elevated,  and,  when  de- 
pressed to  the  position  for  draught,  the  T-shaped  piece  draws  against  the  socket-piece,  the 
thills  being  thus  Eecuiely  attached. 

Claim. — The  projecting  hook  or  key/  or  its  equivalent,  on  the  rear  end  of  the  thill  iron  B, 
fitted  into  and  passing  through  the  opening  e,  in  the  socket  iron  A,  substantially  in  the 
manner  and  lor  the  purpose  set  forth. 

No.  32,780.— F.  A.  MoRLEY,  of  Sodus  Point,  N.  Y. -—Improved  Steering  Apparatus  for 
Vessels. — Patent  dated  July  9,  1861. — The  bearings  upon  which  the  horizontal  screw  rests 
are  fitted  with  grooves  and  slides  to  allow  a  slignt  vertical  motion  to  the  rudder. 

Claim. — The  combination  of  tho  screw  and  connecting  piece  D,  and  single  nut  E,  screw 
and  connecting  piece  D,  moving  longitudinally  and  in  an  opposite  direction  to  nut  E,  for 
operating  tho  rudders  of  vessels,  substantially  as  described. 

And,  in  combination  with  the  above,  the  guides  and  grooved  boxes  G  G,  to  accommodate 
the  upward  motion  of  tho  rudder,  as  explained. 

No.  32,781.— P.  A.  MoRLEY,  of  Sodus  Point,  N.  Y, --Improvement  in  Potato  Diggers. — 
Patent  dated  July  9,  1861. — ^This  machine  is  intended  to  perform  both  the  digging  and  sep- 
arating, and  at  the  same  time  be  self-rotating.  This  is  effected  by  setting  the  digging  teeth 
(which  form  the  forward  end  of  a  cylinder  mode  of  bars  of  iron  arranged  in  a  spiral  position) 
at  such  an  angle  as  will  cause  the  cylinder  to  revolve  as  it  is  drawn  forward  and  silt  out  the 
dirt,  while  tho  potatoes  and  vines  fall  to  the  ground  from  the  rear  of  the  cylinder. 

Claim. — ^The  combination  of  the  spirally  arranged  teeth  I,  with  the  adjustable  spirally 
slotted  cylinder  A,  constructed  and  operating  in  tho  manner  described,  for  the  purpose 
ipecified. 

No.  32,782. — B.  F.  Norton,  of  Manchester,  N.  H. — Improvement  in  Setting  Machines,-^ 
Patent  dated  July  9,  1861. — This  improvement  on  the  chain-stitch  sewing  machine  relates 
chiefly  to  the  short  aim  of  the  needle-bar,  which  is  bent  at  an  angle  with  tne  main  arm,  fuid 
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slides  in  adjustable  ^des  to  eive  a  feeding  motion  and  govern  tbe  lengtli  of  tbe  stitch,  the 
needle-tiolder  being  jointed  to  too  end  of  tbe  needle-bar. 

Claim. — The  needle-bar  V  F',  bent  laterally,  as  shown  in  Fig.  5,  jointed  needle^sarrier  L, 
adjustable  guide  II,  set  screw  M,  and  spring  N,  operating  in  combination  beneath  the  table 
o,  the  whole  constiiicted  and  arranged  substantially  as  and  for  the  purposes  set  forth. 

No.  32,783.— Lucius  Parker,  of  Manchester  Station,  Conn,— -Improtement  in  Railroad 
Car  Brakes. — Patent  dated  July  9,  1861. — A  bevelled  wheel  and  pinion  operated  by  the 
brakomen  turns  a  horizontal  shaft,  around  which  a  chain  is  wound  and  elevates  a  suspension 
weight.  When  the  mitre  wheel  is  out  of  gear  the  weight  falls,  and  attached  short  arms  or 
levers  pull  upon  the  chains  that  bring  the  shoo  into  contact  ynth  the  wheels. 

Claim. — 1  irst,  the  combination  of  the  self-adjusting  spring  beanngs  D  with  the  main  shaft 
C,  sub.-stantially  in  the  manner  and  for  the  purposes  shown  and  desciibed. 

Second,  the  employment  of  tbe  adjustable  weight  II,  in  combination  with  the  main  shaft 
C,  lover  F,  shaft  G,  and  the  shoes  K  N,  in  the  manner  and  for  the  purposes  shown  and 
described. 

Third,  the  general  arrangement,  together  and  with  each  other,  of  the  above>specificd  parts, 
as  shown  and  described. 

No.  32,784.— Henry  Rawson,  of  Leicester,  England. — Improvement  in  Machines  for 
Combing  Wool. — Patent  dated  July  9,  1861, — This  invention  consists  in  the  combination  of 
parts  bt-fore  known  and  used  for  separating  the  long  from  the  short  fibres  of  wooL  The  main 
features  cannot  be  set  forth  in  a  brief  description. 

Cliiim, — First,  combining  a  comb  z,  worked  as  described,  with  a  comb  a  and  a  comb  q. 
snbsiantiall  V  as  described. 

Second,  the  combining  of  a  comb  q  with  a  comb  z,  and  bars  or  plates  r,  substantially  as 
described. 

No.  32,785. — CllARLES  Raymond,  of  Brattleboio',  YU— Improvement  in  SetPing  Ma 
chines. — Patent  dated  Julv  9,  1861. — In  this  lock-stitch  machine  the  iooper  is  pivoted  to  two 
short  vibrating  levers,  so  that,  while  the  axis  of  the  Iooper  moves  in  the  arc  of  a  circle  aiound 
the  axis  of  one  of  tbe  ievers,  its  point  is  thrown  inwardly  towards  the  lever  axis  as  it  ad- 
vances, and  ihen  outwardly  from  it  as  it  recedes,  and  at  an  accelerated  rate  of  motion  as 
compa  ed  with  that  of  the  axis  of  the  Iooper.  Eves  formed  in  the  .'ooper  cause  the  bearing- 
off  hook  to  bear  against  the  loop  of  tho  needle  thread ;  the  needle  goes  down  without  paasini^ 
through  the  loop,  but  passes  between  the  ooper  and  the  thread  which  it  carries  that  is  presced 
ouiwaid  by  the  hook  into  the  path  of  the  needle  at  the  same  instant  that  it  pushes  the  afore- 
said loop  of  the  needle  bearing  thread  away  from  the  path  of  the  needle. 

Claim. — The  l)eat)ng-off  hook  g^  when  it  is  arianged  in  such  a  manner  with  relation  to  tbe 
Iooper  b,  thai  the  said  parts  are  enabled  to  co-operate  with  each  other  in  the  formation  of  lock- 
stitches, substantially  in  tho  manner  set  lorth. 

No.  32,786.— Suspended. 

No.  32,787.— Edmund  Russel,  of  Brooklyn,  N.  Y.— Improvement  in  Oscillating  Stemm 
Engines. — Patent  dated  July  9,  1861. — In  this  engine  the  common  trunmons  or  gudgeons 
are  dispensed  with,  and  the  cylinder,  which  is  vertical,  is  supported  by  a  strong  spring  o\  ona 
or  more  leaves  connecting  the  base  of  the  cylinder  with  the  Ihune.  A  lever,  rod,  and  fixed 
pin  are  so  connected  as  to  correspond  to  the  peculiar  motion  of  the  cylinder  and  work  tbe 
valves. 

C/rttm.— The  spring  /,  applied  as  a  means  of  connectingr  the  cylinder  to  the  frame  of  the 
engine  and  uLowing  tor  tho  oscillation,  in  the  manner  and  lor  the  purposes  set  forth. 

Albo,  the  arrangement  of  the  valve  m,  stem  i,  and  the  induction  and  eduction  ports  1  2  and 
3,  in  the  osciUaiiug  cylinder,  applied  as  and  for  the  purposes  specified. 

No.  32,788— J.  A.  Sabb.\TON,  of  New  York,  N.  Y, —Improvement  in  Dry  Gas  Metres,— 
Patent  dated  July  9,  1861. — The  constiiiction  of  this  invention  cannot  be  explained  withoai 
full  drawings  and  detailed  description. 

Chim. — The  combination  of  a  series  of  flexible  diaphragms  with  a  conical  valve  having  an 
inlet  passage  at  one  of  its  heads,  andan  outlot  passage  at  its  other  bead,  two  lateral  ports  com- 
municating icspectively  with  the  inlet  and  outlot  passages,  and  turning  in  a  conical  valve-seat 
fitted  with  as  many  ports  as  there  are  chambers  in  the  metre,  the  whole  arranged  and  operating 
substantially  as  de^^cribed. 

Also,  the  combination  of  the  said  valve  and  valve-seat  with  an  enclosed  inlet  passage,  a 
supplementary  port  in  tho  valve-seat,  and  a  supplementary  passage  in  Uie  valve,  suDstantially 
as  oescribed. 

Also,  the  combination  of  the  stems  of  the  flexible  diaphragms  with  conical  stoppers  and 
stopper-seats,  substantially  as  described. 

No.  32,789.— B.  Seonttz,  of  New  York,  N.  Y,— Improvement  in  Trachea  lUes.— Patent 
dated  July  9,  1861. — ^The  object  of  this  invention  ]»  to  administer  expectorant  medicines 
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directly  to  the  trachea  or  to  the  nasal  organs.  The  medicines  are  placed  in  the  tube  and  H  is 
inserted  into  the  mouth,  its  flaring  end  being  directed  either  to  the  trachea  or  nasal  organs  as 
may  be  desired,  the  carved  form  of  the  tube  allowing  this  change  of  direction.  The  m^icines 
are  then  administered  to  the  paits  by  blowing  into  the  mouth-piece,  which  is  made  adjustable 
•o  that  it  can  be  directed  upwards  whatever  may  be  the  direction  of  the  tube. 

Claim. — A  trachea  tube  constructed  with  a  central  tube  A,  curved  flaring  double-channelled 
terminus  B,  and  an  adjustable  mouth-piece  C,  substantially  as  shown  and  described. 

No.  32,790.— Christian  Sharps,  of  Philadelphia,  Pa. — Improvement  in  Breech-Loading 
Firt'Arms. — Patent  dated  July  9,  1861. — ^This  dovico  relates  to  the  mode  of  locking  and 
releasing  the  lever  which  moves  the  barrel  back  and  forth  upon  the  stock  slides.  A  common 
spring  catch  inserted  in  the  stock  holds  the  swinging  lever  in  place  when  the  gun  is  charged, 
and  the  lever  released  bv;pressure  on  the  curved  end  of  the  eaten  that  projects  below  the  stock. 

Claim. — ^Tho  spriog  dog  Q,  with  its  projections  q  and  q'^  in  combination  with  the  projection 
I  of  the  guard  lever  (J,  when  the  said  projection  q^  is  situated  in  respect  to  the  under  side  oi 
.ihe  stock  and  the  bent  end  of  the  saM  guard  lever,  as  and  for  the  purpose  set  forth. 

No.  32,791.— Daniel  Sherwood,  of  Lowell,  JAass.-^Imvrored  Coffee  Sfratfier.— Patent 
dated  July  9,  1851. — In  this  invention  the  common  basket-soaped  strainer  is  suspended  from 
the  spring  that  is  slipped  into  the  open  end  of  a  tea  or  coffee  pot. 

Claim. — The  wure  spring  C,  formed  as  shown,  and  attached  to  the  strainer  A,  for  the  pur- 
pose set  forth. 

No.  32,792. — John  Sims,  of  Boston  Comers,  Mass. — Improvements  in  Combined  Seed- 
Drill  and  Cultivator. — Patent  dated  July  9,  1861. — This  is  a  combination  of  seven  different 
parts,  for  plantiu^^  seeds  mixed  with  fertilizers.  The  position  and  relation  of  the  parts  does 
not  admit  oc'  briet  description. 

C/aifH. — The  arrangement  of  the  fork  L,  slide  J,  rock-shaft  F,  and  seed  box  E,  in  com- 
bination with  a  drill  plough  0,  covorer  V\  and  rake  R,  for  the  purposes  and  substantially  as 
described. 

No.  32,793.— Henry  R.  Sloat,  of  Sloatsburg,  N.  Y.— Improvement  in  Farm  Gatea.— 
Patent  dated  July  9,  1861. — The  gate  is  suspended  by  means  of  two  vertical  pins,  inserted 
on  each  end  of  toe  long  bar  of  the  gate,  one  of  which  beai*8  in  a  projection  upon  the  gate 
post,  and  the  other  in  the  long  slot  of  the  lever  D,  pivoted  by  its  centie  to  the  upper  part  of 
the  post.  On  pulling  one  of  the  cords  suspended  from  the  ends  of  lever  j  ;,  in  reach  of  a 
person  in  a  carriage  or  on  horseback,  the  lever  D  will  throw  the  gate  out  of  plumb,  when  it  will 
swing  back  by  its  own  weight,  and  will  be  retained  by  a  catch.  The  gate  is  closed  in  the  same 
by  pulling  ^o  opposite  cord. 

Claim. — The  combination  of  the  devices  described,  as  shown  in  Fig.  1,  for  the  purpose  of 
opening  and  closing  a  g^ate  in  the  manner  substantially  as  set  forth. 

No.  32,794. — Barzillai  C.  Smith,  of  Burlington,  N.  J. — Improvements  in  the  Construe' 
Hon  of  Rai'wnys. — Patent  dated  July  9,  1861. — This  railway  consists  of  two  or  more  rows  of 
cast-iron  girders,  each  consisting  of  a  broad  plato  with  a  longitudinal  rib  above,  forming  the 
rail  for  receiving  the  car  wheels,  with  longitudinal  strengthening  ribs  below,  these  ribs  being 
bedded  into,  and  the  plate  or  body  of  the  girder  being  placed  on  the  ground  in  order  to  pre- 
rent  tilting  and  latterai  or  vertical  displacement,  and  thus  dispensing  with  the  use  of  sleepers, 
chairs,  and  spikes. 

Claim. — A  railway  composed  of  two  or  more  cast-iron  prders,  each  girder  consisting  of  a 
broad  plate,  with  the  longitudinal  strengthening  flanges  u  b  below,  and  a  longitudinal  rib  a 
above,  when  the  body  of  the  girder  is  bedded  on  to,  and  the  strengthening  flanges  into  the 
ground,  as  described,  for  the  purpose  of  preventing  all  liability  ot  the  rails  to  tilt,  or  to  be 
displaced  laterally  or  vertically,  and  in  order  to  form  a  cheap  and  permanent  railroad  witliout 
the  aid  of  sleepers,  chairs,  and  spikes,  as  set  forth. 

No.  32,795.— Charles  K.  Soule,  of  Fairfield.  Yt-^Improved  Horse- Eake.—Vateni  dated 
July  9,  1861. — The  lower  ends  of  the  teeth  of  this  rake  are  bent  backward  nearly  to  a  horizontal 
position,  to  prevent  them  from  catching  in  the  ground,  the  rake  being  hung  to  the  frame  by 
an  adjustable  plate,  by  means  of  which  the  angle  that  the  teeth  make  with  the  ground  can  be 
regulated,  anti  allow  the  bent  part  of  the  teetn  to  run  just  below  the  level  of  the  top  of  the 
stubble.  In  some  cases  the  inventor  prefers  to  use  small  balls  or  knobs,  fastened  to  the  base 
of  the  common  curved  teeth. 

Claim. — First,  in  hay  rakes  that  are  supported  upon  their  teeth,  having  the  extremities  of 
the  teeth  made  or  bent,  substantially  as  shown  and  described,  so  as  to  form  an  enlarged  bear- 
ing surface,  and  prevent  the  teeth  from  digging  into  the  ground,  all  as  set  forth. 

Second,  the  movable  or  adinstable  plato  H,  having  the  shoulder  or  catch  A  at  its  under  side, 
in  connexion  with  the  lever  i  and  arm  i,  or  their  equivalents,  attached  respectively  to  the  plate 
and  shaft,  to  admit  of  the  acyustment  of  the  rake  teeth  D,  to  a  greater  or  less  pitch  or  inclina- 
tion, as  may  be  rcquii-cd,  and  the  facile  liberation  of  the  rake,  to  admit  of  its  revolving,  aa 
Bet  forth. 
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No.  32,79<^.--Levi  B.  Southwork,  of  Deep  River,  Coon.— /fn;irorffnefi(  in  the  Teeth  ef 

flciM.— Patent  dated  July  9,  1861. — The  nature  of  this  invention  is  ftilly  shown  by  the  claim. 
Claim. — The  forming;  of  the  teeth  a  of  circular  saws,  bv  having  the  points  2  of  the  teeth  inclined 
at  an  angle  of  about  4^^  with  the  radial  edges  thereof,  said  points  being  expanded  or  havinff 
a  burr  3,  formed  by  burnishing,  so  as  to  increase  the  width  of  the  cutting  edges,  when  said 
points  2,  thus  formed,  arc  used  in  connexion  with  the  double  basil  at  the  oblique  edgoa  4  of 
the  teeth,  as  and  for  the  purpose  set  forth. 

No.  3*2,797.— Erastus  Stebbins,  of  Chicopee,  'M.ass.^Jmprovement  in  Faurett  or 
Cock*. — Patent  dated  July  9,  1801. — ^The  ol^je^t  oi  this  invention  is  to  dispense  with  the  xua% 
of  a  spring,  and  open  and  close  the  valve  by  a  screw  alone.  This  is  effected  by  a  packing 
of  sheet  nibber  attached  to  the  screw  stem,  which  prevents  the  water,  when  the  cock  is  open, 
from  escaping  ut  the  threads  of  the  screw.  Tho  rubber  diaphragm  is  held  by  collars,  and  u 
slightly-  didtended  as  the  valve-stem  rises. 

Claim. — Connecting  the  valve  C  to  the  screw-shaft  F,  by  means  of  the  collar  E.  which  is 
screwed  on  the  cylinder  /  of  the  valve  C,  and  is  connected  to  the  lower  end  of  shaft  V  by  the. 
flange  j  and  recess  k^  when  said  collar  is  used  in  connexion  with  the  packing  A,  secured  to 
cylinder  /,  and  fitted  between  the  cap  D  and  the  box  or  projection  d  of  the  tube  A,  substan- 
tially as  described. 

No.  32,798. —William  O.  Stoddard,  of  Champaign,  VL^lmproted  Printer's  Cha$e, — 
Patent  dated  July  9,  1861. — ^Tho  object  of  this  invention  is  to  admit  of  the  adjustment  of  one 
chane  to  any  sized  form  of  type  smaller  than  the  largest  capacity,  thereby  dispensing  with 
several  intermediate  sized  chases  and  all  the  wooden  or  metalhc  filling  and  packing  known  as 
furniture. 

Claim. — The  application  of  the  right  and  left  screws  working  simultaneotisly  upon  sids 
sticks,  and  the  side  sticks  interlocking  as  shown,  and  the  combination  of  the  screws  and  sidt 
sticks  in  this  chase.  * 

No.  32,799.— Stepiien  Sweeney  and  Stephen  Parks,  of  Rome,  N,  Y.^lmpritvemeiU 
in  Double -Seaming  Sheet  Metal.— F&tcui  dated  July  9,  1861. — The  end  of  the  roller  a  is 
formed  with  a  swaging  and  bending  surface,  that  is  a  groove  and  an  inclined  or  curved  flange 
merged  into  each  other.  The  inclined  surface  of  the  flange  bends  over  the  double  seam,  and 
the  groove  swagn  it. 

Claim. — In  machines  for  double-seaming  sheet  metal,  the  groove  g  on  the  roller  a,  when 
the  said  groove  terminates  on  its  outer  edge  in  the  elevated  portion  or  inclined  flange  A,  in 
combination  with  the  conical  roller  6,  as  and  for  the  purpose  set  forth. 

No.  32,800.— N.  G.  Swift,  of  Hart's  Village,  N.  Y. ^Improvement  in  Machines  for  Sow- 
ing Pulverulent  Manures.— Patent  dated  July  9,  1861. — Within  the  hopper  is  placed  a  roller 
or  rollers  arranged  with  adjustable  sliders  and  scrapers,  whereby  the  discharge  of  the 
manure  may  be  regulated  as  dcsii^d,  and  the  portions  of  manure  may  adhere  to  the  rollers 
scraped  off  at  such  a  point  as  not  to  affect  the  equal  distribution  of  manure  over  the  field. 
The  hopper  is  so  arranged  that  tho  rollers  may  be  readily  thrown  in  and  out  of  gear  with  the 
driving  wheels. 

Claim. — First,  tho  combination  of  the  hopper  E,  the  roUer  or  rollers  J,  slides  Q,  scrapers 
O  O,  and  pressurc^bar  ^,  all  arranged  for  joint  operation,  as  and  for  the  purpose  set  forth. 

Second,  suspending  the  hopper  £  to  the  axle  A,  by  means  of  the  rods  F  F  and  H,  arranged 
substantially  as  shown,  wheieby  the  wheels  K  L  may  be  readily  thrown  in  and  out  of  gear, 
and  the  rollers  J  J  consequently  rendered  operative  or  inoperative,  as  may  be  desired. 

No.  32,801.— A.  n.  Trego,  of  Lambertville,  N.  J.— Improved  Device  for  Pulleying 
Horses. — Patent  dated  July  9,  J 861. — This  invention  consists  of  an  apparatus  for  keeping 
the  tail  of  the  horse  in  an  elevated  state  after  nicking,  which  is  applied  wholly  to  the  animal, 
and  so  arranged  as  not  to  interi'ere  with  his  natural  movements,  instead  of  the  usual  method 
of  attaching  to  the  tail  a  cord,  which  passes  over  an  elevated  pulley  at  the  back  of  the  stall, 
and  having  a  weight  secured  to  its  end. 

Claim. — The  employment  or  use  of  a  breeching  B  applied  to  a  horse  in  connexion  with 
bars  a  a,  or  their  equivalents,  an  upright  or  pulley  support  J,  and  a  loaded  cord  /,  and  forked 
rod  9,  so  arranged  as  to  admit  of  the  pulleying  or  elevating  of  the  horse's  tail,  substontialiy 
a«  sot  forth. 

No.  32,802.— A.  K.  TuPPER,  of  Pontiac,  Mich.— /m;>rofje»ieii«  in  Gas  7?««orf».— Patent 
dated  July  9,  1861. — ^This  invention  consists  in  the  construction  of  a  retort  for  making  ilia- 
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Tided  with  openings  to  allow  the  liquid  substance  to  run  from  one  to  the  other,  from  the  top 
to  the  bottom  of  the  series,  so  that  all  may  be  converted  into  gas  or  vapor  before  passing  by 
an  opening  near  the  bottom  of  the  other  chamber,  to  which  is  connected  tho  outlet-pipe,  and 
in  wnich  the  decomposition  of  the  vapors  is  completed. 
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Claim. — ^The  combination  in  the  retort  of  the  uprirfit  partition  a,  the  reversed  inclined 
partitions  d  d^  d^  on  one  side  of  a,  and  the  chamber  B,  without  partitions  on  the  opposite 
side  of  it,  all  sabstantially  as  specified. 

No.  32,803.— James  L.  Vauclain,  of  Lafayette,  Ind.— /inpror«meii«  in  Car- Axle  Boxes, — 
Patent  dated  July  9,  1861. — On  the  front  vertical  edges  of  the  axle  box  are  lips  or  flanges, 
inside  of  which  are  grooves  diminishing  in  size  toward  their  lower  ends  so  as  to  receive  and 
retain  the  edges  of  a  wedge-formed  cap,  which  is  inserted  from  above,  by  which  means  the 
cap  may  readily  be  removed  for  greasing  and  inspection  of  the  journals. 

Claim. — ^The  provision  of  a  wedge-formed  cap  C  D  and  tapering  grooves  B  to  a  car-azle 
box,  for  the  objects  specified. 

No.  32,804.— Joseph  C.  Wiohtman,  of  Boston,  Mass. — Improvement  in  Gas-Cocks, — 
Patent  dated  July  9,  186J. — This  invention  is  explained  by  the  claim. 

Claim. — The  construction  of  a  cock  or  stop  for  gas  or  air  of  two  cylinders  joined  together, 
and  with  a  communicating  passage  between  them,  one  of  said  cylinders  being  fumisbed  with 
an  adjustable  plunger  or  displacer,  and  a  mercury  cup,  by  means  of  which  the  flow  of  gas 
through  the  other  may  be  regulated  in  quantity  or  entirely  stopped,  the  whole  being  con- 
structed, arranged,  and  operating  as  set  forth. 

No.  :^,805. — J.  B.  Wilson,  of  Williamstown,  N.  J. — Improvement  in  Preserving  Ves- 
sels.—Vaient  dated  July  9,  1861.— Ante-dated  June  20,  1861.— The  rollers  are  formed  by 
turning  them  down  inside  the  collars,  and  leavin|f  shoulders  for  the  ends  of  slats  to  rest 
upon.  The  part  thus  turned  down  is  then  filled  with  some  elastic  material  as  a  support  for 
the  slats,  which  are  then  placed  on  it,  their  ends  resting  on  the  shoulders.  Over  this  roller  is 
then  placed  a  fluted  or  roughened  elastic  ring. 

Claim. — The  disc  H,  wiih  its  gum-elastic  ring,  the  bolt  J,  with  its  cross-bar  K  and  nut  M, 
and  the  yielding  washer  L,  the  whole  being  constructed  substantially  as  described  and  com- 
bined with  the  tapering  mouth  of  the  vessel,  as  set  forth. 

No.  32,806.— John  Young,  of  "West  Galway,  N.  Y.— Improvement  in  Washing  Machines, — 
Patent  dated  July  9,  1861. — ^This  invention  consists  of  a  metal  di.sc,  with  a  ring  of  gum 
elastic  stretched  round  its  edge,  a  bolt  passing  through  the  said  disc,  and  having  below  the 
latter  a  cross-bar,  and  a  nut  above,  a  yielding  washer  interposed  between  the  said  cross-bar 
and  the  disc,  all  combined  with  the  tapering  mouth  of  a  vessel  provided  with  horizontal 
shoulders  and  recesses  below  for  the  reception  of  the  cross-bar. 

Claim. — The  rollers  D  D»  provided  with  elastic  material  g,  the  spring  slots  t,  and  grooved 
or  roughened  clastic  rollers  I,  the  whole  constructed  and  operating  substaniially  as  described, 
and  for  the  purposes  specified. 

No.  32,807.— McClintock  Young,  jr.,  of  Frederick,  Md. — Improvement  in  Harvesting 
Machines. — Patent  dated  July  9,  1861.— On  the  axle  is  supported  a  frame  to  which  the 
tongue  is  attached,  and  to  the  tongue,  at  a  point  forward  of  the  axle,  is  connected  by  a  link 
a  beam  that  passes  underneath  the  axle  and  thence  rearward,  to  support  the  p'.atform,  cutting 
apparatus,  rake,  &c.,  so  thot  thev  may  rise  and  fall  in  conforming  to  the  surface  of  the 
ground  independently  of  each  other.  The  finger-bar  is  made  in  two  sections  of  different 
lengths,  the  long  section  being  attached  to  the  main  frame,  and  the  short  section  to  the  plat- 
form, so  that  when  the  platform  is  removed  to  convert  the  machine  into  a  grass-mower,  the 
finger-bar  shall  be  shortened  in  length  to  the  extent  of  the  short  section  attached  to  the  plat- 
form. 

Claim. — First,  connecting  the  finger-bar  of  a  grass-harvesting  machine  to  the  main  frame 
by  means  of  a  beam  F  linked  or  hinged  to  and  drawn  by  the  tongue,  and  prevented  from 
swaying  laterally  by  the  brace  c  and  main  frame  D,  as  set  forth. 

Also,  in  combination  with  said  beam  F,  so  hung  and  supported,  a  platform,  rake,  and 
rake  mechanism,  arranged  and  connected  thereto,  to  operate  as  set  forth,  for  converting  the 
machine  into  a  self-raking  grain-harvester,  substantially  as  described. 

Also,  making  a  finger-bar  into  two  sections,  one  long  one  and  one  short  one,  the  short 
section  being  connected  to  the  platform,  and  removable  with  it,  so  that  as  the  platform  is 
attached,  to  adapt  the  machine  to  harvesting  grain,  or  removed  to  adapt  it  to  the  cutting  of 
grass,  the  finger-bar  shall  be  corcpspondingly  lengthened  and  shortened,  as  has  been  found 
advantageous  in  harvesting  the  different  materials,  substantially  us  described. 

No.  32,808.— C.  C.  COE,  of  Rome,  N.  Y.,  assignor  to  Himself  and  G.  8.  Cottman,  of  the 
same  place. — Improvement  in  Vapor  Lamps, — ^Patent  dated  July  9,  1861. — This  lamp  is 
designed  for  burning  hydrocarbon  oils  without  a  chimney.  The  upner  end  of  the  wick  tube 
terminates  in  a  cup  or  pan  having  sides,  to  prevent  the  overflow  of  tue  oil  brought  up  on  the 
wick,  which  oil  becomes  united,  and  creates  a  sufficient  degree  of  heat  to  raise  the  tempera- 
ture of  the  cup  to  a  point  sufficient  to  vaporize  the  oil,  when  the  flames  retieat  from  the  lower 
part  of  the  cup  and  are  confined  to  its  upper  edge.  With  the  gas-generating  cup  is  combined 
a  pervious  cylinder,  and  on  outer  casing  for  the  purpose  of  producing  an  illuminating  flame. 
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A  sliding  valve  is  made  to  move  over  the  end  of  the  wick,  to  remove  the  crust  from  the  i 
and  prevent  the  escape  of  vapors  from  the  lamp  when  exting:ai8bed. 

Claim. — First,  in  combination  with  the  pervious  cylinder  and  wick  tube,  the  gas-generating 
pan  or  cup,  substantiallj  as  described  and  for  the  purpose  set  forth. 

Second,  combining  with  the  gas-generating  cup  tbe  pervious  cylinder,  burner,  outer  cosing 
fonder  and  passage  ways,  substantiidly  as  described  and  for  the  purpose  set  forth. 

Third,  combining  with  the  wick  tiihe  and  cup  the  valve  fi,  substantially  as  and  for  iim 
purpose  described. 

No.  32,809.— John  Fowler,  jr.,  of  London,  England,  assignor  to  Wiluam  Penn  Tat- 
ITAM,  of  Philadelphia,  Pa. — Improtement  in  Machinery  for  Ploughing  and  Tilling  Land. — 
Patent  dated  July  D,  18G1.— Patented  in  England  July  14,  1858.— This  invention  relates  to 
that  class  of  machinery  for  ploughing  by  steam  in  which  a  locomotive  steam  engine  moves 
at  given  intervals  along  one  edge  of  the  field,  and  ropes  pass  from  the  engine  to  and  around 
a  pulley  in  an  anchor,  which  is  moved  at  intervals  along  the  opposite  edge  of  the  field,  i\m 
said  ropes  being  attached  to  ploughs  to  draw  tbem  across  the  field  alternately  in  opposite 
directions,  and  the  invention  consists  in  a  method  of  mounting  two  drums  on  the  ploughs, 
on  each  of  which  a  portion  of  the  hauling  rope  is  wound,  so  that  they  will  take  up  mo  slack 
of  the  rope  behind  them,  the  drums  being  usually  turned  by  manual  power. 

Claim. — Mounting  on  ploughs  or  other  tilling  instruments  an  apjparatus  for  taking  up  tbe 
■lack  rope  by  tbe  pidl  of  the  rope  drawing  the  ploughs  or  other  tiUiBg  instmtuents,  substan- 
tially as  described. 

No.  32,810.— John  Fowler,  jr.,  of  Havering,  and  Wiluam  Worry,  of  Ipswich,  Eng^ 
land,  assignor  to  Wiluam  Penn  Tatham,  of  Philadelphia,  Pa. — Improvement  in  Machines 
for  Tilling  Land  by  Steam.— F&tent  dated  July  9,  1861.— Patented  in  England  July  10, 
1856. — The  carriage  can  be  easily  moved  backwards  or  forwards  by  means  of  the  wheels, 
but  at  the  same  time  they  sink  into  the  g^und  to  a  sufficient  depth  to  present  the  required 
resistance  to  the  lateral  strain  of  the  rope  in  drawing  the  tilling  instruments. 

Claim. — Mounting  an  anchoring  carriage  on  discs  or  wheels  sufficiently  thin  at  the  peri- 
phery to  cut  or  sink  into  the  land,  substantially  as  described. 

No.  32,811.— Ch.  Froeuch,  of  New  York,  N.  T.,  assignor  to  Phelan  &  Collender, 
of  the  same  place. — Improvement  in  Tivoli  Tables. — Patent  dated  July  9,  1861. — This  in- 
vention consists  in  the  arrangement  of  an  endless  chain  of  fingers  acting  upon  a  number  of 
balls,  in  combination  with  a  series  of  channels  above  and  below  the  perforated  table,  and 
with  levers  operated  upon  by  buttons  in  such  a  manner  that  by  successively  depressing  the 
buttons,  one  hall  ailer  another  is  caused  to  roll  on  the  table  and  descend  back  to  the  starting 
point,  w^hilo,  at  the  same  time,  one  of  the  balls  remaining  in  the  gutter  below  is  taken  up  bj 
one  of  the  fingers,  thereby  enabling  the  placer  to  proceed  without  interruption. 

Claim. — First,  the  arrangement  of  the  hinged  levers  U  operated  upon  by  buttons  J,  in 
combination  with  the  endless  chain  O,  with  fingers  /,  and  with  the  channels  h'  a  6,  substan- 
tially as  and  for  the  purpose  set  forth. 

Second,  tbe  arrangement  of  the  secondary  chain  L,  with  figures  «,  in  combination  with 
the  spiral  channel  M,  and  with  the  chain  G,  all  constructed  and  operating  substantially  as 
and  lor  the  purpose  specified. 

Third,  the  anangement  of  the  sleeve  I,  rod  W,  plate  r,  and  rod  9,  in  combination  with  tbe 
ipring  dogs  j  ana  v',  chains  G  and  L,  and  with  the  hinged  levers  II,  constructed  and 
operating  substantially  as  and  for  the  pturpose  described. 

No.  32,812.— A.  C.  Stiles,  of  Bunker  Hill,  Wis.,  assignor  to  Himself  and  Amos  Ewrawks, 
of  the  same  place. — Improvement  in  Seeding  Machines- — Patent  dated  July  9,  18G1. — The 
novelty  of  this  invention  consists  in  the  arrangement  of  the  parts  as  specified  in  the  claim, 
the  machine  being  designed  for  sowing  seed  in  hills,  in  check  rows,  and  the  object  of  tbe 
improvement  is  to  prevent  the  choking  of  the  seed-distributing  device,  and  to  insure  the  seed 
being  dropped  at  suitable  points.  Also,  to  effect  the  ready  adjustment  of  the  furrow  and 
covering  shares,  as  well  as  the  proper  compacting  of  the  earth  on  the  seed,  and  the  marking 
of  the  hills. 

Claim. — The  arrangement  of  the  adjustable  curved  segment  bars  or  share-carriers  N  N, 
slides  J,  lever  frame  K,  spring  ratchet  cylinder  D,  and  tappet  wheel  II,  with  each  other  and 
with  the  tubes  L,  adjustable  segment  bars  or  share-carriefs  R,  springs  W,  and  stampers  Y, 
the  whole  constructed  and  operating  together,  as  and  for  the  purpose  shown  and  described. 

No.  32,813.— Joseph  Recrekdorfer,  of  New  York,  N.  Y.,  and  John  C.  Richards,  of 
Brooklyn,  N.  Y.—Improved  Envelope. — Patent  dated  July  9,  1861. — This  invention  cousists 
in  passing  the  end  of  the  flap  through  a  loop  formed  by  slits  cut  in  the  back  of  the  envelope, 
the  loop  being  gummed  to  tne  flap  so  as  to  present  the  end  of  the  flap  to  be  pulled  and  the 
ends  of  the  loop  to  be  torn  on  opening  the  letter. 

Claim. — ^The  impraved  self-seaiin(i^  envelope,  looped  and  gummed  in  the  manner  describe^ 
■0  aa  to  possess  the  advantage^  set  lorth. 
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No.  32,814.— William  P.  Armstrong  and  Morgan  Payne,  of  Cardin^on,  O.— /m- 
provement  in  Chums, — Patent  dated  July  16,  1861. — ^Tbe  dashers  are  secured  to  rods  which 
pass  through  the  shaft  by  means  of  set  screws,  so  as  to  be  adjusted  at  anj  desired  angle,  the 
cream  beine  elevated  bj  some  of  the  dashers  Snd  depressed  by  others. 

C/aim.— The  peculiar  arrangement  of  the  dashers  or  wings  upon  the  shaft  C  C,  as  and  for 
the  purpose  set  lorth. 

No.  32,815.— Benjamin  Arnold,  of  East  Greenwich,  R.  1.— Improvement  in  Fiiters,— 
Patent  dated  Jul^  16, 1661. — The  tube  above  the  elastic  bulb  is  provided  with  a  filter,  through 
which  the  water  is  forced,  and  is  furnished  at  each  end  with  a  hollow  screw,  so  that  the  diro^ 
tion  of  the  current  may  be  reversed,  to  free  the  filter  from  dirt  when  necessary. 

Claim. — ^The  arrangement  of  the  elastic  bulb  A  with  the  valves  a  b,  filter  C,  and  tubes  B 
D,  substantially  as  described  and  for  the  purpose  set  forth. 

No.  32,816.— Varnum  O.  Arnold,  of  Providence,  R.  l.—Imjnoted  Skirt  Stnd  and  Button 
Fastening, — Patent  dated  July  16,  1861. — On  the  inside  of  the  button  or  stud  is  a  tubular 
projection,  which  contains  a  spiral  sprhiff  that  acts  upon  a  cam-shaped  spring  lever,  pressing 
It  a^inst  the  inside  of  the  garment  and  holding  the  button  or  stud  close  up  to  the  outside. 

claim  — First,  the  combmation  of  the  lever  B,  spring  a,  with  the  banel  A,  substantially 
80  described,  for  the  purposes  set  forth. 

Second,  a  stud  or  button  fastening  made  with  holes,  substantially  as  described,  for  the 
purpose  of  being  attached  to  a  button,  as  a  new  article  of  manufacture. 

No.  32,817. — A.  L.  Batlet,  of  Amesbury,  Mass. — Improvement  in  Steam  Traps. — Patent 
dated  July  16, 1861. — To  the  side  of  the  valve-box,  opposite  the  water-escape  pipe,  is  screwed 
a  short  pipe,  upon  the  outer  end  of  which  is  secured  a  stud  that  carries  a  pin  working  in  the 
shorter  arm  of  a  lever,  the  longer  arm  passing  through  a  slot  in  the  valve-stem.  The  expan- 
sion of  the  water  pipe,  when  it  contains  steam,  causes  a  motion  of  the  lever  which  closes  the 
valve,  and  its  contraction,  when  it.contains  water,  causes  the  valve  to  open. 

Claim. — ^The  arrangement,  in  the  manner  shown  and  described,  of  the  double-armed  lever 
F  and  bracket  £  with  the  valva  B,  valve-box  A,  and  pipes  C  D,  for  the  purpose  set  forth. 

No.  32,818.— George  N.  Beard,  of  St.  Louis,  'Mo.^Improvement  in  Iron  Ties  for  Cot^ 
ton  Bales. — Patent  dated  July  16,  1861. — ^The  cleat  or  button  is  made  longer  than  the  loop- 
hole into  which  it  locks.  One  end  or  horn  of  the  cleat  being  long^  than  the  other,  it  can 
readily  be  inserted  long  end  first,  when  it  is  securely  held. 

Claim. — The  shape  and  proportion  of  the  cleat  c,  with  respect  to  the  loophole  d,  substan- 
tially as  described,  for  the  purpose  specified. 

No.  32,819.— A.  W.  Brinkerhoff,  of  Upper  Sandusky,  O.— Improvement  in  Shoes  for 
Seed' Planters. — Patent  da^ed  July  16,  1861. — The  part  of  the  shoe  which  acts  as  an  opener 
is  constructed  of  two  sheets  of  steel  with  upwardly  curved  front  edges,  and  welded  together 
to  a  point  about  two  inches  above  the  ground,  when  they  gradually  diverge.  In  the  rear  of 
the  opener  is  the  coverer,  made  with  expanding  wings,  ana  elevated  above  the  ground  to  con- 
form to  the  opening  in  the  opener,  and  converg^g  rearward  until  they  coni'orm  to  the  width 
of  the  rear  end  of  the  opener. 

Claim. — ^The  combination  and  arrangement  of  opener  M  and  corerer  P,  constructed  sub- 
stantially as  described  and  for  the  purposes  set  forth. 

No.  32,820.— C.  A.  Coddino,  of  Augusta,  M^ich.— Improved  Cheese  PrMt.- Patent  dated 
July  16, 1861. — Within  a  perforated  metal  cylinder  is  fitted,  so  as  to  work  freely  up  and  down, 
a  hollow  cylindrical  plunger  provided  with  a  perforated  bottom,  and  a  tube  secured  centrally 
within  it.  When  the  plunger  is  pressed  down,  tho  whey  readily  escapes  from  the  curd  through 
the  perforation,  and  a  free  circulation  of  air  is  obtained. 

tiaim. — First,  the  perforated  cylinder  or  curb  A,  in  combination  with  the  hollow  cylindrical 
plun^r  C,  provided  with  the  pori'orated  bottom  g  and  side  openings  t,  arranged  to  operate  at 
and  tor  the  purpose  set  forth. 

Second,  having  the  hollow  plunger  C  doubled  or  turned  over  at  its  upper  end,  and  provided 
with  a  wire  or  rod  jj  in  connexion  with  the  central  tube  D,  and  having  the  cylinder  or  curb 
A  secured  to  a  hollow  base  B,  which  is  provided  with  a  central  tube  d^  all  bein^  arranged  as 
shown,  for  the  purpose  of  rendering  the  cylinder  or  curb  and  plunger  firm  and  durable,  as 
set  forth. 

No.  32,821.— G.  A.  CORSER  and  A.  O.  Bundy,  of  Clappville,  Mass.— /m/rrorei  Skate.-^ 
Patent  dated  July  16,  1861.^3ecured  to  the  centre  of  the  under  part  of  the  foot-stand  is  « 
semi  elliptical  spring,  the  ends  of  which  rest  on  the  shoulder  portion  of  studs  on  the  runner. 
The  foot-stand  is  ftlso  provided  with  projections,  which  fit  into  the  slotted  studs  on  the  runner. 
By  means  of  pins  the  ends  of  the  runner,  or  either  of  them,  may  be  secured  rigidly  to  the 
runner. 

C/aim.— The  arrangement  of  the  double-armed  and  centrally  attached  spring  G,  with  the 
foot-stand  A  and  runner  B,  in  the  manner  shown  and  describea. 
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Also,  the  locking  of  the  ends  of  the  foot-stand,  or  either  of  them,  in  the  manner  shown  and 
described,  so  as  to  throw  the  entire  elasticity  of  the  spring  upon  cither  end  of  the  nmner,  or 
relieve  both  ends  from  the  spring  at  pleasure,  as  set  forth. 

No.  32,822.-8.  G.  Crane,  of  Rochester,  N.  Y,— Improved  Combination  ofCamv  Bed  and 
Chair. — Patent  dated  July  IC,  1861. — This  invention  conf*i>ts  of  three  frames  pivoted  together, 
on  which  a  canvas  is  stretched,  and  so  constructed  and  arranged  as  to  be  readily  made  to 
serve  the  purT>o6e  of  a  camp  bed  or  chair. 

Claim. — ^Toe  combination  of  the  frames  A  and  B  with  the  pawls  and  cross-rods  </,  the  ad- 
justable roller  and  head  A,  the  graduated  extension  C,  by  the  key  P  and  plates  r,  substantially 
as  and  for  the  purpose  specified. 

No.  32,823.— A.  Doio,  of  Brooklyn,  N.  Y.— Improvement  in  Cooling  Frictional  Surfaces, — 
Patent  dated  July  10,  1861. — This  invention  is  explained  by  the  claim. 

Claim, — The  combination  and  arrangement  of  h  joumal-hox  for  the  heavy  shading  of  steam 
engines,  formed  with  an  interior  webbing  and  hollow  spaces,  constituting  a  collu'ar  joumal- 
bpx,  with  water  chambers  to  cool  the  liictional  surfaces,  subst^tially  as  and  for  the  purpose 
set-forth. 

No.  32,824— John  W.  Doughty,  of  New  York,  N.  Y.— Improved  Self-regulatin/r  Feed- 
Water  Apparatus  for  Steam  Boilers. — Patent  dated  July  16,  18(>1. — ^The  hollow  pif»ton,  with 
its  oiifices  at  top  and  bottom,  is  so  arran^d  in  relation  to  the  piston,  race,  and  feed-pipe,  that 
npon  each  stroke  of  the  piston  in  its  reciprocating  motion  a  quantity  of  waier  is  introduced 
into  the  iced-pipe  equal  to  the  capacity  of 'One  of  its  trunks,  and  an  equal  volume  of  air  or 
steam  taken  from  the  boiler,  the  water  continuing  to  rise  in  the  boiler  until  it  covers  the  end 
of  th*'  water-line  pipe,  the  latter  terminating  in  the  feed-pipo  above  the  piston;  no  more  water 
will  then  outcrr  the  boiler,  because  the  air  or  ttcam  cannot  escape.  Dv  moans  of  this  device 
valves  are  dispeuftcd  with  and  the  waler  conduced  into  the  boiler  witb^t  acting  against  the 
prc^suie  of  .steam,  the  feed-water  apparatus  being  self  regulating. 

Claim  -  First,  the  hollow  piston  A  A',  having  in  the  top  and  bottom  the  orifices  a  a',  us 
dsscnbed 

Second,  the  pi-^ton  race  B  6,  in  which  the  piston  A  A',  by  its  reciprocating  motion,  brings 
the  ontices  a  a  alternately  in  a  line  with  the  Otifices  e  e'  and  the  axis  of  the  ieed-pipe  F  F,  as 
descnbed. 

Third,  the  induction  pipe  E  E',  by  which  the  water  is  made  to  enter  the  piston  through  the 
lower  orifice  e'  o\  iho  piston  race,  as  described. 

louith.  the  wa*ei-ime  pipe  W  \V,  which,  having  its  lower  end  on  the  water-line  of  the 
boiler  and  the  other  cud  terminating  in  the  lecd-pipe  F  F  above  the  piston  A  A',  establishes 
an  equilibnum  ot  iho  p  ensure  about  the  piston,  and,  at  the  same  time,  makes  the  leod-wator 
appatatus  selt-iegulating,  by  allowing  the  piston  to  discharge  its  contents  into  the  feed-pipe 
whenever  the  waiei  gets  below  the  water-iine,  as  descnbed. 

No.  32,82.5.— A.  P.  DmANT,  of  Atlanta,  HI— Improvement  in  Seeding  Cultitators. — 
Patent  dated  July  16,  I8G1. — A  suitably  arranged  frame  is  made  to  carry  a  self-acting  sower 
in  fioni  thai  may  be  regulated  by  the  driver,  and  a  corn-planter  behind  that  may  be  hung  up 
to  the  frame  out  of  the  way  when  not  in  use  The  ploughs  are  also  arranged  so  as  to  be 
readily  lifted  from  the  gioimd,  or  shifted  to  either  side  to  conform  to  the  irregularities  of  the 
rows. 

Claim. — The  combination  of  a  needing  machine,  a  corn-planter,  and  a  cultivator  in  a  single 
machine,  arranged  and  operated  in  the  manuor  descnbed,  and  tor  the  purposes  speciticd. 

Also,  in  combinatiou  therewith,  the  attachment  of  the  cultivator  ploughs  to  a  separate 
frame  that  may  bo  shilted  transversely  by  a  lever  when  desired,  substantially  in  the  manner 
described. 

No.  32,826.— Anthony  L.  Fleurv,  of  Philadelphia,  "Psl— Improvement  in  the  Manufac- 
ture /»/  Iron. — Patent  dated  July  16, 1861. — ^Tho  proce8:'>  cUiimcd  in  this  invention  consists  in 
introduciug  a  cha«ge  ot  pig  or  cost  iron  or  oie  into  an  ordinary  pudding  fm-nace,  and  subject- 
ing it  to  the  action  of  heut  in  the  usual  manner.  When  the  mass  boUs  an  electric  current  is 
caused  to  pass  through  it,  and  at  the  same  time  nitrogenizcd  hydrogen  or  a  nitrogeneous 
salt  is  intioduccd.  liy  this  means  the  chemical  affini'y  by  which  the  impurities  are  botmd  to 
the  iron  is  doUroyed,  and  the  impurities  are  thrown  to  the  stul'ace. 

Claim  — ^Tho  meiho<l  described  of  treating  iron,  consisting  substantially  in  destroying  the 
chemical  affinity  by  which  the  impurities  are  bound  to  the  iron,  by  submitting  the  latter, 
while  in  a  boiling  state,  to  the  simultaneous  action  of  nitrogeneous  substances  and  elec- 
tricity, in  the  manner  set  forth. 

No.  32,827. — Joseph  Evans  ,of  San  Jo.s6,  Cal. — Improvement  in  Pruning  Shears. — Patent 
dated  July  \6,  18JI. — The  outer  ends  of  the  shears  are  connected  by  links  to  an  adjustable 
rod  that  extends  down  the  pole,  the  lower  end  of  the  rod  being  connected  to  a  trigger  by  a 
link.  Upim  piesning  the  tngger  with  one  hand  the  shears  are  made  to  close.  The  tiigger  la 
kept  open  by  a  t^pimg  on  the  handle. 
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Claim, — ^The  arrangement  of  tho  trigger  D  and  the  adiustable  rod  C,  in  combination  with 
tbtt  sbean  A  and  pole  B,  comtmcted  and  operating  in  the  manner  and  for  the  purpose  fet 
forth. 

No.  32,828. — John  Q.  A.  Frazier,  of  Piqna,  O. — Improvement  in  Harvesters, — Patent 
dated  Jul^  16,  1861. — Immediately  in  the  rear  of  the  fingers  is  situated  an  endless  apron, 
under  which  and  so  near  as  to  allow  the  rake  to  pass  in  a  trailing  or  horizontal  position 
between  is  a  shield  of  equal  width  with  the  apron,  for  the  purpose  of  piot^citing  the  apron 
from  injury  and  serving  as  a  guide,  by  which  the  rake  is  turned  and  held  in  its  trailing  posi- 
tion. On  the  rear  side  of  the  endless  apron  is  jointed,  so  as  to  turn  vertically,  the  gravel 
r^e,  which  is  operated  by  a  transverse  ledge  or  bar  secured  in  the  rear  of  the  platform  rako 
to  the  endless  apron.  The  platform  is  composed  of  a  number  of  slats,  the  ends  of  which  at 
the  ri^ht  hand  side  are  jointed  to  the  ends  of  adjusting  standards  secured  to  an  adjustable 
plate,  naving  at  each  end  a  slot,  through  which  passes  a  tightening  screw.  The  opposite  ends 
of  the  slats  are  also  secured  to  an  i^justable  plate,  by  which  means  the  whole  platform  or 
either  end  may  be  raised  as  circumstances  require. 

Claim. — ^Tbe  arrangement  and  combination  of  the  shield  M,  endless  apron  J,  platform  rake 
Lf  led^  O,  and  gravel  rake  N,  provided  with  the  arm  v  and  projection  x,  substantially  as 
and  for  the  purposes  specified.    ' 

Also,  the  platform  composed  of  slots  P  P  P,  connected  with  the  adjusting  plates  T  and  IT, 
whereby  said  platform  is  capable  of  being  adjusted  up  and  down  iu  a  horizontal  position  or 
angularly,  as  may  be  desirea,  substantially  as  described. 

No.  32,829.— Benjamin  F.  Gold,  of  Reading,  TtL— Improved  Cooking  5love.— Patent 
dated  July  16,  1861. — ^This  invention  consists  of  a  series  of  devices,  the  construction  and 
operation  of  which  do  not  admit  of  a  brief  description. 

Claim. — First,  the  arrangement,  subntantialiy  as  herein  described,  of  the  oven  chamber  H, 
hot-air  chamber  G,  and  fire  pot  J,  the  whole  being  cnciosod  by  double  plates  packed  with  suit- 
able non-conducting  material,  as  set  forth  for  the  purpose  specified. 

Second,  the  regulating  dampers  /,  arranged  in  front  of  the  stove  in  respect  to  the  fire-cham- 
ber, the  oven,  and  the  flues  above  the  same,  as  specified. 

Third,  the  fenders  X  and  X^  packed  with  non-conducting  material,  and  the  shelves  2  and 
4,  the  whole  bemg  arran^  witnin  the  oven  ciiambor  in  respect  to  each  other  and  the  fire- 
pot,  substantially  as  set  lorth. 

Fourth,  making  the  shelves  with  corrugations  increasing  in  width  and  depth,  for  the  pur- 
pose specified. 

Fifth,  the  deflectors  5,  on  the  under  side  and  near  the  front  edge  of  the  upper  shelf,  for  the 
purpose  described. 

Sixth,  the  tapering  fire-pot  J,  composed  of  two  cylinders  communicating  with  each  other 
from  top  to  bottom,  said  nre-pot  having  horizontal  corrugations  of  the  form  described,  and 
being  an-ang^ed  within  the  fire  chamber  in  respect  to  the  oven  chambers,  and  front  boiler  holes, 
ai  set  forth. 

Seventh,  the  opening  or  openings  8  in  the  bottom  plate  of  the  stove,  and  the  opening  6  in 
the  ash-pit,  said  openings  being  arranged  in  respect  to  each  other  on  the  fire-pot,  as  and  for 
thepurpose  specified. 

Eighth,  the  flues  T  and  T^  with  an  intervening  packing  of  non-conducting  material,  in 
q^bi nation  with  a  regulating  damper  r,  for  the  purpose  specified. 

Ninth,  the  plates  P  and  j,  extending  in  a  curved  direction  from  the  plate  F  to  cover  the 
plate  £,  and  otherwise  arranged  in  respect  to  the  front  and  roar  boiler  holes,  as  set  forth. 

No.  32,830.— Isaac  Ooodspeed  and  Charles  Crawley,  of  Norwich,  Coim.— ^Improved 
Onide  for  Bombs,  Lances,  and  other  Project i/es.— Patent  dated  Julv  16,  1861. — This  inven- 
tion consists  in  covering  the  rear  end  of  the  projectile  or  its  fuse  suaft'  with  a  metal  sheath, 
which  forms  an  air  chamber,  for  the  purpose  of  lightening  the  rear  end  to  form  a  apiide. 

Claim. — ^The  application  of  the  metal  sheath  or  cylinder  as  a  guide  to  bonios,  lances, 
or  any  other  longitudinal  instrument,  as  set  forth  in  the  above  specification  of  our  invention. 

Also,  the  application  of  cork  as  a  guide  to  bombs,  lances,  or  any  other  longitudinal  instru- 
ment or  projectile,  as  set  forth  in  the  above  specification  as  our  invention. 

Also,  tho  application  of  the  metal  sheath  or  cylinder  and  the  cork,  combined  by  covering 
the  cork  with  tho  cylinder,  as  a  gpiide  to  bombs,  lances,  or  any  other  instrument,  as  set  fcnrtu 
in  the  above  specification  as  our  invention. 

No.  32,831.— M.  T.  GREENLEAP,  of  Quincy,  HI.— Improvement  in  Pumps.— Patent  dated 
July  16,  1861. — In  the  upper  part  of  the  pump  cylinder,  which  is  of  a  smaller  diameter  than 
the  lower  part,  is  an  inverted  tube  attctched  to  tho  hollow  piston-rod,  and  acting  as  a  piston. 
At  the  lower  end  of  the  piston-rod  is  a  ball  check-valve,  and  also  a  piston  provided  with  a 
receiving-valve.  At  the  lower  part  of  the  upper  chamber  is  also  a  check-valve,  so  that  when 
the  piston-rod  is  mised  the  lower  part  of  the  cylinder  is  filled  with  water,  while  the  water  iu 
the  upper  part  is  forced  up  through  the  hollow  rod  and  a  continuous  stream  is  maintained,  and 
H  forcing  and  suction-pump  combined. 

H.  Ex.  Doc.  63 28 
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C/atm.— Tbo  cylinder  A,  fonned  of  two  parts  ah,  cf  different  diameters,  in  combinBtioa 
with  the  piston  B\  tubalar  piston  O,  check- valves  Fc,  and  receiving^volve  d,  with  or  witho«fc 
the  check-valve  K,  and  suction-pipo  D,  for  the  purpose  specified. 

No,  3i,8J2.— M.  U.  GuiswoLD  and  O.  B.  Bailey,  of  Woterlown,  Conn.— /iii;»roveaie«t 
in  Swift9,—PtkiQui  doted  Juljr  IG,  1861. — ^The  arms  of  the  swifts  ore  fitted  so  as  to  more 
freely  in  tabes  antmged  around  a  cylinder  or  case  secured  to  the  shall.  On  the  inner  sur&oe 
of  this  cose  is  a  worm  or  spiral  projection  fittings  between  pins  on  the  ends  of  the  arms,  so 
that,  by  turning  the  cap  in  cither  direction,  the  worm  will  cause  the  arms  to  be  extended  out- 
ward or  drawn  inward,  so  that  the  thread  of  the  skein  may  be  of  different  lengths,  as  desired. 
Upon  one  end  of  the  shaft  is  arranged  a  tube  containing  a  spring,  with  a  collar  and  nut,  for 
producing  fnction  on  tho  shaft  or  swift  when  desired,  and  to  prevent  cndwis^  pl^^y* 

Claim. — The  employment  of  a  worm  or  screw  j,  or  its  mechamcal  equivalencs,  in  combi- 
nation with  the  pins'e  and  slotted  plates/,  to  contract  or  extend  tho  arms  </,  substantially  as 
and  for  the  purpose  described. 

Also,  the  combination  of  the  tubular  screws  A,  spring  braces  t,  and  slots  v,  arranged  mad 
operatinfl^  substantially  as  and  for  the  purpose  described. 

Also,  be  combination  of  tho  nut  n,  spring  m,  coIUut  (,  and  tube  p,  arranged  and  operating 
substantially  as  and  for  the  purpose  described. 

No.  32,833.— CnARLES  £.  Hale,  of  Millbury,  Mass.— rmproesmsnl  in  5^ates.— Patent 
doted  July  Ui,  18J1. — This  invention  is  explained  by  the  claim. 

Claim, — ^An  improved  modo  of  aixanging  and  applying  the  spring  or  springs,  the  same 
being  a  continuation  of  the  runner,  fastened  at  the  toe  and  heel  of  the  loot  stand,  rgidly  or 
by  a  suitable  joint,  or  secured  to  the  foot  stand  at  any  point  or  poinis,  whereby  the  result 
described  may  be  obtained. 

No.  33,834.— ZEDtTLON  Hunt,  of  Hudson,  N.  Y,— Improved  Damper  for  Stoz^ipt$,^ 
Patent  dated  July  16, 1861.— I'he  spindle  or  shall  of  the  damper  is  providod  with  ono  or  mora 
wedge-shaped  fliuiges  at  such  points  within  or  out  of  the  pipe,  and  on  one  or  both  ends  of  the 
ipinale,  as  to  prevent  it  from  being  easily  withdrawn. 

Claim. — Providing  the  spindle  or  shaft  A  of  stove-pipe  dampers  with  one  or  more  wedge- 
sbaped  flanges  c,  in  combination  with  an  elongated  end  6,  substantially  iu  the  manner  and 
for  the  purpose  set  forth. 

No  32,835.— Samuel  R.  Jones,  of  York,  Pa.— /mi^forfmefit  in  Roofing.— PtAeni  dated 
July  16,  1861. — ^The  object  of  this  invention,  the  nature  of  which  is  explained  by  the  claim, 
Ss  to  protect  the  exposed  portions  of  the  roof  from  docay. 

Claim. — First,  in  all  loofs  of  shingles,  of  whatever  wood,  the  use  or  application  of  slates, 
of  whatever  shape,  as  a  substitute  along  the  sloping  margins  of  a  roof,  or  sloping  margins  of 
end  roofs,  rows  of  buildings,  of  whatever  kind,  whether  cars,  houses,  bams,  bridges,  or  any 
other  structure,  whereby  they  may  or  con  be  used  or  applied,  substantially  in  such  manner 
OS  arranged  and  described. 

Second,  in  all  roofs  of  shlng^.es,  of  whatever  wood,  the  use  or  application  of  slates  as  the 
substitute  for  tho  long  or  short  butts  of  shingles,  of  whatever  form  or  size,  wherever  they  may 
or  con  be  applied  to  any  part  thereof,  whether  cars,  houses,  bams,  bridges,  or  any  other 
ftractore,  wherever  they  may  be  used  or  applied,  substantially  in  such  manner  as  arranged 
and  described. 

No.  32,836.— Joseph  T.  Large,  of  Brooklyn,  N.  Y.— Improvement  in  Baromefers.— Patent 
doted  July  16,  1801. — ^This  invention  consists  in  constracting  the  mercury  cup  or  cistern  at 
the  bottom  of  tho  barometer  tubes  with  Indio-mbbcr  or  other  elastic  bag^,  worked  by  a 
mechanical  arrangement,  so  as  to  render  the  instrameut  portable,  and  thereby  preventing  the 
bag  from  bursting  and  consequent  leakage  from  expansion  or  sudden  concussion  of  the  mer- 
cury while  in  transportation. 

Claim. — ^Tho  arrangement  and  combination  of  the  elastic  cistern  bag  F,  ocom-shaped  knob 
W,  lever  A,  thumb-screw  B,  slot  C,  and  notches/^,  subsMmtially  in  tho  manner  and  for  the 
purpose  specified. 

No.  32,837.— J.  E.  Marsh  %LL,  of  West  Chester,  Ve^— Improved  Halter  for  Ilorset. — 
Patent  dated  July  16,  1861. — Combined  with  a  halter  fitting  over  the  head  of  the  horse  is  a 
slip  loop  consisting  of  a  strong  cord  passing  through  the  mouth  of  the  horse,  under  the  chin, 
and  over  the  neck ;  thence  back  again  through  an  eye  which  is  attached  to  tho  haller  and 
terminating  in  a  long  rein  which,  Ming  drawn  tightly,  will  bind  the  mouth  of  the  horso,  and 
at  the  same  time  draw  down  his  head  in  whichever  direction  the  rein  is  pulled,  tho  object 
l)eing  to  hold  and  subdue  a  vicious  horse. 

Claim. — Combining  with  the  halter  straps  a  a\  b  h'  and  c,  the  loop  A,  chin-strap  g,  eyes  s 
/,  loop  tf,  and  the  ne<^-loop  j,  arranged  substantially  as  and  for  the  purposo  sot  forth. 

No.  32,838.— George  Mender,  of  Earlville,  VX.— Improvement  in  Wrenches. —V^itbni 
dated  July  16,  1861 — Combined  with  a  circtdar  ratchet-heod,  which  is  rotated  between  two 
rings  fonned  on  one  end  of  the  wrench  stock,  are  two  noEiovable  jaws  fitted  between  racks, 
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formed  on  Mch  Bido  of  »  hole  Uinmgh  the  mtchet^ie&d  and  held  in  piece  bj  a  eprine  dog,  uid 
iews  being  so  applied  that  thej  can  be  aet  closer  together  or  moved  farther  apart,  thus  adapt- 
ing the  wroncb  to  nuts  of  different  sixes. 

Claim, — First,  the  removable  toothed-jaws  Q  G,  fitted  between  teeth  •  e,  in  the  rotating 
latchet-head  D,  as  and  for  the  purposes  herein  set  forth. 

Second,  the  spring-plate  J,  arranged  on  rotating-bead  D,  in  the  relation  to  the  jaws  G  G, 
as  and  for  the  purpose  herein  shown  and  described. 

No.  3S,839.~WlLLIAM  T.  Mills,  of  Kalamazoo,  Wch,—'Improv€d  Satoing  Machine.^ 
Patent  dated  July  1(),  18G1. — Mounted  upon  a  frame  is  a  saw  connected  by  pitmen  and  a 
lever  to  a  driving  wheel  by  means  of  which  motion  is  imparted  to  the  saw.  A  block  sliding 
in  grooves  made  in  two  upright  guides  serves  to  press  the  saw  npon  the  work. 

Claim. — The  combination  of  the  saw  F,  the  rod  a,  the  guide  bh>ck  d,  Ihe  grooved  supports 
G  G,  the  pitmen  H  and  J,  lever  I,  aud  connecting-bar  K,  when  arranged  .with  the  frame  as 
constructed  for  joint  operation,  in  the  manner  and  for  the  purpose  specmed. 

No.  32,840.~ADaiEN  Muller,  of  Paris,  France.— /mj^rorMt  Furnace  for  Treating  Zinc 
and  other  Ores, — Patent  dated  July  16,  166]. — ^This  apparatus  is  designed  for  treating  the 
metallic  ores  directly  in  contact  with  the  fuel  by  the  aid  of  a  blast  furnace.  The  ores  and 
fuel  are  well  desiccated  in  suitable  stoves  arranged  around  the  top  of  the  furnace  and  heated 
by  the  waste  gases,  and  are  ground  and  agglomerated  into  blocks,  each  block  containinc^, 
besides  the  ore,  a  snfiScient  quantity  of  wo<x!,  charcoal,  or  other  combustible  for  reducing  ths 
ore,  wad  a  suitable  quantity  of  quicklime  to  produce  a  good  sla^. 

Claim, — ^The  construction,  arrangement,  and  combination  of  apparatus  employed  in  the 
reduction  or  treatment  of  zinc  and  other  ores  as  described. 

No.  32,841.— John  Pettengill,  jr.,  of  Jackson,  N.  K,--hnproved  Brake  for  Railroad 
Cars, — Patent  dated  July  16,  1861. — ^Tbc  shoes  which  are  placed  over  the  wheels  are  con- 
nected at  their  outer  en(k  to  the  truck  by  joints,  their  inner  ends  being  connected  by  links  to 
the  pater  ends  of  lever  frames.  The  inner*  ends  of  the  levers  are  operated  through  the  medium 
of  chains  in  connexion  with  gnide  rods  and  a  slotted  bar,  so  that  the  trucks  wHl  readily  con- 
form to  the  curvatures  of  the  road,  neither  the  car  bed  or  the  brakes  being  allowed  to  interfere 
therewith. 

Claim, — In  combination  with  the  lever  frames  E  E,  and  shoes  D  D,  the  bar  I,  provided 
with  oblong  slots  t  t  at  its  ends,  through  which  pins  j  j  on  tho  trucks  pass,  and  also  pro- 
vided with  pulleys  A  A  for  the  chains  H  11  to  pass  over,  whoreby  tho  bar  1  is  not  allowed  to 
interfere  with  the  movement  of  the  cer  tracks. 

Also,  connecting  tho  chains  H  H  to  the  inner  ends  ef  the  lever  frames  E  E  by  means  of  the 
rings  G  G,  which  are  fitted  on  the  £^ide-rods  F  F  at  the  inner  ends  of  the  lever  frames,  sub- 
stantially as  shown,  to  admit  of  the  moving  of  the  frames  E  with  the  tracks  without  affecting 
the  chains  H  U,  as  set  forth. 

No.  32,842.— Hiram  H.  Reynolds,  of  Buffalo,  N.  Y.-^lmarovement  in  Instnments  for 
the  Prevention  and  Cure  of  Spermatorrhea, — Patent  dated  July  16,  1861. — ^This  invention  is 
explained  by  the  claim  and  engraving. 

Claim, — ^A  spermatorrhea  instrument  so  constructed  as  to  combhie  the  spiral  spring  A,  and 
pressure  plates  D  and  £,  substantially  as  described,  (with  or  without  the  cone  cup  c,)  and 
having  convenient  straps  or  belts  for  fastening  to  the  body. 

No.  32,643.— George  W.  Sampson,  of  Washmgton,  D.  C-^-lmprovement  in  Apparaiua 
for  Heating  Railroad  Cars  uith  Steam, — Patent  dated  Jul^  16,  IBQl.-^This  invention  con- 
sists in  connecting  the  heatixis^  pipes  of  one  car  with  those  ot  another  car  by  means  of  a  series 
of  hollow  links  united  together  by  means  of  vertically  and  horizontally  arranged  T-shapod 
hollow  sleeves,  the  links  and  sleeves  being  so  constructed  as  to  allow  of  a  communication 
from  one  link  to  another  being  maintained,  whatever  may  be  the  deflection  of  the  ooupling 
while  the  cars  are  connected  together. 

Claim, — First,  the  employment  of  link  couplings  embodying  the  principle  of  optnUion  set 
forth,  for  connecting  the  beaters  of  two  or  more  cars,  and  also  for  connecting  said  heaters  with 
the  exhaust  of  tho  locomotive,  substantially  as  described. 

Second,  the  link  couplings  constructed  substantially  as  heroin  described. 

No.  32,844. — Reuben  Sealer,  of  Madison,  Conn. — Improvement  in  Projectiles  for  Firo- 
Arms, — Patent  dated  July  16,  1861.— In  tho  breech  of  the  ball  or  projectile  is  a  shallow 
recess,  into  which  is  fitted  an  arched  piece  of  metal  in  such  a  manner  as  to  cause  the  pressure 
of  the  powder  upon  it  to  throw  out  tne  edges  of  the  ballet  at  the  breech  so  as  to  make  them 
fit  snugly  against  the  sides  of  the  barrel  and  fill  the  grooves,  for  the  purpose  of  preventing 
the  escape  of  the  gas  generated  by  the  explosion. 

Claim. — Providing  tho  butt  or  rear  end  of  a  ballet  with  the  flange  2,  and  the  concaro- 
eonvex  spreading  plate  3,  so  arranged  as  to  operate  in  connexion  vrith  each  other,  substao 
tially  as  and  for  the  purpose  set  forth. 
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No.  32,845.— Obobob  B.  Tubrbll,  of  Now  York,  N.  Y.'—imprawtmtmi  in  Bmr  CooUn,^ 
Patent  dated  Julj  16»  1661.~Thi8  inrention  is  detinied  ai  an  improrement  npon  an  appa- 
ratus patented  to  H.  Mlgcou,  Novembor  1,  1859,  and  consists  in  forming  the  cooling  sdrface 
br  metaiUc  plates  set  together  in  such  a  manner  as  to  form  a  space  for  the  cooling  water  to 
circulate  upward  between  the  platos,  while  tho  liquid  to  be  cooled  trickles  over  Uie  outside 
•orfaces  of  said  plates. 

C/aim.— First,  a  cooler  for  beer  or  other  liquids,  formed  of  the  rertical  plates  c  c,  in  the 
manner  set  forth,  and  operated  as  specitied. 

Second,  the  trough  t,  proridod  with  the  screen  4,  and  with  the  slots  in  the  side  3,  as  and 
for  the  purposes  specifiea. 

Third,  the  arrangement  of  the  perforated  pipes  b  and  <f ,  in  the  manner  specified,  when  com- 
bined* with  the  meUUlic  sheets  c  c,  as  and  for  the  purposes  set  forth. 

Fourth,  introducing  tho  nipples  //at  the  ends  of  the  plates  c  c,  in  the  manner  and  for  the 
porposes  specified. 

No.  32,846.— William  W.  VlRDni,  of  Baltimo^^  Ud.—hmprovemeut  in  Boat  tnd  Ferry 
Brieve.— Patent  dated  Jul  j  16, 1861.--One  end  of  the  apron  or  space  rests  upon  an  abutment 
or  wharf,  and  is  fitted  to  it  bj  a  socket  or  other  joint ;  toe  other  end  is  supported  abore  and 
out  of  the  reach  of  the  boat  bj  two  weighted  levers  framed  together,  and  each  resting  for  its 
fulcrum  upon  a  column  or  post  When  the  boat  reaches  its  Mrth  the  weighted  levers  allow 
the  apron  to  drop  and  rest  npon  the  end  of  the  boat,  and  thus  a  continuous  roadwajr  or  rail- 
way track  is  formed  to  the  boat. 

Claim, — A  connexion  from  the  main  land,  pier,  or  wharf,  with  steamboats  or  any  other 
vessel,  bj  means  of  an  adjustable  apron  or  span,  with  or  without  railroad  track  or  tracks  and 
adjusting  switch  upon  the  same,  in  combination  with  fixed  weighted  lever  or  levers  as  coun- 
terpoise, substantially  as  described. 

Also,  the  fixed  weighted  lever  or  levers  constructed  and  arranged  as  set  forth,  when  used 
with  any  movable  connexion  from  the  main  land,  pier,  or  whari,  to  and  upon  steamboats  or 
any  other  vesseL 

No.  32,847.— Joseph  C.  Wrioht,  of  Minersville,  Ytk.— Improvement  in  Lampe. — ^Patent 
dated  July  16,  1861. — This  lamp  is  designed  for  burning  hydro-carbon  oils  without  the  um 
of  a  chimney.  The  wick  tube  is  constructed  in  two  parts,  one  part  sliding  within  the  other, 
and  is  used  in  connexion  with  two  concentric  conical  deflectors,  the  inner  one  of  which  is 
perforated  at  its  lower  part  for  the  purpose  of  conducting  heat  and  preventing  side-draught 
Fitted  over  the  deflector  is  a  movable  cap  of  the  form  shown  in  the  engraving,  for  the  purpose 
of  producing  with  a  flat  wick  a  flame  oi  semicircular  form. 

Viaim. — First,  the  combination  of  the  concentric  conical  deflectors  C  and  D  and  slidhig 
wick  tube  £',  all  constructed,  arranged,  and  operating  in  the  manner  and  for  the  purposes 
•hown  and  explained. 

Second,  the  movable  cap  H,  constructed  with  a  supporting  collar  A,  v^tical  segmental 
flange  h\  and  oblique  convex-ended  deflector  A2,  and  used  in  combination  with  the  slotted 
conical  deflector  C,  in  the  manner  and  for  the  purposes  shown  and  explained. 

No.  32,848.— J.  W.  Hoaoland,  of  New  Brunswick,  N.  J.,  assignor  to  Himself  and 
Richard  I^cMullbh,  of  the  same  place. — !mprovemeni  in  Pnenmatie  Springe, — Patent 
dated  July  16,  1861. — The  chambers  ol  the  metallic  boxes  which  are  to  contain  the  condensed 
air  are  lined  with  India-rubber,  for  the  purpose  of  making  them  air-tight.  Within  the  plunger 
is  arranged  an  air-pump,  consisting  of  a  hollow  rubber  cushion  confined  within  a  cyhndrioal 
box.  By  means  of  an  orifice  provided  with  a  valve  air  is  admitted,  but  not  allowed  to  escape, 
and  the  air  is  forced  down  through  a  tubular  stem  into  the  main  air  chamber.  A  safety-valve 
is  attached  to  the  air  chamber,  which  is  kept  .closed  by  a  spring  regulated  by  a  screw,  for  the 
purpose  of  allowing  an  excess  of  air  to  escape,  and  to  reguhite  the  escape,  so  that  the  spring 
may  be  made  to  sustain  a  greater  or  less  amount  of  pressure. 

Claim, — First,  combining  with  the  metallic  box  A  B  the  India-rubber  lining  or  box  D  and 
plunger  £,  substantially  as  and  for  the  purposes  described  and  represented. 

Second,  combining  with  the  hollow  main  plunger  £  the  clastic  air  cushion  H,  confined 
within  a  box  I,  and  operated  by  tho  stationary  plunger  J,  at  each  upward  stroke  of  the  main 
plunger,  said  cushion  being  so  arranged  in  I'cfation  to  the  air  chamber  C  as  to  keep  up  a 
supply  of  air  to  this  chamber,  substantially  as  set  forth. 

Tnird,  combining  with  the  air  chamber  of  a  self-supplying  pneumatic  spring  the  safety- 
valve  S,  spring  o,  and  adjustable  screw  cap  P,  for  tho  purposes  set  forth. 

Fourth,  securing  the  main  plunger  £  to  tho  diaphragm  of  the  rubber  bag  D,  by  means  of 
a  tubular  bolt  or  stem  F,  provided  with  a  valve  OfHsning  in  the  chamber  C,  as  set  forth. 

No.  32,849.— J.  F.  Whipple,  of  New  York,  N.  Y.,  assignor  to  the  Seamlbss  CLOTHnwi 
Manufacturing  Company,  of  same  place. — Improvement  in  Military  Caps, — Patent  dated 
July  16,  1861.— This  inveutio»is  explained  by  the  claim  and  engraving. 

Claim, — ^The  military  cap  having  its  crown  and  a  cape  compel  of  felt  or  other  soft  mate- 
rial, and  having  the  said  cape  united  with  the  sides  ot  a  peak  of  leather  or  other  moderate^ 
stiff  material,  substantially  as  described. 
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No.  32,850.— D.  R.  Pbuden,  of  West  Meridian,  Conn.,  asuSgaor  to  Himself  and  C.  A. 
Wellington,  of  Boston,  Mam. — Improtement  in  Ommfiuniimg  Hollow  Artidf  of  M^tfU, — 
Patent  dated  Jnlj  16,  ]^1. — ^Tbo  object  of  this  invention  it  to  produce  upon  tho  exteriors  of 
cups  or  other  boUow  articles  of  metal  ornaments  similar  to  those  producta  bj  chasing  &€., 
and  it  consists  in  subiccting  the  articles  to  a  process  of  spinning,  with  a  bumisfasr,  within  a 
hollow  die  in  which  the  reverse  forms  of  the  raised  ornaments  desired  have  been  produced  b^ 
angravii^  or  punching. 

Claim, — ^The  method  described  of  ornamenting  the  exterior  of  hollow  articles,  and  which 
consists  Bubstantialljr  in  spinning  the  articles  within  the  interior  of  a  hollow  die,  as  set  forth. 

Ko.  33,851.-^^3iMEON  S.  Post  and  Andrew  J.  Post,  of  Jersej  Citj,  N.  J.,  assignors  to 
A.  J.  Post,  aforesaid,  and  £.  C.  Clark,  of  Piermont,  N.  Y. — Improtement  in  Hefleetors 
for  lAtmps, — ^Patent  dated  July  16, 1861. — ^This  reflector  consists  of  an  incomplete  naraboloid, 
its  smaller  end  being  absent,  and  a  separate  reflector  of  a  paraboloidal  form  fixed  upon  the 
lamp-slide,  and  mounted  in  such  a  position  that  when  the  lunp  is  in  its  place  the  axes  of  the 
Iwo  separate  parts  coincide. 

Claim, — ^In  the  construction  of  lamp  reflectors,  the  employment  of  the  part  or  frustum  B 
of  a  smaller  paraboloid  mounted  in  front  of  the  paraboloid  M,  and  so  arranged  that  their 
axes  and  foci  coincide  so  as  to  produce  the  effect  set  forth. 

No.  33,852.— Calvin  Adams,  of  Pittsburg,  T^.-^hnprovement  in  MetU-Cutten.^Fatesii 
dated  July  23,  1861. — ^The  revolving  disc  is  provided  with  curved  cutters  and  cams,  which 
latter  tend  to  force  the  meat  between  the  revolving  and  stationary  cutters,  whence  it  is  forced 
through  openings  in  the  edge  of  the  revolving  disc 

Claim, — ^The  combination  of  the  revolving  disc  H  of  the  cams  jj'  and  cutters  i  i  and  open- 
ing^ k  k,  arranged  with  stationary  cutters  t  «,  on  disc  or  casing  A,  all  substantially  as  and  for 
the  purpose  sp^ufied. 

No.  32,853.— Stephen  R.  Andres,  of  Troy,  N.  Y,— Improvement  in  Articles  of  Food 
Made  from  Beane, — Patent  dated  July  Se3,  1801. — ^The  beans  am  prepared  by  being  first 
soaked  and  then  boiled,  when  they  are  crushed  between  rollers  and  dried  m  a  kiln  or  air  closet. 

Claim, — Flour,  meal,  grits,  grain,  or  any  article  made  from  boiled  or  otherwise  cooked  and 
desiccated  beans,  manufactured  as  described,  or  in  any  equivalent  way. 

No.  32,854.— Alexander  Bain,  of  New  York,  N.  Y, ^Improvement  in  Electric  TeU' 
graphs, — Patent  dated  July  23,  1861. — ^This  invention  consists  in  so  applying  an  acoustio 
tube,  in  combmation  with  the  lever  carrying  the  armature  of  a  magnet,  that  a  person  having 
the  tube  applied  to  his  ear  may  hear  the  sound,  while  it  is  inaudible  to  persons  at  a  very  short 
distance  from  the  instrument.  In  combination  with  this  tube  is  a  cover  of  glass  or  other 
material  enclosing  the  instrument,  for  the  purpose  of  preyenting  the  sound  escaping  in  any 
great  degree,  except  by  the  acoustic  tube,  and  of  avoiding  to  convey  the  sound  to  the  tube. 

Claim, — First,  the  employment  of  an  acoustic  tube,  or  its  equivalent,  combined  with  the 
armature  lever  of  an  electro-magnet,  or  with  any  equivalant  instrument  for  producing  soundu 
by  electricity,  to  operate  substantially  as  and  for  the  purpose  set  furth. 

Seccmd,  the  employment,  as  stops  for  the  armature  lever,  or  other  device  by  whose  move- 
ment the  sound  is  produced,  of  collars  w  ir^  or  their  equiviJcnts,  adjustable  upon  the  acoustic 
tube  itself,  substantially  as  specified. 

Third,  the  employment  of  a  cover  enclosing  the  instrument  for  producinr  the  sounds  and 
tho  mouth  of  the  acoustic  tube,  substantially  as  and  for  the  purpose  specifiea. 

No.  32,855.— H.  C.  W.  Batterman,  of  New  York,  N.  Y, ^Improvement  in  Bird  Cagesi — 
Patent  dated  July  23,  1861. — The  seed  cup  is  made  with  a  small  discbarge  opening  at  or 
near  its  bottom,  in  combination  with  a  conical  bowl,  which  forms  the  bottom  of  the  cup,  so 
that  only  a  small  quantity  of  seed  is  accessible  to  the  bird,  and  all  wasting  and  spilling  is 
prevented.  A  proteciing  case  is  made  to  slide  upon  wires,  so  that  the  seed  cup  may  be 
exposed  for  filling  or  cleaning. 

Claim. — First,  the  arrangement  and  combination  of  the  seed  cup  C,  discharge  opening  s, 
and  bowl  D,  constructed  and  operating  substantially  as  and  for  the  purpose  shown  and 
described. 

Second,  tho  vertically  sliding  loops  ^,  or  their  equivalents,  in  combination  with  the  pro- 
tecting case  £,  as  and  for  the  purpose  set  forth. 

No.  32,856.— Levi  A.  Beardsley,  of  South  Edmeston.  N.  Y. -—Improvement  in  Pulleif 
B/oeA(f.— Patent  dated  July  23,  1861. — The  sides  of  the  frame  which  sustains  the  wheel  or 
sheave  extend  beyond  the  edges  of  the  sheave,  while  the  edges  of  the  frame  are  cut  away, 
and,  turning  outward,  are  rounded  over,  forming  lip-shaped  nbs.  The  edges  of  the  sides  of 
the  frame  are  also  turned  outward  and  rounded  over,  formin|p  also  ribs,  and,  with  the  other 
rib,  form  a  continuous  flange  for  the  purpose  of  strengthening  the  edges  of  all  parts  of  the 
casing,  its  smooth  suxface  preventing  the  wear  of  the  rope  or  cord. 

C/aim.— Extending  the  sides  of  the  cast  wheel  frame  beyond  the  edges  of  the  sheave,  as 
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detcribod,  in  combination  with  ribs/  and  c,  the  Tfhole  eonitraetod  to  operate  itibfftantiaQjr  as 
doscribed  for  tho  porpoM  Mt  forth. 

Alfto,  in  combination  with  tbo  cast  wheel  frame,  learing  its  edges  extended  bejond  the 
sheave,  as  described,  a  fixed  bail  of  wrought  iron,  the  whole  arranged  to  operate  as  set  forth. 

Ko.  32,857.— Jared  K.  Buck,  of  Winona,  ^iian.-— Improvement  in  ffinnowing  Maekines,^ 
Patent  dated  Julj  23,  I6G|. — The  noveltj  of  this  invention  consists  in  tho  combination  and 
arrangement  of  the  parts  as  stated  in  the  claim. 

Claim. — ^The  combination  and  arrangement  of  the  shaker,  Fig.  A,  tho  shoe  spring.  Fig.  C, 
the  screen  lever,  Fig.  D,  the  rake,  Fig.  D,  tho  drawer.  Fig.  E,  when  constructed  and  operating 
as  and  for  the  purposes  specified. 

Ko.  32,858.— Nathan  Carr,  jr.,  and  John  Carr,  of  Monmouth,  BL-^Improvemeui  in 
CtUtivators, — Patent  dated  Julj  23,  IBGl. — ^The  bow,  which  answers  as  the  frame,  is  sup- 
ported bj  two  castor  wheels,  and  allows  the  ploughs  to  pass  on  each  side  of  the  young 
ulants,  and  also  to  pass  an  irregular  hill.  Tho  tongue  is  rigidlj  fastened  to  the  top,  of  the 
oar. 

Claim. — Firvt,  making  the  frame  in  the  form  of  a  bow,  in  combination  with  supporting  H 
bj  castor  wheels  II  H,  as  shown  and  described. 

Second,  in  combination  with  said  bow  A  and  castor  wheels  H  H,  the  hinged  plough  beams 
C  C  and  tongue  B,  arranged  in  relation  to  each  other,  as  shown  and  descnbed. 

Ko.  32,^9.— Samuel  W.  Chamberlin,  of  Stonehanu  ^amb.— Improvement  in  Machines 
fer  Polishing  Shoe  and  Boot  Hecli.—Vnient  dated  July  23,  1861.— The  polishing  wheel  is 
provided  with  a  flange  for  the  purpose  of  giving  a  fini  hed  edge  to  the  neel.  The  lost  is 
adjusted  to  the  wheel  bj  means  of  the  swivelling  movements  obtained  by  the  employment* 
of  two  pivots  together,  with  a  sliding  movement  of  the  rod  to  which  the  last  pin  is  seemed. 
Springs  may  bo  attached  to  a  connexion  of  the  ladC  pin  for  forcing  the  last  toward  the  polish- 
ing wheeL 

Claim, — ^Tho  combination  of  the  flange  •  with  the  polishing  wheel  fr,  when  arranged  to 
operate  together,  as  snecified. 

Also,  the  combinea  arrangement,  operating  substantially  as  specified,  of  a  sliding  and 
BwivelUng  holding  mechanism  wiUi  a  polishing  wheel,  with  or  without  a  flaoge. 

Also,  the  combination  of  springs,  or  their  equivalents,  operating  substantiaiir  as  set  forth, 
with  a  sliding  swivelling  holding  mechamsm  and  a  polishing  wheel,  with  or  without  a- flange. 

Ko.  32,860. — M.  G.  Couch,  of  Odessa,  N.  Y.—Improvtd  Hay  Baking  and  Loading 
Dtviu. — Patent  dated  July  23,  1861. — ^An  endless  belt  of  rakes  is  applied  to  a  mounted 
frame,  which  is  connected  to  the  rear  of  the  wagon  to  be  loaded,  the  rakes  bein^  so  arraa|^ 
as  to  discharge  their  loads  at  the  proper  point  by  means  of  their  own  gravity,  m  connexion 
with  that  of  the  load. 

67atm.^The  endless  belt  of  rakes,  when  applied  to  a  mounted  box  A,  and  having  its  rake 
bars  G'  attached  loosely  to  its  straps  b  6,  and  provided  with  rods  e,  so  arranged  in  connexion 
with  the  bottom  h*  of  the  box,  that  the  rake  bars  will  be  retained  in  proper  position  while 
carrying  up  their  loads,  and  allowed  to  discharge  them  at  the  proper  point  oy  their  own 
gravity,  substantially  as  sot  forth. 

Ko.  32,861. — S.  M.  Davis,  of  Lawrence,  Mass.,  assignor  to  Andrew  L.  Harrell,  of 
Chelsea,  Mass.— /m/^rorecf  Tenl.— Potent  dated  July  t^,  1881.— The  fi-ame  of  this  tent  is 
formed  similarly  to  that  of  an  umbrella,  the  hubs  to  which  the  arms  are  attached  beinff 
allowed  to  slide  upon  the  pole,  so  that  the  frame  can  be  readily  raisod  and  lowered,  or  turned 
upon  the  pole. 

Claim. — ^A  folding  adjustable  tent,  made  and  operating  as  herein  shown  and  described. 

Ko.  32,862.--A.  H.  French,  of  Pittsfield.  I\\.— Improvement  in  Water  f/evoXars.—PateDt 
dated  July  23,  1861. — ^Tho  bottoms  of  tho  buckets  are  provided  with  hinged  valves  opening 
inwardly,  and  at  the  lower  end  of  tho  bucket  is  a  hook  which,  as  it  risess  elevates  a  small 
trough  which  is  hinged  to  the  main  trough.  At  a  i>oint  in  the  small  hmged  trou^  corr»- 
sponding  with  tho  centre  of  the  bottom  of  the  bucket  is  a  pin  which,  as  ibe  trough  nses  to  a 
horizontal  position,  opens  the  valve  and  lets  the  water  out  into  the  hinged  trough,  whence  it 
runs  into  the  main  trough. 

Claim. — Constructing  the  well  buckets  with  hinged  valves  d  d'  in  their  bottoms  and 
books  g  g  on  their  si^s,  and  combining  with  said  buckets  the  hinocd  or  swinging  troughs 
G  G',  tuinished  with  bails  h  h'  and  lilting  pins  k  k',  all  arrangod  uid  operating  substantially 
as  and  for  the  purposes  set  forth. 

Ko.  32,863.— Frederick  ^ickinger,  of  8chodack,  K.  Y,-— Improvement  in  Piano- 
Forte  Action.— Patent  dated  July  2:J,  1861.— This  invention  consists  in  a  device  for  arresting 
the  hammer  near  the  string  after  the  blow,  to  enable  a  quick  repetition  to  be  efiected.  In 
connexion  with  the  hammci  is  a  spring,  consisting  of  a  steel  wire  aeeored  to  the  hammer- 
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flange  at  one  end,  and  having  a  hook  at  its  oppoaito  end,  attached  b^  a  eord  to  tho  hammer, 
for  the  purpose  of  relieving  the  jack  and  key  of  lucli  portion  oi  its  weight  as  ma^  bu 
desirable.  The  jack-spring  is  of  spiral  form,  and  is  airanced  within  a  mortise  of  tho  jack 
bottom ;  its  front  end  is  attached  to  a  protuberance  on  the  uottom  of  tho  tenon  of  tho  jack,' 
and  its  rear  end  to  the  jack  bottom. 

Claim, — First,  the  combination  of  the  protuberance  d  on  the  jack  and  the  notched  block  ft, 
attached  to  the  hammer-shank,  substantially  as  and  for  the  purpose  specified. 

Second,  tho  spring  £  applied,  in  connexion  with  the  hammer-but,  substantially  as  and  for 
the  purpose  set  forth. 

Third,  the  connexion  of  the  jack-spring  h  with  a  protuberance/ on  the  bottom  of  tho  tenon 
of  the  jack,  substautlally  as  and  for  the  purposes  described. 

No.  32,864.— C.  W.  Gage,  of  Homer,  N.  Y,—Improvemint  in  SIu{ft  Coupling  for  Vehidet,-^ 
Patent  dated  Jul}'  23,  IfiCl. — Secured  to  the  axle  is  a  stationary  jaw,  to  which  is  attached, 
by  means  of  a  bolt,  a  movable  jaw.  Each  jaw  is  provided  with  a  short  journal  of  conical 
form,  which  fit  into  openings  in  the  end  of  the  shaft.  As  these  openings  wear  awajr*  the 
jaws  are  brought  nearest  together  by  means  of  a  screw-bolt,  and  tr:  •  rattling  of  the  joints 
prevented. 

Claim. — Tho  employment  of  the  jaws  B  and  C,  one  of  which  is  movable,  and  both  of 
which  are  provided  with  sections  of  conical  journals,  when  the  same  are  used  in  the  manner 
and  connexion  represented  for  the  purpose  set  forth. 

No.  32,8GS.— John  Gault,  of  Boston,  Mass.,  assignor  to  Wiluam  A.  Moore,  of  Lowell, 
Mass. — Improvement  in  Vault  Covers, — Patent  dated  July  23,  180J. — To  the  under  side  of 
tho  vault  cover  is  attached  a  bar,  which  passes  through  a  socket  in  the  thimble.  Tho  ba^  is 
provided  with  holes,  throuo^h  which  a  pin  passes,  by  means  of  which  the  cover  may  be  kept 
dosed  or  secured  at  any  desired  height  above  the  opening,  and  serves  as  a  guaid  or  pro- 
tector to  prevent  persons  from  stepping  into  the  hole. 

Claim, — The  aiTanc^ment  of  tne  internal  socket  F,  thimble  A,  movable  cover  D,  per- 
forated flat  bar  £,  and  pin  G,  all  constructed  and  combined  in  the  manner  and  for  the  pur- 
poses shown  and  explained. 

No.  32,806.— LouRE  Green,  of  Great  Bend,  Vv^— Improvement  in  Ploughs, — Patent 
dated  Julv  23,  1861. — This  invention  consists  in  combining  with  a  single  standard,  as  may 
be  desired^  a  changeable  mole,  subsoil,  and  draining  plough,  for  the  purpose  of  perfoi-mlng  a 
variety  of  fanning  operations. 

Claim. — The  combination  of  the  standard  H  II  with  the  jshares  A,  B,  and  C,  and  the 
fianches  £  /  and  D  D,  the  whole  constructed  and  arranged  substantially  as  and  for  the  pur- 
poses set  forth. 

No.  32,867. — G.  G.  Griswold,  of  Chester,  Conn.— Improvement  in  Sicatts, — Patent  dated 
Joly  23,  1661. — In  the  under  part  of  the  skate  stock  is  a  groove  into  which  is  fitted  a  fiat  bar 
provided  with'holes  for  receiving  the  points  of  the  skate  iion,  which  are  riveted  over  the  bar. 
The  bar  is  secured  to  the  iron  by  means  of  screws. 

Claim, — The  arrangement  of  the  bar  B  with  the  grooved  skate  stock  A  and  runner  C,  in 
the  manner  and  for  the  purpose  shown  and  described. 

No.  32,868.-11.  Haoans,  of  Brandonville,  Va. — Improvement  in  Chums. — Patent  dated 
July  23,  1661. — The  dasher-staff  is  made  hoUow  and  is  provided  with  several  radial  wines 
and  two  ribs  or  feathers.  The  butter  gatherer  is  fitted  looselv  on  the  dasher-staff  so  as  to  be 
felf-adjusting  vertically,  and  is  made  to  rotate  with  tho  staff  by  means  of  tho  ribs. 

C/atm.— The  anangement  of  the  self-adjustins  rotary  butter  gatherer  G  and  ribs  c,  with 
the  dasher  rod  £  and  wings  F,  in  the  manner  and  for  tho  purpose  shown  and  described. 

No.  32,869.— William  IIanlon,  of  Philadelphia,  Fa,— Improvement  in  Cricket  Wickets,— 
Patent  dated  July  23,  1861.— This  invention  consists  in  constructing  the  stumps  with  spring 
joints  near  tho  bottom,  which  will  permit  them  to  yield  and  fall  over  sufficiently  to  disphMMS 
the  bails  when  struck  by  a  ball,  without  disturbing  their  securitv  in  tho  ground,  and  to  en- 
able them  to  resume  of  themselves  the  upright  position  after  the  ball  has  passed  them.  The 
bails  are  attached  to  one  or  more  of  the  stumps  by  chains  or  cords  to  prevent  them  from  fall- 
ing far  from  the  top  of  the  wickets.  The  upper  ends  of  the  stumps  are  provided  with  ad- 
justable bail  supporters,  containing  the  grooves  for  the  reception  of  the  bails,  to  enable  the 
grooves  to  be  brought  into  line  with  each  other  to  receive  the  bails. 

Claim,— Tho  construction  of  wicket  stomps  with  spring  jomts,  substantially  as  and  for 
tho  purpose  set  forth. 

Second,  the  attachment  of  the  bails  to  one  or  more  of  the  stumps  by  chains  or  cor  id,  sub- 
stantially as  and  for  tho  purpose  specified. 

Thiid,  tho  adjustable  bail  supporters  fitted  to  the  heads  of^he  stumps,  substantially  as  and 
for  tho  purpose  described. 
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No.  32,870. — JonN  Hott,  of  CltTeland,  O. — Improvmmt  in  Maehinss  for  Drpng 
Paper.— Patent  dated  July  23,  186]. — ^This  inyention  consists  in  a  method  of  drying  bimq 
paper  by  passing  it  over  steam-beatod  cylinders  provided  with  non-metallic  guards  to  prevent 
Uie  f  aper  from  coming  in  contact  with  the  heated  surlace  of  the  cylinder.  The  paper  also 
passes  over  non-metaUic  rollers  between  heaters  made  to  conform  to  the  frame  work  of  tha 
machine. 

Claim. — ^First,  steam-heated  cylinders  with  non-metallic  guards,  arranged  as  described,  in 
combination  with  the  stationary  tubolar  heaters  B  and  non-metallic  rollois  C,  substantially 
as  described. 

Second,  the  use  of  non-metallic  guards  when  placed  around  doM  steam  cylinders,  sub- 
stantially as  described  and  for  the  purpose  sot  forth. 

No.  32,871.— Richard  G.  Hunt,  of  New  York,  N.  Y.—TmprovMment  in  Machines  for 
Slotting  Gas  Sieves.— Patent  dated  July  23,  1861.— With  a  yiel<Ung  hin^  bed  or  table  ia 
eombined  a  rotating  cutter,  having  its  cutting  edges  upon  a  series  of  inchned  pyramidically 
shaped  teeth,  the  four  faces  of  which  are  at  different  angles  and  so  arranged  as  to  present  a 
cutting  edge  at  only  one  side  of  each  tooth  alternately,  tiie  front  face  of  each  tooth  being  iB> 
elined  diagonally  to  the  axis  of  the  cutter  alternately  in  reverse  directions  for  the  purpose  of 
clearing  the  shaving;  the  object  being  to  make  the  bars  of  the  sieve  wedge-shaped  in  seo- 
tions,  so  as  to  present  a  large  upper  surface  to  sustain  the  lime,  and  a  smaller  lower  suifaea 
to  permit  of  the  free  passage  of  tne  gas  through  the  bars. 

C7atm.~The  pyramidically-toothcK]  cutter  with  cutting  edges  alternately  on  opposite  sides 
of  the  teeth,  substantially  as  described,  in  combination  with  a  yielding  hinged  oed  or  table, 
substantially  as  doscnbed. 

AIao,  the  hinged  bed,  in  combination  with  a  spring  or  equivalent,  substantially  as  de> 
scribed. 

No.  32,872.— Joseph  P.  Jambs,  of  Pepin,  Mmn.— Improved  Grab  or  Self-dosing  Hook, — 
Patent  dated  July  23,  18G1. — Hinged  to  the  shank  of  the  hook  is  a  latch,  which  is  retained 
in  position  by  means  of  a  spring  catch,  the  latch  closing  down  upon  its  point  from  the  .outside 
in  such  a  manner  that  when  it  is  opened  a  line  or  rope  may  be  readily  introduced  into  or 
taken  out  of  the  hook,  and  the  latch  is  closed  by  coming  in  contact  with  any  resisting  body 
and  firmly  retained  by  the  catch. 

Cluim. — The  arrangement  of  the  spring  catch  C,  in  combination  with  the  outwardlv  opon- 
iBg  hinged  latch  B  and  hook  A,  all  constructed  and  operating  in  the  manner  and  for  tne  pur- 
pose shown  and  described. 

No.  32,873.— John  W.  Jarbob  and  A.  Macrbt,  of  New  York,  N.  Y,— Improvement  in 
thrip  Pots  for  Sugar  Moulds. — Patent  dated  July  23,  IS^ii. — The  object  of  this  invention  is 
to  make  the  top  and  neck  of  the  drip  pot  stronger  and  mora  durable  than  either  the  cast  iron 
«>r  the  sheet  iron  ones  commonly  used. 

Claim. — The  construction  of  the  drip  pot  with  its  top  C  composed  of  a  single  piece  of  sheet 
iron,  and  its  neck  D  composed  of  a  ring  of  malleable  iron,  saiu  top  and  neck  bemg  combined 
substantially  as  spociiied. 

No.  32,874.— John  S.  Jenness,  of  Ban^,  Me.—Improved  Eleetro-MagnU.—Faimi 
dated  July  23,  18(>l. — ^This  invention  is  explamed  by  the  claim. 

Claim. — Constructing  the  core  of  electro-magnets  of  a  bundle  of  single  wires  and  pladnff 
said  bundle  of  single  wires  in  a  tube,  and  bending  the  tubes  and  wires  whilo  hot  into  a  1> 
shaped  magnet,  as  described,  and  for  the  purposes  set  forth. 

No.  3S,875. — Cecil  G.  Johnson,  of  London,  England. — Improvement  in  the  Manufacture 
of  Boots  and  Shoes.— rhUmi  dated  July  23,  185).- Patented  in  England  April  2,  ISGO.— The 
sole  of  the  shoe  or  boot  is  made  of  yams  or  threads  of  fibrous  material,  such  as  hemp,  flax, 
or  jute,  plaited  together  and  made  up  into  a  flat  coil  and  sewed  through  from  side  to  sido. 
The  uppers  may  be  made  of  canvas  or  any  woven  fabric  and  sewed  to  the  soles. 

C/aim.— As  a  new  article  of  manufacture,  a  boot  or  shoe  made  as  described. 

No.  32,876.— E.  A.  Kelsev,  of  Meriden,  Coim.— Improvement  in  Coffee  and  Tea  Pots, — 
Patent  dated  July  23,  186 J. — ^This  invention  consists  in  constructing  the  spouts  of  tin  plate 
swaged  in  proper  form  and  in  two  equal  longitudinal  parts,  which  are  connected  together  and 
to  the  pot  by  solder,  the  object  being  to  obtain  a  tinned  plate  spout  as  omamemal  as  tba 
Britannia  metal  ones  and  at  a  much  less  expense. 

Claim.— A  coffee  or  tea  pot  constructed  of  tinned  plate,  with  a  nozzle  or  spout  D  of  the 
same  material,  swaged  or  struck  up  in  proper  form  hy  means  of  dies,  substantially  as  set 
forth. 

No.  32,877.— Caneelled. 

No.  32,878.— O.  Kober,  of  New  York,  N.  Y.— Improvement  in  Water  Afeferi.— Patent 
dated  July  23,  1861.— The  spiral-bladed  wheel  fits  loosely  within  an  upright  cylinder,  and  ia 
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fitted  to  slide  upon  a  fliaft.  This  wheel  is  made  with  a  hollow  air-tight  cyliDdrical  hab,  the 
cavity  therein  being  of  such  capacity  that  though  the  wheel  will  not  float,  it  will  rise  with 
any  considerable  pressure  of  water  on  its  under  side.  -  The  spiral  blades  are  extended  a  short 
distence  below  the  bottom  of  the  hub,  the  action  of  the  water  being  similar  to  that  of  the 
buckets  of  a  turbine  water  wheel.  Proiecting  upward  within  the  lower  part  of  the  cylinder 
is  an  annular  seat  upon  which  the  wheel  rests  when  no  water  is  drawn  through  the  meter. 

Claim, — The  downward  extension  of  the  spiral  blades  k  k  from  the  extenor  periphery  of 
the  rising  and  falling  cylindrical  hub  d  below  the  bottom  thereof,  as  shown  at  i  t,  in  combi- 
nation with  an  annular  seat  j  j  of  smaller  diameter  than  the  said  hub,  substantially  as  and 
for  the  purpose  set  forth. 

No.  32,879. — Benjamin  Lambert,  of  Surrey  county,  England. — Improvement  in  the 
Treatment  of  Printed  Paper  to  Remove  Ink  and  Recover  the  Pulp. — Patent  dated  July  23, 
1861. — Patented  in  England  July  6,  1860. — ^The  printed  paper  in  its  ordinary  state  is  boiled 
in  a  closed  vessel  containing  a  weak  caustic  alkali  ancf  tbcn  cooled.  The  ley  or  alkaline 
liquor  is  then  removed  from  the  paper  and  a  fresh  supply  of  such  liquor  is  substituted  and 
the  whole  again  boiled.  The  boiled  paper  is  then  well  beaten  in  the  ley  so  as  to  convert  it 
into  pulp.  The  ley  is  subsequently  drawn  from  the  pulp  and  the  latter  thoroughly  washed 
with  water. 

Claim, — ^Tho  improved  process,  substantially  as  described,  for  treating  printed  paper  in 
order  to  remove  its  ink  and  convert  such  paper  into  pulp  fit  to  be  re-made  into  paper. 

No.  32,880.— H.  Lawrence  and  C.  H.  White,  of  Melrose,  N.  Y.— Improved  Method  of 
Locking  the  Nuts  on  Railroad  Rail  Bolts.— F&ttnt  dated  July  23,  186]. —The  object  of  this 
invention  is  to  prevent  the  nuts  on  bolts,  which  are  used  to  secure  strengthening  bars  on  each 
side  of  the  joints  of  railroad  rails,  from  wearing  loose,  which  is  effected  by  interposing  washers 
between  the  nuts  and  fishing  bars,  and  securing  the  nuts  to  the  washers  by  spring  pawls  on 
the  nuts  engaging  with  ratchet  teeth  on  the  washers,  so  that  the  nuts  may  be  set  up  when 
desired,  but  will  be  prevented  from  turning  loose. 

Claim. — ^The  washers  G  G  G,  having  annular  ratchet-teeth  flan]^  a  formed  on  them,  in 
combination  with  the  springs  or  pawls  gt  which  are  secured  to  the  nuts  D,  substantially  as 
and  for  the  purposes  set  forth. 

No.  32,881. — D.  W.  Lewis,  of  Janesville,  Wis. — Improvement  in  Pumps.— Tatent  dated 
July  23,  1861. — The  piston  and  piston  barrel  are  so  connected  that  as  the  handle  is  raised  the 
movable  case  to  whicn  the  handfe  is  fulcmmed  also  rises  with  the  pipe  and  piston,  while  the 

Siston  barrel,  through  the  medium  of  the  balancing  rods,  is  made  to  descend,  thus  causing  a 
oubie  stroke  with  one  motion  of  the  handle. 

Claim. — First,  the  peculiar  combinationof  the  piston  L  and  piston  barrel  E  with  the  equal- 
ling bar  or  lover-gaucre  G  and  the  balancing  rods  P  O,  substantially  as  and  for  the  pui-pose 
Mt  forth  and  describ^. 

Second,  the  oscillating  fulcrum  bar  R,  combined  with  the  lever  or  handle  S,  and  the  bal- 
ancing rods  1^  O,  and  the  movable  case  C,  substantially  as  shown  and  described. 

No.  32,889.— Robert  M.  Marshall,  of  Dayton,  O. — Improvement  in  Machines  for 
Rolling  Candy. — Patent  dated  July  23, 1861. — ^This  invention  consists  in  forming  candy  into 
•ticks  from  a  sheet  of  paste  or  dough  as  it  passes  between  rollers  provided  with  cutting  edges 
or  made  so  as  to  give  tne  candy  any  form  of  ornamentation  desired. 

C/aim.— The  cutting  and  impressing  of  sticks  of  candy  from  a  sheet  of  candy  dough  or 
paste  by  an  arrangement  of  rollers,  constructed  and  operating  substantially  as  described  and 
represented. 

No.  32,883.— ^A.  P.  Merrill,  of  Tpsilanti,  Mich. — Improvement  in  Cfrain  Separators.— 
Patent  dated  July  23,  1861. — ^I'he  inventor  disclaims  the  separate  devices  in  this  machine, 
and  the  novelty  of  the  invention  consists  merely  in  the  arrangement  of  the  parts,  as  desig- 
nated in  the  claim. 

C/aim.— Arranging  the  reels  D  D  D,  the  endless  grain  carrier,  the  rake  2,  the  sieve  T,  and 
tbe  screen  conveyers  V,  together,  in  the  manufacture  herein  represented,  when  the  several 
parts  are  connected  and  made  to  operate  as  specified. 

No.  32,884.— Charles  MettaM,  of  New  York,  N.  Y.— Improved  Camp  Cot.— Patent  dated 
July  23,  1861.— This  invention  is  explained  by  the  claim. 

Claim. — First,  the  construction  of  portable  camp  cots,  the  same  consisting  of  sectional  side 
rails  united  longitudinally  by  means  of  metallic  sockets  or  sleeve-joints,  in  combination  with 
removable  and  jointed  cross-legs  and  detachable  cAnvas,  the  whole  being  arranged  subsian- 
tially  as  described. 

Second,  the  method  of  scarping  or  dovetailing  and  mortising  the  continuous  ends  of  the 
•Ide-rail  sections,  so  that  while  capable  of  being  fiimly  jointed  and  secured  in  a  longitudinal 
direction,  they  shall  admit  of  the  legs  being  inserted,  for  the  double  purpose  of  locking  the 
joint  of  the  rail  section  and  of  being  fixed  wereto  as  described. 

,  Digitized  by  CjOOQ IC 


434  ANNUAL  BEPOST  OF  THE 

'  Third,  the  combinatioii  of  the  slot  and  pin  in  the  socket  and  rail  section,  respectlyeljr,  or  of 
any  other  locking  or  holding*  device^  with  the  metallic  socket,  wherebj  the  said  socket  ia 
capable  of  sliding  motion  while  being  hold  on  to  either  end  of  the  nlil  section,  substantial!/ 
as  shown  and  described. 

Fourth,  in  combination  with  the  longitndinallj  dirided  sectional  side  rails,  the  metaUia 
sleeve  or  socket. 

Fiflb,  the  use,  in  combination  with  the  rails  and  lej^  of  cots  constructed  as  described,  of 
a  canvas  provided  with  a  sleeve  on  the  rail-side  thereofand  slits  corresponding  to  the  legs,  aa 
set  torth. 

Sixth,  providing  the  canvas  when  strapped,  or  when,  bj  sleeve  or  otherwise,  equivalentlj 
attached  transversely  to  the  sidc-rafls  witn  end  straps,  or  their  ecjuivalent,  so  arranged  th^ 
the  canvas  may  be  stretched  longitudinally,  substantially  as  described. 

Seventh,  the  method  and  manner,  herein  described,  of  bracing  the  cross-legs  of  a  camp 
oot  by  means  of  cprds,  or  their  equivalents,  so  that  perfect  rigidity  of  the  cot  may  be  obtaine<^ 
without  sensibly  increasing  the  weight  thereof. 

Eighth,  forming  the  side-rails  of  sections  of  suitable  number  and  length,  and  uniting  tha 
same  by  means  ot  a  metal  socket  forming  the  head  of  a  corresponding  leg,  substantially  as 
described. 

No.  32,8d5.--S.  M.  MoTT,  of  WellsvUle,  N.  Y.—Improved  Lubricating  Oii.— Patent  dated 
July  23,  1861. — This  invention  consists  in  mixing  crude  rock  or  other  mineral  oil  with 
common  salt,  saltpetre,  unslaked  lime,  and  bar  soap,  with  a  quantity  of  water,  by  means  of 
■team,  which  is  let  into  the  above-named  compound  through  a  pipe  until  it  boils. 

Claim. — The  within-described  method  of  preparin|f  lubricating  oil  from  crude  rocH  or  mi]> 
eral  oil  by  subjecting  it  to  the  action  of  steam,  combined  with  m  chemicals  within  describad 
in  the  manner  set  forth. 

No.  32,883.— William  T.  Nicholson,  of  Providence,  R.  L— /mproecmesl  in  Egg  Be«^ 
§ri. — Patent  dated  July  23,  1861. — The  small  pinion  which  engages  with  the  la: go  gear 
wheel  is  keyed  to  a  rod  provided  at  its  lower  end  with  a  pair  of  propeller  blades  wmch  are 
rotated  with  the  rod.  To  the  under  ludo  of  the  pinion  is  seemed  a  disc,  on  the  lotrer  surfaca 
of  which  is  an  elliptic  groove,  in  which  fits  a  projecting  ear  of  two  arms  pivoted  at  their  uppar 
ends  to  the  handle,  so  that  as  the  propeller  shaft  is  rotatad  a  reciprocating  motion  wili  ba 
imparted  to  the  beaters,  which,  in  connexion  with  the  revolving  blades,  are  designed  to  break 
the  circling  currents  at  regular  iu'.ei'vals. 

Claim. — The  reciprocating  boaters  K  K,  or  their  equivalents,  when  combined  with  a  rey<d'^ 
ing  beater  G  G,  or  its  equivalent,  substantially  as  described  for  the  purpose  specified. 

No.  32,887.— WlLUAM  Palmer,  of  New  York,  N.  Y,— Improvement  in  Bretch-Louding 
Fire  Arms, — Paten:  dated  July  23,  18Gi. — In  the  i«ar  end  ot  the  bi«ech  is  a  cross-mortisa 
nearly  square,  through  which  passes  a  shaft  provided  wUh  a  lever  on  its  outer  end  of  tha 
shaft,  and  a  cam  woikmg  in  said  mortise,  by  means  of  which  ibe  bieech  is  forced  to  tha 
barrel  and  held.  The  rear  face  of  the  moiise  causes  the  cam  to  ditiw  back  the  bieech,  while 
the  lower  i'ace  elevates  the  breech  and  the  uppei  face  again  depresses  the  same  by  the  mova- 
ments  of  the  cam,  the  motions  being  theioby  ol^  pertbrmed  by  one  device.  The  space  between 
the  point  of  the  ball  and  the  case  which  su:rounds  tbe  cartridge  is  filled  with  tallow. 

Claim. — The  foar-faced  mortise  i  k  I  p^  in  the  rear  of  the  sUding  and  turning  breech  <2,  la 
combination  with  the  cam  A,  the  parts  acting  in  the  manner  and  for  the  purposes  specified. 

Also,  the  cartridge  n,  povided  with  the  gi-ettse  4,  in  front  of  and  surrounding  tbe  ball,  in 
combination  with  Uie  said  turning  and  sliding  breech,  for  the  purpose  and  as  sp^^fied. 

No.  32,888.— Edwin  Parks,  of  Winchendon,  Hms,— Improvement  in  Favce^s.— Patent 
dated  Jul^  23,  1861.— The  end  of  the  faucet  which  enters  the  barrel  is  provided  with  a  metal 
prolongation,  on  the  end  of  which  is  a  boring  tap,  having  immediately  behind  it  a  chamber 
separated  from  the  passage  through  the  faucet  by  a  partition,  so  that  chips  are  prevented  from 
entering  the  faucet.    The  liquid  enters  the  faucet  pipe  through  openings  in  its  sides. 

Claim, — Tho  bit  c,  in  combination  with  the  chamber  <2,  as  applied  to  a  faucet  for  the  put- 
pose  described. 

No.  32,889.— WiLLL^M  Prrr,  of  Ithaca,  N.  Y. ^Improvement  in  Lamps,— Tat^t  dated 
July  23, 1861. — ^This  lamp  is  designed  for  burning  coal  oil  without  a  chimney.  On  the  upper 
and  lo\yer  ends  of  the  wick-tube  are  fitted  supplemental  tubes  of  larger  dimensions  than  the 
wick-tube  itself,  for  the  purpose  of  allowing  u  freer  passage  for  the  oil  up  the  wick.  To  the 
top  of  the  deflector  is  secured  a  bow-shaped  metal  strip  extending  centrally  over  the  top  of  tha 
tube,  so  as  to  divide  the  flame  in  two  paits,  for  the  purpose  of  presenting  a  greater  surface  of 
the  flame  to  the  air. 

Claim. — The  supplemental  wick-iubes  F  G,  applied  to  the  wk!k-tube  B,  as  shown,  in  com- 
bination with  the  flame-divider  H,  attached  to  the  cone  or  deflector  E,  relatively  with  the  tuba 
F,  OS  shown,  and  all  arranged  as  and  for  the  purpose  set  forth. 
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No.  39,890.'-Leonard  L.  Pchxard,  of  Woroeater,  UasB.^Improtftd  Auger  Handle.^ 
Patent  dated  Julj  23,  1861. — In  the  handle  is  inserted  a  socket  or  frame,  into  which  the  shank 
of  the  auger  is  held  bj  means  of  a  ratchet  or  dog  having  a  projection  which  fits  into  a  notch 
in  the  shank.  The  ratehet  is  hold  in  position  bj  a  thumb-piece  or  kej,  which  is  kept  pressed 
•ut  by  a  spiral  spring.  On  pressing  in  the  thumb-piece  the  notch  in  the  ratchet  is  released 
from  the  shank  and  tap  latter  may  then  be  withdrawn. 

Claim. — ^The  socket  or  frame  F,  the  catch  or  dog  C,  the  thumb-piece  or  key  D,  or  their 
equivalent,  in  combination  with  the  spiral  spring  E,  the  handle  A,  and  the  pin  or  rivet  G. 

No.  32,891. — M.  L.  Powell,  of  New  Castle,  Indiana. — Improvtd  Burglars*  Alarm, — 
Patent  dated  Julj  23,  1861 « — ^This  invention  consists  in  so  connecting  tl^  d^r  and  windows 
of  a  bedroom  bj  means  of  a  cord  with  a  tilting  bedstead  that  any  attempt  to  open  the  door 
or  raise  the  window  will  throw  the  bed  and  cause  its  occupant  to  roll  out.  A  weight  may  be 
applied  to  the  cord  which  connects  the  door  and  window  with  the  tilting  bedstead  in  such  a 
manner  should  the  cord  be  cut  the  bedstead  will  be  thrown  by  the  action  of  (he  weight. 

Claim. — ^The  arrangement  of  the  cord  A,  passing  through  loops  /  tn  fi  o,  and  connecting 
with  the  hinged-dog  G,  which  retains  the  tilting  frame  A  of  the  bedstead,  substantially  as 
and  for  the  pui-pose  shown  and  described. 

Second,  toe  arrangement  of  the  weight  K,  in  combination  with  the  cord  i(c,  as  and  for  the 
purpose  specified. 

No.  32,892.— Thomas  Raikst,  of  New  York,  N.  Y.^lmprovtd  Car  5mK.— Patent  dated 
July  23,  1861. — Secured  to  each  end  of  the  seat  is  a  metal  plate^  to  the  lower  surface  of  which 
is  attached  a  projection,  on  each  of  which  is  a  horizontal  journal  having  their  bearings  in  the 
vpper  parts  of  the  end  pieces  which  admits  of  the  seat  inclining  either  way.  The  radius  bars 
ai-e  pivoted  at  their  lower  ends  to  the  end  pieces,  and  have  each  a  recess  in  which  the  edges 
of  the  plates  of  the  seat  fit,  so  that  as  the  radius  bars  are  moved  forward  or  back  the  seats 
are  simultaneously  adjusted. 

Claim. — ^The  connectiD^,  substantially  as  described,  of  the  radius  bars  H  H,  of  the  seat* 
back  to  the  rocking  seat  B,  so  as  to  admit  of  the  automatic  adjustment  of  the  seat,  with  the 
neversing  uiovement  of  the  back,  as  set  forth. 

No.  32,893. — Joshua  Regester,  of  Baltimore,  Md. — Improvimtnt  in  Strut  Washer. — 
Ptttcnt  dated  July  23, 1861. — ^The  casing  consists  of  a  cast-iron  box,-  made  in  halves  from  one 
pattern,  and  bolted  together.  Within  this  casing  is  the  tube,  to  the  lower  end  of  which  is 
nttached  the  key  of  the  stop-cock.  A  projection  on  the  stop-cock  passes  through  a  hole  E 
in  the  c&so,  which  prevents  the  cock  from  turning,  while  the  whole  is  held  in  position  by 
collars  F  £  when  the  box  is  bolted  together. 

Claim. — A  metallic  casing  A,  constructed  as  described,  provided  with  fVF  and  E,  as  bearings, 
when  employed  and  coaibmed  with  a  stop-cock  D,  and  rod,  or  tube  D,  all  operating  in  uie 
manner  and  for  the  purpo&es  substantially  as  set  forth  in  the  foregoing  specification. 

No.  32,894.— Stephen  M.  Rounds,  of  Somerset,  UaM.—bnproved  EzUmaian  TabU.-^ 
Patent  dated  July  23,  1861. — ^Thc  bed-pieces  constitute  a  portion  of  the  surface  of  the  table, 
and  are  supported  upon  the  legs.  Between  and  to  each  of  these  bed-pieces  are  hinged  a 
series  of  leaves,  which  are  hinged  also  to  each  other,  so  that  in  drawing  out  the  table  tha 
leaves  will  nse  and  form  a  continuation  of  the  surface.  The  leaves  are  sn|^>orted  by  folding- 
bars  hinged  to  a  cross-piece  undei*  the  bed-piece. 

Claim. — The  combination  of  the  beds  A,  which  are  supported  by  the  legs  B,  folding-leaves  F, 
and  hinged  bars  D,  or  their  equivalents,  arranged  substantially  as  and  for  the  purpose  set 
forth. 

No.  32,895.--Casper  D.  Schubarth,  of  Providence,  R.  l.^lmprovement  in  Breeeh* 
Loading  t  ire- Arms. — Patent  dated  July  23^  1861. — ^The  guard  is  made  to  act  as  a  lever  to 
move  a  slotted  key  which  slides  beneath  the  stock,  so  that  when  the  guaid  is  lowered  it  re- 
tracts the  key,  and  allows  the  stock  to  fall,  the  breech-piece  being  drawn  back  by  the  contact 
of  the  hammer,  and  the  latter,  bv  the  same  movement,  raised  to  a  half-cock,  which  move- 
ment exposes  the  rear  end  of  the  barrel,  for  the  insertion  of  the  cartridge. 

Claim. — The  combined  guard  and  lever  F,  pivoted  so  as  to  move  in  a  vertical  plane,  and 
acting  in  connexion  with  the  slidiug-key  E,  to  socuio  or  release  the  pivoted  stock  A,  as  set 
forth. 

No.  32,896. — Jacob  Seebold,  of  New  Berlin,  Pa. — Improvement  tn  Grain  Threshing 
and  Separating  Machines. — ^Patent  dated  J alx>i3,  18t»i. — ^Ihe  threshing  clyinder  is  joumalc^ 
in  brackets  projectiBg  from  a  casl-iron  frama,  constructed  as  shown  by  the  engravinp:.  The 
shoe  is  supported  at  its  rear  end  on  a  hinged-frame  resting  upon  the  ground,  and  at  its  front 
end  upon  arms  ptojecting  upward  from  a  horiooDtal  shaft  journaled  in  bearings  on  the  frame. 
The  supporting  arms  infront  are  provided  with  stud-shafts  projecting  inwardly,  and  confined 
in  movable  boxes  bolted  or  pinaed  te  the  bottom  of  the  shoe,  so  that  the  latter  may  be  readily 
detached  when  necessary. 
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Claim, — First,  tbe  cast-iron  frame  B  fr  fr',  constmcted  as  shown  and  described,  and  em 
ployed  in  connexion  with  the  cylinder  A,  rocking-frame  F  F'  G,  and  crank-wheel  H,  of  a 
thrtwhing  machine,  in  the  manner  and  for  the  pnriKMies  explained. 

Second,  the  combination  of  the  arms  £  F%  stnd -shafts  /,  and  movable  boxes  y,  all  con 
stnicted,  arranged  and  employed  in  the  manner  shown  and  explained  for  the  purpose  of  readily 
connecting  or  disconnecting  the  shaking  shge  and  threshing  apparatus. 

No.  32,897.-8.  B.  Sexton,  of  Baltimore,  Ud.-^rmprofment  in  Hot-Air  Registers. — 
Patent  dated  July  23, 18G1. — ^The  open  work  cover-plate  of  the  rerister  is  hinged  to  a  flanre, 
which  is  set  in  the  wall,  so  as  to  admit  of  being  easily  opened.  The  valve  is  placed  at  um 
bottom  of  the  box,  and  consists  of  a  disc  so  arranged  as  to  turn  upon  its  axis  and  admit  ol 
access  to  tbe  flue,  through  the  box. 

Cluim. — In  combination  with  the  hinred  front-plate,  a  re^ster-valve,  constructed  and 
operated  substantially  as  described,  whereby  access  to  the  flue-pipe  may  be  had  for  its  a^^usl* 
ment,  or  for  other  purposes,  without  necessitating  the  removal  of  the  register-box,  as  sot  lorth* 

No.  32,898.— George  Setmouii,  of  Cedar  Rapids,  lowtk,-^ Improvement  in  Machines  for 
Shelling  and  Orinding  Com. — Patent  dated  July  23,  18(il. — ^This  invention  consists  in  thm 
arrangement  of  a  senes  of  adjustable  yielding  slats,  with  teeth  and  spiral  ridges,  placed  side 
by  side,  in  an  upright  position,  so  as  to  form  a  conical  shell,  in  combination  with  a  roCarj 
toothed  cone,  in  such  a  manner  that  said  slats  adapt  themselves  readily  to  ears  of  difierenl 
■ices,  and  the  ears  are  shelled  from  beginning  to  end.  In  the  interior  ot  the  hollow  sbeiling^ 
cone  is  arranged  a  solid  adjusting  grinding-cono.  to  which  a  rotary  motion,  in  a  diroctioa 
opposite  to  the  motion  of  the  sheliing-cone,  can  be  imparted,  and  which  operates  in  com- 
bination with  a  grindmg  surface  on  the  inside  and  bottom  of  the  hollow  sheiling-cone,  in  suck 
a  mannor  that  the  com  or  other  substance  may  be  speedily  reduced  to  meal  or  flour. 

Claim. — First,  the  arrangement  of  a  series  of  slats  A,  attached*  by  means  of  lugs  a  to  ad- 
justable platforms  B,  and  acted  upon  by  means  of  springs  /,  in  combination  with  i&  shelling 
cone  D;  the  whole  being  constructed  and  operating  as  and  for  tho  purpose  described. 

Second,  the  arrangement  and  combination  of  the  hollow  shelling-cone  D.  solid  a^ustabla 
grinding-cone  J,  grinding  surfaces  o  o',  hollow  shaft  g^  vertical  arbor 7,  and  bevel-wheels  h  k  i 
all  constructed  and  operating  substantially  as  and  for  the  purpose  specified. 

No.  32,899.— Christian  Sharps,  of  Philadelphia,  Vtk,^Improvement  in  AijmstMe  Back 
Sights  for  i^ire-iirms.— Patent  dated  July  23,  1861.— Attached  to  a  plate  fitted  in  a  receas 
across  the  top  of  the  barrel  are  two  flaxiges,  between  which  fits  an  arm  which  is  allowed  to 
vibrate  freely.  Tho  rear  edge  of  each  fUnee  is  convex,  and  provided  with  notches,  whkk 
receive  the  end  of  the  projections  on  a  sliding  plate,  by  which  means  the  adjustment  of  a 
notched  projection  op  the  end  of  the  arm  can  be  properly  regulated  to  suit  the  distance  at 
which  the  load  is  to  take  effect. 

Claim. — ^I'he  movable  arm  D,  with  its  notched  projection  G,  and  sliding  plate  £,  in  com- 
bination with  the  notched  flanges  B  and  B',  the  whole  being  constructed  ana  operating  sub- 
stantially as  and  for  the  purpose  set  forth. 

No.  32,900.— Newman  Silyertuorn,  of  Prescoit,  VTiB.-^Tmprovementin  Stoves.— Patent 
dated  July  23,  1863. — ^This  invention  is  explained  by  the  claim. 

C/atm.^The  casting,  or  removal  of  that  portion  of  the  top  of  stoves,  directly  or  not 
directly  over  the  fire,  off  in  a  slide,  whether  parallel  to  or  at  any  angle  to  the  length  to  the 
fire-chamber,  for  the  purpose  of  more  conveniently  building  or  rebghting  fires,  putting  in 
longer,  larger,  or  rougher  wood,  coal,  chips,  or  any  other  fuel,  more  convenientjy  than  caa 
now  be  done  through  the  door  or  top,  without  the  removal  of  pots,  lids  or  middle  section,  as 
is  now  often  done  for  the  adding  of  fuel,  dtc,  substantially  in  the  manner  and  lor  tho  purpose 
•et  forth. 

No.  32,901.— Frederick  Simon,  of  New  York,  N.  Y.— Improvement  in  Methods  of  Giving 
Smooth  Surfaces  to  Hard  Rubber  in  the  JIfoif/i/.— Patent  dated  July  23, 1861.— This  mventioa 
consists  in  covering  the  green  and  plastic  India-rubber  or  g^tta-percba  sheets  with  a  solution 
or  paste  of  pure  india-rubber  or  ^tta-percha  and  spirits  of  turpentine,  for  the  purpose  of 
makmg  the  metal  adhere  to  the  rubber,  and  giving  bri^tness  to  the  rubber  after  vulcanization. 

Claim.— The  method,  hereinbefore  described,  of  giving  smooth  surfaces  to  articles  of  India- 
rubber  or  gutta-percha,  intended  to  be  moulded  or  enveloped  in  metal  plates,  by  coating  them, 
prior  to  being  included  in  the  metallic  plates,  with  a  solution  of  rub'ber  and  turpentine,  sub* 
stantiallj  as  set  forth. 

No.  32,902.— George  Smith,  of  New  York,  N.  Y.—hnproved  Device  for  Cleamug 
Kat rex.— Patent  dated  July  23,  1861.— In  a  rectangular  box  is  placed  a  rubber  wb>b  is 
allowed  to  slide  freely,  the  rubber  bein?  attached  to  a  lever  by  a  screw  or  pin  which  is  fitted 
in  an  oblong  slot  in  the  lever,  bo  that,  by  workmg  the  latter,  the  rubber  iriU  be  moved  baek 
and  forth  over  the  knife  blade  which  is  adjusted  to  the  box. 

C'/atm.— Tbe  combination  of  the  box  A,  robber  B^  and  lew  D,  anaogedfiyr  joint  operatiea 
as  and  for  the  purpose  set  forth. 
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Ko.  32,903.*-Charles  F.  Spauldiko,  of  St  Johnsbiurj,  YL-^Improttd  Milk  Pam,^ 
Patent  dated  Julj  23,  1361. — ^This  invention  consists  in  forming  an  annular  surface  in  the 
bottom  of  a  tin  pan,  for  the  purpose  of  stiffening  the  bottom  and  prerenting  the  springing 
motion,  and  of  allowing  a  circulation  of  air  under  the  same. 

Claim, — A3  an  improved  article  of  manufacture,  mjr  improved  pan  as  made  with  an  annu- 
lar depression  or  air  chamber  B  in  its  bottom,  the  same  being  in  the  manner  and  for  the  pur- 
pose set  forth. 

No.  32,904.— Henry  D.  Stoter,  of  New  York,  N.  Y,— Improvement  in  Planing  Ma- 
tkines. — Patent  dated  Julj  23,  1861. — ^The  n^ure  and  object  of  this  invention  will  be  under- 
stood from  the  claim. 

Claim, — Constructing  the  bed  piece  in  sections  of  tubes  or  solid  pieces,  to  be  lengthened  or 
fbortened  convenientl j»  in  order  that  a  bed  piece  usuallj  employed  for  dressing  short  pieces, 
and  occupying  but  little  room,  maj  be  quickly  lengthened  and  adapted  to  dress  long  pieces 
also. 

Also,  providing  the  movable  platen  with  securing  clamps,  operated  substantiaDy  as  de- 
scribed, between  which  the  piece  to  be  dressed,  whether  warped  or  twisted,  is  readily  uid 
•asily  secured  to  the  platen,  and  firmly  held  without  bending  out  the  wai-ps  or  twist,  and 
without  the  necessity  of  blocking  up,  so  that  the  cutters  will  dress  the  piece  straight  and  out 
of  wind,  as  set  forth. 

Also,  the  arrangement  of  matching  cutters,  to  be  adjusted  both  laterally  with  each  other 
and  vertically  upon  the  bed  piece,  essentially  as  described,  in  combination  with  the  platen,  so 
that  the  planing  and  matching  of  the  piece  may  both  proceed  at  the  same  time,  or  either  the 
planing  or  matching  may  be  done  separately,  w  nether  the  platen  be  made  movable  with  the 
piece  secured  thereupon,  or  the  platen  be  fixed  and  the  piece  be  made  to  move  thereon. 

Also,  the  arrangement  of  the  gearing  for  driving  the  feeding  roUs,  so  that  cogwheels  of 
greater  diameter  Uian  the  rolls  can  be  mounted  on  their  shafts,  and,  at  the  same  time,  admit 
of  adjusting  the  distance  between  the  two  rollers  to  suit  any  varying  thickness  of  lumber  to 
be  planed,  which  arrangement  consists  in  placing  the  two  wheels  on  the  shafts  of  the  rollers 
in  two  separate  and  parallel  planes  so  that  one  will  pass  by  the  other,  in  combination  with 
the  elbow  frame  in  wluch  thi^  shaft  of  the  connecting  pinions  is  mounted,  and  a  seiies  of 
radial  moving  arms  by  which  the  shafts  of  the  said  wheels  are  connected  with  their  pinions, 
and  the  two  sets  of  pinions  with  each  other,  substantially  as  and  for  the  purposes  specified. 

Also,  so  arranging  the  cutting  cylinder  that  its  lower  portion  may  be  dressing  a  board  or 
piece,  and,  at  the  same  time,  the  upper  or  other  portion  of  the  cvlindcr  may  dress  another 
piece,  substantially  as  described,  in  combination  with  feed  rolls  and  movable  platen,  for  feed- 
ing the  material  to  the  cylinder  at  different  points  of  its  periphery,  substantiaUy  as  set  forth. 

Alio,  sliding  the  feed  rolls  into  and  out  of  position  to  connect  them  for  use  with  the  fixed 
bed  piece  and  cutting  cylinder,  and  remove  them  when  the  movable  bed  is  used  by  means  of 
the  crossways,  substantially  as  described. 

Also,  the  pressure  plate  above  the  cylinder  and  the  table  below,  between  which  the  board 
or  lumber,  oven  if  exceedingly  thin,  may  be  fed  to  the  planing  cylinder,  in  combination  with 
the  planing  cylinder,  for  the  puipose  and  in  the  manner  substantiallpr  as  set  forth. 

Also,  the  manner  of  connecting  the  ilpnghts  of  the  frontal  plate  with  the  bed  piece,  in  com* 
bination  with  the  diagonal  tubes  or  rods  F,  which  are  threaded  to  the  uprights  with  right-hand 
•crews,  and  also  threaded  with  Icd-hand  screws  to  the  bed  piece,  substantiaUy  as 'described, 
■o  that,  by  turning  the  screws,  the  face  of  the  upright  may  bo  adjusted  in  position,  substan- 
tially as  described.  ' 

Also,  in  combination  with  the  framework  of  a  planing  or  other  machine,  a  safe  or  other 
•ai table  case  for  the  preservation  or  safe-keeping  of  the  tools  or  other  valuable  appurtenances 
belong^g  to  the  macnines,  as  described. 

No.  32,905.— Daniel  B.  Waite,  of  Providence,  R.  J. —Improvement  in  Making  Watch 
and  Locket  Rims. — Patent  dated  July  23, 18G1. — This  invention  consists  in  the  employment 
of  a  hollow  cutting  former  and  die  in  combination  with  a  cutting  die  and  fixed  former  which, 
by  the  descent  of  the  former,  cuts  the  stock  which  is  to  form  the  locket  rim  from  the  sheet, 
and  forms  it  into  a  circular  box  cover  at  one  operation.  In  combination  with  the  above  is  a 
hollow  cutting  frame,  provided  with  a  sliding  collar,  for  guiding  the  box  cover  or  stock  in  such 
a  manner  that  the  descent  of  the  hollow  former  cuts  the  refuse  disc  from  the  centre  of  the  box 
cover  to  form  a  ring,  and  continuing,  turns  the  severed  edge  of  the  ring  downward,  folds  the 
edges  together,  and  presses  the  doubled  ring  into  the  die  .successively  at  one  operation,  thereby 
forming  a  finished  locket  rim.  Attached  to  the  bed  piece  of  a  press  is  a  vertically  sliding 
clearer,  provided  with  means  for  attaching  and  detaching  a  ring,  for  the  purpose  of  freeing  the 
locket  rim  from  the  outside  of  the  former  as  it  ascends. 

Claim, — First,  the  combined  hollow  cutting  former  B,  and  die  m,  in  combination  with  the 
ipring  piston  fi,  and  combined  cutting  dio  £,  and  fixed  former  d^  as  described,  for  the  purpose 
spedned. 

Second,  the  hollow  cutting  former  G,  in  combination  with  the  spring  piston  «,  and  com- 
bined forming  die  F,  and  fixed  former  d^  and  a  sliding  collar  t,  •ubatantially  as  described  and 
for  the  purpose  specified. 


Digitized  by  CjOOQIC 


438  AKNUAL  REPOBT  OP  THE 

Third,  tbe  sBding  clearer  D,  in  combinodon  with  %  ^tetaobablt  ring  O,  sahttantially  as 
deecribed,  for  tbe  porpoee  specified. 

Foortb;  tbe  bolfow  catting  former  C,  in  combiBAtion  with  tbe  spring  'piston  «,  and  com- 
bined forming  die  F,  and  fixed  former  J,  and  the  sliding  collar/',  sabstontially  as  described, 
for  tlie  purpose  specified. 

No.  32,906. — Joseph  Thomas,  of  New  York,  N.  Y. — Improvement  in  Lamp$. — ^Patcoi 
dated  July  2;),  1861. — Upon  a  shelf,  secured  to  near  .the  lower  part  of  the  wick-tube,  rests  a 
conical  case,  tbe  top  of  which  is  fitted  closely  to  the  top  of  the  wick,  but  not  made  a  part  of  it 
Currents  of  cold  air  are  admitted  through  apertures  at  the  bottom  and  pass  out  through  aper- 
tures at  the  top,  by  which  means  a  less  degree  of  heat  is  transmitted  to  die  wick-tube,  and 
the  wick  is  thus  prevented  from  being  scorched. 

Claim. — Supporting  the  heating  and  deflecting  piece  F  G,  upon  the  casing  J,  which  Utier 
is  interposed  between  the  heating  and  deflecting  piece  F  Q,  and  the  wick  tube  C,  and  eo 
arranged  as  to  retard  the  transmission  of  heat  to  the  latter,  substantially  as  set  forth. 

Also,  in  connexion  with  the  above,  allowing  a  portion  of  the  air  which  passes  between  the 
heating  and  deflecting  plates  F  G  to  first  pass  between  the  casing  J  and  tbe  wick-tube  C, 
■abstantially  as  and  for  the  purpose  setTortL 

No.  32,907.— Cicero  D.  Van  Allen,  of  S3rracu8e,  N.  Y. — Impropemeni  in  Ckmms. — 
Patent  dated  July  23,  1861. — ^This  invention  consists  in  providing  valves  or  wings  attached 
to  the  dasher  of  a  chum  with  adjustable  slides,  for  the  purpose  of  enlarging  or  constructing 
apertures  in  the  valves  or  wings  to  facilitate  the  breaking  of  the  cream. 

Claim. — The  combination  of  the  perforated  adjustable  slide  I  with  the  perforated  dashor 
G,  substantially  as  described. 

No.  32,908.— J.  De  Lancey  Watkins  and  B.  Brtson,  of  Schenectady,  N.  Y.— /wwws- 
ment  in  Mowing  Maekimes. — ^Patent  dated  July  23,  1801. — ^The  hub  of  the  driving  wheel  is 
constructed  in  an  oblong  form  so  as  to  admit  of  catches  and  springs.  Seouiod  to  the  shall  of 
the  driving  wheel  is  the  spur  wheel,  the  hub  of  which  is  constructed  with  notches  or  recesses 
so  formed  as  to  allow  tbe  driving  wheel  to  move  in  a  backward  direction  without  operating 
the  cutter  blade,  and  when  the  driving  wheels  move  forward  these  recesess  will  recoive  the 
catches  in  the  driving  wheel  hub,  driven  therein  bv  means  of  coiled  springs,  and  thus  movie 
the  whole  machinery.  Projecting  outward  from  the  said  catches  is  a  stem  whioh,  by  means 
of  a  hook,  may  be  held,  drawn  back,  or  retained  in  tbe  bub  b^  a  hook. 

Claim. — ^The  combination  and  arrangement  of  the  large  dnving  wheel  A  with  slotted  hub 
III,  large  spur  wheel  J  with  bevel  notches  o  in  one  end  of  its  hub,  angular  catches  d  i  d  i, 
spiral  springs  g  g,  and  pivoted  hoods  e  e,  the  whole  constructed  and  operating  together  in  the 
manner  and  for  the  purpose  described. 

No.  32,909.— M.  F.  WaUAMSON  and  J.  J.  Swiobrt,  of  Hyattsville,  O.-^Improved  Corn 
ShelUr  and  Cleaner. — Patent  dated  July  23,  1861. — The  endless  feeding  apron  conveys  tbe 
com  in  the  cob  to  the  hop])er.  The  concave  is  formed  of  two  portions  which,  when  united, 
make  about  throe-fourths  of  a  cylinder,  having  a  number  of  spiral  ribs  on  its  inner  surface  which 
serve  as  sbellers,  and  also  to  conduct  the  cobs  towards  tbe  rear  of  the  concave.  The  space 
between  ihe  edges  of  the  concave  at  the  bottom  are  filled  up  with  longitudinal  bars  whidi 
allow  the  com  to  drop  between  them.  Within  the  concave  is  a  rotary  sheller  which  is  slightly 
tapering  in  form,  and  is  provided  with  a  number  of  square  pioiections  arranged  on  it  in  a 
spiral  form.    An  inclinca  hddio  and  fan-box  are  also  counoctea  with  the  machine. 


cave 

fan 

together  in  the  manner  sot  forth. 

No.  32,910.— Francts  C.  Coppage,  of  Tene  Haute,  Ind.,  assignor  to  J.  R.  Osgood,  8. 
F.  Smith,  and  Samuel  Allamon,  of  Indianapolis,  Ind.-— Improved  Machine  for  Turning 


,       jthroughs 

hollow  journal.    A  crooked  or  bout  piece  of  timber  may  be  passed  through  the  hollow  jour- 
nal and  moved  by  the  band  so  as  to  be  shaped  by  the  bits,  similurly  to  a  turning  machine. 

C/ttim.— The  pulley  B,  bits  E  E,  hollow  journal-piece  C,  bearing  and  supporting  plate  A, 
anti-friction  wasbevs  f  g  h,  and  disc  D,  when  constructed  and  arranged  substaatially  as 
shown  and  described,  and  operated  for  the  purpose  set  forth. 

No.  33,911.— Horace  C.  Crocker,  of  New  London,  Conn.,  assignor  to  Himaelf  and  W. 
H.  Barnes,  of  the  same  place. — Imj^roved  Steam- Preeeure  Gauge. — Patent  dated  July  28, 
ISlil.— The  pressure  of  the  steam  ac^ng  upon  the  back  of  tbe  metallio  diaphragm,  presses  it 
forward  against  tbe  curved  elastic  bar,  which,  pressing  forward  with  a  lever-like  action 
against  the  back  part  of  an  angle  piece,  raises  a  pin,  which  turns  a  disc  attached  to  a  took- 
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shaft,  by  wbicli  means  the  sector  is  mored,  wbich  latter  tnms  the  pinion  and  index,  and  tho 
amount  of  pressure  is  indicated. 

Claim. — ^The  combination  of  the  cnrvcd  elastic  bar  0,  flanged  ring  C,  and  angular  piece  I, 
^itfa  the  diaphragm  B  and  disc  or  arm  J,  in  the  manner  shown  and  described. 

No.  32,912.— John  Fowler,  jr.,  of  Comhill,  county  of  Middlesex,  Robert  Burton, 
of  Kingsland,  county  of  Middlesex,  David  Greig,  of  Now  Cross,  county  of  Kent,  and 
Jeremiah  Head,  of  Newcastle-on-Tyne,  England,  assignors  to  W.  P.  Tatham,  of  Phila- 
delphia, Pa. — Improvement  in  Drums  or  Pulleys  to  Prevent  Ropes  from  Slipping  in  Machinery 
for  Ploughing  and  Tilling  Land  by  Steam, — Patent  dated  July  5i3,  1861. — Patented  in  Eng- 
land, January  24,  1859. — This  invention  consists  in  the  employment  of  a  winding  tlrum,  so 
constructed  as  to  hold  tho  rope  firmly  and  draw  the  plough  steadily  forward,  notwithstanding 
the  rope  only  passes  partially  around  the  drum.  On  tho  periphery  of  tho  drum  is  mounted  a 
series  of  levers  turning  on  centres,  and  so  placed  that,  as  the  rope  comes  up  to  the  drum,  it 
rests  on  the  ends  of  the  levers,  and  the  pressure  of  the  rope  causes  their  ends  to  move  in  towards 
the  centre  of  tlio  drum.  Imm^iately  beyond  the  ends  of  the  levers  a  flange  is  formed  on  the 
drum,  and  the  axes  on  which  the  levers  turn,  being  nearer  the  centre  of  the  drum  than  the 
point  at  which  the  rope  enters  on  the  drum,  causes  the  rope  to  become  jammed  between  the 
ends  of  the  levers  and  the  flange  on  the  dmm. 

Claim. — The  mounting  on  a  hauling  or  winding  drum  a  series  of  levers  or  instruments  on 
axes  or  centres,  in  such  a  manner  that  the  motitm  of  the  levers  or  instruments  caus^  by  the 
strain  or  pressure  of  the  rope  will  nip  the  rope,  substantially  as  described. 

No.  32,913.— R  Ha  WORTH,  of  Ridge  Farm,  III.,  assignor  to  Himself  and  B.  F.  Cana- 
DAV,  of  the  same  place. — Improved  Joiner^  s  Bench-Vise. — Patent  dated  Jvly  23,  1861. — ^Th#> 
object  of  this  invention  is  to  attach  an  ordinary  bench-vise  to  the  bench  in  such  a  manner 
that  its  jaws  may  be  etevated  above  the  top  of  the  bench  when  required  for  use,  or  lowered 
BO  that  tho  iaws  may  be  out  of  the  way  and  below  the  suiface  of  the  bench,  leaving  the  latter 
wholly  unobstructed. 

Claim  — Having  the  foot-brace  F  and  screw  G  of  the  vise  passing  through  the  slotted  leg 
B  of  the  bench,  the  screw  working  in  tho  bar  H,  and  the  latter  resting  on  or  fitted  over  the 
foot-brace,  when  said  parts  are  used  in  connexion  with  a  lever  K  and  a  guide  E,  or  their 
equivalents,  and  all  arranged  and  applied  to  a  joiner's  bench,  to  operate  as  and  for  the  pur- 
pose sot  forth. 

No.  32,914.— H.  Ormsby  and  E.  R.  Sumner,  of  Bcloit,  Wis.,  assignor  to  Themselves 
and  J.  A.  Carpenter,  of  the  same  place. — Improvement  in  Cob  and  Feed  Mills, — Patent 
dated  July  2o,  1661. — Upon  a  hollow  shaft  is  hung  the  inner  dome-shaped  grinding  surface, 
which,  by  an  arrangement  of  gears,  is  made  to  rotate  in  a  direction  opposite  to  that  of 
the  outer  grinding  sur;ace.  Upon  the  uppor  part  of  the  inner  grinding  surface  are  cast 
breakers,  consisting  of  vertically  projecting  plates  with  numerous  small  te^h,  while  the  lower 
part  of  the  same  is  provided  with  teeth  of  common  form. 

Claim. — In  combmauon  with  the  dome  B  and  concave  E.  rotated  in  opposite  directions  and 
relatively  adjustable,  tho  grinding  surfaces /und  g^  and  the  crushing  device  d,  fonued  of  ver- 
tically projecting  8cgmental  ribs  with  horizontal  teeth,  the  whole  arranged  aad  i^iating  as 
described,  for  the  purpose  set  forth. 

No.  32,915.~6eoroe  S.  Reynolds,  of  Tunbridgo,  Yt.,  assignor  to  Himself;  James 
Brhwn,  and  J.  M.  Whiteney,  of  the  same  place. — Improvement  in  Harvesters, — Patent 
dated  July  23,  1861. — Upon  the  finger  bar  are  a  series  ot  rotating  toothed  cutters,  the  axes 
of  which  arc  fitted  between  tho  axes  of  the  large  finger  bars  and  the  small  intermediate 
guards.  Motion  is  given  to  tho  cutter  through  a  train  of  gearing  by  operating  one  of  the 
wheels  from  the  shait.  A  plate  or  cap  which  covers  the  finger  bar  has  projections  upon  its 
end  which  fit  over  tho  large  fingers,  and  have  each  cutter  permanently  attached  at  their  sides, 
so  that  the  cutting  of  the  rotating  cutters  will  work  undemeath  them  like  shears. 

Claim, — The  combination  of  the  rotaiy  toothed  cutters  C,  horiaontal  train  of  gearing  i, 
-fingers  B,  small  guards  B^  and  stationary  cuttors  E,  with  the  bar  A,  all  constni(5ted,  arranged, 
and  operating  siiostantially  in  tho  manner  and  for  the  purposes  shown  and  explained. 

No.  32,916.— Wm.  H.  Richards,  of  Newton,  Mass.,  assignor  to  C.  T.  Babcock,  of  Bos- 
ton, Mass. — Improved  Combined  Knife,  Fork,  and  Spoon. — Patent  dated  Julv  23, 1861. — The 
knife  is  made  in  one  piece  and  the  fork  and  spoon  in  another.  Tho  handle  of  the  knife  is 
provided  with  two  lips,  which  serve  as  a  sheath  to  tho  prongs  of  tho  fork,  and  similar  lips 
are  turned  over  between  the  fork  and  spoon,  so  that  the  two  parts  are  made  to  fit  into  each 
other,  and  thus  secured  together. 

Claim, — The  described  combined  knife,  fork,  and  spoon,  for  camp  purposes,  when  snch 
are  constructed  and  arranged  ui  the  manner  set  forth. 

No.  32,917.— Wm.  J.  Stevens,  of  New  York,  N.  Y.,  assignor  to  Himself  and  N.  TV.  Cow- 
DICT,  jr.,  of  Jersey  City,  N.  J. — Improvement  in  the  Means  of  Operating  Valves  of  Steam 
Engines, — ^Patent  dated  July  23,  1861.— This  invention  is  designed  mors  particularly  fbr 
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direct-action  steam  enginei  for  pumping,  blowing,  and  other  nnrpoBes,  for  which  a  recipro- 
cating motion  is  reqnii^  but  no  rotarjr  motion  is  necessary,  and  it  consists  in  an  arrangement 
of  and  moans  of  operating  a  secondary  valve  for  admitting  steam  to  act  upon  the  pistons,  to 
complete  the  movement  of  the  main  valve  after  its  movement  has  been  partially  accomplished 
bj  a  connexion  with  the  main  piston-rod. 

Claim. — 'I  he  arrangement  of  the  secondary  and  main  valvee,  side  by  side  in  the  same 
chest,  and  in  direct  connexion  with  the  same  operating  rod,  the  said  rod  having  attached  to 
it  the  piiitons  forcompletine  the  movements  of  the  main  valve,  and  liaving  a  lost  motion  with 
respect  to  the  main  valve,  but  none  with  respect  to  the  secondary  valve,  all  substantially  as 
sp^ified. 

And  the  crank  K  and  forked  lever  N,  applied  substantially  as  described,  in  combinatioii 
with  each  other  and  with  the  valve-rod  and  main  piston-rod,  ior  the  purposes  set  forth. 

No.  32,916.— L.  J.  WoROEN  and  A.  Leach,  of  Utica,  N.  T.,  assignors  to  Themselves  and 
D.  S.  Heffron,  of  the  same  place. — hnprovtmemt  in  Lampi. — Patent  dated  July  23, 1861. — 
The  object  of  this  invention  is  to  obtain  a  lamp  for  burning  coal  oil  in  railroad  cars  and  other 
pUces  where  lamps  are  subjected  to  a  jolting  or  vibratory  movement,  and  the  invention 
consists  in  supplying  the  flame  with  air  oy  means  of  a  circuitous  draught-passage  arranged 
vertically,  in  connexion  with  an  air-chamber  for  equalizing  the  supply  of  air,  and  in  such  a 
manner  as  to  avoid  any  external  lateral  supply  of  air  to  the  flame. 

CVam.—The  combination  of  the  concentric  annular  passage  e  and  i,  air-chamber  d,  and 
perforated  shell  D.  all  constructed  and  arranged  as  shown  and  described,  and  operating  to 
protect  the  flame  from  lateral  currents  of  air  and  equalize  the  draft,  as  explained. 

No.  32,919.— William  Wells,  of  Harrisbur^,  Pa.,  assignor  to  Himself,  T.  C.  McDow- 
FXL,  of  same  place,  and  A.  B.  Little,  of  Washin^n,  D.  C. — Jmfroved  Cot  or  BedfiUud. — 
Patent  dated  July  23,  18G1. — Upon  each  side  rau  of  a  rectangular  frame  is  permauently 
fastened  a  block,  to  each  side  of  which  are  hinged  the  head  and  foot  tirames  over  which  is 
stretched  the  canvas.  The  ends  of  the  frames  at-e  each  provided  with  recesses  in  which  are 
placed  coiled  springs,  which  serve  to  keep  the  ends  of  the  frames  raised.  When  not  in  use 
the  frames  are  fastened  down  by  straps  so  as  to  occupy  but  a  small  space. 

Claim,— First,  hinging  the  head  and  foot  frames  1)  and  £  to  the  block  C,  and  regulating 
theii  elevation  bj^  means  of  the  springs  c  c  and  the  straps  and  buckles  d  d,  substaniiauy  in 
the  manner  and  for  the  purpose  described. 

Second,  counter-sinking  the  upper  surface  of  the  frame  A,  and  the  under  surface<i  of  the 
frames  D  and  E,  so  that  thereby  the  springs  may  be  wholly  imbedded  when  the  frames  are 
brought  close  together  by  means  of  the  straps  and  buckles  d  d,  m  and  for  the  purpose  set 
forth. 

No.  32,920.— John  Wvberd,  of  New  York,  N.  Y.,  assignor  to  F.  S.  Littlejohn,  of  the 
■ame  place. — Improved  Mode  of  Operating  Slats  or  Blends. — Patent  dated  July  23,  JBGi. — 
Attached  to  the  \ertical  sides  of  a  i'rame  is  a  series  of  levers  provided  with  flat  curved  springs 
secured  to  the  lover  by  loops  so  arranged  that  the  springs  aid  held  firmlv  at  their  centios, 
while  the  ends  are  left  free  to  press  the  slats  of  wood,  glass,  or  other  suitable  material  ol  any 
desired  thickness,  firmly  against  horizontal  flanges,  thereby  retaining  the  slats  in  their  proper 
places.  The  levers  are  opeialcd  by  a  strip  of  metal  which  moves  freely  on  an  eyelet  axis 
upon  the  levers,  the  said  strip  being  attached  to  a  separate  frame  or  strip  connected  by  a 
spring  to  the  sanh  or  frame. 

Claim  — The  curved  springs  c  e  e  Cy  loops  d  d  d  d^  eyelets  e  e  ee,  arranged  and  opersted  in 
combination  with  the  levers  li  D  B  B  and  spring  8,  in  the  manner  and  ior  the  purpose  sub- 
stantially as  described  and  shown  in  the  drawings. 

No.  3:,92].— Hiram  Stanhope,  of  Philadelphia,  Pa.— /mjrrovemem  in  Breech- Loading 
Ordnance. — Patent  dated  July  23,  16G1. — ^The  invention  consists  in  operating  the  bieoch  ot 
the  gim  bv  means  of  a  cam  attached  to  levers,  by  which  the  breech  is  with<&awn  from  the 
barrel  and  rai^  to  a  proper  position  for  loading.  When  forced  back  into  the  barrel  the 
breecli  is  held  in  position  by  means  of  links  connected  with  axis  of  the  cam  and  secured  to 
the  support  of  the  cannon. 

C7flim.— The  combination  of  the  eccentric  B,  the  breech-piece  A,  the  links  N  N,  and  the 
levers  D  D,  when  arranged  and  connected  together  substantially  as  described. 

No.  32,922.— Samuel  Nowlan,  of  New  York,  N.  Y. --Improvement  in  Washing  Mo' 
chines,— Patent  dated  July  30,  IbGl.— This  invention  will  be  understood  by  reicience  to  the 
engraving  and  claim. 

Claim. — First,  providing  the  tub  or  case  of  washing  machines  with  inner  perforated  side 
walls  and  bottom,  arranged  in  relation  to  the  outer  wails  and  bottom  substantially  as  hhown 
and  described. 

Second,  tl^e  combination  with  the  outer  and  inner  perforated  side  walls  and  bottom  of  a 
•ocoud  bottom  formed  in  two  parts,  each  being  hinged  to  opposite  side  walls,  and  both  united 
at  the  centre  by  a  toggle  joint,  and  of  stiitable  mechanism  to  impart  to  the  said  bottom  tha 
motion  or  motions,  at  set  forth. 
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No.  32,923.— John  A  Partrtdgf,  of  New  York,  N.  Y.—Improrement  in  Spinning  Mm- 
ehinery. — Patent  dated  July  ;i(i,  1^(51. — The  end.e^s  band  for  giving  direct  or  counter  twigt 
to  the  roping  b*tween  the  front  and  back  drawing  rollers  is  airangcd  to  run  npon  four  pulleys, 
the  bearings  for  whose  journals  are  supported  by  a  beam  fitted  bet  ween  the  sdes  of  th«  fruoH 
ing  to  which  it  is  secuicd  by  screws  parsing  through  slots  in  the  sides  of  the  framing,  whick 
admits  of  the  beam  being  moved  buck  and  Ibrth  to  adjuj>t  the  bund  at  proper  distances  from 
the  front  and  buck  drawing  rollers  for  woiking  the  various  lemjths  of  staple. 

Claim.—  Making  the  endlcis  band  E  adjustable  toward  anal'rom  the  front  and  back  draw- 
ing rollers,  substuntially  as  and  for  the  purpose  specified. 

Al^o,  the  combination  of  the  laterally  adjustable  band  E  with  the  adjustable  rollers  C  C, 
in  the  manner  shown  and  described. 

No.  32,924.-~W.  P.  Penn,  of  Belleville,  l\\.— Improvement  in  Seeding  P/ok^As.— Patent 
dated  July  0, 1861  -~  The  gang  plough  frame  is  hinged  to  the  rear  of  the  axle  and  is  elevated 
by  the  driver  by  means  of  a  lever  fulcrumed  upon  a  standard  which  rests  upon  a  roller  that 
travels  on  tlie  ground.  The  elevation  ot  the  liame  and  consequent  tipping  of  the  hopper 
actuates  the  ^ced-8lide.s  so  as  to  clo^e  the  seed  openings. 

/  laim  — The  gang  plough  frame  D  E  F,  witn  the  hopper  I  arranged  thereon,  standard  P, 
lever  R,  and  shaft  »,  in  combination  with  the  transverse  slides  m  and  rods  w,  by  means  of 
which  the  flow  ol  seed  from  the  hopper  is  stopped  by  the  elevation  of  the  gang  of  ploughs, 
as  descnbed. 

No.  32,925  — Charlf.s  R.\YM0ND,  of  Brattleborough,  Yt-^Improvement  in  Seving  Ma- 
chine — Patent  dated  July  0,  186  . — This  invention  consists  in  a  mode  of  applying  and 
supporting  an  oscJlating  looper,  and  in  a  mode  of  adjusting  the  .«iame  for  correct  operation 
in  iombination  With  the  needle.  A  leference  to  the  diawings  and  dosonption  will  be  noces- 
gary  lor  a  proper  onderstauding  of  the  construction  and  operation  of  the  devices. 

Cla  m  — First,  securing  the  pin  c,  on  whi'h  the  ioopcr  p  ate  N  o  dilates,  and  the  fixed  pia 
A,  to  which  the  bndle  rod  g  is  attached,  to  a  socket  P,  which  is  adjustable  as  and  for  the  par- 
po^o  specified 

Second,  the  bracket  d,  constructed  wi/h  a  flat  inner  face  and  applied  in  combination  with 
the  plate  N,  :he  looper  pin  i,  and  the  looper  M,  snbbtantiaily  as  ana  lor  the  purpose  specified. 

No.  32,9-26 —Georok  Rinewalt,  jr.,  of  Pendleton,  Ind.—Improred  Wood- Planing  Ma- 
thine  — Patem  dated  July  .^O.  1861. — This  muchmc  is  designed  more  espcciu.ly  for  manual 
operation,  and  ihe  invention  consists  in  the  employmen!  of  a  .ecipiocat.*ng  planer  which  may 
be  adjusted  to  plane  ©tuff  of  d.fi'eien.  thickn«taes,  in  connexion  with  a  fcca  mecban.sm  co»- 
sistiDg  o'  an  eccentric  placed  upon  he  driving  ohall;  and  fitted  in  a  yoke  at  the  upper  part  of 
a  viTticul  bar  The  lower  part  of  this  bar  is  madf  to  actuate  a  slotted  ever,  whicli  in  turm 
opera  es  a  latchit  upon  a  shuft,  the  inner  end  of  which  latter  bears  a  pinion  that  gears  witk 
a  rack  on  th«  under  Hide  of  the  carriag*-. 

C7o  m.— The  iccipiocating  planer  1,  placed  in  an  adjustable  frame  E,  in  connexion  witk 
the  iced  mechanism  of  carriage  J,  eomp.  Ised  of  the  eccentric  R,  fitted  in  a  yoke/,  of  a  bar  8, 
and  thi  bar  connected  to  a  .ever  O,  which  has  a  pawi  P  that  engage-  with  the  latchet  N,  of 
shai'^  M,  tho  a'ter  having  a  pin'ou  L  that  geai.s  into  the  rack  K,  of  carriage  J,  all  arranged 
for  joint  operation,  substantially  as  and  lor  the  purpose  net  foith. 

No.  32,1^27.— Christian  Sholl,  of  Mount  Joy,  Ts^.— Improvement  in  Butt  Hinge9, — 
Patent  dated  July  ;iO,  J6G.  — The  suppoitiug  portion  of  the  hinge,  which  is  secured  to  the 
frame  oi  the  door  or  blind,  projecs  centiaMy  in  a  pane  from  its  round  portion,  which  is  placed 
at  the  lower  p^ilt  of  tho  leaf  and  has  a  »;pind'e  for  supporting  the  other  portion  of  the  hinge, 
BO  that  the  hinge  may  be  ased  lor  a  door  hung  to  the  nght  or  left  hand  side  of  the  frame. 

Claim. — As  a  new  article  of  mauufactuio,  tho  hmge  composed  of  the  two  parts  A  B,  w- 
ranged  and  operating  substantially  as  .specified. 

Ko.  32,928.— J.\MES  8pear,  of  Philadelphia,  V^k,— Improved  Fire-Board  5(or«.— Patent 
dated  July  ii«»,  1861. — This  invention  consists  in  placing  a  register  in  that  portion  of  the  top 
of  a  fire-board  stove  extending  into  the  room,  for  the  purpose  of  allowing  a  current  of  air  to 
pasj  through  the  stove  into  the  chimney  and  thus  ventilate  the  room. 

Claim.  The  combination  of  the  register  B  and  top  plate  A  of  a  fire-board  stove,  when 
used  in  connexion  with  the  body  of  the  stove  C  and  fii'e-board  D'  D\  constructed  for  the 
porpobo  described. 

No.  32, 9'29.— Anton  Spellerbkrg,  of  Philadelphia,  T a,— Improvement  in  Breeeh-Load- 
ing  t'irc-Arms. — Patent  dated  July  liO,  186J. — Upon  the  upper  side  of  tho  movable  paitot 
tho  barrel,  is  attached  a  bar  which  engages  with  a  sliding  eaten,  by  which  means  tho  barrel  is 
held  in  position  for  discharging.  Tho  uammer  is  placed  underneath  the  lock  and  projeets 
downwards. 

Claim, — ^The  combination  of  the  barrel  A,  stationary  breech  B,  projecting  bar  D,  and 
spring  catch  E,  with  a  lock  of  substantially  the  construction  described  and  a  downwardly 
projeeting  hammer  G,  the  whole  arranged  and  operating  in  the  manner  and  for  the  purpose 
explained. 
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No.  32,930.— U.  B.  Vidal,  of  Philadelphia,  Pa.— /m;»rovemeiil  in  Lamps,— FaJUmi  dated 
July  3<»,  I8dl. — This  lamp  U  designed  for  burning  coal  oil  without  a  chimney,  and  coDeiigta 
of  au  vxpaudt^  wick-top  m  counox.on  with  a  slidiug  tube  provided  with  a  flame  ftprt-ad'-r  for 
regulating  the  flame.  The  handli-  of  the  lamp  is  made  to  form  a  receptacle  lor  matches,  and 
the  bottom  of  the  amp  is  roughened  for  the  purpose  of  igniting  the  matches. 

Ciaun. — The  handle  U,  corrugated  or  roughened  bottom  «,  expanded  wick-top  F',  and 
sliding  tube  D,  with  flame  spreader  F  attached,  ah  being  arranged  as  shuwD,  to  form  a  new 
articit:  of  manufactuie  for  the  pflipose  specified. 

No.  32,931.— Warren  Wadleigh  and  Nathaniel  F.  Morrill,  of  Sanbomton  Bridge, 
N.  II.— Iniprored  Machine  for  Turning  Tapitring  f'orm*.— Patent  dated  July  30,  1861.— 
AiTauged  in  suitable  bearings  on  the  frame  is  a  hoilow  cutter  mandrel  provided  with  two  fast 
collars,  a  oose  collar,  and  two  pulleys.  To  the  oose  collar  is  pivoted  one  end  of  a  shde  to 
which  the  finishing  cutter  is  attached,  the  ^a  d  :«lide  being  fitted  to  move  through  guide  slots 
in  the  last  collars  on  ihe  mandrel  and  through  a  groove  in  the  exterior  of  the  body  of  the 
nandrei.  Parallel  with  the  mandrel  is  arranged  a  nhalt  carrying  the  pattern  wheel,  which 
acts  upuii  aroler  so  as  to  pioducea  movemeni  of  the  oose  collar  and  the  collar  and  the 
cutler  :ilide  along  the  mandrel  either  contmuously  or  intermittently,  thus  producing  a  taper  or 
8W*>lled  tbim  by  the  cutter  approaching  or  leceding  trom  the  axis  of  the  ^tick. 

Claim.  Tiie  ob'^quely  ananged  cutter  slidi  C,  combmed  with  the  hollow  mandrel  B  by 
means  of  s  movable  collar  6  and  two  last  collars  a  a,  or  equivalent  glides  outside  of  the 
mandrel,  and  coutrolied  by  a  pattern  wheel  I,  on  a  sepaiate  shafl  L,  apphed  substantially  as 
described,  the  who  e  operating  dubstantiaily  as  set  toith. 

No  32.932.— Alexander  Warnfji,  of  Brooklyn,  N.  Y.— Improved  Washing  Knuckle. — 
Paten*  dated  July  JO.  i8i>l  -  This  invention  consists  m  the  employment  of  a  Rones  of  rolldrs 
ajppbed  to  »  suitable  hand  pece  or  stock,  the  centre  roller  being  p.aced  at  nght  angles  with 
ihi  t4iock,  whiU  tho:>e  a'  eithei  end  are  piaccd  obliquely  to  the  r«ame,  for  the  purpose  of  pre- 
venting A  lateral  movement  of  the  device  during  the  rubbing  opemtion. 

C'aun.—k  stock  or  hand  p.ece  provided  with  rollers  ol  cyiinoiicai  or  conical  form,  arranged 
AS  i<huwn,  to  operate  as  and  ibr  th^  pmpoco  set  forth. 

Nu  32,933— A.  L.  Weymoith,  of  Boston,  Mass.— /mjiroireif  Bridle  Btt— Patent  dated 
July  30.  J  861  -  Thf  bit  is  lormed  of  two  cro.ss-bars,  the  one  passing  through  a  slot  m  the 
oiher  and  pivoted  ai  tbeir  centres.  One  of  the  bar^  is  piovided  with  a  rack  or  senos  of  teeth, 
and  he  other  with  m  coi  responding  paw!  which,  by  means  oi  springs,  la  kep  engaged  with 
the  opposite  teeih,  by  which  means  the  mouth  of  a  vicious  horse  may  be  kept  distended  and 
bis  teeth  prevented  I'lom  holding  the  bit. 

Claim.  —The  emp  oyment  or  use  of  an  expanding  bit,  arranged  or  provided  with  a  rack, 
pawl,  and  a  spring  or  .-springs,  to  operate  as  and  for  the  purpose  :iet  forth. 

No.  32,934.— A.  White,  of  Geneseo,  111— Improvement  in  Governor  Valves  for  Steam- 
Engines.  -  Patent  dated  July  ;iO,  601.—  The  valve  is  composed  of  two  segments  of  a  circle 
that  I  over  the  valve  laces  on  the  partitions  iorming  the  valve-eeats,  and  are  connected  by 
bar-4  or  braces  and  a  centre-p.ece  through  which  the  valve-stem  passes  and  to  which  it  is  se- 
cured, i-o  that  the  steam  paoses  the  valve  on  both  sides,  and  the  pressure  on  either  side  is  ba- 
lanced by  that  on  the  other. 

C7ttim.— The  mode  of  constmctinff  the  valve  and  valve  chamber  as  described,  so  as  to 
ftdmit  the  steam  from  both  sides  for  the  purpose  of  equalizing  the  pressure  and  balancing  the 
valve. 

No.  32,935.— Francis  O.  Wilson,  of  Ontario,  Canada  West,— Improvement  in  Haw 
Rakes.— Fi^tent  dated  July  30,  18G1.— The  rake  consists  of  a  head-piece,  to  which  the  teeth 
are  tiecured,  and  a  sliding  piece  that  moves  upon  the  teeth.    To  each  end  of  the  slide  is 

Sivoted  one  end  of  a  lever  to  wbdch  the  draught  ropes  are  attached,  the  othei  end  of  the  lever 
emg  provided  with  a  slot,  and  confined  by  a  pin  to  the  head-piece.  By  holding  back  the 
handles  when  the  rake  is  in  motion,  the  slide  is  made  to  move  towards  the  ends  of  the  teeth 
and  throw  off  the  hay  that  has  accumulated  npon  them,  and  on  pushing  the  rake  forward 
the  teeth  again  protrude  through  the  slide. 

Claim. — The  slotted  levers  T,  bolted  to  the  head  and  slide  so  as  to  limit  and  govern  the 
movements  of  the  slide  with  the  draught  ropes  U,  attached  so  as  to  bo  a^'ustable,  tho  whole 
operating  coi^ointly  and  in  combination  with  the  head  A,  teeth  B,  slide  £,  and  handles  C,  in 
the  manner  and  for  the  purpose  set  forth  and  described. 

No.  32,936.— John  K.  Whittemore,  of  Chicopee  Falls,  Meas.— Improvement  in  Adjust- 
ing Knife  fur  Feed'Cutters-^Patent  dated  July  30, 1861. — The  stud  or  fulcrum  pin  on  which 
the  lever  is  mounted  is  cast  with  the  mouth-piece,  and  at  its  foot  are  inserted  four  screws, 
aoakist  which  is  placed  a  collar  or  washer;  the  hub  of  the  lever  is  then  fitted  upon  the  stud. 
iSy  turning  one  or  more  of  the  screws  tho  position  of  the  face  ef  the  collar  is  changed,  and 
consequently  the  potion  of  the  lever,  so  tha^  ^  '^  nnns  of  tho  screws  the  knife  can  be  accu- 
rately adjusted  to  the  mouth-piece. 


^ 
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Ctaim, — The  screws  bbbb^  when  applied  and  operating  substantially  in  the  manner  and 
for  the  purpose  deseribed. 

No  32,937.— William  Douglass,  of  Westport,  Uo.— Improvement  in  Hand  Com- Plant' 
ers. — Patent  dated  July  30,  1861. — This  invention  is  designed  as  an  improvement  on  patent 
No.  13,8*^U,  granted  November  20^  1855,  and  it  consists  in  so  constructing  the  apparatus  that 
the  charges  of  seed  will  be  divided,  and  although  planted  on  one  hill  they  will  be  dropped 
into  separate  boles,  for  the  purpose  of  allowing  them  to  vegetate  more  rapidly  and  uniformly. 

Claim. — The  forked  distributing  tubes  formed  of  blades  A  B,  and  a  flexible  material  rf,  as 
described,  in  combination  with  the  double  discharging  seed  slide  g  and  box  G,  all  furanged 
and  operating  in  the  manner  set  forth. 

No.  32,938.— George  W.  Dyer,  of  Derby,  Conn.— /mjrrowmenl  tii  5Jfca/f».— Patent 
dated  July  ^M),  1861. — ^This  invention  consists  in  making  the  runner  of  two  distinct  bars, 
secured  by  screw  bolts  to  ears  or  studs,  projecting  from  the  under  side  of  the  stock,  so  that 
the  bars  may  be  adjusted  to  different  distances  apart.  The  bottom  surfaces  of  the  runner 
bars  are  bevelled  inwards,  so  that  when  brought  together  they  will  form  a  ** guttered"  runner. 

Claim. — The  combination  with  the  stock  of  the  two  adjustable  runner  bars  5  and  C,  with  their 
lower  edges  bevelled,  as  specified,  the  whole  arranged  and  operating  as  described  for  the  pur- 
pose set  forth. 

No.  32,939.— John  Fowler  and  W.  L.  Walter,  of  Homer,  N.  Y ,— Improvement  tin 
Churns.—  Patent  dated  July  3U,  1861. — At  the  side  of  the  body  of  the  chum  are  glides,  int 
which  is  fitted  horizontally  a  metal  bar  having  the  axis  of  a  largo  toothed  wheel  attached  to- 
it.  The  metal  bar  is  allowed  a  sliding  movement,  and  may  be  raised  or  lowered  at  one  end,, 
by  which  means  the  large  toothed  wheel  can  be  thrown  into  gear  with  the  pinion  on  the  shaflt 
that  carries  the  wings,  or  that  of  the  breaking  discs,  or  with  both  pinions  at  once. 

Claim. — The  arrangement  of  the  sliding  or  adjustable  bar  G  with  the  wheel  H,  attached ^ 
and  arranged  in  relation  with  the  pinions  V  d  on  the  shall  B  and  disc  6,  to  operate  as- and  for* 
the  purpose  set  forth. 

No.  32,940— A.  C.  FUNSTON,  of  Philadelphia,  Pa.,  assignor  to  Himself  and  Thomas  L.. 
Morss,  of  the  same  place. —  Improved  Instrument  for  Sharpening  Slate  Pencils. — Patent 
dated  July  30,  1861. — This  device  is  formed  of  a  piece  of  elastic  metal  bent  over  and  furnished, 
on  the  inside  of  eAch  end  with  a  block  of  steel,  each  block  having  a  recess  which,  when  the 
the  blocks  are  joined  together,  is  conical  in  roiin.  The  edges  of  each  block  are  so  inclined  as 
to  piesent  two  cutting  edges.  The  bent  portion  of  the  spring  has  an  opening  for  the  admis- 
siou  of  a  pencil,  the  point  entering  the  conical  opening  between  the  blocks. 

Chim. — First,  the  bent  plate  A,  with  the  opening  in  the  bent  portion  of  the  blocks  B  B, 
each  block  having  a  tapering  recess  and  cutting  edges  x  z,  the  whole  being  arranged  and 
operating  Kubstantially  as  set  forth. 

Second,  in  combination  with  the  bent  plate  A  and  its  blocks  B  B,  the  wings  a.  a,  arranged 
as  set  forth  for  the  purpose  specified. 

No.  32,941.— W.  J.  Gaskill,  of  Apalachin,  N.  Y.— Improved  Device  for.  Adjusting  the 
Rakes  of  Muley  Saws. — Patent  dated  July  30,  1861. — This  invention  consists  of  two  casings. 
or  clamps  connected  together  by  bolts  and  cross-bars,  and  attached  to  a  proper  bed  plank,  in 
connexion  with  an  adjustable  eccentric  gpiide  or  slide  attached  to  the  upper  part  of  the  saw, 
and  fitted  within  the  casings  or  clamps,  for  the  purpose  of  causing  the  saw  to  run  true  at 
all  times,  without  any  vibration  or  play,  and  of  adjusting  it  so  that  its  rake  may  be  varied 
as  occasion  may  require. 

Claim. — The  eccentric  guide  F,  employed  in  connexion  with  the  casings  or  clamps  B  B,  t» 
adjust  the  rake  of  the  saw,  as  explained. 

No.  32,942.— Thomas  Griffin,  of  Roxbury,  llass.— Improvement  in  Flatter  Pots,^ 
Patent  dated  July  30,  1861. — This  invention  is  explained  by  tue  claim. 

Claim, — The  flower  pot  A,  constructed  with  a  vertical  tube  or  tubes  B  on  its  inner  circam^ 
ference,  in  combination  with  an  annular  secondary  bottom  C,  which  is  constructed  with  a 
perforated  tubular  extension  D,  ail  in  the  manner  and  for  the  purpose  described. 

No.  32,943.— James  Hiooins,  of  Chicago,  IW.— Improved  MosquitO'Bar  Fram«.— Patent 
dated  July  30, 1861. — This  invention  consists  in  constructing  and  securing  together  by  hinges, 
fhunes  of  wood  or  other  matervil,  so  that,  when  covered  by  a  proper  material,  it  may  be  used 
as  a  protection  against  mosquitoes  or  as  a  tent,  and  compactly  folded  when  not  in  use. 

Claim. — The  combination  and  arrangement  of  the  main  frame  with  the  two  wing  frames 
and  the  top  and  tent  frames,  substantially  as  and  for  the  purposed  specified. 

No.  32,944.— Joseph  M.  Hoadley,  of  Derby,  CoTm.—Improvement  in  Skates. -^Fateui 
dated  July  30,  1861. — This  runner  is  formed  of  one  piece  of  steel  bent  up  at  the  rear  and  for- 
ward ends,  as  shown  by  the  engraving,  the  bent  portions  terminating  m  two  flat  stands  or 
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plates,  each  of  which  has  cut  in  it  two  slots,  through  which  pass  screws.  The  threads  of 
these  screws  pass  iuto  cross^ties  or  plates  let  into  the  upper  suriuce  of  the  stock.  The  runner 
may  thus  be  moved  longitudinally  on  the  stock,  and  the  amount  of  spring  or  yielding  of  the 
stock  relatively  to  the  iiiDoer  be  adjusted. 

Claim. — The  combination  with  a  stock  A  of  an  adjustable  spring  runner  B,  the  whole 
arranged  and  operating  as  described  for  the  purpose  set  forth. 

Al^o,  the  combined  arrangement  of  the  cross-ties  d  d  wiih  stock  A,  stands  t  e,  and  screws 
gj  the  whole  operating  together  in  the  manner  and  for  the  purposes  described. 

No.  32,945.— Jerome  N.  Hodge,  of  North  White  Creek,  N.  Y, -^Improvement  in  Saining 
and  Cutting  MacJnnta. — Patent  dated  July  3(>,  18(51. — This  invention  consists  in  securing  a 
knife  diugonully  in  a  saw  gate,  which  may  also  carry  a  vertical  saw  in  the  oidinary  manner, 
the  object  being  to  make  use  of  the  same  urivmg  maichinery  for  peribrming  the  two  operations 
of  sawing  wood  or  cutting  straw  or  sma.l  stuff. 

Clftim.— Ill  combination  with  the  gate  J,  the  saw  L  and  knife  M,  constructed  and  operated 
aubstantiaily  as  described. 

No.  32,941).— D.  A.  Johnson,  of  Chelsea,  Uass.— Improved  Mode  of  Securing  the  Spokes 
in  thi'  t'eJtoes  of  Wag  ons. — Patent  dated  July  .H),  18Ci. — This  invention  consibts  in  making 
openings  in  the  inner  and  outer  metuiiic  bunds  which  secure  the  sections  of  felloes  together, 
which  openings  receive  and  tit  aroimd  the  spoke  so  that  the  shoulder  of  the  spoke  rests  upon 
the  mateiial  of  the  felloe^  instead  of  the  metallic  band  as  usual,  the  object  being  to  prevent 
rattling  as  the  shoulder  wears  upon  the  metallic  band. 

Claim.  -In  conpiiug  spokes  to  the  felloes  of  wheels  at  or  near  the  joints  thereof,  so  as  to 
support  the  same  by  means  of  the  spoke  and  a  metallic  band,  as  descnbed ;  constructing 
said  band  with  apertures  through  the  inner  and  outer  sides  thereof,  in  the  manner  and  opei'ttt< 
ing  as  specified. 

No  :«.  947.— Charles  Kteser,  of  Baltimore,  "Md.— Improved  Machine  for  Bending  Fifth 
Wheels  for  /Fo^on*.  Patent  dated  Juiy  .i(»»  1801. — This  invention  consists  in  the  use  of 
a  stationary  disc  and  damping  dcvicx?  in  connexion  with  movable  pattern  rings.  The  base 
and  plHies  are  perwrated  centra: ly  with  square  apeiturcs  tapenng  downwaids  to  receive  a 
tapcnng  -quare  shaft.  Prp'octing  upward  trom  the  shaft  is  a  stud  joiunai,  constituting  a 
p'vot  lor  H  socket  hinged  to  ears,  upon  which  is  a  weighted  lever.  Thiough  a  >lo^  in  the 
lever  is  inserted  h  sot  or  lormer.  which  o[)erates  to  swage  down  the  outer  edge  of  the  nng. 
By  iii(»ving  the  lever  round  upon  its  pivot  the  strip  of  metal  is  pres-ed  around  the  periphery 
of  the  pHttein  ring     One  end  ot  the  strip  is  secured  by  a  clamp  as  the  lever  is  moved  aiound. 

Clann.-  First,  the  combiUHtion  of  the  moveable  pattern  L),  convex  p'ate  B.  rlampiug 
pla'e  C  tapering  shaft  E,  and  slidmg  clamp  L,  all  cousuiicted  and  operating  in  the  manner 
and  toi  the  puiposes  exptatnod. 

Second,  the  combination  of  the  hinged  tapering  lever  G  c,  stud-shaft  E,  and  adjustable 
set  H,  constructed  and  operating  substaniially  as  and  tor  the  purposes  set  forth. 

No  32,948 — Joseph  Klrpper,  of  Woost^r.  O. — Improved  Tire  Bending  Machine. — 
Patent  dated  July  30,  1861. — Upon  h  suitable  ba^e  piece  are  secured  two  staudu^d^  provided 
each  with  a  series  ol  boles  through  which  passes  an  adjusting  pin.  Between  the  .-^tuudards  is 
p  need  a  'ever,  provided  on  its  under  side  w.th  a  lemovab.e  curved  blocli,  and  as  its  end 
with  H  meta:  loop  secuied  by  a  set  screw.  In  the  rear  of  the  curved  block,  on  the  lever,  is 
an  opening  through  which  the  tiro  passes  as  it  is  beut. 

Cintm.  The  combiuaiion  of  the  bottom  fianie  piece  F,  and  the  standards  E  E  ,  provided 
with  ho'es  J  x,  and  adjustabe  pin  ^,  when  used  in  connexion  wiih  the  twa  levci  A,  con- 
structed as  described,  and  ptovided  with  the  lOop  D,  and  het  screw  e,  the  several  paru>  bemg 
connected  and  ope.ating  m  the  manner  set  torth. 

No.  32,949.— Edward  liiXDNER,  of  Now  York,  N.  Y. -^Improvement  in  Projectiles  for 
lifted  Ordnance. — Patent  dated  July  30,  i861. — The  nature  of  this  invention  is  stated  in 
the  Claim. 

Claim. — First,  the  method,  substantially  as  described,  of  applying  the  malleable  envelope 
f»r  packing,  first:  by  casting  it  around  and  against  the  annular  cavity  in  the  body  of  thepro> 
jectiie,  and  then  expanding  It  by  atmospheric  or  other  presssure  against  the  sides  or  interior 
Hortace  of  a  tinishmgor  lorming  mould  or  box. 

Second,  the  method  of  socuiiug  the  knit  sleeve  in  or  around  the  body  of  the  projectile,  sub- 
stantmliy  as  described. 

No.  32,9,')0.— BoBCRT  Marcher,  of  Sow  York,  N.  Y.— Improved  Apparatus  for  Lading 
Metal  Leaf  on  MotUdin^Sf  .^c. — ^  tjdated  July  30,  1861. — ^This  invention  consists  in 
first  rolling  the  two  ends  of  a  it  ^^opposite  directions  on  two  rollers,  with  the  mid- 
die  portion  hangin|^^||ween  t|  ^^HP  eor'  '^i^^e  leaf  is  lifted  and  carried  to  the 
plena  red  mouldin^^^^i|to  haA  ^^^H?^  ^^tlown  upon  the  middle  portion  of 
tbe^^Klth  of  the  ^^nd  A.  ^^Hf^4  ^^^ice  to  be  covered  with  the  metal 
4eaf  and  the  cndr 
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Claim. — Lajing  metal  leaf  on  monldiD^rs  or  other  like  surfaces  by  means  of  two  rollers, 
or  their  equivalents,  having  a  mode  of  operation  substantially  such  as  described,  for  rolling 
up  the  opposite  ends  of  the  metal  leaf,  laying  and  hanging  the  unrolled  portion  thereof  on  to 
the  moulding,  and  then  unrolling  the  ends  in  opposite  directions,  as  set  forth. 

No.  32,951.— Joshua  Merrill,  of  Boston,  'Mass,— Improvement  in  Casing  o/ Sfi7/5.— - 
Patent  dated  July  30,  1861. — This  invention  consists  in  encasing  the  sides  of  the  still  with 
plates,  or  in  any  suitable  manner,  so  as  to  sunound  the  sides  of  the  still  with  a 
confined  air-chamber.  The  casing  is  constructed  in  such  a  manner  as  to  admit  of  portions 
of  it  to  be  readily  removed  and  replaced  for  the  purpose  of  removing  the  still  for  repairs 
when  necessary. 

Claim. — First,  encasing  a  still,  substantially  in  the  manner  described,  so  as  to  surround 
the  sides  of  the  still  with  a  confined  air-space  or  chamber,  substantially  for  the  purposes  set 
forth. 

Second,  making  a  portion  of  the  casing  removable  for  the  purpose  of  facilitating  the  re- 
moval and  replacement  of  stills  requiring  repair,  substantially  as  described. 

Third,  combining  with  the  casing  openings  and  dampers  or  covers,  for  the  admission  and 
control  of  air  circulation  about  the  sides  of  the  still,  substantially  as  described. 

No.  32,952. — Martin  Metcalf,  of  Grand  Kapids,  Mich. — Improvement  in  Beehives, — 
Patent  dated  July  30,  1861. — This  hive  consists  of  a  square  box  divided  into  four  equal 
compartments,  and  is  made  to  revolve  upon  a  stand.  Bv  turning  the  hive  from  its  usual 
position  the  bees  will  enter  a  diffeient  compartment  from  the  one  they  previously  occupied, 
and  artificial  swarming  may  be  produced.  Moveable  frames  are  hung  in  each  compaitmeut, 
one  end  of  each  of  which  is  connected  by  means  of  a  strip  of  tin,  while  the  opposite  end 
is  provided  in  its  centre  with  a  piece  of  wire,  at  the  end  of  which  is  secured  a  tin  cylinder  of 
sufficient  size  to  allow  of  a  bee  passing  through. 

Claim. — First,  the  employment  ol  a  revolving  beehive,  so  arranged  that  artificial  swarm- 
ing may  be  produced  substantially  in  the  manner  specified. 

Second,  tne  employment  of  tne  movable  frames  D  D,  provided  with  cylinder  w,  when 
used  in  connexion  with  a  revolving  beehive,  in  the  manner  and  for  the  purpose  set  forth. 

No.  32,953.— Federal  C.  Adams  and  Joseph  Peck  over,  of  Cincinnati,  O.— Improve* 
ment  in  Cooking  Stoves. — Patent  dated  July  30,  1861. — The  division  plate  that  separates  the 
flues  under  the  oven  is  cast  with  a  tube  or  opening  through  it,  the  lower  end  of  the  tube  con- 
necting with  or  leading  from  an  opening  in  the  bottom  plate  to  an  opening  into  the  oven,  so 
that  the  air  becomes  heated  in  its  passage  to  the  oven.  With  the  hearth  and  bottom  firo- 
plate  is  cast  a  hollow  wood  suppoit,  through  which  air  passes,  and  being  heated  passes  out 
through  openings  in  the  back-plate,  after  mingling  with  the  air  and  gases  from  the  oven, 
and  thus  aids  in  the  combustion  of  the  heated  products  from  the  fuel. 

Claim. — First,  the  hollow  division  flue-plate  F,  for  introducing  heated  air  into  the  oven  in 
addition  to  its  other  duty  of  dividing  the  flue  space,  substantially  as  described. 

Second,  the  combination  of  the  hollow  wood  support  Ar,  air  heating  chamber  A,  and  open 
fire  back-plate  J,  for  the  purpose  and  in  the  manner  substantially  as  represented  and  described. 

No.  32,954. — John  Allender,  of  New  London,  Conn. — Improvement  in  Wringing  Ma- 
chines.— Patent  dated  July  30,  18l>J. — This  invention  is  explained  by  the  claim. 

Claim. — In  elastic  or  yielding  rollers  for  squeezing  water  from  clothes  and  other  purposes, 
m^ing  the  core  smaller  in  the  middle  than  at  the  ends,  and  the  elastic  or  yielding  covering 
thicker  at  and  near  the  middle,  between  the  ends,  than  it  is  at  or  near  the  ends,  substantially 
as  described. 

Also,  the  grooves  in  the  core  in  combination  with  the  ribs  on  the  inside  of  the  rubber  or 
yielding  cover,  substantially  as  described,  to  prevent  the  covering  from  slipping  on  the  core. 

No.  32,955. — Wm.  D.  Bartlett,  of  Amesbury,  Mass. — Improved  Furnace  for  Heating 
Buildings. — Patent  dated  July  30,  18ol, — The  cold  air  is  introduced  into  the  upper  part  of 
the  cold  air  chamber  which  encircles  the  hot  air  chamber,  and  this  latter,  in  turn,  encircles 
the  air-heating  chamber  which  forms  a  portion  of  the  flues.  The  draught  is  equalized  by 
means  of  dampers  in  connexion  with  the  apertures  which  are  largest  in  that  poition  of  the 
flue  most  distant  from  the  smoke  pipe. 

Claim. — Fust,  the  arrangement  and  combination  of  the  cylinders  A  C  E,  with  the  cold 
air  induction  pipe  C,  hot  air  conveying  pipes  D  D,  fiie-pot  F,  annular  chamber  I,  and  pipe 
L,  substantially  as  and  for  the  purpose  set  forth. 

Second,  having  the  openings  b  c  at  the  bottom  of  the  cylinder  E  of  varying  size,  and 
placed  in  relation  with  tiie  lower  orifice  of  pipe  L,  as  shown  and  described,  lor  uie  purpose 
of  equalizing  the  draught,  and  consequently  the  heat  around  the  fire-pot  F. 

No.  32,956.— Benjamin  S.  Benson,  of  Baltimore,  yid.—Improvefnent  in  Pipe-Moulding 
Machine. — Patent  dated  July  30,  1861. — This  invention  consists  in  the  constiiiction  of  a 
pipe-moulding  machine,  in  which  the  flask  is  packed  lis  it  is  moving  downwaids,  aPd  in 
which  the  moulding  sand  is  moistened  at  the  moment  of  its  being  packed  by  water  intro- 
duced through  the  packer-shaft. 
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Claim, — The  introdnction  of  water,  or  other  suitable  fluid,  through  a  tube  or  packer-shaft 
to  moisten  the  sand  in  the  flask  at  the  moment  it  ia  being  packed,  substantially  in  the  mtak- 
ner  and  for  the  purpose  described. 

No.  32,957. — A.  Bioelow,  of  Hamilton,  Canada  West. — Imvrovement  in  Rock  Drills-, — 
Patent  dated  July  3U,  18G1. — This  invention  consists  in  having  tne  cams  which  are  employed 
in  lifting  the  drill  so  arranged  as  to  be  adjustable  and  capable  of  being  placed  in  an  inclined 
position,  so  as  to  give  the  drill  a  rotary  as  well  as  a  vertical  motion.  The  cams  arc  placed 
within  an  adjustable  circular  fiame,  through  which  the  drill  rod  passes,  and  so  arranged  as 
to  admit  of  the  drill  working  in  a  vertical  or  in  inclined  positions,  as  circumstances  may  re 
quire.  Over  a  shrive  in  the  head  of  the  drill  rod  is  placed  a  cord,  to  which  a  weight  is  a^* 
inched  for  the  purpose  of  forcing  the  drill  down  when  it  is  in  an  inclined  position,  and  its 
own  gravity  is  insufticient. 

Claim, — First,  having  one  or  both  of  the  cams  F  fitted  in  adjustable  sockets  E,  substan- 
tially as  shown,  to  admit  of  the  placing  of  one  or  both  cams  in  an  oblique  position,  for  the 
purpose  of  rotating,  as  well  as  lifliug  the  drill  rod  D,  as  set  forth. 

Second,  placing  the  cams  F  within  an  adjustable  circular  frame  C,  through  which  the 
drill  rod  D  posses,  said  frame  C  being  fitted  between  guides  B  B  at  the  upper  end  of  iram^ 
A,  and  aiTanged  substantially  as  shown,  to  admit  of  the  ready  adjustment  of  the  drill-rod  D 
from  a  veitical  position  to  any  degree  of  inclination  desired. 

Third,  in  combination  with  the  adjustable  circular  frame  C,  cams  F,  and  drill-iod  D,  the 
the  cord  and  weight  J  K,  applied  substantially  as  and  for  the  purpose  specified. 

No.  32.958.— J.  F.  &  W.  L.  Black,  of  Lancaster,  IW.-— Improvement  in  Gang  Plow$.^ 
Patent  dated  July  30,  1861.— Attoched  to  the  bock  part  of  the  draught-pole  is  the  lower  end 
of  a  toggle,  the  other  end  being  attached  to  the  under  side  of  the  front  part  of  the  board,  so 
arranged  that  as  the  driver  pushes  forwaVd  the  upper  end  of  a  lever,  and  at  the  some  time 
throws  his  weight  fonvard  on  the  foot-boaid,  on  arriving  at  the  end  of  a  furrow,  the  ploughs 
will  be  elevated  from  the  ground  so  that  the  machine  can  be  easily  turned. 

Claim. — ^I'he  toggle  L,  with  lever  N  atUiched,  draught-polo  F,  loot-board  J,  driver's  scat  I, 
plow-beams  C  C,  and  axle  A,  combined  and  arranged  to  operate  as  and  ibr  the  purpose  set 
forth. 

No.  32,959.-0.  H.  Booardus,  of  Syracuse,  N.  Y,— Improved  Orade  Delineator.— Patent 
dated  July  30,  1881. — ^The  nature  of  this  invention  consists  in  recording  undulations  of  ground 
by  an  instrument  so  constructed  that,  in  its  passage  over  a  surface,  it  meoNUres  and  notes  its 
entire  horizontal  and  perpendicular  movement.  To  obtain  a  record  of  the  horizontal  move- 
Bient  over  an  inclined  surface,  use  is  made  of  two  double  lra«ftrated  pulleys  of  equal  diameters 
at  their  middle  points,  but  varying  towards  their  ends,  so  that  as  the  vehicle  passes  over  a 
level  surface,  the  band  which  moves  the  pulleys  will  be  at  the  middle  point,  and  give  an 
equal  motion  to  each  pulley,  but  when  upon  an  inclined  surface  the  band  is  shifted  by  a 
weight  to  a  position  corresponding  to  the  auc^le  of  inclination,  and  the  motion  of  one  pulley 
will  produce  motion  in  the  other  equal  to  the  cosine  of  the  angle,  equal  to  the  horizontal 
movement  of  the  vehicle. 

Claim. — The  use  of  the  pulleys  L  and  M,  in  their  combination  with  the  driving  and  record 
ing  portions  of  the  instrument,  to  obtain  a  record  of  the  horizontal  movement,  substantially 
as  shown  and  described. 

No.  32,960.— Hejwiy  F.  Bond,  of  Waltham,  'i&B&n.—Improved  Machine  for  Sharpening 
Fence  Pickets. — Patent  dated  July  30,  1801. — ^The  trough  which  supports  the  pickets  is  ad> 
justed  to  their  width  and  proper  bevel  by  means  of  slotted  castmgs  and  bolts;  One  side  of  the 
picket  is  scarped,  when  it  is  turned  for  cutting  the  other  side,  the  chisel  being  actuated  by  a 
lever,  which  is  operated  by  the  foot,  so  that  both  hands  aie  free  for  teeding  the  machine. 

Claim. — ^I'he  application  of  the  adjustable  slotted  supports  for  the  trough  J,  by  whidi  pickets 
of  various  widths  can  be  cut,  and  with  various  bevels. 

No.  32,961.— Reuben  Chadwick,  of  Nantucket,  Mass.— Improved  Self-Setting  Trap.—- 
Patent  dared  July  30,  1861. — This  invention  consists  of  a  revolving  wheel,  on  which  are 
constructed  a  series  of  baiting  chambers,  so  arranged  that  as  an  animal  steps  upon  a  partition 
of  one  of  the  chambers  the  w-hoel  levolve^s  and  drops  the  animal  into  an  apartment  be!ow. 

Claim. — Improved  trap,  having  its  entering  chamber  G,  its  series  of  baiting  chambers  F, 
and  its  receiving  chamber  O,  constructed  and  arranged  with  respect  to  each  other,  and  so  as 
to  operate  together  as  described. 

No.  ^,962.— John  D.  Cochran,  of  Milford,  N.  U.— Improvement  in  Straw  and  Hay 
Cutters. — Patent  dated  July  .30,  18GI. — On  the  lower  part  of  the  cutter  frame  is  a  projection 
which  strikes  against  a  movable  block-piece,  and  operates  a  pawl  and  ratchet,  which  com- 
municates motion  to  the  endless  apron  when  the  cutter  is  actuated.  With  the  cross  head-piece 
of  the  cutter  frame.  Is  connected  a  movable  framo,  to  which  an  additional  knife  is  attached 
when  it  is  desirable  to  use  two  knives,  as  in  cuttinfr  $^  slicing  vegetables. 
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Claim, — First,  the  combination  and  arrangement  of  projection  «,  movable  block  /,  pawl^, 
and  ratchet  wheel  A,  operating  in  relation  to  each  other  tor  the  purposes  stated. 

Second,  the  combination  with  the  cross-head  piece  of  the  cutter  frauio  of  the  removable 
frame  U,  with  its  kniie  G,  and  pins,  constructed  and  operating  as  and  for  the  pui'poses  stated. 

No.  32,963.— Truman  Crossett,  of  North  San  Juan,  Cai.—Tmprorement  in  Machines  for 
Drilling  Hocks. — Patent  dated  July  i^>,  1861. — This  invention  consists  in  placing  an  udju>table 
hammer-shaft  within  a  swinging  or  adjustable  frame,  and  giving  the  drill,  which  is  also  fitted 
in  said  adjustable  Irame,  a  rotating  movement  from  the  hammer-shaft.  The  hammer-shaft  is 
pivoted  to  the  bar  by  which  it  is  operated,  and  is  secured  at  any  suitable  angle  with  the  said 
bar  by  means  of  a  pin  passing  the  bar  and  through  twi>  semiciicular  bai*s,  which  are  attached 
at  their  ends  to  the  ends  of  the  cross-bar. 

Claim, — The  swinging  or  adjustable  frame  C,  suspended  between  the  uprights  B  B,  and 
having  the  hammer-shait  F  and  bar  D  fitted  in  it,  and  ananged  with  the  clamp  11  and  drill 
K,  to  operate  as  and  for  the  purpose  set  forth. 

Further,  the  connecting  of  the  liammer-shaft  F  to  the  bar  D,  by  a  pivot  or  pin  e',  and 
securing  the  shaft  F,  at  anv  suitable  angle  with  the  bar  D,  by  means  of  the  pin  g  and  semi- 
circular bars  £  £,  as  and  U)r  the  purpose  specified. 

No.  32,964. —Thomas  Dare,  of  Osceola,  Iowa. — Improved  Culinary  Boiler. — Patent 
dated  July  ^iO.  1861. — This  invention  consists  in  placing  one  vessel  within  another,  which 
latter  is  designed  to  contain  heated  water,  the  inner  vessel  being  much  smaller  than  the  outer 
one,  and  seemed  within  it  by  springs,  so  an-anged  as  to  admit  of  its  ready  removal. 

C'/«ti».— The  inner  vessel  C,  fitted  within  the  vessel  or  boiler  A  when  the  former  is  pro- 
Tided  with  springs  £  E,  arranged  substantially  as  shown,  to  serve  as  an  cfiicient  iasteningin 
securing  C  within  A,  and  to  admit  of  being  readily  manipulated  to  enable  C  to  be  wiihdiawm 
&om  A  when  desired. 

No.  32,965.— George  Ernest  Camille  Delaire,  of  Paris,  TmncB.—Tmprovement  in 
Aniline  Colors. — Patent  dated  J uh  30,  1861. — This  invention  consists  in  mixing  with  the 
aniline  red  of  commerce,  and  p'epaicd  according  to  the  process  patented  by  Joseim  Kenard, 
pure  aniline,  to  obtain  at  will  a  blue  and  vio!et  coloring  matter.  For  a  description  of  the 
method,  reference  must  be  had  to  the  specification. 

Claim.— Tha  method  described  of  conveiting  the  red  of  aniline  into  the  blue  and  violet  of 
aniline,  by  tiea;ing  the  former  with  puie  aniline,  in  the  manner  substantially  as  set  forth. 

No.  32,966. — John  Dement,  of  Dixon,  HI. — Improvement  in  Constructing  and  Attaching 
Shields  to  Ploughs. ~VQ,icn'  dated  July  30,  1861. — The  shield  consists  of  a  cuived  piece  of 
metal  rounded  off  at  the  rear  and  front  edges.  It  is  secured  at  its  front  end  to  the  fonvaid  por- 
tion of  the  plough-beam  by  means  of  a  curved  bar,  to  which  it  is  hinged;  the  i ear  of  the 
shield  is  connected  to  the  shank  of  the  p.ough  blade  by  means  of  a  rod,  which  allows  the 
rear  of  the  shield  to  rise  and  lalJ  in  p&ssing  over  uneven  ground. 

Claim. — The  arrangement  of  the  shield  A,  the  bar  B,  wedge  c,  and  hinge  K,  with  the  attach- 
ment K  and  shank  to  which  the  plough-blade  is  attached,  in  the  mannei*  and  for  the  purpose 
specified. 

No.  32,967.— Elliot  Savage,  of  West  Meriden,  Conn.,  assignor  to  Juuus  Pratt  &  Co., 
of  the  same  place. — Improved  Maehim  for  Gauging  and  Toothing  Ivory  for  Piano- Forte 
Keys. — Patent  dated  July  30,  186.. — This  machine  consists  of  a  set  of  revolving  toothed 
planes  oi  iion<,  placed  upon  a  fi-am^  in  such  h  manner  that  the  ivoiy  blanks  which  are  fed  alon^ 
upon  a  slide  or  tablf  will  receive  their  action  and  undergo  the  opeiation  of  toothing  and  reduc- 
tion to  H  gauge  thickness  at  the  same  time. 

Claim. — The  toothing  and  gauging  the  ivory  blanks  by  means  of  a  series  of  revolving 
toothed  irons  placed  m  a  revolving  stock,  so  that  the  tooth-points  of  each  will  be  in  the  same 
planes,  and,  in  combination  therewith,  of  a  carrier,  operating  in  such  manner  as  to  feed  the 
ivory  blanks  to  the  planes  automatically,  substantially  in  the  manner  and  for  the  puipose  set 
forth. 

No.  32,968.— Isaac  8.  Schuyler,  of  New  York,  N.  Y.,  assignor  to  J«  hn  J.  Eckfx,  of  the 
same  place. — Improvement  in  Cotton  Pickers. — Patent  dated  July  30,  l&j]. — This  invention 
consists  of  two  elastic  endl&ss  belts  placed  within  a  suitable  case,  and  so  arran^^ed  that,  as 
the  front  end  of  the  case  is  placed  over  a  boll  of  cotton,  the  latter  will  be  taken  up  between  the 
endless  belts  and  carried  to  the  rear  of  the  ca**e. 

Claim. — The  combination  of  the  two  endless  belts  B  C,  placed  within  a  suitable  case  A, 
and  arranged  for  jomt  operation,  substantially  as  and  for  the  purpose  set  forth. 

No.  32,969.— Wellington  Case,  of  Waterloo,  Iowa. — Improved  Strainer  for  Coffee  and 
Tea  Pots. — Patent  dated  July  30,  1H61. — ^This  invention  consists  of  a  wire-gauze  cylinder, 
provided  with  a  door  for  the  admission  of  tea  or  coffee,  and  revolving  on  journals  supported 
Dj  standards.    On  the  sides  of  the  standards  or  supporters  are  springs,  for  retaining  the  appft- 
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Tatus  in  place  in  the  Teasel.    The  cylinder  is  made  to  revolve  by  the  action  of  the  water  as  it 
boils. 

Claim, — The  revolving  cylinder  tea  and  coffee  boiler,  supported  by  two  upright  supporters 
with  springs  on  each  side,  as  seen  in  diti^wing. 

No.  32,970. — SopinA  Carpenter,  of  Flushing,  N.  Y.,  administratrix  of  Wiluam  Car- 
penter, decea<ed,  late  of  Mctamoia,  III. — Improtcd  Automatic  Fan  and  Fiy-brush. — Patent 
dated  July  3",  Idol. — This  invention  consists  of  a  rock-sbart,  to  which  tbe  fan  is  attached, 
in  eombinution  with  an  eccentric  wrist  on  a  rotating  wheel,  iu  such  a  manner  that,  by  the 
action  of  the  wheel  on  the  rock-shaft,  an  oscillatiDg  inotion  Is  iniimrted  to  the  fan.  Attached 
to  an  arm  extending  from  the  rotaiy  wheel  is  h  revolving  fan,  constructed  with  two  wings 
placed  obliquo'v  id  such  a  manner  that,  by  the  motion  of  the  wheel  and  b^'  the  action  of  the 
air,  an  iudeuendent  rotary  motion  is  impaited  to  the  fun,  giving  it  a  fluttenng  motion. 

Claim. — First,  the  anangement  of  the  rock-shaft  IJ,  in  combination  with  the  fan  A,  con- 
necting rod  c,  and  revolving  wheel  F,  constructed  and  operating  in  the  manner  and  for  the 
purpose  shown  and  described. 

Second,  the  arrangement  of  the  adjustable  link  g  and  extension  rod  e,  in  combination  with 
the  revolving  fan  j,  constructed  and  operating  substantially  as  and  for  the  pmrpose  set  foith. 

No.  32,971.— Aucuf^TUS  Adams,  of  Sandwich,  JM—Imvroremenf  in  Com'ShelUrs.— 
Patent  dated  August  6,  18C1. — The  apron-feeders  are  provided  with  cleats,  and  are  scpai-ated 
by  partitions,  tbe  upper  edges  of  which  are  bevelled  from  about  midway  the  length  of  the 
aprons  to  their  upper  ends.  In  the  throat  of  the  tced-spout  is  placed  an  auxiliary  shail  pro- 
vided with  spur  wnee'ts,  lor  the  purpose  of  preventing  tne  spouts  Irom  choking.  Under  the 
she! ler- wheels  is  placed  a  cob-rakc  or  carrier  composed  entiiely  of  wire,  forming  an  endless 
belt  for  carrying  off  the  grains  of  com  with  the  cobs  from  the  machine. 

C7rttm. —First,  the  apron-feeders  B  B,  constructed  substantially  as  described,  with  the 
bevelled  partitions  C  C,  for  the  purpose  of  delivering  the  ears  of  com  longitudinally  to  the 

8pOUt.H. 

Second,  the  auxiliary  shaft  £,  placed  in  the  throat  of  the  feed-spouts,  in  the  manner  de> 
Bcnbed  and  for  the  purpose  specified. 

Thiid,  the  constmction  of  the  wire  cob-rake  or  carrier  H,  as  described,  that  it  may  hare 
no  flat  surfaces  upon  which  the  com  may  be  lodged. 

No.  32,972. — Louis  H.  Brown,  of  Boston,  Mass. — Improvement  in  Keps  for  Piano^ 
Fortes.— Patent  dated  Augpist  6,  1861. — This  invention  relates  to  a  method  oi  straightening 
porcelain  aned  in  the  manufacture  of  piano-forte  keys  made  of  porcelain  and  wooiC  instcaa 
of  ivory  and  wood  or  other  mateiial.  The  porcelain  is  first  moulded  iu  steel  moulds  under  a 
heavy  pressure,  the  fincer  side  being  made  slightly  cuived.  As  the  keys  warp  or  become 
uneven  ihey  are  straightened'  by  introducing  them  into  h  muffle  and  inserting  them  m  a 
reverberating  furnace,  when  they  become  sutHcieutly  ductile  to  yield  to  a  piessure  applied  by 
weights  to  bnng  the  tops  to  a  level,  levers  and  cams  being  applied  to  stiaighteu  the  sides  and 
squaie  the  back  ends. 

Claim. — The  manner  or  process  of  straightening  the  porcelain,  as  set  forth. 

No.  32,973.— Norman  H.  Brtce,  of  Shirley.  Mans.— Impro cement  in  Fruit- Gatherers. — 
Patent  dated  Augusi  6,  18()1. — This  invention  consists  of  a  scries  of  wire  prongs,  formed  by 
bending  a  wire  into  V-shaped  projections  attached  to  a  sheet  metal  cylinder,  which  is 
secured  to  a  proper  handle  or  staff  and  provided  with  a  cloth  tube,  to  conduct  the  fruit  to  the 
operator,  without  bmising  it. 

C/tfi/n.— Thf  combination  of  the  cylinder  B,  provided  with  the  prongs  C,  staffer  handle  A, 
and  conductor  D,  constructed  and  arranged  as  and  for  the  purpose  sot  forth. 

No.  32,974. — E.  H.  Camp,  of  Jackson,  Mich. — Improvement  in  Hot-air  Furnaces. — Patent 
dated  August  6.  1861. — Within  a  largo  vertical  pipe,  fcecured  to  the  top  and  near4he  rear  end 
of  thf  fuinaco-shell  and  communicating  with  a  series  of  radiators,  are  pivoted  two  dampers, 
so  arranged  in  relation  to  each  other  and  the  flue  as  to  admit  of  a  airect  passa^  for  the 
products  of  combustion  to  tho  chimney,  and  cause  the  same  to  pa.Hs  through  the  radiators  and 
indirectly  to  the  exit*flue.  The  dampers  are  operated  by  means  of  a  rod,  to  which  they  are 
connected,  and  which  extends  to  tho  trout  of  tho  fumac-e. 

Claim. — The  arrangement  of  the  dampers  K  L,  rod  N,  and  vertical  pipe  D,  with  the  shell 
A  and  radiators  £  F  F'  U  J  J  G^  all  in  the  manner  shown  and  describea. 

No.  32,975. — J.  W.  Ch^PPELL,  of  Looraisville,  Mich. — Improtement  in  Hand  Corn- 
Planters. — Patent  dated  August  6,  ]??C.'. — The  hopper  is  provided  at  one  side  with  seed, 
which,  being  admitted  to  tbe  inclined  .xced-pas.sages,  are  forcexl  down  into  the  ^roimd  by  rods 
attached  to  the  lower  end  of  a  bar  that  is  connected  with  the  handle,  by  which  meams  the 
kernels  are  planted  sepai-ately  and  depo-ited  in  the  hill  at  a  proper  distance  apart  and  at  a 
suitable  and  uniform  depth  in  tho  ground. 

Claim. — The  combination  of  tho  rods  //,  box  or  hopper  A,  provided  mth  a  bottom  a*,  having 
incliised  seed-passages  «  Hud  retaining  bars  m,  the  slide  E,  lover  F,  and  handle  1),  all  arranged 
for  jomt  operation  substantially  as  and  for  the  pui'pose  set  forth. 
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No.  32,976.— Henhy  S.  Chichester,  of  Branswick,  N.  Y,— Improved  Changeable  DoubU 
Plough, — Patent  dated  August  6, 1861. — ^This  invention  consists  of  two  right  and  left  ploughs, 
competed  together  by  means  of  two  bars,  crossed  and  pivoted  together  and  fastened  to  tlM 
forward  and  lear  part  of  the  plough-beams  by  means  of  screw-bolts  extending  through  holes 
in  the  crossed  bars  and  slots  in  the  plough-beams,  so  that  the  ploughs  can  be  set  at  any  desired 
distance  apart,  or  disconnected  and  used  separately. 

Claim. — The  combination  and  arrangement  of  the  crossed  bars  C  and  D,  pivoted  together 
at  their  crossing  point/,  with  the  right  and  left  ploughs  A  and  B,  so  as  to  constitute  an  im- 
plement for  simidtaneously  hilling  up  both  sides  of  a  row  of  com,  as  described,  the  same 
being  capable  of  alteration  into  two  separate  single  mould-board  ploughs,  or  a  double  mould- 
board  plough,  or  a  plough  for  simultaneously  turning  two  sepai-ate  furrows  outward,  or  a 
potato-digging  plough,  as  set  forth. 

No.  32,977.— James  Clark,  of  Newark,  N.  J , --Improvement  in  Retorts  for  the  Manu- 
facture ofPrussiate  of  Potassa.— Patent  dated  August  0,  18(51.— The  body  of  the  retort  is  of 
an  oval  form,  and  at  one  end  the  journal  is  laigo  enough  to  admit  of  supplying  and  with- 
drawing the  charge,  while  the  journal  at  the  other  end  is  solid.  To  the  largo  jouraal  is  con- 
nected a  square  frame  provided  with  a  door,  upon  which  is  a  bearing  thiongh  which  and  the 
door  passes  a  rod  secured  to  a  ciicular  plate  which  clones  the  end  of  the  journal.  Between 
the  .door  and  the  plate  is  a  spiral  spring,  by  which  means  the  accumulated  g&>es  are  allowed 
to  escape  and  the  fresh  air  prevented  from  entering. 

Claim. — First,  a  retort  for  making  prussiate  of  potassa  of  an  egg  or  oval  form,  as  described. 

Second,  the  frame  C,  door  D,  bearing  e,  rod  /,  spring  A,  and  plate  g,  when  constructed, 
combined  and  arranged  in  the  manner  and  for  the  purpose  set  forth. 

No.  32,978.— Enoch  Conger,  of  Milmore,  Ohio —Improved  Sawing  Machine.— Patent 
dated  August  6,  1861. — The  saw  is  counectcd  at  its  end  by  cords  to  screw  rods  which  pass 
through  the  cross  pieces  of  the  saw-gate,  and  have  nuts  on  them,  by  screwing  up  which  the 
saw  will  be  strained,  and  the  cords  will  form  a  flexible  connexion  between  the  ends  of  the  saw 
and  the  rods,  which  admits  of  the  saw  being  readily  turned. 

Claim. — Connectmg  the  saw  R  to  its  straining-rods  g  g^  by  meuis  of  flexible  cords  F  F,  as 
and  for  the  purpose  set  forth. 

No.  32,979. — Charles  W.  Cooper,  of  Brooklyn,  N  Y.— Improvement  in  the  Manufac- 
ture of  Glue. — Patent  dated  August  G,  1861. — The  object  of  this  invention  is  to  expedite  tht 
carbonizing  process  to  which  the  glue  stock  is  subjected.  When  the  skms  or  other  material 
are  taken  from  the  lime  or  other  alkali,  they  are  well  washed  and  then  piaccd  in  a  chamber 
and  separated,  so  as  to  expose  much  surface  to  the  action  of  the  gas.  Carbonic  acid  gas  it 
then  introduced  into  the  chamber,  and  the  skins,  «&c.,  are  allowed  to  remain  until  the  lime  or 
other  alkali  in  them,  is  all  converted  into  a  carbonate. 

Claim. — The  application  to  glue  stock  for  the  purpose  of  neutralizing  the  lime,  or  other 
alkali  contained  therein,  of  artiflcially  prepared  carbonic  acid  gas,  in  the  manner  set  forth. 

No.  32,980. — Samuel  D.  Cooper,  of  Hartford,  Conn. — Improved  Fire  Alarm  Apparatus. — 
Patent  dated  August  6,  1831. — This  invention  is  explained  by  the  claim. 

Claim. — First,  the  combination  with  an  alarm  device  of  a  series  of  knives  N  N,  or  other 
equivalent  liberating  contrivances,  so  communicating  with  the  several  apartments  or  appur- 
tenances of  the  buiiding  or  vessel,  and  so  arranged  in  connexion  with  a  tablet  or  dial  that,  on 
the  liberation  of  the  alarm  device  by  the  operation  of  any  one  of  the  liberating  contrivances, 
produced  by  the  occurrence  of  fire  in  its  respective  apartment,  or  part  of  the  piemiscs,  or 
Te8.sel,  the  said  liberating  contrivance  will  assume  such  a  position  on  the  tablet  or  dial  that  it 
may  be  seen  which  one  has  operated,  and  the  spot  where  the  fire  has  occurred  may  be  made 
known,  substantially  as  described. 

Second,  the  combination  of  the  weighted  locking  and  unlocking  lever  K,  of  the  alarm 
device,  the  cord  /,  tor  keeping  the  said  lover  in  position  to  lock  the  alaiin  device,  and  the 
knives  N  N,  the  whole  arranged  and  operating  substantially  as  and  for  the  purpose  specified. 

No.  32,981. — Isaac  C.  Crane,  of  Bronson,  Mich. — Improvement  in  Spading  Machine.^. — 
Patent  dated  August  6,  1861.— Upon  the  periphery  of  a  revolving  cylinder  is  arranged  a 
series  of  spades,  the  shanks  of  which  are  pivoted  in  openings  in  the  cylinder.  Secured  to  the 
axle,  and  extending  lengthwise  through  the  cylinder,  is  a  stationary  cam,  which,  as  the 
machine  is  moved  along,  moves  the  inner  ends  of  the  tripping  levers  or  shanks,  and  causes 
the  spades  to  descend  into  the  ground.  As  the  inner  ends  escape  from  the  cam  on  the  revolu- 
tion of  the  cylinder,  the  spade  is  made  to  return  to  its  first  position  by  the  action  of  a  spring 
secured  within  the  cylinder  to  the  spade  shanks. 

Claim. — The  combination  of  rotary  cylinders  A,  segmental  cam  K,  pivoted  spades  I,  and 
springs  J,  all  constructed,  arranged  and  operating  in  the  manner  and  for  the  purposes  ex- 
plained. 

No.  32,982. — PiHLlP  and  Henry  E.  Crapo,  of  Bridgewater,  Mass. — Improvement  in 
Hoes. — Patent  dated  August  6,  1861. — This  invention  is  explained  by  the  ciaim  and  en- 
graving. 
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Claim, — A  new  article  of  mannfacture  consisting  of  a  boe  fonned  witb  teeth  occnpying  leu 
than  one-half  iU  width,  bevelled  at  back,  and  tapering  gradually  downward  in  width  to  nar- 
row edges. 

No.  32,983.— John  A.  Dahloren,  of  Philadelphia,  F^-^Improvement  in  Cawt-Iron 
Ordnance. — Patent  dated  August  6,  18()1. — ^This  invention  consists  m  so  shaping  a  cast-iron 
g^n  as  to  dispose  all  the  metal  available  for  the  purpose,  about  the  part  where  the  greatest  if 
not  the  whole  force  of  explosion  is  exerted  when  the  gun  is  discharged,  whereby  it  is  designed, 
with  a  given  quantity  and  quality  of  iron,  to  make  cannon  which  shall  throw  heavier  pro- 
jectiles, and  a  greater  aggregate  weight  of  them,  than  the  cannon  constructed  by  the  usual 
rules. 

Claim. — A  cast-iron  gun  constructed  substantially  according  to  the  rule  described,  whereby 
the  quantities  of  metal  disposed  in  the  different  parts  of  the  gun  are  proportionate,  or  nearly 
BO,  to  the  relative  degree  of  strain  exerted  by  the  forco  of  the  exploded  cnargo  at  those  parts 
respectively.  . 

No.  32,984.— John  A.  Dahlgren,  of  Philadelphia,  Ve^,— Improvement  in  Cast-Iron 
Ordnance, — Patent  dated  August  (5,  1861. — ^This  invention  is  explained  by  the  claim. 

Claim. — ^Tho  method  described  of  manufacturing  cast-iron  ordnance,  bv  first  casting  it  in 
the  rough  of  such  proportions  as  will  give  the  metal  the  most  tenacity  and  freedom  fromr  con- 
tractile strains,  and  then  reducing  the  casting  to  such  proportions  as  will  produce  the  form  of 
gun  best  calculated  to  endure  the  shocks  of  discharge. 

Also,  the  manufacture  of  cast-iron  ordnance  substantially  as  described,  with  the  rear  portion 
thereof  of  a  substantially  spheroidal  form,  and  the  exterior  surface  smooth  and  froe  from  the 
mouldings  and  other  ornamentation  with  which  guns  have  heretofore  been  made. 

No.  32,985.— John  A.  Dahlgren,  of  Philadelphia,  Pa. — Improvement  in  Cast-Iron 
Ordnance. — Patent  dated  August  6,  1801. — This  invention  consists  in  casting  the  cannon 
without  cascabel  or  tmnnions  for  the  purpose  of  securing  uniformity  in  the  texture  and  strength 
of  metal  throughout  the  whole  moss  of  the  gun,  which  is  to  be  cast  of  a  symmetrical  form, 
without  auy  angles,  and  as  nearly  as  may  be  of  equal  diameters,  or  of  a  gradual  taper,  in 
order  that  it  may  cool  simultaneously  and  regularly  througbout.  When  the  gun  has  been 
reduced  to  the  proper  proportion  the  slight  swell  at  the  base  of  the  breech  is  notched  so  as  to 
receive  the  trunnion  strap,  which  embraces  the  rear  of  the  cannon  from  the  base  of  the  breedi 
to  the  locality  of  the  trunnions,  which,  with  the  cascabel,  is  made  in  one  piece  with  the 
trunnion  strap. 

Claim. — A  gun  having  a  body  cast  without  trunnions  or  cascabel  so  as  to  obtain  the  con- 
dition of  metal  most  favorable  to  strength,  the  trunnions  and  other  accessories  required  for 
operating  the  gun  being  secured  to  its  surface  by  means  oi  a  trunnion  strap  and  band,  or  the 
equivaleut  thereof,  substantially  as  described. 

No.  32,986.— John  A.  Dahlgren,  of  Philadelphia,  T a.— Improvement  in  Projectiles  for 
Rifled  Ordnance. — Patent  dated  August  6,  1861. — This  ppojectile  consists  of  two  parts:  the 
body,  which  is  of  a  conoidal,  egg,  or  pear  shape,  and  made  of  cast  iron  or  other  hard  metal ; 
and  the  base,  made  of  lead  or  other  solt  metal,  so  that,  when  discharged  from  the  gun,  the  sofk 
metal  is  driven  forward  upon  the  i"car  end  of  the  body  of  the  projectile,  which  has  the  effect 
of  wedging  out  the  periphery  of  the  soft  metal  bottom  into  close  contact  with  the  rifled  sur- 
face of  the  bore. 

Claim. — The  elongated  projectile  described,  with  a  hard  metal  body  united  to  a  soil  metal 
bottom,  substantially  as  described. 

No.  32,987.— Elisha  Dexter,  of  Holmes's  Hole,  Maas.^ Improved  Refrigerator.—VBH/tni 
dated  August  G,  1861. — ^The  bottom  of  the  chest  is  perforated,  and  a  little  above  this  bottom 
is  a  perforated  stand  which  supports  the  ice,  the  intermediate  space  being  filled  with  tan  or 
other  absorbent  material,  for  the  purpose  of  chilling  the  air  in  its  passa^  to  the  ice  chamber. 
Across  a  space  beneath  the  cover  is  placed  one  or  more  layers  of  cloth  lor  the  purpose  of  ab- 
sorbing the  moisture  and  vapor  arising  within  the  refri^rating  chamber.  The  space  between 
the  cloth  and  top  of  the  cover  is  ventilated  by  means  oi  boles  in  the  side  of  the  cose. 

Claim. — My  improved  refrigerator,  having  its  several  parts  constnicted  and  arranged  in 
relation  to  each  other,  and  so  as  to  operate  together,  substantially  in  manner  as  set  forth. 

No.  32,988.— J ACOD  Diehl  and  Wm.  Wilson,  of  Brooklyn,  O.— Improvement  in  Cider 
Mills. — l*atent  dated  August  6,  1861. — This  invention  consists  in  combining  with  a  series  of 
fluted  rollers,  statiouary  and  revolving  cutters,  which  sen-e  to  cut  up  the  apples  and  forco 
theui  into  a  box  below,  whence  they  fall  upon  the  corrugated  rollers. 

Claim. — ^The  special  arrangement  of  the  radial  revolving  cutters  P  H,  in  connexion  with 
the  stationary  cuttei-s  o,  in  combination  with  the  fluted  roiieis  L  S  T  1,  as  set  forth  and  de- 
scribed, for  the  pmpose  specified. 

No.  32,989.— J.  E.  Draper,  of  Northville,  Mich.— /m;>rorf4  Tool  for  Clinching  ^orss- 
Mkoe  Nails, — ^Patent  dated  August  6,  1861. — ^Thia  device  consistii  of  two  handles  provided 
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respectively  with  jaws,  one  of  which  is  of  segment  form  and  corrugated,  and  the  other  is  of 
hook  or  curved  form,  so  that  the  segmental  juw  will  extend  upward  on  the  hoof  and  press  the 

Eoint  of  the  nail  and  clinch  it,  while  the  cuived  jaw  will  bear  against  its  head  and  prevent  it 
'om  being  forced  out.  • 

Claim, — A  horseshoe  nail  clinching  tool  composed  of  a  serrated,  segment-shaped  jaw  D, 
end  a  hook-shaped  jaw  E,  attached  respectively  to  pivoted  jaws  A  B,  and  otherwise  made  as 
thown  and  desciibed. 

No.  32,990. — John  Elus,  of  Detroit,  Mich. — Improvement  in  Gate  Latches. — Patent  dated 
August  6, 1861. — Secured  to  a  post  is  a  case  in  which  are  projections  that  support  a  verticullr 
•li<£ng  tumbler.  To  the  lower  end  of  the  case  are  secured  lips  curving  to  either  side  which 
permit  the  eate  to  be  opened  either  way,  and  render  the  latch  self-fastening. 

Claim. — rhe  tumbler  c,  in  combination  with  the  latch  and  catch,  when  operating  conjointly^ 
•nbstantially  as  set  forth  for  purpose  described. 

No.  32,991.— John  K.  Fisher,  of  New  York,  N.  Y. —Improvement  in  Locomotives  and 
Steam  Carnages  for  Common  Roads, — Patent  dated  August  6,  1801. — This  invention  con- 
sists in  a  combmation  of  parts,  by  means  of  which  a  locomotive  or  self-propellin?  canisge  is 
enabled  to  luu  bteadily  with  springs  sufficiently  flexible  for  common  roads,  and  which  may 
be  easily  steeied.    This  invention  does  nor  admit  of  a  brief  description. 

Claim. — First,  the  combination  of  the  inteniiediate  l^haft  C,  and  diiving  axle  D,  with  their 
cranks  E  E,  or  crank-pins  m  the  wheels,  and  the  radius  rod  A,  and  parallel  rod  B,  for  the 
purpose  of  connecting  engines  to  the  driving  wheels  of  a  locomotive  or  steam  caniage. 

Second,  the  combination  of  the  projecting  springs  F,  and  vertical  hhuft  G,  and  the  universal 
foint  H,  for  the  purposQ  of  connecting  the  steering  axle  to  body  of  a  locomotive  or  steam 
carriage. 

Third,  the  combination  of  the  screw  I,  nut-rod  J,  screw-rod  K,  spring  F,  and  crank  or  arm 
L,  and  thts  veitical  shall  G,  as  described,  lor  the  purpose  of  steering  a  locomotive  or  steam 
carnage. 

Fourth,  the  lurch-rod  M,  and  the  lurch-spring  N,  operating  as  set  forth,  for  the  purpose  of 
limiting  and  softening  the  lateral  movements  ot  the  drivmg  axle. 

No.  32,992.— M.  L.  Gorham,  of  Winnebago  Station,  1\\.— Improvement  in  Seeding  Ma- 
diines.—FHiem  dated  August  6,  1801.— Within  the  seed-box  aie  placed  transversely  four 
vertical  partitions  extending  nearly  to  the  bottom  of  the  box,  and  forming  enclosures  for 
wheels  tilted  on  a  longitudinal  shaft.  To  the  inner  side  of  each  partition  i.^  attached  an  in- 
clined trough.  The  boUom  of  the  seed-box,  except  at  points  under  the  wheels,  in  foimed  of 
inclined  planes  which  guide  the  seed  beneath  the  wheels.  Communicating  wiih  openings  in 
the  seed  box  are  V-shaped  spouts  provided  with  V-shuped  partitions  tbrnuug  inclined  pas- 
sages, below  which  is  placed  an  angular-shaped  bar  which  scatters  the  seed  bo  that  it  falls  in 
a  broadcast  manner  on  the  ground.  When  seed  is  to  be  sown  in  close  dnlls  thet>e  spouts  are 
detached,  and  others  provided  with  vertical  central  passages  are  substituted. 

Claim. — First,  in  combination  with  the  wheels  h  and  troughs  g^  arranged  as  shown,  the 
inclined  surfaces  or  planes  c,  placed  at  the  bottom  of  the  hopper  A,  and  in  such  relation  with 
the  partitions  a*  thereof  to  operate  as  and  for  the  purpose  set  forth. 

Second,  the  spouts  H',  provided  with  the  paititions  I ,  and  scattering  bars  J^  in  combina^ 
tion  with  the  seed  distributing  wheels  E,  partitions  a'*,  and  troughs  g\  all  arranged  as  and 
for  the  purpose  set  forth. 

Third,  in  combination  with  the  seed  distributing  wheels  E,  partitions  a*,  and  troughs  g, 
the  spouts  K,  provided  with  the  central  discharge  passage  6*,  side  passages  d*  d*,  and  ad- 
justable sides  c*,  as  and  for  the  purpose  set  forth. 

No.  32,993. — I.  A.  Heald,  of  Springfield,  Mass. — Improvement  in  Machines  for  Making 
Cigars. — Patent  dated  August  6,  ibOi. — This  invention  consists  in  arranging  an  endless  belt 
to  run  over  two  cylinders  and  between  two  sets  of  rollers,  so  as  to  form  between  the  two  sets 
of  rolls  a  loop  for  the  reception  of  the  unrolled  filling  for  a  cigar.  Above  the  rolls  is  placed  a 
circular  bru>h  for  brushing  the  end  of  the  wrapper  down  into  the  loop,  and  theieby  starting 
it  to  roll  round  the  tilling.  On  the  end  of  a  shaft,  which  is  moved  up  and  down  by  means  of 
a  lever,  is  a  rotary  cutter  for  cutting  off  the  end  ot  the  cigar  after  the  wra[»peT  is  wound  upon  it. 

Claim. — First,  running  a  belt  in  the  farm  of  a  loop,  whereby  a  single  bek  enclohcs  and 
forms  a  bearing  for  the  whole  outside  suri'uce  of  the  cipar  with  the  exceptiou  of  a  sufticicnt 
space  to  admit  the  wrapper,  the  whole  being  constructed  and  operated  in  the  manner  and  for 
the  purpose  set  forth. 

Second,  the  use  of  a  belt  of  unequal  thickness,  for  the  purpose  of  giving  to  the  cigar  any 
required  degree  of  taper,  or  for  giving  it  any  other  desirable  form,  the  outline  of  the  cross 
section  of  the  belt  corresponding  with  the  outline  of  the  longitudinal  section  ot  the  cigar. 

Third,  the  use  of  the  rotary  brunh  L  for  facilitating  the  insertion  of  the  wrapper,  and  to 
insnre  the  winding  of  the  same  around  the  tilling. 

Fourth,  the  use  of  a  series  of  rotary  cutters  with  either  smooth  or  toothed  edges  for  cutting 
aiul  shaping  the  ends  of  cigars  when  constructed  in  the  manner  and  for  the  purpose  set  forth. 
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No.  33,9d4.~WABREN  Hill,  of  East  Smitbfield,  Vfi.^Improvemenl  in  Waahboardg, — 
Patent  dated  August  o,  J 861. — IhU  iuvcution  couHiht»  of  a  nietalae  plute  providtd  with  hemi- 
Bpht-ncal  piojeciioDs  or  knuckles,  and  secuied  by  lugh  uud  pins  in  a  wooden  fianic. 

Claim, — A  T\a8hb(iaid  constructed  of  a  ligid  u.ciullie  piate  A,  joumalid  on  its  face  with 
hemLspbeiical  kuuck:e8  or  piojeciions  a,  and  at  its  edges  with  lug&  6,  tbe  said  plate  consti- 
tuting both  tbe  lace  and  back  of  tbe  boaid,  and  seizing  also  to  bold  the  bides  of  tbe  frame 
togeiner,  ail  as  sbowu  and  explained  and  lor  tbe  puipobe  set  lortb. 

No.  3'2,99fi.— Ja.mes  Hoover,  of  Lewisburg,  O.^Iwproted  Automatic  Boiler  Feeder. — 
Patent  duud  August  0,  1801. — Connected  by  u  pipe  to  tbe  top  of  the  feeding  vessel  is  u  close 
chamber,  wubm  which  is  titled  in  bearings  an  oscillating  hollow  rocker,  fc^u.^pended  horn 
the  rocker  is  a  light  rod  which  passes  down  into  the  leeding  chamber,  and  upon  wbichia 
fitted  to  shde  tiee.y  a  tloat  between  two  shoulders  on  the  lod,  the  float  resting  upon  the  water. 
Ihe  hollow  loi-kei  contains  a  ball  which  rolls  fiom  one  end  to  the  otber,  and  by  it>  weight 
cames  down  one  end  ot  the  locker,  the  other  end  laisiiig  a  *ever  which  moves  tbe  valves  to  a 
posUjon  m  whab  one  is  closed  and  the  other  o|)cucd,  when  steam  enters  the  iecHl.ug  vessel 
and  the  check- vuhe  it>  o|>ened.  1  he  water  flowing  imo  the  boiler,  causes  the  float  to  descend 
and  b.ing  down  the  oppo»ito  end  of  the  rocker,  when  the  steam  is  shut  off"  fioni  the  ;c>eding 
vessei  and  opened  to  tbe  atmospbeie,  and  the  leeding  \esbei  tills  again  to  repeat  ibe  operation. 

tlaiiii.—  1  he  enip  oyment  in  connexion  with  a  ooiler,  lesenoir,  and  leeding  va-^.^cl,  con- 
Btructed  sub.stantiiiUy  as  hbown,  of  ihtt oscillating  hollow  rocker  L,  and  seb-adju»iiug  weight 
O,  in  conib.nution  with  tbe  float  N,  lever  K,  and  vaives  3,  4,  all  in  the  manner  and  lor  liie 
pm^ose  shown  and  described. 

No.  32,99(5.— A.  HOUPT  and  J.  K.  Griffith,  of  Reading,  TA.—hnprored  Measuring 
Faiwet.— Patent  dated  August  6,  1861.— This  invention  consists  in  the  application  of  » 
circular  cut-ofl'  valve  which  is  recessed  in  the  bottom  of  the  piston,  and  is  opeiated  by  meant 
of  a  rod  passing  down  through  the  centre  of  the  piston.  This  valve  has  a  semicircular  open- 
ing, conc«*pondiDg  with  a  similar  opening  in  the  piston,  through  which,  when  the  latter  it 
raised,  moluK>c»  from  the  barrel  to  which  tne  device  is  attached  is  made  to  flow.  1'he  piston 
being  then  lowered,  the  molassee  is  forced  out  through  an  aperture  in  the  bottom  and  tbe  flow 
cut  off  by  the  valve. 

C/aim.— The  application  of  the  drcular  cut-off  valve  V,  recessed  in  the  bottom  of  the 
piston  for  tbe  piu^sc  described. 

No.  32,997.— Thomas  Hutchinson,  of  Green  Point,  N.  Y. ^Improvement  in  ExemratorM,-^ 
Patent  dated  August  0,  18(51. — This  machine  consists  of  a  frame  mounted  upon  two  driving 
wheels  and  two  steering  wheels ;  fastened  to  this  frame  is  a  cross-piece  which  cames  the 
fonvard  excavator,  made  in  tbe  form  of  a  double  mould-plough,  which  makes  a  continuous 
furrow.  In  the  rear  of  this  excavator  is  another  excavator,  made  of  two  or  moio  scoop- 
shaped  implements  fastened  upon  the  same  hub,  and  made  wide  at  the  hub  and  tapennff 
towards  the  end.  Vty  means  of  gear  wheels  and  a  connecting  rod  motion  is  commumcatea 
from  tbe  driving  wlieels  to  tbe  after  excavator  in  such  a  manner  as  to  form  holes  of  any  d»> 
tired  length,  bicadtb,  depth,  and  distance  apart.  By  means  of  a  tooth-rack  and  worm-g«at 
the  fonvaid  excavator  may  be  raised  frco  from  the  ground  when  necessary. 

Claim. — ^Ihe  combination  of  the  plough  K  with  the  scoop  V,  and  the  mechanism  at 
described,  by  which  tbe  plough  K  is  elevated  or  lowered. 

Also,  tbe  scoop  V,  in  combination  with  the  plough  K,  and  the  mechanism  as  described,  bj 
which  the  movcuients  of  the  scoop  are  regulated  and  contioUed. 

No.  32,998. — Cornelius  Jacobs,  of  Columbus,  Ohio. — Improvement  in  Pans  for  Evapo- 
rating and  Vlarifying  Saccharine  Juices. — Patent  dated  August  (>,  ISQi. — This  invention 
consists  in  having  tbe  partitions  or  division  strips  pf  the  pan  rest  directly  upon  the  bottom  of 
tbt*  pan,  so  that  the  juice,  in  pressing  under  them,  is  distritmtod  in  a  regular  sheet  over  the 
whole  bottom  of  the  pan,  and  the  passage  of  impurities  along  with  the  juice  is  prcvented. 
The  lower  edges  of  the  partitions  are  tapcicd  of  rounded  off,  so  that  a  small  amount  of  suriace 
shall  come  in  contact  with  the  bottom  of  the  pan,  and  the  scorching  of  the  juices  will  thus  be 
prevented.  The  clarified  juices  escape  into  a  vessel  through  a  Wint  tube  at  the  end  of  the 
pan,  by  raising  or  lowering  the  end  of  which  tbe  depth  of  the  juice  in  the  pan  may  be 
regulated. 

Claim, — First,  the  specified  arrangement  of  the  division  strips  a  a,  for  the  purpose  set  forth. 

Second^  the  specifiea  construction  of  the  lower  edge  of  the  strips  a  a,  for  the  purpose  set 
forth. 

Third,  the  specified  combination  and  arrangement  of  the  adjustable  bent  pipe  /  and  shallow 
evaporating  pan  with  division  strips  a  a,  which  are  tapered  at  their  lower  edge,  all  in  the 
manner  and  for  the  purpose  described. 

No.  32,999.— Louis  F.  A.  Legouoe,  of  Grass  Valley,  CtH.^-Improvement  in  Quartz 
Crusher. — Patent  dated  August  6,  18(>1. — This  invention  consists  in  the  arraugemont  of  a 
reciprocating  ciudle.  in  combination  with  a  series  of  stampers,  in  such  a  manner  that  by  tbe 
motion  of  ma  cradle  the  stampers  are  caused  to  act  upon  the  quaitz  to  be  crushed.    The 
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Btampers  are  so  arranged^  io  connexion  with  pins  and  cross-bars  in  the  cradle,  that  they  are 
allowed  to  ri.se,  but  are  prevented  from  coming  down  beyond  a  certain  point. 

Claim, — First,  the  arrangement  of  a  reciprocating  cradle  A,  in  combination  with  a  series 
of  stampers  B,  constructed  and  opersfted  substantially  in  the  manner  and  tor  the  purpose 
described. 

Second,  the  arrangement  of  the  pins  or  stops  c,  and  cross-bar  bj  in  combination  with  the 
•tampers  B,  and  cradle  A,  as  and  for  the  purpose  set  foith. 

No.  33,000.— Benjamin  Levalley,  of  Hartford,  and  S.  B.  Levalley,  of  Manchester, 
Conn. — Improrement  in  Temples. — Pntent  dated  August  G,  1861. — This  invention  consists 
of  a  pair  of  jaws,  one  or  both  being  grooved  or  serrated  in  the  direction,  or  nearly  so,  in  which 
the  cioth  is  woven,  and  drawn  through  between  the  jaws  of  the*  temple,  which  uie  so  adjusted 
upon  the  edge  of  the  cloth  that  the  cloth  will  slip  freely  through  the  jaws  of  the  temple  in  the 
direction  in  which  it  is  woven,  while  the  jaws  hold  it  so  firm  widthwise  as  to  serve  the  purpose 
designed  in  weaving. 

Claim, — A  pair  of  stationary  jaws,  one  or  both  being  grooved  or  serrated,  substantially  as 
described  for  the  purpose  specified. 

No.  33,001.— Thales  Lindsley,  of  Moline,  Til,— Improved  Oar.— Patent  dated  August 
6,  1861. — ^T be  nature  of  this  invention  consists  in  dividing  the  loom  into  two  levers  with 
independent  fulcra,  and  so  connecting  and  adjusting  them  as  to  secure  the  following  results : 
I.  Movement  of  the  levers  in  the  same  plane,  but  in  opposite  directions,  by  means  of  which 
Uie  oarsman  can  sit  with  his  face  to  the  point  of  destination ;  2.  The  feathering  of  the  oar  at 
every  stroke ;  3.  Shipping  and  unshipping  the  oar  by  a  single  motion  in  a  right  line;  4. 
Enabling  the  levers  to  assume  a  parallelism  with  respect  to  each  other — in  other  words,  to 
fold  up,  in  or  out  of  the  boat  and  along  the  gunwale. 

Claim. — First,  the  hinge  rcpiei>enied  in  Figs.  1  and  2,  when  constructed  and  operating 
•ubstantially  as  described. 

Second,  the  frame/// supporting  the  carriage  way  g  g  g,  and  preserving  the  two  divisions 
of  the  loom  in  the  same  plane,  as  specified. 

Third,  the  loom  as  divided  into  two  general  levers,  with  independent  fulcra,  and  as  acting 
upon  each  other  through  the  iustnimentaiity  of  the  segments  attached,  as  and  lor  the  purpose 
set  forth. 

Fourth,  the  third  class  of  feathering  apparatus,  as  described  and  reprer,pnted. 

Filth,  dividing  the  carnage  way  into  two  parts,  which  are  united  by  interlapping  or  scarfing, 
for  tho  purpos-e  set  forth. 

Sixth,  the  hinge,  the  frame,  and  the  divided  loom,  in  combination  with  the  tWrd  class  of 
feathering  apparatus  and  its  divided  carriage  way,  ail  as  and  lor  the  purposes  specified. 

No.  33,002.— W.  D.  Ludlow,  of  New  York,  N.  Y.— Improved  Device  for  Stopping  Jars, 
8(c. — Paten  dated  August  6,  IHtil. — Extending  across  the  centre  of  the  lever  is  u  bur,  to  which 
are  attached  two  curved  inclined  arms,  which  catch  under  lugs  on  tlie  sides  of  the  neck  of  tho 
jar,  so  that  in  turning  the  bar  it  is  forced  down  tightly  upon  the  cover.  The  cross-bar  is 
provided  at  its  centre  with  an  elastic  bearer  to  admit  ot  the  adjustment  of  the  cover  to  the 
top  oi  the  jaw. 

Claim. — A  can  top  that  is  composed  of  a  central  cross-bar,  an  elastic  bearer,  and  curved" 
inclined  arms  A,  th#  whole  combined  as  shown  and  described. 

No.  33,003.— M.  W.  Mason,  of  Elbridge,  N.  Y,— Improvement  in  Oz  FoA:**.— Patent  dated 
August  G,  18C1. — The  yoke  is  encompas.seJ  at  its  centre  by  a  metal  strap  iorniOd  ot  two  parts 
connected  by  horizontal  keys,  which  puss  through  loops  o«  the  two  j»tt.ts.  At  the  inner  side 
of  tho  lower  part  of  tho  stmp  is  a  ledge,  which  tits  into  a  tmnsverso  groove  on  the  under  side 
of  the  yoke,  and  by  means  oi'  a  wooden  key  in  the  groove  at  either  side  of  the  ledge  the  posi- 
tion of  tho  strap  on  the  yoke  may  bo  varied,  and  either  animal  favored  with  the  draught,  as 
may  be  desired. 

C/aim.— Tho  strap  C,  when  formed  of  two  parts  c  rf,  connected  together  substantially  as 
shown,  and  the  lou  er  part  rf  provided  with  a  lodge  #,  which  is  fitted  in  a  groove^',  in  the  under 
side  oi  the  yoke,  and  secured  thereon  by  a  key  or  keys  ^,  substantially  as  and  tor  the  pui-pose 
specified. 

No.  33,004.— Bentley  Masslich,  of  Union  City,  Ind  —Improved  Apparatus  for  Paper' 
ing  ^Valls, — Patent  dated  August  6,  J8GI. — This  invention  consists  in  the  use  of  a  portable 
box  which  holds  the  paste  and  is  provided  with  a  roliei,  between  which  and  a  roller  placed 
above,  the  pai)er  is  made  to  pass  as  it  is  unrolled  from  a  rod  at  the  rear  of  the  box,  by  which 
means  the  under  side  of  the  paper  is  provided  with  a  coating  of  paste.  In  connexion  with 
tho  above  is  used  a  smoother,  consisting  of  two  strips  secured  together  in  V  lorm  and  con- 
nected by  a  cross  piece  to  which  the  handle  is  connected. 

Claim, — The  pa-^te  box  A,  provided  with  the  rollers  C  D,  and  paper  roll  F,  when  arranged 
substantially  as  and  for  the  purpose  set  foith. 

Also,  in  combination  with  the  paste  box  A,  rollers  C  D,  and  paper  roll  F,  the  smoother  H, 
coDstructed  substantially  as  and  for  the  piu^ose  specified. 
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No  33,005.--Ferdinand  F.  Maxer,  of  New  York,  N.  Y,— Improvement  in  Bieaehing 
Fatty  Substances. — Patent  dated  August  6,  IHtil. — This  invention  consintH  in  the  eniploynieni 
of  brown  oxyd  of  lead,  cither  pare  or  in  composition  with  other  fiubstances,  for  the  purpoae 
of  bleaching  and  reiining  fatty  subhtouces,  such  as  linseed  oil,  animal  or  vegetable  wax,  tal- 
low, &c. 

Claim, — ^The  employment  of  brown  oxyd  of  lead,  either  pure  or  in  combination  with  other 
■ubstaDcc8,  BubsiaDtlall>^in  the  manner  specified  for  the  ptiiposes  set  forth. 

No.  33,006.— William  II.  Perry,  of  St.  Lonis,  llo.-^Jmprovement  in  the  Manufacture 
of  Iron. — Patent  dated  August  6,  J8(»l. — The  machine  used  in  this  invention  conj>i>t.s  of  six 
TollerH  Hccurcd  to  a  frame.  Fourof  these  rollers  are  corrugated,  and  two  are  plain.  The  iron, 
just  as  it  is  drawn  &um  the  blast  furnace,  is  passed  through  this  machine,  which  reduces  it  to 
a  cniuib:ed  mass. 

( laim. — Preparing  the  iron  for  the  puddling  furnace,  bv  passing  it  through  the  machine 
described,  soou  after  it  has  come  from  the  blast  furnace,  belore  it  nas  had  time  to  cool,  and 
while  it  is  red  hot,  so  as  to  reduce  it  to  a  crumbled  mass. 

No  33,007. — Joseph  Rider,  of  Newark,  O. — improvement  in  Water  Elevators, — ^Patent 
dated  August  6,  18(51.— In  the  upper  part  of  the  curb  is  placed  a  transverse  partition,  hineed 
at  one  side  in  such  a  manner  that,  as  the  elevated  bucket  comes  in  contact  with  it,  the  bucket 
is  caused  to  swing  outwaidly.  so  that  a  spout  with  which  it  is  provided  is  made  to  pass  through 
an  opening  in  the  curb,  provided  for  the  purpose,  below  a  hinged  door.  At  the  same  time  a 
curved  valvo-rod,  artaihed  to  the  valve  in  the  bucket,  catches  in  a  notch  in  the  under  side  of 
the  door,  and  causes  the  contents  of  the  bucket  to  be  discharged. 

Claim.-  The  use  of  the  hinged  partition  p^  in  counexion  with  the  buckets  m  m,  the  notched 
swinging  doors  /  /,  the  curved  valvo-iods  r  r,  and  the  valves  $  j,  substantially  in  the  manner 
and  lor  the  purpose  set  forth. 

No.  33,008. — Albert  Russell,  of  Ncwburyport,  Mass. — hnvrorement  in  Pumps. — ^Patent 
dated  August  6,  18GI.—  This  invention  consists  m  applying  to  the  main  induction  pipe  a  short 
auxiliary  induction  pipe  projecting  downward  from  the  lower  valve  opening  into  an  air 
chamber  formed  around  the  said  auxiliary  pipe,  and  between  the  lower  valve  and  the  upper 
end  of  the  mam  induction  pipe,  for  the  purpose  of  avoiding  the  jerking  action  of  the  piston 
at  the  commencement  of  the  up  stroke. 

Claim. — My  improved  pump,  as  constructed  with  the  auxiliary  induction  pipe  F  and  the 
air  chamber  or  vessel  G  arranged,  relatively  to  each  other,  to  the  lower  box  or  valve,  and  to 
the  main  induction  pipe  E,  as  specified. 

No  33,009  —James  I.  Shafer,  of  Burlington,  Iowa,  assignor  to  B.  I.  Robeson,  of  tha 
same  p\ace,—  Improvement  tn  Grain  Winnowers. — Patent  dut^  August  6,  J8Gi. — The  object 
of  this  invention  is  to  separate  oats,  black  weed,  &c.,  from  the  wheat,  and  it  consists  in 
placing  under  the  perforated  zmc  screens,  reversely  inclined  boards,  which  cause  the  wind  to 
DO  detiei'ied  upwaids  through  the  holes  in  the  screen.  A  shorty  rapid  motion  is  given  to  the 
screens  by  means  of  connecting  rods  attached  to  wheels  provided  with  eccentric  holes,  and 
placed  on  the  end  of  the  fan-shatl. 

Claim, — First,  the  screens  a  and  return  boards  6,  in  combination  with  the  direct  fon-blast 
through  the  scieens,  when  arranged  as  and  for  the  purposes  set  forth.        ^ 

Second,  the  combination  of  the  short  uniform  shake  with  the  mode  of  applying  the  cnrrentt 
of  air  to  the  grain,  substantially  as  described. 

No.  33,010. — S.  M.  Sherman,  of  Fort  Dodge,  Iowa. — Improvement  in  the  Constmetiam 
of  Brooms. — Patent  dated  August  6,  1861. — ^This  invention  is  explained  by  the  claim  and 
engraving. 

Claim,— A  broom  provided  with  an  upper  riveted  band  B,  having  socket  protuberances  b 
to  receive  and  bold  the  handle,  and  a  lower  riveted  band  C,  attached  both  to  the  body  of  tha 
broom  and  to  the  handle,  all  as  shown  and  described. 

No.  33,011.— John  Sweeney,  of  Chicago,  HI— Improvement  in  Blow-Cocks  for  Loco- 
motives.— Patent  dated  August  6,  1861. — Into  the  piate  of  the  boiler,  at  a  point  convenient 
to  the  hand  of  the  engineer,  is  screwed  a  barrel  provided  with  a  valve.  To  this  barrel  is  con- 
nected a  pipe  which  leads  over  the  top  of  the  boiler  to  the  chimney,  by  means  of  which  steam 
is  conduct^  to  the  chimney  to  increase  the  draught. 

Claim, — The  arrangement  of  a  blow-cock  or  vaive,  as  described,  upon  the  front  or  dome  of 
a  boiler,  and  with  a  pipe  leading  to  the  chimney,  in  the  manner  and  lor  the  purpose  specified. 

No.  33,012.— John  Thompson,  of  Clifton,  N.  Y,— Improved  Machine  for  Boring  Wagon- 
Hubs. — Patemt  dated  August  6,  1861. — For  an  understanding  of  tliis  invention  reference  must 
be  had  to  the  specification  and  drawings. 

Claim, — First,  the  combination  of  the  boring  arbor  C,  and  its  mortise  with  the  Tibrating 
catter-bar  B  working  in  the  arbor,  as  described. 
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Second,  the  revolying  disc,  with  its  center,  opening,  and  slot  connected ;  also,  its  combinft- 
tion  with  the  dog  rod  and  dogs. 

No.  33,013.— Alonzo  Webster,  of  White  River  Junction,  Yt.^Jmproved  Seed-Planter,— 
Patent  dated  August  6,  1801. — At  the  front  of  the  lower  part  of  the  hopper,  and  directly  over 
the  slide,  is  placed  a  horizontal  knife  extending  the  whole  width  of  tne  hopper.  In  the  top 
of  the  frame  is  secured  vertically  a  knife,  which  works  in  a  slot  made  in  front  and  rear  of  a 
circular  opening  in  the  slide.  As  the  machine  is  drawn  along  a  reciprocating  movement  is 
given  to  tlie  slide,  and  at  each  movement  a  potatoe  drops  into  the  hole,  when  it  is  cut  by  the 
two  knives,  the  pieces  dropping  through  a  tube  into  a  furrow  made  by  a  share  attached  to  the 
machine. 

Claim. — The  horizontal  and  stationary  knives  J  K,  applied  respectively  to  the  hopper  I 
and  frame  A,  and,  in  relation  with  the  openings /and  slots  g  of  the  slide  U,  to  operate  as  and 
for  the  purpose  set  forth. 

No.  33,014.— Edward  Weissenborn,  of  New  York,  N.  Y.— Improved  Method  of  Making 
Iron  Chains. — Patent  dated  August  6,  1B61. — ^This  invention  is  explained  by  the  claim  and 
engraving. 

Claim. — The  method  of  making  chain  links,  as  described,  which  consists  of  winding  th« 
iron  into  a  circle  or  ring  of  the  form  shown  at  Fig.  2,  then  welding  it  throughout  its  entire 
circumference  into  one  solid  piece  before  it  is  linked  into  chain,  ana  rolling  it  out  so  that  its 
section  will  be  circular,  and  so  made  smooth  and  fit  to  be  used  for  chain. 

No.  33,015.— Adam  Brightbill,  of  Bethel  Township,  Pa.,  assignor  to  Himself  and  John 
Brightbill,  of  the  same  place. — Improvement  in  Corn-Planters. — Patent  dated  August  6, 
1861. — ^I'o  the  front  of  the  main  frame  are  hinged  the  plough  frames,  supported  at  their  rear 
ends  on  wheels.  The  front  ends  of  the  ploughs  arc  connected  to  bars  on  the  plough  frames 
by  means  of  two  wooden  pins.  By  means  ot  a  second  or  counter  shaft,  in  connexion  with  a 
gear-wheel  and  shifting-bar,  the  planting  apparatus  is  thrown  out  of  gear  when  desirable. 

Claim. — Fust,  the  independent  plough  Irame  P,  wheels  R,  ploughs  S,  bar  T,  pins  U  U, 
combined  and  arranged  for  the  purpose,  as  more  fully  described  and  speci^ed. 

Second,  the  combination  of  tne  gear-wheel  G,  shaft  II,  shifting-bar  M,  lugs  K  and  L,  for 
the  purpo«e  of  throwing  the  planting  apparatus  into  and  out^of  gear,  as  described  and  specified. 

Third,  the  frame  A,  when  u.^cd  in  combination  with  the  independent  plough  frame  P,  as 
more  fully  described  and  specified. 

No.  33,016.— Henry  A.  Frost,  of  Worcester,  Mass.,  assignor  to  H.  S.  and  D.  H. 
Whittemore,  of  the  same  place. — Improved  Apple  Parer. — Patent  dated  August  6,  1861. — 
The  table  is  hinged  by  a  pin  to  an  arm  of  the  stand,  and  is  moved  about  over  the  gear,  ao- 
cording  to  the  position  ot  the  pin  which  moves  it.  This  pin,  being  attached  to  the  gear, 
moves  round  with  it,  and,  when  it  has  passed  a  certain  point,  its  motion  is  then  backwards, 
and  carries  with  it  the  table,  with  knite  attached,  at  a  much  faster  speed,  so  that  but  little 
time  is  lost  in  getting  the  paring  knife  back  again  af^r  having  pared  tne  apple. 

Claim. — First,  in  combination  the  table  £,  with  paring  knife  attached,  the  pin  N  and  gear 
G,  or  their  equivalents,  for  the  purpose  of  moving  the  paring  knife  around  the  apple  uid 
causing  it  to  return,  substantially  as  described. 

Second,  the  cam,  or  its  equivalent,  upon  the  gear  O,  for  the  purpose  of  forcing  the  knife 
back  from  the  apple  on  its  return  motion,  after  having  pared  it 

No.  33,017.— CONSTANTIN  HiNGHER,  of  New  Brunswick,  N.  J.,  assignor  to  the  NOVELTY 
Rubber  Company. — Improvement  in  Stems  for  Smoking  Pipes. — Patent  dated  August  6, 
1861. — ^This  invention  consists  in  the  use  of  a  condensing  chamber,  into  which  the  part  of  the 
Btem  to  which  the  bowl  is  attached  is  inserted,  the  said  part  of  the  stem  being  elongated 
within  the  chamber,  so  that  the  condensed  oil  or  moisture  will  be  prevented  from  flowing 
back  into  the  bowl. 

Claim. — The  stem  of  a  smoking  pipe  having  a  condensing  chamber  to  be  used  without  the 
insertion  of  any  substance  therein,  and  so  constructed  that  the  oil  or  moistm-e  which  is 
therein  condensed  is  prevented  from  running  back  into  the  pipe,  substantially  in  the  manner 
and  for  the  purpose  set  foith. 

No.  33,018.— John  L.  Krauser,  of  Philadelphia,  Pa.,  assignor  to  Himself  and  James 
Harper  and  John  H.  Brown,  of  the  same  place. — Improved  Nail  Machine. — Patent  dated 
August  6,  1861. — ^The  nature  and  object  of  this  invention  will  be  understood  from  tlie  claim. 

Claim. — Fii-st,  in  combination  with  a  movable  cutter,  a  horizontal  table  that  is  vibrated 
past  its  central  lino  at  the  rear  only,  and  not  at  its  front,  and  that  is  capable  of  holding  a  pile 
of  nail  plates,  from  which  the  unoer  one  of  the  pile  can  be  taken  and  fed  up,  and  which  is  at 
rest  whilst  the  cutter  is  acting,  substantially  as  described. 

Second,  supporting  the  rear  ends  of  the  pile  of  plates  upon  an  arm  or  tongue,  for  the  pur- 
pose of  allowing  the  plate  carrier  to  move  under  tnem,  and  take  and  carry  forward  the  lower 
plate  of  the  pile,  substantially  as  described. 
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Third,  the  nail-plato  carrier  L,  having  a  longitudinal  and  a  cross  crooTe  in  it,  for  the  pur- 
pose of  aliowing  it  and  the  arm  that  operates  it  to  move  past  and  under  the  tongue  tliat 
holds  up  the  nail  plates,  substantially  as  described. 

Fourth,  the  lip  or  ledge  n  on  tne  nail-plate  carrier,  for  the  purpose  of  preventing  the 
rear  end  of  the  nail  plate  from  tipping  under  the  action  of  the  cutter,  substantiaUj  as 
described. 

Fifth,  in  combination  with  a  vibrating  table,  the  bridge  and  brace  for  holding  the  nail 
plate  and  table  down  against  the  rising  action  of  the  cutter,  substantially  as  descril>ed. 

Sixth,  in  combination  with  a  vibrating  table,  the  lateral  adjustment  thereof,  by  means  of 
the  set  screws  17  at  its  front  end,  for  regulating  the  forming  of  the  heads  on  each  side  of  the 
griping  jaws,  substantiaUy  as  described.  • 

Beventh,  in  combination  with  a  vibrating  table,  the  regulating  of  the  taper  of  the  nails 
by  increasing  or  diminishing  the  throw  of  the  rear  end  of  the  said  table,  substantially  as 
desctibed. 

Eighth,  a  slot  in  the  side  of  the  table  for  allowing  the  spring  lever  M  to  form  a  working 
connexion  with  the  plunger  or  nail-plate  carrier,  substantially  «us  described.  ^ 

Nmth,  in  combination  with  the  table,  plunger,  and  spring  lover,  the  pivoted  switch,  to 
allow  the  lever  to  pass,  but  prevent  the  nail  plates  from  entering  the  slot,  substantially  as 
described. 

Tenth,  in  combination  with  tho  bed  griper  ip,  the  nipper  rod  y,  placed  in  a  groove  in  said 
bed  griper,  substantially  as  and  for  the  puiposc  described. 

EJovenih,  a  yielding  and  adjustable  turning  rod,  constructed  and  operating  substantially 
as  described. 

Tweifih,  the  attaching  of  the  turning  rod  to  the  griping  lever,  so  that  it  shall  receive  its 
motion  from  said  griping  lever  with  which  it  acts  in  conceit,  substantially  as  described. 

Thirteenth,  the  emptoyment  of  two  'headers  upon  one  rocking-shaft,  substantially  as  de- 
scribed. 

Fomleenth,  the  combination,  in  a  right  and  left  heading  nail  machine,  of  a  doable  cutting 
cam  and  a  double  griping  cam  on  a  revolving-shaft,  and  a  double  heading  tool  on  a  rockiug- 
shal*t,  substantially  as  described. 

No.  33,019.— E.  R.  Morrison,  of  South  Bergen,  N.  J.,  assignor  to  tho  Hanlon 
BROTHER!*,  of  New  York,  N.  Y.-^fmproved  Locomotive  Apparatus, — Patent  dated  August 
6,  18G1.— This  invention  is  more  particularly  designed  to  be  applied  to  doils  and  other  toj's, 
and  it  consists  of  a  frame  or  box  supported  upon  legs  and  leet,  which,  by  tho  action  of  a 
spring  or  other  motive  agent  within  the  said  frame  or  box,  are  caused  to  have  an  alternating 
step  by  step  movement,  resembling  that  of  walking. 

Claim. — First,  tho  combination  with  a  box  or  Irame,  containing  a  spring  or  other  motor, 
of  one  or  more  pairs  of  legs  and  feet,  which  support  the  said  box  or  fianie  on  opposite  sides 
thereof,  and  which  are  so  actuated  by  the  mechanism  within  the  box  that  the  legs  on  opposite 
sides  have  an  alternating  step  by  step  movement,  substantially  as  described. 

Second,  the  constniction  of  the  legs  of  parallel  bai-s  connected  by  pin  joints  with  the  feet, 
and  with  upright  slides  C  C,  either  with  oi  without  ioints  g  g^  substantially  as  described,  for 
the  purnost*  ol  causing  the  lect  to  be  placed  flat  on  the  flooi  at  every  step. 

Tliiru,  tho  eccentrical  I  1'  applied,  in  combination  with  the  logs,  to  produce  combined 
upward  and  downward  and  fornard  movements,  substantially  as  described. 

Fouitb,  the  extension  of  each  foot  in  a  lateral  direction  beyond  the  centre  of  gravity  of  the 
apparatus,  substftntially  as  and  for  the  purpo:3e  specified. 

Fifth,  the  eonibmation  of  the  knee  joints  g  gy  tho  rods  r  r,  or  their  equivalents,  the  wipers 
p  p,  and  the  springs  j  J,  the  whole  operating  substantially  as  specitied. 

No.  33,020.— William  Quann,  of  Philadelphia,  Pa.,  assignor  (through  mesne  assign- 
ments) to  Himself,  William  N.  Taylor,  and  Lathrop  &  Wetmore,  of  Philadelphia, 
Pa. — Improved  Protest  for  the  Reduction  of  Iron  Ore. — Patent  dated  August  6,  lti6J.— -This 
invention  is  explained  by  the  claim. 

Claim. — An  improved  process  for  the  reduction  of  iron  from  the  ore,  consisting  in  the  use 
of  solutions  of  wood  ashes,  pulverized  churcoal,  caibonateof  ammonia,  a  tixcd  oil  and  com- 
mon salt,  mixed  in  tho  propoitions  and  used  in  the  manner  substantially  as  described. 

No.  a3,021.— Welcome  Sprague,  of  Famham,  N.  Y.,  assignor  to  Himself,  D.  E.  Bar- 
ker, and  William  Van  Duzer,  of  Angola,  N.  Y. — Improvement  in  Reaping  Machines. — 
Patent  dated  August  6,  18(51. — Upon  the  side  piece  of  the  main  fmme  is  lulci-umed  a  lever, 
to  the  upper  part  of  which  is  hinged  a  long  handle  which  carries  the  rake.  Lyin^  adjacent 
to  and  parallel  with  the  inner  side  of  the  main  trame,  above  and  out  of  the  way  ot  the  gear- 
ing, is  an  endlcs.i  apron,  which  carries  the  cut  grain  along  to  the  binding  table,  where  it  is 
boimd  by  the  operator  and  thrown  upon  the  ground. ' 

claim. — The  combinaticn  and  arrangement  of  the  self-acting  rake  T,  for  moving  the  cut 
grain  from  tlio  platibrm,  a  binder's  stand  and  table  R,  and  an  endless  apron  P,  for  carrying 
Die  grain  to  tho  binder,  so  that  the  grain  may  be  bound  by  hand  upon  the  machine,  sub- 
stantiaily  as  set  forth. 
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No.  33,022.— E.  M.  Stevens,  of  Medford,  Mass.,  assignor  to  William  N.  Ely,  of  Stnil- 
fioxd,  Conn. — Improved  Hand  Pegging  AfocAine.— Patent  dated  August  6, 1861. — ^The  nature 
of  Uiis  invention  is  mainly  explained  by  the  claim.  The  pegs  are  fed  forward  as  they  are 
driven  by  means  of  a  forked  rod  supported  in  bearings,  and  driven  backwards  by  a  cam  on 
the  plunger,  and  forward  by  a  spiral  spring,  in  connexion  with  a  small  pawl  pivoted  in  the 
forked  r^,  a  spring  pressing  the  point  of  the  pawl  down  upon  the  peg  wood. 

Claim, — First,  making  the  awl  and  peg-driver  in  two  pieces,  and  so  uniting  them  to  a 
plunger  as  that,  whilst  ooth  rise  and  aescend  together,  one  of  them  shall  have  a  lateral 
motion  independent  of  the  other,  for  the  purpose  of  feeding  the  machine  to  the  work,  sub- 
stantially as  described. 

Second,  the  device  I,  or  its  equivalent,  in  combination  with  the  plunger  and  rod  H,  (or 
feeding  the  pegs  for^vard  as  they  are  driven. 

No.  33,023.— J.  C.  Stoddard,  of  Worcester,  Mass.,  assignor  to  Himself  and  W.  A. 
Hacker,  of  the  same  place. — bnprovemcnt  in  Horse  Rakes. — Patent  dated  August  6,'  1861. — 
Keyed  to  the  hub  of  the  carriage-wheel  is  a  large  spur-wheel,  with  which  is  made  to  gear  a 
imall  pinion-wheel  keved  to  a  short  transverse  rtck-shaH,  which  has  its  end  bearings  in  a 
bracket  on  the  axle  and  in  the  short  arm  of  a  loaded  lever,  so  arranged  as  to  be  depressed  by 
the  foot  of  the  operator,  by  which  means  the  rake  may  be  brought  into  a  working  position 
and  thrown  i^p  again  out  of  the  way  of  the  hay.  Two  of  the  teeth  on  the  pinion-wheel  are 
made  longer  than  the  others,  so  as  to  throw  the  large  spur-wheel  out  of  gear  at  every  half 
revolution,  and  the  weight  on  the  lev^,  in  which  the  rock-shaft  has  its  bearings,  will  keep  the 
pinion  out  of  gear  until  the  short  arm  of  this  lever  is  afi^ain  depressed.  By  means  of  a  double 
cam-plate  keyed  to  the  rock-shaft  the  large  wheel  i^  kept  in  gear  lyith  the  pinion  until  the 
former  can  make  half  a  revolution,  and  thus  throw  the  rake  up  out  of  the  way* 

Claim, — First,  combining  with  the  driving  gear  E  on  the  carriage-wheel  B,  the  pinion 
apnr-wheel  F  keyed  to  a  rodt^haft  O,  having  one  of  its  end  bearings  in  the  short  arm  of 
loaded  lever  I,  and  operating  as  set  forth. 

Second,  in  combination  with  the  pinion  F  and  the  loaded  lever  I,  having  its  bearing  in 
•tandard  J,  the  cam-plate  g^  and  catch  projection  /,  and  the  long  teeth  e  e  on  spur-wheiS  F, 
all  arranged  and  combined  as  set  forth. 

Third,  connecting  the  rake  head  D  to  the  rock-shaft  G,  Operated  as  set  forth  by  an  extemion 
pitman  rod  K,  crank-arm  <f,  and  arm  L,  substantially  as  set  forth. 

Fourth,  bracing  or  sustaining  a  spring  tooth  rake  by  means  of  a  back  brace,  constructed, 
and  applied  to  the  rake,  substantially  as  set  forth. 

No.  33,024. — George  E.  Burt,  of  Harvard,  Mass. — Improvement  in  Endless  Chains  and 
Tread  of  Horse- Potters, — Patent  dated  August  6, 1861. — ^This  invention  consists  in  forming 
upon  one  end  of  the  link  of  an  endless  chain^^  stud  or  projection  that,  while  the  wheel  is 
passing  from  the  straight  track  over  the  first  quandrant  of  the  end  track,  shall  come  in  con- 
tact with  the  wheel,  and  act  as  a  brake  to  arrest  its  motion  and  allow  it  to  reach  the  opposite 
track  in  a  state  of  rest  The  hole  which  receives  the  joint  coupling  is  made  oblong  t«. 
facilitate  the  action  of  the  brake,  and  relieve  the  coupling  pin  of  strain. 

Claim. — First,  a  stud  or  projection  attached  to  one  end  of  a  link  which  shall  act  as  a  brake 
OD  the  wheel  of  the  adjacent  link,  substantially  as  and  for  the  purpose  specified. 

Sea>nd,  connecting  the  lii^  of  endless  chain  horse-powers  by  pivots  working  in  elliptical 
helos  c,  as  explained,  so  as  to  permit  vertical  but  prevent  endwise  play. 

•Third,  combining  the  treads  with  recessed  links  and  safety  bars,  aU  held  firmly  together  by 
and  bolts,  substantially  aa  and  for  the  pnipoee  specified. 

No.  33,025.— R.  Boeklen  and  W.  Staehlen,  of  Brooklyn,  N.  Y, ^Improvement  in 
Buttons^  or  Garment  Fasteners. — Patent  dated  Aug^t  13,  18Gl.-^This  invention  consists  of 
two  discs,  to  be  ulaced  on  each  side  of  the  g^arment,  and  provided,  the  one  with  an  opening, 
and  the  other  wito  a  cam,  so  formed  that  when  the  latter  is  introduced  into  the  opening  of  the 
first,  and  turned,  the  two  will  be  seemed  together. 

Claim. — ^A  button,  or  garment  fastener,  formed  by  the  employment  or  use  of  two  discs  A 
B,  oiie  being  provided  with  an  opening  a,  and  the  other  with  a  cam  6,  substantially  in  the 
manner  and  for  the  purpose  specihed. 

No.  33,026.-^ISAAC  V.  Brower,  of  Millstone,  N.  J. — Improvement  in  Com  Harvesters, — 
Patent  dated  August  13,  1861. — ^I'his  machine  is  provided  with  a  platform,  upon  which  the 
attendant  stands,  so  situated  as  to  enable  him  to  seize  the  tops  of  the  stalks  as  tbcy  are  severed 
by  the  cutter,  and  drop  them  upon  the  gavelling  apron,  whence  they  are  deposited  upon  the 
ground. 

Claim, — ^The  arrangement  of  the  gavelling  or  endless  apron  K  with  its  gearing,  and  the 
cutter  with  its  gearing  in  relation  to  each  other,  and  to  the  stand  or  platform  for  the  attendant, 
substantially  in  the  manner  and  for  the  purposes  specified. 

No.   33,027.— Samuel  Brown,  jr.,  of  Norristown,  FsL.-^Improvement  in  Telegraphic 

Instruments, — Patent  dated  August  13,  1861. — ^This  invention  consists  in  making  a  transiani 
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Goonexion  wltb  any  ordinary  telegraph  line  by  securing  the  main  lino  wire  by  moans  of  two 
damps  attached  to  a  piece  of  wood,  or  any  other  non-conductor,  and,  when  the  main  line  is 
•o  secured  by  the  damps,  it  is  separated  by  means  of  a  cutter  attached  to  the  non-conductor; 
the  circuit  will  then  pass  from  the  main  line  to  the  clamps,  which  are  connected  with  a  tele- 
graph magnet  by  the  rims  attached  to  the  clamps  by  a  cross-bar  of  wood,  or  any  other  non- 
conductor. 

Claim, — ^The  clamps,  as  described,  for  holding  the  main  line  wires  while  it  is  separated  by 
the  cutter  to  open  the  circuit  and  prevent  it  from  coming  in  contact  with  the  gfround,  and  tl:^ 
movable  cross-bar  I  for  attaching  the  connecting  wires  M  and  M  to  the  connecting  poste  U 
and  U,  and  the  center  screw  L  for  moving  the  cross-bar  I,  so  as  to  dose  the  circuit  oy  bring- 
ing the  conducting  facing  or  lining  of  the  cross-bar  in  connexion  with  the  jaws  A  A  of  the 
damps,  substanti^y  as  set  forth  and  described. 

No.  33,028.— George  E.  Burt,  of  Harvard,  Mass. — Improvement  in  Endlest  Chmn 
Horse-Potoers, — Patent  dated  August  13,  1861. — ^This  invention  consists  in  combining  the 
chain  of  the  platform  with  the  balls  or  rolls  by  means  of  end  tracks  or  guides,  so  formea  thai 
when  any  link  of  the  chain  ceases  to  roll  on  the  balls,  during  its  passage  from  one  straight 
track  to  another,  the  balls  shall  be  guided  around  the  outside  of  the  cham  and  under  it  again, 
without  reversing  or  stopping  thek  rotary  motion,  so  that  the  balls  will  support  the  lower  aa 
well  as  the  upper  portion  of  the  chain. 

Claim, — Conducting  independent  rolls,  or  an  independent  chain  of  rolls,  from  the  inside  to 
the  outside,  and  from  the  outside  to  the  inside  of  the  endless  platform  of  horse-powers,  §• 
that  the  said  rolls  shall  support  both  the  upper  and  lower  portions  of  the  platform,  substan- 
tially as  explained. 

No.  33,029.— George  F.  Case,  of  New  York,  N.  Y, ^Improvement  in  Sewing  Machines.— 
Patent  dated  August  13,  1861. — ^This  machine  is  designed  for  working  button  holes,  and  also 
for  working  along  the  ed^  of  the  cloth,  to  form  a  rib  sunilar  to  that  of  a  button  hole,  for  ^le 
purpose  ot  dispensing  with  the  cord  commonly  used.  A  reference  to  the  drawings  i^ 
specification  wul  be  necessary  for  a  proper  understanding  of  its  constractlon  and  operation. 

Claim. — ^First,  the  semi-rotating  feed  «  pressing  against  the  under  side  of  the  cloth,  <  'ose  to  the 
•  edge  of  the  button  hole,  constructed  and  operated  substantiallv  as  described  and  ^hown. 

Second,  the  combination  of  the  finger  or  looper/,  the  forked  finger  g,  and  the  incline  piece 
.  /,  constructed  and  operated  substantmlly  as  shown  and  for  the  purpose  specified. 

No.  33,030.— M.  C.  Cronk,  of  Auburn,  N.  Y.— Improvement  in  CAurnf.- Patent  dated 
August  13, 1861. — Secured  to  the  main  dasher  staff  is  a  circular  plate  ridded  upon  its  surfiioe, 
and  operating,  in  connexion  with  a  similar  plate  placed  just  above  it  upon  the  frame  D,  to  break 
up  the  globules  of  the  milk,  which  is  introduced  between  the  plates  by  means  of  a  funneL 
On  ^e  bottom  of  the  dasher  staff  is  a  coiled  spring,  which  serves  to  keep  the  circular  plates 
pressed  together.  On  each  side  of  the  main  dasher  are  two  additional  dashers,  the  wings  of 
which  are  arranged  to  pass  between  the  wings  of  the  main  dasher  as  they  revolve  in  diff&ent 
directions. 

Claim, — First,  the  employment  of  a  spiral  spring  m.  In  combination  wiih  the  mahi  dasher 
sUi^  e  and  circiUar  plate  e,  when  all  shall  be  operated  in  the  manner  and  for  the  purpose 
spedfied. 

Second,  the  revolving  dasher  staffs  cdd,  frame  B,  funnel  a,  circular  plate  «,  and  spiml 
spring  m,  when  all  shall  be  arranged  in  the  manner  and  for  the  purpose  set  forth  and  described. 

No.  33,031.— R.  P.  P.  Dagron,  of  Paris,  France. — Improvement  in  Portable  Microecopes, — 
Patent  dated  August  13,  1861. — ^This  invention  relates  to  an  arrangement  of  the  parts  of  a 
miscroscope  by  which  it  is  made  of  so  small  a  volume  as  to  be  combined  with  rings,  watch 
.keys,  or  other  articles  of  jewelry. 

Claim, — ^As  a  new  article  of  manufacture,  the  jewd  microscope  substantially  as  described, 
the  same  consisting  of  a  portable  microscope  with  one  or  two  objects,  and  whether  combined 
.or  not  with  artides  of  jeweliy  or  other  oojects,  and  in  which  the  object  or  objects  form  aa 
integral  part  thereof. 

No.  33,032.— T.  G.  Eiswald,  of  St  Loiiis,  Mo. — Improvement  in  BootM  and  Shoe$. — 
.Patent  dated  August  13,  1861.^This  invention  consists  of  a  metal  of  a  form  corresponding 
with  the  shoe  sole,  and  provided  with  nails  fitted  around  its  edge  of  suffident  length  to  pass 
.  through  the  leather  sole  and  the  edges  of  the  upper  and  welt  of  the  shoe.  The  plate  is  fitted 
to  the  sole  by  placing  a  metal  last  within  the  shoe  and  applying  a  pressure,  which  causes  the 
nails  to  be  clinched  inside. 

Claim, — The  particular  arrangement  shown  and  described  of  the  clinching  nails  a  and  the 
plate  A,  with  the  sole  e,  upper  e,  and  welt  d^  so  that  the  above  parts  will  be  firmly  united  by 
the  said  clinching  nails  without  any  other  fastening,  all  as  set  forth. 

No.  33,033.— Adam  Exton,  of  Trenton,  N.  J, —Improvement  in  Rolling  Pin  and  Dockt 
for  Biscuit, — Patent  dated  August  13, 1861. — ^This  roller  is  made  concentric  with  the  shafit, 


Digitized  by  CjOOQIC 


COMMISSIONER   OP  PATENTS.  459 

and  tbe  clocking  points,  pricks  or  nibs  are  so  placed  npon  the  surface  of  the  roller  as  to  pre* 
▼ent  the  biscuit  or  cracker  from  being  blistered  or  torn  up  during  the  process  of  docking. 
The  roller  pin  is  provide  with  a  stop  for  the  purpose  of  checking  the  motion  of  the  roller 
when  it  has  moved  the  required  distance  over  the  board. 

Claim. — ^The  eccentric  roller  I  J,  in  its  connexion  with  the  tail  piece  or  stop  K,  and  also 
the  combination  of  roller  I  J  and  stop  K  with  the  docker,  pricker,  and  stamper  M,  substan- 
tiiJly  as  described  and  for  the  purposes  set  forth. 

No.  33,034.— JoHANN  L.  Fauer,  of  Stein,  Bavaria.— /tfivrovemcnt  in  P«i«/f.— Patent 
dated  August  13,  1861. — ^This  pencil  is  formed  with  a  hollow  oandle  open  only  at  one  end  to 
receive  a  long  cylindrical  lead.  The  open  end  of  the  handle  is  provided  with  a  split  tube  - 
which  receives  toe  lead  freely,  and  is  threaded  at  the  rear  end  to  receive  a  cap  nut,  the  bore 
of  which  beyond  the  threaded  portion  is  slightly  tapering  to  compress  the  spbt  end  and  makb 
it  gripe  and  hold  the  pencil. 

Claim. — ^The  pencil  handle,  vrith  the  bore  adapted  to  receive  and  hold  the  cylindrical  pen- 
cil, substantially  as  described,  in  combination  with  the  split  tube  and  screw  clamping  cap, 
substantially  as  and  for  the  purpose  specified. 

No.  33,035.— James  Forrest,  of  Manchester,  N.  Y. ^Improved  Cattle  Guard  for  Bail- 
riWs.— Patent  dated  August  13,  1861.— Secured  to  the  sills  of  the  railroad  are  cast  iron 
angle  bars  in  which  are  joumalled  a  series  of  cast  iron  bars.  From  each  side  of  these  bars 
extends  a  longitudinal  wing  or  projection,  so  that  as  an  animal  places  its  foot  upon  the  wings 
the  bars  will  pinch  the  legs  of  the  animal  and  cause  him  to  retreat. 

C/aim. ^The  revolving,  seli'-acting  winged  shafts  placed  in  suitable  bearings  conjointly 
with  the  general  structure,  operating  as  and  for  the  purposes  set  forth  and  described. 

No.  33,036. — ^A.  N.  Gray,  of  Cleveland,  O. — Improvement  in  Railroad  Rail  Coupling. — 
Patent  dated  August  13, 1861. — This  invention  consists  in  an  arrangement  of  a  clamp  coupler 
and  key,  by  means  of  which,  in  connexion  with  a  ^b,  both  flanges  of  tbe  rail  are  made  to 
receive  a  vertical  and  a  lateral  pressure,  the  whole  being  locked  by  a  self- fastening  key  which 
is  bevelled  on  one  side,  but  when  driven  in,  the  pressure  is  upon  the  parallel  sides,  which 
prevents  it  from  working  loose. 

Claim. — The  combination  of  the  key  L  with  a  gib  for  clamp  couplers  for  railroad  rails, 
gaid  key  being  self-fastening,  substantially  as  set  forth. 

Second,  the  special  combination  and  arrangement  of  the  coupler  B  C,  gib  E,  and  key  L, 
with  the  rails  A  A',  substantiaUy  in  the  manner  and  for  the  pm^oses  descnbed. 

No.  33,037.— James  P.  Hillard,  of  Fall  River,  'Ma&s.— Improvement  in  Stop-Motion  in 
Spinning  Machinery. — Patent  dated  August  13,  18161. — This  invention  consists  in  a  method 
of  stopping  the  operation  of  a  railway  ^ttwine  machine  when  the  sliver  breaks  or  in  any 
way  disappears,  by  the  dropping  of  a  lever  and  thereby  acting  on  other  devices  which  change 
the  driving  belt  from  the  tight  to  the  loose  pulley. 

Claim. — The  combination  of  the  cvlinder  C2,  constructed  and  arranged  so  as  to  lie  on  the 
•liver,  as  shown,  with  the  lever  A2  B2>and  its  adjusting  weight  E,  substantially  as  described. 

No.  33,038. — R.  E.  Hitchcock,  of  Waterbury,  Conn. — Improvement  in  Picture  Buttons.-^ 
Patent  dated  August  13,  1861. — This  invention  consists  in  the  construction  of  a  button  or 
medal  made  with  two  rims,  one  a  little  smaller  than  the  other,  so  that  cloth  or  velvet  cover- 
ings can  be  turned  over  and  secured  by  the  rims,  and  pictures  placed  between  them. 

Claim. — A  picture  medal  or  button,  constructed  with  cups  a'  a\  or  back  B'  in  lieu  of  one 
of  the  cups,  eyes  c,  pictures  d,  and  cloth  or  velvet  covering  b,  and  otherwise  made,  as  shown 
and  described. 

No.  33  039.— Kelus  Horde,  of  Philadelphia,  Pa. — Improved  Hvdraulic  Engine.— Vateni 
dotted  August  13,  1861. — This  invention  consists-  in  combining  with  an  engine  a  hollow  cir- 
cumferentially  perforated  and  open-ended  cut-off,  in  such  a  manner,  that  the  pressure  of  tho 
inflowing  water  at  the  two  open  ends  of  the  tubular  cut-off  may  be  balanced,  and  thus  lessen 
the  friction  and  insure  a  regular  and  effective  flow  of  water  in  and  out  of  the  cylinder  of  the 
engine.  The  cut-offs  are  kept  in  place  by  means  of  lever  extensions  and  a  slotted  link  which 
is  held  in  place  by  a  screw,  which  serves  as  a  guide  and  also  to  adjust  tho  cut-offs  whenever 
wear  renders  a^'ustment  necessary. 

Claim. — First,  the  hollow  cut-off  valves  D  D',  open  at  both  ends  and  perforated  circumfer- 
ectially  and  of  taper  form,  in  combination  with  an  engine,  operating  and  arranged  substan- 
tially as  and  for  the  purpose  set  forth. 

Second,  the  combination  with  the  above  of  a  link  e  which,  while  it  is  arranged  to  play  up 
and  down,  is  adjustable  inward  and  outward  by  means  of  a  screw  e,  or  its  equivalent,  sub- 
stantially as  and  for  the  purpose  set  forth. 

No.  33,040.— Chase  B.  Horton,  of  Elmira,  N.  Y. --Improvement  in  Buckwheat  Hullers.— 
Patent  dated  August  13,  1H6J. — ^Thls  invention  consists  in  the  use  of  a  stone  concave  placed 
in  front  of  and  extending  partially  under  the  cylinder,  and  litted  in  an  iron  plate  which  is 
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held  in  {>09ition  concentric  with  the  cylinder  by  means  of  an  adjnsting  screw.  Aboy«  the 
cylinder  is  another  concave  consisting  of  a  flexible  corrugated  steel  plate  held  in  position  by 
springs  pressing  against  its  back  and  adjusted  by  screws.  Over  eaou  end  of  the  cylinder  ar9 
ntted  cbecks»  which  allow  free  rotation  of  the  cylinder  and  at  the  same  tune  prevent  tba 
escape  and  loss  of  jgrain. 

Claim. — First,  the  construction  and  use  of  the  stone  concave  X,  in  combination  with  its 
iron  bock  plate  W,  as  and  for  the  purpose  specified. 

Second,  the  elastic  and  flexible  concave  U,  with  cormgated  facing,  constructed  and  ar- 
sailed  as  and  for  the  purpose  specified. 

Third,  the  combination  of  cylmder  B  with  the  checks  a,  in  the  manner  and  for  the  pnipoe* 
specified 

No.  33,041.— Charles  Kaiser,  of  New  York,  N.  Y.—Impraved  Engine  for  Cuttimg  Saw 
Treth, — Patent  dated  August  13, 1881. — The  nature  of  this  invention  will  be  understood  from 
the  claim,  the  machme  heiug  more  particularly  designed  for  the  manufacture  of  the  small 
circular  saws  used  in  cutting  the  grooves  in  sewing-machine  needles.     . 

Claim, — ^The  combination  of  the  following  mem^rs  constituting  a  saw-cntting  engine,  vi«., 
a  mandrel  to  hold  the  ?(aw  plate,  mechanism  to  turn  the  same  intermittently  to  space  the  teeth, 
a  chisel  to  cut  the  teeth,  and  mechanism  to  operate  and  control  the  chisel,  the  combination  as 
a  wl^ole  being  and  operating  substantially  as  set  forth. 

Also,  the  combination  oAhe  above  enumerated  members  in  such  manner  that  the  cutting 
of  one  tooth  of  a  saw  removes  the  burr  formed  by  cutting  a  preceding  tooth,  substantially  as 
described. 

Also,  combining  a  chisel  having  a  groove  in  its  face  with  m^hanlsm  that  holds  the  sama 
and  causes  it  to  strike  the  saw  blsuik  at  the  required  angle,  substantially  as  set  forth. 

No.  33,042.— Charles  Kaiser,  of  New  York,  N.  Y. —Improved  Machine  for  Grinding 
Needle  Points. — Patent  dated  August  13,  1861. — ^This  invention  consists  in  the  combination 
of  a  rotary  grindstone,  a  needle-holder  having  a  rotary  movement,  and  a  needle-holder  car- 
riage having  an  oscillating  movement,  by  means  of  which  the  needle  is  caused  to  turn  on  its 
axis  in  contact  with  the  moving  face  of  the  gnndstone,  and  at  the  same  time  to  oscillate  for 
the  purpose  of  producing  a  convex  point.  Combined  with  the  above  is  a  mechanism  for  im- 
parting a  vibratory  movement  to  the  grindstone  crosswise  to  its  movement  for  grinding,  so 
that  a  portion  of  the  stone  which  is  acting  upon  the  needle  point  is  continually  changed. 
Combiued  with  the  tubular  needle-holder  is  an  elastic  clamp,  by  means  of  which  the  needle 
is  held  in  the  needle-holde:  with  sufficient  rigidity  to  cause  it  to  move  therewith,  and  at  the 
same  time  render  its  application  and  removaftherofrom  easy  and  rapid. 

Claim. — A  machin<'  for  erinding  needles,  consisting  substantially  of  a  combination  of  a 
grindstone,  a  revolving  needle-holder,  and  an  oscillating  needle-holder  carriage,  the  combina- 
tion as  a  whole  operatmg  substantially  as  described. 

Also,  the  combination  of  the  firs:  part  of  my  invention  with  mechanism  that  imparts  a 
Tibratory  movement  to  the  grindstone  crosswise  to  its  movement  for  gnnding,  substantially 
as  described. 

Also,  the  combination  of  the  needle-holder  carriage  with  the  remainder  of  the  machine  in 
such  manner  that  the  needle-holders  can  bo  raised  from  the  grindstone  and  moved  toward  it, 
substantially  as  descnbed. 

Also,  the  combination  of  a  tubular  needle-holder  with  an  elastic  damp,  substantially  as 
described. 

No.  33,043.— E.  F.  Keeliho,  of  Milton,  O.— Improved  Uarveeter  Cutter  (Wiirfer.— Patent 
dated  August  13,  1861. — Connected  to  the  sides  of  the  grindstone  frame  are  slotted  standards 
secured  in  any  desired  position  by  means  of  set  screws,  and  at  the  head  of  the  standards  is 
placed  a  spring  rest  consisting  of  a  head  piece  with  two  stems  extendmg  below  surrounded  by 
coiled  springs  which  rest  upon  the  standard  and  support  the  heads,  by  means  of  which  the 
harvester  may  be  readily  adjusted  to  a  proper  position  upon  the  s^one  for  grinding. 

Claim. — ^Tbe  special  arrangement  of  one  or  more  adjustable  standards  H  and  spring  rest  J, 
when  combined  and  operating  coojointly  with  the  grindstone,  substantially  as  described  and 
for  the  purpose  set  forth. 

No.  33,044.-0.  W.  Lawbauoh  and  John  Williams,  of  Shanesville,  O.— Improvement 
in  Ctt/«i»aeors.— Patent  dated  August  13,  1861.— The  novelty  of  this  invention  consists  in 
the  special  arrangement  of  the  parts  named  in  the  claim. 

Claim,— The  special  arrangement  ot  the  side  pieces  A  B,  hinge  D,  arms  C  C  and  H  I,  and 
handles  J  K,  and  shovels  P  O,  the  whole  being  constructed  and  operating  as  and  for  ths 
purpose  set  forth. 

No.  33,045.— WiLUAM  A.  N.  Long,  of  Fisherville,  N.  H.,  assignor  to  J.  B.  Rakd,  oTthm 
seme  n\eMe.— Improvement  in  Rocking  Cra<««.— Patent  dated  August  13,  1861.— This  inven- 
tion relates  to  af  child's  cradle,  to  which  an  oscillating  motion  is  piven  by  means  of  clock 
work.  The  bottom  of  the  cradle  is  composed  of  two  pieces  of  equal  width  inclining  towards 
the  centre,  so  as  to  prevent  the  infant  ^-om  rolling  Irom  side  to  side  by  the  motion  of  the 
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cradle.  To  the  nuderside  of  the  cradle  frame  is  secured  one  end  of  a  sprint,  the  other  end 
being  attached  to  a  cord,  which  passes  under  a  pullej,  and  is  secured  to  the  ratchet-wheel 
shaft 

Claim, — First,  the  employment  of  the  spiral  spring  G,  as  and  for  the  purpose  set  forth. 

Second,  the  employment  of  a  crhdle  whose  bottom  shall  be  inclined  wnen  said  cradle  shall 
be  operated,  substantially  as  and  for  the  purpose  set  forth  and  described. 

No.  33,046. — G.  A.  Meacham,  of  New  York,  N.  Y, --Improvement  in  Buttons,— Vattni 
dated  Aug^t  13,  1861. — ^This  invention  consists  in  constructing  a  face  button  with  a  per- 
forated metal  eye,  so  that  it  can  revolve  upon  the  button,  and  so  formed  that  it  may  be  sewed 
to  the  garment. 

Claim. — ^A  &ce  button  having  a  perforated  revolving  metallic  eye;  constructed  substantially 
In  the  manner  described. 

No.  33^047.— Carlton  Newman,  of  Pittsburg,  Ta.— Improvement  in  Lamps.— Faient 
dated  August  13,  1861. — ^Tbis  invention  is  explained  by  the  claim  and  enj^ravinff. 

Claim. — ^The  use  in  burners  for  coal  or  carbon  oil  lamps  of  a  supply-tube  for  toe  oil,  placed 
within  the  circumference  of  the  burner  frame  and  under  the  cone  or  cap,  ia  combination  with 
a  burner  frame  having  a  chimney-holder  hinged  or  pivoted  to  the  burner  frame,  for  the  pur- 
pose of  enabling  the  lamp  to  be  replenished  without  either  unscrewing  the  burner  frame  firom 
Its  socket,  or  removing  tne  glass  ciiinmey  from  the  lamp,  substantial^  as  described. 

No.  33,048. — John  Pearson,  jr.,  of  Newburyport,  Mass. — Improvement  in  Stoves. — 
Patent  dated  August  13,  1861. — ^llie  fire- chamber  is  constructed  towards  the  top,  and  con- 
nects with  the  upper  flue.  The  upper  part  of  the  fire-chamber  is  surrounded  by  an  outer  shell, 
which  makes  an  air-chamber,  and  the  air  is  discharged  into  the  upperflue  around  the  mouth 
•f  the  fire-chamber,  by  which  means  the  products  of  combustion  become  mingled  wit^  the 
highlj;  heated  atmospheric  air  to  effect  greater  radiation. 

Claim. — ^Arranging  the  air-chamber  G  G,  formed  as  described,  fire-chamber  A,  and  upper 
flue  B  B,  with  rerorence  to  each  other  in  such  manner  that  the  products  of  combustion  shiUl 
be  surrounded  by  a  current  of  atmospheric  air  at  the  point  of  their  discharge  into  the  upper 
flo^  substantially  as  described  for  the  purposes  specified. 

No.  33,049.— William  Pierpoint,  of  Salem,  N.  J.— Improved  Thresher  and  Cleaner  of 
Groin. — Patent  dated  August  13,  1861. — ^This  invention  consists  in  supporting  the  shaft  and 
pulley  of  the  elevator  in  a  long  box,  so  that  the  shaft  has  a  bearing  on  the  outside  of  the  case 
only,  for  the  purpose  of  preventing  the  elevator  from  clogging. 

Claim. — In  combination  with  an  endless  band  elevator  for  grwn,  pulleys  as  herein  described, 
having  a  long  outside  bearing  for  the  shaft  and  no  inner  bearing  for  the  shaft,  as  herein  fully 
■at  forth. 

No.  33,050.— Moses  Pond,  of  Boston,  Mass. — Improved  Cooking  Range.— Fatent  dated 
August  13,  1861. — ^This  invention  consists  in  a  means  for  bringing  all  the  heat  of  the  oven  in 
a  broad  flue  beneath  the  front  of  the  oven,  whence  it  passes  along  the  bottom  and  the  sides  of 
the  oven.  Commencing  immediately  behind  the  back  plate  of  the  fire-box  is  a  continnont 
air  passage  or  flue,  which  causes  the  air  to  pass  in  contact  with  the  heated  plates  of  the  entire 
width  of  the  oven,  by  means  of  which  the  waste  heat  from  the  flues  is  utilized. 

Claim. — ^First,  in  combination  with  an  elevated  oven  centrally  placed  over  and  above  the 
fire-box  and  surrounded  on  five  of  its  sides  by  flue  passages,  the  broad  vertical  flue  /,  for  car- 

aing  the  products  of  combustion  into  these  surrounding  flues,  when  arranged  as  set  forth  for 
e  purpose  specified. 

Second,  in  combination  with  the  above-described  flues  /  ^  A,  the  hot-air  flue  H  I  E  L  M, 
arranged  substantially  as  set  forth. 

No.  33,051. — ^Henry  Port,  of  New  York,  N.  Y.— Improvement  in  the  Manufacture  of 
Boots  and  Shoes. — Patent  dated  August  13,  1861. — This  invention  consists  in  securing  the 
ihank  and  heel  to  the  upper  by  means  of  staple  rivets  made  flat  and  provided  with  V-shaped 

Soints,  which  pass  through  penoratimis  in  the  welt-plate,  and  are  made  to  clinch  as  they  are 
riven  by  means  of  notches,  curved  alternately  in  opposite  directions,  in  the  metal  facing  of 
the  last. 

Claim. — ^First,  making  the  shank  and  heel-piece  with  the  heads  of  the  rivets  incorporated 
therein,  and  with  the  pomts  of  the  rivets  projecting  above  the  inner  surface  thereof,  for  the 
purpose  of  securing  it  to  upper  leather. 

Second,  the  use  of  the  flat  staple  rivets,  with  Y-points,  for  the  purpose  of  securing  the  shank 
and  heel-piece  to  the  upper  leatner,  substantially  in  the  manner  described. 

Third,  making  notches  in  the  metal  face  of  the  last  in  the  manner  described,  for  the  purpose 
ef  giving  direction  to  the  clinch  of  the  rivet,  as  set  forth. 

No.  33,052.— Jacob  B.  R%nd  and  W.  A.  N.  Long,  of  FSsherville,  N.  H.,  assignor  to  J. 
B.  Rand,  of  the  same  place. — Improvement  in  Com'ShelUrs. — Patent  dated  August  13, 
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1861. — The  robbing  wheel  revoWes  within  a  circular  shield  or  casing,  and  is  prorided  with  a 
series  of  slots  for  the  porpose  of  separating  and  throwing  out  the  dust  and  dirt  from  the  grain. 
Hinged  to  the  main  box  is  the  pressing-board,  at  the  bi^k  of  which  is  a  spring  which  servet 
to  press  the  ear  of  corn  against  the  rubbing  wheel. 

Claim, — ^The  rubbing  wheel  B,  provided  with  the  slots  h  ft,  in  combination  with  the  prea- 
sure-board  G,  and  circular  casing,  or  their  equivalents,  substantiall j  as  and  for  the  pu]^>ose 
specified. 

No.  33,053.— T.  B.  and  R.  N.  Rockwell,  of  Batavia,  VL^Improvement  in  Seed-Plant- 
erg. — Patent  dated  August  13,  1861. — At  each  end  of  the  frame  ai*e  placed  two  hoppers, 
which  ac^oin  each  other,  and  between  each  pair  of  hoppers  is  placed  a  shaft  having  each 
attached  to  it  a  curved  bar,  which  works  freely  throueb  the  bottoms  of  the  hoppers.  Tba 
ends  of  the  bars  are  hollowed  out  to  form  cups.  At  the  centre  of  the  main  frame  is  a  drum 
placed  in  a  hinged  frame,  and  provided  with  a  spiral  groove  in  which  is  fitted  a  pin  attached 
to  a  slide,  the  holes  or  seed-cells  in  which,  convey  the  seed  to  the  tooth-bars  as  they  an 
'  dropped  from  the  cups  in  the  curved  loars.  By  lowering  the  hinged  frame  the  drum  may  be 
thrown  out  of  g^r  and  the  slide  rendered  inoperative. 

Claim. — The  semicircular  or  curved  bars  L  L  attached  to  the  shafts  K  K,  and  operated 
from  the  reciprocating  slide  H,  in  connexion  with  the  hoppers  I  J,  all  ananged  for  joint 
operation  sub8tantially  as  and  for  the  purpose  set  forth. 

Also,  placing  the  reciprocating,  partially  rotating  drum  F,  provided  with  the  spiral  groove 
a,  for  operating  the  slide  H.  in  an  adjustable  frame  F',  for  the  purpose  of  rendering  the  slide 
H  operative  or  inoperative,  as  may  be  desired. 

No.  33,054. — George  M.  Selden,  of  Troy,  N.  Y. -^Improvement  in  Hydranti.^-VBi/eoi 
dated  August  13,  1861. — This  invention  consists  in  placing  within  the  base  and  top  of  the 
hydrant,  mdependent  valves  proiecting  through  and  above  the  lower  one  of  which,  is  a  spin* 
die.  The  upper  valve  is  attached  to  a  rod  or  spindle,  which  extends  through  the  top  or  the 
hydrant  By  pressine  down  the  upper  valve,  the  latter  forces  the  lower  valve  open,  when 
the  water  passes  fireeTy  through,  and  by  withdrawing  the  upper  valve,  the  pressure  of  the 
water  forces  the  lower  valve  against  its  seat  and  stops  the  flow  of  water. 

C/aim.— The  combination  of  the  independent  valves  H  and  I,  with  cross-piece^,  removable 
screw  valve-seat  e,  and  sections  A  B,  substantially  as  set  forth. 

No.  33,055.— Lyman  S'htu,  of  North  East,  Pa.,  and  R.  French,  of  Keokuk,  Iowa.— 
improvement  in  Apparatus  to  form  Soa]^  into  BalU, — Patent  dated  August  13,  1861. — ^Thii 
invention  consists  in  the  attachment  ot  a  mould  or  series  of  moulds  to  the  conducting  pipe 
connected  with  an  elevated  cistern  by  means  of  a  spigot  and  faucet,  between  which  and  the 
mould  there  is  a  ptop-cock  to  shut  Uie  substance  witnin  the  mould  and  retain  the  pressuse 
therein  after  filling,  and  after  its  disconnexion  with  the  pipe. 

Claim. — ^The  attachment  of  the  mould-box  E  to  the  conducting  pipe  G,  in  connexion  with 
an  elevated  cistern  A,  or  other  means  of  ^ving  pressure  to  the  Uquia  substance  by  means  of 
a  spigot  and  foucet  e  j,  or  equivalent  jomt,  which  permits  the  removal  of  the  said  box  from 
the  said  pipe,  and  between  which  and  the  said  box  there  is  a  stop-cock  k,  all  substantially 
ananged  as  described. 

No.  33,056.— Samuel  G.  Twamblt,  of  Saco,  Me.^Improvement  in  Chucks  for  Lathes.— 
Patent  dated  August  i:^  1861. — The  object  of  this  device  is  to  hold  the  article  to  bo  turned 
exactly  at  the  centre  of  rotation  by  means  of  a  gripe  and  ring-clamp,  and  without  prelimi- 
nary or  experimental  adjustment,  as  in  the  usual  method  of  embedding  the  outer  cnu  of  the 
shad  or  arbor  in  wax  or  cement  while  in  a  plastic  state,  and  adjusting  its  position  by  a  tedioua 
mauipuUition. 

Claim, — ^The  open  Quadrangular  chuck,  constracted  substantially  as  described,  to  enclose 
the  work  boundea  by  nexible  arms  or  springs,  which,  by  means  of  a  gripe,  or  its  equivalent, 
are  so  forced  towards  each  other  as  to  hold  the  work  to  be  operated  upon  exactly  at  the  centra 
of  rotation. 

Also,  in  combination  with  the  above,  the  sliding  centre  pin  o,  that  supports  the  rear  end  of 
the  arbor. 

No.  33,057. — James  L.  Vauclain,  of  Lafayette,  Ina. — Improvement  in  Locomotive  Firs' 
Boxes. — Patent  dated  August  13,  1801. — In  the  bottom  of  the  water-jacket,  which  consti- 
tutes the  floor  of  the  fire-chamber,  is  a  series  of  hollow  stay-bolts,  beneath  which  is  a  plabs 
Erovided  with  corresponding  apertures,  and  arranged  so  as  to  permit  of  a  sliding  movement 
y  the  engineer,  to  regulate  the  amount  of  draught  required. 
Claim. — ^The  combination  of  the  double  fire-bottom  C  E,  hollow  stay-bolts  F,  watev- 
jacket  D,  and  register  G  f ,  perforated  to  corre^^pond  with  the  fire-bottom  and  sliding  be- 
neath the  same,  the  whole  being  constructed  and  arranged  and  operating  in  the  manner  and 
for  the  purposes  explained. 

No.  33,068.— George  W.  Walker,  of  Boston,  Mass.— /mprowJ  ^lA-Pai/.— Patent 
dated  August  13>  1661.— This  invention  consists  of  a  covered  pail  having  a  spout  to  fit  the 


Digitized  by  CjOOQIC 


COMMISSIONER  OF  PATENTS.  463 

aib-door,  aod  an  opening  tlirongli  which  the  scraper  can  be  inserted,  the  opening  bein^  of 
tnoh  a  size  that  the  dnst  occasioned  by  the  drawing  ont  of  the  ashes,  and  by  its  falling  mt« 
the  pail,  is  all  drawn  up  the  chimnej  and  not  thrown  into  the  room. 

Claim, — The  described  ash-pail  with  its  cover  F,  spent  E,  and  opening  G,  operating  in 
the  manner  substantially  as  set  forth  for  the  purpose  specified. 

No.  33,059.— Ferdinand  Woodward,  of  Sacramento  City,  CaL — Improvement  in  Bu- 
Hives, — Patent  dated  August  13,  1861. — ^This  invention  consists  in  a  construction  and  ar- 
rangement of  parts  for  readily  adjusting  and  removing  the  frames,  and  admitting  of  an  in- 
spection of  the  honey  as  it  is  formed.  Kear  the  bottom  is  provided  an  ingress  and  egress 
passsge  for  the  bees,  in  front  of  which  is  arranged  a  glass  slide,  confinea  in  position  by 
means  of  flexible  clamps  for  the  purpose  of  graduating  the  size  of  the  passage. 

Claim, — First,  the  arrangement  for  united  use  in  a  oee-hive  of  triangular  mortises  e  e,  tri- 
angular tenons  t'  e\  invertSi  y-shi4)ed  stops  //,  and  the  rest  or  bearing  knobs  £  £,  in  the 
manner  and  for  the  purposes  described. 

Second,  the  combination  of  the  upper  outer  box  Q,  inner  boxes  H  H,  having  glass  slides 
«i  m,  the  narrow  movable  frames  I,  and  cleats  iin  n,  having  Y-shaped  notches  for  holding 
■aid  frames,  in  the  manner  and  for  the  purposes  described. 

Third,  the  arrangement  of  the  glass  valve  B,  of  the  ingress  and  egress  passage  B,  and 
•pring  clamps  J  </,  in  the  manner  and  for  the  purposes  described. 

No.  33,060.— John  Zettler  and  Joseph  Zintl,  of  Dayton,  0\no,— Improved  Mt^ 
Cutter, — Patent  dated  August  13,  1661. — ^This  invention  consists  of  a  revolving  meat-chop- 
per block,  over  which  is  arranged  a  rockin&p  frame,  to  which  the  knives  are  attached  and 
provided  with  curved  slots,  into  which  are  fitted  pins  secured  to  uprights  on  the  frame,  the 
pins  serving  as  guides  and  supports  to  direct  and  nold  the  frame  in  its  proper  position.  Se- 
cured to  the  upper  rim  of  the  meat-block  are  two  springs  connected  to  the  frame  by  means  of 
oonnectinff  rods  and  arms,  which  serve  to  feed  the  meat  to  the  knives.  The  cutter-block  is 
revolved  hj  means  of  fi;earing,  and  at  the  same  time  an  oscillating  movement  is  imparted  te 
the  rocking  frame  and  knives.  The  rocking  frame  is  made  acljustable  vertically  bv  means  of 
the  plates  to  which  it  is  attached,  being  secured  by  set  screws  in  slots  in  the  uprights. 

Claim, — ^Firiit,  the  employment  of  the  rocking  frame  D,  provided  with  knives,  constructed 
and  used  as  and  for  the  purpose  set  forth. 

Second,  the  employment  of  the  plates  E  E,  which  Are  a^ustable  upon  the  uprights  C  C, 
when  constructed  as  set  forth,  and  used  in  connexion  with  the  rocking  frame,  as  and  for  the 
purpose  specified. 

Third,  the  arrangement  of  the  springs  a  a  with  the  connecting  rods  e  t  and  arms  d  d,  upon 
the  frame  D,  as  and  for  the  purpose  set  forth. 

Fourth,  the  combination  of  the  revolving  table  with  the  rocking  frame,  and  its  accompany- 
ing mechanismt  substantially  as  and  for  the  purpose  set  forth. 

No.  33,061.— Levi  Bronson,  of  Brockport,  N.  T.,  assignor  to  Himself  and  James  Brat- 
ley,  of  Buffalo,  N.  Y. — Improvement  in  Haddles  for  Separating  Grain  from  Straw. — Patent 
dated  August  13,  1861. — At  about  the  centre  of  the  irame  of  the  straw -carrier,  is  placed  a 
rock-shalt  furnished  at  each  of  its  ends,  underneath  the  belts,  with  a  cross-bead.  On  the  cud 
of  the  shaft  outside  of  the  frame,  is  secured  an  arm  having  a  longitudinal  slot,  in  which  is 
fitted  an  adjustable  wrist-pin  connected  to  the  end  of  the  pitman,  thus  giving  a  rocking  mo- 
tion to  the  shafts  which  is  adjusted  by  sliding  the  wrist-pin  towards  or  from  the  centra  of 
motion. 

Claim, — In  combination  with  an  open  raddle  travelling  around  pulleys  or  rollers,  an  adjust- 
able shake  motion  when  composed  ot  the  rock-shaft  I,  with  its  slotted  arm  K,  sliding  wrist  t, 
and  raismg  aod  lowering  arms  J,  arranged  and  operating  substantially  in  the  manner  and  for 
the  purpose  set  forth. 

No.  33,062.— WiLUAM  Burnett,  of  Boston,  Mass.,  assignor  to  Robert  Burnett,  of 
New  York,  N.  Y. — Improved  Pressure  Gauge, — Patent  dated  August  13,  1861. — The  natuia 
of  this  invention  will  be  understood  from  tbe  claim. 

Claim. — First,  the  mode  described  of  admittmg  the  pressure  into  the  chamber  behind  tha 
elastic  plate,  viz :  by  first  introducing  the  pressure  into  the  rin^  in  front  of  the  elastic  plate, 
thence  through  tbe  plate  itself  into  a  channci  communicating  with  the  pressure  chamber,  sub- 
gtantially  in  the  manner  and  for  tbe  purpose  specified. 

Second,  the  use  of  a  spiral  shaft  to  give  motion  to  a  pointer,  when  the  same  is  constructed 
by  cuttmg  away,  spirally,  one  half  of  the  material  of  tbo  shall,  so  as  to  present,  approxi- 
mately, in  its  transverse  section,  a  semi-cylindricHl  body,  substantially  as  described,  by 
which  a  working  face  is  secured^  equal  to  tbe  whole  diameter  of  the  shallt,  wbilc  sufhcient 
stiffness  is  retained  to  present  no  obstacle  to  its  manufacture,  and  to  insure  permanency 
of  character. 

Third,  oprating  the  spiral  shaft  ^vio^  motion  to  a  pointer,  by  means  of  a  vibrating  bar, 
which  is  torccd  into  proper  contact  with  the  spiral  surface  by  u  spring  attached  to  the  bar 
and  operating  transversely  to  the  axis  of  the  shait,  substHniially  ats  described. 
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I^mth,  proridnig  a  gnard  to  prevent  the  vibmtifig  bar,  which  operates  the  iipiral  tbail, 
from  receding  so  far  from  its  proper  contact  with  the  spiral  surface  as  tu  permit  indioatioat 
Terr  materially  differing  from  ttje  true  pressure,  by  placing  an  unjieiding  l)ody  near  to  Uw 
back  of  the  yibrating  arm,  and  parallel  to  the  axis  of  the  shaft,  substantially  as  described. 

Fiilh,  a  screw  or  spiral  shah  of  diminishing  pitch,  to  give  motion  to  a  pointer,  subitHi- 
ticdlj  as  described. 

Lastly,  forming  the  spiral  snrf]M»  of  the  shaft  employed  to  give  motion  to  the  pointer  wUh 
a  reference  to  the  point  of  suspension  of  a  vibrating  bar  working  in  contact  witn  said  «pir«l 
surface,  by  which  arrangement  of  the  two  is  secured  a  proper  working  contact  throughout  tte 
lenfl^  of  the  shaft,  and  in  all  positions  which  are  assumed  by  the  vibrating  bar,  sabetas* 
tialTy  in  the  manner  and  for  the  purpose  specified. 

No.  33,063.— D.  P.  Foster,  of  Shelbnme  Falls,  Mass.,  assignor  to  Himself  and  &  U 
fioJL,  of  Florence,  Mass.— /mprooed  5ato-5e<.— Patent  dated  August  13,  1861.— This  imroK 
tion  consists  in  the  employment  of  two  jaws,  provided  with  suitable  handles,  which  crow  cmek 
«ther,  and  are  connected  by  a  fulcrum  pin,  one  of  the  Jaws  having  a  convex  face,  and  iht 
other  being  correspondingly  concave,  so  that  the  teeth  of  the  saw  wifl  be  set  in  a  curved  kmn, 
and  saws  of  different  thicknesses  set  with  one  and  the  same  implement 

C7atm.^The  two  jaifs  B  B',  one  B  being  formed  of  a  curve  b,  and  a  tangent  e,  with  a 
concave  face  side  </,  and  the  other  jaw  B'  formed  with  a  convex  face  corresponding  invcrstiy 
with  the  face  d  of  jaw  B,  all  bemg  arranged  substantially  as  shown  to  form  a  new  and 
improved  implement,  for  the  purpose  set  forth. 

No.  33.064.— L.  D.  Hawkins,  of  San  Francisco,  Cal.,  assignor  to  Alfred  PEABomr,  M 
Salem,  Mass. — Improved  Maeitine  for  Scouring,  Cleanings  and  Smutting  Rice,  Coffct,  mmi 
other  Orain$, — Patent  dated  August  13,  1861. — This  invention  consists  in  the  use  ot  a  drmm 
'  or  cylinder  cova«d  with  strips  of  she^  6km  with  the  wool  on  them  for  cleanmg  rice  aai 
•ther  grains,  and  with  strips  of  sheet  iron,  or  its  equivalent,  for  smutting  wheat,  revolvmc 
fapidly  inside  of  a  hollow  cylinder  composed  of  alternate  perpendicular  stone  blocks  am 
fi»mes  of  wood  or  iron  covered  with  wire  cloth.  The  stone  se^^ments  at  their  lower  enik  rest 
in  shoes,  which  may  be  moved,  by  means  of  a  set  screw,  to  or  m>ai  the  cylinder  to  adjoBi  their 
working  surfaces  to  each  other. 

Claim, — FuAt,  the  combination  of  the  stones  £  £,  and  wire  cloth-covered  frames  F  F, 
wnereby  the  pulverized  skin  and  dirt  from  the  surface  of  the  grain  is  thrown  out,  leaving  tha 
•tones  tree  to  act  on  the  grain,  and  whereby  the  action  of  a  ckjaner  and  polisher  is  combiacd ; 
thus  in  most  cases  domg  awa^  with  the  use -of  wire  pohshers  as  a  supplementary  procets,  aai 
in  all  cases  materially  lightenmg  the  work  to  be  done  thereby. 

Second,  the  a^ustment  of  the  wire  polisher  frames,  to  be  moved  up  toward  or  drawa  bttok 
from  the  revolving  drum  simultaneously  with  the  stones. 

Third,  the  use  of  Uie  iron  shoes  or  slides  L  M,  up9n  which  the  stones  and  frames  are  plaoad* 
in  combination  with  the  cast-iron  bod-plate  A,  and  the  screws  c  /,  whereby  the  sise  of  tbt 
hallow  cylmder  composed  of  the  stones  a^  frames  may  be  increased  or  lessened,  as  desired. 

No.  33  065.— Sabjuel  F.  Hilton,  of  Providence,  B.  L,  assignor  to  Himeelf  and  W.  D. 
Hilton,  of  Cranston,  R.  I. — Improvement  in  Cement  for  LeaUter  and  other  SuLetomcee. — 
Patent  dated  August  13,  1861. — ^'rhe  materials  used  in  making  this  cement  are  gelatine  and 
tannin,  dissolved — the  one  in  water  and  the  other  in  alcohol;  the  two  solutions  are  tbtm 
thrown  together  until  precipitation  takes  place,  when  they  are  lieated  and  sUrred  until  cooL 

Claim. — As  an  improved  article  of  manufacture,  a  cement,  aS  made  by  combining  the  iiM 
mattriftlB  mentioned,  in  the  manner  and  in  the  proportions  substantially  aa  sot  forth. 


No.  33,066.— R.  A.  Blair  and  John  B.  Beed,  of  New  Philadelphia,.  0.—/mjin>t^  Ftomgh 
Clevis, — Patent  dated  August  20, 18G1.— The  shanks  of  the  clevis  in  this  plough  extend  bac^ 
and  are  secured  by  a  bolt  to  the  beam  near  the  plough  standard.  On  the  front  part  of  tba 
beam  is  fitted  a  rectangular  metal  clasp,  which  is  allowed  to  slide  in  a  direction  tramnrcrM'  j 
with  the  beam.  Through  the  sides  ot  the  clasp  passes  a  screw  rod,  by  turning  which,  tlia 
oiasp  u«  made  to  move  the  clevis  one  side  or  the  other,  and  thus  give  to  the  plough  **  more  or 
less  land  "  as  may  be  required. 

Claim. — ^The  employment  or  use,  in  combination  with  the  clevis  B,  of  the  clasp  E,  and 
■erew  rod  F ;  the  wnole  being  applied  tp  beam  A  of  the  plough,  substantially  as  and  for  tha 
purpose  set  forth. 

No.  33,067. — George  W.  Blake,  of  New  York,  N.  Y,— Improved  Lott-Water  Detects 
for  Steam  BoHere. — Patent  dated  August  20,  1861.— This  invention  consists  in  a  norvi 
anangement  of  steam  and  water  regulation  pipes  in  connexion  with  each  other  and  with  a 
tube,  the  expansion  of  which  causes  the  valve  of  the  steam  whistle  to  open,  the  tube  bem^ 
filled  with  water  when  the  water  in  the  boiler  is  up  to  the  desired  level,  and  with  steam  mhem 
the  water  is  below  that  level.  By  means  of  two  levers  connected  (ogother  by  a  link,  a  multi- 
plied movement  is  obtained,  so  that  the  valve  is  depres^^ed  and  o|iened  by  a  very  slight  ax- 
panaion  of  the  expanding  tube,  and  the  steam  is  allowed  to  rush  through  the  whistla. 
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C/atm.— FiTstf  the  combination  of  tbe  steam  pipe  V,  Tahre-box  G,  tbe  openin)^  d,  and 
passage  e,  witb  tbe  sipbon  tubes  B  N  and  I,  substantially  as  and  for  tbe  propose  described. 

Second,  tbe  arrangement  of  tbe  two  levers  M  K,  and  tbeir  connexion  g^  in  combination 
with  tbe  expanding  tabe,  valye-box,  and  yalve-stem,  and  with  a  fixed  support  F,  substau- 
tiaUy  as  and  for  the  purpose  specified. 

No.  33,068.— Thouas  Botd,  of  Boston,  'MsaB,^Impromment  in  Ventilating  Tents.-- 
Patent  dated  Aiigust  20,  1861. — ^This  iuvention  consists  in  attaching  to  tbe  centie  pole  of  tbe 
trat,  in  such  a  manner  as  to  permit  of  its  being  raised  or  lowered  at  pleasure,  a  cup  or  cover- 
ing of  a  conical  or  any  other  desirable  shape,  which  is  made  to  cover  an  annular  open  space 
in  the  top  of  the  tent  around  the  pole,  so  as  to  exclude  rain  and  permit  free  ventilation. 

Claim, — A  cap  or  covering  so  arranged  as  to  be  susceptible  of  motion  in  a  vertical  or  up- 
and-down  direction,  and  so  operating  that  the  tent  can  be  Tentilated  in  both  stormy  and 
pleasant  weath^,  substantially  as  set  forth. 

No.  33,069. — John  EL  Brown,  off  England,  G.  B. — Improvements  in  the  Preparations  of 
Gunpowder  for  Loading  Ordnance  and  Fire-arms, — Patent  dated  August  20,  1861. — Patent^ 
in  England  October  15,  1859. — The  object  of  this  invention  is  to  prepare  gunpowder  in  com- 
pressed cakes  or  charges  to  fit  tbe  various  bores  of  cannon  or  nre-arms,  so  that  the  whola 
charge  may  be  deposited  in  the  piece  without  confining  it  in  pa^r  or  other  extraneous 
material. 

Claim. — A  cbarse  for  loading  ordnance  and  fire-arms,  as  made  by  combining  and  prc^ini^ 
grains  of  gfunpowder  with  an  adhesive  solution  into  a  solid  form,  substantially  in  maimer  as 
set  forth. 

No.  33,070.— William  S.  Carr,  ef  New  York,  N.  Y.— -Improved  Water-Closet.— Tatani 
4«ted  August  20,  1861. — ^Tbis  invention  consists  in  tbe  use  of  a  movable  dam  formed  of  a 
■beet  of  elastic  material,  and  connected  witb  the  basin  in  such  a  manner  that  when  turned 
down,  the  contents  o  1  the  basin  will  be  carrriod  to  tbe  soil  pipe,  and  when  turned  up,  the  water 
will  remain  in  tbe  basin  and  stand  at  a  level  higher  than  the  opening  and  efifectually  exclude 
any  odor.  To  the  bottom  of  tbe  stand  is  pivoted  a  foot  lever,  which,  upon  pressure  of  the 
foot, 'causes  the  contents  of  tbe  basin  to  run  off  and  the  water  to  be  admitted. 

Claim. — First,  tbe  receiver  6,  fitted  witb  the  cover  g,  and  sustained  upon  legs  a  a,  for  the 
purposes  and  as  set  forth. 

.  Second,  the  combination  of  the  basin  e  and  a  dam  A,  fitted  in  such  a  manner  as  to  be  turned 
«p  to  retain  water  in  the  basin  for  tbe  purposes  specified. 

Third,  tbe  manner  specified  of  forming  the  dam  A  of  a  sheet  of  elastic  material  clamped 
between  the  basin  e  and  the  receiver  6,  as  specified. 

Fourth,  the  arrangement  of  the  shaft  t  and  elevator  k,  in  combination  with  the  dam  A,  in 
tbe  manner  specifiecL 

Fiilb,  tbe  toot  lever  m,  applied  substantially  as  specified,  to  empty  the  contents  of  tbe  basin 
e,  and  cause  the  flow  of  water  for  washing  the  basin,  as  set  forth. 

Sixth,  the  levers  /  and  m,  arranged  in  the  manner  specified,  in  combination  with  the  crank 
h  «nd  valve  «,  for  the  purposes  set  forth. 

No.  33,071.— William  G.  Creamer,  of  Brooklyn,  N.  Y.—Improved  Ventilator  for  RaU- 
road  Cars. — ^Patent  dated  August  20,  1861. — In  the  side  of  the  car,  over  the  windows  and 
near  tbe  roof,  is  provided  an  opening  in  which  is  pivoted  a  vertical  deflector,  which  operates, 
by  the  motion  of  the  car,  to  cause  an  outward  draught  from  ^be  inside  of  tbe  car  in  whichever 
direction  the  cars  may  move. 

Claim. — ^The  construction  of  a  tuntiel-sbaped  ope^iing  within  tbe  walls  of  the  car  substan- 
tially as  described,  and  the  connexion  therewith  of  a  self-acting  blind  or  deflector,  operating 
lobstantially  as  described,  and  for  tbe  purpose  mentioned. 

No.  33,072. — ^H.  N.  Dalton,  of  Jacksonville,  Cal. — Improvement  in  Seeding  Machines.^* 
Patent  dated  August  20, 1861. — ^The  hounds  of  the  draught-pole  are  pivoted  to  tbe  sides  of  tbe 
main  frame.  The  front  transverse  bar  of  tbe  bounds  is  connected  to  the  front  end  of  the  frame 
by  a  vertical  adjusting  screw  which  passes  through  a  rocking  nut,  and  is  fastened  at  its  lower 
end  to  the  back  edge  of  a  bearing  plate  bolted  to  the  bottom  of  a  cross-bar  of  tbe  bounds,  so 
that  by  means  of  the  screw  the  rear  end  of  tbe  frame  may  be  depressed,  and  tbe  ploughs 
adjusted  to  any  depth  or  raised  entirely  firom  tbe  ground. 

Claim. — ^The  hounds  J  J  pivoted  at  1 1  to  fitime  A,  and  mounted  on  the  caster  wheel  N,  bn 
combination  with  tbe  bearing  plate  k,  adjusting  screw  K,  and  rocking  nut  j,  all  arranged  in 
tbe  manner  and  operating  as  described. 

No.  33,073. — Charles  H.  DascX)MB,  of  Cleveland,  O. — Improved  Cane  and  Seat  Com* 
bined, — Patent  dated  August  20,  1861. — ^Tbis  cane  is  formed  of  two  sections,  each  section 
being  divided  longitudinally  and  connected  t<]^ther  by  pins,  which  form  tbe  joints.  The 
canvas  seat  is  attached  to  the  ends  of  the  four  pieces  of  the  cane-stock,  and  when  these  pieces 
are  in  the  fonn  of  a  cane,  the  canvas  is  folded  up  and  a  sleeve  is  passed  over  the  lower  endi 
aud4>¥erlaps  the  ends  of  the  upper  and  lower  sections. 
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Ctaim, — The  jointed  sections  A  and  E,  the  seat  D,  and  sleere  C,  wlien  ananged  and  q»- 
rating  in  the  manner  and  for  the  porpoaea  aet  forth. 

Ko.  33,074.— Albert  R.  Davis,  of  Syracnae,  N.  Y. — Improvement  in  Spoke  MacJUnee, — 
Patent  dated  Aa|(UBt  20,  1861. — This  invention  consists  in  the  use  of  a  series  of  carnages 
placed  in  an  inclined  bed,  in  connexion  with  rotary  cntters  which  plane  off  the  edges  and 
sides  of  the  spokes,  and  pressure  rollers  for  keeping  the  stuff  down  in  proper  position  on  the 
carriages,  and  against  the  bearing  strips  or  goioes.  As  each  carriage  reaches  the  top  of  the 
£:ame,  it  drops  down  upon  the  lower  guides,  and  descends  by  its  own  gravity  to  the  bottom 
•f  the  bed  or  frame,  and,  forcing  outward  a  horizontal  slide,  passes  upward  on  the  upper 
guides. 

C/atm.— The  series  of  carriages  B,  placed  in  an  inclined  bed  or  frame  A,  in  connexion 
with  the  vertical  and  lateral  pressure  rollers  F  Q  J,  vertical  slides  E,  weights  O,  horizontal 
bars  H,  rods  X,  vertical  slides  M,  weights  N,  and  rotary  cutters  S,  arranged  for  joint  opontion 
as  and  for  the  purpose  set  forth. 

Also,  the  slides  H',  when  arranged  and  used  in  connexion  with  the  parts  above  enumerated, 
as  and  for  the  purpose  specified. 

No.  33,075.— Elliott  Dickerman,  of  Middlefield,  Conn.—'Improved  ciotkeB'Drjfer,— 
Patent  dated  August  20^  1861. — Within  a  groove  on  one  side  of  the  supporting  post  is  placed 
a  piece  of  metal,  having  a  projection  upon  which  the  lower  sliding-hub  rests,  and  an  eye  ai 
the  other  end,  to  which  is  attached  a  cord  that  passes  alonff  the  groove  to  a  reel,  by  means  of 
which)  the  arm  of  the  frame  may  be  raised  or  lowered,  as  desired.  The  post  is  supported  bv 
means  of  a  series  of  arms  and  braces  attached  to  hubs,  so  as  to  admit  of  being  readily  folded. 

Claim, — First,  the  hook  F,  sliding  in  the  groove  e,  and  arranged  to  support  the  hub  D 
apon  its  projection/,  as  herein  set  forth. 

Second,  the  combination  of  the  cylindrical-grooved  post  C,  hub  D,  and  reel  H,  as  and  for 
the  purposes  specified. 

Tnira,  providing  a  clothes-dryer  with  folding  legs  1 1,  arranged  to  be  extended  by  deprss- 
sion,  and  closed  by  the  elevation  of  the  hub  t,  as  set  forth. 

No.  33,076.— N.  J.  Elored,  of  Elkhom,  Vr\%,—ImprofDement  in  Eaves  Thm^As.— Pitent 
dated  August  20,  1861. — This  invention  consists  in  bracing  the  trough  by  means  of  cross- 
bars, which  are  bent  up  at  their  centres  and  attached  at  the  bent  portion,  to  a  bar  or  straf 
secured  to  the  loof  of  the  building. 

C/otm.— First,  the  employment  of  the  cross-bar  C,  constructed  as  represented,  and  seemed 
to  the  tiough,  substantially  as  specified. 

Second,  the  combination  of  said  cross-bar  C,  as  constructed,  with  the  bar  D,  bolt  a',  nut «, 
the  several  parts  being  arranged  as  and  for  the  purposes  specified. 

No.  33,077.— Harrison  Eluott,  of  Boston,  UaBB.—ImpToved  Flanged-hlade  PropelUr.— 
Patent  dated  August  20,  1861. — ^This  invention  consists  in  the  adaptation  to  the  propeUer 
blade  of  a  ilange  which  projects  perpendicularly  from  the  outer  edge  of  the  blade,  and  is  con- 
centric with  the  axis  of  the  propeller,  the  object  being  to  prevent  Uie  loss  of  power  resulting 
from  the  centrifugal  action  imparted  to  the  water  by  the  propeller. 

C^atm.— The  flanged-blade  propeller  herein  descnbed,  the  form  of  the  flanges  being  deter* 
mined  by  a  plane  perpendicular  to  the  axis  of  the  propeller  and  passing  through  the  rear 
comers  of  the  blades,  and  a  plane  parallel  to  the  axis  of  the  propeller  and  passing  through 
the  advance  comer  of  the  blades,  substantially  as  set  forth. 

No.  33,078. — GusTAVUS  Finken,  of  Brooklyn,  N.  Y.— Improvement  in  Apparatus  for 
Manufacturing  Cube  Sugar, — Patent  dated  August  20,  1861. — This  invention  consists  in  the 
employment  of  a  series  of  rising  and  falling  pistons,  operating  in  suitable  cavities  or  moulds 
in  a  rotary  disc  and  actuated  by  a  stationary  cam,  in  such  a  manner  that  the  sugar  intro- 
duced into  the  moulds  is  compressed  at  a  certain  point  during  the  circuit  of  the  disc,  and 
lumps  thus  formed  are  forced  out  and  deposited  on  a  stationary  platform. 

Claim, — The  combination,  in  the  manner  and  for  the  purpose  shown  and  described,  of  tba 
xotary-wheeled  spring  piston  b,  with  the  disc  A  and  cam  F. 

No.  33.079.— T.  N.  Fisher  and  J.  H.  Znm,  of  Newport,  TtL^Imnrovement  in  Stoves.— 
Patent  dated  August  20,  1861. — ^This  stove  is  designed  more  particularlv  for  army  use,  and 
the  invention  consists  in  a  method  of  constmctiou  which  admits  of  its  being  readily  set  up 
or  folded  together  and  packed  tor  facility  of  transportation. 

CVaim.— First,  a  stove  in  which  the  end  and  side  plates  are  hinged  to  the  bottom  plate,  so 
that  the  said  plates  may  be  folded  for  convenience  in  transportation. 

Second,  a  stove  in  which  the  end  and  side  plates  are  held  together  and  fastened  by  means 
of  a  joint  and  lock,  substantially  like  those  described. 

Thkd,  the  keys  e  e,  when  formed  and  applied  and  operating  in  a  three-fold  capacity,  as  set 
forth. 

Fourth,  a  stove  in  which  the  top  plate  is  wholly  substituted  by  the  cooking  utensils,  which 
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nt^iailfl  are  so  proportioned  in  respect  of  width  and  depth  that  one  may  contain  the  other  or 
others  and  olhfer  aajuncts  of  the  stove. 
Fifth,  a  stove  in  which  the  gas-pipe  is  affixed  to  the  gas  exit,  in  the  manner  specified. 

No.  33,080.— Nelson  Oabel,  of  Gratis,  O, -^Improvement  in  CAiintt.— Patent  dated 
August  20, 1861. — ^Tliis  invention  consists  in  giving  the  dashers  a  reverse  reciprocating  motion 
hj  means  of  racks  attached  to  slides,  in  connexion  with  a  fixed  pinion. 

Claim. — ^The  employment  and  arrangement  of  fixed  pmion  a,  reciprocating  racks  (  6,  and 
slides  h  A,  substantially  as  and  for  the  puipose  set  forth. 

No.  33,081. — Edwin  A.  Hall,  of  Jacksonville,  Ind. — Improvement  in  Washing  Machines. — 
Patent  dated  August  20,  1861. — Within  an  annular  trough-like  box  provided  on  its  inner 
aide  with  ribs  are  arranged  two  rubbers,  consisting  of  a  series  of  fingers  attached  rectangu- 
larly to  a  T-shaped  stock,  so  that  the  fingers  of  one  rubber  intermesh  with  those  of  the  other, 
by  means  of  which  the  clothes  are  alternately  compressed  in  two  difierent  directions. 

Claim, — ^The  arranc^ement  of  angular  box  A,  ribs  C,  and  alternate  open  rubbers  G  G'*  the 
whole  beine  combined  and  operating  together,  as  set  forth. 

No.  33,082.— Peter  J.  Hardy,  of  New  York,  N.  Y, —Improved  Camp  CAair.— Patent  dated 
August  20,  1861. — This  invention  will  be  understood  by  reference  to  the  claim  and  engiaving. 

Claim. — First,  the  combination  of  the  curved  notched  link  d  hinged  to  the  seat,  with  the 
carved  arm  s  hinged  to  the  back,  in  the  manner  and  for  the  purposes  specified. 

Second,  the  legs/,  with  the  cross-piece  ^,  in  combination  witu  the  legs  A  and  cross  piece  i, 
in  the  manner  specified,  whereby  the  seat  is  sustained  by  the  pieces  g  and  i  coming  in  contact 
when  the  legs  are  in  an  X  form,  as  set  forth. 

Third,  the  supporting  frame  Ae,  attached  by  the  cross-rod  of  the  joint  7,  and  fitted  to  fold 
between  the  legs  A  and  oeneath  the  seat  when  the  chaur  is  folded  as  specified. 

No.  33,083.— John  K.  Harris,  of  Allensville,  Ind,— Improved  Press  for  Pressing  Hay^ 
Cotton,  ice — Patent  dated  August  20,  1861. — Tbis  invention  relates  to  an  improvement  upon 
a  press  patented  to  S.  I^witt,  December  30,  1843,  and  it  consists  in  the  employment  of  two 
screws  with  which  the  beater  in  Hewitt's  press  is  so  arranged  as  to  perform  the  double  function 
of  rf  beater  and  foliower. 

Claim.— The  follower  and  "beater"  O,  in  connexion  with  the  screws  H  H  and  hoisting 
rope  M,  or  analogous  devices,  so  arranged  and  applied  as  to  admit  of  the  follower  ana 
''beater"  performmg  the  filling  or  packing,  and  also  the  compressing  operation,  substantially 
•8  set  fortb. 

•Also,  the  means,  substantially  as  shown  and  described,  for  operating  or  opening  and 
dosing  automatically  the  feed  door  F,  to  wit:  tbe  cord  j,  connected  to  the  lever  £>,  which  is 
attached  to  the  rod/ in  the  door,  the  curved  arms  A  t  and  hooks  c  e,  and  the  cord  j  passing 
over  suitable  pulleys  J'  j'\  and  connected  at  its  ends  to  levers  k  G,  which  are  actuated 
respectively  by  tbe  follower  and  beater  O  and  pin  v  of  wheel  J. 

Al^o,  tbe  pulley  K,  wheels  J  fi  n,  and  endless  chain  I,  in  combination  with  the  slide  L, 
catch  ^  stop  U,  and  projection  bx  for  operatmg  the  screw  shafts  H  H  and  rope  M,  sub- 
stantially as  descnbed. 

Further,  the  guide-bars  s  s  attached  to  the  inner  sides  of  the  uprights  B  B,  and  fitted  in 
notches  or  recesses  in  the  inner  sides  of  the  nuts  S  8,  to  serve  as  guides  for  the  latter,  and 
also  as  guides  to  the  bars  Q  Q  of  the  follower,  the  ears  r  r  of  wliicn  are  at  each  side  of  the 
hexBs  s. 

No.  33,084.— Henry  Hassenpflug,  of  Huntington,  Fa.— Improvement  in  Lamps.— 
Patent  dated  August  20,  1861. — On  the  inner  surface  of  the  cylindrically-formed  reservoir  of 
the  lamp,  is  formed  a  female  screw,  which  operates  in  connexion  with  a  male  screw  formed 
on  the  wick-tube  carrier,  to  force  lard  or  other  concrete  fatty  matter  from  the  fountain  into 
the  wick-tube  chamber.  When  whale  oil  is  to  be  used  in  the  lamp,  the  lower  end  of  tba 
wick-tube  chamber  is  extended,  and  provided  with  a  screw-cap,  which  forms  a  bottom  for  tbe 
chamber. 

Claim. — ^A  lamp,  having  tho  reservoir  A,  tbe  wick-tube  carrier  D,  and  the  wick-tube  E, 
wick-tube  chamber  d,  and  the  female  screw-cap  I,  constructed  and  arrainged  in  relation  to  each 
ether  so  as  to  operate  as  specified. 

No.  33,085.— C.  HODGKINS,  of  Marlboro',  N.  H.— Improvement  in  Sewing  Machines.— 
Patent  dated  August  20, 1861. — Around  a  flangped  circular  block,  which  is  secured  to  the 
stand,  is  fitted,  so  as  to  rotate,  a  feed  ring,  to  the  interior  of  which  are  fitted  two  nearly  semi- 
circular arcs,  connected  tof^ther  by  a  pin  joint  on  one  side  oi  tbe  ring,  and  on  tho  opposite 
side  one  of  the  arcs  has  pivoted  to  it  a  small  curved  lever,  on  which  is  a  cam  which  works 
against  the  face  of  the  corresponding  end  of  the  arc  The  lever  is  made  to  ixxxu  the  ring  lor 
feeding  the  doth  bv  means  of  a  cam  on  the  looper  shaft. 

Claim. — First,  the  c4>mbinatiou  of  the  jointed  arcs  K  L,  fitted  between  the  feed  ring  J  and 
its  supporting  block  M,  the  lover  N  and  its  cam  /,  and  the  screw  i,  the  whole  arranged  sub- 
stantially as  described,  in  relation  to  each  other  and  to  the  cam  O  on  the  feed  shaft  G,  and 
operating  as  set  forth. 
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Second,  so  ananglng  and  applvlnfi^  tbo  rotary  looper,  in  combination  with  an  ere-pointed 
needle  for  making  tbc  chain-stitch,  that  the  point  of  the  ioopcr  enters  the  loop  of  the  needle- 
fhread  while  below  the  axis  of  rotation  of  the  Ioopcr,  substantially  as  descril)ed,  or,  in  other 
words,  while  on  the  opposite  side  of  said  axis  to  that  on  which  the  cloth  is  situated. 

No.  33,080.— OUSTAVE  A.  Huwald,  of  Knoxville,  Texm.~-TmproTement  in  Apparatus  for 
D^ecfting  Sugar-Cane  Juices  with  Sulphurous  Acid  Gas. — ^Patent  dated  Aug^t  20,  1861. — 
This  apparatus  is  composed  of  a  juice-column,  made  in  sections  separated  by  horizontal 

rrforated  partitions,  the  perforations  having  small  tubes  passing  through  and  extending  a 
t.e  below  them,  to  peimit  the  juice  to  drop  down  in  small  streams.  Extending  through 
the  length  of  the  juico-coluom  is  a  vertical  central  pipe,  which  connects  at  the  top  with  ft 
•ulphur-fume  suppiy-pipe  leading  from  a  sulphur-bunun^  retort  or  pan.  The  central  pipe  it 
reticulated  to  allow  the  fumes  of  sulphur  to  pass  into  the  juice-coltunn.  In  the  upper  honzontal 
part  of  the  sulphur-fume  pipe  is  a  horizontal  shaft,  provided  with  a  spiral  flancn,  for  forcing 
Ihe  fumes  of  sulphur  into  the  veitical  pipe,  and  thence  into  the  juice-column. 

Claim, — First,  in  the  treatment  of  sugar  iuices  with  sulphurous  fumes,  the  introductionof 
the  g^es  to  the  sugar  juices  through  a  sulpnur-fume  pipe  F  and  a  perforated  vertical  pipe  £, 
which  is  enclosed  by  a  vertical  juice-colmnn  A,  substantially  in  the  manner  and  for  the 
purpoi^es  set  forth. 

Second,  the  combination  with  the  fuice-column  A  and  reticulated  eulphur-fVime  pipe  E  of  a 
•uction  and  lorcing  device  and  sulpnur-bunung  retort  or  pan  6,  substantially  as  and  for  iht 
purposes  set  .'orth. 

Tnird,  in  apparatus  for  treating  suffar  Juices  with  sulphurous  fumes,  making  column  A  hi 
•ections  a  al  (/2  a3,  wi<h  partitions  6  6  6  6,  which  are  perforated  or  have  tubes  e  e  c  extending 
down  through  them  and  beiow  th^ir  surface,  in  combmation  with  perforations  in  the  pipe  £, 
which  are  ocated  some  distance  above  the  surface  of  the  partition,  substantially  as  luxd  for 
the  puiposes  set  forth.  . 

No.  33,087.— £.  L.  Jokes  and  M.  E.  Carter,  of  St  Louie,  Ho.— /fn^ocemenf  in  Dovt- 
tailing  Machines. — Patent  dated  August  20,  1861. — The  novelty  o(  this  invention  consists 
in  the  arrangement  of  the  devices  for  performing  the  various  operations  of  mitring,  mortising, 
mad  tenon-cutting;  the  separate  devices  being  oisclaimed. 

Claim, — ^The  combined  arrangement  of  the  mitring,  mortising,  and  tenon-cuttiiig  devices 
in  the  machine,  substantially  in  the  manner  and  for  the  purpose  spedfied. 

No.  33,088. — Sylvanus  D.  Jones,  of  North  Dighton,  Mass.— /m/yrareJ  Washing 
Machine. — ^Patent  dated  August  20, 1861. — Within  a  cylindri(^  vessel  is  arranged  a  dasher, 
attached  to  a  vertical  shaft,  which  latter  also  carries  a  circular  disc  bloced  over  the  vessel. 
At  the  side  of  the  vessel  is  a  shaft,  upon  which  is  arranged  a  disc  and  an  arm,  which  serves 
OS  a  cam,  and  operates  with  the  disc  to  raise  and  turn  the  circular  honzontal  disc  with  the 
•haft  and  dasher  through  an  arc  of  a  circle,  and  afterwards  permit  them  to  drop  down  again, 
whereby  two  different  actions  are  fi^iven  to  the  dasher.  The  vertical  disc  is  mode  adjustable 
to  or  firom  the  arm  or  cam,  when  &sirable. 

Claim.— A  waithing  machme,  having  its  reservoir  A,  its  dasher  F,  its  shafi  D,  its 
disc  £,  its  cranked  arm  m.  constructed  and  arranged  in  relation  to  each  other  and  so  as  to 
operate  as  speciiied. 

Also,  the  employment  of  the  adjustable  disc  I  in  combination  with  the  vessel  A,  the  daaher 
F,  the  shaft  D,  the  disc  £,  and  so  as  to  operate  in  the  manner  set  forth. 

No.  33,089.— Wm.  F.  Kbtchubi,  of  Buffalo,  N.  Y.—fmproted  Hand  (rrenckfo.- Patent 
dated  August  20,  1861. — ^The  grenade,  which  is  of  an  elongated  form  and  expanding  at  ths 
centre,  is  cast  with  on  opening  at  each  end,  into  one  of  which  is  fitted  a  tube  of  some  soli 
metid  provided  with  a  flange  at  the  outer  end,  and  at  the  inner  end  with  a  nipple  for  hoiding 
a  percussion  cap.  The  charge  is  then  placed  in  the  shell,  and  when  the  ^une  is  to  be  used,  a 
stick  provided  with  four  wmgs  of  pasteboard  to  act  as  a  guide,  is  inserted  in  the  other  end* 
Fitted  within  the  tube  is  a  plunger  which  is  made  to  explode  the  ci^  on  the  inside  at  the 
moment  the  outer  end  of  the  tube  strikes  any  resisting  object. 

Claim. — ^The  combination  of  the  tubing  and  concealed  cap  therein,  with  the  odiustabl* 
plunger  and  adjustable  winged  l^do,  arranged  for  a  hand-grenade,  substantially  and  for  the 
purposes  descnbed. 

No.  33,090.— MaRC?us  Lane,  of  Washington,  D.  C— Improvement  in  Treating  Metals. — 
Patent  dated  August  20,  1861. — ^This  invention  consists  in  arranging  the  gutter  or  induction 
pipe  that  leads  from  the  furnace,  tangentially  to  the  semi-spherically  IbrmM  chamber,  bo  that 
ttie  metsd  shall  have  a  circular  motion  imparted  to  it  at  the  moment  it  enters  the  chamber. 
The  invention  also  consists  in  supplying  carbon  with  the  air  at  a  point  below  the  surface  <^ 
the  molten  mass  of  metal,  by  means  of  blast-pipes  set  tangentially,  and  valved  chambers  or 
vessels,  said  vessels  containing  and  supplying  the  carbon,  and  the  said  pipes  conducting  it 
into  the  molten  metal,  and  the  blast  of  air  through  the  nivt.    ''flaS^g  it  throughout  the  same. 

Claim. — First,  imparting  a  partially  circular  mof  '  metal  by  means  of  the 
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seBu-spberical  fonn  of  the  chamber  6,  and  Ae  tangonUally-arranged  pipe  or  gutter  C,  nib- 
itantiallj  as  and  for  the  pnrposes  set  forth. 

Second,  continuing^  the  circular  motion  in  the  metal  by  combining  the  semi-snherical  form 
of  the  chamber  B,  tangentiallj-Bet  gutter  C,  and  tangential  blow-pipes  E  E,  substantiallj  in 
the  manner  described. 

Third,  supplying  carbon  with  the  wr  at  a  point  below  the  surfece  of  the  metal,  to  a  drcu- 
lating  mass  of  metal,  by  means  substantially  sach  as  described,  for  the  purpose  set  forth. 

No.  33,091,— D.  Clinton  Lawrence,  of  Cedar  Falls,  Iowa.--Coni6ified  Penholder  and 
Letter- Weighing  Apparatus, — Patent  dated  Augost  20,  1861. — ^This  invention  cxmsists  in 
combining  with  a  penholder  case,  or  other  instrument  for  writing  a  letter,  a  coiled  spring  and 
rod  secured  within  the  upper  end  of  the  case,  and  so  arranged  and  applied  as  to  indicate  the 
weight  of  a  letter,  in  relation  to  the  rate  of  postage. 

Claim. — ^A  combined  writing  instrument  and  weighing  apparatus,  constructed  and  operating 
Bobstantially  as  described. 

No.  33,092. — ^Henry  Lowe,  of  Baltimore,  Md. — Improvement  in  the  Mauufaeture  of 
Paper, — Patent  dated  August  20, 1861. — This  inyention  consists  in  reducing  the  fibrous  mat- 
ter of  many  different  paper-making  materials  having  a  very  short  fibre,  to  a  much  greater 
subdivision  than  has  usually  been  considered  proper  or  useful  for  the  manufacture  of  paper. 

Claim, — ^The  described  paper  stock  or  pulp,  having  a  short  fibre,  as  a  new  article  of  mann- 
&cture,  the  same  being  made  from  killed  or  spoiled  stock,  or  from  vegetable  substances  having 
naturally  a  very  short  fibre,  substantially  as  set  forth. 

No.  33,093.— Perry  Marcy,  of  Tunkhannock,  Ts^-^Improvement  in  Potato-Digger s,— 
Patent  dated  August  20,  1861. — ^At  one  side  of  the  fi^&me  is  attached  a  lever,  to  the  under  sidt 
of  which  is  secuied  a  spring.  The  end  of  this  spring  is  connected  to  the  outer  end  of  an  arm 
of  the  rod  which,  with  its  arms  or  teeth,  forms  the  screen*  By  raising  this  lever  the  spring  if 
tightened  with  reference  to  the  screen. 

Claim. — ^The  arrangement  of  the  lever  «,  spring  t,  and  connecting  rod  /,  wHh  the  screen, 
operating  as  set  forth,  the  several  f>arts  being  used  as  and  for  the  purpose  specified. 

No.  33,094.— Charles  McBurney,  of  Roxbuiy,  Mass.— /»n/iroteinc«<  in  Utilizing  WasU 
Vulcanized  Rubber. — ^Patent  dated  Au^t  20,,  1861. — ^The  object  of  this  invention  is  to  restore 
to  the  waste  rubber  those  properties  ot  which  it  was  divested  by  the  process  of  vulcanization, 
to  which  it  has  aheady  been  subjected,  by  adding  to  the  waste  rubber,  after  it  has  been  suil» 
ablv  comminuted,  a  portion  of  oil,  such  as  pine  or  rosin  oil,  castor  oil,  &c,  which  restores  to 
it  those  properties  and  that  capacity  of  being  again  vulcanized  which  it  possessed  in  a  crude 
state. 

Claim, — ^The  nse  of  the  oils  mentioned^  in  combination  with  waste  vulcanized  India-rtbber 
and  crude  g^um  or  rubber,  as  set  forth,  for  the  purpose  specified. 

No.  33,095.— Benjamin  F.  Moore,  of  Detroit,  Mich,— Improvement  in  Hydrants.— TAient 
dated  August  20,  1861. — Upon  a  metal  pipe  is  bolted  a  cap  or  cover  with  a  valve-seat  attached 
thereto.  Upon  this  cap  is  a  bracket  in  the  form  of  a  tripod,  in  the  upper  end  of  which  it 
placed  a  nut,  through  which  a  screw  on  the  lower  end  of  the  valve-rod  passes.  The  valve-rod 
18  connected  to  the  valve-stem  by  means  of  a  thimble  made  in  two  halves,  and  held  in  position 
for  use  by  a  metal  band.  .When  necessary  to  take  the  apparatus  apart,  the  band  is  slipped  up 
firom  the  thimble,  and  being  in  two  parts  is  easily  removed  and  the  cap  taken  off. 

Claim, — ^The  combination  of  the  cap  B,  with  valve-seat  attached,  bracket  /,  nut  g,  thimble 
A,  and  band  t,  for  the  purposes  set  forth. 

No.  33,096.— Charles  O'Bryan  and  Henry  Ereps,  of  Minerva,  Ohio.— hnprovtment 
in  Ploughs. — Patent  dated  August  20,  1861. — ^The  beam  of  the  plough  is  made  of  wrought 
iron,  and  has  at  its  inner  end  a  bow  or  yoke,  one  end  of  which  is  longer  than  the  other. 
Pivoted  to  the  ends  of  the  arms  of  the  yoke  are  two  handles,  which  are  connected  below  the 

Joke  with  braces  or  bars  attached  at  their  forward  ends  to  the  beam.    By  means  of  holes  and 
olts,  the  rear  ends  of  these  bars  may  be  adjusted  upon  the  handles,  so  as  to  cause  the  sharei 
to  penetrate  more  or  less  deeply  into  the  ground. 

Claim. — The  combination  ot  the  beam  A,  provided  with  the  yoke  B,  and  the  handles  C  C, 
with  shares  D  attached,  ahd  the  braces  E  E,  arranged  as  and  for  the  purpose  set  forth. 

No.  33,097.— A.  M.  Olds,  of  Glenmont,  Wis. — Improved  Bag  Holder,— Pikteni  dated 
August  20,  1861. — ^Tlds  invention  consists  of  a  device  for  holding  b^gs  in  a  proper  position 
with  their  mouths  distended,  for  the  purpose  of  being  readily  fill^. 

Claim. — ^The  flide  C,  placed  on  the  hollow  post  A,  and  provided  with  the  slidin?  pie|Cef 
E  E,  and  stationary  board  e,  rotary  spurs  /  and  g^  and  pawl  J ;  the  side  pieces  E  £  having 
arms  D  D  attached,  and  a  weight  I,  and  connected  to  a  slide  G  by  a  cord  J*",  all  arranged  to 
operate  as  and  for  the  pm-poso  set  forth. 
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Vo,  33,098.— Nathakiel  Parks,  of  Rome,  N.  Y. — hnprovtd  Mahods  of  CommunictttiMg 
hv  means  of  Electric  Telegraph,— T&tent  dated  Angust  20,  1861.— Tbe  inventor  says:  **My 
plan  has  for  its  object  the  overcoming  of  some,  if  not  all,  the  causes  that  prevent  the  obtaining 
of  an  effective  working  current  at  the  extremity  of  an  extended  submarine  or  subterranean 
conductor,  especially  u  at  any  point  of  that  conductor  defective  or  imperfect  insulation  ex- 
ists." Reference  must  bo  had  to  the  specification  and  drawings  for  a  description  of  ih% 
invention. 

Claim.— -The  system  of  operating  non-insnlated  or  imperfectly  insulated  cable  or  metallic 
conductors,  by  such  arrangement  or  modification  of  the  receiving  instrument  as  will  provide 
for  tho  results  indicated  in  the  preceding  specification. 

No.  33,099.— Robert  P.  Parrott,  of  Cold  Spring,  N.  Y. — hn^ovemeni  in  ProjeetiUs 
for  Rifled  Ordnance, — Patent  dated  August  20,  IbiBl. — ^This  invention  consists  in  fitting  the 
rear  portion  of  an  elongated  projectile  for  rifled  ordnance  with  a  packing  ring  of  brass  or  other 
•oft  metal,  to  be  upset  and  expand^  laterally,  and  so  driven  into  the  grooves  of  the  gun  by 
the  force  of  the  explosion  of  the  charge. 

C/atm.-^The  fsoft  metal  rin^  B,  cast  in  a  groove  O,  in  the  body  of  the  projectile,  and  upon 
a  taper  portion  d,  extending  trom  the  said  groove  to  the  base,  and  upon  ril>8  or  feathers  / /, 
or  their  equivalents,  formed  upon  the  body,  and  having  its  rear  edge  t  exposed  flush  or  tbere> 
abouts  with  the  base  of  the  body,  all  substantially  as  described. 

No.  33,100.— Robert  P.  Parrott,  of  Cold  Spring,  N.  Y.— Improvement  in  Projectiles 
for  R\fted  Or</nance. -^Patent  dated  August  20,  loSJ. — This  invention  is  designed  as  an  im- 
provement upon  the  projectile  patented  to  J.  B.  Read,  October  28,  1856,  and  it  consists  in 
making  the  wrought-uon  cup.  which  is  attached  to  the  rear  of  the  projectile,  of  greater  thick- 
ness, and,  to  insure  its  proper  entrance  into  the  grooves,  the  said  cup  is  swagea  or  otherwise 
formed  before  the  insertion  of  the  projectde  in  the  g^n,  so  that  in  loading  it,  it  will  enter  into 
the  grooves  in  such  a  manner  as  not  to  interfere  with  the  free  loading  of  the  cpn,  and  be 
caused  to  fit  the  grooves  and  lands  by  the  force  of  the  explosion  of  the  powder,  withont  danger 
of  its  being  broken. 

Claim.— The  formation  of  such  wrought-iron  cup  before  the  insertion  of  the  projectile  into 
the  gun,  with  projections  a  a  to  enter  into  the  rifle  grooves,  substantially  as  described. 

No.  33,101.— Robert  Paton,  of  New  York,  N.  Y.—hnproved  School  S«ie.— Patent  dated 
August  20,  1861. — This  invention  relates  to  an  improvement  in  folding  seats,  and  it  consists 
in  so  constructing  the  same  as  to  offer  as  little  obstruction  as  possible  in  the  sweeping  and 
cleansing  of  the  lOom,  with  a  less  amount  of  stock  than  usually  required. 

Claim. — ^A  folding  seat  D,  attached  by  joints  d  to  the  side  frames  A,  wluch  joints  are  at 
tho  back  parts  of  supports  c,  as  shown,  whcieby  the  seat  is  supported  directly  underneath  it 
and  in  front  of  the  joints  d. 

No.  33,102.— William  P.  Patton,  of  Harrisburg.  Te^^Improvement  in  Lamps,— Patent 
dated  August  20,  1861.— The  chimney  support  is  placed  over  tne  air  chamber,  and  when  the 
lamp  is  to  be  lighted  the  jacket  is  raised,  guide-pins  being  made  to  fit  in  slots,  by  means  of 
which  the  jacket  is  retained  in  connexion  with  the  air  chamber,  and  the  wick  is  exposed 
through  apertures  in  the  jacket.  Fitted  upon  the  upper  portion  of  the  oil  chamber  is  a 
*' petticoat''  lined  on  its  inner  side  with  a  gutta-percha  or  leather  gasket,  and  provided  with 
apertures  to  correspond  with  an  aperture  in  the  oil  chamber,  througn  which  oil  is  poured  into 
tho  chamber.    The  aperture  is  closed  by  turning  the  petticoat 

Claim, — First,  the  employment  of  the  adjustable  and  movable  chimney  support  B,  when 
it  is  constructed  and  arranged  in  the  manner  specified. 

Second,  the  combination  of  the  support  B,  as  constructed,  with  the  air  chamber  C,  the  two 
being  arranged  and  used  in  the  manner  set  forth. 

Third,  the  construction  and  application  of  the  petticoat  E,  or  its  equivalent,  substantially 
in  the  manner  and  for  the  purpose  set  forth  and  described. 

No.  33,103.— Joseph  F.  Pond,  of  Cleveland,  0.~-hnprovement  in  Seed-Planters,— Paitnt 
dated  Au^^t  20,  1861. — This  invention  consists  in  the  construction  of  a  dropping  tnbo,  to 
which  adjustable  or  reversible  arms  are  attached ;  also,  a  bent  bar,  with  stationary  and  re- 
versible arms,  upon  which  are  discs  or  wheels  placed  obliquely  to  the  line  of  draught-,  having 
cone-shaped  bearings  for  equalizing  the  side  drauc^ht  and  preventing  friction  on  the  axle,  the 
cone  being  secured  to  the  arm  by  a  pin,  and  may  be  adjusted  by  shitting  it  to  vary  the  width 
of  the  discs. 

Claim, — First,  the  two  serrated  or  plain  discs  W  W,  oblique  to  the  line  of  motion,  upon 
stationary  adjustable  and  reversible  arms  a  a,  attached  dii'ectly  to  tho  diopping  tube  T,  and 
the  stationary  and  adjustable  arms  attached  to  a  piece  P  P,  for  the  purpose  of  covering  grain, 
cultivating  and  hoeing  vegetables  in  different  manners,  as  set  forth. 

Second,  the  application  of  the  cone  bearings  B,  and  cap  d  and  pin  t  in  the  hub  H  and 
disc  W,  when  placed  or  running  obliquely  to  the  line  of  motion,  when  applied  to  seed- 
planters,  cultivating  and  hoeing  machines,  for  the  purpose  of  equalizing  the  side  draught  to 
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obviate  frictioii  and  secure  a  more^eaBj  action  of  the  machine  or  implement,  as  specified,  for 
the  purposes  set  forth. 

No.  33,104. — James  Rahill,  of  Ramsgate,  England. — Improvements  in  Artificial  Hori" 
fnsfor  Quadrants, — Pat*;nt  dated  Augusi:;^0, 18(51. — Patented  in  England  July  3U,  IStiO. — 
This  invention  consists  in  the  employment  of  h  pendulum  connected  to  a  horizontal  bar,  te 
the  end  of  Yfhich  is  attached  two  thin  bar«  standing  at  right  angles  to  the  pendulum,  the  said 
two  bars  or  arms,  when  properly  adjusted  to  the  true  horizontal  plane,  foiining  a  true  and 
leliabie  horizon  for  measuring  altitudes  or  angles.  The  said  arms  or  bars  may  be  readily 
adjusted  with  the  true  horizon,  from  time  to  time,  by  means  of  a  movable  weight  attached  to 
the  pendulum. 

Claim. — The  arrangement  and  adaptation  to  instruments  of  the  above  description,  of  a 
pendulum  having  one  or  more  horizontal  bars  or  arms,  and  capable  of  adjustment  with  the 
true  honzon  and  the  centre  of  the  horizon  glass  and  eye  piece,  such  bars  or  arms  forming  an 
ortificial  horizon,  which  may  be  relied  upon  for  taking  observations  when  the  true  hoiizon  is 
obecured. 

No.  33,105. — Stephen  H.  Russell,  of  Boston,  'hiosB,— Improved  Canteen  Fi/Zer.— Patent 
dated  August  20,  1661. — The  object  of  this  invention  is  to  enable  a  person  not  only  to  drmk 
from,  but  to  fill  his  canteen  where  the  water  is  shallow.  Attached  to  the  drinking  tube,  at 
or  near  the  middle  of  its  length,  is  a  short  metal  tube  divided  by  a  partition  and  surrounded 
by  a  disc  of  rubber,  which,  when  placed  on  the  mouth  of  the  vessel  to  be  filled,  and  pressed 
tightly  to  exclude  the  air,  will  fill  the  vessel  by  exhausting  the  air  firom  it,  through  the 
mouth-piece  of  the  tube. 

Claim,— The  descnbed  canteen  filler,  consisting  of  the  tube  A  and  short  tube  C,  with  its 
partition  e,  forming  the  passages  3  and  4,  substantially  as  specified. 

No.  33,106.— S.  M.  Sherman,  of  Fort  Dodge,  Iowa. — Improvement  in  the  Construction 
of  Splint  Baskets, — Patent  dated  August  20,  1861. — To  the  outer  side  of  the  lower  part  of 
the  curved  staves  are  secured  metal  plates,  which  are  split  *at  their  upper  ends,  one  part 
being  bent  so  as  to  loop  over  a  wire  or  rod  on  the  outer  side,  while  the  other  part  passes 
through  the  staves,  and  is  clinched  within  the  basket.  A  hoop  is  also  secm-ed  to  the  inner 
side  of  the  staves  by  metal  loops. 

Claim,— The  employment  or  use  of  the  plates  C  applied  to  the  outer  sides  of  the  staxies  B, 
in  connexion  with  the  rods  or  hoops  D  £,  one  or  more  pairs,  applied  to  the  staves  and  secured 
thereto,  substantially  as  and  for  the  purpose  set  forth. 

No.  33.107.— John  J.  Smith,  of  Elizabeth,  N.  J,— Improved  Mnhod  of  Operatiug 
Dampers  in  Steam-Heating  Apparatus.— FiAUmt  dated  August  20,  It^l.^This  invention 
comiists  in  effecting  an  automatic  operation  of  the  damper  in  the  cold  air  supply  pipe, 
through  the  medium  of  the  expansion  and  contraction  of  a  portion  of  a  tube  connected 
directlv  to  the  ladia'or  itself. 

C/atm.— Governing  the  supply  of  cold  air  admitted  to  the  steam-heating  surfaces  by  the 
temperature  of  the  said  steam-neating  surfaces,  substantially  in  the  manner  and  for  the  pur- 
poses described. 

No.  33,108. — ^L.  M.  SPEERf  of  Belle  Vernon,  Pa. — Improvement  in  Machines  for  Washing 
Sand. — Patent  dated  August  20,  1861. — This  invention  consists  of  a  series  of  inclined  screw 
elevators  arranged  in  boxes,  which  latter  are  connected  by  diagonal  sluices  leading  from  one 
box  to  the  other.  Over  the  front  end  of  the  first  senes  of  boxes  is  arranged  a  hopper,  iu'O 
which  the  sand  is  fed  and  subjected  to  the  action  of  a  stream  of  water.  By  means  of  the 
elevating  screws  and  sluices,  tne  ^and  is  passed  from  one  box  to  the  other,  to  the  end  of  the 
series,  and  thus  thoroughly  cleansed. 

Claim.— The  combination  of  inclined  screw  elevators  B  and  sluices  G  with  the  boxes  A, 
arranged  and  operating  in  the  manner  substantially  as  described,  for  the  purpose  of  giving 
the  sand  a  continuously  undulatmg  motion  while  subjected  to  the  action  of  the  current  of 
water,  as  set  forth. 

No.  33,109.— P.  H.  Standish,  of  Santa  Clara,  Cai,— Improvement  in  Threshing  Ma- 
chines,— Patent  dated  August  20,  1861. — This  invention  consists  in  the  employment  of  two 
or  more  rows  or  series  of  teeth  of  different  thicknesses,  placed  on  an  adjustable  polygonal 
drum,  the  latter  being  so  arranged  that  any  of  the  series  or  rows  of  teeth  may  be  adjusted  in 
a  proper  relative  position  with  the  threshing  cylinder,  so  as  to  operate  on  d^erent  kinds  of 
grain. 

Claim, — ^The  employment  or  use,  in  combination  with  the  threshing  cylinder  B,  of  an  ad- 
justable drum  formed  of  a  series  of  toothed  concaves  attached  to  or  connected  with  a  common 
shafl,  substantially  as  shown,  to  admit  of  any  one  of  a  series  or  number  of  toothed  concaves, 
having  teeth  of  different  thickuesses,  being  used  with  the  threshing  cylinder,  as  drcumstauceg 
may  require. 
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Ko.  33,110,— Robert  S.  Btubbs,  of  CUremont,  K.  'E.^ImproMd  Apparatus  f&r  W&fk' 
ing  Shipg^  Boats, — Patent  dated  Aagnst  20,  1861. — ^This  inveiition  coosistfl  in  a  method  of 
attachinpTt  lowenng,  and  detachin^i^  boats  from  vessels.  Beference  to  the  eng^ving  and 
specification  will  be  necessaiy  for  an  nnderstanding  of  tho  operation  and  coostrnction  of  iIm 
tpparatos. 

Claim, — ^First,  the  means  specified  foi*  attaching  or  detaching  the  boat  and  fall,  consisting 
of  the  blocking  piece  1,  in  combination  with  the  rock-shaft  4  and  rod  H,  fitted  and  aedng 
•ubRtantiallv  as  specified. 

Second,  the  doable  winch  M.  formed  with  wavj  or  sigsag  grooves,  and  arranged  in  tha 
manner  specified,  to  act  upon  the  ropes  or  chains  of  the  fa£s  to  Uie  boat,  as  set  forth. 

Third,  the  arrangement  of  the  wheel  o,  friction  band  o',  lever  L,  pawl  L\  and  wheel  11,  te 
control  the  raising  or  lowering  of  the  boat,  in  the  manner  set  forth. 

No.  33,111.— Charles  Teckelnburo,  of  Philadelphia.  Vek^-^Impravemeni  in  Loqf^Sagar 
Cutting  JfocAines.— Patent  dated  Angnst  20,  1861.— The  object  of  this  invention  is  the  cUvi- 
sion  of  loaf  sugar  into  small  uniform  blocks,  for  family  use,  which  is  effected  W  means  of  an 
arrangement  offour  sawing  cyllnderH  operating  together  in  connexion  with  a  feed  trough,  so 
that  the  discs  of  sugar,  in  passing  between  the  said  cylinders,  shall  be  g^rooved  on  eacn  side 
in  such  a  manner  that  they  will  l^^ome  perfectly  divided  or  broken  apii^  into  small  unifiDrm 
blocks  on  falling  into  the  receiving  box  below. 

Claim, — Providing  the  cylinder  A  A  and  B  B  with  the  saws  e  e  and  g  g,  respectively,  as 
described,  the  said  cylinders  being  arranged  to  operate  together  in  combinaAion  with  the  feed 
trough  C,  substantially  as  descried  and  for  the  porpoee  specified. 

No.  33,112.— Louis  Tiluers,  of  New  York,  N.  Y,—hmpT&99d  Motive  Poiwr.— Patent 
dated  August  20,  1861. — This  invention  consists  of  an  apparatus  in  which  it  is  designed  to 
combine  the  power  of  tho  lever  with  that  of  gravitation,  for  the  purpose  of  producing  a 
permanent  active  force  to  be  applied  as  a  motor  to  various  machines. 

Claim, — The  use  or  employment  of  the  levers  A,  weighted  lovers  B,  shaft  S  S,  in  combkia* 
tion  with  the  connexions  desofbed,  when  the  same  shalfbe  arranged  and  operated  as  described 
and  for  the  purpose  specified. 

No.  33,113.— Solomon  and  Nicholas  Van  Dtk,  of  St  Louis,  Mo.— /mjiiowiwati  iu 
Coffee  Roaettrs, — ^Patent  dated  August  20, 1861. r— This  invention  consists  in  constructing  the 
cylinder  with  double  heads,  between  whldi  the  heat  from  the  fire  is  admitted,  and  iu  connect- 
ing them  by  oval  flues  placed  in  an  angular  position  with  reference  to  each  other  in  such  a 
manner  that,  as  the  cylinder  revolves,  the  coffee  is  first  passed  towards  one  end  of  the  cylinder, 
and  then  carried  by  another  flue  towards  the  other  end  of  the  cylinder. 

Claim, — The  construction  of  a  cylindrical  cofiee  roaster,  with  internal  flues  placed  angularly 
to  the  centre  of  the  cvlinder  and  with  each  other,  substantially  in  the  manner  described  and 
for  th^  purpose  spedned. 

No.  33,114.— Jambs  L.  Vauclaiv,  of  Lafovetie,  Ind. — hnprowment  iu  Loemnotive  Smeke 
Stacks, — Patent  dated  Au^t  20,  1861. — ^At  the  lower  part  of  the  exit  flue,  and  consdtutiog 
a  portion  thereof,  is  an  a^iustable  throat,  which  may  be  raised  or  lowered  by  means  of  a  rack 
and  pinion  under  the  control  of  the  engineer,  so  as  to  modify  the  draught  without  interfering 
with  the  discbarge  of  steam.  Below  the  throat  is  a  perforated  cylindiical  box  or  screen,  tM 
M^ertures  consisting  of  longitudinal  slots,  which  can  be  closed  to  any  desired  extent  by  means 
of  a  correspondingly  perforated  cvlindrical  register,  operated  by  a  rack  and  pinion  uxider  con- 
trol of  the  engineer,  by  which  he  is  enabled  to  graduate  the  screen  so  as  to  prevent  the  escape 
of  sparks. 

Claim.— First,  the  arrangement  of  a  shifting  throat  E,  in  combination  with  the  exhaust 
Bteuth  and  smoke  passages,  substantially  as  and  for  the  purposes  set  forth. 

Secoi^d,  providing  the  smoke  passage  of  a  locomotive  with  a  screen  I,  having  ape;rtuies  K 
closable  by  a  register  L,  under  control  of  the  engineer,  as  and  for  the  purpose  set  forth. 

No.  33,115.— John  Walch,  of  New  York,  N.  Y.^Imj^oved  5i«A:.— Patent  dated  August 
to,  1861.-r-Thi8  invention  consists  in  combining  in  one  piece  with  a  sink  an  open  cbanncT  on 
the  side  for  the  overflow,  and  an  opcoi  channel  in  connexion  with  the  side  channel  at  the  bottom 
of  the  sink,  said  lower  channel  being  provided  with  a  division  which  constitutes  the  water 
trap.    At  the  end  of  the  water  trap  is  cast  a  branch  to  which  the  waste  pipe  is  attached. 

Claim,— The  arrangement  and  combination  with  a  sink  A  of  the  channel  B  on  the  side,  and 
the  channel  D  at  the  bottom  of  said  sink,  both  channels  communicating  with  each  other  and 
provided  with  a  pipe  or  projection  £  at  the  extreme  end  of  the  channel  D,  said  channels  B  and 
b  and  pipe  £  bemg  covert  by  a  partly  perforated  ^d  removi^le  cover  Q,  constructed  as 
described,  and  forming  thereby  a  bottom  and  side  escape  for  the  water,  as  set  forth. 

No.  33,116.— John  Warner  and  Jacob  H.  Vosburgh,  of  Galesburg,  Mich.— /mjn'^M- 
ment  in  Machines  for  Extracting  Stumps, — Patent  dated  August  20,  1861. — ^The  chain  whidb 
is  attached  to  the  stump  to  be  extracted  is  secured  to  an  axle  upon  which  is  a  diimi  which 
carries  a  chain  secured  to  a  second  axle  in  the  rear  of  the  first     Lpon  this  second  axle  is  also 
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placed  a  drom  to  which  is  secnred  a  rope  by  which  the  power  is  applied  to  the  rear  dram.  At 
the  rear  of  the  main  frame,  is  a  vertical  frame  provided  with  wheels,  so  arranged  as  to  bear  the 
weight  of  the  rear  of  the  machine  when  necessary. 

claim. — First,  the  arrangement  of  the  chains  1 1,  axles  E  D,  pulleys  or  drums  G  F,  chain 
H,  and  cord  K,  upon  and  in  connexion  with  the  frame  A,  as  and  for  the  purpose  set  forth. 

Second,  in  combination  with  the  subject  of  the  first  claim,  the  employment  of  the  vertical 
frame  L,  when  used  as  and  for  the  purpose  set  forth. 

No.  33,117.— John  B.  Waring,  of  South  Manchester.  Conn.— /mj?rof?ed  Machine  for 
Sizing  SUk  or  Other  Threads, — ^Patent  dated  August  20.  1861. — This  invention,  the  nature 
of  which  will  be  understood  from  the  claim,  does  not  admit  of  a  brief  intelligible  description. 

Claim, — ^First,  varying  the  inclination  of  a  lever  C  by  means  of  slight  differences  in  ten- 
sion due  to  variations  in  the  size  of  a  thread  running  between  freely  rotating  wheels  D  D^ 
mounted  on  such  lever,  without  a  rubbing  friction  of  the  thread  against  either  of  such  sur- 
faces ;  and  in  combination  therewith  and  bv  means  of  such  changes  so  produced  in  the 
inclination  of  C,  increasing  and  diminishing  the  distance  between  the  axes  of^D  D',  the  whole 
operating  together  substantially  as  set  forth,  for  the  purpose  of  actuating  mechanism  which 
shall  induce  the  shifting  of  the  thread  from  one  bobbin  or  receiver  to  another  without  subject* 
In^  the  thread  to  any  considerable  strain. 

Second,  the  construction  and  arrangement  of  continuously  revolving  thread-griping  wheels 
D  D^  levers  C  and  E,  joint  c,  and  surfaces  F  G,  for  the  purpose  set  forth. 

Third,  the  adjustable  cam  F,  or  its  equivalent,  arranged  relatively  to  the  lever  E  and  sur- 
face G,  or  their  equivalents,  substantially  as  described. 

No.  33,118.— George  Whitpord,  of  Providence,  R.  I.— Improved  Washboard.—Vatent 
dated  August  20, 1861. — This  invention  consists  in  placing  within  a  wooden  frame  a  plate  of 
vulcanized  rubber  or  gutta-percha,  the  surface  of  which  is  ribbed  and  provided  with  upright 
bars  or  stays,  which  strengthen  the  ribs  that  are  arranged  diagonally  from  the  sides  and  in- 
tersected by  the  bars. 

Claim. — As  a  new  article  of  manufacture,  a  washboard  (or  rubber  for  washing  machines^ 
composed  of  vulcanized  caoutchouc,  gutta-percha,  or  other  gums,  with  bars  and  ribs,  con- 
structed and  arranged  substantially  as  described  for  the  purposes  specified. 

No.  33,119.-:-JOHN  R.  Whittemore,  of  Chicopee  Falls,  Mass. — Improvement  in  Feed 
Cutters. — Patent  dated  August  20,  1861. — This  invention  consists  in  the*  use  of  a  common 
hide  roll  and  cylinder  of  knives,  in  combination  with  a  compressible  mouth  to  the  hopper, 
the  bottom  board  being  hinged  at  one  end  and  acted  upon  by  a  spring  and  block  pressing  it 
upwards. 

Claim. — The  compressible  mouth  of  the  hopper,  in  combination  with  the  hide  roll  A,  or  its 
equivalent,  and  the  cylinder  of  knives  B,  substantially  as  and  for  the  pmpose  specified. 

No.  33,120.— John  Woody,  of  Mount  Vernon,  Ind. — Improvement  in  Harvesters.— PAtent 
dated  August  20,  1861. — ^This  invention  consists  of  an  arrangement  of  devices  by  means  of 
which,  the  driver  may  from  his  seat  readly  raise  the  finger-bar  and  sickle  over  any  obstruc- 
tions, by  simply  pressing  his  foot  against  the  upper  end  of  a  lever  and  beadug  back  on  the 
seat.  The  finger-bar  and  sickle  may  be  retained  at  any  desired  height  by  passing  a  pin 
throneh  a  guide  in  any  of  a  series  of  holes  in  a  suitably  located  bar. 

Claim. — ^The  lever  k,  attached  to  the  draught-pole  B  by  the  bar  I  and  the  bar  C,  which 
supports  the  driver's  seat  D,  and  is  attached  to  the  draught-pole  B  by  the  link  p,  in  combina- 
tion with  the  guide  i*,  attached  to  one  side  of  the  seat  suppoit  ^r,  the  perforated  oar  c,  attached 
to  the  support  gy  and  fitted  in  the  guide  u,  all  being  arranged  as  and  for  the  purpose  specified. 

No.  33,121.— John  O.  Blythe,  of  Germantown,  Pa.,  assignor  to  Himself  and  Joseph 
W.  Jones. — Imj^rovement  in  Ventilating  Hats  and  Caps. — Patent  dated  August  20,  1861.— 
The  cap  or  hat  is  made  in  tWo  sections,  connected  together  by  means  of  a  hinged  joint  in 
0uch  a  manner  that  the  upper  part  may  be  raised  from  the  lower  and  an  opening  made  for 
ventilation. 

Claim. — A  ventilating  or  extension  cap  or  hat  formed  by  the  combination  and  arrangement 
of  the  parts  ab  d  and  £,  substantially  as  described. 

No.  33,122.— Henry  F.  Cox,  of  Jersey  City,  N.  J.,  and  Alexander  Miller,  of  Now 
York,  N,  y.,  assignors  to  Henry  F.  Cox,  of  Jersey  City,  N.  J.— Improvement  in  Macftinery 
for  Cutting  Corks. — ^Patent  dated  August  20,  1861. — ^This  invention  relates  to  that  class  of 
cork«cutting  machines  by  which  a  number  of  corks  may  be  cut  at  one  and  the  same  time  out 
oL  a  slab  or  sheet  of  the  cork  wood.  The  nature  of  the  improvements  will  be  understood 
from  the  claim. 

Claim. — So  combining  the  fixed  clamps  with  the  spindles  and  cutters  revolving  around 
them  that  the  latter  can  be  both  revolved  and  raised  and  lowered,  without  imparting  motion 
to  the  clamps,  substantially  in  the  manner  and  for  the  purposes  set  forth. 

Also,  the  cutters  so  formed  as  to  make,  in  the  first  instance,  two  annular  and  concentric 
H.  Ex.  Doc.  53 31 
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incisioDB,  and  then  grab  out  the  cork  wood  left  detached  bj  said  cutters,  substantially  in  the 
manner  set  forth. 

Also,  the  arrangement,  as  described,  of  the  adjustable  lerers  and  links,  and  their  combim^ 
tion  with  the  spindle  frame  and  the  driving  cams,  for  the  purpose  of  producing  the  different 
degrees  of  travel  required  of  the  spindle  frame  for  cutting  corks  of  the  various  lengths,  and 
of  enabling  the  said  frame  to  be  always  started  from  a  given  point,  as  set  forth. 

No.  33,123.— Hampton  W.  Evans,  of  Philadelphia,  Pa.,  assignor  to  Himself  and  C.  C. 
Jenkins,  of  the  same  place. — Improvement  in  Equalizing  the  Action  of  Springs  in  Gots 
emors, — Patent  dated  August  20,  1861. — ^This  invention  consists  in  combining  a  spring  with 
a  governor,  spindle,  and  rods,  so  arrange  as  to  form  a  knee  joint,  so  that  the  force  applied 
to  overcome  tne  rigidity  of  the  spring  may  be  transmitted  through  a  leverage  constantly  in- 
creasing as  the  resistance  of  the  spring  increases,  thereby  equalizing  the  action  of  said  spring. 

Claim. — Combining  a  spring  with  the  governor  spindle  A  and  rods  F  and  F',  so  arranged 
as  to  form  a  knee  joint,  substantially  as  and  for  the  purpose  set  forth. 

No.  33,124.— William  A.  Mauran,  of  Boston,  Mass.,  assignor  to  Chase  Brother  & 
Co.,  of  same  place. — Improved  Camp  Bedstead, — Patent  dated  August  20,  1861. — ^I'he  nature 
and  object  of  this  invention  will  be  understood  from  the  claim  and  engraving. 

Claim, — First,  the  piece  F,  with  its  projections  z,  in  combination  with  the  hasp  H,  operat- 
ing with  the  pawls  G,  substantiallv  as  described^  whereby  the  head  and  foot  extensions  are 
adjustable  and  fixed  in  any  desirable  position,  and  whereby  those  appliances  fasten  the  legs. 

Second,  the  folding  logs  L  L,  in  combination  with  the  supporting  brace  or  spring  M,  sub 
stantially  as  described,  whereby  the  sagging  of  the  middle  of  the  bed  is  prevented. 

Third,  the  folding  and  bent  rods  I  and  J,  substantially  as  described,  whereby  the  frame 
supporting  the  net-work  or  curtains  may  be  folded  in  their  application  to  bedsteads,  substau- 
tiaily  as  described. 

No.  33,125.— Ed^j^n  H.  Perry,  of  Providence,  R.  I.,  assignor  to  Sackett,  Davis  &, 
Co.,  of  the  same  place. — Machine  for  Making  Split  Rings, — Patent  dated  August  20, 1861. — 
This  invention  consists  of  a  maclune  which  embraces  in  its  organization  all  the  operations 
necessary  to  convert  any  length  of  wire  into  finished  rings  without  the  intervention  oi'  mnnnid 
labor. 

Claim, — ^First,  the  mode  of  operation,  substantially  as  specified,  by  means  of  which  a  wire 
of  indefinite  length  is  wound  in  successive  coils  of  two  or  more  convolutions,  and  each  coil 
cut  from  the  wire  as  fast  as  it  is  formed,  as  set  forth. 

Second,  the  mode  of  operation,  substantially  as  specified,  b^  means  of  which  each  coU 
is  successively  conveyed  to  the  point  where  it  is  swaged  into  a  nng  and  then  conveyed  to  the 
point  where  it  is  discharged  from  the  machine. 

Third,  in  combination  with  the  caiiricr  K,  or  its  equivalent  for  transporting  the  coil, 
the  employment  of  the  punches  L  and  N,  or  their  equivalents,  substantially-  as  described  for 
the  purposes  specified. 

Fourth,  in  combination  with  a  spindle,  or  its  equivalent  for  winding  the  coils,  the 
employment  of  a  clamp  or  its  equivalent,  substantially  as  described,  for  holding  the  wire 
against  the  spindle  while  it  is  beidg  wound  in  the  manner  and  on  the  principle  substantially 
as  sot  forth. 

Fifth,  the  mode  of  operation,  substantially  as  described,  by  means  of  which  the  end 
of  the  wire,  ailer  a  coil  has  been  cut  off,  is  prevented  from  bearing  against  the  winding  spindle 
while  it  is  discharging  the  coil,  us  set  forth. 

No.  33,126.— Monroe  Stannard,  of  New  Britain,  Conn.,  assignor  to  Pratt,  Whitney 
&  Co.,  of  Hartford,  Conn. — Improvement  in  Pumps, — Patent  dated  August  20,  1861. — ^Thia 
invention  consists  in  providing  passages  for  the  admission  of  the  fluid  to  the  abutment  cham- 
bers behind  the  end  of  the  abutments.  The  said  passages  Irad  from  the  channel  in  which  the 
fluid  moves  to  the  lower  part  of  the  chambers  in  the  drum,  so  that  there  shall  always  be  the 
same  pressure  behind  the  end  of  the  abutment  as  there  is  in  that  part  of  the  channel  in  whidi 
the  above-mentioned  passage  opens.  Passing  down  through  holes  in  the  abutments  are  gauge 
screws  which  screw  into  the  metal  forming  the  bottom  ot  the  chambers  in  the  drum,  the  en- 
larged heads  of  these  screws  loiuiiug  checks  to  prevent  the  abutments  from  being  forced  out 
only  just  so  far  as  to  prevent  leakage  of  the  fluid  past  their  ends. 

Claim, — The  employment  of  the  passages  m  leading  into  the  abutment  chambers,  substan- 
tiallv as  and  for  the  purpose  specified. 

Also,  the  employment  of  adjustable  gauges  to  limit  the  distance  to  which  the  pistons  may 
be  protruded,  substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  33,127.— William  F.  Beecher,  of  Chicap),  J\L— Improvement  in  Stoves,— -TAiRni 
dated  August  27,  1861. — ^This  invention  consists  m  having  an  inverted  conical  air-heating 
chamber  placed  within  the  stove,  and  extending  from  the  lower  to  the  upper  part  of  the  latter, 
the  lower  end  of  the  air-heating  chamber  being  curved  and  projecting  throng  the  side  of  the 
stove,  and  the  upper  end  secur^  to  the  top  of  uie  stove  and  closing  the  upper  end  of  the  same. 
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Claim, — The  arrangement  of  the  cnnred  conical  air-chamber  F,  with  the  stove  body  A  and 
fire-cbamber  B,  in  the  manner  shown  and  described. 

No.  33,128.— F.  BOISSARD  and  8.  Conrath,  of  New  York,  N.  Y.^lmproved  Bedstead 
and  Trunk  Combined, — Patent  dated  August  27,  1861. — ^This  invention  is  explained  by  the 
daim. 

Claim, — The  trunk  A,  formed  of  three  parts  a  h  c,  and  the  flap  d^  connected  together  by 
joints,  the  parts  a  b  being  provided  with  lids  g  A,  and  the  part  c  provided  with  a  drawer  /, 
all  arranged  as  shown  and  used,  in  connexion  with  a  inattress  D,  and  with  or  without  cover 
or  curtain  supports  B,  to  form  a  new  and  improved  combination  of  a  trunk  and  bedstead,  as 
set  forth. 

No.  33,129.— Henry  Bowers,  of  New  Hudson,  Mch.— /wiproremetiHit  Cultivators.-^ 
Patent  dated  August  27,  1861. — The  novelty  of  this  invention  consists  in  the  special  arrange- 
ment of  the  several  parts  as  related  in  the  claim. 

Claim. — The  bolster  D,  king  bolt  E,  axle  A,  neap  C,  beams  F  F'  M,  pieces  G  G',  hinges 
H  H',  standards  or  amis  K,  braces  N,  ploughs  or  hoes  L  L',  and  handles  P,  the  whole  bemg 
constructed,  combined,  arranged,  and  operating  as  and  for  the  purposes  described. 

No.  33,130. — Thomas  Boyd,  of  Boston,  Mass. — Improvement  in  Tents, — Patent  dated 
August  27, 1861. — Upon  the  centre  pole  of  the  tent  is  arraneed  a  sliding  ring  having  a  number 
of  nooks,  with  which  one  end  of  any  desired  number  and  lengths  of  radiating  ridge-poles  or 
rods  may  be  engaged  or  disconnected  at  pleasure,  for  the  pui-pose  of  increasing  or  diminishing 
the  size  and  len^h  of  the  tent  in  any  one  or  more  directions,  the  opposite  end  of  the  sda 
poles  being  sustained  upon  any  suitable  supporting  legs. 

Claim. — First,  the  combination  of  the  centre  pole  with  its  travelling  collar  or  ring  of  hooks, 
ridge-poles//,  &c.,  and  end-sustaining  devices,  substantially  as  described. 

Second,  the  arrangement  of  devices  for  sustaining  the  tent,  the  same  consisting  of  the 
hinged  legs  having  spindles  k  Ac,  that  engage  with  suitable  sockets  formed  in  the  en&  of  the 
ridge-poles. 

No.  33,131.— W.  H.  H.  BuRNHAM  and  Samuel  B.  Pierce,  of  Homer,  N.  Y, ^Improve- 
mtnt  in  Subsoil  Ploughs. — Patent  dated  August  27,  1861. — ^To  the  rear  of  the  plough-beam 
is  secured  a  longitudinal  bar  rf,  provided  with  a  loop  and  secured  to  a  cross-piece,  and  oetweea 
the  handles  Is  another  looped  bar  e.  The  shank  to  which  the  blade  is  attached  passes  througbi 
the  loops  of  the  above-named  bars,  and  is  secured  in  place  by  means  of  two  set-screws,  whichj 
admii  of  the  subsoil  being  easily  detached  when  the  plough  alone  is  to  be  used. 

Claim. — The  arrangement  of  the  a^ustable  bar  «,  secured  as  set  forth,  with  the  shank  m^ 
blade  c,  bar  d,  set-screws  i  t,  and  plough  A,,  the  several  parts  being  constructed  and  used  in 
the  manner  and  for  the  purpose  specified. 

No.  33,132.— John  Cavender,  of  Milton,  O. — Improved  Blacksmiths^  Hmc^.— Patent 
dated  August  27,  1861. — ^This  invention  consists  in  the  use  of  a  hearth-plate,  provided  with, 
conical  or  taper  perforations  and  placed  over  a  box  having  a  curved  front  side  and  terminating 
in  an  inclined  spout  or  chute  projecting  through  the  masonry  at  the  back  of  the  forge^.  the 
•pout  having  at  its  end  a  slide  for  the  emission  of  the  contents  of  the  box,  and  a  plug  to  regn 
Iftte  the  blast.  At  the  back  of  the  box  is  a  pipe,  which  receives  the  belIow*s  nozzle.  Directly 
under  the  hearth-plate  is  fitted  a  slide,  to  be  closed  when  the  box  is  emptied  of  its  contents. 

Claim, — The  hearth-plate  A  having  conical  or  taper  perforations  B,  in  combination  with 
the  box  C,  provided  with  the  pipe/,  slide  D,  and  chute  J,  the  latter  having  the  door  s  at  its 
end,  all  arranged  as  and  for  the  purpose  set  forth. 

Also,  in  combination  with  the  chute  b  of  box  C  and  perforated  hearth-plate  A,  the  j^lug  rf, 
for  the  purpose  of  regulating  the  blast,  as  set  forth. 

No.  33,133.— Wn.Ll AM  Clissold,  of  Dudbridge,  England.— Improvement  in  Drivings 
Be/<».— Patent  dated  August  27,  186). — Patented  in  England  May  2,  1861.— This  invention 
relates  to  that  class  of  driving-belts  which  bind  by  lateral  pressure  on  their  pulleys,  and  it 
consists  in  forming  the  band  with  a  bevelled  edffe,  so  as  to  fit  in  V-sbaped  grooves  formed  in 
the  periphery  of  the  driving-pulleys,  the  band  being  composed  of  layers  of  leathar  or  othec 
material  connected  together  by  pins  or  otherwise. 

Claim, — CJonstructing  wedge-shaped  driving-belts  suitable  for  working,  in  conjunctioawith 
y.groovcd  pulleys  or  links,  substantially  in  the  manner  and  for  the  purpose  set  Ibrth. 

No.  33,134. — James  Curran,  of  Eirkwood.  N.  Y. — Improvement  in  Apparatus  for  the  in' 
$tant  application  of  Brakes  to  the  Driving-wheels  of  Tread-Poteers, — Patent  dated  August 
87,  1861. — ^This  invention  consists  of  an  arrangement  of  devices,  by  means-  of  which  the 
brake  is  caused  to  be  applied  to  the  driving-wheel  when  the  band  becomes  acddentally 
detached  by  the  animal  working  the  machine,  thus  preventing  strain  and  injury,  to.  the  ftnimfti^ 
incident  to  such  accidental  displacement. 
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C/«tm.— The  apparatus,  the  principal  parts  of  which  are  hereinbefore  described,  and  the 
application  thereof  to  the  front  and  rear  of  tread-powers,  and  the  security  given  to  the  brake 
by  the  hammer-strap  G,  Fig.  5.        ' 

Ko.  3^135.— E.  DB  Bassano  and  A.  BRUDEim,  of  Bmssels,  Belgium.— /mpnrremeii/  tit 
the  Manufacture  of  Stearine. — Patent  dated  August  27,  1861. — Patented  in  England  May  2, 
1861.— This  invention  consists  in  adding  to  new  or  virgin  acidified  fatty  matters,  to  be  sub- 
jected to  distiDation,  carbonaceous  or  charred  matters — by  preference,  pulverized  charcoal — 
there  having  previously  been  added  to  the  intty  matters  one-nflh  or  more  of  oleine  or  oleic  add 
and  other  oleaginous  substances  capable  of  producing  elaidic  acid. 

Claim, — The  use  of  carbonaceous  or  charred  matters  or  substances,  with  additional  oleine, 
or  such  equivalent  substance,  in  the  manufacture  of  stearine,  as  stated  and  substantially 
described,  and  constituting  improvements  in  the  manufacture  of  stearine. 

No.  33,136.— Adam  Exton,  of  Trenton,  N.  J. —Improved  Biscuit  MocAtiM.- Patent  dated 
August  ^27,  1861. — ^This  invention  consists  in  the  use  of  two  moulding-plates,  so  arranged  as 
to  he  moved  by  the  action  of  the  cranks  and  made  to  slide  back  and  forth  along  guides,  so 
that  the  fluted  or  grooved  surfaces  of  the  two  plates  slide  in  contact  with  each  other. 

Claim, — ^Thp  moulding  plates  J  K  L  M,  with  the  flutes  or  grooves  cut  thereon,  substan- 
tially in  the  snape  of  a  truncated  cone,  in  combination  with  the  cranks  or  the  endless  bolt, 
substantially  as  described  and  for  the  purpose  set  forth. 

No.  33,137.— Matthew  Fletcher,  of  Louisville,  Kj.— Improvement  in  Feed-Cutters,— 
Patent  dated  August  27,  1861. — ^Attached  to  the  fly-wheel  are  four  plane-irons,  so  arranged 
as  to  operate  like  a  radial  knife  divided  into  segments,  each  segment  coming  into  operauon 
in  its  tura. 

Claim. — First,  forming  the  knife  of  a  straw-cutter  of  a  series  of  cutting-edges  set  at  dif- 
ferent angles,  and  coining  into  operation  successively,  the  whole  arranged  to  operate  substan- 
tially as  described,  for  the  purpose  set  forth. 

Second,  a  series  of  cutting-edges  or  knives,  so  arranged  as  to  come  successively  into  ope- 
ration, as  described,  in  combination  with  a  rotating  carrying  fly-wheel,  the  whole  constructed 
and  operating  as  specified,  for  the  purpose  set  forth. 

No.  33,138.— John  C.  Gibbs,  of  Middleborough,  Mass. — Improved  Ship-Scraper.— Vatent 
dated  August  27,  1861. — ^This  invention  consists  of  a  steel  plate  combining  the  straight-edge 
scraper,  with  straight  and  curved  edges  and  sharp  and  rounding  (fomers,  so  as  to  conform  to 
the  concave,  plane,  or  angular  surfaces  of  the  different  parts  of  the  vessel  to  be  scraped. 

Claim. — A  ship-scraper  provided  with  edges  d  efg^  comers  h  h'  and  t  i',  and  attached  to 
a  tang  B  and  handle  C,  ail  as  shown  and  described. 

No.  33,131V— A.  Oiraudot,  of  New  York,  N,Y,— Improved  Motive  Potcer, — Patent  dated 
August  27, 1861. — ^This  invention  consists  in  the  combination  with  a  wind-wheel  of  a  bucket- 
wheel,  to  be  operated  by  a  series  of  balls  of  stone  or  other  heavy  materia^,  which  are  con- 
ducted to  the  wheel  through  long  inclined  channels,  and  which,  after  having  descended,  are 
elevated  by  the  action  of  the  wind-wheel  whenever  the  wind  has  sufficient  power  to  produoe 
a  motion  of  thes  ame  and  of  the  elevator  which  serves  to  raise  the  balls,  the  object  being  to 
store  up  the  surplus  power  of  the  wind-wheel  when  a  high  wind  prevails. 

Claim. — The  arrangement,  in  combination  with  an  ordinary  wind-wheel,  of  a  bucket-wheel 
A,  inclined  channels  6,  and  elevator  C,  constructed  and  operating  in  the  mimner  and  for  the 
purpose  specified. 

No.  33,140.— Johns.  Gwynn,  of  Plainfield,  N.  J,— Improvement  in  Burners  for  Kerosene 
and  other  Glass  Chimney-Lamps  and  Gas- Burners, — Patent  dated  August  27,  1861. — This 
invention  consists  in  pivoting  to  the  rim  which  supports  the  chimney,  a  pawl  or  catch,  so  con- 
structed and  hung  as  to  retain  the  lower  edge  of  the  chimnev  by  means  of  its  weight. 

Claim. — ^The  suspended  pawl  or  click-fastening,  in  combinatiou  with  any  form  ef  glass 
chimney  or  any  other  burner,  substantially  and  for  the  purpose  set  forth. 

No.  33,141. — Gardiner  Hall,  jr.,  of  West  Willington,  Conn. — Improvement  in  Dressing 
Sewing-Thread, — Patent  dated  August  27,  1801.— IJpon  a  suitable  frame  is  joumalled  a 
rotating  brush-cylinder  having  its  periphery  composed  of  a  series  of  lags,  in  which  are  inserted 
brushes,  with  openings  between  toe  lags.  On  one  side  of  the  cvlinder  and  surronn4ing  the 
shaft  is  a  stationary  air-trunk,  having  an  opening  around  the  shaft  for  the  admission  of  air 
to  the  cylinder  through  openings  in  the  adjacent  end  thereof.  The  trunk  connects  with  an 
air-heating  chamberby  steam-pipes  or  other  suitable  means. 

Claim. — The  combination  ot  the  following  devices  in  the  construction  of  brush-cylinders 
of  thread  dressing-machines,  to  wit:  the  hoUow  cylinder,  the  brushes  d  d  upon  its  peripherr, 
the  openings  b  b  between  the  rows  of  brushes,  the  end  passages//,  and  the  hot-air-lnmk  F, 
comumnicating  with  the  interior  of  the  cylinder  by  means  of  the  passages/,  the  several  parts 
being  constructed  and  arranged  substantially  as  described. 

No.  33,142. — S.  H.  Hamilton,  of  Macomb,  111. — Improvement  in  Com  Harvesters, — 
Patent  .dated  August  27,  1861. — ^This  invention  consists  in  arranging  on  each  side  of  the 
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body  of  a  cart  a  rotating  and  inclined  spiral  stripper,  combined  with  gatliwing  forks  and  a 
stripping  bar  for  gathering  the  stalks  of  standing  com,  severing  the  ears  therefrom,  and  drop- 
ping the  ears  and  shelled  com  into  the  body  of  the  cart.  Within  the  body  of  the  machine  is 
arranged  an  endless  apron  inclining  forwards,  for  the  purpose  of  carrying  the  com  to  a  husk 
ing  and  shelling  apparatus  at  the  rear  end  of  the  machine. 

Claim, — First,  the  combination  of  inclined  ribbed  cylinders  G  Q  and  bars  F  F,  with  the 
cart-body  having  inclined  sides  B  B,  and  otherwise  constructed  substantially  as  and  for  the 
.purpose  set  forth. 

Second,  the  combination  of  ribbed  cylinders  O  Q,  inclined  sides  B  B,  bars  F  F,  spur  gear- 
ing ced  d\  husking^  and  shelling  cylinder  I,  concave  J,  and  the  endless  com-carrier  K2,  all 
arranged  and  operatmg  as  a  whole,  substantially  as  set  forth. 

No.  33,143. — A.  H.  Hammond,  of  Worcester,  Mass. — bnprovenunt  in  Metallic  Rud$  for 
Muiical  Instruments, — Patent  dated  August  27,  1661. — ^This  invention  consists  in  con- 
structing the  stock  and  the  reed  of  one  piece  of  metal.  By  means  of  a  rotating  burr,  a  cavity 
is  cut  in  one  side  of  the  stock  equal  to  the  intended  length  of  the  tongue,  with  a  punch 
and  die  of  the  size  and  form  of  the  reed,  a  tongue  is  then  cut  out  from  the  thin  portion  of 
the  metal  left  at  Hho  bottom  of  the  cavity,  leaving  the  tongue  attached  to  one  end,  the  point 
of  the  tongue  being  freed  by  spreading  the  adjacent  end  of  the  stock. 

Claim. — ^The  constroction  of  the  stock  A  and  reed  proper,  or  tongue  a,  of  one  piece  of 
metal.  In  the  manner  described. 

No.  33,144.— Henry  W.  Harpki,  of  Berlinsville,  Pa.— /mproveinefiC  in  Slate  Frames.-- 
Patent  dated  Aug^t  27,  1861. — ^This  invention  is  explained  by  the  claim. 

Claim. — ^A  slate  frame  composed  of  papier  mach6  or  pulp,  composed  of  any  fibrous  mate- 
rial mixed  with  size,  reduced  to  a  plastic  state,  and  while  in  that  state  applied  to  and  formed 
on  the  edges  of  the  slate  under  pressure  between  dies,  as  set  forth. 

No.  33,145.— W.  D.  Harrah,  B.  S.  Baldwin,  and  H.  P.  Jones,  of  Davenport,  Iowa.— 
Improvement  in  Seed  Drills. — Patent  dated  August  27,  1861. — ^This  invention  relates  to  that 
class  of  seed-sowing  machines  in  which  a  long  horizontal  hopper  is  used,  divided  into  sevo 
ral  compartments  for  different  varieties  of  s^d,  which  are  planted  in  rows  or  drills,  and 
which  seed-tubes,  stationa^  and  movable,  are  used  to  properly  distribute  in  drills  the  seed 
fiilling  from  the  hopper.  The  novelty  consists  in  the  arrangement  of  devices  named  in  the 
claim. 

Claim. — ^The  arrangement  with  the  box  D,  slide  £,  adjustable  perforated  plates  g  g^  tubes 
V  9  9,  and  adjustable  tubes  to  to  to,  of  the  pitman  n,  crank  /»,  adjustable  pendulous  lever  «, 
gear-wheels  m  r,  and  shafi  C,  all  as  shown  and  described,  for  the  purpose  set  forth. 

No.  33,146.— M.  S.  Harshaw,  of  Sycamore,  111. — bnproved  Washing  itfaeAtfte.— Patent 
dated  August  27, 18U1. — This  invention  consists  in  mounting  a  suitably  fitted  wash  tub  on  a 
centre,  on  which  it  may  be  vibrated  or  partially  rotated,  and  in  providing  it  with  peg^  which 
alternately  strike  a  stationary  spring  as  the  tub  is  vibrated. 

Claim. — The  reciprocating  spring  D,  operating  in  the  manner  described  and  for  the  purpose 
specified.  Also,  the  brackets  H  and  I,  secured  to  the  tub  and  its  cover  for  the  purpose  of 
producing  the  necessary  currents. 

No.  33,147.— Horace  R.  Hawkins,  of  Akron,  O.^Imvroved  Straw  Cutter.— PAteut 
dated  August  27,  1861. — Upon  two  cross-pieces  resting  on  tue  top  of  the  feeding-box  frame 
•re  placed  bearings  in  which  the  end  of  a  right  angled  shaft  turns,  the  other  end  extending 
down  in  front  of  the  mouth  of  the  feeding-box,  and  is  there  pivoted  to  the  front  end  of  the 
knife-lever  which  sustains  the  knife,  the  object  being  to  bring  great  force  to  bear  upon  the 
knife  at  the  moment  the  cut  is  made.  The  front  and  rear  of  the  feeding-box  frame  rest  on 
Adjusting  screws  or  bolts,  by  which  means  the  box  can  be  ac^usted  to  any  desired  height 

Claim. — First,  the  right  angled  shafl  £  for  supporting  the  front  end  of  the  knife-lever  and 
knife. 

Second,  sustaining  that  end  of  the  knife-lever  to  which  the  knife  is  attached  by  a  racking 
support  arranged  over  or  nearly  over  the  centre  of  the  throat  or  mouth  of  the  feed-box,  sul^ 
stuntially  as  described. 

Third,  the  crooked  knife-lever,  in  combination  with  its  operating  crank  and  shaf^  arranged 
below  the  bottom  of  the  mouth  of  the  feed-box. 

Fourth,  the  adjusting  bolts  or  screws,  or  their  couivalents,  in  combination  with  a  vertically 
adjusting  feed-box.  whereby  the  box  can  be  quickly  raised,  to  compensate  for  the  wear  of  the 
knife. 

No.  33,148.— Benjamin  Hotle,  jr.,  and  A.  Ralston,  of  Martin's  Ferry,  O.— -Improve- 
nunt  in  Threshing  Machines. — Patent  dated  August  27,  1861. — This  invention  consists  in 
arranging  over  an  endless  band  straw-carrier  one  or  more  rock-shafls  with  radial  tines  or 
fingers,  which  are  vibrated  to  agitate  the  straw  on  the  carrier  and  shake  out  the  gram  while 
the  .straw  is  being  conveyed  on  the  straw-carrier. 
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Claim. — In  combination  with  an  endless  belt  straw-carrier  of  a  threshing  machine,  one  or 
more  rock-nhads  with  radial  tines  or  fingers  arranged  above  the  straw-carrier,  and  operated 
as  described,  to  agitate  the  straw  on  the  carrier  and  shake  out  the  grain. 

No.  33,149. — Samuel  F.  Joneh,  of  St.  Panl,  Ind. — Improvement  in  Mole  Ploughs. — 
Patent  dated  August  *27,  1861. — ^Tho  mole  is  connected  to  the  cutter  hy  means  of  a  clevis 
which  is  bolted  to  the  cutter,  the  bolt  being  allowed  to  slide  within  a  slot  in  the  cutter.  At- 
tached to  the  clevis  is  a  screw-rod  which  passes  through  the  beam,  and  is  provided  with  a 
nut  held  in  place  by  a  guard  on  the  top  of  the  beam.  By  this  means  the  mole  can  be  ad- 
justed when  the  machine  is  in  motion,  and  the  drain  be  made  to  run  level  independently  of 
the  unevenness  of  the  ground. 

Claim. — First,  the  method  of  connecting  the  mole  E  to  the  cutter  B  by  means  of  the  slot 
e  and  clevis  c,  when  constructed  and  operated  substantially  as  shown  and  described,  for  the 
purpose  set  forth. 

JSecond,  in  combination  with  the  slot  e  and  clevis  c,  the  mole  £,  screw  rod  J,  and  arm  nut 
m,  wheu  combined  and  arranged  to  act  conjointly,  and  used  as  shown  and  described,  for  the 
purpose  set  forth. 

No.  33,150.— Lawrence  Kearney,  of  New  York,  N.  Y, ^Improved  Washing  Machine, — 
Patent  dated  August  27,  ld(il. — This  invention  consists  of  a  swinging  frame  provided  with 
a  fluted  or  corrugated  roller,  and  attached  to  supports  which  are  pivoted  to  uu  ordinary  wash- 
board. 

Claim. — ^The  combination  of  the  wash-board  A,  supports  B  B,  and  swinging  frame  C,  pro- 
vided with  the  roller  D,  ananged  as  shown,  to  form  a  portable  and  new  and  useful  article, 
for  the  purpose  specitied. 

No.  33,151.— Charles  Keniston,  of  West  Cambridge,  'Mass.^Improvement  in  Shoe- 
Pegging  Machines.— 'l^ntcnt  dated  August  27,  l?iG). — This  invention  is  designed  as  improve- 
ment upon  the  machine  patented  to  F.  J.  Vittum,  December,  1860,  and  consists  in  com- 
bining an  automatic  feed  with  a  hand  pegging  machine  which  is  operated  by  the  blow  of  the 
hammer,  so  that  it  shall  be  actuated  by  the  motions  of  the  plunger  which  carries  the  awl  and 
peg-driver,  and  without  the  necessity  of  raising  the  instrument  Irom  the  surface  of  the  sole, 
or  of  rocking  it  each  time  it  is  fed  along. 

Claim. — The  moveable  centre  «,  as  combined  with  the  plunger,  and  so  arranged  as  alter- 
nately to  engage  with  the  leather  to  efl'ect  the  feed  and  disengage  itself  therefrom,  substan- 
tially as  described. 

No.  .3,3,  ]r>2.— Henry  Knight,  of  Jersey  City,  N.  J. ^Improvement  in  Combination  Cement 
and  Metal  Pipes, — Patent  dated  August  27,  1H61. — This  invention  is  explained  by  the  claim. 

Claim, — A  moulded  combination  cement  and  metal  pipe,  with  or  without  a  metal  coupling 
band  ou  one  of  its  ends,  substantially  as  described,  which  is  moulded  complete  in  a  single 
mould  at  one  and  the  same  operation  with  its  metal  portion  A,  intermediate  between  its  inn^ 
and  outer  moulded  cement  surlaces. 

No.  3.3,153.— P.  H.  Lawler,  of  Spencerport,  N.  Y.,  and  John  B.  Dougherty,  of 
lloche8t<!r,  N.  Y. — Improvement  in  Machines  for  Cutting  Barrel  Heads. — Patent  dated 
August  27,  18G1. — The  nature  of  this  invention  will  be  understood  by  the  chiim.  It  does  not 
admit  of  a  brief  description. 

Claim. — First,  the  arrangement  of  the  vertical  rods  or  shails  r  r,  carrying  the  arms  or  rests 
a  a,  and  connected  with  the  lever  11  which  moves  the  saw,  the  whole  operating  in  the  manner 
and  for  tlie  purpose  substantially  as  described. 

Second,  the  combination  of  the  ratchet  wheel  and  pawl  h  and  e,  with  the  treadle  f,  and  cam 
M,  BO  Ihat,  whenever  the  screw  S  is  thrown  into  g^  with  the  wheel  W,  the  pressure  of  the 
face  plate  A  against  the  barrel  head  may  be  maintained  while  said  face  plate  is  revolving,  and 
this  without  the  continued  supervision  of  the  operator. 

Third,  the  arrangement  of  the  pin  /i,  catch  d^  and  handle  A,  with  the  cam  M,  whereby  the 
screw  8  is  thrown  out  of  g^ear  with  the  wheel  W  as  soon  as  the  latter  has  completed  one 
revolution. 

Fourth,  the  combination  of  the  pin  q,  and  lever  catch  /,  with  the  handle  H  of  the  saw, 
whereby  the  saw  is  maintained  in  proper  position  by  means  of  the  spring  V,  while  the  barrel 
nead  is  being  cut.  and  is  removed  by  means  of  the  same  spring  as  soon  as  the  face  plate  B  has 
completed  one  revolution. 

No.  33,154.— Thomas  R.  Markillie,  of  Winchester,  VX.— Improvement  in  Churns,-^ 
Patent  dated  August  27,  18(51. — This  invention  consists  of  vessel  made  of  earthenware  of  a 
square  form,  but  with  a  rounded  bottom,  within  which  works  a  dasher  made  with  inclined 
blades. 

Claim, — The  cream  vessel,  constructed  round  at  the  bottom  as  high  up  as  the  height  of  the 
dashers,  with  the  r^t  of  the  body  of  the  vessel  square,  and  this  in  combination  with  the  re- 
volving dasher,  operating  as  set  iorth  and  for  the  purposes  described. 
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No.  33,155.— TOBUS  H.  Miller,  of  Lancaster,  ViL^Improved  Machine  for  Rolling  Car- 
riage Axles. — ^Patent  dated  Augast  27, 1861. — ^This  invention  consists  in  using,  in  cx)nnexion 
with  a  set  of  grooved  rollers,  a  pair  of  tongs  for  holding  the  heated  iron  that  forms  the  axle, 
0o  constmcted  that  all  the  parts  of  the  axle  are  formed  from  a  single  piece  without  removing 
the  iron  from  the  tongs,  (the  ends  of  the  iron  being  merely  reversed  toerein,)  and  the  iron  is 
^^  R^^^  that  U  shaJJ  always  enter  the  proper  distance  between  the  rollers. 

Claim, — The  tongs  described,  provided  with  the  swivel  clutdies  K  K,  shoulders  k  Ac,  space 
I,  and  check  t,  for  the  purpose  of  holding,  turning,  and  gauging  the  iron  in  the  process  of 
rolling  without  removing  it  from  the  tongs,  when  the  same  is  used  in  connexion  with  the 
gauge  rod  I  and  grooved  rollers  C  D  of  the  machine,  substantially  as  specified. 

No.  33,156. — ^Andrew  Morse,  of  Portland,  Me. — Improvement  in  Machinery  for  Ringing 
Fog  Bells. — Patent  dated  August  27,  1861. — ^This  invention  consists  of  a  mechanism  for 
keeping  up  a  continued  ringing  of  one  or  more  bells,  and  operated  by  the  conjoint  action  of  a 
l)Uoy  or  float  that  rises  and  falls  with  the  surging  motion  of  the  waves,  and  certain  weights 
fvhich  are  wound  up  by  this  operation  of  the  buoy,  and  which  are  used  as  a  reserve  power  to 
ring  the  bells  when  the  sea  is  cahn,  and  the  buoy  ceases  to  act 

Claim. — First,  combining  with  the  barrel  B^  buoy  B,  cord  a',  cord  e,  wheel  and  axle  £  E, 
and  weight  £2,  the  double  ratchet  wheel  d  d\  pawls  c  dZy  inside  gear  d2y  pinions  g  g2y  drum 
G,  and  weight  J,  all  arranged  and  operating  substantially  as  described,  for  maintaining  a 
constant  motion  of  the  bell  movement. 

Second,  the  secondary  weight  B,  in  <!ombination  with  weight  J,  op^p^^ting  as  and  for  the 
purposes  described. 

No.  33,157. — ^D.  P.  NiCKERSON,  of  Cleveland,  O. — Improvement  in  Cheese  Presses  and 
Hoops. — Patent  dated  August  27,  1861. — This  invention  consists  in  suspending  the  hoop  to  a 
crane  by  means  of  a  bail  which  is  attached  by  lugs  to  the  middle  of  the  hoop  so  as  to  admit 

*  '     che      •    •      '         '       '  '  ....  ,  .     .    ^         .  .... 


of  the  cheese  being  turned  and  pressed  upon  both  sides.    Hinged  to  the  frame  is  an  adjustable 
table  which  is  folded  up  out  of  the  way  when  not  in  use. 

Claim. — ^The  special  arrangement  of  the  hinged  hoop  M,  and  bail  O,  crane  R,  and  adjust- 
able table  L,  in  combination  with  the  described  cheese  press,  when  operating  conjointly  in 
the  manner  and  for  the  purpose  set  forth. 

No.  33,158.— njAMES  M.  Orput,  of  Malta,  lH.^Improvement  in  Harvesting  Machines.-- 
Patent  dated  August  27,  1861. — ^The  axletree  of  the  wagon  is  prolonged  at  one  side  to  carry 
the  frame  of  the  harvester  which  swings  on  the  axle  and  carries  the  sickles,  the  gathering 
wheel,  the  elevating  endless  apron,  and  the  machinery  by  which  they  are  operated.  The 
height  of  the  sickles  from  the  ground  is  graduated  by  means  of  a  lever  pivoted  to  a  post  on 
the  frame. 

Claim, — The  arrangement  of  the  vibrating  frame  carrying  the  cutting  apparatus,  reel^  end- 
less apron,  and  gearing,  upon  the  axle  a,  and  adjusting  the  same  by  means  of  the  lever  ft, 
substantially  in  the  manner  described  and  for  the  purpose  specified. 

No.  33,159.— Almarin  B.  Paul,  of  Nevada,  CBX.^Improved  Amalgamatar.^V9X/eiiidiB,i&\ 
August  27,  1861. — This  invention  consists  of  a  reciprocating  box  provided  with  a  double  in- 
clined bottom  having  an  amalgamated  surface  and  a  chamber  at  the  inner  ends  of  the  two 
inclines  which  also  has  an  amalgamated  surface,  in  connexion  with  which  is  a  series  of  amal- 
gamated plates  projecting  down  over  the  chamber  at  the  inner  ends  of  the  two  inclines  which 
lorm  the  bottom  ot  the  table  or  box.    A  screen  is  fitted  to  the  upper  part  of  Uie  box. 

Claim. — ^The  reciprocating  box  A,  provided  with  a  double  inclined  bottom  e  c,  and  cham- 
ber rf,  having  amalgamated  surfaces,  in  connexion  with  a  traverse  piece  C,  having  a  curved 
back  or  side  and  pendants  /,  with  amalgamated  surfaces,  the  latter  being  arranged  in  quin- 
cunx form,  substantially  as  and  for  the  purpose  set  forth. 

Also,  in  combination  with  the  reciprocating  box  A,  and  traverse  piece  C,  the  screen  E  ex- 
tending the  whole  length  of  the  box  or  over  a  portion  thereof,  for  the  purpose  specified. 

No.  33,160.— Joseph  W.  Pearson,  of  Winchester,  MesB.^Improvea  Elastic  Pen  Holder.-— 
Patent  dated  August  27,  1861. — This  invention  consists  in  surrounding  the  body  of  an  ink- 
stand with  an  el^tic  rubber  band  which  is  formed  double  for  nearly  its  whole  length,  making 
a  continuous  groove  aiound  the  edge  of  the  inkstand,  into  which  groove  the  pens  may  be 
stood  up  when  not  in  use. 

Claim. — ^The  elastic  band  C  for  holding  pens  when  they  are  not  in  use,  operating  substan- 
tially as  specified. 

No.  33,161. — Charles  M.  Pierce,  jr.,  of  New  Bedford,  Mass. — Improvement  in  Moulds 
for  Earthen  or  Cement  Pipes. — Patent  dated  August  27,  1861. — ^This  mvention  consists  in 
constructing  the  core  of  sheet  metal  in  a  cylindrical  form,  and  provided  internally  with  two 
tapering  guides  between  which  a  key  or  wedge  is  fitted,  so  that,  by  forcing  in  the ^etlge,  the 
core  may  l)e  expanded  to  the  required  diameter,  by  which  means  pipe^  of  different  internal 
diameters  may  be  moulded  with  one  and  the  same  core.  On  the  upper  edge  of  the  case  rests 
a  tool  formed  of  a  metal  plate  or  blade  for  smoothing  or  forqding  the  convex  end  of  the  pipe. 
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C/«f»».— First,  the  sheet  metal  or  elasHc  core  E,  provided  or  armnged  with  a  key  or  wedg« 
F,  or  its  equivalent,  to  operate  as  and  for  the  purpose  set  forth. 

Second,  the  tool  H,  formed  with  a  cuttiuff  or  scrapinp  edge  /,  and  smoothing  surface  «, 
when  applied  to  or  used  in  connexion  with  the  case  A  and  core  E,  for  the  purpose  specific^ 

No.  33,162.~HlItAM  H.  Reynolds,  of  Buffalo,  N.  Y,^ Improvement  in  Instrument  for  tkv 
Prevention  and  Cure  of  Spermatorrhoea. — ^Patent  dated  August  27,  1861. — ^The  nature  of  this 
invention  will  be  understood  fix>m  the  claim. 

Claim, — First,  the  roughened  plate  H,  in  combination  with  a  spermatorrhoea  instrument, 
for  the  purposes  set  forth. 

Second,  the  spring  bars  F  and  G,  in  combination  with  the  pressure  plates  D  and  E,  and 
cone  cap  ABC;,  for  the  purposes  and  substantially  as  described. 

Third,  placing  the  spiral  spring  e  between  the  two  sections  of  the  cone  cap  for  the  purposes 
and  substantially  as  set  forth. 

No.  33,163.— Frederick  Bichter,  of  Orange,  Ohio.— Improvement  in  Portable  Field 
Fences. — Patent  dated  August  27,  ld61. — This  invention  consists  in  securing  the  posts  to 
base  pieces  by  means  of  pins  or  keys,  so  that  they  may  be  adjusted  to  anv  inclination  of  the 
surface  of  the  ground.  The  panels  are  connected  together  by  means  of  holes  in  the  ends  ot 
the  rails,  so  that  any  panel  mav  be  made  to  serve  as  a  gate. 

Claim. — The  adjustable,  or  hinged  post  B,  and  base  A,  when  the  panels  are  arranged  and 
constructed  in  the  mvu^r  and  for  the  purpose  as  described. 

No.  33,164.— Daniel  W.  Leeley,  of  Albany,  N.  Y.— Improvement  in  CAwr»#.— Patent 
dated  AuOTst  27,  1861. — ^This  invention  consists  in  the  use  of  two  dashers,  placed  side  by 
side,  and  naving  their  beaten,  or  arms,  placed  upon  each  driving-shad  in  the  form  of  a  screw, 
one  being  plac^  in  advance  of  the  other  a  sufficient  distance  to  allow  the  arms  to  clear,  so 
that  when  the  driving-shafts  are  put  in  motion  the  milk  or  cream  is  forced  from  one  end  of  the 
chum  to  the  other.  Above  the  dashers  are  placed  discs,  consisting  of  three  plates,  two  ol 
which  form  a  shell  or  case,  and  meet  together  to  form  a  space  between,  in  which  a  double 
ikce  plate  revolves,  and  is  provided  with  a  series  of  teeth  on  each  face,  the  centre  of  this  plate 
being  provided  with  openings  and  brackets,  connected  to  a  hub  which  is  keyed  to  a  revolving 
shaft. 

Claim. — ^The  use  of  two  screw  and  parallel  dashers,  constructed  and  operating  substantially 
as  described. 

Second,  the  sliding  or  movable  pinions  F  G  and  P,  together  with  the  stationary  driving 
wheel  H,  for  the  purpose  of  working  the  discs  or  dashers  separately  or  together,  as  set  forth. 

Third,  the  double-faced  plate  N,  provided  with  teeth  or  diamond-shappd  pins  n  n  n  n, 
revolving  between  the  shell  discs  L  and  M  when  said  double-faced  plate  K  is  provided  with 
buckets  and  openings  at  its  centre,  substantially  as  and  for  the  purpose  specitiea. 

Fourth,  the  two  screw  dashers  B  C,  in  combination  with  the  double-la<^  plate  N,  when 
constructed  and  operating  as  set  forth. 

No.  33,165.— nJosEPH  J.  Sherman,  of  Albany,  N.  Y. --Improvement  in  Balloons.— Vateni 
dated  August  27,  1861. — ^The  object  of  this  invention  is  to  give  to  the  Aeronaut,  in  the  car  be- 
neath, a  mechanical  control  over  the  volume  of  gas  contained  in  the  balloon,  whereby  he  can 
increase  or  diminish  its  density  at  pleasure,  and  thus  be  enabled  to  ascend  or  descend  in  the 
air  without  the  expenditure  of  gas  or  ballast,  which  is  effected  by  means  of  a  tube  passing 
vertically  through  the  balloon,  within  which  is  arran^d  a  system  of  pulleys  and  tackle,  one 
block  being  attached  to  the  top  and  the  other  to  the  bottom  of  the  balloon,  the  rope  passing 
down  from  the  blocks  to  the  car  below.  ^ 

Claim, — ^The  combination  with  a  balloon  of  a  pulley,  or  system  of  pulleys,  applied  to 
operate  substantially  a»  and  for  the  purpose  specified. 

No.  33,166.— MiLO  D.  Wilder,  of  Laporte,  Ind,— Improvement  in  Water  Elevators,— 
Patent  dated  August  27,  1861. — This  invention  relates  to  an  apparatus  designed  more 
especially  for  the  use  of  animals  to  raise  their  own  supplv  of  water,  and  it  consists  in  the 
employment  of  an  endless  apron  of  slats  connected  with  a  horizontal  shafl,  to  yxhich  a 
governor  is  applied,  which  latter,  in  connexion  with  a  series  of  levers,  form  a  brake,  so  as  to 
insure  an  uniform  operation  of  the  ptunp. 

C/atm.— The  endless  platform  of  slats  A,  in  combination  with  a  pump  R  and  a  ball  gov- 
ernor, provided  with  a  brake  formed  of  the  levers  M  N  O  O,  operating  on  a  wheel  F,  all  ' 
arranged  for  joint  operation  as  and  for  the  purpose  set  forth. 

No.  33,167.— Walter  Youmans,  of  Waterford,  N.  Y.— Improvement  in  Railroad  Car 
Trucks. — Patent  dated  August  27,  1861. — ^This  invention  consists  in  arranging  the  axles  so 
that  they  will  turn  or  adjust  themselves  as  the  trucks  pass  over  curves  m  the  road,  and 
assume  positions  corresponding  to  the  radii  of  the  curves,  the  movement  of  the  axles  bein|^ 
controlled  or  retained  in  proper  positions  by  curved  or  segment  guides  attached  to  the  truck 
body. 
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Claim, — ^The  application  to  a  oar  truck,  provided  with  adjustable  axles,  of  sockets  and 
ffuides,  when  said  sockets  and  guides  are  formed  of  portions  of  circles  ox^  the  centre  of  which 
IS  in  a  line  bx  that  bisects  the  aides  centrally  when  parallel  with  each  other,  and  at  rigUt 
angles  to  said  line,  and  which  line  is  tangential  with  the  inner  line  or  rail  ax  of  the  curve,  the 
arcs  ex  intersecting  the  ends  of  the  outer  axles  when  the  latter  are  in  a  radial  position,  sub- 
stantially as  and  for  the  purpose  set  forth. 

Also,  the  combination  of  the  loose  wheels  C  or  M,  non-rotating  axle  B  or  K^',  bolster  £  or 
L,  and  eccentric  socket  and  guide  I  H  or  Q  £,  arranged  and  operating  substantially  as  and 
for  the  purposes  shown  and  explained. 

No.  33,168.-<:;anceUed. 

No.  33,169.~James  McNamee,  of  Easton,  Pa.,  assignor  to  James  B.  Wilson,  of  the 
same  place. — Impfovement  in  Seunng  Pins, — ^Patent  dated  August  27,  1861. — This  invention 
consists  of  a  plate  or  stock,  provided  at  one  end  with  two  hooks  turned  under,  and  at  the 
other  end  with  one  hook  turned  over  the  face  of  the  plate,  the  two  to  be  hooked  into  the 
garments  at  a  lady^s  knee,  and  the  other  to  hook  into  and  hold  the  work. 

Claim, — As  an  improved  article  of  manufacture,  a  sewing  pin,  composed  of  a  plate  or 
stock  A  and  hooks  a  a  &,  as  shown  and  described. 

No.  33.170.— A.  H.  Merrill,  of  Boston,  Mass.,  assignor  to  A.  H.,  R.  S.,  and  J.  8.  Mer- 
RILL,  of  same  place. — Improvement  in  Handling  Lamp  Chimneys. — Patept  dated  August  27, 
1861. — This  invention  consists  of  a  ring,  provided  with  elastic  jaws  or  metal  strips,  and  a 
handle.  The  ring  being  placed  upon  a  heated  chimney,  the  elastic  jaws  press  against  it 
sufficiently  to  allow  it  to  be  held  and  removed. 

Claim. — As  a  new  article  of  manufacture,  a  lamp  chimney  handling  dovico,  formed  of  or 
forming  a  griping-frame  and  handle  combined,  for  application  and  use  substantially  as  do- 
scribed. 

No.  33,171.— Julius  J.  Muller,  of  New  York,  N.  Y.,  assignor  to  Himself,  W.  H. 
McViCKAR,  and  H.  E.  Roeder,  of  New  York,  N.  Y.,  and  P.  Weiler,  of  Belleville,  N. 
Y. — Improved  Mode  of  Concentrating  Ores  or  Tailings. — Patent  dated  August  27,  1861. — 
This  invention  consists  in  the  employment'  of  a  vessel  or  vessels  filled  with  water  or  any  other 
suitable  fluid,  in  tho  upper  part  of  which  the  pulverized  minerals  are  first  agitated  until  nil 
particles  are  mechanically  suspended  in  the  fluid,  when,  by  the  sudden  opening  of  suitable 
doors  or  valves,  the  agitated  minerals  are  allowed  to  subside  into  the  fluid  in  the  lower  paii 
of  the  vessel,  where,  by  the  law  of  gravity  and  in  exact  proportion  to  the  specific  gravity  ot 
each  substance,  the  several  particles  of  the  pulverized  mmerals  will  arrive  at  the  bottom  in 
regular  layers,  those  particles  of  the  most  value,  and  having  the  greatest  specific  gravity, 
forming  the  lowest  layer. 

Claim, — First,  isolating  the  particles  of  pulverized  ore  or  minerals,  while  being  mechanically 
agitated,  from  the  main  body  of  water  or  liquid  flpid  tlu'ough  which  they  are  subsequently 
allowed  to  fall,  substantially  as  shown  and  described. 

Second,  providing  the  fluid-containing  vessel  with  trap-doors,  or  their  equivalent,  con- 
structed substantially  as  described,  and  capable  of  being  closed  and  opened  for  retaining  the 
ore  or  for  allowing  the  same  to  subside  into  the  fluid  at  pleasure,  in  combmation  with  the  piston 
or  other  suitable  suction  device  for  mechanically  agitating  the  particles  of  ore  or  minerals,  by 
air  and  otherwise,  whereby  the  agitation  of  the  said  ore  may  be  effected  previously  to  its  being 
allowed  to  fall  throu£:h  the  mass  of  fluid,  essentially  as  set  forth. 

No.  33,172.— J.  W.  Osborne,  of  Melbotimo,  Australia,  assignor  to  S.  T.  Hooper,  of 
Boston,  Mass. — Improvement  in  Photolithographic  Transfers, -latent  dated  August  27, 
1861 . — This  invention  is  explained  by  the  claim. 

Claim, — ^The  method  described  of  inking  with  a  greasy  ink  the  whol^  surface  of  the 
sensitive  transfer  paper,  after  exposure  of  the  same  to  Tight  under  a  negative,  before  wetting 
or  moistening  it,  and  subsequently  removing  the  superfluous  portions  of  the  ink,  in  the  manner 
detailed  in  letters  patent  of  the  United  States  issued  to  Samuel  T.  Hooper,  assignee  of  John 
Walter  Osborne,  on  the  25th  day  of  June,  1861,  for  improvements  in  photolithography. 

No.  33,173.— J.  S.  Schuyler,  of  New  York,  N.  Y.,  assignor  to  J.  J.  Eckel,  of  the  same 
place. — Improved  Oil  Press. — Patent  dated  August  27.  1861. — Reference  to  the  specification 
and  drawings  will  be  necessary  for  a  proper  understanding  of  this  invention. 

Claim, — rhe  arrangement,  in  combmation  of  the- hollow  follower  rod,  cross-head  E,  follower 
F,  arms  a,  pawls  6,  and  side  rods  D,  with  the  double  rack  bar  O,  pawls  R,  levers  L,  and 
connected  gearing  N  O  O,  as  shown  and  described. 

The  construction  of  the  perforated  tube  X,  with  an  attached  perforated  base  plate  l,  as 
shown  and  described. 

The  combination  of  the  movable  self-adjusting  base  plate  /  and  tube  X  with  the  bottom  W, 
as  shown  and  described. 

The  combination  of  the  fluted  column  m  with  the  perforated  tube  X  e,nd  base  plate  /,  m 
■hown  and  described. 
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No.  33,174.— Isaac  W.  Valance,  of  Lansingburffh,  N.  Y.,  and  Hiram  LrrrLEJOHif,  of 
Troy,  N.  Y.,  assignors  to  Isaac  W.  Valance,  of  New  York,  N.  Y.,  and  George  W.  Valancr. 
of  Troy,  N.  Y. — Improted  Machine  for  Rivf4ing  Hinges, — Patent  dated  August  27,  1861. — 
The  nature  of  this  invention  consists  in  arranging  a  movable  hinge  clamp  with  the  riveting^ 
hammer,  so  that  a  person  attending  the  macmnc  can  thereby  insert  and  firmly  clamp  to  the 
hinge,  and  accurately  present  it  for  the  action  of  the  riveting  hammer,  while  the  latter  is  con- 
stantly revolving  and  reciprocating  at  its  full  working  speed  without  any  interference  from  the 
vibrating  hammer.  The  movable  support  for  the  pivot  wire  of  the  hinge  while  being  riveted 
is  opei  ated  in  combination  with  jaws  lor  clamping  a  hinge  by  its  knuckles. 

Claim. — First,  the  described  arrangement  of  a  riveting  pene  or  hammer  shaped,  revolved 
and  reciprocated  a  uniformly  limited  distance  substantialTv  as  described,  >v1th  a  hingo-holder 
constructed  substantially  as  set  forth,  and  liaving  a  certain  limited  movement  toward  and  from 
the  riveting  pene,  whereby  the  operator  can  freely  and  accurately  present  the  lunges  to  the 
riveting  pene  while  the  latter  is  revolving  and  reciprocating  at  its  full  working  speed,  as 
specified. 

Second,  the  combination  of  a  reciprocating  rivetlne  hammer  and  a  hinge  clamp,  so  con- 
structed and  operated  together,  substantially  as  described,  as  to  automatically  admit,  gripe, 
and  hold  a  hinge,  and  strike  a  series  of  blows  in  a  circle  in  different  places  upon  the  end  of 
the  pivot  wire  of  the  hinge,  and  finally  release  the  riveted  hinge  as  set  forth,  the  combination, 
as  a  whole,  being  substantially  as  specified. 

Third,  The  movable  pivot-wire  support  C,  Fig.  3.  when  arranged  and  operated  in  combi* 
nation  with  the  jaws  B  13'  of  the  hinge-holder,  substantially  as  and  for  the  purpose  described* 

No.  33, 175.— C.  C.  P.  Waterman,  of  Sandwich,  Mass.,  assignor  to  W.  J.  Jarvis  &  Co., 
of  Boston,  Mass. — Improvement  in  Machines  for  Grinding  Glass  Shades. — Patent  dated 
August  27,  1861.— This  invention  is  explained  by  the  claim. 

Claim. — A  machine  for  grinding  or  rou|;hing  glass  shades  or  other  articles,  composed  of 
one  or  more  \^pright  rotating  spindles,  provided  with  suitable  means  for  carrying  such  articlea, 
working  within  one  or  more  stationary  cups  containing  the  sand  or  other  grinding  material, 
substantially  as  described. 

Also,  fittmg  each  of  such  spindles  with  a  collar  c,  fitted  to  an  opening  in  the  bottom  of  its 
respective  cup,  substantially  as  and  for  the  purpose  specified. 

No  33,176.— Wade  H.  Haworth,  of  Tonawanda,  HI— Improvement  in  Cultivators — 
Patent  dated  August  27,  1861.— The  front  of  this  machine  is  supported  upon  small  wheels 
jouinaled  on  the  ends  of  vertical  shafts  formed  with  cranks  at  the  top,  the  wrists  of  which  are 
connected  by  a  rod.  To  this  rod  is  attached  the  tongue,  by  turning  which  to  one  side  or  the 
other  a  similar  direction  is  given  to  the  wheels.  The  beams  to  which  the  share  standards  are 
attached  are  suspended  at  their  front  ends  by  chains  from  horizontal  levers,  fulcrumed  in  the 
frame  and  extending  backward  so  that  the  ploughs  may  bo  raised  by  the  feet  of  the  driver, 
and  by  means  of  vertical  levers  connected  by  a  bar  the  ploughs  can  be  moved  laterally  as 
occasion  may  require. 

Claim. — Fust,  the  connecting  rod  E,  and  crank-shafl  D  d,  employed  in  the  manner  ex- 
plained, to  turn  the  wheels  0  on  a  vertical  axis  by  the  deflection  of  the  tongue,  4is  and  for  the 
purpose  set  forth. 

Second,  the  combination  of  the  beams  K  K,  levers  L  M  and  it,  rods  N  m'  and  O,  and  sns 
pending  claims  /,  arranged  and  operating  substantially  as  and  for  the  purposes  explained,  in 
connexion  with  a  four-wneeled  cultivator. 

No.  33,177.— Levi  A.  Beardslet,  of  South  Edmeston,  N.  Y.— Improvement  in  Hop 
Frames.— VAient  dated  September  3,  1861. — ^I'his  invention  consists  in  the  use  of  horizontal 
wires  permanently  stretched  between  properly  secured  posts,  in  combination  with  detachable 
horizontal  sustaining  wires  supportea  from  the  fixed  wires  by  hooks,  which  will  permit  the 
ready  loosening  of  the  sustaining  wnes  from  the  fixed  wii-es  by  which  they  are  supported. 

Claim.— Tho  employment  of  permanently  fixed  horizontal  wires,  in  combination  with  de- 
tachable horizontal  sustaining  wires  supported  by  the  permanent  wires,  and  arranged  sub- 
stantially in  the  manner  set  forth,  for  the  purposes  specified. 

Also,  the  combination  of  two  parallel  sustaining  wires,  the  one  above  the  other,  with  the 
connecting  tie  poles  /,  and  the  keying  clamps  m,  substantially  as  and  for  the  purpose  set  forth. 

Also,  the  keying  clamp  m,  constructed  substantially  as  above  described  in  combination 
with  the  training  cords,  for  the  purpose  set  forth. 

No»  33,178.— Benjamin  S.  Benson,  of  Baltimore,  Md.— Improved  Machine  for  Moulding 
Pipes,— rateut  dated  September  3,  1861.— The  nature  of  this  invention  consists  in  the  con- 
struction of  a  pipe-moulding  machine,  in  which  the  flask  is  packed  as  it  is  moving  downwards, 
and  in  which  the  moulding  sand  is  moistened  at  the  point,  and  at  the  moment  of  its  being 
packed. 

Claim. — First,  the  hopper,  In  combination  with  the  flask-holder,  and  moving  with  it  in  the 
manner  described 

^  Second,  in  combination  with  a  pipe-moulding  machine,  the  reed  B.  constructed  substan- 
tially as  described,  and  for  the  purpose  specified. 


Digitized  by  CjOOQIC 


COMMISSIONER  OF  PATENTS.  483 

Third,  tbe  combination  of  the  pnmp-plnnger  with  the  hopper,  so  that  water  will  only  be 
discharged  while  the  hopper  and  flask  are  descending  together,  as  set  forth. 

Fourth,  the  combination  of  the  cone  I  and  fingers  J  with  the  hopper  H,  substantially  in 
the  manner  and  for  the  porpose  specified. 

Fiilh,  packing  the  flask  as  it  is  moving  downwards,  as  described. 

No.  33,179.— William  Betts,  of  Wharf  Road,  City  Road,  England.— iVetr  Manufactun 
of  Capsules. — Patent  dated  September  3,  1861. — Patented  in  England  January  13,  1849. — 
This  invention  relates  to  metal  covers  used  for  closing  or  stopping  the  Aouths  of  bottles,  and 
it  consists  in  combining  lead  with  tin  by  covering  the  lead  with  tin  over  one  or  both  surfaces 
of  the  lead,  and  subjecting  them  to  a  heavy  pressure  between  rollers,  which  causes  them  to 
adhere  closely  together. 

Claim. — ^The  new  manufacture  of  capsules,  and  of  a  material  to  be  employed  therein,  as 
described,  and  for  other  purposes  as  stated,  that  new  material  being  laminated  plates,  sheets, 
or  leaves  of  load,  covered  with  tin  on  the  surface  or  surfaces  of  one  or  both  sides  of  such 
laminated  plates,  sheets',  or  leaves ;  the  application  of  the  tin  to  the  lead  being  performed  in 
the  manner  described,  and  the  adhesion  ot  one  metal  to  the  other  being  obtained  by  the  agency 
of  the  sumo  mechanical  pressure  whereby  the  lamination  of  the  new  material  is  performed  in 
the  manner  described. 

No.  33,180.— Wm.  H.  Bigelow,  of  South  Framington,  'i/L^ss,— Improvement  in  Melo- 
deons. — Patent  dated  Septembers,  1861. — This  invention  consists  in  combining,  with  any 
desirable  number  of  the  playing  keys  of  a  melodeon  or  other  similar  reed  instrument,  a  series 
of  hooks  controlled  by  a  pedal,  for  the  purpose  of  keeping  the  keys  depressed,  and  prolonging 
the  tones  of  the  reeds  for  as  long  a  time  as  desired  after  the  removal  of  the  fingers  of  the 
player  from  the  keys.  The  reed  valves  are  operated  by  means  of  levers  connected  with  the 
air  chest  by  means  of  an  air-tight  fulcrum. 

Claim. — First,  the  employment,  in  combination  with  any  number  of  the  playing  keys  of  a 
melodeon  or  other  instrument  having  reeds  and  keys  of  similar  character,  of  a  series  of  hooks 
G  G,  or  other  catches  or  stops,  operating  substantially  as  described,  to  lock  the  keys  after  the 
depression  and  produce  the  effect  set  forth. 

becond,  i]^e  employment,  in  combina'tion  with  the  series  of  hooks  G  G,  of  a  sliding  stop-bar, 
operating  substantially  as  and  for  the  purpose  specified. 

Third,  the  transmitting  of  the  movements  of  the  keys  to  the  reed  valves  by  means  of  levers 
b  h,  woikin?  through  the  air  chest  on  air-tight  fulcra,  substantially  as  specified. 

Fourth,  the  comoination  of  the  pedal  P,  the  spring  »,  and  the  board  or  bar  »,  the  whole 
applied  to  operate  substantially  as  described,  in  combination  with  the  receiving  chamber  E 
of  the  bellows,  for  the  purpose  set  forth. 

No.  33,181. — Jacob  Bradley,  of  St  Mary's,  Ohio. — Improvement  in  Steam- Engines, — 
Patent  dated  Septembers,  1861. — ^This  invention  relates  to  that  class  of  steam-engines  known 
OS  high  and  low  pressure  engines,  in  which  the  steam  first  acts  upon  a  piston  in  a  small 
cylinder,  and  afterwards  upon  a  second  piston  in  a  large  cylinder.  It  consists  in  the  arrange- 
ment of  a  valve  and  a  system  of  ports  for  effecting  the  induction  and  eduction  of  steam  to  and 
from  the  two  cylindei's ;  also,  in  certain  means  whereby,  when  it  is  desired  to  exert  great 
power,  the  full  pressure  of  steam  can  be  made  to  act  upon  the  larger  piston. 

Claim. — First,  the  hollow  valve  E,  with  its  ports  rf,  and  cavities  e  «',  fitted  to  a  seat  having 
ports  8  b  b'  c  c\  and  combined  with  the  steam  pipe  H,  exhaust  pipe  I,  and  the  two  cylinders 
A  G,  substantiaUy  as  specified. 

Second,  connecting  tne  two  ends  of  the  smaller  cylinder  A  by  means  of  a  pipe  A;,  and  stop- 
cock or  stop- valve  /,  substantiaUy  as  and  for  the  purpose  specined. 

No.  33,182.— Jehu  Brainerd,  of  Cleveland,  Ohio.-^Improvement  in  Tafifitfi^.— Patent 
dated  September  3-,  1861. — ^This  invention  consists  in  the  immersion  of  skins  (previously  pre 
pared  chemically  in  a  bath  of  mineral  salts)  in  a  decoction  made  from  a  species  of  wiUow 
known  as  salix  grisea,  {S,  petiolans^  of  Lindley,  the  S,  fuscata^  of  Pursh.) 

Claim. — ^The  immersion  of  skins,  prepared  as  set  forth  in  a  decoction  of  salix  grisea,  as  and 
for  the  purpose  specified. 

No.  33,183.— Edward  Buckman,  of  East  Greenbush,  N.  Y,^ Improvement  in  Horn 
Rakes. — Patent  dated  September  3,  1861. — To  the  back  side  of  the  axle  there  is  attached  by 
hinges  a  bar  £  having  a  series  of  parallel  bars  secured  to  it  at  ri^ht  angles.  To  the  outer 
end  of  each  bar  there  is  secured  by  a  hinge  or  joini  a  tooth,  which  is  retained  in  a  horizontal 
position  when  at  work  by  means  of  a  spring  attached  to  a  bar  joumaled  in  bearings  on  the 
outer  bar  E.  By  means  of  a  lever  within  reach  of  the  operator,  the  teeth  may  be  released 
from  the  action  of  the  springs  when  a  sufficient  quantity  of  hay  is  raked  up.  The  bars  and 
teeth  may  also  all  bo  raised  irom  the  ground  by  means  ot  a  foot  lever  when  necessary. 

Claim, — ^The  arrangement  of  the  springs  G,  and  pivoted  bar  U,  with  the  independent 
pivoted  teeth  F,  armsX  l^ver  J,  hinged  biur  D,  and  foot  lever  L,  as  shown  and  described. 
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No.  33,184.-0.  Crristensev,  of  Brooklyn,  K.  Y.—Imfrovtment  in  Rotary  Enginu.-^ 
Patent  dated  September  3,  1861. — This  mventioii  does  not  admit  of  a  brief  description. 

Claim, — First,  the  arrangement  of  the  dogs  G  G,  with  sqoare  notches  k  k\  in  combination 
with  the  tooth  t,  bell  crank  lovers  I  ml'  m\  arm  o  o\  toothcH}  segments  k  h\  and  abutment  E, 
all  constructed  and  operating  as  and  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  cam  H,  and  cut-oflf  valve  I,  in  combination  with  the  rising 
and  fallinff  abutment  £,  as  and  for  the  purpose  described. 

Third,  uie  employment  of  the  conical  packing  rings  9,  and  inclined  faces  r,  on  the  piston 
whoel  A,  in  comoination  with  the  conical  projections  «,  on  the  inner  sides  of  the  disks  J,  con 
structed  and  operating  in  the  manner  and  for  the  purpose  specified. 

Fourth,  the  arrangement  of  the  angular  packing  pieces  62,  hinged  pins  e3,  and  springs  /2, 
in  combination  with  the  rectan^ar  packing  pieces  a2,  pins  J2,  ana  springs  <^,  on  the  sides 
of  the  abutment  E,  as  and  for  the  purpose  described. 

Fiflh,  the  arrangement  of  the  locking  spring-bar  k%  and  lun  /2,  in  combination  with  the 
self-adjusting  spring  piston  D,  oonstructed  ana  operating  in  tne  manner  and  for  the  purpose 
specified. 

Sixth,  the  employment  of  the  stationary  pointer  L,  in  combination  with  groove  or  mark  mS, 
on  the  rotary  central  shaft  C,  as  and  for  the  purpose  set  forth. 

Scrventh,  the  arrangement  of  the  conical  journal  boxes  N,  in  combination  with  the  tapering 
journals  Of  the  rotary  shaft  C,  constructed  and  operating  as  and  for  the  purpose  described. 

No.  33,185.— LEvm  P.  Black,  of  Baltimore,  Md.— /fn;»roveiMiK  t'li  Ajyiraii^s.— Patent 
dated  September  3,  1861. — Between  the  cylinder  and  its  head  is  inserted  an  annular  packing, 
which  is  inclined  downwards  and  inwards  by  a  lip  on  the  inner  rim  of  the  head.  This  pack- 
ing is  covered  with  powdered  soapstone  and  closely  embraces  the  plunger,  which  is  made  of 
earthenware,  forminflp  a  water-tight  joint 

Claim. — The  combination,  in  a  hydrant  or  pump,  of  an  earthenware  plunger  having  a 
vitreous  surface  with  an  India-rubber  or  other  similar  packing,  prepared  and  arranged  sub- 
stantially in  the  manner  and  for  the  purpose  before  described. 

No.  3.3,186. — D.  M.  Cochran,  of  Richmond,  Ind. — Improvement  in  tke  Mode  of  Measuring 
and  Sacking  Grain. — ^Patent  dated  September  3,  1861. — This  invention  consists  in  the  com- 
bination of  an  elevator,  a  horizontal  screw  conveyer,  and  grain  receiver,  which  latter  is  pro- 
vided with  a  horizontal  slide,  and  at  its  lower  end  is  placed  a  valve,  so  that  when  the  grain 
reaches  a  point  denoting  a  certain  measure  above  the  slide,  the  latter  is  closed  and  the  valve 
opened.  At  each  disclmrge  of  the  grain  from  the  receiver  a  pawl  of  a  lever  is  made  to  move 
a  ratchet  of  one  tooth,  which  seiTes  as  an  indicator  or  register,  denoting  the  number  of  dis- 
charges of  certain  measures  from  the  receiver. 

Claim. — The  combination  of  the  elevator  J,  the  screw-conveyer  H,  and  gnun-receiver  K, 
the  latter  beinf^  provided  with  the  slide  L  and  valve  M^  which  valve  is  connected  through 
tho  medium  ot  a  lever  O  and  pawl  P  with  a  ratchet  or  register  Q,  all  arranged  for  joint  ope- 
ration as  and  for  the  purpose  set  forth. 

Also,  the  supplemental  box  £,  connected  to  the  hox  B  by  joints  or  hinges  6,  ai^d  arranged 
as  shown  to  admit,  when  not  required  for  use,  of  being  folded  down  underneath  the  box  B. 
asset  forth. 

No.  33,187.--JOHN  Dickinson,  of  Brooklyn,  N.  Y. ^Diamond  Protector  for  Dressing  Mill 
stones. — ^Patent  dated  September  3,  1861. — This  invention  consists  in  making  the  diamond 
self-iuljustable  in  its  pressure  upon  tho  stone,  by  means  of  its  combination  with  a  stock  or 
bolder  and  a  tension  spring,  so  arranged  as  to  keep  the  point  of  the  diamond  always  firmly 
in  contact  with  the  surface  of  the  stone,  and  by  its  arrangement  avoid  falling  into  the  cavi 
ties  and  tho  liability  to  break  and  destroy  the  point  of  tho  diamond. 

Claim. — ^The  use  of  tho  stem  B,  made  as  described,  in  combination  with  the  protector  stock 
A  and  pressure  spring  F,  made  and  operating  for  the  purposes  and  substantially  in  the 
manner  set  fortl^ 

No.  33,188.— John  Dickinson,  of  Brooklyn,  l^.Y.—Improvetnent  ttt  Mounting  Glaziers' 
Diamonds.'— Vat^ni  diited  September  3,  1861. — This  invention  consists  in  attaching  to  ons 
end  of  the  instrument  a  metal  key  or  glass-breaker,  and  at  the  other  end  the  block  in  which 
the  diamond  is  set,  so  that  the  key  and  diamond  block  may  be  shut  up  similarly  to  a  pocket 
knife. 

Claim. — ^The  making  of  ghiziers'  diamonds  in  the  form  of  a  pocket  knife,  substantially  as 
described,  as  a  new  article  of  manufacture. 

No.  33,189.— David  Douoal  and  Wm.  Truxal,  of  Bntlor,  V^.-^Improvement  in  Bee- 
hives.— Patent  dated  September  3,  1861. — This  invention  consists  of  a  box  or  chamber 
having  perpendicular  sides  or  walls  provided  with  sloping  ledges  or  projections,  so  arranged 
that,  in  case  a  moth  or  fly  enters  the  vestibula-and  crawls  up  its  siaes,  it  would  be  stopped 
by  the  ledges  and  deposit  its  eggs  on  the  under  side  thereof,  which,  falling  upon  the  incuned 
bottom,  are  canied  off  from  the  box 
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Claim.^Attacbipg  to  bediives  a  vostibtile  or  entrance  prorMed  with  ^ards  D  D  and  a 
sloping  bottom  A,  constnicted  and  arranged  as  described,  for  the  purpose  set  forth. 

No.  33,190.— LUCIAN  Fay,  of  Cincinnati,  O.—bnproved  Edging  Machine  for  Sheet  Metal 
Roofing, — ^Patent  dated  September  3, 1861. — ^This  invention  relates  to  an  antomatic  provision 
for  bendinff  or  setting  np  the  ed^s  of  sheet  metal  for  roofing  after  the  single  sheets  have 
been  united  together  into  long  strips  or  courses. 

C/atm.— First,  the  double  series  of  travelling  and  setting  up  rollers,  C  C  C"  E'  E''  C  C' 
C"  E  E'  E",  for  the  simultaneous  setting  up  of  two  opposite  cages  of  a  metallic  plate,  in  tho 
manner  substantial  Ijr  as  set  forth. 

Second,  the  descnbed  combination  of  travelling  and  setting  up  rollers  C  and  E  C  and  E', 
&C.,  the  axle  D  of  the  setting  up  roller  beine  secured  and  a^usted  upon  the  axle  A.  A',  Ac, 
of  the  travelling  roller  in  the  manner  set  forth. 

Third,  the  notched  gauges  F  F  precodinfc  the  flanging  rollers  C  E  C  E,  and  adapted  to 
guide  the  machine  along  the  tin  ana  to  conduct  the  edges  of  the  latter  between  the  flanging 
rollers,  in  the  manner  and  for  the  objects  stated. 

Fourth,  forming  each  axle  A,  &c.,  in  two  sections,  secured  and  adjusted  to  each  other  in 
the  manner  and  for  the  objects  stated. 

No.  33,101. — ^IsAAC  Freugh,  of  Bardstown,  Ky. — Improvement  in  Machines  for  Dressing 
Stone, — Patent  dated  September  3,  1861. — Secured  respectively  upon  two  shafts  are  rack- 
wheels  to  which  are  attached  springs  bearing  upward,  the  former  beneath  the  pick-handle 
and  the  latter  beneath  a  horizontal  arm  attached  to  the  under  side  of  the  rock-shaft,  for  the 
purpose  of  adjusting  the  stroke  of  the  pick  and  regulating  its  force.  Fitted  at  one  end  in  a 
box  attached  to  a  vertical  standard  secured  upon  the  bed  plate  is  a  shaft,  which  is  supported 
at  its  other  end  in  the  hollow  loumal  through  which  it  passes.  A  feather  in  the  hollow  journal 
fitting  into  a  groove  in  the  shaft;  causes  the  two  to  revolve  simultaneously,  and  at  the  same 
time  permits  the  hollow  journal  and  gear-wheel  to  have  a  lateral  movement  upon  the  shaf^ 
and,  in  connexion  with  a  cam-wheel,  rock-shaft,  and  other  mechanism,  an  inteimittent 
motion  may  be  imparted  to  the  carriage. 

Claim. — First,  the  combination  of  the  feathered  shaft  T,  camwhpel  W,  rock-shafl  V,  arms 
a  r,  rack  t',  flang^  gear-wheel «,  and  screw-shafl  F,  operating  in  the  manner  explained,  to 
impart  an  intermittent  motion  to  the  carriage  E  of  an  automatic  stone-dressing^  machine. 

Second,  the  rag-wheels  J  K,  shafts  J^  K^  and  springy  L  L^  operating  in  conjunction  to  ad- 
just the  pick  ana  regulate'  its  stroke,  as  explained. 

No.  33,192.— George  B.  GuRLEYand  O.  O.  Brady,  of  New  York,  N.  Y,— Improved  Com- 
Ifination  of  a  Cot,  Lounge^  and  Chair, — ^Patent  dated  September  3, 1861. — ^The  object  of  thii 
invention  is  to  combine  a  cot,  lounge,  and  chair  in  such  a  way  that  the  device  may  bo  used 
for  eitbar  purpose,  and  be  capable  of  being  compactly  folded  up  for  transportation. 

Claim, — ^The  frames  A  k'  A.'\  formed  of  parallel  bars  a  a,  with  canvas  C  attached,  and 
connected  by  hinges  or  joints  B,  in  connexion  with  the  stationary  legs  D  and  removable  legs 
E  £\  connected  by  bars  F  and  braced  by  hooks  F^  all  being  combined  and  arranged  to  form 
a  new  and  useful  combination  of  a  cot,  lounge,  and  chair,  substantially  as  set  form. 

No.  33,193.— Robert  Hale,  of  Roxbuiy,  Mass. — Improved  Pipe  C(mp/tit^.— Patent  dated 
September  3,  1661. — ^This  invention  consists  of  a  hollow  coupling,  to  be  slipped  over  the 
abutting  ends  of  two  pieces  of  pipe  and  fitted  with  some  suitable  cement  which  can  be  poured 
through  a  hole  made  for  the  purpose,  and  will  then  be  set  or  become  solid  and  hold  the  pipes 
in  position. 

Claim, — ^The  described  coupling  C  for  conducting  pipes,  the  coupling  fitting  closely  to  the 
pipe  at  its  ends  and  having  a  nole  t  through  which  cement  or  other  packing  is  introduced  into 
the  space/,  as  set  forth. 

No.  33,194. — Peter  Harder,  of  Danville,  Pa. — Improved  Composition  for  Roofing.— 
Patent  dffted  September  3,  1861. — This  invention  is  explained  by  the  claim. 

Claim, — The  described  roofing  composition,  made  of^naptha,  shellac,  alcohol,  rubber,  flaz- 
Med  oil,  asphaltum,  and  soapstone,  in  the  proportions  and  manner  set  forth. 

No.  33,195.— David  A.  Havilakd,  of  Fort  Dodge,  laweL—Improvement  in  Boot  Legs,— 
Patent  dated  September  3,  1861. — This  invention  consists  in  the  application  of  a  metallie 
spring  to  the  ankle  of  the  l>oot,  to  be  enclosed  in  a  folded  welt  on  the  outside  of  the  boot,  for 
ibe  purpose  of  preventing  the  leg  of  the  l>oot  from  falling  down,  wrinkling,  and  shortening  at 
the  sides  and  ankle. 

Claim, — As  a  new  article  of  manufacture  a  high  boot,  provided  on  each  side  with  a  steel 
spring  secured  on  the  outside  of  the  seam  in  an  outwardly  projecting  welt,  all  as  shown  and 
explamed. 

No.  33,196.-0.  D.  Haworth,  of  Decatur,  Va,— Improvement  in  Com'Planters.—FaiegA 
dated  September  3,  1861.— The  driver*s  seat  is  ^]aced  upon  tho  rear  ends  of  two  bars,  the 
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forward  ends  of  wbich  are  attaclied  to  the  forward  fhune  that  carrieB  the  fmrow-shaTes,  which 
bars  rest  upon  an  adjustable  upright  bar  as  a  fulcnun  and  serves  as  a  lever,  so  that  the  weig^bt 
of  the  driver  on  his  seat  acts  as  a  counterpoise  for  the  forward  frame  to  regulate  and  graduate 
the  depth  of  the  furrow-shares  in  the  earth,  and  elevate  the  shares  above  the  surface  of  the 
ground  when  necessary. 

Claim, — The  combination  and  arrangement,  as  shown  and  described,  of  the  frame  C  with 
the  bars  and  levers//,  driver's  seat  F,  and  the  adjustable  bar  E.  for  the  purpose  specified. 

No.  33,197.— J.  A.  C.  and  A.  S.  Hickman,  of  Summerfield,  IH.— Improvement  in  Com^ 
Planters, — Patent  dated  Septembers,  18(51. — ^This  invention  consists  in  operating  the  recipro- 
cating seed-slides  by  means  of  a  gear-wheel,  attached  to  the  forward  axle,  actuating  a  pinion 
connected  to  cranks.  On  the  ends  of  these  cranks  are  attached  rods  that  move  levers  con- 
nected with  seed-slides.  The  seed  is  covered  by  the  elevation  of  the  shares,  which  is  effected 
at  the  proper  time  by  the  action  of  pins  or  tappets  on  the  rear  ends  of  the  connecting  levers. 

Claim, — The  combination  and  arrangement  of  the  gearing  E'  F,  cranks  H  H,  rods  1 1, 
tappets  m  m,  and  levers  J  J  and  T  T,  as  shown  and  described,  for  operating  the  reciprocating 
eeed-slides  K  K  and  coverers  R  R  from  the  axle  B^ 

No.  33,198. — James  Hughes,  of  Scranton,  Pa. — Improved  Spring  Balance  for  Safety* 
Vahes  of  Locomotives  and  other  Engines, — Patent  dated  September  3, 1861. — ^This  invention 
consists  in  a  method  of  applying  a  screw  and  levers,  in  combination  with  a  spring,  to  con- 
stitute a  spring-balance  for  safety-valves,  so  as  to  permit  the  engineer  of  a  locomotive  to 
reduce  the  loaid  on  the  valve  at  once,  when  the  locomotive  stops,  or  at  any  time  when 
necessary.  In  connexion  with  the  screw  is  used  an  index  and  graduated  scale  for  indicating 
the  pressure  on  the  valve,  and  of  a  stop  to  prevent  the  valve  from  being  overflowed. 

Claim. — The  combination  of  the  spring  C,  screw  II,  bar  E,  and  lover  or  levers  F  F,  the 
whole  applied,  arranged  and  operating  substantially  as  and  for  the  purpose  specified. 

Also,  the  described  combination  of  the  pressure-regulating  screw  H,  lever  I,  index  e, 
graduated  plate  /,  and  stop  t. 

No.  33,199.— Stephen  Inman,  of  Rockford,  V\.— Improvements  in  a  Combined  Sliding- 
Hook  and  Gauge. — Patent  dated  September  3,  1861. — ^This  invention  cousista  of  a  sliding 
hook  and  gauge,  so  arranged  as  to  combine  in  one  and  answer  the  purpose  of  a  square, 
alidin^-hook,  chalk  line,  compasses,  and  set  nails,  used  in  siding  up  buildings. 

Claim, — The  piece  G,  when  connected  with  a  sliding-hook  in  the  manner  and  for  the  pur- 
pose specified,  in  combination  with  the  gauge  M,  C4)nstmcted,  arranged  and  operating  in  the 
manner  and  for  the  purpose  set  forth. 

Fo.  33,200.— William  Jepfers,  of  Pawtncket,  R.  I. —Improvement  in  Hose  Nozzles.-- 
Patent  dfetod  September  3,  1861. — This  invention  consists  in  the  use  of  a  swivelled  head, 
constructed  with  two  necks,  upon  cither  of  which  a  tip  may  bo  secured  and  uflenvard turned, 
to  receive  and  discharge  the  stream  of  water,  by  which  means  the  operator  i»  enabled  to 
readily  replace  a  nozzle-tip  with  another  of  different  size,  while  the  engine  is  in  full  play, 
without  being  wet  or  wasting  water. 

Claim. — ^Tho  swivelled  bead  C,  provided  with  separate  necks  c  and  c',  and  adapted  in  the 
manner  explained  to  exclude  water  from  either  neck  at  which  it  is  desired  to  apply  or  detach 
a  tip. 

No.  33,201.— R.  Keese,  D.  T.  Ward,  and  J.  G.  Wilkinson,  of  Cardington,  Ohio.— 
Improvement  in  Flood  Gates. — Patent  dated  September  3,  186J. — ^This  gate  consists  of  an 
axle  joumaled  at  each  end  in  stMidards,  and  having  slats  secured  crosswise  upon  it.  To  the 
end  of  the  gate  is  secured  a  cord,  having  a  weight  attached  to  it,  for  closing  the  gate  after  it 
has  been  placed.  By  means  of  a  float,  pivoted  to  a  rod  which  moves  vertically,  a  latch  is 
raised,  which,  as  the  water  rises,  serves  to  free  the  gate  so  that  it  tuTns  upon  its  axle,  allow- 
ing the  water  and  dritl  wood  to  pass  freely.  As  the  water  recedes,  the  float  falls  with  the 
rod  and  latch,  and  the  gate  is  closed. 

C/atfii.— The  employment  of  the  gate  C,  when  operated  as  set  fbrth,  through  the  medium 
of  the  cord  a,  weignt  c,  float  rf,  connecting  rod  «,  and  latch  D,  for  the  purpose  speSified. 

No.  33,202.— Robert  J.  Mann,  of  Seneca  Falls,  N.  Y, —Improvement  in  Sleighs,— Taieni 
dated  September  3,  1861.— This  invention  relates  principally  to  sleds  used  by  boys,  and  con- 
sists in  terming  the  ninners  of  semi-tubular  metal,  with  convex  side  downwards.  A  frame 
of  comigated  metal,  consisting  of  longitudinal  and  cross  bars  secured  together,  supports  the 
bed  of  the  sleigh,  and  is  combmed  wim  the  runners  by  means  of  semi-tubular  metal  braces. 

Claim, — A  semi-tubular  sleigh-runner,  constructed  substimtially  as  described. 

Also,  a  bed-frame  of  a  sleigh,  consisting  of  a  combination  of  longitudinal  and  cross  bars 
of  corrugated  metal  combined  toother,  substantially  as  described. 

Also,  combining  the  runners  ot  a  sleigh  with  the  bed-frame  thereof  by  send-tnbular  braces 
constructed  and  arranged  substantially  as  described. 

Also,  the  combination  of  semi-tubnlar  sleigh-runners,  a  corrugated  bed-frame,  semi-tubnlar 
braces,  and  a  bed,  the  four  members  of  this  combination  being  constructed  and  combined 
substantially  as  described. 
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No.  33,203. — ^William  P.  Martin,  of  Salem,  Mass. — Improvement  in  ApparatuM  for 
Stirring  Tan  Vats. — Patent  dated  September  3,  1861. — This  inyention  consists  in  the  employ- . 
ment  of  stationary  deflecting-bars,  an*anged  in  the  bottom  of  the  vat,  in  combination  with 
agitating-bars  arranged  on  a  sliding  bar  or  bars,  operated  by  a  hand-leyer  extending  up  from 
the  side  of  the  vat. 

Claim. — The  employment  in  the  vat  A  of  tho  deflectin^bars  e  and  agitating-bars  c,  the 
irhole  constracted  and  operating  substantially ''as  described  lor  the  purpose  sot  forth. 

No.  33,204.— Wm.  M.  Mason,  of  Polo,  UL—lmprovement  in  Com  and  Cane  Harvesters.-- 
Patent  dated  September  3, 1861. — ^This  invention  consists  in  the  use  of  an  adjustable  inclined 
reel,  in  connexion  with  a  platform  which  is  allowed  to  swing  freely  on  hinges,  and  is  con- 
nected at  its  rear  to  a  lever  which  is  held  down  by  a  spring-catch  on  the  frame.  The  tilting 
platform  has  an  oblique  position  relatively  to  the  stationary  platform,  so  that  the  stalks  or 
cane  will  be  discharged  at  the  back  of  the  main  frame. 

Claim. — The  arrangement  of  the  adjustable  reel  I,  in  an  inclined  position,  to  operate  in 
combination  with  the  obliquely-hinged  platform  M,  tilting  lever  N,  and  spring-catch  O,  in 
the  manner  and  for  the  purpose  described. 

No.  33,205.— Thomas  J.  Mayall,  of  Roxbury,  Mass. — Improvement  in  Flower  Pots. — 
Patent  dated  September  3,  1861. — ^This  invention  is  explained  oy  the  claim. 

Claim. — ^As  a  new  article  of  manufacture,  a  flower-pot  formed  of  IndiaTubber  or  gutta 
percha,  substantially  in  the  manner  described. 

No.  33,206. — ^Frederick  Michael,  of  Des  Moines,  Iowa. — Improvement  in  the  Arrange- 
ment of  Apparatus  for  the  Manufacture  of  Vinegar  by  the  Qjuick  Process. — Patent  dated 
September  3,  1861. — This  invention  is  set  forth  in  the  claim. 

Claim. — The  employment  of  alternate  layers  of  corn-cobs,  charcoal,  and  ears  of  com  in 
the  tub  used  in  tho  described  vinegar-making  process;  the  said  layers  of  corn-cobs,  charcoal, 
and  ears  of  com  may  be  arranged  in  the  manner  set  forth,  or  in  any  other  that  will  produce 
the  same  effect  when  a  liquor  to  be  acetified  is  percolated  through  the  said  ingredients. 

No.  33,207.— George  Minor,  of  Bridgewater,  and  Burroughs  Beach,  of  West  Meriden, 
Conn. — Improvement  in  Washing  Machines. — Patent  dated  September  3,  1861. — This  in- 
vention consists  in  having  tho  axis  or  journal  of  the  tub,  which  is  made  to  partially  rotate, 
fitted  in  an  adjustable  step  formed  in  the  upper  end  of  a  screw,  which  screw  passes  through 
the  top  of  the  stand  on  wnich  the  tub  is  placed.  Upon  the  bench  are  fitted  friction  rollers, 
on  wmch  the  edge  of  the  tub  rests. 

Claim. — The  arrangement  of  the  a4jnstable  step  D  with  the  pivot  C,  rollers  F,  and  tub  B, 
in  th€(  manner  shown  and  described. 

No.  33,208.— J.  B.  Moorhead,  T.  A.  and  G.  G.  Pool,  of  Bellefontaine,  O.— Improvement 
in  Cultivators. — Patent  dated  September  3,  1861. — Upon  each  side  of  the  beam  are  sockets 
for  receiving  the  shanks  of  cultivator  teeth,  the  heads  of  the  said  shank  being  formed  with  a 
square  notch  for  receiving  a  square  key.  Another  notched  piece,  driven  in  one  side  of  the 
key,  fastens  tho  whole  in  the  sockets,  which  arrangement  admits  of  the  ready  detachment  of 
the  teeth  when  necessarv. 

Claim. — Arranging  the  shanks  c  e  with  a  square  notch  «,  in  combination  with  the  square 
key/,  notched  piece  ^,  socket  if,  and  adjustable  handles  B  B,  arranged  in  the  manner  and 
for  the  purposes  described. 

No.  33,209.— John  H.  Morris,  of  NDes,  Mich. — Improvevwnt  in  Machine  for  Holding 
Bags  tohile  being  Filled. — ^Patent  dated  September  3,  1861. — ^This  invention  consists  in 
having  a  hopper  or  funnel  attached  to  a  vertically  sliding  frame,  provided  with  a  rack  into 
which  a  pinion  gears,  the  hopper  being  provided  with  hooks  at  its  lower  end  so  that  the  tops 
of  the  bags  may  be  kept  di^nded,  and  the  bags  readily  adjusted  vertically. 

Claim. — ^The  sliding  or  ac^justable  frame  D,  with  hopper  F  attached,  provided  with  hooka 
<r,  the  frame  being  fitted  between  the  uprights  B  B,  and  operated  by  the  rack  E  and  pinion 
H,  and  retained  at  the  desired  point  by  the  ratchet  J  and  pawl  K,  substantially  as  and  lor  the 
purpose  set  forth. 

No.  33,210.— J.  MELVEYand  C.  Ohlemacher,  of  Aurora,  TH.-^Improvement  in  Railroid 
Car  Brakes. — Patent  dated  September  3,  1861. — This  invention  relates  to  that  class  of  brakes 
to  which  the  power  is  applied  through  the  medium  of  the  axles  of  the  cars,  and  consists  in  ihe 
use  of  a  swinging  frame  suspended  to  the  tmck  directly  back  of  the  axle  which  is  provided 
with  a  screw.  In  this  frame  is  placed  a  small  shaf^  provided  with  a  worm  wheel,  u  pulley, 
and  also  a  ratchet  To  the  pulley  is  attached  a  short  chain  connected  to  a  rod  extending 
under  the  car-bed  and  attached  to  one  end  of  a  lever,  by  means  of  which  the  worm  wheel  is 
brought  into  gear  with  the  screw  on  the  other  axle  of  the  truck,  which  causes  the  chain  to  be 
wound  on  the  pulley  and  the  brakes  applied  to  the  wheels. 

C/aim.— The  swinging  finame  D,  connected  with  the  hand  lever  E,  and  provided  with  the 
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worm  wheel  F,  ratcbet  H,  and  prxlley  G,  with  the  chtun  L  of  brake-rod  M  attached,  in  con- 
.  nexion  with  the  screw  C  on  one  of  the  axles  of  the  truck,  and  the  pawls  b  b  attached  to  bar  I, 
all  arranged  as  and  for  the  purpose  set  forth. 
Also,  the  spring  T  applied  to  the  brake  rod  H.  and  ananged  rabstantii^y  as  and  for  the 

purpose  set  forth. 

Ko.  33,2n.~HBimY  Noblit,  of  Phfladelphhi,  Fiw^ImproffemetU  im  Metal  Fences,-^ 
Patent  dated  September  3,  1861. — ^This  invention  consists  in  the  use  of  a  metal  button,  hav- 
ing a  diamond-shaped  opening  at  its  rear,  through  which  passes  thestsTf  rail,  in  connexion 
with  a  recess  of  the  railing,  bj  means  of  which  the  rails  may  be  securely  and  readily  adjusted 
to  their  places. 

Claim. — The  metallic  button  and  the  recess  of  railing  adjusted  to  the  buttod,  oonstntcted 
and  arranged  substantially  as  set  forth  for  the  purposes  described. 

No.  33,212.— AlokzoW.  Olds,  of  Qreen  Oak,  liich.— -Improvement  in  Rotary  Harrows,^ 

Patent  dated  September  3,  1861. — ^This  invention  consists  in  providing  the  axle  at  each  end 
with  two  sockets,  one  above  the  other,  so  that,  by  adjusting  the  bearing-  wheels  to  the  lower 
socket  on  one  end  and  the  upper  one- on  the  other  end,  the  teeth  will  penetrate  the  earth  more 
on  one  side  than  the  other,  and  thus  cause  or  add  the  harrow  to  rotate  aa  it  is  drawn  over  the 
gpround. 

Claim, — ^The  interchangeable  a^'ustment  of  the  wheels  F  F',  in  the  sockets  e  e\  operating 
in  the  manner  and  for  the  purpose  set  forth. 

No.  33,213.— Robert  Parker,  of  North  CJohocton,  N.  Y.— /wpr^wrf  CAam.— Patent 
dated  September  3, 1861. — ^This  invention  consists  in  the  application  to  a  double-dasher  chum 
of  a  horizontal  crank  to  each  crank  shaft,  connected  toother  by  a  curved  link,  and  operated 
by  a  lever  pivoted  to  the  link  so  that  a  backward  and  forward  movement  beinff  given  to  this 
lever,  either  a  simultaneous,  vibratory,  or  rotary  movement  may  be  commumcated  to  both 
dashers. 

Claim. — The  combination  of  the  cranks,  the  curved  links,  and  the  operating  lever,  arranged 
as  described,  for  the  purpose  set  forth. 

No.  33,214.— William  Riess,  sen.,  of  Reading,  T&,-^Improvement  in  the  Mode  of  Mamwr- 
facturing  Sheet  Iron, — ^Patent  dated  September  3,  1861. — Tins  invention  is  explained  by  the 
claim. 

Claim, — ^The  new  and  improved  process  of  manufacturing  sheet  iron,  as  an  entirety,  con- 
sisting of  the  following  subdivisions : 

First,  the  mixture  of  equal  parts  by  weight,  of  chalk,  porcelain,  day,  and  graphite  diluted 
with  water  to  the  consistency  of  molasses,  as  described  above,  substantially  in  the  manner 
and  for  the  purpose  specified. 

Second,  the  bath,  consisting  of  one  part  concentrated  sulphuric  acid  and  three  parts  water, 
substantially  in  the  manner  and  for  the  purpose  specified. 

Third,  the  lye,  consisting  of  one  part  potash  diluted  with  twenty  parts  of  water,  substan- 
tially in  the  manner  and  for  the  purpose  specified. 

Fourth,  the  method  of  producing  a  carburet  on  the  surface  of  the  plates,  and  of  embodying 
the  said  carburet  with  the  latter,  substantially  as  and  in  the  manner  set  forth. 

No.  33,215. — ^Peter  Shearer,  of  Reading,  Pa. — Improvement  in  Air  or  Gas  Engines. — 
Patent  dated  September  3, 1861. — The  principal  objects  of  this  invention  are,  Ist,  to  obtain  the 
advanta^  whicji,  in  the  use  of  air  as  a  motive  agent,  results  from  subjecting  it  to  a  very  high 
degree  ot  compression  before  expanding  it  by  neat ;  2d,  to  obtain  the  advanta^s  resulting 
from  the  use  of  water  as  a  medium  through  which  the  air  acts,  viz :  lubrication  of  the  ^yearing 
surfaces  and  the  prevention  of  leakage  at  the  valves  and  other  parts  of  the  engine.  The 
invention  does  not  admit  of  a  brief  description. 

C/fl»m.— First,  the  combination  of  the  reservoir  or  cooler  A,  tht  power  cylinder  C,  and  its 
piston  C,  the  supplementary  cylinder  F,  and'  its  piston  F',  and  the  two  heatexs  D  E,  the 
whole  applied,  in  relation  to  each  other,  to  operate  substantially  as  specified. 

Second,  the  combmation  with  the  said  reservoir,  cylindersi  and  heaters  of  the  pump  B,  ap- 
plied and  operating  substantially  as  set  forth. 

*  Third,  combining  the  piston  P  of  the  supplementary  cylinder  F  with  the  main  shad  a,  by 
means  of  the  crank  a4,  of  longer  stroke  than  the  driving  craok,  and  the  Jointed  connecting 
rod  F3,  applied  and  operating  substantially  as  set  forth. 

No.  33,216.— William  Staehleh.  of  Brooklyn,  N.  Y.— Improvement  in  Bird  Cages.-- 
Patent  dated  September  3.  1861.— This  invention  consists  in  the  arrangement  of  sockets 
formed  by  the  seams  of  the  cross  bands  of  a  bird  caffe  in  such  a  manner  that  the  wires  are 
sustained  without  the  aid  of  solder.  In  the  interior  of  the  seed  cup  and  upon  the  top  of  the 
seed  is  arranged  a  sliding  disc,  provided  with  a  central  opening,  so  that  the  bird,  while  feed- 
ing, is  prevented  from  scattering  his  food  about  the  cage  or  room. 

Claim.— Y\xsU  the  arrangement  of  the  sockets  a,  formed  by  the  edges  of  the  cross  bands  A« 
of  bird  cages,  substantially  as  and  for  the  purpose  described. 
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Second,  the  perforated  disc  E,  in  the  interior  of  the  seed  cnp  D,  suhstantially  as  and  for 
the  purpose  set  forth. 

No.  33,217.— Omjindo  Tallcott,  of  Chicago,  HI,— Improvement  in  Feeding  Paper  to 
Printing  Prases.— Patent  dated  September  3,  1861.— The  nature  of  this  invention  will  be 
understood  from  the  claims. 

Claim. — First,  the  use  of  friction  pads  for  the  purpose  of  moving  the  top  sheet  of  a  pile  of 
papers  forward  against  front  stops,  and  sideways  against  side  stops,  substantially  as  described. 

Second,  feeding  the  sheets  between  two  frames  or  plates,  placed  far  enough  apai-t  to  allow 
a  single  sheet  to  pass  freely  between  them,  and  near  enough  together  to  prevent  the  sheet 
from  doubling  up  by  means  of  the  force  applied  to  bring  it  to  its  proper  place,  when  con- 
structed and  operated  in  the  manner  and  for  the  purpose  set  forth,  substantially  as  described. 

Third,  in  combination  with  the  pads  3  3,  the  adjustable  side  stops  4  4,  the  same  to  bo  ad- 
justable at  any  required  distance  from  the  centre. 

Fourth,  the  several  devices  in  combination  substantially  as  set  forth  and  ^.eecribed. 

No.  33,218.— Hamilton  E.  Towle,  of  Exeter,  N.  B.,— Improvement  in  Bolt  Drateing 
Machines, — ^Patent  dated  September  3,  1861. — ^This  invention  is  explained  by  the  claims. 

Claim, — First,  the  combination  with  the  jaws  of  bolt-pulling  machines,  constructed  and 
arranged  to  operate  substantially  as  described,  of  grooves  which  are  larger  at  or  near  the  back 
part  of  them  than  further  forward,  making  substantially  dovetailed  grooves ;  in  which  the 
jaws  are  positively  guided,  by  having  their  exterior  surfaces  fitted  to  them,  so  as  to  slide 
freely  in  tne  grooves  and  operate  substantially  as  described. 

Second,  in  combination  with  the  jaws  of  bolt-pulling  machines  the  links  d,  having 
joints  at  either  or  both  ends,  by  which  the  jaws  are  moved  in  the  dovetailed  grooves,  sulP 
stantially  as  described. 

No.  33,219. — James  Turner,  of  Chicago,  HI. — Improvement  in  Apparatus  of  Rendering 
Lard  and  Tallow, — Patent  dated  September  3,  1861. — Passing  through  the  stuffing  box  in 
the  top  of  the  tank  which  contains  tne  lard  or  tallow  is  a  sliding  pipe,  to  which  is  attached  a 
float  resting  upon  the  surface  of  the  tallow.  At  the  upper  end  of  the  sliding  pipe  is  a  cock, 
and  the  pipe  communicates  by  means  of  two  elbow  pipes,  with  a  stationary  delivery  pipe, 
that  leads  the  melted  tallow  to  any  part  of  the  building. 

Claim, — ^The  combination  of  the  float  c,  the  sliding  pipe  a,  and  the  stationary  pipe  t,  in  the 
manner  described  and  for  the  purpose  specified. 

No.  33,220.— Henry  Van  Dewater,  of  Weedsport,  N.  Y,-^Improved  Water  Wheel,— 
Patent  dated  September  3,  1861. — This  invention  consists  in  the  use  of  two  water  wheels,  the 
buckets  of  which  interlock  or  meshes  into  each  other,  enclosed  within  a  case,  the  lower  part 
of  which  communicates  with  a  vertical  diaught  tube.  The  upper  part  of  the  case  commimi- 
cates  with  a  tube  which  contains  a  gate  foimod  of  two  inclmed  planes  connected  at  their 
upper  ends  by  a  flexible  joint,  and  bearing  or  resting  upon  V-shaped  guides  at  opposite  sides 
ot  the  tubes.  The  gate  is  connected  bv  a  rope  to  a  windlass  above,  so  that,  when  raised,  the 
planes  will  approach  each  other  and  admit  more  water  into  the  tube,  the  water  falling  equally 
upon  the  wheels. 

Claim, — ^The  two  wheels  A  A,  having  their  buckets  b  interlocked  or  geared  into  each  other, 
in  combination  1 

Also,  the  gat< 
a  joint  d,  and  al 

No.  33,221.— Henry  Warren,  of  Goshen,  Ixi'^,— Improved  Article  of  Toilet  Soap,^ 
Patent  dated  September  3,  1861. — ^The  ingredients  of  which  this  is  composed  are  Brown's 
opodeldoc,  alcohol,  spirits  of  turpentine,  spirits  of  ammonia,  sal  soda,  borax,  and  spermaceti. 

Claim, — ^As  an  article  of  manufacture,  a  soap  made  of  the  ingredients  described,  in  the 
manner  and  in  the  proportions  substantially  as  set  forth. 

No.  33,222.— Hugh  WhttehiLL,  of  Newbury,  N.  Y, —Improvement  in  Machinery  for 
Dressing  Yam, — ^Patent  dated  September  3,  1861. — ^This  invention  consists  in  the  use  of  a 
reed  maae  of  a  solid  long^itudinal  central  bar  which  keeps  the  two  sections  of  the  yam  sepa- 
rate, and  being  provided  with  spring  bars  on  top  and  bottom  to  prevent  the  yam  from  jump- 
ing over  the  upnght  rods  of  the  re^.  The  speed  of  the  dressing  brush  is  regfulated  by  im- 
parting rotary  motion  to  it  through  the  aji:ency  of  the  yam  itself,  so  as  to  obviate  the  d^sad- 
vantafes  arising  from  a  varying  speed  of  the  yam.  The  yam  is  made  to  pass  to  a  steam- 
heated  cylinder,  the  surface  of  which  is  fluted  so  that  currents  of  cold  air  may  pass  between 
the  yam  and  heated  cylinder  to  prevent  baking  of  the  yam  if  the  dressing  frame  is  stopped. 

Claim, — Firs^  the  arrangement  of  the  reed  C,  consisting  of  a  longitudinal  central  rod  a, 
and  vertical  partition  rods  c,  in  combination  with  spring  bars  6,  substantially  as  and  for  the 
purpose  described. 

Second,  regulating  the  speed  of  the  dressing  brush,  by  imparting  rotary  raotioB  to  il 
through  the  agency  of  the  yam  itself,  nbstontiuly  as  and  for  the  purpose  specified. 

H.  Ex.  Doc  53 32 
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Third,  the  emplojment  of  a  steam  cylinder  O,  with  a  fluted  snrfacei  as  and  for  the  porpoee 

set  forth. 

No.  33,223.— James  A.  Wilcox,  of  Rocky  Hill,  Cojm.—Improvtd  Pipe  IFreiieA.— Patent 
dated  September  3,  1861. — This  invention  consists  of  a  hookedfor  bill-shaped  jaw,  combined 
with  an  adjustable  fulcrum  to  which  the  jaw  is  pivoted,  and  on  which  it  turns,  so  that  it  may 
be  set  or  adjusted  to  different  sizes  of  pipes,  and  which,  when  so  acyusted,  will  seize  the  pifNB 
at  every  forward  action  of  the  hand,  and  will  slip  or  turn  upon  the  pipe  when  bringing  it 
back  to  take  a  new  hold. 

Claim, — First,  the  combination  of  a  hooked  or  bill-shaped  jaw  and  an  adjustable  fulcrum, 
to  which  the  jaw  is  pivoted,  and  on  which  it  turns,  and  tne  combination,  with  said  jaw  and 
fulcrum,  of  the  stop  or  shoulder  t,  substantially  as  described. 

Second,  a  wrench  for  turning  pipes  or  round  bars  or  rods,  constructed  and  operated  sub- 
stantially as  above  described. 

No.  33,224.— Louis  Youmans,  of  Fulton,  N.  Y.— /mprorwi  Low  Water  Detector  for  Stemm 
Bot/«rs.— Patent  dated  September  3,  1861.— This  invention  consists  of  a  pipe  entering  the 
botler  at  or  near  the  top,  and  opening  thereinto  at  the  lowest  level  to  which  it  is  intended  for 
the  water  to  sink,  and  furnished  outside  of  the  boiler  with  a  cock,  to  whose  plug  are  attached 
two  opposite  arms  carrying  balls,  one  of  which  is  hollow  and  always  in  communication  wiih 
the  boiler  through  the  cock,  so  that  when  the  water  level  descends  below  the  pipe  the  water 
runs  from  the  hollow  arm  and  baU,  and  the  other  arm  and  ball  are  caused  to  open  the  cock  to 
whistle  and  permit  the  escape  of  steam  to  give  an  alarm. 

C/flim.— The  combination  of  the  tube  A,  whistle  G,  or  its  equivalent,  cock  E,  hollow  aia 
D^  hollow  ball  F^  and  balance  ball  F,  arranged  and  operating  in  relation  to  each  other  aub- 
stantially  as  and  for  the  purpose  specified. 

No.  33,225.— E.  A.  Marshall,  of  New  York,  N.  Y.,  assignor  to  Himself  and  Thomas 
Carter,  of  the  same  place. — Improvtment  in  Tobacco  Pipes, — ^Patent  dated  September  3, 
1861. — ^Antedated  August  10,  1861. — This  invention  is  explained  by  the  claim. 

Claims — ^As  a  new  article  of  manufacture,  a  smoking  pipe,  made  extensible  by  fitting  one 
portion  of  the  stem  so  as  to  slide  within  the  other,  as  and  for  the  purpose  specified. 

No.  33,226.— RuFUS  Porter,  of  Melrose,  Mass.,  assignor  to  Himself  and  H.  T.  Litch- 
field, of  East  Boston,  Mass. — Apparatus  for  Supplying  Dwelling' Houses  with  Water, -^ 
Patent  dated  September  3,  1861.— This  invention  consists  in  an  arrangement  of  gearing 
opemted  by  a  weight  or  spring,  so  as  to  apply  a  continuous  force  to  a  smaU  submerTOa  force- 
pump  ready  to  operate  the  same,  whenever  the  water  which  is  elevated  by  the  said  pump  is 
permitted  to  flow — thus  applying  the  power  obtained  by  the  weight  or  spring  to  the  purpoM 
of  producing  a  flow  of  water  from  the  well  without  the  labor  of  a  band-pump. 

Claim, — ^The  combination  of  the  pump  A,  the  weight  W,  the  pinions  I  Iv,  the  gears,  J  L, 
and  the  discharge  pipe  O,  when  the  whole  are  constructed  and  made  to  operate  together, 
substantially  in  manner  as  set  forth. 

Also,  the  pump  A,  as  constructed  and  made  to  operate  substantially  in  manner  as  specified 

No.  33,227.— H.  S.  Pratt,  of  Hartford,  Conn.,  assignor  to  J.  J.  Hough  &  Co.,  ol 
Meriden,  Conn. — Improved  Tinsmith's  Shears, — X'atent  dated  September  3, 1861. — ^This  in- 
vention is  explained  by  the  claim. 

Claim, — As  an  improved  article  of  (old)  manufacture,  viz :  tinsmith*s  shears,  having  the 
back  of  the  inner  surfaces  of  the  blades  or  jaws  made  diverging  or  curved,  from  the  line  of 
motion  of  the  working  sur&ces,  substantially  in  the  manner  as  and  for  the  purpose  described. 

No.  33,228.— James  C.  Adams,  of  Baltimore,  Md,— Improvement  in  Meat-Cmring  Appa- 
ratus,— ^Patent  dated  September  10,  1861. — Upon  the  upper  floor  of  a  building  is  placed  a 
reservoir  containing  brine.  Leading  from  this  reservoir  to  the  lower  floor  is  a  pipe,  to  the 
lower  end  of  which  is  secured  an  instrument  consisting  of  a  sleeve,  pipes,  and  pointea  nozzle^ 
perforated  at  their  ends  for  the  escape  of  the  liquid.  The  perforated  nozzles  are  inserted  in 
the  meat,  and  the  brine  injected  by  pressure  from  its  own  weight. 

Claim, — Satmating  pieces  of  meat  w4th  brine  or  other  preservative  liquids  under  nniforra 
hydrostatic  pressure  oy  means  of  apparatus  substantially  as  specified,  for  the  purpose  of 
rapidly  salting  or  curing  the  same. 

No.  33,229.— Horace  L.  Arnold,  of  Elk  Horn,  VTia,— Improvement  in  Machines  for 
Dressinf  Hides, — Patent  dated  September  10,  1861. — ^This  invention  consists  in  the  empk>T- 
ment  ofan  alternately  reciprocating  carriage,  arranged  over  a  horizontal  bed,  on  whicn  the 
hides  to  be  dressed  are  suitably  clamped,  and  carrying  suitable  knives  and  a  rubbing  plate, 
arranged  within  said  carriage,  so  as  to  operate  upon  the  hides  at  every  forward  stroke  of  the 
carria^ 

Claim, — First,  the  described  arrangement  of  reciprocating  Itnives  H  J,  working  over  an 
a^ustabls  bed  D,  in  the  maimer  and  R»r  the  purpose  subetantiaily  as  set  forth. 
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Secbnd,  a  knife  J,  placed  in  plate  F,  and  working  tkrongh  this  plate  at  described,  for  the 
pturpose  set  forth. 

Thirj,  placing  in  front  of  knife  J  and  plate  F  a  disconnected  independent  rubber  plate  £, 
as  and  for  the  purposes  specified. 

Fourth,  the  manner  described  of  securing  the  knife  H  to  the  rubber  plate  F,  so  that  it  can 
be  adjusted  relatively  thereto  for  the  purposes  set  forth. 

Filth,  a  knife  stock  J,  with  bearings,  prolongations,  tongue^lamping  plate  k\  and  bolts  k^ 
for  securing  and  adjusting  knife  J,  as  set  furth. 

Sixth,  the  arm  n,  with  gauge  screw  n',  stud  o,  and  set  screw  Z,  as  set  forth,  for  the  purpose 
mentioned. 

Seventh,  a  hand  lever  p,  rack  shaft  p\  and  bearings  and  spring  o*,  for  elevating  bent  arm 
«,  for  the  purposes  mentioned. 

Eighth,  keeping  the  knife  plate  F  and  rubber  plate  F'  snug  upon  the  hide  by  means  of 
springs  i  1 1,  arranged  as  set  forth. 

Ninth,  the  combmation  of  buifcrs  g  g^  sliding  rectangle  OS  inclined  planes  eeee^  lifting 
frame  G,  studs  d  d  cc  ec,  with  their  nuts,  by  means  of  which  all  the  tools  are  lifled  fVom  the 
hide  at  the  Commencement  of  the  return  stroke  and  suffered  to'  fall  upon  it  again  at  the  com- 
mencement of  the  working  stroke,  substantially  as  described. 

Tenth,  the  combination  of  the  buffers  g  g  with  the  sliding  frame  G^  rack  A^  pinion  h\ 
shaft  g2y  and  loaded  arm  g\  as  set  forth. 

Eleventh,  placing  the  Md  D  in  front  of  the  saddle-way  B,  instead  of  beneath  it,  as  and  for 
the  purpose  set  forth. 

Twelfth,  so  forming  and  extending  the  saddle  C  and  ito  plate  C  that  it  may  work  over  bedj 
D,  in  the  manner  set  forth. 

Thirteenth,  giving  motion  to  the  saddle  C,  or  cutter  head  of  a  hide-dressing  machine  by- 
means  of  a  segmental  slotted  lever  E,  as  described,  whereby  a  uniform  motion  of  the  tool  is* 
obtained. 

Fourteenth,  hinging  the  bed  D  of  a  hide>dressing  machine  to  the  frame  A,  at  one  end,  and: 
•npporting  said  bed  at  the  opposite  end  by  adjusting  screws  r'  r'  on  brackets  S.  as  and  for  the  - 
purposes  set  forth.  * 

No.  33,230. — Charles  G.  Anthont,  of  Paris,  France. — Improvements  in  Photogfaphic' 
vlppara<M«.— Patent  dated  September  10,  1861.— Patented  in  England  December  10, 1860. — 
Tuis  invention  is  explained  by  the  claim. 

Claim, — First,  the  arrangement  of  the  sensitizing  and  developing  baths  withm  the-cameniN 
box,  and  in  relation  to  the  camera  in  such  manner  that  I  can  sensitize  the  plate,,  teke  the- 

Sicturo  and  transfer  the  picture  to  the  developing  bath  without  removing  the  plate  from  th» 
ark  room  formed  by  the  camera  and  baths,  substantiallv  as  specified. 
Second,  the  combination  of  the  hooks  kkk'  k'  and  k''k'\  tue  whole  applied  and  operating- 
substantially  as  and  for  the  purpose  specified. 
Third,  the  hooks  q  q^  applied  and  operating  substentially  as  and  for  the  purpose  set  forth. 

No.  33,231.— Henry  H.  Beach,  of  Philadelphia,  Pa.— /mprovaneiit  in  Grain  Separa- 
tors,— Patent  dated  September  10,  1661. — ^Thls  invention  consists  in  combining  with^  the  fan  > 
a  series  of  deflectors  forming  a  series  of  flues,  and  so  placed  in  relation  to  the  fan  that  a  direct - 
blast  is  driven  through  the  Sues,  while  the  grain  falls  between  the  fan  and  deflectors  without - 
coming  in  contact  with  either.  In  the  several  deflectors  are  formed  elbows  which  hinder  the* 
escape  of  the  grain  through  the  flues,  but  allow  the  escape  of  impurities. 

claim, — First,  the  combination  of  the  series  of  deflectors  D,  with  the  &n  B,  and  the  de- 
livery board  £,  when  constructed  and  arranged  substantially  as  described  and  for  the  purpose 
set  forth. 

Second,  the  elbows  K,  combined  with  the  deflectors  D,  and  the  fan  B,  the  whole  substan-^ 
tially  as  and  for  the  purposes  described. 

No.  33,232.— Edwin  R.  Bigelow,  of  Salem,  Mass.— /mprovM^  Clothes  Frame,— TaXeiA 
dated  September  10,  1861.— To  the  upper  part  of  a  stand  or  back  is  secured  a  semicircular 
notehed  bar,  in  the  rear  of  which  is  a  semicircular  rod  or  wire  having  fitted  upon  it  slotted 
bars.  These  bars  are  drawn  up  on  the  wire  and  are  supported  by  the  notched  bar,  radiating 
from  the  back  as  a  centre. 

Claim, — The  construction  and  arrangement  of  the  stendard  A  B,  the  bars  or  rods  D,  with 
or  without  the  wire,  all  substantially  as  shown  and  set  forth,  for  the  purpose  described. 

No.  33,233.— Earll  Belunoer,  of  Hickory  Comers,  Mich. — Improvement  in  Seeding 
Machines, — Patent  dated  September  10, 1861. — ^The  hinged  hoe  levers  are  arranged  in  pairs, 
each  pair  being  suspended  from  the  end  of  foot  levers,  the  other  ends  of  which  converge  in 
front  of  the  dnver's  seat,  so  that  each  pair  can  be  raised  independently  of  the  others  by  the 
driver  on  his  scat  By  means  of  a  hand  lever  at  the  driver's  side,  a-  journal-box  teay  be 
thrown  in  and  out  of  gear  with  a  pinion,  so  that  the  reciprocating  motions  of  the  seed-slide 
are  easily  regulated. 

Claim, — ^Tbe  arrangement  of  the  hinged  ho»  levers  L,  and  g^es  N,  and  foot  levers  Bf, 
with  the  lever  n,  rod  £,  pinion  F,  box  G,  and  seat  U,  all  as  shown  and  described. 
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No.  33,234.— HEiniY  K.  W.  Boardman,  of  Chicag^o,  TH.—lmprtfrement  in  Vaginal  8y 
ring*8, — Patent  dated  September  10, 1861. — This  invention  will  be  understood  from  tne  claims. 

Claim.-— The  contracting  and  self-expanding  syringe  ball  D,  attached  to  a  hollow  slmft  C, 
passing  through  the  cjlinuer  A,  with  the  sponge  attachment  B. 

Also,  the  sponge  attachment  B,  to  act  as  a  tampon  or  ping,  in  connexion  Mith  the  syringe 
ball  D  and  shaft  C,  and  introduced  by  means  of  the  cylinder  A,  to  retain  the  injection  made 
by  means  of  said  syringe  thus  to  permit  and  insure  a  more  perfect  and  complete  efipct  of  the 
injection  so  made. 

No.  33,235. — Riley  Brotton,  of  Oskaloosa,  Iowa. — Improvement  in  Cultivators, — ^Patent 
dated  September  10,  1861. — ^The  expanding  toothed  frames  arc  formed  of  two  curved  bars 
connected  at  their  rear  ends  by  joints  to  a  snort  bar,  and  are  so  arranged  as  to  admit  of  con- 
traction or  expansion  by  means  of  a  lever  within  reach  of  the  driver.  The  frames  are  sus- 
pended to  levers,  so  that  either  or  both  may  be  raised  by  the  tiriver  as  the  machine  moves 
along. 

Claim, — ^The  expanding  toothed  frames  G  G,  constructed  substantially  as  shown,  connected 
to  the  mouthed  bar  A  through  the  medium  of  the  levers  K  K,  and  attached  to  the  elevating 
levers  J  J  by  means  of  rods  eefg,  all  combined  and  arranged  for  joint  operation,  as  and  for 
the  purpose  set  forth. 

No.  33,236. — Edward  R.  Chandler,  of  Cambridgeport,  Mass. — Improvement  in  Blind 
Fatltnings, — Patent  dated  September  10,  1861. — ^To  the  upper  part  of  each  blind  is  applied 
a  staple,  which  is  made  to  engage  in  a  bifurcated  catch  secured  to  .the  corresponding  part  of 
the  window  frame. 

Claim, — The  arrangement  of  the  catches  £  £  £  E  and  the  loops  or  staples  D  D,  with  respect 
to  the  window  frame  G  and  blinds  B  B\  and  so  as  to  operate  together  in  the  manner  as  set 
forth. 

No.  33,237.— John  H.  Coburn,  of  Lowell,  Mbbs,— Improvement  for  WindotD-8a$h  Fob- 
tener, — Patent  dated  September  10,  1861. — ^This  invention  is  explained  by  the  claim  and 
engraving. 

Claim, — ^The  peculiar  construction  of  case  £,  with  its  teeth  I  to  prevent  its  turning,  by 
penetrating  the  sash  C  and  carrying  the  catch-lever  F  and  its  spring  L  in  operating  condition, 
and  so  that  all  can  be  secured  to  the  sash  by  one  screw,  substantially  as  described,  in  combi- 
, nation  with  catch  K,  secured  to  the  opposite  sash,  and  so  constructed  and  arranged  with  case 
.£  that  the  simple  act  of  closing  the  sa»bes  locks  or  fastens  them  firmly  together,  and  also  in 
,ihe  window  frame,  and  also  draws  the  joint  rigidly  close  between  the  lips  and  the  sash  entirely 
.Across  the  window,  substantially  as  described. 

Also,  my  sash-fastener,  constructed  substantially  as  described,  in  combination  with  the 
4Msh  or  sashes,  substantially  as  described  and  shown. 

No.  33,238.  Christopher  Cory,  of  Lima,  Ind.—Improvement  in  Apparatus  for  Evan 
orating  Saccharine  Fluids, — Patent  dated  September  10,  18<>1.— The  commencing  and  finish- 
ing ends  o(  the  pan  are  separated  from  each  other  by  a  partition,  situated  in  that  portion  of 
the  pan  which  is  exposed  to  the  most  intense  beat.  Thin  partition  is  provided  with  a  gate, 
by  raising  which  the  clarified  simp  is  made  to  pass  into  the  finishing  portion  of  the  pan  treed 
from  impurities. 

Claim.— The  arrangement  of  the  elevated  central  partition  D  and  gate  F,  with  the  divisions 
3  C  and  partitions  E,  as  and  for  the  purpose  shown  and  describe. 

No.  33,239.— De  Witt  C.  Creoier,  of  Chica^,  III— Improvement  in  Hydrants.— TAtmt 
dated  September  10,  1861. — This  invention  consists  in  the  arrangement  of  a  supplementary 
valve  below  the  main  valve,  and  operated  independently  thereof  by  a  positive  mechanism, 
botli  in  opening  and  closing:,  in  sucn  a  manner  tuat  the  supplementary  valve  may  be  made  to 
ahut  off  water  while  the  main  valve,  or  the  whole  hydrant,  is  being  repaired. 

Claim. — First,  the  arrangement  of  the  supplemeutai-r  valve  1,  immediately  below,  and 
operated  in  both  directions  by  a  positive  motion  independently  of  the  main  vtdve  B,  substan- 
tially as  and  for  the  purpose  described. 

Second,  the  combination  and  arrangement  of  the  female  screw  a,  fixed  to  or  cut  in  the  por- 
tion A^  the  valves  B  and  I,  rod  C  and  C\  corresponding  hole  t^  screw-thread  t,  and  lemov^ 
able  pin  U,  substantially  as  and  for  the  purpose  set  fortL 

No.  33,240.— A.  S.  Cross,  of  Ripon,  Wis.— /mprovemeiU  tii  P/anes.— Patent  dated  Sep- 
tember  10,  1861.-^Upon  eaeh  end  of  the  nlane-stock  is  secured  a  metal  phUe  provided  with 
.a  circular  slot  Screwed  to  the  stock  is  a  bent  arm,  one  end  of  which  is  provided  with  a  slot, 
1h»  parts  being  so  arranged,  in  connexion  with  a  grai<3e,  as  to  form  a  mitre. 

Claim.— First,  the  combination  of  the  arm  2,  provided  with  slot  4,  with  the  slot  in  plate  1, 
for  the  purpose  of  extending  the  slot  3,  to  form  a  mitre. 

Second,  the  combination  of  the  guide  7,  the  arm  2,  the  slotted  end  plates  1,  and  the  sctowb 
.6  and  6,  when  tl^e  tvwaX  parte  are  oonstnicted  and  arranged  in  the  manner  set  f<nlh. 
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No.  33,241.— L.  S.  Fairchild,  of  Cleveland,  O..  and  W.  B.  Sturgess,  of  Troy,  N.  Y.— 
fmprovement  in  IVater-IVheelif. — Patent  dated  September  10,  1861. — Secured  to  the  lower 
platens  a  circular  case  or  rim  having  upiral  planes  on  the  outside  to  c^uido  the  gate  as  it  is 
moved  up  and  down.  The  gate  is  of  a  circular  form  and  notched  at  the  lower  part,  so  as  to 
fit  the  spiral  planes.  Under  the  upper  plate  is  a  disconnected  stationary  hub,  around  which 
are  arranged  four  chutes.  To  the  hub  of  the  water-wheel  are  secured  wings,  revolving  inside 
of  the  case. 

CUim, — The  circular  gate  F,  the  spiral  planes  E,  and  the  chutes  M  N  O  P,  when  these  parts 
are  constructed  as  described  and  arranged  in  their  relation  to  the  wheel  R  S  T,  as  specified, 
and  operating  in  the  manner  and  for  the  purpose  set  forth. 

No.  33,242.— Thomas  Fisher,  of  Camden,  N.  J,— Improved  Portable  Manger, —Vateni 
dated  September  JO,  1861. — ^This  invention  consists  in  attaching  abagto  rods  hinged  to  each 
other,  and  so  supported  by  straps  upon  the  animal  as  to  enable  him  to  feed  from  the  bag  with 
the  same  facility  as  from  a  stationary  manger. 

Claim. — The  rods  ABB  and  C  C,  hinged  to  each  other  and  arranged  substantially  as  set 
forth,  in  combination  with  the  hoops  d  a,  or  the  straps  F  and  G,  or  other  equivalent  appli- 
ances, and  the  bag  D,  for  the  purpose  specified. 

No.  33,243.— Peter  Fraer,  of  West  Springfield,  Pt^.-^hnprbrememt  in  Cattle  Pumps.— 
Patent  dated  September  10,  1861. — Underneath  the  forward  end  of  a  hinged  platform  is 
attached,  by  a  rack-bar,  a  pendant,  to  which  is  connected  a  lever.  This  lever  is  made  to 
operate  the  piston  of  a  pump,  so  that  an  animal,  by  stepping  upon  the  platform,  causes  the 
water  to  be  torced  up  into  a  trough. 

Claim. — The  combination  of  a  platform  G,  with  a  spring  N  attached,  or  its  equivalent, 
the  pump  B,  eduction  pipe  C,  and  trough  F,  arrange  for  joint  operation,  as  and  for  the  pur- 
pose set  forth. 

No.  33,244.— Joseph  A.  France,  of  Cobleskill,  N.  Y. — Improvement  in  Breech-Loading 
Ordnance, — Patent  dated  September  10,  1861. — ^This  invention  consists  in  the  arrangement 
of  the  confining  screw  and  its  relation  to  the  yoke  and  the  head  of  the  breech-pin,  whereby, 
by  a  single  continuous  motion,  the  yoke  is  depressed  and  the  breech-pin  clamped,  or  th« 
joke  is  elevated  and  the  breech-pin  released. 

Claim. — First,  the  combination  of  the  yoke  B,  with  its  screw  j  and  winch  C,  when  con- 
•tructed  and  operating  substantially  as  set  forth. 

Second,  the  combined  breech-pin  and  charge-chamber,  when  the  former  is  provided  with  a 
thick  concave  head  and  the  latter  has  a  bore  at  its  mouth  larger  than  the  bore  of  the  barrel, 
ag  set  forth. 

Third,  the  combination  with  the  yoke  B,  screw  j,  and  winch  C  of  the  combined  breech-pin 
and  charge-chamber  A,  as  and  for  the  purpose  described. 

No.  33,245.— Wiluam  Frank,  of  Mount  Sterling,  lil,— Improvement  in  the  Locks  of  Fire- 
mrms, — Patent  dated  September  10,  1861.— The  hammer  tumbler  is  provided  with  an  arm 
projecting  rearward  from  one  side  of  it,  and  to  this  arm  the  trigger  is  attache<l  b^  a  pin  in  suck 
a  manner  as  to  be  permitted  to  work  through  a  slot  in  the  bottom  of  the  lock-trame,  and  acta 
as  a  secret  trigger.    In  connexion  with  the  above  is  an  adjustable  plate  and  regulator  for  ad- 

i justing  the  parts  so  as  to  act  as  a  hair  trigger.    A  sliding  piece  of  steel  is  fitted  under  the 
ock-fmme  which  serves  to  prevent  the  accidental  cocking  ol  the  gun. 

Claim. — ^First,  the  notched  trigger  E,  attached  to  the  tumbler,  and  operating  through  a 
slot  i,  in  connexion  with  a  stationary  edge  o,  substantially  as  described. 

Second,  the  adjustable  piece  G,  and  the  regulator  /,  applied  in  combination  with  each  other 
and  with  tbo  notched  trigger,  substantially  as  described. 

Third,  the  protector  H,  constructed,  applied,  and  operating  in  combination  with  the  trigger 
E«  substantially  a*  specified. 

No.  33,246.— Bradley  W.  Franklin,  of  New  York,  N.  Y.—Im»rovement  in  Vulcanizing 
Caoutchouc  in  Single-chamber  Apparatus. — Patcft  dated  September  10,  1861. — This  appa- 
ratus is  particularly  adapted  to  the  vulcanization  of  plates  and  gums  for  artificial  teeth.  The 
nature  of  the  invention  is  explained  by  the  claim. 

Claim. — ^The  mode  of  vulcanizing  India-rubber  and  other  gums,  as  set  forth,  by  the  use  of 
an  apparatus  constituting  but  one  cnamber,  without  fittings  or  other  parts,  substantially  at 
set  forth  and  described  and  for  the  purpose  specified. 

No.  33,247.— Florian  Grosjean.  of  New  York,  N.  Y.—Improved  Process  of  Making 
Iron  Spoons. — Patent  dated  September  10,  1861. — This  invention  consists  in  first  rolling  a 
bar  or  plate  of  iron  of  a  proper  width  for  the  length  of  the  spoons,  and  thin  at  its  edges,  with 
sufficient  substance  in  the  middle  for  the  handle  of  the  spoon,  and  then  cutting  out  the  spoons 
crosswise  of  the  bar  or  plate ;  after  which*  they  aie  bent  into  shape,  and  the  bowl  formed  by 
means  of  swages. 

CUim, — ^The  process  or  mode  described  of  making  iron  spoons  by  first  forming  a  bar  or 
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plnte  of  iron  tapered  at  the  edges  as  described  and  shown,  and  afterwards  cntting  the  spoons 
therefrom  in  the  manner  set  forth. 

No.  33,248.— W.  H.  Gu%%  of  Jonesville,  ^ich.—Jmproved  Cheese  Pret*.— Patent  dated 
September  10,  1861. — ^This  invention  consists  of  an  apijaratns  for  compressing  the  cheese  bj 
its  own  weight  and  that  of  a  sliding  frame,  in  which  it  is  held  by  means  of  suspending  lovers 
with  any  reauired  force. 

Claim. — L  irst,  the  counterbalan^  lever  K,  operating  in  connexion  with  the  stem  I,  follower 
H,  and  suspended  sash  frame  G,  to  reg^ate  the  pressure  as  explained. 

Second,  the  pivoted  blocks  e,  employed  to  support  the  suspending  levers  J,  in  the  manner 
set  forth. 

No.  33,249.--W.  H.  GwYNNE,  of  New  York,  N.  Y, ^Improvement  in  Apparatus  for  the 
Manufacture  of  Water  Gas, — Patent  dated  September  10,  1861. — Within  or  forming  part  of 
the  top  of  a  stove  is  a  boiler,  upon  which  is  placed  a  carbonizer.  Below  the  boiler  is  the 
retort.  13y  means  of  a  pipe  the  gas  is  conducted  from  the  carbonizer  down  and  across  the 
tiro  space,  and  reheated,  whence  it  passes  into  the  cooler,  and  &om  that  to  the  gasometer  or 
burners. 

Claim, — The  combination  and  arrangement  of  the  boiler  C,  retort  B,  carbonizer  D,  and  re- 
heating pipe  1 1,  the  whole  beinpp  connocted  and  arranged  so  that  the  process  of  generating 
the  steam  and  making  illuminating  gas  will  be  carried  on  or  performed  in  the  manner  set  forth. 

No.  33,250.— Robert  Hitchcock,  of  Watertown,  N.  Y,— Improvement  in  Self-winding 
Clocks. — Patent  dated  September  10,  1861. — The  object  of  this  invention  is  the  automatic 
windmg  up  of  a  clock  bylcombining  it  with  a  ventilator  or  atmospheric  current  power,  whereby 
the  clock  may  be  kept  constantly  wound,  and  the  room  in  which  the  clock  is  situated  may 
at  the  same  time  be  ventilated. 

Claim. — First,  rendering  permanent  and  equal  or  preventing  excessive  inequality  in  ths 
action  of  the  main  spring  of  a  clock,  by  combining  tnerewith  a  flutter-wheel,  or  its  equiva- 
lent, acted  upon  by  a  flue  or  other  similar  draft,  and  operating  to  wind  the  spring,  as  shown 
and  described. 

Second,  windmg  a  clock  or  other  time-keeper  by  ^eans  of  a  current  of  air  produced  by  a 
pipe,  flue,  or  other  artificial  channel  employed  for  ventilation  or  otherwise  actuating  an  air 
motor. 

Third,  the  arrangement  of  a  flutter-wheel  or  wheels  made  either  with  movable  or  immovable 
vanes,  in  a  lube  or  its  equivalent,  placed  in  a  wall,  flue,  or  other  shaft,  whereby  the  current 
or  draft  thereof,  or  obtainable  therefrom,  is  made  to  actuate  the  wheels  of  a  9]ock-work  for 
the  puipo.so  or  purposes  specified. 

I^ourth,  in  combination  with  the  shaft  of  a  clock- operating  spring,  a  flutter-wheel  con- 
structed MS  described,  having  its  vanes  so  connected  and  hineed  to  radial  spindles  on  said 
shaft  a^  that  the  said  vanes  snail  be  be  allowed  of  being  opened  and  closed  and  be  made  self 
opening  by  their  weight,  essentially  as  shown  and  described. 

Fifth,  the  combination  for  joint  operation  of  fore  and  aft  flutter-wheels,  the  one  having 
movable  or  opening  and  closing  vanes,  and  the  other  immovable  ones,  as  described. 

Sixth,  controlling  the  opening  and  closing  of  the  movable  vanes  of  a  flutter-wheel  by  th» 
action  of  the  main-spnn^  of  a  clock,  substantially  as  specified. 

Seventh,  the  combination  of  devices  consisting  of  the  stop  or  stud  on  the  mun-spring  barrel 
the  notched  wheel  gearing  at  intervals  from  the  former  and  provided  with  an  inclined  plane, 
the  sliding  collar  on  the  main-spring  arbor  and  lever,  hand  and  sliding  collar,  operated  thereby, 
or  the  equivalents  of  these  devices,  for  the  purpose  described. 

No.  33,251.— Ezra  P.  Hoyt,  of  New  York,  N.  Y ,— Improvement  in  Securing  Carriage 
Wheels  to  ^Wes.— Patent  dated  September  10,  1861.— This  invention  consists  in  die  use  of  a 
right  and  left  screw  formed  on  the  end  of  the  axletree,  in  combination  with  a  right  and  left 
nut,  so  that  the  reversal  of  the  motion  of  the  axletree  to  unscrew  the  iifside  nut  causes  thm 
screwing  up  of  the  outer  nut,  and  thus  prevents  the  wheel  from  being  detached  from  the 
axletree.  ^  ^ 

Claim, — ^The  combination  of  the  rigm  and  left  hand  screw  nuts  D  and  E,  made  <t"<^ 
operating  in  the  manner  set  forth  and  oescribed. 

No.  3.3,252.— E.  J.  Keep  and  W.  H.  Brigos,  of  Stockton,  Ca\,—rmprovement  in  Horse 
power  itfacAine^.— Patent  dated  September  10, 1861. — Upon  a  vertical  shaft  is  secured  a  large 
spur  or  master-wheel,  which  shaft  is  stepped  in  a  block  and  has  its  bearings  in  a  stationary 
collar  around  which  the  wheel  revolves.  The  master  wheel  is  composed  of  a  toothed  ring, 
beyond  which  projects  a  double-bevelled  flange  for  receiving  two  sets  of  friction  wheels,  and 
a  vertical  flange  which  serves  as  a  support  for  lever  sockets,  the  latter  having  a  series  of  radial 
arms  which  unite  centrally  in  a  hub  ot  the  large  wheel. 

Claim. — The  combination  of  the  stationary  hollow  axis  and  journal  e',  with  the  master- 
wheel  C,  hub  C2,  and  shaft  C,  as  shown  and  described. 

Also,  the  construction  of  the  open-toothed  wheel  C,  with  a  circular-toothed  ring  a,  doubl*- 
bevtUed  flange  m\  Yortioal  flange  /,  and  ndial  anned  hub  C2,  all  as  shown  and  aescribed. 
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No.  33,253.— Ezra  H.  Lewis,  of  Kingston,  N.  Y.^Improvement  in  Stone- Dressing  Ma- 
chines.^Vatent  dated  September  10,  1861. — Upon  a  rectangular  frame  are  mounted  tw» 
parallel  shafts,  connected  by  a  strap  or  link,  and  allowed  to  slide  ia  their  bearing^.  Upon 
the  end  of  one  of  these  shafU  is  a  screw  which  works  in  a  half  nut,  and  serves  to  feed  along 
the  axes  or  cutters.  The  opposite  end  of  the  shaft  is  provided  with  a  socket  which  receives  a 
square  end  of  the  driving  snaft,  by  means  of  which  motion  is  communicated  to  the  two  shafts. 
One  of  the  shafts  is  also  provided  with  wipers  or  cams,  which  act  upon  anns  to  elevate.the 
axes  or  cutters.  The  cutting  of  the  oblique  or  bevelled  faces  of  the  stone  is  thus  effected  by 
a  simple  adjustment  of  the  axes  or  cutters. 

Claim, — The  two  rotating  and  sliding  shafts  C  D,  connected  as  shown,  and  operated  from 
the  driving  shaft  B  by  means  of  the  square  c  and  socket  6,  the  shafts  C  D  bemg  provided 
respective^  with  the  axes  or  cutters  G,  and  the  wipers  E  £,  and  the  shaft  C,  provided  with 
the  screw  a,  working  in  the  half  nut  a*,  all  combineid  and  arranged  to  operate  as  and  for  the 
ptirpose  set  forth. 

No.  33,254. — Siegfried  Marcus,  of  Vienna,  Austria. — Improvement  in  Relay  Magnets, — 
Patent  dated  September  10,  18G1.— Patented  in  Saxony,  August  23,  18G0.— This  magnet  is 
made  in  the  form  shown  by  the  engfraving.  and  consists  of  two  or  more  angles  of  sheet  iron 
which  fit  into  each  other,  and  are  separated  by  paper  or  some  other  non-conouctor.  Between 
the  two  angles  lies  a  plate  of  sheet  iron  with  incisions,  and  also  a  plate  in  the  interior  angle. 
Around  this  system  of  angles  and  plates  are  wound  the  coils  of  silver-covered  copper  wire  in 
regular  layers. 

C/aim.-— Constructing  the  relay  magnet  of  several  plates  of  angle  iron  substantially  in  the 
form  set  forth. 

No.  33,255. — Sylvester  Marsh,  of  West  Roxbury,  Maa,^,— Improvement  in  Locomotive 
Engines  for  Ascending  Inclined  Planes. — Patent  dated  September  10,  1861. — On  the  driving 
shaft  is  a  pinion  that  engages  with  a  large  gear  wheel  attaciied  to  the  axle  of  the  rear  running 
wheels.  A  gear  on  the  same  axle  works  into  geared  racks  on  a  central  rail.  The  driving 
shaft  is  actuated  by  a  connecting  rod  attached  to  an  eccentric.  The  gear  on  the  axle  is  pre- 
vented from  being  lifted  out  of  me  geared  rack  of  the  central  i-ail  by  means  of  friction  wheels 
attached  to  two  spring  plates  which  clasp  the  central  rail. 

Claim. — ^First,  the  general  arrangement  of -devices  described  for  driving  locomotives  on  in- 
clined planes  of  a  steep  grade,  the  same  consisting  of  the  eccentric  A,  attached  to  the  connect- 
ing rod  of  the  engine,  tl^  pinion  m,  and  gears  n  and  n\  in  combin^ion  with  a  toothed  central 
rail,  as  set  forUi. 

Second,  in  combination  with  the  central  rail,  constructed  with  flanges  as  described,  the 
travelling  friction  rollers  and  the  spring  plates,  arranged  in  relation  to  the  devices  operating 
them  in  tne  manner  and  for  the  purpose  set  forth. 

No.  33,256. — Henry  D.  Martin,  of  Ypsilanti,  Mich. — Improvement  in  Ploughs. — ^Patent 
dated  September  10,  1861. — In  tfhe  rear  of  the  share  is  arranged  a  revolving  mould-board  with 
three  or  more  concave  or  spiral  faces,  and  joumalled  in  an  oblique  position.  Projecting  buck- 
ward  from  the  standard  are  flanges  for  conducting  the  furrow  shce  to  the  revolving  mould- 
board. 

Claim, — ^The  combination  of  the  share  A,  coulter  G,  standard  J,  flanges  H  and  I,  and 
revolving  mould-board  F,  arranged  and  operating  in  the  manner  and  for  the  purposes  shown 
and  expuuned. 

No.  33,257.— Setii  H.  Mead,  of  St.  Andrew's,  N.  Y.— Improved  Mode  of  Separating  Gold 
from  Earthy  Sfc, — Patent  dated  September  10,  1861. — ^Within  a  trough  secured  to  a  frame  is 
joumalled  a  cvlinder  provided  with  an  endless  screw  over  its  whole  length,  and  made  conical 
at  one  end,  which  conical  part  has  an  inqreased  pitch  to  facilitate  the  ejection  of  all  forcigu 
matter  floating  upon  the  mercury  in  the  trough. 

Claim, — First,  the  cylinder,  in  combination  with  an  endless  screw,  as  described,  the  screw 
to  have  an  increased  pitch  toward  and  on  the  conical  part  of  the  cylinder,  lor  the  purpose  set 
forth. 

Second,  making  the  thread  of  the  screw  with  an  open  space  next  the  cylinder  for  the  pm- 
pose  of  facilitating  the  free  circulation  of  the  water  above  the  mercury,  as  described. 

No.  33,258.— Charles  P.  Miller,  of  Philadelphia,  Pa.— /mwrorement  tit  Gas-Burners,-- 
Patent  dated  September  10,  1861. — ^I'his  invention  is  explained  oy  the  claim. 

Claim. — ^The  plate  6,  combined  with  a  eas-bumer  ana  arranged  on  the  same,  in  respect  to 
the  flame,  as  set  forth,  so  that  the  gas  will  impinge  against  one  side  of  the  said  plate  and  bo 
spread  outward  b^  the  latter  in  a  thin  sheet,  while  the  opposite  side  is  exposed  to  the  air,  for 
tne  purpose  specined. 

No.  33,259.— John  Miller  and  Wm.  Kettinov  of  Jersey  City,  N.  3. —Improvement  in 
Railroad  Car  Ventilators. — Patent  dated  September  10, 1861. — Connected  to  an  annular  ring 
or  pUte  secured  in  the  side  of  the  car  is  a  drum  or  hollow  cylinder,  the  outer  end  of  which  is 
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of  dooble-beyolled  form,  having  two  inclined  surfaces.  These  surfaces  are  provided  each  witli 
a  door  or  flap,  the  one  opening  outward  and  the  other  inward,  so  that  as  the  car  moves  along 
the  fresh  air  enters  and  the  foul  air  passes  out  from  the  car. 

Claim. — ^The  combination  of  the  reversible  drum  B  with  the  flaps  D  D\  when  the  latter 
are  arranged  as  shown,  to  admit  wjien  open,  and  by  the  same  ventilator,  of  the  escape  of  the 
foul  air  from  the  car  and  the  admission  of  fresh  air  therein,  substantiallj  as  described. 

No.  33,260.— WiLUAM  Moller,  of  New  York,  N.  Y,— Improved  Machine  for  Making 
Block  Sugar. — Patent  dated  September  10,  1861. — ^This  invention  will  be  understood  from 
the  claim. 

Claim.  —First,  the  arrangement  of  two  rollers  running  parallel  to  each  other, and  provided  with 
circular  knives,  cutters,  or  saws,  placed  directly  opposite  to  each  other,  for  the  purpose  of 
cutting  parallel  sprooves  in  both  sides  of  a  slab  of  sugar  simultaneously,  in  the  manner  and 
for  the  purpose  oescribed. 

Second,  the  arran^ment  of  the  circular  turning  plate  H  between  two  sets  of  rollers  pro- 
vided with  circular  knives  or  saws,  as  described,  operating  so  as  to  turn  the  slabs  of  sugar 
one-quarter  of  a  circle  round,  in  the  manner  and  for  the  purpose  substantially  as  described 
and  set  forth. 

No.  33,261.— William  Moller,  of  New  York,  N.  Y.^lmproved  Machine  for  Dissolving 
Raw  Sugar. — ^Patent  dated  September  10,  1861. — ^This  apparatus  consists  of  a  circular  vessel, 
in  the  l^ttom  of  which  ara  secured  pins.  In  the  centre  of  the  vessel  is  an  upright  shall, 
hi^ving  attached  to  its  lower  end  arms  provided  on  their  under  sides  with  projections,  whidi 
pass  between  the  pins  on  the  bottom  of  the  vessel.  At  one  side  of  the  vessel  \8  a  pipe  of  cold 
water,  and  opposite  the  same  is  arranged  a  channel,  covered  on  one  side  with  a  sieve,  for  the 
purpose  of  allowing  the  water  and  dissolved  sug^r  to  pass  off  from  the  vessel. 

Claim. — ^The  arrangement  of  revolving  agitating  arms  or  wheels  in  a  vessel  provided  with 
a  channel  running  nearly  from  top  to  bottom,  and  covered  with  a  sieve  or  grating,  the  whole 
being  combined  for  the  purpose  of  dissolving  raw  sugar  in  cold  water  in  the  manner  sub- 
stantially as  described. 

No.  33,262.-8.  W.  Mudoe,  of  Rome,  N.  Y.—Improved  CAiini.— Patent  dated  September 
10,  1861. — This*  invention  consists  in  the  use  of  a  rotating  dasber,  formed  of  a  horizontal  bar 
attached  to  the  lower  end  of  the  shall,  and  provided  near  its  ends  with  two  uprights  of  lozenge 
form,  in  connexion  with  ribs  having  concave  sides  and  attached  to  the  inner  side  of  the  case. 

Claim. — ^The  arrangement  of  the  dasher-bar  ^,  uprights  e  «/,  recesses^,  and  lateral  pro- 
jections h  hf  with  the  double  concave  ribs  and  case  A,  as  and  for  the  purpose  shown  and 
described. 

No.  33,263.— WORDEN  P.  Penn,  of  Belleville,  IH.— Improvement  in  Harvesters.— P&teiA 
dated  September  10,  1861. — ^This  machine  consists  of  a  jointed  frame,  which  ma;|r  be  tilted 
by  a  lever,  in  connexion  with  a  caster  roller,  to  raise  the  sickle  to  any  re<}uired  height;  and 
au  independent  frame,  carrying  the  sickles,  fingers  and  platform,  that  is  jointed  to  the  main 
frame  in  such  a  manner  that  it  may  be  rigidly  connected  therewith,  or  left  to  work  loosely  on 
the  joint,  to  conform  to  the  inequalities  of  the  ground,  at  any  height  that  may  be  regulated 
by  the  tilting  of  the  frame. 

Claim. — First,  the  combination  of  the  jointed  frame  by  which  the  sickles  may  be  elevated, 
with  the  means  for  counteracting  the  angularity  that  would  other^-ise  affect  the  operation  of 
the  sickle,  and  with  a  fin^r-bar  that  may  be  either  flexible  or  rigid,  the  whole  constructed  and 
arranged  in  the  manner  described. 

Second,  connecting  the  finger-bar  to  the  frame  by  means  of  the  hinge-joint  and  the  upright, 
in  the  manner  described,  sc  that  the  connexion  wim  the  frame  may  be  xuade  either  flexible  or 
rigid,  as  specified. 

No.  33,264.— Samuel  P.  Pope,  of  Burllngtoif;  N.  Y.—Imprortment  in  Machines  for 
Trimming  Leather. — Patent  dated  September  10,  1861. — ^I'his  invention  relates  to  a  maclune 
for  reducing  harness  traces,  belt  leather,  and  other  similar  objects  to  a  proper  size  or  form  by 
means  of  adjustable  plates  and  obliquely-set  knives. 

Claim.— The  combination  of  the  stationary  side-plate  B,  adjustable  side-plate  B',  horizontal 
plates  C,  horizontal  set  screws  DD',  straight-edged  knives  F  and  G,  set  obliquely,  and  spring 
E,  all  constructed,  arranged,  and  operating  in  tne  manner  and  for  the  purposes  set  forth. 

No.  33,265.— R.  H.  C.  Preston,  of  Manlinus,  N»  Y.— Improvement  in  Guard-Fingers 
for  Harvesters. — Patent  dated  September  10,  1861. — On  the  face  of  each  finger,  and  in  a 
recess  or  rebate  which  receives  the  plate,  are  cast  two  nipples,  and  in  the  cap  of  the  finger, 
diiecT'y  over  each  nipple  or  pin,  there  is  a  hole  suflicientfy  lar^  to  allow  a  punch  to  pass 
tbiough  them  to  rest  on  the  mpples  and  rivet  or  head  the  same,  by  which  means  the  plate  ia 
secured  to  the  finger  and  prevented  from  working  loose. 

Claim. — First,  the  securing  of  the  plate  B  to  the  face  of  the  guard-finger  A  by  means  of  the 
nipples  or  pins  c  c,  cast  with  the  finger,  and  passing  through  holes  in  the  plate  and  headed  by 
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means  of  a  punch  passed  through  holes  a  « in  the  cap,  directlj  over  the  pins  or  nipples,  suh- 
stantially  as  described. 

Second,  fitting  the  guard-fingers  snugly  to  the  finger-bar  by  means  of  soft  metal  bearing 
surfaces  a*,  the  latter  being  run  in  a  molten  state  into  cavities  or  cups  made  in  the  parts 
/and  Ups  A  of  the  ^ard-fingers,  and  secured  therein  by  the  headed  nipples  or  pins  g g,  sub- 
stantiallj  as  described. 

No.  33,266.— Augustus  Reeve,  of  Allowaystown,  N.  J.— Improved  Bolt  for  Shutters  and    • 
Blinds. — Patent  dated  September  10,  1861. — ^This  invention  relates  to  a  shutter-bolt  for 
securing  the  shutters  in  a  partially  open  or  lowered  state  by  means  of  devices  designated  in 
the  claim. 

Claim, — ^First,  the  employment  or  use  of  the  plate  or  flanch  g  placed  above  the  bolt  D, 
either  directly  over  the  recess  e,  or  situated  nearer  or  further  from  the  end  of  the  plate  on 
which  the  socket  C  rests,  for  the  purpose  of  preventing  the  disengagement  or  releasing  of  the 
bolt  from  the  socket  C  when  the  lip  a  of  the  oolt  is  in  the  recess  «,  when  the  shutters  are  in  a 
partially  open  or  bowed  state,  as  set  forth. 

Second,  the  employment  or  use  of  the  button  £  applied  or  attached  to  the  bolt  D,  in  com- 
bination with  the  taper-plates  d  d  attached  to  the  socket  B,  in  the  relation  with  each  other  as 
shown,  for  the  purpose  specified. 

Third,  the  emplojment  or  use  of  the  recess  e  formed  by  a  semicircular  rim  on  a  ledge/,  or 
extension  of  the  socket  C  under  the  plate  or  flanch  g,  for  the  purpose  of  receiving  and 
securing  the  lip  a  of  the  bolt  when  it  is  in  a  partially  open  or  bowed  state,  for  the  purpose 
specific^. 

No.  33,267.— Edward  Smith  and  Sidney  Cowles,  of  Northford,  Conn. — Improvement 
in  Horse  Rakes. — ^Patent  dated  September  10,  1861. — ^This  invention  consists  in  the  employ- 
ment of  a  curved  lever  working  upon  and  over  a  pulley  on  an  arm  attached  to  the  axletree, 
which  lever  is  operated  by  the  driver,  for  the  purpose  of  holding  and  depressing  the  rake- 
teeth  in  contact  with  the  surface  of  the  ground.  By  means  of  a  bell  crank  lever,  in  connexion 
with  a  ratchet  wheel  and  pawl  and  levers,  the  rake-teeth  may  be  held  in  an  elevated  position 
when  the  machine  is  moved  from  place  to  place. 

Claim. — ^First,  the  combination  of  the  curved  lever  E,  roller  F,  and  arm  G  with  the  axletroe 
A,  for  the  purpose  of  depressing  and  holding  the  rake-teeth  D  in  contact  with  the  surface  of 
the  gpround,  as  set  forth. 

S^nd,  the  combination  of  the  bell  crank  lever  J  with  the  levers  K  and  H,  pawl  L,  and 
ratchet  wheel  I,  for  the  purpose  of  elevating  the  rake-teeth  fiK>m  the  ground  ana  for  holding 
them  when  so  elevated,  as  aescribed. 

No.  33,268.— Jasper  Snell  and  J.  R.  Deihn,  of  Pottsville,  Pa.— /mproved  Coal  Screen.^ 
Patent  dated  September  10,  1861. — ^This  invention  consists  in  constructing  a  screen  in  the 
form  of  a  cylinder  composed  of  rin^  having  spaces  between  them,  in  which  fit  the  teeth  of  a 
oomb  to  prevent  the  spaces  from  being  choked  or  filled  up  by  the  refuse  which  passes  out 

Claim. — ^First,  the  revolving  cylinder  made  of  sections  or  rings  A,  with  spaces  o  between  said 
rings,  operating  as  set  forth  and  for  the  purpose  described. 

&cond,  the  comb  B  with  teeth  c  operating  in  the  continuous  spaces  b  between  the  rings  A 
of  the  revolving  cylinder,  for  the  purposes  set  forth. 

No.  33,269.— J.  E.  Smith,  of  Poughkeepsie,  N.  Y. ^Improvement  in  Electro- Magnetic 
Telegraphs. — ^Patent  dated  September  10.  1861. — ^This  invention  consists  in  the  application 
to  the  local  circuit  of  a  supplementary  conductor,  composedwholly  or  in  part  of  some  substance 
of  feeble  conducting  power,  as  water,  through  which  but  a  very  smalt  portion  of  the  local 
battery  current  wiU  pass  when  the  local  circuit  is  closed,  but  through  which  the  induced 
magneto-electric  current  will  pass  rather  than  dart  through  the  air  between  the  relay  points 
when  the  said  circuit  is  open. 

Claim. — ^A  supplementary  conductor  applied  to  the  local  circuit,  to  operate  substantially  as 
and  for  the  purpose  specified.  ' 

No.  33,270.— Nathan  W.  Spauldino,  of  Sacramento,  CaI.— Improvements  in  Saws.^  , 
Patent  dated  September  10, 1861. — The  nature  of  this  invention  is  set  forth  in  the  claim. 

Claim. — ^The  application  and  use  of  circular  instead  of  angular  lines  in  setting  teeth  or 
other  pieces  in  saw-plates  and  saws,  which  will  prevent  the  plate  or  saw  from  splitting, 
cracking  or  breaking  at  the  comers  where  pressure  and  force  usually  apply,  thereby  dis- 
tributing the  pressure  or  force  equally  on  the  plate  instead  of  it  being  limited  to  one  spot,  as 
would  be  the  case  where  angular  lines  are  used,  using  therefor  the  saw-plate,  teeth,  and  other 
pieces,  as  described,  which  will  produce  the  intended  effect. 

No.  33,271.— Jarvis  H.  Stedman,  of  Randolph,  YU—Improved  Clothes- Wringers.-^ 
Patent  dated  September  10,  1861. — ^This  invention  consists  in  the  arrangement  of  double- 
hinged  compound  levers  connected  together  and  operated  by  an  at^ustable  cross-lever,  and 
secured  by  a  catch,  the  levers  forming  the  journal  boxes  for  rollers  or  cyliudeis,  so  that  th* 
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space  between  tbem  maj  be  opened  more  or  less,  as  required  for  tbe  necessary  amount  of 
pressure  retained. 

Claim, — ^Tbe  arrangement  of  tbe  double-bingcd  compound  levers,  tbe  same  being  connected 
togetber  by  a  rod  or  bar,  and  operated  by  an  adjustable  cross-lever  and  catcb  acting  upon 
^jrlinders  or  rollers,  in  tbe  manner  and  for  tbe  purpose  specified. 

No.  33,272.— Abram  Van  Order,  of  Itbaca,  N.  Y.—lmproved  Constrmctiim  of  Cmual 
BoaiB. — Patent  dated  September  10,  1861. — Tbis  invention  is  explained  by  tbe  claim  and 
engraving. 

Claim. — ^Tbe  described  layers  of  wood  placed  one  above  tbe  otber,  making  tbe  sbell  or 
sides  and  ends  of  tbe  boat,  tbe  described  metbod  of  spiking  or  bolting  tbe  said  layers  togetber, 
and  tbe  cross-rod  bracing  connecting  tbe  bilge  timbers  witn  tbe  g^wale  timbers,  wben  uaed 
in  combination  witb  eacb  otber;  and  tbe  just-named  combination,  wben  furtber  combined  with 
the  water  stops,  lap  batting,  and  double-dovetailed  floor  and  deck  beams,  as  described. 

No.  33,273.-0.  O.  Van  Orman,  of  Harrisville,  Ohio,  assignor  to  Himself  and  H.  P. 
Palbier,  of  tbe  same  place. — Improvement  in  Railroad  Car  Tvheds. — Patent  dated  Sep- 
tember 10,  1861. — ^Tbe  sleeve  is  secured  to  the  axle  by  a  screw  and  turns  witb  it,  revolving 
tbe  friction  rollers,  serving  tbe  purpose  of  a  bearing  tor  the  rollers  and  holding  the  axletree 
and  wheel  togetber. 

Claim, — ^Tne  sleeve  D,  in  combination  witb  tbe  axle  C,  cap  B,  chamber  H,  and  rollers  £, 
when  constructed,  arranged,  and  operated,  as  and  for  the  purpose  set  forth. 

No.  33,274.— A.  8.  Walbridoe,  of  Malone,  N.  Y.— /mprowuwul  in  Cut-off  ApparatuM 
for  Steam  Engines. — ^Patent  dated  September  10,  1861. — The  fulcrum  wedge  consists  of  a 
plate  tapering  on  both  sides  and  working  transversely  within  the  steam-chest  through  a 
stuffing-box  in  one  or  in  each  side  thereof.  Tbe  edges  of  this  wed^  serve  as  fulcra  against 
which  tbe  levers  connected  witb  tbe  main  valve  are  brought  by  toe  action  of  the  valve,  so 
that  by  tbe  continued  movement  of  the  latter  the  said  levers  may  be  made  to  give  the  cutting- 
off  movement  to  tbe  cut-off  valves.  By  shifting  the  fulcnun  wedge  tbe  fulcra  of  the  levers 
are  shifted,  and  the  lever  caused  to  operate  on  the  cut-off  valves  earlier  or  later  in  the  stroke 
of  tbe  piston. 

Claim. — ^The  arrangement  and  combination  of  the  fulcrum  wedge  L,  levers  D  ly,  and 
firiction  bars  £,  substantially  as  specified. 

No.  33,275.-8.  R.  Warner,  of  New  Haven,  Conn,— Improved  Pipe  Joint.— Patent 
dated  September  10,  1861. — ^This  invention  consists  in  forming  the  flanges  which  are  used  in 
uniting  the  sections  of  tbe  pipe  by  bending  up  the  pipe  metal,  so  that  tbe  flanges  will  be 
produced  from  a  portion  of  the  pipe  instead  of  making  the  flanges  of  separate  rings  of  metal 
soldered  to  the  pipes,  as  usual. 

Claim. — ^The  manner  described  and  shown  of  forming  a  thin  sheet  metal  pipe  joint,  to 
wit:  producing  the  flanges  6  and  e  by  bonding  and  swaging  up  the  metal  of  the  pipes,  sub- 
stantially as  and  for  the  purposes  described. 

No.  33,276.— Albert  H.  Wright,  of  New  York,  N.  Y.— Improvement  in  Rice-cleaning 
Machines. — Patent  dated  September  10,  1861. — This  invention  consists  in  curving  and  ex- 
tendiug  upward  the  rear  end  of  tbe  cvlinderor  case  containing  the  screw,  and  surrounding 
the  extended  portion  with  a  corresponding  telescopic  sliding  cylmder  for  increasing  or  diniin- 
ishiug  the  length,  in  such  a  manner  as  to  enable  tbe  weight  and  resistance  of  the  rice  forced 
through  the  said  upright  portion  by  the  screw  to  produce  tbe  required  degree  of  friction  to 
clean  the  rice.  The  lionpler  is  divided  into  two  compartments,  in  which  the  given  quantitj 
of  rice  is  retained  a  sufficient  length  of  time  to  cool,  after  passing  through  tbe  cylinders. 

Claim. — First,  combining  with  the  horizontal  cylinder  A,  containing  the  revolving  screw 
D,  the  slightly  inclined  or  upright  conduit  branch  ^ipe  or  cylinder  £,  and  surrounding  teles- 
copic sliding  cvlinder  0,  for  mcreasing  and  diminishing  its  length,  and  to  which  is  attached  th# 
inclined  trougn  I,  leading  to  the  hopper  B,  said  conduit  branch  bein^  secured  at  its  lower 
curved  end  to  the  said  cylinder  A,  in  such  a  manner  as  to  form  a  contmuation  of  the  same, 
substantially  in  the  manner  and  for  tbe  purpose  fully  set  forth. 

Second,  dividing  tbe  hopper  B  into  two  compartments  B'  B2,  having  a  slide  S  at  the  bottom 
of  each,  and  employing  in  connexion  therewith  the  movable  trough  I,  for  enabling  the  given 
quantity  of  rice  mtroduced  into  one  of  the  said  compartments  to  remain  at  rest,  imm^ateir 
after  passing  through  the  cylinders  AEG,  sufficiently  long  to  cool,  as  before  described. 

No.  33,877.— Albert  Bridges,  of  New  York,  N.  Y.,  assignor  to  Himself  and  Alfred 
Bridges,  of  the  same  ^lace.— Improvement  in  5priii^f.— Patent  dated  September  10, 1861. — 
This  invention  is  explained  by  the  claim. 

Claim. — ^The  novel  bearing  spring  described,  as  a  new  article  of  manufacture,  the  same 
being  composed  of  detachable  strips,  wires,  rods,  or  any  otber  form  of  springs  £,  arranged 
in  a  circular  or  polygonal  series  unilbrmlv  distributed  around  a  central  guide  or  slide  A^  so  as 
to  expand  equally  in  all  directions  by  tne  bending  of  the  same,  and  each  being  so  nearl  j 
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straight  when  the  spring  is  unloaded  that  the  resistance  of  the  spring  to  compression  shall 
increase  but  slightly  as  the  load  is  increased,  the  entire  structure  possessing  the  qualities  and 
advantages  set  forth. 

Also,  the  mounting  of  a  rubber  sprine;  G  within  a  circular  or  polygonal  series  of  metallic 
springs  E,  so  as  to  act  in  combination  therewith  and  to  contribute  to  the  tension  and  modify 
tne  range  of  the  spring,  substantially  in  the  manner  specified. 

No.  33,278. — Riley  Burditt,  of  Brattleboro',  Vt.,  assignor  to  Jacob  Esty  and  Hastel 
P.  Green,  of  the  same  place. — Improvement  in  Melodeons, — Patent  dated  September  10, 
1861. — ^The  object  of  this  invention  is  to  introduce  in  melodeons  a  sub-bass  in  such  a  manner 
as  not  to  increase  the  size  of  the  case.  Each  of  the  low  notes  to  which  the  sub-bass  is  to  be 
applied  is  supplied  with  another  socket  and  reed  of  a  lower  octave.  These  additional  reeds 
are  located  in  the  rear  of  the  instrument,  and  the  valves  are  applied  directly  to  the  orifice  of 
the  socket 

Claim, — ^First,  the  placing  the  socket-board  for  the  sub-bass  notes  in  the  rear  of  the  bel- 
lows and  in  a  vertical  position. 

Second,  applying  the  valves  of  the  sub-bass  notes  to  the  upper  edge  of  the  socket-board,  so 
that  each  valve  stops  a  socket  at  the  upper  orifice  thereof. 

Third,  elongating  the  keys  by  extension  rods  to  reach  the  sub-bass  sockets,  as  above  spe- 
cified. 

Fourth,  fastening  the  extension  rods  to  the  keys  by  means  of  screws  and  dowels,  the  whole 
eombined  and  operating  in  the  manner  and  for  the  purpose  specified. 

No.  33,279.— Isaac  I.  Cole,  of  New  York,  N.  Y.,  assignor  to  S.  B.  Wilson,  of  tht 
same  place. — Improved  Machine  for  Cutting  Veneers, — Patent  dated  September  10,  18G1. — 
The  bolt  is  attached  to  a  cross-bar  extending  nearly  the  whole  width  of  the  frame,  and  has  a 
vibratory  movement  griven  to  it  by  moans  of  connecting  rods  and  cranks.  At  the  lower  part 
of  the  firame  is  a  shaft,  upon  which  are  two  eccentrics  fitted  in  the  lower  ends  of  arms,  one 
at  each  side  of  the  frame.  The  upper  past  of  each  arm  is  connected  by  a  joint  to  a  bar 
secured  each  at  their  outer  ends  to  a  metallic  block.  Bv  turning  the  shaft  and  eccentrics  tht 
-  cutter  may  be  adjusted  more  or  less  obliquely  with  the  bolt,  as  occasion  may  require. 

Claim, — Operating  the  cutter-block  by  the  eccentric  adjustment  L  L  M  M  N  N,  in  combi- 
nation with  the  two-fold  feed  motions  of  the  bolt  H,  in  the  manner  described. 

No.  33,280. — RusEL  Hazard,  of  New  London,  O.,  assignor  to  Himself  and  Alexander 
Porter,  of  the  same  place. — Improvement  in  Homes. — Patent  dated  September  10,  1861. — 
This  invention  consists  in  the  use  of  movable  clasps  provided  with  loops  to  encircle  the 
bames,  and  with  pins  or  tongues  to  engage  in  perforations  in  plates  secured  to  the  outer  faces 
of  the  hames,  the  object  being  to  adapt  the  hames  to  collars  or  the  necks  of  horses  of  difierent 
alies. 

Claim, — ^The  combination  of  the  perforated  face-plates  A',  tongued  clasps  B  6,  and  oblique 
loops  B',  all  constructed,  arranged,  and  employed  in  the  manner  and  for  the  purpose  shown 
and  explained. 

No.  33,281.— Lewis  Jennings,  of  Brooklyn,  N.  Y.,  assignor  to  Himself,  R.  Dickinson, 
and  Jos.  C.  Fuller,  of  the  same  place. — Improved  Filtering  Cup. — ^Patent  dated  September 
10,  1861. — This  invention  is  explained  by  the  claim. 

Claim. — ^Applying  a  filter  to  or  near  the  bottom  of  any  ordinary  drinking  cup,  and  attach- 
ing a  tube  to  tne  cup  and  filter  in  such  a  way  that  the  act  of  drinking  through  the  tube  shall 
t£foct  the  filtering  of  the  liquid,  substantially  as  described. 

No.  33,282.— George  H.  Rogers,  of  Baltimore,  Md.,  assignor  to  Himself  and  Jomi 
Rogers,  of  the  same  place. — Improvement  in  Hydrants. — Patent  dated  September  10, 1861. — 
Within  a  metal  casing  inserted  m  the  end  of  a  box  or  pipe  is  arranged  a  vertical  valve-stem 
or  spindle,  provided  with  a  conical  plug  near  its  lower  end  fitting  into  the  induction  port  at 
the  bottom  of  the  casing.  Surrounding  the  valve-spindle  is  a  guide-tube,  the  head  of  which 
rests  upon  a  washer  at  the  top  of  the  casing,  to  prevent  the  escape  of  water.  A  flanged  rine 
fits  around  the  guide-tube  and  rests  upon  shoulders  on  the  casing,  and  between  the  flanged 
ring  and  a  retaining  nut  at  the  top  of  the  spindle  is  a  spiral  spring  encircling  the  guide-tube, 
by  means  of  which  the  valve  is  kept  closed. 

Claim. — The  combination  of  the  valve-spindle  C  and  guide-tube  D,  the  spring  F,  and  the 
flanffed  ring  £,  with  the  casing  A,  when  the  whole  are  constructed  and  arranged  as  described 
for  Uie  purpose  set  forth. 

No.  33,283.— Coleman  Sellers,  of  Philadelphia,  Pa.,  assignor  to  Wm.  Sellers  &  Co., 
of  the  same  place. — Imi^rotement  in  the  Mode  of  Transmitting  Motion. — Patent  dated  Sep 
tember  10,  1861. — ^This  mvention  consists  in  the  employment  of  disc- wheels  which  transmit 
motion  by  frictional  contact  upon  their  sides,  the  frictional  surfaces  being  so  arranged  as  to 
Insure  contact  only  upon  the  line  of  centres  of  any  two  wheels,  the  requisite  amount  of 
adhesion  on  the  contact  surfaces  of  the  driven  wheels  or  disci  being  obtained  by  clamping 
logeihar  the  discs  between  which  the  drirea  discs  are  placed. 
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Claim, — First,  the  rue  of  clamping  wheels,  or  their  equivalents,  to  transmit  motion  whco 
said  wheels  are  so  arranged  as  to  produce  the  necessary  pressure  upon  the  driving  surfaces 
by  a  movement  at  right  angles  to  their  plane  of  motion,  bubstantially  in  the  manner  and  for 
the  purpose  specified. 

Second,  the  use  of  clamping  wheels,  or  their  equivalents,  when  they  are  so  arranged  that 
the  relative  position  of  the  axis  of  one  or  more  of  such  wheels  may  be  changed,  so  as  to  pro- 
duce a  change  of  velocity,  substantially  in  the  manner  specified. 

No.  33,284.— Julius  Wnicnr,  of  Bristol,  Conn.,  assignor  to  Himself  and  Joseph  Sigouh- 
KEY,  of  the  same  pii*ce. — Improvement  in  Whirling-jtuhs  for  Toys^  Sfc. — Patent  dated  Sfj)- 
tcmber  10,  1801.— This  invention  consists  in  the  combination  of  a  spring  with  the  spinoVe 
and  cylinder  case  of  the  top,  in  connexion  with  a  pawl  and  ratchet,  so  that  by  winding  up 
the  spnng  and  releasing  it  a  motion  is  imparted  to  the  spindle  and  top,  thus  dispensing  wiui 
the  use  of  a  cord. 

Claim. — ^The  spindle  e,  spring  A,  ratchet  d,  and  pawl  e,  combined  substantially  as  and  for 
the  purpose  descnbed. 

Also,  the  whirling  spindle  e,  in  combination  with  a  toy  stem  j,  substantially  as  and  for  tba 
purpose  described. 

No.  33,285.— Nathan  Abtes,  of  Sangus  Centre,  Mass.— /mproreif  Combination  of  Kntfe^ 
Fork,  and  Svoon. — Patent  dated  September  17, 18G1. — This  invention  consists  in  constructing 
a  knife  blaae  with  a  fork,  spoon,  or  forked  spoon  continuation  on  its  back,  or  at  sucli  an 
angle  with  the  cutting  edge  that  it  may  be  used  for  conveying  food  to  the  mouth. 

C'/aim.^I^onstructuig  a  knii'e  blade  with  a  spoon,  fork,  or  I'orked  spoon  C,  projecting  abore 
or  beyond  the  general  line  or  curve  of  the  back  of  the  knii'e,  and  al  any  desirable  angle  with 
the  edge,  substantially  as  and  for  the  purposes  described. 

No.  33,286.— Abel  Asuold,  of  Garrettaville,  0,—Improvemtnt  in  Camp  5(oo/#.— Patent 
dated  September  17,  1861. — ^I'his  stool  is  composed  of  four  legs,  crossing  each  other,  and 
fastened  together  by  screws  attached  to  the  inner  lees,  and  passing  through  slots  formed  in 
the  outer  legs.    The  seat  is  so  attached  as  to  form  a  Lead  rest  when  the  stool  is  folded  up. 

Claim, — rhe  scat  A,  pivots  a  d,  legs  B  D,  slots  e  e,  and  screws  6,  combined,  arrangea,  and 
•perating  in  the  manner  described. 

No.  33,287.— George  R.  Barker,  of  Gennantown,  Pa.— lmproMm«H<  in  Hone  Cart  /or 

Railroads, — Patent  dated  September  17, 1861. — This  invention  consists  in  an  arrangement  «£ 
devices  in  connexion  with  a  car  by  means  of  which,  at  the  pleasure  of  the  driver,  the  power 
derived  from  the  momentum  of  the  car,  in  arresting  its  progress,  is  caused  to  i>e  accumulated 
er  retained,  and  subsequently  expended  in  starting  it. 

Claim. — ^First,  the  combination  and  arrangement  of  the  operating  bar  G  with  its  arms  F  F 
e  E  £,  the  double  clutch  C  D  D',  on  the  axle,  tho  chains  P''  J 


and  bridle  E  E,  the  double  clutch  C  D  D',  on  tho  axle,  tho  chains  P''  P'^',  the  sliding  block  L, 

er  S  and  arm  S", 
>  operate  togetbei, 


sprinff  H,  the  rack  M,  and  pawl  N\  the  operating  bar  S',  with  its  foot-lever  S  and  arm  S", 
tuc  chains  P  P^  and  pulleys  O  O',  the  same  being  constructed  and  appUed  to 


Bubstantially  in  tho  manner  described  and  for  tho  purpose  set  forth. 

Second,  the  described  arran^ment  of  the  adjustable  pulleys  R  R'  and  ropes  R"  R'' 
combination  with  tho  clutch  cylinders  D  D^  as  described  and  for  the  purposes  set  forth. 

Third,  the  arrangement  of  the  conical  block  T',  or  its  equivalent,  so  as  to  operate,  in  c .  _ 
bination  with  tho  olock  L,  upon  the  arm  U,  substantially  in  the  manner  described,  and  for 
the  purpose  specified. 

No.  33,288.— Levi  A.  Beardsley,  of  South  Edmeston,  N.  Y.— Improved  Hay  Elevating 
Fork, — Patent  dated  September  17,  1861. — This  Invention  consists  in  connecting  the  lower 
end  of  the  lover,  which  is  fitted  in  a  socket  attached  to  the  fall  rope,  with  a  latch,  by  means 
o(a  spiing,  in  such  a  manner  that  the  tines  are  retained  in  a  closed  state  while  the  implement 
is  hoistod,  and  by  means  of  a  cord,  tho  lower  end  of  the  lever  is  drawn  out,  when  tlio  tinea 
become  distended,  and  the  load  will  drop. 

Claim, — The  connecting  of  the  lower  end  of  the  lever  E  with  tho  latch  G  by  means  of  a 
spring  F,  substantial Iv  as  shown,  making  the  same  self-adjusting,  and  preventing  the  casual 
detachment  of  the  latcn  from  the  lever,  as  described. 

No.  33  289.— Orson  P.  Beardsley,  of  McDonough,  N.  Y, ^Improvement  in  Procest  of 
Refining  Maple  Sugar. — Patent  dated  September  17,  1861. — ^This  invention  is  eicplained  bj  i 
the  claim. 

Claim, — The  mode  described  of  extracting  the  magnesia  and  its  adherent  impurities  by 
straining  it  through  a  thick  cloth  after  or  when  the  suf^r  has  been  so  far  concentrated  us  to 
cause  the  magnesia  to  granulate  or  assume  a  distinct  form,  in  which  it  can  be  thus  removed. 

No.  33,290.— Noah  Bennett,  of  Sherman,  N.  Y,— Improvement  in  Butter 'Workers,-— 
Patent  dated  September  17,  1861. — The  bearings  of  the  fluted  roller  are  placed  in  the  central 
pivot  or  shaft,  and  tho  dish  is  driven  by  a  single  pinion  on  tho  bhal't  of  tho  roUor,  connecting 
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with  a  rack  on  the  disb.  This  pinion  is  made  adjustable,  in  or  ont  of  ^ear,  with  the  rack,  so 
that  the  dish  may  be  readily  rotated  in  an  opposite  direction  by  handles  on  the  sides.  The 
dish  is  provided  with  an  extension  segment,  or  guard,  which  raises  the  side  for  about  one- 
fourth  of  its  circumference,  so  as  to  place  a  mass  of  the  butter  in  advance  of  the  roller.  The 
buttermilk  is  discharged  through  a  central  outlet  around  the  main  shaft,  and  is  caught  in  an 
annular  trough  below  the  dish. 

Claim. — The  combined  arrangement  of  dish  E  with  handles  A  A,  or  their  equivalents,  and 
the  pinion  G,  adjustable  on  the  sLaft  of  the  fluted  roller  D,  so  that  the  butter  may  at  intervals 
be  readily  gathered  together  for  renewed  working,  substantially  as  specified. 

In  combination  witn  the  above  the  hinged  segment  g^ard  U,  arranged  and  operating  as 
set  forth. 

Also,  the  combination  of  the  central  standard  pivot  B,  outlets  e  e,  and  annular  trough  m, 
close  around  said  pivot,  substantially  as  and  for  the  purpose  specified. 

No.  33,291.— Henry  A.  Boxings,  of  Providence,  R.  L—Improvement  in  Powr  Moulding 
Machines. — Patent  dated  September  17,  1861. — ^This  invention  consists  in  the  employment 
of  an  endless  traveller  extending  the  whole  length  of  the  machine,  upon  which  traveller  is 
placed  the  flask.  Upon  the  frame  work  is  mounted  a  rocker,  the  arms  of  which  support  a 
sieve.  The  flask  is  carried  by  the  traveller  under  the  sieve,  and  filled  with  sand,  and  us  it 
proceeds  is  brought  consecutively  under  a  fluted  and  a  cylindrical  roller,  by  which  means  the 
sand  is  laid  smooth  and  compressed  in  the  flasks* 

Claim. — The  combination  of  the  endless  traveller  B  B,  the  sieve  C  V,  or  their  equivalents, 
with  one  or  more  compressing  cylinders  D  or  E,  such  combination  operating  substantially  as 
described,  for  the  purposes  specified. 

No.  33,292. — J.  B.  Blanchard,  of  Sacramento,  Cal. — Improvement  in  Anti-Friction 
Boxes  for  Carriage  W/ieels. — Patent  dated  September  17,  1861. — At  the  inner  end  of  the 
box  of  the  wheel  nub,  is  a  ledge  or  shoulder  which  extends  entirely  around  the  box,  and 
serves  as  a  bearing  for  the  inner  ends  of  the  rollers,  a  recess  being  formed  by  the  said  shoulder 
to  receive  an  annmar  plate,  in  which  the  rear  ioumals  of  the  rollers  are  fitted.  On  the  front 
of  the  box  is  screwed  a  cap,  provided  with  a  shoulder,  serving  as  a  bearing  for  the  outer  ends 
of  the  rollers,  which  shoulder  also  receives  an  annular  plate,  in  which  the  outer  journals  of 
the  rollers  fit.    The  two  plates  are  connected  together  by  screw  rods. 

Claim. — Securing  the  rollers  B  in  the  box  A,  by  means  of  the  cap  C  screwed  on  the  outer 
end  of  the  box  A,  and  provided  with  the  ledge  or  shoulder  /and  recess  g,  in  connexion  with 
the  ledge  or  shoulder  b  at  the  inner  or  back  end  of  the  box  A,  and  the  annular  plates  d  h  and 
screw  rods  D,  substantially  as  d^cribed. 

No.  33,293.— Abijah  E.  and  Josiah  B.  Blood,  of  Lynn,  Moss.^Improved  Flour  Sifter.^ 
Patent  dated  September  17,  1861. — This  invention  consists  of  a  semi-cylindrical  box  or  case, 
adapted  to  rest  upon  the  top  of  a  suitable  box.  The  lower  part  of  the  semi-cylindrical  case 
forms  a  sieve,  and  within  toe  same  are  arranged  scrapers,  which  are  moved  across  the  sieve 
by  means  of  levers  attached  to  a  handle,  thus  agitating  and  forcing  the  contents  of  the  box 
through  the  sieve. 

Claim, — The  combination  and  arrangement  of  the  cylindrical  sieve,  with  scrapers  M  N  0 
and  levers  H  I,  all  substantially  as  and  for  the  purpose  set  forth. 

No.  33,294.— Gilbert  M.  Cole,  of  Folsom  City,  CsX.— Improvement  in  Mode  of  Turning 
Locomotives, — Patent  dated  September  17,  1861. — ^This  invention  consists  in  attaching  to  the 
turn-table  a  small  pair  of  steam  cylinders  and  the  accompanying  steam  cheste,  whose  con- 
necting rods  are  made  to  operate  a  crank-shaft  in  connexion  with  the  cog-wheels,  so  that  the 
steam  from  the  locomotive  may  be  used  as  a  power  to  operate  the  turn-table. 

Claim. — The  application  of  ^team  from  the  locomotive,  in  the  manner  described,  to  do  the 
work  of  turning  turn-tables,  thereby  saving  a  vast  amount  of  labor  and  time. 

Also,  in  this  connexion,  the  combination  of  the  great  segment  cog-wheel  and  the  track  upon 
which  the  wheels  of  the  turn-table  roll,  by  casting  the  said  track  with  the  cogs  on  the  edge 
of  it,  thereby  dispensinif  with  one  heavy  set  of  castings  and  fastenings,  all  substantially  m 
the  manner  and  tor  the  purpose  set  forth. 

No.  33,296.— William  H.  Conway,  of  Harrison,  VL^,^Improved  Gaff forVesstW  Sails.— 
Patent  dated  September  17,  1861. — ^The  nature  and  object  ot  this  invention  is  explained  by 
the  claim. 

Claim, — First,  dividing  the  gaff  into  two  parts,  called  the  jaws  and  the  peak,  and  uniting 
or  connecting  them  together  by  means  of  a  hinge,  whereby  the  chafing  or  abrasion  of  the 
mast  is  prevented  and  the  strain  upon  the  canvas  relieved  in  the  striking  of  the  sail,  substan- 
tially as  described. 

Second,  in  combination  with  a  gaff  so  divided  and  hinged,  making  the  jaws  thereof  out 
of  timber,  which  presents  a  naturally-formed  fork  or  crotch,  as  and  for  the  purposes  described. 

No.  33,296.— Asa  L.  Darby,  of  White  Creek,  N.  Y. —Improvement  in  Mowing  Machines,— 
Patent  dated  September  17,  1861.— This  inrentioa  consists  in  arranging  the  shali  canning 
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the  crank  which  operates  the  cattera  so  as  to  nin  lei^rthwise  through  the  centre  of  the  frame. 
The  cutter-bar  is  arraugod  to  turn  over  when  roquirea  upon  a  bhott  or  pivot  placed  upon  the 
front  beam  of  the  framci  below  the  operating  shaft,  by  which  means  the  machine  may  be 
returned  along  the  line  of  the  previously  cut  swarth,  instead  of  cutting  continuously  around 
a  body  of  grass  or  grain. 

Claim.^-Tho  arrangement  of  the  cutter-bar  A  in  reference  to  the  crank  operating  the  cut- 
ters, so  that  the  axis  of  the  one  may  be  in  such  position  towards  the  other  that  the  bar  may 
be  swung  over  from  its  working  position  on  one  side  of  the  frame  F  to  a  similar  position  on 
the  other,  and  pci*mit  the  crank  to  operate  the  cuttera  equally  well  on  either  side,  suostautialiy 
as  set  forth. 

No.  33,297.— Augustus  B.  Davis,  of  Philadelphia,  Pa. — hnprovement  in  Platform 
Scales, — Patent  dated  September  17,  ISGl. — ^1  his  invention  consists  in  an  arrangement  of 
levers,  by  a  simple  ac^ustmcnt  of  which,  a  platfonn  of  extended  length  may  be  substituted  for 
a  sboitcr  platform,  without  the  necessity  of  a  general  dismemberment  and  reconstruction. 

Claim, — The  levers  F  F  and  G  G  on  the  adjustable  beams  C  and  C,  in  combination  with 
the  diagonal  levers  II  U  and  the  adjustable  fi-ame  which  carries  the  graduated  scale  beam  or 
beams,  the  whole  being  arranged  substantially  as  and  for  the  purpose  set  forth. 

No.  33,298. — John  Dobbs,  of  Albany,  N.  Y. — Improvement  in  Papcr-Ruling  Machines, — 
Patent  dateil  September  17, 18G1. — The  nature  and  object  of  this  invention  will  be  understood 
firom  the  claim. 

Claim, — In  ruling  machines,  where  it  is  desired  to  rule  lines  shorter  than  those  'starting 
from  the  head  of  the  work,  the  employment  of  thin  slips  of  material  of  various  lengths,  de- 
pending upon  the  length  of  the  lines  to  be  ruled,  the  said  slips  being  attached  to  and  adjust- 
able upon  a  movable  bar  connected  with  the  beam  carrying  the  pens,  substantially  as  set  forUi 
and  for  the  purposes  declared  in  this  specidcation. 

No.  33,299.— Benjamin  Douglas,  of  Middletown,  Coxm,—Improvement  in  Pumpt.-^ 
Patent  dated  September  17,  18G1. — This  invention  consists  in  attaching  a  hand  pump  to  a 
stand  or  rest,  bv  which  it  is  supported,  and  providing  the  said  stand  with  a  broad  and  spread- 
ing foot-piece,  by  which  it  may  be  held  in  position  while  in  use.     • 

Claim. — A  pump  rest,  having  a  seat  or  support  lor  the  induction  valve  and  pipe  in  its  npper 
end,  and  a  foot  or  support,  substantially  as  set  forth,  at  its  lower  end,  and  in  combination 
therewith,  constructing  the  foot  as  described,  so  that  the  pump  may  be  held  in  place  by  per- 
manent means,  or  hold  tempoi-arily  in  any  desired  location  by  the  loot  of  the  opeiator. 

No.  33,300.— Joseph  S.  Elliott,  of  Philadelphia,  T&,— Improvement  in  Gas  MeUrs.^ 
Patent  dated  September  17,  ld(il. — This  invention  consists  in  constructing  and  arranging 
both  the  stop  and  gear  teeth  of  the  driven  teeth  to  project  perpendicularly  around  on  one  side 
of  the  disc  of  each  driven  wheel,  and  a  driving  stud  or  tooth  on  the  opposite  side  of  the  disc 
of  each  of  the  driving  wheels,  together  with  a  recess  in  the  edge  of  the  latter,  by  means  of 
which  the  driven  wheel  is  mov^  around  until  the  succeeding  pair  of  stop  teeth  or  studs 
thereon  come  against  the  edge  of  the  driver,  and  is  thereby  held  locked  or  stopped,  whilst  the 
driver  is  free  therefrom  to  rotate  once  aroimd. 

Claim. — The  construction  and  arranffement  described  of  the  concentric  ^ngs  of  perpendic^- 
ular,  cylindrical  stop  teeth  or  studs  h  J,  and  the  perpendicular  gear  teeth  1 1  on  the  driven 
wheels,  together  with  the  recesses  k  and  perpendlculm-  driving  studs  /  in  the  drivers,  the  whola 
operatin^^  together  in  the  manner  described  and  set  forth,  and  for  the  purpose  specified. 

AUo,  m  combination  with  the  subject  matter  of  the  above  claim,  ar^inging  the  numeral 
discs  a  d  c/upon  the  shafts  of  their  respective  wheels  A  D  E  F,  so  as  to  operate  behind  the 
perforated  front  plate  G  of  the  frame,  as  described  and  set  forth,  and  for  the  purpose  specified. 

No.  33,301.— Victor  FoUCIHER,  of  Paris,  Yw^nc^.— Improvement  in  Mills  for  Grinding 
Grain.— Patent  dated  September  17,  18C1.— Patented  in  England  March  24,  1801.— This  in- 
vention consists  in  a  method  of  dressing  the  millstone,  or  the  arrangement  of  grooves  for  each 
stone,  for  a  proper  understanding  of  >vhich  reference  must  be  had  to  the  specilication  and 
drawings. 

Claim. — ^The  described  arrangement  of  principal  intermediate,  oblique  and  cutting,  and 
discharging  furrows  D  E,  F  G,  J  K,  L  M,  H  I,  and  N  O,  of  each  of  the  angular  sections 
an-anged  on  the  grinding  surface  of  the  millstone,  as  described. 

No,  33,302.— F.  H.  Furniss,  of  Cleveland,  O. ^Improvement  in  Railroad  Car  Venti- 
Colors.- Patent  dated  September  17,  1861.— This  invention  consists  in  arranging  within  the 
flaring  mouth  of  a  case,  a  wind-wheel  connected  with  a  shafl.  Upon  the  shaft  are  secured  a 
series  of  radiating  arms  and  a  perforated  disc,  which  revolves  in  a  water  chamber  as  the  car 
moves  along,  so  that  the  particles  of  dust  coming  in  contact  with  the  arms  will  adhere  to  the 
same,  and  the  air  enter  the  car  in  a  cool  and  pure  state. 

C/tf tin.— The  fan-wheel  C,  revolving  the  radiating  arms  a,  when  combined  with  the  dite  i 
and  water  chaml>er,  as  arranged  and  operating  substantially  as  described. 
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Also  the  gauge  valve  K  and  flue  H,  in  combination  with  the  water  chamber  and  revolving 
arms  a  and  dlstt  b,  in  the  manner  and  for  the  purpose  set  forth. 

No.  33,303.— Denkis  C.  Gately,  of  Newtown,  Conn.—Improvement  in  the  Process  of  Vul- 
canizing or  Curing  India-rubber  or  Gutta-percha. — Patent  dated  September  17,  JSOl. — This 
invention  consists  in  subjecting  the  India-rubber  or  gutta-pcrchiv,  niter  it  has  been  combined 
in  the  usual  manner  with  sulphur  and  other  ingredients  employed  in  vulcanization,  to  the 
action  of  superheated  steam,  either  applied  directly  in  boilers  or  applied  by  thus  heating 
cylinders  or  hollow  rolls,  or  by  heating  steam  pipes  which  convey  the  steam  to  suitable 
ovens. 

Claim. — ^The  process  ^escribed  of  curing  or  vnlcanizing  India-rubber  or  gutta-percha,  the 
same  consisting  in  subjecting  the  articles  to  be  cured  or  vulcanized  to  the  action,  whether 
direct  or  othei'wise,  of  superheated  steam,  substantially  as  set  forth. 

No.  33,304. — JohnGault,  of  Boston,  Mass. — Improved  combination  of  Eraser  and  Eraser 
Sharpener. — Patent  dated  September  16,  16C1. — ^This  invention  consists  in  imbedding  a  piece 
of  whetstone  in  one  side  of  an  ordinary  piece  of  India-rubber,  and  attaching  to  the  other  side 
a  piece  of  leather  suitable  for  sharpening  a  knife. 

Claim. — The  combination  of  an  India-rubber  pencil  eraser  with  a  whetetone  and  strap,  in 
the  manner  and  for  the  purposes  desciibed. 

No.  33,305. — ^MOSES  G.  Hubbard,  of  Syracuse,  N.  Y. — Improvement  in  Driving  Power 
for  Spinners. — Patent  dated  Septeml)er  17,  18G1 . — ^This  invention  consists  in  the  employ- 
ment of  a  driving  wheel  composed  of  two  driving  rims  pressed  together  by  a  yielding  force. 
Between  these  two  driving  rims  on  one  side  is  a  pair  of  rollers,  and  between  the  said  rims 
oh  the  other  side  is  placed  the  driving  roller  and  the  end  of  the  shaft  to  be  speeded.  The 
speeded  shaft  is  sustained  in  boxes,  and  its  end  being  pressed  between  the  dnving  surfaces 
of  the  wheel,  it  is  revolved  with  a  degree  of  speed  proportioned  to  its  size,  and  with  a  degree 
of  power  proportioned  to  the  amount  of  force  with  which  the  drivinf^  rims  are  pressed  together. 

Clahn. — Supporting  the  end  of  the  speeded  shaft  in  the  stationary  journal-box  H,  and 
driving  it  by  means  of  the  driving  rims,  substantially  as  and  for  the  purpose  set  forth. 

No.  33,306.— 0.  Jassath,  of  New  York,  N.  Y .—Improvement  of  Cartridge  Box.— Patent 
dated  September  17,  18G1. — This  invention  consists  of  a  box  provided  with  a  lid  and  inserted 
within  a  leather  case,  said  box  having  a  series  of  inclined  tubes  to  recpive  the  cartridges. 

Claim. — A  cartridge  box  formed  ot  a  box  A,  provided  with  a  series  of  inclined  tubes  ft,  and 
fitted  within  an  outer  or  external  box  C,  all  arranged  substantially  as  shown  and  described. 

No.  33,307. — ^Marcus  Lane,  of  Washington,  D.  C. — Improvement  in  Shoemakers*  Mea- 
wires.— Patent  dated  September  17,  ItiCl. — ^The  nature  and  object  of  this  inventloa  are  ex- 
plained by  the  claim. 

Claim. — First,  a  machine  for  taking  and  determining  simultaneously  the  me&sures  of  the 
foot,  containing  the  following  devices,  to  wit:  First,  means  for  taking  the  measure  of  the 
length  of  the  loot;  second,  means  for  taking  the  various  measures  desired  of  the  transverse 
spau  of  the  foot;  and,  thud,  means  for  retaining  the  measuring  indices  or  devices  in  posi- 
tion, so  that  they  shall  allow  the  fitting  of  a  suitable  last  thereto. 

Second,  in  an  organized  machine  for  so  taking  the  measure  of  the  foot  of  a  person,  the  iise 
of  flexible,  non-clastic  straps  or  tapes  as  contx^istinguished  from  such  elastic  limber  straps 
or  tapes  as  are  in  common  use  for  measuring  the  foot. 

Third,  the  tapes  n,  in  combination  with  tne  clasps  O,  as  described  by  means  of  which  the 
holes  in  the  ta])es  perform  the  double  function  ot  retaining  the  measure  when  taken  at  the 
same  time  they  indicate  the  fractions  of  an  inch  of  the  measure. 

Fourth,  in  an  or^nizcd  machine,  which  is  capable  of  determining  the  circumferential  span 
as  well  as  the  longitudinal  measure  of  the  foot,  an  instep,  measuring  tape  which  is  capable  of 
accommodating  itself  to  the  varying  heights  of  insteps  to  be  measured. 

Fifth,  the  instep  mety^uring  strap  or  tape  n  and  slide  f,  in  combination  with  the  base  plate 
a,  by  means  of  which  the  instep  tape  may  be  slid  forward  to  permit  the  withdrawal  of  the 
foot,  or  insertion  or  withdrawal  of  the  last. 

No.  33,308.— Richard  Lord,  of  Pawtuckct,  Moss. — Improvement  in  Air  Engines.^-VdAieni 
dated  September  17,  1601. — This  invention  consists  of  a  piston  composed  of  a  grate  upon 
which  a  nre  is  to  be  lighted,  so  arranged  as  to  move  up  and  down  witmn  a  cylinder  which  is 
furnished  with  valves.  The  valves  are  so  operated  that  during  the  motion  of  the  piston  in 
one  direction,  the  admission  of  air  to  supnort  combustion,  and  the  escape  of  the  gaseous  pro- 
ducts of  combustion,  are  freely  permitted;  and,  during  the  movement  of  the  piston  in  the 
opposite  direction,  a  portion  of  cold  air  from  one  side  of  the  grate,  is  caused  to  pass  through 
the  fire  and  be  heated,  and  by  its  consequent  expansion  force  another  portion  of  the  air  from 
the  same  side  of  the  grate  into  the  reservoir. 

Claim. — First,  the  piston  constructed  as  a  fire-grate,  applied  to  the  cylinder  in  combina- 
tion with  valves  B  C  or  their  equivalents,  and  operating  substantiaUj  as  herein  specified. 
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Second,  the  combination  of  the  hollow  Tftlve  B  and  the  hollow  casing  B',  ananged  in  the 
manner  and  for  the  purpose  set  forth. 

No.  33,309.— H.  G.  Ludlow,  2d,  of  Watcrford,  N.  Y.— /mpnwemeiif  in  Sliding  Stop- 
Voices. — Patent  dated  September  17,  1861. — This  invention  consists  in  so  applying  a  wedge 
or  wcdpes,  in  combination  with  a  valve  known  as  the  "sliding  stop-valve,"  or  ** sliding 

fate,"  as  to  bring  the  valve  ti?ht  against  its  seat  after  it  has  completed  its  closing  movement, 
ut  to  enable  the  valve  to  work  free  of  its  seat  in  its  opening  and  closing  movements,  for  the 
purpose  of  preventing  friction  between  the  face  of  the  valve  and  its  seat,  and  thus  obviating 
the  wear  of  the  face  and  seat  and  the  necessity  of  regrindiog. 

Claim. — Combining  the  valve  with  its  stem  b^  means  of  a  wedge-plate  C,  applied  and 
operating  substantially  as  and  for  the  purpose  specified. 

No.  33,310.— William  S.  Mayo,  of  New  York,  N.  Y.^Imvrovement  in  Fence  Posts.^ 
Patent  dated  September  17,  18C1. — This  invention  is  explained  by  the  claim. 

Claim. — As  an  improved  article  of  manufacture  a  fence  post  made  of  clay  in  an  entire 
piece,  and  alter>vards  hardened  by  burning  as  explained. 

No.  33,311.— John  M.  Oakley,  of  New  York,  N.  Y. —Improved  Clothes  Washing  Ma- 
ditne. — Pjitent  dated  September  17,  1861. — This  invention  consists  in  the  employment  of  a 
box  provided  with  swinging  anns,  which  are  oscillated  by  means  of  a  crank  and  connecting 
rods.  To  the  end  ot'coch  arm  is  attached  a  plunger,  the  front  Hurfaces  of  which  are  inclined, 
and  formed  of  a  series  of  slats  placed  odiiquely  one  above  the  other.  The  back  of  the  box  is 
incilDcd  outwardly,  and  its  inner  surface  corrugated.  The  motion  of  the  pluuger  is  designed 
to  cause  the  clothes  to  turn  gradually,  so  as  to  constantly  present  a  fresh  suil'ace  to  the  action 
of  the  plunger  and  back. 

(.'/aim.— The  arrangement  of  the  pendulous  arms  B  B  and  attached  slatted  plungers  E  E 
with  the  inclined  corrugated  back/,  cui-ved  bottom  a,  rods  C  C,  double  crank  C,  all  as  shown 
and  described  for  the  purpose  set  forth. 

No.  33,312.— S.  Sargent,  of  Watertown,  Mass.,  assignor  to  Himself  and  A.  P.  K>'app,  of 
Needham,  Mass. — Improwement  in  Coal-Oil  Lanterns. --Patent  dated  September  17,  1861. — 
Through  the  base  of  the  lantern  body  is  arranged  a  rod,  so  as  to  admit  of  the  height  of  the 
wick  being  regulated  from  the  outside.  In  the  base  flange  of  the  lamp  are  perforations  tor 
the  admission  ol  air  to  the  flame.  Secured  radially  to  the  inside  of  the  periphery  of  the  base 
are  h  seriet^  of  vertical  division  plates,  for  the  purpose  of  keeping  the  draught  of  air  divided 
and  pi-eveuting  eddies  on  either  side.  Extending  outwardly  Irom  the  lamp-burner  is  a  hori- 
sontai  perforated  phite.  lor  the  purpose  of  regulating  the  supply  of  air  to  the  flame. 

'  laim. — Tbo  arrangement  and  combination  of  the  device  lor  enabling  the  wick  to  be  regu- 
lated outside  of  the  lantern,  the  perforations  i  i  in  the  base  flange  of  the  lamp  D,  the  draught 
collector  M,  division  plates  N  N,  perforated  regulating  plate  P,  and  guard  cylinder  B,  in  the 
manner  and  for  the  purpose  specified. 

No.  33,313.— E.  R.  Stili.well,  of  Dayton,  O.— Improvement  in  Revolving  Cutter  Heads 
for  Roughing  out  LasM.— Patent  dated  September  17,  1801. — This  invention  consists  of  a 
revolving  cutter  head  having  cutters  aiTauged  on  the  sides,  forming  spiral  planes  from  tl:e 
periphery  to  the  centre,  lor  the  purpose  of  blocking  out  a  last  preparatory  to  its  being  tinned. 

Claim. —The  combination  of  the  cutters  with  the  revolving  dead,  when  said  cutters  ai-e 
arranged  in  a  spiral  conical  form  on  said  head,  converging  from  the  periphery  of  the  head  to 
the  centre,  subbtontially  in  the  manner  and  applied  to  the  purpose  set  forth. 

No.  33,314.— P.  W.  Thoma.s,  of  Levee,  Ky.— Improvement  in  Tanning.— Ttittni  dated 
September  17,  18()1. — The  materials  of  which  this  composition  consists  are  gum  catechu, 
muriate  of  soda,  India  kino,  carbonate  of  soda,  starch,  and  biborate  of  soda,  dissolved  in 
water. 

Claim.— The  tanning  solution  compoonded  of  the  materials  described,  substantially  in  the 
proportions  specilied. 

No.  3.3,315.— Edward  Brown  Wilson,  of  Westminster,  England,  assignor  to  William 
Butch KR,  jr.,  of  Sheffield,  England.— /wiDfocerf  Mctliod  of  Annealing  and  Swaging  Cast- 
ings.—Patent  dated  September  17,  1861.— This  invention  consists  in  first  casting  the  articles 
of  iron  or  steel  in  ordinary  moulds,  and  then,  after  having  reheated  them  in  a  furnace,  pressing 
them  in  dies  of  a  form  corresponding  to  the  exact  shape  and  finish  of  the  complctc<l  article,  by 
which  process  any  further  manipulation  is  dispensed  with  in  the  finish  of  the  aiticle. 

t7atffi. — ^The  process  described  of  treating^  articles  composed  of  cast  steel  or  malleable  cas^ 
Iron  for  the  purposes  set  forth  by  first  casting  the  articles  in  suitable  moulds,  and  then,  and 
after  having  rchcated  them  in  a  fiimace,  pressing  them  in  dies  or  matrices  of  a  shape  corres- 
ponding to  the  exact  shape  and  finish  of  the  completed  articles. 

No.  33,316.— Nathan  Ames,  of  Saugns  Centre,  Mass.,  assignor  to  J.  C.  Wildkr,  of 
Boston,  Matt.— Mjireoid  Strainer  for  Coffse  or  Tea  i'tffs.- Patent  dated  September  17 
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1861.— This  inventioii  consists  of  a  remoTable  strainer  formed  of  a  mbber  or  elastic  tube  pro- 
Tided  with  an  end  piece  of  wire  gauze  or  perforated  metal,  so  that  it  can  be  readily  applii-d  to 
Docsles  of  coffee  or  tea  pots  of  different  sizes.  Connected  with  the  strainer  b  a  flarix^  collar, 
§m  tho  purpose  of  conducting  the  drippings  of  the  strainer  back  into  the  pot. 

Claim, — First,  a  removable  strainer  consisting  of  a  rubber  or  elastic  tube  R,  provided  with 
ft  termination  of  wiie  gauze  or  perforated  metal,  substantiallj  as  described  and  for  the  objects 
specified. 

Second,  in  combination  with  the  strainer  S  a  flaring  collar  D,  substantiallj  as  and  for  the 
purposes  described. 

Third,  the  casing  C,  in  combination  with  the  strainer  S,  collar  D.  and  elastic  tube  R,  sub- 
stantiallj as  set  forth  and  for  the  object  specified. 

Ko.  33,3]7.~Frederick  Curtis,  of  Newton,  Mass.,  assignor  to  Edward  H.  Ashcropt 
and  John  B.  Alley,  of  Ljnn.  Mass. — Improvement  in  Breech- Loading  Fire- Arm*. — Patent 
dated  September  17,  1861. — The  nature  of  this  invention  is  mainlj  explained  bj  the  claim. 
The  trigger-guard  is  made  in  two  parts,  which  are  hinged  together,  and  turn  fireelj  on,  and 
are  connected  with  the  breech-carrier  bj  a  pin  or  journal.  The  lower  part  of  the  guard  is 
formed  with  a  shoulder,  which  bears  against  one  part  of  the  guard.  When  the  lower  part  of 
the  j^uard  is  drawn  down,  its  shoulder  will  remove  or  hook  from  a  catch,  and  allow  the  breech- 
oamer  to  rotate. 

Claim, — First,  constructing  the  breech-pin  and  breech-carrier  of  a  fire-arm  in  two  parts, 
and  so  connecting  them  together  as  to  be  enabled  to  introduce  and  withdraw  the  said  breech- 

{>in  into  and  fiom  the  bore  of  the  barrel  in  the  line  of  its  axis,  substantiallj  in  the  manner  and 
br  the  purpose  described. 

Second,  m  combination  with  the  breech-carrier  and  the  breech  proper,  when  the  two  are 
ioined  together  as  described,  a  spring,  so  arranged  in  relation  to  the  said  breech  as  to  retaia 
it  in  the  same  position  with  regard  to  the  breech-carrier  that  it  has  when  it  leaves  the  barrel,, 
to  as  to  establisn  a  jielding  connexion  of  the  narts,  as  set  forth. 

Third,  the  peculiar  constraction  of  the  guard  D,  and  its  relation  to  the  catch  /,  the  trigger, 
and  the  working  parts  of  the  gun,  substantiallj  as  described. 

No.  33,318.— R.  B.  Frrrs,  of  Philadelphia,  Pa.,  assignor  to  Himself,  E.  P.  Thoonburgr. 
•nd  WiLUAM  Stacy,  of  the  same  place,— -Improted  feed  Da^  far  Har*e§and  other  Ant- 
mali, — Patent  dated  September  17,  1861. — This  invention  consists  of  a  water-proof  flexible 
receiver  or  holder,  provided  with  a  jointed  rim,  a  drop  bail,  and  a  detachable  nead-stall,  so- 
arranged  as  to  be  used  as  a  bucket,  and  admit  of  being  compacti  j  folded  np  for  transportation. 

C/aiiH.~The  holder  or  vessel  A,  the  jointed  rim  B,  bail  C,  strap  D,  constructed  and  oper 
ftting  substantiallj  as  and  for  the  purpose  described. 

No.  33,319.— Samuel  L.  Foster,  of  Bristol,  Me.,  assignor  to  E.  W.  Thompson,  of  the 
place.— /m/ifovec/  Rudder  Case  for  Navigable  Vesseti, — Patent  dated  September  17, 


1861. — ^This  invention  relates  to  the  application  of  a  case  to  the  stem  post  of  the  vessel,  and 
consists  ot  certain  devices  to  effectnalfj  secure  the  case,  and  effect  the  readj  centralization 
of  the  rudder  with  respect  to  the  case. 

Claim, — The  combination  and  arrangement  of  the  adjustable  clamp  e  /,  their  ring  section* 
A,  and  friction  rollers  b,  applied  to  the  upper  part  of  the  rudder  case  and  stem  post,  substan- 
tiallv  as  described. 

Also,  the  combination  and  arrangement  of  the  wedged  collars  d  and  inclined  bearing  pieces 
e  g  with  the  clamps,  and  the  friction  rollers. 

Also,  the  combination  and  arrangement  of  the  curved  wedge  I  and  its  grooved  socket-piece ' 
H  with  the  stem  post  and  radder  case. 

No.  33,320.— Franklin  L.  Howe,  of  Woodstock,  Vt.,  assignor  to  Himself  and  J.  H. 
MURDOCK,  of  the  samcr  place. — Improved  Stump  Extractor, — ^l^atent  dated  September  17, 
186 J. —Secured  to  a  proper  framing  is  a  windlass,  having  at  one  end  a  ratchet,  engaging  with 
which  are  two  pawls  attached  to  a  lever  secured  to  the  upper  part  of  the  fmme.  liie.  pawls 
are  connected  by  chains  to  the  ends  of  a  forked  lover,  attaclicd  to  one  side  of  the  framing,  and 
are  made  to  act  altematelj  upon  the  ratchet,  either  pawl  being  disengaged  from  the  ratchet  bj 
a  single  adjustment. 

Cltiim. — The  unangcment  of  the  forked  lever  F  and  chains  b  b  with  the  pawls  E  E',  lever 
D,  and  ratchet  C,  iu  the  manner  shown  and  described. 


No.  33,321.— John  Siiinn,  of  Lcvcrington,  Pa.,  assignor  to  Himself  and  William  Ad- 
AMHon,  of  Gemiantowu,  Pa. — hnvrovemeut  in  Clutch  Pulleys, — Patent  dated  September  17, 
1801. — This  invention  consiHts  or  a  pulley  made  in  two  parts,  divided  in  the  centre  of  the 
groove,  one  part  bc-inc^  keyed  to  the  siiaft,  while  the  other  is  allowed  to  sliile  on  a  feather  upon 
the  shaft,  so  that  the  Tatter  can  be  forced  towards  the  former  and  caused  to  bite  the  belt.  Bo- 
tween  these  two  parts  is  a  loose  pullej,  upon  the  face  of  which  the  belt  may  rest  when  tha 
sections  of  the  pulley  are  drawn  apart 

Claim. — The  combination  of  a  groove  pullej  constracted  in  soctioni  with  a  central  looi# 
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raUej  or  central  rapport  looae  on  the  iluift  wben  tlie  shaft  it  stoppod,  as  spodied,  and  liar  the 
Mcribod  purposes. 

No.  ^3,322.— Hiram  Woodbury,  of  Bn£B&lo,  N.  T.,  assignor  to  0.  A.  Primcb  Mid 
Thomas  Btephenson,  of  the  same  p^^^^^- — hnprawtd  StetUgfor  Reed  Mueical  InetnmemU, — 
Patent  dated  fi^tember  17,  1861.— The  nature  and  object  oi'  this  invention  are  explained  hgr 
the  claim. 

CUim, — ^Forminff  the  Talve  of  the  afa*  chamberB  constituting  the  swell  so  that  a  projection 
of  it  may  shut  by  the  valve  seat  on  the  front  strip  of  the  air  chamber,  substantially  as  ^owpa 
by  these  papers,  for  the  purpose  of  qualifying  and  graduating  the  tone  of  reed  moaical  instru- 
ments. • 

No.  33,323.— Gilbert  Van  Cabip,  of  Somerset  oounty,  N.  J.,  assignor  to  Himself  and 
Jasper  Bergbr,  of  the  same  place. — ImpnfvemetU  in  Pumps.— -Paimt  dated  September  17, 
1861.— This  invention  consists  m  the  arrangement  of  a  short  cylinder,  within  which  works  « 
solid  single  piston.  Attached  to  the  ends  of  the  cylinder  are  two  oaps  provided  with  ball 
valves,  so  that  the  cylinder  is  filled  and  emptied  at  every  stroke  of  the  piston,  whether  (m^ 
ward  or  backward. 

Claim, — First,  the  combination  and  arrangement  of  the  short  closed  cvUnder  A,  the  solid 
piston  B,  working  from  end  to  end*of  said  cvlinder,  in  connexion  with  the  cylinder  cspa  C 
and  C^  substantially  in  the  manner  and  for  the  purposes  set  forth.  ^ 

Second,  in  combination  therewith,  the  cylinder  cap  C  and  the  stuffing  box  M,  as  and  far 
the  purposes  set  forth. 

No.  33,324.— Amos  Leonard,  of  Sullivan,  O.^Jmprotement  in  Boring  AfacAtaef .— PatenI 
dated  September  17,  1861. — The  gearing  by  which  the  auger  is  propelled  is  connected  with  a 
<frame  made  to  slide  in  vertical  standards.  Motion  is  impculed  to  the  driving  wheel  by  means 
of  a  lever,  provided  with  two  pawls,  acting  on  opposite  sides  of  the  wheel.  Secmred  to  tbt 
base  is  a  rack  lever,  by  means  of  which  the  sliding  frame,  with  the  gears  and  auger,  are  raised 
to  any  desired  height. 

Claim, — ^The  special  arrangement  of  the  lever  K,  sliding  frame  D,  rack  lever  M,  and  inisr- 
inediate  gear  wheels,  operatiug  substantially  as  and  for  the  purpose  specified,  by  which  oMaiw 
the  auger  is  caused  to  bore  the  mortise  and  is  also  raised  up  out  of  the  hole  ailer  being  bosed. 

No.  33,325.— Samuel  W.  Wiluams,  of  Centreville,  N.  Y, ^Improvement  in  Vmtiht^n 
far  Houeee. — Patent  dated  September  17,  1861. — Upon  one  side  of  the  wall  of  a  buildmg  is 
secured  a  wheel  with  proper  openings  for  the  passa^  of  air.  Upon  the  other  side  are  placed 
two  wheels  or  discs,  provided  with  openings  supplied  alternately  with  glass,  so  arranged  9M 
to  serve  the  double  purpose  of  a  winaow  and  ventilator. 

Claim, — ^The  furangement  of  the  wheels  A  and  B,  provided  with  ventilating  openings  and 
alternate  panels  of  glass,  the  two  being  connected  and  constructed  as  set  forUi,  so  as  to  be 
operated  by  means  of  a  weight  and  cord,  said  ventilator  being  used  for  the  double  purpose  of 
giving  light  and  ventilatk>n,  as  is  fully  specified* 

No.  33,326.— Charles  F.  Abright  and  Lewis  Borkharo,  of  Pottsville,  Pa.— AajmnML 
•aiest  in  Removable  Carriage  Fronls.— Patent  dated  September  24, 1861.— This  invention  con 
sists  in  providing  a  carriage  with  a  hing^ed  or  folding  movable  front,  which  can  be  put  up  in 
front  of  the  driver,  thus  closing  the  carria^  and  protecting  him  from  wind,  cold,  or  rain,  and 
when  not  required  can  be  folded  up  out  of  the  way  in  front  of  the  driver. 

Claim, — ^The  hinged  or  folding  movable  frt>nt  for  carriages,  dispensing  with  aprons,  con- 
structed and  operatiug  as  set  foiih,  and  for  the  purposes  described. 

No.  33,327.— John  Adams,  of  Monroe,  Mich.— ^j^roesmcm  in  iTorroiM.- Patent  dated 

.September  24,  1861. — This  invention  consists  in  forming  the  ends  of  the  triangular  frames  «t 
the  Joints,  so  that  the  wedges  or  retaining  keys,  when  diiven  hard  between  the  joints,  effeo- 
tually  stiffen  the  harrow  wnen  used  on  level  ground. 

C/oim.— The  employment  of  keys  GOG,  constructed  substantially  as  described,  in  eom- 
bination  with  a  triangular  harrow  made  up  of  frames  ABC,  jointed  together  and  otherwiae 
constructed  as  and  for  the  purposes  described. 

No.  33,328.— Ethan  Allew,  of  Worcester,  Mt^s,— Improvement  in  Revolving  Fire-Arms,'-^ 
Patent  dated  September  *24,  1861.— This  invention  consists  in  securing  the  cylinder  pin  by  a 
.lover  catch,  so  that  both  lever  and  pin  can  be  operated  by  the  thumb  at  the  same  time  when 
the  cylinder  is  to  be  removed. 

Claim, — ^The  lever  K,  when  applied  to  the  extreme  front  of  the  frame  A,  so  that  the  thumb 
will  operate  on  it  and  the  pin  D  at  the  same  time,  substantially  as  specified. 

No.  33,329.— George  D.  Arrinoton,  of  Charlestown,  Mass.— /mprorem«iit  in  Kwuh 
eacke, — Patent  dated  September  24, 1861. — ^This  invention  consists  in  a  method  of  cutting  tna 
material  of  which  the  Knapsack  is  made  from  one  piece,  as  shown  by  the  engraving,  and  in 
so  folding  it  that  the  seams  shall  be  in  the  least  objectionable  places  and  few  in  number. 
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C7a«i».**-The  peculiar  meftbod  of  cutting  and  fblding  ^te  material  from  which  the  body  of 
the  icnapsack  is  made,  as  described,  and  ibr  the  pmpote  substandally  as  set  fortli. 

No.  33,330.— Stephen  S.  Bartlett,  of  Woonsocket,  B.  L,  assignor  to  Himaelf  and 
Thomas  H.  Dodge,  of  Waslungton,  D.  C. — Improved  Mortising  Machine, — Patent  dated 
September  24,  1861. — ^A  pitman  connects  the  head  stock  to  the  top  of  the  upper  arm  of  a  bent 
lever,  the  lower  arm  of  said  lever  is  connected  by  a  rod  to  the  back  of  a  treadle.  By  pressing 
Ihe  treadle  a  little  downward,  a  short  movement  is  given  to  the  arbor  which  carries  the  chiseC 
Hid  by  pressing  still  lower  and  lower  at  each  successive  stroke,  the  length  of  the  stroke  is 
increased,  while  the  motion  of  the  lever  is  communicated  by  a  belt  from  the  power  wheel  te 
the  driving  pulley,  thus  enabling  the  chisel  to  continue  its  stroke  without  stopping. 

Claim. — ^The  combination  of  iht  stationary  slide  piece  I,  movable  sliding  tulcrum  piece  H, 
with  the  frame  A,  and  operating  lever  L,  and  spindle  I,  arranged  to  operate  substantially  at 
and  for  the  purposes  set  iorth. 

.  Ko.  33,331. — Jehu  Brainerd,  of  Cleveland,  Ohio. — Improvement  in  Proceat  of  Coloring 
Skins  and  Leather. — Patent  dated  September  24,  1861. — This  invention  relates  to  the  use  of 
protochkmde  of  iron  in  solution,  as  a  basis  of  a  color  for  skins  that  have  been  previously 
•ubjected  to  the  action  of  tannin. 

Claim. — The  nse  of  the  nrotochloride  of  iron  in  combination  with  tannin,  substantially  a8 
and  ioft  the  purpose  specifieo.  ' 

No.  33,332.— Joseph  W.  Brigos,  of  Cleveland,  Ohio,  assignor  to  Himself  and  Eysb 
Smith,  of  same  jplace. — hmproved  Mode  of  Constructing  Gate  or  Door  Springs. — Patent  dated 
September  24,  1861. — The  object  of  this  invention  is  to  construct  a  gate  or  door  spring  that 
will  dose  a  ftiie  or  door  that  mav  be  opened  to  the  rieht  or  to  the  Id't  hand,  or  to  open  both 
ways  to  the  nght  and  left  hand,  which  is  accomplished  by  the  use  of  a  coiled  spring  within  a 
drum  to  which  is  secured  a  leather  strap  that  passes  over  a  friction  roll  and  thence  to  a  post  or 
fintening  en  the  gate,  the  drum  and  leather  strap  being  protected  from  the  weather  by  an  outer 
casing. 

C^tm.— The  combination  of  the  bed  plate  I,  friction  roller  G,  cover  A,  strap  F,  coiled 

3»ring  E,  and  drum  B,  constructed  as  describe<l,  with  the  stationary  shad  C,  ana  projecturb 
,  on  bed  plate  I,  and  hub  V,  on  the  inside  of  drum  B,  for  the  purposes  set  forth. 

Ko.  33,333.— Charles  Brodt,  of  New  York,  N.  T. — hnprovement  in  Machinery  fo^ 
Cleaning  Vegetable  Fibres. — Patent  dated  September  24,  1861. — This  machine  is  designed  te 
dean  tm  fibre  of  a  plant  called  **pita.*'  The  plant  is  fed  between  a  pair  of  grooved  rollers, 
after  which  it  is  presented  to  a  series  of  combs  upon  the  surface  of  a  cylinder,  toe  combs  sepa- 
rating the  fibre  and  removing  the  fleshy  matter  surrounding  them.  Each  comb  is  provided 
with  a  scraper  which  removes  such  matter  as  adheres  to  it,  the  scrapers  being  operated  by  a 
spring  fastened  to  the  surface  of  the  cylinder. 

Claim — First,  the  combination  of  the  combs  and  the  scrapers,  supported  by  a  spring  or 
springs,  for  the  purpose  set  forth. 

6ea>nd,  the  combination  with  those  scrapers  and  combs  of  the  cam  g^  to  operate  upon  the 
ierapers  and  catise  them  to  act  substantially  as  specified. 

Tnird,  the  combination  with  those  combs  and  movable  scrapers  of  the  cleaning  board  or 
stationary  scraper  A,  for  the  purpose  of  cleaning  the  movable  scrapers. 

Fourth,  said  two  pairs  of  feeding  rollers,  one  pair  running  faster  than  the  other,  in  combf- 
■ation  with  the  combs  and  movable  scraper,  for  tne  purpose  and  substantially  as  specified. 

No.  33,334.— Albert  H.  Brown,  of  Albany,  N.  Y.,  assignor  to  James  Burton,  of  the 
same  place. — Improved  Machine  for  Turning  Ovals. — Patent  dated  September  24,  1861. — 
This  invention  consists  in  arran^ng  that  portion  of  the  face-plate  which  turns  in  a  true  circle 
around  the  centre  of  the  lathe  spmdTes,  and  which  forms  the  ways  for  the  eccentric  attachment 
on  the  outside  of  said  eccentric  attachment,  so  that  the  portion  of  tlie  rotary  body  which  turns 
in  a  true  circle  around  the  centre  of  the  lathe  spindles  describes  a  larger  circle,  and  conse- 
quently moves  quicker  than  those  parts  to  whicn  an  eccentric  motion  is  imparted,  thereby 
enabling  the  momentum  of  that  portion  which  turns  in  a  true  circle  to  overcome  the  momentum 
at  the  eccentrically  moving  parts,  and  to  deaden  the  side  strain  and  the  shaking  motion  pro- 
duced in  ordinary  eccentnc  lathee  by  the  eccentric  motion  of  the  tace<plate  and  the  work 
attached  to  it 

Claim. — In  combination  with  the  driving  spindle  A  slide  E  d^  and  adjustable  ring  G,  of  am 
eccentric  lathe,  the  arrangement  of  the  arms  6,  extending  on  opposite  sides  from  the  face 
plate  a,  and  forming  with  the  same  the  concentrically  rotating  balance  frame  D,  considerably 
esceeding  in  length  and  weight  that  of  the  slide  £,  which  carries  the  woik,  the  whole  being 
eonstructed  and  operating  in  the  manner  and  for  the  purpose  described. 

Ko.  33,335.— Patrick  Bcrre,  of  Heloaa,  N.  Y.^Improved  Method  of  Sotting  Poot:^ 
Patent  dated  September  24,  1861. — This  invention  consists  in  placing  the  lower  end  of  the 
post  upon  an  inclined  stone  resting  upon  an  upright  stone,  and  then  packing  small  stones 
mound  the  bottom,  on  which  is  thrown  a  layer  of  c^ar  bark  over  whicn  is  plMod  aoda  wi^i 
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tiM  gnM  side  down,  which  arrrangemeDt  it  designed  to  prereni  the  fitwt  from  heaving  op  th* 
post,  and  the  water  from  collecting  and  decajing  it. 

Claim. — ^Tbe  emplcjment  of  the  different  materials  named  for  plantiDg  posts,  when  need  in 
lbs  sncoestiTe  ocder  specified,  and  in  oonnezion  with  the  foundation,  as  set  forth. 

No.  33,336.— ObarlesF.  Campbell,  of  Chenango,  N.  T.,  assignor  to  Himself  and  Joseph 
ftMETHURST,  of  the  same  place. — hmprottmnU  in  Machine  for  UuUing,  Cleaning,  and  Orind- 
img  Orain. — Patent  dated  September  'M,  1861. — In  this  machine  the  hopper  feeds  the  grain  for 
rnnding  or  for  hnllmg,  between  an  inclined  mnner  and  stone.  The  mnner  is  sitnatM  nbore 
file  stone  and  is  supported  by  cross  pieces  and  friction  roUers  npon  an  a<ya8table  bar,  so  that 
the  grinding  surfaces  may  be  near  to  each  other  for  grmdlng  or  nirther  apart  for  hailing.  The 
mnner  has  a  rec^>rocating  motion. 

Claim, — First,  the  arrangement  of  the  bed-stone,  baring  a  dress  substantiaDy  as  described, 
in  combination  with  the  adjustable  runner,  having  reciprocaiing  motion. 

Second,  and  in  connexion  therewith  the  receiver  •  with  the  fan  blower  and  the  exits,  aa 
Mdted. 

Ko.  33,337.— George  Cary,  of  Cleveland,  O.—hnprwemeni  in  the  Proeeee  ef  Man^faa- 
hiring  IVhiU  Lead, — Patent  dated  8epteml)er  24, 1861. — This  invention  consists  in  subjecting 
metaUic  lead  to  the  action  of  vapors  arising  from  lieated  vinegar  of  low  proof,  which  gives  at 
ence  sufficient  aqueous  vapor  to  corrode  and  acetic  acid  vapor  to  form  the  sub-a^tate  of 
lead,  and  thus  prepare  it  to  receive  the  carbonic  aad  gas  wluch  forms  tlie  carl>onate  of  the 
protoxide  or  white  lead. 

Claim, — Subjecting  metallic  lead  placed  in  a  room  or  chamber  made  and  kept  tight  through* 
•ut  the  process,  as  Hpoci6ed,  to  the  action  of  aqueous  and  acetic  acid  vapors  conjointly  and 
continuouslv  with  carbonic  acid  gas  until  the  process  is  completed,  in  tne  manner  substan- 
tially  as  and  for  the  purpose  set  forth. 

Ko.  33,338.— W.  T.  Cole,  of  Reed,  O.^hnproved  Approach  Opening  Gals.— Patent 

dated  September  24,  1861. — This  invention  consists  in  the  combination  of  a  cam  with  a  gate 
hung  on  a  horisontal  axis,  so  that  it  may  be  thrown  up  out  of  the  way  when  opened  by  the 
operation  of  the  cam,  and  with  levers  and  their  connexions  for  operating  the  same  when  one 
el  them  is  acted  upon  by  the  wheel  of  a  vehicle.* 

C/aim.— The  combination  of  the  cams  1  1  with  the  slides  7  7  and  the  shafts  8,  and  the  gate 
er  gates  2  2,  when  combined  and  operated  substantially  as  set  fortii. 

Ko.  33,339.— William  Denihs,  of  Providence,  R.  I.— impn^remeal  in  8omp,^^nitKA 
dated  September  24,  1861. — ^This  invention  is  explained  by  the  claim. 

<  Ittim, — The  soap  made  of  curd  soap,  bichromate  of  potash,  water,  muriaUc  acid,  palm  oil, 
er  tallow  stalk  and  oxyde  of  manganese,  as  shown  and  described. 

No.  33,340.— Andbew  T.  Dukshee,  of  McEeesport,  VtL^hnprovementin  Water  Ftflsrs.— 
Patent  dated  September  24,  1861.— This  invention  consists  in  the  arrangement  of  a  water 
filter  and  cooler  fumishod  with  perforated  bottoms,  an  air  chamber  and  air  passages,  and  used 
in  combination  with  layers  of  charcoal.  The  water  falls  from  the  perforated  bottoms  in  small 
drops  and  passes  through  successive  layers  of  charcoal  and  through  the  filtering  doth*  re- 
ceiving during  its  descent  constant  supplies  of  oxygen  from  the  currents  of  air  passing  thnw^ 
the  air  passaees. 

Claim, — ^Tne  perforated  bottoms  n  and  g,  filtering  cloth  /,  and  openings  m  and  /,  when 
vsed  in  connexion  with  the  triple  strata  of  charcoal  prepared  and  proportioned  as  set  forth. 

Ko.  33,341.— Charles  R.  Foloer,  of  Cindnnati,  0,—hn9rov€ment  im  Loop  Catcheg  for 
Sewing  Jtfac&ifliss.— Patent  dated  September  24,  1861  .r-Tho  loop  acts  as  its  own  spring  and 
is  made  to  rest  against  the  rotating  nook  with  a  yielding  pressure  without  injury  to  the  sur- 
face, so  as  to  resist  the  vertical  strain  of  the  thread  and  prevent  the  escape  of  the  loop  until 
the  proper  moment^  when  the  form  of  the  hook  permits  it  to  pass.  « 

Claim. — ^The  adjustable  loop  check  Abe,  formed  of  an  elastic  metallic  bar  and  constitn^ 
ing  its  own  spring,  and  so  constructed  and  applied,  in  connexion  with  the  rotating  hook  B,  as 
to  rest  against  a  portion  of  the  periphery  of  the  said  hook  with  a  yielding  pressure  and  at  the 
same  time  resist  the  vertical  strain  of  the  loop,  all  as  shown  and  explaineo. 

No.  33,342.— A.  FoRRiST  and  C.  A.  Wheeler,  of  Mount  Vernon,  Iowa,  assignors  to 
Themselves,  W.  H.  Ooudy,  and  Henry  Rogers,  of  the  same  pierce,— -/mprovement  in  Boot 
Ptt/tems.— Patent  dated  September  24,  1861. — ^Tbis  invention  is  designed  as  an  improvement 
iu  boot  patterns,  which  are  so  constructed  as  to  be  capable  of  being  extended  or  expanded 
and  contracted,  and  thereby  rendered  available  for  cutting  out  boot  leather  of  any  and  every 
requU^  size.  The  object  of  the  invention  is  to  obtain  a  set  of  patterns  which  may  be  raadily 
and  exactly  adjusted,  and  also  readily  adapted  for  cutting  out  stock  for  both  coarse  and  fiaie 
boots. 

C7atm.— The  connecting  of  the  pieces  A  A  O  P  of  the  several  patterns  by  means  of  the 
parallel  arms  C  C  C"  Q,  attached  to  sliding  strips  B  B'  R,  in  connexion  with  the  timveiie 
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gnide  pieces  D IV  L  S  S',  toe-pieces  H,  and  coimter>pieoe8  If,  the  latter  named  parts  being 
arranged  and  applied  to  their  respective  patterns  as  shown,  the  whole  forming  ^  new  and  im- 
proYM  combination  of  patterns  for  the  purpose  specified. 

No.  33,34a~THOMAS  Oabbick,  of  Providence,  R.  L— Aaj^roMiiMiit  in  Knapgaekwf^ 

Patent  dated  September  24,  1861. — ^The  object  of  this  invention  is  to  provide  a  knapsack  fbr 
the  convenience  of  the  soldier,  arranged  so  as  to  accommodate  in  one  package  to  be  carried 
on  the  back  his  clothing  and  rations,  while  the  different  parts  which  compose  it  (t.  e.,  have^ 
sack,  canteen  and  knapsack)  can  be  used  separately,  if  desired.  When  not  in  use  the  knap- 
sack can  be  folded  into  a  small  space  for  convenience  of  storage  or  transportation. 

C^aim. -^First,  combining  and  airanging  a  knapsack,  canteen  and  haversack,  in  the  maa- 
ner  substantially  as  described. 

Second,  making  the  sides  of  a  knapsack  in  such  manner  that  they  can  be  folded  together 
snbstantiaUy  as  (fescribed,  for  the  purposes  specified. 

No.  33,344— George  W.  B.  Qednet,  of  New  York,  N.  Y.^Jmprovememi  in  Jtf  Guns.— 
Patent  dated  September  24,  1861. — ^This  invention  consists  in  the  use  of  a  hollow  handle  of 
India-rubber  or  other  flexible  air-tight  material,  which  communicates  with  a  short  tube  placed 
beneath  the  barrel  and  communicating  with  it  by  means  of  a  passage.  A  valve  of  cork  or 
other  suitable  material  closes  the  passage  between  the  hollow  handle  and  the  tube,  and  is 
pressed  into  its  seat  by  a  rod.  To  oischarge  the  piece,  the  rubber  handle  is  compressed  until 
the  pressure  of  the  air  overcomes  the  adhesion  of  the  valve  to  its  seat,  when  it  is  driven  back 
and  the  air  escc^ies  into  the  tube  and  thence  to  the  barrel,  driving  out  the  bullet  or  projectile. 

Claim. — First,  the  combination  of  the  parts  as  described. 

Second,  the  valve  made  as  described,  and  acting  by  its  own  adhesion. 

Third,  the  bag  or  pouch  made  from  India-rubber,  gutta-percha,  or  any  flexible  idr-tifi;ht 
material,  for  the  purpose  of  projecting  light  articles  or  metal  shot,  and  to  be  compressed  either 
by  the  hand  or  otheiwise,  as  folly  described  and  set  forth. 

No.  33,345.— R.  D.  Granger,  of  Albany,  N.  Y.^Tmprottement  in  Aooes.— Patent  dated 
September  24,  1861. — ^This  stove  is  of  that  class  commonly  called  ** magazine  stoves.'*  Be- 
hind the  fire-box  and  magazine  are  air  spaces,  which  are  bounded  by  the  plates  of  the  stoves^ 
thus  increasing  the  racUating  sur&ce.    A  supply  of  atmospheric  air  is  famished  to  the  fuel 


nndergoine  consumption,  and  also  to  the  escaping  ga^^eous  products  through  small  holes  in 
a  tube  or  cnamber  just  above  the  doors.  The  fuel  in  the  magazine  is  gradually  heated  up  b^ 
that  part  in  combustion  in  the  fire-box,  and  gradually  passes  down  as  room  is  made  for  it 


towards  the  grate  surface,  its  passage  being  facilitated  by  the  inclined  front  and  back  of  the 
fire-box. 

Claim, — First,  the  arrangement  of  the  flues  set  forth,  in  combination  with  a  magazine  or 
base-burning  stove,  substantially  as  described. 

Second,  the  arrangement  of  the  air-tubes  or  chambers  in  their  relation  to  each  other  and  tt 
the  fire-box  and  thrmtt  of  the  fire-box,  as  described. 

Third,  the  bed-plate  in  combination  with  the  grates. 

Fourth,  the  magazine,  substantially  as  it  is  constructed  and  arranged  in  reladon  to  tba 
kidined  surfiices  of  the  fire-box  and  to  the  other  parts  of  the  stove. 

No.  33,346.— Andrew  L.  Haskill,  of  Boston,  Mass.,  assignor  to  Himself  and  £.  H. 
AsncROPT,  of  the  same  place. — Improved  Folding  Tent.— Patent  dated  September  24, 
Iddl.'-Jointed  arms  are  attached  to  the  top  of  the  central  iM>le  and  to  a  sleeve  sliding^  thereon, 
which  is  raised  or  lowered  by  means  of  a  cord.  When  this  jointed  frame  is  raised  mto  posi- 
tion by  the  cord,  the  upper  portion  of  the  tent  is  distended,  and  from  this  frame  may  be  sns- 
pendea  knapsacks,  clothes,  Sec 

C/atm.— The  arrangement  of  the  pulley  In  the  centre  pole,  as  described,  for  the  purpose  of 
raising  and  lowering  the  tent,  the  same  being  constructed  and  operated  substantially  as  seit 
forth. 

No.  33,347.— RUFUS  Haven,  of  Penrsvil^  Jnd.'-hiiprovement  in  Moth- Traps  for  Bee- 
hives,— Patent  dated  September  24, 1861. — ^Thi^  invention  consists  of  a  box  or  trap  having 
lighted  compartments,  (to  be  placed  under  any  form  of  hive,)  with  numerous  entrances  thereto, 
so  arranged  as  to  decoy  the  moth  below  and  around  the  bee  entrance  to  the  hive,  which  en- 
trance consists  of  a  perpendicular  tube,  the  lower  end  being  directly  over  and  coming  near  im 
a  half  globe  or  cone-shaped  elevation,  so  that  the  moth  cannot  fly  into  the  tube,  their  tendency 
beinff  to  crawl  with  their  heads  down. 

c/aim.— The  vertical  tube  H  and  the  hemisphere  G,  in  combination  with  the  moth  com- 
partments and  the  entrances  thereto,  arranged  substantially  in  the  manner  and  for  the  pur- 
poses set  forth. 

No.  33,34a— H.  Q.  Hawlet,  of  Albany,  N.  Y, ^Improved  Meter  for  Water,  Gas,  and 
mher  F/iit^.— Patent  dated  September  24,  1861.— At  each  end  of  a  horizontal  cylinder  is  a 
valve-box,  in  which  are  fitted  two  inlet  and  two  outlet  valves  respectively,  and  which  contain 
th^.principal  parts  of  the  valve-operating  mechanism,  consisting  of  two  levers  and  two  tum- 
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VUtig  ban  and  tbetr  Attached  tuinbnng  weights.  The  two  tambb'Dg  bars  work  npon  fixed 
pins,  and  are  fonnected  with  oppoeke  ends  of  the  piston-rod  bj  means  of  chains,  throogfa  the 
a^ncy  of  which  the  piston  can  move  the  tnmbiine  bars  by  pulling  but  not  by  poshing  theni^ 
the  water  acting  altematelj  on  opposite  sides  of  the  piston. 

CUUm. — ^First,  combining  the  piston  or  diaphragm  of  a  floid  meter  with  weighted  levers  or 
HunbHni^  bars  for  operating  the  inlet  and  outlet  valve  or  valves  thereof  bj  means  of  a  rod  I 
and  chains  H  H',  applied  to  operate  substantially  as  specified. 

Second,  the  employment  in  a  fluid  meter  of  a  system  of  ralve-operatlng  medianism  !b 
which  weighted  levers  or  tumbling  bars  arranged  within  the  meter  are  first  brought  by  tbe 
movement  of  the  piston  or  diaphragm  to  a  position  or  condition  to  exert  upon  the  valves  a 
tendency  to  reverse  their  position,  but  not  to  move  them  until  they  have  bera  started  bv  tha 
direct  action  of  the  piston  or  diaphragm  in  its  furth|r  movement,  and  then  caused  to  suddenly 
aomplete  the  movement  of  the  valves,  substantially  as  described. 

No.  33,349.— James  R.  Hendrickson,  of  McKeesport,  Teu—hnpropement  in  Fireplaees. — 
Patent  dated  September  24,  1661. — ^Thls  invention  consists  in  the  combination  of  a  series  of 
air  chambers  wUh  the  ordinary  fire-grate,  for  the  purpose  of  consuminjg^  the«smoke,  avoiding 
dost,  increasing  the  draught  and  heat,  and  the  saving  of  fuel.  The  air  in  one  of  the  cham* 
hers  becomingheated,  causes  a  partial  vacuum,  and  tbe  current  of  air  from  the  chamber  below 
lorms  ao  eddy,  which  retains  the  smoke  until  it  is  sufildently  rarified,  when  it  is  drawn  inia 
the  fire  and  consumed,  the  draught  being  increased  by  the  cold  air  rushing  into  the  draught 
iliamber  above. 

Clmnu — ^The  arrangement  of  the  air  chambers  m  m  and  s,  the  narrow  air-passage  I,  and 
draught  chamber  (,  when  used  in  combination  with  the  ordinaiy  fire-grate,  as  descnbed,  for 
the  purpose  set  forth. 

Ko.  33,350.— Bernard  J.  La  Motre,  of  New  York,  N.  Y.^Imfrovement  in  Metattim 
Cars  for  Railroads. — Patent  dated  September  24,  1861. — ^This  invention  has  reference  to  tha 
manner  of  constructing  the  metallic  traming  employed  in  railroad  cars,  carriages,  &.C.,  and 
•onsists  in  making  the  ribs  or  framing  of  metallic  pipes,  set  the  one  into  the  other,  said  pipea 
being  bent  into  a  curve  at  that  point,  or  where  the  two  thicknesses  occur,  over  which  may  ba 
•lipMd  a  collar  or  short  piece  of  pipe,  therebv  binding  them  securely  together.  This  frame- 
work or  skeleton  is  then  secured  or  tied  together  by  metallic  bands,  ciamps,  or  collars,  which 
hold  the  parts  firmly  without  weakening  tbe  bands  or  ribs  by  holes  for  rivets,  by  which 
Bieans  the  labor  and  expense  necessary  for  fitting  the  metallic  bands  heretofore  employed  ia 
perforating  and  riveting  them  is  avoided. 

Claim, — First,  the  employment  of  pipes  or  tubes  for  forming  the  ribs  or  finaminff  of  a  railroad 
car  or  other  vehicle  when  the  same  are  strengthened  at  the  parts  where  bent  by  oars  or  pipea, 
as  set  forth. 

Second,  the  combination  of  the  aforesaid  ribs  (formed  of  oipes)  with  bands  running  longi- 
tudinally to  the  car,  or  with  the  beam  or  beams  </,  as  set  forth. 

Third,  tbe  metallic  clamps  or  collar  A  or  t  applied  at  the  intereections  of  the  bands  or  ribs, 
as  set  forth,  for  binding  toe  parts  together,  and  avoiding  the  perforation  of  the  bands  them 
•elves  for  the  introduction  of  rivets  or  boltii,  as  specified. 

No.  33,351.— Robert  H.  Lecky,  of  Allegheny  City,  FtL^hnproved  Machine  for  Drilling 
Oil  IVelli, — Patent  dated  September  24,  1861. — ^This  invention  consists  in  the  arrangement 
•f  the  drop-head  which  carries  the  drilling  tool,  catches,  tripper,  revolving  slides,  and  sliding 
head,  so  toat  the  drill  can  be  caused  to  descend  af^er  having  attained  anv  desired  elevation, 
thus  giving  it  a  long  or  short  stroke,  as  may  be  desired,  which  is  accomplished  by  setting  tba 
trigger  so  as  to  come  into  contact  with  the  tiipper  at  any  desired  point  of  the  stroke. 

Claim. — First,  the  use  of  drop  p  having  a  revolving  and  perpendicular  motion,  and  used  in 
combination  with  the  self-acting  catches  t  and  tiipper  r,  as  described,  and  for  the  purpose  set 
forth. 

Second,  the  use  of  the  revolving  slides  m,  when  used  in  connexion  with  the  drop  p,  or  tbe 
equivalent  of  said  drop,  as  described,  and  for  the  purpose  set  forth. 

Third,  the  arrangement  of  tbe  rod  7,  tripper  r,  hutments  4,  sliding  head  ft,  and  rods  o  and  8, 
when  used  in  coiubination  with  the  drop  p  fuid  revolving  slides  m,  as  described,  and  for  tLe 
purpose  set  forth. 

No.  32,352. — Joel  Lee,  of  Galesburg,  TW.^lmproved  Washing  Machine. — ^Patent  dated 
September  24,  1861. — ^This  invention  consists  in  the  use  of  heavy  corrugated  rolls  set  in  a 
frame,  and  suspended  in  a  tub  whose  bottom  is  capngated  and  curved  to  correspond  to  the 
ctirve  of  the  roi.er-firame.  Tbe  tub  is  suppo'*>^^m^ journals,  and  vibrates  back  and  forth. 
The  roller-frame  is  held  stationary,  and  the  ^H[ith  the  bottom  of  the  tub,  move  under 

the  roll,  which  revolve,  and  press  by  their  \  ^^B.^  clothes. 

C/otm.—The  arrangement  «i||ft  box  A^  ^^Bp®  ^'*  ' '  '^P  ^  ^  ^f  ^^®  ^"°*  ^ 
and  £,  the  spring  K,  and  the^H^k  the  s^       ^^Hlng  ^  ^H^nd  operating  as  and 

for  the  purpose  specified. 
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Ko.  33,358.— Joel  Lee,  of  Oalesbnrg,  IXL^Improyad  Clothe»»Drper.'*-Th,iBnt  dated  S^ 
tember  24, 1861. — ^Tliis  invcDtiou  coiu^ists  in  so  ananging  the  bub  and  other  parts  of  the  dryer 
thai  the  weight  of  the  machine  resting  upon  the  lower  portion  of  the  hub  expands  the  arms 
•Ad  holds  them  in  that  position,  tht  .veignt  being  taken  off  the  shaft  by  inserting  it  in  a  bole 
in  a  stand  or  bench  or  socket  made  to  receive  it,  so  that  the  bub  may, rest  on  the  rim  of  th*. 
hole,  and  when  the  weight  is  transferred  to  the  lower  end  of  the  sliaft  by  resting  it  on  thm 
groond  the  arms  will  contract  or  collapse. 

.  Claim. — The  employment  of  the  hub  D,  shaft  £,  arms  A,  braces  B,  and  hollow  post  F, 
arranged  as  specified,  whereby  the  arms  will  expand  when  weight. rests  upon  the  lower  pof-« 
lion  of  the  hub,  and  will  contract  or  collapse  wbea  weight  is  transferred  to  the  lower  end  of 
tbe  shaft,  substantially  as  specified. 

No.  33,354. — A.  A.  Livingston,  of  Cedar  Bapids,  Iowa,— Improvement  in  Stirrups^ — 
Patent  dated  September  24,  1861. — ^This  invention  consists  in  applying  an  India-rubber  fool- 
piece  to  a  stirrup  for  the  purpose  of  preventing  the'£6ot  from  slipping  in  the  stirrup. 

Claim. — ^A  saiddle-stirrup  A  provided  with  an  India-rubber  or  clastic  foot-piece  B,  substan- 
tially as  described. 

No.  33,355. — John  Maddock,  of  Dubuque,  Iowa, — Improvement  in  the  Hounds  of  Car- 
fiages. — Patent  dated  September  24,  1861. — ^This  invention  consists  in  forming  the  front 
hound  of  a  single  piece  of  wood,  steamed  and  bent  so  that  its  back  part  will  be  of  circular 
form,  and  its  front  part  formed  of  parallel  ends.  The  rear  end  of  the  draught  pole  is  titled 
between  the  parallel  parts  of  the  hound  and  secured  by  a  bolt. 

Claim. — Ilaving  tiie  front  hound  K  of  a  wheel  vehicle  steamed  and  Lent  in  circular  form 
and  applied  to  the  vehicle,  substantially  as  and  for  the  purposes  set  forth. 

Ko.  33,356.— J.  F.  Maynard,  of  Nashua,  N.  H. — Improvement  in  Flyers  for  Spinning 
Machinery. — Patent  dated  September  24,  1861.— This  invention  consists  in  constructing  a 
flyer  with  a  left-handed  screw-attaching  whirl,  and  also  a  lelt-handed  screw-attaching  nose, 
each  beinfi^  formed  so  as  to  fit  on  their  respective  parts  by  a  rounded  shoulder-connexion  or 
tenon.  Tue-dcvice  is  designed  to  prevent  the  loosening  of  the  flyer  in  its  rapid  rotary  motion, 
the  spiral  thread  of  the  screw  connexion  running  in  an  opposite  direction  to  the  rotary  motion 
of  the  flyer  and  whirl. 

Claim. — ^The  construction  of  flvers  with  the  left-hand  screw  whirl  attachment  ahelie,  and 
also  the  left-hand  screw  adjustable  and  detachable  nose  A  t  J  Ac,  singly  or  in  combination,  a« 
aet  forth  and  described,  and  as  shown  in  Figs.  1,  4,  8,  and  9. 

'  No.  33, S.*^?.— Duncan  McKenzie,  of  Brooklyn,  N.  Y.--Improved  Camp  Cooking  and 
Baking  Device. — Patent  dated  September  24,  1861. — The  object  of  this  invention  is  to  com 
bine  a  portable  range  and  baking  apparatus,  and  consists  ot  a  cooking  range  placed  at  the 
bottom  of  a  metallic  case,  which  is  provided  at  its  upper  part  with  a  hot-air  chamber,  the  lat- 
ter communicating  with  the  range  by  vertical  flues,  tue  apartment  over  the  range  being  pro- 
tided  with  a  rotating  holder,  to  leceive  articles  to  be  baked. 

Claim, — The  combination  of  the  range  A,  hot-air  chamber  C,  tubes  or  flues  D,  and  baking 
Oven  F,  when  arranged  as  shown  to  form  a  new  and  improved  portable  cooking  and  bakin^^ 
device. 

No.  33,358.— H.  B.  Middaugh  and  Albert  Clark,  of  Mansfield,  Va.— Improved  Horse- 
power Nachine. — Patent  dated  September  24,  1861. — This  ipvention  consists  in  the  use  of  a 
Isrge  rotating  tread-wheel,  which  imparts  motion  to  the  fly*wheel  shali  through  a  toothed 
pimoaer  by  Triction  on  a  soitable  wheel.  The  tread-wheel  is  supported  at  the  centre,  and 
revolves  on  a  pin ;  it  also  rests  near  its  periphery  on  the  pinion  of  tno  fly-wheel  shad  and  on 
m  roller  having  its  bearings  in  an  adjustable  lever,  by  means  of  which  its  plane  of  rotation 
ean  be  varied  at  pleasure.  The  tread-wheel  is  thus  supported  at  three  points.  The  hub  of 
the  tread-wheel  extends  up  some  distance,  Irom  the  top  ot  which  brace  rods  extend  to  the  arm 
•f  tiie  wheel. 

Claim. — The  arrangement  of  the  elevated  hub*  G',  braces  p,  and  separable  segment  toothed 
wheel  O,  with  each  other,  and  with  the  centering  pin  or  pivot  c,  adjustable  lever  J,  and  sup 
porting  wheel  </,  all  the  parts  being  constructed  and  operating  together  in  the  manner  shows 
and  described. 

No.  33,359. — L.  MiSHLER,  of  Mogadore,  O. — Improvement  in  Machine  for  Loading  //iffye— 
patent  dated  September  24,  1861.-— In  this  apparatus  a  catch  spring  and  jointed  lever  aie  so 
arranged  as  to  retain  the  tines  which  hold  the  nay  at  right  angles  to  the  brace  when  the  load 
it  beifig  lilted.  When  it  h*as  reached  the  desired  place,  by  pulling  a  rope  attached  to  tlie 
spring  the  lever  is  dijUiDgaged  from  the  catch  and  the  tines  assume  a  vertical  position,  which 
causes  the  hay  to  sliue  on.  By  again  puliing  the  rope  the  tines  and  brace  are  brought  at 
eight  angles  to  each  other,  preparatory  to  lifting. 

Claim. — The  jointed  lever  H  with  the  pieco  J,  and  spring  F  with  the  catch  I,  in  combina- 
tJoQ  with  the  brace  G  and  fingers  A,  the  whole  being  operated  by  the  rope  I^  in  the  manner 
and  for  the  purpose  specified. 
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No.  33,960.-^.  A.  Montgobiert,  of  Wllliaineport,  Ftk.^Improved  Cafffeeii.— Patent  dated 
September  24,  1661. — ^This  inveDtion  consists  in  constrnctine  a  canteen  withia  cup  fittinf 
•rer  a  portion  of  it,  which,  when  reversed,  forms  a  fonnel,  and  also  serves  as  a  drinking  csn. 

Claim. — ^A  canteen,  of  anj  desired  form  or  material,  with  a  iiinnel  or  cnp  fitting  i^  mA» 
ttantiallj  as  described. 


No.  33,361.— John  W.  Newall,  of  New  Brunswick,  N.  J.-^frnprovemtnt  in  lAe 
faeture  of  Elastic  C/o<A.— Patent  dated  September  24, 1861.— The  natnie  of  this  inventioii  is 
•Kplained  bj  the  claim. 

Claim, — ^An  elastic  doth,  which  is  a  componnd  fabric  produced  bj  the  combination  of  tw« 
sheets  of  woven  cloth,  obtained  hj  cutting  tubular  cloth  spirallj,  with  a  layer  of  elasiie  gnst 
(such  as  India-rubber,)  the  combmation  Ming  rendered  permanent  bj  vulcanisation,  suMtsap 
stantiallj  as  set  forth. 

No.  33,362.— OoDEN  P.  Pell,  of  Flushing,  N.  T.,  assignor  to  Himself  and  Alpbed  M. 
Tredwell,  of  Madison,  N.  J. — Improved  Lounge  and  Camp  Stool  Combined, — Patent  date^ 
September  24,  1861. — This  invention  consists  m  connecting  two  camp  stools  together  bj 
means  of  rods,  between  which  is  extended  a  piece  of  sacking  or  webbing,  thus  forming  a 
camp  bedstead,  which  can  be  readily  taken  apart  and  the  camp  stools  used  separately. 

claim. — ^The  extension  centre  piece,  formed  of  sacking  or  equivalent  material,  between  tw« 
side  pieces  that  are  provided  with  dovetails  or  other  connexions  at  their  ends,  taking  tlia  parti 
of  the  camp  stools,  in  the  manner  and  ibr  the  purposes  set  forth. 

No.  33,363.— Benjamin  Reed,  of  Pittsburg,  Ftk,^hnproved  Washing  JtfadltiM.— PUcal 
dated  September  24,  1861. — This  invention  consists  in  the  arrangement  ot  two  spiral  springt, 
which  are  used  for  holding  the  axle  of  the  cylinder  in  its  proper  place  in  the  journal  boxes, 
and  also  for  the  purpose  of  giving  the  cylinder  a  horizontal  motion  when  pressed  by  tlia 
olothes  in  washing.  The  iourual  boxes  move  vertically  in  slots  on  the  sides  of  the  openings 
which  contain  thrai,  tlie  object  being  to  impart  to  the  cylinder  a  vertical,  horixontal«  and  !•- 
taiT  motion. 

claim, — ^The  arrangement  of  the  springs  b  and  e  and  movable  journal  boxes  a,  when  nted 
in  connexion  with  axle  e  of  cylinder /,  arranged,  constructed,  and  operated  substantially  m 
described  and  for  tlie  purpose  set  forth. 

No.  33,364.— Edward  S.  Renwick,  of  New  Tork,  N.  Y.^Improved  Propeller. — VwJMdL 
dated  September  24,  1861.— The  object  of  this  invention  is  to  enaule  screw  propellers  to  ba 
located  at  or  near  the  longitudinal  centre  of  a  vessel,  and,  at  the  same  time,  be  wholly  or  par- 
tially submerged;  and  the  invention  consists  in  combining  a  screw  propeller  with  a  recaM  in 
the  side  of.  the  vessel  in  such  a  manner  that  a  portion  of  the  propeller  revolves  in  the  recfS 
and  a  portion  revolves  outside  of  the  recess.  The  screw  propeller  is  also  combined  with  a 
chamber  located  on  the  outside  of  the  vesseFs  side,  and  witn  an  opening  through  the  vcMei^t 
side  into  said  chamber,  the  latter  being  located  in  such  a  position  that  it  contains  within  it  tlia 
pillow  block  of  the  propeller  shaft,  and  the  opening  permitting  access  to  tlie  pillow  block  en 
tlie  propeller  shaft  from  the  interior  of  the  vessel. 

Claim, — The  combination  of  a  screw  propeller  with  a  recess  in  the  side  of  the  bodr  of  tlia 
ressel  to  which  the  screw  propeller  is  applied,  the  propeller  revolving  partially  in  said  r 
substantially  as  set  forth. 

Also,  the  combination  of  a  screw  propeller  with  a  chamber  upon  the  ressri's  side  to  c 
the  pillow  block  of  the  propeller  sliaft,  substantially  as  set  fortn. 

Also,  the  combination  or  a  screw  propeller  with  both  a  recess  in  the  side  of  the  t«sm]  la 
receive  a  portion  of  the  propeller  and  a  diamlier  upon  tiie  vessel's  side  to  contain  n  pOkw 
block  of  toe  propeller  shaft,  substantially  as  set  forth. 

No.  33,365.— Samuel  Roebuck,  of  Brooklyn,  N.  Y,'-'JmpTovtd  Moaqniio  Bar.— Pist«t 
dated  September  24,  1861 . — This  invention  consists  in  the  combination  of  a  folding  finai% 
which  is  constructed  similarly  to  that  of  an  umbrella,  with  uprights  or  supports,  so  tliat  k 
oan  be  readily  applied  to  a  bed,  and  be  di^ointed  and  folded  compactlv. 

Claim, — 1  oe  combination  of  the  folding  frame  A,  uprights  I),  and  net  £,  anangad  ani 
applied  to  tiie  l>edstead  as  and  for  the  purpose  set  forth. 

No.  33,366.— Henry  E.  Roeder,  of  New  York,  N.  Y.^Improved  Anti-friaion  Rmitrmd 
Car  Spring. — Patent  dated  September  24, 1861. — ^This  invention  consists  in  the  arrangsaiinl 
af  a  number  of  bars  of  steel  of  uniform  width  and  of  graduated  lengths  in  combination  whk 
a  casing  with  graduated  ledges,  so  that  the  weight  brought  to  bear  upon  the  spring  will  f 
be  received  by  the  longest  bar  or  bars,  and  by  the  increased  weight  thereaf^  by  tlM  f*^'- 
loogths  successively,  until  all  the  bars  are  brought  into  action.  # 

Claim. — First,  the  combination  of  a  number  of  steel  bars  of  nnifdrra  width  and  of  | 
.ate<l  length  with  a  casing  provided  with  graduated  ledges,  the  whole  being  constraeic 
aQonged  in  the  manner  and  for  the  purpose  substantially  as  specified. 

Second,  the  recess  P  in  the  casing  into  which  the  block  D  fits,  and  whereby  tba  avBt  ii 
guided  to  prevent  any  lateral  motion  of  the  plates. 
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Ko.  38,367.-— Beniamik  T.  RokeT,  of  Bristol,  'Ph.'^hmprovemmt  in  Coal  Stoves.—T&teni 
dated  September  24,  1861. — ^This  invention  consists  in  the  arrangement  of  a  cylindrical  lire* 
pot,  a  i^ed  fiie-pot,  and  an  internal  casing,  whereby  the  igpiited  products  of  combustioa 
are  directed  latemily  throuf^h  the  bars  of  the  said  grated  fire-pot ;  also  in  the  combination  of 
an  air  chamber  provided  with  openings,  with  the  fire-pot  and  ash-pit,  whereby  the  air  for  sap* 
porting  combustion  is  thoroughly  heated  before  it  mingles  with  and  ignites  the  products  of 
eombustion  generated  from  the  partially  consumed  fuel  in  the  erated  fire-pot ;  also  the  use  of 
iiidefl  for  preventing  the  mica  plates  of  the  fire  chamber  from  being  discolored  by  the  smoka 
when  the  nre  is  first  kindled. 

Claim. — First,  the  cylindrical  fire*pot  G,  the  cylindrical  and  grated  fire-pot  M,  and  the 
internal  casing  or  fuel  reservoir  B,  when  the  several  parts  are  arraneed  in  respect  to  each 
•ther  substantially  as  set  forth,  for  the  purpose  of  directing  the  ignited  products  of  combus- 
tion laterallv  through  the  bars  of  the  said  grated  fire-pot,  as  set  forth. 

Second,  the  anan^ement  of  the  air  chamber  6,  its  opening  f,  the  fire-pot  0,  and  ash-pit  a, 
wherebv  the  air  is  directed  in  the  first  instance  against  the  said  fire-pot,  thence  into  the  ash- 
pit, and  thence  through  the  fuel,  for  the  purpose  described. 

Third,  the  slides  p  applied  to  the  intenor  of  the  fire  chamber  (f,  and  arranged  in  respect  to 
Ibe  mica  plates  of  the  door  and  sides  of  said  chamber  in  the  manner  and  for  the  purpose 
fpedfied. 

Ko.  33,368.— JuUA  A.  Ross,  executrix  of  jABfES  P.  Ross,  deceased,  late  of  Lewisburg, 
Te^^Improved  Valve  Gear  /or  Steam  Engines, ^Tatent  dated  September  24,  1861.— This 
invention  consists  in  the  employment,  in  combination  with  an  oscillating  yoke,  of  a  spring 
•V  springs  attached  to  the  yoke  for  the  purpose  of  performing  the  duty  done  by  the  counter* 
poise  levers  heretofore^  used.  The  yoke  has  on  its  face  next  the  piston-rod  three  projecting 
cams  and  an  arm  projecting  upward  for  the  connexion  of  the  valve-stem,  and  has  holes  in 
ttie  ends  for  the  reception  of  roos,  upon  which  are  screw-nuts,  which  serve  to  adjust  the  stiff- 
Bass  of  the  spring. 

Claim, — ^The  employment,  in  connexion  with  the  oscillating  yoke  H,  of  a  spring  or  springs 
J  attached  to  the  yoke,  and  operating  in  combination  therewith  and  with  the  wiper  k,  or  its 
•quivalent,  and  the  traveller  g^  as  set  forth. 

No.  33,360.— WiLUAM  Sherwik,  of  Shelbume  Falls,  MtLSB,— Improvement  in  Husking- 
Fins. — Patent  dated  September  24,  1861. — ^This  instrument  is  constructed  by  means  of  dies 
fitmn  a  thin  sheet  of  metal  of  the  form  shown  in  the  engp-aving,  one  end  being  curved  in  a 
diiection  opposite  to  that  of  the  other  and  adapted  to  fit  the  ball  of  the  thumb,  me  main  por- 
tion being  curved  in  the  direction  of  its  width  to  fit  the  hand  when  in  use. 

Claim, — A  sheet  metal  husking-pin,  constructed  in  the  manner  set  forth,  and  substantially 
af  tha  form  and  possessing  the  properties  described,  as  a  new  article  of  manufacture. 

No.  33,370.— William  Sisson,  of  Fulton,  N.  Y. — hnprovement  in  Stave  Machines,-^ 
Patent  dated  September  24,  1861. — ^This  invention  consists  in  the  use  of  a  set  of  rib-guides 
projecting  from  the  front  side  of  the  guide-bar,  against  which  the  stave  rests,  these  guides 
being  concentric  with  the  movement  of  the  vibrating  bed,  the  open  spaces  between  the  rib- 

£  tides  allowing  the  chips  to  fall  through  and  escape.  As  the  place  where  the  knife  strikes 
e  bed  is  liable  to  be  much  cut  and  notched,  a  deep  gproove  is  cut  in  this  portion  of  the  bed, 
in  which  is  set  a  strip  of  hard  wood,  which,  as  it  is  worn  away,  is  raisea  up  by  set  screws, 
and  planed  off  so  as  to  present  an  even  surface  to  the  knife. 

Cuiim. — ^The  rib-guides  d  </,  arranged  in  combination  with  the  bed  £,  substantially  in  tha 
Banner  and  for  the  purpose  specified. 

Also,  the  employment  of  tho  strip  or  strips  g  of  wood,  inserted  with  the  ends  of  the  gndns 
upward,  in  a  groove  of  the  bed,  upon  and  in  combination  with  a  firm  supporting  bar  A,  which 
is  adjustable  up  and  down  by  set  screws  t  i,  or  their  equivalents,  substantially  as  and  for  tha 
purpose  specified. 

No.  33,371.— J.  Homer  Sriith,  of  Brewster's  Station,  N.  Y. — Improvement  in  Gun- 
Locks. — Patent  dated  September  24,  1861. — This  invention  consists  of  a  hair-trig^r  formed 
in  two  paits,  the  upper  piece  acting  as  the  sere,  and  is  adjusted  bv  two  screws,  both  of  which 
pass  through  the  lower  part,  and  connect  with  the  bottom  of  the  upper  part  at  its  extreme 
sods,  one  screw  passing  in  fix)nt  of  the  pin  which  pivots  the  two  pieces  of  the  trigger  together, 
«id  the  other  screw  passing  In  the  rear  of  the  said  pin.  The  hammer  is  operated  by  a  main 
mring  coiled  up  withm  a  cavity  made  in  the  but,  one  end  of  the  spring  being  fastened  to  the 
pin  on  which  the  hammer  centresr  and  the  other  secui^d  to  the  but  oy  entering  a  notch  within 
said  cavity. 

Claim. — First,  the  trigger,  constructed  of  two  pieces  D  and  (f,  united  with  a  pin  point/,  the 
sttid  piece  d  having  an  upward  extension  above  uk&  resting  place  of  the  tumbler,  suDstantially 
as  specified. 

Second,  the  combination  of  the  two  notches  g  and  5  in  the  separate  pieces  D  and  d  of  the  • 
trigger  and  the  single  tooth  h  on  the  tumbler,  substantially  as  speciliedf  whereby  the  hammer 
is  alkiwed  to  be  held  cocked  by  a  portion  of  tha  hair-trigger. 
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Third,  the  sczewB  t  and  j,  iqqilled  and  openUtng  sibstai^laUj  w  detcilbed,  for  the  pupoit 

get  forth. 

No.  33,372.— C.  Williams  and  E.  F.  Falconnet,  of  Nashville,  TeniL^Bc//  Ftcao. — 
Patent  dated  September  24, 1861. — ^This  inyention  consists  in  the  use  of  a  set  of  bells,  nropcrlj 
tuned  and  arranged  in  a  case  similar  to  that  of  an  upright  piano-forte,  and  combined  with  « 
iTstem  of  pla^-inf  keys,  hammers,  and  dampers  in  soch  manner  as  to  enable  the  bells  to  b# 
played  upon  in  tne  same  manner  as  a  piano-forte.  The  instrument  maj  be  combined  with  «• 
piano  so  as  to  be  played  with  the  same  or  a  separate  set  of  keys. 

Claim, — First,  a  mosical  instrument  composed  of  a  set  of  bells  arranged  in  a  number  of 
Tertical  series,  side  by  side,  within  a  case  of  the  character  speci6ed,  aiM  baring  combined 
With  them  a  system  of  hammers,  dampers,  and  playing  keys.  This  we  claim  without  releaK 
ence  to  any  particular  arrangement  or  system  of  hammers  and  dampers  and  their  operating 
mechanism  that. may  be  employed. 

Second,  the  employment,  in  combination  with  an  instrument  of  a  pedal  or  pedals  M  If, 
combined  with  a  system  of  dampers  by  a  system  of  slides  L  L\  in  the  manner  substantially 
as  specified. 

Tnird,  the  employment,  in  combination  with  the  bells  or  with  any  number  of  the  same,  of 
S  whole  or  partial  double  set  of  hammers  F  F'  and  double  set  of  jack-levers  H  H',  the  latter 
attached  to  a  movable  board  K,  or  its  equivalent,  combined  with  a  pedal  Q  in  such  manner 
as  to  be  movable  thereby,  for  the  purpose  of  allowing  one  or  other  set  of  hammers  to  be 
played  by  one  set  of  keys,  substantially  as  specified. 

No.  33,373.— Edmund  F.  Barnes,  of  New  York,  N.  T.— /mproverf  TeU^apk  hutrm^ 
ment, — Patent  dated  October  1,  1861. — ^This  invention  consists  in  the  use  ot  a  number  of 
wires  proportioned  to  the  number  of  elementary  parts  of  the  letter  or  figure  to  be  transmitted; 
each  wire  acting  independently,  but  in  combination  with  each  and  all  of  the  others.  The 
wires  and  their  attachments  are  so  arranged  at  the  transmitting  station  that  when  they  come- 
in  contact  with  the  surfaces  of  the  raised  letters,  the  circuit  will  be  closed  and  a  current  of 
electricity  be  sent  throup^h  them,  and  the  record  at  the  receiving  station  made  to  coirespo&d 
to  the  letter  or  outline  with  which  the  wire  is  in  contact  at  the  transmitting  station. 

Claim, — First,  the  application  and  use  for  the  purpose  of  transmitting  and  recording  letters 
and  figures  substantially  as  set  forth,  of  five  wires  or  their  equivalents,  corresponding  U>  the 
^re  elemental  or  distinct  ports  of  such  letters  and  figures. 

Second,  the  combination  of  the  transmitting  levers  A  A  and  movable  letters  orfiguies, 
with  a  series  of  five  wires  substantially  as  set  forth. 

Third,  the  combination  of  a  series  of  magnets  D  D  and  recording  or  inking  surfaces  t  i', 
substantially  as  described,  with  a  series  of  five  wires  for  the  purpose  of  recording  letters,  d^, 
by  the  action  of  the  electric  current  acting  mechanically. 

Fourth,  the  arrangement  of  the  electro-magnets  D  D  and  the  levers  E  E,  substantially  as 
described,  the  magnets  acting  directly  upon  such  levers,  and  such  levers  being  made  the 
armatures  of  the  magnets  in  combination  with  the  use  of  a  series  of  wires  and  recording  ap- 
paratus, as  set  forth. 

No.  33,374.— John  H.  Bloodgood,  of  New  York,  N.  Y,-— Improvement  im  Maehinerfffor 
Drawing  and  Spinning  Wool. — Patent  dated  October  1,  1861. — This  invention  consists  ia 
the  employment,  between  the  delivery  rolls  and  the  spindles,  of  drawing  rolls  of  cylindrical 
form,  so  applied  and  operated  as  to  be  separated  at  intervals  of  time  and  at  distances  capable 
of  accurate  regulation.  Said  intervals  or  time  being  regulated  as  to  firequencv  and  donUioo, 
whereby  the  twist  produced  by  the  spindles  is  allowed  to  run  back  past  said  drawing  rolls  t» 
a  gpreater  or  less  extent,  as  desired,  and  the  vam  is  consequentlv  drawn  with  greater  perfec- 
tion and  evenness  than  by  the  ordinary  methods,  and  is  less  liaLle  to  break  in  certain  kinds 
of  work. 

Claim, — ^Flrst,  the  employment  between  the  delivery  rolls  and  the  spindles  of  drawing 
rolls  of  c;^lindrical  form,  so  applied  and  operated  that  they  may  be  separated  at  iutervais 
capable  of  accurate  regulation,  substantially  as  described  and  for  the  puipose  set  forth. 

Second,  the  emplo^-ment  for  effecting  the  separation  of  the  drawing  ruUs,  and  regulatii^ 
^e  frequency,  duration,  and  amount  of  said  separation,  of  a  system  of  mechanism  substsjOp 
tiallv  similar  to  that  described  in  combination  with  the  movable  rolls  E\ 

Tliird,  the  combination  of  the  drawing  rolls  £  E',  capable  of  separation  as  described,  with 
any  of  the  usual  forms  of  drawing  rolls  as  applied  to  the  various  staples  used  in  the  mannfse- 
ttire  of  yams,  for  the  purpose  of  rendering  tne  process  of  spinning  more  perfect. 

No.  33,375.— Cornelius  Bollinger,  of  Glen  Rock,  Pa.— fmprocejiwiit  in  Pumpe^ — 
Patent  dated  October  1,  18G1. — ^This  invention  consists  in  ao  connecting  a  vibrating  platform 
with  a  pump,  that  as  the  cattle  step  upon  one  end  of  the  platform  the  plunger  is  raised,  and 
as  they  pass  the  fulcrum  it  is  depressed,  filling  the  trough  with  water  through  the  eduction 
pipe. 

Claim, — First,  the  bridge  R,  platform  N,  and  plunger  F,  in  combination  with  the  pipe  L,, 
cavity  I,  and  valve  K,  when  arranged  and  operated  as  set  forth. 
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Second,  the  elastic  ring  packSnff  H,  in  combination  with  the  flange  or  rim  O,  and  contme^ 
Hon  C  in  the  cyliniler  A,  when  tLese  parts  are  arranged  in  relation  to  the  stationary  fulonui 
O  in  the  platform  N,  as  and  for  the  puipose  specified. 

No.  33,376.— Morris  Bradley,  of  Empire  Ranch,  Co\,^Improved  Gold-Washer.— Vatmt 
dated  October  1,  1861. — ^I'his  invention  consists  in  providing  a  common  nluice  with  an  aua* 
lliary  or  second  sluice  placed  alongside  and  parallel  to  the  main  sluice,  but  somewhat  lower, 
80  as  to  obtain  a  fall  for  the  water.  In  the  main  sluice  near  the  bottom  and  on  the  side  next 
to  the  smaller  sluice,  are  openings  at  a  convenient  distance  apart,  opposite  which  are  placed 
■oitable  giatiugs.  One  of  the  openings  is  provided  with  a  gate  to  regulate  the  discharge  o£ 
water. 

Claim, — ^First,  the  placing  the  grate  bars  on  riffles  wider  apart  at  the  end  next  the  dis- 
diarge,  so  that  it  is  impossible  for  them  to  become  clogged  with  dirt  or  other  matter. 

Second,  the  opening  and  discharge  in  the  side  and  near  the  bottom  of  the  main  sluice. 

Third,  the  arrangement  of  the  gate  in  connexion  with  the  others.* 

Foiuth,  the  small  sluice  as  connected  with  and  laid  parallel  to  the  main  sluice. 

The  whole  when  combmed  constituting  a  new  and  useful  invention. 

No.  33,377. — jAAfES  Brewer,  of  Albany,  HL — hnprovement  in  Comdined  Harrowt  and 
Sateers. — Patent  dated  October  1, 1801. — ^This  invention  consists  in  the  use  of  a  main  harrow 
and  a  revolving  harrow,  in  combination  with  a  sower,  so  arranged  that  the  main  harrow  and 
•ower  can  be  raised  off  thej^round  by  the  lever  I  when  the  machine  is  to  be  turned.  The 
lever  G  is  for  the  purpose  or  keeping  the  sower  level  when  sowine  up  or  down  hill. 

Claim, — First,  the  combination  of  main  harrow  C,  revolving  barrow  D,  and  seed-box  A, 
with  revolving  sliaii  £,  seed-buckets  e  e,  and  convex  spreaders  F  F,  substantially  as  and  ior 
the  purposes  set  forth. 

Second,  the  combination  of  leveor  G  with  seed^box  A  and  hinged  fi»me  L,  substantialTy  as 
•nd.for  the  purpose  set  forth 

Third,  the  combination  of  hineed  lever  I  with  seed-box  A,  and  its  supporting  axle  V^  and 
wheels  B  B,  substantially  as  and  for  the  purposes  set  forth. 

Fourth,  the  combination  of  lever  I,  teed-tioz  A,  and  main  hanow  C,  fbr  elevating  and 
turning  the  same  upon  the  axis  C  of  the  harrow  D,  sobstantiaUy  as  and  for  the  purposes  set 
forth. 

No.  33,378.— Charles  F.  Browk,  of  Warren,  R.  L— Improvement  tn  Projectilee  fir 
Xhdnance. — Patent  dated  October  1,  1861. — In  this  invention  the  projectile  during  its  flight 
is  made  to  coincide  or  be  tangential  to  the  tri^ectory  line,  so  that  it  may  strike  on  its  point 
and  explode  by  percussion,  and  its  form  is  a  prolate  spheroid,  truncated  at  both  ends,  bored 
centrally  through  for  the  reception  of  a  rod  provided  at  its  rear  end  with  a  shoe  luwing  wingit 
and  at  its  front  end  with  a  head  having  spiral  grooves  cut  therein. 

Claim, — ^A  projectile  constructed  ami  operating  substantially  as  speetfledL        a 

No.  33.379.— Cancelled. 

No.  33,380.— John  DlCKlNiiON,  of  Brooklyn,  N.  7.— (Tfoaved  Rule  and  Self-adjusting  Dia- 
mond for  Cutting  Oia«f.^-Patent  dated  October  1,  1861.— This  invention  consists  in  setting 
a  diamond  in  a  self-adjusting  spring  slider  running  in  a  Grooved  rule  having  a  cross-head  of 
T  working  in  ffuideways  in  the  edges  of  a  table.  The  diamond  may  be  moved  easily  over 
ihe  snriace  of  uie  giass  by  the  unilbrm  pressure  of  a  sprins^  upon  it^  and  by  means  of  the 
guide  ways  in  the  table  and  the  gprooved  rule  with  its  cross-uead,  it  is  made  to  travel  in  par>> 
allel  directions. 

Claim. — First,  the  combination  of  the  grooved  T-nde  with  the  table  having  mar^nal  guide- 
w»^8  in  it,  for  the  purpose  substantially  as  set  forth. 

Second,  the  combination  of  the  metal  slider  H  with  the  self-adjustable  diamond  stock  J 
and  gsooved  nUe  E,  made  and  operating  substantially  as  described,  and  for  the  purpose  set 
forth. 

No.  33,3ftl.— WiLUAM  Ebbttt,  of  New  York,  N.  Y. ^Improvement  in  Frogs  for  Railroad 
Tracks. — Patent  dated  October  1,  IBCl. — This  device  is  especially  adapted  to  street  or  city 
raihnDads.  The  invention  consists  in  the  introduction  of  a  triangular  piece  in  each  frog,  by 
Bieans  of  which  the  points  of  intersection  of  the  grooves  are  so  sepaiated  that  only  twa 
grooves  instead  of  three  intersect  at  one  point,  and  by  thus  simplifying  the  frog  a  less  number 
af  switches  are  required. 

Claim, — ^Tbe  trian^Iar  piece  t,  in  the  frog  plate  <  or  la*  at  the  point  of  intersection  of  the 
tinree  lines  of  track,  tor  the  purposes  and  as  specified. 

Also,  the  arrangement  of  the  frogs  g  hi  and  m  relatively  to  the  tracks,  in  the  manne^^an^ 
for  the  purposes  specifled. 

No.  3.3,382.— William  H.  Elliot,  of  Plattsburg,  N.  Y,— Improved  Repeating  Pocket 
Pistol, — Patent  dated  October  1,  1861. — This  firo>arm  is  loaded  at  Uie  rear  end  or  breech  of 
the  series  of  barrels.    The  hammer  is  pivoted  underneath  and  forward  of  the  rear  end  of  the 
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barrels,  and  when  it  is  bdnj^  ndsed  for  firing,  its  free  end  passes  down  into  the  handle  wiAin 
llie  hand.  Its  exploding  point  holds  on  to  the  cartridge  like  a  hook,  and  penetrates  its  cof^MC 
4ieU  a  little,  thus  preventing  the  recoil  of  the  cartridge  against  the  breech-plate  and  relieTiDf 
it  from  friction  when  the  banels  are  revolved. 

Claim, — ^First,  extending  the  frame  a  forward  of  the  breech-plate  d,  and  hanging  in  tba 
part  so  extended  forward  the  hammer  e  and  trigger  /,  when  these  devices  are  employed  with 
chambers  that  aie  bored  through  and  lefi  open  for  the  purpose  of  being  charged  at  the  rear 
end,  as  and  for  the  purpose  specified. 

Second,  the  emplovment  or  set  screw  «,  between  the  cocking  pawl  g  and  trip^ger  /,  wbea 
itiid  screw  is  so  employed  between  these  devices  as  to  determine  at  what  point  in  the  modott 
of  the  trigger  the  hammer  shall  be  disengaged,  as  set  forth. 

Third,  resisting  the  recoU  of  the  cartrKige  by  means  of  a  hammer  pivoted  underneath  aoi 
forward  of  the  rear  end  of  the  chambers,  as  set  forth. 

Fourth,  the  employmenjb  of  a  hammer  so  arranged  in  relation  to  the  chambers  that,  whila 
it  is  pivoted  underneath  and  forward  of  the  rear  end  of  said  chambers,  its  exploding  point 
strikes  up  in  their  rear,  as  specified. 

No.  33,383.— Thomas  Foden,  of  Holyoke,  Mass.— /mpr^eefiMiif  in  Stop  Motion  for  Ponetr 
Looms, — Patent  dated  October  1, 1861.— This  invention  relates  to  a  stop  motion  for  stopping 
the  loom  whenever  the  warp,  owing  to  knots  in  the  vam  or  the  breakage  and  entanglemeni 
of  threads,  becomes  in  sucn  condition  that  "bad  places**  are  likely  to  be  produced  in  the 
woven  fabric,  which  is  accomplished  by  certain  devices  operating  in  combination  with  the 
shipper. 

CcaiAi.— A  stop  motion  for  the  purpose  described,  having  for  its  principal  elements  a  hola 
T  and  a  tumbler  o  in  the  shuttle  a,  wheel  D,  having  a  sliding  tooth//'  attached  to  one  of  the 
Auttle-boxes  or  to  the  lay,  and  a  sliding  rod  m,  and  arm  m ,  or  their  equivalent,  attached  to 
the  shuttle-box  or  to  the  lay;  the  whole  operating  together  and  in  combination  with  the 
•hipper,  substantially  as  specified. 

No.  33,384.— Peter  M.  Frees,  of  Cincinnati,  O.,  and  Zenas  Kino,  of  Milan,  O.— 1»* 
frovememt  in  Iron  Bridges. —Patent  dated  October  1,  18dl.— This  invention  relates  to  that 
class  of  bridges  which  have  tubular  iron  arches,  and  consists  in  constructing  the  arches  with 
a  gradually  increasing  sectional  area  from  each  foot  towards  the  centre  or  crown  of  the  arck 
whereby  a  bridge  of  equal  strength  can  be  constructed  with  less  metal  than  now  empk>yed 
by  distributing  It  in  proportion  to  the  strain  it  has  to  boar. 

C/oim.— T&  peculiar  formation  or  configuration  of  the  arch  A,  the  same  being  made  to 
increase  gradually  in  its  vertical  and  lateral  dimensions  from  the  ends  A'  A''  of  the  arch  to  iis 
oeatre  or  crown,  in  the  manner  described,  for  the  purposes  set  forth. 

No.  33,3i5.— Bridge  Frodsham  and  Morris  Lbvett,  of  New  York,  N.  Y.-^hnprootd 
Knapiock  and  Bed  Com&taed.— ^Patent  dated  October  1,  1861. — ^This  invention  consists  ofao 
India-rubber  casing  made  water-tight  and  containing  a  bag  of  finely  cut  cork  or  other  fillhig, 
dius  forming  a  life-preserver.  A  pocket  is  made  in  the  rubber  casing  to  contain  artidea  ol 
dothing,  thus  forming  a  knapsack,  which  when  unrolled  becomes  a  bed,  the  contained  attl- 
olee  forminga  pillow. 

C/aim. -?rhe  India-rubber  water-tight  casing  a,  contahiing  the  bag  of  finely  cut  eork  m 
equivalent  material,  and  provided  wUh  the  p^ket  c  and  &p  i,  as  and  for  the  porposte 
specified. 


No.  33,386.— J.  K.  Oittens,  jr.,  of  Green  Point,  N.  7.— Anvrofstf  Cmp  or  Hat  and  i 
lock, — Patent  dated  October  1,  1861.— This  invention  consists  in  interposing  a  thin  lays  of 
eork  between  the  body  of  the  hat  or  cap  and  the  lining,  and  also  lining  the  havelock  with 
the  same  material,  the  non-conducting  property  of  the  cork  keeping  the  head  and  neck  ood, 
and,  being  porous,  also  admitting  of  perfect  ventilation. 

CUim.— The  combination  of  a  cap  or  hat  A  and  havelock  D,  each  provided  with  a  linbif 
tr  filling  of  cork,  substantially  as  set  forth. 

No.  33,387. --Horace  Goodrich,  of  Stoneham,  Mass.— /wyroeswsitf  t»  Printing  PrMsst.— 
Patent  dated  October  1,  1861.— The  frisket  fiiune  is  prevented  from  being  forced  down  npoa 
the  inking  roller  by  cleats  upon  which  the  upper  comers  of  the  frisket  frame  rest  llieini- 
pression  cylinder  is  hung  in  spring  bearings,  so  that  more  or  less  pressure  may  be  given  to  il 
at  pleasure. 

C/otm.— First,  the  spring  frisket  N  N',  provided  with  the  hinged  platen  P  and  anafhtrd  !• 
tfie  end  of  the  reciprocating  bed  B,  and  operating  in  combination  with  the  impieasion  ccyiia* 
der  J  and  cleats  9,  substantially  as  described  and  for  the  object  specified. 

Second,  hanging  the  impression  cylinder  J  in  the  adjustable  spring-slides  K,  substantial]/ 
as  and  for  the  objwt  specified. 

Third,  the  side  cleats  Q,  arranged  and  operating  substantially  as  set  forth  and  for  the  oh- 
jeotindicated. 
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No.  33,388.— George  W.  Hatch,  of  Princeton,  Tll,^hnprovemeHt  in  Tauning.^VtiJben 
dated  October  1,  1861. — ^This  invention  consists  in  the  use  of  the  plant  meliilotus,  (swoet- 
•cented  clover,)  in  connexion  with  terra  japonica,  catch,  tanbark,  or  other  usual  tanning 
materials  used  in  the  tannine  or  manufacture  of  leather. 

Claim. — ^The  use  of  mellifotus  plant,  as  spedfied,  in  the  manofiKsture  of  leather. 

No.  33,389. — Alfbed  Hathaway,  of  Charlestown,  Mass. — hmprovememt  in  Paper^Ruting 
Machines, — Patent  dated  October  1,  1861. — ^This  invention  consists  in  a  means  for  causing 
the  points  of  the  pens  to  bear  uniformly  on  or  leave  the  paper  at  any  required  angle ;  2d,  i« 
malunff  the  points  of  the  pens  leave  the  paper  uniformly,  whether  the  points  be  long  or  short ; 
3d,  in  lifting  the  points  of  the  pens  from  the  machine  or  paper,  and  lettinff  them  down  on  tbt 
same  at  any  required  place  or  places ;  4th,  in  keying  the  endless  clotn  or  apron  on  rolli 
within  prescribe  limits,  or  movmg  it  uniformly  from  side  to  side  of  the  machine  at  any 
degree  of  anele  required  by  its  action  on  the  roll,  around  which  passes  the  endless  cloth. 

Claim, — Fintj  the  moving  of  one  end  of  the  pen-beam  by  means  of  a  screw  connected  with 
and  working  parallel  to  the  side  of  the  frame,  substantially  as  described  and  for  the  puipoM 
set  forth. 

Second,  a^'usting  the  reg^ulator  on  the  pen-beam  by  means  of  the  combination  of  the  aciew 
c,  nut  £,  and  plate  A,  substantially  as  described,  and  for  the  purpose  set  forth. 

Third,  lifting  the  points  of  the  pens  from  the  paper  or  cloth,  and  letting  them  down  at  anv 
desired  place  on  the  same  by  means  of  cams,  as  seen  on  the  end  of  cylinder  c,  together  wita 
the  friction  rolls  D  D,  brake  j,  shoe-shaped  piece  K,  and  bent  lever  h,  either  singly  or  col- 
lectively, substantially  as  described,  and  for  the  purpose  set  forth. 

Fourth,  the  a^usting  or  angularlv  placing  the  roll  A,  by  means  of  the  action  or  weight 
of  the  endless  cloth  or  apron,  on  roll  A,  substantially  as  described  and  for  the  purpose  set  fonh. 

No.  33,390.~Arthur  Hebienwat,  of  Townsend,  0,^Tmprovement  in  3fops.^Patent 
dated  October  1,  1861. — The  mop  is  constructed  with  a  sleeve  outside  of  the  handle,  secured 
to  a  cross-head  and  stirrup.  To  the  lower  end  of  the  handle  is  connected  a  loop,  to  which 
the  mop  cloth  is  attached,  so  that  by  turning  the  handle  with  one  hand  and  holding  the  sleeve 
in  the  other,  the  stirrup  being  stationary,  3ie  mop  cloth  is  wrung  without  the  necessity  of 
touching  it  with  the  hands. 

Claim, — ^The  sleeve  B,  head  e,  and  stirrup  D,  when  their  parts  are  arranged  as  spedfied, 
in  combination  with  the  handle  A,  and  loop  £2,  as  and  for  the  purpose  set  foruu 

No.  33,391. — ^W.  E.  Houston,  of  New  Haven,  Conn. — hnvravement  in  Compositions  for 
Articles  of  Ornamentation, — ^Patent  dated  October  1,  1861. — ^The  nature  of  this  invention  is 
set  forth  in  the  claim. 

Claim. — ^A  composition  for  useful  and  ornamental  articles  made  of  resin,  shellac,  and  saw- 
dust, the  coloring  matter  of  which  being  composed  of  any  suitable  materilUs,  and  in  the  pro- 
portions substantially  as  set  forth. 

No.  33,392.— George  Hukzinoer,  of  Brooklyn,  N.  Y,^hnproved  Reclining  Chair, ^ 
Patent  dated  October  1,  1861. — ^This  invention  consists  of  a  chair,  provided  with  a  swinging 
back  and  foot-boaid  which  mav  be  connected  by  bars  or  hooks  so  as  to  elevate  the  foot-board 
when  the  back  is  depressed ;  tne  foot-board  may  also  be  used  as  a  table,  and  the  whole  be 
packed  in  a  small  space  for  transportation. 

C/otm.— The  combination  of  the  X-shaped  legs  a,  swinging  back  e,  swinging  foot-board  c, 
and  connecting  bar  or  hook  <f,  in  the  manner  and  for  the  purposes  specified. 

Also,  the  props  7  applied  to  the  board  e  of  the  foot-board,  in  the  manner  specified,  to  con 
vert  the  same  into  a  desk  or  table  when  sustained  by  the  buttons  or  latches  9  9,  as  set  forth. 

No.  33,393.— Algernon  K.  Johnston,  of  Middletown,  Conn.,  and  Lorenzo  Dow^,  of 
Topeka,  Kansas. — Improvement  in  Envelopes  for  Cartridges, — ^Patent  dated  October  1, 
18ol. — ^The  claim  explains  the  nature  of  this  invention. 

Claim, — As  an  article  of  manufacture,  a  cartridge,  the  envelope  of  which  is  made  of  gnn- 
eotton,  paper,  or  other  fabric,  as  above  subseauenUy  treated  as  aescribed,  by  an  oxygenizing 
salt,  and  by  a  water-proof  coating,  as  set  fortL 

No.  33,394.— William'  H.  Livinoston,  of  New  York,  N.  Y,^Tmproved  Method  of  At- 
taching Handles  to  Picks,  8^c. — Patent  dated  October  1,  1861. — ^This  invention  consists  in 
permanently  securing  to  the  upper  end  of  the  handle  a  metallic  tube  of  the  shape  of  the  eye 
of  tbe  pick  or  other  tube,  which  protects  the  wood  from  wear  or  compression.  A  cross  key 
or  lip  setting  within  a  mortise  crosswise  of  the  handle,  and  operated  by  a  screw  bolt  and  nut, 
serves  to  keep  the  handle  in  place  and  prevent  acddents  consequent  upon  the  handle  bs- 
comin^  loose. 

Claim. — First,  the  metallic  tube  c,  forming  a  protection  or  armor  for  the  end  of  the  handle 
h,  and  receivin^^  the  eye  of  the  pick  or  mattock  or  other  implement,  in  the  manner  and  for  the 
purposes  speciiied. 

Second,  the  band  d,  attached  to  the  handle  h,  in  combination  with  tlie  metallic  tube  e,  lor 
the  purposes  and  as  specified. 
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Tldrd,  tlie  bolt  e,  parallel  with  tbe  handle  h,  and  prorMed  with  the  eiws  kt^ya  or  J!p8  /  to 
act  acraiiiflt  the  rear  eide  of  the  ere  a,  aad  retain  the  eaid  eje  on  the  tapedng  handle,  aa  «ei 
fcrth. 

No.  33,385.— Adam  Ltk^haupt,  of  Colmi^iis,  O.— /ifuwiwetK  tii  Wood-h^Umg 
Machinery, — Patent  dated  October  ],  1861. — This  invention  consists  in  the  use  of  a  form 
eonstmcted  of  two  pieces,  so  that  the  one  to  which  the  bent  timber  is  attached  may  be  re- 
moved by  loosening  Keys  or  wedges  between  the  two  pieeee ;  also,  in  the  use  of  yielding 
blocks  on  the  end  of  the  bending  strap  to  prevent  crippling  of  the  ends  of  the  timber ;  also, 
in  an  arrangement  of  wooden  springs  ana  damps  to  keep  the  timber  in  place  and  give  it  Ihe 
desired  form. 

Claim. — First,  the  nse  of  a  wood-bencBng  form  oonstmcted  in  two  parts,  with  one  or  mova 
wedges  or  keys  interposed,  for  the  puipoee  of  loosening,  from  the  stationary  part  of  the  form, 
the  movable  part  witu  the  bent  timber  attached,  substantially  as  explained. 

Second,  in  combination  with  a  wood-bending  strap  £,  the  yielding  blocks  or  abntmeate  K, 
L-shaped  arms  I  J,  and  cords  X,  or  their  equivalents,  for  the  objeets  set  forth. 

Third,  in  combination  with  a  wood-bending  strop,  the  wo<xlen  springs  U,  and  tension 
cords  Z,  arranged  and  operating  substantially  as  andffor  the  objects  staled. 

Fourth,  the  side  clamps  O  0"P,  applied  and  operating  as  set  forth. 

Fiflh,  in  the  described  combination'  with  permanent  outer  strap  E  and  form  B,  or  their 
equivalents,  the  detachable  inner  strap  8,  stretcher  Q,  shackle  V,  and  tightening  nut  m,  and 
key  R,  substantially  as  and  for  the  objects  atated. 

No.  33,306.— Geoege  A.  Makspibld,  of  Boston.  Mass.— Afi|»roMm<st  in  tbt  Mamtfae- 
§ure  of  Boou  and  SAoes.— Patent  dated  October  1,  186L— This  invention  is  explained  by  the 
claim. 

C/atm.^Not  the  introduction  of  an  intermediate  metallic  sole  between  the  ordinary  outer 
and  inner  soles  of  a  boot  or  shoe  for  the  purpose  of  preventing  the  transmission  of  cold  and 
dampness,  as  that  principle  is  already  secmied  to  William  J.  Lyman  by  a  patent  granted 
June  7,  1859;  but  the  metallic  guard  or  welt,  constructed  substantially  as  described,  and  ex- 
tending either  completely  around  the  boot  or  shoe  or  being  used  only  at  the  toe,  or  such  other 
parts  as  may  be  liable  to  uncommon  external  wear  and  abrasion,  said  guard  or  welt  being 
applied  either  to  the  outer  edge  of  one  of  Lyman^s  metallic  insoles  or  independently  of  the 
principle  of  his  invention,  meiely  extending  inward  a  sufficient  distance  to  reeeive  the  peg- 
ging, sewing,  or  nailing. 

No.  83,397.— J.  A.  Harden.  ofNewburyport,  Mass;— ftn/miMtiieiif  tn  LtH-Off  Motion  ftn 
Looms. — Patent  dated  October  1,  1861. — The  main  object  of  this  invention  is  to  overcome 
the  difficulty  occasioned  by  the  increase  of  tension  durmg  the  unwinding  of  tbe  warp  from 
the  warp  l)eam,  by  means  of  an  arrangement  of  a  guide  roller,  bent  rod,  pawl,  cam,  and 
ratchet  wbecL  As  the  tension  is  increased,  the  guide  roller  is  drawn  down,  and  one  of  i|a 
journals,  bearing  upon  the  topof  the  bent  rod,  forces  said  rod  down,  a  pawl  resting  upon 
this  rod  beino;  also  lowered.  When  the  pawl  is  not  actuated  by  the  cam,  the  rod  serves  as  a 
rest  for,  and  limits  the  fall  of,  the  pawl.  Thus,  any  increase  of  tension  of  the  yam  operates 
on  the  rod,  and  limits  tbe  foil  of  too  pawl  over  the  teeth  of  the  ratchet  wheel,  so  that  it  regu- 
lates the  number  over  which  tbe  pawl  is  to  fal} ;  and,  as  the  number  is  gi-eatcr  or  less,  tbe 
ratchet  wheel  will  be  revolved  by  the  pawl  a  greater  or  less  distance,  and  consequently  mora 
or  less  yarn  is  delivered  from  the  warp  beam  to  overcome  the  variation  of  the  tension. 

Claim. — The  use  of  a  roller  having  yielding  or  elastic  supports  for  carrying  the  warp  over 
it  to  the  reeds,  in  combination  with  guiding  or  nipping  rollers  operating  substantially  as 
described,  for  the  conveyance  to  the  r^s  of  the  filling,  whether  the  same  be  of  an  elastic 
nature  or  not,  the  whole  being  anranged,  in  relation  to  the  driving  mechanism,  essentially 
as  ahown  and  set  forth. 

Also,  the  peculiar  construction  and  arrangement  of  the  mechanism  for  automatically  regu- 
lating the  tension  to  the  threads  and  yams  in  a  loom,  the  same  consistlog  of  the  several 
devices  speciiied,  so  arranged  and  confined  as  to  opeute  in  unison  in  the  manner  and  for  the 
purposes  set  forth. 

No.  33,396.— L.  H.  MausR,  of  Balthnore,  Md.— irnvroeMf  Militarjf  TraaA.- Patent 
dated  October  1,  1861. — ^This  invention  relates  to  a  trunk  for  camp  or  military  purposes, 
which  may  be  convertible  into  a  dining  table,  writing  desk,  or  cot  bedstead,  by  means  of 
various  dispositions  of  sections  and  frames  composing  tbe  trunk.  Provision  is  made  for  th« 
use  of  a  sectional  mattress,  or  of  canvas  in  sectional  pieces  which  are  permanently  attached 
to  one  side  of  the  sections  of  the  trunk,  and  when  in  use  are  hooked  to  opposite  sides  of  the 
sections,  the  space  underneath  being  tilled  with  straw. 

Claim. — In  combination  with  the  main  sections  a  b  e  and  (f,  and  minor  section  a\  the 
frames  j  and  j',  and  their  locking  apparatus,  constructed  and  operated  in  the  manner  and  lor 
the  pui-po.se  set  forth. 

No.  33,399.— HEintY  Morrison,  of  Paterson,  N.  3. —Improved  Rest  for  Engine  Lathes.^ 
Patent  dated  October  1,  itiOl. — ^ThiJs  invention  consists  in  the  arrangement  of  a  frame  and 
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rinf^  made  in  two  or  more  parts  wUb  moysble  earns  operated  by  a  worm,  and  tbe  same 
number  of  slides  or  bearing  so  constracted  that  one  portion  may  be  readily  removed  and  the 
work  inserted  and  replacea  ready  for  operation,  without  the  use  of  other  fastenings  than  tboM 
sufficient  to  hold  the  frame  in  place.  By  the  above-described  arrangement  a  self-centring 
rest  can  be  used  upon  the  necks  of  shafts,  d&c  ^ 

Claim, — The  frame  B  B',  made  in  two  or  more  parts,  the  cam  ring  E  E'  similarly  oon^ 
ftructed,  and  the  cams  G,  sliders  or  bearers  D,  so  combined  and  arranged  that  the  entire  rest 
may  be  opened  for  the  purpose  of  inserting  and  removing  the  work,  suMtantially  as  specified. 

No.  33,400. — ^A.  N.  Overton,  of  Knozrille,  Iowa. — Improvement  in  Comvoiitwn  to  h% 
applied  to  Grain  to  Prevent  Smut, — ^Patent  dated  October  1, 1861. — Blue  vitriol  and  common 
■alt  are  pulverized  and  mixed  together  in  equal  parts,  and  the  composition  is  then  subjected 
to  a  dry  heat  of  a  high  temperature  for  a  certain  len^h  of  time,  when  it  is  dissolved  in  tepid 
water.  The  grain  is  then  put  into  the  solution  and  stirred  weH  until  all  of  the  smut  and  reiuse 
have  risen  to  the  top. 

Claim, — The  composition  of  the  blue  vitriol  and  common  salt  prepared  in  the  manner  de* 
jCRbed,  fcNT  the  purpose  of  extennlnating  and  preventlAg  smut. 

No.  33,401.— Robert  P.  Parrott,  of  Cold  Spring,  N.  Y,— Improvement  in  the  Manu- 
icture  of  Ordnance. — Patent  dated  October  1,  1861. -^This  invention  consists  in  the  method 


of  shrinking  the  reinforce  on  the  body  of  the  gan,  whereby  the  heating  and  expansion  of  the 
body  by  beat  communicated  to  it  from  the  reimorce  is  prevented,  and  the  reinforce  is  caused 
to  faie  drawn  equally  close  all  round  the  body.  That  portion  of  the  body  which  receives  the 
reinforce  is  made  of  a  slightly  larger  diameter  than  that  of  the  interior  of  the  reini'orce  when 
cold.  The  gun  is  placed  upon  suitable  supports  or  bearings,  so  that  it  can  be  rotated  upon 
its  axis  as  the  reinforce  is  applied,  and  a  pipe  ia  introduced  through  the  nozzle  for  the  purpose 
of  conveying  a  constant  supply  of  cold  water  to  the  bottom  of  the  bore. 

Claim, — ^'i'he  mode  described  of  shrinking  the  wrought-iron  reinforce  upon  the  cast-iron 
body  of  a  piece  of  ordnance ;  that  is  to  say,  by  rotating  the  body  while  water  is  introduced 
i&io  tbe  bore. 

No.  33,402.— A.  H.  Platt  and  W.  S.  Rosecrans,  of  Cincinnati,  O,— Improvement  iH 
Lamps, — Patent  dated  October  1,  1861. — ^In  a  tube-plate  is  inserted  a  series  of  concavo-con- 
vex tubes  which  converge  at  their  upper  ends,  the  lower  ends  being  separated  to  allow  a  free 
passage  of  air.  Surrounding  these  tubes  is  a  metallic  cone,  and  at  the  lower  end  of  each 
tube  is  a  small  serrated  wheel  whose  axes  pass  through  the  cone  so  as  to  admit  of  the  wicks 
being  raised  and  lowered.  Within  the  space  enclosed  by  the  tubes  is  placed  a  metallic  de- 
flector of  the  form  of  an  inverted  cone,  extending  upward  even,  or  nearly  so,  with  the  ends 
ok'  the  tubes. 

Claim, — The  combination  of  the  concentric  tubes  a  a,  converging  upward,  and  tbe  de- 
flector <f,  having  the  form  of  an  inverted  cone,  substantially  in  the  manner  and  for  the  pur^ 
pose  specified. 

Also,  the  amangement  of  the  separate  serrated  wheels  h  6,  extending  respectively  from  the 
tubes  a  a  outward  just  through  the  cone  A,  in  combination  with  said  tubes  and  cone,  sub- 
ttantially  as  described. 

No.  3.3,403.— A.  H.  Platt  and  W.  S.  Rosecrans,  of  Cincinnati,  O,— Improved  Scale, 
0r  Weighing  Apparatus, — Patent  dated  October  1,  1861. — ^This  invention  consists  in  tlie 
application  to  the  balance  beam  of  one  or  more  graduated  sliding  bars,  one  of  which  engages 
with  a  pinion ;  Ihis  pinion  turns  upon  a  perpendicular  axis,  the  upper  end  of  which  pa^es 
through  tbe  centre  of  a  dial-plate,  and  has  attached  to  it  an  index,  so  as  to  indicate  upon  it 
all  the  subdivisions  of  a  pound  or  other  unit  as  often  as  the  bar  is  extended  a  distance  suffi- 
cient to  balance  a  pound  upon  the  platform.  When  net  weight  is  required  the  container  in 
placed  upon  the  platform,  and  the  bar  not  connected  with  tbe  pinion  is  extended  until  it  is 
Lalancecl ;  the  article  is  then  placed  in  the  container  and  the  other  beam  extended  until  the 
whole  is  balanced ;  and  this  bar,  with  the  index  attached  to  it,  indicates  the  net  weight 

Claim, — The  employment  of  the  separate  tare  poise  bar  D,  in  combination  with  the  bal- 
imce  beam  B  and  weighing  poise  bar  C,  which  has  two  or  more  difierent  graduations,  so  as 
to  weigh  according  to  as  many  difierent  systems  of  weights  at  the  same  tune,  substantially 
as  specified. 

No.  33,404. — B.  C.  Smith,  of  Burlington,  N.  J. — Improvement  in  RaUroad  Coupling 
Chairs, — Patent  dated  October  1,  1861. — ^This  invention  consists  in  the  use  of  two  cast-iron 

{)lates,  each  furnished  with  a  projecting  rib.  The  upper  edge  of  the  projecting  rib  of  the 
ower  plate  bears  against  the  shoulder  under  the  upper  portion  of  the  T  of  the  rail,  while  the 
lower  T  fits  snugly  into  a  recess  formed  in  the  incbned  rib.    An  oblong  recess  in  this  lower 

Elate  is  provided  for  the  reception  of  the  plate  on  the  other  side  of  the  raiL    This  Utter  plate 
as  a  recess  and  edge  corresponding  to  those  on  the  first-mentioned  plate  for  the  reception  of 
the  rail.    A  key,  fitting  into  another  recess  in  the  latter  plate,  secures  the  whole  together. 
Claim, — The  cast-iron  chair  composed  of  the  plate  B,  with  its  rib  C  and  ^e  sliding  plate 
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D,  wtth  the  eonMpondliig  rib,  wben  the  two  plates  «ne  oonstracted,  arranged,  and  Mcnied 
together  and  adapted  to  each  other  and  to  the  rails,  substantially  as  and  for  the  poipose  sot 
forth* 

No.  33,405.— Matthew  Smith,  of>Pittsbnrff,  V^^Tmprovement  in  Maekine$for  Crush- 
ing and  Pulvtrixing  Fe^etable  and  Mineral  Jfolfer.— Patent  dated  October  1,  1861.— The 
nature  of  this  invention  is  explained  bv  the  claim. 

Claim, — ^The  use  of  two  drums  of  different  diameters,  one  placed  inside  of  the  other,  and 
both  running  in  the  same  direction,  with  the  shaft  of  each  placed  on  a  different  plane,  when 
aaid  drums  are  used  for  crushing  and  pulverizing,  as  described  and  set  forth. 

No.  33,406.— Joseph  Thomas,  of  New  York,  N.  Y. ^Improvement  in  Water  Meters.^ 
Patent  dated  October  1,  1801. — ^The  measuring  vessels  consist  of  two  cylindrical  bellows, 
both  fixed  to  a  single  movable  partition,  to  which  are  attached  stops  which  actuate  a  lever. 
This  lever,  in  connexion  with  a  double  incline  roller  and  spriuf^,  operates  a  four-way  cock, 
by  which  the  bellows  are  alternately  filled  and  emptied.  The  index  may  be  attached  to  the 
lever  or  stops. 

C/oim.— The  stops  or  projections  I'  I",  carried  by  a  movable  partition  I,  on  slide  t,  double 
incline  L  L',  roller  M,  and  spiral  spring  m,  or  their  respective  equivalents,  arranged  wad 
operating  substantially  as  and  for  the  puiposes  set  forth. 

No.  33,407.— Ons  Tufts,  of  Boston,  Mass.— /mpronefiiefit  in  Railroad  Wheels  and  Axle$ 
to  Run  on  Different  Gauged  Tracks, — Patent  dated  October  1,  1861. — ^This  invention  con- 
sists in  constructing  the  wheel  in  two  parts,  the  central  section  or  hub  being  fast  to  the  axle, 
and  the  outer  section  having  the  flange  thereon  being  made  to  slide  on  this  central  section. 
A  conical  disc  is  secured  to  the  outer  section  bearing  the  flange,  and  to  a  suppiementarv 
hub.  This  hub  is  worked  back  and  forth  by  means  of  a  female  screw-thread,  into  which 
works  a  screw-thread  surrounding  the  axle. 

Claim, — First,  constructing  rauroad  car  wheels  in  two  divisions,  substantially  in  the  man- 
ner and  for  the  purposes  set  forth. 

Second,  the  cylinder  e,  circumscribing  the  axle  between  the  wheel  hubs,  with  right  and 
left  handed  screw-threads  and  double-acting  pawls,  for  the  purposes  set  forth. 

Third,  the  circular  wedge  o,  or  its  equivalent,  for  tightenmg  the  outer  division  of  the  wheel 
vpon  its  central  division. 

Fourth,  the  mechanism  described  for  actuating  the  ring  or  wedge  o,  substantially  as  specified. 

No.  33,408.— R.  Q.  Turner  and  S.  B.  Robinson,  of  East  Dedham,  Mass.— /mproveniMif 
in  Machinery  for  Washing  ^oo/.— Patent  dated  October  1,  1861.— This  invention  consists  hi 
the  employment  of  an  elongated  tub  with  curved  ends,  and  provided  with  a  central  loncptu- 
dlnal  partition,  upon  one  side  of  which  is  arranged  a  rotating  paddle.  The  rotation  of  the 
paddle  causes  the  water  and  wool  to  circulate  around  the  tub,  by  which  means  the  wool 
neeomes  cleansed.  A  frame  containing  an  endless  apron  is  then  lowered,  and  motion  being 
imparted  to  the  apron,  the  washed  wool  is  carried  up  from  the  tub  to  pressure  rollers  which 
express  the  water,  and  the  wool  is  carried  off  firom  the  top  of  the  tub  by  an  endless  dischai^ging 
apron. 

Ctotffi.— The  combination  of  the  novel  or  elliptical  tub  A,  provided  with  the  partition  6, 
the  rotating  paddle  C,  acljustable  endless  carrying  apron  H,  pressure  rollers  1 1,  and  endless 
discharging  apron  K,  all  arranged  substantially  as  and  for  the  purpose  set  forth. 

No.  33,409.— Pierre  D.  Van  Hoesen,  of  New  York,  N.  Y.^hnprorement  in  Clothes 
Wringing  AToeAtiies. —Patent  dated  October  1,  1861.— This  device  is  secuJbd  to  the  tub  by 
means  of  a  hinged  jaw  and  thumb  screw.  In  the  upper  part  of  the  holder  is  a  recess  or  cup 
for  holding  the  soap.  Upon  the  end  of  the  shaft,  and  at  right  angles  with  the  same,  is  secured 
a  pin  for  holding  the  clothes  to  be  wrung.  This  pin  is  covered  with  an  India-rubber  tube  for 
preventing  iniury  to  the  clothes  from  the  action  of  the  pin. 

Claim, — ^Tne  arrangement  of  the  hinged  jaw  B,  screw  C,  and  cup  A,  with  the  stand  A, 
shaft  D,  and  rubber-covered  pin  £,  all  as  shown  and  described. 

No.  33,410.— Rodney  Welch,  of  Worth,  lH^Improvement  in  Com-PZaufcrt.— Patent 
dated  October  1,  1861. — This  invention  consists  of  a  portable  vessel  provided  with  a  conical 
bottom,  through  which  slides  a  stamper ;  the  stamper  has  a  recess  near  its  end  which  receives 
a  few  grains  of  com  from  the  vessel,  when  it  is  carried  by  the  handle,  and  when  the  vessel  is 
placed  on  the  ground  and  the  stamper  thrust  into  the  ground,  the  seed  is  deposited  from  the 
recess. 

C/atm.— The  combination  of  a  shifting  handle,  furnished  with  a  recess  as  described,  and  a 
rec^tacle  with  a  conical  bottom,  arranged  in  the  manner  and  for  the  puix>ose  specified. 

No.  33,411.— OuvER  D.  Barrett,  of  Pulton,  N.  Y.,  assignor  to  Himself  and  Stephen 

E.  Lanphear,  of  Cleveland,  O, ^Improved  Clothes- Wringer.— Ps^ni  dated  October  1, 
1961. — ^This  invention  consists  in  making  the  uprights  in  which  the  rolls  bear,  and  .the  top 
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Eieces  conncctiDg  tbem,  serve  as  springs,  and  causing  tbem  to  exort  their  pressure  on  the  rolls 
J  means  of  a  screw. 
Claim. — ^Tho  arrangement  of  the  springs  B  B  B  B  and  C  C,  in  combination  with  tho  rollers 
D  D,  and  the  sci-cw  E,  substantially  as  and  for  the  purpose  specified. 

No.  33,412.— Samuel  S.  B6nt,  of  New  York,  N.  Y.,  assignor  to  Himself  and  Thomas 
Bent,  of  the  same  place. — Improvement  in  Fire-place  Heaters, — Patent  dated  October  1, 
1H61. — ^This  invention  consists  in  an  arrangement  of  heating  pipes,  applied  in  a  chamber  from 
which  air  passes  to  rooms  above,  in  combination  with  a  grate  surrounded  by  a  metallic  case, 
provided  with  a  register  or  opening  in  its  upper  surface. 

Claim. — First,  the  metallic  case  o,  provided  with  the  register  q,  or  openings  upon  its  upper 
surface,  and  containing  the  beating  pipes  as  set  forth,  when  the  same  is  introduced  in  the 
chimney  behind,  and  combined  with  the  grate  a,  in  the  manner  and  for  the  purposes  specified. 

Second,  tho  openings  c',  in  the  metallic  back  of  the  grate,  protected  by  and  covered  with 
soapstone  or  fire-brick  lining  «,  in  contact  with  the  back  of  said  lining  e,  whereby  said  lining 
does  not  become  so  excessively  hot,  and  the  circulating  and  wanning  air  is  increased  in  tem- 
perature, as  set  forth. 

No.  33,413.— William  H.  Birdsell,  of  Elizabethnort,  N.  J.,  assignor  to  Himself  and 
Eli  Kellajm,  of  the  same  place. — Improved  Tackle  Block  Hook. — Patent  dated  October  1, 
1861. — ^This  invention  consists  of  a  swivelling  hook,  secured  in  position  by  a  ratchet,  which 
is  tripped  by  a  cord ;  and  also  in  the  use  of  a  mousing  pin  which,  when  in  place,  prevents  the 
ratchet  from  being  tripped. 

Claim, — First,  the  tupping  ratchet  C,  in  combination  with  the  hook  B,  substantially  in  the 
manner  described  and  for  the  purpose  specified. 

Second,  the  mousing  pin  D,  in  combination  with  the  tripping  ratchet  C,  and  the  hook  B, 
■xibstantially  in  the  manner  described  and  for  the  purpose  specified. 

No.  33,414.— Louis  Bollman^  of  Boston,  Mass.,  assignor  to  Grover  and  Baker  Sew- 
ing MACHINE  Company,  of  the  same  place. — Improvement  in  Seioing  Machines. — Patent 
dated  October  1,  18G1. — Patented  in  England  February  18,  1861. — This  machine  is  designed 
for  making  the  double  looped  stitch.  Tno  hook  bos  a  thin  lancet-shaped  point  to  be'ize  the 
looped  thread,  and  a  flange  to  spread  the  loop  so  that  it  may  pass  over  the  lower  thread  post, 
and  a  spring  which  nips  loops  of  thread  against  the  side  ot  the  hook  so  that  the  hook  in 
retreating  may  null  a  loop  over  the  thread  post,  and,  consequently,  over  an  angle  or  bend  of 
lower  thread.  The  upper  thread  from  the  spool  passes  through  a  tension  apparatus,  thence 
through  a  lending  eye,  and  then  through  the  eye  of  the  needle.  The  needle  descends  between 
that  part  of  the  lower  thread  leading  from  the  post  to  the  cloth,  and  the  loop  is  then 
po.'tsed  over  tho  thread  post,  and  does  not  descend  below  tho  cloth  until  the  loop  is  cast  over 
said  post.  The  seizing  and  spreading  of  each  loop  draws  up  tho  slack  loop  that  nas  just  been 
released  by  the  hook  and  slipped  over  the  post,  thus  tightening  each  stitch  in  succession. 

Claim. — The  combination,  substantially  as  deseribed,  of  a  vibrating  Iwok,  a  lower  thread, 
post,  and  an  eye-pointed  needle,  operating  in  conjunction,  substantially  as  specified. 

No.  33,415.— Louis  Bollman,  of- Boston,  Mass.,  assignor  to  Grover  and  Baker  Sew- 
ing Machine  Company,  of  the  same  place. — Improvement  in  Sewing  Machines. — Patent 
dated  October  1, 1861. — Patented  in  England  November  24, 1860. — This  invention  is  designed 
to  overcome  defects  incident  to  the  operation  of  shuttle  machines,  and  consists  in  combining 
a  seizing  and  detaining  hook,  with  a  shuttle  and  an  eye-pointed  needle;  also  in  combining  a. 
loop  stpp  with  an  eye-pointed  needle.  The  shuttle  driver,  seizing  and  detaining  hooks,  are 
attached  to  tho  hook  stock.  The  detaining  hook  is  shaped  so  as  to  detain  or  control  loops  of 
needle  thread,  and  its  end  rests  upon  a  piece  of  metal  secured  in  the  shuttle  in  such  a  way  as 
to  prevent  tho  point  of  tho  shuttle  from  rising.  The  shuttle  has  a  projecting  pin  whicli  un- 
derlies tho  hook  and  holds  tho  heel  of  the  shuttle  down.  There  are  two  loop  stops  formed  of 
ono  piece,  their  points  being  within  the  plane  of  tho  hook.  The  loop  stop  aids  the  seizing 
hook  to  spread  widely  loops  of  needle  thn&ad  that  have  been  seized,  and  tightens  the  slock 
loops  of  needle  thread  that  have  been  traversed  by  the  shuttle. 

Claim. — Fii*st,  tho  combination  of  these  four  elements  or  parts  of  a  sewing  machine,  viEt 
first,  an  eye-pointed  needle;  second,  a  seizing  hook;  third,  a  detaining  hook;  and  fourth,  a. 
shuttle,  all  reciprocating  and  all  substantially  such  as  described,  intending  to  claim  none  of 
these  parts  separately,  but  only  in  combination  and  acting  conjointly,  substantially  as  set 
forth. 

Second,  in  combination  with  an  eye-pointed  needle  and  a  seizing  book,  acting  substantia]]/ 
as  specified,  a  loop  stop,  substantially  such  as  descril}ed,  and  acting  to  aid  a  seizing  hook  in 
sp leading  loops  ot  needle  tlux^od,  substantially  in  the  manner  specified. 

No.  33,416.— Lambert  Erpeldino,  of  Chicago,  111.,  assignor  to  Cyrus  H.  McCormick, 
of  the  same  place. — Improvement  in  Reaping  and  Mowing  Machines. — Patent  dated  October  1, 
1861. — ^I'his  invention  consists  in  making  an  arm  by  which  the  c&ster  wheel  is  attached  te 
tho  grain  side  of  the  machine,  with  a  horizontal  adjustable  joint  to  focilitato  the  raising  and 
lowering  of  the  cutting  apparatus,  and  a  free  vertical  joint  to  facilitate  the  turning  of  tba 
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machine,  so  tbat,  bj  increasing  or  diminishing  the  flexure  of  the  arm,  the  hctight  of  the  grain 
side  of  the  machine  and  the  corresponding  end  of  the  cutting  apnaratus  may  be  allowed  to 
rest  on,  or  be  f4t  nt  different  heights  above  the  ground,  while  tne  fice  joint  aUows  the  wheel 
to  run  tangentialiy  to  any  curve  in  which  the  machine  turns. 

Claim. — ^The  combination  of  a  caster  wheel  and  an  arm  having  a  freer  joint  and  an  adjust- 
able elbow  for  supporting  the  giain  side  of  reaping  or  mowing  machines,  substautiallj  as 
described. 

No.  33,417.— Edward  Hennessey,  of  Watorvillc,  ]Mo.,  assignor  to  CvRrs  Brett,  of 
Strong,  Me. — Improved  Spring  Bed-Bottom. — Patent  dati^  October  1,  18C1. — Sluts  are  con- 
nected by  elastic  loops  to  the  end  rails  of  the  bedstead  throughout  their  entire  width.  The 
clastic  bands  are  secured  in  the  loops  by  means  of  keys  cemented  iu  their  tubular  ends. 
Double  hooks  arc  attached  to  the  rails,  and  rods  connect  the  elastic  bands  to  the  hook. 

Claim. — First,  securing  the  elastic  bands  B  B  to  the  slats  A  by  means  of  keys  d  fitted  hi 
tubes  e  at  the  outer  ends  of  metallic  loops  C  attached  to  the  slats,  substantially  as  described. 

Second,  connecting  the  elastic  bands  B  to  tho  rails  £  of  the  bedstead  by  means  of  the  doublo 
hooks  D  and  the  ro£/,  as  set  forth. 

No.  33,418.— Theodore  F.  Kums,  of  Rockford,  Bl.,  assignor  to  Mary  BIanny,  of  tb« 
same  place. — Improvement  in  Automatic  Bakes  for  Harvesting  Machines. — Patent  dated  Oc- 
tober J,  1861. — ^This  invention  relates  to  mechanism  to  enable  tho  rnke  to  travel  in  a  complex 
path  positively  and  directly,  tvith  little  use  of  sliding  guides  and  comparatively  little  Ixictien. 
The  invention  does  not  admit  of  a  brief  description. 

Claim. — First,  tho  combination  of  tho  vibrating  levers  X  Y,  the  support  T,  and  a  rake  t, 
substantially  as  described,  whereby  the  rake  is  caused  to  describe  a  complex  path  to  gather, 
compress,  and  discharge  the  ^rain  by  a  positive  motion,  substantially  as  aescnbed. 

Second,  the  combination  ol  the  tail-piece  U,  or  its  eauivalcnt,  the  curved  project'mg  arm/, 
or  its  equivalent,  and  tho  rake,  in  the  manner  and  (or  the  purposes  substantially  aa  specified. 

Third,  the  combination  of  tho  lever  d^  guide-bar  m,  and  the  rake,  arranged  and  operating 
rsubstantiallv  as  described. 

Fourth,  the  notched  head  k,  or  its  equivalent,  on  the  rake-handle  e,  in  combination  with 
the  lover  d  that  gives  motion  to  the  rake-handlo,  substantially  as  described. 

Uo.  33,419.— TflEODORE  F.  KuMS,  of  Rockford,  Bl.,  assignor  to  Mary  Manny,  of  the 
same  place. — Improvement  in  Automatic  Rakes  for  Harvesting  Machines. — Patent  dated  Oc- 
tober 1,  1861.— Reference  to  tho  specification  and  drawings  will  be  necessary  for  an  under- 
standing of  this  invention. 

Claim, — ^Tho  raking  mechanism,  constructed  and  operating  substantially  as  described. 

No.  33,420.— Theodore  F.  Kums,  of  Rockford,  Bl.,  assignor  to  M.\ry  M.\nny,  of  the 
same  place. — Improvement  in  Automatic  Rakes  for  Harvesting  Machines. — Patent  dated  Oc- 
tober 1,  ldi)l. — This  invention  consbts  in  operating  a  rake  moving  iu  a  complex  path  across 
tho  platform  of  a  reapmg  machine  teithout  the  use  of  sliding  guides  to  determine  its  path,  and 
without  other  Irictiuu  than  that  of  tho  pivot  ioints  for  uniting  tho  various  parts. 

Claim. — First,  the  combination  of  the  diagonal  link  W,  tho  connecting  link  F,  and  the 
vibrating  arms  J  and  K,  or  their  equivalents,  substantially  as  described  and  for  the  purposes 
s|)ecificd. 

Second,  the  combination  of  the  diagonal  link  W,  tho  connecting*  link  F,  and  rocking  pin  T, 
or  their  cquivaleutd,  substantially  as  and  for  tho  purposes  descril^. 

No.  33,42L— UoDERT  Whitman,  of  Accrington,  England,  assignor  to  Joseph  Lockett 
and  RoBLRT  Leake,  jr.,  of  Manchester,  Englsmd,— Improvement  in  Pantograph  Machines. — 
Patent  dated  October  1,  1861. — This  invention  consists  in  the  general  application  to  any  pan- 
tograph machine  of  niarhiuery  or  apparatus  for  holdiug  steel  or  other  uit  tallic  surface  intended 
for  a  die,  and  acting  upon  it  in  tho  sanio  manner  as  the  copper  rulic.r  is  operated  upon  in  a 
pantograph  machine,  so  as  to  ennblo  a  part  of  the  dcisign  io  bo  engraved  by  miii  iu  the  ordi- 
nary manner  and  the  other  port  by  pantogra})h. 

C'/iiim.— The  application  of  tho  peculiar  arrangement  of  machinery  or  apparatus  (described 
and  illustrated  iu  the  accompanying  two  sheets  of  drawings)  for  holding  steel  or  other  metal 
stufaces  mtendcd  for  dies  iu  the  same  or  a  similai-  position  as  the  cupper  or  uilicr  metal  rollers 
employed  in  printing  calicos  or  other  surfaces  are  now  held  in  uU  pantograph  machines,  so 
that  the  dies  will  receive  on  their  surfaces  designs  in  every  respect  tne  same  as  would  other- 
wise be  imparted  to  such  copper  or  other  metal  rollers,  as  aforesaid. 

No.  33,4*22.— Isaiah  M.  Williams,  of  Blanchester,  O.,  assignor  to  Himself  and  William 
P.  Wolf,  of  the  same  place.— /wyrocerf  Method  of  Operating  Churns. — Patent  dated  Octo- 
ber 1,  1^1— This  invention  consists  in  tho  use  of  an  oscillating  pktibrm  tor  receiving  the 
chum,  together  with  a  pedal  apparatus  for  imparting  motion  thereto). 

C/aim.— Imparting  to  tho  chum  X  an  oscillatln  TH||ion  by  means  of  the  platform  or  table  B 
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Google 


COMMISSIONER    OF    PATENTS.  523 

No.  33,423.— WiLUAM  E.  and  H.  0.  Arnold,  of  Rochester,  N.  Y,—Improved  Sash  and 
Blind  Fastener. — Patent  dated  October  8,  1861. — This  invention  consists  in  so  constracting 
and  arranging  a  sliding^  back  to  a  box  with  a  bolt  or  slide,  or  both,  as  to  form  a  combinco 
fastener  and  back  without  necessarily  complicating  the  former  by  the  latter,  while  the  latter 
requires  onljr  the  particular  key  belonging  to  it  to  form  a  safe  and  reliable  lock ;  also,  in  the 
use  of  an  adjustable  slide  with  a  cog  or  c^m  on  each  edge,  one  longer  than  the  other,  so  as  to 
have  it  hold  the  bolt  firmly  when  down,  or  let  it  be  as  easily  pressed  inward  and  upward. 

Claim. — The  construction  and  arranging  of  the  sliding  buck  or  backs  L,  in  combination  with 
the  box  A  and  key  or  keys,  for  the  purpose  of  locking  the  bolt  B  or  slide  C,  or  their  equiva- 
lent, either  down  or  up,  substantially  as  set  forth  and  described. 

Also,  the  adjustable  slide  C,  when  combined  and  arran^d  with  the  box  A  and  bolt  B,  so 
as  at  pleasure  to  hold  the  bolt  B  firmly  when  down,  or  let  it  be  easily  pushed  inward  and  up« 
ward  hy  a  pressure  on  the  outer  end,  substantially  as  described. 

No.  33,424.— J.  W.  Barker  and  J.  P.  Haskin,  of  Syracuse,  N.  Y.-— Improved  Mode  oj 
Removing  Impurities  from  Manufactured  Salt. — Patent  dated  October  8,  1861. — ^The  chloride 
of  magnesium  or  calcium,  or  both  of  these  chlorides,  are  removed  from  common  salt  by 
washing  it  in  a  saturated  brine  in  which  is  dissolved  an  amount  of  carbonate  or  bicarbonate 
of  potash  6r  soda  chemically  equivalent  to  the  quantity  of  said  chlorides  contained  in  the  salt. 

claim. — ^The  mode  of  decomposing  the  impurities  in  manufactured  salt  by  immersing  or 
washing  it  in  a  solution  of  the  carbonate  or  bicarbonate  of  potash  or  soda  in  saturated  biine, 
as  set  forth,  through  which  means  the  chemical  results  stated  aie  produced. 

No.  33,425.— George  C.  Barnes,  of  Battle  Creek,  Mich.— /m/woreineiii  tii  Sato-Mills.— 
Patent  dated  October  8,  1861. — ^To  the  bed  or  frame  of  the  mill  is  hin^^  a  frame  in  such  a 
manner  that  one  end  may  be  made  to  rise  and  fall  when  desired.  The  journals  of  this  frame 
play  in  hollow  journals,  through  which  passes  a  shaft,  which  is  used  as  the  feed-shai^  of  the 
mill.  A  band  from  this  shaft  passes  around  the  mandrel-shaft,  so  that  when  the  hinged  frame 
is  raised  or  its  position  changed,  the  feed-shaft  will  always  stand  in  the  same  relative  position 
to  the  mandrel. 

Claim. — The  employment  of  the  adjustable  frame  B,  with  saw-mandrel  secured  in  it,  with 
the  feed-shafl  D  passing  through  the  hollow  journals  of  said  frame  B»  arranged  and  operating 
as  and  for  the  pmpose  specified. 

No.  33,426.— Thomas  B.  Butler,  of  Norwalk,  Conn.— Improvement  in  Machinery  for 
Forming  Bats  for  Felt  Cloth. — Patent  dated  October  8,  1801. — This  invention  consists  in 
attaching  the  roll  at  the  end  of  the  side  apron  to  a  movable  frame  or  carriage  runniDg  on 
tnicks  over  and  parallel  with  the  main  apron,  and  geared  to  move  with  that  apron  while  tlie 
weft  is  being  deposited  on  the  warp,  and  at  such  relative  speed  as  the  desired  angle  at  which 
the  weft  is  to  bo  laid  niay  require,  and  having  a  pinion  on  each  end  of  the  rollgear  into  a 
double  rack  on  the  movable  carriage-frame,  \vnereby,  and  with  the  revolution  of  the  roll  by 
the  revolviug  apron,  an  alternate  traverse  movement  of  the  roll  and  apron  across  the  warp 
apron  is  efiected  for  the  deposition  of  the  weft. 

Claim. — First,  the  travelling-carriage  E  E  E  E,  constructed  and  operating  in  the  manner 
and  for  the  purnose  set  forth. 

Second,  the  doubio  rack^^  and  the  pinion /on  the  apron-roll^',  or  their  equivalents,  foi 
traversing  the  roll  J  across  the  main  apron  C,  in  the  manner  and  for  the  purpose  set  forth. 

No.  33,427.— n.  S.  Calenberg,  of  New  York,  N.  Y.— Improvement  in  Piano-forte  Action.— 
Patent  dated  October  8,  1801. — A  detached  elastic  lever  in  connexion  with  the  hammer  shank 
and  the  jack,  returns  the  jack  into  the  notch  of  the  hammer,  so  as  to  permit  of  a  very  rap.d 
repetition  of  the  blow  of  the  hammer. 

Claim. — The  detached  elastic  repeating  lever  G,  arranged  relatively  to  the  hammer  and  jack, 
upon  a  fixed  fulcrum  </,  and  operating  substantially  as  described. 

No.  33, 42i^.— Edward  and  E.  D.  Dituridge,  of  Pittsburg,  Va.— Improved  Lamp  Chim- 
ney.— Patent  dated  October  8,  JbHl. — This  invention  consists  in  making  a  lamp  chimney  with 
a  round  base  and  top,  and  an  oval-sha])ed  bulge,  so  as  to  adapt  it  to  the  round  mounting  of 
lamps  which  use  flat  wicks,  and  so-as  to  bring  the  air  equally  in  contact  with  the  bluze. 

Claim. — A  new  uilicie  of  manufiicture,  consisting  of  a  lamp  chimney  with  a  round  base  and 
top,  and  an  oval-shaped  bulge,  arranged  and  constructed  as  described,  for  the  pm-pose  set 
^brth. 

No.  3.3,429.- B.  C.  Engush,  of  Hartford,  Conn.— Improvement  in  Cartridge  Cases.— 

Patent  dated  October  8,  18GI.— This  invention  consists  in  providing  an  India-mbber cartridge 
case  with  a  metallic  bushjug  a*  the  vent  or  point  of  ignition,  for  the  purpose  of  preventing  the 
cartridge  casu  tVom  being  icndered  unserviceable  by  the  enlaigemeut  of  the  vent  consequent 
upon  tho  aciion  ot  tho  tiro  at  every  discharge. 

Claim. —  Tho  application  and  use  of  a  metallic  bushing  to  the  India-rubber  cartridge  case 
patented  by  Gilbert  Smith,  (patent  ]f7,702,)  for  tho  purposes  dcsciibed  and  sot  foith. 
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No.  33,430. — Henry  Feyii,  of  Columbus,  O. — Improvement  in  Hose  Coupling. — ^Patent 
dated  October  8,  1861. — One  of  tbo  cuds  to  be  connected  is  fitted  into  a  flange  of  a  thimble 
which  Bcrews  over  a  thread  on  the  other  butt  or  end,  and  tbe  thimble  is  screwed  back  on  tho 
lutter  butt  as  far  as  possible.  A  ledge  on  the  former  butt  will  come  in  contact  with  a  jmckiug 
in  the  groove  in  tho  lutter  butt,  so  that  the  first  butt  wiH  bo  prevented  from  moving  Uterallj 
out  of  tho  flange,  while  a  lip  on  said  flange  prevents  longitudinal  detachment 

Claim. — Tho  combination  of  the  semi-flauchcd  adjusting  thimble  C,  constructed  substantially 
hi  shown,  with  the  butts  A  B,  as  sot  forth. 

No.  33,431.— Suspended. 

No.  33,432. — ^Elisha  Fitzgerald,  of  New  York,  N.  Y. — Improvement  in  Mixing  Dough. — 
Putcnt  dated  October  8,  1861. — ^This  invention  consists  in  forcing  the  paste  into  a  receiver 
a;rainst  the  pressiire  of  carbonic  acid  gas  contained  therein,  which  is  incorporated  with  the 
])uste  during  tho  mixing.  The  necessity  of  opening  the  receiver  by  which  the  atmospheric 
air  would  bo  admitted  is  thus  avoided. 

Claim. — Forcing  the  paste  into  the  receiver  A,  against  the  pressure  of  the  gas,  substantially 
as  described  and  set  fortn. 

No.  33,433. — E.  HeaTON  and  J.  L.  Joyce,  of  New  Haven,  Conn. — Improvement  in  Boots 
and  Shoes. — Patent  dated  October  8,  1861. — Tliis  invention  consists  in  the  use  of  a  shank  of 
metal  or  other  suitable  material,  attached  directly  to  the  in-eole  without  the  intervention  of  an 
out-sole,  and  dispensing  with  all  the  shank  leather^ 

Claim. — A  shank  constructed  of  metal  or  other  sufBciently  rigid  material,  impervious  to 
moisture,  and  applied  to  tho  uppers  of  boots  and  shoes  independently  of  the  heel  and  sole,  and 
w  ithout  an  out-sole,  substantially  as  described. 

No.  33,434.— John  Adam  Heyle,  of  Boston,  Mass.,  assizor  to  Himself  and  John 
O'Brien,  ef  the  same  place. — Improvement  in  Self-Acting  Switches  for  Horse  Railroads. — 
Patent  dated  October  8,  1861. — A  curved  depression  is  made  in  tbe  top  of  one  of  the  rails,  so 
that  the  car  following  tbe  draught  lino  or  diit^ction  taken  by  the  horse,  may  either  pass  above 
the  depression  on  said  rail  or  be  switched  off  to  the  other  rail  by  means  of  said  depression, 
tliere  being  a  space  on  the  opposite  rail  to  allow  a  lateral  slide  thereon,  corresponding  to  the 
curve  of  the  depression  on  the  former  rail. 

Claim. — First,  the  curved  depression  1  2,  in  rail  A^  constructed  and  operating  substantially 
a^  described. 

Second,  in  combination  with  the  curved  depression  1  2,  the  depressions  6  7,  in  flange  P  and 
8  9,  in  rail  B\  substantially  as  and  for  the  object  specified. 

Third,  the  depressions  5  6,  in  flange  P,  and  3  4,  in  rail  A,  and  tbe  space  X,  substantially 
UM  and  for  the  object  specified. 

No.  33,435.— Benjamin  F.  Joslyn,  of  Worcester,  Mmb.-— Improvement  in  Fire-Arms.-^ 
Patent  dated  October  8,  186). — This  invention  is  particularly  applicable  to  fire-arms  which 
have  been  constructed  to  load  at  tbe  muzzle,  and  are  to  bo  afterwards  converted  into  breecb> 
loaders,  and  consists  in  the  use  of  a  breech-piece  hinged  so  as  to  swing  over  to  one  side,  and 
w  hich,  when  thus  swung  over,  exposes  tho  rear  of  t^^o  here  of  the  barrel  to  admit  the  cartridge; 
and  when  in  place  is  held  from  moving  longitudinally  by  a  projection  which  fits  into  a  notch 
in  the  tongue  at  the  rear  of  tho  barrel.  The  breech-piece  is  held  in  place  by  a  pin  which 
springs  into  a  notch  made  to  receive  it. 

Claim. — First,  the  breech  B,  hinged  to  the  end  of  the  barrel  and  constructed  substantially 
aH  set  forth,  so  as  to  fit  over  the  enlargement  e,  on  the  end  of  the  barrel  in  the  manner  and  Cor 
tbe  purpose  specified. 

Second,  forming  a  notch  in  the  tongue  a,  near  its  junction  with  the  enlargement  e  of  tbe 
barrel,  and  so  forming  the  lower  end  of  the  portion  t  of  tbe  hinged  breech  that  it  shall  fit  to 
the  notch  as  well  as  on  each  sido  of  tho  ton^e,  as  and  for  the  purpose  set  forth. 

Third,  the  hinged  breech  with  its  projection  k,  in  combination  with  the  bent  spring  in,  and 
iU)  pin  n,  the  whole  being  arranged  as  set  forth  for  the  purpose  specified. 

No.  33,436.— Edward  G.  Kinsley,  of  Stoughton,  Mass.— /m;^r(weiReii(  in  FlezibU 
Soles. — Patent  dated  October  8,  1861. — ^This  invention  consists  in  placing  a  series  of  open 
metallic  plates  connected  together  over  an  outer  sole  of  India-rubber  or  IUlo  material,  and 
screwed  together.    The  surface  of  the  flexible  sole  projects  through  and  between  the  said  plates. 

Claim. — The  series  of  metallic  plates  BCD  and  £,  in  combination  with  rubber  solo  A  A', 
tho  whole  being  constructed  and  arranged  substantially  in  manner  as  described. 

No.  33,437.— NoYES  D.  Lamb,  of  Norwich,  Conn.— Improvement  in  Air  Whistles.— Vntent 
dated  October  8,  1861. — This  invention  relates  to  a  whistle  operated  by  air  passed  into  it 
from  the  mouth,  and  consists  of  a  mouth-piece,  a  cylinder  or  receiver  fastened  by  bolts  to  the 
hounding  plate,  and  a  sounding  cup  secured  by  a  standard  to  the  sounding  plate.  An  aper- 
ture extends  entirely  around  the  sounding  plate,  allowing  tbo  air  passed  into  the  receiver  to 
escape  into  the  sounding  cup 
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Claim, — Letting  the  air  into  the  receiver  B^  without  the  hollow  perforatecl  tuhe,  as  described, 
for  the  purpose  of  giving  marine  signals  by  sounds,  in  the  manner  set  forth. 

No.  33,438.— Calvin  B.  Lawrence,  of  Nunda,  N.  Y.^ Improvement  in  Metallic  Lubri- 
cating Compositions, — Patent  dated  October  8,  1861. — This  invention  consists  in  mixing 
re^ulus  of  antimony,  finelv  pulverized,  in  about  equal  parts  with  any  kind  of  animal,  vego- 
taole,  or  mineral  oil,  by  which  it  forms  a  body  of  suoout  the  consistence  of  paste,  which  may 
be  diluted  by  addiuff  thin  oil  of  any  kind. 

Claim. — ^'rbe  combination  of  antimony  with  any  oleaginous  substance,  substantially  as  set 
forth  and  for  the  purposes  specified. 

No.  33,439. — ^T.  E.  Marble,  of  New  York,  N.  Y. — Improvement  in  Setting  Machines. — 
Patent  dated  October  8,  1861. — This  invention  consists  m  an  attachment  to  the  hook  of  a 
gradual  let-off,  that  causes  the  looper  to  retain  the  old  loop  for  about  a  full  revolution  from  the 
hrst  entry  of  the  hook,  and  till  said  old  loop  is  fuUv,  or  nearly  so,  drawn  up,  or  tight  as^aiuf^t 
the  cloth  by  the  action  of  the  hook  and  needle  on  the  new  loop,  and  which  retainer  of  the  old 
loop  exercises  a  tension  on  the  latter  in  accordance  with  the  action  on  it  through  the  new  loop 
of  the  hook  or  looper. 

Claim, — In  a  combination  of  an  eye-pointed  needle  and  revolving  hook  or  looper,  used 
either  in  a  single  or  double-thread  sewing  machine,  providing  said  hook  or  looper  with  a  loop 
retainer  or  tension  let-off,  so  constructed  and  applied  as  that  it  holds  on  to  and  controls  the 
loop  till  it  is  drawn  up  by  the  action  of  the  hook  or  needle,  or  both  iiook  and  needle,  essen- 
tially as  set  forth. 

No.  33,440.— Thomas  J.  May  all,  of  Roxbury,  Msas.— Improvement  in  Boot  and  Shoe 
Tips. — Patent  dated  October  8,  1861. — ^The  claim  and  engravings  explain  the  nature  of  this 
invention. 

Claim, — ^The  compound  boot  or  shoe  tip,  made  substantially  as  described,  by  forming  it  of 
rubber  or  rubber-coated  cloth  braced  by  and  united  with  a  cross  web  of  linen,  or  its  equiva- 
lent, essentially  as  and  for  the  purpose  or  purposes  set  forth. 

Also,  thinning  or  gradually  reducing  the  rubber  tip  at  or  toward  its  junction  and  finish 
with  the  cross  web  of  the  tip,  substantially  as  shown  and  described. 

No.  33,441.— S.  T.  McDouoall,  of  Brooklyn,  N.  Y,— Improved  Washing  Machine.^ 
Patent  dated  Octobers.  1861. — ^This  invention  consists  in  the  employment  of  frames,  aiTangod 
in  a  suitable  receptacle  for  the  clothes  and  water,  which  frames  have  a  vibrating  or  recipro- 
cating motion  imparted  to  them  by  cranks,  so  as  to  cause  the  frames  to  act  on  the  clothes. 
These  frames  are  filled  with  rows  of  balls  arranged  on  rods  so  as  to  revolve  freely  thereon, 
with  one  or  more  slats  between; 

Claim. — First,  the  employment  of  the  frames  F  and  H,  arranged  in  the  tub  A,  and  having 
the  reciprocating  and  vibrating  motions  imparted  to  them,  respectively,  by  means  of  the 
cranks  2  2  4  4,  tnrough  the  agency  of  the  pitmans  and  rods,  or  equivalent  mechanism,  all 
arranged  and  operating  substantially  in  the  manner  specified. 

Second,  the  peculiar  construction  of  the  frames,  as  set  forth,  with  balls  and  slats  alternately 
arranged  therein,  substantially  as  described. 

No.  33,442.— Samuel  McQuiston,  df  Morris,  ll\,^Impro^ed  Com-SAri/er.-Patent  dated 
October  8,  1861. — Below  the  shelling  mechanism  and  at  about  the  centre  of  the  case  is  placed 
a  shoe,  to  wliich  a  side  shake  motion  is  imparted.  The  riddle  or  shoe  is  inclined  towards  one 
side  of  the  machine,  and  serves  to  separato  the  com  and  the  cobs,  which  are  conducted  to  the 
riddle  by  inclined  boards  attached  to  the  side  of  the  frame.  The  cobs  are  discharged  over 
the  side  of  the  machine,  and  the  corn  drops  through  the  riddle  upon  inclined  chutes,  when  it 
is  carried  up  by  an  elevator  to  a  discharging  spout. 

C'/ai/n.— rhe  shoe  E,  discharging  the  cobs  transversely  of  the  planes  of  the  wheels,  when 
combined  with<i  tight  upper  casing  A,  inclined  boards^  ^  h  A,  elevator  H,  and  discharging 
spout  1,  arranged  and  operating  in  the  manner  and  for  the  purposes  set  forth. 

No.  33,443.— George  H.  Mellen,  of  Hartford,  Conn.— /mprormeni  in  Filtering  Stop- 
per.— Patent  dated  October  8,  1861. — The  object  of  this  invention  is  lo  combine  in  one  article 
a  filter  and  a  stopper,  to  be  used  in  a  canteen  or  other  vessel.  The  stopper  is  made  hollow, 
with  a  perlbrated  plate  at  each  end,  and  in  this  hollow  space  is  placed  charcoal,  felt,  and 
sponge. 

Claim. — ^A  filter  and  stopper  combined  in  the  manner  and  for  the  purpose  described. 

No.  33,444.— B.  F.  Miller,  of  New  York,  N.  Y,— Improved  Bake  Pan.- Patent  dated 
October  8,  1861. — This  invention  consists  in  dividing  a  baKo pan  into  two  portions,  the  divi- 
sion plate  being  perforated.a8  well  as  the  sides  and  cover  ot  the  pan,  so  as  to  afibrd  a  fret 
circulation  of  air. 

Claim, — The  application  of  perforated  metallic  plates  or  wire  gauze  and  earthenware  struc- 
tures, as  described,  for  the  purpose  of  constituting  the  bottom  and,  wnon  desirable,  the  sides 
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of  the  "baking  pan  or  dish,"  and  the  some  kept  from  contact  with  the  bottom  or  floor  of  the 
oven. 

Also,  in  combination  with  the  aforesaid  stmctnres,  a  perforated  metallic  or  sieve-like  cover 
or  lid,  as  set  forth  and  described. 

No.  33,445.— Merritt  P.  Morgan,  of  Scott  N.  Y.-^hnprevement  in  StrawCarriers  for 
Threshing  Machines. — Patent  dated  Octobers,  1861. — ^Thii  invention  consists  in  hinging  the 
carrier  to  the  machine,  and  raising  and  lowering  the  same  by  means  of  cords  operated  ov  a 
windlass,  by  which  means  the  poles  or  standarob  usually  used  to  support  the  carrier  are  dis- 
pensed with. 

Claim. — An  improved  method  of  raising  and  supportinff  the  straw-carriers  of  threshing 
machines  by  means  of  the  windlass  F,  standards  D  D,  and  ropes  1 1,  or  their  equivalents, 
combined  and  arranged  substantially  as  and  for  the  purpose  shown  and  described. 

No.  33,446.— John  t7.  Nystrom,  of  Philadelphia,  T^.'—frnprovement  in  Furnaces  far  the 
Mfanufacture  of  Iron  and  Steel. — Patent  dated  October  8,  18^)1. — ^This  invention  consists  in 
the  constroction  of  a  barrel  furnace  in  which  one  or  more  tuyeres  are  arranged  at  such  an 
angle  in  relation  to  the  curved  bottom  of  the  furnace,  that  the  blast  shall  be  tangent,  or  nearly 
so,  to  the  said  bottom,  and  cause  the  molten  mass  to  be  agitated  bv  passing  alon^  the  interior 
or  concave  surface  of  the  furnace.  The  barrel  furnace  is  providea  with  a  friction  strap  for 
the  purpose  of  firmly  holding  and  preventing  shaking  of  the  furnace  during  the  operation  of 
decorbonization.  A  flue  or  chimney  unites  the  barrel  furnace  with  the  cupola  or  blast  fur- 
nace, so  that  particles  of  iron  carried  off*  with  the  air  or  gases  may  be  returned  to  the  fumaoo 
and  a^ain  utilized. 

Claim. — First,  the  construction  and  arrangement  of  furnaces  capable  of  rotation  upon  a 
horizontal  axis,  and  having  tuyeres  so  arranged  in  an  inclined  position  that  the  blast  enters 
thf  molten  iron  tan^ntially  or  nearly  so,  to  the  curved  bottom  ot  such  furnaces. 

Second,  the  combination  with  a.  barrel  furnace  constructed  and  arranged  essentially  as  de- 
scribed, of  a  front  plate  capable  of  removal,  substantially  as  and  for  the  purpose  set  forth. 

Third,  providing  a  barrel  furnace  arranged  and  operated  as  described,  with  a  friction  strap 
or  its  mechanical  equivalent,  to  firmly  hold  and  prevent  shaking  of  the  furnace  during  the 
operation  of  decarbonization,  substantially  as  sot  forth. 

Fourth,  in  combination  with  a  furnace  capable  of  rotation  as  described,  and  provided  with 
a  mouth  for  the  reception  of  the  molten  metal  firom  the  cupola,  the  side  chimney  on  the 
cupula  RO  arranged  that  the  said  mouth  shall  come  in  juxtaposition  with  and  convey  the  gases 
to  the  chimney  as  described. 

Fiilb,  so  forming  and  arranging  the  outlet  of  a  barrel  furnace,  constructed  and  operated  as 
described,  so  that  it  shall  occupy,  when  the  furnace  is  in  position  to  be  emptied,  the  lowest 
part  of  the  concave  bottom. 

No.  33,447.— A.  Odel  and  WlLSON  A.  Burrows,  of  New  Tork,  N.  Y.— Improvement  in 
Lamps. — Patent  dated  October  8,  1861. — This  invention  consists  in  adjusting  on  the  gas 
pipe  or  other  fixture,  a  conical  reflector  just  below  the  jet  of  light,  and  combining  therewiui  a 
coucttve  reflector  placed  above  the  burner,  so  that  the  ascending  rays  of  light  therefrom  strik- 
ing against  it,  will  be  reflected  down  upon  the  conical  reflector,  the  sides  of  which  are  mode 
at  such  an  angle  as  to  project  the  impinging  rays  of  light  in  horizontal  lines. 

CVatm.— The  use  of  the  combination  of  the  burner-  or  pipe  a,  conical  reflector  &,  and  concave 
reflector  d,  and  equivalents,  when  used  for  the  same  purposes  described  and  in  like  combina 
tion. 

No.  33,448. — Stephen  J.  Patterson,  of  Bridgeport,  Conn. — Improvement  in  Apparatus 
Jitr  Tanning. — Patent  dated  October  8,  1861. — This  invention  consists  in  placing  ou  the  top 
ot  the  vat  containing  the  tanning  liquor,  a  rocking  frame  containing  slats  upon  which  the 
tildes  are  hung,  so  that  they  may  remain  suspended  in  the  liquor  and  agitate  it  whenever 
the  rocking  frame  is  kept  in  motion;  the  liquor  is  still  further  agitated  by  paddles  attached 
to  the  rocking  frame. 

Claim. — First,  attaching  to  the  top  of  a  tanner's  vat  a  frame  hung  upon  its  centre  sub- 
stantially as  described,  so  arranged  and  constructed  that  the  hides  to  be  tanned  may  be  sus- 
pended from  said  frame,  and  may  be  set  in  motion  by  rocking  said  frame  upon  its  centre. 

•Second,  also  in  combination  with  the  rocking  frame  the  paddles  1 1,  substantially  as  and 
for  the  purpose  described. 

No.  33,449.— Abraham  P.  Quackenbush,  of  Brooklyn,  N.  Y.—Improved  Washing 
Machine. — ^Patent  dated  October  8,  1861. — ^This  invention  consists  in  the  use  of  a  revolving 
rubber,  in  the  periphery  of  which  fixed  cylinders  and  freely  revolving  rollers  are  distributed, 
in  combination  with  a  concave  composed  of  freely  revolving  rollers. 

Claim. — ^The  construction  and  use  in  washing  machines  of  a  rubber  or  wheel  having  fixed 
cyliifdcrs  e,  equal  in  size  and  in  distance  from  the  centre  to  the  rollers  £,  and  alternating  with 
the  latter  or  with  pairs  or  triplets  thereof  as  shown,  in  combination  with  rollers  D,  so  mounted 
OS  to  form  a  concave  for  the  purpose  above  set  forth. 
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No.  33,450. — Riley  Root,  of  Galesburg,  HI. — Improvement  in  Clarifying  Cane  Juics, — 
Patent  dated  October  8,  1861. — The  claim  explains  the  nature  of  this  invention. 

Claim, — ^The  use  of  native  clay  as  an  agent  for  clarifying  Chinese  and  other  cane  juices,  » 
substantially  as  specified. 

No.  32,451. — Jeremiah  Rohrer,  of  Middletown,  Pa. — Improvement  in  Bee- Hives. — 
Patent  dated  October  8,  1861. — ^This  invention  consists  in  making  an  air  chamber  beneath 
tlic  working  chamber,  by  which  the  comb  is  protected  from  moisture  in  damp  weather.  Also 
in  constructing  air  spaces  around  the  several  chambers  of  the  hive,  and  providing  apertures 
and  ventilating  and  cut-off  slides,  for  the  purpese  of  maintaining  an  equable  temperature  at 
all  seasons,  securing  perfect  ventilation  and  affording  a  protection  a^nst  vermin. 

Claim, — First,  the  combination  of  the  air  chamber  C,  working  chamber  B,  provided  with 
the  ventilating  and  cut-off  slides  and  apertures  Ymnnggjk,  air  spaces  o  p  qr^  and  ven- 
tilator I,  all  arranged  in  the  manner  ana  for  the  purposes  described. 

Second,  the  combination  with  the  working  chamDer  B  of  the  ventilator  F,  which  consists 
of  an  oblong  slot  6,  perforated  plate  m,  the  divided  slide  n  n,  the  whole  being  arranged  on 
the  front  of  the  working  chamber  B  and  withi^  the  outer  casing  A,  in  the  manner  and  for 
the  purpose  described. 

Thira,  the  combination  with  the  working  chamber  B  and  stop  pins  k  thereof  of  the  slides 
g^  which  are  perforated  and  have  a  notch  j  in  one  of  their  edges,  in  the  manner  and  for  the 
purpose  descrioed. 

No.  33,452.--Charles  Richardson,  of  Auburn,  N.  Y,^Improved  Machine  for  Rolling 
Horse-Skoe  Iron. — Patent  dated  October  8,  1861. — ^In  this  machine  the  rolls  are  constructed 
with  grooves  of  such  a  form  as  to  roll  the  bar  of  kon  into  a  shape  that  when  bent  into  the 
form  of  a  horse-shoe  the  inner  side  of  the  same  shall  be  convex.  The  rolls  are  also  provided 
with  creasers  for  creasing  the  iron,  and  with  pointers  for  marking  the  length  of  eacn  blank. 

Claim, — So  shaping  the  grooves  in  the  rolls  as  to  roll  out  a  bar  of  the  form  in  cross  section, 
as  that  shown  in  Fig.  5,  and  filling  out  the  slack  comer  between  the  points  2  3  by  the  after 
creasing  of  said  bar,  for  the  purpose  and  in  the  manner  set  forth. 

No.  33,453.— Henry  E.  Richards,  of  Newark,  N.  J. — Improvement  in  Coffee- Roasters, — 
Patent  dated  October  8,  1861. — ^This  invention  consists  in  the  use  of  a  metallic  retort  heated 
by  a  furnace  beneath,  the  flame  passing  entirely  round  it  at  the  sides.  A  perforated  cylinder 
containing  the  coffee  revolves  in  this  retort,  the  perforations  being  made  with  burrs  inside  so 
as  to  catch  and  cause  the  coffee  to  partially  revolve  with  it.  A  pipe  leads  from  the  top  of  the 
retort  outside  to  the  bottom ;  from  this  pipe  'extends  another  pipe  leading  to  the  chimney  in 
which  is  a  damper,  which  is  opened  dunng  the  first  stage  of  roasting  so  as  to  allow  the  dele- 
terious gases  to  pass  off,  but  is  shut  when  the  aroma  is  given  off  from  the  coffee.  This  aroma 
enters  tne  pipe  and  is  led  to  the  bottom  of  the  retort  Tor  the  purpose  of  impregnating  the 
coffee. 

Claim. — ^First,  the  combination  and  use  of  the  pipe  X  and  the  retort  D,  substantially  in 
the  manner  and  for  the  ptirposes  desciibed. 

Second,  the  combination  of  the  canister  E,  retort  D,  and  pipe  X,  substantially  in  the  man- 
ner and  for  the  purposes  described. 

No.  33,454.— Daniel  Sheets  and  John  B.  Pressey.  of  Buffalo,  N.  Y. —Improvement 
in  Mining  Picks. — Patent  dated  October  8,  1861. — This  invention  consists  in  the  use  of  a 
removable  shank  as  a  means  of  fur^toning  the  pick-blade  to  its  handle,  so  constructed  that  it 
may  pass  through  the  eye  of  the  pick-blade  and  be  securely  held  therein  by  its  larger  end, 
while  its  smaller  end  shall  pass  into  the  pick  handle  and  be  keyed  or  otherwise  tastened 
thereto. 

Claim, — First,  the  removable  shank  B,  as  a  means  of  connecting  and  fastening  the  pick- 
blade  to  its  handle,  substantially  as  described. 

Second,  the  combination  of  the  removable  shank  B  with  the  pick-blade  A,  socket  D,  ai)d 
key  C,  for  the  purposes  set  forth. 

No.  33,455.— TiiADDEUS  Selleck  and  William  II.  Butler,  of  Greenwich,  Conn.— fm- 
frovement  in  the  Construction  of  Burglar- Proof  Safes, — Patent  dated  October  8,  1861. — ^This 
invention  consists  in  the  use  of  the  metal  known  as  **franklinite  iron,"  principally  procured 
from  the  zinc  ores  of  New  Jersey,  either  alone  or  in  combination  with  other  metal  as  a  mate* 
rial  for  safes,  this  metal  possessing  the  property  of  resisting  the  action  of  steel  tools  in  cut* 
ting  or  abrasion. 

Claim, — ^The  employment  of  the  above-described  franklinite  or  other  similarly  constituted 
metal,  either  «lone  or  in  combination  with  wrought  or  cast  iron,  in  the  constmction  of  burglar- 
proof  safes  and  analogous  burglar-proof  structures,  substantially  as  and  for  the  purposes 
specified. 

No.  33,456.— Alva  Wordex,  of  Ypsilanti,Mich. — Improvement  in  Instruments  for  Stretch- 
ing Elastic-top  Gaiters, — Patent  dated  October  8,  1861. — This  iuvcution  consists  in  the  em- 
ployment of  two  lips  or  flanges,  one  of  which  is  attached  to  a  cross  bar  that  slides  on  a 
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notched  frame  and  Is  provided  with  spring  pawls,  so  that  when  the  gaiter  is  stretched  hj  th* 
lips  the  pawla  hold  it  in  position  until  released. 

Claim. — The  gaitcr-Btrctcher,*constnicted,  applied,  and  operated  as  described. 

No.  33,457. — John  Thomas  Way,  of  Middlesex  county,  England. — Improtemtnt  in  Ob- 
taining Light  by  Electricity, — Patent  dated  October  8,  18G1. — Patented  in  England  April  2:^, 
1857. — This  invention  consists,  first,  in  the  use,  for  one  of  the  electrodes,  of  a  stream  of 
mercury  or  other  suitable  conducting  material  capable  of  flowing,  in  combination  with  ap- 
paratus for  regulating  the  distance  apart  of  two  electrodes,  such  material  being  caused  to 
tlow  through  an  orifice  upon  the  surface  of  the  conducting  material  which  constitutes  th« 
second  electrode,  and  the  said  orifice  and  the  second  electrode  being  so  adjusted  relatively  to 
each  other  that  the  surface  of  the  second  electrode  is  situated  at  a  point  where  the  separation 
of  the  particles  of  the  stream  commences.  Secondly,  in  the  use  for  the  second  electrode,  in 
combination  with  the  flowing  electrode,  of  a  small  overflowing  cup  or  regulated  surface  of 
mercury  or  other  suitable  material  similar  to  that  of  which  the  Sowing  electrode  is  composed. 

Claim. — The  employment,  in  obtaining  light  by  electricity,  of  two  flowing  electrodes,  sub- 
stantially as  specified. 

No.  33,458.— John  Thomas  Way,  of  Middlesex  county,  England.— Improvment  in  Ob- 
taining Light  by  Electricity. — Patent  dated  October  8,  ISGl. — I'atented  in  England  May  4, 
1807. — This  invention  consists  in  the  substitution,  for  fixed  electrodes  of  carbon  or  other  ma- 
terial, of  two  flowing  electrodes,  such  as  two  streams  of  mercury,  one  connected  with  each 
pole  of  the  battery  and  issuing  in  two  jets,  such  streams  meeting  each  other  at  a  point  wher« 
the  separation  of  the  particles  of  either  or  both  streams  commences. 

Claim. — The  use  of  a  flo^Aing  electrode  of  mercury  or  other  suitable  conducting  material, 
in  combination  with  apparatus  for  regulating  the  distance  apart  of  the  two  electrodes,  sub- 
stantially as  described. 

Also,  the  combination  of  an  overflowing  cup  or  regulated  surface  of  mercury,  as  a  second 
electrode,  with  a  flowing  electrode  of  mercury  in  appaiatus  for  obtaining  light  by  electricity, 
substantially  as  and  for  the  purpose  set  forth. 

No.  33,459.— Maxamilian  Wappich,  of  Sacramento,  CaX.— Improved  Marine  Propeiler.— 
Patent  dated  October  8,  1861. — ^This  invention  consists  in  placing  a  propeller  shaft  on  each 
side  of  the  vessel,  and  in  attaching  thereto  two  or  more  propellers,  the  ed^e  or  periphery  of 
which  will  be  in  the  line  of  a  cone  directed  from  the  front  to  the  rear  end  ot  the  snaft. 

Claim. — Placing  propeller  shafts  on  each  side  of  the  vessel  between  the  greatest  width  or 
beam  and  the  rudder  post,  the  shafts  being  supported  by  bearings  from  the  stem,  and  having 
propellers  whose  blades  increase  in  diameter  from  the  front  backwards,  all  as  herein  set  forth. 

No.  33,400.— Nelson  Van  Deventer,  of  New  Albany,  Ind.— Improvement  in  Current 
Excavators, — Patent  dated  October  8,  18C1. — ^The  excavator  consists  of  a  series  of  serrated 
metal  discs,  the  teeth  of  which  are  turned  alternately  in  opposite  directions.  The  discs  are 
placed  upon  a  shaft  with  their  teeth  in  parallel  positions,  ancf  kept  at  a  suitable  distance  apart 
by  rings,  by  which  means  the  earth  is  thoroughly  acted  upon  so  as  to  be  carried  off  by  the 
current.  The  excavator  is  supported  in  a  frmne  pivoted  to  thb  stem  of  a  steamboat,  and  it 
connected  with  a  hoisting  apparatus  by  which  it  is  elevated  when  necessary. 

Claim. — The  combination  of  the  rotary  shaft/',  discs/,  with  teeth  set  obliquely,  and  rings 
t,  securing  the  said  discs  at  a  proper  distance  apart,  the  whole  being  constructed  and  ar-, 
ranged  as  herein  shown  and  described,  and  operating  in  connexion  with  the  steamboat  A. 
pivoted  frames  c  d,  and  hoisting  apparatus  6  5  e/7,  in  the  manner  and  for  the  purpose  set  forth. 

No.  33,4G1.— Henry  W.  Chace,  of  Fall  River,  Mass.,  assiraor  to  M.  R.  Ciiace,  of  the 
same  place. — Improved  Curtain  fixture. — Patent  dated  October  8,  18G1.— This  invention 
consists  in  the  use  of  a  bracket  to  be  applied  to  a  bedstead  to  support  the  rods  of  a  curtain 
or  flounce,  instead  of  tacking  the  flounco  to  the  bedstead,  as  is  usually  done. 

Claim. — A  bracket  or  curtain  rod  supporter  constructed  substantially  in  manner  as  set 
forth,  as  a  new  article  of  manul'acture  not  heretofore  known. 

No.  33,462.— Moses  G.  Crane,  of  Roxbury,  Mass.,  assignor  to  Edward  G.  Rogers,  of 
Holliston,  Mass. — Improvement  in  Tower  Clock*. — Patent  dated  October  8,  18G1. — This  in- 
vention consists  in  the  application  of  the  hour  and  intermediate  wheels  so  as  to  move  loosely 
on  the  winding  arbor,  and  to  so  connect  the  intermediate  and  hour  wheels  that  the  former 
may  be  readily  thrown  out  of  engagement  with  the  latter,  so  as  to  allow  the  intermediate 
wheel  to  be  easily  revolved  in  either  direction  for  the  purpose  of  setting  the  bunds  of  the 
clock.  The  sprocket  or  chain  wheel  is  airanged  directly  upon  the  hour-hund  shait  so  as,  in 
connexion  witn  the  guiding  pulley,  to  direct  tlie  chain  properly  on  the  wheel.     * 

Claim. — ^The  above-described  aiiplication  of  the  hour  and  intermediate  wheels  to  the  wind- 
ing arbor  or  hour-hand  shaft,  and  so  connecting  the  intermediate  wheel  with  the  hour  wheel 
that  the  former  may  be  readily  disconnected  from  the  •laiter,  so  as  to  allow  the  said  interme- 
diate wheel  to  be  turned  cither  forward  or  backward  for  the  purpose  of  botting  or  ac^k&iing 
the  hands  of  the  clock,  the  whole  being  substantially  as  set  forth. 
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Also,  tho  application  of  the  sprocket  or  chain  wheel  directly  to  the  hoar-wheel  shaft,  in 
combination  with  the  application  or  arrangement  of  the  g^de  pulley  as  described,  the  whole 
being  substantial)jr  as  set  forth. 

No.  33,463.— Samuel  H.  DreNnon,  of  New  York,  N.  Y.,  assignor  to  L.  A.  Carmer,  of 
the  same  place. — Jmproted  Heads  for  Double  Seaming, — Patent  dated  October  8, 1861.— This> 
invention  consists  in  so  constmctiug  the  head  used  for  double  seaming  that  it  may  be  separate 
from  tho  stake  or  teest  upon  which  it  is  to  be  secured  for  use,  and  may  be  capable  of  being 
fastened  to  or  removed  from  the  stake  at  pleasure,  so  that  after  the  stake  body  is  once  made 
to  fit  with  the  head,  as  many  of  the  latter  as  are  desired,  with  such  different  *•  sweeps"  as  are 
needed,  may  be  employed  with  it;  thus  affording  the  workman  as  many  various  config^a- 
tions  of  the  face  of  the  head  as  may  be  required,  while  but  one  stake  body  is  necessary. 

Claim, — ^Tho  combination  of  a  separate  adjustable  head,  substantially  as  described,  with  a 
mandrel  ox  stake  for  double  seaming  or  other  purpose. 

No.  33,464.— Bradley  W.  Frankun,  of  New  York,  N.  Y.,  assignor  to  the  American 
Hard  Rubber  Company,  of  the  same  place. — Improvement  in  Vulcanizing  Caoutchouc.-^ 
Patent  dated  October  8,  1861. — The  nature  of  this  invention  is  explained  by  the  claim. 

Claim. — The  employment  of  a  bath  of  wax,  or  equivalent  substance,  as  a  medium  for  ap- 
plying the  vulcanizing  heat  to  the  vulcanizing  compounds  of  India-rubber  and  other  vulcan- 
izable  gums,  substantially  as  and  for  the  purpose  specified. 

No.  33,465.— Wm.  P.  Hunt  and  I.  D.  Spauldino,  oT  Boston,  Mass.,  assignor  to  Wm. 
P.  Hunt,  of  the  same  place. — Improvement  in  Ship-Stterers. — Patent  dated  October  8, 1861. — 
Two  nuts  fitted  with  screws,  one  having  a  right-nanded  and  the  other  a  left-handed  thread, 
move  in  opposite  directions  on  a  shaft  having  corresponding  screw-threads  cut  thereon;  the 
shaft  is  connected  to  the  hand-wheel,  and  the  rudder-head  is  caused  to  be  turned  in  a  direction 
corresponding  to  the  motion  of  said  hand-wheel.  The  whole  screw-frame  is  made  to  yield 
in  the  direction  of  anv  torsional  strains  by  means  of  rubber  or  other  springs  fitted  to  each 
end  of  the  stands.  The  rudder-head  is  made  in  two  parts,  and  is  fitted  to  tuc  upper  end  of 
the  rudder  so  as  to  leave  a  space  for  a  strip  of  rubber,  and  by  means  of  flanches  and  a  bolt 
the  rubber  is  suitably  com  pressed,  so  as  to  allow  of  a  slight  movement  of  the  rudder  within 
the  head  in  case  of  severe  strain. 

Claim. — Fust,  forming  the  connexion  between  tho  traversing  nut  D  and  the  rudder-head, 
by  means  of  tho  spherically  headed  studs  H  and  the  sliding  socket-blocks  I,  or  in  any  com- 
bination of  parts  substantially  equivalent  to  a  universal  joint,  the  said  studs  and  blocks  being 
constnictcd  and  arranged  to  operate  substantially  in  the  manner  and  for  the  purposes  herein 
•ot  forth. 

Second,  the  arrangement  of  the  springs  L  with  reference  to  and  in  combination  with  the 
stands  E,  said  stands  being  rigidly  connected  to  each  other,  and  supporting  the  screw  sub- 
stantially as  described. 

Third,  clamping  the  elastic  medium  P  within  the  rudder-head,  said  head  being  constructed 
fubstantially  as  described  for  the  pmpose  set  forth. 

No.  33,466.— Peter  Prescott,  of  BooneviUe,  N.  Y.,  assignor  to  Himself  and  C.  H. 
Post,  of  the  same  place. — Improvement  in  Machinery  for  Turning  Broom  Handles, — Patent 
dated  October  8,  lb6l. — A  stick  of  wood  of  the  proper  length  is  placed  on  the  ffuidc-table 
and  pushed  endwise  between  rollers  and  up  to  the  rotating  cutters,  which  round  the  stick  as 
it  is  fed  through  tho  hollow  spindle.  The  cutter-blocks  are  separated  at  first  as  far  as  they 
can  be,  and,  as  the  work  progresses,  gradually  approach  each  other  by  the  operation  of  pins 
on  a  collar  and  a  lever  that  works  at  one  end  in  a  croove  on  a  large  wheel,  while  the  other 
end  plays  in  a  groove  in  the  said  collar  provided  with  pins.  At  the  same  time  the  cutters  are 
rounding  tho  handle  they  bring  it  to  the  required  taper. 

Claim. — Tho  arrangement  of  the  pins  i,  perforated  flange  H',  and  sliding  collar  H,  with 
tho  slotted  circular  plate  G2,  pivoted  knife-blocks  k  k,  and  pivoted  cutter>carrier  n,  as  shown 
and  described. 

No.  33,467.— Enoch  Robinson,  of  Earnham,  Mass.,  assignor  to  Old  Colony  Iron 
Company,  Mass. — Improved  Machine  for  Bending  Wood, — Patent  dated  October  8,  1861. — 
This  invention  consists  in  combining  with  the  former,  or  mould  for  forming  the  article,  two 
spring  supportei-s  or  compressors,  the  latter  being  ananged,  with  respect  to  the  bed-plate,  the 
gliding-carriage,  and  the  former,  so  as  to  press  with  sufficient  force  upon  the  wood  near  the 
parts  which  are  to  bo  bent,  to  prevent  the  separation  of  the  fibres  of  the  stick  while  being  bent 
into  the  form  desired. 

Claim. — ^I'be  combination  of  the  mould  or  former  P  P',  the  spring  supporters  or  com- 
pressors M  M^  with  the  bed-plate  and  the  sliding  frame  K,  the  whole  being  constructed, 
airanged,  and  made  to  operate  together  in  manner  and  by  means  substantially  as  set  forth. 

No.  33,463.— Joseph  Short,  2d,  of  New  York,  N.  Y.,  assignor  to  Peter  W.  Neefus 
and  H.  K.  CoNKiJN,  of  the  same  pUice. — Improvement  in  Knapsack^  Overcoat^  and  Tent, — 
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Patent  dated  October  8,  1861.— The  nature  and  object  of  tbia  inveviion  will  be  understood 
from  the  claim  and  engraving. 

C/aim.— The  lonnation  ofa  watcr-proof  overcoat,  snbstantiallv  as  described,  so  that  it 
mav  be  easily  and  readilv  transformed  into  a  cavalry  roU,  or  a  full  and  complete  knapsack 
with  haversack  combined,  or  a  water-proof  tent,  for  the  several  purposes  set  forth. 

No.  33,469.— James  H.  Doughty,  of  Adamsville,  O.^lmprovement  in  CAtfms.— Patent 
dated  October  8,  1861. — Within  the  body  of  the  chum  is  a  short  inner  cylinder  secured  to  a 
disc,  which  is  attached  to  the  bottom  of  the  chum  and  provided  with  a  number  of  radial 
channels  on  its  upper  surface.  Within  this  cylinder  works  a  piston  provided  with  two  large 
apertures,  guarded  by  valves  opening  downward,  by  the  operation  of  which  the  cream  is 
forced  radially  through  the  contracted  channels,  so  as  to  break  the  globules  and  liberate  the 
oily  matter. 

Claim. — ^Thc  combination  of  the  barrel  A,  short  subiijerged  inner  cylinder  G,  piston  K, 
▼alve-guardcd  apertures  ^/,  and  radial  channels  <f,  the  whole  being  constmcted  and  arranged 
as  herein  shown  and  described,  and  operating  in  the  manner  and  for  the  purpose  explained. 

No.  33,470.— David  Ahl,  of  Newville,  Pa.— /mprorein«»(  in  Surgical  5p/tn/s.-^Patent 
dated  October  15,  1861.— This  invention  consists  in  saturating  cloth  or  felt,  or  other  suitable 
material,  with  a  solution  of  shellac  in  alcohol  and  then  drying  it ,  after  which  it  is  immersed 
in  boiling  water  and  moulded  upon  a  limb  or  model,  so  as  to  conform  to  the  part  to  which  it 
is  to  be  applied.    The  splint  may  be  perforated  to  provide  for  suppuration. 

Claim, — Making  a  surgical  splint  of  a  material  which  is  plastic  and  flexible  when  hot, 
and  flexible  when  cold  or  dry,  that  its  shape  may  be  formed  or  modified,  at  the  will  of  the 
surgeon,  to  fit  the  member  or  port  to  which  it  is  to  be  applied,  and  which  will  be  sufficientlj 
firm  without  being  rigid  and  painful  to  the  wound  or  fracture. 

No.  33,471.— Thomas  K.  Anderson,  of  Addison,  N.  Y, ^Improvement  in  OU-Cans. — 
Patent  dated  October  15,  1861. — This  invention  consists  in  attaching  to  the  inner  side  of  the 
can  an  air-tube,  which  extends  from  a  point  near  the  nozzle  to  the  centre  of  the  bottom  of  the 
can,  so  that  when  the  can  is  held  by  the  handle,  with  its  nozzle  inclining  downward,  a  suf- 
ficient quantity  of  air  will  enter  the  can  to  admit  of  the  flow  of  oil,  and  when  lying  upon 
its  side  the  oil  is  prevented  ft'om  escaping. 

C/aim.— The  air-tube  C,  when  appliea  to  the  can  or  filler,  substantially  as  sho\vn  and  de- 
scribed, to  admit  of  the  escape  of  the  contents  of  the  can  by  a  proper  manipulation  of  the 
latter,  and  at  the  same  time  prevent  a  waste  or  casual  discharge  by  tne  upsettmg  of  the  caa 
or  from  other  causes,  as  set  forth. 

No.  33,472.— T.  O.  Bancroft,  of  Worcester,  Mass,— Improvement  in  Umbrellas  rnnd 
Parasols. — Patent  dated  October  15,  1861. — ^The  object  of  this  invention  is  to  obtain  a  ready 
means  for  attaching  and  detaching  the  cover  of  an  umbrella  from  its  frame,  for  the  purpose 
of  cleansing  the  cover,  or  replacing  it  by  a  new  one.  To  the  upper  end  of  the  stick  or  handle 
is  attached  an  extension  tip  provided  with  a  screw-thread  at  one  end,  to  admit  of  its  being 
moved  up  and  down  upon  tne  stick ;  a  flanged  collar  admits  of  the  frame  being  readily  turned. 
To  the  lower  end  of  the  covering,  at  proper  intervals,  are  secured  socket-tips,  which  fit  upon 
the  ^ds  of  the  bows  or  ribs  of  the  frame.  Upon  attaching  the  covering  to  the  flanged  collar 
and  inserting  the  ends  of  the  bows  in  the  socket-tips,  the  covering  is  properly  stretched  by- 
screwing  up  the  extension-tip  upon  the  rod. 

Claim. — ^The  flanged  collar  6,  extension-tip  B,  screw-rod  a,  cover  H,  and  socket-tips  F  F, 
or  their  equivalent,  in  combination  w;th  the  frame  of  an  umbrella  or  parasol,  when  arranged 
and  operating  in  the  manner  and  for  the  purposes  substantial  iy  as  describe<^^u 

No.  33,473.— Olney  Bolster,  of  Worcester,  Mass.— /mprttjed  Stall  for  Animals.'— Tateni 
dated  October  15,  1861. — The  floor  of  the  stall  is  constmcted  of  a  series  of  longitudinally 
placed  pieces  of  timber,  the  upper  edges  of  which  are  bevelled.  Upon  this  flooring  is  placed, 
first  a  laver  of  straw  or  fine  brush,  and  then  a  layer  of  spent  tan  or  sawdust.  At  the  rear 
end  of  the  stall  is  a  stop-piece,  for  the  purpose  of  preventing  the  ijedding  firom  escaping  and 
for  keeping  the  animal  m  the  stall. 

Claim. — ^Tho  combination  and  arrangement  of  the  bevelled  fl«-or  timber  and  the  stop  D, 
when  constructed  in  the  manner  and  for  the  purposes  substantially  as  set  forth  and  described. 

No.  33,474.— John  Carton,  of  Utica,  N.  Y. ^Improvement  in  PflWor-Heafer*.— Patent 
dated  October  15,  1861. — This  invention  consists  in  so  forming  the  cap  or  top  of  the  fire-pot 
that  a  nuuiber  of  concentric  metallic  cylinders  may  be  placed  thereon,  and  be  so  connecied 
with  the  fire,  the  outer  air,  and  with  one  another,  that  the  smoke  and  heat  and  inflamed  g^sea 
may  ascend  in  some  of  the  said  cvlinders  and  cold  air  in  others,  and  the  smoke  be  miMe  to 
pass  up  the  chimney,  while  tbe  cold  air  becomes  heated  in  its  passage  between  such  cylinders 
and  jpasses  Into  the  room,  or  may  be  conveyed  into  other  rooms  by  means  of  pipes. 

Claim. — The  cap  L,  with  the  neck  G',  and  the  rings  E'  and  F",  and  the  openings  H  H, 
and  the  passages  J  J,  constmcted  and  operating  substantially  as  described. 
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No.  33,475.— Benjamin  8.  Church,  of  New  York,  N.  Y.-^Improvement  in  Water  Meiers,^ 
Patent  dated  October  15,  1861. — ^This  invention  consists  in  arranging  within  a  cylindrical 
case  two  plungers  fitted  to  work,  one  within  and  independent  of  the  otner,  in  such  a  manner 
as  to  leave  a  passage  for  the  water  to  flow  in  and  out  of  the  meter  in  all  positions  of  the 
plungers,  and  to  prevent  an^  water  from  passing  through  the  meter  without  being  measured. 

Claim, — First,  the  combination  of  the  two  plungers  E  D,  fitted  to  work  one  within  and 
independent  of  the  other,  the  outer  plunger  acting  as  a  cylinder  into  which  the  water 
passes  to  actuate  the  first,  and  to  be  measured,  with  Uie  compartments  B  B'  B",  passages  II 
and//,  arranged  and  operating  substantially  in  the  manner  described. 

Second,  the  latches  m  m,  in  combination  with  the  plunger  D,  flanges  a  a,  and  tappets  k  k, 
when  arranged  and  operating  in  the  manner  and  for  the  purposes  described. 

No.  33,476.— Charles  Claude,  of  Newaik,  N.  J.—Impraved  LocA:.— Patent  dated  Oc- 
tober 15, 1861. — ^This  invention  consists  of  a  key  having  a  stationary  groove  on  the  periphery 
•pposite  the  bit,  and  a  revolving  grooved  sleeve  also  on  the  periphery,  and  used  in  connexion 
with  locking-plates,  which  lock  into  and  hold  a  thimble  in  its  place;  also  a  key-plate  and 
locking  bolts,  which  lock  and  hold  the  keyhole  or  stop-plate  and  thimble  in  their  positions 
until  they  are  removed  by  the  key.  .  The  device  is  designed  to  be  attached  to  the  face  or  side 
plate  of  any  known  form  of  locks. 

Claim, — First,  the  combination  of  stop-plate  O,  with  lock-bolt  H  and  spring  L 

Second,  the  thimble  F,  in  combination  with  the  lock-bolt  J  and  spring  1. 

Third,  the  key  N,  in  combination  with  the  lock,  as  described. 

No.  33,477.— WnjJAM  Craio,  of  Binghamton,  N.  Y.— Improved  Cut-off  for  Oscillating 
Engines, — Patent  dated  October  15,  1861. — This  invention  consists  in  the  use  of  a  cut-off 
valve  applied  to  oscillate  on  the  stem  of,  and  in  contact  with,  the  back  of  an  independently 
oscillating  slide  valve  within  one  of  the  trunnions  of  the  engine.  The  cut-off  valve  is  fur- 
nished on  its  back  with  two  projections,  which  strike  against  an  adjustable  arc-piece  or  double 
stop  when  such  stop  is  moved  into  their  path  by  means  of  a  governor  or  other  device,  so  as 
to  cut  off  the  steam  at  the  desired  point. 

Claim, — ^The  cut-off  K,  applied  to  oscillate  on  the  stem  of  and  in  contact  with  the  base  of 
an  indei)endently  oscillating  slide  valve  within  one  of  the  trunnions  of  an  oscillating  steam 
engine,  in  combination  with  the  adjustable  arc-piece  or  double  stop  m,  also  appliea  within 
the  trunnion,  but  movable  or  adjustable,  under  the  control  of  a  governor  or  other  device,  on 
the  exterior  thereof,  th«  whole  operating  substantially  as  set  forth.  ^ 

No.  33,478.— George  G.  Crose,  of  Schoolcraft,  Mich.— /mprcwai  Device  for  Marking 
Com  Furrows, — Patent  dated  October  15, 1861. — ^This  invention  consists  of  a  wooden  frame, 
resembling  a  sled,  provided  with  runners ;  the  main  bod^  has  hinged  to  each  side  a  second 
frame  and  runner,  and  still  another  frame  with  its  runner  is  hinged  on  the  outside  of  each  of 
the  second  frames,  by  which  means  a  number  of  furrows  may  be  marked  at  the  same  time ; 
and  the  machine  may  be  folded  so  as  to  admit  of  its  passing  through  a  narrow  opening. 

Claim, — The  arrangement  with  tho  runners  a  a,  and  ties  6,  of  the  hinged  planks  C  CD'  D', 
and  runbers  E  £  ^  ^,  as  shown  and  described,  so  that  two,  three,  four,  five,  or  six  furrows 
may  be  made  as  desired,  all  as  set  forth. 

No.  33,479.— Matthew  De  La  Montanya,  of  San  Francisco,  fcal.— /m^roroi  Black- 
$mitk^s  Portable  Forge, — Patent  dated  October  15,  1861. — ^This  invention  consists  in  supply- 
ing a  constant  current  of  air  to  the  fire  through  the  tubes  of  the  tuyere  by  means  of  a  douole- 
actinff  blowing  cylinder  in  connexion  with  a  closed  air  chamber.  The  blast  is  introduced 
into  the  ash  box  at  some  distance  above  the  bottom,  so  that  the  box  catches  any  ashes  that 
may  fall  through  the  nozzle  of  the  tuvere,  where  they  remain  out  of  the  influence  of  the  blast. 

Claim. — First,  the  application  of  the  double-acting  blowing  cylinder  to  portable  forges. 

Second,  the  closed  cnamber  O  occupying  the  main  body  of  the  forge,  and  employed  t« 
equalize  the  blast  between  the  cylinder  D  and  tuyere  P,  as  explained. 

Ne.  33,480. — John  Gault,  of  Boston,  Maa8,^Improvement  in  Vault  Lt^^s.— Patent 
dated  October  15,  1861. — ^This  invention  consists  in  securing  a  prismatic  glass  cone  which  is 
concave  on  its  upper  surface  in  a  metallic  rim,  which  rim  is  secured  to  the  under  side  of  the 
metallic  cover  by  screws  and  nuts,  or  by  an  ordinary  hinge  and  catch  on  the  opposite  side. 

Claim, — First,  placing  an  adjustable  glass  below  a  vault  cover,  and  detacned  therefrom, 
for  the  transmission  of  light. 

Second,  the  combination  of  a  perforated  metallic  vault  cover,  with  a  glass  beneath  it,  so 
arranged  that  the  latter  may  be  attached  or  removed  in  whole  or  in  part  at  wilL 

No.  33,481.— J.  P.  Gillespie,  of  New  Albany,  lnd,-^Improvement  in  Metallic  Cart- 
ridges.— Patent  dated  October  15,  186J. — ^This  invention  consists  in  providing  within  the 
cartridge  case  small  points  or  pins  which  serve  the  purpose  of  a  screw  thread  to  hold  the  ball 
firmly  in  place  when  inserted  in  the  case. 

Claim, — ^I'he  cartridge  case  provided  with  points  or  pins  x  x  near  its  mouth,  for  forming  a 
Utfead  upon  the  ball,  and  retaining  it  in  its  position,  suDstantially  as  set  forth. 
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No.  33,482.— P.  GraAtm,  of  New  York,  N.  Y.^Tmprovement  in  the  Mode  of  Preserving^ 
BiKter.— Patent  dated  October  15,  1861. — This  invention  consists  in  the  nse  of  the  intestine* 
of  beef  cattle,  which  are  rendered  pare  and  odorless.  The  batter  is  forced  in  and  separated 
into  such  quantities  as  may  bo  desired  for  nso  by  tying  the  intestine  at  soTeral  points,  when 
it  is  placeu  in  a  receptacle  containing  brine. 

Claim, — Preserving  butter  by  means  of  the  sacks  and  brine  in  casks,  as  set  forth. 

No.  33,483. — ^MicilAEL  Greenebaum,  of  Chicago,  J\\,— Improvement  in  Heating  Ap- 
paratus.— Patent  dated  October  15,  1861. — This  invention  consists  in  arranging  a  number  of 
cylinders  around  a  fire-pot,  so  that,  the  cylinders  bein^  filled  with  water  and  heated,  a  circu- 
lation is  given  to  the  water  upward  through  the  cylinders,  and  downward  through  a  number 
of  pipes  connecting  the  top  and  bottom  otthe  cylinders.  The  apparatus  is  enclosed  within  a 
casing  forming  an  air  chamber  into  which  cold  air  is  admitted,  and  becomes  heated  by  means 
of  the  cylinders  and  pipes  containing  the  hot  water. 

Claim. — First,  \he  arran^ment  relatively  to  the  stack  6,  and  fire-ffrate  «,  (of  a  heater  «,) 
of  the  cylinder  d  dm,  cylinder  a,  flues  e  c,  and  circulation  pipes  //,  the  whole  operating  con- 
junctively, substantially  in  the  manner  and  for  the  purpose  clescribed. 

Second,  the  combination  of  the  devices  I  g  h  and  f  with  a  heater  «,  constructed  substan- 
tially as  described,  and  combinlnc^  the  cylmders  d  and  a,  flues  c  c,  and  circulation  pipes  //, 
as  described,  for  the  purpose  set  forth. 

Ttiird,  the  combination  and  arrangement  of  the  grate  «,  stack  6,  transverse  pipe  e,  and  cyl- 
inders d  a,  flues  c  c,  circulation  pipes  //,  and  devices  I  g  h  and  j,  in  the  manner  and  for  the 
purposes  described. 

No.  33,484.-'T>.  M.  Gunn  and  C.  L.  Cain,  of  Oskaloosa,  Joyttk.^ImproTement  in  Bm- 
hives. — Patent  dated  October  16,  1861.— This  intention  consists  in  the  arrangement  of  slides 
in  connexion  with  guurd-wires  placed  between  the  upper  and  lower  compartments,  and 
removable  covers  upon  each  compartment,  so  that  the  bees  may  be  confined  in  either  part  of 
the  hive,  and  the  contents  of  eitner  part  may  be  rendered  easily  accei$sible  for  inspection  or 
the  removal  of  the  honey.  In  connexion  with  two  of  the  slides,  which  are  partiallv  perforated, 
are  ventilators,  which  admit  of  a  free  circulation  of  air  while  the  hght  is  excluded. 

Claim. — First,  the  combmation  and  arrangement  of  the  slides  D  E  G  I,  with  the  hard- 
wires o  q^  and  the  removable  covers  H  M,  substantially  as  shown,  for  the  purpose  of  con- 
fining the  bees  in  either  part  C  J  of  the  hive,  and  rendering  the  contents  of  either  part  acces- 
sible, as  sot  forth. 

Second,  the  combination  of  the  partially  nerforated  slides  D  E,  with  the  dark  ventilators  K 
and  t,  iA  the  hive,  constructed  ana  arrangea  substantially  as  and  for  the  purpose  specified. 

No.  33,485.— J.  A.  F.  Lair,  of  Paris,  France.— Procew  of  Reducing  Copies  of  E«- 
gravinvs^  Sfc. — Patent  dated  October  15,  1861. — The  nature  of  this  invention  is  explained  by 
the  claim. 

Claim. — Producing  reduced  copies  of  engravings  or  other  objects  by  first  making  moulds 
of  the  object  in  gelatine  or  other  equivalent  substance,  then  contracting  the  said  moulds  by 
immersion  in  chemical  baths,  or  otherwise,  and  finally  eloctrotyping  the  contracted  moulds, 
substantially  as  set  forth. 

No.  3.3,486.— W.  M.  Lee,  of  Rosindale,  WIb,^ Improvement  in  Beehives.—Vaient  dated 
October  15,  1861. — The  hive  is  divided  into  two  parts,  but  without  a  partition,  in  both  parts 
of  which  the  queen  will  deposit  her  eggs  so  that  the  opening  of  the  nivo  will  leave  a  brunil 
comb  in  each  part.  At  the  lower  part  of  the  hive  are  twoiniller  traps,  provided  at  their  ends 
with  retreating  entrances,  so  as  to  lead  the  millers  into  the  trap,  but  prevent  their  egress.  A 
screen  is  placed  in  the  sliding  board  whidi  forms  the  top  of  the  trap  to  admit  air  into  the  hive 
when  the  Doards  are  closed  at  night. 

Claim. — First,  dividmg  the  hive  rack  Twrtically  through  the  centre,  without  a  partition,  in 
such  manner  as  equally,  or  nearly  equally,  to  divide  the  brood  comb,  the  bees  and  honey, 
substantial iv  as  set  forth. 

Second,  the  peculiar  construction  and  arrangement  of  moth  trap,  with  slides  for  closing  the 
hive  at  ni^ht,  and  ventilating  screen,  substantially  as  set  forth.  ^ 

Third,  the  honey  boxes,  provided  with  screens  operated  by  springs  on  the  bottom,  substan** 
tially  as  set  forth. 

Fourth,  the  arrangement  of  the  removable  strip,  dovetailed  into  the  front,  for  the  purpose 
of  holding  the  two  parts  of  the  hive,  and  for  the  bees  to  alight  upon,  as  set  forth. 

No.  33,487.— Leonard  Marsh,  of  Burlington,  Vt — Improvement  in  the  Construction  of 
Scretts. — Patent  dated  Optober  15,  1861. — This  invention  consists  in  splitting  the  screw  iu 
one  or  more  places  in  a  line  parallel  to  its  length,  and  then  arching  the  split  portion,  so  that 
when  insertcu  in  a  matrix,  it  is  compressed  until  the  flexure  of  its  arched  sides  is  overcome, 
the  elastic  reaction  of  the  bent  metal  acting  like  a  wedge  to  hold  the  screw  firmly  in  its  place. 

Claim. — The  method  before  described  of  increasing  the  adhesion  between  a  screw  and  its 
matrix,  ly  splitting  the  screw  and  forming  the  split  portion  into  an  elastic  arch,  substantially 
in  the  manner  and  for  the  purposes  S6t  fortii. 
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No.  33,488.— W.  N.  Martin,  of  Providence,  R.  L^Improved  Sa$k  Holder  and  Fastener,^ 
Patent  dated  October  15,  1861. — This  invention  consists  in  the  arrangement  of  two  an^ilar 
hand-levers  enclosed  in  a  box  and  pivoted  together,  bo  that  their  tooth-shaped  ends  will  be 
forced  ontwards  by  a  spring  to  engage  with  a  rack-bar  secured  to  the  window-frame. 

C/aim.— The  arrangement  of  the  lovers  «/«/,  the  pivot  t,  the  springy,  and  the  casing  d  A, 
with  each  other,  and  with  the  rack-bar  Ac,  in  tho  manner  set  forth. 

No.  33,489. — J.  R.  Morrison,  of  East  Springfield,  Ohio. — Improvement  in  Machine  for 
Cleaning  and  Rtnotating  Featfters, — Patent  dated  October  15, 1861. — ^This  invention  consists 
in  the  use  of  a  hollow  cylindrical  case  for  the  reception  of  the  feathers.  A  hollow  tube  runs 
throngh  this  case  and  has  secured  to  it  hollow  wings,  into  which  steam  parses  from  the  tube, 
to  which  is  also  secured  another  tube  perforated  with  holes  and  communicating  with  tho  steam 
tube  by  a  passage  provided  with  a  plug*  The  steam  tube  is  revolved  and  the  i^lug  removed 
so  as  to  admit  steam  to  the  feathers.  The  plug  is  afterwards  replaced,  and  the  feathers  dried 
by  the  radiation  of  heat  from  the  wings  and  pipes. 

Claim. — First,  the  employment  of  tho  wings  D  D,  upon  tho  shaft  B,  when  constructed  and 
used  for  the  purpose  specified. 

Second,  the  arrangement  of  the  shaft  B,  the  wings  D,  and  the  perforated  pipe  E,  as  and  tn 
the  purpose  specified 

Tniro,  the  combination  of  the  shafl,  the  wings,  and  the  perforated  pipe  with  the  divided  case, 
eonstructed  as  and  for  the  purpose  set  forth. 

No.  33,490.— J.  R.  Morrison,  of  East  Springfield,  Ohio.— /w/^rowrf  Washing  Machiiu,^ 
Patent  dated  October  15,  1861. — In  this  machino  a  corrugated  partition  extends  up  from  the 
bottom  of  the  tub,  and  over  this  partition  fit  two  corrugated  rubbers  which  are  attached  to  the 
ends  of  a  spring  bow,  and  are  thus  made  to  embrace  the  partitions  between  them.  The  clothes 
are  placed  Detwcen  these  rubbers  and  the  partitions,  and  by  means  of  a  levor  tho  rubbers  are 
moved  up  and  down  in  contact  with  tho  clothes. 

Claim, — The  spring  bow  E,  constructed  as  described,  and  provided  with  the  set  screw  a, 
when  used  in  connexion  with  tho  lover  F,  and  the  dividing  board  c,  the  whole  being  arranged 
to  operate  as  and  for  the  purpose  specified. 

No.  33,491.— Alexander  Ralph,  of  Centreville,  Deh^hnprored  Foot  5<rrflper.— Patent 
dated  October  15,  1861. — ^Tho  foot  is  placed  upon  tho  spring  end  of  the  bar  supporting  the 
scraper,  and  brought  down  so  as  to  force  tho  boot  or  shoo  over  the  scraper  along  tho  bar  and 
botween  the  brushes,  which  cleanses  the  solo  of  tho  boot  and  also  the  sides  at  the  same  time. 
Upon  tho  withdrawing  the  foot,  the  spring  forces  the  foiked  bar  up,  throwing  out  the  dirt  from 
tho  brushes.  When  necessary,  cleaners  composed  of  g^tta-pcrcha  or  Incua-rubber  may  be 
substituted  for  the  brushes. 

C/aim.— The  combination  of  the  scraper  with  the  forked  spring  bar  and  brushes,  or  gutta- 
percha or  gum  cleaners,  substantially  as  specified. 

No.  33,492. — RUEL  Rawson,  of  Warsaw,  Ind. — Improvement  in  Sauf'Sets  and  Wrenches 
combined, — Patent  dated  October  15,  IbOl. — This  invention  consists  in  combining  a  wrench 
which  will  seize  a  nut  in  a  comer  or  narrow  place  with  a  saw-set,  the  whole  constituting  a 
new  article  of  manufacture. 

C/nim.— The  described  wrench  and  saw-set,  when  combined,  as  anew  article  of  mann&ctnre, 
fubstantially  as  set  forth. 

No.  33,493. — James  Reidy,  of  Cork,  Ireland. — Improtement  in  Machines  for  Breaking 
Stone  and  other  Hard  Substances. — Patent  dated  October  15,  1861. — This  invention  consists 
in  the  use  of  ono  or  more  hammers  suspended  on  vertical  guide  rods,  and  rising  and  fulling  on 
cutters  placed  beneath.  Tho  hammers  are  raised  by  a  suitable  cam  or  tappet  apparatus,  and 
fall  by  their  own  gravity  on  the  stones,  the  latter  resting  on  a  cuiter-box  in  which  they  are 
broken  and  driven  tnrongh  between  tho  cutttn*  by  tho  force  of  blows  from  the  hammer.  Stones 
of  a  suitable  size  are  supplied  to  tho  rutter-boxcs  by  foodiug  rollers.  Springs  prevent  the 
catteiB  from  being  struck  when  there  are  no  stones  bc-twoen  them  and  tho  hammers. 

Claim, — ^The  combination  of  a  hamnier  or  hammers  and  the  cutters,  arranged  and  oporatine 
as  dtecribed,  with  reference  to  the  drawing  annexed,  lor  the  breaking  of  stones  and  other  hara 
substances,  as  described. 

No.  33,494.— James  Robertson,  of  New  York,  N.  Y.^Improved  Portable  Water-Closet.— 
Patent  dated  October  15,  1861. — This  invention  consists  in  tho  use  of  a  pump  and  water 
reservoir  in  connexion  with  a  basin  and  foul  chamber,  provided  respectively  with  a  water  seal 
and  pan,  all  so  arranged  as  to  answer  all  the  purposes  of  a  water-closet  winch  is  permanently 
fixecf  and  supplied  with  water  under  pressure. 

Claim. — The  combination  of  the  pump  F,  water  reservoir  C,  fonl  chamber  L,  provided  with 
the  basin  N,  bcinff  provided  with  a  balance  pan  O,  and  the  pump  F,  provided  with  an  eduction 
pipe  II,  tho  end  1  of  which  is  arranged  relativelv  with  the  basin  N,  and, connected  to  the  lid 
K,  as  shown  and  all  arranged  to  form  a  new  and  portable  article  for  the  purpose  speciljed. 
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No.  33,495.— John  P.  Schenkl,  of  Boston,  Mass. — Improvement  in  Safety  Conaution 
Fuses  for  Explosive  ProiectUes, — Patent  dated  October  15,  1861. — This  invention  consists  in 
a  method  of  applying  the  nipple  or  percussion  cap-carricr  to  the  inner  wall  of  the  case,  so 
that  when  liberated  by  the  explosion  of  the  powder  charge  in  the  piece  it  shall  always  be  left 
perfectly  irce  to  move  in  the  case,  and  when  such  projectile  shall  strike  against  any  hard  sub- 
stance the  force  of  concussion  shall  cause  the  cap  to  explode  and  fire  the  powder  contained  in 
the  projectile  or  shot 

Claim. — Securing  the  nipple-carrier  to  one  side  of  the  inner  wall  of  the  case  by  means  of  a 
screw,  and  so  countersinking  the  hole  made  through  the  case  for  the  reception  of  such  screw 
as  to  form  a  sharp  cutting  edge  whereby  the  said  screw  shall  be  cut  off  smooth  with  the  inner 
surface  of  the  case  and  the  outer  surface  of  the  nipple-carrier,  in  manner  and  under  cinnun* 
stances  as  set  forth. 

No.  33,496. — John  F.  Leiberling,  of  Doylestown,  Ohio. — Improvement  in  Harvesters, — 
Patent  dated  October  15,  1861. — ^Thls  invention  consists  in  the  use  of  a  dropper  or  phitform 
for  receiving  the  cut  grain,  hinged  so  as  to  allow  the  grain  to  slide  off,  and  is  operated  by  a 
treadle  connected  with  it  by  means  of  rods  and  levers  which  are  used  in  connexion  with  a 
cut-off,  so  as  to  prevent  the  grain  from  being  deposited  on  the  dropper  while  the  latter  is  dis- 
charging its  load.  The  heel  of  the  cutter  beam  rests  upon,  and  is  connected  with,  a  bar 
supported  at  one  end  by  a  pivot  joint,  and  at  the  other  by  a  flexible  joint 

Claim, — First,  the  arrangement  and  combination  of  the  treadle  F,  rod  U,  and  elbow  lever 
y,  rod  0,  and  lever  U,  for  elevating  and  depressing  the  dropper  M,  and  cut-off  L,  through 
lever  I,  and  rod  K,  substantiallv  as  set  forth,  for  the  purposes  described. 

Second,  the  arrangement  of  the  hinged  bars  Q  and  K,  for  supporting  the  heel  of  the  cutter 
beam,  and  for  elevating  and  depressing  the  same  and  the  reel  oy  means  of  lever  T,  or  other 
device,  said  hinged  bars  being  used  in  connexion  with  the  shoe  or  bar  O,  and  its  flexible 
attachments,  substantially  as  set  forth. 

Third,  the  combination  of  the  slatted  dropper  M,  the  cut-off  L,  and  the  finger  beam,  sub- 
stantially as  described. 

No.  33,497. — Philander  Siuw,  of  Boston,  Mass. — Improvement  in  Utilizing  the  Exhaust 
of  Calorie  Engines, — Patent  dated  October  15,  1861. — ^This  invention  consists  in  the  employ- 
ment of  the  exhaust  hot  air  engines  to  generate  steam  in  any  suitable  boiler,  and  also  m  an 
arrangement  of  passages  for  the  exhaust  of  a  caloric  engine  with  any  suitable  boiler  and  its 
furnace,  so  that  either  the  exhaust  or  fuel  consumed  in  the  furnace  under  the  boiler  can  be 
employed  to  generate  steam. 

Claim. — First,  so  arranging  and  applying  steam  boilers,  in  connexion  with  the  exhaust 
passages  of  hot  air  engines,  that  a  portion  of  the  caloric  contained  in  the  exhaust  of  such 
engines  shall  be  utilized  in  the  generation  of  steam,  substantially  as  specified. 

Second,  the  arrangement,  operating  substantially  as  set  forth,  of  the  exhaust  passages  of 
a  hot  air  engine  with  a  suitable  boiler  and  its  furnace,  to  generate  steam  either  by  the  eSiaust 
firom  such  engines  or  by  the  combustion  of  fuel  in  the  boiler  furnace. 

No.  33,498.— Charles  Shivers  and  Stephen  Ustick,  of  Philadelphia,  Pa.—Improvement 
in  Chimney  Flues. — Patent  dated  October  15,  1861. — This  invention  consists  in  constructing 
clay  linings  for  forming  the  inside  of  chimney  flues,  either  in  close  sections  or  in  plates ;  the 
construction  of  the  flue  progressing  simultaneously  with  the  building  of  the  chimney. 

Claim, — Forming  the  end  tiles  A,  and  side  tiles  B,  with  rebates,  substantiallv  as  described, 
and  making  the  said  end  tiles  of  different  perpendicular  dimension  to  that  of  the  side  tiles,  so 
as  to  break  joints  in  the  construction  of  the  flnes  when  they  are  arranged  in  relation  to  each 
other,  substantially  in  the  manner  and  for  the  purposes  set  forth. 

No.  33,499.— A.  J.  Smith,  of  Decorah,  lowsL-^Improvement  in  BeeAtPM.— Patent  dated 
October  15,  1861. — The  space  between  the  inner  and  outer  walls  of  wire-cloth  is  filled  with 
straw,  so  as  to  afford  ventilation  and  render  the  hive  warm  in  winter  and  cool  in  summer.  A 
hinged  flap  is  applied  to  the  front  of  the  hive  and  may  be  raised  or  lower^  by  a  set  screw 
so  as  to  regulate  the  size  of  the  entrance.  When  entirely  closed  the  bees  may  be  admitted 
through  a  circular  opening  in  which  an  eccentric  button  is  placed,  which  may  be  turned  so 
as  to  admit  one  or  more  bees  at  a  time. 

Claim, — A  beehive  ha>ing  its  walls  formed  by  straw,  hay,  or  other  similar  fibrous  non- 
conducting substance,  and  wire-cloth  arranged  within  a  suitable  frame,  substantially  as  and 
for  the  purpose  set  forth. 

Also,  the  adjustable  flap  or  door  E,  ui  combination  with  the  eccentric  button  H,  placed 
within  the  recess  or  opening  ^,  of  the  alighting  board  G,  and  all  arranged  as  and  lor  the 
purpose  specified. 

No.  33,500.— John  and  Jacob  Stock,  of  New  York,  N.  Y,— Improved  Box  for  Prepared 
dry  Photographic  P/ates.— Patent  dated  October  15,  1861.— The  nature  of  this  invention 
consists  in  so  constructinjg^  a  box  for  prepared  dry  photographic  plates  that  any  one  plate  mar 
be  passed  firom  said  box  into  the  plate  holder  without  damage  or  possibility  of  admitting  the 
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external  light  to  satd  plate  or  plates,  or  duricg  the  operation  of  passing  or  transferring  a 
plate  from  the  box  to  the  plate  holder. 

Claim. — ^First,  the  arrangement  of  a  box  with  movable  covers  in  combination  with  suitable 
cross-pieces  «  and  m,  acted  upon  by  springs  to  exclude  the  light  from  the  inner  side  of  said 
box,  constructed  in  the  manner  and  for  the  purpose  set  foith. 

Second,  the  arrangement  of  the  projection  «?,  at  the  end  of  the  upper  cover,  in  combina- 
tion with  the  projection  r,  and  spring  s,  on  the  lower  cover,  in  the  manner  and  for  the  pur- 
pose specified. 

Third,  the  slide  gy  covering  the  hole  A,  for  the  passage  of  the  plate  of  glass,  operated  and 
arranged  in  the  manner  and  for  the  purpose  set  forth. 

Fourth,  the  hinged  lever  or  arm  D,  provided  with  notches  and  operated  by  the  spring  3,  in 
the  manner  and  for  the  purpose  described. 

Fifth,  the  projection  z,  on  the  side  of  the  plate  holder  acting  upon  and  operating  the  slide 
covering  the  iiole  in  the  top  cover,  in  the  manner  and  for  the  purpose  substantially  as  de> 
scribed  and  set  forth. 

Ko.  33,r^01. — J.  L.  Taylor,  of  New  York,  N.  Y. — Improvement  in  Grooving  Machines, — 
Patent  dated  October  15,  1861. — This  invention  consists  of  a  tool  for  cutting  rectangular 
grooves  in  boards,  and  is  composed  of  two  circular  plates  secured  to  a  rotating  mandrel.  To 
Uiese  plates  are  fastened  serrated  or  toothed  cutters  which  make  vertical  cuts  in  the  plank, 
while  the  wood  between  them  is  removed  by  chisel-shaped  cutters  which  follow  them. 

Claim, — ^Tbe  described  tool  for  "dadoing"  or  grooving,  which  consists  of  the  grooved 
clamping  plates  A  A,  adjustable  cutters  C  C  D,  guides  t,  and  screw  shaft  B,  arranged, 
constructed,  and  operating  together  in  the  manner  shown  and  described. 

No.  33,502.— William  H.  Towers,  of  New  York,  N.  Y.,  assignor  to  W.  S.  Bard,  of 
the  same  place. — Improvement  in  Broom  Handles. — Patent  dated  October  15,  1861. — This 
invention  will  bo  understood  by  reference  to  the  claim  and  engraving. 

Claim. — Forming  a  series  of  grooves  around  broom  handles  of  such  relative  sizes  and 
distances  apart  as  shall  correspond  with  the  bulk  of  the  successive  layers  of  broom  com, 
and  the  positions  of  the  respective  lines  of  windings  of  the  wire  binding  the  ends  of  the  same 
in  the  grooves,  substantially  as  described. 

No.  33,503. — ^William  Watson,  of  Tonica,  111. — Improvement  in  Railroad  i?ai7s.— Patent 
dated  October  15,  1861. — ^This  rail  is  composed  of  two  parts  formed  as  shown  by  section  in 
the  engraving,  one  being  placed  on  the  other,  and  held  in  place  by  two  braces,  one  on  each 
side  of  the  ran,  the  whole  being  connected  together  by  a  key -bolt,  for  the  purpose  of  allowing 
tho  upper  part  of  the  rail,  when  worn  out,  to  bo  removed  and  a  new  section  put  in  its  place 
without  removing  the  lower  part  of  tho  rail. 

Claim. — The  improved  mode  of  construction  of  the  railroad  rail  in  its  several  parts  as 
described,  in  combination  with  its  supports  and  braces  bolted  and  fitted  together  in  the  manner 
and  for  the  purposes  described. 

No.  33,504.--E.  M.  Wrigiit,  of  Marysville,  Co\.— Improved  Mode  of  Constructing  Noz- 
zles for  Hydraulic  Pipes, — Patent  dated  October  15,  1861. — ^This  invention  consists  in  pro- 
viding the  end  of  the  nozzle  with  a  chamber  formed  by  projections  on  the  collar,  whereby  a 
sudden  expansion  of  the  water  as  it  leaves  the  nozzle  is  enectually  avoided,  and  a  smooth, 
solid  stream  is  produced. 

Claim. — The  use  and  application  of  the  water  chamber  C  formed  by  the  projections  //, 
for  the  use  and  purpose  and  in  the  manner  substantially  as  set  forth. 

No.  33,505.—D.  B.  CiiATFiELD  and  J.  M.  DuTCHER,  of  La  Grange,  Wis.,  assignors  to 
Thomas  IIakrison,  of  Lafayette,  Wis. — Improvement  in  Water- Elevators. — Patent  dat^ 
October  15,  18GJ. — ^This  invention  consists  in  the  application  of  adjustable  fans,  in  combina- 
tion with  a  chain  of  buckets,  operated  by  weights  and  a  series  of  wheels,  so  as  to  cause  it  to 
i-un  with  a  uniform  speed  and  raise  the  same  amount  of  water  every  hour  until  the  machine 
runs  down. 

Claim, — The  above-described  water-elevator,  in  combination  with  the  fans  N,  substantially 
in  tho  manner  and  for  the  purposes  set  forth. 

No.  33,006.— B.  P.  Foster  and  W.  H.  Chaffee,  of  Flint,  Mich.,  assignors  to  W.  H. 
Flint,  of  tho  same  place. — Improved  Ditclting  and  Tile-Laying  Machine. — Patent  dated 
October  15,  1861. — ^This  invention  consists  in  arranging  the  teeth  or  scrapers  on  the  buckets 
of  an  endless  chain,  so  that  the  teeth  of  one  bucket  shall  come  in  line  with  the  interstices  be- 
tween the  teeth  of  tho  preceding  bucket,  in  such  a  manner  as  to  give  alternate  lines  of  deeper 
penetration  into  the  soil,  these  two  buckets  being  followed  by  one  having  a  scraper  cxtendmg 
the  full  width  of  the  belt.  The  tiles  slide  down  in  guides  and  take  their  position  in  the  ditch, 
and  to  prevent  the  entrance  of  loose  dirt  at  tho  joints  they  are  coverea  by  a  strip  of  cloth, 
which  is  wound  up  on  a  reel,  and  imwinds  as  tho  machine  advances. 

Claim, — First,  the  arrangement  of  teeth  on  the  buckets  of  an  endless  chain,  so  that  those 
on  one  backet  will  follow  the  interstices  between  the  teeth  of  the  one  which  precedes  it,  in 
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Boch  a  manner  as  to  give  altematelj  different  depths  of  penetration,  and  tbes©  two  be  fopowed 
by  a  third  bnckot,  having  a  scraper  instead  of  teeth,  which  cleans  np  the  loose  dirt  which  the 
others  have  left,  as  descnbed. 

Second,  the  combination  of  the  gnide  14  and  15,  reel  13,  and  spont  29,  by  which  the  tile« 
are  laid  and  covered,  arranged  to  work  in  connexion  with  an  excavating  apparatus,  substan- 
tially a»  described. 

No.  33,507.— WiLUAM  Miller,  of  New  York,  N.  T.,  assig:nor  to  Himself  and  Samuel  P. 
WU.LIAMS,  of  the  same  place. — Improvement  in  Album-Cases  for  Photographic  Cards, — 
Patent  dated  October  15,  18G1. — ^The  object  of  this  is  to  produce  an  album-case  which  can 
be  opened  so  as  to  exhibit  a  number  of  photographic  cards  at  once,  and  it  consists  in  the  man- 
ner of  forming  the  leaves  of  metallic  plate,  so  as  to  hold  two  pictures  each,  and  also  in  the 
manner  of  connecting  the  leaves  together,  so  that  one-half  of  the  leaves  constitute  the  case  of 
the  front  ctlpe  of  one  cover,  and  tho  other  half  of  the  other  cover,  which  covers  are  hinged 
together  at  their  backs.  The  cards  are  inserted  at  the  top  of  the  leaves  with  their  backi 
together,  showing  a  picture  on  both  sides  of  each  leaf. 

Claim. — First,  forming  the  leaves  of  tho  case  of  metallic  plates  by  turning  up  a  lip  on 
three  sides  of  the  same,  lapping  and  soldering  them  together  in  the  manner  d^cribed,^  so  as 
to  leave  a  space  between  tnem  for  the  introduction  and  exhibition  of  two  pictures  in  the 
manner  described. 

Second,  the  manner  of  connecting  the  leaves  together  by  hinges  a  formed  of  two  short 
Boctions  of  tubing,  substantially  as  described. 

Third,  attaching  tho  backs  of  the  covers  by  long  hinges  h  b,  and  the  leaves  to  the  front  in 
snch  a  manner  that  when  the  ca«*e  is  shut  the  leaves  are  folded  therein,  and  the  whole  fastened 
together  by  a  single  clasp  /,  as  described. 

No.  33,508.— Robert  Boss,  of  Pittsburg,  Pa.,  assignor  to  Himself  and  Richard  Bond 

of  the  same  -place.— fmprovement  in  Oil-Cups. — Patent  dated  October  15,  1861. — ^This  inven- 
tion consists  of  a  screw-valve,  with  a  stuffing-box  and  an  internal  screwed  valve-spindle,  in 
combination  with  an  annular  chamber  which  communicates  with  the  interior  of  a  lower  reser- 
voir through  any  suitable  number  of  lateral  openings  or  passages,  so  as  to  avoid  the  faucets 
generally  used  in  the  class  of  oil-cups.  The  body  of  the  oil*  cup  is  divided  into  an  upper  and 
tower  compartment,  communicating  with  each  other  through  a  passage.  The  oil  is  admitted 
from  the  upper  to  the  lower  reservoir  by  unscrewing  the  screw-valve  while  the  lower  valve  is 
closed. 

Claim. — The  screw-valve  D,  with  its  stuffing-box,  and  the  screwed  valve-spindlo  E,  in 
combination  with  the  annular  chamber  i  and  its  nassaj^es  j,  tho  whole  being  constructed  and 
arranged  in  respect  to  the  upper  reservoir  A  and  lower  reservoir  B,  as  and  for  the  purpose  set 
forth. 

Wo.  33,509.— Ethan  Aixen,  of  Worcester,  Mass.— /w;»rorerf  Mode  cf  Constructing  Re- 
volving Fire- Arms. — Patent  dated  October  22,  1861. — When  the  pistol  is  cocked  the  stop- 
spring  forces  the  end  of  the  lever-stop  down  until  it  rests  on  a  projecting  part  of  the  triCT[«r» 
while  tho  opposite  end  of  the  lower  stop  is  forced  into  a  recess  of  the  revolving  cylinder,  \^ich 
secures  it  in  the  right  position  to  be  discharged. 

Claim. — Operating  the  lever-stop  G  of  revolving  fire-arms  by  trigjjer  H,  in  combination 
with  a  tumbler  P  and  spring  K,  substantially  as  set  forth  and  described. 

No.  33,510.-8.  W.  Baker,  of  Providence,  R.  J. —Improvement  in  Woven  Endless  Belts. — 

Patent  dated  October  ii*2,  1861. — ^This  invention  relates  to  a  woven  fabric  such  as  is  composed 
•of  several  tiers  of  tilling  threads  inter>voven  with  the  warp  threads.  A  sufficient  number  of 
the  warp  threads  are  cut  to  liberate  the  first  tier  of  filling  threads,  being  the  portion  that  is  to 
form  the  length  of  tho  lap  or  joint.  This  reduces  tho  fabric  tho  thickness  of  one  set  of  filling 
threads ;  then,  at  about  one  inch  firom  the  odge,  the  whole  remaining  surface  is  thinned  by  tho 
removal  of  another  tier  of  filling  threads,  which  forms  a  second  edge;  the  remaining  surface 
is  reduced  by  taking  out  the  third  tier,  6lg.  The  two  bevelled  or  scraped  laps  thus  made  are 
cemented  or  sewed  together. 

Claim. — ^The  mode  described  of  forming  and  uniting  the  ends  of  belts  or  bands,  or  of  other 
thick  material  composed  of  thick  woven  fabric,  as  specified,  whereby  they  present,  when 
finished,  no  perceptible  scam  at  their  lap  or  juncture. 

No.  33,511.— A.  P.  B\RL0W,  of  Dixon,  1\\.— Improved  Washing  Jlfa^Aim;.— Patent  dated 
October  22,  1861. — ^The  claim  and  engraving  explain  tho  nature  of  the  invention. 

Claim. — ^Tho  swinging  nibber  E,  scolloped  rollers  h  i,  roller  B,  blocks  e  «,  and  spiral  spring 
//,  when  the  whole  shtdl  be  constructed  and  arranged  in  the  manner  and  for  uie  purpost 
specified. 

No.  33,512.— R.  H  Blair  and  A.  W.  Beatty,  of  Saltsburg,  V^.—Improvenunt  in  Com- 
bined Clover  Stripper  and  Hay  Rake. — Patent  dated  October  22,  1861. — ^A  box  is  provided  to 
receive  the  clover  tops,  which  are  gathered  by  means  of  a  cemb  and  bar  passing  over  the 
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eomb,  and  which  bar  draws  back  to  it  the  closed  head  into  the  comb.  By  detaching  the  box, 
comb,  and  their  connexions,  and  affixing  a  bar  provided  with  a  series  of  wire  teeth,  it  may  be 
nsed  as  a  rake. 

Claim, — ^The  shaft  I,  provided  with  the  lever  K,  and  attached  to  the  frame  C  of  the  axle  A, 
when  combined  and  used  in  connexion  with  the  raking  device  and  clover  stripper,  as  set  forth. 

No.  33,513.— Matthew  C.  Bogia,  of  Philadelphia,  Ta,—Tmprovemtnt  in  Rammers  for 
Cannon. — ^Patent  dated  October  22,  1861. — ^A  circular  recess  is  formed  in  the  block  or  bead 
of  the  rammer,  and  a  cylindrical  piece  of  gum-elastic  placed  therein.  A  bolt  passes  from  a 
washer  below  this  gnm-elastic  through  it  and  a  washer  above,  and  screws  into  the  handle ; 
the  object  being  to  relieve  the  hands  and  arms  of  the  operator  from  shocks  or  jars  incident  to 
rammers  having  their  heads  rigidlv  connected  to  the  handles. 

Claim. — ^The  head  or  block  A,  the  gum-elastic  block  B,  screw  bolt  D,  handle  H,  and  cover 
G,  the  whole  being  constructed,  arranged  and  operating,  substantially  as  and  for  the  purpose 
set  forth. 

No.  33,514.— Chauncey  Bush,  of  New  York,  N.  Y.^-hnprovtd  Camp  Pan  and  Baker.— 
Patent  dated  October  22,  1861. — ^This  invention  consists  of  two  pans  constructed  with  double 
sides  and  bottoms,  with  non-conducting  material  interposed  between  them,  the  pans  being 
adapted  to  be  used  either  singly  or  attached  together  to  form  a  baker,  which,  when  filled 
with  the  article  to  be  baked,  is  buried  in  hot  ashes  or  placed  in  an  open  fire,  for  the  puipose 
of  expeditiously  cooking  the  article  without  danger  from  excessive  heat. 

Claim. — ^As  a  new  article  of  manufacture,  a  camp  pan  and  baker,  constructed  with  inner 
and  outer  walls,  between  which  non-conducting  material  is  interposed,  and  the  ukensil  adapted 
to  be  used  either  as  a  common  pan  or  as  a  baker,  substantially  as  described. 

No.  33,515.— W.  Z.  W.  Chapman,  of  New  York,  N.  Y.,  and  J.  W.  Chapman,  of  Hyan 
nis,  Mass. — Improvement  in  Carriage  Curtain  Fastenings. — Patent  dated  October  22, 1861. — 
This  invention  consists  of  a  cylindrical  cap  of  thin  metal  having  a  flange  at  its  lower  end;  a 
slot  is  made  through  this  cap  from  which  a  spring  catch  projects.  This  is  used  in  connexion 
with  a  '*grommet**  made  of  two  parts,  from  one  of  which  project  pins  that  pierce  through  the 
curtain  when  applied.  To  the  inner  side  of  the  curtain  and  upon  the  points  of  the  pins  a 
circular  disc  of  rubber  is  applied,  so  as  to  render  the  fastening  free  from  the  usual  noise  and 
rattling. 

Claim. — ^The  constructing  of  the  catch  or  knob,  substantially  as  specified. 

Also  the  noiseless  grommet  fastening,  as  and  for  the  purposes  specified. 

No.  33,516.— Thomas  Clancy,  of  Chicago,  lU.—bnprovement  in  Cutting  Trowst^s.— 
Patent  dated  October  22, 1861. — ^This  invention  consists  in  proportioning  the  parts  find  placing 
the  patterns  in  such  a  manner  that  the  entire  material  required  for  one-half  the  trowsers  or 
overalls  shall  be  included  within  two  parallel  lines  drawn  diagonally  across  the  length  of  the 
material,  for  the  purpose  of  preventing  waste  in  cutting. 

Claim. — ^The  metnod  of  cutting  trowsers  and  overalls,  as  described,  in  which  one-half  of 
the  article  is  included  within  two  parallel  diagonal  lines  drawn  across  the  material. 

No.  33,517. — ^Henry  Cook,  of  Manchester,  England. — Improvement  in  the  Manufacture 
of  Hoop  5^trtf.— Patent  dated  October  22,  1861.— Patented  October  20,  I860.— This  inven- 
tion consists  in  constructing  the  material  in  a  wavy  or  corrugated  form,  so  that  the  folds  of 
the  dress  will  fall  gp*acefuUy  over  the  wavy  lino  instead  of  bulging  out  and  forming  flat  un- 
broken curves. 

Claim. — The  use  of  crinoline  or  st9el  or  other  suitable  material  of  a  wavy  or  corrugated 
form  in  the  manufacture  of  petticoats  or  skirts,  as  set  forth. 

No.  33,518.— Truman  Cooley,  of  Brockport,  N.  Y. — Improvement  in  Feathering  Pad 
die  tVheels. — ^Patent  dated  October  22,  1861. — The  arms  are  set  in  flanges  which  are  attached 
to  the  main  driving  shafl,  the  flange  being  formed  by  using  a  core  to  make  the  slant  for  the 
two  sets  of  iron  arms.  Brackets  are  then  placed  for  the  boxes  of  the  crank  pin,  made  eccen- 
tric to  the  wheel.  The  crank  roller  revolves  on  the  shaft,  and  as  all  the  wheels  revolve,  the 
buckets  will  be  kept  in  an  upright  or  feathered  position. 

Claim. — First,  tne  plate  P  and  manner  of  constructing  the  friction  rollers  L,  as  connected 
with  and  adjusted  to  tne  flange  J,  by  the  slots  /,  as  shown. 

Second,  the  manner  of  constructing  and  efiecting  the  eccentric  motion  of  the  wheels  I  and 
H,  operating  and  feathering  of  the  paddle  C  by  tne  crank  Fig.  6,  in  combination  with  the 
lignumvitse  box  Y  and  the  tapering  journal  Fig.  7,  also  in  combination  with  paddle  C  and 
paddle  bar  F,  with  the  diagonal  and  parallel  braces  /n,  when  constructed  and  arranged  in  the 
manner  and  for  the  purpose  substantially  as  set  forth. 

No.  33,519.-8.  W.  Cox  and  J.  H.  Trowbridge,  of  New  Haven,  Conn.— Improvement 
in  Trace  Fastenings. — Patent  dated  October  22,  1861. — This  invention  consists  in  the  use  of 
a  spring  loop,  one  end  of  which  is  pivoted  to  the  whiffletree  and  the  other  enters  the  eye  in  its* 
journal,  thus  holding  the  trace  in  position. 
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Claim, — The  trace  fastening  C  C  c,  constnicted,  applied  and  operating  as  described,  in 
combination  with  a  whifiietree  and  the  eye  in  the  journul  thereof,  as  and  for  the  purposes  set 
forth. 

No.  33,520.— George  Crompton,  of  Worcester,  UasR.^Improvement  in  Potter  Looms, — 
Patent  dated  October  22, 1861. — ^This  invention  relates,  first,  to  the  motion  which  operates  the 
liller  and  depresser;  and,  secondly,  to  the  angle  of  the  shed  in  harness  motion  of  facing  looms. 
A  connecting  arm  attached  to  a  rocking  plate  is  a^usted  by  studs  in  difierent  parts  of  their 
slots,  so  that  more  or  less  pause  may  be  conununicated  to  the  slide  rods  and  through  the  j^ks 
which  operate  the  harness  to  the  shed  of  the  warp,  thereby  obtaining  an  uninterrupted  pai>- 
sage  for  the  flight  of  the  shuttle. 

Claim, — The  operation  of  the  crank  on  the  rocker  plate  and  the  combination  therewith  of 
the  connexion  to  the  lifler  and  depresser,  as  and  for  the  purpose  set  forth. 

Also  the  arrangement  of  the  Ufter  and  depresser  for  producing  an  incline  to  the  shed,  as 
described. 

No.  33,521.— Henry  Davies,  of  Portsmouth,  O,— Improved  Apparatus  for  Heating  Air 
for  Blast  Furnaces^  4pc.— Patent  dated  October  22, 1861. — The  air  from  the  blowing  macbin© 
IS  introduced  by  a  lower  pipe,  and  passes  through  a  series  of  smaller  pipes,  taking  a  spiral 
couise.  This  course  of  the  Current  will  produce  a  centnfngal  force,  and.as  the  colder  parti- 
cles of  air  will  be  the  heavier,  they  will  constantly  be  thrown  out  against  the  inside  of  the 
pipes  and  displace  the  hot  particles  already  heated,  thereby  increasing  the  blast. 

Claim. — First,  the  pipes  C,  boxes  B  and  F,  and  covers  D,  when  constructed,  combined, 
and  arranged  substantially  as  and  for  the  purposes  set  forth. 

Second,  the  construction  and  use  of  tuoes,  through  which  air  is  to  be  passed  for  the  pur- 
-  pose  of  being  heated,  with  an  internal  spiral  partition  or  screw,  substantially  as  set  forth. 

No.  33,522.— WlLUAM  Ellmaker,  of  New  Holland,  T&.—Jmprovemtmt  in  Self-Acting 
Brakes  for  Carriage*.— Patent  dated  October  22,  1861. — This  invention  consists  in  a  soil- 
acting  brake  for  buggies  and  other  vehicles,  in  which  the  brake  levers  are  operated  by  rods 
connected  to  eyes,  in  the  ends  of  which  the  backing  straps  are  attached.  The  brakes  are  held 
off  the  wheels  by  a  spiral  sprine  around  the  rods,  which  springy  are  of  sufficient  strength  to 
prevent  the  action  of  the  brake  levers  when  backing  on  level  ground. 

Claim, — The  arrangement  of  the  rod  G,  with  its  eye  I,  spiral  spring  H,  hook  end  or  ends 
G^  in  combination  with  the  lever  £,  fulcrum  and  pin  s,  and  rubber  F,  when  arranged  and 
combined,  substantially  as  set  forth,  for  the  purpose  specified. 

No.  33,523.— Oscar  Falke,  of  New  York,  N.  Y.,  and  Edward  Simon,  of  Washington, 
N.  3, ^Improvement  in  Arrangement  of  Metallic  Plates  for  Vulcanizing  Rubber  and  other 
Gums, — Patent  dated  October  22, 1861. — ^To  prevent  blistering,  which  b  mcidental  to  the  us« 
of  two  metallic  p'ates  between  two  sheets  of  rubber,  use  is  made  of  but  one  piate  between 
the  sheets,  and  tiie  gutta-percha  is  caused  to  adhere  closely  to  the  plates  by  subjecting  them 
to  pressure. 

C7aim.— The  described  mode  of  arranging  and  treating  India-rubber,  gutta-percha,  and 
other  vulcanizable  gums,  substantially  as  d^cribed,  for  the  purposes  specihed. 

No.  33,524.— Gust AVUS  Finken,  of  Brooklyn,  N.  Y.—Improrement  in  the  Manufacture 
»f  Cube  5ii^ar.— Patent  dated  October  22,  J 861. —A  series  of  screens  arranged  in  an  upright 
trunk  and  inclined  in  opposite  directions,  alternately,  receive  the  granular  sugar.  Steam  en- 
ters a  pipe  at  the  lower  end,  so  that  every  grain  is  subjected  to  the  heating  and  moistening 
influence,  the  sugar  passing  from  the  lowest  screen  tlirough  an  opening  in  the  trunk  to  the 
moulding  apparatus. 

C/aim.— The  manufacture  of  cube  sugar,  the  preparation  of  the  granular  sugar  for  th« 
moulding  or  cube-ibrming  apparatus  by  treatment  with  steam,  substantially  as  described. 

No.  33,525.— George  Hamel,  of  Abington,  Psk,^Improvement  in  Scopes.— Patent  dated 
October  22,  1861.— The  claim  and  engraving  explain  the  nature  of  this  invention,  the  object 
being  to  prevent  the  ash  dust  from  escaping  mto  the  room,  and  to  cause  it  to  be  conducted  to 
the  chimney  flue. 

C/atm.— The  application  of  a  permanently-fixed  dust  chamber  A  to  the  grate  front  of  a  stove, 
the  said  chamber  being  open  to  the  ash  space  below,  and  being  provided  at  its  upper  part 
with  an  ac^ustable  opening  g  and  a  damper  h,  and  its  lower  part  with  a  door  t,  the  whoW 
beine  constructed  ana  arranged  to  operate  substantially  in  the  manner  described  and  set  forth, 
and  for  the  purpose  specified. 

No.  33,526.— JaBEZ  W.  Hayes,  of  Newark,  N.  J,— Improvement  in  Apparatus  for  Print- 
ing  Bank  Notes, — Patent  dated  October  22,  1861. — This  invention  consists  in  the  adoption  of 
a  method  similar  to  that  employed  in  striking  up  coins  and  medals,  viz:  the  strict  confinement 
of  all  the  parts  when  in  the  act  of  printing,  to  which  is  added  the  application,  first,  of  a  set 
or  stated  pressure  to  the  plate  and  paper  preparatory  to  the  full  impre8sion,  and  upou  this  the 
application  of  a  secondary  pressure,  progressive  or  cumulative,  in  character  with  very  great 
momentum,  resolving  itself  at  last,  by  reason  of  its  momentum,  into  a  blow. 
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Claim, — ^First,  the  plunger  J,  with  a  rnbber  or  axialogons  face  or  covering,  in  combination 
with  the  chase  I  and  platen  B,  operating  in  the  manner  and  for  the  purpose  substantially  a£ 
described. 

Second,  the  levers  E  H,  step  block  Q,  and  platen  B,  with  the  plate  A  and  screw  D,  the 
whole  combined  and  operating  in  the  manner  and  for  the  purpose  substantially  as  described. 

No.  33,527.— Charles  W.  Irwin,  of  St.  Louis,  lio,--JmprovemetU  in  Cot  Frames.^ 
Patent  dated  October  22,  1861. — In  each  end  of  the  head  and  foot  pieces  is  cut  a  mortise,  into 
which  the  side  rails  are  inserted.  The  lees  are  pivoted  to  the  head  and  foot  pieces  between 
the  ends  of  the  rails,  so  that  the^  can  be  folded  up  against  the  said  pieces. 

Claim. — The  head  and  foot  pieces  A  A,  rails  H  B,  and  legs  c  c,  when  the  whole  are  made 
and  arranged  with  respect  to  each  other,  substantially  in  the  manner  described,  for  the  pur- 
pose specified. 

No.  33,528.— William  B.  Johns,  of  Georgetown,  D.  C— Improvement  in  Convertible  Cloaks 
and  Tents, — ^Patent  dated  October  22,  1861. — ^This  invention  consists  of  a  peculiarly-shaped 
sheet,  which  may  be  secured  around  a  soldier^s  kit  so  as  to  form  a  knapsack,  and  also  be 
used  as  a  military  cloak.  By  means  of  hooks  and  eyes  a  number  of  these  sheets  may  be  se- 
cured together  to  form  a  tent. 

Claim, — ^The  addition  of  a  triangular-shaped  flap  B  to  the  rectimgular-shaped  body  A  of 
my  improved  convertible  military  equipment,  when  the  said  military  equipment  has  substan- 
tially tne  form  and  proportions  shown  m  the  accompanying  drawings. 

Also,  when  my  improved  military  equipment  has  substantially  the  shape  represented  in  the 
accompanying  orawings,  forming  a  slit  p  in  the  said  equipment  in  the  position  shown  in  said 
drawings,  and  for  the  purpose  set  forth. 

Also,  when  my  improved  military  equipment  has  substantially  the  shape  represented  in  the 
accompanying  drawings,  fnmishine  one  end  and  one  side  of  the  rectangular  portion  thereof 
,  with  a  single  series  of  nooks  ee  and  a  double  series  of  eyes  //,  substantially  as  represented 
in  said  drawings. 

No.  33,#29.— George  C.  Lane,  of  Buffalo,  N.  Y,--Imprqved  Camp  CAm^.— Patent  dated 
October  22,  1861. — This  chest  consists  of  two  equal  parts.  Two  supplementary  covers  are 
hinged  on  the  firont  side  of  its  top  and  bottom;  the  covers  are  further  secured  to  the  chest  by 
hasps,  which,  being  buttoned  on  to  pins,  are  fastened  together.  On  the  inside  of  the  chest  w 
a  bolt  passing  through  the  top  and  hK)ttom  into  the  supplementary  covers,  to  render  them  firm. 
By  this  construction  the  chest  is  readily  converted  into  a  table. 

Claim, — The  combination  and  arrangement  of  the  supplemental  covers  Bl  and  B2,  hasp 
E,  movable  dowel  6,  and  locking  device  F,  operating  substantially  as  set  forth  and  for  the 
purpose  specified. 

No.  33,530.— Charles  F.  Leisen,  of  Philadelphia,  Pa. — Improvement  in  Breech-Loading 
Ordnanu, — ^Patent  dated  October  22,  1861. — The  breech  is  provided  with  a  screw  thread  and 
with  handles ;  portions  of  the  screw  thread  are  removed  by  cutting  grooves  therein  at  equal 
distances  apart.  In  the  counterbore  of  the  body  of  the  gun  corresponding  screw  threads  and 
grooves  are  cut;  the  width  of  the  portions  of  the  thread  between  the  grooves  on  the  breech- 
piece  being  rather  less  than  the  grooves  in  the  counterbore.  The  breech  is  turned  to  the  po- 
sition, indicated  by  the  screw  threads  on  the  breech,  being  opposite  the  grooves  in  the  thread 
of  the  counterbore,  by  taking  hold  of  the  handles.  The.  breech  is  then  drawn  bodily  back- 
ward out  of  the  counterbore,  a  metallic  ring  in  which  a  portion  of  the  breech  fits  and  a  slide 
arranged  below  the  counterbore  coming  back  with  it  ana  supporting  it,  and  when  withdrawn 
from  the  counterbore  the  breech  drops  into  a  position  for  the  reception  of  the  cartridge,  and 
being  pushed  into  the  counterbore  and  turned  it  is  screwed  up  tightly  ready  for  firing. 

Claim, — ^The  combination  of  the  chambered  breech,  constructed  and  fitted  to  the  body  of 
the  gun  as  described,  the  ring  C  and  the  slide  D,  when  the  whole  are  arranged  to  operate 
and  to  present  the  breech  for  loading  in  the  position  and  condition  described. 

No.  33,531. — ^LoLis  Lelono  and  John  Decamp,  of  Newark^  N.  J. — Improvement  in  Im- 
plements for  Feeding  Percussion  Caps, — ^Patent  dated  October  22»  1861. — ^The  caps  are  placed 
with  their  open  ends  upward  in  a  box  of  the  exact  depth  needed  to  keep  the  caps  from  turn- 
ing over  when  the  lid  is  closed.  Upon  turning  the  box  downwards  the  gravity  of  the  caps 
will,  from  the  peculiar  pointed  shape  of  the  end  of  the  box,  place  a  single  cap  at  a  point 
where  it  stands  against  the  box  on  one  side  and  against  a  jaw  on  the  other  side,  which  latter 
vibrates  on  a  hinge  and  is  moved  by  a  small  knob  held  in  position  by  a  spring.  A  pressure 
upon  the  said  knob  allows  the  cap  to  slip  to  the  end  of  the  box  where  it  is  held  by  the  end  of 
the  jaw. 

Claim, — The  percussion-cap  holder  and  priqaer,  when  constructed,  arranged,  and  com- 
bined, substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  33,532.— John  B.  Love,  of  Philadelphia,  Va,— Improvement  in  Iron  Vessels  and  Wa- 
ter Batteries, — ^Patent  dated  October  22,  1861. — Wrought  iron  or  steel  plates  provided  with 
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recesses  and  flanges  fittinc;  together  are  formed  into  a  plate  and  placed  in  the  npper  tier.  A 
lower  series  of  plates  of  the  same  width  and  thickness  as  the  upper  series  are  edeed  together. 
Both  scries  are  secured  to  the  wall  of  the  vessel  hj  conical  bolts,  and  between  me  laps  is  in- 
serted a  comprassiblo  metal  or  a  vulcanized  gum  cloth. 

Claim. — First,  the  manner  described  of  constructing  the  plates  so  as  to  combine  them  to- 
gether with  each  other  and  the  walls  of  an  iron  war- vessel  or  water  battery,  the  same  consist- 
mg  of  the  flush  hipping  of  the  edges  of  the  plates,  the  Intermediating  packing  E,  and  tlie 
conical  draw-bolts  D,  the  whole  being  constructed  and  combined  together  with  the  wall  A, 
substantiallv  in  the  manner  described  and  set  forth. 

Second,  the  projecting  flange  e  on  the  plates  of  the  upper  series  B,  when  the  same  is  made 
to  rest  directly  upon  the  upper  edge  of  the  wall  A,  substantially  in  the  manner  described, 
and  for  the  purpose  of  supporting  me  said  plates  more  securely. 

Third,  the  cap  F,  when  the  same  is  constructed  as  described  and  applied  to  operate  in  com- 
bination with  the  upper  edge  of  the  wall  A  and  the  upper  series  of  plates  B,  substantially  as 
described  and  for  the  purposes  specified. 

No.  33,533.— William  McIntosh,  of  Wilmington,  111— Improvement  *n  Grain  and  Grass 
Harvesters, — Patent  dated  October  22,  1861. — ^Attached  to  the  driving  wheel  is  a  -concentric 
toothed  rim  into  which  a  pinion  gears,  the  pinion  being  on  the  outer  end  of  a  shaft  provided 
with  a  zigzag  or  serpentine  cam.  The  sickle  works  m  the  finger-bar,  at  the  outer  end  oi 
which  is  a  shoe  having  a  wheel  at  its  back.  To  the  upper  surface  of  the  sickle,  at  its  inner 
part,  two  friction  rollers  are  attached,  between  which  the  serpentine  rim  of  the  cam  works. 

Claim, — In  combination  with  the  serpentine  cam  H  and  rollers//,  or  their  equivalents,  the 
rollers  d  d,  placed  in  the  bar  c  of  the  main  frame  A,  and  arrangCKl  relatively  with  the  sickle 
K,  so  as  to  serve  as  bearings  for  its  back  edge  behind  the  cam  U,  as  shown  and  described. 

No.  33,534.— <:;handler  McWayne,  of  Sacramento,  Cal.— /mprarenwHt  in  Railroads  and 
Curs. — Patent  dated  October  22,  1861. — This  invenkion  consists  in  the  construction  of  a  rail- 
road with  a  single  elevated  rail,  and  having  a  car  placed  or  suspended  thereon,  so  arranged 
as  to  be  balanced  on  the  single  rail,  however  unequally  passengers  or  freight  may  be  disposed 
in  the  car,  provision  bein^  made  for  keeping  the  car  in  a  proper  horizontal  position  while 
being  loaded  and  unloaded. 

Claim. — First,  the  elevated  rail  A,  when  used  in  connexion  with  a  car  B  placed  or  sus- 
pended thereon  in  a  state  of  equipoise,  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  suspending  of  the  seats  C,  in  the  car  B,  from  segment  plates  J,  connected  with 
bars  K  L,  which  are  actuated  through  the  medium  of  the  levers  M  P,  for  the  purpose  of  od- 
iuHting  the  seats  laterally  when  required  for  balancing  the  car  on  the  rail. 

Third,  the  employment  or  use  of^the  weight  I,  attached  to  the  windlass  G  on  the  top  of  the 
car,  in  combination  with  the  inclined  trougns  F  F  placed  in  the  car,  all  arranged  for  tlio  pur- 
pose of  balancing  the  car  on  the  rail. 

Fourth,  the  a(^ustable  bars  Q  Q  placed  one  at  each  side  of  the  car  B  and  arranged  as 
shown,  for  the  purpose  of  sustaining  the  car  when  stationary  in  a  horizontal  position,  as  set 
forth. 

No.  33,535. — John  Mellino,  of  Bolton,  England. — Improrement  in  Machines  for  Making 
Bricks. — Patent  dated  October  22,  1861. — The  nature  and  object  of  this  invention  will  be 
understood  from  the  claim. 

Claim. — In  one  machine  the  combination  with  the  mechanism  for  forming  bricks  by  press- 
ing the  clay  into  moulds,  of  an  air-pump  for  exhausting  the  aii>and  gases  urom  the  material 
in  the  moulds,  so  that  the  operations  shall  be  simultaneous,  as  set  form. 

Also,  the  combination  and  an-angement  of  the  devices  for  performing  the  operations  of  fill- 
ing the  moulds,  pressing  the  materials  therein,  exhausting  the  air  anS  gases  therefrom,  and 
reoioving  the  bricks  or  other  products  made  from  the  machine,  substantially  as  described  and 
tor  the  purpose  set  forth. 

Also,  the  combination  with,  and  arrangement  in  relation  to  a  travelling  mould-block  or 
plate  having  any  required  number  of  moulds  formed  therein  of  any  desired  size  or  shape,  of 
the  filling,  pressing,  air-exhausting  and  pushing-off  devices,  so  as  to  operate  as  described, 
whereby  such  intermittent  motion  is  imparted  to  the  said  mould-block  as  to  bring  it  in  appo- 
sition with  the  said  filling,  pressing,  air-exhausting  and  pushing-ofif  devices  at  the  proper 
times,  as  set  forth. 

Also,  the  perforated  plate  Q^  in  combination  with  the  air-pump  used  for  exhausting  lur  or 
gases  from  the  material  in  the  moulds,  as  described. 

Also,  so  arranging  the  plunger  bearing  as  to  cause  the  plungers  to  operate  with  penna- 
nen!ly  elastic  yielding  pressure  while  filhug  the  moulds,  substantially  as  described. 

AIho«  the  arrangement  of  devices  for  removing  the  bricks  or  other  articles  when  formed 
from  the  machine,  the  same  consisting  of  the  lever  z  and  the  pushing  blocks  D,  operated  sub* 
stantiAlly  as  described. 

Also,  the  combination  of  devices  whereby  an  intermittent  rotary  motion  ia  given  to  the 
mould-block  or  plate  in  such  a  manner  as  to  carry  the  moulds  or  dies  in  the  proper  localities 
for  the  material  with  which  the^  are  filled,  to  be  operated  upon  and  remain  stationary  during 
such  operation.s  the  same  consisting  substantially  of  the  eccentric  wheel  F',  wheel  frame  Q, 
and  ratchet  wheel  K,  operating  together  as  described. 
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No.  33,536. — James  H.  Merrill,  of  Baltimore,  Md. — Improvement  in  Breech-Loading 
Fire- Arms, — ^Patent  dated  October  22, 1861. — This  invention  consists  in  arranging  the  breech- 
plug  so  that  it  may  be  taken  out  of  its  channel,  cleaned,  and  restored  to  it,  witnout  separating 
any  of  the  parts  of  the  arm  or  lever  which  actuates  said  breech-plug. 

C/aim.— The  combination  of  the  groove  or  analogous  contrivances  x  x  with  the  groove  i, 
in  which  the  mechanism  by  which  the  levers  and  plug  are  controlled  in  their  movement,  as 
represented  in  the  accompanying  drawings,  whereby  the  plug  or  breech-pin  may  be  with- 
dnbwn  from  the  channel  in  which  it  moves,  substantially  as  described. 

No.  33,537. — Jacob  Meyer,  of  Chicago,  III. — Improvement  in  Grain  Separators. — ^Patent 
dated  October  22,  1861. — ^In  this  machine  the  grain  passes  from  the  hopper  on  to  a  screen, 
through  which  it  passes  to  a  coarse  sieve,  from  which  the  sound  portion  finds  its  way  through 
a  slot  in  the  trough,  whence  it  falls  into  a  wind  chamber,  the  impurities  or  foreign  substances 
passing  out  of  the  screen  by  an  inclined  spout.  A  sliding-box  at  the  bottom  is  provided  wiph 
sheet-iron  plates,  which  are  inclined  so  as  to  separate  the  different  qualities  or  kinds  of  gruiu. 

Claim, — ^The  arrangement  of  the  screen  c,  fanning-box  m,  and  curved  fans  n,  wind  cham- 
ber gj  and  sliding-box,  with  its  separating  plates  p  and  r,  the  whole  constructed  and  operating 
substantially  as  and  for  the  purpose  set  lorth. 

No.  33,538.— John  Myers  and  George  Elberg,  of  Cincinnati,  O. — Improvement  in 
Street  Senders, — Patent  dated  October  22,  1861. — ^This  invention  consists  in  a  system  of  self- 
closing  traps  or  doors  for  the  inlets  of  street  sewers,  said  traps  bein^  adapted  to  open  more  or 
less  according  to  the  volume  of  the  current,  and,  when  shut,  to  conmie  the  exhalations  within 
the  sewer,  thus  dispensing  with  the  usual  wells  or  water  traps. 

Claim, — ^The  arrangement  of  doors  £  £,  yielding  comer  piece  F',  curb  B,  and  inclined 
seats  c,  or  equivalent  devices  for  the  automatic  closing  of  sewer  inlets  without  obstructing 
the  passages  thereof  in  the  manner  set  forth. 

No.  33,539. — ^Wiluam  Nefp,  of  Centre  Hall,  Tek,— Improvement  in  Harvesting  MacJtines,^ 
Patent  dated  October  22,  1861. — The  nature  and  object  of  this  invention  will  be  understood 
by  reference  to  the  claim  and  engravings. 

Claim, — First,  in  combination  with  a  rolling  coupling  arm,  the  hinged  Y-shaped  brace  with 
its  bosses  for  the  purpose  of  so  uniting  the  finder-bar  to  the  main  frame  as  that  it  may  con- 
form to  the  undulations  of  the  ground  over  which  it  passes,  and  be  turned  up  against  and  be 
carried  bv  the  main  frame  when  transporting  the  machine  from  place  to  place,  substantially 
as  described. 

Also,  in  combination  with  a  hinged  yieldinfj^  finger-bar,  a  hinged  platform,  a  hinged  side 
piece,  and  the  flexible  and  adjustable  suspendmg  devices,  so  that  the  platform  may  be  ad- 
lusted  as  to  height,  and  so  that  the  finger-beam  and  platform  may  be  folaed  up  against,  to  be 
be  carried  by,  the  main  frame  when  transporting  the  machine  from  place  to  place,  substan- 
tially as  described. 

Also,  as  a  clutching  and  unclntching  device  for  making  the  wheels  and  axle  of  a  harvest- 
ing machine  move  together  or  independently  of  each  other,  the  combination  of  the  ratchets 
It,  star  wheels  v,  with  their  springs,  slots,  and  feathers,  as  described  and  represented. 

No.  33,540.— Moses  M.  Pettes,  of  West  Concord,  Yu— Improvement  in  Boots  and  Shoes,— 
Patent  dated  October  22,  J  861. — ^The  outer  portions  of  the  sole  and  heel  are  perforated  to  re- 
ceive metal  heads,  which  latter  are  of  cylindncal  form  and  provided  with  flange  at  their 
inner  ends,  bv  means  of  which  they  are  retained  in  proper  position  as  the  sole  wears  away. 

Claim, — The  arrangement  of  the  flanged  metallic  heads  E,  between  the  soles  A  B  C  D,  in 
the  manner  shown  and  described. 

No.  33,541.— Anthony  Pfund,  of  New  York,  N.  Y. -^Improvement  in  Shells  for  Ord- 
nance.— Patent  dated  October  22, 1861. — ^The  nature  and  object  of  this  invention  are  explained 
by  the  claim. 

Claim. — ^The  construction  of  projectiles  for  different  guns,  made  of  different  sizes,  and  of 
shapes,  according  to  the  principles  set  forth  in  the  specification,  to  consist  of  two  principal 
parts  of  shells,  united  and  secured  together  with  lead  or  other  soil  metal  composition,  and 
arranged  in  such  manner  that  the  surrounding  outside  shell  forms  the  hammer  to  the  nipple 
and  percussion  cap,  or  nipples  and  caps,  attached  to  the  inside  shell,  which  shell,  when  charged 
with  powder  or  other  exploding  materials,  and  shot  from  a  gun,  will  explode  at  the  time  when 
the  projectile  strikes  a  suitable  object,  in  the  manner  set  forth. 

No.  33,542. — John  L.  Piper,  of  Altoona,  Va,— Improvement  in  Bearing  Block  for  Bridge 
Trusses, — Patent  dated  October  22,  1861. — ^The  claim  and  drawings  explain  the  nature  and 
object  of  this  invention. 

cYatift.— Making  the  tubes  for  the  bolts  separate  from  the  bed  of  the  block  so  that  they  can 
yield  or  vibrate  when  reauired  without  injuring  or  breaking  either  the  bed  or  tube. 

Also,  rounding  the  ends  of  the  tubes,  and  fitting  them  to  a  carved  seat  in  the  bed  so  that 
they  can  vibrate  without  materially  lessening  the  bearing  surface  between  the  bed  and  tube, 
substantially  as  described. 
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No.  33,543.— Moses  T.  Ridout,  of  Milwaukie,  Wis. — Improvement  in  Boofjodks.— Patent 
dated  October  2*2,  M)]. — This  invention  consists  in  the  use  of  a  movable  toe  piece  which 
viides  over  the  jaws  of  the  bootjack  so  as  to  fit  any  sized  boot,  and  which  is  pressed  np  by  the 
loe  of  the  boot  into  contact  witn  ratchet  teeth  formed  on  the  under  side  of  the  jaws,  by  which 
it  Ls  held  in  place  until  the  boot  is  drawn  off. 

Claim. — The  combination  of  the  icoth  jaws  A  A  a,  and  sliding  toe  piece  C  c,  constracted 
and  operating  substantially  as  and  for  the  purpose  set  forth. 

No.  33,544. — Ezra  ItiPLEY,  of  Troy,  N.  Y. — Improvement  in  Repeating  Gun  Battery. — 

Patent  dated  OctolxT  'J'J,  18t>l. — This  invention  consists  in  arran^ng  a  series  of  gun  barrels 
•pen  at  both  ends  in  the  form  of  a  skeleton  cylinder,  to  which  i»  s^apted  a  breech  block  or 
ring  having  a  .series  of  charge  chambers  to  correspond  with  the  series  of  barrels,  and  which, 
alU'i  it  is  tiled,  can  be  instantly  detached,  and  its  place  supplied  by  another  series  ready 
charged.  A  lotary  detachable  8i)ring  hammer  is  caused  to  ride  over  a  series  of  ratchet^haped 
cam.s.  so  as  to  striko  a  blow  upon  eiich  cap  nipple  in  succession. 

(  iatm. — The  detachable  rotary  discharging  nammer  A,  and  separable,  many  chambered 
breeching  B,  when  they  are  constructed  and  secured,  in  combination  with  the  cyhndrical  series 
ot  barrels  c,  so  as  to  permit  convenient  and  rapid  tiring,  and  the  ready  detachment  and  reat- 
tachment of  the  said  cbambeitKl  breeching  and  hammer,  substantially  as  described  and  shown. 

No.  33,545. — Jacob  Ruth,  of  Philadelphia,  Pa. — Improvement  in  Apparatus  for  Removing 
Invalids. — Patent  dated  October  2*2,  IK>I .  —This  invention  consists  of  a  trame  made  to  traverse 
near  the  ceihng  of  a  room :  cord^  attached  to  a  windlass  pa^s  over  pulleys  in  this  frame,  and 
thence  to  pulleys  in  a  frame  below ;  from  this  latter  frame  hang  straps  which  are  connected 
by  hooks  to  bands  placed  beneath  the  invalid,  who  may  be  thus  raised  to  the  required  height, 
and  by  means  of  the  traversing  frame  transferred  to  any  part  of  the  room  desired. 

Claim, — The  frame  I^  with  its  band>  or  straps,  in  combination  with  the  traversing  platform, 
and  the  system  of  raising  and  lowering  cord  described,  or  their  equivalents,  for  the  purpose 
specified. 

No.  33,546. — Christian  Sharps,  of  Philadelphia,  Pa.— Improvement  in  Hammer  Guards 
to  tire-arms, — Patent  dated  October  22,  1861. — The  object  of  this  invention  is  to  prevent  the 
hammer  from  resting  on  the  metallic  cartridge  or  percussion  cap  and  it  consists  in  the  use  of 
a  curved  met€d  strip  which  may  be  moved  up  so  as  to  prevent  the  hammer  from  touching  the 
cartridges  when  the  gun  is  not  in  use.  When  the  hammer  is  drawn  back  in  cocking  a  pm 
projecting  from  it  striKes  against  the  extremity  of  the  ciu^ed  strip  and  draws  it  back  out  of 
the  way. 

Claim. — The  curved  guard  D,  with  its  projection  y,  in  combination  with  the  hammer  C,  its 
collar  z,  and  pin  7,  the  whole  being  arranged  on  a  fire-arm  for  discharg^g  metallic  cartridges, 
as  and  for  the  pm-pose  set  forth. 

No.  33,547.— CanceUed. 

No.  33,548.— Melancthon  Stilwell,  of  Manlius,  N.  Y.—Imvrovement  in  Beehives.-— 
Patent  dated  October  22,  1861 — This  invention  consists  in  a  methoa  of  adaptin|^  straw  in  the 
material  for  construction  of  beehives,  the  straw  mats  composing  the  sides  bemg  formed  at 
their  ends  so  as  to  fit  closely  into  clamping  comers,  where  they  are  further  secured  bv  hard 
wood  pe^.  A  straw  mat  is  substituted  for  the  honey  board  when  the  working  season  is  over 
for  allowing  the  moisture  to  evaporate. 

Claim, — First,  constructing  beehives  of  straw,  by  securing  the  straw  mats  A'  to  the  wooden 
frame,  bv  means  of  the  clamping  comer  boards  c,  pegs  A,  and  cords  e,  substantially  as  set 
forth  and  described. 

Second,  the  straw  mat  D,  when  constmcted  and  used,  as  and  for  the  purposes  set  forth  and 
described. 

No.  33,549.— F.  Steubel  and  August  Roos,  of  New  York,  N.  Y,— Improved  Mode  of 
Cooling  Beer  and  other  Liquids, — Patent  dated  October  22,  1861. — ^The  nature  of  this  inven- 
tion consists  in  passing  the  beer  or  other  liquid,  while  hot,  through  a  series  of  metal  tubes, 
surrounded  by  cold  water,  whereby  it  is  cooled  without  being  ejcposed  to  the  air,  or  suffering 
loss  by  evaporation. 

Claim, — The  cooler  for  beer  and  other  liquids  as  described  and  referred  to  in  the  drawings 
attached,  as  set  forth  in  the  specification,  or  any  other  substantially  the  same,  to  produce  the 
intended  efiect. 

No.  :^5,550.— B.  F.  Taber,  of  Buffalo,  N.  Y .^-Improvement  in  Rotary  Pttm;?^.— Patent 
dated  October  22,  1861. — In  determining  the  form  of  the  shell  and  the  position  of  the  valve 
cylinder  within  it,  a  perpendicular  hne  is  drawn  through  the  centre  of  the  valve  cylinder. 
Two  other  lines  are  also  drawn  through  the  centre  at  aujifles  of  4.>^  to  the  first  line,  dividing 
the  cylinder  into  four  equal  parts.  A  part  of  the  shell  oii  the  side  ot  the  discharge  orifice  is 
the  quadrant  of  a  circle  concentric  with  the  valve  cylinder  and  of  equal  radius.  The  v^ve 
cylinder  revolves  in  contact  with  this  part  of  the  sheU  forming  an  abutment  which  causes  the 
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discharge  of  the  lic^uid  being  pumped.  The  shell  directly  opposite  is  also  the  quadrant  of  a 
circle  concentric  with  the  valve  cylinder,  but  of  greater  radius  forming  the  suction  space. 
The  valves  are  caused  to  move  steadily  by  flanges  projecting  inwardly  at  the  sides  of  the  slot.^ 
in  the  valve  cylinder. 

Claim, — First,  the  formation  of  the  shell  with  the  concentric  parts  c  g  and  /  A,  and  eccen- 
tric parts  e  h  and  g  f,  aa  and  for  the  purposes  described. 

Second,  so  constructing  and  arranging  the  valves,  valve-cylinder,  and  shell,  as  that  the 
valves  will  not  be  subjected  to  a  transverse  movement  while  doing  their  work,  for  the  pui- 
poses  and  substantially  as  set  forth. 

No.  33,551. — ^A.  C.  Vautier,  of  Paris,  France. — Improved  Mode  of  Extracting  Filamen- 
ttms  Matter^  similar  to  Silk,  Cotton,  and  the  like,  from  the  Bark  and  Leaves'  of  Various 
Trees. — Patent  dated  October  22,  1861. — ^The  bark,  &c.,  is  subjected  to  maceration  in  boil- 
ing water  or  steam,  after  being  more  or  less  triturated,  to  facilitate  the  division  of  the  tibre.^ 
and  their  separation  from  the  fleshy  parts.  During  the  maceration,  acetic  acid,  or  alkaline 
solution  may  or  may  not  be  used,  accordinsf  to  the  quality  of  the  water  and  the  nature  of  the 
plants  operated  upon.  Immediately  after  these  operations  of  macerating  and  triturating  the 
matter  is  washed  a  number  of  times  in  water.  Toe  matter  thus  obtained  after  being  exposed 
to  the  air  appears  in  the  form  of  bright,  white,  and  flexible  fibres,  which  may  be  combed  and 
spun. 

Claim. — ^The  method  or  process  described  of  extracting  the  filamentous  matter,  of  a  silky, 
cottony,  and  other  similar  nature,  contained  in  the  bark  and  leaves  of  the  miilberry,  elm, 
peach,  and  other  trees  and  shrubs,  so  as  to  render  the  product  thus  obtained  convertible  into 
yarns  and  tissues,  substantially  as  set  forth. 

No.  33,552.— William  E.  Vincent  and  Chauncy  B.  Northrup,  of  New  York,  N.  Y.— 
Iwproveme^,*  in  Spring  Rocking  Horses. — Patent  dated  October  22,  1861. — This  invention 
consists  in  the  use  of  a  flat  spring  and  check  to  prevent  the  horse  from  rocking  back  too  lur, 
whereby  the  ordinarv  coiled  or  flat  wound  springs,  which  are  defective  on  account  of  iuiper- 
fect  tempering,  are  dispensed  with. 

Claim. — The  combination  of  the  flat  spring  E  with  the  check-spring  G»  arranged  and  ap- 
plied to  the  horse,  substantially  as  and  for  the  purpose  set  forth. 

No.  33,553.— Hercules  M.  Wilson,  of  Newark,  N.  J  .—Improvement  in  Operating  Win- 
doto  Shutters. — Patent  dated  October  22,  1861. — This  invention  consists  in  operatiug  the 
shutter  by  means  of  a  iointed  lever,  which  is  actuated  by  a  revolving  shall  and  worm-whec^f 
the  crank  of  the  shaft  being  inside  of  the  window. 

Claim. — The  levers,  worm  and  screw  or  worm-wheel,  and  the  shaft  with  the  slotted  top, 
when  constructed  and  combined  substantially  in  the  manner  and  for  the  purpose  specihed. 

No.  33,554. — ^Thomas  P.  Yates,  of  Concord,  N.  H. — Improvement  in  Newspaper  Files.— 
Patent  dated  October  22,  1861. — ^This  invention  consists  in  a  folio  file  provided  with  an  ex- 
panding b«lIows-back  and  loops  for  threading  the  papers  through,  together  with  an  elastic 
tape,  on  each  end  of  which  is  a  cutting-needle,  which  is  passed  through  the  paper,  and  then 
thiough  eye-holes  in  the  back  strip,  which  holds  the  papers  firmly  in  place. 

Claim. — The  expanding  bellows-back  A,  in  combination  with  the  elastic  tapes  G,  cutting- 
needles  E,  and  loops  D,  when  the  same  are  so  arranged  as  to  form  a  newspaper  file,  subst^iu- 
tiully  as  described. 

No.  33,555. — John  Davis,  of  Ebnira,  N.  Y.,  assignor  to  P.  H.  Floyd,  of  the  same 
place. — Improvement  in  Holdback  for  Carriages  and  other  Vehicles. — Patent  dated  October 
22,  IH<)I. — ^This  invention  consists  m  so  arranging  the  holdback  that  the  breeching-strap  iron 
will  disengage  itself  automatically  from  the  thills  when  the  horse  is  detached  from  the  car- 
riage. A  tlrtt  metal  plate  is  seemed  to  the  thills,  from  the  rear  portion  of  which  rises  a  hollow 
o\'ai-!i>rnied  stop-piece,  which  projects  forward  and  upward,  so  as  to  form  an  opening  between 
the  front  portion  of  the  plate  and  the  stop,  which  permits  the  ready  insertion  or  withdrawal  of 
the  breeching-strap  iron. 

Claim. — A  holdback  composed  of  two  parts,  one  part  attached  to  the  thill,  the  other  part 
attached  to  the  harness,  constructed  and  operating  substantially  in  the  manner  and  lor  the 
purpose  set  forth. 

No.  33, 556. —Ch as.  G.  Mann,  of  Walpole,  Mass.,  assignor  to  Alfred  B.  Ely,  of  Newton, 
^ana. — Improved  Embroidering  Attachment  for  Sewing  Machines. — Patent  dated  October*^, 
If^W, — This  invention  consists  in  the  emplovment  of  a  shaft,  suppoited  in  a  suitable  iVame, 
which  is  placed  at  such  an  angle  to  the  oed  of  the  sewing  machine,  or  is  so  furnished  with 
take-ups,  that  the  several  cords,  which  are  delivered  from  the  periphery  of  a  circle  or  ends  of 
ainns  at  the  lower  end  of  this  shaft,  may  all  incline  equally  towards  or  draw  equally  trom  the 
point  where  the  needle  pierces  the  cloth,  so  that  as  the  shaft  is  revolved  the  various  cords  may 
be  carried  by  it  into  the  path  of  the  needle  in  the  order  and  at  such  times  as  may  bo  necessary 
to  form  the  pattern  required,  thus  allowing  the  use  of  as  great  a  number  of  cords  or  braids  as 
the  circle  will  accommodate. 
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Claim, — Delivering  the  threads,  braids,  or  cords  in  the  path  of  and  before  the  needle  of  a 
sewing  machine,  for  the  purpose  of  having  the  same  sewed  or  embroidered  upon  cloth  or  other 
substances  through  or  by  means  of  a  shaft,  rotating  continnouslj  or  alternately,  and  operating 
substantially  as  described. 

No.  3:?,557.— James  Pine,  of  Troy,  N.  Y.,  assignor  to  Himself  and  J.  J.  Viele,  of  the 
same  place. — Improvement  in  Grain  and  Giass  Harvesters. — Patent  dated  October  22,  1861. — 
ThiN  invention  consists  in  attaching  the  gear  frame  to  the  main  frame,  and  having  the  wheel 
which  movea  the  sickle  placed  closely  on  the  driving  shaft,  and  not  connected  directly  with 
the  gear  fmmo,  thereby  preventing  any  downward  pressure  on  the  latter.  The  rear  end  ot  the 
Oinught  pole  is  made  adjustable  vertically,  so  as  to  cause  the  sickle  to  cut  higher  or  lower. 
The  tiugtjr-bar  being  attached  to  the  front  of  the  gear  frame,  and  the  back  end  of  the  gear 
frame  tittmg  loosely  on  a  fixed  shaft,  said  finger-bar  is  made  to  accommodate  itself  to  the 
inequalities  of  the  ground,  while  a  rod  attached  to  the  said  shaft  serves  as  an  efficient  brac^ 
for  tlie  finger-bar,  and  secures  it  against  horizontal  deflection. 

Claim. — First,  the  combination  of  the  gear  frame  F  and  gear  wheel  G  H,  joumalcd  indc- 
pendentlv  upon  the  shaft  E,  secured  rigidlv  in  the  main  frame  C,  in  the  rear  of  the  axle  A. 

Second,  the  combination  of  the  finger-W  H',  joint  /,  gear  frame  F,  fixed  shaft  E,  brace- 
rod  I,  axle  A,  and  main  frame  C,  constructed,  arranged,  and  operating  in  the  manner  and  for 
ihe  purposes  shown  and  explained. 

No.  33,r)58. — David  F.  Randall,  of  Hartford,  Conn.,  assignor  (through  mesne  assign- 
ment) to  S.  S.  Rogers  and  Green  Kendru  k,  of  the  same  place. — Improved  Burnishing 
Machine, — Patent  dated  October  22,  1861. — This  invention  consists  in  producing  a  unitomi 
pressure  of  the  burnisher  upon  the  variable  surface  of  a  spoon,  fork,  or  other  article  by  means 
of  a  pattern  which  may  be  represented  by  the  shape  of  the  upper  or  lower  side  of  a  spoon, 
fork,  &c.,  corresponding  to  the  one  to  be  burnished.  The  extent  of  the  motion  of  the  bur- 
nisher is  regulated  by  means  of  an  adjustable  crank-pin,  which  is  moved  back  and  forth  in  a 
a  slot,  so  as  to  give  more  or  less  motion  to  the  levers  which  actuate  the  burnisher. 

Claim. — The  combination  of  the  pivoted  spring  spindle  burnisher-holder  de  a  with  ibo 
pattern  D,  substantially  as  and  for  the  purpose  described. 

Also,  the  combination  of  the  slotted  nange-plate  F  with  the  Z-shaped  stud  H  and  the  slotted 
lever  K,  arranged  and  operating  substantially  as  and  for  the  purpose  described. 

No.  33,559.— Henry  Randall,  of  Philadelphia,  Pa.,  assignor  to  Himself  and  Isaac  P. 
BaiJ)WIN,  of  New  York,  N.Y. — Improved  Met /lod  of  Framing  Steamships  of  Light  Draught. — 
Patent  dated  October  22,  1861. — ^A  number  of  ribs  project  up  above  the  main  deck,  and  aro 
cnpped  by  a  vertical  arch  spnnging  from  stem  to  stem,  and  terminating  in  the  dead  wood  at 
each  end  of  the  ship.  Interwoven  with  this  and  the  ribs  is  a  counter  arch  extending  nearly 
t":  om  stem  to  stem,  the  greatest  point  of  its  curve  resting  on  the  bilge  keelsons,  and  strapped 
aud  bolted  through  its  entire  length  to  the  side  of  the  ship.  The  connexion  of  the  mam  deck 
limbers  with  the  nbs  is  capped  by  a  horizontal  arch  spnnging  nearly  from  stem  to  stem,  of  a 
Hufficient  curvature  to  embrace  the  paddle  boxes.  Iron  tension  braces  tie  togjether  the  different 
sections  of  the  ship,  so  as  to  prevent  any  twisting  motion.  Other  diagonafb races,  which  ana 
usuuily  placed  on  the  inside  of  the  ribs,  are  in  this  case  placed  on  the  outside,  and  serve  to 
houp  the  ship's  frame  firmly  together. 

Claim. — First,  making  the  main  deck  timbers  of  a  steamship  project  outboard  sufficiently- 
far  to  be  trimmed  off  ana  be  capped  by  a  horizontal  arch  of  sumciont  curvature  to  embraoa 
the  paddle-boxes,  and  extending  nearly  from  stem  to  stem,  substantially  as  described. 

Second,  in  combination  with  the  above,  making  a  sufficient  number  of  the  ribs  extend  abovo 
the  mam  deck  Ambers,  to  which  they  are  firmly  connected,  far  enough  to  be  trimmed  off  and 
be  capped  by  a  vertictd  arch  springing  from  stem  to  stem,  or  u  ^y  so,  substantially  as 
described. 

Third,  in  combination  with  the  foregoing,  the  inverted  counter  arch,  substantially  as 
dcscnbed. 

And,  -lastly,  in  combina|ion  with  all  above,  the  adjustable  iron  tension  braces  E  £,  (Fig. 
],)  substantially  as  described. 

No.  33,560.— Fr.ancis  J.  ViTTUM  and  Edgar  M.  Stevens,  of  Boston,  Mass.,  assignors 
to  Alfred  B.  Ely,  of  Newton,  Mass. — Improvement  in  Breech-loading  Fire-arms,— VikUnt 
dated  October  22,  1861. — ^This  invention  consists  in  making  the  charge  chamber  materially 
larger  in  diameter  than  the  bore  of  the  g^n,  the  same  for  all  ordinary  uses,  exceeding  in  ca- 
pacity the  bulk  of  the  powder  tp  be  used.  In  the  i-ear  of  the  breech  is  a  cavity  for  rweiviiir^ 
a  movable  breech-piece;  this  cavity  is  closed  by  hinged  doors  or  lids,  and  fastened,  when 
siiut,  by  spring  catches.  The  sliding  breech-piece  is  operated  by  means  of  a  crank,  around 
the  shaft  of  which  is  a  coiled  spring,  for  the  purpose  of  pressing  a  projecting  pin  of  the  ciuuli 
arm  into  a  slot  in  the  sliding  breech-piece,  and  is  locked  in  place  by  means  of  an  index  fiugor 
attached  to  a  button  and  taken  into  holes  to  which  it  is  fitted. 

The  advantages  claimed  are,  that  while  with  ordinary  caps  and  powder  a  lesq  quantity  of 
powder  may  be  used,  the  whole  of  the  powder  will  be  essentially  consumed  in  the  charge 
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cbamber;  the  cap  may  be  placed  inside  the  chamber  and  near  the  ball;  the  explosive  noise 
may  be  diminished  and  the  projectile  power  increased;  the  cap  and  charge  protected  from 
dampness,  and  the  recoil  essentiaUj  lessened. 

Claim. — First,  the  charge  chamber,  materially  larger  in  diameter  than  the  bore  of  the  gun, 
and  containing  a  charge  of  powder  less  in  bnlk  than  the  area  of  said  chamber,  substantially 
as  and  for  the  purposes  set  torth. 

Second,  the  device  for  moving  and  locking  the  laterally-moving  chambers,  constructed  and 
operating  substantially  as  set  forth. 

No.  33,561.— John  Q.  West,  of  Norristown,  Pa.,  assignor  to  Jane  H.  West  and  M.  C. 
BoYER,  of  the  same  place. — Improvement  in  Valves  and  Valve  Motion  for  Steam  Engines, — 
Patent  dated  October  22,  1861. — ^This  invention  consists  in  an  arrangement  ot  steam  and  ex- 
haust valves  with  their  seats  and  chests  in  respect  to  the  cylinder,  whereby  a  ready  adjust- 
ment of  the  valves  is  efifected  and  the  usual  waste  of  steam  is  obviated.  The  steam  and 
exhaust  valves  are  placed  as  near  as  possible  to  the  bore  of  the  cylinder,  so  as  to  prevent,  in 
the  case  of  the  steam  valve,  the  loss  of  steam  remaining  in  the  usual  lengthy  passages  at 
every  movement  of  the  valve,  and  in  case  of  the  exhaust  valve,  to  prevent  the  retention  of 
an  inconvenient  amount  of  waste  steam  in  the  cylinder  afler  the  exhaust  valve  has  closed. 

Claim, — first,  the  arrangement  described  of  the  steam  valves  H,  with  their  seats  and  chests, 
and  the  exhaust  valves  K,  with  their  seats  and  chests,  in  respect  to  the  cylinder,  for  the  pur- 
poses specified. 

Second,  the  arrangement  and  combination  described  of  the  shaft  M,  the  sleeve  N,  with  its 
projections  e  and  e^  the  levers  S  and  Y,  and  steam  valves  H. 

Third,  the  arrangement  and  combination  described  of  the  shaft  M,  its  cams  t  and  t',  the 
levers  X  and  Z,  and  the  exhaust  valves  K. 

No.  33,562. — Charles  S.  Westlandt,  of  Providence,  R.  I.,  assignor  to  Adin  Alexan- 
der, of  Providence,  R.  I.,  and  WUJ.IAM  J.  iNNis,  of  North  Providence,  R.  I. — hnprovement 
in  Lubricating  Cup. — ^Patent  dated  October  22, 1861. — ^This  invention  consists  in  the  use  of  a 
box  for  holding  tdSow  or  other  similar  lubricating  material,  in  the  interior  of  which  is  placed 
a  follower,  for  the  purpose  of  compressing  the  lubricating  material  upon  the  bearing.  A  spring 
crpenUes  the  foUower,  which  is  kept  in  place  by  guide  rods  fastened  thereto  and  passing 
through  the  top  of  the  cup.  These  rods  also  serve  to  indicate  when  the  cup  is  empty.  The 
pressure  of  the  follower  is  regulated  by  firiction  straps  placed  on  top  of  the  cup  and  embracing 
the  guide  rods. 

Claim. — ^The  cup  for  holding  the  lubricating  material,  in  combination  with  the  follower, 
spring  guide,  rods,  and  friction  straps,  substantially  as  described. 

No.  33,563.--Wylly8  Avery,  of  Salisbury,  N.  Y, —-Improvement  in  Window-Blind  Fast- 
ening.— Patent  dated  October  29,  1861. — In  this  fastener  a  hooked  catch  is  secured  to  the 
window  blind,  and  a  similar  one  to  the  sash.  When  the  blind  is  closed  its  catch  is  in  a 
position  to  be  caught  and  held  by  the  catch  on  the  sash  when  it  is  shut  down,  thus  holding 
the  blind  until  the  sash  is  raised. 

Claim. — ^The  combination  of  the  catch  upon  the  shutter  with  that  upon  the  sash,  so  arranged 
that  when  the  sash  is  lowered  the  blind  will  be  secured,  and  the  converse,  substantially  ai 
specified. 

No.  33,564. — ^William  Beach,  of  Hamden,  Conn. — Improved  Tanning  Composition, — 
Patent  dated  October  29,  1861. — ^This  invention  consists  in  the  combination  with  tern 
japonica  or  other  weU-known  tannin,  of  sumach,  ^lauber  salts,  sal  soda,  saltpetre,  common 
•alt,  and  rye  bran,  the  several  ingredients  being  mixed  in  their  proper  proportions  and  dis- 
solved in  warm  water. 

Claim. — First,  the  use  of  rye  bran  in  tanning  compounds  for  the  purpose  set  forth. 

Second,  the  within-describod  tanning  compound,  composed  of  the  several  ingredientf 
named,  in  substantially  the  proportions  described. 

No.  33,565.— Lester  C.  Beardsley,  of  Cleveland,  O. ^Improvement  in  Ventilators  for 
Railroad  Cars. — Patent  dated  October  29, 1861. — A  galvanized  iron  case  contains  a  reservoir 
and  a  perforated  plate,  and  is  provided  with  a  funnel-shaped  tube,  which  passes  into  the 
ventilator  a  little  oelow  said  perforated  plate.  Another  tube  passes  through  the  car  and 
enters  the  topt>f  the  ventilator.  The  funnel-shaped  tube  by  wnich  the  air  enters  the  venti- 
lator is  adjusted  b^  means  of  a  rod  passing  through  the  top  of  the  car,  the  open  end  being 
turned  in  the  direction  in  which  the  car  is  moving ;  the  other  tube  receives  the  foul  air  from 
the  car,  whence  it  passes  through  the  ventilator.  By  reversing  the  funnel-shaped  tube  the 
air  is  ejected  from  toe  car.  Cinders  and  dust  are  prevented  from  entering^  the  car  by  coming 
in  conttict  with  the  tube,  which  is  surrounded  with  water. 

Claim. — ^Tbe  reservoir  I,  perforated  plate  J,  tubes  L  and  H,  and  i^^versible  funnel  K,  when 
combined,  constructed,  and  operated  as  described. 

No.  33,566.— D.  C.  Brown,  of  New  York,  N.  Y.— Improvement  in  the  Running  Gear  for 
Four-fVhceled  FeAic/ex.— Patent  dated  October  29,  1861.— The  object  of  this  invention  is  to 
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«dniit  of  the  use  of  large  forward  wheels,  so  that  the  carriace  can  be  tamed  within  a  narrow 
compass;  and  it  consists  in  constructing  the  main  reach  with  an  enlarged  circular  part,  which 
serves  as  a  b€4  for  the  superincumbent  mechanism,  and  which  is  attached  at  each  end  to  the 
uxles  bj  means  of  king  bolts.  Attached  also  to  the  axles  are  frames  or  supplemental  reaches, 
melting  nearly  in  the  centre  of  the  main  reach,  and  provided  on  their  under  sides  with  curved 
tracks  which  travel  in  corresponding  ways,  directly  over  which  are  arranged  two  toothed 
Hegments  that  gear  into  each  other.  The  rear  segment  is  provided  with  an  eccentric  notch, 
iuto  which  fits  a  sliding  spring  detent,  so  as  to  keep  the  rear  axle, at  right  angles  with  the 
main  reach  against  ordinary  obstructions  in  the  road. 

C'/atm.— First,  toothed  movable  segment  B  and  segment  £,  in  combination  with  the  sliding 
spring-button  or  detent  H,  when  constructed  and  operating  substantially  as  and  for  the  puf- 
poso  above  set  forth. 

Stcrund,  the  movable  segment  D,  when  constructed  and  operating  as  described,  to  yield  to 
the  forward  axle  and  wheels  a  limited  motion  independently  of  that  imparted  to  the  hiiid  axk 
and  wheels. 

Third,  the  tracks  b  b  and  ways  c  c,  in  combination  with  the  frames  or  supplemental  reaches 
C  C,  as  and  for  the  purpose  described. 

No.  33,567. — S.  BURR,  of  Cedar  Grove,  Wis. — Improvement  in  Washing  Machines, — 
Patent  dated  October  29,  1861.— The  object  of  this  invention  is  to  include  within  the  frame  of 
a  single  machine  a  washing  machine,  and  also  a  press  which  may  be  used  for  pressing  the 
wftter  from  wet  clothes ;  and  the  invention  consists  of  an  upright  frame  carrying  a  cranked 
shaft,  to  which  are  attached  dashers  and  a  press  built  in  the  frame  of  the  machine,  and  worked 
by  levers  connected  with  the  frame.  The  bottom  of  the  press  is  supported  on  blocks  of  India 
rubber. 

Claim. — The  washing  machine,  constructed  and  arranged  substantially  as  described,  with 
a  cranked  shaft  working  the  dashers  of  a  tub,  and  a  press  with  an  elastic  bearing  delivering 
the  drainage  to  the  tub,  combined  in  the  manner  specitied. 

No.  3rs568.— N.  F.  Burton,  of  Plymouth,  l\l— Improvement  in  Ploughs.— Vatent  dated 
October  29,  1861. — This  invention  relates  to  a  gang  plough  designed  for  surface  and  subsoil 
ploughing,  and  consists  in  an  arrangement  of  parts  whereby  the  depth  of  the  furrows  may  ba 
regulate<l  as  desired  and  the  soil  thoroughly  broken  up.  The  novelty  consists  in  the  arrange 
uieiit  of  the  parts,  the  separate  devices  being  disclaimed. 

Claim. — The  combination  of  the  subsoil  plough  I  with  the  surface  plough  M,  when  said 
ploup^hs  are  attached  to  adjustable  beams  A  A,  arranged  substantially  as  and  -for  the  puqjose 
set  forth. 

AUo,  in  combination  with  the  subsoil  and  frirrow  ploughs  I  M,  the  roller  K  attached  to  th« 
frame  J,  and  arranged  to  operate  conjointly  with  the  ploughs,  as  set  forth. 

Also,  the  attaching  of  the  axle  D  to  the  beams  A  A'  through  the  medium  of  the  bail  -shaped 
rod  L,  in  combination  with  the  arm  U  attached  to  the  axle  I),  and  having  its  bearing  or  liii- 
ciuin  on  the  rod  L,  as  described,  whereby  the  depth  of  the  penetration  of  both  shares  may  be 
regulated  as  desired. 

No.  33,569.— Henry  W.  Cady  and  James  M.  Carpenter,  of  Pawtucket,  R.  I.,  and 
Oilman  K.  Winchester,  of  Providence,  R.  I. — Improvement  in  Braiding  Machines. — 
I'ati'nt  dated  October  29,  lt<61. — In  making  braid  more  than  one-quarter  of  an  inch  w  ide  the 
grenter  friction  produced  between  the  necessarily  large  number  of  threads  crossing  each  other 
pievrut.s  them  from  being  drawn  up  close  together,  more  especially  at  their  edges.  To 
remedy  this  diflSculty,  use  is  made  of  stiff  pieces  of  steel  called  beaters,  with  their  extremities 
terniiuating  in  a  drawn-out  flattened  finger,  two  beaters  bein^  used,  one  for  each  edge  of  the 
braitl.  The  forward  and  upward  movement  of  a  lever  to  which  each  of  the  beaters  is  rigidly 
attuc-hcri,  together  with  its  slide  toward  the  centre  of  the  machine,  causes  the  tinger  to  open 
the  ciuHsing  threads  and  pass  them  up  towards  the  braid-making  point. 

Claim. — ^The  employment  in  braiding  machines  of  devices  such  as  we  have  termed  **beai-  . 
ors'*  applied  to  operate  between  the  threads,  substantially  as  and  for  the  purpose  described. 

Also,  giving  the  said  beaters  a  distinct  and  separate  rising  and  falling  movement  as  well  as 
a  inovcnient  toward  and  from  the  centre  of  the  machine  or  point  where  the  braid  is  produced, 
substautiolly  as  and  for  thq  purpose  set  forth. 

No.  33,570.— Wesley  Ciiase,  of  Buffalo,  N.  Y. --Improved  Combined  Camp  Chest  and 
Tabic. — Patent  dated  October  29, 18GJ. — The  claim  and  engravings  explain  the  nature  of  this 
invention. 

Claim. — First,  the  combination  of  extension  leaves  A  B  (one  or  both)  and  hinged  legs  C, 
for  sui)uorting  the  leaves  when  extended,  with  a  camp  chest,  in  the  manner  and  tor  the  pui- 
po.so  Huustantially  as  set  forth. 

ISecoud,  the  combination  of  the  comer  pieces  J  with  the  removable  legs  and  chest  as  a 
melius  of  fastening  the  removable  legs  to  the  chest,  for  the  purposes  and  substantially  as 
des('ril>ed. 

Third,  fastening  the  removable  legs  to  the  outside  of  the  chest  for  transportation,  in  tho 
manner  and  for  the  purposes  substantially  as  set  forth. 
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No.  33,571.— Stillman  A.  Clemens,  of  Rockford,  JXL.—hnprowtMnt  in  Machines  for  Saw- 
ing Firewood, — Patent  dated  October  29,  1861. — The  saws  are  used  without  saw-frames,  bj 
making  their  teeth  of  such  form  as  will  cut  chiefly  in  the  direction  in  which  the  saw  is  pulled 
by  vibratory  arms,  and  the  saws  are/aised,  lowered,  guided,  and  ac|jnsted  to  their  work  by 
Action  rollers  supported  on  their  back  and  toothed  ^ges  above  and  below.  The  wood  is 
placed  upon  a  rest  near  one  end  of  the  machine,  and  lies  so  low  that  ordinarily  the  workman 
can  put  one  foot  upon  the  wood  to  steady  it  while  he  operates  the  handle. 

Claim. — Operating  one  or  more  saws  c  c  by  the  oscillating  frame  composed  of  the  arms  J 
and  A,  the  brace  j,  and  handle  i,  in  connexion  with  the  tbrkedreBt  b  and  the  device  for  guiding, 
feeding,  and  suspending  the  saws  by  the  rollers  /  and  p,  arranged  to  run  upon  the  back  and 
toothed  edges  of  the  saws,  substantially  as  described  and  for  the  purposes  set  forth. 

No.  33,572.— L.  CONROY,  of  New  York,  N.  Y, ^Improvement  in  Street-Sweeping  Ma- 
chines,— Patent  dated  October  29,  ItiGl. — ^This  invention  consists  of  a  means  for  rendering 
the  endless  apron  so  flexible  as  to  conform  perfectly  to  the  inequalities  of  the  surface  of  the 
street,  and  be  kept  in  a  properly  taut  state  at  all  times,  and  a&o  be  capable  of  being  raised 
and  lowered  automatically  with  the  opening  and  closing  of  the  bottom  of  the  dirt  box,  so  that 
the  apron  and  its  concomitant  parts  may  readily  pass  over  the  discharged  dirt.  In  connexion 
with  the  above  is  used  a  flexible  comb  or  plane,  which  wiU  adapt  itself  readily  to  the  inequal- 
ities of  the  surface  of  the  ground,  and  be  capable  of  being  readily  elevated  when  necessary. 

Claim, — ^First,  the  arrangement  of  the  rollers  Y  o*,  connected  through  the  medium  of  the 
frames  X,  levers  W,  rods  kr,  and  links  /*,  the  levers  W  being  on  the  shaft  V,  which  has  its 
ends  fitted  on  slots/*,  in  the  sides  of  the  box  or  frBming  A,  and  is  connected  to  the  plates  P  P 
by  bars  r*,  substantially  as  and  for  the  purpose  set  foith. 

Second,  the  arrangement  of  the  sliding  and  revolving  cylinder  I,  straps  or  belts  R  R,  levers 
Q,  and  pulleys  S  S,  on  shaft  T,  substantially  as  shown  for  the  purpose  of  r^dily  raising  the 
sweeping  apron  M  when  desired. 

Third,  connecting  the  bottom  D  of  the  box  C  to  the  slides  H  H,  (of  the  cylinder  I, )  by 
means  of  the  cords  c  c,  when  said  cords,  thus  attached,  are  used  in  connexion  with  the  straps 
or  belts  R  R,  levers  Q,  connected  with  the  plates  P,  and  all  arranged  as  shown,  to  admit  of 
the  automatic,  simultaneous  elevation  of  the  sweeping  apron  M  with  the  discharging  of  the 
contents  of  the  box  0,  as  set  forth. 

Fourth,  the  plates  L,  fitted  on  the  axle  K,  secured  to  the  cloth  or  canvas  /,  and  constructed 
and  arranged  substantially  as  described,  to  form  a  flexible  inclined  plane  or  surface  for  the 
sweeping  apron  M  to  convey  the  dirt  up  to  the  box  C,  as  set  forth. 

Filth,  the  bar  or  rod  M*,  connected  to  levers  N  N,  which  are  secured  to  the  bars  J  J,  and 
coiinected  to  the  shaft  O  by  cords  g  g,  substantially  as  shown,  to  admit  of  the  elevating  of 
the  plates  L  when  desired. 

No.  33,573.— Richardson  Coddington,  of  Leonidas  Township,  and  Douoal  McCall, 
of  the  Township  of  Kalamazoo,  Mich. — Improvement  in  Ploughs, — Patent  di^  October  29, 
ItHij. — ^in  connexion  with  the  several  parts  composing  the  plough  is  a  fastener  provided  with 
a  notched  slide  plate  and  spring,  the  slide  being  moved  by  a  lever.  It  is  placed  in  the  rear 
end  ot  the  beam,  and  is  designed  to  secure  the  same  at  the  several  adjustments  of  the  reversi- 
ble plough. 

Claim. — ^The  combination  of  the  parts  as  follows :  A,  beam  and  handles;  B,  standard  bolt^ 
C  C,  cutters;  D  D,  right  and  left  mould  boards;  E  E,  reversible  shares;  F,  fastener;  G,  frame 
work,  and  H  H,  false  land  sides,  when  arranged  and  constructed  substantially  as  and  for  the 
purpose  described. 

No.  33,574. — George  H.  Cook,  of  New  Brunswick,  N.  J. — Improved  Mode  of  Separating 
Compounds  of  Iron  from  the  Water  of  Salt  Wells  and  5pnn^«.— Patent  dated  October  i«, 
18()1. — ^The  nature  of  this  invention  is  explained  by  the  claim. 

Claim, — ^The  use  of  black  or  peroxide  of  manganese  in  hastening  the  separation  or  precipi- 
tation of  oxide  or  other  compound  of  iron  from  tne  water  of  salt  springs  or  wells. 

No.  33,575.— Robert  R.  Crosby  and  Josephus  Harris,  of  Boston,  Mass.— /mproced 
Clothes- Wringer. — Patent  dated  October  29,  18C1. — In  this  machine  the  bearings  of  the  lower 
roll  are  permanent,  the  ioumals  of  the  upper  roll  revolving  in  slots,  so  as  to  allow  it  to  rise 
and  fall  therein.  A  double  lever,  having  its  short  ends  restixig  upon  the  journals  of  the  upper 
roll,  and  its  long  end  extending  vertically,  unite  in  the  horizontal  piece  at  the  top,  which  is 
embraced  and  acted  upon  by  a  rubber  spring.  Said  spring  also  embraces  a  lever,  by  raising 
and  depressing  which  the  required  pressure  upon  the  upper  roll  is  produced. 

Claim. — The  arrangement  of  the  lever  C  and  spring  D,  combined  and  operating  substan- 
tially as  set  forth. 

No.  33,576.— Henry  Davies,  of  Portsmouth,  0.— Improvement  in  5u>tw.— Patent  dated 
October  id,  18G1. — ^This  invention  consists  in  suspending  in  the  rear  of  the  seat-supporting 
rods  additional  rods,  to  the  lower  end  of  which  is  attacheaa  foot-board  or  treadle,  so  arranged 
in  connexion  with  the  seat  that,  by  pressing  the  board  with  the  feet,  a  backwara  motion  will 
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be  produced,  and  on  raising  tbe  feet  the  swing  will  come  forward  bj  gravity,  and  bj  repeating 
the  operation,  the  swing  will  rise  to  any  desired  height. 

Claim, — The  application  of  a  foot-board,  connected  in  snch  a  manner  to  rods  or  cords,  sus- 
pended either  back  or  in  front  of  the  points  C,  so  as^  enable  a  person  to  operate  the  swing 
while  in  it 

No.  33,577.-0.  H.  Denison,  of  Brattleborou^h,  Yt—hnpraved  Mode  of  Attaching  Hubs 
to  Axles, — Patent  dated  October  ^,  1861 . — This  mvention  is  designed  for  children's  carriagee, 
and  consists  in  fitting  a  rod  longitudinallj  in  the  arm  of  the  axle,  and  providing  it  at  its  outer 
end  with  a  button  attached  eccentrically  to  it,  the  inner  end  of  the  rod  being  provided  with  an 
arm  and  crank  for  turning  the  rod,  thereby  adjusting  the  eccentric,  which,  in  a  certain  posi- 
tion, retains  the  hub  on  the  axle. 

Claim, — The  rod  F,  fitted  in  the  arm  B  of  the  axle  0,  and  provided  at  one  end  with  tbe 
eccentric  or  button  G,  and  at  the  opposite  end  with  an  arm  or  crank  b,  as  and  for  the  purpose 
set  forth. 

No.  33,578. — ^L.  M.  DouDNA,  of  Amherst,  N.  H. — hnprovemeiU  in  Hand  Mounng  Ma» 
cfttiiM.— Patent  dated  October  29,  1861.— This  invention  consists  in  mounting  an  ordinary 
hand  frame  on  wheels  the  axis  of  which  is  provided  with  a  serpentine  cam,  which,  as  the 
machine  is  moved  along,  vibrates  a  bar  having  a  segment  cutter  at  its  outer  end,  the  said  bar 
working  over  a  stationary  segment  cutter  plate,  and  the  upper  plate  moving  in  the  arc  of  a 
circle. 

Claim, — ^The  combination  of  the  stationary  cutter  plate  H  and  vibrating  cutter  plate  J, 
operated  through  the  medium  of  the  bar  I  and  serpentine  ledge  F,  which  is  attachea  to  the 
drum  £  of  the  wheels  D  D,  all  being  arranged  substantially  as  and  for  the  purpose  set  forth. 

No.  33,579.— Noah  Dowino,  of  Brooklyn,  N.  Y,— Improvement  in  Safetf  Be/<«.— Patent 
dated  October  29,  1861. — ^This  invention  consists  of  a  metallic  belt,  to  be  worn  about  tht 
body,  and  provided  with  a  metallic  box  or  case  for  containiuff  money  or  valuables. 

Claim. — ^The  combination  of  the  metallic  belt  A  with  the  box  or  pocket  B,  the  same  being 
used  and  secured  substantiaUy  as  and  for  the  purpose  specified. 

No.  33,580.— John  Evans,  of  New  Haven,  Conn,— -Improvement  in  Machines  for  Heading 
and  Trimming  Spring  Heads, — Patent  dated  October  29,  1861. — ^This  invention  consists  in 
mechanism  for  gauging  the  heads  to  an  uniform  size,  and  in  an  arrangement  of  adjustable 
right  and  left  himd  dies,  in  connexion  with  a  punch  for  trimming  the  ears  of  the  spring  head 
separately  from  the  under  side.  The  ears  are  welded  to  the  outer  leaf,  and  placed  upon  tbe 
counter  die  with  their  inner  edges  resting  against  the  adjustable  gauges.  The  stationary  die 
causes  the  end  of  the  leaf  and  eara  to  comorm  to  the  shape  of  the  cup  die.  The  headed  spring 
is  then  placed  between  dies,  the  back  of  the  spring  head  resting  against  a  guide  pin,  and  the 
frt>nt  and  under  portion  of  one  of  the  ears  resting  upon  the  die.  The  die  then  cuts  the  ear 
only,  leaving  the  oarb  on  the  outside  of  the  head,  which  is  easily  removed  in  finishing. 

Claim, — ^First,  the  combination  of  the  adjustable  gauges  J  J  with  the  counter  die  H  and 
plate  I,  when  arranged  and  operating  in  the  manner  and  for  the  purposes  described. 

Second,  the  right  and  loft  hand  punch  M,  in  combination  with  the  adjustable  right  and  left 
hand  dies  L  L  and  gauge  pin  n,  wnen  arranged  and  operating  in  the  manner  and  Tor  the  pur- 
poses described. 

No.  33,581.— Joseph  R.  Gates,  of  Louisville,  Ky,'-Improvement  in  Cider  and  Wiwa 
Mills. — Patent  dated  October  29,  1861. — ^This  invention  consists  in  the  use,  in  connexion 
with  a  toothed  cylinder,  of  one  or  more  swinging  crushers  hinged  to  the  hopper-box  for  the 
purpose  of  retaindng  the  fruit  while  being  crushed  between  the  cylinder  and  concave.  In 
the  lower  part  of  the  framing  is  a  platform,  upon  which  are  placed  the  fruit  or  pomace  re- 
ceptacles in  which  is  arranged  to  operate  a  plunger  actuated  by  means  of  a  screw  at  the 
end  of  the  framing. 

Claim. — First,  the  employment  or  use  of  the  vibrating,  crushing,  and  fruit-retaining  bars 
P  P,  one  or  more  in  connexion  with  the  cylinder  G  and  concave  J,  or  their  equivalents,  all 
arranged  to  operate  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  crank-shaft  N,  connecting  rods  O  O,  with  the  gearing  C 
DEM,  and  shafts  B  F,  substantially  as  shown  for  operating  simultaneously,  and  from  one 
and  the  same  driving  shaft  B,  the  rotating  cylinder  G,  and  vibrating  bars  P  P. 

Third,  in  combination  with  the  vibrating,  crushing,  and  fruit-retainmg  bars  P  P,  cylinder 
G,  and  concave  J,  the  inclined  ffuide-board  Q,  arranged  in  relation  with  the  cylinder,  bars, 
and  concave,  to  direct  or  guide  the  fruit  properly  between  the  cylinder  and  concave,  as  set 
forth. 

Fourth,  the  two  fruit  or  pomace  receptacles  S  S  placed  upon  a  platform  R,  when  said  re- 
ceptacles and  platform  are  used  in  connexion  with  a  screw  T  and  plunger  W,  and  also  with 
a  crushing  device  formed  of  the  cylinder  G,  concave  J,  and  vibrating  bars  P  P. 

No.  33,582.— Christopher  Grimshaw,  of  Milwaukie,  Wh.^ Improvement  in  Breech- 
loading  Onfmaiics.— Patent  dated  October  29,  1661.— This  invention  relates  to  that  class  of 
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breecb-loadinpf  cannon  whose  bore  extends  completely  tbrongb  the  cannon,  and^has  a  mov- 
able ping  inserted  transversely  of  the  latter ;  and  the  invention  consists  in  making  the  ping 
of  a  round,  tapering  shape,  ground  to  fit  the  transverse  aperture  and  of  larger  diameter  than 
the  bore  so  as  to  form  a  gas-tight  joint.     When  in  position  the  plug  is  secured  by  a  key. 

Claim. — A  breech-loading  cannon  bored  completely  through  from  end  to  end,  and  provided 
with  a  circular  tapering  solid  breech  plug,  groimd  to  fit  a  corresponding  aperture  extending 
transversely  through  the  bore,  .and  of  larger  diameter  than  the  latter,  all  as  explained. 

No  3:?,  r>83.— William  and  George  HanLon,  of  New  York,  N.  Y. ^Improved  PortabU 
Apparatus  for  Gymnastics. — ^Patent  dated  October  29,  1861. — ^The  object  of  this  invention, 
the  nature  of  which  will  be  understood  from  the  claim  and  engraving,  is  to  combine  within 
the  limits  of  a  room  of  moderate  size  all  the  fixed  apparatus  commonly  employed  in  gym- 
nastic exercises,  and  to  make  such  parts  conveniently  ardjustable  for  persons  of  difierent  size 
and  strength. 

Claim. — First,  the  substitution  for  the  inelastic  cords  and  weights  of  the  pulling  apparatus 
of  a  series  of  elastic  cords  so  combined  with  the  pulling  handles  that  the  several  cords  can 
be  separately  attached  to  and  detached  from  the  said  bandies  at  pleasure,  substantially  as 
and  for  the  nurpose  specified. 

Second,  the  norizontal  handles  E  K,  constructed  with  hooks  0  e,  and  fitted  to  a  series  of 
mortises  d  d  in  the  post  B,  or  other  equivalent  upright  support  which  permit  of  their  ad- 
justment at  different  distances  apart,  substantially  as  and  for  tne  purpose  set  forth. 

Third,  making  one  of  the  parallel  bars  adjustable  nearer  to  or  further  from  the  other  at 
pleasure,  substantially  as  and  for  the  purpose  specified. 

Fourth,  combining  in  one  apparatus  the  inclined  and  horizontal  ladder,  the  trapeze,  the 
pulling  apparatus,  and  the  parallel  bars,  by  an  arrangement  of  parts  substantially  as  specified. 

No.  33,584.— P.  M.  Hannas,  of  Easton,  Fa.— Improvement  in  Water  W'Xeel*.— Patent 
dated  October  29,  1861. — ^This  invention  consists  in  constructing  the  gate-box  in  two  parts, 
so  arranged  that  access  can  be  had  to  the  interior  of  the  casing  without  removing  it  from  its 
foundation ;  also  in  the  use  of  an  annular  plate  and  rings,  so  that  bv  a  partial  turn  of  the 
plate  the  rings  may  be  moved  to  and  from  each  other,  thereby  admitting  more  or  less  water 
to  the  wheel  at  pleasure.  The  said  rings  are  connected  to  the  gate  in  such  a  manner  that 
the  movement  of  the  former  may  be  controlled  by  the  laiter.  The  wheel  is  made  in  two 
parts  secured  to  one  vertical  shaft,  each  wheel  being  composed  of  a  plate  to  which  the  shaft 
IS  connected,  and  of  annular  plates,  in  the  space  between  which  are  arranged  curved  buck- 
ets, and  between  flanges  are  also  a  series  of  buckets  curved  in  the  reverse  direction.  Within 
each  wheel  is  a  circular  stationary  block  having  a  flange,  the  concave  portion  of  each 
block  being  provided  with  any  convenient  number  of  vanes. 

Claim. — First,  the  gate-box  made  of  the  two  pieces,  F  and  Q,  the  former  being  detachable 
from  the  latter,  and  both  being  constructed  and  arranged  as  and  for  the  purpose  specified. 

Second,  the  rings  E  and  E',  applied  to  the  wheels  as  set  forth,  in  combination  with  the  an- 
nular plate  h  and  the  devices  described,  or  their  equivalents,  whereby  the  said  rings  may  be 
moved  from  and  towards  each  other  by  the  turning  of  the  said  plates  as  described,  for  the 
purpose  specified. 

Third,  the  rings  £  and  E'  and  the  annular  plate  A,  in  combination  with  the  ^te  H 
and  the  lever  K,  or  its  equivalent,  the  whole  being  arranged  and  operating  substantially  as 
described,  so  that  the  movement  of  the  rings  may  depend  upon  that  of  the  gate. 

Fourth,  the  ^heel  composed  of  the  bucKets  M,  with  their  inclined  outer  ends,  and  the  re- 
acting bucket  N,  between  the  inclined  flanges  9  and  r,  the  whole  being  secured  to  the  shaft 
L,  in  combination  with  the  stationary  blodL  F,  its  concave  sides  anacurved  vanes  Q,  the 
whole  being  arranged  as  and  for  the  purpose  described. 

No.  a3,5a5.— Thomas  Harbottle  and  M.  Field  Fowler,  of  New  York,  N.  Y,— Im- 
proved Apparatus  for  Directing  Water  to,  and  Maintaining  Continuous  Pressure  upon,  Hy- 
draulic Hums. — Patent  dated  October  29,  1861. — ^This  invention  consists  in  interposing  be- 
tween the  pump  and  each  of  the  rams  of  the  series  an  arrangement  of  valves  and  cocks,  by 
means  of  which  the  pressure  may  be  continued  on  each  of  the  tiers  of  ba^s  to  be  operated 
upon,  not  only  while  the  pump  is  actually  employed  upon  its  ram,  but  also  auring  nearly  th« 
whole  of  the  time  the  pump  is  engaged  upon  the  ram  of  the  other  tier. 

Claim. — Interposing  between  me  pump  and  each  of  the  rams  of  the  series,  the  described 
apparatus  to  enect  the  maintenance  of  the  pressure  upon  either  of  the  said  rams,  while  th« 
pump  is  acting  upon  others  of  the  series  of  rams,  in  the  manner  and  for  the  purpose  set  forth. 

No.  33,586.— Samuel  Herbert,  of  New  York,  N.  Y.— Improved  Canteen.— Patent  dated 
October  29,  1861. — ^This  invention  consists  in  constructing  a  canteen  of  such  a  form  as  to 
admit  of  a  large  opening  being  made  in  the  top  for  the  purpose  of  introducing  any  article  to 
be  cooked  and  for  the  purpose  of  cleaning.  Legs  are  attached  to  the  canteen  to  be  used 
when  cooking  is  to  be  performed,  so  arrangS  as  to  be  compactly  folded.  To  the  under  side 
«f  the  cover  within  the  can  is  suspended  a  drinking  cup. 
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Claim, — Pirst,  the  legs  J  J,  screw  cap  D,  and  mouth  tube  E,  with  a  soldier^s  cooking  can- 
teen, when  combined,  arranged,  and  operating  in  the  manner  and  for  the  purposes  described. 

Second,  attaching  a  drinking  and  cooking  cup  to  the  inside  of  a  canteen,  substantially  as 
described. 

No.  33,587.~George  J.  HULINO  and  Albert  Tapun,  of  Providence,  R.  L—frnproved 
Siave-Covtr  Ltfter  and  PoAer.—Patent  dated  October  29,  1861.— The  extremity  of  the  rod 
terminates  in  two  projections,  one  of  which  is  used  as  a  stove-cover  lifler,  and  the  other  as  a 
poker. 

C7atm.-~The  invention  of  the  combination  of  the  two,  as  shown. 

No.  33,588. — John  H.  Irwin,  of  Beardstown,  111. — improvement  in  Lamps, — ^Patent 
dated  October  29,  1861. — ^The  orifice  of  the  wick-tube  extends  throu|^h  an  oval  plate  attached 
to  it  near  its  upper  end.  A  cone  or  deflector  is  fitted  on  the  cap  which  screws  into  the  lamp, 
and  extends  just  above  the  top  of  the  wick-tube ;  the  deflector  has  a  slot  in  its  upper  end, 
the  sides  and  ends  bein^  curved  inward.  The  top  of  the  cone  around  said  slot  inclines 
downward  toward  the  wick-tube,  and  to  a  point  just  above  the  top  of  the  wick-tube.  The 
cone  deflects  the  air  that  passes  into  the  cap  against  the  base  of  the  flame,  and  a  large  vol- 
ume of  air  concentrated  at  this  point  causes  a  brilliant  flame. 

Claim. — Forming  a  bearing  4  for  the  rod  F,  of  the  wick-wheels  6  6,  by  tumine  or  bending 
the  part  3  of  the  wick-tube  between  the  slots  2  2,  as  and  for  the  purpose  specified. 

No.  33,589. — John  Jennings,  jr.,  of  Natick,  Mass. — Improeement  in  Spoke  Shaves, — 
Patent  dated  October  29,  1861. — ^This  invention  consists  in  making  a  saw  kerf  or  slit  through 
each  tang  hole,  a  screw  being  passed  transversely  through  each  slit.  The  screw,  when 
turned,  bmds  the  head  of  the  tang  against  the  stock,  and  thus,  as  the  tang  hole  wears  away, 
a  means  of  adjusting,  or  rendering  it  smaller,  is  provided. 

C/aim.— The  improved  stock  as  made,  with  kerfs  d  d  arranged  within  it  and  with  respect 
to  its  tang  holes  e  c,  and  to  receive  screws,  substantially  in  the  manner  and  for  the  purpose 
specified. 

No.  33.590.— Isaiah  Johnson,  of  Alliance,  O.^Improved  Non-Swagging  Oate-Poit.— 
Patent  dated  October  29,  1861. — ^This  invention  will  be  understood  by  relerence  to  the  claim 
and  engraving. 

Claim.— Tne  arrangement  of  the  cap  C,  brace.  j[,  poet  B,  and  sill  A.  forming  a  nonnswag- 
ging  gate-post,  constructed  and  operatmg  as  and  for  the  purpose  set  forth. 

No.  33,591.— John  E.  LayTON,  of  Pittsburg,  Fa.— improved  Back-Plate  and  Chimney- 
Throat  for  Fireplace*. — Patent  dated  October  29,  1861.— This  invention  consists  of  a  flat 
rectangular  back-plate,  and  a  throat-piece  of  the  same  width,  having  parallel  sides  and  a 
long  and  narrow  aperture,  so  inclined  to  each  other  that  when  in  place  the  back-plate  will 
slope  more  or  less  upward  from  the  rear  wall,  and  the  aperture  of  the  throat  will  inclina 
upward  and  backwara  from  the  front. 

Claim, — ^The  construction  of  a  throat-piece  and  back-plate  for  open  fireplaces,  combined  in 
one  piece,  as  a  new  article  of  manufacture. 

• 

No  33,592.— George  McIlwain,  of  Philadelphia,  Vb^— Improvement  in  Cases  for  Water 
and  Oas  Cocks. — Patent  dated  October  29,  lb6J  — A  tube  of  the  form  of  a  hollow  frustum  i« 
placed  vertically  over  the«plug  or  cock.  Placed  loosely  around  the  top  of  said  tube  is  a  cap 
provided  with  a  metal  cover.  The  cap  is  lefi  free  to  rise  and  fall  during  freezing  and  thawing 
temperatures,  and  the  tube  from  its  conical  form  and  smooth  exterior  retains  its  vertical  position 
and  carries  off  on  its  outside  any  water  that  may  leak  down  through  the  joint  between  tba 
cap  plate  and  its  lid. 

C'/ntm.- The  cap  B,  provided  with  the  opening  a,  and  lid  0,  as  described,  when  the  said 
cap  is  applied  and  adjusted  over  the  upper  end  of  the  tube  A,  so  as  to  rest  independently  of 
Uie  said  tube,  directl;^  upon  the.  gravel  or  sand  which  may  be  used  to  support  the  laiter  and 
the  usual  pavement,  in  the  manner  described  and  set  forth  and  for  the  purposes  specified. 

No.  33,593. — ^^JAON  H.  Miller,  of  Laporte,  Ind. — Improvement  in  Sugar  Evaporators. — 
Patent  dated  October  29,  1861. — In  this  apparatus  the  evaporator  is  divided  into  two  com- 
partments, under  which  is  a  furnace  arranged  to  move  from  side  to  side  on  a  track.  The 
mmace  when  heated  causes  the  juice  in  the  compartment  immediately  over  it  to  boM  rapidly 
until  evaporated,  when  it  is  roHed  over  underneath  the  other ;  the  boiled  juice  can  then  b« 
turned  on  from  Uie  first  compartment  which  is  resupplied,  and  the  process  repeated. 

Claim, — An  apparatus  for  evaporating  saccharine  liquids,  so  constructed  that  the  fire-grate 
or  furnace  is  ac^ustable  under  the  pan  to  be  heated,  as  set  forth. 

No.  33,594. — ^William  Mills,  of  New  Athens,  O. — Improvement  in  Apjfaratus  for  Cleans- 
ing Feathers. — ^Patent  dated  October  29,  1861. — This  invention  consists  in  the  employment 
•f  an  ellipsoidal  steam  chest  or  drier  placed  centrally  within  a  correspondingly  shaped  leather 
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receptacle,  wliich  is  suspended  oh  an  axis  and  provided  with  perforated  steam-pipes.  In 
connexion  with  the  above  is  used  a  blast  or  discharging  fan,  the  spout  of  which  is  inserted 
into  one  end  of  the  feather  receptacle,  after  the  feathers  are  thorougnly  dried,  for  the  purpose 
of  discharging  them  from  the  opposite  end. 

Claim, — First,  the  employment  or  use  of  an  ellipsoidal  feather  receptacle  B  and  steam- 
chest  D,  arranged  as  and  for  the  purpose  set  forth. 

Second,  in  combination  with  the  ellipsoidal  feather  receptacle  B  and  steam-chest  D,  the 
perforated  steam  tubes  F  E  C,  and  blast  fan  G,  aM  arranged  for  joint  operation  substantially 
as  and  for  the  purpose  set  forth. 

No.  33,595. — Robert  Morrison,  of  Newcastle-on-Tyne,  England. — Improvement  in 
Steam  Hammers. — Patent  dated  October  29,  1861. — ^This  invention  consists  in  flattening  the 
hummer  bar  or  making  it  of  such  a  form  that  it  will  be  prevented  from  turning  on  its  axis, 
for  the  purpose  of  insuring  greater  accuracy  in  the  work. 

Claim, — Flattening  off  the  hammer  bar  of  such  apparatus  working  through  both  ends  of 
the  cylinder,  or  any  other  section  which  will  prevent  the  bar  from  turning  upon  its  axis,  sub- 
stantially as  described,  whereby,  in  addition  to  its  being  lon^tudinally  gnided  in  the  upper 
and  lower  stuffing-boxes,  it  is  effectually  prevented  from  tummg  on  its  axis. 

No.  33,596. —S.  G.  Morrison,  of  Williamsport,  Ta.— Improvement  in  Window-Sash  Sup- 
porter.— Patent  dated  October  29,  1861. — This  invention  consists  in  the  application  of  some 
elastic  material  to  the  edge  of  an  eccentric  attached  to  the  sash  stile,  the  periphery  of  which 
presses  against  the  window  casing  and  supports  the  sash  by  leverage.  • 

Claim.  —The  application  of  a  tody  of  gum  elastic  B,  or  any  other  elastic  material,  to  the 
extreme  pomt  of  the  eccentric,  or  any  other  substantially  the  same,  and  which  will  produca 
the  intended  effect. 

No.  33,597.— Stephen  Moulton,  of  Bradford,  Engiandi.— Improvement  in  the  Manufac- 
ture of  Springs  from  Rulher  and  Steel. — Patent  dated  October  29, 1861. — ^Patented  in  England 
January  10,  18i61. — ^This  invention  consists  in  imbedding  spiral  or  other  suitably  shaped 
springs  of  steel  or  other  metal  into  a  mass  of  India-rubber  during  its  formation  into  the 
re([uired  shape,  and  before  being  cured ;  after  being  so  imbedded  the  rubber  is  subjected  to 
the  process  of  curing. 

Claim. — The  manufacture  of  India-rubber  springs  having  steel  or  other  metal  surfaces 
imbedded  therein  to  form  springs  and  valves  of  various  kinds,  as  described. 

No.  33,598.— Peter  Pardee,  of  Washington,  D.  C— Improvement  in  the  Construction 
oftlte  Hulls  of  Boats. — Patent  dated  October  29, 1861. — This  mvention  consists  in  construct- 
ing the  hull. of  three  triangular  sections,  over  which  is  built  the  main  deck;  spaces  are  leti 
between  the  cross  beams  extending  through  the  width  of  the  vessel,  so  as  to  allow  the  air  to 
circulate  freely  between  the  triangular  sections  and  the  upper  deck,  and  thus  avoid  the  circu- 
lation of  foul  or  obnoxious  air  in  the  cabin,  store  rooms,  &c. 

Claim. — The  combination  of  the  three  triangular  hulls  A  and  the  main  deck  B,  when 
constructed  and  arranged  so  that  the  spaces  b  shall  exist  between  the  hulls  and  deck,  the 
whole  operating  as  set  forth  and  for  the  purposes  described. 

No,  3.'?, .^)99.— Edmund  Parker,  of  Meriden,  Cojm,— Improvement  in  Coffee  Jtfi//«.— Pat- 
ent dated  October  29,  1861. — ^This  invention  consists  in  forming  the  cross  braces,  which  are 
cant  radially,  in  connexion  with  the  spindle  box,  in  the  shape  of  flaring  plates  or  wings  in- 
clined to  the  suriace  of  the  grinder,  so  as  to  act  as  guides  to  conduct  the  grains  upon  the 
revolving  grinder,  and  as  a  cracker,  and  also  as  a  guard  to  prevent  the  grains  from  being 
thrown  trom  the  hopper. 

Claim  — Making  the  braces  which  support  the  spindle  box  in  the  form  of  wings  or  inclined 
plates  to  form  guides,  and  to  cover  the  coffee  or  other  grains,  and  to  assist  in  cracking  the 
same  before  passing  between  the  two  grinders,  substantially  as  described. 

No.  33,600.— Jacob  Ppeiffer,  of  Niagara  Falls,  N.  Y.— Improvement  in  Railroad  Signal 
Lights, — Patent  dated  October  29,  J 861. — This  invention  consists  in  attaching  to  railroad 
switches  an  apparatus  which  will  work  a  single  light  showing  the  engineer  of  an  approaching 
train  the  position  of  the  switch  in  the  night,  by  displaying  a  colored  Ught  or  a  white  light 
at  the  pleasure  of  the  operator. 

CVatm.— The  described  mode  of  attaching  and  working  signal  lights  for  railroad  switches 
by  means  of  the  combination  of  the  two  levers  h  and  r,  upright  staff  or  fork  s  5,  and  frame 
for  colored  glass  /,  working  substantially  as  set  forth  and  for  tne  purpose  specified. 

No.  33,601.— Ch-\rles  Powers  and  P.  Lancaster,  of  Bronson,  Mich.— Improved 
Grain-Binding  Attachment  to  Harvesters, — Patent  dated  October  29,  1861. — In  this  machine 
the  grain  as  it  is  cut  falls  on  the  platibrm  and  upon  a  string,  one  end  of  which  is  attached  to 
a  forked  plate  on  the  extremity  of  a  lever,  and  the  other  end  to  a  rotating  head.  When  a 
sufiicieiit  ([uantity  of  grain  has  fallen  on  the  platform  to  form  a  g^vel,  the  lever  is  drawn  up 
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by  means  of  a  cord,  and  the  string  is  therebpr  woven  round  the  gavel,  the  forked  plate  on  the 
ond  of  the  lever  forcing  the  end  of  the  string  down  into  the  slot  in  the  rotating  nead.  The 
two  ends  of  the  string  are  thus  brought  into  contact,  and  the  lever  being  slightly  raised,  the 
head  is  revolved,  thereby  twisting  the  string,  which  is  then  cut  off  by  a  sliding  knife,  and  ' 
the  bound  sheaf  is  cast  from  the  machine.  The  end  of  the  lever  is  received  in  a  forked  plate 
or  guide,  and  rests  on  a  spring,  which  facilitates  a  removal  from  the  guide. 

Claim. — The  rotating  Lead  E,  provided  with  the  slotted  plates^,  in  connexion  with  th» 
swingiuff  or  adjustable  arm  F,  provided  with  the  plates  i  ana  the  sUding  cutter  M,  all  being 
arraugea  and  operated  in  connexion  with  the  string  O,  substantially  as  and  ior  the  purpo^iu 
set  forth. 

Also,  in  connexion  with  the  head  E  and  plates  i  of  the  arm  F,  the  guide  or  forked  plate 
H  and  spring  I,  as  and  for  the  purpose  set  forth. 

No.  33,60*2.— Henry  W.  Putman,  of  Cleveland,  O. — Improved  Apparatus  for  Filling 
Bottles. — Patient  dated  October  29,  1H61. — ^This  invention  consists  in  so  combining  the  forco- 
putnp  which  injects  the  sirup  into  the  bottle  with  a  fountain  of  water  charged  witn  carbonie 
acid  under  pressure  that  by  the  movements  of  a  lever  the  proper  quantity  of  sirup  is  forced 
into  the  bottle,  and  on  again  moving  the  lever,  the  due  proportion  of  water  is  admitted  into 
the  buttle  through  a  valve,  the  bottle  being  thus  filled  at  one  continuous  operation. 

Claim. — So  combining  a  force-pump  by  which  the  simp  is  injected  into  the  bottle  in  a 
given  quantity  with  a  fountain  of  water  charged  with  carbonic  acid  under  pressure,  by  which 
meau8  the  bottle  is  filled  with  due  proportions  of  the  two  Uquids  with  one  continuous  opei:a- 
^on,  substantially  as  described. 

No.  33,603.— G.  A.  Reiniger,  of  Stuttgart,  Kingdom  of  Wurtemburg.— /iii;»ror«i  Ma- 
diine  for  Making  the  Bodies  of  Cigars. — Patent  dated  October  29,  1861. — In  this  machine 
the  leaf  tobacco  is  conveyed  continuouslv  in  a  compact  form  by  means  of  aprons  passing 
through  a  tapering  trunk  to  a  knife,  which  cuts  it  into  bunches  of  the  required  size,  when 
they  are  delivered  in  a  compact  form  into  boxes  of  suitable  size  placed  in  rack-frames,  to 
which  motion  is  imparted  in  a  direction  corresponding  to  that  of  the  feeding  portions  of  the 
aprons. 

Claim. — First,  the  combination  of  the  taper  trunk  IV  cc,  the  two  aprons  F  H,  the  throat  J, 
the  kmfe  K,  the  revolving  boxes  R  R,  the  whole  operating  together  substantially  as  and  lor 
the  purpose  specified. 

Second,  the  travelling  racks  12  12  and  boxes  15  15,  applied  and  operating  substantially  as 
described  in  combination  with  the  revolving  boxes  R  R,  for  the  purpose  set  forth. 

No.  33,604.— G.  A.  Reiniger,  of  Stuttgart,  Kingdom  of  Wurtemburg. —/in»ror«i  Ma- 
chine for  Putting  on  the  Wrappers  of  Cigars. — Patent  dated  October  29,  1861. — ^This  inven- 
tion consists  in  the  combination  of  two  rollers,  a  flexible  apron,  and  a  fixed  table.  Tbo 
moistened  wrapper  is  placed  on  the  apron,  a  bunch  of  tobacco  is  then  placed  on  its  front  part, 
and  the  bunch  and  wrapper  and  the  slack  of  the  apron  is  pressed  down  into  the  space  between 
the  front  of  the  tube  and  one  of  the  rollers.  The  rollers  are  then  caused  to  roll  over  the  tabla 
carrying  with  them  the  fold  in  the  apron,  with  the  wrapper  and  bunch  of  the  cigar,  causing 
the  wrapper  to  be  rolled  round  the  bunch  of  tobacco.  The  cigar  is  then  discharged  at  th» 
other  side  of  the  table. 

Claim. — The  combination  of  the  rollers  H  I,  the  apron  J,  and  the  fixed  table  I>,  the  whob 
operating  together  substantially  as  and  for  the  purpose  specified. 

No.  33,605.— William  Robinson,  of  Rochester,  N.  Y. —Improvement  in  Mode  of  Watering 
Cattle  on  Railroad  Cars. — Patent  dated  October  29,  J861. — This  invention  consists  in  placing 
at  the  top  of  the  car  a  trough  into  which  water  is  admitted  from  a  pipe.  The  water  passes 
down  by  tubes  to  the  drinking  trough,  which  is  hinged  to  the  side  of  the  car,  and  can  be 
turned  up  by  a  cord  and ,  windlass,  to  close  it  and  keep  out  all  impurities.  The  trough  is 
made  with  movable  sections  in  front  of  the  doors.  The  roof  is  perforated  so  that  the  cattla 
can  be  showered  with  water  from  the  trough  at  the  top  of  the  car. 

Claim. — First,  the  combmation  of  the  troughs  a  a  with  the  cords,  puUevs  oo  o  o  and  wind- 
lass W,  or  their  equivalents,  the  whole  operating  in  the  manner  and  for  the  purpose  substan- 
tially as  described. 

Second,  forming  the  troughs  a  a  with  a  movable  section  in  firont  of  the  doors,  so  as  to  allow 
the  cattle  to  pass  out  and  in,  and  yet  preserve  the  continuity  of  the  trough. 

Third,  the  perforated  secondary  roof,  whereby  the  cattle  and  cars  may  be  efiocttially  show- 
ered with  water,  for  the  purpose  set  forth. 

No.  33,606.— John  Selser,  of  Williamsnort,  Ttk.— Improvement  in  Self-Opening  Canal 
Bridges. — Patent  dated  October  29,  1861. — ^This  invention  consists  in  the  use  of  levers  at  or 
near  the  surface  of  the  water,  and  connected  to  the  bridge  by  chains,  so  that  the  action  of  the 
boat  striking  against  the  levers  causes  the  bridge  to  be  opened.  The  bridge  is  supported  on 
lour  wheels,  which  run  on  a  double  track,  each  track  being  composed  of  four  inclines,  so  that 
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the  bridee  will  tend  to  close  by  the  action  of  gravity.  The  boat  is  caused  to  sink  a  buoyant 
mass,  which  tends  to  close  the  bridge  again  as  it  rises  after  the  passage  of  the  boat. 

Claim, — First,  the  employment  of  a  lever  or  levers  at  or  near  the  surface  of  the  water,  and 
connected  with  the  bridge  by  means  of  chains,  or  their  equivalents,  whereby  the  bridge  may 
be  opened,  or  partially  opened,  by  the  action  of  the  boat  thereon,  substantially  as  described, 
and  the  concussion  due  to  the  boat  striking  against  the  bridge  avoided,  as  herein  set  forth. 

Second,  the  arrangement  of  the  double  track,  each  composed  of  four  inclines,  as  shown  and 
described,  for  the  purpose  specified. 

Third,  causing  the  action  of  the  boat  to  sink  a  buoyant  mass,  whereby  the  buoyancy  of  the 
said  mass  tends  to  closo  the  bridge  again  after  the  passage  of  the  boat,  in  either  direction, 
substantially  as  descilbed. 

No.  3.3,607. — Christian  Sharps,  of  Philadelphia,  FA,^Jmprovement  in  Breech- Loading 
Fire- Arm, — Patent  dated  October  29ttl8Gl. — ^This  invention  consists  in  the  use  of  a  vertical 
sliding  breech  in  combination  with  the  rear  of  the  barrel,  the  latter  being  recessed  to  receive 
the  h^  of  the  metallic  cartridge,  ^o,  in  a  movable  block  ananged  on  the  sliding  breech, 
so  as  to  form  a  medium  of  communication  between  the  hammer  and  the  metallic  caitridge  to 
discharge  the  latter.  Also,  in  furnishing  the  bar  (bv  means  of  which  the  spent  cartridge  is 
extracted)  with  an  inclined  notch,  so  arranged  that  when  the  cartridge  is  discharged  a  portion 
of  the-  head  will  be  caused  to  penetrate  the  notch  bv  being  struck  by  a  projection  on  the 
movable  block,  and  thereby  so  connected  with  the  ena  of  the  bar  that  the  extraction  of  the 
cartridge  will  be  eflfected  with  certainty. 

Claim, — First,  the  vertical  sliding  breech  D,  in  combination  with  the  rear  of  the  barrel 
when  the  latter  is  recessed,  for  the  reception  of  the  head  z  of  a  metallic  cartridge,  substantially 
as  set  forth.  / 

Second,  the  block  F  arranged  on  the  sliding  breech  substantially  as  set  forth,  and  forming 
a  medium  of  communication  octwcen  the  hammer  and  the  metallic  cartridge,  for  the  purpose 
of  discharging  the  latter,  as  described. 

Third,  tne  inclined  notch  on  the  end  of  the  projection  h  of  the  sliding  bar  H,  the  said  notch 
being  so  arranged  in  respect  to  the  head  x  of  the  metallic  cartridge  that  when  the  latter  is  dis- 
charged 1^  portion  of  the  nead  will  penetrate  the  notch  as  set  forth,  for  the  purpose  specified. 

No.  33,608.— Samuel  Shoemaker,  of  Smithville,  O, ^Improvement  in  Li/ling  Jacka,^ 
Patent  dated  October  29,  1861. — This  invention  consists  in  the  employment  of  two  curved 
rack-bars,  the  forward  one  of  which  passes  through  slots  in  the  two  standards,  and  has  ita 
upper  end  secured  to  the  forward  end  of  the  lever ;  the  other  bar  is  pivoted  at  its  lower  end  to 
the  rear  standard,  while  its  upper  end  plays  in  a  slot  in  the  lever. 

Claim. — The  curved  rack-bars  D  E,  the  lever  F,  and  the  standards  B  C,  when  the  same 
are  arranged  and  constructed  as  and. for  the  purpose  specified. 

No.  33,609.— Dryden  Smith,  of  Biddeford,  ^aine,— Improvement  in  Self- Adjusting 
Uterine  Supporters. — Patent  dated  October  29,  1861. — ^The  object  of  this  invention  is  to 
restore  to  a  natural  and  healthy  position  various  uterine  displacements,  such  as  prolapsus,  or 
falling  of  the  womb  or  bladder,  &c. 

Claim. — The  adjustable  bar  H,  set  screw  J,  abdominal  brace  A  A,  in  combination  with 
tube  c,  the  whole  ganged  in  the  manner  and  for  the  purpose  as  specified. 

No.  33,610.— Lucius  Stebbixs,  of  New  York,  N.  Y,^ Improvement  in  Iron  Pavements,^ 
Patent  dated  October  29,  1861. — This  invention  consists  in  the  use  of  movable  teeth  or  keys 
projectmff  through  openings  or  slots  in  fiat  metal  surfaces  which  form  the  pavement,  the  teeth 
being  bcuanced  by  weights  or  springs,  so  as  to  yield  to  the  pressure  of  a  fiat  surface,  but 
prevent  the  slipping  of  the  horse's  feet  when  not  depressed.  Also,  in  providing  channels 
underneath  the  upper  plate  of  the  pavement  to  carrv  off  the  water  of  dirt  which  passe* 
through  the  holes  in  said  upper  plate,  the  upper  and  lower  plates  of  the  pavement  being  so 
arranged  that  steam,  water,  or  hot  air  can  bo  introduced  between  them  to  melt  off  the  snow 
or  ice. 

Claim. — First,  the  emplo^ent  of  movable  teeth  or  keys  i,  projecting  through  slots  or 
openings  d  in  Qat  metal  surfaces  A  which  form  the  pavement,  substantially  in  the  manner 
and  for  the  purpose  shown  and  described. 

Second,  making  the  keys  movable  by  means  of  weights,  springs,  or  by  any  other  desirable 
means,  substantially  as  and  for  the  purpose  set  forth. 

Third,  forming  the  pavement  out  of  two  plates  A  and  E,  tach  being  ribbed,  substantially 
in  the  manner  specificKl,  so  that  channels  are  provided  to  carry  off  tlie  water  and  the  dirt;  or 
out  of  one  plate  provided  with  suitable  ribs  to  form  such  channels,  and  so  that  stoaoit  water, 
or  hot  air  can  be  introduced  under  the  pavement  whenever  it  is  desired. 

No.  33,611.— William  Mont  Storm,  of  New  York,  N.  Y.'-Imnrovement  in  Skin 
Cmrtridge$,—FBieni  dated  October  29,  1861.— The  nature  of  this  invention  is  expluned  b/ 
the  clAim. 
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Claim. — ^The  application  of  the  spiral  fillet  of  gnt  adherent  to  it,  in  lieu  of  nsin^  thread, 
muslin,  or  other  material  of  twisted  fibres  dissimilar  in  nature  from  the  skin  body  of  tho 
cartridge,  as  heretofore  essayed,  and  possessinpj  the  objectionable  features  explained,  all  sub- 
stantially in  the  mauner  and  (or  the  objects  given. 

No.  33,61*2.— B.  F.  Swekt,  of  Fond  du  Lac,  Wis.— -/w»pror«nfn/  in  Car-Covpling, — 
Patent  diitctl  October  29.  IdCl. — This  invention  consists  in  making  the  front  parts  of  the 
draw-bead.s  which  receive  the  link  or  shackle  of  cast-iron,  and  having  the  plates  or  bars  fitted 
therein  by  diivetaiLs,  and  secured  by  a  shrunken  wrought-iron  band,  by  which  means  it  is 
(Ichigned  to  obtain  economy  of  construction  and  durability. 

Claim. — ('onstructing  the  draw-heads  of  railroad  cars  by  having  wrought-iron  plates  or 
bars  A  A  fitted  by  means  of  dovetail  connexions  in  cast-iron  bodies  15,  and  secmca  therein 
by  shrunken  wrought-iron  bands  C,  substantially  as  shown  and  described. 

• 

No.  33,613.— Henry  Tihrion,  of  Mirecourt,  Froncc,— Improved  Blast  JlJac/i inc.— Patent 
dated  October  29,  IH61. — The  space  surrounding  the  •cylinders  being  filled  to  the  required 
height  wiih  water  or  mercury,  the  air  forced  by  the  compressing  cylinders  enters  the  reservoir 
by  suitable  tubes,  and  the  receptacle  rises  under  the  pressure  ot  the  compressed  air  according 
to  the  extent  of  the  pressure.  The  supply  and  pressure  being  equal,  it  is  impossible  for  the 
air  to  oscapi*.  As  the  column  of  water  or  mercury  which  intercepts  its  communication  with 
the  atmosphere  is  at  least  equal  to  the  internal  pressure,  no  friction  takes  place,  the  working 
being  effected  in  water  or  meirury,  and  the  expenditure  of  force  is  exactly  w  hat  is  necessary. 

Claim. — The  employment  of  the  cylinder  and  appaiatus  described  for  blast  pm'poses,in  the 
manner  and  for  the  puiposes  sot  forth. 

No.  33,  614.— John  A.  Thompson,  of  Cayuga,  N.  Y.— Improvement  in  Railroad  Car 
Ventilators, — Patent  dated  October  29,  1861. — This  invention  consists  in  the  use  of  an  outside 
box  or  ca-^ing,  in  which  works  a  three-sided  deflector  guided  in  its  motions  by  means  of  pins 
which  traverse  in  grooved  guides  in  the  outside  box. 

Claim. — The  combination  of  the  box  D,  grooved  as  described,  with  the  three-sided 
deflector  A,  the  same  being  applied  and  operated  in  the  manner  set  forth. 

No.  33,615.— Chester  Van  Horn,  of  Springfield,  yihsa.— Improvement  in  ModeofLotcer 
ing  Piers  into  the  Water. — Patent  dated  October  29,  1861. — In  this  apparatus  the  platform 
on  which  the  pier  is  built  is  lowered  by  connecting  the  nuts  of  the  several  screw  rods  by 
mechanism,  so  arranged  that  all  the  nuts  will  be  operated  simultaneously  from  one  and  the 
same  driving  shaft,  and  consequently  not  only  much  hibor  saved  in  lowering  the  platform, 
but  the  horizontality  of  the  same  always  preser\xd. 

Claim. — The  connecting  of  the  several  nuts  D  of  the  screw  rods  B  to  a  common  driving 
fthol't  J,  sub-^tan'ially  as  shown,  or  in  an  equivalent  way,  when  said  screw  rods  and  nuts  are 
employed  to  sustain  a  platlbrm  C,  for  the  purpose  of  lowering  piers  into  the  water  during  the 
course  of  construction. 

No.  33,616.— Mo.sES  N.  Ward,  of  Old  Town,  Mo.— Improvement  in  Tobacco  Pipes. — 
Patent  dated  October  29,  1801. — Tliis  invention  consists  in  providing  thepi})e  with  a  cooling 
and  condensing  cylinder  and  air-chamber,  and  conducting  tne  smoke  through  the  same  in  its 
passa^  to  the  mouth  of  the  smoker. 

Claim. — The  combination  of  the  cylinder  A,  chamber  B,  and  stem  D,  the  whole  constructed 
as  described,  and  operating  as  set  Ibrth. 

No.  3.3,617.— William  Medd  Watson,  of  Tonica,  l\\.— Improvement  in  Grain-Separa- 
liffs.— Patent  dated  October  29,  ^&y\. — The  object  of  this  invention  is  to  separate  mixed 

Sain,  but  more  especially  oats  from  wheat,  which  is  accomplished  by  rolling  a  mixture  of 
eso  two  grains,  in  a  layer  of  not  more  than  one  grain  in  thickness,  over  a  piano  surface,  by 
the  continuous  motion  of  another  parallel  surface,  such  as  an  endless  apron  pressing  against 
the  grains,  so  as  to  cause  them  to  roll  or  slide  by  friction,  and  thus  carry  them  forward.  The 
lowermost  of  these  plane  surfaces  is  perforated  with  numerous  holes  of  a  diameter  about  equal 
to  three-quarters  of  the  average  length  of  tho  wheat  grains  to  bo  divided  from  the  oats,  the 
holes  being  in  such  a  position  that  several  of  them  will  bo  in  the  path  of  each  wheat  grain 
in  crossing  the  plane,  by  which  arrangement  tho  wheat  will  all  pass  through  tho  holes  into  a 
receptacle  beneath,  while  tho  oats,  being  larger,  will  roll  or  slide  over  the  holes  to  the  end  of 
the  plane,  and  there  be  discharged  into  a  heap  by  themselves. 

Claim. — A  machine  composed  of  a  pressure-carrier,  a  perforated  surface,  and  a  feeding 
mechanism  lor  dividing  mixed  grain,  and  depositing  tho  several  kinds  in  separate  places,  sub- 
stantially as  descilbcd. 

No.  a3,6I8.— Wm.  Medd  Watson,  of  Tonica,  III— /m»rocemen«  in  Sieves  and  Screens  &f 
Witnunoing  Machines, — Patent  dated  October  29,  1861.— This  invention  consists  in  makinr 
Um  series  of  metal  bars,  that  extend  across  the  screen,  of  tubular  or  crimped,  or  couugated 
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thin  sheet  metal,  instead  of  solid,  round,  or  angular  hars,  in  order  to  lessen  the  weight,  and 
still  preserve  the  strength. 

Claim, — ^Tlie  combination  of  thin  metal  bars  with  a  frame  to  form  sieves  and  screens,  sub- 
stantially as  described. 

Also,  the  method  described  of  cleansing  grain,  by  passing  it  over  a  screen  having  deep 
grooves  with  wide  tops  and  narrow  slotted  bottoms,  substantially  as  described. 

No.  33,619. — ^William  Weitling,  of  New  York,  N.  Y. — Improvement  in  Setting  flfo- 
ehines. — Patent  dated  October '-^9.  186J. — This  invention  consists  in  the  use  of  a  thread-car- 
rier, carrying  a  thread  down  and  up  the  opening  of  the  button  hole,  while  the  needle,  in 
stitching,  caiTies  one  down  and  up  through  the  cloth.  Secondly,  in  an  opening  in  the  plate 
for  the  thread-carrier  to  pass.  Tuirdly,  in  a  thread-holder  revolving  round  an  axle  fixcMl  in 
the  clothes-piesj=er,  and  provided  below  its  base  with  a  hook  to  take  up  the  slackening  of  the 
thread  above  the  plate,  and  to  hold  them  in  the  form  of  loops  under  the  needle.  Fourthly,  in 
a  thread  regulator,  for  alternately  opening  and  shutting  the  opening  in  the  plate  for  the  pas- 
sage of  the  thread-carrier,  and  also  m  a  take-up  tension  for  keeping  the  threads  in  a  continual 
tension  while  running  from  spools,  so  as  to  take  up  any  slackening  not  taken  up  by  the  thread- 
holder. 

Claim. — First,  the  employment  of  a  thread-carrier  a,  consisting  of  a  sewing-machine 
needle  having  no  pQint,  and  operating  through  the  opening  of  the  button  hole,  substantially 
as  and  for  the  pui'poso  set  forth. 

Second,  the  arrangement  for  laying  the  upper  loops  with  the  hook  r,  by  the  revolution  of 
the  thiead-holder  d,  substantially  as  and  for  the  purpose  described. 

Third,  the  anangement  by  which  the  opening  z  in  the  bed  plate,  provided  for  the  passage 
of  the  thread-carriers,  is  alternately  opened  and  shut  by  the  employment  of  a  thread  regula- 
tor e  and  /,  operating  substantially  as  and  for  the  purpose  set  forth. 

Fouith,  the  arrangement  of  the  take-up  tension,  consisting  of  a  combination  of  hollow 
axles  A'  h*  with  rollers  /**2/i2,  weights  k  Ar,  cord  r2,  and  double  leader^',  operating  substantially 
in  the  manner  and  for  the  purpose  specified. 

Fifth,  the  arrangement  of  alternately  checking  and  freeing  the  take-up  tension  by  the  em- 
ployment of  a  tension  regulator  /  and  «i,  substantially  as  and  for  the  purpose  set  forth. 

No.  33,620.— -Andrew  Whytock,  of  liondon,  England.— /mororerf  Manufacture  of  Me- 
tallic Sheathing.— ratent  dated  October  29,  J 8()1.— Patented  in  England  October  11,  1859. — 
This  invention  consists  in  connecting  together  a  series  of  sheets  of  metal  by  grooving,  rivet- 
ing, or  otherwise,  which  aie  then  immersed  in  a  bath  of  melted  metal,  with  which  they  are  to 
be  coated,  by  which  means  not  only  the  general  siurfaces  will  be  coated,  but  also  the  joints. 

Claim. — The  described  now  or  improved  article  of  manufacture,  as  made  of  two  or  more 
sheets  of  metal  permanently  united  together  and  subsequently  covered  or  coated  with  another 
metal,  substantially  in  the  manner  set  forth. 

No.  33,621.— CanceUed. 

No.  33,622.— Geo.  W.  Griswold,  of  Abington,  Pa.,  assignor  to  A.  C.  SissoN,  of  the 
same  ulace.— Improved  Spring  Bottom  for  Beds,  Chairs ,  i(c. — Patent  dated  October  29, 
1861 . — This  invention  consists  in  the  use  of  a  series  of  bar  or  strip  springs,  one  set  of  the  ends 
of  which  is  fastened  to  tho  frame,  and  the  other  set  of  ends  is  free  to  move  out  as  any  super- 
incumbent weight  comes  upon  them,  but  are  restrained  from  rising  too  high  when  the  weight 
is  removed  from  them.  The  free  ends  of  the  springs  always  rest  vertically  upon  their  rod  or 
support  pressing  thereon,  so  that,  when  they  recoil  or  react,  their  bent  or  hooked  enda  wiU 
bo  sure  to  catch  upon  said  rod  or  support. 

Claim. — A  spring  bottom  for  chaire,  carriage  seats,  sofas,  lounges,  beds,  &c.,  made  of  a 
series  of  slat  or  sti  ip  spring,  one  end  of  which  is  fastened,  and  tho  other  ends  loose,  said 
loose  ends  being  restricted  from  leaving  their  support,  substantially  as  and  for  the  purpose 
described. 

No.  33,623.— Jonas  S.  Heartt  and  Samuel  English,  of  Troy,  N.  Y.,  assignora  t# 
Jonas  S.  Ueartt,  James  Ostrander,  of  Troy,  N.  Y.,  and  Joseph  Rhh^way,  of  South 
Amboy,  N.  J. — Improved  Machine  for  Making  Fire-Clay  Gas  Retorts, — Patent  dated  Octo- 
ber 29, 1861. — The  end  plate  of  the  tixcd  core  is  separable  from  the  hollow  core,  and  is  sccuiod 
thereto  during  the  formation  of  the  ends  of  tho  retort  by  means  of  a  screw-rod  extended 
through  the  machine  to  its  outside,  so  that  a  person  attending  tho  machine  can  thereby  release 
the  plate  from  the  core.  Between  the  core  and  the  greater  part  of  its  end  plate  is  a  space 
which  communicates,  by  means  of  a  passage,  with  the  open  air,  or  with  a  condensing  pump, 
so  that  when  the  core  is  raised,  leaving  tho  end  plate  at  the  bottom,  the  atmospheric  pressure 
on  tho  inner  and  outer  surfaco  of  the  retort  during  its  formation  will  be  so  nearly  equal  that 
it  will  not  collapse  or  be  crushed  inward  by  the  atmospheric  pressure,  while  the  body  of  the 
retort  increases  in  length,  and  consequently  tends  to  produce  a  shell  which  shdes  longitudi- 
nally on  its  body  by  means  of  a  screw-rod  extended  through  the  machine  to  the  oiUaide. 
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The  plastic  material  is  forced  in  between  the  outer  die  and  the  core,  bj  means  of  a  feed-screw 
working,  in  a  cylinder. 

C/aim.— FifHt,  the  removable  plate  «,  when  secured  to  and  released  from  the  end  of  the 
hollow  core  B,  having  a  commumcation  with  a  snpplj  of  atmospheric  air  or  other  6uid,  as 
and  for  the  purpose  set  forth. 

Second,  the  slidiuG^  coie  shell  k,  when  applied  so  that  the  core  can  be  thereby  made  to 
terminate  either  withm  or  bejond  the  end  of  the  outside  die  A,  as  described. 

Third,  the  combination  of  the  condensing  air-pump  P,  or  any  equivalent  therefor,  with  the 
outer  die  A,  mould  M,  and  support  F,  core  B,  extended  opposite  to  the  recess  n  in  the  mould, 
and  a  device  for  forcing  the  plastic  material  between  the  said  core  and  die  into  the  mould, 
substantially  as  and  for  the  purpose  set  forth. 

No.  33,624.— Charles  Mahan.  Sen.,  of  Jamestown,  O.,  assignor  to  Himself  and  Alfred 
Johnson,  of  the  same  place. — Improved  Clod  Crusher, — Patent  dated  October!;^,  186J. — 
Hinged  to  the  for^-ard  part  of  an  ordinary  drag  b  a  frame,  to  the  middle  and  rear  end  of 
which  are  secured  rows  of  teeth  which  are  allow^  to  project  through  openiugs  in  the  floor  of 
the  drag.  The  harrow  frame  is  kept  depressed  or  raised  by  means  of  a  lever  pivoted  to  the 
frame  at  its  centre. 

Claim.— 'The  arrangement  of  drag  A,  harrow  6  C  D  E,  lever  G  ^,  apertures  F,  and  catches 
#'  and  II,  or  equivalent  devices,  for  simultaneous  division  and  pulverization  of  the  clods,  or 
tor  momentary  suspension  of  the  harrow  action,  substantially  as  described. 

No.  33,625.-0.  F.  Schaffer,  of  New  York,  N.  Y.,  assignor  to  H'unself.  August 
8cHMn>T,  and  James  T.  Steer,  of  the  same  place. — Improvement  in  Machinery  for  Drest- 
ing  Flat  or  Hwtp, — Patent  dated  October  29,  1861. — This  invention  consists  in  the  emp'oy- 
ment  of  a  cylinder  carrying  rollers,  in  connexion  with  a  belt  also  carrymg  rollers  in  such  a 
manner  that  the  flax  or  other  material  to  be  cleaned  of  the  tow  and  woody  material,  is  acted 
upon  by  the  rollers,  and  the  refuse  matter  loosened  from  the  fibre  and  the  fibres  themselves 
separated  and  cleansed.  To  the  bolts  are  also  attached  hatchels  for  combing  out  and  remov- 
ing the  tow  and  foreign  matter.  In  connexion  with  the  above  are  used  two  feed  rollers,  one 
of^which  is  grooved  so  as  to  crack  the  woody  part,  and  the  other  is  made  of  rubber  or  other 
elastic  material  for  the  purpose  of  holding  the  mass  more  firmly  and  preventing  the  hatchels 
from  drawing  it  into  the  machine. 

Claim, — ^The  cvlinder  c,  provided  with  the  rollers  ^,  in  combination  with  the  rollers  h  on 
the  belts  g^  as  ana  for  the  purposes  specified. 

Also,  the  hatchels  e  on  the  cvlinder  c,  in  combination  with  the  rollers  k  on  the  belts  g,  or 
with  the  hatchels  t  on  the  said  belt  g^  or  both,  as  and  for  the  purposes  set  forth. 

Also,  the  feed  rollers  k  and  /,  one  of  which  is  pooved  and  the  other  rendered  elastic  by  a 
covering  of  rubber  or  similar  material,  in  combination  with  the  said  cylinder  c  and  belt  g, 
provided  with  the  rollers  and  hatchels,  as  set  forth. 

No.  33,620.— EDO ar  D.  Seely,  of  Brookline,  Mass.,  assignor  to  Himself,  Oeorge  A. 
Phillips,  of  Dorchester,  and  Thomas  F.  Wells,  of  Roxbury,  Mass. — Improttmemt  in 
Gun-Cappers. — Patentdated  October  29,  1861. — This  invention  consists  of  a  metallic  tube  in 
which  is  fitted  to  elidt^  a  cap  receptacle,  which  has  one  end  filled  with  a  piece  through  which 
an  eye-bolt  screw  passes  into  the  end  of  the  cap-receiver.  At  the  other  end  the  cap-receiver 
projects  l)evond  the  end  of  the  case,  and  its  sides  are  formed  into  spring  nippers  to  letain  and 
deliver  each  cap.  In  the  end  of  the  follower  nearest  the  eye-bolt  screw  is  fixed  a  spring  of 
rubber  or  elastic  cord,  which  passes  over  a  stop  or  pulley  connected  to  the  receiver  near  its 
nipper  end,  and  from  thence  it  passes  along  the  length  of  the  receiver  to  the  other  end.  By 
means  of  a  guide  the  implement  may  be  used  to  cap  the  gun,  the  fingers  being  guided  by  the 
touch,  without  the  necessity  of  using  the  eye. 

C7iiim.— First,  constructing  a  gun-capper  substantially  in  the  form  described,  whereby  it 
is  made  more  convenient  in  use  and  more  universally  applicable  than  the  disc  shape  used 
heretofore. 

Second,  constructing  the  cap-receiver  separate  and  removable  from  the  outer  casing,  and 
wRh  its  projecting  end  formed  into  spring  nippers,  substantially  as  and  for  the  purpose 
specified.  , 

Third,  the  arrangement  of  the  spring  n,  operating  substantially  as  shown  and  described, 
when  combined  wiUi  the  follower  and  cap-receiver,  so  as  to  be  removable  with  them  from  the 
ease. 

Fourth,  the  guide  to  the  delivery  end  of  the  instrument. 

No.  33,627.— Ancu.  Stickney,  of  Concord,  N.  H.,  assignor  to  Himself  and  Wiluam  H. 
HovBY,  of  Springfield,  Mass. — Improvement  in  Com'Sk3ler$, — Patent  dated  October  29, 
1661.— This  invention  consists  in  the  use  of  an  inclined  box  or  trough  in  connexion  with  a 
nvolving  toothed  disc,  the  front  of  the  inclined  trough  being  closed  by  a  movable  pressure 
plate  wmch  is  held  in  place  by  a  spiral  spring  and  nuts  and  screws.  The  ear  of  com  is  taken 
up  against  the  top  of  the  ineiined  box  by  the  revolving  disc,  and  a  rotaiy  motion  is  imparted 
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to  it  in  one  direction  during  its  passage  through  half  the  length  of  the  box,  and  is  then  car- 
ried against  the  lower  side  of  the  box  and  revolved  in  the  contrary  direction  duriue  its  pas- 
sage tiirough  the  remainder  of  the  box,  the  inside  of  the  pressure  plate  being  furnished  with 
rioges  arranged  to  operate  like  the  thread  of  a  female  screw,  so  as  to  quicken  the  passage  of 
the  ear  of  com  through  the  box. 

Claim. — First,  the  combination  of  the  box  or  trough  C  and  pressure  plate  F  with  the  shell 
A  and  rotary  toothed  disc  D,  when  the  several  parts  are  constructed  and  arranged  as  and  for 
the  purposes  specified. 

Second,  the  arrangement  of  the  ridges  m  m  m  on  the  interior  surface  of  the  pressure  plate 
F,  whereby  they  operate  as  a  right  and  left  screw,  substantially  as  and  for  the  purposes 
specified. 

No.  33,628.— Benjamin  Andrews,  of  Philadelphia,  Fek,— Improvement  in  Army  Trunks,— 
Patent  dated  November  5, 1861. — This  invention  consists  in  adapting  a  mattress  and  suitable 
frame  or  platform  therefor  so  as  to  be  enclosed  together  within  a  common  trunk,  leaving  the 
^  main  poition  of  the  interior  of  the  trunk  unobstructed,  the  mattress  and  platform  being  capa- 
ble of  beingextended  upon  the  opened  trunk  or  upon  the  legs  of  the  platform. 

C/atm.— ?rhe  folding  platform  B,  in  combination  with  the  mattress  A,  tray  D,  and  drop  leg 
/,  the  same  being  constiiicted  and  arranged  to  operate  together  in  combination  with  a  trunk, 
whether  closed  or  opened,  substantially  in  the  manner  desciibed  and  set  forth  and  for  the  pur- 
pose specified. 

Also,  in  combination  with  the  said  platform  B,  mattress  A,  tray  D,  and  drop  leg  /,  con- 
structed and  arranged  to  operate  as  described,  the  legs  h  h  attached  thereto,  so  as  to  operate 
in  the  manner  described  and  set  forth  and  for  the  purpose  specified. 

No.  33,629. — John  P.  Avery,  of  Norwich,  Conn. — Improvement  in  Trusses  for  Bridges, — 
Patent  dated  November  5,  186 J . — ^This  invention  is  explained  by  the  claim  and  engraving. 

Claim. — The  combination  of  two  sets  of  bi-aces  standing  upon  two  base  chords  and  termi- 
nating at  the  top  in  one  chord  forming  a  truss.  Also,  the  combination  of  two  or  more  trusses 
thus  formed  by  making  one  set  of  braces  in  each  truss  unite  or  stand  on  the  same  base  chord, 
the  whole  being  constructed  substantially  as  described  and  for  the  purposes  set  forth. 

No.  33,630.— H.  W.  Ball,  of  New  York,  N.  Y.— Improved  Cook  Stove  and  Camp  Chest 
Combined.— VaiQut  dated  November  5,  1861. — This  invention  is  explained  by  the  claim  and 
engraving. 

Claim. — ^A  cook  stove  C  and  boiler  D,  when  constructed  and  arranged  to  fit  one  within  the 
other,  and  to  contain  the  necessary  culinary  vessels,  dishes,  &c.,  when  said  stove  is  used  in 
connexion  with  a  camp  chest  A  and  combined  therewith,  substantially  as  and  for  the  pm'pose 
set  forth. 

No.  33,631. — C.  H.  Ballard,  of  Worcester,  Mass. — Improvement  in  Breech  Loading  Fire- 
Arms. — Patent  dated  November  5,  18(51. — This  invention  consints  in  a  novel  construction  of, 
and  mode  of  applying,  a  movable  breech  for  breech-loading;  also  in  the  arrangement  of  all 
the  parts  of  the  lock  of  a  breech-loading  fire-arm  within  a  slot  in  the  movable  oreech;  also 
in  a  means  of  bringing  the  lock  to  a  half  cock  by  the  act  of  opening  the  breech ;  and  in  a 
certain  means  wheiebv  the  cartridge-drawing  device,  after  having  drawn  the  cartridge,  is  re- 
turned to  a  recess  within  the  barrel  out  of  the  way  of  the  movable  breech  and  lock,  by  the 
force  of  the  main  spring  of  the  lock  acting  through  the  hammer.. 

Claim. — First,  the  breech  B,  composed  of  a  long  block  with  shoulders  a  h  fitted  to  corre- 
sponding shoulders  e  /,  within  the  breech  supporter  A,  and  arranged  in  combination  with  a 
lever  D  to  move  upward  and  downward  as  well  as  longitudinally,  within  a  parallel-sided 
cavity  in  the  said  supporter  under  the  control  of  guides  d  d  above  and  below  its  rear  portion, 
all  substantially  as  specified. 

Second,  the  arrangement  of  all  the  parts  of  the  lock  of  breech-loading  rifle  or  other  small 
arm  within  a  slot  in  the  movable  breech,  substantially  as  specified. 

Third,  the  link  £,  having  a  protuberance  e,  applied  in  combination  with  the  lever  D,  the 
breech,  and  the  hammer,  for  the  purpose  of  bringing  the  hammer  to  half  cock  by  the  act  of 
opcmng  the  bieech,  substantially  as  specified. 

Fourth,  combining  the  lever  F  with  the  hammer  H,  by  means  of  a  horn  n,  or  its  equiva- 
lent, substantiiilly  as  and  for  the  purpose  specified. 

No.  33,632.— F.  H.  Bartholomew,  of  New  York,  N.  Y,— Improved  Water  Closet,— 
Patent  dated  November 5,  1861.— The  hopper,  trap,  trap  screen,  and  floor  flanch  are  soar- 
ranged  that  the  trap  may  be  secured  to  the  .floor  and  mi^Q  to  serve  the  double  function  of  a 
trap  and  a  stand  or  support  for  the  hopper.  The  wooden  seat  is  attached  to  the  hopper  in 
su(^  a  way  that  no  other  support  will  be  required,  thus  obviating  the  necessity  of  extraueoos 
fixtures. 

Claim, — First,  the  combination  of  the  trap  A,  hopper  B,  opening  A,  provided  with  the  cap 
or  lid  j,  and  the  flanches  e  /,  either  or  both  at  the  lower  part  of  the  trap,  all  beings  arraageQ 
substantially  as  and  lor  the  purpose  set  forth. 
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Second,  the  flanch  C  for  tho  attaching  of  the  scat  E  directly  to  the  hopper  B,  when  said 
hopper  is  attached  to  a  trap  A,  which  8ei*ve8  the  twofold  purpose  of  a  trap  and  stand  or  sap- 
port,  as  set  forth. 

Third,  constructing  or  casting  the  trap  A  in  the  form  substantially  as  shown  and  described, 
to  wit,  having  it  so  curbed  that  a  screen  or  partition  d  will  project  fonvard  in  front  of  the 
lower  or  discharge  end  of  tho  hopper  13,  for  the  puipose  of  concealing  the  contents  of  the  trap, 
as  described.  * 

No.  33,633.— J.  D.  Boedicker,  of  New  York,  N.  Y.—Imvrovcd  Piano-Forte  Action.— 
patent  dated  November  5,  J8(i]. — This  invention  consists  in  tne  employment  of  a  combina- 
tion of  levers  applied  to  and  connected  with  the  hummer-shank,  and  arranged  in  hurh  a 
manner  as  to  act  together  with  the  jack  so  as  to  move  and  arrest  the  sanje  within  u  hhort 
diHtance  fjom  the  string  to  allow  the  jack  to  operate  the  same,  so  us  to  produce  a  repetition  of 
blown  by  a  very  slight  rise  of  tho  end  of  the  key. 

Claim. — First,  the  arrangement  of  tho  levers  n  and  m  in  combination  with  the  hammer 
Bhank  I,  and  acted  upon  by  the  jack  B,  in  the  manner  and  for  the  purpose  substantially  as 
described. 

Second,  the  use  of  the  spring  S,  between  the  end  of  the  lever  n  and  the  hammer-shank  I, 
operating  the  levers  n  and  «?,  and  in  combination  with  the  jack  B,  the  hammer  H,  In  th0 
manner  and  for  the  purpose  substantially  as  set  forth. 

Third,  the  screw  r,  or  its  equivalent,  acting  upon  tho  levers  m  and  fi,  substantially  aa 
specified. 

No.  3:], 634.— John  Bruckshaw,  of  Oakley,  Henry  Brpckshaw,  of  Market  Drayton, 
and  Wm.  8.  Underhill,  of  Newport,  England. — Improrcment  in  Machines  for  hletatimr 
Grain. — Patent  dated  November  5,  186J. — This  invention  consists  in  elevating  grain  thiough 
a  tube  by  means  of  a  blast  of  air  from  a  fan. 

Claim.-  The  elevating  or  raising  grain  from  one  level  to  another  by  means  of  a  blast  and 
fan,  as  more  fully  set  forth  and  specilied. 

No.  33,635.— E.  B.  Butterfield,  of  New  York,  N.  \ .—Improvement  in  Brer ch- Loading 
Ordnance-    Patent  dated  November  5,  1861. — This  invention  is  explained  by  the  eluim. 

<  /tfjm.— Combining  with  tho  breech  of  a  breech-loading  cannon  a  movable  bieech-pin 
and  a  movable  bieedi-piece,  the  breech-pin  being  arranged  and  constructed  so  as  to  mtjcw 
into  the  breech  at  the  end  of  the  boro  or  chamber,  and  the  breech-piece  having  a  socket  in 
which  is  a  seiew  corresponding  with  and  formiiig  a  continuation  of  tho  sciew  in  the  bojc  or 
chamber,  substantially  as  and  for  tho  purposes  described. 

No.  33.636. — A.  H.  DixsoN,  of  San  Francisco,  Cal. — Improvement  in  Grain  Separators.— 
Patent  dated  November  5,  I8(il. — Tho  chutes  are  placed  under  tho  screens  and  inciiiir  Ai  a 
reverbC  diiection  to  them.  The  outer  end  of  each  screen  is  connected  to  tho  end  of  the  cLuj* 
by  a  strip  of  leather  which  closes  the  space  between  tho  chutes  and  screens  at  that  p*>;ui 
The  screens  aro  pivoted  at  their  inner  ends  so  as  to  be  easily  adjustable  as  to  iuclimuiou. 
Just  below  the  outer  end  of  each  screen  is  a  sheet  metal  .slide  which  may  bo  drawn  out,  lUiJ 
thus,  in  etfect,  lengthen  the  screen,  for  the  piu'pose  of  adapting  the  machine  to  the  coudtUoo 
and  quality  of  the  grain. 

(  litim.—  First,  the  employment  or  use  of  a  series  of  adjustable  screens  t  and  stution^.j 
chutes  /,  placed  in  a  vibrating  or  reciprocating  box  D,  connected  at  their  outer  eud*  by 
utrip.N  g,  of  leather  or  other  suitable  material,  and  placed  relatively  with  tho  fau-box  C,  tu 
operate  as  and  for  the  purpose  set  foith. 

iSccond,  the  emplo^Tiicnt  or  use  of  tho  slides  G,  placed  between  the  screens  c  at  their  ou'tr 
ends,  substantially  as  and  for  the  purpose  set  forth. 

No.  33,637.— Lewis  Di-NGAN,  of  Philadelphia,  Va.—Impracemcnt  in  Apparatus  far  Prc- 
sercing  and  Discharging  Ma!t  Liquors.— Vataut  dated  November  5,  186J. — This  iuveutioQ 
is  designed  as  an  improvement  on  the  patent  granted  to  M.  Kecder.  January  :;i4,  ItOu.  and 
consi-is  of  a  tube  with  a  detachable  air-tight  cap  secured  to  tho  piston,  and  operating  in  such 
a  manner  as  to  prevent  the  lodgment  of  air  in  the  space  beneath  the  pi&tou,  and  pie^ona 
the  freshness  of  the  liquor. 

rlaim. — The  tube  M  with  its  detachable  air-tight  cap  N,  when  combined  with  the  piston 
D,  of  the  described  appanitus  for  preserving  and  discharging  malt  liquors,  substantially  in 
the  manner  and  for  the  puri)ose  specified. 

No.  3.3.6:^.— H.  G.  Eastman,  of  Ponghkeepsie,  N.  Y.—Improred  Penman's  Assistant,— 
Patent  dated  November  5,  IHGl. — This  invention  consists  in  forming  a  hand  and  finger  rest 
or  support  for  the  pupil  ieammg  to  write,  by  means  of  a  ball  fitting  tho  pahn  of  the  hand 
when  closed  in  the  act  of  wnting,  and  having  attached  thereto,  in  Miitable  positions,  tbimbies 
or  fingers  for  the  support  of  tho  middle,  fourth,  and  little  fingers,  so  that  the  pen,  when  held 
between  the  thumb  and  forefinger,  will  rest  against  the  end  of  the  luiddlc  finger  in  an  easy 
and  natural  position  for  forming  the  letters. 
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Claim. — ^Tho  use  of  a  spherical  or  other  shaped  instrument  havinff  (inffcr  rests  or  supports 
attached  thereto,  substantially  as  described,  for  supporting  the  hand  and  lingers  lor  the  pur- 
pose sot  forth. 

No.  33,039. — J.  Farotsson,  of  Dubuque,  Iowa. — Improvement  in  Grain  Separators. — Pat- 
ent dated  November  5,  18(>l.^The  riddles  are  of  a  hollow  rhomboidal  shape,  transversely,  hav- 
ing the  central  angular  part  of  their  top  i)eiforated  plates  dosed  along  their  whole  length, 
and  tht»  central  angular  ptut  of  their  lower  imperforated  plate  open  along  their  wholo  length. 
The  frame  is  suspended  on  springs  which  allow  a  longitudinal  movement  of  the  fiame  and 
riddk'S  together.  On  one  end  ot  the  frame  is  fastened  a  slotted  biacket,  in  which  un  eccen 
trie  revolves,  and  gives  the  frame  a  reciprocating,  longitudinal  motion.  The  hopper  is  made 
without  a  bottom,  and  is  supported  at  its  ends  by  a  slotted  bracket  and  f'et  8cu»ws,  so  as  to 
be  adjusted  nearer  to  or  further  from  the  upper  riddle  for  regulating  the  feed-pins  projecting 
from  the  upper  liddle  into  the  open  bottom  of  the  hopper,  prevent  the  latter  from  cnoliing. 

Claim. — The  wheat  riddles  b,  constructed  and  operating  in  the  manner  substantially  as 
describeil,  for  the  puipo.^e  set  forth. 

fc^econd,  the  combination  of  the  wheat  riddles  D,  pins  j,  and  bottomless  hopper  E,  sub- 
stantially as  and  for  the  purpose  described. 

Thud,  the  combination  of  the  wheat  riddles  D,  springs  G,  and  eccentric/,  substantially  in 
the  manner  and  for  the  purposes  described. 

Fourth,  the  combination  of  the  wheat-rMdles  D  and  the  cockle  riddle  I,  substantially  io 
the  manner  and  for  the  puipose  described. 

Filth,  the  combination  of  the  wheat  riddles  D  and  fan  B,  substantially  as  and  for  the  pur- 
pose described. 

bixth,  the  adjustability  of  the  hopper  E,  relatively  to  the  upper  riddle  D,  substantially  in 
the  manner  and  for  the  purpose  described. 

No.  33,C-10. — D.  K.  Flsiiel,  of  Lancaster,  Ohio. — Jmprorrment  in  Weather  Strips  ana 
Fasteners  for  Doors. — Patent  dated  November  5,  18G1. — This  invention  consists  in  making 
a  j)!irt  of  the  threshold  or  the  carpet  stiip  at  the  door  to  slide,  it  being  so  arranged  as  to  vielff 
as  the  weather  strip  is  jmshed  down  between  the  stationary  and  sliding  parts  ot  the  thieshold, 
and  elohc  the  crack  at  the  bottom  of  the  door. 

Claim. — The  sliding  thieshold  or  carpet  strip  for  the  purposes  set  forth,  substantially  ai 
described. 

Also,  in  combination  with  the  sliding  threshold,  the  weather  strip  and  door-fastenw 
described. 

No.  33, 64 J. —Henry  Francisco,  of  White  Water,  W'm.^Improred  Spring  Tooth  fm 
Cultirators. — Patent  dated  November  5,  J8G1. — This  invention  consists  in  so  constructinr 
the  shoulder  of  a  cultivator  tooth  between  the  point  where  the  uppei  main  portion  or  ntana- 
aid  of  the  tooth  eomes  in  contact  with  the  beam  and  the  point  at  which  the  bolt**  pass  through 
the  shoulder  to  secure  the  tooth  to  the  beam,  that,  betweeu  said  points,  theie  shah  be  a  suffi- 
cient spring  or  elasticity  to  the  shoulder  to  compensate  for  any  unusual  strain  upon  the  tooth. 

Claim. — A  spring  cultivator  tooth  constructed  and  operating  substantially  in  the  mannei 
and  for  the  puiposo  described,  in  combination  with  a  check  brace,  substantially  as  described. 

S<  cuntl,  ^o  constructing  the  shoulder  of  a  cultivator  tooth  that,  when  the  working  point  of 
the  tooth  is  anested  by  any  sudden  obstruction,  the  strain  upon  the  tooth  will  bo  leliovcd  by 
the  action  of  the  shouider,  substantially  as  described. 

No.  3.3,042. — Thomas  Gates,  of  Worcester,  Maj^s. — Improved  Refrigerator. — Patent 
dute<l  November  5,  l^rGI. — t^ecured  to  the  l)a>»e  of  the  chest  is  a  circular  railway,  upon  which 
is  i)iaced  ti  table  provided  with  u heels,  which  admit  of  the  table  bemn^  revolved  so  that  but- 
ter placed  upon  the  table  may  be  removed  in  small  portions  through  the  door.  The  ice  caso 
is  nuule  to  lost  upon  the  base,  so  as  to  be  readily  removed  when  necessary  for  the  reception 
of  a  tlrkin  of  butter. 

r/«im.— The  refrigerator,  as  described,  consisting  of  the  ice-case,  chamber,  and  base,  with 
it^  movable  table,  Hhen  constructd  in  the  manner  and  for  the  pmpose  set  forth  and  described 

No.  33,043—1).  S  IlA>nLTON,  of  Elmira,  N.  Y.—Improrcment  in  Rotary  Pumps.— VaXoni 
dated  November  5,  leGl .— The  central  cylinder  which  closes  the  interior  of  tue  annular  niston- 
si)ace.  and  al.-o  the  outer  cylinder,  are  made  statiouarj',  the  piston  bi'ing  attachcti  to  the  cap 
which  levohe^  with  the  driving-shaft.  Immediately  between  the  induction  and  eduction  pipo 
or  chamber  is  ariangcd  a  'Miutii:ent"  which  is  hinged  to  one  i;i\\^o  of  the  eduction  aperliu'e, 
the  opposite  side  resting  upon  the  edge  of  the  induction  aperture,  the  "butment"  opening  to 
let  the  piston  pa-^s. 

Claim. — The  combinati<m  of  the  annular  piston  space  E,  having  both  annular  sides  fixed, 
with  the  butment  (i  bearing  on  one  of  the  said  fixed  annular  sides,  substantially  as  and  for 
the  ptirpi>se  set  forth. 

Also,  thu  combmed  arrangement  of  the  butment  Q  and  induction  and  eduction  apertures  J 
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and  D,  so  that  the  said  aperture  shall  be  nearly  or  quite  radially  opposite  to  each  otlier,  and 
the  hutment  shall  close  diagonally  between  the  two  and  open  into  the  eduction  aperture,  for 
the  purpose  specified. 

Also,  inclining  the  closed  butment  and  approaching  piston  towards  each  other  so  that  the 
piston  shall  open  the  butment  in  the  direction  contrary  to  that  of  its  own  motion,  substantially 
at  and  for  the  purpose  specified. 

No.  33,644.— J.  W.  Hardie,  of  New  York,  N.  Y.—Imprtwement  in  Army  TmiiAs.— Patent 
dated  November  5,  1661. — This  invention  consists  in  so  constructing  a  trank  as  to  render  it 
capable  of  being  readily  transformed  into  an  easy  chair,  a  bed  and  bedstead,  a  lounge  and 
writing  desk,  a  settee  or  a  table. 

Claim. — First,  the  construction  of  the  trunk  as  described,  with  the  upper  section  of  less 
depth  than  the  lower  when  hinged  at  the  end,  as  set  forth,  and  provided  with  sockets,  or  their 
equivalent,  and  in  combination  therewith  the  U-shaped  irons,  for  the  purposes  and  substan- 
tially as  set  forth. 

Second,  the  table  hinged  so  as  to  fold,  and  provided  with  ears  or  hooks  as  specified,  for  the 
pui-poses  described. 

liilid,  the  combination  of  the  frame,  U-shaped  iron  and  top  of  the  trunk,  when  the  said 
frame  is  hinged  to  the  trunk  top  and  supported  oy  the  iron,  for  the  purpose  of  forming  a  high- 
backed  chair  in  connexion  with  the  body  of  the  trunk,  in  the  manner  specified. 

Fourth,  the  double  frame  or  frames  £  F,  havmg  two  sets  of  biaces,  G  G  and  Z  Z,  for  the 
several  purposes  set  forth;  arranged  and  combined  with  the  trunk  substantially  as  described. 

Fifth,  the  frame  D,  hun^  near  the  main  hinges,  so  as  to  swing  up  and  permit  the  folding 
out  of  the  double  frame' £  F,  as  set  forth. 

No.  33,645.— D.  A.  Haviland  and  A.  S.  Phillips,  of  Fort  Dodge,  lovra.—Impratement 
in  Apparatus  in  Handling  Hides  in  Tanning. — Patent  dated  November  5,  1861. — At  each 
end  ol  a  vat  are  placed  standards  provided  with  grooves  in  which  are  fitted  cross-heculs,  the 
latter  being  suspended  by  ropes  to  axles  joumated  in  each  end  of  the  vat.  Resting  upon  these 
cross-heads  are  a  series  of  bars  provided  with  hooks,  to  which  the  skins  are  aitacned.  By 
means  of  a  windlass  the  skins  are  lowered  into  and  raised  fiom  the  vat- 

Claim. — The  arrangement  of  the  windlass  axles  D  D',  cranks  F  F',  movable  bars  E,  and 
standards  B  B\  with  the  vat  A,  the  whole  combined  and  operating  in  the  manner  and  for  the 
purpose  described. 

No.  33,646.— W.  8.  Henson,  of  Newark,  N.  3 .—Improtemtnt  in  Breech- Loading  Ord- 
nance.— Patent  dated  November  5,  1861. — ^The  barrel  of  the  pun  is  stationary  and  mounted 
on  a  platfo'-m,  the  breech-piece  recoiling  a  short  distance  as  the  gun  is  fired.  The  breech  is 
not  fastened  to  the  barrel,  but  is  made  of  such  weight  as  to  resist  the  shock  of  the  explosion 
almost  entirclv  by  its  inertia.  One  or  more  vent  holes  may  be  made  in  the  barrel  instead  of 
a  vent  in  the  breech  for  firing  the  charge  simultaneously  at  two  places,  so  as  to  secure  a  more 
rapid  combustion  of  the  powder. 

Claim. — The  independent  recoiling  breech,  together  with  the  non-recoiling  barrel  and  dou- 
ble vents,  made  and  operated  as  described. 

No.  :G,647.— B.  J.  HiLDRETH,  of  Philadelphia,  Fa,— Improved  Sash-Supporter.— Paient 
dated  November  5,  1861. — This  invention  consists  of  a  device  by  which  the  sashes  are  kept 
pressed  outward  against  the  jamb  and  thereby  made  to  form  a  tic^ht  joint,  and  by  friction 
sustain  the  noshes  in  the  frame  at  any  desired  height,  the  device  being  more  especially  de- 
signed for  cars  and  other  vehicles. 

Claim. —The  T-shaped  shoe  c  and  spring  d,  with  the  cavity  b  and  CToove  a,  when  com- 
bined, an-angcd  and  operating  in  the  manner  and  for  the  purpose  described. 

No.  33,648.— A.  H.  JoNES,  of  Falsington,  V&.— Improvement  in  Com-Shellers.—Palteni 
dated  November  5,  1861. — The  weighted  arm  is  so  arranged  in  relation  to  the  plate  and  strip- 
per-wheel as  to  force  the  cob  against  them  with  an  equal  pressure  throughout  its  length,  and 
thereby  remove  the  kernels  from  the.point  as  efiectually  as  from  the  other  parts  of  the  cob. 

Claim. — The  weighted  arm  L,  arrange  in  respect  to  the  plate-wheel  G  and  stripper-wheel 
K,  as  and  for  the  purpose  set  forth. 

No.  33,649.— August  Kaestner,  of  New  York,  N.  Y. —Improvement  in  Lamps.— PaXcoi 
dated  November  5,  1661. — This  lamp  is  designed  to  bum  coal  oil  without  a  glass  chinmey. 
The  lube  is  provided  with  large  perforations  l^low  so  that  the  air  can  be  heated  as  it  passes  to 
the  fliune,  and  with  small  peribrations  above  for  the  admission  of  small  jets  of  air  to  the  base 
of  the  flame. 

Claim. — The  combination  of  the  tube  B,  taper  slot  e,  large  perforations  J,  and  horizontal 
ranges  of  small  peribrations,  all  constructed  and  arranged  in  relation  to  each  other  and  to  the 
wick  tube  c,  in  the  manner  and  for  the  purpose  explained. 
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No.  33,650. — O.  W,  Kellogg,  of  Ripon,  Wis. — Improvement  in  Road'Scrapers, — ^Patent 
dated  November  5,  1861. — To  the  back  board  of  the  scraper  is  attached  the  dranght-pole  in 
front  and  two  handles  at  the  rear,  and  is  so  secured  bj  joints  to  the  bottom  board  as  to  admit 
of  its  being  easily  tilted  when  the  dirt  is  to  be  discharged. 

Claim, — The  bottom  board  E,  provided  with  a  share  or  shod  portion  a,  and  havine  side 

Eieces  D  D  attached,  in  connexion  with  the  back  board  A,  having  the  draught-pole  B,  and 
andles  C  C,  attached  to  it,  and  connected  to  the  back  edge  of  the  bottom  board  Ivby  hinces 
or  joints  a^  all  being  arranged  and  combined  substantially  as  and  for  the  purpose  set  forth. 

No.  33,651.— COLOMANNUS  KoLLiNSKY,  JACOB  Ehrlick  and  Albert  J.  de  Zeyk,  of 
Washington,  D.  C. — Improvement  in  Military  Fatigue  Caps, — Patent  dated  November  5, 
1861. — The  flaps  are  so  arranged  in  relation  to  and  united  with  the  side  pieces  of  the  cap  as 
to  admit  of  being  turned  up  or  down  in  front,  or  they  may  be  placed  at  the  sides  of  the  head 
80  as  to  be  adapted  to  be  worn  in  any  kind  of  weather. 

Claim. — Providing  a  cap  composed  of  two  side  pieces  and  a  top  gusset,  with  flaps  arranged 
in  relation  to  and  united  with  the  said  side  pieces  substantially  as  herein  described,  so  as  to 
operate  in  the  manner  and  for  the  purposes  set  forth. 

No.  33,652.— Charles  Le  Due,  of  Boston,  'Mass.— Improvement  in  Safe  Lochs.— Fatent 
dated  November  5,  1861. — This  invention  consists  in  the  construction  and  aiTangement  of 
two  slides  operating  parallelly,  in  connexion  with  the  bolts.  The  slides  are  provided  with 
flanged  ends,  and  are  operated  by  loose  pins  at  one  end,  which  pins  are  operated  bv  the  key. 

Claim. — The  construction,  arrangement,  and  combination  of  the  bolts  E  and  slides  G  with 
their  flanged  and  inclined  plane  ends  to  be  operated  by  the  pins  J,  substantially  as  described. 

No.  33,6.53. — JosiAH  Lees,  of  Birmingham,  England. — Improvement  in  Sttivel  Hooks  and 
/?iii^«.— Patented  in  England  May  ID,  I860.— Patent  dated  November  5, 186J.— The  hook  or 
ring  is  formed  either  wholly  or  partially  of  tubular  metal,  or  of  solid  metal  with  a  chamber 
at  one  end  to  receive  a  spring  and  metal  bolt.  A  portion  of  the  circle  is  omitted  to  form  an 
opening,  which  is  filled  up  by  the  bolt  being  forced  against  the  other  end  of  the  ring  by  the 
coiled  spring. 

Claim. — In  the  manufacture  of  swivel  hooks  and  rings  for  attaching  and  securing  watch- 
chains,  ear-rings,  key-rings,  and  other  similar  articles  of  jewelry ;  the  so  combining  of  a 
spring-bolt  with  the  aiticlo  of  jewelry  as  that  said  bolt  when  shot  out  shall  form  a  part  of  the 
rim  or  boundary  of  said  hook  or  ring,  and  thus  close  the  space  through  or  by  which  the 
article  of  jewelry  is  secured  to  any  other  thing,  and  thus  avoid  the  use  of  a  hinge  of  any 
kind,  substantially  as  represented. 

No.  33,654.— A.  H.  Lorton,  of  New  York,  N.  Y.— Improved  Potato- Ma sher. —Tateni 
dated  November  5,  1861. — This  invention  consists  of  a  perforated  disc  attached  to  a  handle, 
and  is  designed  for  mashmg  or  crushing  potatoes,  turnips,  and  other  vegetables  when  cooked. 

Claim. — The  perforaied  pulverizer  or  potato-masher,  constructed  substantially  as  described, 
&s  a  new  article  of  manufacture. 

No.  33.655.— S.  W.  Marsh,  of  Washington,  D.  C— Improvement  in  Breerh-Loading  Fire* 
Arms. — Patent  dated  November  5,  186J. — This  invention  consists  of  a  number  of  devices, 
which  do  not  admit  of  a- brief  description. 

Claim. — First,  the  construction  of  a  gun-barrel,  or  part  of  a  gun-barrel,  having  a  hinge 
joint,  as  shown  at  I,  upon  the  fixed  breech-connexion  D  D  D'  D'  D2  D3  D4  D5,  Figs.  1,  26, 
with  the  channel  F  F,  Figs.  1,  26,  and  cavities  F'  F',  Fig.  1,  and  the  cavities  F'  I'  F2  F2. 
Fig.  26,  within  the  fixed  breech-connexion,  substantially  as  described  and  set  forth. 

Second,  the  peculiar  construction  of  the  gates  H,  formed  with  the  cavities  J  K  K'  L  M, 
Figs.  .1,  4,  8,  13,  22,  24,  and  of  the  gates  H,  hinged  at  I,  formed  with  the  cavities  J  K2  K3 
M,  Figs.  26,  28,  and  operating  substantially  as  shown  at  Figs.  1,  2,  3,  26,  as  described  and 
set  forth. 

Third,  the  adjustable  plungers  0,  whether  made  solid,  as  represented  in  Fig.  7,  or  perfo- 
rated longitudinally  for  the  introduction  of  a  needle,  as  shown  in  Figs.  1,  2,  3,  and  6,  and 
their  equivalents,  Figs.  5,  9,  15,  19,  23,  27,  and  29,  constructed  and  operated  substantially 
as  specified. 

Fourth,  the  bolts  represented  in  Fig^.  15,  16,  and  30,  constructed  and  operating  substan- 
tial I  v  as  set  forth. 

Filth,  the  spring  U,  Figs.  1,  2,  3,  and  26,  constructed,  arranged,  and  operating  substan- 
tially as  Rpecined. 

Sixth,  the  peculiar  or  equivalent  form  of  needle-head  R  R',  as  represented  in  Figs.  10,  17, 
and  21,  constructed  and  operating  as  and  for  the  purpose  described. 

Seventh,  the  peculiarly  formed  trigger  V,  Figs.  1,  2,  and  3,  constructed,  arranged,  and 
operating  as  set  forth. 

Eighth,  the  combination  of  the  nut  P,  or  its  equivalent  screw  L',  with  the  plungers  O,  foi 
the  purpose  set  forth. 
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Ninth,  in  combination  with  the  fixed  breech-connexion,  the  spring  T,  Fiffs.  1,  2.  and  3,  and 
T'2,  Fig.  *i6,  constructed,  arranged,  and  operating  as  and  for  the  purpose  Scribed. 

Tenth,  the  screw  or  pin  </,  or  its  equivalent,  in  combination  with  the  trigger  V  and  bolts, 
Figs,  ili  and  30,  constructed,  arranged,  and  operating  as  described. 

Eleventh,  the  combination  in  a  tire-arm  of  a  pcrloratcd  plunger  with  a  needle,  substantially 
in  the  manner  and  for  the  piuposo  describcnl. 

No.  33,CC)C. — C.  II.  McCoRMICK,  of  Chicago,  111. — Improvement  in  the  Cutting  Apparatus 
of  Matting  and  Heaping  Mathincs. — Patent  dated  November  5,  1801. — The  object  of  this 
invention  is  to  diminiah  the  width  and  thickness  of  the  cuitor  without  impairing  its  efficiency. 
The  fiont  margin  of  the  top  of  the  tingcr-bcani  is  madu  the  guide  for  the  cutter,  so  that  it  may 
bo  firmly  supported  througliout  its  whole  length,  and  upon  this  guide  the  cutter-bar  is  arranged 
to  slide,  the  blade  being  riveted  to  the  top  of  the  bar.  The  guide,  cutter-bar,  and  blade  are  so 
arranged  that  the  bhule  will  djoop  enough  to  bring  its  edge  down  to  or  below  the  level  of  the 
top  ot  the  guide  on  the  linger-bcam. 

Claim. — The  combmation  of  the  droojjing  blade  and  its  liir  with  the  supporting  guide  for 
Ihe  bar  on  the  front  margin  of  the  finger-beam,  all  constructed  and  urrar^cd  substantially  as 
described. 

No.  33,637.— C.  V.  McCoRMlCK,  of  Chicago,  l\\.— Improvement  in  Metallic  Finger-Beams 
of  Heaving  and  Matting  Machines. — Patent  dated  November  5,  1801. — The  finger-beam  is 
formeu  with  a  broad  under  surface  to  prevent  it  from  sinking  too  much  into  the  ground,  and 
with  a  nariow  upper  surface  sloping  towards  the  front  as  a  seat  for  the  lingers,  and  to  allow 
cut  grass  to  fall  over  it  to  the  giound,  while  the  requisite  vertical  stiffness  is  obtained  by 
giving  it  additional  thieknes.i  in  the  lino  of  tho  rivet-holes. 

Claim. — Tho  finger-beam,  constmcted  as  set  forth. 

No.  3.3,658.— C.  H.  McCormick,  of  Chicago,  111. — Improvement  in  Heaping  and  Mowing 
Machines. — Patent  dated  November  r»,  1801. — The  natme  of  this  invention  will  be  understood 
from  the  claim. 

Claim. — Tho  combination  in  a  mowing  machine,  balanced  or  nearly  so  upon  its  main 
driving-wheel,  of  a  driver's  fc-eat  arranged  over  the  driving-wheel,  a  leaning  bar  or  bars  on  the 
side  or 'sides  of  the  driver's  seat,  and  a  jointed  tongue,  so  arranged  that  by  a  forwaid  and 
lateral  movement  or  a  backward  and  lateral  niovemcut  of  his  body  the  driver  can  cono-spond- 
ingly  turn  tho  machine  upon  the  driving-wheel  as  a  fulcrum,  substantially  as  described. 

No.  63,659.-8.  W.  Mudge,  of  Rome,  N.  Y.— Improved  Churn.— Patent  dated  November 
5,  1801. — On  the  shaft  just  below  the  lid  is  keyed  a  circular  beater-phite  provided  with  a 


series  of  concentric,  step-like  projections.  Above  this  plate,  and  corresponding  inversely  with 
it,  is  a  similar  plate,  and  both  are  arranged  upon  the  shaft,  which  is  so  geared  as  to  rotate  the 
plates  in  leverse  directions.  The  lower  end  of  tho  slmft  is  provided  with  arms,  which  serve 
as  gatherers,  and  upright  ribs  are  attached  to  the  inner  sides  of  tho  tub  to  assist  the  gaihoiing 
operation. 

Claim. — Tho  plates  D  and  E,  da.sher  F,  and  ribs  J  J,  when  all  shall  be  constructed, 
arranged,  and  operated  in  tho  manner  and  for  the  purpose  specified. 

No.  33,660.— William  Page,  of  New  York,  N.  Y.— Improvement  in  Hifled  Projectile  for 
Ordnance^  Sfc. — Patent  dated  November  5,  1801. — This  invention  consists* in  attaching  to  tho 
muzzle  of  a  smooth-bored  gun  ono  or  more  internal  projections,  to  be  used  in  connexion  with 
a  projectile  having  one  or  more  groovfes  on  its  surface^  lor  the  piu*pose  of  giving  the  latter  a 
rotary  motion  wheh  discharged. 

Claim. — ^The  combination  and  use  of  both  pins  and  spiral  groove,  as  described,  by  which 
the  rotation  of  the  projectile  on  its  axis  is  seemed  in  its  passage  throughout  the  smooth  bore 
of  tho  gun. 

No.  33,661.— P.  P.  PARKnURST,  of  Milford,  'Mass.— Improved  Washing  Machine— Vaieni 
dated  November  5,  1861. — ^Tho  slats  are  attached  to  two  circular  heads  and  arranged  in  two 
circles,  each  slat  being  made  square,  and  placed  so  that  its  diagonal  shall  bo  on  the  i-adial 
lino  of  the  circular  heads. 

Claim. — ^The  cylinder  formed  with  two  concentric  scries  of  alternating  slats  /*  h  and  i  i,  as 
and  for  tho  purposes  specified. 

No.  33,662.— R.  P.  Parrott,  of  Cold  Spring,  N.  Y.— Improvement  in  Applying  Fuzes  to 
Shells, — Patent  dated  November  5,  1801. — The  object  of  this  invention  is  to  make  tho  fuze 
servo  either  as  a  time  fuze  or  a  percussion  fuze,  as  may  be  desired,  and  the  invention  consists 
in  providing  in  the  metal  of  tho  projectile,  on  each  side  of  the  luzc-hole,  a  hole  for  the  reception 
of  the  fuze,  intersecting  or  meeting  the  first-named  hole  in  a  transverse  section.  In  connexion 
with  this  transverse  hole  for  the  reception  of  tho  fuze  is  employed,  to  effect  the  explosion  of 
the  projectile  by  percussion,  a  movable  plug  or  plunger  or  other  piece  of  metal,  suitably  ap- 
plieo,  to  break  the  fuze  when  the  projectile  strikes,  so  that  the  fire  from  tho  fuze  which  is 
Ignited  by  ,the  fire  of  the  charge  of  the  gun  may  communicate  with  tho  charge  of  the  projectile. 
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Claim, — The  combination  with  an  aperture  leading  to  the  interior  of  tho  shell  of  a  trans- 
verse hole  or  passa^  D  for  tho  reception  of  tho  fuze,  substantially  as  described. 

Also,  the  comblnalion  with  tho  transversely-inserted  fuze  of  a  plunger  C,  applied  and 
operating  substantially  as  and  for  tho  purpose  specified. 

No.  33,663.— A.  R.  Reese,  William  Gould  and  Nelson  Lake,  of  Phillipsburg,  N. 
J. — Improvement  in  Hakes  for  Harvesters. — Patent  dated  November  5,  J  861. — This  invention 
consists  in  arranging  the  gearing  of  the  revolving  combined  self-raker  and  reel  within  an 
independent  frame,  so  that  it  may  be  readily  removed  tmd  converted  into  a  mower.  The  ring 
to  which  the  frame  is  attached  is  braced  to  a  cross  piece,  which  latter  serves  as  a  bearing  for 
the  vertical  shaft. 

Claim. — First,  the  combination  of  the  rake  c,  the  blank  heads  D  D,  operating  as  described, 
and  an  endU  s  chain  N  N,  with  the  removable  frame  F  F,  the  whole  being  ananged  and 
operating  in  iho  manner  and  for  the  purpose  described. 

Second,  the  combination  of  cross  pieces  II,  and  the  braces  1 1,  with  the  removable  frame 
F  F,  for  the  pm-pose  of  strengthening  and  supporting  the  ring  G  G,  substantially  as  described. 

No.  33,664.— T.  R.  Richmond,  ofMassillon,  O.— Improvement  in  Seeding  Machines.— T&teni 
dated  November  5,  1861. — This  invention  consists  in  an  arrangement  of  devices  by  which  the 
seed  is  dropped  into  the  ground,  their  discharge  reflated,  and  when  desirable,  entirely  cut 
oflf,  and  at  the  same  time  the  tubes  and  teeth  laised  Irom  the  ground. 

Claim, — ^The  arrangement  of  the  slotted  cam  M,  pivot  A,  and  adjustable  frame  N,  with  the 
lever  ij^  rod  L,  slide  A:,  straps  O,  tubes  P,  arms  Q,  and  tubes  S,  all  as  shown  and  described. 

No.  33,665.— J.  R.  Rowand,  of  Philadelphia,  Va.—Improvcd  Mode  of  Diminishing  the 
Effect  of  Collision  on  Railways. — Patent  dated  November  5,  1861. — This  invention  consists 
in  providing  a  railway  car  with  any  suitable  number  of  frames  arranged  to  slide  into  each 
other,  and  terming  chambers  which  are  filled  with  small  blocks  of  fiiablo  material  resting  on 
a  grating,  so  that  when  the  cars  come  in  violent  contact  with  each  other  the  slides  will  yield, 
and  the  shock  and  crush  be  absorbed  by  the  friable  blocks.  A  strap  furnished  with  a  coupling 
screw  may  be  passed  around  the  chambers,  so  as  to  bo  drawn  tightly  and  impart  more  or  less 
friction  to  the  slidrng  frames. 

Claim. — First,  the  employment,  in  connexion  with  railway  cars,  of  any  convenient  number 
of  frames  C,  D  and  E,  ananged  to  slide  into  each  other,  and  forming  chambers  containing 
blocks  of  friable  material,  in  combination  with  tho  gratiug  G,  or  its  equivalents,  for  the  pur- 
pose specified. 

Second,  the  adjustable  strap  H,  applied  to  tho  sliding  frame,  substantially  in  the  manner 
and  for  the  pm^ose  set  forth. 

No.  33,666. — William  Siiaw,  of  Hudson,  N.  Y.— Improved  Mode  of  Supporting  and 
Locking*  IFindow  Sashes. — Patent  dated  November  5,  1861. — The  case  or  box  which  encloses 
tho  several  parts  of  tho  lock  has  a  slot  in  its  upper  side  cover  in  which  the  locking  end  of  tho 
key  slides.  Tho  spring  which  keeps  the  pinion  against  the  rack  is  fastened  in  one  corner  of 
the  case,  and  operates  on  the  side  of  the  pmion  opposite  the  rack. 

Claim. — Employing  tho  spring  key  c,  in  combination  with  the  pinion  A  and  spring  J, 
when  tho  guard  or  stop  s  opeiutes  on  the  side  of  tho  pinion  opposite  to  tho  rack  B,  substan- 
tially as  and  for  the  purpose  set  forth. 

Also,  constructing  tho  case  or  box  g^  substantially  in  the  manner  and  for  the  purpose  set 
forth. 

No.  33,667.— Cyrus  W.  Strout,  of  Calais,  Me. — Improvement  in  Machines  for  Dovetail* 
ing  Window  Sashes. — Patent  dated  November  5,  1861. —  The  table  upon  which  the  stuff  to  be 
mortised  is  placed  is  provided  on  its  imdcr  side  with  two  transverse  bars,  through  which  a 
shaft  passes,  upon  which  tho  table  has  a  rocking  motion.  The  carriage  has  a  forked  head  at 
its  front  end  and  laterally  projecting  arms  at  its  rear  end,  by  means  ot  which  a  lateral  move- 
ment is  imparted  to  the  carriage  and  table.  By  means  of  a  screw  passing  up  through  tho 
rear  end  ot  the  frame,  the  rear  end  of  the  table  can  be  elevated  so  as  to  cut  both  sides  of  the 
mortise  of  tho  same  length.  The  table  is  retained  in  a  level  or  inclined  position  by  adjustable 
stops.  A  series  of  adjustable  right  and  left  hand  cutters  are  attached  to  ono  side  of  the  head 
so  us  to  project  more  or  less  beyond  its  periphery.  A  gauge-rest  is  so  arranged  as  to  admit 
of  tho  gauge  being  adjusted  to  and  from  tho  cutters,  and  the  lateral  movement  of  the  gauge 
is  goveiTieu  by  means  of  an  arm  in  connexion  with  a  pin  and  catch. 

Claim. — I'irst,  the  rocking  table  H,  carriage  I,  screw  rf,  adjustable  stops  «  n,  and  screw/, 
when  combined,  ananged,  and  operating  in  tne  manner  and  for  tho  purpose  described. 

Second,  the  arrangement  of  the  cauge-rest  J,  provided  with  an  arm  N,  with  the  slide  j,  and 
connecting  link  t,  at  one  end,  and  the  slotted  segment  plate  /  /,  at  the  other,  in  connexion  with 
the  pin  K  and  adjustable  catch  L,  combined  and  operating  in  the  manner  described. 

Third,  the  revolving  cutters  a  a,  with  table  H  and  gauge-rest  J,  when  combined,  arranged, 
and  operating  in  the  manner  and  for  the  purpose  describe. 
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No.  33»668.— Henry  R.  Terry,  of  £denboro\  Fti.^ Improvement  in  BeehitfeM.—Fhitmi 

dated  November  5,  J  861. -The  bive  is  constracted  in  horizontal  sections,  each  section  hemf 
eeparated  from  the  other  bj  a  series  of  slats  near  their  upper  surfaces  and  a  like  -eriee  at  their 
lower  surfticcs,  so  that  a  free  passage  is  allowed  the  working  bees  between  the  slata  and  the 
huUdmg  of  the  comb  in  these  spaces  precluded. 

Claim.— The  depression  of  the  honzontal  slats  on  the  top  of  the  secbons,  whereby  a  lateral 
passage  is  formed  for  the  bees  through  the  section  of  comb.    ' 

No.  33  6G9.  H.  F.  Thiemeyer,  of  Baltimoie,  ^d.— Improved  Railroad  SwUeA  —Patent 
dated  November  5,  1861. — ^The  switch  is  provided  with  a  series  of  recesses  accompanied  bj 
a  series  of  ings  or  steps  for  the  purpose  of  allowing  the  di'rt  to  escape  and  preventing  the 
tongue  from  being  sprung.  The  tip  of  the  tongue  is  fastened  by  means  of  a  bar  inserted 
nuoer  a  lip  and  the  rail. 

c7atm.~ First,  the  use  of  the  rece^  ^es  6,  and  the  lugs  or  stops  r,  in  the  bed-plate  or  casting 
B.  substantially  in  the  manner  and  for  the  purposes  set  forth. 

Second,  the  mode  of  fastening  the  tip  of  the  tongue  to  the  bed-plate  by  the  bar  H,  sliding 
under  the  lail  I,  and  the  lip  G,  substantial jy  as  described. 

No.  33,670.— H.  F.  Thiemeyer,  of  Baltimoie,  Md.-  Improvement  in  Railroad  Crossings, — 
Patent  dated  November  5,  1861. — ^Tho  bed-plates,  which  are  cast  with  the  rails,  are  provided 
with  recesses  to  prevent  the  dirt  from  obstructine  the  motion  of  the  tongues,  which  aie  con- 
nected at  one  end  to  the  bed-plates  by  bolts.  1*  our  tongues  are  connected  and  operated  by 
means  of  rods  and  levers,  so  that  one  set  of  tongues  can  be  closed  simultaneously  with  the 
opening  of  the  other  set. 

Claim. — First,  the  use  of  the  bed-plates  B,  provided  with  the  recesses  fr,  in  connexion  with 
the  rail  C,  and  four  swinging  tongues  E,  substantially  in  the  manner  and  for  the  purposes  set 
forth. 

Second,  the  arranfi;ement  of  the  tongues,  in  combination  with  the  double  lever  and  the  con- 
necting lods  (Jt  and  H,  for  the  purpose  of  ^ving  a  continuous  rail  on  both  sides  of  the  track, 
and  for  the  purpose  of  opening  one  pair  ot  tongues  and  closing  the  other  pair  by  the  same 
motion,  substantially  as  described. 

No.  33,671.— T.  J.  Wadleigh,  of  Sutton,  N.  R.— Improvement  in  Pi«mj»j.— Patent  dated 
November  5,  1861.— The  novelty  of  this  invention  consists  in  the  arrangement  of  it^  several 
parts  as  designated  in  the  olaim. 

Claim  — An  improved  pump  composed  of  the  stock  A  A'  A",  the  axle  D,  the  braces  1 1, 
and  corresponding  braces  in  the  rear  of  1 1,  the  collar  O,  the  shaft  H,  with  its  right  and  leti 
screws,  the  wheds  O  and  E,  the  collar  M,  the  arms  J  J,  the  valve  rods  Q  Q,  the  arms  K  K, 
the  supports  L  L^  the  sliding  block  K,  the  mortise  U,  the  rotary  blocks  8  S',  with  their  pro- 
jections &,  the  collar  N,  with  its  sliding  and  rotary  blocks,  and  the  lubricating  cap  P,  combined, 
arranged,  and  operatmg  as  above  set  forth. 

No.  33,672.— W.  M.  W.\TSON,  of  Tonica,  lU.— Improvement  in  Mould- Board  Blanks.-— 
Patent  dated  November  5,  1861. — This  invention  consists  in  making  the  mould-board  skelp 
proportionally  thicker  at  and  near  the  land-side  edge  and  of  the  proper  shape,  so  that  it  wiU 
not  wear  through  at  and  near  that  edge  sooner  than  at  other  points. 

Claim. — As  a  new  manufacture  the  mould-board  skelp,  having  a  thickened  margin,  sub- 
stantially as  described. 

No.  33  673.— WfLLiAM  S.  WiNSOR,  of  Port  Orford,  Oregon.— rf»;M'oremcii(  in  Planing 
Saws. — Patent  dated  November  5,  1861. — The  planing  teeth  are  constructed  with  convex  cut- 
ters projecting  laterally  on  opposite  sides,  and  nauges  projecting  radially  beyond  the  said  cut- 
ters, and  adapted  to  follow  in  the  path  of  the  planing  teeth,  for  the  purpose  of  steadying  the 
cutters  and  pi  eventing  their  lateral  deflection. 

Claim. — The  supporting  flanges  :r*2,  employed  in  connexion  with  the  cutters  e  and  c'  of  a 
circular  saw,  substantially  as  and  for  the  purposes  set  forth. 

No.  33,674.— John  Wright,  Jr.,  of  New  York,  N.  Y. ^Improvement  in  the  Process  of 
Ratting  and  Purifying  Sugar. — Patent  dated  November  5,  J861. — The  alcohol  or  liquor 
used  is  forced  through  the  mass  of  sugar  by  means  of  a  pump  connected  with  a  pipe,  the  end 
of  which  is  placed  at  the  bottom  of  a  vessel  containing  the  sugar,  the  impurities  passing  off 
over  the  sides  or  top  of  the  vessel. 

Claim. — Applying  alcohol,  white  liquor,  or  other  liquid  used  to  wash  the  sugar  at  or  near 
the  bottom  of  the  vessel  containing  the  sugar,  and  malting  the  alcohol  or  other  liquid  to  flow 
up  through  the  mass  of  sugar,  and  carry  up,  float  out,  and  carry  off  any  impurities  and  ex- 
traneous matter  lighter  than  the  sugar,  and  such  other  matter  or  substances  as  may  be  dis- 
solved by  the  alcohol,  white  liquor,  or  other  liquid  used  to  wash  the  sugar,  substantially  aa 
described. 
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No.  33,675.— J.  C.  Cook,  of  Middletown,  Conn.,  assignor  to  Wiluam  Wilcox  &  Co., 
of  the  same  place. — Improvement  in  Liquid  Meters. — Patent  dated  November  5,  186]. — This 
invention  consists  in  the  arrangement  ot  a  valve  and  Its  operating  mechanism,  in  combination 
with  a  "ylinder  and  piston,  for  effecting  the  measurement  of  liquids,  bv  counting  the  number 
of  reciprocating  ,movements  of  the  piston,  produced  by  the  pressure  of  the  liquid  admitted  to 
it  by  tne  valve  on  opposite  sides  alternately. 

C/flim.— First,  the  valve  D,  with  its  ports  d  d'  and  cavities  e  e',  arranged  to  work  trans- 
Yert»ely  to  the  stroke  of  the  piston  in  a  box  C  at  one  end  of  the  measuring  cylinder,  and  in 
combination  with  a  system  of  ports  i  obh'  and  passages  I  O  c,  arranged  substantially  as  de^ 
scribed 

Second,  the  valve-operating  rock- shaft  F,  with  its  spiral  grooves  h  k\  weighted  arm  F*, 
and  tappets  k  A,  applied  and  arranged  in  combination  with  the  piston  and  slide  valve,  to 
opeiate  substantially  as  and  for  the  purpose  set  forth. 

Third,  the  construction  and  arran^ment  of  the  yalve-operating  rock-shaft,  substantially  as 
described,  to  serve  as  guide  to  the  piston  rod.     ^ 

Fourth,  combining  the  piston  with  the  spirally-ffrooved  valve-operatine  rock-shaft  F,  by 
means  oi  a  slidf  H,  working  in  straight  guides,  ana  hooking  into  a  eircuuur-grooved  protu- 
berance m  on  the  piston. 

No.  33,676  —F.  O.  Deoener,  of  New  York,  N.  Y.,  assignor  to  Himself  and  PeTEB 
Weiler,  of  Bellville,  N.  J. — Improved  Cylinder  Printing  Press. — Patent  dated  November 
5,  1861. — The  nature  of  this  invention  will  be  understood  ffom  the  claims,  which  cover  a 
series  of  devices  that  do  no^  admit  of  a  brief  description. 

Claim. — ^First,  the  vibiaung,  tapenng  endless  rack,  for  giving  a  rotary  motion  to  a  recti- 
linear reciprocattn^  impression  cylinder. 

Second,  snpportmg  tne  ink  cylinder  in  a  frame  separate  from  the  impression  cylinder  car- 
riage, and  swivelling  the  ink-cylinder  frame  on  the  axis  of  the  impression  cylinder,  for  the 
purpose  as  fully  described. 

Third,  giving  a  rotating,  motion  to  an  ink  cylinder,  by  and  through  the  rotary  motion  of  a 
rectilinear  reciprocating  impression  cylinder. 

Fourth,  giving  to  an  ink  cylinder,  operated  as  described,  a  motion  to  and  from  the  inking 
rollers,  for  the  purpose  as  specified. 

Fifth,  giving  to  the  ink  cylinder  motion  to  and  from  the  inking  rollers,  by  and  through  tho 
motion  ot  the  vibrating  rack. 

Sixth,  the  combination  of  the  adjustable  ink  cylinder  with  the  adjustable  inking  roller  sup- 
porters, when  the  ink  c^lmder  and  inking  rollers  are  carried  by  and  travel  with  the  impres- 
sion cylinder  carriage,  tor  the  purpose  as  set  forth. 

Seventh,  tho  combination  of  the  adjustable  inking  roller  supporters  on  a  travelling  carria^ 
with  an  ink  cylinder  having  a  motion  to  and  from  the  inking  rollers,  and  the  adjustable 
bearers  of  tho  frame,  for  the  purpose  as  described. 

Eighth,  in  combination  with  a  rectilinear  reciprocating  impression  cylinder,  having  a  rotary 
motion,  the  described  mechanical  arrangement  for  operating  the  impression  cylinder  gripers, 
said  anangement  consisting  of  the  inside  arm  or  trip  S'^  tne  shaft  R^',  and  the  outside  arm 
or  trip  T",  operated  by  a  pin  or  roller  of  the  main  wneel,  (or  any  other  means,)  for. closing 
the  gripers  when  they  are  taking  the  sheet  to  be  pnnted  on  to  the  cylinder,  and  the  inside 
aim  or  trip  S  '\  the  shaft  R'S  and  the  outside  arm  or  trip  T''^  operated  by  the  fixture  A,  or  its 
equivalent,  for  openmg  the  gripers,  so  as  to  relieve  the  sheet  irom  the  cylinder,  whether  con- 
structed m  the  precise  manner  as  described,  or  in  an  equivalent  way. 

Ninth,  attaching  the  two  inside  arms  or  trips  and  the  two  outside  arms  or  trips  to  one  and 
the  same  shail. 

Tenth,  the  stationary  gripers,  in  combination  with  an  impression  cylinder,  for  the  purpose 
as  set  forth. 

Eleventh,  the  travelling  pile  table,  or  its  equivalent,  in  combination  with  stationary  gripers, 
for  the  purpose  as  specified. 

Twelfth,  in  combination  with  a  travelling  pile  table,  or  its  equivalent,  and  stationary 
gripers,  the  projections  of  the  pile  table,  for  tne  purpose  as  described. 

Thirteenth,  tLe  combination  of  a  travelling  pile  table  with  an  impression  cylinder,  or  its 
equivalent. 

Fourteenth,  governing  the  lower  set  of  stationary  gripers  by  and  through  the  motion  of  the 
upper  gpripers,  or  vice  versa,  by  means  of  the  arm  /,  arm  0,  slit  n,  or  its  equivalent,  and  pin 
m,  or  its  equivalent. 

Fit^nth,  opening  the  stationary  gripers  so  as  to  receive  the  printed  sheet,  and  allowing  tho 
gripers  to  close  and  liold  the  sheet  and  relieve  it  from  the  impression  cylinder,  by  and  through 
the  motion  of  the  vibrating  rack. 

Sixteenth,  opening^  the  stationary  gripers  so  as  to  release  the  printed  sheet  and  pile  it,  by 
and  through  the  motion  of  the  carnage. 

Seventeenth,  operating  the  paper  gauges  by  and  through  the  motion  of  the  vibrating  rack. 

Eighteenth,  constructing  a  cylinder  printing  press  in  such  a  manner  as  that  the  printed 
sheet,  after  it  has  been  taken  from  the  cylinder  and  deposited  on  the  pile  table,  shall  be  brought 
in  front  sod  before  the  eyes  of  the  operator,  for  the  purpose  as  frilly  descnbed. 
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No.  33,077.— R.  W.  Drew,  of  Abingdon,  Mass.,  assignor  to  A.  B.  Ely,  of  Newton, 
Mass. — ImproTcmcnt  in  Sewing  Machine*. — Patent  dated  November  5,  18ol. — ^Tbis  invention 
relates  to  sucb  a  constnietiou  and  arrangements  of  the  parts  tbat  tbe  lines  of  tbo  arm  on 
wbieb  is  tbe  rest  tbat  reaches  into  tbo  toe  of  the  shoe  shall  bo  straight,  instead  of  in  a  carve; 
that  the  needle  and  its  adjuncts,  as  well  as  the  needle  guide,  may  be  continuously  revolved 
and  cone^wndhigly  changed  in  their  position  for  tbe  purpose  of  sewing  circles,  curves,  and 
angles,  as  desired ;  that  the  throw  of  ibc  eccentric  or  crank,  and  also  the  length  of  the  needle- 
bar,  may  bo  altered  and  adjusted  for  different  kinds  and  thicknesses  of  work;  that  the  feed 
may  form  a  guiding  point  tor  the  needle  and  tjipaco  the  stitches ;  and  that  tbe  cast  off,  as  well 
as  the  other  par's,  may  conform  to  different  thicknesses  of  material,  whilo  it  also  forms  a 
support  to  the  ut<'die. 

Ctaim. — b'jrst,  so  constructing  and  arranging  tbo  parts  that  the  needle-bar  of  a  sewing 
machine  can  be  continuously  revolved  in  either  direction  at  the  will  of  the  operator,  as  the 
stitchmg  progresses. 

Second,  ko  const  meting,  arranging,  and  combining  the  needle-bar  and  feed-bar,  or  their 
equivalents,  in  a  pewing  machiuo  that  they  can  be  continuously  revolved  either  way,  and 
preserve  their  relative  positions. 

Third,  so  constuictiug  and  arranging  the  thread  guide  or  whir  in  a  sewing  machine  that  it 
can  be  continuously  revolved,  and  present  the  thread  to  the  needle  in  any  desired  position 
of  tbe  needle. 

Fourth,  so  constructing  and  combining  the  needle  and  thread  guide  with  each  other  that 
any  change  of  position  of  the  needle  may  bo  accompanied  by  a  corresponding  change  of 
position  of  the  thread  guide  cither  way  or  continuallv  in  either  direction. 

Fifth,  in  combination  with  a  rotating  needle  stock,  so  arranging  and  operating  tbe  feed 
that  it  shall  form  a  guiding  point  in  advance  of  the  needle,  and  space  tbo  distances  between 
the  stitches. 

Sixth,  80  constructing  the  cast-off  that  it  shall  surround  the  needle  and  form  a  support  tA 
it  while  the  stitch  is  being  formed  or  drawn  up. 

Seventh,  so  constructing  the  cast-off  as  that  it  may  conform  itself  to  the  thickness  of  the 
work  by  means  of  a  spring  pressure. 

Eighth,  operating  the  tmread  guide  r  by  means  of  the  rod  O,  substantially  as  described. 

Ninth,  the  combination  of  the  cam  cylinders  8  and  L,  or  their  equivalents,  with  their  con- 
nexions, substantially  as  and  for  tbo  purposes  described. 

Tenth,  the  combination  of  the  adjustable  eccentric  with  the  adjustable  pin  v'\  or  its  eqtiiva- 
lent,  for  changing  the  throw  of  the  needle-bar  so  that  the  range  of  motion  of  the  needle  may 
be  chfuoged  without  changing  the  point  to  which  it  descends. 

Eleventh,  tbe  combination  of  the  adjustable  eccentric  described  with  its  several  operating 
parts  for  altering  and  adjusting  the  throw  of  the  crank,  substantially  as  described. 

Twelfth,  the  mechanism  for  revolving  the  needle  and  tbe  parts  immediately  connected  there- 
with by  band,  that  the  seam  may  be  laid  in  any  desired  direction  as  the  sewing  proceeds,  as 
in  carves,  angles,  and  lines,  as  they  occur  in  sewing  on  boot  and  shoe  soles. 

No.  33,678.— W.  H.  Forbush,  assignor  to  E.  B.  Forbush,  of  Buffalo,  N.  Y.— /m 
proved  Hammock. — Patent  dated  November  5,  1861. — A  folding  portable  frame  is  so  con- 
structed as  to  support  a  hammock  suspended  thereon,  and  both  may  bo  folded  together  in  a 
small  compass  for  transportation. 

Claim. — ^The  combination  of  a  portable  folding  frame  and  hammock,  substantially  as 
described. 

No.  33,679.— Moses  Marshall,  of  Lowell,  Mass.,  assignor  to  S.  8.  Bucklin,  of  Brook- 
line,  h{A98.— Improvement  in  Pegging  Machines. — Patent  dated  November  5,  1861. — ^Tbis 
invention  consists  in  the  employment  of  an  awl,  punch,  and  feeder,  combined  and  arranged 
BO  that  as  the  hole  is  made  for  the  peg,  tbe  point  on  the  swivel  plate  enters  the  same  and  foods 
the  device  along  on  the  return  motion  of  tbe  awl  and  rod,  so  that  each  time  the  awl  makes  a 
bole  the  punch  will  drive  a  pe^  into  the  hole  made  at  the  previous  descent  of  the  awl. 

Claim. — The  point  8,  on  swivel  plate  K,  when  arrangea  to  operate  as  shown  and  described, 
to  wit,  entering  the  hole  previously  made  by  the  awl,  and  causing  the  machine  to  move  along 
on  tbe  sole,  so  as  to  bring  the  peg  to  be  driven  simultaneously  with  the  sucooedlng  descent 
of  the  awl  directly  over  the  hole  made  at  the  previous  descent  of  the  awl. 

Also,  the  point  8,  when  so  arranged  as  to  become  a  fixture  under  the  peg,  to  enable  the 
operator  to  turn  the  machine  on  any  curve  or  angle,  while  the  relative  position  of  the  hole 
and  peg  will  remain  the  same. 

No.  33,680.— W.  S.  McCormick,  assizor  to  C.  H.  McCORMiCK,  of  Chicago,  111.— /ns- 
vrovement  in  Cutting  Apparatus  of  Reaping  and  Movoing  Machines, — Patent  dated  Novem- 
Der  5,  1861. — Upon  the  side  of  the  cutter  is  afiixed  a  series  of  long,  narrow  projections.  In- 
dined  on  one  side  and  vertical  on  the  other,  Uke  ratchet  teeth,  and  parallel  to  the  line  of 
vibration  to  the  cutter,  so  as  to  act  by  their  vertical  sides  as  a  series  of  rake  teeth,  for  the 
pmrpose  of  clearing  the  tough  and  fine  fibres  of  grass  from  the  slots  of  the  fingers  through 
which  the  cutter  vioratet. 
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Claim. — Tbe  cutter  bavin?  a  series  of  cleanup^  projections  constructed,  aimngcd,  and  vi- 
brating as  described,  in  combination  wiih  tbc  seiies  ot*  guard-fingers  arranged  as  described, 
whereby  the  liability  of  the  cutting  apparatus  to  clog  is  diminished,  substantially  •^  do- 
scribed. 

Ko.  a%G81.— W.  8.  McCoRMiCK,  assignor  toC.  H.  McCormick,  of  Chicago,  l\h— Improve- 
ment  in  Cutters  for  Heaping  and  Mowing  Machines. — Patent  dated  Novembers,  1H6J. — 
The  cutter  bar  is  made  thinner  than  usual,  and  to  give  it  stiflfness,  and,  when  necessary, 
more  rear  bearing  surface,  a  vertical  rib  or  flange  is  made  on  one  or  both  of  its  sides,  behind 
the  blade,  the  bar  extending  in  the  rear  of  iAie  vertical  flange  far  enough  to  form  a  horizontal 
flange,  and  one  or  move  of  the  flanges  of  the  cutter  bar  being  notcned  to  make  them  take 
hold  moie  readily  of  obstructing  matter,  and  detach  or  discharge  it  from  the  guide  in  which 
tboj'  slide. 

Claim. — ^The  flanged  cutter  bar  with  notches  in  one  or  more  of  the  flanges,  substantially 
as  described. 

No.  33, G82. —Willi AM  Miller,  assignor  to  Himself  and  J.  B.  Brtdoman,  of  Boston, 
Mass. — Improved  Guard  Attachment  for  Door  Latches. — Patent  dated  November  5,  1861. — 
This  invention  consists  in  applying  a  bolt  to  the  inner  side  of  a  door,  and  in  such  a  relative  posi 
tion  to  the  key,  that  the  bolt  may,  when  necessary,  be  passed  through  the  bow  or  handle  of 
the  key  and  prevent  the  latter  from  being  turned  by  pincers  or  pliers  on  the  outer  side  of 
the  door. 

Claim. — The  socket  A,  provided  with  the  holt  D,  and  connected  by  an  arm  B  and  joint  a 
to  the  plate  C,  which  is  attached  to  the  door  C  at  such  a  point  that  the  socket  and  bolt  may 
have  a  proper  relative  position  with  the  bow  d  of  the  key,  to  operate  as  and  for  the  purpose 
§et  forth. 

No.  3.3,683.-0.  R.  Moore,  of  Westford,  Mass.,  assignor  to  A.  B.  Ely,  of  Newton, 
Mass. — Improved  Steering  Apparatus. — Patent  dated  November  5,  1861. — The  axis  of  the 
large  wheel  that  gears  into  tne  wheel  upon  the  shaft  of  the  steering  wheel,  is  prolonged  and 
bent  first  at  a  right  angle,  and  then  at  an  acute  angle,  forming  a  crank  that  passes  through 
and  moves  freely  in  a  sleeve  which  is  hung  on  pivots  on  each  side  in  the  circular  ring-head 
of  the  rudder-post,  so  that  a  continuous  turning  of  the  wheel  in  one  direction  will  cause  the 
rudder,  after  it  has  been  turned  to  one  side,  to  cnange  its  direction  and  turn  to  the  other  side, 
without  changing  the  turning  direction  of  the  steering  wheel. 

Claim. — Imparting  a  reciproca:ing  motion  to  the  rudder  ot  a  vessel  by  means  of  the  acute 
angled  crank  and  pivoted  sleeve,  substantially  as  described. 

No.  33,684.— Oeorge  Munger,  of  New  Haven,  Conn.,  assignor  to  Himself,  L.  Candee, 
and  J.  E.  P.  Dean,  of  tho  same  place. — Improvement  in  Chalk  Erasers. — Patent  dated 
November  5,  1861. — The  object  of  this  device  is  to  rub  off  chalk  marks  from  blackboards 
without  the  aid  of  moisture.  It  also  serves  for  rubbing  and  cleaning  the  glass  of  windows, 
mirrors,  &c. 

Claim. — The  fitting  or  securing  of  straps  6,  of  chamois  or  sheep  skin,  or  other  similar  or 
soft  leather  or  cloth,  in  a  block  A,  substantially  as  shown,  to  form  an  improved  article  of 
manufacture  for  the  purpose  specified. 

No.  33,685.-0.  A.  A.  RouiLUON,  assignor  to  W.  Herman  Stubbe,  of  New  York,  N. 
Y. — Improved  Bed-Bottom. — Patent  dated  Novembers,  1861. — This  invention  is  explained 
by  the  claim  and  engraving. 

Claim, — An  elastic  bed-bottom  constructed  of  a  series  of  spiral  springs  interlocked  or  con- 
nected together  to  form  one  or  more  layers  or  bottoms  one  over  the  other,  and  attached  to  a 
luitablo  frame,  substantially  as  shown  and  described. 

No.  33,686.— W.  H.  Towers,  assignor  to  W.  8.  Bard,  New  York,  N.  Y  —Improved 
Broom. — Patent  dated  November  f>,  IbOl. — This  invention  consists  in  inserting  in  the  central 
part  of  the  broom  a  perforated  strip  of  leather  or  other  suitable  material  having  an  additional 
body  of  grass  or  other  like  material  attached  to  it  in  such  a  manner  as  to  give  a  body  or 
density  to  the  broom  below  its  attachment  to  the  handle,  and  where  it  is  qiostly  required  for  use. 

Claim. — Embodying  and  securing  in  the  central  part  of  the  broom  below  the  handle,  a 
cur\-ed,  rigid  strip  or  plate  C,  and  divergent  body  or  bodies  of  Tampico  grass,  South  Ameri- 
can bass,  or  other  like  material,  substantially  in  the  manner  and  for  the  purpose  set  foirh. 

No.  33,687.— Ferdinand  Wuterick,  assipior  to  Himself  and  J.  M.  Hathaway,  New 
York,  N.  Y. — Improvement  in  Machines  for  Making  Cigars. — Patent  dated  November  5, 
186J.— This  machine  is  designed  for  rolling  wrappere  upon  the  cigar,  and  finishing  its  point. 
The  pointing  rollers  are  formed  of  a  series  of  sleeves  threaded  upon  wire,  and  form  the  i»ocket 
to  roll  up  tne  wrapper  and  shape  the  point.  By  means  of  a  male  die  fitting  into  a  female 
die  the  wrapper  is  cut  to  tbe  requisite  shape  to  form  the  point  of  tbe  cigar.  A  hinged  shaper 
It  to  arranged  as  to  come  in  tne  right  ptaco  to  be  used  as  a  pattern  for  cutting  and  shapings 
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the  piece  that  forms  the  point  The  cylinders  or  rollers  over  which  the  belt  passes  are  com- 
posed of  sleeves  placed  upon  curved  shafts  to  eivo  shape  to  the  cigar,  the  sleeves  being  held 
so  as  to  revolve  together  bj  means  of  pins  or  dowels  titting  in  corresponding  holes,  so  as  to 
conform  to  the  curve  of  tho  shaft. 

Claim. — First,  the  pointing  rollers  P  P  P,  for  pointing  a  cigar,  bv  pressing  and  rolling 
npon  the  head  or  point  of  it  while  the  wrapper  is  being  rolled  on^  as  described. 

Second,  making  pointing  roller  P  to  open,  for  the  git^ater  convenience  of  putting  in  the 
bunch,  or  filling  ana  taking  out  the  cigar  attcr  it  is  completed,  as  described. 

Third,  a  movable  pointer  to  press  upon  tho  head  or  point  of  a  cigar  and  form  it  whik 
the  wrapper  is  being  rolled  on  and  the  cigar  is  being  made,  as  described. 

Fourth,  cutting  the  wrapper  after  it  is  rolled  upon  the  cigar  up  to,  or  upon,  the  point  by 
means  of  shear  knives  T  and  W  placed  at  or  near  the  point  of  the  cigar,  as  set  forth. 

Fiilh,  cutting  tho  wrapper  the  required  shape  and  length  after  it  is  rolled  upon  and  near 
to  the  point  ot  the  cigar,  oy  means  of  dlc-cuttcrs  Y  and  X,  when  placed  in  proper  position, 
as  described. 

Sixth,  the  hinged  pattern  or  shape  Z,  to  be  used  as  a  pattern  to  shape  the  wrappers  to  form 
the  point  of  the  cigar,  as  described. 

Seventh,  connecting  the  cylinders  or  rollers  G  and  G  by  pins  or  dowels,  as  described. 

Eighth,  placing  roller  or  rollers  N  N  in  the  pocket  of  a  cigar  machine  and  holding  them 
there  by  adjustable  strip  or  strips  M  for  holding  the  cigar  while  the  pointer  presses  upon 
and  finishes  the  point,  as  described. 

No.  33,688.— D.  B.  Abbey,  of  Horse  Head,  N.  Y,—Improtement  in  Com-PlamUrs,— 
Patent  dated  November  12,  1861. — On  each  seed-tube  is  fitted  loosely  a  collar,  to  each  of 
which  is  attached  a  furrow  share.  The  collars  are  connected  to  the  under  side  of  the  frame 
by  rods  which  are  allowed  to  swing  under  the  frame.  To  the  lower  ends  of  the  seed-tubea 
are  attached  the  stocks  of  the  covering  shares,  the  rear  end  of  each  stock  being  connected  to 
the  collar  by  a  rod. 

C/aiwi.— The  swingeing  seed-tubes  L,  with  the  collars  g  fitted  on  them  and  provided  with 
the  furrow  shares  O,  in  connexion  with  stocks  or  bars  1'  attached  to  the  lower  ends  of  the 
tubes  L,  and  provided  with  the  covering  shares  Q,  all  being  arranged  to  operate  as  and  for 
the  purpose  specified. 

No.  33.689.— Albert  Anderson,  of  Bridgeport,  Conn.— Improvement  in  Roller  Skates,— 
Patent  dated  November  12,  1861. — This  invention  is  explained  by  the  claim  and  engraving. 

Claim, — The  construction  of  wheeled  skates  with  a  large  front  wheel  D,  substantially  as 
shown  and  described,  when  the  axis  of  said  wheel  is  arranged  above  that  portion  of  the  stock 
which  receives  the  ball  of  the  skater's  foot,  so  that  obstructions  may  be  easily  mounted,  and 
80  that  the  skater  will  be  prevented  from  falling  forward,  as  described. 

Also,  the  construction  and  arrangement  of  the  stock  A  so  that  its  rear  portion  will  be  higher 
than  the  part  which  receives  the  ball  of  the  foot,  so  that  the  weight  of  the  skater  will  be  par- 
tially  thrown  forward  upon  the  large  front  wheel,  and  so  that  the  skater  will  be  prevented 
from  falling  backward,  all  as  set  forth. 

Ho,  33,690.- Silas  Barker  and  A.  H.  Smith,  of  Hartford,  Conn.— /mvrorenieiU  in 
Water  Meters,— -latent  dated  November  12,  1861.— The  piston  of  the  large  cylinder  consists 
of  a  brass  tube  made  twice  the  length  of  the  stroke,  and  near  the  centre  are  two  heads,  placed 
at  a  suitable  distance  apart,  to  allow  of  the  passage  of  water.  The  outside  of  tho  piston  is 
covered  with  f  lass,  to  prevent  the  wear  of  the  packing.  To  the  centre  of  the  front  head  is 
attached  the  piston-rod,  and  to  the  back  head  the  delivery  pipe.  The  leather  packing  is  held 
against  the  piston  by  means  of  springs  placed  between  the  cvlinder  and  packing. 

Claim, — First,  tho  arrangement  ot  the  cylinder  A  and  the  hollow  piston  B,  said  piston 
having  an  outlet  H  from  one  end. 

Second,  the  combination  of  the  piston  D  and  valves  K  K,  said  valves  being  on  the  end  of 
the  piston  D,  and  moved  by  the  valve  rod  F. 

Third,  the  combination  of  the  glass  covering  L  on  the  piston  B  and  the  leather  packing  M 
in  the  centre  part  of  cvlinder  A,  said  packing  being  kept  fitted  to  the  piston  B  by  the  springs 
N,  and  held  between  the  three  parts  of  tho  cylinder  A  A  A,  all  as  set  forth  and  described. 

No.  33,691.-0.  BaLINOS,  of  La  Grange,  0.— Improvement  in  Grain  and  Grass  Harvest' 
er<.— Patent  dated  November  12,  1861.— The  track  wheel  has  its  arm  or  axle  at  the  end  of  a 
cruik,  which  is  at  one  end  of  a  shall,  fitted  in  suitable  bearings  underneath  the  front  part  of 
the  frame.  On  this  shaft  is  a  segment,  to  which  a  cord  or  chain  is  attached,  and  connected  to 
a  spiral  spring  fitted  within  a  horizontal  tube  on  the  frame,  the  cord  being  attached  to  a  set 
tcrew  at  the  rear  end  of  the  sprine,  so  that  by  acyusting  the  screw  the  tension  of  the  spring 
and  consequent  pressure  of  the  finger  bar  on  the  earth  may  be  regulated  as  desired.  This 
spring  serves  as  a  counterpoise,  and  tacilitates  the  yielding  movement  of  the  finger  bar  Bnd 
•ickle. 

C/flim.— First,  tho  attaching  of  the  front  end  of  the  shoe  K  of  the  finger  bar  to  the  adjust- 
able bar  N,  which  is  connected  by  a  pendent  P  to  the  lever  Q,  as  shown  and  deacribeOt  for 
the  purpose  of  regulating  the  height  of  the  front  ends  of  the  finger  e,  as  set  forth. 
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Second,  the  arrangement  of  the  spring  lever  R  relatively  with  the  lever  S  and  finger  bar  L^ 
as  shown  and  described,  whereby  the  weight  of  the  outer  part  of  the  finger  bar  and  sidsle  ib 
counterpoised,  or  nearly  so,  and  whereby  said  finger  and  sickle  may  be  raised  bodily  when 
recruireu  in  order  to  pass  over  obstructions. 

Third,  the  arrangement  of  the  crank  axle  E  of  the  track  wheel  C,  segment  G,  and  spring 
H,  substantially  as  and  for  the  purpose  set  forth. 

No.  33,692.— Uriah  Billings,  of  New  Bedford,  Mass. — Improvement  in  Machines  for 
Making  Horse  Shoes, — ^Patent  dated  November  12,  1861.— Combined  with  a  stationary  die, 
around  which  the  shoe  is  formed,  is  a  pair  of  gripers  for  holding  the  blanks  or  pieces  of  bar 
iron  of  which  the  shoes  are  to  be  formed,  and  a  reciprocating  carriage,  to  which  is  attached, 
by  swinging  arms,  a  pair  of  forming  rollers,  which  are  directed  by  fixed  but  adjustable  guides, 
for  the  purpose  of  forming  shoes  around  the  stationary  die. 

Claim. — The  combination  of  the  goose  neck  B,  fixed  die  C,  and  discharge  aperture  /,  with 
the  forming  mechanism  D  E  F  G  H,  all  constructed,  arranged,  and  operating  as  and  for  tho 
purposes  set  forth. 

The  employment  of  the  griper  levers  J  J,  in  combination  with  the  travelling  rollers  L  1/ 
and  the  extension  arms  E'  E',  substantially  as  shown  and  described. 

The  combination  of  the  vertical  griping  levers  J  J  with  the  forming  rollers  F  F  and  die  C, 
ffubstantially  as  and  for  the  purpose  snown  and  described. 

No.  33,693.— Ransom  Cook,  of  Saratoga  Springs,  N.  Y.— Improved  Exhaust  Fan*^ 
Patent  dated  November  12,  1861. — The  object  of  this  device  is  to  withdraw  impure  air  froili 
polishing  and  grinding  rooms,  tunnels,  and  mines,  by  means  of  a  cylinder  projecting  through 
the  wall,  with  which  cylinder  a  tube  is  connected,  and  within  which  tube  is  a  wheel  provided 
with  fans  or  vanes. 

Claim, — The  construction  of  an  exhaust  fan  in  the  manner  substantially  as  described. 

No.  33,694.— Ransom  Cook,  of  Saratoga  Spring,  N.  Y. —Improved  Fan-Blotcer. —TaXeni 
dated  November  12, 1861. — ^The  fan-wheel  is  placed  within  the  enlarged  end  of  a  receiver,  inft) 
which  the  blast  from  the  fan-wheel  is  driven.  The  receiver  is  composed  of  three  parts,  coi>^ 
nected  together,  the  central  part  being  cut  away  to  allow  a  free  passage  of  the  blast  from  ihb 
large  to  the  small  end  of  the  receiver. 

claim, — ^A  fan-blower,  constructed  substantially  as  described. 

No.  33,695. — J.  M.  Cltirier,  Newburyport,  Mass. — Substitute  for  Pins  in  Bowling 
Alleys. — Patent  dated  November  12, 1861. — This  invention  consists  of  an  apparatus  provided 
with  nine  upright  "pedals,"  each  numbered  and  hung  on  an  iron  rod,  and  provided  at  their 
upper  ends  wiih  ratchets,  so  that  as  the  balls  strike  the  "pedals,"  a  corresponding  number 
is  disclosed  at  the  top  of  the  machine  in  front.  A  dial  may  be  aflixed  to  the  back  of  the 
machine  to  indicate  the  number  of  games  played.  In  the  rear  of  the  machine  is  an  inclined 
groove  to  conduct  the  balls  to  a  trough  which  is  raised  by  means  of  a  wire  so  as  to  reconduct 
uo  balls  to  the  head  of  the  alley. 

Claim. — First,  the  suspended  pedals  AAA. 

Second,  the  arrangement  consisting  of  the  devices  1,  2,  4,  and  5,  for  elevating  the  balls  and 
depositing  them  on  the  inclined  plane  3. 

Third,  the  devices  for  raising,  adjusting,  and  operating  the  number  plates  N  N  N. 

Fourth,  the  devices  for  raising  the  number  plates,  elevating  and  depositing  the  balls  and 
recording  the  number  of  games  played,  all  by  a  single  operation,  as  described. 

Fifth,  the  dial  O  for  recording  the  games,  as  arranged  and  described,  in  combination  with-4 
bowling  alley. 

Sixth,  a  bowling  alley,  comprising  the  above  devices,  constructed  and  arranged  as  fully 
shown  and  descrilx^d  in  the  specification  and  the  drawings  accompanying  the  same. 

No.  33,696.— Lloyd  Day  and  Milton  Day,  of  Carroll  county,  Md.,  and  Andrew  Mer- 
cer, of  Richmond,  Howard  county,  Md. — Improvement  in  Railroad  Rails. — Patent  dated 
November  12,  1861. — ^The  rail  consists  of  two  parts,  the  lower  one  of  which  is  formed  with 
a  V-shaped  groove  on  its  upper  side  into  which  a  triangular-shaped  bar  is  secured  by  meant 
of  bars  or  braces  passing  through  oblong  holes  in  both  rails. 

Claim. — A  new  and  improved  form  of  continuous  railroad  rail  and  a  new  method  of  comr 
bining  the  triangular  bar  with  the  chair  or  base  bar  for  its  reception  with  braces,  supports,  or 
fa.steuing8,  substantially  as  described. 

No.  33,697.— K.  H.  Elliott  and  James  Brown,  of  Morrisvillo,  \t.— Improved  Revolving 
Clotl^es  Drier. — Patent  dated  November  12,  1861. — This  invention  consists  of  a  revolving 
olothes  drier,  designed  to  be  suspended  from  a  horizontal  arm  attached  to  the  side  of  a  building 
or  any  proper  support,  and  so  arranged  as  to  be  readily  raised  and  lowered,  and  secured  at 
any  desired  height. 

Claim  — ^The  frame  E,  in  connexion  with  th«  lifting  rope  II,  damp  J,  8wivoI-ey«  I^  uA 
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block  D,  tho  latter  being  connected  to  tbe  borisontal  ann  A  hj  tbe  swivel  connexion  fonned 
of  tbe  pin  C  and  hook  B,  all  arrau^red  sabstantially  as  and  for  tbe  purpose  set  forth. 

Furtner,  the  arrangement  of  the  thimble  I»  collar^,  and  hub  F,  witn  the  knots  /A  on  the 
rope  H,  substantially  as  and  for  the  puq)oso  spccitied. 

No.  33,698. — Lewis  Face,  of  Covington,  Ohio. — Improved  Washing  and  Wringing 
Machine. — Patent  dated  November  I'i,  IHUl. — This  invention  consists  in  the  employment  of 
a  jointed  or  hinged  box  or  frame  which  is  fitted  within  tho  suds  box  and  used  in  connexion 
with  oscillating  washboards,  one  of  which  latter  is  fitted  in  the  suds  box,  and  the  other  in  the 
hinged  box  or  frame,  Applied  to  the  suds  box  is  a  wringing  device  which  is  used  when  tbe 
box  or  frame  is  elevated  from  the  suds  box. 

Claim. — First,  the  combination  of  the  suds  box  A  with  the  box  or  frame  B,  tho  latter 
being  secured  to  tho  former  by  hinges  or  joints,  and  said  box  or  frame  having  the  lever 
6r  hand  frame  C  attached,  which  frame  C  is  connected  to  the  washboards  C  D  by  the  rods 
AAA'  A',  all  being  arranged,  as  shown,  to  admit  of  the  elevation  of  the  box  or  frame  C  when 
not  required  for  use. 

Second,  tho  uprights  D  D',  attached  to  tho  sides  of  the  suds  box  A,  tho  upright  D'  being 
provided  with  the  thimble  m'  and  crank  E,  arranged  substantially  as  shown  and  describe^ 
80  as  to  grasp  and  hold  the  ends  of  the  clothes  and  insure  the  proper  twisting  or  wringing  of 
ihn  same,  as  set  forth. 

Third,  the  adjustable  box  or  frame  B  and  washboards  C  D,  arranged  as  shown  in  relation 
with  the  suds  box  A,  in  combination  with  the  wringing  device  formed  of  the  upriffhts  D  ly, 
thimble  m',  and  crank  E,  all  arranged  for  joint  operation,  substantially  as  and  fur  the  purpose 
set  forth. 

No.  33,699.— H.  P.  Gengembre,  of  Tarentum,  Pa. — Improvement  in  Apparatus  for  Dis- 
tilling Coal  Oils. — Patent  dated  November  12,  186L — This  invention  consists  in  a  means  of 
feeding  tho  still  by  which  the  oil  is  delivered  thereto  at  a  high  tempefeture,  as  fast  as  the  dis- 
tillation proceeds,  so  that  the  quantity  in  the  still  is  alwavs  nearly  the  same,  and  by  which 
the  boiling  over  of  the  still  is  prevented.  Within  the  still  is  arranged  a  tray  furnished  with 
an  overflow-pipe  leading  down  to  near  the  bottom  of  the  still,  over  which  tray  the  oil  from  the 
coal  is  caused  to  flow  in  a  thin  sheet,  so  that  its  most  voUitile  portion  is  evaporated  before 
entering  the  overflow-pipe. 

.  Claim. — The  feeding  and  heating  apparatus,  consisting  of  the  reservoir  B,  pipe  D,  heater  E, 
oock  6,  and  float  d,  the  whole  applied  in  combination  with  each  other  and  with  the  retort,  sub- 
stantially as  and  for  tho  purpose  specified. 

Also,  the  tray  G,  applied  within  the  retort,  and  in  combination  with  a  feeding  apparatus, 
snbstantially  as  and  lor  the  purpose  specified. 

No.  33,700. — H.  B.  Goodyear,  of  New  Unven,  Conn. — Improvement  in  Suspending  Tele- 
graph Wires. — Patent  dated  Noven^er  12,  ItHil. — This  invention  consists  in  suspending  tbe 
copper  telegraph  wire  by  means  of  iron  hooks  from  an  iron  wire  at  intervals  bctwe(.»u  tbe 
posts,  for  the  purpose  of  preventing  the  copper  wire  from  sagging. 

Claim. — The  method  described  of  suspeuding  telegraph  wire  of  insufficient  strength  to 
support  itself  on  poles  set  at  usual  distances  apart,  the  same  consisting  in  the  use  of  an  aux- 
iliary iron  wire  or  suspension  cable,  and  hangmg  tho  said  telegraph  wire  upon  it  in  the  man- 
ner and  for  the  purpose  set  forth. 

No.  33,701. — S.  S.  IIamill,  of  East  Cambridge,  Mass. — Improvement  in  Railroad  Stcitch. — 
Patent  dated  November  12,  1861. — This  device  is  designed  to  be  used  on  city  or  horse  rail- 
roads, and  the  invention  consists  in  an  arrangement  of  tne  wheel  which  is  brought  in  contact 
with  an  elevated  central  curved  guide-rail,  whereby  the  said  wheel,  when  thrown  downward 
to  come  in  contact  with  the  guide-rail,  is  lockeil  on  one  of  the  axles  of  tho  car,  and  always, 
when  adjusted  for  operation,  brought  in  a  relative  position  with  the  guide-rail  and  retained 
in  such  position.    The  movement  of  the  wheel  is  controlled  by  the  driver. 

Claim. — ^The  arrangement  of  tho  pendulous  frame  I,  constructed  as  shown,  with  the  axle  B, 
bed  A,  rod  K,  lever  L,  spring  M,  and  rod  N,  all  as  shown  and  described. 

No.  33,702.— W.  H.  Gray,  of  Philadelphia,  V a.— -Improvement  in  Epaulet s.—Faieni  dated 
November  12,  18ol. — ^Tho  fringe  is  secured  to  a  detachable  plate  or  shell  fitting  within  an 
outer  shell,  so  arranged  as  to  admit  of  its  ready  removal  when  the  shell  requires  cleaning, 
and  when  it  is  to  be  worn  without  the  fringe. 

C/flim.-^Securin(j  the  detachable  inner  shell  B  having  the  fringe  attached  to  the  outer 
shell  A  bv  means  oi  the  strap  a  in  tho  manner  substantially  as  described,  whereby  tho  neces- 
sity of  other  fastenings  for  that  purpose  is  dispensed  with. 

No.  33,703.— J.  W.  HarDIE,  of  New  York,  N.  Y.— Improved  Construction  of  Knife  and 
Fork. — Patent  dated  November  12,  1861. — ^This  invention  is  explained  by  tho  claim  ulJ 
eograving. 

Claim. — Forming  the  knife  handle  and  blade  and  the  fork  handle  and  tines,  respectivejy 
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out  of  a  single  piece  of  sheet  steel,  when  the  handles  are  fonned  thereby  in  the  usual  shape 
and  proportions  of  other  knife  and  fork  handles,  and  nearlj  enclose  all  sides,  leaving  only 
narrow  apertures  rf/ therein,  for  the  purpose  of  closely  packing  together  and  for  readily  clean- 
ing as  a  new  article  of  manufacture,  substantially  as  specified. 

No.  33,704.— W.  J.  Hazen,  of  Bethany,  Ta.— Improvement  in  Moth-Traps  for  Bee- 
hives.— Patent  dated  November  12,  1861. — The  worm-trap  is  pivoted  at  one  end  to  the  bottom 
of  the  hive,  and  provided  at  its  other  end  with  an  opening  covered  with  a  wire  gauze,  for  the 
purpose  of  affording  ventilation,  and  at  the  same  time  preventing  the  entrance  of  insects  to 
the  hive.  The  radiating  grooves  are  of  sufficient  size  to  admit  the  worms  and  afford  them 
means  of  escape  from  the  bee,  so  that  they  will  not  attempt  to  cut  farther  into  the  wood. 

Claim. — The  worm-trap  g  pivoted  at  one  end  to  the  bottom  of  the  hive  as  described,  and 
provided  at  the  other  end  with  the  wire  gauze-covered  opening  and  the  grooves  1,2,  3,  4,  &c., 
radiating  therefrom,  arranged  and  operating  in  combination  with  the  inclined  bottom. of  the 
hive,  in  the  manner  and  for  the  purpose  specified. 

No.  33,705.-0.  A.  Higgins,  of  New  York,  N.  Y.— Improvement  in  Camp  5Zore5.— Patent 
dated  November  12,  1861. — ^This  itove  is  so  constructed  as  to  admit  of  its  being  packed  with 
its  necessary  fixtures  in  a  small  compass  when  not  required  for  use. 

Claim. — First,  the  arrangement  and  combination  of  the  stove  A  and  Adjustable  flues  E  I, 
substantially  as  and  for  the  purpose  specified. 

Second,  in  combination  with  the  stove  A  and  adjustable  flues  E  I  the  broiling  oven  H  and 
vessels  C  D  G,  two  or  more,  arranged  as  shown  to  admit  of  being  packed  away  when  not 
remiired  for  use. 

Third,  the  employment  and  use,  in  combination  with  the  stove  A,  of  one  or  more  supple- 
mental ovens  K,  when  constructed  substantially  as  shown,  to  admit  of  being  readily  dctacned 
and  folded  up  when  not  required  for  use,  and  readily  applied  to  the  stove  when  required  for 
use,  substantially  as  set  forth. 

No.  33,706. — J.  B.  IIyde,  of  Newark,  N.  J. — Improvement  in  the  Manufacture  of  Manure 
from  Fish. — Patent  dated  November  12,  1861. — This  invention  is  explained  by  the  claim. 

Claim. — The  mixing  of  peat,  marl,  clay,  and  plaster,  or  either  or  any  of  said  material,  with 
fit  pulp  or  pomace  for  effectually  grinding  or  pulverizing  said  mixture. 

No.  33,707. — Charles  Kaiser,  of  New  York,  N.  Y. — Improvement  in  Machinery  for 
Making  Needles. — Patent  dated  November  12,  1861. — This  invention  consists  in  a  combina- 
tion of  devices  for  cutting  the  grooves  in  needles,  particularly  those  used  in  sewing  machines, 
as  will  be  understood  by  reference  to  the  claims  and  engraving. 

Claim. — The  combination  of  the  following  members,  constituting  a  machine  for  grooving 
needle  wire,  viz:  a  rest  for  the  needle  wire,  a  rotating  ^ooving  saw,  a  travelling  forceps,  and 
mechanism  to  cause  the  saw  to  approach  and  recede  trom  the  axis  of  the  needle  wire  and  to 
hold  it  in  place,  the  combination,  as  a  whole,  being  and  operating  substantially  as  described. 

Also,  in  combination  with  the  above  enumerated  members,  a  second  rotating  grooving  saw 
and  mechanism  to  cause  the  saw  to  approach  and  recede  from  the  axis  of  the  needle  whe  and 
to  hold  it  in  place,  substantially  as  set  forth. 

Also,  the  combination  of  the  first  part  of  my  invention  with  a  stationary  forceps  or  holder, 
substantially  as  set  forth. 

Also,  the  combination  of  the  third  part  of  my  invention  with  a  pair  of  knives  in  such  manner 
that  the  grooved  needle  wire  is  cut  at  the  proper  intervals  into  grooved  needle  blanks,  sub- 
stantially as  set  forth. 

Also,  the  combination  of  tho  first  part  of  my  invention  with  a  support  for  the  needle  wire 
and  with  a  straightening  mechanism,  substantially  as  described. 

No.  33,708.— G  R.  Kelsey,  of  West  Haven,  Conn.— Imvroved  Curtain  Fixture.— P&teni 
dated  November  12,  1861. — ^Tho  parts  are  so  arranged  that  by  drawing  down  the  curtain  the 
spring  is  wound  up,  and  tho  roller  is  retained  in  position  by  a  spring  ratchet.  Upon  drawing 
back  the  spring  ratchet  by  a  cord  the  ciurtain  will  be  raised  by  the  lorce  of  ^he  coiled  spring 
acting  on  the  roller. 

Claim. — Tho  curtain  fixture,  consisting  of  the  roller  fitted  with  its  discs  and  caps,  and 
operated  by  tho  coiled  spring,  ratchet-wheel,  and  spring  ratchet,  when  the  whole  is  con- 
structed, arranged,  and  fitted  for  use,  substantially  fus  described. 

No.  33,709.— J.  B.  Kendall,  of  Boston,  Mass.— Improved  Horse-Shoe.— Tateni  dated 
November  12,  1861. — The  auxiliary  shoe  being  provided  with  heel  and  toe  pieces,  is  secured 
to  tho  stationary  shoo  by  means  of  screws,  the  heads  of  which  serve  as  calks,  by  which  means 
a  horse  may  be  readily  sharp-shod  without  the  delay  of  removing  tho  old  shoe. 

Claim.-^Tho  auxiliary  shoe  B,  when  provided  with  permanent  heel  and  toe  pieces/and 
g  g,  in  combination  with  stationary  shoe  A,  both  parts  being  secured  together,  substantially 
as  and  for  the  purpose  set  forth  and  described. 
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No.  33,710.— J  W  Ma«  KExziE,  of  Bftioklyn,  N.  Y. — Improved  Fire  Esapf.—F,xieni 
dittcd  Novenii  er  2  JS>  .  A  round  slotted  tubf  i.*  attached  to  tb»*  buildinpf  under  h»'  cornice 
by  sl.ttcd  or  c  umped  bol.  braoket'.  On  the  under  ^idi-ot  the  tube  is  a  longitudinal  opening, 
and  insidt  the  tube  i^  un  iron  tnvrl.ing  ball  which  levo  ves  upon  wheels,  to  which  ball  an 
ir-ii  s^nip  H  aitacbed  /»nd  pa^.'-e^  ihrough  th«'  opening  This  >trap  is  provided  with  a  tackle 
to  \hich  1  lite  cat  can  be  attached  ho  longitudinal  opening  in  tht-  tube  admitting  of  the  car 
bfiiig  moved  from  one  window  to  another 

CI 'in.  The  round  .-^iotted  tube-nmd  and  travelling  roller,  a'*  phown  in  the  drawing** ;  and 
th<  a  ruug«d  couibication  ot  lire  aud  water-proof  tube  road  and  tra>eUer,  with  tiie-proof 
jMi  d  u  tutklr-  ind  uou  mousing  piu  to  hook  as  anauged  and  described,  for  the  purpo  o  of 
;i:\  i  'g  .f«  and  property,  and  the  luising  of  hose  and  water  to  any  part  of  the  building,  sub- 
siantiHlly  as  dcscubed. 

No.  X^  7  1.  Em*LI:  Maii  tin,  of  New  York,  N.  Y.— Improvement  in  Self  Fastening  Fins,^ 
Pati'a!  dateti  November  r,',  l^Gi  —This  invention  couhi^iu  in  covering  the  point  of  the  pin 
will)  a  tube  providid  with  a  sj^nng  bolt  thai  passes  into  an  aperture  made  uear  the  point  of 
the  pin  lor  -ccuriug  :t,  the  tul)o  being  comiccied  by  a  ^hain  to  the  head  of  the  pin. 

(  iaim  -A  seli-tanen;ng  >hawl  o«  dies.s  pm  constiucted  substantially  as  described,  the  pm 
being  hc.d  tiini  and  steady  and  .-ecuie  by  means  of  the  guide  lube  c,  and  spring  fastening  h 
or  I,  iT  oqujvaleat  combination. 

No  3:J  Ti2.  -E  P.  Ki  ^s^M.L,  of  Manlius,  N  Y —Improvement  in  Harresters. — Patent 
dated  Novenibe:  I'J,  lHGi.~  This  invention  leiates  to  a  method  of  attaching  the  finger  bar  to 
the  Ilium  •nmo  of  the  machine,  wheieby  the  fingoi  bar  and  sickle  aie  attached  to  confoim  to 
t!ie  nequal.t:e  ot  the  urJace  of  the  gtoimd  and  sde-di aught  obviated  The  driver  ^  seat 
i»  arniuged  so  as  to  in*  adjiisiefi  to  comjiensaie  lot  the  differen*  adjustments  of  the  finger-bar 
and  t'.ie  iimchm  kep  biiltinced  The  *vorking  parts  are  so  combined  as  to  be  automatically 
tin  own  cm  o    geu'  upon  backing  the  raachino 

(  la.nt.  V  T  t.  fin  attaching  «)f  the  finger  bar  J  to  the  main  frame  A,  by  means  of  the  shoe 
K,  p  ovH'ed  with  two  eyes  n  h  ,  which  ate  titled  on  the  oblique  or  diagonal  draw  bar  L,  the 
fu  n.  e2:d  o  wh.ch  is  cOuue<'»cd  by  a  joinf  or  pin  to  the  from  lelt  hand  comer  of  the  fiarae  A  , 
and  th»  back  end  fit  led  in  a  bar  M,  the  outer  end  of  which  is  attached  by  a  joint  or  pin^",  to 
th    back  \mA  oi  l;ame  A,  sulistaiiti.iUy  as  and  lor  the  purpose  se'  toith 

J^'eocd.  in  conibiimton  with  a  shoe  K,  and  draw  bar  L,  constnicted  and  connected  as 
exp  allied,  ♦-longating  the  rear  eye  h  of  tho  said  shoe  in  a  vertical  direction,  to  admii  of  a 
cc  1^.11  dog  ee  o  play  of  the  back  part  ot  tho  shoe  and  finger-bar,  and  albo  of  the  platibrm 
v.  In  n  usvJ 

lb.  »l,  atachingthe  drivei's  P^a'  O  to  bars  P  P,  which  are  fitted  at  their  lower  ends  in 
Ko  l.'n    Q  Q   a! taxied  to  ihe  fiame  A,  and  arranged  substantially  as  and  tor  the  purpose  set 

foi.h 

i  ou  h,  t  ansraittim^  moti«)n  to  the  sickle  thronixh  the  medium  of  a  screw  sleeve D.  adapted 
to  !)  MiuoiiMi  ica'y  thrown  out  of  gear  with  its  shall  by  a  backward  motion  of  tho  machine, 
Mib>tantja.Iy  as  oxplairoJ. 

N  .  .V.i.71.<  E  P  Pu-^SEt.L,  of  Manlins  N.  Y .— Improremrnt  in  Reels  for  Tlarvesters. — 
1  a  eiJt  dacd  Novenit>er  J-^,  ibJl  —Tht  ob  ect  of  this  invention  is  to  hang  tho  reel  shall  so 
il.a  •  WM  p  ay  ii'  a  ii  anne'  coiTe^pond.n;^  with  the  play  or  movement  of  the  sickle  caused 
I  \  th:-  i  •  e  conlomn  g  to  the  lUequaitics  ot  tho  surface  of  the  ground,  by  which  means  tbo 
I  i  k  I  i-  al  owe  I  to  i  u  th«  grain  a  u  uniiorni  heigh  and  co.Tcspond'.ng  with  the  undulating 
k:i1»vc  •  or  he  geui.d,  vv;thou>  la -king  the  lecl.  Means  are  provided  lorreadiiy  andtecureiy 
a   UM  i:g  the  ,ee   anus   o  their  .  ha.f. 

I'/a  .H.  Frsi,  ihe  ar  angem  nt  and  combination  of  tho  hollow  or  tubular  shaft  O  of  the 
d  V  ng  pn!  ev  r,  thn  bearing  i  ou  the  pin  E  and  the  sliding-iecl  shiifl  H,  substantially  aa 
ax;d  11*    ihe  jmrpo^i  se    Jo  ih. 

Secon  I,  ai-aCiiHg  the  aims  e  to  the  reel  shaft  H  through  the  medium  of  tho  metal  beads  J 
J,  UTiiicd  each  o"  W4i  pa  f*, .//,  provided  with  ladial  grooves  4f  having  lips  t  bo.tcd  together 
by  the  l)oits  h  and  secu.ed  to  the  sjiait  11  by  the  bolls  j,  substantially  as  described. 

No  :H,714.-  e.  H.  Sn  ^NK  arid  S.  Sthphknson,  of  Ilummelstown,  P&.— Improvement  in 
7*  e  h  nu  yhirhtnes. — Paten  da  ed  November  12,  18G1. — This  invention  consists  in  provid- 
ing h»  machine  w.th  lemovubie  tooihed  concave^,  bo  coTLstructed  as  to  admii  of  their  being 
pia  od  esperv«i}  over  or  under  the  th:e-;hjng  cylinder  whenever  it  is  desirable  to  use  an 
t»ve  sho  o.  un^e/hoi  ihieshcr,  the  leed.ng  boaid  being  raised  or  lowered  to  correspond  with 
eithe   a   a.  gen  cnt. 

/«  /a.-  Convening  the  machine  either  into  an  oversho*  or  undershot  thresher  by  means 
of  th«-  leaiovab  e  and  convertible  concave  K  and  false  concave  H,  concave  G,  and  false  con- 
cove  I,  wht-n  lepecnvtiy  emp  oyeu  in  connexion  with  the  cylinder  C  and  feeding  board  D, 
subsiantniiy  m  the  manner  and  tor  the  purpose  specified. 

No.  33,715.— Thomas  Sl.Ai*;Hr,  of  Newark,  N.  3.— Improved  Padlock. — Patent  dated 
November  12.  Idfil. — This  invention  consists  in  the  employment  of  a  dog  so  combined  with 
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a  g^ard  "bar  tha^  th*?  latter  will  keep  the  former  in  proper  position,  and  the  key  m  unlocking 
the  lock  be  mtul«j  to  act  directly  un  the  guard  bar  or  a  pendant  thct  eot  for  securmj^  the  jshackle 
of  the  Oi'k.  An  arrangement  of  devices  is  employed  whereby  a  iaUe  key,  if  in^erted,  cannot 
be  withdrawn. 

Claim.— YiTsty  the  employment  or  use  of  the  dog  C  and  guard  bar  D,  when  the  latter  is 
provided  with  a  prong  r  arranged  in  such  relation  with  the  lower  part  of  the  dog  C  thnt  ^aid 
aoff  may  be  actuated  and  thrown  out  or  free  from  the  shackle  by  the  action  of  the  key  in  un- 
locking the  lock,  substantially  as  described. 

Second,  the  employment  or  use  of  the  key-catchers  A,  one  or  more,  arran^d  in  connexion 
with  the  tumblers,  or  formed  on  separate  or  special  plates,  to  operate  as  and  for  the  purpose 
specified. 

No.  33,716.— David  Steinberg,  o^  San  Francisco,  Ca,\.— Improved  Mode  of  Setting  Ar- 
t}ficial  Teeth. — Patent  dated  November  12,  1861. — This  invention  consists  in  the  combination 
of  hard  vulcanized  India-rubber  with  a  gold,  platinum,  or  other  metal  plate,  as  a  base  for 
artificial  teeth,  in  such  a  manner  that  the  India-rubber  serves  as  a  means  of  uniting  the  teeth 
with  the  plate,  but  is  prevented  from  coming  in  contact  with  the  palate  and  gums  by  the  in- 
terposition of  the  plate. 

Claim. — Combining  the  teeth  with  the  gold,  platinum,  or  other  metal  plate,  by  means  of 
India-rubber  or  other  gum  capable  of  vulcanization,  applied  in  the  manner  bpecified. 

No.  33.717.— Silas  Stuart,  of  Sterling  Center,  Mass. — Improvement  in  Steam  Boilers. — 
Patent  dated  November  12,  J 861. — ^The  central  portion  of  the  boiler  consists  of  an  upright 
cylinder,  around  which  but  separated  from  it  by  a  flue  space  is  an  annular  water  chamber, 
both  being  connected  by  means  of  tubes  at  their  upper  parts.    The  space  between  the  lower 

Earta  of  the  tube  and  cylinder  constitutes  the  fire  chamber.  The  water  chamber  is  suiTounded 
y  a  jacket,  to  the  lower  part  of  which  is  attached  the  smoke  pipe.  The  annular  ^rate  is 
connected  by  arms  to  a  central  tubular  hub  which  rests  on  a  lover,  and  is  so  arranged  that  it 
may  be  raised  or  lowered  to  regulate  the  draught  and  allow  the  escape  of  ashes  from  the  fiie 
chamber. 

Claim — The  tube  A  and  chamber  B  connected  by  the  tubes  B'  and  forming  the  boiler  and 
fire  chamber  A',  in  combination  with  the  jacket  E  and  pipe  I,  all  arranged  substantially  as 
and  for  the  purpose  set  forth. 
Also,  the  annular  grate  J  when  arranged  to  rise  and  fall,  substantially  as  described. 

No.  33,718.— J.  P.  TiCE,  of  New  York,  N.  Y.— Improvement  in  Projectile  for  R'>JJcd  Ord- 
nance.— Patent  dated  November  12,  lH6i. — The  hard  metal  portion  of  the  body  of  the  [nojec- 
tile  is  provided  with  projecting  collars  on  each  side  of  its  expanding  ring  for  the  jmrpo-c  of 
confining  the  ring  in  a-loncitudinal  direction,  and  preventing  ihe  lorniation  of  uneven  edges 
on  the  ring  which  tend  to  deflect  the  projectile.  The  packing  riug  of  soft  metal  is  enveloped 
with  a  band  of  copper  or  brass  corrugated  longitudinally,  to  piovme  for  its  expansion  circum- 
ferential ly. 

'  laim. — First,  the  construction  of  a  projectile  for  ordnance  with  its  body  composed  of  a 
single  casting  of  iron  and  a  surrounding  ring  of  leatl  or  other  suitabe  material  capable  ot 
lateral  expansion,  when  such  casting  is  of  such  form  that  the  force  employed  to  ram  it  home, 
or  the  force  to  which  it  is  subject  in  its  discharge,  will  cause  it  to  be  bioken  into  two  or  more 
pieces,  which  will  act  in  such  manner  as  to  cause  the  said  ring  to  bo  expanded,  substantially 
as  and  for  the  purpose  specified. 

Second,  constructing  tho  two  parts  A  and  B  of  the  projectile  with  collars  i  and  j,  substan- 
tially as  and  for  tho  purpose  specified. 

Third,  the  corrugated  metal  band  r  applied  in  combination  with  the  packing  ring  c,  sub- 
stantial ly  as  set  forth. 

No.  3',719. — John  Tusttn,  of  Potaluma,  Cal. — Improvement  in  Reaping  Machines. — 
Patent  dated  November  12,  1861. — To  tho  back  part  of  the  platform  is  attached  an  upright 
having  a  pocket  on  its  upper  end,  the  upper  part  ot  which  socket  is  inclined  outwardly,  and 
piovided  with  a  screw  and  two  jam  nuts  for  adjusting  the  rake  foi-ward  or  backward.  At 
one.end  of  tho  screw  is  a  guide  fitted  on  a  bar,  the  latter  being  fitted  at  \^  lower  part  to  a 
guide  attached  to  tho  rake  bar.  To  the  bar  I  is  attached  tlio  upper  part  of  a  spring,  its 
lower  end  resting  on  the  guide  of  the  rake  bar  for  the  puipose  of  keeping  the  rake  in  contact 
with  the  platform. 

Claim. — First,  connecting  the  swivel  guide  H  to  the  upright  G  by  means  of  a  screw 
p,  parsing  through  a  nut  or  socket  o  on  the  upright,  and  provided  with  jam  nuts  q  q,  sub- 
hUmtialiy"as  shown,  for  the  purpose  of  adjusting  the  shoo  or  rake  K  further  forward  or  back- 
ward on  the  platlorm  15,  as  may  bo  desired. 

Jjiecond,  tho  arrangement  and  combination  of  the  two  bars  I  J,  and  spring  L,  with  the 
guide  IT,  and  crank  r,  of  shaft  M,  all  constructed  and  employed  in  tho  manner  explained,  to 
aduiit  of  tho  operation  of  the  shoo  or  rake  K,  on  the  platform  B,  as  set  Ibrth. 

No.  3.i,72'\ — G.  W.  V\N  BnT  NT,  of  Rolling  Prairie,  Vi"ii^.^ fmprorement  in  Seeding 
Machines. — Patent  dated  November  12,  18ol. — Secured  to  a  shaft  is  a  series  of  hubs  of  tl^ 
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form  of  cylinders  provided  with  radial  flanches,  the  Bpoces  between  which  form  the  seed  cells. 
Upon  each  hub  is  fitted  a  shell  or  hollow  cylinder,  slotted  longitudinally,  to  receive  the 
flanches  of  the  hubs.  The  shells  are  provided  with  fianehes  on  their  outer  ends,  fitting  in 
sockets  attached  to  a  sLde  which  forms  the  bottom  of  the  box,  and  to  which  the  seed  tubes 
are  attached.  By  the  movement  of  the  slide  the  capacity  of  the  seed  ceils  is  varied  as  cir- 
cumstances may  require. 

Claim, — The  arrangement  of  the  rotating  hubs  G  and  sliding  shells  or  cylinders  H,  the 
latter  being  connected  with  the  slide  J,  having  the  tubes  Q  attached,  substantially  as  and  for 
the  purpose  sec  forth. 

No.  33,721. — ^JusTUS  Baron  Von  Liebig,  of  Munich,  Bavaria. — Improrement  in  Elec- 
troplating with  Copper  and  other  Metals  the  Silvered  Surfaces  of  Mirrors  and  other  Articles, 
for  Protecting  the  same, — Patent  dated  November  12,  IttOl. — The  nature  of  this  invention  is 
explained  by  the  claim. 

Claim. — The  use,  in  the  galvano-plastic  process  of  depositing  upon  silver  or  silvered  sur 
faces,  gold,  copper,  nickel,  or  other  metals,  of  the  neutral  solutions  of  the  metal  to  be  depos- 
ited, pre])ared  with  the  double  tartrate  of  soda,  potash,  or  ammonia,  in  the  manner  substan- 
tially as  described. 

Also,  the  mode  hereinb:jfore  described  of  coating  the  silvered  surfaces  of  glass  mirrors  or 
other  articles  with  a  metallic  film  of  gold,  copper,  nickel,  or  other  metals,  by  the  use,  in  the 
electroplating  process,  of  the  neutral  solution  of  copper  and  the  alkaline  solutions  of  other 
metals,  in  the  manner  substantially  as  set  forth. 

No.  3:^,722.— Frederick  Walton,  of  Haughton  Dale,  Denton,  England. — Improved 
Mode  of  Treating  Drying  Oils  for  the  Manufacture  of  ramish  and  other  purposes. — Patented 
in  England  January  27,  ]6(>0. — l*atent  dated  November  12,  1861.— -This  invention  consists 
in  converting  drying  oils  into  semi-resinous  bodies,  which  latter  are  dissolved  in  volatile  sol- 
vents. The  preparation  thus  obtained,  it  is  stated,  dries  rapidly,  like  spirit  varnish,  and 
leaves  a  flexible  and  tough  film,  similar  to  that  produced  by  oil  varnish. 

Claim. — First,  as  an  improved  article  of  manufacture,  a  varnish  as  mode,  by  converting 
drymg  oil  into  semi-resinous  material,  in  manner  as  described,  and  then  dissolving  in  a  sol- 
vent, as  stated. - 

Second,  the  producing  a  semi-resinous  material  from  drying  oil  by  the  combined  process  of 
exposing  it  in  thin  films,  on  a  suitable  surface,  to  currents  ol  warm  air,  and  afterwards  sepa- 
rating it  trom  the  surface  either  by  a  solvent  or  by  pressure,  as  described. 

Third,  in  the  production  of  the  semi-resinous  material,  as  described;  the  preparing  drying 
oil  by  causing  it  to  pass  repeatedly  in  very  tine  streams  through  warm  air,  as  aescribed. 

Fourth,  the  producing,  by  rollers  or  otherwise,  sheets  of  semi-resinous  material,  either  alone 
or  mixi'd  wiJh  other  substances,  the  said  sheets  being  cither  combined  with  a  woven  or  other 
fabric,  or  otherwise,  as  described. 

No.  33,723.— Enos  Waterbury,  of  Stamford,  Conn. — Improved  Automatic  Gfl/e.— Patent 
dated  November  12,  1H(J1. — This  invention  relates  to  that  ckiss  of  gates  which  are  made  to 
open  and  close  by  mcuns  of  the  wuecis  of  the  vehicles  actuating  certain  levers  which  put  in 
motion  the  various  juirts,  the  movement  of  the  gate  being  governed  by  a  weight  connected 
with  a  sector  and  gearing,  and  arranged  with  a  catch  or  iastening. 

Claim. — First,  the  arruugemcut  of  the  sector  F,  with  a  sliding  weight  G  attached,  toothed 
segments  d  d,  placed  loose. y  on  shaft  D,  arms  o  o,  attached  to  the  shaft  D,  and  the  plate  R, 
aitucLel  to  the  Mctjj  F,  the  arms  o  o  being  connected  to  the  segments  d  rf,  which  gear  into 
the  segments  c  r  by  the  j)ins  p  p,  and  the  plate  11  cormectcd  to  the  aim  H'  by  the  pin  (,  sub- 
Btanliuily  as  aud  fo.  the  purpose  set  forth. 

Second,  the  flap  g,  connected  with  the  shaft  D,  as  shown,  in  connexion  with  the  sliding 
rods  /  /  on  the  gale,  ail  arranged  to  operate  as  and  for  the  purpose  set  forth. 

No.  3.^,724.— James  White,  of  Cleveland,  O.— Improved  Camp  Bedstead,— VAteni 
dated  November  12,  \6ijl, — The  parts  composing  the  bed  are  so  constructed  as  to  be  folded 
up  and  packed  in  a  small  compass  without  detaching  any  of  the  parts.  A  cam  is  fixed  to 
the  side  rails  for  stretching  the  canvas  when  the  bed  is  to  be  used. 

Claim. — The  pieces  D  1)  and  cams  F,  in  combination  with  the  side  pieces  A  A',  head  pieces 
H  II'  and  K,  legs  B,  and  canvas  G,  when  these  several  parts  arc  constructed,  arranged,  and 
operated  as  and  lor  the  puipose  specified. 

No.  33,725.— J.  M.  Luther,  assignor  to  W.  E.  Hartshorn,  of  Salina,  N.  Y.— Improre- 
ment in  the  Procfss  of  Purifuing  Brine  for  the  Manufacture  of  Salt. — Patent  dated  Noveni- 
b«r  12,  18()1. — The- object  of  tliis  inventkn  is  to  neutralize  or  expel  by  precipitation  the 
impurities  in  the  brine,  such  as  the  chloriues  of  calcium  ond  magnesium  and  sulphate  of  lime. 

Claim. — The  introduction  of  bicarbonate  of  so^a  or  salsoda  into  the  brine  in  the  manufac- 
ture of  salt  by  the  boiling  process,  either  before  or  during  the  boiling  process,  substantially 
as  and  for  the  purpose  specified. 

No.  33,726.— Joseph  Short,  of  New  York,  N.  Y.,  assignor  to  Charles  Short,  of  Sa- 
l«m,  Mass. — Improvement  in  Knapsacks, — Patent  dated  November  12,  ld61. — Thla  inven- 
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tion  consists  in  so  arrangino'  tbo  back  and  shoulder  straps  and  the  nock  strap,  and  connecting 
them  with  the  knapsack,  that  the  whole  weight  of  the  latter  is  brought  directly  upon  Urn 
shoulders  and  across  the  back  of  the  neck,  instead  of  bearing  upon  tho  chest,  as  usual. 

Claim. — The  arrangement  of  the  back  and  shoulder  straps  E  E,  the  neck  strap  F,  and  the 
bottom  straps  h  h,  the  same  being  constructed  and  applied  together  and  to  the  bottom  of  the 
knapsack,  in  manner  and  so  as  to  operate  as  set  forth. 

No.  33,727.— Turner  Williams,  assignor  to  Himself  and  David  Heaton,  2d,  of  Provi- 
denco,  K.  I. — Improved  Crank  for  Driving  Sewing  Machines  and  other  Machinery. — ^Patent 
dated  November  12,  1861. — ^This  invention  consists  in  combining  a  device  described  in  ths 
patent  granted  March  5,  1860,  to  Williams  and  Heaton,  with  a  crank,  by  means  of  which  the 
*'dead  centre"  is  avoided  in  said  crank,  and  the  crank  is  made  to  turn  alwavs  in  one  direo 
tion,  the  stroke  of  the  treadle  being  limited  or  measured  without  the  aid  of  bufifers  or  other 
similar  devices. 

Claim. — First,  attaching  the  connecting  rod  L  to  two  auxiliary  pins  A,  or  their  equivaleni, 
instead  of  directly  to  the  crank  pin  </,  substantially  as  shown  and  described. 

Second,  the  alternate  connecting  and  disconnecting  of  the  said  auxiliary  pins,  or  iin 
equivalent  means  of  attachment  to  and.  from  the  crank  pin  rf  of  a  crank,  in  the  act  of  tuminff 
such  crank  by  means  of  a  treadle  or  other  device  for  the  imparting  a  reciprocating  movement 
substantially  as  described,  for  the  purpose  specified. 

No.  33,728.— J.  D.  Woodruff,  of  Brooklyn,  N.  Y.,  assignor  to  T.  B.  Beck,  of  Yonker^ 
N.  Y. — Improvement  in  Saddles. — Patent  dated  November  J 2,  1861. — ^This  invention  con- 
sists in  attaching  to  each  side  of  the  pommel  of  the  saddle,  pieces  or  stops  at  an  inclination  ft> 
fit  the  Icff  of  the  rider,  for  the  purpose  of  preventing  him  from  being  thrown  forward  and 
injuring  his  person. 

Claim. — The  arrangement,  as  described,  and  at  a  suitable  angle  of  inclination  to  overhanff 
and  support  the  leg  ot  the  rider  equally  along  their  surface  from  top  to  bottom  of  the  stops  S 
upon  a  riding  saddle,  substantially  as  described,  and  in  such  a  manner  as  to  secure  tbi 
advantages  set  forth. 

No.  33,729.— H.  S.  FiSHER,  of  Ncwburg,  Pa. — Improved  Means  of  Sealing  Preserm 
Cans. — Patent  dated  November  12,  1861. — The  paper  or  other  fibrous  naUet  used  is  saturated 
with  a  composition  of  melted  beeswax  and  rosin,  and  is  secured  over  tne  opening  of  the  can 
by  a  metal  plate  or  cap,  which  is  pressed  upon  it  by  a  wedge  or  wedges  passmg  under  a 
sprinff-rod  secured  at  both  ends  to  the  can,  whereby  India-ruober  rings  are  dispensed  witbi 
and  the  unsealing  of  the  can  readily  effected. 

Claim. — ^The  use  of  paper  or  other  fibrous  pallets,  saturated  and  coated  on  both  surfaces 
with  a  composition  such  as  specified,  in  combination  with  a  preserve  can  or  jar,  and  with  tbn 
cap  B,  and  retaining  device  C,  in  the  manner  and  for  the  purpose  specified. 

No.  33,730.— Nathan  Ames,  of  Saugus  Centre,  assignor  to  Parker  &  Perkins,  of 
Meriden,  Conn. — Improved  Means  of  Attaching  Forks,  Spoons,  and  Knives. — Patent  dated 
November  19,  1861. — ^The  fork  and  spoon  are  secured  to  the  knife  by  means  of  a  button  on 
the  fork  and  spoon  passing  through  slots  in  the  blade  of  the  knife.  Secured  to  handles  of  ths 
fork  and  spoon  are  pins  w-hich  fit  in  corresponding  holes  in  the  knife-handle  to  keep  them  in 
place. 

Claim. — First,  confining  to  the  blade  and  handle  of  any  knife  a  detachable  fork  or  spooiL 
or  both,  bv  the  elasticity  of  the  fork  or  spoon  and  knife-blade,  operating  in  combination  witn 
a  button  &,  slot  c,  pin  P,  and  hole  A,  or  their  equivalents,  substantially  as  and  for  lbs 
object  specified. 

Second,  so  applying  and  attaching  a  fork  to  K  knife  that  one  of  the  outer  tines  shall  1|m 
flush,  or  a  little  more  than  flush,  with  the  knife-edge,  to  prevent  the  latter  from  cutting  when 
handled  or  carried  in  a  pocket,  substantially  as  described. 

No.  33,731. — J.  W.  Andrews,  of  Norristown,  Pa. — Improvement  in  Gun  and  Banormi 
Battery. — Patent  dated  November  19,  J  861. — ^Attached  to  the  main  frame  are  two  sliding  oar^ 
in  each  of  which  are  fastened  a  series  of  bayonets.  The  bars  are  connected  by  rods  to  eccenr 
tries  on  the  shaft  and  pins  on  the  wheels,  by  which  means  an  alternate  reciprocating  motion 
is  imparted  to  the  two  sets  of  bayonets.  Mounted  upon  the  carriage  is  a  number  of  gufja 
Qonnected  with  revolving  chambers. 

Claim. — First,  the  bars  F  and  G,  into  which  are  secured  a  number  of  bayonets  g  g,  &*>•* 
tsndjj,  &c,  arranged,  constructed,  and  operated  in  connexion  with  a  carriage,  substantially 
as  and  for  the  purpose  described. 

Second,  the  combination  of  a  number  of  guns  and  bayonets,  fixed,  arranged,  and  operated 
on  a  carriage,  substantially  in  the  manner  set  forth,  and  for  the  purpose  described. 


No.  33,732.— G.  L.  Baar,  of  Indianapolis,  Ind.— Improved  Scroll  5<iic.— Patent  dafeO 
November  19,  1861.— The  endless  saw  runs  upon  two  pulleys,  the  upper  one  of  which  ii 
made  adjustable  so  as  to  regulate  the  strain  upon  the  saw.    The  pulleys  are  caused  to  rotatt 


Digitized  by  CjOOQIC 


^76 


ANNUAL    REPORT    OF   THE 


together  by  moans  of  an  endless  band  passing  over  smaller  pulleys  upon  the  shaft,  and  upon 
three  pulleys  on  the  frame  in  the  rear  of  the  saw,  so  as  to  he  out  of  the  way  of  the  saw  room. 
Claim. — An  endless  saw  S,  in  combination  with  the  two  puUeya  D*  D^  each  propelled 
by  the  same  belt,  arranged  as  described. 

No.  33,733. — Simon  Brooks,  of  Chester,  Conn. — Improvement  in  Machinery  for  Bend- 
ing Hooks  and  Staples.— Vataut  dated  November  19,  lri(il. — Secured  to  the  bed  piece  is  a 
spindle  upon  which  the  hook  or  staple  is  bent.  Spindles  of  different  sizes  are  provided  to 
suit  the  size  of  the  hook  required.  By  means  of  a  clamping  lever  the  blank  is  held  rigidly 
lu  position,  while  the  set  or  tool  bonds  the  end  around  the  spindle. 

Claim. — The  bed  piece  A,  spindle  D,  hinged  arm  E,  pivoted  set  or  tool  F  G,  and  clamping 
l*^ver  H  I,  when  combined,  arranged,  and  operating  in  the  manner  and  for  the  purpose 
described. 

No.  33,734. — A.  S.  Carner,  of  BrookljTi,  N.  Y. — Improtemtnt  in  Camp  Chests. — 
Patent  dated  November  19,  1801. — The  nature  of  this  invention  consists  of  an  arrangement 
of  devices  whereby  a  trunk  may  readily  be  converted  into  a  table,  and  vice  versa. 

Claim. — First,  the  slides  O  O',  clasp  Q,  and  plug  Z,  when  the  same  are  arranged  in  combi- 
nation with  the  movable  top  X,  substantially  as  described. 

Second,  the  slides  O  O',  movable  top  X,  and  folding  leaves  C  C\  when  the  same  are 
arranged  substantially  as  described,  for  the  purposes  set  tbrth.  ^ 

Third,  the  slides  O  O',  movable  top  X,  when  the  same  are  arranged  in  combination  with 
the  hinged  legs  D  and  the  straps  F,  substantially  as  described. 

Fourth,  a  trunk  with  its  parts  arranged  and  constructed  substantially  as  and  for  the  pur- 
poses specified,  it  being  susceptible  of  a  ready  conversion  into  a  table. 

No.  3.1,735.— Lewis  Eiki*nberry,  of  Philadelphia,  Pa. — Improvement  in  Steam  Slide 
and  Cut-off  I  aires. — Patent  dated  November  19,  1801. — This  invention  consists  in  the  combi- 
nation of  a  slide  which  is  constructed  with  the  width  of  the  face  of  its  jaws  extended,  with 
the  mechanism  which  imparts  motion  to  it,  and  with  the  ports  of  the  steam  cylinder  so  that 
the  steam  shall  be  admitted  at  full  i)res8ure  into  the  cylinder  and  cut-off  at  about  one  to  three- 
quarters  of  \%i  movement,  without  tindiiig  up  the  exhaust  to  an  injurious  extent  on  the  oppo- 
site end  of  the  cylinder,  and  then  v.o>ked  expansively  during  the  balance  of  the  effective  part 
of  the  stroke,  without  loss  of  power  from  the  exhaust  or  loss  of  power  at  that  end  of  the  cylin 
der  to  which  the  steam  was  lost  admitted,  during  tlie  fonvard  movement  of  the  piston. 

Claim. — The  described  method  of  adjusting  combined  working  and  cut-off  valves  rela- 
dvely  to  the  i)orts  of  a  steam-engine  cylinder,  in  combination  with  the  specified  operation 
oi  the  same,  lor  the  pui"pojo  set  Ibith. 

No.  33,730.— W.  II.  Elliott,  of  Plattsburg,  N.  Y.— Improvement  in  Pump  for  Oil 
Wells. — I'ateut  dated  November  19,  1^1. — In  connexion  with  and  below  the  pump  used  in 
pumping  oil  wells,  is  nn  inner  well  or  trap  into  which  the  liquid  oil  and  water  fall  and  sepa- 
rate themselves  by  their  specific  gravity  from  the  gases  which  rise  with  them,  and  out  of 
which  inner  well,  these?  liqukls  are  drawn  by  the  suction-jHpe  of  the  pump.  A  balanced  float- 
ing valve  IS  used  ior  the  puri)Ose  of  closing  and  opi'niug  the  pipe  through  which  the  gases 
Oicape  from  the  well.  ^ 

Claim. — First,  the  employment  of  an  inner  well  or  trap,  in  combination  with  the  pump, 
OB  and  for  the  j)urpose  spec i lied. 

Second,  the  employment  of  floating  valve  /:,  in  combination  with  the  pump,  as  and  for  the 
purpose  set  forth. 

No.  33,737.— K.  B.  Frrrs,  of  Philadelphia,  Pa.— Improvement  in  Army  Feed  and  JFaUr 
Buckets. — Patent  dated  November  19,  18(31. — This  invention  is  designed  as  an  improvement 
upon  the  patent  granted  September  17,  18til,  to  the  said  Fitts,  and  consists  in  making  the  rim 
of  the  holder  tkxihie,  and  attaching  to  it  the  rigid  bail,  so  as  to  keep  the  mouth  of  the  holder 
(^»en  when  the  bucket  is  iu  use,  and  to  serve  as  a  means  of  ciirrying  the  same. 

Claim. — Tha  H('xiJ>le  rim  B,  rigid  bail  C,  and  plates//,  the  same  being  constructed  and 
oJmbined  together  with  the  flexible  holder  A,  so  as  to  operate  together,  substoutially  in  the 
manner  described  and  for  the  purposes  specified. 

No.  33,738.— Cancelled. 

No.  33,739.— M.  La  IIite  Harrison,  of  Buriington,  Iowa.— Improved  Mode  of  Applying 
(he  Bolster  in  Railroad  Car  Trucks. — Patent  dated  November  19,  1861. — ^The  bolster  is  sniv- 
|^>rted  in  swinging  stirrups  at  a  distance  below  the  bearings  on  the  top  of  the  springs,  by 
Ivhich  means  the  lull  effect  of  the  elasticity  of  the  springs  is  obtained  and  the  car  rendered 
more  steady. 

Claim. — The  employment  of  a  swinging  bolster  H  made  m  one  piece,  in  combination  with 
Oie  pondulous  stirrups  C  C,  springs  E  E,  slotted  stimips  F  F,  boxes  c  c,  and  bolts  bh g gj 
all  as  shown  and  described,  for  the  purpose  set  forth. 
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No.  33,740.— A.  Hoffman  and  H.  W.  Limebeck,  of  Halfday,  111. — Improve\nent  in  Cul 
tivators. — Patent  dated  November  19,  186 J. — The  seed-box  is  operated  by  means  of  a  rod 
actuated  by  a  cam  on  the  shaft  of  the  driving  wheel.  A  series  of  teeth  are  secured  in  the 
front  part  of  the  machine,  and  at  the  rear  is  a  detachable  curved  barrow.  Ploughs  are  arranged 
upon  the  inner  and  outer  longitudinal  beams. 

Claim. — The  seed-box  C,  cam  wheel  k^  lever/,  harrow  c,  teeth  bbhy  and  ploughs  q  q  and 
w  IT,  when  all  are  constructed  and  arranged  substantially  in  the  manner  and  lor  the  pm-poso 
set  foith. 

No.  33,741. — Otis  Ho^rE,  of  Cambridgeport,  Mass. — Improved  Spring  Bed  Bottom.— V&t' 
cnt  dated  November  19,  1861. — This  invention  is  explained  by  the  claim  and  engraving. 

Claim. — An  improved  mode  of  constructing  the  rocker  and  applying  it  to  the  bedstead  or  bed 
frame,  viz.,  making  such  rocker  with  one  or  more  legs,  and  constmcting  the  bedstead,^r  bed 
frame  with  one  or  more  conical  or  flaring  sockets  to  receive,  support,  and  estop  suchle^  ox 
legs,  in  manner  substantially  as  described,  and  enable  such  to  vibrate  longitudinally  ot  the 
spring-bearer,  and  to  be  raised  out  of  such  soqketij,  substantially  as  specified. 

No.  33,742.— W.  L.  IIUBBELL,  of  Brooklyn,  N.  Y.— Improved  Means  of  Attaching  Traces 
Co  Carriages. — Patent  dated  November  19,  1861. — The  eye  of  the  whifl^etree  is  provided  with 
a  bolt,  which  is  kept  down  in  position  by  means  of  a  coiled  spring.  The  trace  is  attached 
by  raising  the  bolt  and  passing  the  hole  in  the  trace  to  the  narrow  part  of  the  eye,  the  projec- 
tion of  the  bolt  underneath  preventing  it  from  coming  oflf. 

Claim. — The  cross  bolt  c  applied  to  the  eye  a  of  the  whiffletree,  in  the  manner  and  for  the 
purposes  specified. 

No.  33,743. — Junius  Judson,  of  Rochester,  N.  Y. — Improvement  in  Governors  for  Steam 
Engines. — Patent  dated  November  19,  1861. — This  invention  consists  in  connecting  the  arms 
of  the  fly -balls  directly  with  a  stationary  rod  from  the  valve  by  means  of  a  swivel  collar,  for 
the  purpose  of  reducing  friction  and  simplifying  the  construction. 

C/aim.— The  swivel  collar  h  revolving  freely  on  the  rod  b  between  the  fixed  collars  jj,  or 
their  equivalents,  so  as  to  receive  and  turn  with  the  ends  of  the  governor-arms  e  c,  and  thereby 
obviate  excessive  friction  and  destructive  wear,  substantially  as  specified. 

No.  33,744. — D.  S.  Kimball,  of  Lowell,  Mass. — Improvement  in  Carding  Engines. — PaW 
ent  dated  November  19,  1861. — Upon  the  sides  of  the  frame  of  the  screen  are  ananged  two 
guards  so  as  to  extend  up  around  the  edges  of  the  main  card  cylinder,  in  order  that  when 
such  cylinder  may  be  set  in  motion,  the  currents  of  air  shall  be  prevented  from  escaping  side- 
ways or  transversely  of  the  screen  and  be  caused  to  flow  forward  in  uniform  streams,  whereby 
the  fibres  of  the  wool  shall  be  acted  uj^n  unifonnly,  and  be  borne  forward  to  the  dofter  in  an 
G»'en  mass. 

Claim. — An  improved  carding  machine,  having  its  parts  constructed  and  made  to  operate 
together,  in  manner  substantially  as  set  forth. 

Also,  the  application  of  the  guards  c  c,  or  their  equivalents,  to  the  sides  of  the  screen,  and 
80  as  to  operate  with  the  main  caid  cylinder,  in  manner  and  for  the  purpose  set  Ibrth. 

No.  33,745. — Thomas  TiEE,  of  Newark,  N.  J. — Improrementin  Breech-Loading  Fire  Arm, — 
Patent  dated  November  19,  1861. — The  removal  of  the  spent  cartridge  after  a  discharge  is 
effected  Iry^  the  act  of  opening  the  breech,  the  cartridge  being  seized  between  arms  or  levers 
placed  each  side  of  the  cartridge  and  within  its  end  margin.  Attached  to  the  breech  piece 
and  near  its  Itnver  sides  are  two  pawls,  having  at  then*  end  a  hooked  projection  travelling  in 
channels  in  the  cun^ed  blocking  piece.  By  the  movement  of  the  parts  the  pawls  are  brought 
into  action,  when  the  breech  is  thrown  open  and  the  spent  cartridge  is  at  the  same  time  m^ 
gtantly  expelled  and  thrown  some  distance  from  its  place. 

Claim. — Removing  the  spent  cartridge  from  its  chamher  by  means  of  the  arms  c  c,  pins  i 
C  and  pawls  a  a,  in  combination  with  appliances,  substantially  such  as  shown,  for  opening 
and  clo.^jing  the  breech,  all  essentially  for  the  purpose  and  in. the  manner  set  forth. 

No.  33,740. — ELlsifA  M.\TTES0N,  of  Brooklyn,  N.  Y. — Improvement  in  Projectiles  for 
Firearms. — Patent  dated  November  19,  186J. — The  base  of  the  angular  passage  through  the 
ball  is  made  in  the  form  of  a  section  of  a  truncatcil  cone,  instead  of  that  of  a  complete  cone, 
so  that  a  larger  central  chamber  for  the  entrance  of  the  resisting  air  shall  be  formed,  and  so 
that  there  shall  be  presented  a  square  horizontal  surface  for  the  small  end  of  the  ramrod  to 
rest  against  squarely  when  it  is  used  for  forcing  the  projectile  into  the  gun.  The  projectile  is 
attached  to  the  ordinary  paper  cartndge,  and  the  two  are  held  together  by  means  of  an  India- 
rubber  band  which  envelops  a  soft  packing  disc.  As  the  charge  is  forced  home  by  the  ranv 
rod,  it  slips  through  the  rubber  band,  when  the  latter  collapses  upon  the  ramrod  and  may  be 
drawn  out  and  used  again. 

Claim. — Finit,  makmg  the  base  of  the  angular  passage  B  C  C  A'  of  the  projectile  in  its 
transverse  vertical  section  in  the  form  of  a  section  of  a  ti  uncated  cone,  in  the  manner  and  for 
tjie  purpose  described. 

Second,  a  cartridge  formed  of  the  improved  pi-ojectile  A  B  C  A'  and  the  ordinary  charged 
paper  or  bag  case  and  a  mbber  band,  in  the  manner  and  for  the  purpose  described. 
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No.  33,747. — Morris  Mattson,  of  Boston,  Mass. — Improvement  in  Enema  Syringes**^ 
Patent  dated  November  19,  18G1. — ^This  invention  is  explained  by  the  claim  and  engravinif. 

Claim, — The  connexion,  consisting  of  the  perforated  screw  plug  m  on  which  the  connect 
ing  p  pe  screws,  confining  the  bag  l^tween  tne  pipe  and  the  head  5  of  the  plug,  in  the  diai»> 
ner  substantially  as  described. 

No.  33, 748. —J.  C.  and  C.  N.  Mayberry,  of  White  Rock,  IW.-^Improtfement  in  ffarr^9$^ 
ing  Machines. — Patent  dated  November  19,  1861. — This  invention  relate*  to  that  class  of 
machines  in  which  the  team  is  placed  behind  the  frame  of  the  machine,  and  an  endless  aprroo 
employed  for  discharging  the  cut  grain.  The  object  of  the  invention  is  to  give  a  more  even 
balance  to  the  machmo,  and  cause  it  to  work  with  less  vibration  to  equalize  the  draog'hly 
render  the  cutting  device  capable  of  being  readily  raised  and  lowered,  and  enable  the  di^ 
charclttFg  apron  to  be  adjusted  to  suit  receiving  wagons  of  different  heights. 

Claim. — First,  the  elevated  yoke  E,  connectmg  the  linked  rear  rail  b  of  the  balanced  frami 
A,  and  employed  in  connexion  with  the  thrusting  tongue  D,  rope  F,  and  pulley  e  </,  snbstai^^ 
tially  as  and  tor  the  purposes  set  forth. 

Second,  the  endless  conveying  and  elevating  apron  K,  carried  at  one  end  in  an  inclined 
frame  L  M,  jointed  midway  of  its  length  in  standards  gi  in  the  manner  and  for  the  parpoi» 
shown  and  explained. 

No.  33,749.— Wm.  Morehouse,  of  Buffalo,  N.  Y,—Improrement  in  Lamps.— Patent  dat^ 
November  19,  18G1. — This  lamp  is  designed  for  burning  coal  oil  without  a  chimney.  Tfa* 
wick  tube  is  encompassed  with  a  taper  tube,  in  connexion  with  which  are  plates  or  beaten 
placed  within  a  suitable  case  or  deflector,  the  plates  or  heaters  having  such  a  relaJve  poititioo 
with  the  wick  (Ube,  cone  or  deflector,  and  the  tube  which  surrounds  the  wick  tulte,  that  a 
strong  draught  will  be  obtained  below  the  top  of  the  wick  tube  and  the  flame  supplied  witb 
a  requisile  quantity  of  air  to  support  proper  combustion. 

Claim. — The  combination  of  the  cylinder  or  case  D,  tube  C,  and  plates  E  F,  arranged  rel^ 
lively  with  the  wick  tube  B  and  cone  or  deflector  E,  to  operate  as  and  for  the  purpose  ael 
forth. 

No.  33,750.— Wm.  Morehouse,  of  Buffalo,  N.  Y.— Improvement  in  Sash  Supporters.— 
Patent  dated  November  19,  18GI. — Secured  within  one  side  of  the  window  frame  is  a  box  or 
shell,  in  which  is  a  roller  formed  with  a  circular  groove  to  receive  a  clothing  of  India-rubber 
to  bear  against  the  sash.  Under  the  roller  is  arranged  a  clamp  or  brake,  which,  when  thm 
sash  is  raised,  is  made  to  bear  against  the  roller  and  retain  the  sash  at  any  desired  heigbL 
The  pressuit)  of  the  roller  upon  the  sash  is  regulated  by  means  of  a  set-screw,  the  tapering 
point  of  which  bears  against  the  rear  bevelled  face  of  the  clamp. 

Claim. — A  sash  retainer,  constructed  and  operating  in  the  manner  and  for  the  purpose  Mi 
forth. 

Also,  constructing  the  bearings  d  of  the  box  E,  plane-surfaced,  and  of  a  length  greatar 
than  the  diameter  ot  the  axle  of  the  wheel  B,  in  the  manner  and  for  the  purpo^  set  forth. 

Also,  regulating  the  pressure  of  the  roller  B  upon  the  sash  rail  t,  by  means  of  the  incliDed 
shoulder  bnike  II  and  tapered  set-screw  ft,  in  the  manner  and  for  the  purpose  specified. 

No.  .33,751. — L.  H.  Olmsted,  of  Binghamton,  N.  Y. — Improvement  in  Oilers, ^r-P»ttoi 
dated  November  19,  1801. — The  oil  receptacle  is  made  semi-spherical  in  form^so  that  it  may 
be  stamped,  cast,  or  otherwise  made- in  one  piece  without  any  scam,  so  as  to  prevent  liability 
to  leakage.  ITie  cover  is  made  flexible,  so  that  the  oil  may  be  expelled  by  pressure,  and  tbm 
upper  end  of  the  tube  is  provided  with  a  wire  to  conduct  back  into  the  oiler  any  oil  adheriof 
to  the  exterior  of  the  tube  after  use. 

Claim. — An  oiler  made  with  a  semi-spherical  bottom,  without  seam,  a  flexible  cover  aiulft 
Qo^ducting  wire  attached  to  the  extremity  of  the  tube,  all  as  shown  and  dracribed. 

No.  33,752.— H.  J.  PlHLLlPS,  of  New  York,  N.  Y.— Improvement  in  Convertible  Otrrvom 
and  Tent. — Patent  dated  November  19,  IbOI. — This  device  is  so  constructed  as  to  be  coo 
pactly  folded  and  carried  in  or  on  the  knapsack  with  httle  addition  to  the  weighL 

Claim, — ^A  combined  tent,  overcoat  and  cape,  made  as  shown  and  described. 

No.  33,753.— Charles  Ray,  of  Boston,  Maas.^Improvement  in  Stirrups, — Patent  datAi 
Kovember  19,  1861. — ^The  object  of  this  invention  is  to  prevent  the  foot  of  the  rider  £raoi 
catching  in  the  stirrup  in  case  of  his  falling  from  the  horse. 

Claim. — The  application  to  the  sides  of  stirrups  of  a  revolving  surface,  however  arrangrd, 
60  as  to  prevent  the  feet  of  the  rider  from  catching  in  the  stirrups,  in  combination  with  a  step 
or  bottom  having  a  fixed  and  non-rotating  surface,  and  which  bottom  shtfU  be  rigidly  attadus 
to  the  frame  of  the  stirrup,  substantially  as  described. 

No.  33,754.— Addison  M.  Sawyer,  of  Fitchburg,  Mass,— Improvement  in  Canister  Shit 
for  Ordnance. — ^Patent  dated  November  19,  1861. — llie  canister  is  strongly  constracted,  azui 
la  provided  with  one  or  more  holes  in  its  rear  cud  through  which  sufficient  force  is  commno^* 
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catcd  by  the  discharge  to  start  the  b%lls  simultaneously  with  the  canister  and  to  drive  them 
to  its  forward  end,  thus  tending  to  keep  the  canister  mouth  foremost.  The  balls  are  placed 
in  the  canister  with  a  layer  of  shavinfs,  or  other  suitable  material,  between  each  layer  of  balls, 
to  keep  them  from  coming  in  contact  with  each  other. 

Claim. — ^A  canister  shot,  constructed  in  the  manner  substantially  as  described. 

No.  33,755.— Thomas  Schankwiler,  of  Fayette,  N.  Y.— Improved  Mode  of  Constructing 
Horse- Power. — Patent  dated  November  19,  1861. — This  invention  consists  in  the  method  of 
connecting  the  draught  arms  or  levers  with  the  driving-wheel  so  as  to  obviate  their  liability 
to  break,  to  economzie  power  and  equalize  the  draught  to  the  different  teams. 

Claim, — The  arrangement  and  combination  of  the  levers  c,  draught  rods/,  fulcrum  bearing 
d,  socket  e,  and  connecting  rod  gj  substantially  in  the  manner  and  for  the  purposes  shown  and 
described. 

No.  33,756.— W.  G.  Sherwin,  James  McFarland,  and  Charles  Tiheme,  of  Cleve- 
land, O. — Improvement  in  Breech-loading  Ordnance. — ^Patent  dated  November  19,  1861. — 
The  plug  which  closes  the  aperture  of  the  breech  has  in  opposite  sides  of  it  two  cavities  of 
unequal  depth  and  diameter,  separated  by  a  projection  or  paitition,  through  which  is  screwed 
a  nipple  which  projects  some  distance  into  both  cavities,  and  has  two  or  more  sharp  points 
for  rupturing  the  rear  end  of  the  cartridge  in  the  act  of  loading,  which  is  effected  by  the  mere 
weight  of  the  descending  cartridge.  The  cock  or  capper  inserted  through  the  end  of  the 
breech  into  the  barrel  has  at  one  end  a  recess  and  slotted  cavity,  and  at  the  other  end  a  knob. 
•  Claim. — First,  the  arrangement  of  a  nipple  H  I  at  the  bottom  of  a  cartridge  chamber  when 
In  position  for  loading,  so  that  the  vent  will  be  automatically  closed,  substantially  as  set  forth. 

Second,  in  combination  with  a  faucet  breech,  which  requires  the  charge  in  a  vertical  posi- 
tion, as  explained,  the  projecting  point  or  points  I  of  the  nipple,  for  the  purpose  of  opening 
the  cartridge  by  its  own  weight  in  the  act  of  loading. 

Third,  the  cock  or  capper  J  J,  adapted  to  perform  the  several  offices  of  capping,  firing,  and 
uncapping  the  nipple,  together  with  holding  the  vibratory  breech  rigidly  and  exactly  to  its 
place  while  discharging,  substantially  as  set  forth. 

No.  33,757. — Aaron  Sihjte,  of  Flushing,  N.  Y. — Improvement  in  Fire  Escapes. — ^Patent 
dated  November  19,  1861. — ^Attached  to  a  balcony  or  to  the  building  under  a  window  in  the 
upper  part  of  the  house  is  a  box  containing  a  chain  ladder,  one  end  of  which  is  secured  to 
the  building  under  the  window.  Tbe  box  is  hinged  at  the  bottom  and  secured  by  catches  at 
the  upper  part,  and  so  connected  with  a  rod  that  by  actuating  the  latter,  the  catches  will  be 
released  and  the  box  be  tilted  over,  dropping  the  loose  end  of  the  chain  to  the  ground. 

Claim. — The  chain  ladder  E,  when  connected  to  the  building  and  to  the  tilting  box  D.  and 
•  the  latter  provided  with  catches  or  levers  6  6,  arranged  as  described,  or  in  any  equivalent 
way,  so  as  to  admit  of  the  releasing  of  the  box  D  and  the  liberation  of  the  ladder  E  when 
required,  and  for  the  purpose  set  forth. 

No.  33,758. — ^David  N.  Shillings,  of  Boston,  Mass.,  assignor  to  Himself  and  D.  B. 
Flynt,  of  Cambridge,  Mass. — Improvement  in  Portable  Houses. — Patent  dated  November 
19,  1861. — The  boarding  of  the  sides  and  ends  of  the  house  are  made  in  sections  and  frames, 
the  inner  edges  of  the  vertical  posts  and  edges  of  the  cap  plates  and  sills  being  grooved,  so 
that  each  frame  will  fit  between  anv  two  of  the  posts.     The  roof  is  also  made  in  sections. 

Claim. — An  improved  portable  nouse,  having  its  framing  constructed  substantially  as  de- 
gcribcd,  and  the  sides,  enas,  and  roof  constructed  in  sections,  as  set  forth,  and  applied  to  the 
framing  in  the  manner  specified. 

No.  33,759. — Charles  Ward,  of  Salem,  Mass. — Improved  Mode  of  Securing  Knobs  to 
Doors,  Drawers,  8fc. — Patent  dated  November  19, 1861. — The  knob  is  secured  to  the  drawer, 
door,  or  other  article  by  means  of  a  right  and  left-hand  screw,  one  end  of  which  passes  into 
the  knob  and  the  other  into  the  drawer.  The  spindle  of  the  screw  is  provided  with  a  collar 
and  a  square  shoulder,  on  which  fits  a  metal  plate  let  into  the  face  of  the  knob  and  secured 
by  screws. 

Claim. — The  described  attachment  for  fastening  on  knobs  or  other  articles,  substantially 
OS  specified. 

No.  33,760. — S.  L.  Whetstone,  of  Cincinnati,  O. — Improvement  in  Locomotives. — Patent 
dated  November  19,  1861. — ^The  object  of  this  invention,  as  expressed  by  the  claim,  is  to 
obtain  an  increased  amount  of  tractive  power,  and  at  the  same  time  a  lighit  rail  may  be  used. 

Claim.— The  use,  in  a  locomotive,  of  wheels  appfied  to  bear  against  opposite  sides  of  a 
rail,  in  combination  with  wheels  running  upon  top  of  the  same  rail,  when  the  side  wheels 
derive  suitable  pressure  from  the  weight  of  the  locomotive  through  a  system  of  levers,  or 
their  substantial  equivalents,  as  is  fully  represented. 

No.  33,761.— W.  A.  Wood,  of  Hoosick  Falls,  N.  Y. — Improvement  in  Rakes  for  Har- 
•e«ter».— Patent  dated  November  19,  1861.— The  rake  stale,  which  has  two  joints  iu  it,  ig 
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secnred  to  the  ontor  or  ^ftin  Bide  of  the  pUitfonn,  its  ^jpc  end  carrying  a  rake.  Upon  each 
coiner  of  the  platiorm  fiame  is  a  pulley  around  which  an  endless  belt  is  caused  to  move.  On 
the  side  of  the  platform  next  to  the  main  fmnie  is  a  fenof  against  and  by  which  the  gavel  is 
directed  a8  it  is  moved  by  the  rake  towards  the  delivery  point,  the  gavel  being  deposited  in  a 
position  in  the  rear  of  the  erain  side  of  the  main  &ame  and  out  of  the  way  ofthe  path  of  the 
machine  on  its  return  swatn. 

C'/aiwi.— First,  a  jointed  rake  stale  that  will,  in  c6nn«xion  with  an  endless  travelling  belt, 
trafe.-se  the  sides  of  the  platform  and  swoop  thea^from  and  deliver  the  cut  grain,  substantially 
6A  described. 

Second,  connecting  the  jointed  rako  stale  to  the  outer  or  grain  side  of  the  platform,  so  that 
the  delivery  point  for  the  gavel  may  be  next  tu,  or  at,  or  near  the  rear  of  the  main  frame, 
substanlialiy  as  described. 

No.  33,762.— George  Bradley,  of  Paterson,  N.  J.,  assignor  to  Jacob  S.  R»»gers,  of 
the  same  place. — Improvement  in  Cording  Engines. — Patent  dated  November  19,  1861. — The 
Btnpping  cylinder  is  so  constructed  and  opeiated  as  to  run  in' contact  w.th  the  main  cylinder 
and  with  a  proper  motion  for  a  sufficient  tune  to  strip  it  and  to  retain  the  stripping  upon  itself, 
and  is  then  automatically  moved  out  of  contact  thc.ewith,  and  is  it-elf  stripped  or  cleHned  by 
8ui<Hble  mechanism,  depositing  the  stripi^ings  in  a  receptacle  apart  fioni  the  cotton  which  is 
being  caided.  The  motion  ot  the  stripping  cylinder  is  reversed  after  leaving  the  mam  cvl- 
inde  ,  and  turned  slowly  in  that  diiection,  thereby  submitting  its  surface  to  the  action  of  a 
comb,  combined  with  which  is  a  motion  of  the  ;4rpping  cylinder  to  and  from  the  mam  cyl- 
inder. FO  iha  the  stnppmgs  wh:ch  have  adhered  to  its  »ur;ace. while  in  contact  with  themaili 
cylinder,  may  be  removed  and  depo-«ited  in  ihoir  proper  receptttclo. 

C7fl<m.— Urst,  causing  a  stnpping  cylinder  C  covered  with  card  c'othing,  or  equivalent 
roatciial,  which  rttams  the  strippiugs.  to  bo  automatically  operated  against  the  main  cybnder, 
80  as  to  ^trip  it  during  a  certain  period  and  then  to  bo  sepa.ated  the  clrom.  and  to  be  in  turn 
8t^pped  or  cleaned  by  suitabU  mechanism,  and  to  depos.t  the  stnppings  separate  from  the 
fibies  which  arc  being  carded,  substantially  in  the  manner  and  for  the  purpose  desmbed. 

Second,  turning  the  str.ppmg  cylinder  0  slowly  backward,  or  in  the  reverse  diiecuon  to 
thai  in  which  it  perlorms  its  function  of  a  stnpper,  and  thereby  subjecting  its  surlace  to  the 
action  of  the  clearing  comb  N,  or  its  equivalent,  in  combmat  on  with  a  motion  of  the  said 
strippjig^yiinder  (J  to  and  from  the  ma.u  eyhnder,  substantially  as  and  for  the  purposes  set 
jorih. 

No.  33,763.-  D.  11.  CH-^mbfrlain,  of  West  Roxbnry,  Mass.,  a  nignor  to  Himself  and 
ALEXANDt:K  II.  TwoMBl.Y  of  15oston,  Mass. — Improttmcnt  in  Tubei  for  Surface  Con- 
densers.— Patent  dated  Kovember  J  9,  Idlil. — The  tubes  of  the  surface  condenser  are  strengtlv 
ened  to  resist  the  presswo  produced  by  th<i  vacuum,  by  applying  riug.s  to  their  inner  surtace 
at  short  intervals,  so  that  thm  metal  may  be  employed  in  the  cousiiiu-iion  of  the  tubes. 

Claim.-  X  surface  condenser  having  its  lubes  strengthened  by  nugd,  as  set  foith,  for  the 
purpose  specified. 

No.  33,764.— W.  E.  Frost,  of  Clinton,  Mass.,  aH>^ignor  to  AVA^HniTiN  «fe  MoEN,  of 
"Worcester,  Mass. — Improvement  in  kirt  H'lrr. —Vaiaut  dated  Noveuiltcr  19,  186 1. — The 
coveting  on  the  wire  is  braided  more  openly  than  usual,  so  as  to  aduii>  of  the  stock  or  braids 
being  exi ended  over  a  iarger  surlace  of  the  wire,  and  also  to  aduut  of  iiiter-tices  being  be- 
tween the  stiands,  and  u.-^iug  in  connexion  with  the  open  iabru-  a  size  or  glairing  to  fill  up  the 
iu  er.-tices  and  thereby  make  a  smooth  surface. 

Cairn  -  A  skirt  wire  A,  provided  with  an  ojicnly  braided  covering  B,  ^vhen  combined  with 
a  suitable  size  or  glazing  ^,  as  sot  forth. 

No.  33,765.— John  W.  Lane,  of  Newton,  N.  J.,  assignor  to  W.  &  B.  Douglas,  of  Mid- 
dletown.  Conn. — Irnproremcnt  in  Pumps.—  Patent  dated  November  V.\  181)1. — To  the  induc- 
tit»n  pipe  of  a  pump  near  its  jun-tion  with  the  pump  cybnder  is  attached  a  water  chamber  or 
re^eiToii,  which  shall  be  sufficienlly  largo  and  in  such  close  proximity  to  the  piunp  as  to 
supply  or  till  the  iatter  when  the  piston  is  opera* ed,  and  insure  the  perfect  action  of  the  piston 
almo.-t  immediately,  even  if  t£o  packing  be  quite  dry. 

Claim. — The  water-chamber  or  reservoir  0,  in  combination  with  the  induction  pipe  formed 
of  two  parts  B  and  B,  so  airanged  and  applied  to  the  pump  to  operate  as  and  for  the  purpo-o 
set  forth. 

No.  33,766.— E.  C.  Townsexd,  assignor  to  Smith  &  Browner,  of  New  York,  N.  Y.— 
Improvement  in  Neik-Tie. — Patent  dated  November  19,  1861. — The  nct^k-tio  is  made  of 
paj-er  with  an  internal  lining  to  the  band  to  give  it  tenacity,  one  end  of  the  band  being  passed 
through  a  loop  and  fastened. 

C  a.m. — A  nock  tie  made  of  paper  and  adapted  to  the  nock  of  the  wearer,  substantially  ia 
the  manner  described. 

No.  33,7^7.— Christian  Weitman,  assignor  to  Him>elf,  IT.  W.  Glynn,  and  A.  Hage- 
MAN,  of  Independence,  Iowa. — Improved  Device  for  Shrinking  Tires. — Patent  dated  Novem- 
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ber  19,  1861. — ^A  metal  plate  or  wooden  block  covered  with  metal  is  provided  with  a  Jewries  of 
boles  made  in  semicirculiir  concentric  rows  for  the  reception  of  pins  to  admit  of  ndjiMnK^nt 
to  the  tire,  combmed  with  which  is  a  chain  and  lever  by  which  the  ture  is  compre^ed  upon 
the  wheel. 

Cl'tim, — The  plate  A,  provided  with  a  series  of  semicircular  concentric  holes  a  and  pins  ft, 
in  combination  with  the  chain  B  and  lever  C,  all  arranged  substantially  as  and  for  the  pur- 
pose set  forth. 

No.  3)?,7G8. — G.  F.  Wilson,  of  Providence,  R.  I. — Jmprovtmtnt  in  Army  Coohing  Wa- 
gons.— I'atent  dated  November  19,  1861. — This  invention  consists  in  combining  with  au 
army  wagon  the  oven  patented  to  Blodget  &  Sweet,  December  5,  1854,  and,  in  combination 
with  the  above,  the  employment  of  a  boiling  and  broiling  apparatus. 

Claim. — First,  combuiing  the  above-mentioned  oven  with  an  army  wagon  or  other  vehicle, 
substantially  as  described. 

Second,  the  combination  of  the  said  oven  or  baker  with  either  the  boiler  or  broiling  appa- 
ratus, t>r  both,  and  this  combination  with  the  wagon,  substantially  as  described,  lor  the  pur 
pose  of  makmg  a  portable  amiy  cooking  stove. 

No.  33,769. — Arnold  Hamilton,  of  Broad  Brook,  Conn.^ Improvement  in  Breech-Load- 
ing Fire- Arms. — Patent  dated  November  19,  I8ol. — The  sliding  charge-chamber  is  fitted  in 
the  breech  and  seemed  to  the  back  end  of  the  barrel,  so  as  to  move  up  and  down  freely  by 
means  of  a  rack  and  sector  and  a  lever  guard,  which  causes  the  chamber  to  be  lowered  so  as 
to  bring  its  hollow  cylinder  into  a  line  with  the  charger  lormed  in  the  breech.  The  rear  end 
of  the  barrel  is  mado  corneal  in  shape,  so  as  to  adapt  it  to  the  slide-chamber  and  secure  th'j 
compression  of  the  ball  to  the  boie  and  rifle  of  the  gun. 

Vlam. — The  combination  and  anangement  of  the  sliding  charge-chamber  C  with  the 
conical  ^haped  chamber  of  the  bairel  A  at  its  breech,  and  the  lever-toothed  sector  F  E,  sub- 
stantially as  and  for  the  purpose  descnbed. 

No.  3.%770. — Charles  H.  Alsop,  of  Middletown,  Conn. — Improvement  in  Revolving 
Fire- Arms. — Patent  dated  November  !l6,  18u1, — The  obiect  of  this  invention  is  to  in  ure  a 
light  joint  between  the  chambcicd  breech  and  the  fixed  barrel,  the  breech-p.n  being  pressed 
backward  against  the  recoil  shield  by  the  pra-*sure  of  the  ga  os  against  its  front  end,  and 
thus  the  wear  of  the  recoil  pin  is  compensatea  or  and  the  recoil  in  a  grt'at  degree  countei  act^d. 
Concave  recesses  are  cut  in  that  portion  of  each  breech  pm  which  projects  in  the  lear  of  the- 
cylinder  to  fit  the  penphery  of  the  adjacent  breech  pin,  by  which  means  the  seveial  breech 
pins  ate  locked  together  and  prevemed  aom  turning 

C'/ttim.  — First,  in  combination  wuh  a  bieech  piu  applied  as  described,  the  shou!d»'r  t,  so 
formed  in  the  chamber  by  couUier-bonng  th*  the  lorce  of  the  explosion  acting  upon  it  will 
tend  to  press  fonvaid  the  cy.mdor  or  chambe.ed  bieech  into  contact  with  the  barrel,  whi  e 
the  force  act.ng  against  the  bieech-pn  will  tend  to  press  it  back  against  the  lecoil  shield  or 
its  equiVM^ent,  sub.stantiaKy  as  described 

Second,  in  a  revolver  or  many-chambered  fire-arm,  forming  recesses  //  in  the  sides  of  the 
breech-pins,  to  fit  to  the  periphoiics  of  the  adjacent  ones,  substantially  as  and  for  the  pur 
pose  specified. 

No.  3^,771. — W.  H.  Andrkw.«,  of  New  Haven.  Conn.— //w/>rorrwi«n«  in  I'linabh  Cams.  - 
Patent  dacd  No^eml)er  <i(3. 18')i. — Upon  the  exterior  of  the  hub  is  a  screw  thread,  on  one 
end  ot*  which  is  lormed  a  fiange.  To  the  exterior  o.  the  llange,  and  pivoted  thereto  by  a  pin, 
is  fitted  loo  e!y  a  ring.  Between  the  hub  and  ring  and  witlun  a  slot  is  a  *pnug  nep  in  p  are 
by  a  pin,  the  spnng  acting  to  hrow  the  ring  into  an  oblque  ponition  ic'at  ve.y  to  the  p  ane 
of  revolution  of  the  hub.  A  ioose  collar  or  nut  is  made  to  sciew  upon  the  hub.  and  Ioituh  a 
re  ting  place  for  the  side  of  the  loose  ring.  By  .seiewing  the  collar  towaids  or  liom  the 
flange,  the  throw  of  the  cam  can  be  varied  at  pleasuie. 

CVflim.— The  variable  cam,  composed  of  a  hub  A,  ring  B,  spring  D,  and  nut  or  adjustable 
collar  C,  the  whole  combined  and  operating  substantialiy  as  specitied. 

No.  3:{,772.— A<  miXE  Br.RiliOL'D,  of  New  York,  N.  Y. -^Improvement  in  Apparatus  for 
Adctrtising. — Patent  dated  November  26,  18ol. — This  invention  lelates  to  a  method  of 
adverti>*ing  in  which  a  travelling  baud  is  used,  upon  which  th<  notices  are  placed.  The 
apparatus  is  enclosed  in  a  ca>^e.  the  front  tide  of  which  is  divided  mto  distinct  pei*tiuns  by 
frame-woik.  An  inlerm^ient  motion  is  given  to  the  band,  the  degree  of  which  corresponds 
with  a  hcctiim  of  the  fiame-work,  the  advertisement  being  made  to  remain  in  one  position  a 
short  time  and  then  quickly  moved  on. 

Claim. — Giving  to  the  band  au  intormiltent  motion  of  alternate  ailvancing  and  resting,  as 
described. 


No.  33,77:1— Mills  L.  C  \LLE\DER,  of  N^  York,  N.  Y. -^Improvement  in  Vapor  l.amps.^ 
Went  dated  November  2<>,  l^Gl. — This  invention  consists  in  a  method  of  heating  metallic 
.-_, * *•„  „  ^^i.,.-,«  ^^  r.^.i„  «<  «:^  c«  ..„  *.>  ..^^A .1 — ^|j^  ^^|-  ^  jj^^^  j^^  around 
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Burlaces  to  ranfy  a  column  or  body  of  air  so  as  to  ])roduce  a  draught  of  air  into  and  around 
the  illuminating  flame  withont  the  aid  of  a  chimney. 
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Claim. — ^The  relative  arraofs^ment  -of  the  two  burning  wickfi  d  d  and  e  c,  by  which  the 
wickAf  d  is  set  to  bum  biglier  tlmu  the  wick  c  c,  and  two  or  more  wicks  can  be  simultaneously 
raised  o%  depressed  in  by  one  ratchet  wheel  or  one  wick  tube,  in  the  manner  and  for  the  pur- 
pobo  specilied. 

No.  33,774. — A.  C.  Chamberlain,  of  Newport,  R.  I. — Improved  Method  of  Growing 
Plants  and  Fruits. — Patent  dated  November  26,  1861. — The  object  of  this  invention  is  to 
grow  any  desirable  variety  or  kind  of  fmit  or  flowers  in  a  light  wire  basket,  to  bo  placed  in 
the  green-house  or  parlor.  A  filling  tube  is  provided  for  introducing  liquid  manure  to  the 
roots  of  the  plants. 

Claim. — The  construction  of  a  basket  or  vase  for  growing  fruits  and  plants,  with  a  per- 
forated plate  O  to  receive  and  hold  the  plant,  and  a  receptacle  below  the  plate  for  holding 
the  substances  from  which  the  plant  is  to  derive  nutriment,  substantially  as  shown  and  de- 
scribed. 

Also,  the  employment  of  a  filling  tube  D,  with  said  plate  and  basket,  as  and  for  the  pur 
poses  set  forth. 

Nq.  34,775.— A.  S.  Davis,  of  Boston,  Moss.^Mode  qf  Attaching  Blocks  to  Belts  of 
Printing  Apparatus. — Patent  dated  November  26,  1861. — This  invention  relates  to  a  method 
of  attaching  engraved  wooden  blocks  to  an  endless  belt  which  is  used  in  a  machine  for  print- 
ing addresses  on  newspapers,* and  for  which  a  patent  was  granted  to  R.  W.  and  D.  Davis, 
September  6,  1859.  The  blocks  are  attached  to  the  endless  belt  bv  means  of  straps  or  loops, 
BO  that  the  blocks  may  be  moved  along  and  any  of  them  readilv  detached  when  necessary. 

Cltiim. — The  attaching  of  engraved  or  indented  wooden  blocks  a  a;  to  their  endless  belt  G, 
by  means  of  straps  or  loops  b  z,  substantially  as  shown  and  described,  when  said  blocks  and 
belt  are  used  in  a  machine  for  printing  addresses  on  newspapers,  as  set  forth. 

No.  33,776. — I.  H.  Dennis,  of  Louisville,  Ky. — Improvement  in  Equalizing  Beams  and 
Levers  in  Railroad  Cars. — Patent  dated  November  26,  1861. — ^This  invention  is  designed 
more  especially  for  street  railway  cars,  which  are  not  usually  provided  with  trucks.  Passing 
longitudinally  through  the  pcdastals  in  which  the  axle-boxes  are  placed  are  beams  so  shaped 
as  to  admit  of  the  interposition  of  rubber,  steel,  or  othcir  suitable  springs,  between  their  ends 
and  the  longitudinal  tunbers,  for  the  purpose  of  equally  distributing^  the  weight  on  the  car. 
These  longitudinal  beams  are  connected  together  by  two  equalizing  oeams,  each  end  of  the 
latter  being  jointed  to  the  inner  ends  of  the  distributing  beams,  in  such  a  manner  as  to  allow 
them  to  vihrate  fireely,  by  which  means  the  wheels  are  kept  down  upon  rails  of  uneven  or 
irregular  surface. 

Claim. — The  equalizing  beams  H,  connecting  the  distributing  beams  F  F,  and  operating 
in  combination  therewith,  in  the  manner  and  for  the  purposes  shown  and  explained. 

No.  33,777.— Bridge  Frodsham,  of  Now  York,  N.  Y.—Improved  Material  for  Mat- 
tresses^ Cushions^  8fc. — Patent  dated  November  26,  1861. — This  invention  consists  in  pre- 
paring the  cork  by  cutting  it  into  fine  fibres  or  strips  for  the  purpose  of  imparting  a  greater 
and  uiorc  even  elasticity  to  the  cushion,  &c.,  than  is  obtained  by  cork  cuttings  ana  shavings. 

Claim. — As  a  new  article  of  manulucture,  forming  an  elastic  material  for  cushions,  &c^ 
the  tine  polygonal  strips  of  cork,  formed  as  specified. 

No.  33,778. — W.  O.  Grover,  of  Boston,  Mass. — Improvement  in  Sheing  Machines. — 
Patent  dated  November  26,  1861. — ^This  invention,  the  nature  of  which  will  bo  seen  from 
the  claim,  does  not  admit  of  a  brief  description. 

Claim. — First,  the  combination  of  a  supporting  table  and  an  eye-pointed  piercing  needle, 
with  a  lower  needle  having  motions  in  six  directions,  substantially  such  as  described,  and 
for  the  purposes  specified,  the  combination  being  substantially  as  set  forth. 

Second,  imparting  motions  in  six  directions  to  a  lower  needle  by  means  of  an  inclined 
crank-pin,  substantially  in  the  manner  specified. 

Lastly,  in  combination  with  a  tension  apparatus,  a  check-spring  and  nippers,  when  they  are 
relatively  arranged  and  combined,  substantially  as  described,  so  as  to  operate  substimtially 
in  the  manner  and  to  produce  the  eflects  set  forth. 

No.  33,779. — S.  C.  Granger,  of  Chicago,  111. — Improvement  in  preparing  Mash  for  Brew- 
ing. — Patent  dated  November  26,  1861. — This  invention  is  explained  by  the  claim. 

Claim. — The  combination  of  common  malt,  crushed  raw  Inoian  corn,  or  Indian  com  meal, 
and  pulverized  or  granulated  carbonized  "zea  major"  and  water  in  the  mash  for  brewing  ale» 
beer,  and  porter,  substantially  and  for  the  purposes  as  described. 

No.  3.3,780.— Kendall  Gibbs,  of  Berwick,  Uc.-^Improvement  in  Cattle  Fastening. — 
Patent  dated  November  26,  1861. — ^The  object  of  this  invention  is  to  prevent  the  twisting  of 
the  rope  and  breaking  of  the^  tie.  The  rope  is  sethred  to  the  ring  that  pkys  upon  the  upnght 
post,  by  means  of  a  swivel  joint,  that  admits  of  a  rope  being  turned  in  any  direction. 

Claim* — ^The  swivel  shackle  and  attached  ring,  or  their  equivalents,  in  combination  witli 
the  neck  rope  and  button,  substantially  as  descrimid. 
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No.  33,781.— R.  K.  Hawley  and  \V.  W.  Maughlin,  of  Baltimore,  Md,— Improvement  in 
Portable  IVooden  Tents. — Patent  dated  November  26,  1831. — The  tent  is  so  constructed  as  to 
bo  readily  put  up  and  taken  down  without  the  use  of  screws,  nails,  or  other  permanent  fasten- 
ing, and  admits  of  any  desired  extension  by  multiplying,  without  altering  the  form  or  dimen^ 
sion  of  the  parts. 

Claim. — The  construction  of  a  wooden  tent,  substantially  in  the  manner  and  for  the  pur- 
pose described,  the  same  consisting  in  the  combination  of  the  gables,  constructed  and  united 
as  shown,  with  the  side  pieces  and  ridge  pole,  to  receive  a  roof,  in  the  manner  specified  and 
represented. 

No.  33,782.— R.  P.  Henry  and  G.  W.  Fox,  of  Akron,  O.— Improvement  in  Tomb- 
atones. — Patent  dated  November  26,  1861. — Secured  to  a  tombstone,  by  means  of  a  lock,  ia 
a  shield,  the  lower  part  of  which  is  kept  in  place  by  means  of  a  catch.  Underneath  the  shield 
are  chambei-s,  in  wnich  may  be  placea  a  likeness  or  records  of  the  deceased  person. 

Claim. — The  shield  C,  lock  M,  and  catch  J,  in  combination  with  the  stone  A,  when  ar- 
ranged  and  applied  to  the  purposes  set  forth. 

No.  33,783. — J.  G.  Holt,  of  Chicago,  HI. — Improvement  in  Casting  Seamless  Screw 
Nuts. — Patent  dated  November  26,  1861. — An  undivided  cylinder  of  sand  is  built  up  on  a 
gupport,  and  on  the  circumference  of  this  cylinder  is  formed  an  unbroken  or  continuous  screw- 
thread.  This  core  is  placed  in  a  sand  mould,  formed  by  a  solid  nut  pattern.  The  molten 
metal  is  then  run  in  between  the  core  and  the  mould,  by  which  is  formed,  from  a  sand  core» 
a  cast  nut  with  an  unbroken  thread  on  it«  inner  circumference. 

Claim. — First,  a  seamless  screw-threaded  sand  core,  the  seamless  thread  being  on  the  outer 
circumference  of  the  sand  core,  for  the  purpose  set  forth. 

Second,  the  production  of  nuts  and  other  tubular  articles,  with  a  seamless  screw-thread 
an  their  inner  circumference,  from  seamless  screw-threaded  sand  cores,  substantially  as  set 
fbrth. 

No.  33,784. — R.  W.  Huston,  of  Providence,  R.  I. — Improvement  in  Stove-Cover  Lifters. — 
Patent  dated  November  26,  1861. — This  holder  consists  of  a  short  metal  bar,  having  at  one 
end  two  claws  and  at  the  other  end  three  claws,  for  the  purpose  of  lifting  heated  plates,  stove- 
covers,  &c. 

Claim. — The  described  article  of  manufacture,  constructed  and  used  in  the  manner  £^d  for 
(he  purpose  specified. 

No.  33,785. — Anthone  Iske,  of  Lancaster,  Pa. — Improvement  in  Fire  Escape  Ladders.— 
Patent  dated  November  26,  1861. — A  series  of  short  laclders  is  so  constructed  and  suspended 
between  the  sides  of  extension  elevators  as  to  bo  capable  of  being  folded  in  a  small  compass 
and  sustained  on  a  carriage  of  ordinary  length,  and  also  of  being  elevated  in  a  narrow  alley 
perpendicularly,  and  then  inclined  at  any  desired  angle  against  a  building,  with  its  platform 
on  the  upper  end. 

Claim. — First,  the  independent  ladders,  five  or  more  in  number,  suspended  by  their  upper 
QDds,  on  pivots,  between  the  elevating  cross  levers,  one  above  the  other,  successively  nar- 
rowed, with  their  stay  catches  x  z,  in  combination  with  the  rope  c',  attached  in  the  manner 
and  for  the  purpose  specified. 

Second,  tne  truss  or  supporting  frame  B,  with  its  jointed  side  pieces  E  F,  when  the  sama 
is  held  on  pivots  o,  between  or  inside  of  the  frame  A,  of  the  hose  carriage,  with  the  reel  Y, 
operated  by  means  of  the  windlass  D,  and  by  straps  rf,  or  their  equivalent,  for  the  purpose  df 
Izu^ining  the  ladders,  in  the  manner  and  for  tho  purpose  specified. 

No.  33,786.— Cancelled. 

No.  33,787. — H.  F.  Mann,  of  Laportc,  Ind. — Improvement  in  Breech-Loading  Ordnance. — 
Patent  dated  November  26,  1861. — A  stirrup  passes  from  the  trunnions  of  the  barrel  to  and 
around  tho  open  breech,  and  has  an  open  slot  cut  in  its  inner  curved  portion  for  the  reception 
of  a  shding  breech  piece.  Passing  through  tho  rear  curved  end  of  the  stirrup,  and  binding 
against  the  breech  piece,  is  a  screw,  whicn  acts  to  force  the  breech  piece  into  the  bore  of  tba 
barrel  at  the  rear  end  and  secure  a  gas-tight  joint. 

Claim. — First,  tho  combination  of  the  oscillating  cannon  A,  «lotted  bracket  E,  and  crank 
gfaaft  F,  tho  whole  arranged  and  operating  in  the  manner  and  for  the  purpose  described. 

Second,  tho  combination  of  the  longitudinally-sliding  breech  piece  C,  with  or  without  a 
diarp  edge,  stirrup  B,  screw  D,  or  its  equivalent,  and  oscillating  cannon  A,  tho  whole  af- 
cangcd  and  operatmg  substantially  in  the  manner  and  for  the^ui-pose  described. 

No.  33,788.— S.  L.  Marsden,  of  Westville,  Conn.,  and  S.  R.  Buurell,  of  New  York, 
N.  Y. — Improvement  in  Candlesticks. — Patent  dated  November  26,  1861. — ^A  metal  socket  for 
holding  a  candle  is  provided  with  a  spike,  or  screw,  or  both  combined,  at  its  lower  end,  so  as 
Uk  be  readily  secured  to  the  frame  of  a  window,  the  centre  pole  of  a  tent,  or  any  wood-work. 

Claim. — A  portable  candlestick,  formed  of  a  metal  socket  A«  and  a  sniko  or  screw  B,  or  o 
s^ike  and  screw  combinad,  sabfitautiaily  as  described. 
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No  33,780.— A.  R.  Miller,  of  Attica,  N.  Y.— Improvement  in  Carriage  Springs,— TaXesni 
dated  November  2t),  18(iJ. — This  invcniiou  consists  in  employing  two  bearings,  both  on  the 
upper  and  lower  side  of  an  elliptic  spring,  near  ita  ends,  instead  of  a  single  cential  bearings 
as  u^nul,  foi  (ho  pmposo  of  attaining  a  more  gentle  and  easy  motion. 

Claim. — Cousiracting  elliptic  springs  with  double  bearings  h  b,  and  leaving  tho  centn 
thereof  detached  from  tho  axlo  and  spring  bur,  substantially  in  the  manner  and  for  the  pur- 
poses'shown  and  described. 

No.  33,790. — JoiiN  M.  Miilllr,  of  Richmondville,  N.  Y. — Improved  Process  of  Tanning, 
Patoi.t  dated  November  26,  IHtU. — This  invention  is  explained  by  the  claim. 

Citdm. — Tho  employment  or  use,  for  tho  tanning  of  leather,  of  tansey,  in  combination  with 
hemlock  or  oak  bark,  substantially  as  set  forth. 

No.  33,791.— John  IIIulvaney,  of  New  York,  N.  Y. — Improvement  in  Lamps, — Patent 
dated  Noveua)er  tiO,  18C1. — The  object  of  this  invention  is  to  convert  an  ordinary  camphene 
lamp  into  a  coal-oil  lamp.  The  cono  used  in  the  camphene  lamp  is  removed,  and  perforated 
wire-cloth  disk.^  are  provided  in  the  wick  tube  and  air  chamber  for  equalizing  tho  supply  of 
air,  while  the  globe  portion  of  tho  glass  chimney  serves  to  retain  a  body  of  air  around  the 
flaaie. 

Claim. — Tho  employment  or  use  of  perforated  or  wire-cloth  disks  a  6  in  the  tube  C  and  a!r 
or  draucfht  chamber  B  oi  a  camphene  lamp,  when  naid  disks  arc  used  in  combination  with  tho 
glass  chimneys  I  provided  with  a  lower  globe  poBtion  c,  and  without  the  ordinary  draught 
cono  J,  which  encompasses  tho  upper  part  of  tube  O,  substantially  as  and  for  tho  purpose  set 
forth. 

No.  33,79*2.-0.  11.  P.  Orendorff,  of  Bloomington,  VX.— Improvement  in  Portable  Field 
Fences. — Patent  dated  November  iiC,  18(51. — This  invention  is  explained  by  tho  claim  and 
engraving. 

Claim. — Making  iho  panels  of  a  portable  fence  in  such  a  way  that  the  end  ports  thereof 
shall  set  back  from  tho  ends  of  tho  rails,  leaving  the  ends  of  said  rails  projecting  past  the  posts 
a  short  diotance,  thereby  forming  an  angle  into  which  tho  end  of  the  adjoining  panel  may 
enter,  then  uuiiiug  tho  panels  by  inserting  the  cud  of  one  panel  into  the  angle  formed  as  de- 
scribed, and  fiksteuiug  the  j>anels  when  thus  united  by  hooks  and  staples  attached  to  the  sam^ 
the  whole  being  consttructed  and  arranged  as  and  for  tho  purpose  described. 

No.  33,793. — C.  E.  Paxson,  of  Salem,  O. — Improvement  in  Com  Ploughs, — Patent  dated 
November  26,  16GJ. — ^This  implement  is  designed  for  cultivating  between  the  rows  of  com. 
The  pai  ts  are  so  constructed  as  to  admit  of  an  adjustment  by  which  the  inplement  is  brought 
undoi-  complete  control  of  the  operator,  and  adapted  to  follow  and  cultivate  opposite  sides  of 
two  siraight  or  crooked  rows  wiih  facility  at  one  oj)eratiou. 

Claim. — Tho  tenders  B  B,  hinged  forked  bars  C  O,  hinged  handles  D  D,  with  tho  guard 
F  and  draught-beam  A,  when  combined,  arranged,  and  operating  in  the  manner  described. 

No.  33,791.— B.  D.  Phase,  of  Madison,  Va.— Improved  BuHer  5cra;)«r.— Patent  dated 
November  iXJ,  1801. — This  invention  consists  in  the  use  of  a  horizontal  rotating  bowl  in  con- 
nexion with  a  rotary  beaier  arrauged  for  joint  action,  for  tho  purpose  of  separating  buttermilk 
and  other  foregn  liquids  from  the  butter;  the  parts  being  so  arranged  as  to  be  re^idily  discon- 
nected for  wahiiing  and  cleaning. 

Claim. — Tho  combination  of  a  rotating  bowl  B  with  a  rotary  beater  E,  formed  of  radial 
wings  or  blades  g^  tho  outer  edges  of  which  are  parallel  with  tho  inclined  or  concave  bottom 
i  oJ  the  bowl,  as  and  for  tho  purpose  set  forth. 

Also,  attaching  the  guard  or  fender  G  to  tho  device  by  means  of  eyes  m  m  fitted  on  vertical 
rods  «  n  at  the  upper  jiart  of  tho  upright  c'^  in  connexion  with  the  key  E\  for  securing  th« 
ioumal  of  tho  shtCt  D  in  its  bearing  in  upright  c\  whereby  the  guard  or  fender-shaft  D  and 
neater  E  may  be  readily  detachod  when  necessary  for  cleaning  purposes. 

No.  3.3,795. — J.  D.  Potts,  of  Pittsburg,  Pa. — Improvement  in  Uetrackers  for  Railroad 
Cars. — Patent  dated  November  2G,  J8<51. — This  invention  has  for  its  object  tho  replacing  of 
the  wheels  ot  railroad  cars  or  eng'mes  upon  the  track  from  which  they  may  have  been  acci- 
dentally displaced,  by  means  of  a  metal  block  having  an  inclined  upper  surface,  and  provided 
with  pointed  projections  underneath  tor  securing  the  block  in  posHion. 

Claim. — First,  the  construction  of  tho  adjustable  track  or  retracker,  inclined  and  resting 
on  and  secimjd  to  a  horizontal  base,  substantially  as  described,  to  operate  in  tho  manner  and 
for  tho  purposes  set  forth. 

Second,  the  device  of  points  on  the  under  side  of  this  base  wherebv  the  track  can  be  se- 
cured in  any  position  desired,  by  forcing  said  points  into  the  ties  or  other  wooden  support  of 
the  rails,  either  by  bringing  on  the  adjustable  track  the  weight  of  the  car  or  engine  to  be  put 
on,  or  by  other  means. 

Third,  in  retrackers  constmcted  substantially  as  described,  the  combination  of  inclines  and 
kvels,  whereby,  when  the  wheels  are  brought  thcreou«  they  are  so  moved  that  the  wheel  lying 
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entirely  outside  the  nuls  has  its  fiaxigo  first  lifted  above  the  rails  of  the  road  and  then  gradually 
lowered  so  that  it  touches  said  rail;  and  that  the  wheel  lying  between  the  rails  has  its  tieau 
raised  above  the  rail  of  the  road  and  then  gradually  lowered  on  to  said  rail,  and  by  the  action 
ot*  its  own  gravity,  guided  by  the  incline,  is  forced  towards  said  rail,  thus  bringiug  its  own 
and  the  tread  of  the  opposite  wheel  into  their  proper  positions  on  the  track,  and  placing  the 
two  wheels  as  nearly  simultaneously  as  possible  on  their  proper  rails. 

Fourth,  the  arrangement  whereby  the  flanges  of  the  wneels  are  guided  by  coming  against 
the  Hides  of  the  retrackers  to  the  track  on  which  they  are  to  be  placed. 

Firth,  the  lip  which,  by  projecting  over  the  rail  of  the  road,  prevents  the  flange  of  the  whet  1 
from  going  between  said  rail  and  the  adiustablo  traek. 

Sixth,  the  arrangement  whereby  each  of  the  two  adjustable  tracks,  constituting  a  set,  is 
arranged  so  that  it  can  bo  used  for  either  wheels  between  the  rails  as  is  required. 

Seventh,  the  devices  whereby  the  incline  and  base  are  united,  as  shown. 

No.  33,796. — A.  D.  Puffer,  of  Somerville,  Mass. — Improvement  in  Soda  Fountains, — 
Patent  dated  November  26,  1861. — The  stand  is  divided  into  a  number  of  compartments  for 
containing  the  different  kinds  of  sirup,  and  surrounding  an  ice  compartment  in  the  centit- . 
The  water  from  tho  ice  as  it  melts  runs  thiough  a  pipe  into  the  forward  end  of  a  hollow  arm, 
which  forms  a  trough  within  which  lie  the  pipes  that  convey  the  sirups  and  soda  to  tho  draught- 
cock,  by  which  means  the  pipes  and  their  contents  are  kept  cool.  By  means  of  a  force  pump 
air  is  forced  into  the  soda  compartments,  each  of  which  communicates  with  the  other  by  means 
of  small  openings  near  their  upper  ends,  and  the  sirup  is  consequentlv  ejected. 

Claim, — Passing  the  pipes  wnich  convey  the  soda  and  sirups  to  tne  draught-cock  within 
the  trough  F,  where  they  are  cooled  by  the  water  from  the  melting  ice,  as  set  forth. 

Second,  the  arrangement  within  a  single  draught-stand  of  the  compartments  B  C  and  D, 
fldl  in  contiguity  with  the  central  cooler,  conununicating  with  each  other  by  the  air  passages 
h  and  closed  by  tight  fitting  plugs  z,  whereby,  while  the  surups  are  kept  separate,  they  are  all 
ejected  by  the  operation  of  the  same  force  pump,  as  set  forth. 

No.  33,797.— W.  F.  QuiNBY,  of  Stanton,  DoL— Improved  Apparatus  for  Navigating  tite 
Air, — Patent  dated  November  26,  1861. — ^The  oscillating  wings  are  composed  each  of  an 
oblong  frame  of  wood  or  other  suitable  material  fitted  with  valve-like  flaps  made  of  light 
wooden  frames,  with  oiled  silk  stretched  upon  them.  These  wings  are  attached  to  a  shaft 
projecting  through  and  from  each  side  of  the,  car.  A  screw  propeV.er  at  one  end  of  the  car  is 
attached  to  a  longitudinal  shaft,  to  be  driven  by  a  small  steam  engine  or  other  suitable  power. 
Above  the  car  aie  arranged  two  spital-bladed  wheels  for  raising  and  sustaining  the  machine, 
the  blades  inclining  in  opposite  directions,  motion  being  imparted  to  them  by  means  of  up- 
right shafts  geared  to  tho  main  lon^tndinal  shaft. 

Claim, — First,  the  emplovment,  in  combination  with  the  boat-like  car,  of  oscillating  wings 
Kd  d,  constructed  and  apphed  to  operate  substantially  as  ana  for  the  purpose  set  forth. 

Second,  the  combination  of  the  wings  Add,  the  screw-propeller  C,  and  the  spiral-bladed 
wheels  1 1',  the  whole  operating  together,  substantially  as  and  for  the  purpose  specified. 

No.  33,798.— J.  W.  SmPMAN,  of  Springfield  Centre,  N.  Y, —Improvement  in  Presses  for 
HopSy  Hay,  ^c. — ^Patent  dated  November  26, 1861. — To  the  outer  part  of  each  box  F,  through 
which  the  rack  bars  pass,  is  fitted  a  shaft  on  which  are  placed  cams  having  reverse  positions, 
which  operate  in  connexion  with  toggles  acting  as  pawls  upon  the  rack,  and  cause  the  bottom 
of  the  press-box  to  ascend  and  compress  the  material  within  the  box. 

Claim, — The  combination  of  the  cam-piece  and  socket  H',  and  toggles  1 1,  with  the  box  F, 
hinged  rack-bar  £,  and  bars  D  D,  as  shown  and  described. 

No.  33,799.— PinLANDER  SiiAW,  of  Boston,  'bldAB,— Improvement  in  Hot-air  Engines,— 
Patent  dated  November  26,  1861. — This  invention  does  not  admit  of  a  brief  description. 

Claim, — First,  the  combined  anangement  in  a  caloric  engine,  operating  substantially  as 
shown  and  described,  of  the  cyUnders,  pistons,  reservoir,  and  furnace ;  the  cylinders  and 
tlicir  accessories  acting  together  to  rotate  one  shaft,  and  the  cylinders  being  located  partly 
within  and  partly  without  the  reservoir  which  contains  a  supply  of  compressed  and  heated 
air,  and  a  furnace  which  heats  tho  said  supply,  which,  with  the  gaseous  products  of  combus- 
tion, passes  through  the  engine. 

Second,  the  coDibination  of  the  finished  or  upper  part  of  the  cylinder,  with  its  head,  piston, 
and  trunk  therewkh  connected,  all  operating  together,  substantially  as  described,  and  wU!i 
inlet  and  outlet  valves,  and  suitable  packing  round  tho  said  trunk,  to  form  an  annular  air 
pump. 

Third,  tho  chamber  or  groove  around  the  cylinder,  arranged  and  operating  substantially  as 
specified,  at  or  near  where  the  lower  part  of  the  piston  comes  at  the  termination  of  its  down- 
ward movement. 

Fourth,  the  isolated  oil  trough  within  the  chamber  or  groove  around  and  within  the  cylin- 
der, for  the  specified  purpose. 

Fiflb,  the  inwardly  projecting  flange  «,  arranged  and  operating  substantially  as  shown  and 
described. 
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Sixth,  admitting  into  tbo  cylinder  comparatively  pure  and  cool  a!r,  from  a  reserroir  in 
which  it  in  constaotly  maintained  compros&ed,  at  the  pluce  and  times  and  by  suitable  valve 
geanng,  sabstantiHliy  as  and  for  the  purposes  specified. 

No.  33,800.— Cancelled. 

No.  33,801.— J.  H.  Shotwkll,  of  Rahway,  N.  J.— Improvement  in  Air-heating  Appa- 
ratus for  Engine  Furnaces, — Patent  dated  November  26,  lH(il. — ^This  invention  consists  in 
connecting^  the  exhaust  passages  of  the  steam  cylinder  with  a  beater  which  is  composed  of  a 
series  of  radiators.  The  exhauNt  ^team  from  the  cylinder  circulating  in  these  radiators,  throws 
out  its  heat  and  raises  the  temperature  of  the  air  passing  through  their  radiating  surl'aces  to 
supply  the  fire  to  a  high  temperature  suitable  for  perfect  combustion,  the  object  being  totsave 
the  gieater  portion  of  the  heat  usually  lost  alter  passing  through  the  cylinder  by  being  thrown 
into  the  atmosphere  or  condenser. 

Claim.—Uhe  combination  of  the  steam  pas^^agcs  f,  with  air  passages/,  and  water  passages 
gf  combined,  arranged  and  operating  m  the  manner  and  fof  the  purposes  set  forth. 

No.  33  802.— Henry  Sidle,  of  Dillsburg,  Fa.— Improvement  in  CAMnts.-Patent  dated 
lirovember26,  ]8<31. — This  invention  consists  in  combining  the  upright  cleats  or  fillets  attached 
to  the  inner  sides  of  the  cream-chamber  with  two  upright  revolving  dashers  moving  in  oppo- 
site directions,  and  provided  with  teeth  so  arranged  on  each  dasher  as  to  pass  between  tnoso 
on  the  other. 

Claim. — ^The  combination  of  the  fillets  or  cleats/,  with  the  dashers  I  and  O,  when  the  whole 
are  arranged  and  constructed  to  operate  in  the  manner  and  for  the  purposes  described. 

No.  33,803. — Joseph  Stewart,  of  San  Francisco,  Cal. — Improvement  in  Manauvring 
Heavy  Guns, — Patent  dated  November  26,  1861. — This  invention  consists  of  a  wheel  or  shati 
apphcd  to  the  rear  part  of  tho  inclined  chassis  or  frame,  with  a  rope  attached  to  the  gun  car- 
riage upon  the  chassis  and  connecting  with  the  shaft,  by  means  of  which  a  heavv  gun  may 
easily  bo  drawn  from  the  battery  into  which  the  gun  runs  by  its  own  weight  upon  the  inclined 
frame. 

Claim. — ^The  combination  of  shaft  S,  and  rope  or  chain  D,  with  the  inclined  chassis  A  and 
gun  carriage  i),  substantially  as  described,  and  for  tho  purposes  and  uses  as  set  forth. 

No.  33,804.— J.  A.  Strong,  of  Hyde  Park,  \i,— Improved  Self-waiting  Tai/e.— Patent 
dated  November  26,  1861. — ^The  revolving  part  of  the  taole  is  made  annular,  and  is  so  con- 
structed as  to  leave  a  stationary  portion  in  the  centre  of  tho  table,  tq  support  dishes  or  orna- 
ments not  required  to  be  passed  round. 

C  laim. — Providing  a  8elf-w%iting  table  B  G  D,  with  a  stationary  central  part  C,  adapted  to 
support  dishes,  lamps,  or  the  like,  and  supported  by  a  spmdle  or  neck  of  loss  diametcF  serving 
to  guide  and  retain  the  annular  revolving  part  l3,  suustautially  as  and  for  the  purpose  set 
forth. 

No.  33,805. — EOLLIN  White,  of  Davenport,  Iowa. — Improvement  in  Cartridges. — Patent 
dated  November  26,  J  861. — ^The  case  of  the  cartridge  is  constructed  of  two  or  more  pieces 
of  metal  movable  longitudinally  in  relation  to  each  other,  so  that  when  the  charge  is  fixed  ono 
portion  may  be  driven  by  the  force  of  tho  explosion  forward  against  the  barrel  or  fixed  portion 
thereof,  and  the  other  portion  backward  against  the  breech,  to  prevent  the  escape  of  tne  gas. 
Tho  second  and  third  claims  explain  themselves. 

Claim, — First,  the  construction  of  the  case  of  a  cartridge  of  two  or  more  pieces  of  metal 
movable  longitudmallj^  relatively  to  each  other,  substantially  as  and  for  the  purpose  specified. 

Second,  so  constructing  the  cap  or  pellet  ^,  containing  the  ])ercuss!on  priming,  ana  apply- 
ing the  same  to  the  base  of  the  cartridge,  that  it  will  be  caused  to  operate  as  a  valve  to  clo^ 
the  vent  thereof  by  the  force  of  the  explosion  of  the  charge. 

Third,  fitting  the  percussion  cap  or  pellet  if  to  a  shoulder  t,  formed  around  the  vont  in  the 
base  of  the  cartridge  case,  substantially  as  described,  for  the  purpose  of  a  firm  bearing,  to 
support  the  said  cap  or  pellet  against  the  blow  of  the  hammer,  and  so  insuring  the  explosion 
of  tne  priming. 

No.  33,806. — J.  W.  Whittier,  of  Cambridge,  Mass. — Improvement  in  Fastening  Win- 
doto  Blinds. — ^Patent  dated  November  26,  1861. — This  invention  consists  of  a  blind  rest  and 
fastener,  so  constructed  as  to  form  a  support  to  the  blind  and  prevent  its  sagging.  The  blind 
is  detached  and  thrown  from  its  fastemuff  by  means  of  levers. 

Claim. — The  levers  B  and  D,  the  notched  rest  or  support  A,  a*id  the  plate  or  catch  A,  con 
stmcted,  combined,  and  arranged  as  and  for  the  purpose  above  set  forth. 

No.  33,807. — A.  J.  WiLEY,  of  South  Attleborough,  Mass. — Improvement  in  Making  Joint 
Wire  or  Slock  for  Jeteelry. — Patent  dated  November  26,  I8t51. — Instead  of  using  hollow  wire, 
as  usual,  one  edge  of  a  flat  stnp  of  metal  is  rolled  up  in  the  form  of  a  tube,  the  edge  so 
rollod  up  meeting  the  flat  portion  of  the  strip,  to  which  it  is  united  by  soldering. 
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Claim, — The  making  of  joint  wire  or  joint  stock  from  one  piece  of  metal,  as  described. 
Also,  making  the  said  joint  wire  c:  joint  stock,  substantially  in  the  manner  shown  and 
described. 

No.  33,808.-1.  F.  Wiluams,  of  New  York,  N.  Y.—Iniproved  Machine  for  Applying 
Flocks  to  felt  Rubbtr  Goods. — Patent  dated  November  26,  1861. — The  gumminc  table,  wnicn 
is  inclined,  is  combined  with  a  self-adjusting  distributing  knife,  so  that  when  the  solution  of 
gum  is  applied  to  the  surface  of  the  fabric  the  knife  edge  will  cause  it  to  flow  evenly  down- 
wards and  lateraUy  over  the  surface,  to  prepare  it  for  the  application  of  the  flock.  With  the 
revolving  flock  duster  and  case  surrounding  it,  is  comblnea  a  smut  collector,  so  as  to  prevent 
thQ  gummed  surface  of  the  cloth  being  smutched,  which  tends  to  gather  the  flock  in  masses 
at  the  front  sides  of  the  duster  case  and  cause  an  uneven  .surface.  The  revolvmg  flock  or 
cloth  beaters  are  provided  with  swinging  arms  or  beaters,  so  as  to  beat  the  under  side  of  the 
cloth  by  a  sudden  blow  and  cause  the  flock  to  become  more  thoroughly  set  in  the  gum. 

Claim, — First,  the  arrangement  of  the  emnming  table  so  as  to  be  an  incline  plane,  as  de- 
scribed, in  combination  with  a  self-adjustable  gum  distributor,  for  the  purposes  j^et  forth. 

Second,  the  use  of  throat  F  and  smut  collector  G,  or  equivalent  devices,  in  the  sifter  case, 
as  a  method  of  preventing  masses  of  falling  flock  from  smutting  the  cloth,  substantially  as 
descnbed. 

Third,  the  use  of  swin^ng  arms  or  beaters  A3,  in  combination  with  the  revolving  beaters 
n,  substantially  as  described,  and  for  the  purposes  set  forth. 

Fourth,  the  use  of  the  cloth  tension  roller  I,  m  combination  with  the  carrying  roller  K  at 
the  back  end  of  the  machine,  arranged  on  a  line  below  the  revolving  beaters,  while  the  roller 
I  is  arranged  on  a  line  above  the  gumming  table,  so  as  to  support  the  cloth  on  these  two 
^mts,  and  thus  prevent' the  blows  of  the  beaters  drawing  or  jeikmg  the  cloth  over  the  sur- 
lace  of  the  g^ummmg  table. 

Fifth,  the  combination  of  the  finishing  brush  J  with  the  revolving  beaters,  substantially  as 
described. 

No.  33,809. — S.  D.  Woodbury,  of  Lynn,  Mass.— /w^rowmeiit  in  Elastic  Carriage 
Wheels. — Patent  dated  November  26,  1861. — This  invention  is  explained  by  the  claim. 

Claim, — Bendering  a  carnage  wheel  elastic  by  making  the  felly  in  two  concentric  parts  F 
and/  and  interposing  a  belt  or  layer  of  India-rubber  or  other  elastic  material  R,  substantially 
as  described,  and  for  the  objects  specified. 

No.  33,810. — G.  F.  Blake,  of  Medford,  Mass.,  assignor  to  Uimself  and  Pkter  Hubbell, 
of  Charlestown,  Mass. — Improrement  in  Machines  for  Pulverizing  and  Cleaning  Clay. — 
Patent  dated  November  26,  1801. — In  the  upper  chamber  is  arranged  a  plunger  or  wipt*,  to 
which  a  reciprocating  movement  is  given  by  means  of  a  series  of  levers  and  connecting  rods, 
and  which  serves  to  presb  the  clay  against  and  through  the  revolving  gyrate  into  the  middle 
chamber.  The  revolving  grate  consists  of  four  circular  discs  and  a  number  of  circular  knives 
arranged  upon  a  shafl.  Above  the  revolving  grate  is  secured  a  rod,  supported  upon  which 
are  a  series  of  fingers,  which  pass  between  the  cncular  knives  and  serve  to  remove  from  them 
the  adhermg  clay. 

C/.iim.— First,  in  combination  with  a  machine  for  cleaning  and  pulverizing  clay,  the  recip- 
rocating wipe  or  plunger  W,  constructed  and  operating  substantially  as  described. 

Second,  tne  revolving  grate,  constructed  and  operating  as  dencribed. 

Tlurd,  the  stationary  fingers  tr,  constructed,  arranged,  and  operating  as  set  forth. 

No.  33,811. — S.  E.  BoLLES,  of  Mattapoisett,  Mass.,  assigfnor  to  Himself  and  Thomas 
Ellis,  of  Rochester,  Mass. — Improvement  in  Carriage-pole  Supporter, — Patent  dated  No- 
vember 26,  1861. — This  invention  consists  of  a  breasi  bar,  whien  sustains  the  carriage  pole, 
to  the  rear  of  which  bar  are  attached  two  pairs  of  short  thills,  supported  by  means  ot  chains 
passing  over  the  saddle,  for  the  purpose  of  supporting  the  weight  of  the  carriage  pole  upon 
the  backs  instead  of  the  necks  oi  the  horses. 

Claim, — An  improved  carriage-pole  supporter,  having  its  several  parts  constructed  and 
arranged  in  relation  to  each  other,  and  so  as  to  operate  together,  substantially  as  shown  and 
described. 

No.  33,812.— R.  O.  Holmes,  of  Worcester,  Mass.,  assignor  to  Himself  and  Jonathan' 
Luther,  of  the  same  place. — Improved  Clothes  Washer  and  Wringer, — Patent  dated  November 
26,  1861. — ^The  parts  are  so  arranged  that  by  adjusting  the  screw,  the  pressure  of  the  rollers 
may  be  gr^uated  as  desired,  while  the  India-rubber  springs  admit  of  the  npper  roller  yielding 
to  suit  the  varying  thicknesses  of  the  cloth  passing  between  the  rollers. 

Claim. — ^The  arrangement  of  the  guides  J  with  the  roller  slides  H,  rollers  G,  springs  I,  and 
bar  K,  as  shown  and  described. 

No.  33,813.— WiLLL^M  McCoRD,  of  Sing  Sinp,  N.  Y.,  and  Edmund  Maher,  of  New 
York,  N.  Y.,  assignor  to  WlLLL\M  McCoRD,  aforesaid. — Improvement  in  Repeating  Ord- 
nance^  8(e, — Patent  dated  November  26,  1861. — This  invention  consists  in  a  construction  and 
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arrangement  of  parts  by  which  peculiarly  formed  metallic  cartrid^  chambers  charged  with 
powder  and  ball,  are  Rnccessively  and  at  regular  intervals  dropped  irom  a  hopper  opposite  to, 
and  held  tightly  in  contact  with,  a  gun  baJrel  of  corresponding  calibre,  secured  to  a  stock, 
and  alter  being  fired,  discharged  from  below,  while  the  necessary  movements  are  being  made 
for  the  reception  from  the  hopper  of  the  next  loaded  cartridge  chambers  in  succession,  m  such 
a  manner  As  to  keep  up  a  constant  firing  of  the  cartridge  chambers  by  simply  turning  a 
crank. 

Claim. — First,  embracing  and  holding  the  cartridge  chambers  O  opposite  the  gun  barrel 
B  by  means  of  the  oscillating  and  reciprocating  jaws  C  D,  constructed,  combined,  arranged, 
and  operating  as  described. 

Second,  the  cmnloyment  of  the  bars  L  and  segment  of  a  cog  wheel  M  on  the  oscillating 
jaw  C  and  slide  N,  with  cogged  rack  on  its  lower  surface,  and  a  ridge  on  its  upper  one,  for 
throwing  off  from  said  jaw  c"  the  exploded  cartridge  chambers,  and  admitting  K>aded  onea 
singly  from  the  hopper,  as  set  forth. 

Third,  the  peculiar  form  of  the  opening  or  space  D3  in  the  reciprocating  jaw  piece  D,  in 
connexion  with  the  crank  E',  by  which  the  necessary  stoppage  is  given  the  said  jaw  piece  at 
the  end  of  every  reciprocal  throw  of  the  same,  as  fullv  set  forth. 

Fourth,  covering  tne  nipple  ends  of  the  cartridge  chambers  with  a  cap  P,  having  a  headed 
or  valve  pin  P'  working  loosely  in  an  opening  immediately  opposite  the  percussion  cap  on 
the  nipple,  substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  33,814.— J.  D.  Owen,  of  Carlinville,  HI.,  assignor  to  Himself,  E.  L.  Owen,  and  G. 
W.  Barnett,  of  same  place. — Improtement  in  Post-hole  Exeatators, — Patent  dated  No- 
vember 2H,  ItHJl. — The  metal  cylinder  is  designed  to  be  forced  into  the  earth  to  the  depth 
required  for  the  reception  of  the  post,  and  is  then  withdrawn  with  the  enclosed  soil.  The 
earth  is  removed  from  the  cylinder  by  striking  on  a  rod  fitted  into  a  follower  within  the  cyl- 
inder. 

Claim, — The  combination  of  the  cylinder  a,  the  follower  D,  and  the  rod  «,  when  constructed 
and  arranged  substantially  as  described,  for  the  purpose  of  excavating  holes  for  posts. 

No.  33,815.— R.  H.  Peck,  of  Wolcott,  Vt.,  assignor  to  Himself  and  E.  Gippord,  of  Ca- 
dy's  Falls,  Vt,— Improved  C/ium.— Patent  dated  November  26,  1861.— The  interior  of  the 
tub  is  provided  with  a  frame  composed  of  uprights  and  cross  bars,  for  preventing  a  rotary 
motion  of  the  cream.  The  tub  is  placed  within  a  frame,  to  which  is  secured  the  gearing  for 
Imparting^otion  to  the  dasher. 

Claim, — The  combination  and  arrangement  of  the  frame  A  adapted  to  receive  the  tub  with 
its  frame-work  C,  the  crank  shaft  H,  and  its  gear  wheel  G  mounted  thereon,  the  tub  B,  the 
upright  revolving  dasher  E  e,  with  its  gear  wheel  F,  the  cross  piece  a,  and  the  hanged  cap  I, 
the  whole  oppiating  together  in  the  manner  and  for  the  purpose  described. 

No.  33,816.— Francis  A.  Pratt,  of  Hartford,  Conn.,  assignor  to  G.  S.  Lincoln  &  Co., 
of  the  same  place. — Improvement  in  Stopping  and  Changing  Motion, — Patent  dated  Novem- 
ber 26,  1861. — ^This  invention  consists  in  the  construction  of  angular-shaped  lever  clamps, 
having  arms  projecting  from  their  fulcrum  pins  nearly  at  a  right  angle  with  the  shaft  or  the 
wedge  collar  on  which  they  are  arranged,  and  the  outer  ends  of  which  arms  are  made  to  op- 
erate upon  the  inner  surface  of  the  loose  pulley  rim. 

C7a im.— Adapting  the  action  of  the  levers  e  e'  to  the  rim  of  a  pulley  D,  in  combination  with 
the  wedge  collar  /,  substantially  in  the  manner  as  and  for  the  purpose  described. 

No.  33,817.-8.  D.  Tucker,  of  Troy,  N.  Y.,  assignor  to  C.  8.  Sill,  of  the  same  place.— 
Improvement  in  Cording  Guides  for  Sewing  Machines. — Patent  dated  November  26,  1861. — 
This  invention  consists  of  a  device  for  pnxlucing  various  kinds  of  work  relating  to  folding 
and  introducing  a  cord  in  the  fold  by  means  of  the  different  combinations  of  parts  of  which 
the  sewing  guide  consists. 

Claim, — First,  the  arrangement  of  the  lower  outside  guide  F  with  the  bending  shell  A, 
core  B,  and  two  inside  guioes  C  D,  as  and  for  the  purpose  specified  and  shown. 

Second,  the  arrangement  of  the  cord-guiding  aperture  e  with  the  bending  shell  A,  core  B. 
inside  guides  C  D,  and  lower  outside  guide  F,  as  and  for  the  purpose  spGMCined  and  shown. 

Third,  the  arrangement  of  the  upper  outside  guides  G  with  the  bending  shell  A,  core  B, 
and  two  inside  guides  C  D,  as  and  lor  the  purpose  specified  and  shown. 

Fourth,  the  arrangement  of  the  core  guide  e  with  the  bending  shell  A,  core  B,  inside 
glides  C  D,  and  upper  outside  guide  G,  as  and  for  thepurpose  specified  and  shown. 

Fiilh,  the  anangement  of  the  two  outside  guides  F  G  with  the  folding  shell  A,  core  B, 
and  two  inside  guides  C  D,  as  and  for  the  purpose  specified  and  shown. 

Sixth,  the  arrangement  of  the  cord-guiding  opening  e  with  the  bending  shell  A,  core  B, 
two  inside  guides  C  D,  and  two  outside  guides  F  G,  substantially  as  and  for  the  purpose 
specified  and  shown. 

Seventh,  the  arrangement  of  the  cloth-passage  A  in  the  upper  side  of  the  folding  shell  A, 
as  and  for  the  purpose  specified  and  shown. 
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No.  33,818.— David  Bissfxl,  of  Detroit,  U\ch,—Improtement  in  Machines  for  Turning 
Boot  Legs. — Patent  dated  December  3,  1861. — Placed  upon  a  frame  are  two  racks,  which  are 
made  to  move  in  opposite  directions  by  means  of  a  pinion.  One  of  the  racks  B  works  within 
a  cylinder  upon  which  the  boot  \eg  is  placed.  Upon  the  end  of  the  rack  B  are  hooks  which 
catch  into  the  straps  of  the  boot  leg,  while  a  catcher  attached  to  the  outer  rack  holds  the 
counter  of  the  boot  leg,  and  the  opposite  movement  of  the  racks  causes  the  boot  leg  to  be 
drawn  inside  the  cylinder  and  turned  inside  out. 

Claim. — The  racks  B  and  C,  cylinder  H  G  G,  ring  J,  and  catcher  F,  when  an-anged  and 
combined  with  the  frame  A  and  pinion  D,  and  constructed  to  opemte  as  desciibed  and  for  the 
purposes  set  forth. 

No.  33,819.— John  A.  Bolton,  of  Leicester,  'England.— Improvement  in  Hot-Air  Fur- 
naces.—Fsitent^d  in  England  March  19,  1861.— Patent  dated  December  3, 1861.— This  inven- 
tion is  explained  by  the  claim  and  engraving. 

Claim. — First,  the  arrangement  of  the  flue  conveying  the  outer  air  to  the  heating  chamber 
by  bifurcating  it  at  or  about  the  said  fire  chamber,  and  by  so  continuing  each  branch  flue  as 
to  follow  up  both  sides  of  the  fire  hole  and  ash  pit  and  then  reunite  in  the  heating  chamber, 
whence  the  heated  air  is  delivered  to  a  hot-air  chamber,  and  from  there  delivered  to  the  apart- 
ments, as  shown  and  described. 

Second,  forming  the  heating  chamber  and  hot-air  chamber  in  one  compartment  by  the  use 
of  a  divisional  plate  provided  with  a  bottom  plate,  so  that  the  air  shall  be  gradually  heated 
in  the  former  and  caused  to  come  in  contact  with  the  fire-plate  previous  to  its  entering  the 
hot-air  chamber,  j  as  described  and  shown. 

No.  33,820. — C.  C.  Bradley,  of  Brodhead,  V^ls.— Improvement  in  Doubletrees.— Vatont 
dated  December  3,  1861. — The  doubletree  is  made  of  sufficient  length  to  receive  the  outside 
traces,  and  to  the  ends  of  which  they  are  attached.  The  inside  traces  of  each  animal  are 
connected  and  pass  around  a  pulley  in  the  centre,  by  which  means  the  draught  is  equalized. 
The  ends  of  the  doubletree  are  provided  with  a  slot  through  which  the  chafe  uons  are  bolted, 
which  admits  of  the  trace  being  placed  more  or  less  near  to  the  end. 

Claim. — The  construction  of  a  doubletree  which  dispenses  entirely  with  swingletrees,  and 
the  application  of  the  central  pulley  as  a  substitute  therefor.  Also,  the  method  described  of 
attaching  the  trace  hooks  to  a  movable  slide  with  thQ  slot  therein,  or  substantially  the  same. 

No.  33,821.— John  Brougiiton,  of  New  York,  N.  Y.— Improved  Cut-off  Valve  for  Steam 
Engines. — Patent  dated  December  3,  1861. — This  invention  consists  in  the  operation  of  the 
cut-off  valve  or  valves  of  a  steam  engine  with  a  positive  movement  which  is  so  controlled 
by  a  governor  or  other  means  independent  of  the  eccentric  from  which  such  movement  is  de- 
rived, as  to  be  capable  of  producing  a  variable  lead  of  the  valve  and  to  make  the  amount  of 
lead  determine  the  point  in  the  stroke  of  the  piston  at  which  the  steam  is  cut  off. 

Claim. — First,  regulating  the  velocity  of  a  steam  engine  by  combining  the  regulator  with 
a  positively  operating  valve  gear  when  such  regulator  determines  the  lead  of  the  valve,  and 
the  lead  of  the  valve  is  made  to  determine  the  point  in  the  stroke  of  the  piston  at  which  the 
steam  is  cut  off. 

Second,  in  combination  with  a  lifter  K,  having  a  certain  movement  in  relation  to  the  main 
valves,  the  sliding  beved-faced  toes  Q  Q',  inclined  tappets  a  a',  and  rods  1 1^  or  their  equiva- 
lents, operating  substantially  in  the  manner  oxplaineu  to  impart  a  positive  movement  to  the 
cut-off  valves  G  G'. 

No.  33,822. — ^J.  C.  Brown,  of  Fond  du  Lac,  Wis. — Improvement  in  Machines  for  Sawing 
Shingle  Bolts. — Patent  dated  December  3,  1861. — The  revolving  table  upon  which  the  blocks 
to  be  sawed  are  placed,  is  formed  by  the  enlargement  of  the  upper  end  of  a  vertical  shaft  and 
made  adjustable  by  means  of  a  toggle  joint  operated  by  a  lever,  so  that  the  blocks  may  be 
rained  and  revolved  with  the  table  and  lowered  again  to  the  carriage. 

Claim. — The  use  of  the  adjustable  revolving  table,  or  its  eauivalent,  substantially  as  de- 
scribed, for  sawing  the  blocks  on  end,  whereby  they  may  be  aivided  into  suitable  bolts  for 
shingles,  as  specified. 

No.  33.823.— W.  D.  Bt'SH,  6f  Fall  River,  "Moss.— Improved  Row  Lock.— Fatent  dated 
December  3,  1861. — ^I'he  points  of  the  row  locks  are  recessed  on  their  inner  sides  for  the  re- 
ception of  a  leather  mat.  The  shaft  is  provided  with  a  projection  or  pin  at  its  lower  end  by 
which  it  is  retained  in  the  socket,  which  latter  has  a  spiral  groove  upon  its  inner  side  through 
which  the  pin  passes  as  the  row  lock  is  inserted. 

Claim.— Uei:es8  F3,  and  pin  a3,  the  spirally  rifled  socket  G4,  constructed  and  operating  as 
and  for  the  purpose  set  forth. 

No.  33,824.-0.  W.  Cahoon,  of  Portland,  Me. — Improvement  in  Lamps.— P&iont  dated 
December  3,  1861.— The  base  of  the  fulcrum  is  made  to  fit  the  collar  of  the  lamp.  From  the 
base  extend  two  arms,  which  are  brought  nearly  together  and  curved  so  as  to  reach  up  and 
hold  the  lever.  The  indentations  in  the  fulcrum  allow  of  the  distance  to  which  the  chimney 
shall  go  back  to  bo  regulated,  without  regard  to  the  lamp. 
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Claim. — In  combination  with  a  lever  and  chimney  fastenings,  an  adjustable  folcnim,  sub- 
gtantially  as  described. 

Also,  in  combination  with  a  lever  and  chimney  fasteuinffs,  the  indentations  F  F,  for  the 
purpose  of  preventing  the  chimney  from  going  too  far  back,  substantially  as  described. 

No.  33,8-25. —C.  W.  Cahoon,  of  Portland,  'Me.^lmprovement  in  Lamps. — Patent  dated 
December  3,  J  801. — The  portion  of  the  lever  on  which  the  chimney  rests  is  made  in  the  form 
of  a  flat  plate,  having  a  circular  hole  in  its  central  portion  for  the  flame  to  pass  through,  so 
that  the  lever  will  servo  as  a  deflector.  The  air  chamber  is  attached  to  the  lover  so  as  to  be 
moved  by  it,  by  winch  the  necessity  of  raising  the  wick  alone  is  obviated.  To  th$  lover 
outside  of  the  air  chamber  is  attached  a  tubular  screen  to  prevent  the  lamp  from  smoking 
when  earned  about.  Just  above  the  top  of  the  wick  tube  is  placed  a  flat  metal  ring  com- 
bined with  the  Wvi'Y  tor  raising  the  chimney,  so  as  to  prevent  the  lamp  from  smoking  in  light- 
ing other  lauips.  A  bur  is  proyided  with  a  stop  near  that  end  of  it  which  goes  into  the  wick, 
over  which  slop  is  |)laced  a  cap  attached  to  the  wick  tube,  to  afford  a  means  for  raising  a 
rouud  solid  wiik  when  a  lever  for  lifting  the  chimnev  is  used.  Attached  to  an  adjustable 
fulcrum  is  a  piece  of  metal  reaching  downwards,  so  that  it  can  be  easily  held  by  one  of  the 
fiugers  of  the  hand. 

Claim. — First,  a  lever  with  chimney  fastenings  having  that  part  of  it  on  which  the  chimney 
rests  extended  so  as  to  form  a  deflector,  substantially  as  described. 

Second,  the  combination  of  the  lever  A  with  the  air  chamber  D,  when  the  air  chamber  is 
attached  to  the  lever  and  is  movable  with  it,  substantially  as  described. 

Third,  in  combination  with  a  lever  for  raising  the  chimney,  the  air  chamber  D  and  screen 
£,  arranged  substantially  as  described. 

Fourth,  the  ring  O,  in  combination  with  the  lever  A,  substantially  as  described. 

Fifth,  the  bar  H,  having  a  stop  I,  in  combination  with  the  cap  J  and  lever  A,  substantially 
as  described. 

Sixth,  the  handle  L,  in  combination  with  the  adjustable  fulcrum  K  and  the  lever  A,  sub- 
stantially as  described. 

No.  33,826.— RiCfr.\RD  Colvin,  of  Baltimore,  Ud.—Tmprovfment  in  JBwAire*.— Patent 
dated  December  3,  1861. — This  invention  consists  in  making  a  division  or  partition  between 
the  spaces  designed  to  be  occupied  by  combs  for  the  purpose  of  securing  stfaight  combs;  to 
be  used  more  especially  in  connexion  with  movable  frames. 

Claim. — ^The  divisions  or  partitions  placed  between  the  spaces  designed  to  be  occupied  by 
combs  in  beehives,  for  the  purpose  of  insuring  straight  and  uniform  combs,  substantially  as 
described,  when  either  the  partitions  or  comb  frames,  or  both,  are  made  capable  of  independ- 
ent lateral  movement. 

No.  33,827.— T.  D.  Davis,  of  Syracuse,  N.  Y.— Improvement  in  Mode  of  Attaching  Car- 
riage Shafts. — Patent  dated  December  3,  1861. — The  heel  and  arm  are  cast  or  made  in  one 
piece,  and  are  attached  to  the  shafts  and  cross  bars  by  flanges  and  bolts. 

Claim, — ^A  wrought  or  malleable  shaft  heel  and  arm  constructed  so  as  to  secure  and  tighten 
the  shafts  and  cross  bar,  substantially  as  shown  and  described. 

No.  33,828.— G.  C.  L.  Degenhardt,  of  Tresckow.T a.— Improved  Apparatus  fin-  Purify- 
ing Acid  Water  for  Steam  Boilers. — Patent  dated  December  3,  1861. — The  object  of  this  in- 
vention is  to  purify  water  pumped  firom  mines  to  be  used  in  steam  boilers.  The  mine  wat^r, 
instead  of  being  pumped  directly  into  the  boilers,  is  first  pumped  into  a  tank  above  the 
boilers.  In  this  tank  is  placed  a  requisite  quantity  of  slacked  lime;  steam  is  then  introduced 
by  means  of  pipes  into  tne  tank,  which  heats  the  water  and  stirs  the  lime  so  as  to  cause  a 
complete  neutralization  of  the  acid  in  the  water. 

Claim.— The  combination  of  apparatus,  substantially  as  described,  to  operate  in  the  man- 
ner and  for  the  purposes  set  foilh. 

No.  33,829. — J.  C.  DlCKEir,  of  Saratoga  Springs,  N.  Y. — Improvement  in  Machinery  for 
Crushing  or  Pulverizing  Quartz. — Patent  dated  December  3,  1861. — The  wheel  is  made  hol- 
low and  in  sections,  to  the  two  outer  ones  of  which  are  bplted  adjustable  hammers  on  the 
inside  of  the  wheel.  One  of  the  sections  is  made  conical  at  its  centre  to  allow  the  pulver- 
ized quartz  to  pass  into  the  conical  sieve,  which  is  secured  within  the  hollow  shaft  at  one 
side.  The  hopper  is  made  with  a  projection  at  its  base,  which  extends  into  the  hollow  shaft 
on  one  of  the  sectious  of  the  wheel,  the  shaft  being  made  inclined  so  as  to  pass  the  quartz 
more  readily  into  the  wheel. 

Claim. — First,  the  employment  of  one  or  more  of  the  hammers  I  in  the  wheel  B,  for  the 
purpose  specified. 

Second,  the  employment  of  the  sieve  D  in  the  hollow  shaft  of  section  /  of  wheel  B,  for 
the  purpose  specified. 

Thiru,  the  arrangement  and  employment  of  the  hopper  E,  for  the  purpose  specified. 

No.  33,830. — G.  H.  Dodge,  of  Camden,  N.  J. — Improvement  in  Hinges. — Patent  dated 
December  3,  1861. — ^This  invention  consists  of  a  hinge  so  constructed  and  applied  to  the 
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doors  or  lids  of  cabinet-ware,  &.c,  as  to  be  effectually  concealed  from  view  when  tbe  doors 
or  lids  are  closed. 

Claim. — ^First,  the  link  E,  witb  its  pins  e  and  e',  in  combination  witb  the  boxes  C  and  D, 
or  tlieir  equivalents,  and  their  elongated  slots  for  the  reception  of  the  said  pins,  the  whole 
being^  constructed  and  applied  to  the  lids  or  doors  of  pianos,  cabinets,  &c,  substantially  as 
and  for  the  purposes  set  u)rth. 

Second,  the  projections  i  and  i'  of  the  link  E,  when  arranj^ed  in  respect  to  the  concave 
interior  of  the  boxes  C  and  D,  and  to  the  recesses  j  j  of  the  said  boxes,  substantially  as  net 
forth. 

No.  33,831.— H.  C.  FELxnouSEN,  of  Buffalo,  N.  Y,— Improvement  in  Signal  Lanterns,^ 
Patent  dated  December  3,  1861. — ^A  pair  of  vertical  rods  are  arranged  upon  two  opposite 
aides  of  the  lantern,  one  of  each  pair  being  stationaiy  and  the  other  movable,  and  both  con- 
nected to  colored  glass,  so  that  the  latter  may  be  supported,  and  raised  and  lowered,  for  a 
change  of  signals.  The  funnel  inverted  over  the  chimney  is  made  air-tight  at  its  apex  and 
Bides,  so  as  to  prevent  any  pressure  or  puff  of  air  from  striking  the  top  of  the  chimney, 
thereby  adapting  the  lamp  to  bum  kerosene  oil. 

CUim. — ^I'he  arrangement  of  the  movable  and  stationary  vertical  rods  D  and  E,  and  the 
movable  and  stationary  tubes  G  and  H,  and  connecting  piece  F,  with  the  colored  glass  and 
frame  C,  as  a  means  of  raising,  lowering,  and  supporting  the  colored  glass  for  change  of 
signals,  substantially  as  described. 

Also,  the  funnel  J,  made  air-tight  at  its  apex  and  sides,  inverted  and  suspended  over  the 
top  of  the  lamp  chimney,  in  its  arrangement  with  the  cap  L  and  outside  guard  K,  for  the 
purposes  and  substantially  as  described. 

No.  33,832. — ^J.  H.  Foster,  of  Detroit,  Mich. — Improved  Apparatus  for  Steering  Ves- 
sels by  Water. — Patent  dated  December  3,  1861. — The  stationary  tubes  are  secured  trans- 
versely to  the  hull  of  the  vessel,  one  at  each  side  near  the  stem  or  stern  and  extending  through 
the  sides  to  the  water.  Between  the  inner  ends  of  the  tubes  is  joumaled  a  cylinder  con- 
taining a  spiral  flange  or  screw,  and  on  the  periphery  of  the  cylinder  is  a  circle  of  cogs,  to 
be  connected  with  the  steam  engine  emd  receive  motion  therefrom.  By  the  motion  of  the 
screw,  water  is  drawn  into  one  or  the  other  of  the  tubes  at  one  side  and  expeUed  at  the  other, 
thus  imparting  a  lateral  motion  to  either  side  as  desired. 

Claim. — The  combination  of  the  stationary  transverse  tubes  B  B'  and  rotary  cylinder  C, 
with  a  shaft  less  screw  F  fixed  therein,  and  cogs  G  upon  its  periphery,  employed  in  the  man- 
ner explained,  for  working  and  steering  vessels. 

No.  33,833.— Henry  FranKPURTIF,  of  Utica,  N.  Y.— Improved  Baby  Jumper  and  Sup- 
porter.— Patent  dated  December  3,  1861. — Under  the  ring  which  supports  the  child  is  fixed 
a  vertical  rod  over  each  of  the  legs  of  the  stand.  These  rods  slide  up  and  down  in  the  legs, 
and  are  adjusted  to  any  height  by  means  of  a  curved  spring  catching  in  ratchet  teeth  on  the 
rods. 

Claim. — First,  the  making  of  the  baby  walker  and  supporter  adjustable  as  to  its  heiglit, 
in  order  to  suit  the  length  of  the  child,  or  more  or  less  to  relieve  its  feet  and  limbs,  as  de- 
•cribed. 

Second,  the  gate  and  gateway,  as  described,  by  means  of  which  the  child  may  be  intro- 
duced or  removed  horizontally,  as  described. 

No.  33,834.— WiLKENSON  Furnas,  of  Ononwa,  lomtk.— Improvement  in  Ploughs.— 
Patent  dated  December  3,  1861. — This  invention  is  designed  for  cultivating  growing  plants 
in  hills  or  drills,  and  consists  in  arranging  the  parts  so  as  to  admit  of  lateral  and  vertical 
adjustment,  for  the  purpose  of  regulating  the  depth  of  the  furrows,  and  also  the  course  of 
the  funows  relatively  with  the  plants. 

Claim. — ^The  arrangement  of  the  pulley  bars  N  N,  pulleys  M  o,  treadles  P,  levers  J  J, 
cords  c  c,  bars  F  F,  and  racks  K  K,  with  the  swinging  and  rising  plough,  standards  G  G,  and 
the  driver's  scat  Q,  all  as  shown  and  described. 

No.  3.3,835.— G.  W.  Gardner,  of  Tro;f,  N.  Y.—In\prorement  in  Percussion  Shells.— 
Patent  dated  December  3,  1861. — The  object  of  this  invention  is  to  construct  a  percussion 
shell  so  as  to  allow  it  to  be  handled,  transported,  or  rammed  into  the  gun  without  the  lia- 
bility of  explosion.  The  hammer  is  retained  within  the  nipple-tube  by  means  of  a  spring, 
when  the  shell  is  not  subject  to  explosion  ;  but  when  the  shell  is  exposed  to  the  flame  in  its 
discharge  from  the  gun  the  fuze- plug  will  be  ignited  and  consumed,  and  the  cylinder,  being 
liberated  from  the  pressure  produced  by  the  plug,  will  rise  so  that  its  head  will  proje<'t,  wbich 
brincTS  the  hammer  over  the  percussion  cap  m  condition  for  exploding  the  shell  upon  striking 
an  object. 

Claim. — So  constructing  percussion  shells  that  the  hammer,  or  its  equivalent,  may  ]ye  held 
by  the  side  of  the  cap,  or  inoperative  until  discharged  from  the  gun,  and  then  be  placed  upon 
the  cap  by  the  use  of  the  fuze-plug,  or  its  equivcdent,*  and  the  combination  of  tiie  cylinders 
and  springs,  substantially  as  set  forth. 
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No.    33,830.— Henry  Gross,  of  Tiffin,   O. ^Improvement  in  Retolcing  Fire- At 
Patent  dated  December  3,  18G1. — This  invention  is  explained  by  tbo  claim  and  enffravin^. 

Claim. — Tbo  bammer  E,  wben  constraeted  as  described,  wbicb,  on  being  ruisea  or  coi  k«l 
tbrouf^b  the  mechanism  described,  withdraws  the  cylinder  from  the  breech  of  the  barn  I,  in- 
termittently  revolves  and  releases  it,  and  by  means  of  its  projecting  part  or  cam  F  liruiiy 
locks  the  cylinder  to  the  barrel  at  the  moment  of  tiring,  as  hct  forth. 

No.  a3,8:r7.— T.  C.  Hargraves,  of  Schenectady,  N.  Y.^Improrement  in  Broom  Vir, — 
Patent  dated  December  3,  Ihb'l. — This  invention,  which  consists  of  a  series  of  dcvict--  "udi- 
cated  in  the  claim,  is  designed  for  holding  brooms  while  the  stitches  arc  being  put  In,  ao 
hold  the  com  belov/  the  handle. 

Claim. — The  arranji^ement  described  of  the  bed-plate  1,  with  its  side  ribs  3  3,  cr(>^--i>'a.:* 
5,  jaw  G,  fingers  21  23,  folding  jaw  25,  and  lugs  *J,  the  sliding  plato  4,  with  its  sU\v  i.lit  7. 
cross-'plate  8,  rack  gear  U,  ratchet  rack  15,  jaw  JH,  fingers  22  24,  folding  jaw  2*»,  the  \nuJuu 
lever  13,  and  the  pawl  10,  in  combination  with  each  other,  substantially  as  set  forth. 

No.  33,838.— A,\RON  IIlGLEY,  of  Sand  Creek,  Wmu.— Improvement  in  Grain  Separators. -^ 
Patent  dated  December  3,  1801. — This  invention  consists  in  an  arrangement  of  hioves  with 
an  endless  conveyor- fan  and  seed-drawers,  lor  separating  tho  diflerent  kinds  of  gniiii  and 
depositing  the  saiuo  in  separate  recei)tacles,  free  from  impmities,  such  as  chess,  co<kU\  un^j 
tailings. 

Claim. — First,  tho  arrangement  of  the  hopper  A,  sieves  efg  h  ijy  imperforate  plaU-'^  o  v. 
and  troughs  A'  15'  W  X,  with  shoo  B,  tho  whole  combined  and  operating  in  the  maunir  %xul 
for  the  purpose  described. 

Second,  tho  arrangement  of  tho  sieves  in  the  shoe  B  with  tho  endless  apron  F,  trunk  (», 
fan  I,  sieves  K  L  M  in  the  shoo  J,  and  drawers  E  O  li,  the  whole  combinod  and  o{>cruting 
in  tho  manner  and  for  tho  purpose  described. 

Third,  the  combination  of  tue  sliding  gate  or  valve  fl,  screw-bolt  6,  and  nut  c,  for  n*guU*- 
ing  the  size  of  tho  seed  aperture  in  the  hopper  II,  substantially  as  described. 

No.  33,839.— B.  B.  HlLL,  of  Chicopoe,  Mass. — Improvement  in  Shafi-Couvling. — r.itont 
dated  December  3,  1801. — Tho  pin  or  bolt  which  passes  through  tho  jaws  of  tue  clip  and  tLn 
eve  of  the  shaft  iron  and  fastens  the  shaft  in  its  place,  is  made  larger  at  one  end  than  the  otb<r. 
the  part  which  rests  in  the  eye  at  the  end  of  the  shatl  being  of  taper  form ;  the  eyo  in  tlia 
shalt  iron  being  also  tapering.  Tho  ends  of  the  pin  may  bo  cylindrical,  and  ore  threailiNl  m 
screws. 

Claim. — ^Tho  employment  of  a  tapering  or  conical  bearing  pin  or  bolt  B  for  the  socket  oi 
tho  shaft  iron,  having  an  adjustable  set  screw  A  and  set  nut  L,  in  tho  manner  subtttaiituiliy 
as  and  for  the  purpose  described. 

No.  33,840.— J.  W.  HiNMAN,  of  Omro,  W'ls.—Imnrorement  in  DuriUf 5.— Patent  datrd 
December  3,  18dl. — ^This  invention  consists  in  tho  combination  of  a  sliding  tongue  with  a  Ua 
upon  which  it  is  allowed  to  slide,  and  by  which  it  is  kept  in  inwition  and  prcventiHl  from  turn- 
ing, and  two  cross-bars,  between  which  tho  strap  to  bo  held  passes,  by  which  cras.H-burv  tb» 
tongue  is  supported  at  both  ends. 

C7aim.— A  buckle  constructed,  combined,  and  operating  substantially  as  described. 

No.  33,841.— n.  C.  Hunt,  of  Amboy,  l\\.— Improvement  in  Cflr-Coi/p/in^^.- Patent  diiH 
December  3,  1801. — This  invention  consists  in  tho  arrangement  of  a  pcculiurly  ft>m:e*l  h^nik 
hung  on  an  axis  upon  which  it  is  allowed  to  turn  fri-ely,  a  vertical  sliding-catc'h  held  in  \hW\' 
tion  by  a  spring,  and  a  link  provided  with  a  hook  at  one  end  and  supported  in  a  horuouui 
position  by  means  of  a  curveil  spring. 

CVatm.- Tho  arranwment  of  the  spring  G  and  hooked  link  F  with  the  curved  o>cilIating 
hook  B,  vertically  sliding-catch  C,  vibrating  arm  rf,  and  flaring  draw-head  A,  the  ^ald  pun* 
being  constructed  and  operating  together  in  tho  manner  shown  and  described. 

No.  33,842.— P.  IvAXE  and  W.  Floyd,  of  South  Perry,  O.— improved  Burglar  Alarm,-^ 
Patent  dated  December  3,  1801. — This  invention  consists  in  the  adaptation  to  a  common  jna 
lock,  enclosed  in  a  suitable  case  or  stock,  of  certain  devices  by  means  of  which  it  iPaT  r« 
attached  to  the  keyhole  of  a  door  lock.  An  attempt  to  introduce  a  key  or  other  tn^truiiM  m 
on  the  outside  of  the  door,  after  tho  alarm  is  set,  causes  the  hammer  to  tall  and  ttlect  an  rA  ..i>- 
sion  of  such  charge  as  may  have  been  provided.  * 

Claim. — The  combination  of  stud  I,  spring  U,  and  case  A,  substantially  as  dt^jH-rllit^d, 
whereby  the  alarm  can  be  readily  applied  to  any  ordinarv  door  lock. 

Also,  the  plunging  trigger  F,  in  combination  with  the  devices  referred  to,  and  with  iIm 
alarm  mechanism  constructed,  arranged,  and  operating  substantially  in  the  manner  and  tur 
the  purpose  set  forth. 

No.  33,843.— Mark  Lounsdury,  of  Seymour,  Conn.— Improvement  in  Fruit- Gatherers, 

Patent  dated  December  3,  1801.— Upon  tho  upper  part  of  the  handle  or  pole  is  arraiigwl  a 
slide-bar  actuated  by  a  cord  and  connected  by  links  to  two  knives  of  a  semicircuku'  abape. 
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so  that  they  may  be  brought  together  by  the  slide  and  cot  the  stem  of  the  fimiti  which  latter 
falls  into  a  bag  or  basket  depending  from  a  ring  attached  to  the  handle. 

Claim. — The  slide-bar^  and  limis//,  actuated  by  the  cord  A,  in  combination  with  the 
knives  e  6  and  receptacle  or  bag  d,  for  the  purposes  and  as  set  forth. 

No.  33,844.— D.  McDaniel,  of  New  Castle  county,  and  E.  A.  Harvey,  of  Wilmington, 
Del. — Improvement  in  Removing  Acid  from  the  Surface  of  Iron. — Patent  dated  Decem&r  3, 
1861. — Tnis  invention  is  explained  bv  the  claim. 

Claim, — ^The  improved  process  of  removinc  acid  from  sheets  and  other  articles  of  iron 
described,  to  wit :  Immersing  the  sheets  or  articles  of  iron  under  a  vacuum  or  partial  vacuum, 
or  immersing  and  boihng  under  a  vacuum  or  partial  vacuum  the  sheets  or  article  of  iron  from 
which  the  acid  is  to  be  removed  or  cleaned,  in  a  solution  of  soda,  lime,  or  caustic  soda,  or  in 
some  solution  which  will  neutralize  the  acid  previously  applied  to  the  iron. 

Also,  urging  or  forcing,  by  means  of  liquid,  steam,  or  atmospheric  pressure,  the  neutralizing 
solution  ofsoda,  lime,  caustic  soda,  or  other  solution,  as  will  neutralize  the  acid  previously 
applied  to  the  iron  into  the  pores  or  interstices  in  the  iron. 

No.  33,845. — ^Lewis  Miller,  of  Canton,  O. — Improvement  in  Harvesting  Machines.^- 
Patent  dated  December  3,  1861. — Between  the  end  of  the  main  supporting  axle  and  the  end 
of  a  pulley  shaft,  whence  the  reel  is  driven,  is  a  toggle  link  so  arranged  that  the  reel  may,  in 
rising  and  falling,  and  in  approaching  or  receding  from  the  main  frame,  still  continue  in  mo- 
tion without  being  crampea  or  check^. 

Claim, — In  combination  with  a  harvesting  machine  that  has  its  finger  bars  hinged  to  the 
main  frame,  and  whose  reel  is  operated  from  the  main  driver  wheel  or  axle,  a  toggle  link 
connexion  between  said  driver  wheel  or  axle  and  the  reel  shaft,  so  that  the  finger  bar  and  its 
appliances  may  be  free  to  rise  and  fall  in  conforming  to  the  inequalities  of  the  ground  over 
which  it  is  passing,  and  continue  to  be  driven  without  cramping,  substantially  as  described. 

No.  33,846.— Henry  Mooers,  of  Toledo,  O.—Im^oved  Mode  of  Heating  Moulds.— Fa^ 
eni  dated  December  3,  1861. — ^The  device  used  in  this  invention  consists  of  a  ring  or  chill, 
cast  hollow,  and  provided  with  a  tube  for  the  entrance  and  escape  of  the  steam,  or  a  coil  of 
iron  pipe  passing  several  times  around  the  chill  may  be  used. 

Claim. — The  heating,  by  means  of  steam,  the  clnlls  or  moulds  for  hardening  the  tread  of 
cast  iron  wheels  or  wheel-tire  for  railroad  cars  or  carriages,  in  the  mode  substantially  as  de* 
scribed. 

No.  33,847. — Daniel  Moore,  of  Brooklyn,  N.  Y. — Improvement  in  Bruch-Loading  Fire- 
^rms.— Patent  dated  December  3,  1861. — This  invention  consists  in  the  use  of  double  breech 
blocks,  one  sliding  in  the  other  on  the  line  of  the  barrel  and  the  other  at  right  angles  thereto, 
in  such  a  manner  that  the  transverse  moving  block  draws  away  from  bemnd  the  longitudi- 
nally moving  block  which  draws  away  from  the  barrel  for  introducing  the  cartridge,  and  is 
forced  up  again  to  the  rear  end  of  the  barrel,  when  the  laterally  moving  olock  comes  up  behind 
to  sustain  the  longitudinally  moving  block  against  the  force  of  the  explosion.  A  peculiarly 
constructed  lever  is  made  to  act  upon  the  blocks  in  such  a  manner  that  bv  a  simple  movement 
forward  or  back  the  two  blocks  are  slidden,  and  the  breech  opened  or  closed  by  the  one  mo- 
tion of  the  lever. 

Claim. — First,  the  breech  blocks  d  sliding  on  the  line  of  the  barrel,  combined  with  the  rec- 
tangular block  e,  moving  at  right  angles  to  said  block  d  in  the  manner  specified,  so  that  the 
block  e  is  drawn  down  for  the  block  d  to  slide  back  and  over  said  block  e,  as  set  forth. 

Second,  the  lever  A  on  the  fulcrum  4,  with  the  arms  i  and  /c,  in  combination  with  the  blocks 
d  and  e,  so  that  the  movements  specified  are  given  to  said  blocks  by  said  lever,  as  set  forth. 

Third,  the  semicircular  grooved  piece  3  to  receive  the  flange  of  the  cartridge,  in  combination 
with  the  breech  block  </,  fitted  and  acting  as  set  forth. 

Fourth,  the  spoon-shaped  piece  I  on  the  lever  h  to  receive  the  cartridge  when  entered,  or  to 
loosen  the  metallic  case  from  the  groove  3,  as  set  forth. 

No.  33,848.— E.  A.  and  Samuel  Moore  and  David  Mooney,  of  Findley,  0.— Improve- 
ment in  Cattle  Pumps. — Patent  dated  December  3,  1861. — This  invention  consists  in  the  use 
of  a  force  pump  in  connexion  with  a  loaded  or  counterpoised  tilting  platform,  so  arranged 
that  as  the  piston  begins  to  descend  under  the  action  of  the  weight  of  tne  animal,  water  will 
be  ejected  from  the  spout. 

Claim. — ^I'he  arrangement  of  the  tilting  platform  I  and  bar  or  lever  J,  loaded  as  shown,  in 
combination  with  the  force  pump  partially  or  wholly  submerged,  and  provided  with  thejointed 
elevation  tube  F,  valves  C  G,  ana  solid  or  close  piston  D,  as  and  for  the  purpose  set  ioith. 

No.  33,849. — G.  W.  Oakeley,  of  Reading,  Fa.— Improvement  in  Heaters.— Vsiieni  dated 
December  3,  1861. — ^The  inclination  of  the  tubes  is  designed  to  cause  a  continuous  current  of 
air  to  pass  from  one  side  to  the  other;  partitions  are  secured  between  the  tiers  of  flues,  with 
an  open  space  at  each  end  alternately,  so  as  to  g^ve  the  products  of  combustion  a  tortuous 
course  through  the  radiator. 
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Claim. — ^Tbo  flues  B  B,  arrang^  in  tiers,  one  tier  being  inclined  in  a  direction  contrary  to 
that  of  the  adjacent  tier,  in  combination  Mrith  the  inclined  partitions  1)  L,  the  whole  being  ar- 
ranged within  a  casing  of  any  desired  form,  substantially  as  and  for  the  purpose  set  forth. 

Xo.  33,850. — Oscar  Paddock,  of  Waterto^vn,  N.  Y.— Improved  Ice  Cream  Freezer: — 
Patent  dated  December  3,  1861. — ^The  obiect  of  this  invention  is  to  give  motion  to  the  froozing 
vessel  witliin  the  ice  reservoir  and  clear  the  interior  surface  of  the  vessel  from  the  ice  adhering 
thereto. 

Claim. — First,  in  a  freezing  vessel  designed  to  rotate  its  axis  the  stirring  blades  or  stndn 
arranged  upon  and  around  the  said  vessel,  substantially  as  described,  so  that  the  ice  in  im- 
^mediate  vicinity  of  the  said  vessel  shall  be  constantly  stirred  and  the  salt  precipitated  to  tho 
bottom  of  the  reservoir,  mixed  with  the  ice,  as  sot  forth. 

Second,  forming  the  pivot  of  the  freezing  vessel  of  a  spherical  or  conical  shape  externally, 
with  ttu  angular  cavity  internally,  in  combination  with  a  cylindrical  spindle  having  angular 
ends  to  tit  toe  said  cavity  and  crank,  whereby  rotation  may  be  imparted  to  the  vessel  without 
•  fastening  the  npindlo  thereto. 

Third,  combming  with  the  spindle  and  freezing  vessel,  constructed  as  described,  a  hollow 
spindle  provided  with  scraping  blades,  the  former  having  an  angular  head  for  holding  the 
scrapers  stationary  within  the  vessel  while  it  is  being  rotated,  substantially  as  and  for  the  pni^ 
pose  set  forth. 

Fourth,  providing  the  cover  of  the  freezing  vessel  with  adjustable  flaps  to  clasp,  when 
neces;!iary,  the  solid  spindle,  so  that  the  scraping  blades  may  be  removed  when  the  ico  shall 
have  acquired  a  certain  degree  of  consistency. 

No.  33,8.")!. — ^W.  B.  Ready,  of  Sacramento,  Cal. — Improvement  in  Gang  Ploughs. — 
Patent  dated  December  3,  1861. — The  curved  beams  are  designed  to  throw  the  strain  or  pull 
down  and  lessen  the  draught  of  the  implement  To  the  forward  part  of  the  outer  beams  aiB 
secured  bent  arms,  to  which  the  wheels  are  attached,  and  by  means  of  a  slotted  bar  and  set 
screw  the  position  of  the  wheels  is  regulated,  so  as  to  determine  the  depth  of  the  ploughs  in 
the  ground.  By  means  of  a  lever  attached  to  one  of  the  arms  the  ploughs  may  be  raised 
dear  from  the  ground  by  the  driver. 

Claim. — First,  the  curved  beams  A,  when  used  in  connexion  with  a  gang  plough,  or  a  series 
of  ploughs,  connected  together  by  cross-bars  B  B  B',  constructed  and  operating  as  and  for  the 
purpose  set  forth. 

Second,  the  arrangement  of  the  arms  G,  wheels  I,  and  the  lever  J,  when  attached  to  the 
right-hand  arm  G,  and  connected  to  the  central  beam  A,  as  and  for  the  purpose  set  forth. 

No.  33,852. — C.  G.  Sargent,  \)f  Graniteville,  Mass. — Improvement  in  Machines  for  Clean- 
ing Fibrous  Materials. — Patent  dated  December  3,  1861. — ^The  case  containing  the  comb- 
bating  cylinder  is  constructed  so  that  no  air  can  enter  except  a  small  quantity  under  the  feed 
rolls  and  at  the  opening  under  the  guard  cylinder.  The  material  being  fed  upon  tbe  apron, 
is  carried  forward  to  the  feeding  rolls,  which  pass  it  to  the  comb  cylinder,  by  which  the  tibrcs 
are  combed  out  and  straightened,  the  dust  and  light  dirt  being  carried  through  the  perforated 
lining  on  the  top  of  the  cylinder  and  blown  off  by  the  fan. 

Claim. — Picking  the  fibre  at  the  front  and  rear  of  the  machine,  in  combination  with  two 
inrushing  currents  of  air,  substantially  as  described. 

Also,  in  combination  with  the  picking  of  the  fibre  at  the  front  and  rear  of  the  machine,  and 
the  two  inrushing  currents  of  air  for  carrying  the  lighter  impurities  up  into  the  machine,  the 
two  passages  immediately  below  the  picking  points  lor  the  grosser  impurities  to  fall  into,  sub- 
stantially OS  described. 

Also,  in  combination  with  the  main  cylinder  D  and  the  toothed  cylinder  I,  the  guard  cylin- 
der J,  in  connexion  with  the  open  space  leading  into  said  cylinder  D  for  the  air  to  pass 
in,  substantially  as  and  for  the  purpose  described. 

Also,  in  combination  with  an  exhaust  fan,  arranged  over  the  machine,  and  the  air  passages 
leading  to  it  from  the  front  and  rear  of  the  machine,  for  carrying  off  the  lighter  impurities, 
and  the  passages  below  for  the  grosser  impurities  to  fall  into,  the  cyhnders  J  I  M,  for  the 
double  purpose  of  closing  that  part  of  the  machine  against  the  admission  of  air,  and  for  sepa- 
rating and  carrying  out  at  different  points  or  places  the  cleaned  fibre,  the  dust,  and  the  grosser 
impurities,  without  allowing  them  to  mingle  after  they  are  once  separated,  substantially  as 
described. 

No.  33,853.— John  Scheeper,  of  New  York,  N.  Y. — Improvement  in  Combined  Carriage 
Lantern  and  Axle  Lubricator. — Patent  dated  December  3,  1861. — This  invention  consists  in 
attaching  a  lantern  to  the  front  axle  of  a  carriage,  which  is  provided  with  a  reservoir,  so  coi>- 
structed  as  to  automatically  supply  oil  to  lubricate  the  axle  bearings  and  at  the  same  time  feed 
the  lantern. 

Claim. — First,  feedmg  a  carriage  lantern  and  axle  bearing  with  oil  from  the  same  reservoir, 
iQibstautially  as  described  for  the  purpose  set  forth. 

Second,  the  reservoir  E,  screw  cap  J,  horizontal  perforated  tube  F,  screw  nuts  b  c,  tube  «, 
collar  C,  and  axle  bearing  B,  when  combined,  arranged,  and  operating  in  the  manner  described. 
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No.  33,854— S.  J.  Seely,  of  Brooklyn,  N.  Y.— Improvement  in  Portable  Body  Battery.^ 
Patent  dated  December  3,  1861. — ^This  invention  consists  of  a  portable  battery,  to  be  carried 
by  a  foot  soldier  upon  the  front  of  his  body,  and  to  be  fired  from  that  position,  or  upon  tho 
breast  of  the  horse  of  a  cavalry  soldier,  to  be  fired  by  the  rider.  A  series  of  breech-loading 
pistol  barrels  are  attached  to  a  plate,  which  serves  the  double  purpose  of  securing  tho  barrels 
of  the  battery  in  place  and  of  protecting  the  vital  parts  of  the  body  of  the  wearer  from  shot. 
The  whole  number  of  barrels  of  the  battery  may  be  fired  instantaneously,  by  means  of  kn 
acrrangement  of  communicating  apertures,  upon  the  explosion  of  a  single  percussion  cap,  or 
each  adjoining  barrel  after  the  first  may  be  fired  by  the  firing  of  the  preceding  barrel. 

Claim, — First,  the  general  arrangement  of  the  portable  battery,  constructed  and  operated 
as  shown  and  describe. 

Second,  the  use  of  the  breast  or  body  plate  A,  in  combination  with  the  series  of  barrels  B, 
for  the  purposes  set  forth. 

Thira,  the  combination  of  the  breast  or  body  plate  A  with  tho  breastplate  F,  as  shoAvn, 
whereby  the  series  of  barrels  B  can  be  loaded  readily  from  the  breech  by  the  wearer  and  opera- 
tor of  the  battery,  as  described. 

Fourth,  the  use  of  the  arrangement  of  tho  apertures  communicating  firom  tho  first  to  the 
last  of  the  series  of  barrels  B,  as  described,  by  which  the  whole  of  the  series  of  barrels  are 
fired  by  the  explosion  of  a  single  percussion  cap  or  wafer,  (avoiding  the  necessity  of  using  a 
train  or  fuze  to  effect  that  purpose, )  as  set  forth. 

No.  33,855.— F.  B.  Stevens,  of  Weehawken,  N.  3 .—Improvement  in  Cut-Off  Valve  Mo- 
tion,— Patent  dated  December  3,  1861. — This  invention  consists  in  certain  additions  to  the 
valve  motion  patented  by'B.  L.  and  F.  B.  Stevens,  January  25,  1841,  and  have  for  their 
object  raising  tne  eduction  valves  more  rapidly  than  they  are  commonly  raised;  and  also  to 
produce  the  same  effect  as  that  of  the  addition  of  Stevens's  cut-off,  known  as  the  **Gags,"  by 
placing  hinge  pieces  on  the  top  of  the  tappets  that  work  the  induction  valves,  which  hinge 
pieces  are  worked  by  small  tappets  placed  on  the  hollow  rock  shaft. 

Claim. — First,  setting  the  tappets  that  work  the  eduction  valves  on  the  same  shaft,  and  at 
or  near  the  same  an^le  of  depression  that  the  tappets  of  Stevens's  cut-off  are  set,  so  that  the 
eduction  valves  can  oe  lifted  at  the  same  speed  that  the  induction  valves  are  lifted  by  Stevens's 
cut-off. 

Second,  the  hinge  pieces  E  F  G  and  H,  hinged  at  the  ends  of  the  tappets  ABC  and  D, 
and  raised  and  lowered  by  the  small  tappets  L  M  N  and  O,  these  small  tappets  being  attached 
to  the  hollow  rock  shaft  I  placed  over  tne  rock  shaft  d,  and  worked  by  the  eccentric  motion 
that  works  the  eduction  valves  in  Stevens's  cut-off,  as  commonly  constructed. 

No.  33,856.— F.  B.  Stevens,  of  Weehawken,  N.  J,— Improved  Condenser  for  Steam  En- 
gines,— Patent  dated  December  3,  1861. — The  nature  of  this  invention  will  be  understood 
from  the  claim. 

Claim. — First,  the  combination  of  a  surface  or  external  condenser  with  a  cooler,  so  that  a 
part  of  the  steam  is  condensed  by  external  condensation  and  a  part  by  the  injection  of  water 
withdrawn  from  the  condenser  and  cooler  after  having  been  cooled  there. 

Second,  the  combination  of  a  surface  or  external  condenser  placed  between  the  side  pipes 
and  the  ordinary  condenser  of  a  steam  engine,  with  a  cooler  for  cooling  the  water  from  the 
hot  well ;  this  cooler  being  placed  between  the  hot  well  and  the  ordinary  condenser,  so  that 
the  steam,  after  being  partially  condensed  by  the  external  condenser,  is  then  further  con- 
densed by  means  of  tne  injection  of  the  cooled  \^ater  from  the  hot  well  into  the  ordinary  con- 
denser, the  surface  of  both  external  condenser  and  cooler  being  cooled  by  the  application  of 
water. 

No.  33,857. — ^F.  B.  Stevens,  of  Weehawken,  N.  J. — Improved  Condenser  for  Steam  En- 
gines.— I*atent  dated  December  3, 1861. — ^This  invention  consists  in  forming  the  condenser  or 
cooler  in  a  series  of  parallel  rectangular  passages  by  plates  of  cast  iron,  the  water  to  be  cooled 
or  the  steam  to  be  condensed,  being  maae  to  pass  through  certain  of  the  passages,  while  the 
cooling  water  is  made  to  pass  through  the  others  in  a  current  at  right  angles  to  the  current  of 
the  water  to  be  cooled  or  the  steam  to  be  condensed,  and  on  the  reverse  side  of  the  surface. 
The  current  of  the  water  to  be  cooled  is  reversed  and  made  to  pass  successively  through  two 
or  more  of  the  rectangular  passages.  In  the  pipes  that  convey  water  to  the  rectangular  pas- 
sages are  placed  guide  plates  in  such  a  manner,  that  the  water  may  be  conducted  into  each 
passage  in  equal,  or  nearly  equal,  quantity.  Between  every  two  apertures  is  formed  a  wedge 
or  bow  piece  for  the  purpose  of  preventing  the  water  from  being  impeded  by  stnking  against 
a  flat  surface  between  the  two  apertures.  Water  is  made  to  enter  the  vessel  by  means  of  two 
or  more  apertures  in  its  side. 

Claim. — First,  a  condenser  or  cooler  for  steam  engines,  formed  by  a  series  of  parallel  rco- 
tongular  passages  6  6  6,  through  which  the  steam  to  be  condensed  or  water  to  be  cooled 
passes,  while  the  current  of  the  cooling  water  is  made  to  pass  through  the  passages  a  a  a  on 
the  reverse  side  of  the  surface,  and  in  a  current  at  right  angles  to  the  current  of  the  steam  to 
be  condensed  or  water  to  be  cooled,  and  forming  these  passages  by  means  of  the  rectangular 
metallic  plates  eee^  made  separately,  and  bolted  together  by  the  bolts  e  «  e,  or  cast  together 
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as  shown  in  figures  V,  YI,  VU,  and  YIII.  Also  two  or  moro  of  these  condensers  combined 
into  one,  by  being  attached  to  each  other  by  the  screw  bolts  0  0  0. 

Second,  reversing  the  current  of  the  water  to  be  cooled  by  means  of  the  cap  pieces  r  and  s, 
so  that  it  may  be  made  to  flow  in  succession  through  two  or  more  of  the  rectangular  pas- 
sages b  h. 

Third,  the  guiding  plates  K  K  K,  as  a  means  of  guiding  the  water  into  the  rectangulBr 
passages,  so  that  it  may  be  equally  distributed. 

Fourth,  the  deflecting  pieces  A  A  A,  so  arranged  as  to  gently  deflect  the  cooling  water  into 
the  rectangular  apertures  a  a  a. 

Filth,  two  or  more  apertures  ttt  made  through  the  side  of  the  vessel  or  ship,  in  combination 
with  the  condenser  or  cooler,  and  also  in  the  same  combination  with  the  sloping  recesses  u  «. 

Sixth,  in  combination  with  the  condenser  or  cooler,  the  pipe  H,  turned  upwud  as  a  device 
to  render  the  condenser  or  cooler  accessible  without  the  intervention  of  a  cock  or  valve;  also, 
the  small  pipe  and  cock  Y,.  connecting  the  pipe  at  or  near  the  sunmiit  of  the  turn  with  the 
interior  of  the  condenser. 

No.  33,858.— F.  B.  Stevens,  of  Weekawken,  N.  J. —Improvement  in  Cut- O/T.— Patent 
dated  December  3,  1861. — ^This  invention  consists  in  certain  additions  to  the  valve  motion 
patented  by  R.  L.  and  F.  B.  Stevens,  January  25,  1841.  An  additional  rock  shaft  is  con- 
nected with  the  exhaust  rock  shaft,  so  that  its  motion  is  identical,  and  upon  this  additional 
rock  shat\  are  placed  toes  or  tappets  that  work  against  additional  feet  placed  on  the  in- 
duction valve  lilting  rods.  By  means  of  screws  and  nuts,  in  connexion  with  the  tappets,  ibe 
steam  may  be  cut  otf  at  some  point  between  that  at  which  Stevens's  cut-off  is  set  and  the  fall 
stroke  of  the  piston. 

Claim. — Adding  to  Stevens*»  cut-off  the  shaft  A,  and  tappets  £  and  F,  the  lifters  Q  and  R, 
the  hinge  pieces  O  and  P. 

Also,  adding  the  right  and  left  handed  screw  H,  working  the  nuts  I  and  E  backward  and 
forward,  and  elevating  and  depressing  the  tappets  £  and  1 . 

No.  33,859.— Emil  Tritten,  of  Philadelphia,  V&.— Improvement  in  Lamjy«.— Patent  dated 
December  3,  1861. — In  connexion  with  the  wick  tube  is  used  a  perforated  sliding  cap,  fitted 
upon  the  wick  tube  by  means  of  a  non-conducting  connexion,  for  the  purpose  of  burning  coal 
oil  without  a  chimney,  and  admitting  of  a  ready  adjustment  for  burning  coal  oils  of  different 
grades. 

Claim, — ^The  sliding  cap  C,  formed  of  a  lower  conical  part  a,  surmounted  by  a  deflector  h, 
said  parts  being  perforatea,  and  the  cap  connected  with  the  wick  tube  B,  by  having  the  latter 
pass  through  the  bottom  e  of  the  former,  substantially  as  andVor  the  purpose  set  forth. 

Also,  having  the  bottom  e  of  the  cap  C  constructed  of  wood  or  other  substance,  which  is  a 
g^ood  non-conductor  of  heat,  when  said  cap  is'used  in  combination  with  the  wick  tube  B,  and 
ail  arranged  as  and  for  the  purpose  specified. 

No.  33,860.-1.  B.  Turner,  of  Jacksonville,  HI— Improvement  in  Cultivmtors.—Taieat 
dated  December  3,  1661. — This  machine  is  designed  to  plough,  roll,  and  pulverize  the  ground 
at  the  same  time. 

Claim. — ^First,  in  combination  with  a  main  frame,  supported  on  and  carried  by  a  drum  B, 
on  one  side  serving  as  a  roller  and  a  wheel  G,  on  the  opposite  side  a  hinged  plough  firame  D, 
controlled  by  said  main  frame,  substantially  as  described. 

Also,  the  combination  of  the  pivoted  levers  E  P  with  a  horizontally  hinged  tongue  O,  so 
that  the  driver,  from  his  seat,  may  change  the  line  of  draught  and  the  direction  ot  the  ma- 
chine, substantially  as  set  forth. 

Also,  the  an^arly  shaped  brace  n,  for  holding  the  mould  board  to  the  brace  at  its  upper 
portion,  when  jt  also  admits  of  having  the  unobstructed  space  between  the  mould  board  and 
the  brace,  as  at  A,  for  the  purpose  as  described. 

Also,  fastening  the  mould  boards  to  the  plough  frame  by  means  of  the  cross  braces  t  j, 
brace  n,  and  staple  m,  with  its  key,  in  the  manner  and  for  the  purpose  described. 

Also,  the  removable  extension  piece/,  in  combination  with  the  mould  board,  for  the  purpose 
described. 

No.  33,861.— Washinoton  Whitney,  of  Baldwinsville,  M^s.—hnoroted  Clothes 
Wringer. — Patent  dated  December  3, 1861. — ^This  invention  consists  inametinod  of  applying 
an  India-rubber  spring  to  the  rollers,  for  the  purpose  of  regulating  the  degree  of  pressure  upon 
the  clothes  which  pass  between  them. 

Claim. — ^The  described  wringing  machine,  having  its  rolls  B  and  C  drawn  together  by  the 
spring  G,  which  is  pivoted  at  one  end  to  the  frame,  and  Is  compressed  by  an  attachment  g  to 
the  upper,  as  set  forth,  for  the  purpose  specified. 

No.  33,862.— W.  A.  Wood,  of  Hoosick  Falls,  N.  Y.— Improvement  in  Harvesters.— Ptktent 
dated  December  3,  1861. — ^This  invention  consists  in  uniting  the  finger  bar  to  a  bent  bar  at 
or  near  Uie  line  of  the  centre  or  axle  of  the  drive  wheel,  said  bent  bar  being  in  turn  hinged 
by  rods  to  the  stubble  side  of  the  main  frame,  so  that  it,  as  well  as  the  finger  bar,  may  rise 
and  Ml,  or  be  raised  up  and  held  or  let  down,  at  pleasure,  by  the  operator,  from  his  seat. 
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Claim. — Connecting  a  short  finger  bar  to  the  bent  bar  E,  at  or  near  the  line  of  the  axle  or 
centre  of  the  main  dnving  wheel,  in  combination  with  the  hinging  of  said  bent  bar  to,  or 
near  to,  the  stubble  side  of  the  main  frame  by  rods  or  braces,  snbstantiallj  in  the  manner 
and  for  the  purpose  described. 

No.  33,803. — J.  A.  Woodbury,  of  Boston,  Mass. — Improvement  in  Projectiles  for  Smooth- 
bored  Ordnance. — Patent  dated  December  3,  1861. — The  external  oblique  channels  by  which 
rotation  is  imparted  to  the  shot  are  formed  of  the  greatest  depth  at  the  greatest  diameter  of 
the  «hot,  and  decreasing  gradually  in  depth  towards  the  front  and  rear,  in  order  to  present 
the  smallest  possible  area  of  resistance  to  the  passage  of  the  shot  through  the  air. 

Claim. — ^First,  channelling  or  ffroovinff,  in  the  manner  explained,  the  surface  of  an  elon- 
gated projectile,  tapering  toward  both  ends,  for  the  purpose  of  producing  the  greatest  rotative 
lorce  with  the  least  possible  atmospheric  resistance. 

Second,  the  use  of  a  sabot,  spirally  or  obliquely  winged  or  grooved,  so  as  to  receive  rota- 
tion by  the  action  of  the  gases  escaping  in/the  act  of  firing  in  the  described  combination,  with 
a  projectile  spirally  winged  or  grooved  in  the  opposite  direction,  so  as  to  receive  a  correspond- 
ing rotation  by  the  action  of  the  atmosphere  during  its  flight. 

No.  33,8G4.— Suspended. 

No.  33,865.— L.  R.  Carpenter,  assignor  to  Himself  and  S.  K.  Williams,  of  Lancaster, 
O. — Improvement  in  Carriage  Brakes. — Patent  dated  December  3,  1861. — ^This  invention  is 
explained  by  the  claim. 

Claim. — Hanging  or  arranging  the  shaft  that  winds  the  chain  and  applies  the  brake,  sub- 
stantially as  descried,  so  that  wnen  the  fore  end  of  the  pole  or  perch  is  depressed  in  descend- 
ing a  hill,  the  roller  S  will  swing  against  the  wheel  or  hub  and  be  turned,  so  as  to  wind  the 
chain  and  apply  the  brake,  and  when  the  fore  end  of  the  pole  is  raised  the  wheel  will  swing 
from  the  hub  and  release  the  brake, 

Also,  the  cam  U  on  the  shaft  L,  for  the  purpose  specified,  substantially  as  described. 

No.  a3,866.— J.  B.  Clark,  administrator  of  D.  F.  Smith,  deceased,  assignor  to  A.  W. 
Smith,  of  Manchester,  N.  H. — Improvement  in  Fliers. — Patent  dated  December  3,  1861. — 
The  object  of  this  invention  is  to  wind  more  closely  and  evenly  the  thread  upon  its  bobbin, 
by  means  of  an  adjustable  presser  attached  to  the  flier.  The.  bobbin  having  oeen  placed  in 
the  flier,  the  latter  is  set  in  motion  with  the  thread,  and  by  the  revolution  of  its  flier  the  thread 
is  wound  on  its  bobbin,  and  the  arm  of  the  presser,  flattened  at  its  end,  is  continually  held 
down  to  the  surface  of  the  bobbin  by  means  of  its  springs. 

Claim. — The  mode  of  regulating  the  pressure,  by  means  of  the  adjustable  spiral  spring  S 
connected  thereto,  substantially  as  described,  for  the  purposes  set  forth. 

No.  33,867.— W.  E.  Hatfield,  assignor  to  Reuben  Raden  and  George  Hall,  of  New- 
ark, N.  J. — Improvement  in  Machines  for  Sizing  Hat  Bodies. — Patent  dated  December  3, 
1861. — The  cisterns  which  contain  the  heated  liqvor  are  placed  between  a  crozing  board  or 
plank  and  the  sliding  and  lifling  plates  which  do  the  work.  The  upper  plate  is  provided  with 
corrugations  on  its  under  side,  and  to  this  plate  a  reciprocating  motion  is  eiven.  The  under 
plates  being  fast  in  a  frame,  are  arranged  to  be  lifted  by  the  foot  of  the  workman  to  the  upper 
movmg  plate,  so  that  the  amount  of  pressure  may  be  duly  related. 

Claim. — ^The  combination  of  the  plates  C  and  H,  having  either  smooth  or  roughened  sur- 
faces, with  the  cisterns  and  crozing  planks,  the  whole  being  constructed  and  operated  sub- 
stantially as  and  for  the  purpose  specified. 

No.  33,868.— B.  B.  Hill,  assignor  to  Himself  and  H.  R.  Gardner,  of  Chicopee,  Mass.— 
Marking  Brand. — Patent  dated  December  3, 1861. — ^This  invention  is  explained  by  the  claim 
and  engraving. 

Claim. — ^A  marking  brand  a,  case  c,  open  on  one  side  to  receive  the  letter  A  for  the  purpose 
of  providing  proper  flanges  d  for  holding  the  letters  and  bosses  K,  for  securing  the  cap  e,  with 
the  letters  in  place,  substantially  as  and  for  the  purpose  described. 

No.  33,869. — S.  G.  Rice,  assignor  to  Himself  and  Hezekiah  Dodge,  of  Albany,  N.  Y.— 
Improvement  in  Sash- Fasteners. — Patent  dated  December  3,  1861.— A  toothed  wheel  is  so 
placed  that  its  cogs  shall  project  just  beyond  the  outer  edge  of  the  sash  frame  and  fit  in  the 
rack  at  the  side.  The  movement  of  the  wheel,  is  controlled  by  a  bent  lever  kept  in  position 
by  a  spring,  by  which  means  the  sash  is  held  at  an^  desired  height. 

Claim. — ^The  rotary  catch  B,  in  combination  with  the  ratchet  R  and  the  stop  lever  L,  for 
the  purposes  set  fortli,  and  substantially  as  set  forth  in  the  specification. 

No.  33,870.— J.  B.  Williams,  of  Williamstown,  N.  J.,  assignor  to  Hunself  and  J.  M. 
Moore,  of  Fisherville,  N.  J. — Improvement  in  Preserving  Vessels.-^VskiQni  dated  Decem- 
ber 3,  1861. — ^The  nature  of  this  invention  will  be  underst^>d  by  reference  to  the  engraving. 

Claim, — ^The  cover  H,  its  annular  flange  A,  the  annular  projection  i,  and  gum-elastic  ring 
I,  in  combination  with  the  tapering  mouUi  a  of  the  vessel  and  the  collar  6,  together  with  the 
yoke  Bf  or  ita  equiyalenty  the  whole  being  arranged  as  set  forth,  for  the  purpose  specified. 
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No.  33,871.— Joseph  Wood,  assignor  to  Himself  and  Edward  W.  Serrell,  of  Red 
Bauk,  N.  J. — Improvement  in  the  Mode  of  Oiling  Journals, — Patent  dated  December  3, 
]8ol. — This  invention  consists  in  the  use  of  shavine^s  saturated  with  oil,  in  contact  with  the 
bearing:  or  journal  to  be  lubricated,  as  a  substitute  for  cotton  waste. 

Claim, — The  manner  specified  of  supplying  oil  or  lubricating  material  to  journals  by  the 
employment  of  the  material  described,  in  the  manner  and  for  the  purpose  set  forth. 

No.  3;j,  872. —Thomas  Bracher,  of  New  York,  N.  Y.— Improvement  in  Manvfaciuring 
Bonnets. — Patent  dated  December  3i,  1861. — ^This  invention  consists  in  arranging  and  coq>- 
binin?,  with  a  single  heated  former  of  the  desirod  shape,  a  stretcher  or  instrument  which 
shall  draw  and  hold  the  material  upon  the  former  until  it  is  sufficiently  dried  to  maintain  its 
shape. 

Claim. — ^The  combination  of  a  former  A,  of  the  desired  shape,  and  a  stretcher  or  upper  in- 
strument B,  constructed  and  operated  substantially  as  described,  to  draw  and  hold  the  material 
upon  the  former  while  being  shaped,  whereby  a  heated  upper  die  is  dispensed  with,  and 
bonnets,  hats,  &c,  are  mado  of  difierent  material  and  thicknesses  upon  the  same  former,  8iU>- 
stantially  as  set  forth  and  specified. 

No.  33,873. — Levi  Abbot,  of  Boston,  Mass. — Improvement  in  Gas  Regulators, — ^Patent 
dated  December  10,  1861. — This  invention  consists  in  making  the  regulating  valve  and  seal 
of  vulcanized  India-rubber,  which,  being  a  poor  conductor,  the  vapors  are  less  likely  to  con- 
dense upon  the  valve  and  seat  than  when  they  are  constructed  of  metal.  A  rod  projecting 
downward  from  the  valve  and  entering  a  cavity  in  the  regulating  screw  forms  a  guide  for 
the  valve  stem,  thus  dispensing  with  the  necessity  of  a  guide  across  or  above  the  v^ve  8eat» 
and  obviating  the  obstruction  which  is  offered  to  the  gas  by  the  cross-bar  which  supports  such 
guide. 

Claim. — First,  the  construction  of  the  valve  and  valve  seat  of  a  gas  regulator  of  vulcanized 
India-rubber,  substantially  as  and  for  the  purpose  specified. 

Second,  forming  a  guide  for  the  valve  stem  withm  the  reg^ating  screw  E,  applied  at  tha 
bottom  of  the  stem,  substantially  as  specified. 

No.  33,874.— J.  R.  Baylts,  of  Balthnore,  Md.— /wiproticd  Double  Cone  Marine  PropelUr,— 
Patent  dated  December  JO,  1861. — A  series  of  ocurs  which  are  set  at  an  equal  distance  apart 
are  attached  to  each  end  of  a  cone-shaped  hub  upon  the  shaft,  so  that  the  oars  of  each  set . 
alternate.  The  oars  are  wider  at  their  outer  ends  than  at  the  centre  of  the  cone  and  are  set 
obliquelv,  the  angle  of  one  set  being  the  reverse  of  the  other.  As  the  ends  of  one  set  of  the 
oars  strike  the  water  the  latter  is  forced  between  the  blades  to  the  centre,  and  thence,  by  tha 
spiral  motion,  is  forced  from  the  centre  between  the  blades  of  the  other  set  of  oars,  thereby 
increasing  the  speed  of  the  propeller.  By  reversing  the  motion  of  the  shaft  a  backward  mo- 
tion can  easilv  be  given  to  the  ooat. 

Claim, — ^The  construction  of  a  double  cone  propeller,  having  its  oars  or  blades  constructed 
and  when  arranged  relatively  to  the  hub  Ot  axis,  substantiaUy  as  and  for  the  purpose  described. 

No.  33,875. — Edwin  Bowen,  of  Meriden,  Conn.— /morprewicnt  t«  Mode  of  Securing 
Chimneys  to  Lamps, — ^Patent  dated  December  10,  1861. — ^This  invention  consists  in  the  em- 
ployment of  a  slide  placed  horizontally  in  the  lamp  top  and  provided  at  one  end  with  a  hook 
or  catch,  the  slide  having  a  spring  applied  to  it  near  its  centre.  By  means  of  the  spring,  one 
end  of  which  bears  against  the  wick-tube,  the  slide  is -drawn  inwards  and  the  catch  brought 
over  the  chimney  flange,  so  as  to  secure  it.  The  chimney  is  released  by  pressing  a  button 
on  the  sUde  opposite  the  hook. 

Claim, — The  slide  D,  fitted  horizontally  in  the  lamp  top  A,  provided  with  a  hook  a  at  on© 
end,  and  having  a  spring  £,  bearing  or  acting  against  it  within  the  top,  substantially  as  and 
for  the  purpose  set  forth. 

No.  33,876.— L.  W.  BrOadwell,  of  St,  Petersburg,  Russia.— /fn/yrovemenf  in  Breech- 
Loading  Ordnance, — ^Patent  dated  December  10,  1861.— The  sliding  breech-block  fits  within 
a  mortise  cut  for  its  reception  in  the  breech  of  the  gun,  and  is  raised  and  lowered  by  means 
of  a  transverse  shaft  havmg  two  arms,  which  are  connected  with  the  breech-block  by  means 
of  two  links  and  pins.  The  arms  and  links  work  in  narrow  mortises  provided  for  them  in 
the  back  part  of  the  breech-block,  and  operate  as  a  toggle  when  the  block  is  raised  above  the 
bore,  the  arms  and  links  being  in  line  with  each  other.  When  the  block  is  closed  the  arms 
and  links  fold  together. 

Claim, — ^The  employment  for  elevating  and  depressing  the  breech-block  B,  for  opening  and 
dosing  the  breech,  of  shaft  g^  arms  h  A,  and  links  i  »,  the  whole  combined,  arranged,  and 
operatmg  substantially  as  specified. 

No.  33,877.— L.  J.  Chateau,  of  Paris,  France. — Improved  Machine  for  Breaking  Subsoil. — 
Patent  dated  December  10,  1861. — ^The  **  breaking  instrument"  consists  of  a  block  of  iron 
in  which  are  inserted  three  angular,  pomted  teeth,  inclined  downwards.  The  block  is  covered 
with  a  piece  of  wood,  and  the  heads  of  the  teeth,  which  are  provided  with  nuts,  project 
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through  it.  The  block  is  attached  to  the  car  frame  by  a  jointed  pole,  one  end  of  which  is 
fastened  to  the  front  cross-beam  of  the  frame  by  an  axle  bolt,  thus  allowing  its  angle  of  incli- 
nation to  be  varied,  and  thereby  regulating  the  depth  to  which  the  teeth  penetrate.  The  regu- 
lator is  a  flat  bar  of  iron,  which  is  attached  to  the  pole  by  a  head, and  bolt,  and  extends  up 
to  the  frame  near  the  axle,  where  it  is  fastened  by  passing  up  through  a  hole  in  the  bar.  By 
having  several  holes  made,  the  inclination  of  the  bar  can  be  varied.  The  teeth  are  raised  from 
the  ground  by  a  cord  attached  to  a  winch  on  the  rear  part  of  the  frame. 

Claim. — First,  the  breaking  instrument,  constructed  and  arranged  as  specified. 

Also,  connecting  the  breaking  instiniment  with  the  carriage  by  means  of  a  compound  reach- 
pole,  as  described. 

Also,  in  combination  therewith  the  regulator*,  in  the  manner  and  for  the  purposes  set  forth; 
and  further,  in  combination  with  the  apparatus  specified,  the  hoist  for  elevating  the  breaking 
apparatus,  as  described. 

No.  33,878.— John  De  Long,  of  Monroe,  Wis^— Improved  Washing  JlfacAinf.— Patent 
dated  December  10,  18<>1. — ^The  wash-box  contains  a  frame  made  in  two  parts,  hinged  to- 
gether near  one  end.  The  under  side  of  the  frame  is  provided  with  staples  to  which  rods  are 
applied,  so  that  the  rubber  may  be  adjusted  at  different  angles.  The  frame  is  provided  with 
an  axle  or  pins  at  either  side,  so  as  to  allow  it  to  oscillate  and  cause  the  rubber  to  be  moved 
over  the  clothes. 

Claim. — The  employment  of  the  adjustable  hinged  frame  B,  forming  both  a  lever  and  rub- 
ber, when  constructed  and  arranged  to  operate  with  the  box  A,  as  and  for  the  purpose 
specified.  ' 

No.  33,879.— H.  H.  Dickinson,  of  Hartford,  Conn.— Attachment  to  Kerosene  Lamps,— 
Patent  dated  December  10,  1861. — ^The  object  of  this  invention  is  to  obtain  a  simple  device 
which  can  be  applied  to  any  lamp  having  a  round  wick-tube,  to  adapt  it  for  burning  coal  oil 
without  a  chimney,  and  the  invention  consists  in  the  application  of  a  thimble  attachment  to 
the  wick-tube  of  a  larger  diameter  than  the  said  tube  for  the  purpose  of  allowing  a  free 
circulation  of  air  to  the  flame.  The  upper  portion  of  the  thimble  is  of  conical  form,  and  it  is 
also  provided  with  slitted  interstices  alteraating  with  points. 

Claim. — The  adjustable  tube  or  tljimble  C  surrounding  the  round  wick-tube  of  an  ordinary 
lamp,  suid  thimble  being  of  conical  form  at  top,  and  having  points  h  e  and  interstices  a  doi 
top  and  bottom,  operating  in  the  manner  described  for  the  purpose  set  forth. 

No.  33,880. — G.  D.  DOWS,  of  Boston,  Mass. — Improved  Soda  Apparatus,  combined  with 
an  Ice  Cutter.— V&teut  dated  December  10,  1861. — In  the  end  of  the  ice  box  is  a  vertical 
cylinder  provided  with  an  ice  cutter  extending  the  whole  length  of  the  cylinder.  Vpdli  the 
top  of  the  cylinder  is  placed  a  toothed  wheel  which,  through  a  series  of  gearing,  is  made  to 
operate  screw  shafts  on  each  side  of  the  ice  box,  nassing  through  nuts  attached  to  the  follower, 
which  consists  of  a  metal  plate  nearly  fitting  the  box.  As  the  ice  is  cut  off,  the  follower  keeps 
it  close  against  the  ice  cutter.  Underneath  tho  ice  box  is  the  cream  chest,  provided  with  an 
eduction  pipe  opening  in  the  vertical  cylinder,  thus  allowing  the  cream  to  be  added  at  the 
same  time  the  tumbler  is  filled  with  ice. 

Claim. — The  arrangement,  for  cutting  ice,  of  one  or  more  cutters  placed  in  a  vertical  cylin- 
der, when  the  same  are  so  arranged  as  to  permit  the  passage  downward  of  the  ice,  and  are  in 
combination  with,  substantially,  the  screw  shafts  T  and  S,  nuts  X  X,  and  follower  Y  Y. 

Second,  the  arrangement  of  the  ice  cutter  substantially  as  and  for  the  purpose  described, 
when  the  same  is  in  combination  with  the  enveloping  chest  A  A  A  A,  simp  vessels  B  B,  aad 
cream  chest  H. 

Third,  the  combination  of  the  cream  chest  Hz,  the  enveloping  chest  A  A  A  A,  the  ice  chest 
C  C  C  C,  and  sirup  vessels  B  B,  ail  arranged  substantially  as  and  for  the  purpose  described. 

No.  33,881.— Jacob  Early  and  J.  B.  Parvin,  of  Hightstown,  N.  J.— Improvement  in 
Seeding  Machines. — Patent  dated  December  10,  1861. — Between  the  stationary  cut-off  bru»h 
and  the  perforated  bottom,  whose  perforations  correspond  to  the  distances  between  the  bristles 
on  the  brush,  is  placed  tho  reciprocating  slide  formed  of  two  perforata!  plates,  the  longitu- 
dinal adjustment  of  which,  varies  the  size  of  the  openings,  and  thus  regulates  the  quantity  of 
seed  sown.    The  oblique  braces  which  are  placed  between  the  bars  are,  near  their  extremities, 

Eafallel  with  the  latter,  and  at  that  point  one  arm  of  the  V-shaped  plough  standard  is  pivoted 
y  a  wooden  pin.    The  other  arm  of  the  plough  standard  is  attached  by  a  crank  to  a  lever  by 
which  the  ploughs  can  bo  raised  from  the  ground. 

Claim. — First,  the  recij^rocating  slide  G,  formed  of  two  adjustable  perforated  plates  e  f,  in 
combination  with  the  stationary  cut-off  brush  F  and  perforated  bottom  c  of  the  seed  box  E, 
all  arranged  as  and  for  the  purpose  set  forth. 

Second,  the  combination  and  arrangement  of  the  parallel  adjustable  bars  K,  oblique  braces 
L,  plough  standards  M,  and  lovers  N  N,  substantially  as  and  for  the  purpose  set  forth. 

No.  33,882.^J.  W.  Fawkes,  of  Decatur,  l\\.— Improvement  in  Steam  Plougfis.—Vateni 
dated  December  10,  18^1.- The  geared  drum  which  supports  the  machine  is  provided  at  each 
end  with  toothed  rims.    The  lower  of  the  two  rollers,  which  fomui  the  windlass  on  which  the 
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chains  or  ropes  attaching  the  plough  frame  to  the  machine,  are  wound,  is  also  provided  at  e«ch 
extremity  with  gt^ars.  The  shitting  wheels,  gearing  with  wheels  .at  each  extremity  of  tfai 
main  driving  shaft  of  the  engine,  are  mounted  on  a  snaft  which  rests  in  segmental  beariop, 
moving  in  segmental  guides  on  each  side  of  the  frame,  and  by  means  of  a  lever  in  reach  oi 
the  driver,  can  be  thrown  into  gear  either  with  the  toothed  rims  of  the  traction  drum  or  tla 
geared  rollers.  By  thi.s  means  the  whole  power  of  the  engine  may  be  applied  either  to  pro- 
pelliufj  the  machine  forward,  the  plough  frame  in  the  mean  time,  if  desired,  remaining  n^ 
tionaiy,  and  the  attaching  ropes  unwinding;  or  else  the  power  may  be  applied  solely  to 
drawing  the  ploughs,  the  machine  being  kept  stationary  by  spuds  entering  the  ground  at  its 
sides.  One  chain  is  attached  directly  to  the  plough  frame,  the  other  to  the  bar  extending 
longitudinally  under  it  and  provided  with  a  screw  and  nut,  by  which  the  obliquity  of  tlw 
frame  can  be  adjusted. 

Claim, — First,  the  combination  for  the  purpose  of  ploughing,  ditching,  &c.,  by  steam,  of 
a  stationary  and  traction  engine,  windlass  attachment  and  plough  frames,  substantially  &• 
set  forth. 

Second,  the  peculiar  arrangement  of  the  geared  drum  B,  shifting  wheels  R  R,  and  g«ared 
rollers  Z'  Z",  which  form  a  windlass,  substantially  as  shown  and  described,  for  the  puipose 
of  readily  changing  the  engine  from  a  traction  to  a  stationary  one,  and  vice  versa,  when  said 
windlass  and  engine  are  used  in  combination  with  ploughs,  for  the  purpose  specified. 

Third,  the  adjustable  draught  bar  C  of  the  frame  B  ,  arranged  substantially  as  shown,  to 
admit  of  the  adjusting  of  the  frame  B\  for  the  purpose  specifi^. 

No.  33,883.— C.  J.  Glenn,  C.  Ball,  and  U.  I.  Hackett,  of  Unadilla,  Mich.— /w/wvw- 
ment  in  Stump  Extractors. — Patent  dated  December  10, 1861. — This  invention  consists  in  th» 
employment  of  two  levers,  in  connexion  with  cords  so  arranged  that  as  the  power  is  applied 
to  the  lower  lever  it  opcrat&s  to  draw  down  the  other  lever,  which  latter  can  again  be  nujird. 
and  the  chain  which  is  attached  to  the  sttmip  may  be  moved  by  degrees  untn  the  stomp  \$ 
extracted. 

Claim. — The  employment  of  the  levers  C  and  D,  the  cords  E  and  F,  the  block  O,  and  thi 
pulleys  a  a  d,  constructed  and  arranged  for  extracting  grubs  and  stumps,  substantially  as 
gpeciticd. 

No.  33,884.— W.  H.  G  WYNNE,  of  Brooklyn,  N.  Y  .--Improvement  in  Machinery  for  Ri/iag 
Gtt«;j.— Patent  dated  December  10,  J 86 1. — This  invention  consists  in  the  employment  of  • 
small  hydraulic  pump,  bpr  means  of  which  a  gun  can  be  rifled  without  moving  it  from  iti 
place  in  the  tield  or  fortincation.  Water  is  forced  through  a  pipe  into  the  gun  at  the  rear  of 
the  bore  against  a  piston  which  drives  the  rifling  shaft  forward,  with  its  cutters  and  ottoch- 
n^eu^s.  The  cutters  are  placed  upon  the  end  of^a  hollow  shaft,  within  which  latter  is  fitttd 
an  expanding  rod  against  which  the  cutters  rest.  As  the  expanding  rod  is  turned,  its  corneal 
ends  serve  to  dnve  out  the  cutters  against  the  inside  of  the  gun  to  any  desired  distance. 

Claim. — First,  the  direct  a{)plication  of  hydraulic  pressure  for  the  purpose  of  rifling  gnnt. 

Second,  the  combination  of  the  hollow  shafl  F,  expanding  rod  E,  cutters  D  D,  piAion  t\ 
the  whole  operating  substantially  as  described  and  shown. 

No.  33,885.— Thomas  Holmes,  of  Williamsburg,  N.  Y. —Improvement  in  Embalmimf." 
Patent  dated  December  10,  1861. — ^This  invention  consists  in  the  combination  of  a  regnlatmff 
spigot,  with  an  air  chamber  containing  a  piston,  cylinder,  eiocting  pipe,  valve,  and  di-^chal^ 
pipe,  which  are  placed  over  a  vessel  containing  a  fluid.  The  piston  pumps  up  the  fluid  oDd 
forces  it  through  the  ejecting  pipe  and  snigot,  which  operates  as  a  regulator,  into  a  discbarn 

Sipe,  which  is  inserted  into  and  fastened  to  an  artery  m  one  of  the  limbs  of  the  body.    Ias 
aid  is  thus  injected  through  all  the  vessels  of  the  aorta  and  veins  of  the  corpse. 
Claim. — ^Tho  combination  of  the  chamber  B,  enclosed  piunp  C,  and  rcgii^ting  stop-cock 
H,  iu  the  manner  and  for  the  purpose  stated.  I'-vw.* 

No.  33,886.— Benjamin  Hoyle,  of  Martin's  Ferry,  O.^Improvement  in  Tkreskifut  Jf*- 
cAiiie5.-i-Patent  dated  December  10,  1861.— This  invention  consists  in  arranging  a  nboa 
screen  and  fan  over  the  straw  carrier,  to  which  the  threshed  and  screened  grain  iselevai«d, 
when  it  is  re-fanned  and  delivered  from  the  machine  into  bags. 

Claim. — In  combination  with  a  threshing  machine,  the  combination  and  arrangement  of 
the  shoe  J,  screen  g,  and  fan  K,  over  the  straw  carrier,  to  re-screen  and  re-fan  the  grain  oiki 
deliver  the  tailing  to  the  threshing  cylinder,  substantially  as  described. 

No.  33,887.— W.  H.  Joeckel,  of  New  York,  N.  Y.— Improved  Seat  for  Rmlroad  Can 
and  Schools. — Patent  dated  December  10,  1861. — Underneath  the  seat  at  each  end  are  placed 
pendant  plates,  through  which  the  screw  by  which  the  seat  is  attached  to  the  support  pa«^«s. 
thus  allowing  the  seats  a  slight  tilting  motion.  The  side-pieces  are  also  pivoted  on  the  sMxm 
screws,  and  can  be  turned  to  either  side  of  the  seat,  the  ends  of  the  latter  being  receA5«d  to 
receive  the  lower  parts  of  the  side-pieces,  and  thereby  admit  of  the  lips  projecting  otct  tfat 
ends  of  the  seat  so  as  to  serve  as  bearings.  The  back-piece  is  made  of  two  rectaagniar 
frames  hinged  together,  and  is  swung  between  the  side-pieces  by  pifota  on  the  upper  fimBa, 
thus  affordmg  a  proper  support  in  eitEer  position  of  the  side-pieoes. 
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Claim. — First,  the  reversible  wdc-pieces  b  6,  attached  to  the  seat  supports  A  A,  at  the  poiQts 
specified,  in  connection  with  the  indei)endent  adjustable  rest  or  bacK  support  D,  anau^ed 
substantially  as  and  tor  the  purpose  set  forth. 

Second,  tne  combination  of  tne  side-pieces  b  6,  and  adjustable  seat  B,  attached  to  the  sup- 
port A  A,  and  arranged  to  operate  as  and  tor  the  purpose  set  forth. 

No.  33,883. — H.  W.  Johnson,  of  Athens,  Pa. — Improved  Washing  Machine, — Patent 
dated  December  10,  1831. — A  hollow  cylinder  rotates  in  a  semi-cylindrical  box,  the  inner 
side  of  which  latter  is  corrugated.  Each  end  of  the  shaft  of  the  cylinder  is  provided  with 
friction  rollers,  which  rest  upon  inclined  ways  on  the  inside  siirface  of  the  end  of  the  box, 
thus  allowing  the  cylinder,  when  the  clothes  accumulate  in  wads  or  knots  on  the  side,  to  yield 
upwardly  and  sideways.  Bearing  strips,  movinfg  in  vertical  guides  on  each  end  of  the  ways, 
rest  on  the  friction  rollers,  and  by  the  action  of  the  springs  eflfect  a  return  of  the  cylinder  to 
its  proper  position.  The  holding  bars  on  the  surface  of  the  cylinder  arc  for  the  purpose  of 
confining  by  one  end,  the  smaller  articles  to  be  washed,  the  other  end  being  curved  in  and 
out  of  the  cylinder  under  a  stationary  bar.  The  clamping  bars  are  omitted  at  one  point  of 
the  cylinder,  and  an  opcnmg  left  for  the  insertion  of  larger  articles. 

Claim, — First,  the  inclined  ways  b  b  and  friction  rollers  a,  in  combination  with  the  bearing 
strips  c  and  springs  /,  as  and  for  the  purpose  specified. 

Second,  the  clamping  and  statiouaiy  holding  bars  i  j  and  »n,  in  combination  with  the 
intervening,  comigatcd,  or  fluted  sections  A,  tis  and  for  the  purpose  set  forth. 

Third,  the  clamping  and  stationary  holding  bars  i  j  and  m,  in  combination  with  the  open- 
ing «,  in  the  cylinder,  as  described. 

Fourth,  the  hollow  cylinder,  with  its  opening  n,  in  combination  with  the  external  corruga- 
tions A,  and  the  concave  corrugated  or  fluted  bottom  B,  of  box  A,  as  and  for  the  purpose 
described. 

No.  33,889.— W.  C.  Kneeland,  of  Brooklyn,  N.  Y,— Improvement  in  Cigars.— Patent 
dated  December  10,  1861. — The  nature  of  this  invention  will  be  understood  from  the  claim. 

Claim, — A  smoking  cigar  produced  from  fine  cut  tobacco,  enclosed  first  within  a  tube  of 
silk  or  other  tasteless  and  inoaorous  materials,  and  afterward  covered  with  a  wrapper  of  to- 
bacco in  the  manner  described. 

No.  33,890  — ^Edward  Kirk,  jr.,  of  New  York,  N.  Y. — Improvement  in  Cook  Stoves. — 
Patent  dated  December  10,  1801. — This  invention  consists  in  connecting  the  smoke-pipe  col- 
lar with  one  of  the  lids  or  covers  of  the  pot-holes  of  the  stove,  and  so  arranging  the  dampers 
therewith  that  the  stove  may  bo  placed  with  its  back  against  the  flue,  and  project  into  the 
room  as  might  be  required  in  winter,  or  adjusted  with  one  side  against  the  flue,  so  as  to  avoid 
the  radiation  of  heat  in  summer. 

Claim. — Having  the  flanch  E,  which  receives  the  smoke-pipe,  formed  on  one  of  the  lids 
or  covers  D  of  the  pot-holes,  and  arranging  the  dampers  and  tlues  of  the  stove,  substan- 
tially as  shown,  or  in  an  equivalent  wa^-,  to  admit  of  a  direct  draught,  or  a  circuitous  one, 
around  the  oven  C,  in  either  positions  ot  the  lid  or  cover  B,  for  the  purpose  set  foith. 

No.  33,891.— P.  F.  Jones,  of  New  York,  N.  Y.— Improvement  in  Operating  Heavy  Guns.^ 
Patent  dated  December  10,  18G1. — Upon  the  platform  which  supports  the  gun,  and  concen- 
tric with  the  traverse  circle,  is  placed  a  cogged  circle.  A  little  in  front  of  the  rear  transom  of 
the  cha><hes  is  placed  another  transom,  and  these  two  aflford  bearings  for  a  shaft  which  is 
provided  at  its  rear  extremity  with  a  hand  wheel,  and  between  the  two  transoms  with  a 
pinion.  This  pinion  engages  with  a  cog  wheel  having  its  bearings  in  pendents  from  the 
transoms,  and  the  cog  wheel  engages  with  the  cogged  circle,  so  that  by  rotating  the  shaft 
the  gun  can  be  turned  in  any  direction.  The  cogged  semicircle  is  moved  by  the  wonn  on 
the  inclmetl  shall,  which  has  its  bearings  in  the  transoms  of  the  curriage,  and  is  operated  by 
a  hand  wheel.  By  this  means  the  gnn  is  elevated  and  depressed  with  the  expenditure  of  a 
very  little  power.  A  slotted  gauge  is  fixed  at  one  end  to  the  worm  rod,  and  is  held  in  proper 
position  by  a  double-headed  index  projecting  Irom  the  cascabel  through  the  slot,  i\ms  en- 
abling the  gunner  to  determine  at  a  glance  the  degree  of  elevation. 

Claim. — The  cog  circle  B,  in  combination  with  the  pinions  L  and  N,  or  cither  of  them, 
when  constructed  as  described,  and  used  in  connection  with  the  traverse  circle  A. 

Also,  the  cogged  semicircle  C,  attached  to  the  chase  or  neck,  and  to  the  cascabel  as  de- 
scribed, in  combination  with  the  worm  A',  as  and  for  the  purpose  set  forth. 

Also,  the  fixed  circular  slotted  scale  or  gauge  D,  when  <*nstructed  and  arranged  substan- 
tially as  specified. 

Also,  the  cogged  semicircle  C  and  worm  A',  in  combination  with  the  fixed  circular  slotted 
scale  or  gauge,  as  described. 

Lastly,  the  cogged  circle  B,  with  its  pinion  or  pinions,  in  combination  with  the  cogged 
semidicle  C  and  worm  A',  as  and  for  the  purpose  indicated. 

No.  33,892.— II ENRY  Kill  AM,  of  New  Haven,  Conn,— Improved  Stop  for  Coach  Doors,— 
Patent  dated  December  10,  18(>1. — The  object  of  this  invention  is  to  prevent  coa<-h  doors  from 
opening  beyond  a  certain  limit,  and  so  avoid  contact  with  the  back  wheel.     The  invention 
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consists  in  the  nso  of  a  cnrvod  metal  bar,  ono  end  of  which  is  attacbod  by  a  hinged 
joint  to  the  door,  and  the  other  end  is  attached  to  a  slide,  which  is  fitted  on  a  horizontal  rod  se- 
cnrod  to  a  rail  to  which  the  front  part  of  the  seat  is  attached,  the  rod  being  of  such  a  length  and 
placed  in  such  a  position  as  to  admit  of  the  door  opening  to  a  position  at  right  angles  with  the 
side  of  the  vehicle. 

Claim. — Tlie  curved  bar  F,  slide  O,  and  guide  rod  H,  arranged  as  shown,  and  applied  re- 
spectively to  the  door  A,  and  seat  rail  £,  as  and  for  the  purpose  set  forth. 

No.  33,893. — EuiJENE  Lacroix,  jr.,  of  Rouen,  France. — Improved  Marine  Propeller. — 
Patent  dated  December  .40,  1861. — The  claim  and  engraving  explain  the  nature  of  this 
invention. 

Claim. — ^The  combination  of  a  propeller,  mounted  on  a  sliding  frame,  as  set  forth,  so  as 
to  bo  raised  and  lowered  within  a  recess  in  the  stem  of  the  vessel,  so  that  said  sliding  frame 
shall  receive  its  support  from  the  sides  of  the  recess,  to  strengthen  and  brace  the  frame  and 
protect  the  propeller,  as  and  for  the  purpose  described. 

No.  33,894.— C.  W.  Lord,  of  New  York,  N.  Y.— For  a  Pen  and  Pencil  Com.— Patent 
dated  December  10,  1861. — The  obiect  of  this  invention  is  to  prevent  injury  to  the  point  of 
the  pens  or  pencils  while  carried  in  the  pocket  by  being  crowded  too  far  into  the  case. 

Claim. — A  pen-holder  and  pencil  case  having  metallic  conical  thimbles  b  arranged  in  the 
bottom  of  each  of  its  several  compartments,  when  constructed,  combined,  and  operating  in 
the  manner  and  for  the  purpose  set  forth. 

No.  33,895. —Lewis  Miller,  of  Canton,  O.— Improvement  in  Orain  and  Grass  Har- 
vesters.— Patent  dated  December  10,  1861. — ^The  nature  and  object  of  this  invention  will 
be  understood  from  the  claim. 

Claim. — First,  in  combination  with  the  main  frame  having  droping  ends,  a  tie  rod,  that 
may  serve  as  a  hinge  for  the  couplmg  arm  and  brace,  substantially  as  described  and  for  the 
purpose  set  forth. 

Also,  in  combination  with  the  widening  out  of  the  rear  portion  of  the  mean  frame  end  of 
the  finger  bar  a,  brace  m,  for  the  purpose  of  making  a  long  hinge  and  strong  connexion  be- 
tween the  finger  bar  and  coupling  arm,  without  the  use  of  an  intermediate  shoe,  substan- 
tiallv  as  described. 

Also,  in  combmation  with  a  finger  bar  that  is  made  in  two  sections  longitudinallv,  a  cut- 
ter and  cutter  bar,  also  made  in  sections,  so  that  the  finger-bar  and  cutters  may  be  shortened 
or  lengthened  for  cutting  grass  or  gram,  as  descnbcd  and  represented. 

Also,  in  combination  with  a  pivoted  or  hinged  track  clearer,  the  slot,  set  screw,  and  shoul- 
der, or  their  equivalent,  for  the  purpose  of  controlling  the  descent  of  the  track  cleai-er  while 
it  is  in  operation,  and  for  allowing  it  to  be  swimg  up  and  held  up,  out  of  the  way,jivheu  the 
machine  is  being  transported  from  place  to  place,  substantially  as  described. 

No.  33,896.— H.  W.  Miskintek,  of  Kingston  Klines,  IW.— Improved  Automatic  Gate.-- 
Patent  dated  December  lo,  1861. — The  gate  posts  are  so  attached- by  hnks  to  a  transverse 
rock-shaft  mounted  in  the  sides  of  the  box,  that  when  the  rock-shaft  is  partially  rotated  in 
one  duoction  the  gate  will  be  opened.  A  weighted  bar  is  attached  to  th0  rock-shaft  in  such 
a  manner  as  to  turn  it  back  to  its  first  position,  and  thus  cause  the  gate  to  close.  The  plat- 
forms on  each  side  of  the  gate  are  so  arranged  that  the  weight  of  any  ammal  or  vehicle  upon 
them  acis  on  the  tiansverse  rock-shaft  and  turows  the  gate  open.  The  hinged  vibrating  plank, 
when  depressed  by  the  weight  of  a  vehicle,  acts  on  levers,  which  elevates  the  rear  end  of  the 
locking  lever  and  allows  the  gate  to  open. 

Claim. — In  combination  with  the  gates,  the  mechanism  described  for  opening  and  closing 
them,  consisting  of  the  roek-shafls,  anns,  links,  and  weight,  constructed  and  arramred  as 
set  Jorth.  ^ 

Also,  the  hinged  vibrating  plank  at  the  end  of  the  platform,  in  combination  with  the  lovers 
e  «  andjocking  lever  a,  constructed  to  operate  as  described,  for  the  purpose  set  forth. 

No.  33,897.— Charles  MoirrAOUE,  of  Hartford,  Qonn.^Prtnting  Press.— Paieut  dated 
December  iO,  IH  >1. — The  larger  cylinder  contains  the  type  plate,  and  is  inked  by  rollers,  each 
of  which  furnishes  ink  of  a  different  color.  Each  roller  is  provided  at  its  ends  with  runs  or 
wheels,  which  tit  in»o  correspondmg  depressions  or  elevations  on  the  ends  of  the  larger  cyl- 
ind  r,  so  arranged  that  during  eaclh  quarter  revolution  of  the  latter,  one  of  the  rollers  only  is 
b. ought  agaiust  the  typo,  all  the  others  being  raised  from  contact  with  it;  by  this  means  the 
paper  on  the  smaller  roller,  which  is  arrangod  so  as  to  revolve  four  times  during  one  revolu- 
tion of  the  larger  cylinder,  is  printed  with  all  the  desired  colors. 

C/atm.— First,  the  combination  of  two  cylinders  for  letter-press  printing  in  different  colors, 
whereby  a  sheet  once  fed  to  the  small  cylinder  is  printed  with  vanous  colors  before  leaving 
the  prass,  for  Ihe  purpose  and  substantially  in  the  manner  described. 

Second,  interchangeable  ink  rollers,  in  combination  with  the  cylinders  A  B,  to  ink  the  dif- 
ferent forms  with  different  colors,  for  the  purpose  and  substantially  in  the  manner  described. 
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No.  33,898.— D.  A.  MOOR^  of  Syracuse,  N.  Y. — Improvement  in  Lamps. — Potent  dated 
December  10,  1861. — ^This  invention  consists  in  the  arrangement  of  an  internal  tube,  over 
which  passes  a  sliding  tube  extending  nearly  to  the  bottom  of  the  body  of  the  lamp,  the  latter 
tube  being  provided  with  a  tubular  wick,  and  having  also  attached  to  it  a  wure  or  metallic 
strip,  which  works  in  a  slit  in  the  internal  tube,  and  by  means  of  which  the  wick  is  raised 
and  lowered  to  regelate  the  flame. 

Claim. — The  entire  arrangement  for  raising  and  lowering  the  sliding  tube  and  wick,  for 
the  purpose  of  regulating  the  flame.  In  this  arrangement  I  include  the  slit  C  in  the  internal 
tube  B,  the  wire  or  metallic  strip  G,  the  attachment  of  this  wire  to  the  sliding  tube  D,  the 
concave  plate  I,  the  funnel  K,  for  guiding  the  wire  or  strip  through  the  aperture  in  the  plate. 

No.  33,899.— -Charles  Morrill,  of  New  York,  N.  Y, ^Improvement  in  Bit  Braces.— 
Patent  dated  December  10,  1861. — To  the  bit  head  is  secured  a  cam,  which  is  caused  to  fit 
into  a  recess  in  the  shank  of  tho  bit,  where  it  is  held  in  position  by  means  of  a  flat  spring 
secured  to  the  bit  head. 

Claim. — ^The  bit-brace  head  A  and  cam  B,  in  combination  with  the  spring  D,  as  described, 
for  the  purpose  specified. 

Ko.  33,900. — C.  L.  Pascal,  of  Philadelphia,  Ve,,— Improvement  in  Military  /fats.— Patent 
dated  December  10,  1861. — This  invention  consists  in  supplying  the  body  of  the  hat  with  a 
flap  of  the  shape  shown  in  the  engraving,  and  attaching  it  so  that  it  can  readily  be  used  as  a 
protection  a^inst  the  sun  and  rain. 

Claim. — A  military  hat  having  the  reversible  flap  B,  forihed  and  arranged  substantially  as 
described,  when  the  ends  of  the  said  flap  are  constructed  for  attachment  to,  and  detachment 
from,  the  peak  or  shade  C,  in  the  manner  and  for  the  purpose  specified. 

No.  33,901.— Alfred  Poiins,  of  Paris,  France.— /wiprowrf  Camp  Bc</sfc<Mi.— Patented  im 
France  April  23, 1861.— Patent  dated  December  10, 1861.— This  invention  consists  in  fastening 
upon  each  side  of  a  piece  of  strong  canvas,  which  forms  the  bed  packing,  metallic  tubes, 
into  the  ends  of  which  tho  dowels  of  the  supports  are  inserted,  so  that  the  bedstead  can 
readily  be  taken  apart  and  packed  in  a  small  compass. 

Claim. — The  X  shaped  supports  provided  with  the  metallic  dowels  or  tenons  eeff^  enter- 
ing the  ends  of  the  metallic  tubes  B  C  D  B'  C  D',  in  the  manner  and  for  the  purposes  spo- 
cinod. 

No  33,902. — ^Davtd  Pollock,  of  Lancaster,  Pa. — Improvement  in  Connecting  Hods  for 
Locomotives. — ^Patent  dated  December  JO,  1861. — This  invention  relates  to  the  construction 
of  a  connecting  rod  with  straps  and  fixtures  for  locomotive  steam  engines  and  other  purposes, 
designed  to  insure  greater  durability  and  to  compensate  for  the  wear  of  the  different  parts. 
The  connecting  rod  may  be  formed  of  any  number  of  bars,  or  of  one  piece  of  metal  divided 
longitudinally  into  any  number  of  parts,  connected  at  their  ends  and  diverging  at  the  centre, 
at  or  near  which  are  placed  yokes,  secured  upon  one  side  of  the  bar,  and  allowing  the  other 
side  to  slide  freely  in  the  yoke,  so  that  tho  parts  may  be  adjusted  to  any  desired  degree  ot 
flexibility.  Attached  to  the  rod  are  straps  containing  the  boxes,  the  straps  having  an  adjust- 
able raised  projecting  inner  surface,  so  thai  in  case  of  wear  it  mav  be  dressed  or  faced  without 
affbctmg  the  rest  of  the  rod.  Keys  are  used  on  either  side  of  the  boxes,  and  placed  in  reversed 
positions,  for  readily  adjusting  the  boxes.  Projecting  through  the  straps  are  oil  boxes  made 
with  conical  points,  for  the  purpose  of  adjusting  ana  confimng  the  boxes  apart  and  perma- 
nently m  their  seats.     Set  screws  are  also  provided  for  the  same  purpose. 

Claim. — First,  a  metal  rod  when  made  nexible  and  combined  with  a  yoke  or  stops,  for  the 
purpose  of  regulating  it  to  any  degree  of  flexibility  or  tension,  substantially  as  and  for  the 
purpose  set  forth. 

Second,  a  strap  with  adjustable  or  movable  inner  projecting  plate,  when  combined  with  a 
metallic  rod  and  ooxes,  as  and  for  the  purpose  specified.  ' 

Third,  the  raised  or  widened  outer  edges  or  siaes  of  the  strap,  in  combuiation  \^ith  the  metal 
rod  and  boxes,  in  the  manner  shown  and  described. 

Fourth,  corresponding  projections  on  the  sides  at  the  end  of  the  rod,  in  combination  with  a 
strdp,  as  shown. 

Fifth,  the  reversed  keys,  when  combined  with  the  metal  rod,  strap*  and  boxes,  as  set  forth. 

Sixth,  the  adjusting  conical-pointed  set  screws  and  cup,  for  the  purpose  set  forth. 

No.  33,903.— J.  H.  Pomeroy,  of  Jordan,  N.  Y.—Improved  Steam  Engine  Governor,— 
Patent  dated  December  10,  1861. — At  the  ends  of  a  trauH verse  bar,  attached  to  the  top  of  the 
rod,  which  moves  freely  up  and  down  in,  but  rotates  with  a  hollow  shaft,  are  placed  two  ver 
tical  discs  or  wings  of  metal.  They  are  attached  by  screws,  so  as  to  admit  ot  adjustment  at 
different  distances  from  the  centre  ot'  the  rod.  The  shaft  is  rotated  by  meaiis  of  gearing  con- 
necting it  with  the  engine.  Upon  the  top  of  the  shaft  is  placed  a  disc  providea  with  cams 
or  inclined  edges,  the  inclinations  being  in  opposite  directions  diametrically.  On  these  inclines 
nin  wheels,  tne  axles  of  whitli  bear  in  pendonts  from  the  transverse  bar.  When  the  shaft  is 
rotating  at  a  certain  velocity,  the  transverse  bar  partaking  of  its  motion,  as  shown,  the  weight 
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of  the  arms  is  sufficient  to  keep  the  wheels  at  the  lowest  point,  of  the  inclines;  bnt  when  the 
velocity  Is  increased,  tlie  resistance  of  the  air  upon  the  wings  causes  the  wheels  to  run  up  the 
inclines,  thus  raising  the  rod,  and,  by  means  of  a  lever  attached  to  its  lower  end,  operating  a 
cut-off  valve  so  as  to  diminish  the  supply  of  steam.  As  the  velocity  of  the  rotation  of  the 
shaft  is  diminished  the  wheels  run  down  the  inclines  to  their  former  positions,  the  rod  descends, 
and  the  supply  of  steam  is  increased,  and  in  this  manner  a  uniform  motion  of  the  engine  'ib 
secured. 

Claim. — First,  in  such  governor  the  combination  of  the  wings  K  K  with  the  inclines  H  H, 
arranged  and  operating  substantially  as  desciibed. 

Second,  the  combination  ^f  the  wings  K  K  with  the  inclines  H  IT,  and  the  wheels  or  rollers 
f/,  arranged  substaniially  in  the  manner  and  for  the  purpose  described. 

Third,  the  combination  of  the  wings  K  K,  the  inclines  H  H,  the  wheels//,  and  the  rod  J. 
the  whole  operating  for  the  purpose  and  substantially  in  the  manner  described. 

No.  33,904. — R.  D.  Porter,  of  Zanesville,  O. — Improvement  in  Currycombs. — ^Patent 
dated  December  10,  1801. — The  teeth  are  made  in  separate  sections,  and  are  secured  between 
blocks,  the  outer  edges  of  which  are  grooved.  Within  the  grooves  is  fitted  a  wire  frame,  the 
rear  ends  of  which  are  secured  to  a  metal  plate  corresponding  in  length  to  the  blocks,  and  the 
front  ends  of  the  wires  ajfe  twisted  together  to  form  a  tang  for  the  handle. 

Claim, — The  mode  of  fastening  the  teeth  and  other  parts  of  the  comb  together  in  a  compact 
and  substantial  manner,  substantially  the  same  and  for  the  purpose  set  forth. 

No.  33,905.— G.  T.  Sawyer,  'W.  Rowland,  jr.,  and  T.  C.  IL\tch,  of  New  Bedford, 
Mass. — Improvement  in  Setting  Stills. — Patent  dated  December  10,  1861. — Near  the  outer 
edge  of  the  bottom  of  the  still  is  arranged  a  series  of  diving  flues  communicating  with  a  flue 
wmch  extends  around  the  setting  at,  below,  or  near  the  level  of  the  lower  part  of  the  fire 
diamber,  and  connects  in  the  rear  of  the  still  with  the  main  flue  or  chimney ;  the  object  being 
to  obtain  a  uniform  heat  under  all  parts  of  the  bottom  of  the  still. 

Claim. — The  arrangement  of  the  equal  drop  flues  D,  with  the  vessel  A,  connecting  flue  E, 
and  chimney  G,  as  shown  and  described. 

No.  33,906.— L.  W.  Shafpar,  of  Shelbvvillo,  Ky.— Improvement  in  Ploughs, —T&teni 
dated  December  10,  18G1. — The  novelty  of  this  invention  consists  in  the  combination  of  parts 
designated  in  the  claim,  the  separate  features  being  disclaimed. 

Claim. — The  combination  ot  the  steel  mould-board  when  made  as  described,  the  cast-iron 
standard  provided  with  the  flanges  on  its  top,  the  recess  for  the  point,  the  projection  for  hoiduig 
the  brace,  the  recess  on  the  landsido  and  removable  plate  H  to  tit  the  same,  with  the  revorsib^s 
point,  when  the  whole  are  constructed  and  arranged  as  and  for  the  purposes  described. 

No.  33,907. — ^W.  H.  SMrrii,  of  Birmingham,  Conn. — Improvement  in  Breech- Loading  Fire- 
arms.— Patent  dated  December  10,  1861. — The  breech  .piece  is  provided  on  its  recur  end  with 
a  tongue,  which  enters  a  slot  in  the  breech-holder  in  the  rear  of  the  cavity  into  which  the 
breech  is  fitted,  and  in  the  under  side  of  this  tongue  is  a  notch  for  the  reception  of  the  upper 
end  of  the  breoch-opemting  lever,  which  also  fits  in  the  said  slot,  and  which  is  arranged  to 
work  in  a  vertical  plane  parallel  with  the  bore  of  the  barrel  on  a  fixed  pin.  The  front  portion 
of  the  upper  end  of  the  lever  is  formed  like  a  cam  to  act  upon  the  rear  end  of  the  breech  to 
drive  it  forward,  and  the  back  portion  of  the  upper  end  is  formed  with  a  tooth  to  draw  the 
breech  back.  The  lever  has  also  a  tongue  at  its  upper  end  which  operates  to  cock  the  hammer, 
so  that  the  cocking  of  the  hammer  is  eflccted  simultaneously  with  the  release  of  the  sliding 
and  swinging  breech  piece. 

Claim. — The  combination  with  the  lever  E,  sliding  and  swinging  breech  B,  and  hammer 
F,  of  the  tooth  t,  cam^,  horn  /;,  hooked  tonpfue/^,  and  projecting  plate  /  w,  all  constructed 
and  arranged  as  spcniifaed  and  operating  in  the  manner  explained,  to  impart  a  simultaneous 
•  movement  to  the  breech  and  hammer. 

No.  33,908.— JoHX  TiLLEY,  of  West  Troy,  N.  Y.— Improvement  in  Machines  for  Cham- 
fering Barrels. — Patent  dated  December  10,  1861. — ^The  rotary  truss  rings  are  mounted  in 
annular  stocks,  and  turn  freely  in  them.  The  under  side  of  these  rings  is  made  flaring,  so 
that  they  hold  the  staves  firmly  in  a  cyliwlrical  form,  the  ends  projecting  from  the  rings,  \i'liich 
aKo  act  as  the  axles  upon  which  the  barrel  revolves  when  acted  upon  by  the  cutters.  Cham- 
fering knives  are  located  within  the  barrel  so  as  to  groove  its  inner  surlaco  outwards  from  its 
ends,  while  knives  are  placed  outside  the  cylinder  s4  as  to  cut  grooves,  and  thereby  form  the 
bevelled  ends  of  the  barrel. 

Claim. — ^The  rotary  truss  rings  B  B',  when  constructed  and  arranged  with  the  end  stocks 
C  C  mounted  together,  and  one  or  both  made  movable,  all  substantially  as  and  for  the  pur- 
pose set  Ibith. 

Also,  the  arrangement  of  the  two  groove-cutting  chamfering  knives  J  J',  and  the  two  score- 
eutting  levelling  knives  P  P',  in  combination  with  the  apparatus  for  holding  the  revolving 
cylinder  of  staves,  with  both  ends  of  the  staves  exposed,  as  and  for  the  purpose  set  forth. 
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No.  33,909.— John  and  Williaai  Toothill,  of  Wallingford,  Conn,— Improvement  in 
Portable  Cooking  Apparatus, — Patent  dated  December  10,  186J. — This  invention  consists  in 
the  employment  of  two  pans  having  false  bottoms,  the  lower  one  of  the  pans  being  provided 
with  a  lamp  and  grease  receptacle ;  the  object  being  to  obtain  a  portable  and  simple  cooking 
apparatus  tor  the  use  of  soldiers. 

Claim. — ^The  two  pans  A  B,  provided  respectively  with  the  false  bottoms  b  g^  draught 
openings/ A,  lamp  and  false  side  »,  and  with  or  without  the  lid  or  cover  E,  all  arranged  as 
and  for  the  purpose  set  forth. 

No.  33,910.— F.  W.  Weiss,  of  Mount  Vernon,  N.  Y. —Improvement  in  Military  Cloaks,— 
Patent  dated  December  10,  1861. — The  coat  is  constructed  of  India  rubber,*  and  is  provided 
with  an  air  bag  or  compartment,  which  is  inflated  when  the  device  is  used  as  a  mattress  or 
float. 

Claim. — The  construction  of  a  military  cloak  or  a  military  coat  in  the  manner  described, 
so  as  to  be  capable  of  conversion  at  will  into  an  air  bed  or  mattress,  substantially  as  set  iorth. 

No.  33,911.— Henry  Weissenborn,  of  Newark,  N.  J,— Apparatus  for  Collecting  Zinc 
from  Waste  Gases  of  Furnaces. — Patent  dated  December  10,  J^Gl. — This  invention  consists 
in  the  application  of  a  series  of  pipes  and  apartments  to  the  conducting  pipes  for  the  waste 
gases  between  the  blast  furnace  and  hot-blast,  welding  and  puddling  furnaces,  whereby  the 
ga.ses  or  vapors  of  zinc  ore  which  is  combined  with  the  iron,  are  caused  to  deposit  the  niiitur« 
of  zinc  and  its  oxide  in  the  said  pipes,  «&c.,  from  whence  they  can  be  readily  removed. 

Claim. — Separating  zinc,  through  an  apparatus,  from  the  waste  gases  while  conducted  from 
the  top  of  a  blast  furnace  to  steam  boilers  or  hot-blast  oven,  in  the  manner  substantially  as  set 
forth. 

No.  33,912.  —J.  J.  "Welling,  of  Cedar  Falls,  Iowa. — Improrek  Device  for  Weaning 
Calces. — Patent  dated  December  10,  1861. — This  invention  consists  of  a  device  to  be  applied 
to  the  nose  of  a  calf  when  it  is  to  bo  weaned.  In  applying  the  device  the  balls  are  inserted 
in  each  nostril  of  the  animal's  nose,  with  the  jointed  or  middle  part  below  th^  nostril  and 
restinj^  on  the  animal's  lip,  the  prongs  pointing  forward. 

Claim. — The  jointed  curved  piece  F,  provided  with  prongs  B,  balls  fl,  spring  rf,  and  stand- 
ards c,  the  whole  constructed  and  operating  substantially  as  and  for  the  purpose  set  forth. 

No.  33,913.— A.  n.  "Wellington,  of  "Woodstock,  Yi. — Improvement  in  Saw  Gummers. — 
Patent  dated  December  10,  1861. — This  invention  is  designed  for  gumming  large  circular 
saws.  Secured  in  the  middle  of  a  short  shaft,  which  is  joumalcd  on  opposite  sides  of  the 
burr  in  the  sides  of  the  caiTiage,  is  a  burr  gummer  B,  so  as  to  have  lateral  as  well  as  rotary 
movement.  Another  shaft  D  is  also  journaled  in  the  cairia^o,  parallel  with  the  former.  The 
carriage  is  fitted  and  moved  back  and  forth  on  guides  attacncd  on  opposite  sides  of  the  upper 
horizontal  portion  of  the  clamps  by  means  of  a  screw  provided  witn  a  hand-wheel.  Tliis 
screw  is  turned  down  a  short  distance  from  the  point  to  the  side  of  the  barrel  and  a  spiral 
spnng  placed  thereon,  lor  the  pmposo  of  giving  a  yielding  motion  to  the  carriage,  and,  * 
through  it,  to  the  bar. 

Claim. — The  caniage  C,  laterally  sliding  shafts  B  D,  arm  A,  screw  J,  and  spiral  spring 
/,  with  the  clamps  I  and  pivot  screw  c,  when  combined,  arranged,  and  operating  in.  the 
manner  described. 

No.  33,914.— T.  J.  "WiLLETT,  of  Nunda,  N.  Y .—Improvement  in  Pumps.— T&tent  dated 
December  10,  1861. — Upon  the  piston-rod  are  placed  two  metallic  discs,  the  one  below  and 
the  other  above  the  piston-block,  and  are  allowed  to  play  freely  up  and  down  upon  the  rod, 
their  edges  being  bevelled  off.  The  packing  of  the  piston  consists  of  a  band  of  leather  wider 
than  the  block,  and  fastened  firmly  to  it.  At  the  upward  and  downward  strokes  of  the  pump 
these  discs  are  forced  upon  the  leather,  and  thus  render  the  packmg  tight.  The  pipes  C  D 
are  secured  to  the  sides  of  the  cylinder  by  means  of  thimbles.  The  pipes  are  bound  together 
by  an  encircling  band,  a  wedge  inserted  between  the  pipes  and  band,  keeping  them  closely 
together. 

Claim. — ^Tho  combination  of  a  hand-lever  O  and  platform  M,  oscillatinff  tomther,  when 
connected  with  the  piston-rod  ^  of  a  pump,  substantially  as  described,  so  that  tne  combined 
exertions  of  the  muscular  power  of  the  arms  and  the  weight  of  the  body  may  be  employed 
for  working  the  pump. 

Also,  the  employment  of  the  discs  m  m,  in  combination  with  the  packing/,  ro<l  k,  and  piston 
cylinder  B',  arranged  and  operating  substantially  in  the  manner  and  for  the  purposes  sot 
forth. 

Also,  the  combination  of  tho  cylinder  A,  and  pipe  or  pipes  C  D,  thimbles  e  e,  bands  ^^, 
and  wedges  h  A,  substantially  as  shown  and  described. 

No.  33,915.— U.  B.  "Winchell,  of  Oak  Hill,  N.  Y.— Improvement  in  Hold-hack  Hooks.-- 
Patent  dated  December  10,  1861.— This  invention  consists  in  combininff  a  cam  projection, 
or  button  on  the  cock-eye  or  loop,  with  a  slot  in  the  plate  and  a  recess  in  tno  hook,  by  which, 
after  tho  cock-eye  and  hook  are  united,  they  cannot  be  disconnected  until  the  cock-eyo  is 
turned  up  into  the  position  it  would  take  after  the  braces  are  disengaged. 
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Claim. — The  combination  of  the  cam,  projection,  or  button  on  the  cock-eye  or  loop,  and 
the  recess,  or  recess  and  slot,  in  the  hook  and  plate,  when  operating  together  in  the  manner 
and  for  the  purposes  substantially  as  herein  described  and  represented. 

No.  33,916.— Peter  Wright,  of  Dudley,  England. — Improvement  in  Wheels. — ^Patent 
dated  December  10,  18ul. — Patented  in  England  May  2'2,  IbCl. — Each  half  of  the  nave  is 
formed  separately  by  pressing  wrought  or  scrap  ii-on  in  a  heated  state  in  dies  of  the  proper 
shape.  By  means  of  a  hydraulic  press  a  hole  is  then  punctured  in  the  naves  for  the  axle. 
The  halves  are  placed  on  each  side  of  a  disc  of  metal  having  a  hole  through  it,  and  secured 
together  by  bolts  passing  thiough  the  flanges.  The  tyro  is  attached  by  bolting  its  projection 
to  the  disc.  The  wheel  is  constructed  by  ^)lacing  the  two  halves  of  the  nave  toother  and 
securing  on  each  side  of  the  flange  discs  ot  cast  metal,  between  which  and  the  projection  the 
tyre  is  riveted. 

Claim. — First,  the  formation  of  the  bosses  or  naves  of  wheels,  in  the  manner  described. 

Second,  the  mode  of  combining  or  connecting  together,  as  described,  the  seyeral  parts  of 
wheels,  with  the  exception  of  that  portion  of  the  single  disc-wheel  alluded  to. 

Thud,  the  manufacture  of  wheels  with  cast-iron  bosses  or  naves  formed,  and  secured  as  de- 
scnbed. 

No.  :J3, 917.— Alfred  Delestatius.  assignor  to  Andrew  Rankin,  of  Philadelphia,  Pa. — 
Improcement  in  Manacles. — Patent  dated  December  10,  1861.— One  end  of  the  opening  bolt 
U  provided  with  a  screw  which  fits  into  the  key,  on  turning  which  the  bolt  will  be  arawn 
back  far  enough  to  allow  the  projection  e  to  shp  off  the  projection/.  When  the  key  is  re- 
moved the  boK  is  foiced  back  by  the  spring.  A  ferrule  prevents  access  to  the  fock,  and  resists 
any  attempt  at  picking. 

Clatm. — ^The  portion  A  of  the  ring  with  its  rounded  projection/,  in  combination  with  the 
portion  A'  of  the  ring  and  its  projection  e,  the  whole  being  constructed  and  arranged  sub- 
stantially as  sot  forth,  so  that  on  closing  and  opening  the  ring  the  two  parts  will  yield  slightly 
and  allow  the  projection  e  to  pass  over  the  projection/ 

Second,  the  spring-bolt  D,  constructed  and  arranged  within  the  chamber  c,  in  relation  to 
the  project'.OQ  e,  substantially  as  and  for  the  purpose  set  forth. 

Tbird,  th^  ferrule  q  and  its  flange  <,  arranged  in  respect  to  the  chamber  c,  the  entrance  d 
to  the  same,  the  stem  of  the  bolt  D,  and  the  spring  tt,  substantially  as  described  for  the  pnr- ' 
pose  specified. 

No.  33,918.— D.  L.  Emerson,  assignor  to  Mary  Manny,  of  Rockford,  III.— /mprovememt 
in  Harvesters. — Patent  dated  December  10,  1861. — ^The  wheel  which  is  located  at  the  extreme 
front  end  of  the  divider,  is  so  arranged  that  its  rim  overlaps  the  point  of  the  body  of  the  di- 
vider and  thus  prevents  grass  and  dirt  from  getting  into  its  bearing.  The  pitman  is  made  in 
one  piece  with  the  plate  of  the  cutter  by  thinning  the  metal,  thus  securing  a  flexible  con- 
nexion and  doing  awav  with  the  inconvenience  of  a  lunge  joint.  To  the  ^go  plate  of  the 
shoe  which  forms  the  oearing  of  the  cutter,  is  secured  a  gui<fo  consisting  of  a  dIool,  in  which 
is  a  slot  through  which  the  latter  passes,  a  set-screw  securing  it  to  the  "plate.  By  this  means 
the  guide  may  be  set  so  as  to  compensate  for  the  weartof  the  parts  in  contact  with  the  cutter. 

Claim. — The  combination  of  a  wheel  with  the  body  of  a  divider  for  a  harvesting  machine 
in  such  manner  that  the  wheel  forms  the  front  end  of  the  divider,  substantially  as  described. 

Also,  the  combination  of  a  reciprocating  cutter  of  a  harvesting  machine  with  a  stiff  pitman, 
by  means  of  a  flexible  connexion  at  the  end  of  the  pitman  that  is  nearer  the  cutter,  substan- 
tially as  described. 

Also,  the  combination  of  the  shoe  which  forms  the  bearing  of  the  cutter  for  a  harvesting 
machine  with  an  adjustable  guide  secured  to  said  shoe,  substantially  as  described. 

No.  33,919. — JofiN  Magee,  of  Boston,  Mass.,  assignor  to  the  Norton  I^rnace  Com- 
PANV,  of  Norton,  Mass. — Improvement  in  Store  Gra/c:*.— Patent  dated  December  10,  1861. — 
This  invention  consists  in  so  constructing  and  applying  the  grate  to  the  lower  plate  of  the 
fire-chamber  as  to  admit  of  a  rectilinear  horizontal  and  a  rocking  vertical  movement,  so  as  to 
allow  the  coal  to  bo  screened  without  the  ashes  escaping •  into  the  room,  and  the  coal  to  be 
readily  dumped  into  a  receiver  below. 

Claim, — Combining  and  arranging  together  the  rectangular  grate  C,  with  guard  plates  D' 
D',  and  the  wa^'s  6,  so  that  the  grate  can  not  only  be  rocked  on  its  pivots  c,  but  be  moved  in 
the  direction  ol  its  length,  substantially  as  described. 

No.  33,9.0. — E.  5f.  and  J.  E.  Mix,  assignors  to  Themselves  and  JonN  Gauntlett,  of 
Ithaca,  N.  Y. — Improcement  in  Padlocks. — Patent  dated  December  10,  1861. — The  sector 
tunibltrs  are  each  provided  with  a  radial  slot,  which  slots  are  not  in  a  line  with  each  other. 
The  key  is  constructed  with  bits  of  varying  lengths,  so  that  when  turned  it  acts  upon  the 
\o\^  er  j)art  of  the  tumbler,  and  serves  to  force  all  the  slots  into  a  line,  by  which  the  bent  end 
of  the  dog  is  made  to  fit  into  the  notch,  thus  unlocking  the  lock. 

Claim. — ^The  arrangement  of  the  sector  tumblers  D,  guide  pin  k  of  the  key  F,  and  the 
do;r  i',  substantially  as  shown  and  desciibed,  for  the  purpose  of  udoiitting  the  key  F  to  bo 
turned  in  either  direction  to  unlock  the  lock,  and  also  to  prevent  the  internal  parts  of  the  lock 
being  iiyured  by  the  intersection  of  false  keys,  as  set  forth. 
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No.  33, 921. —A.  K.  TuppER,  assignor  to  Himself,  J.  E.  TuppER,  and  J.  W.  Green,  Pon- 
tiac,  Micb. — Improvement  in  Gas  Retorts. — Patent  dated  December  10,  1861. — The  coke  box 
is  inserted  into  tbe  body  of  the  retort  and  is  attached  to  the  cover,  so  that  it  can  easily  be 
taken  out  and  all  the  coke  removed  at  once. 

Claim, — The  coke  box  or  basket  C,  combined  with  the  cover  or  cap  B  of  the  retort,  sub- 
stantially as  set  forth. 

No.  33,022.— Jacob  WroMER.  (assignor  to  H.  B.  Bigelow,)  of  New  Haven,  Conn.— 
Improvement  in  Machines  for  Cutting  Roots. — Patent  dated  December  10, 1861. — An  adjusta- 
ble cylinder  is  mounted  eccentrically  on  the  shaft,  so  that  by  partially  rotating  it,  the  distance 
between  it  and  the  cutters  can  bo  varied,  thus  enabling  the  root  to  be  cut  to  any  required 
degree  of  fineness. 

Claim. — ^The  adjustable  eccentric  cylinder  C,  in  combination  with  the  rotating  heads  or 
discs  F  G,  knives  H,  and  hopper  B,  ananged  substantially  as  and  for  the  purposes  set  forth. 

No.  33,923. — G.  B.  Adams,  of  Cambridge,  Mass.,  assignor  to  Himself  and  James  M. 
Stone,  of  Charlestown,  Mass. — Improvement  in  Supporting  Tents, — Patent  dated  December 
10,  1861. — ^The  claim  and  engraving  explain  the  nature  of  this  invention. 

Claim, — Supporting  a  tent  cover  on  a  centre  pole  by  means  of  detached  braces,  whose  in- 
ner ends  are  held  and  made  by  means  of  shouldered  recesses  on  said  centre  polo,  and  whose 
outer  ends  pass  through  the  grummet  holes  in  said  cover,  as  represented  and  for  the  purpose 
set  forth. 

No.  33,924.— W.  S.  G.  Baker,  of  Baltimore,  ^d.— -Improved  Camp  Be//.— Patent  dated 
December  17,  1861. — ^The  framework  consists  of  a  series  of  iron  tubes  connected  together 
by  means  of  hinges  or  knnckle  joints,  so  that  the  whole  mav  be  folded  together.  The  frame 
is  stren^hened  by  a  brace  which  connects  the  lower  part  of  the  end  supports  and  forms  the 
frame  of  the  lower  bed.  The  canvas  is  secured  to  the  longitudinal  pieces  above  and  the  braces 
below. 

Claim. — The  jointed  framework  W  W  in  combination  with  the  jointed  lower  pieces  r  r,  so 
constructed  as  to  form  frames  for  an  upper  and  lower  bed,  which  are  supported  by  6k  hinged 
diari^onal  brace  in  such  a  manner  that  the  lower  frame  can  be  disconnected  and  the  whole 
folded  up  together,  substantially  as  and  for  the  purpose  specified. 

No.  33,925.— B.  G.  Barney,  of  Philadelphia,  Fa,— Improvement  in  Fastenings  for  Should 
der  Straps, — Patent  dated  December  17,  1861. — ^This  invention  is  explained  by  tne  claim  and 
engravmg. 

Claim. — The  projecting  lips  e  and  e'  on  the  under  side  of  the  shoulder  strap  A,  in  combi- 
nation with  the  strips  D  ana  D'  attached  to  the  shoulder  of  the  coat,  the  whole  being  con- 
structed and  arranged  snbstantially  as  set  forth,  for  thb  ready  attachment  oi"  the  strap  to  and 
its  ready  detachment  from  the  coat,  in  the  manner  specified. 

No.  33,926.— J.  H.  H.  Bennttt,  of  Hunt's  Hollow,  N.  Y,— Improved  Hotel  Annunciator.— 
Patent  dated  December  17,  1861. — This  invention  consists  of  mechanism  so  arranged  and 
connected  with  a  knob  in  the  room  of  a  hotel,  that  as  the  knob  is  actuated  by  the  occupant  a 
bell  will  bo  sounded  at  the  oflBce,  and  a  slide  moved  which  discloses  the  name  of  the  article 
wanted.  A  slide  in  the  room  is  made  to  cover  the  names  of  articles  generally  wanted  in  a 
bedroom,  and  corresponds  with  a  similar  slide  and  names  in  the  office. 

Claim, — The  arrangement  of  the  plates  «,  slido  C  having  the  plate  D  attached,  which  is 

Srovided  with  a  pin  d  and  connected  with  the  drum  E  or  other  spring,  the  slide  L  of  the  knob 
I,  the  bell  I  ana  the  slides  F,  substantially  as  and  for  the  purpose  set  forth. 

No.  33  927.— David  Denham,  of  Virden,  HI— Improved  Portable  Field  Fence,— Patent 
dated  December  17,  1861. — The  parts  are  so  constructed  and  arranged  as  to  admit  of  the  fence 
being  readily  transported  and  set  up  or  taken  down. 

Claim. — The  combination  of  the  horizontal  rails  A,  cross  pieces  B,  oblique  braces  Ci  pro- 
jecting ends  a  a,  supports  D  E  E',  morli8es\l,  gains  2  and  keys  F,  all  constructed,  arranged 
"  and  employed  in  the  manner  and  for  the  purposes  specified. 

No.  33,928.— J.  H.  Dennis,  of  Louisville,  Ky,— Improved  Mode  of  Collecting  Fares  on 
Street  Railway  Cars. — Patent  dated  December  17,  1861. — This  invention  consists  in  con- 
structing the  car  so  that  the  passenger  shall  enter  at  tbe  front  end  and  pay  his  fare  to  the 
driver,  or  deposit  it  in  a  box  under  the  eye  of  the  driver,  the  exit  bekjg  at  the  rear  of  the 
car,  the  door  of  which  is  under  the  control  of  the  driver,  thus  dispensing  with  the  services 
of  a  separate  collector. 

Claim, — Tho  combination  of  the  platformless  rear  with  a  door  for  exit  only,  the  entrance 
platform  and  door  in  front,  the  strap  C  and  farcibox  E,  all  j^s  explained,  as  and  for  the  pur- 
poses set  forth. 

No.  33,929.— Watson  Dichemin,  of  Chariottetown,  Prince  Edward's Msaiil— Improved 
Hoisting  Block, — Patent  dated  December  17,  1861. — The  block  is  provided  with  a  ring  or 
central  bearibg  of  coosidorabio  diameter  cast  upon  or  otherwise  suitably  attached  to  the  shell 
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of  the  block  and  surrounded  by  a  loose  metal  ring,  (which  se^^•es  the  purpose  of  the  sheave 
of  ordinary  block, )  and  l>elweeD  Avhich  and  the  central  bearing,  is  intei-posed  a  serieu  of  friction 
rolls  on  which  the  loose  ring  turns. 

Ctfiini. — A  hoi.sting  block  having  a  loose  metal  rinfi:  C  which  takes  the  place  of  the  sheave, 
in  combination  with  the  central  bearing  e  and  the  friction  rolls  m,  operating  substautiallj  as 
specified. 

No.  33,930. — R.  N.  E\OLE,  of  United  States  Army. — Improrement  in  Stirrups  and  their 
Covers. — Patent  dated  December  17,  JHOl. — The  nature  and  object  of  this  invention  are  ex- 
plained by  the  claim. 

Claim. — Fir!i*t,  the  locating  of  the  point  of  suspension  inside  or  toward  the  horse  from  a 
vertical  line  which  is  drawn  fiom  near  the  centre  ot  and  at  right  angles  to  the  tread  of  the 
Rtimip,  substantially  ii.s  fci  forth. 

ScTond,  in  making  fhih  inclination  adjustable  by  the  nliding  hub,  or  its  equivalent,  so  as  to 
suit  the  ditfercnt  circumstances  under  which  it  may  be  used,  or  the  conl'ormution  of  the  user, 
substantially  as  described. 

Third,  the  peculiar  angular  constmction  of  the  eye  and  hub  combined  and  the  manner  of 
their  attachment  to  the  body  of  the  .stirrup,  yo  as  to  impart  to  the  tread  of  said  stirrup  an  an- 
gular position  horizontully,  and  also  with  reference  to  the  body  of  the  horse,  thus  allowing 
an  easy  entrance  to  the  foot  without  twisting  the  stirrup  leather,  and  cau>ing,  at  the  same 
time,  the  foot  to  move  in  the  proper  directions,  substantially  as  set  forth. 

Fourth,  hanging  the  stirrup  uj)ou  the  horizontal  or  nearly  horizontal  axis,  which  passes 
angularly  over  the  tread  in  the  direction  of  a  lino  dra\vn  horizontally  from  the  little  toe  to  the 
instep,  substantially  as  set  forth. 

Filth,  constructing  the  sides  or  arms  of  a  stirrup  in  a  spiral  form,  with  the  inner  side  or 
ann  shorter  than  the  outer  side  or  arm,  so  as  to  compel  the  toes  and  foot  of  the  rider  to  tnni 
inward  toward  the  body  of  the  horse,  substantially  as  described. 

Sixth,  constructing  the  tread  or  marginal  base  of  the  stirrup  with  an  irrep^lar  concavity 
in  order  to  conform  to  the  bend  of  the  foot  or  boot,  and  with  tno  front  of  said  marginal  base 
of  the  tread  higher  relatively  than  tho  base  at  the  entrance  of  the  stirrup,  as  and  for  the  pur- 
poses described. 

Seventh,  the  cover  of  the  stimip  as  described,  said  cover  being  made  of  one  piece,  the 
lower  portion  being  turned  inward  trom  the  bott(^m  to  cover  the  tread  and  lower  part  of  sides, 
thus  forming  a  guard  and  protection  for  the  foot,  subbtautially  as  set  forth. 

No.  33,931.--R.  R.  Eddy  and  A.  O.  Milks,  of  Nashua,  N.  H.— Improrement  in  Locks,— 
Patent  dated  December  17,  1>01. — The  object  of  this  invention  is  to  obtain  a  lock  of  simple 
constmction  which  will  be  burgular-proof  and  capable  of  being  changed,  or  having  its  tum- 
blers so  adjusted,  that  ditierent  keys  will  bo  required  to  open  it,  or  a  dilferent  adjustment  of 
tho  bits  oi'  the  same  key, 

^  Claim, — The  combination  of  the  tumblers  D,  frames  c  g  and  slotted  and  notched  slides  d  t 
/",  when  constructed,  arranged,  and  ojierating  in  connexion  with  a  bolt  Ba,  and  key  E  A  J,  all 
as  shown  and  described,  and  for  the  purposes  explained. 

No.  33,932.— W.  II.  Elliott,  of  Pittsburgh,  N.  Y .-^Improrement  in  the  Base  Pin  and 
Rammer  of  Revolving  Pistols. — Patent  dated  December  17,  1861. — Tho  nature  and  object 
of  this  invention  are  explained  by  tho  claim  and  engraving. 

Claim. — First,  so  constnictiug  and  arranging  the  base  pin  e  and  lever  d  in  relation  to 
each  other  and  to  the  barrel  that  the  base-pin  may  be  drawn  out  in  front  without  first  dis- 
placing tho  lever  or  any  portion  of  tho  frame,  when  these  d(  vices  are  employed  with  a  ham- 
mer, w  hlch  is  located  in  tho  centre  of  tho  frame,  in  the  rear  of  the  cvhnder,  as  set  forth. 

Second,  providing  a  groove  m  in  lever  </,  so  as  to  alford  space  for  tie  reception  of  the  base- 
pin  «,  as  it  is  passed  fonvard  out  of  the  cylinder,  as  and  for  the  purposo  specified. 

Third,  cutting  away  tho  projecting  portions  of  the  head  of  the  ba^^e-pin,  tis  represented  at 
V  r,  when  tho  base-pin,  so  formed,  Is  employed  with  a  grooved  lever  </,  as  and  for  the  pur- 
poso set  forth.  * 

No.  33,933.— PinLO  S.  Felter,  of  Cincinnatus,  N.  Y.— Improrement  in  Guard  Attach- 
ment for  Locks. — Patent  dated  December  17,  1861. — This  invention  consists  in  the  employ- 
ment of  a  spring  in  connexion  with  movable  circular  slotted  discs  and  movable  dials,  a  key 
ind  guard,  by  means  of  which  the  keyhole  of  a  lock  may  bo  guarded  so  as  to  prevent  the 
admission  of  a  key  iWien  tho  lock  is  locked,  and  thereby  prevent  the  lock  from  being  acces- 
••iible  to  picking  or  obtaining  impressions  for  making  a  key. 

Claim. — The  bar  or  guard  1).  provided  with  the  recess  a,  in  connection  with  the  notched 
discs  G,  spring  F,  provided  with  the  projections  b  d  d^  and  tho  key  11,  arranged  substantially 
jw  and  for  tho  pm-poso  set  forth.  * 

No.  .33,9:M.— Joseph  W.  Ellis,  M.  D.,  of  Augusta,  Me,— Improrement  in  Tent  Fenti- 
lator. — Patent  dated  December  17,  18(>1. — The  claim  and  engraving  explain  the  nature  of 
Alls  invention. 
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Claim. — Suspending  the  open  upper  end  of  the  tapering  body  A,  of  my  improved  tent,  to 
a  shoulder  near  the  upper  end  of  the  tent  pole  D,  by  means  of  the  perforated  collar  g  and  the 
ropes  p  py  but  this  I  ouly  claim  when  the  expanded  and  conically-shaped  tent  cup  C  is  used 
for  the  pui-pose  of  closing  the  open  upper  end  of  the  said  body  of  tne  tent,  and  when  the 
shoulder  upon  the  pole  j3  is  located  in  such  a  position  that  the  upper  end  of  said  pole  will 
support  the  said  tent  cap  C  in  substantially  the  same  relative  position  as  represented. 

Also,  passing  the  tent  cap  guy  ropes  h  h  through  a  series  of  eyelet  holes  in  the  upper  por- 
tion of  the  body  of  the  tent,  to  the  belaying  buttons  /  /  that  are  seciuxid  to  the  sides  ot  the 
tent  pole  I),  for  the  purpose  of  enabling  the  said  tent  cap  to  be  confined  to  any  desifed  posi- 
tion, lor  the  purposes  set  forth. 

No.  n3,9:i5.— M.  A.  FiNNELL,  M.  D.,  of  New  York,  N.  Y. ^Improvement  in  Thermome- 
ters.— Patent  dated  December  J 7,  ]8()1. — The  method  of  constructing  this  thermometer  is  as 
follows :  After  having  ascertained  and  marked  upon  a  tube  the  range  of  the  expansion  of  the 
meri.ury,  or  spirit  within  it,  between  the  two  points  of  temperature,  it  is  secured  by  cement 
to  a  scale  selected  from  a  series  of  graduated  scales  printed  upon  paper  or  pasteboard,  whose 
graduations  correspond  at  these  points  with  the  marks  on  the  tube.  The  tube  is  bent  for- 
ward near  the  bulb  so  that  the  scale  can  be  closely  attached  to  the  card  without  making  a 
hole  for  the  insertion  of  the  bulb. 

Claim. — ^The  employment  of  card,  bristol,  or  paste  board,  as  the  material  for  printed  ther- 
mometer scales,  as  and  for  the  purposes  set  forth. 

Also,  securing  the  tube  to  such  scales  by  cementation,  as  set  forth. 

Also,  in  combination  with  tubes  thus  secured,  the  bend  near  the  bulb,  as  set  forth. 

riually,  in  combination  with  said  printed  thermometer  scales,  the  described  method  of 
adapting  the  thermometer  tubes  to  their  appropriate  ranges  of  indication. 

No.  33,9:J6.— ELf^HA  Fitzgerald,  of  New  York,  N.  Y.-— Improvement  in  Pumps.— Pat- 
ent dated  December  17,  1801. — At  the  bottom  of  the  pump  which  is  used  to  force  any  liquid 
into  the  lower  part  of  a  division  pump,  are  two  weighted  valves  made  to  open  and  close  in 
opposite  directions,  so  that  when  the  pressiue  in  the  division  pump  becomes  too  great,  one  of 
the  valves  will  oi>en  and  allow  the  superfluous  liquid  to  escape;  and  when  there  is  too  Uttle 
of  the  liquid,  the  other  valve  ojjens  to  admit  more,  and  thus  obviates  a  partial  vacuum. 

Claim. — In  combination  with  the  division  pump  ABC,  using  for  the  pump  D  the  two 
valves  F  and  G,  as  described,  and  for  the  purposes  set  forth. 

No.  33,937.— H.  C.  FooTE,  of  Jersey  City,  N.  J.— Improved  Portable  Farm  Fence.— 
Patent  dated  December  17,  iS')\. — This  invention  consists  in  constructing  the  panels  of 
port.iblc  farm  fencing  so  that  they  can  be  set  up  and  form  an  open  structure  or  fence,  and, 
at  will,  every  alternate  pauel  thereof  can  bo  readily  disconnected  and  inverted  or  reversed, 
and  the  rails  of  the  same  slipj>ed  into  the  gpaces  between  the  rails.of  the  panels,  which  are 
not  inverted,  in  such  a  manner  as  to  make  double  or  compound  panels  which  are  closed  and 
water-jiroof,  and  which  will  answer  for  erecting  winter  shelter  for  gathered  produce  of  the 
farm,  and  for  animals,  &c. 

Claim. — The  manner,  substantially  as  described^  of  constructing  the  panels  of  an  open 
farm  fence,  whereby  the  panels  can  be  doubled  at  w  ill,  so  as  to  lorm  closed  frames  with  a 
rain-proof  lap  surface,  for  tuo  purposes  set  forth. 

No.  33,93?^.- N.  S.  Gilbert,  of  Lockport,  N.  Y.— Improved  Preserve  Jar.— Patent  dated 
December  17,  1801. — This  invention  consists  in  the  use  of  a  cover  provided  with  a  nock 
surmounted  by  an  elliptically  shaped  button,  which  is  made  to  pass  through  a  circula^hole 
in  the  **  bail,"  the  latter  being  provided  with  wedge-like  projections  by  which  it  is  seemed  to 
a  rim  on  the  outer  side  of  the  top  of  the  jar. 

Claim. — The  combination  of  the  bail  D  with  its  wedge-like  projections  b  6,  the  stopper  A, 
with  its  elliptical  button  and  the  mouth  of  the  jar,  as  specilied,  the  whole  being  arranged  as 
and  lor  the  pmi^ose  set  I'orth. 

No.  3:5,939.- S.  R.  Going,  of  Brooklyn,  N.  Y.— Improvement  in  Skates.— Pnicnt  dated 
Deceniber  17,  1  HO  J.— Attached  to  that  part  of  the  skate  stock  which  is  under  the  hollow  ot 
the  loot  is  a  spring  plate  which,  by  means  of  set  screw.s,  can  be  atljusted  so  as  to  enable  the 
stock  to  fit  closely  to  the  soles  of  boots  or  shoes  having  heels  of  ditt'erent  heights.  Fastened 
to  I  lie  stock  are  a  heel  and  toe  strap  connected  together  and  provided  with  eyelet  holes  lor 
lacing. 

Claim. — First,  supporting  the  hollow  of  the  foot  by  fitting  the  stock  A  to  the  shape  of  the 
boot  or  shoe,  as  set  forth. 

Second,  attaching  a  plate  or  spring  G  to  the  stock  A,  to  answer  the  purposes  described. 

Third,  joining  straps  C  and  D  at  K,  in  combination  with  bed-plate  A,  as  set  forth. 

No.  3.'^940. — W.  O.  Grover,  of  Boston,  Mass. — Improvement  in  Sewing  Machines. — 
Patent  dated  December  J7,  J80I. — The  thread  passes  from  the  tension  apparatus  through  the 
eyes  of  two  vertical  and  parallel  plates  secured  to  the  side  of  the  needle  guide,  and  its  bight 
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passes  under  the  lower  end  of  an  edge  plate  secured  between  the  eyes.  Upon  the  needk 
Dar  is  a  fork,  between  the  prongs  of  wnich,  on  the  descent  of  the  needle,  the  wJge  pUi» 
passes  and  draws  down  with  it  a  bight  of  thread  eaual  to  twice  the  extent  of  motiou  ol  i^ 
needle,  thus  avoiding  the  formation  of  slack  below  the  needle,  and  causing  the  thread  to  ram 
straight  from  the  needle's  eye  to  the  cloth.  Bv  having  the  edge  plato  near  ita  l«mt^  ex- 
tremity bent  out  of  the  vertical  line  away  from  tne  fork,  the  bight  of  the  thread,  at  tb«  txam 
the  needle-eve  has  reached  the  cloth,  has  slipped  forward  so  that  it  is  no  lon^r  reUunrJ  by 
the  fork,  and  therefore  slips  out  and  furnishes  tne  required  length  of  thread  Ibr  the  lue  of 
the  needle. 

Claim. — The  combination  of  two  eyes  with  an  edge  piece  and  a  fork,  operating  on  tki 
thread  on  the  down  stroke  of  the  needle,  the  whole  constituting  a  contrivanca  opermtiaf 
substantially  in  the  manner  set  forth,  and  performing  the  offices  specified. 

No.  3:{,941.— T.  C.  Hargraves,  of  Schenectady,  N.  Y, —Improvement  in  Cutting  Apff- 
ratus  for  Harvesters, — Patent  dated  December  17,  1861. — ^The  sickles  are  conscructrd  ia 
the  usual  manner,  the  lower  one  resting  upon  the  finger  bar.  The  fingers,  instead  of  b^xaf 
provided  with  u  cap  or  tpp,  have  a  shallow  recess  made  horizontally  in  tbeir  froDt  paru  lo 
receive  the  ends  of  the  cutters  or  teeth.  The  two^  sickles  are  kept  in  proper  contart  bj 
meuus  of  screws  passing  through  guides  which  project  over  the  top  plate  of  the  Hicki«  sad 
undei-neath  the  finder  bar,  by  whicn  means  the  sickles  are  operated  with  a  short  »troWr,  tte 
fingers  protect  the  cutters  from  stones  or  stumps,  and  clogging  is  effectually  preveuted. 

Claim. — The  combination  of  the  two  reciprocating  tootned  cutters  A  A',  receipted  fingvn  C 
c,  Ket  Hciews  //,  guard  ^,  and  plate  A,  all  constructed,  arranged,  and  operating  in  Um*  nwa- 
ner  and  for  the  purposes  shown  and  explained. 

No.  3:J,942.— J.  V.  HarTER,  of  Plymouth,  TH.—Improved  Evvormting  Pan  fmr  Stf 
charine  Juices. — Patent  dated  December  17,  1861. — ^The  follower,  whicn  is  made  to  conlofs 
on  its  under  side  to  the  bottom  and  sloping  sides  of  the  pan,  has  a  slot  miming  trau<«\er(tcjy 
thiougb  its  under  side,  in  which  a  slide  or  shoe  and  two  springs  are  fitted  and  coT«re«]  w  .tk a 
strip  of  goaukin,  or  other  suitable  material,  by  means  of  which  a  tight  joint  is  fonui.^].  mhM^ 
prevents  the  liquor  from  passing  beneath  the  follower  from  one  side  to  the  other.  C>n  «wek 
end  and  near  the  top,  the  follower  is  provided  with  friction  rollers,  whidi  work  afp&iiij^t  tte 
under  side  of  flanges  and  serve  to  keep  the  under  side  of  the  follower  in  close  cantact  wiifa  tks 
sides  and  bottom  of  the  pan. 

Claim. — The  follower  D,  provided  with  firiction  rollers  erf,  springs/^,  shoe  e,  and  oovrrii^ 
j,  with  pan  A  and  flanges  a  6,  when  combined,  arranged,  and  operating  in  the  mauiH^r  and  kr 
the  purpose  described.  • 

No.  .33,943.-11.  L.  Hopkins,  of  Lebanon,  N.  Y. — Improvement  in  HarvesterM. — r*lcM 

dated  Deeember  17,  1861. — This  invention  consists  in  a  method  of  connecting  the  rarkor 
finger  bar  to  the  main  frame  of  the  machine,  so  as  to  admit  of  its  being  turned  around  ban- 
zontally  from  one  side  of  the  frame  to  the  other.  The  finger  bar  is  supported  on  either  fids 
of  the  frame,  and  by  means  of  a  hand  lever  and  its  connexions,  mav  be  elevated  frtim  tte 

f  round  and  held  at  any  desired  position  above  the  ground  by  the  driver  while  in  h'm  wai. 
he  driver's  seat  is  connected  with  the  frame  in  such  a  manner  as  to  be  turned  upward  api« 
a  Jomt,  and  allow  the  tongue  to  be  turned  over  upon  its  pivoted  connexion,  for  the  purp«iM 
ot  enabling  the  machine  to  be  drawn  in  either  direction. 

Claim. — First,  combining  with  the  frame  of  a  harvester  a  finger  bar,  which  may  be  tormd 
horizontally  upon  its  nivot^  connexion  from  one  side  of  the  frame  to  the  opposite  side,  i^ab. 
stantially  as  describea. 

SAiond,  combining  with  said  finger  bar  an  elevating  and  supporting  apparatOA,  so  arrancrd 
as  to  perform  the  same  service  whether  the  finger  bar  projects  to  the  right  or  left  of  the  ^-^^ 
frame,  substantially  as  represented  and  described. 

Third,  in  combination  with  a  tinker  bar  having  its  connexion  with  the  frame  of  the  marliiia, 
substantially  as  described,  a  hingeu  driver's  seat  and  a  reversible  tongue  co-operating  t«»o  ibrt. 
whereby  the  machine  may,  at  pleasure,  be  drawn  in  either  direction,  subatautiJjT  m 
described. 

No.  3.%944.— Obadiah  Hopkins,  of  New  York,  N.  Y.— Improvement  in  Mouutiug  «W 
Manoeuvring  Cannon, — Patent  dated  December  17,  1861. — ^The  natiure  of  tills  invention  a 
explained  by  the  claim. 

C/aim.— Mounting  two  guns  and  their  carriages  upon  a  balanced  frame,  so  constructed  afti 
arranfred  that  tlicy  may  alternately  be  elevated  and  depressed  above  and  below  a  parapet  aad 
broupfbt  into  a  safe  position  to  be  loaded  and  discharged,  in  the  manner  specified  and  lor  i^ 
pui-poses  set  forth. 

No.  33^945.— D-\XIEL  HtGircs,  of  Rochester,  N.  Y,— Improvement  in  Laaivs.— Pimm 
dated  December  17,  1861. — The  upper  part  of  the  lamp,  which  is  of  a  conical  shape,  i^  lor- 
rounded  by  a  casing,  so  as  to  leave  a  space  between  it  and  the  lamp,  forming  an  air-chamfac. 
At  the  lower  part  of  this  casing  are  holes  covered  with  wire  gauze,  and  upon  iu  uppei  part 
is  placed  the  globe,  the  purpose  being  to  provide  for  a  checked  or  controlled  ciicolatKMi  oim. 
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Claim. — ^The  air-chamber  between  the  conductor  and  the  body  of  the  lamp,  as  recited,  the 
pauze-covered  holes  or  small  perforations  as  the  inlets  for  the  air,  and  the  glote  shade,  as  they 
are  orrang^  in  relation  to  ea>ch  other  and  for  the  purposes  set  foith. 

No.  33,946. ~C.  "W.  Irwin,  of  St.  Louis,  Mo.— -Improved  Camp  CAes«.— Patent  dated 
December  17,  1861. — The  chest  is  constructed  "\|ith  a  series  of  compartments  and  sub-coia- 
partnients  fittings  into  and  adapted  to  each  other  for  holding  and  storing  the  YSirious  articles 
required  in  camp. 

Claim. — ^The  arrangement  of  the  grooved  cleats  on  the  bottom  of  the  chest  and  the  com- 
partments and  sub-compartments  in  the  inside  thereof,  the  whole  in  respect  to  each  other, 
•ubstuntially  as  and  for  the  purpose  set  forth. 

No.  33,947.— Charles  Kaiser,  of  New  York,  N.  Y.— Improvement  in  Machines  for 
Polishing  the  Eyes  of  Needles. — Patent  dated  December  17,  1861. — The  nature  of  this  in- 
yention  is  explained  by  the  claim. 

C/«im.— First,  arranging  the  wires  upon  which  the  needles  are  strung  upon  a  frame,  to 
wliich  may  be  imparted  eitner  a  revolving  or  reciprocating  motion,  in  such  manner  that  the 
needles  will  be  forced  by  gravitatiou  to  slide  longitudinally  upon  said  wires,  substantially  as 
described. 

Second,  in  combination  with  the  foregoing,  by  the  interposition  of  suitable  mechanical  ob- 
structions, arresting  the  needles  in  their  attempted  revolution  around  the  wire,  and  retaining 
them  for  a  portion  of  the  time  with  their  long  ends  upward,  in  order  that  during  such  perioa 
of  time  that  side  of  the  eye  of  the  needle  which  is  nearest  the  long  end  may,  by  coming  in 
contact  with  the  wire  and  having  the  weia;ht  of  the  needle  superimposed  upon  It,  be  poli&hed 
•qually  with  the  other  side  of  the  eye,  substantially  as  described. 

No.  33,948.— J.  L.  LAmuiESON,  of  Troy,  N.  Y.— Apparatus  for  Varnishing  Loom  Hed- 
dies. — Patent  dated  December  17,  1861.— This  invention  relates  to  the  employment  of  rollers 
for  applying  the  varnish  and  rolling  it  into  the  hcddles,  in  combination  with  a  system  of  re- 
ciprocating orushes  for  brushing  oil  the  superfluous  varnish  from  and  laying  doWn  the  fibres, 
of  which  the  heddles  are  composed  i  means  of  holding  the  frames  containing  the  hcddles 
during  the  brushing  operation  being  provided. 

Claim. — First,  the  employment,  for  applying  the  varnish  in  the  varnishing  of  heddles,  of 
a  pair  of  rolls  operating  on  opposite  sides  of  the  heddles  to  roll  the  varnish  into  tliu  threads, 
flUDstantiallv  as  specified. 

Second,  the  employment,  in  combination  with  the  varnishing  rolls,  of  a  system  of  recipro- 
cating brushes,  operating  on  opposite  sides  of  the  hcddles,  substantially  as  specified. 

Third,  the  employment,  in  combination  with  the  rollers  a  a  and  blocks  p,  or  othei*  equivalent 
supports,  of  a  pair  of  eccentric  clamps  N  N  and  a  hook  P  applied  to  opcrato  in  combination 
with  each  other  upon  the  frames  B  and  connecting  hooks  of  the  heddle  rails,  substantially  as 
set  forth. 

Fourth,  combining  the  upper  roller  E'  with  the  brush  operating  mechanism  In  such  man- 
ner that  the  said  roller  may  have  a  rotary  motion  imparted  to  it  when  the  tru&hes  are  in  oper«^ 
tion,  substantially  as  described. 

Fifth,  the  aiTangcmeut  of  the  varnish  rollers,  the  reciprocating  brushes  and  operating  me- 
chanism, and  the  rollers  a  a,  or  equivalent  horizontal  supports  for  the  heddle  frames,  substan- 
tially as  specified. 

No.  33,949. — ^Iarcus  Lank,  of  Washington,  D.  C— Improvement  in  Process  of  Making 
Iron  and  SUel. —Viiteni  dated  December  17,  1861. — This  invention  is  explained  by  the  claim. 

Claim. — Fu^t,  broadly  the  simultaneous  applications  of  agents  other  than  decarbonizing 
agent  for  the  purpose  of  refining  and  carbonizing  metals,  whicn  shall  act  simultaneously  not 
only  to  carry  off  the  impuiitics  in  the  metal  in  the  condition  of  gases,  but  also  the  impurities 
of  the  metal  in  the  conaition  of  slag. 

Second,  broadly  the  simultaneous  use  of  a  carbonizing  and  decarbonizing  agent  in  treating 
fused  metals,  which  shall  act  to  delay  the  final  decarbonizing  of  the  metal  to  a  time  at  which 
the  impurities  shall  have  been  removed  by  the  agents  employed.  , 

Third,  the  introduction  of  carbon  at  a  point  above  the  surface  of  a  mass  of  fused  metal, 
while  the  metal  is  in  rotary  motion. 

i'uurth,  the  introduction  of  the  gases  from  a  refining  furnace  into  the  stack  of  a  smelting 
furnace,  in  such  position  and  in  an  iufiamed  state,  as  to  assist  in  fusing  the  ore  by  being 
passinl  into  the  smelting  furnace  in  immediate  contact  with  the  oi"e. 

Filth,  causing  the  ga^es  evolved  from  the  fused  metal,  and  which  have  accumulated  in  tho 
refining  chamber,  to  be  forced  into  and  among  the  fusing  metal  in  the  smelting  furnace. 

Sixth,  the  introduction  of  carbonate  of  soda  and  the  alkalies  at  a  point  below  the  surface 
of  the  fused  metal  in  a  refining  chamber  while  the  metal  is  in  a  rotary  motion. 

No.  33,950.— W.  A.  LifJUTiiAm  of  Now  York,  N.  Y.-- Improved  Method  of  Setting  Tubes 
for  Condenser s.—VAtent  dated  December  17,  ifHii. — The  apertures  in  the  head  sheet  for  the 
insertion  of  the  tubes  are  enlarged  at  their  outer  ends  for  about  two-thirds  of  their  depth,  in 
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order  to  form  a  space  for  the  reception  of  a  packing  ring  which  consists  of  lead  or  other  soft 
metal,  and  is  secured  in  place  by  making  the  recesses  of  greater  diameter  at  the  bottom  Ui^ 
top,  and  forcing  in  the  packing  ring  until  the  space  is  completely  filled.  This  packing  secures 
the  ends  oi'  the  tubes  perfectly  tight,  while  at  the  same  time  it  allows  the  proper  movement  of 
the  tubes  for  their  expansion  and  contraction. 

Claim. — ^The  use  of  the  packing  ring  C,  constructed  and  applie<l  as  described,  in  combina- 
tion with  the  tube  D  and  head  sheet  A,  as  and  for  the  purpose  set  forth. 

No.  3.3,951. — W.  A.  LiGiiTIlALL,  of  New  York,  N.  Y. — Improvement  in  Condensers  for 
Sieam  Kngines. — Patent  dated  December  J7,  18(51. — This  invention  consists  of  a  combination 
of  a  jet  and  surface  condenser  in  one  instmment,  the  steam  exhausted  into  it  from  the  engine 
being  met  at  its  first  entrance  by  a  jet  of  cold  water,  (produced  by  the  condensation  of  tho 
steam  exhausted  at  each  revolution  ot  the  engine  and  cooled  down  to  the  temperature  of  the 
seii,  river,  or  other  cooling  water,)  and  afterwards  fully  condensed  by  contact  with  tubes 
through  which  passes  a  current  of  cooling  water,  and  by  passing  through  a  bofty  of  water 
collected  in  the  lower  section  of  the  apparatus. 

Claim. — The  use  of  a  combined  jet  and  surftice  condenser,  constructed  and  operated  sub- 
stautially  as  sot  forth  and  i'or  the  purpose  described. 

No.  33,952.— W.  A.  Lighthall,  of  New  York,  N.  Y. —Improved  Steam  Condenser.— 
Patent  dated  December  17,  IfsOl. — Between  tho  engine  and  boilers  is  placed  a  condenser  into 
which  the  steam  exhausted  from  the  engine  is  carried  to  be  condensed,  and  from  which  the 
water  of  condeiLsation  is  returned  to  the  boilers  by  the  action  of  the  force  pnmp  of  tho  engine. 
Within  a  shell  or  case  of  plate  or  cast  iron  is  placed  a  series  of  tubes  connecting  at  each  end 
with  reservoirs,  tho  tubes  being  of  tho  smallest  diameter  to  allow  tho  requisite  amount  of 
cooling  water  to  pass  through  them.  Transversely  to  the  pipes  are  placed  a  series  of  division 
plates  extending  nearly  across  the  space  within  the  case,  the  open  spaces  at  the  end  of  each 
alternating  in  order  to  cause  tho  steam  to  pass  in  a  zig-zag  direction  thfough  the  condenser. 
Below  the  tubes  is  placed  a  perforated  drip-plate  through  which  the  water  of  condensation 
passes  into  a  receiving  reservoir,  from  whence  it  passes  to  tho  force  pump. 

Claim. — The  combination  of  tho  drip  plate  J,  drip  reservoir  K,  tubes  h,  and  division  plates 
G,  with  tho  case  A,  arranged  and  operated  as  and  lor  the  purpose  set  forth. 

No.  33,953. — Henry  Lowe,  of  Baltimore,  Md. — Improvement  in  the  Process  of  Recovering 
Soda  used  in  the  Manufacture  of  Paper  Stock. — Patent  dated  December  17,  1861. — ^Thenatoi* 
of  this  invention  is  explained  by  the  claim. 

Claim. — Reclaiming  the  soda  from  the  Fpent  solution  of  caustic  soda  arter  its  action  upon 
reeds,  straw,  or  other  fibrous  uuiterial,  by  charging  the  solution  with  caibonic  acid  gas  in  a 
suitable  vessel,  bo  that  the  organic  matter  will  bo  precipitated. 

No.  33,954.— ARniiBAl.D  McGcffie,  of  Rochester,  N.  Y.— Improvement  in  Construction 
of  Bridges. — Patent  dated  DtHombor  17,  J 8(31. — The  arches  of  tho  bridge  are  formed  in  sec- 
tions, each  section  consisting  of  a  straight  metal  tube,  the  ends  of  which  are  fitted  on  joints. 
These  joints  consist  of  angularly  shaped  metal  heads,  provided  with  tenons  and  shoulders, 
upon  wlkch  the  ends  of  the  tubes  fit.  Passing  through  tho  joints  are  rods  to  which  are  at- 
tached the  ends  of  forked  suspension  rods,  having  secured  to  theii  lower  ends  bars  upon 
which  rest  tho  ends  of  the  sleepers;  the  said  bars  being  braced,  by  means  of  rods  secured  at 
their  ends,  to  tho  abutments. 

C/«im.— The  combination  of  the  angular  tenoned  heads  b  with  the  tubular-arched  section 
a,  in  the  manner  shown  and  described. 

Also,  the  arrangement  with  the  heads  b  and  sections  a  of  the  rods«,  forked  rods  C,  sleepers 
D,  bars  F,  rods  G  ^  H,  and  bars  I,  as  shown  and  described. 

No.  3.3,955.— JoSHVA  Merrill,  of  Boston,  ^la^f^.  ^Improvement  in  Construction  of  Stills 
and  Still  Bottoms. — Patent  dated  December  17,  IhGl. — 1  ho  bottom  of  tho  still  consists  oi'  a 
plate  formed  between  lollers  from  an  ingot  of  cast  steel,  from  which  are  cut  circular  discs  of 
suitable  size.  These  disc  ^  aro  then  placed  siiij'ly  in  a  reverberatory  fumaco  and  exi)osed 
to  tho  action  of  tha  firo,  and  when  sufiiciently  lioated  are  placed  upon  a  former  and  beaten 
alternately  with  iron  and  wooden  swages,  by  which  they  aro  biought  to  the  proper  shape 
before  tho  metal  coois.     The  bottom  is  then  riveted  or  bolted  ro  the  body  of  tho  still. 

Claim. — Tho  fonned  seamless  steel  still  bottom  in  combination  yvith  the  body  of  a  still, 
substantially  as  described. 

No.  3.3,956. — Lewis  and  Jacob  Miller,  of  Canton,  O. — Improvement  in  Grain  Chaners. — 
Patent  dated  December  17,  lC)()l. — The  nature  of  this  invention  is  mainly  explained  by  the 
claims.  To  tho  upper  and  lower  front  part  of  tho  fan  chamber  are  hingi-d  adjustab'.f  wind 
boar<ls,  the  lower  one  of  whieh  has  a  lip  or  retura  upon  its  under  side  for  the  puiTxise  ot  pre- 
venting the  grain  from  running  over  tho  trough  or  spout,  which  conducts  il  out  of  the  machine. 

Claim. — First,  su.-^pending  the  shtxi  of  a  grain-cleaning  machine  to  the  irame  by  means  of 
strui»s  that  are  hinged  at  one  of  their  ends,  and  have  a  springing  motion  at  the  other  end  thereof 
for  producing  a  regular  but  noiseless  motion  to  the  shoe,  subsiautially  as  described. 
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Also,  in  combination  with  a  shoe  suspended  by  straps  that  are  hinged  at  one  end  and  have 
a  spring  motion  at  the  other  end,  a  spring  pitman  for  vibrating  said  shoe  without  sudden  jar 
or  noise,  substantially  as  described.    ^ 

Also,  the  adjustable  wind  boards  K  L,  the  latter  having  a  lip  or  flange  e,  constructed  and 
operatinjr  substantially  as  described  and  for  the  purpose  set  forth. 

Also,  hanging  the  front  of  the  riddle  in  adjustable  bearings,  so  that  it  may  be  moved  to  or 
from  the  grain-directing  board  N,  for  the  purpose  of  regulating  the  blast  with  regard  to  that 
end  of  the  riddle,  substantially  as  described. 

No.  33,957. — James  Mtllholland,  of  Reading,  Pa. — Improved  Mode  of  Operating  Gif- 
fard's  Injector, — Patent  dated  December  17,  1861. — This  invention  has  for  its  object  the 
placing  of  the  injector  in  such  a  position,  on  a  locomotive,  that  the  supply  of  water  to  the 
instrument  from  the  tank  will  depend  upon  the  direct  flow  of  water  from  the  same,  and  not 
npon  the  aspiration  of  the  instrument  itself  as  usual ;  and  it  consists  in  operating  the  perfo- 
rated tube  Aid  internal  rod  of  the  injector  by  means  of  levers  so  arranged  and  provided  with 
jointed  rods,  that  the  said  levers  can  be  readily  operated  by  the  engineer,  either  together  or 
independently  of  each  other. 

Claim, — Operating  the  perforated  tube  and  internal  rod  of  a  Gifi'ard  injector  by  levers  N 
and  M,  arranged  substantially  as  described,  the  said  levers  being  provided  with  the  appliances 
described,  or  their  equivalents,  so  that  they  can  be  operated  together  or  independently  of  each 
other,  as  sot  forth. 

No.  33,958. — G.  W.  MOPFIT,  of  Washington,  Pa. — Improvement  in  Car-Coupling. — 
Patent  dated  December  17,  186J. — The  link  and  hook  of  each  t-oupler  are  secured  within  a 
box  or  draw-head  by  means  of  a  vertical  bolt  npon  which  they  are  arranged  to  work  looselv. 
Secured  to  the  upper  part  of  the  inside  of  the  box  is  an  abutment  which  forms  a  rest  for  the 
upper  end  of  the  hook,  and  has  iointed  to  it  a  drop  piece  near  its  projecting  end  which  causes 
the  link  opposite  to  it,  and  which  does  not  connect  with  its  corresponding  hook,  to  run  over 
its  upper  face  and  abutment,  whilst  the  under  running  link  forces  its  corresponding  hook 
downwards  and  afl*ects  the  coupling. 

Claim. — ^The  application  of  a  wrought-iron  link  A,  a  hook  or  catch  B,  and  an  abutment  F, 
with  a  drop  piece/',  to  a  buffing  draw-head  of  a  car,  so  that  when  two  cars,  to  which  the 
same  are  respectively  applied,  are  run  into  contact  with  each  other  for  the  purpose  of  being 
coupled,  the  link  of  either  will  interlock  with  the  catch  or  hook  of  the  other,  and  thus  com- 
plete a  reliable  connexion  of  the  said  cars,  the  same  being  constructed  and  arranged  togetjjer 
to  operate  substantially  in  the  manner  described. 

No.  33,959.— R.  B.  PrLLAN,  of  Cumminsville,  O.— Improvement  in  T«ir».— Patent  dated 
December  J 7,  18G1. — The  nature  of  this  invention  will  be  understood  by  reference  to  the  claim 
and  engraving. 

Claim. — So  constructing  the  centre  joint,  in  combination  with  the  folding  thighs  and  legfg, 
as  to  pioduce  three  different  foims  of  tent,  all  as  described  and  represented. 

Also,  the  double  parallel  covenugs  H  and  I,  when  the  ventilating  space  between  them  is 
made  with  a  free  and  unobstructed  egress  at  the  top,  as  described  and  represented. 

But  1  disclaim  all  modes  of  ventilatmg  the  space  between  the  inner  and  outer  tent,  where 
the  current  is  taken  through  hollow  ventilating  tent  poles,  and  all  other  modes  of  ventilating 
Buch  double  tents,  except  where  the  upper  part  of  said  passage  is  left  open,  free,  and  unob- 
structed, as  set  forth. 

No.  33,960.— H.  W.  Pittman,  of  Cleveland,  O.— Improved  Clothes  fTriw^cr.— Patent 
dated  December  17,  1861. — To  the  lower  ends  of  the  standards  which  sastain  the  rollers  are 
attached  diverging  arms,  having  at  their  outer  sides  semicircular  ratchets,  and  near  the  lower 
ends  of  each  outer  arm  is  secured  a  cam  provided  with  a  handle  which  serves  the  purpose  of 
a  pawl,  in  connexion  with  the  ratchet,  to  hold  the  cam  against  the  outside  of  the  tub,  and  by 
which  the  device  is  firmlv  held  to  the  tub. 

Claim. — The  described  side  pieces  B  IV  II,  constructed  as  specified,  in  combination  with 
the  cross-bar  M,  ratchets  C,  and  cams  D,  arranged  and  operating  as  and  for  the  purpose  set 
forth. 

No.  33,961.— Ferdinand  RoCHOW,  of  New  York,  N.  Y.— Improvement  %n  Rotary  Pumps.— 
Patent  dated  December  17,  1861. — This  invention  consists  of  a  hollow  enclosing  shell  of  an 
irregular  form,  two  opposite  side  pieces,  and  a  revolving  shaft  having  movable  pistons  or 
abutments.  The  irregularity  or  eccentricity  of  the  shell  consists  in  the  manner  in  which  it 
is  formed,  thus  dispensing  with  the  asual  method  of  filling  in  the  inner  sides  of  the  casing. 
Between  the  shaft  and  the  side  pieces  are  placed  t^vo  leather  rings,  fixed  to  the  shaft  by  means 
of  small  metal  rings  or  bands  fitting  in  recesses  in  the  side  pieces,  for  the  purpose  of  preventing 
leakage  on  the  sides  of  the  shaft ;  and,  to  prevent  air  from  entering  the  suction  apartment 
between  the  packing  rings  and  side  pieces,  an  elastic  packing  of  hemp  is  set  in  the  side  pieces. 

Claim. — 1*  irst,  constructing  the  enclosing  shell  or  case  A  of  an  ecceutric  or  inoguiar  curve,  . 
BUch  that  all  linea  diawn  fjom  its  oppoaito  sides  and  through  any  one  of  the  same  pomt  O'  in 
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the  axis  or  diameter  of  such  curve,  but  at  one  side  of  the  centre  of  such  axis,  shall  be  of  equal 
leD<<:tb,  60  thnt  abutments  or  pistons  v  v  of  the  same  length  with  such  axis  or  diamc-ter.  tv 
voiving  in  such  shell  and  passing  through  a  shaft  or  cylinder  having  the  centre  of  itu  ax^-  n 
such  point  0^  will  always  be  in  contact  with  the  sides  of  the  shell,  without  the  uh?  <»t  asj 
device  to  vary  their  length. 

Second,  the  combination  of  the  shell  or  case  A  when  so  constructed,  with  the  encloM*«l  •ht& 
or  cylinder  R  and  its  movable  solid  pistons  v  c,  arranged  in  respect  to  such  shell,  snbfttam.  ».,t 
as  des<iribed. 

Third,  the  application  and  use  of  the  packing  rings  p'  p'  and  the  elastic  packing  y  y.  is 
combination  with  the  shaft  R,  side  pieces  S  S,  substantially  as  and  for  the  purpose*  stt  i*.nk 

Fourth,  the  whole  machine  or  apparatus,  constructed  substantially  as  and  for  th«  pajf«c«i 
set  forth. 

No.  33,962.— W.  G.  SCHRflDLiN  and  J.  W.  Driscoll,  of  New  York,  N.  Y.—lmpr^rrmtm 
in  Reflectors  for  Lamps. — Patent  dated  December  17, 1861. — This  invention  is  defti^ne*!  iwn 
especially  for  street  lamps,  and  it  consists  in  so  arranging  the  reflector  formed  as  »«><«ticm«  d 
truncated  cones  as  to  reflect  the  light  shining  upwards,  and  cause  it  to  be  thrown  otf  Uav 
Eontally  in  either  direction. 

Claim. — ^The  employment  of  the  reflectors  d  and  e,  formed  as  sections  of  truncated  r<<«m 
or  pyramids,  and  flanng  away  from  the  flame,  substantially  as  and  for  the  purposes  »pr<  jjrd. 

No.  33,963.— W.  A.  Shannon,  of  Washington,  D.  C— Improvement  in  Firt-Escmpe  Lmd- 
dert. — Patent  dated  December  17,  186 J. — The  ladder  is  formed  in  sections  so  as  to  be  t'o^M 
in  a  zig-zag  manner,  and  f^^stcned  at  one  end  upon  the  inside  of  the  window.  At  «ritfarr  •.ik 
and  at  each  joint  of  the  sections  are  placed  small  arms,  which  work  freely  on  the  roimd«  aarf 
are  let  into  the  side  pieces  so  as  to  admit  of  the  ladder  being  folded,  but  when  opruc-d  tt* 
arms  fall  out  by  their  own  weight  and  remain  at  right  angles  to  the  ladder  so  as  to  prrrnt 
the  latter  from  coming  in  contact  with  the  wall.  To  prevent  the  ladder  from  enteniif  sks 
lower  windows,  arms  are  made  to  fall  out  from  the  sides  of  the  lower  sections. 

Claim. — An  improvement  in  the  construction  of  a  sectional  ladder,  with  arms  or  Iitml 
Fig-  2,  e  e,  working  freely  on  the  rounds  and  gravitating  to  their  position,  after  the  ladder  ^ 
been  passed  freely  and  unobstructediy  througn  the  window,  and  the  side  braces.  Fig.  I,  4  ^ 
which  are  designed  to  prevent  the  ladder  from  being  pressed  into  the  lower  windows. 

No.  33,964.— W.  A.  Shaw,  of  Boston,  Mass.— Improved  BoUle  ^omr.— Patent  ^iami 
December  17,  1861. — This  device  consists  of  a  hollow  stopper  made  of  elastic  gam,  of«n  •! 
its  upper  end,  and  having  shoulders  upon  its  outer  sides  made  to  correspond  with  she* .  -•» 
within  the  neck  of  the  bottle.  It  is  placed  in  the  bottle  by  means  of  a  properly  *1  af*4 
p:ere  of  wood,  which  is  inserted  through  the  aperture  at  its  upper  end,  by  wnicn  tb«  ••*  «• 
Dcconies  elongated  and  easily  slips  into  place.  Upon  withdrawing  the  handle  the  sImm^  -  t 
of  the  stopper  fit  closely  into  the  corresponding  shoulders  of  the  bottle. 

Claim. — ^A  hollow,  elastic  stopper,  operating  in  the  manner  substantially  as  desczibrd. 

No.  33.965.— Wm.  J.  Stillman,  United  States  Consul  at  Rome,  Italy.— /m|irorviMra*  » 
Rifle  Sights. — Patent  dated  December  17,  1861. — This  invention  consists  in  the  exuplornrs 
of  a  sight  having  a  reflecting  surface  placed  at  such  an  angle  as  to  reflect  to  the  eyt  .  .-i 
from  one  direction  only,  so  that  from  whatever  direction  the  ligiit  may  fall  upon  it.  Dune  %  . 
reach  the  eye  except  that  from  one  certain  direction,  and  this  always  coming  at  tbe  •aat 
anj^ie  prevents  any  variation  in  the  aim  from  that  cause.  Combine^]  with  the  abow  t«  m 
adjustable  covering  or  protector,  so  arranged  as  to  be  opened  or  closed  at  will,  whm^ii  tts 
sight  may  be  made  either  a  bi  .ght  or  a  per^sctly  black  one,  as  circumstances  mav  reqairV. 

Claim. — First,  the  employment  in  nfled  or  other  fire-arms  of  a  reflecting  sight  C\  «o  ci«- 
structcd  and  arranged  as  to  reflect  in  tbe  line  of  sight  hght  from  a  given  direction  oulj*  m^ 
stantially  as  and  for  the  purpose  set  forth. 

Second,  in  combination  with  a  reflecting  surface  C,  an  adjustable  covering  or  protcctar  1 
D,  so  arranged  as  to  admit  of  being  opened  or  closed  at  pleasure,  for  the  porpma  abvn 
specified. 

No.  33,966.— A.  Stoler  and  S.  A..SissoN,  of  Bristol,  Pa.— /mproPem«ii<  in  Cmttimg  J^ 
paratus  for  Harvesters. — Patent  dated  December  17,  1861. — ^This  device  Is  desii^ned  tor  r^ 
taming  the  cutter  in  its  proper  place.  Tbe  upper  plate  is  countersunk  to  receive  tbe  cocjc* 
head  of  a  bolt,  and  in  the  lower  plate  is  drilled  a  recess  to  receive  a  steadying  pin  of  tht 
bolt,  by  which  means  much  weight  of  material  is  dispensed  with,  while  sumciem  scn^w 
of  beam  is  obtained. 

Claim.— The  bolt  D,  when  formed  with  a  square  shank  and  conical  head,  whether  with  m 
without  the  steadying  pin  at  its  base,  as  shown,  when  used  in  combination  with  the  tagm 
bar  and  cutter,  in  the  manner  and  for  the  purpose  specified. 

No  33,967.— John  Trageser,  of  New  York,  N.  Y.— Improvement  in  Beer  Coders.— VmSifSi 
dnteil  December  17, 1861. — ^This  invention  consists  in  the  use  otn  horizontal  tube,  which  n^^.rm 
the  wort  from  the  boiler,  and  is  perforated  chiefly  at  iU  upper  surface.     It  is  fitted  w;:L^  « 
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imtable  vessel  havio^  a  perforated  bottom,  and  provided  at  its  tinder  side  with  serrated 
flanches,  which  are  directly  over  the  upper  cooling  tube  for  the  purpose  of  cflfecting  a  per- 
fect straining  of  the  wort  after  leaving  the  boiler  and  previous  to  its  distribution  over  the 
cooling  tubes. 

Claim, — First,  a  strainer  for  a  wort  or  beer  cooler  formed  of  a  tube  A,  perforated  at  its 
tipper  part,  as  shown  at  a,  and  used  with  or  without  the  perforations  6,  substantially  as  and 
for  the  purpose  set  forth.  • 

Second,  providing  the  vessel  B,  in  which  the  tubular  strainer  A  is  placed,  with  narrow 
boxes  C  C,  one  or  more,  at  its  bottom ;  the  boxes  having  notched  edges  and  arranged  in 
relation  with  the  upper  cooling  tube  D,  to  operate  as  and  for  the  purpose  specified. 

Third,  having  the  bottom  of  the  vessel  B  perforated  with  two  rows  of  holes  d  rf,  when 
said  perforations  are  used  in  connection  with  the  boxes  C  C,  for  the  purpose  set  forth. 

Fourth,  the  combination  of  the  tubular  strainer  A,  vessel  B,  with  its  perforated  bottom, 
the  boxes  C  C,  attached  to  the  under  side  of  the  bottom  of  B.  and  notched  as  shown,  and 
the  cooling  tub^  D,  all  arranged  as  and  for  the  purpose  specified. 

No.  33,96d.— 0.  M.  Truair,  of  Mount  Morris,  N.  Y,— Improved  Machine  for  Sizing 
Broom  Com. — ^Patent  dated  December  17,  1861. — In  the  centre  of  the  bed  of  the  machine 
is  a  longitudinal  opening,  one  side  of  which  is  stepped  off  at  equal  distances  and  depths, 
thus  fonning  a  series  of  transverse  openings  in  the  bed,  which  increase  in  length  from  ono 
end  of  the  machine  to  the  other.  Beneath  these  openings  are  partitions  which  serve  as  re- 
ceptacles for  the  different  lengths  of  broom  corn.  Near  each  end  of  the  machine  is  joumalled 
a  roller,  around  which  pass  one  or  more  endless  bands  connected  together  by  slats,  for  the 
purpose  of  moving  the  broom  com  along  on  the  table  and  over  the  openings  therein  until  it 
meets  with  an  0{)eninj^  corresponding  in  length  with  the  length  of  the  broom  com.  At  the 
front  end  of  one  side  or  the  machine  is  secured  a  knife,  set  obliquely,  for  cutting  off  the  but 
ends  of  the  com,  which  latter  is  placed  upon  an  inclined  boara,  and  is  forced  down  by  the 
revolving  slats  and  carried  over  the  bod. 

Claim. — ^The  bed  A,  receptacles  J  J,  rollers  E  E',  bands  F  F,  and  slats  6,  fumished  with 
projections,  with  the  inclined  board  </,  and  knife  e,  when  combined,  arranged,  and  operating 
in  the  manner  substantially  as  described. 

No.  33,969.— James  Turner,  of  Chicago,  Bl-— Improved  Process  of  Rendering  Lard  and 
Tallow. — Patent  dated  December  17,  lti(il. — ^The  object  of  ttis  invention  is  to  save  the  fat 
from  injury  resulting  to  it  by  the  action  of  the  steam  after  it  has  been  rendered,  which  is 
effected  by  removmg  the  fat  from  the  action  of  the  steam  as  fast  as  it  is  rendered,  and  with- 
out interraptlng  the  process  of  rendering.  The  apparatus  used  consists  of  a  steam-tight 
tank  pmvided  with  a  float  perforated  on  its  lower  surface  and  fixed  upon  the  lower  end  of  a 
movable  pipe,  which  passes  through  a  stuffing-box  on  the  top  of  the  tank.  The  uj)per  end 
of  this  pipe  is  joined  to  an  elbow-pipo,  which  is  connected  to  a  vibratingrpipo  and  joined  to 
a  standard,  in  which  latter  is  also  fixed  a  stationary  pipe,  all  so  connected  as  to  leave  a  free 
communiaition  from  one  to  the  other,  by  which  means  the  tallow  is  forced  by  the  steam  from 
the  tank  through  the  pipes  to  any  desired  point. 

Claim. — First,  drawing  off  the  fat  as  fast  as  it  is  rendered  by  the  pressure  of  the  steam  in 
the  tank. 

Second,  the  process  described  of  drawing  off  the  fat  as  fast  as  rendered  by  the  use  of  a 
steam-tight  tank  in  combination  with  a  stramer  or  float,  and  movable  or  flexible  pipe,  sub- 
stantially as  set  forth. 

Third,  the  mode  of  delivering  the  melted  fat  by  the  pressure  of  the  steam  in  the  tank  to 
any  part  of  the  building,  substantially  as  set  forth. 

No.  3:5,970.— Frederick  Yeiser,  of  Danville,  Kj. —Improvement  in  Meridian  Instru- 
ments.— Patent  dated  December  17,  1861. — Upon  the  upper  end  of  a  pillar  or  cylinder,  which 
is  attached  to  a  base-plate,  is  secured  a  disc  parallel  with  the  base-plate.  To  the  upper  side 
of  this  disc  is  pivotea  a  horizontal  bar,  ono  end  of  which  projects  over  the  edge  of  the  disc, 
and  has  attached  to  its  projecting  end,  by  a  shaft  or  pivot,  a  bar  G,  moving  freely  and  at 
right  angles  to  the  movement  of  the  horizontal  bar.  To  each  end  of  the  bar  G  is  fixed  a  small 
plate  at  right  angles  to  the  same,  in  one  of  which  is  a  convex  lens,  and  on  the  opposite  plate 
are  two  sets  of  parallel  lines  crossing  each  other  at  right  angles,  at  a  suitable  dwtance  apart, 
to  embrace  the  sun's  image,  which  falls  between  them  from  the  lens. 

C7/itm,— In  combination  with  the  bars  G  and  plates  J  J',  the  bar  D  and  disc  C,  operated 
substantially  in  the  manner  and  for  the  purposes  set  forth. 

No.  33,971.— J.  F.  Brown,  assignor  to  Hhnself  and  Allen  Richards,  of  New  London, 
Conn.— Improvement  in  Skirt  Supporters, — Patent  dated  December  17,  1861. — This  inven- 
tion consists  in  the  use  of  two  jaws  surrounded  by  an  India-rabber  band,  and  provided  with 
a  fulcrum  pin  fitted  in  a  recess  or  groove  formed  in  each  jaw. 

Claim. — The  two  jaws  A  A,  encompassed  by  an  elastic  band  or  spring  C,  when  used  in 
combination  with  a  detached  fulcram  pin  B,  all  being  arranged  as  shown  and  described  to 
lorm  a  new  and  improved  article  of  manufacture,  for  the  purpose  set  forth* 
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No.  33, 1W2.— Joseph  Davis,  of  Eftst  Wilton,  N.  11.,  osgignor  to  J.  Noonr,  of  Peter- 
borough,  N.  II.,  and  W.  Eahl,  jr.,  of  Troy,  N.  11. — Improrementin  Carding  i:hi(inc8. — Putent 
dntotl  l)ci('niber  17,  IHtJl. — Iklow  the  luain  card  cyliuclHr  is  arraofifed  an  endlesH  apron  or  grid, 
whit  h  riin.^  upon  tlireo  rollers,  the  iouraals  of  the  middleone  beiug^  placed  in  staudaids  ])rovided 
with  slots  and  adjuHting  screws,  bv  uienns  of  which  the  position  of  the  belt  may  be  adjusted 
in  relation  to  the  main  cylinder,  the  objc»ct  of  the  invention  being  to  convey  the  fibrous  ma- 
tetial,  wiilih  is  usuallv  waited,  back  to  a  position  where  the  cylinder  can  again  seize  it,  and 
alHO  to  discharge  the  dirt  that  may  fall  upon  (he  apion. 

Claim. — The  specified  arrangement  or  appHcation  of  an  endless  traversing  grid  or  apron, 
or  the  nHH'liunicA)  equivalent  ot  either,  with  the  main  card  cylinder  of  a  carding  engine,  and 
to  opralt'  ilierewiih  substantially  in  the  manner  and  for  the  purpose  as  described. 

And  in  combiuation  with  the  said  endless  grid  or  apron  and  the  carding  engine  or  its 
main  caul  cylinder,  the  arrangement  and  comlfination  of  an  adjustable  supporter  F,  tba 
fc»ame  being  to  operate  in  manner  and  for  the  purposes  substantially  as  set  forth. 

Vo.  3;i,l)7»l — (if.oR«E  (ioEWKV,  of  New  York,  N.  Y.,  assignor  to  Himself  and  E,  S. 
Marsh,  ot  Morri^iana,  N.  Y. — Imrorcmcnt  in  Chunti. — Patent  dated  De<'eml>er  J7,  lt<iil. — 
Within  a  tub  is  placed  a  vertical  stationary  perforated  cylinder  encUM*ing  an  upright  sbafk 
having  a  spiral  flange  acting  like  a  screw  propeller  at  its  lower  end,  to  which  is  given  a 
rapidly  ie\  olving  motion  whu  h  causes  the  milk  within  the  cylinder,  together  with  air  fiom 
abovi',  to  be  driven  thrtmgh  spaces  at  the  lower  end  of  the  cylinder  into  the  outer  tub  or 
vessel. 

Claim. — The  use  or  employment  of  the  perforated  cylinder  G,  in  combination  with  thm 
sciew-blade  or  prop(»Iler  C,  for  the  purpose  of  sneedily  producing  butter  and  preventing  it, 
as  foruied.  being  operated  upon  or  agitated  by  the  movement  of  the  yet  uncouveited  milk, 
subbtantially  as  described.    , 

No.  33.974.— E.  J.  Hall,  assignor  to  Himself  and  E.  P.  Stimets,  of  Highgate,  Vl  — 
hnproTcd  Spring  Caster. — Patent  dated  December  17.  18t*d. — To  the  top  of  the  roller-box  is 
secured  a  stiew-shaft,  upon  which  is  arranged  a  circular  plate,  having  attached  to  it  three 
guide-rods  passing  through  an  intermediate  plate  to  a  thiid  plate  al>ove,  to  which  they  are 
peimaneutly  fasieyed.  Upon  the  lower  p!atc  is  placed  a  double  spiral  spring.  The  inter- 
mediate plate  oi>erates  as  a  nu^  on  the  scren-shatt,  by  which  means  the  roller  is  adjusted  to 
a  level  with  the  other  feet,  being  raised  or  loweied  as  required. 

Claim. — The  coud)ination  and  arrangement  with  an  ordinary  carter  of  the  screw -<ihafl  C, 
the  spinil  springs  E,  tidjustable  plates  II  and  I,  guide-rods  CJ,  substjintially  as  and  lor  the 
purpose  specitied. 

No.  33,1^75.— K.  H.  C.  Prepton,  assignor  to  E.  P.  Ritssell,  of  Manlius,  N.  Y.— /«- 
proremrnt  in  Harvesters. — Patent  date<l  December  17,  IHOl. — This  invention  consists  in 
transmitting  the^rerjuisite  rate  and  force  of  motion  from  the  driving-wheel  to  the  cmnk-shaft 
thiough  the  medium  of  a  series  of  rollers  pivoted  to  the  face  of  the  driving-wheel,  and  a 
tapering  single  sciew  thread,  which  projects  from  the  periphery  of  the  crank-shaft,  by  which 
means  the  crank-.shaft  may  bo  p!ace(f  in  such  a  position  that  its  axis  will  l>c  exactly  opposite 
to  a  poiiion  of  an  imaginary  circular  line  passing  through  the  centres  of  the  pi/ots  of  each 
of  the  rollers. 

Claim. — First,  the  tapering  shape  of  the  single  screw  thread  </,  which  is  employed  for  the 
purpose  of  euabing  the  <lesircd  amount  of  motion  to  be  communicated  to  the  crank-hliaft  C, 
subsumtially  as  set  forth. 

Also,  when  a  tai^ring  single  screw  thread  is  combined  with  a  shaft,  either  directly  or 
througli  (he  mediuui  of  a  tul>e  or  collar,  acting  upon  said  screw  thread  by  means  of  a  series 
of  pivoted  rollers  and  a  driving-wheel  for  carrying  the  same,  substantially  as  set  forth. 

Also,  when  a  tapering  single  sci-ew  thread  is  combined  with  a  shaft,  either  direi-tly  or 
through  the  medium  of  a  tube  or  collar,  acting  upon  the  said  screw  thread  through  the  me- 
dmm  of  a  series  of  tapering  pivoted  rollers  and  a  suitable  driving-wheel,  substantially  in  the 
manner  set  forth. 

No.  33,JW6.— Charles  Alger,  of  Hudson,  N.  Y.—fmprorement  in  Breech- Loading 
Ordnance. — Patent  dated  December  24,  1801. — The  breech  is  composed  of  a  spherical  piece 
of  metal  inserted  into  a  hemispherical  seat  in  the  gun  in  the  Tear  ol  its  bore,  where  it  is  con- 
fined by  mcaas  of  a  hollow  screw.  The  front  end  of  the  8cn*w  is  countersunk  so  as  to  form 
the  rear  seat  of  the  spherical  piece,  which  latter  has  an  ojwning  through  its  centre  of  sufficient 
size,  and  the  internal  calibre  of  the  hollow  screw  being  sufficient  to  permit  the  projectile  and 
the  cartridge  to  be  inserted  through  them  into  the  chamber  of  the  gun;  the  8i)herical  pie<*e 
being  furnished  with  suitable  means  of  turning  it  to  bring  its  opening  transversely  to  the 
bore,  and  thereby  make  it  close  the  rear  of  tlie  gun  and  bring  it  opposite  to  the  boro  for 
loading  at  the  breech. 

Claim.— The  spherical  breech  piece  B,  having  a  central  opening  g^  and  tlie  hollow  screw 
C,  applied  in  combiuation  with  each  other  and  with  the  barrel  or  body  A  of  the  gun,  sub- 
stantially as  descxibod. 
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No.  33,977.--TraugOTT  Beck,  of  Newark,  N.  J.— Improved  Apparatus  for  Bracing  the 
Yards  of  Vessels, — ^Patent  dated  December  24,  1861. — ^In  any  convenient  place  in  the  vessel 
^  Is  placed  a  barrel  or  barrels,  so  as  to  be  rotated  by  any  mechanical  means.  The  barrels  are 
constructed  of  doable  cones  joined  at  their  apexes,  and  have  a  screw  thread  ronning  from  one 
end  to  the  other.  The  barrel  is  so  proportioned  to  the  bevel  of  the  cones  as  to  correspond 
with  the  increasing  or  decreasing  length  of  the  braces  consequent  upon  the  ends  of  the  yard- 
arms  turning  in  a  circle,  and  increasing  the  angle  on  the  one  side,  while  it  decreases  in  the 
same  proportion  on  the  other,  the  brace  being  around  the  smallest  part  of  the  barrel  when 
the  yards  are  square,  and  the  diameter  of  the  barrel  being  exactly  adapted  to  the  required 
variations  in  the  length  of  brace. 

Claim.— The  combination  and  arrangement  of  the  cone  barrels  and  the  tightener,  with  the 
braces,  substantially  in  the  manner  and  for  the  purpose  specified. 

No.  .33,978. — S.  A.  Blake,  of  New  York,  N.  Y.^hnprovement  in  Bonnets.— F&ieni  dated 
December  24,  1861. — ^This  invention  is  explained  by  the  claim. 

Claim. — A  bonnet,  cap,  or  other  head  covering,  the  body  of  which  is  made  of  two  or  mor« 
thicknesses  of  muslin,  or  other  suitable  fabric,  shaped  or  formed  with  a  series  of  raised  or 
embossed  stripes,  in  imitation  of  straw  or  other  braid,  by  means  of  suitable  dies,  in  the  man- 
ner set  forth. 

No.  33,979.— W.  A.  Brown,  of  Philadelphia,  'Pfk.—lmprovement  in  Railroad  Car  Ven- 
ltl«tors.— Patent  dated  December  24,  1861. — ^Near  each  end  of  the  roof  of  the  car  is  placed  a 
horizontal  tube  connected  to  the  roof  by  a  vertical  tube.  The  ends  of  the  horizontal  tube 
consist  of  hollow  conical  frusta,  and  at  one  end  of  the  same  is  a  deflecting  partition  consisting 
of  spiral  flanges.  The  lower  end  of  the  vertical  tube  or  cylinder  is  fitted  with  an  adjustable 
valve,  so  as  to  be  closed  when  necessary.  The  motion  of  the  car  causes  fresh  air  to  enter  the 
forward  cylinder,  while  the  impure  air  is  expelled  from  that  in  the  rear. 

Claim. — A  ventilator,  consisting  of  the  horizontal  cylinder  B,  with  its  conical  frustra  V  b\ 
the  interior  spiral  passage  formed  by  the  partition  d',  ^n  the  rear  end  of  cylinder  B,  with  the 
vertical  cylinder  C,  with  its  adjustable  valve  F,  the  said  parts  being  constructed  and  com- 
bined together  with  each  other,  substantially  as  described,  and  applied  near  each  end  of  the 
roof  A,  KO  as  to  operate  in  combination  with  the  car  in  motion  on  a  track,  in  the  manner  set 
forth  and  for  the  purposes  specified. 

No.  33,980  —John  O'Bryan,  of  Owego,  N.  Y,— Improvement  in  Truss  Porf*.— Patent 
dated  December  24,  1861. — The  pressure,  over  the  place  required,  is  effected  by  means  of  two 
cups,  a  smaller  one  fitting  inversely  within  a  larger  one,  between  which  is  placed  a  spiral 
spring,  the  end  of  the  standard  passing  through  the  cup  where  it  is  attached  to  the  flat  spring 
and  provided  with  a  nut,  by  means  of  which  the  pressure  of  the  spiral  spring  may  be  adjusted 
as  required. 

Claim. — The  construction  of  the  pad,  consisting  of  the  two  cups,  the  helical  spring,  and 
&e  adjusting  screw,  all  combined  and  operating  in  the  manner  set  forth. 

No.  33,981.— Andrew  Buchanan,  of  Jersejr  City,  N.  J  .—Improvement  in  Steam  En- 
gines—Ptiteni  dated  December  24,  1861. — This  invention  consists  in  arranging  one  or  more 
parallel  motions  in  combination  with  a  slide  valve,  in  such  a  manner  that  the  pressure  of  the 
steam  is  counteracted  by  the  parallel  motion  or  motions,  and  the  valve  sustained  in  the  prop«r 
place,  the  said  valve  moving  equally  free  when  subjected  to  the  pressure  of  the  steam  as 
when  the  steam  is  shut  off*.  A  valve  with  corrugated  elastic  sides  and  ends  or  with  an  elastic 
back  is  used  in  combination  with  an  oblong  bearing  of  the  pivot,  which  secures  the  valve  to' 
the  parallel  motion,  so  that  the  valve  when  acted  upon  by  the  steam  is  forced  down  upon  its 
seat  with  a  certam  vielding  pressure  determined  by  the  elasticity  of  its  sides  before  the  pres- 
sure of  the  steam  is  counteracted  by  the  parallel  motion,  and  the  jumping  of  the  valve  or 
leakage  of  steam  is  prevented.  The  frame  which  supports  the  parallel  motion  is  so  arranged, 
in  combination  with  an  elastic  diaphragm,  that,  by  tne  action  of  the  steam  on  the  under  side 
of  the  diaphragm,  the  pressure  on  the  back  of  the  valve  is  diminished.  In  combination 
with  the  hame  supporting  the  parallel  motion  is  a  bell-crank  lever,  so  arranged  that  the 
frame,  together  witn  the  valve,  can  be  raised  clear  off  its  seat,  and  when  the  motion  of  the 
valve  continues  after  the  steam  has  been  shut  off,  a  cutting  of  the  face  of  the  valve  or  of  the 
■eat  is  prevented. 

Claim. — First,  the  arrangement  of  one  or  more  parallel  motions  E,  in  combination  with  a 
slide  valve  A,  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  employment  of  a  valve  A,  with  corrugated  sides  and  ends,  or  with  a  corrugated 
back,  in  combination  with  the  oblong  bearing  k  of  the  pivot  a,  which  connects  the  valve  to 
theparallol  motion  £,  substantially  in  the  manner  and  for  the  purpose  shown  and  described. 

Tnird,  the  rising  and  falling  frame  D,  in  combination  with  the  valve  A,  and  with  an  elastic 
diaphragm  F,  or  its  equivalent,  con3tructed..3nd  operating  substantially  as  and  for  the  pur- 
pose speci6ed. 

Fourth,  the  combination  of  the  bell-crank  lever  0,  or  its  equivalent,  with  the  rising  and 
kUing  frame  D,  and  valve  A,  substantially  in  the  manner  and  for  the  purpose  set  forth. 
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No.  33,962.— M.  D.  Budd,  of  Roacoe,  111.— /m;>rare</  Machine  for  Cutting  Bo/<s.— Patent 
dated  December  24,  1861. — This  invention  consists  in  providing  one  of  the  jaws  with  a  joint, 
nvith  which  is  arranged  a  hook  or  fastening  formed  of  two  links  placed  one  at  each  side  of  the' 
two  parts  of  the  jnw,  by  which  means  the  cotters  can  be  distended  further  apart  so  as  to 
enable  them  to  grasp  a  laiger  bolt;  the  object  bein^  to  provide  a  tool  for  cutting  bolts  or 
rivets  which  vary  materially  in  size,  without  lengthening  the  purchase  of  the  main  lever  upon 
the  pivot  jaw. 

Claim. — Forming  the  jaw  B  of  two  parts  e  rf,  connected  by  a  joint  f,  said  parts  e  d  being 
provided  respectively  with  a  hook  k,  and  notehes  1 1\  and  all  arranged  substantially  as  shown, 
whereby  the  jaws  A  B,  and  their  cutters  C  C,  may  be  distended  or  spread  apart  at  a  greater 
distance  than  they  otherwise  could  be,  and  admit  bolta  or  rivets  which  vary  materially  in 
size,  being  cut  with  one  and  the  same  implement. 

No.  33,983. — P.  Cawhaupe,  of  New  Lebanon,  N.  Y. — Improvement  in  making  Capsnlet 
&f  Cepacia. — Patent  dated  December  24,  1861. — This  invention  relates  to  the  moulds  over 
which  the  capsules  are  formed,  and  it  consists  in  turning  the  upper  ends  of  the  said  moulds 
down  in  such  a  manner  that  a  shoulder  is  produce<],  for  the  purpose  of  facilitating  the  closmg 
of  the  capsules  formed  over  the  moulds.  The  capsules,  after  being  filled,  are  dipped  into  the 
same  composition  of  which  they  are  made,  so  as  to  produce  an  even  and  6eamle8^  surface. 

Claim. — First,  the  arrangement  of  the  shoulder  c,  on  the  mould  A,  as  and  for  the  purpo9t 
as  shown  and  described. 

Second,  dipping  the  capsules  A,  after  they  have  been  charged,  into  some  suitable  com- 
positiou,  as  aescnbed,  for  the  purpose  of  closing  them,  and  to  produce  an  even  and  seamless 
surface.  ^ 

No.  3.3,984.— M.  D.  Cohen,  of  Philadelphia,  V&.—Improrement  in  Coverings  for  tht 
Head. — Patent  dated  December  24,  1861. — The  object  of  this  invention  is  to  proxide  a  pro- 
tector fur  the  ears,  neck,  and  back  of  the  head,  made  independently  of,  and  capable  of  being 
worn  in  connexion  with,  a  cap  or  oth^r  covering  for  the  head.  The  claim  explains  its  gen- 
eral construction. 

C7«i?n.— The  combination,  with  fnrlaps  and  apron,  or  either,  of  an  elastic  or  adjustabls 
belt  in  front  and  brace  bands  on  top,  arranged  in  the  manner  and  for  the  purposes  set  forth. 

No.  33.985.— Jeremum  Fink,  of  Bald  wins  vi  lie,  N.  Y  .—Improvement  in  Cultivators,— 
Patent  dated  December  24,  1861. — To  each  side  of  the  beam  of  a  shovel  plough  is  attached 
an  angular  brace,  to  which  additional  fine  teeth  ma^  bo  secured,  and  their  positions  ahified 
on  the  brace  as  may  be  desired,  by  which  means  it  is  designed  to  combine  a  shovel  ploogh 
with  a  small  tooth  cultivator  in  one  machine,  to  be  used  as  required. 

Claim. — Combining  with  the  beamiA,  of  a  shovel  plough,  the  triangular  or  double  brmos 
wings  E  £,  substantially  as  and  for  the  purpose  specihed. 

No.  33,986.— Thaddeus  Fowler,  of  Richmond  Valley,  N.  Y.— Improved  Marking 
Brush. — Patent  dated  December  24,  1861. — This  invention  consists  of  a  reservoir  or  ink  re- 
ceptacle combined  with  a  brush  fitted  at  the  end  of  a  hollow  arm  extending  from  the  reser- 
TOir  and  Hlightly  inclined  upwards,  so  that  the  brush  is  above  the  ordinary  level  of  the 
liquid,  when  not  in  use;  and  the  act  of  applying  the  brush  to  the  article  to  be  marked,  and 
elevating  the  receptacle  more  or  less  above  the  brush,  regulates  the  supply  of  ink  without 
the  use  of  valves  or  air-tight  reservoirs. 

Claim. — The  hollow  arm  c,  inclined  upward  from  the  reservoir  a,  and  the  brush  t,  at  tba 
'end  thereof,  arranged  in  the  manner  and  for  the  purposes  specified. 

Also,  arranging  the  marking  brush  t,  spring  o,  and  screw  g^  substantially  as  set  forth, 
whereby  the  Bow  of  liquid  is  regulated  by  the  motion  of  the  brush,  when  pressed  upon,  as 
set  forth. 

No.  33,987.— H.  N.  FryaTT,  of  Belleville,  N.  J  .—Improvement  in  Refining  and  Cr^ttal- 
iiing  Sugar. — Patent  dated  December  24,  1861. — ^Tho  nature  of  this  invention  will  be  un- 
derntood  from  the  claun. 

CI  film. — The  process,  substantially  as  specified,  for  the  admission  and  use  in  the  vacnum 
pan  of  alcohol  as  a  divisor  of  the  crystals  after  the  sugar  has  parted  with  all  or  nearly  ail 
itH  water  of  solution,  for  the  purpose  of  rendering  the  mass  miscible,  and  thus  permit  its 
easy  flow  or  exit  from  the  pan  or  evaporating  vessel,  and  also  be  capable  of  netting  or  ar- 
ranging its  crystals,  and  parting  with  its  fluid  portions  and  coloring  matter,  whereby  I  am 
able  to  obtain  a  larger  percentage  of  crystals  than  by  the  method  before  known. 

No.  33,988.— D.  C.  GtLLlAND,  of  Brownsville,  O.— Improvement  in  Cultivators.— 
Patent  dated  December  24,  1861.— To  the  draught  beam  is  rigidly  attached  a  plate,  to  which 
are  pivoted  beams,  so  that  their  rear  ends  can  be  expanded  or  contracted  at  pleasure.  So 
cured  te  the  rear  ends  of  these  beams  are  removable  shanks  carrying  shares  or  cultivator 
teeUi,  which  admit  of  being  readily  detached,  and  mould  boards  Sad  a  rake  maj  h% 
substitated. 
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Claim. — The  combiDatiou  of  the  draft-beam  A,  hinged  beams  B  and  C,  removable  shanks 
ab  Cy  and  attachable  shares  H,  shovels  I,  and  rake  J,  all  constnicted,  arranged,  and  em- 
ployed in  the  manner  and  for  the  purpose  shown  and  explained. 

No.  33,989. — Rhesa  Griffin,  of  Syracuse,  N.  Y. — Improvement  in  Macldnes  for  Punch- 
ing Boiler  Plates. — Patent  dated  December  24,  1861. —  This  invention  consists  in  the  em- 
ployment of  a  series  of  bars  with  catches  arranged  between  two  parallel  ways  or  tracks  for 
a  table  or  platform  to  travel  on,  thereby  forming  a  rack  for  the  latch  or  pawl  to  act  U]>on ; 
and  a  sway  bar  and  its  connexions  with  a  cross-bar  secured  to  the  ways  at  right  angles  from 
one  to  the  other.  Upon  the  adjustable  platform  is  a  slide  used  in  connexion  with  movable 
dies  provided  with  holes,  and  a  stationary  die  with  a  pin.  The  machine  is  designed  for 
punching  holes  in  cylinders  of  different  sizes,  so  as  to  adapt  the  holes  of  an  inner  cylinder  to 
conform  to  those  of  an  outer  one,  to  which  the  former  is  to  be  riveted. 

Claim. — ^A  series  of  rods  or  bars  with  catches  or  hooks  arranged  between  two  parallel 
ways  or  tracks  for  a  platform  to  travel  on,  thereby  forming  a  rack,  as  seen  at  d^  Fig.  "2,  for 
the  latch  or  pall  i,  as  seen  at  Fig.  4,  to  set  against  when  let  down  by  slide  Y ;  also,  the 
sway  bar  n,  and  form  of  the  catches,  and  the  manner  of  connecting  them  to  the  sway  bar  n, 
as  seen  at  Figs.  6  and  7  ;  also  the  bar  m  over  the  sway  bar  n ;  also  slide  A,  attached  to  the 
platform  a  by  set  screws  k  /c,  Fi^.  3,  with  a  slot  in  it,  at  right  angles  with  the  platform,  as 
IS  also  seen  at  A  A,  Fig.  5,  with  movable  dies  1 1,  with  holes  in  them  for  the  more  expe- 
ditiously adjusting  of  the  plates  or  sheets  of  iron,  for  the  purpose  mentioned. 

No.  33,990. — ^William  Hart,  of  Mayville,  Wis. — Improvement  in  Clock  Escapements. — 
Patent  dated  December  24,  1961. — This  invention  consists  of  an  escapement  composed  of  a 
single  crank  or  eccentric  wrist-pin,  which  derives  a  revolving  motion  by  its  attachment  to 
the  ordinary  escape-wheel,  spindle,  or  to  any  suitable  rotating  spindle  gearing  with  the  clocl^ 
movement,  and  which  works  within  a  slot  in  the  pendulum  rod,  such  escapement  dispensing 
with  the  escape-wheel  and  the  verge  and  its  appendages,  whereby  less  power  is  required  to 
run  it,  and  it  is  rendered  less  likely  to  get  out  of  order.  The  stud  from  which  the  above-mentioned 
pendulum  pin  is  suspended  is  so  applied  in  combination  with  the  crank-pin  or  eccentric 
wrist  as  to  make  it  sek'-adjusting  for  the  purpose  of  bringing  the  pendulum  always  in  beat, 
and  thereby  enabling  an  inexperienced  person  to  set  up  a  pendulum  clock  without  difficulty. 

Claim. — First,  the  escapement  composed  of  a  revolving  crank-pin  or  eccentric  wrist  c, 
working  within  a  slot  .3,  in  the  pendulum  rod,  substantially  as  specified. 

Second,  arranging  the  pendulum  stud  e,  in  a  plate  /,  fitted  to  oscillate  about  the  axis  of 
the  spindle  which  carries  tiie  crank-pin  or  eccentrfc  wrist  c,  substantially  as  and  for  the  pur- 
pose set  forth. 

No.  33,991.— G.  C.  Hathaway,  of  Plymouth,  Mass.— Portfolio  and  Writing  Tablet.^ 
Patent  dated  December  24,  1861. — This  invention  consists  in  forming  a  tablet  of  strips  of 
wood  or  other  suitable  material  placed  in  juxtaposition  and  onltod  by  a  sheet  of  any  suitable 
flexible  material  extending  over  one  face  of  the  strips,  which  may  be  rendered  rigid  with  re- 
spect to  each  other  by  means  of  clamps  pivoted  to  the  other  face  of  the  strips,  and  which 
admit  of  bemg  turned  so  as  to  be  folded  up  with  the  strips  when  not  in  use.  Combined 
with  the  tablet  is  a  portfolio  of  flexible  material  so  disposed  as  to  admit  of  paper  being  roiled 
up  therein. 

Claim. — The  combination  of  a  tablet,  mAde  substantially  as  described,  with  a  flexible 
portfolio,  for  the  purpose  set  forth. 

No.  a%992.— O.  T.  L.  Heine  and  E.  Prussing,  of  Chicago,  Hi—Improvement  in  Journal 
Boxes. — Patent  dated  December  24,  1861. — ^This  invention  consists  m  drilling  a  passage 
through  the  friction  roller  bolts,  by  means  of  which  the  oil  will  be  conducted  from  the  rollers 
to  the  shaft.  Behind  each  roller  box,  and  between  them  and  the  pedestal,  is  placed  a  wedge 
which,  as  it  is  driven  in,  will  cause  the  roller  box  to  move  towards  the  shaft,  so  as  to  hold  it 
steady  and  keep  it  in  place. 

Claim. — The  construction  of  friction  or  anti-friction  rollers,  with  holes  or  passages  cut  or 
drilled  through  them,  for  the  purpose  of  receiving  and  distributing  oil  or  other  lubricating 
material  upon  the  shaft,  axle,  pinion  and  rollers,  in  combination  with  the  peculiar  mode  of 
wedging,  in  the  manner  and  for  the  purposes  described. 

No.  33,993.— S.  F.  HODOE,  of  Detroit,  M'lch.—Improved  Stamp  Head  for  Qauirfz  Crush- 
ers.— Patent  dated  December  24,  1861. — ^This  invention  is  explained  by  the  claim. 

Claim. — ^The  construction  of  stamp  heads  for  crushing  ores  of  two  metals,  one  of  which 
is  of  greater  durability  than  the  other,  the  two  metals  bearing  the  relation  to  each  other  de- 
scribed, so  as  to  wear  away  unequally  on  the  working  face  of  the  stamp  head,  and  thus  in- 
sure tbe  gradual  production  of  an  uuduhiting,  corrugated  or  honey-comb  crushing  face. 

No.  33, 994.— W.  H.  JOECKEL,  of  New  York,  N.  Y.— Improved  Seat  for  Schools,  ^«.— 
Patent  dated  December  24,  1861. — ^This  invention  consists  in  so  constructing  the  desks  and 
seats,  and  connecting  them  together,  as  to  render  them  readily  adjustable  to  children  of  dif- 
ferent affes  or  sizes,  and  which,  by  a  simple  adinstment,  may  be  placed  out  of  the  way  and 
admit  of  a  free  passage  between  them  and  tbe  desks. 
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Claim. — ^The  slidinff,  tiltiDg,  or  vertically  adjustable  seat  D,  in  combination  with  tbe  Ter- 
ticallj  adjustable  desk  F^  sabstantiallj  as  described. 

8econd,  tbe  plate  H,  provided  with  tbe  pins  h  b  and  projections  c  c,  and  attached  to  tho 
upper  end  of  tube  G,  in  combination  with  tbe  guides  d  d  attached  to  tbe  under  side  of  tha 
seat  D,  and  provided  with  tbe  notches  e  e,  tbe  plate  H  being  fitted  between  the  guides  d  d, 
and  all  arranged  as  shown,  to  admit  of  the  sliding  backward  and  the  tilting  of  tne  seat,  as 
desciibed. 

No.  33,995.— W.  B.  JoiINS,  of  Geor^town,  D.  C—Improtement  in  Portable  FirevlaceM, — 
Patent  dated  December  24,  1861. — This  fireplace  or  stove  is  constructed  of  double  side  plates, 
having  a  space  between  them  for  the  reception  of  sand  or  earth  when  in  use,  and  hinged  to- 
gether, so  that  the  parts  can  be  easilj  folded  for  transportation.  To  the  front  part  is  hinged  a 
mantel  plate,  so  as  to  hang  down  and  aid  in  increasing  the  draught 

Claim. — The  construction  of  the  fireplace  or  stove  so  that  its  sides  and  top  shall  fold  com- 
pactly together  for  trauHportation,  and,  when  set  up  for  use,  shall  unfold,  so  as  to  famish  a 
space  between  the  outer  and  inner  plates  to  be  filled  with  sand,  or  its  equivalent,  substan 
tiallv  as  and  for  tbe  purpose  specified. 

Also,  the  folding  mantel  plate  E,  in  combination  with  the  fireplace,  as  described. 

No.  33,996.— W.  B.  Johns,  of  Georgetown,  D.  C— Improvement  in  Saddle  Leggingi, — 
Patent  dated  December  24,  lb61. — Thip  invention  consists  in  the  employment  of  two  pieces 
or  flaps  of  rubber  cloth,  or  other  suitable  material,  of  a  size  sufficient  to  extend  down  over 
the  saiddle,  on  each  side,  and  cover  the  rider's  legs,  and  so  shaped  that,  when  joined  together 
at  their  upper  ends,  a  space  is  left  large  enough  to  admit  the  body  of  the  rider.  Their  front 
edges  are  connected  together  by  straps  and  buckles.  Between  the  straps  is  also  an  opening 
/or  tbe  pommel  of  the  saddle  to  project  through.  The  article  is  designed  to  be  used  only 
when  the  rider  is  mounted,  being  attached  to  the  saddle. 

Claim, — As  a  new  article  of  manufacture,  constructing  the  leggings,  with  the  adjustable 
openings  C  and  B,  to  be  attacbed  to  tbe  saddle  retained  upon  the  person,  in  the  manner  and 
for  the  purpose  substantially  as  specified. 

No.  33,997. — G.  S.  Knapp,  of  Dubuque,  Iowa. — Improvement  in  Harvesters, — Patent 
dated  December  24,  1H61. — This  invention  consists  in  mounting  the  body  of  the  machine  on 
wheels  which  are  provided  with  adjustable  axles,  so  arranged  that  the  axles  of  both  wheels 
may  be  elevated  and  depressed  simultaneously,  and  the  body  of  the  machine  readily  raised 
and  lowered  at  the  will  of  the  attendant.    * 

Claim, — The  attaching  of  the  axles  of  the  wheels  C  D  of  a  harvester,  or  other  mounted 
agricultural  machine,  to  arms  e  H,  connected  to  the  frame  A  or  body  of  the  machine,  and  to 
a  shaft  F,  substantially  as  and  for  the  purposes  set  forth. 

No.  33,998.— L.  G.  Kniffen,  of  Worcester,  Mms.— Improvement  in  Mowing  Machines,-- 

Patent  dated  December  24,  18G1. — ^This  iuvention  does  not  admit  of  a  brief  description. 

Claim, — First,  the  combination  with  the  front  inner  comer  of  the  main  frame  and  rcor  inner 
fide  of  tongue  D  of  shoe  I,  coupling  or  connecting  piece  A,  bent  bearing  piece  O,  its  pulley 
m,  chain  n,  and  lever  P,  substantially  as  and  for  tho  purposes  set  forth. 

Second,  the  combination  of  piece  a  and  pivoted  arm  z,  with  shoe  I  and  lever  P,  substan- 
tially as  and  for  tho  purposes  set  forth. 

Third,  the  combination  of  the  rigid  track  piece  L  with  a  finger  beam  hinged  to  the  front 
inner  comer  of  a  main  frame,  having  a  hinged  tongue  and  the  elevating  lever,  as  and  for  the 
purposes  set  forth. 

Fourth,  suspending  the  front  of  the  frame  from  the  tongue  by  means  of  chain  Z  and  arm 
R,  substantially  as  described. 

Fifth,  the  combination  of  the  metal  piece  E  and  collar  e  with  axle  B  and  tongue  D,  « 
described. 

No.  33,999.— L.  G.  Kniffen,  of  Worcester,  Mass.— Improvement  in  Cutting  Apparatus 
for  Harvesters. — Patent  dated  December  24,  1861. — The  heel  of  tliof  finger  beam  is  fastened 
to  tho  heel  piece,  and  to  the  rear  of  the  under  side  of  the  finger  beam  are  riveted  the  guards 
or  fingers,  after  which  narrow  bearing  pieces  are  placed  on  the  front  of  the  finger  beam,  at 
suitable  distances  apart,  their  front  ends  striking  against  elevations  of  the  guard  fingers. 
Over  the  bearing  pieces  and  cutter  bar  and  rear  of^the  cutters  are  placed  buttons,  which  are 
riveted  to  the  finger  bar.  By  elevating  tbe  cutter  bar  the  heel  thereof  is  enabled  to  be  upset, 
whereby  the  joint  of  tho  pitman  is  brought  down  as  low  as  the  cutters,  and  in  a  horizontal 
plane  with  the  ioint  of  the  heel  piece,  with  tlie  coupling  piece  attached  to  the  main  frame,  by 
which  means  the  cutter  bar  is  allowed  to  work  over  the  finger  beam,  and  at  the  same  time  a 
strong  joint  to  operate  the  cutters  by  is  afforded. 

Claim, — First,  the  combinations  of  the  elevations  e  of  the  guards  D,  bearing  pieces  if,  and 
buttons  A,  with  the  finger  beam  0  and  the  cutter  bar  E,  arranged  and  operating  as  and  for  the 
purposes  set  forth. 

Second,  elevating  the  cutter  bar  E  and  supporting  it  above  the  finger  beam,  in  combination 
with  the  enlargement  of  the  heel  of  the  bar  as  seen  at  k,  Fig.  1,  as  and  for  the  purposes  set 
Imh. 
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No.  34,000.— -C.  B.  Lashar,  of  New  York,  N.  Y^—Jmprovtd  Car  BraAes.— Patent  dated 
December  24,  1861. — This  inyention  consists  in  combining  the  bearing  of  the  brake  standard 
with  the  brake  shoes  in  such  a  manner  that  the  pressure  exerted  upon  the  brake  standard  is 
communicated  to  the  shoes  and  made  available  in  holding  them  in  contact  with  the  wheels. 
Combined  with  the  brake  mechanism  is  a  thrust-plate  which  projects  in  front  of  the  car  bumper 
and  operates  the  brqj^e  shoes,  so  as  to  cause  them  to  act  automatically  bj  the  slackening  of 
speed  in  a  preceding  car.  Two  reversible  thrust-plates  are  employed,  one  at  each  end  of  tht 
car,  capable  of  being  placed  in  or  out  the  line  of  motion  of  the  bumpers,  so  that  the  position 
of  each  thrust-plate  can  be  reversed  when  the  direction  of  the  car  is  changed. 

Claim, — ^The  combination  of  the  bearing  of  the  brake  standard  with  tne  brake  shoes,  by 
mechunism,  in  such  manner  that  the  pressure  exerted  upon  the  said  bearing  is  propagated  to 
the  brake  shoes,  substantially  as  described. 

Also,  the  combination  of  the  brake  mechanism  of  a  car  with  a  thrust-plate  that  projects  in 
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results,  vis:  consolidating  the  metal  and  thoronghlj  filling  the  moold  by  pressure  on  the 
•emiduid  mass;  impref^sin^  it8  own  form  in  the  molten  metal,  and  thus  completeljr  finishing 
it  ut  the  pouring  poiut;  tilling  or  nearly  filling  the  opening  to  the  mould  thiough  which  thi 
uietal  wa8  pouieU,  ho  as  to  separate  the  ball  and  the  surplus  metal,  and  thus  obviate  tho 
uetesbity  ot  cutting  off  the  surplus  metal  by  a  separate  operation. 

Claim. — The  employment  ot  a  die  3,  at  the  o)>ening  through  which  n^tal  is  poured,  in  the 
manner  and  for  the  pm'pose  specified. 

No.  34,007.— A.  W.  Olds,  of  Green  Oak,  Mich. — fmprorement  in  Rotarv  Harrows. — 
PHient  duted  December  'il,  IC^U. — The  harrow  frame  is  constructed  with  radial  arms,  and 
fioui  its  centre  arises  a  stem  which  forms  a  vertical  axis  for  a  sleeve  or  pi|)e.  Upon  the  rear 
of  this  pipe  is  ca^st  a  flange,  to  which  the  axietiee  is  bolted,  so  as  to  admit  of  a  wedge  being 
passed  U'lwtHiu  the  oxlciree  and  flange  at  one  side  of  the  other,  for  the  purJ)o^e  of  determining 
the  diiectiou  of  the  rotation  ot  the  harrow.  The  axles  are  attached  to  the  ends  of  the  axletree, 
and  are  provided  with  slots  through  which  pass  bolts,  by  means  of  which  the  axles  can  be 
adjusted  vertically  as  may  be  reauired. 

ilatm. — First,  the  vertical  and  interchangeable  adjustment  of  the  wheels  I  I,  by  means  of 
the  axles  G,  bolts  H  II,  and  slots  II   IT,  as  and  for  the  purpose  specified. 

iSccond,  placing  the  flange  D  in  such  position  in  relation  to  the  sleeve  C  tl  at  the  axletree 
E  may  be  of  one  entire  piece,  as  describtnl. 

Thiid.  the  wedge  F,  when  placed  between  the  bottom  of  the  flange  D  and  the  axletree  E, 
as  and  for  the  purpose  set  forth. 

No.  34,008.— S.  J.  Parmele,  of  Killingworth,  Conn. — Improvement  in  Cortt-ShelUrs. — 
Patent  dated  December  24,  JB61. — This  invention  consists  in  the  employment  of  two  ribbed 
cylinders,  having  difl"erent  rates  of  speed,  in  connexion  with  a  yielding  corrugated  concave 
placed  vertically  at  the  feed  side  of  the  cylinders,  a  yielding  screen  formed  of  parallel  curved 
rods  placed  beneath  the  lower  cylinder,  and  a  guard  door  placed  at  the  fiont  ot  the  upper  part 
oi  the  discharge  spout,  by  means  of  which  the  com  is  shelled  and  afterwards  separated  Irom 
the  cob. 

Claim. — First,  in  combination  with  one  or  more  ribbed  or  toothed  shelling  cylinders  B  B', 
a  concave  piessure  plate  C,  suspended  by  an  universal  joint  D,  substantiaUy  as  shown,  for 
the  purpose  of  allowing  the  plate  C  to  adjust  itself  to  the  ear  of  com  while  being  shelled,  and 
insure  toe  perfect  shelling  ot  the  same,  as  set  forth. 

Second,  the  ribbed  cylinders  B  B',  concave  pressure  plat©  C,  yielding  screw  F,  and  door 
or  flap  I,  all  combined  and  arranged  for  joint  operation,  as  and  for  the  purpose  set  forth. 

No.  :M,009.— F.  C.  Payne,  of  New  York,  N.  Y.— Improved  Folding  Bedstead.— P^imi 
dated  December  24,  1861. — The  nature  of  this  invention  will  be  undemtood  from  the  claim. 

Claim. — ^A  folding  bedstead  formed  by  the  combination  of  the  tlnee  frames*  A  B  C  with  a 
mattress  D,  when  arranged  as  shown  and  described,  to  admit  of  the  frames  and  mattress 
boing  lolded,  and  at  the  same  time  form  a  box  or  receptacle  for  the  bed  clothes,  as  set  lorth. 

No.  34,010.— William  Pierpont,  of  Salem,  N.  J  .—Improvement  in  Straw  Carriers 
and  Grain  Separators  for  Threshing  Machines. — Patent  dated  December  24,  1861. — The 
elongated  perlorated  apron  is  operated  by  the  cranks  in  such  a  manner  as  to  throw  forward 
the  straw  as  it  rises,  and  then  suddenly  recedes  as  the  cranks  descend,  the  straw  being  thua 
g^radually  carried  tbrwaid  to  the  end  ot  the  apron.  In  order  to  prevent  the  straw  from  slip- 
ping back  dunng  this  operation,  a  series  of  cleats  are  placed  upon  ttie  ^op  of  the  apron,  into 
which  are  inserted  curved  teeth,  which  admits  of  the  apron  being  con^^iderably  incUned  during 
the  operation.  Directly  below  the  perforated  apron  is  seemed  a  tight  apron  for  the  purpose 
of  conducting  off  the  seed  as  it  falls  from  the  perforated  apron. 

Claim. — First,  the  combination  with  the  elongated,  perforated  apron,  operated  by  a  crank 
er  cranks,  having  the  peculiar  motion  described,  of  a  series  of  feeding  and  separating  teeth  b, 
substantial! Y  as  and  for  the  purposes  set  lorth. 

i5econd,  the  combination  of  a  tight  apron  J,  with  an  elongated  apron  or  pierced  platform, 
hung  upon  and  worked  by  a  crank  or  cranks,  having  the  peculiar  motion  described,  con- 
nected with  and  forming  a  part  of  the  threshing  and  separating  machine,  substantially  in  the 
manner  and  for  the  purposes  described. 

No.  :{4,on.— William  Rankin,  of  New  York,  N.  Y.— Improvement  in  Tents.— PHieni 
dated  December  24,  1861. — Upon-the  central  pole  is  a  metal  collar,  from  which  projects  arms 
fomiing  f^ockets  to  receive  the  upper  ends  of  the  bars  which  foim  the  principal  frame  of  the 
tent.  These  bars  are  Ibrmed  in  two  parts  connected  by  a  hinge,  and  to  each  lower  part  is 
hinged  a  brace  placed  at  a  short  distance  above  the  ground.  Hooks  are  also  attached  to  each 
lower  part  of  the  hinged  bars,  and  to  the  centre  pole,  to  which  sacking  bottoms  or  mattresses 
may  be  secured  for  the  purpose  of  forming  berths  above  the  surt'oce  ofthe  ground. 

Claim. — The  combination  of  the  lateral  hinged  adjustable  braces  C  with  the  divided 
hinged  bars  B,  and  polo  A,  as  shown  and  described. 

Also,  the  combination  of  the  sacking  D  with  the  hinged  adjustable  braces  C,  bars  B,  and 
pole  A,  substantially  as  shown  and  described. 
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No.  34,012.— Rensselaer  Reynolds,  of  Stdcksort,  N.  Y^-^Improvement  in  Friction 
Clutches. — Patent  dated  December  24,  1861. — ^This  invention  is  designed  as  an  improvement 
upon  a  clutch,  for  which  a  patent  was  granted  to  the  said  Reynolds  on  March  3,  1H59.  The 
invention  consists  in  the  employment  of  friction  brakes,  which  act  against  the  rim  or  inner 
periphery  of  a  pulley  attached  to  and  taming  with  the  shaft,  the  said  friction  brakes  being 
connected  with  another  wheel  turning  freely  on  the  said  shaft,  in  combination  with  the 
inclined  planes  of  a  bifurcated  sleeve. 

Claim. — Connecting  the  longitudinally  sliding  sleeve  with  the  radial  arms  of  the  sector 
friction  brakes,  so  that  when  the  same  is  liberated  the  centrifugal  force  generated  by  the  rota- 
tion  of  tho  brakes  before  the  clutching  takes  place,  will  force  the  friction  brakes  outward 
against  the  inner  periphery  of  the  fast  pulley,  and  thereby  clutch  the  same ;  and  by  moving 
the  sleeve  longitudinally  on  the  hub  of  the  loose  pulley  in  one  diiection,  shall,  by  means  ox 
the  inclined  planes,  cause  the  sector  friction  brakes  to  move  away  from  and  break  contact 
with  the  inner  periphery  of  the  fast  pulley,  thus  unclutching  or  disconnecting  the  pulleys  by 
inclined  planes,  and  clutching  the  same  wholly  by  centrifugal  force,  substantially  as  described. 

No.  34,013.— A.  K.  Rider,  of  Hydeville,  YL—ImproveTnent  in  Cut-off  Gear  for  Steam 
Engines. — Patent  dated  December  24,  1801. — This  invention  consists  in  controlling  the 
closing  movements  of  a  cut-off  sliding  valve,  which  operates  at  the  back  and  independently 
of  the  main  valves,  by  means  of  two  obliquely  arranged  sectors  or  segments  carried  by  a  rod 
or  shaft,  which  derives  a  longitudinal  reciprocating  motion  from  the  crank  shatt  of  the  engine 
and  an  oscillating  motion  on  its  axis  from  the  governor  or  other  regulating  device,  and  so 
makes  the  sectors  serve  to  effect  the  variation  in  the  point  of  cutting  off  steam  from  the  engine 
cylinder  throughout  the  whole  length,  or  nearly  so,  of  the  stroke  of  the  piston. 

Claim. — Tho  employment  for  controlling  the  closing  movements  of  tne  cut-off  valves,  of 
'  two  obliquely  arranged  sectors  or  segments  L  L',  on  a  shaft  or  rod  K,  which  has  a  longitu- 
dinal reciprocatmg  movement  and  an  oscillating  movement  upon  its  axis,  derived  substan- 
tiaUy  as  described. 

No.  34,014. — E.  P.  Russell,  of  Manlius,  N.  Y. — Improvement  in  Harvesters. — Patent 
dated  December  24,  1861. — Near  the  edge  of  the  driving  wheel  are  secured  conically-shaped 
or  bevelled  rollers.  Upon  the  outer  edge  of  the  screw  or  flange  of  the  shaft  is  formed  an  oval- 
ihaped  bead  for  the  purpose  of  diminishing  the  bearing  point  of  the  rollers. 

Claim. — First,  the  conical  rollers,  in  combination  witn  the  oval  or  bead  on  the  flange,  as 
•et  forth  and  described. 

Second,  the  oval  or  bead  on  the  flange  c,  either  without  or  with  the  bevel,  from  the  shaft  to 
the  edge  of  the  flange,  as  set  forth  and  described. 

No.  34,015.— John  Scheeper,  of  New  York,  N.  Y.— Improvement  in  the  Mode  of  Securing 
Carriage- hyheel  Hubs  on  Axles. — Patent  dated  December  24,  1861. — The  outer  end  of  the 
axle,  wliich  is  smaller  in  diameter  than  the  journal,  projects  through  the  hub  of  the  wheel, 
and  upon  the  small  end  is  fitted  a  flanged  cap,  securea  in  position  by  a  pin  passing  vertically 
through  it  and  the  axle.  The  upper  end  of  the  pin  is  furnished  with  an  eye,  and  is  inserted 
in  an  opening  ia  the  cap  and  axle  from  above,  through  a  hole  in  the  band,  which  hole  is  then 
dosed  by  a  screw  to  prevent  the  entrance  of  the  dirt.  The  inner  part  of  the  axle  is  provided 
with  a  collar,  which  is  imbedded  in  the  but  end  of  the  hub. 

Claim. — The  hub  A,  axle  journal  B,  flanged  cap  D,  pin  6.  collar  a,  band  e,  and  screw  rf, 
when  combined,  arranged  and  operating  in  the  manner  substantially  as  described. 

No.  34,016.— Anthony  Smith,  assignor  to  Himself  and  W.  H.  Brodley,  of  Hartford, 
Conn. — Improvement  in  Revolving  Fire- Arms. — Patent  dated  December  24,  1861. — The  na- 
ture and  object  of  this  invention  are  explained  by  the  claim. 

Claim. — The  improved  method  of  ejectmg  the  discharged  cartridge  by  the  simple  act  of 
inserting  a  fresh  one  in  tho  rear  thereof,  substantially  as  described,  by  means  of  suitable  de- 
pressions or  openings  of  the  frame  or  stock  of  the  fire-arm,  both  in  the  rear  and  in  front  of 
the  pertbrated  cylinder,  and  in  line  therewith,  the  cartridge  being  held  in  place  by  the  double 
retaining  spring  i  and  t',  or  their  mechanical  equivalents,  substantially  as  shown,  so  that 
the  said  arm  may  be  kept  in  constant  readiness  for  firing  by  the  single  operation  of  continued 
loading. 

No.  34,017.— C.  Staup  and  C.  J.  STEINB.\rH,  of. St.  Louis,  Mo.— Improvement  in  Port- 
able I  ntery  or  Platoon  Gun. — Patent  dated  December  24,  1861. — This  invention  consists  of 
a  cylii;  rical  metal  disc  of  any  required  thickness,  and  having  any  desirable  number  of  cavi- 
ties an.  vcring  as  chambers,  and  made  to  revolve  upon  a  central  shatt  secured  to  a  suitable 
frame.  ,  n  front  of  these  chambers  are  placed  any  suitable  number  of  stationary  barrels  ar- 
ranged in  a  fan-like  form  in  the  segment  of  a  circle,  and  corresponding  with  chambers  of  the 
revolving  cylinder. 

Claim. — A  portable  battery  or  platoon  gun,  consisting  of  a  horizontal  chambered  cylinder, 
or  its  equivalent,  with  divergent  barrels,  all  constructed  and  operated  substantially  as  de- 
scribed and  for  the  purpose  set  forth. 
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No.  34,018.— A.  C.  TWININO,  of  New  Haven,  Conn. — Improvemeut  in  Apparatm  Jbr 
Cooling  and  Freezing. — Patent  dated  December  24,  18(»1.— Thia  invention  does  not  admit  of 
a  brief  description. 

Claim, — First,  the  construction  of  freezing  cisterns  by  pipes  ran^  in  stacks,  in  combi* 
nation  with  a  supply  or  an  exit  pipe  and  connecting  channds  conducting  the  circulation  firom 
one  stack  or  cistern  to  another,  all  substantiailj  as  above,  and  whether  with  or  without  the 
cocks. 

Second,  the  four  waj  cocks  in  their  construction,  and  the  combination  of  those  cocks»  or 
their  eauivalents,  with  the  channels  and  the  stacks,  or  with  the  stacks  directly. 

Third,  the  equalizer. 

Fourth,  the  combination  of  the  splash-pump  with  the  cisterns  by  pipes  and  valves,  sob- 
•tantially  as  above. 

Fifth,  the  combination  ^f  an  air-pump  with  a  tightly  covered  vessel  or  vessels,  to  draw 
air  from  the  vesels  and  contents  during  ijeezing  by  intervening  pipes  or  connexions. 

Sixth,  the  peculiar  mode  of  connecting  the  stacks  with  the  channels,  and  channels  witb- 
the  cocks  or  other  pieces,  as  shown  and  described. 

No.  ,34,019.— WiLLUM  Van  Anden,  of  Pouehkeepsie,  N.  Y,— Improvement  in  Harvest 
grs, — Patent  dated  December  24,  1861. — The  adjustuble  cutter  bar  holder  is  formed  of  two 
parts,  one  of  which  is  firmly  secured  to  the  finger  bar  and  slotted  in  such  a  manner  that,  in 
connexion  with  a  bolt,  it  may  be  set  to  compensate  for  the  wear  of  the  cutter  bar  and  cut- 
ters, and  always  hold  the  cutter  bar  closely  upon  the  finger  bar.  '  Fastened  to  the  main  axle, 
by  means  of  adjustable  rods  and  bolts,  are  a(\justable  bars,  the  forward  eud  of  one  of  which 
is  attactiod  to  the  axle  of  the  forward  bearing  wheel,  which  cutter  sustains  the  weight  of  tba 
finger  bar  when  raised. 

Claim, — First,  the  combination  of  the  adjustable  bolts  O  O  with  the  adjustable  bars  B, 
and  with  the  main  frame  and  axle,  for  tho  purpose  and  in  the  manner  described. 

Second,  the  combination  and  arrangement  of  the  adjustable  cutter  bar  holder  U  and  cot- 
ter y  yfith.  the  finger  bar  £,  substantioULly  as  described,  and  for  the  purpose  set  forth. 

No.  34,020.— J.  H.  Wells,  of  Brooklyn,  N.  Y,— Improvement  in  Automatic  Primer  Jbr 
Fire-Arms, — Patent  dated  December  24, 1861. — Ihis  invention  consists  in  combining  with 
a  fire-arm  a  hopper  for  contaming  globules  or  pills  of  fulminating  composition,  and  a  slidb 
for  carrying  the  same  from  the  hopper  to  the  place  of  dischar^  the  parts  being  so  arranged 
as  to  receive  the  pills  in  bulk  and  feed  them  singly  to  tho  point  of  explosion  as  they  are  i^ 
quired  for  the  discharge  of  the  piece.  The  hammer  is  connected  with  the  slide  in  such  a 
manner  as  to  allow  the  Tatter  to  be  readily  disconnected  from  the  hammer,  so  as  to  avoid  anj 
discharge  by  the  accidental  drawing  back  of  the  hammer  or  pulling  of  the  trigger.  Tha 
hopper  is  constructed  in  two  parts,  so  arranged  in  reference  to  each  oUier  and  with  the  slide 
as  to  insure  certainty  of  action  when  the  gun  is  put  into  any  of  the  ordinary  positions  for 
firing. 

Claim, — First,  the  combination  with  a  fire-arm  of  a  hopper  and  a  slide,  or  its  equivalent, 
which  is  operated  by  the  cocking  and  letting  go  the  hammer  of  the  gun,  and  by  other  manip- 
ulation of  the  arm  to  bring  and  deliver  the  priming  pills  to  and  at  the  point  of  explosion, 
said  parts  being  so  constructed  and  arranged,  as  described,  as  to  receive  the  said  pills  fVom 
the  mass,  without  any  previous  arrangement  in  order  being  necessary,  and  to  deliver  them 
single  in  succession,  as  set  forth. 

feond,  the  combination  of  the  slide  4,  vibrating  arm  or  catch  7,  or  other  catch  perfonn- 
ing  its  iunctious,  catch  8,  and  spring  10,  substantially  as  described,  for  the  purpose  of  at- 
1  taching  the  slide  to  and  detachiug  it  irom  the  hammer,  so  as  to  make  it  operative,  or  othep- 
wise,  as  desired,  for  the  purpose  set  forth. 

Third,  the  construction,  as  described,  of  the  chamber  or  reservoir,  for  containing  the  pills 
or  priming  material  in  two  compartments  so  formed  and  arranged  with  reference  to  each  other 
that  the  smaller  compartment  of  tho  one  which  is  over  tho  opening  in  the  sMde  will  receivo 
the  pills  freely  irom  the  other  compartments,  and  have  a  tendency  to  retain  them,  substantiaily 
as  set  forth. 

No.  34,021.— John  Wilson,  of  Chicago,  JW.-~ Imnroved  Manufacture  of  Fibrous  Water- 
proof Fabrics. — Patent  dated  December  24,  1861. — ^This  fabric  is  composed  of  cotton  or 
wool  or  other  similar  material  first  made  in  thin  laps  or  layers,  two  or  more  of  which  are 
united  by  the  introduction  of  a  water-proof  solution  between  the  said  layers,  so  as  to  com- 
bine a  water-proof  centre  with  a  fibrous  exterior. 

Claim. — The  new  article  of  manufacture  described,  constituting  a  water-proof  fabric  hav- 
ing both  suriaces  capable  of  securing  a  cloth  finish. 

No.  34,022.— Joseph  Wood,  of  Red  Bank,  N.  3 .—Improvement  in  Frogs  for  Railroads.— 
Patent  dated  December  24,  1861. — This  invention  consists  in  the  employment  of  two  bare  at 
the  termination  of  the  track  rails,  extending^  to  the  point  of  the  frog  and  connected  to  each 
other  by  a  bar  passing  through  the  point  ot  the  frog  in  such  a  manner  that  tho  rail  to  take 
the  weight  is  moved  to  its  place  by  the  flange  of  the  wheel  taking  the  other  rail  in  whichever 
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diieCSon  the  train  may  be  moving,  and  in  that  position  the  rails  of  the  firog  remain  until  a 
train  passes  along  on  the  other  imck  or  turn-out,  when  the  rails  are  again  moved  and  so  re- 
main until  acted  upon  as  before. 

Claim, — The  combination  of  rails  h  and  I  connected  together  an^prolonged  from  the  rails 
•  and  6,  with  the  frog«>point  n,  in  the  manner  and  for  the  purposes  specified. 

No.  34,023.— James  S.  Terk  and  G.  H.  Hemimo,  of  Tiffin,  Ohio.'-Improvemvnt  ni 
Bridges. — Patent  dated  December  24,  1861. — ^The  nature  of  this  inyention  is  explained  bj 
the  claim. 

.  Claim. — ^First,  the  use  of  longitudinally  bisected  tubes  in  the  construction  of  truss  frames, 
iubetantially  as  described. 

Second,  casting  or  moulding  the  panels  of  truss  frames  in  longitudinal  sections,  each  sec- 
tion embracing  half  of  the  upper  chord  and  cross  braces,  and  a  portion  of  the  shoe  or  heel 
post,  as  set  forth. 

Third,  the  manner  above  described  of  connecting  the  sections  of  one  panel  to  those  of 
another  in  truss  frames  when  the  said  connexions  embrace  within  themselves  the  shoes  or 
heel  posts,  as  stated. 

No.  34,024.— J.  A.  DeBrame,  assignor  to  Himself  and  Jeremiah  Gurney,  of  New 
York,  N.  Y. — Improvement  in  Revolving  Ordnance. — Patent  dated  December  24,  1H61. — 
Through  a  tapped  hole  in  the  rear  of  the  cylinder  frame  is  applied  a  breech  screw  having  ito 
axis  directly  in  line  with  the  axis  of  the  barrel  and  pruvidea  at  its  outer  end  with  a  lever  or 
handle,  by  which  it  is  turned.  Between  this  screw  and  the  cylinder  is  interposed  a  loose 
disc  fitted  in  a  recess  in  the  frame  for  the  purpose  of  closing  the  I'ear  ends  of  the  chamber. 
A  vent  is  made  through  the  screw  and  disc,  and  the  nipple  is  provided  at  the  outer  end  of 
the  screw  for  the  recejption  of  a  percussion  cap. 

Claim. — The  combmation  of  the  screw  F,  constructed  as  set  forth,  so  as  to  serve  as  nip- 
ple vent  and  cylinder  pressor,  with  the  frame  A  and  revolving  chamber  C,  all  as  set  forth. 

Also,  the  combination  of  the  perforated  disc  G  with  the  said  screw  F,  frame  A,  and  cyl- 
inder C,  as  set  forth. 

No.  34,025.— J.  A.  DeBrame,  assignor  to  Himself  and  Jeremiah  Gurney,  of  New 
York,  N.  Y. — Improvement  in  Breech- Loading  Ordnance — Patent  dated  December  24,  1861. — 
The  axis  pin  is  arranged  parallel  with  the  bore  of  the  banel.  and  at  such  a  distance  above 
the  said  barrel  that  a  chamber  in  line  with  the  barrel  is  directly  under  the  said  pin.  That 
portion  of  the  pin  in  the  front  part  of  the  frame  is  larger  than  the  portion  passing  through 
the  cylinder,  so  as  to  fit  against  the  end  of  the  cylinder  with  a  shoulder.  Upon  the  rear 
end  of  this  pin  is  a  screw  thread  wliich,  by  means  of  a  nut  and  lever  in  connexion  with 
the  shoulder,  serves  to  make  a' gas-tight  breech-joint. 

Upon  the  rear  end  of  the  cylinder  is  fitted  a  ring  connected  by  a  fork  and  pin  to  a  lever 
which  moves  laterally  to  the  carriage  under  the  frame,  and  turns  the  rin^  upon  the  cylinder. 
Attached  to  the  ring  by  means  of  a  spring  is  a  tooth  which  works  throago  a  hole  in  the  ring 
and  enters  notches  in  the  cylinder  corr&ipondiiig  in  number  with  the  number  of  chambers, 
to  that  the  ring  is  moved  independently  ot  the  cylinder  in  one  duection,  but  causes  the  cyl- 
inder to  be  turned  with  it  when  moved  in  the  opposite  direction. 

Claim. — First,  the  axis  pin  a,  hnviug  a  shoulder  r,  and  fitted  to  the  cylinder  frame  F,  and 
rotating  a  many-chambered  cylinder,  substautially  as  described,  and  furnished  with  a  screw 
thread,  receiving  a  nut  M,  applied  in  rear  of  the  cylinder  frame  to  operate  substantiaUy 
as  set  forth,  for  the  purpose  oi  making  a  tight  joint  between  the  open  rears  of  the  chambert 
and  a  breech  formed  by  the  rear  end  ot  the  cylinder  frame. 

Second,  the  combination  with  the  rotating  manv-chambercd  cylinder  H  of  the  ring  N,  the 
lever  O,  the  spring  tooth  W,  and  the  stop  pin  Z,  said  tooth  and  pin  operatinp^  in  combina- 
tion with  notches  y  y  in  the  cylinder,  substautially  as  and  for  the  purpose  specified. 

No.  34,026.— B.  A.  Mann,  assignor  to  Jedediah  Wilcox  and  H.  H.  Miller,  of  West 
Mcriden,  Conn. — Improvement  in  Machines  for  Clasping  Hoops  to  Ladies'  Skirts. — ^Patent 
du'.ed  December  24, 1861.— This  invention  consists  in  the  employment  of  a  hopper  and  feeding 
plate  so  constructed  and  arranged,  in  connexion  with  a  clinching  mechanism,  tiiat  the  clasps, 
as  the  machine  is  operated,  will  be  fed  down  in  a  proper  mauner  to  the  clinching  device, 
which  latter  is  operated  by  the  foot  of  the  attendant,  the  hoops  and  tapes  being  presented  to 
tiio  machine  by  the  hands  of  the  attendant. 

Claim, — First,  the  inclined  hopper  F  and  feeding  plate  G,  when  arran^  so  as  to  be  ad- 
justed by  the  rods  D  I,  and  used  in  connexion  witn  a  clinching  device,  tor  the  purpose  set 
I'orth. 

Second,  the  bars  1 1'  placed  obliquely  on  the  feeding  plate  G,  provided  with  grooves  2,  and 
QHod  in  connexion  with  the  slot  or  opening  p,  substantially  as  and  for  the  purpose  set  forth. 

Third,  the  passage  way  for  the  chisps  K  termed  of  the  plates  m  m,  attached  to  the  head  or 
hitr  H  and  groove  n  made  therein,  when  said  passage  way  is  used  in  combination  with  the 
t'coding  plate  G  and  the  clinching  device,  and  arran^  therewith,  as  and  for  the  purpose  spe- 
cified* 
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Fonrth,  the  clinching  device,  formed  of  the  plate  J  attached  to  lever  B,  or  its  eqnivakpt, 
and  provided  with  the  ledge  te^  having  a  concave  or  grooved  upper  surface,  in  combination 
with  the  clasp  sustaining  plates  1 1  attached  to  the  he£ui  or  barrel  H,  and  arranged  in  relation 
with  the  plates  m  m  an(^  groove  n,  substantially  as  and  for  the  purpose  set  forth. 

No.  34,027.— Conrad  Marquardt,  assignor  to  M.  L.  Marquardt,  of  Ehineback,  N. 
Y. — Improvement  in  Whiffietrte  Attachment. — Patent  dated  December  24,  1861. — ^This  inveo- 
tion  has  for  its  object  a  means  for  readily  adjusting  the  whiffletrees  upon  the  doubletree  nearer 
to  or  further  from  its  bolt,  so  as  to  regulate  the  draught  for  either  horse.  The  rear  edge  of 
the  doubletree  is  provided  with  notches  or  racks  at  each  end,  in  which  the  whiffletree  links  or 
clasps  aie  titted  and  retained  in  position  by  means  of  springs  placed  on  pins  and  attached  to 
the  rear  edge  of  the  whiffletrees. 

Claim. — Attaching  or  connecting  the  whiffletrees  D  D  to  the  doubletree  A  by  means  of  tho 
links  E  E,  racks  li  B,  and  the  spring  F  F,  arranged  substantially  as  set  forth. 

No.  34,028.— J.  F.  Leitcii,  assignor  to  O.  D.  Carter,  of  Green,  N.  Y,— Improved  Fam 
Blower. — Patent  dated  December  24,  lfc!61. — Between  the  sides  is  secured  the  outer  rim  of  the 
case,  in  such. a  manner  as  to  forai  an  air-tight  joint.  The  fan  room  is  made  in  a  circle  by 
means  of  a  rim  or  tlange  secured  to  tho  sides,  and  extending  so  as  to  fill  about  three-fourths 
of  the  space  between  nia  sides,  thus  Ibrming  a  partition  between  the  fan  room  and  the  scroll 
air  passage,  with  the  exception  of  a  narrow  opening  or  slit  in  the  centre,  extending  around 
the  fan  room  and  clodcd  at  one  point,  thus  formmg  a  wind  cut-off  where  the  scroll  commences, 
and  pix'veuting  any  air  from  being  carried  around  by  the  wings. 

Claim. — The  circumscribed  fan-room  scroll,  air  passage,  and  wind  cutoff,  all  in  combinA- 
tion,  as  and  ibr  the  purpose  specified. 

No.  34,029.— R.  B.  Puixan,  assignor  to  J.  D.  Pullan,  of  Cincinnati,  O.—Imvroixmemt 
in  Lamps. — Patent  dated  December  24,  IbGl. — The  body  of  the  lamp  is  providea  with  an 
endless  screw,  upon  which  works  a  travelling  nut.  To  this  nut  is  secured  an  arm  which,  in 
connexion  with  a  *  bayonet'  catch,  serves  as  a  fastening  for  the  wick  tube  and  as  a  means  ot 
raising  and  lowering  the  wick. 

Claim. — The  maKing  of  the  double  concentric  tube  a  b  constituting  the  inner  and  onter 
walls  of  air  passage  e,  b^  striking  it  up  from  a  single  plate  of  sheet  metal,  in  the  maimer  de- 
scribed. 

Ah$o,  the  combination  of  the  bayonet  catch  F  with  the  arm /of  the  travelling  nut  <2,  both 
as  a  fastening  for  the  wick  tube  and  as  a  means  of  raising  and  lowering  the  wick,  substan- 
tially as  described. 

No.  34,0.30.— E.  D.  RosECRANS,  assignor  to  Himself,  J.  S.  Hull,  and  Nelson  Gat£8, 
of  Cincinnati,  O. — Improvement  in  Lamps. — Patent  dated  December  24,  1861. — Within  the 
body  of  the  lamp  is  arranged  an  air  pump  which  forces  the  air  into  the  reservoir,  above  the 
surmce  of  the  oil,  for  the  purpose  of  affording  a  constant  and  steady  supply  of  oil  to  the  wick. 
In  the  side  of  the  burner  tubo  is  an  opening  through  which  atmospheric  air  is  admitted,'  so  as 
to  mingle  with  the  gas.  To  the  burner  tul^  are  attached  wings  of  a  curved  form  constituting 
the  heater. 

Claim, — The  employment  of  atmospheric  pressure  upon  the  surface  of  the  fluid  in  the 
reservoir  z  z  by  means  of  the  air  pump  w  to',  when  used  with  the  tubes  o  off  and  valve  ai 
d\  in  a  lamp,  substantial Iv  as  described. 

Also,  tho-  air  pump  to  to ,  when  used  in  combination  with  the  reservoir  x  x,  filling  tube  /, 
and  escape  tube  r,  in  the  manner  and  for  the  purposes  substantially  as  set  forth. 

Also,  the  employment  of  the  burner  and  heater,  when  constructed  with  ciurved  wings  b  6, 
as  described,  when  used  with  the  tube  a  having  an  opening  a,  in  the  mRTinAr  substantially  as 
set  forth. 

No.  34,031.— C.  H.  Sayre,  assignor  to  Himself  and  C.  E.  Barnard,  of  Utica,  N.  Y.— 
hnprovemtnt  in  ProjeUiUs  for  Ri/ted  Orcinafice.— Patent  dated  December  24,  1861. — ^Ths 
claim  explains  the  natm'e  of  this  invention. 

Claim. — ^The  employment,  in  combination  with  a  leaden  or  other  soft  metal  band,  applied 
to  a  cast-iron  projectile  of  a  lining  tube  b  of  wrought  or  malleable  iron,  or  other  suitabls 
tough  or  tenacious  metal,  attaching  the  said  band  to  the  head  or  body  of  the  projectile,  in  the 
manner  substantially  as  specified. 

No.  34,032.— Thomas  Shaw,  assignor  to  Himself  and  B.  Hart,  of  Philadelphia,  Pa.— 
Improvement  in  Revolving  Fire'Arms, — Patent  dated  December  24,  1861. — ^To  the  inner  siib 
of  the  rear  of  the  handle  is  screwed  one  end  of  an  arm  consisting  of  a  piece  of  steel,  the  other 
end  of  which  locks  into  a  projection  or  lug  on  the  pawl  wliich  commumcates  with  the  hammer 
and  trigger,  for  the  purpose  of  keeping  the  hammer  off  from  the  caps  and  pi^venting  aoc»> 
dentai  explosion  of  the  cap. 

C/atm.— The  combination  of  the  pawl  Q  with  the  aim  E,  substantially  as  described  and 
for  the  purpose  set  forth. 
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No.  34,033.— Joseph  Young,  assignor  to  J.  B.  and  J.  Young,  of  Varick,  N.  Y.-^Im- 
provement  in  Machines  for  Removing  the  Husks  from  Com, — ^Patent  dated  December  24, 
1861. — Two  revolving  cutter  knives  are  placed  at  the  end  of  a  feed  chute,  and  the  material, 
when  cut,  falls  upon  an  endless  conveyor,  from  whence  it  drops  upon  a  riddle.  In  passing 
from  the  conveyor  to  the  riddle  the  product  is  subjected  to  the  action  of  a  fan  blast  generated 
by  the  revolving  fan. 

Claim, — The  combination  of  the  cutting  apparatus  with  the  fan  blast  and  separator,  ar* 
ranged  and  operating  substantially  as  and  for  the  purpose  set  forth. 

No.  34,034.— Ed  WIN /Corner,  of  Columbus,  O. —Improvement  in  Beehives. — ^Patent  dated 
December  24,  1861. — ^This  invention  will  be  understood  by  reference  to  the  claim  and  enp 
graving. 

C7aim.— Hinging  the  comb  frames  in  stops,  so  that  the  several  frames  may  be  swung  open 
at  the  same  time,  as  described,  in  combiuation  with  the  hinged  door  and  stationary  central 
frame,  substantially  as  and  for  the  purpose  specified. 

No.  34,035. — John  Dean,  of  Worcester,  Mass. — Improvement  in  Mats  for  Daguerreo* 
tvpeSf  8fc. — Patent  dated  December  24,  IdOl. — This  invention  has  for  its  object,  principally, 
tne  economizing  of  material  used  in  the  formation  of  mats  or  metallic  pieces  for  furnishing 
the  ornamental  border  for  the  lining  of  photographic  and  other  cases.  The  invention  consists 
in  forming  the  mat  of  such  a  shape  that  a  larger  number  of  regular  sized  mats  can  be  cut  out 
of  a  given  sized  plate  with  less  waste  of  metal,  and  so  that  the  mat  can  be  supported  upon 
the  clipped  corners  of  the  same,  thus  preventing  the  opening  from  pressing  upon  the  surtace 
of  the  picture. 

Claim, — Forining  from  sheets  of  metal  mats,  with  their  comers  clipped  or  cut  off,  and  fiii- 
ishing  the  said  comers  so  as  to  conform  with  the  outer  bevel,  and  to  form  supports  for  sus- 
taining  the  said  mats  upon  the  photograph  or  other  plates,  in  the  manner  and  for  the  pur- 
poses set  forth. 

No.  34,036. — G.  F.  Holland,  of  Leominster,  Mass. — Improvement  in  Mode  of  Attaching 
Breeching  to  Shafts  of  Carriages. — Patent  dated  December  24,  1861. — Attached  to  the 
hold-back  straps  that  have  usu^ly  been  secured  directly  to  the  shafts  is  a  spring  clutch, 
which  so  enga^  with  a  hook,  having  a  suitable  stud  or  projection  placed  upon  the  shafts. 
as  to  be  immemately  released  from  the  same,  should  the  traces  become  accidentally  unhitched 
or  broken. 

Claim. — The  particular  cpmbination  and  arrangement  described,  the  same  consisting  of  a 
spring  clutch  attached  to  the  harness,  and  a  fixed  stud  or  standard  permanently  affixed  to  the 
snafr,  the  two  operating  together,  substantially  as  described. 

No.  34,037.— G.  W.  Keene,  of  Lynn.  U&ss.—Improvement  in  Heels  for  Boots  and  Shoes.^ 
Patent  dated  December  24,  1861.— This  invention  is  explained  by  the  claim. 

Claim. — As  an  article  of  manufacture,  a  heel  formed  of  successive  rises,  united  by  nails, 
which  are  driven  and  clinohed  at  the  time  the  heel  is  compressed,  as  set  fortb. 

No.  34,038.— Robert  Kershaw,  of  Philadelphia,  Va,— Improvement  in  Gigg  Mills, — 
Patent  dated  December  24,  1861. — ^This  invention  relates  to  an  improvement  upon  the  patent 
of  James  ,8haw,  granted  Au^st  28,  1860.     Its  nature  is  explained  by  the  claim. 

Claim. — As  an  improvement  on  James  Shaw's  patent  of  August  28,  1860,  raising  a  nap 
on  textile  labrics  by  uicuns  of  two  or  more  card  rollers,  the  latter  being  caused  to  revolve  at 
such  a  speed,  and  the  fabric  being  so  guided  by  plain  rollers  that  an  aitemating  slackening 
and  tightening  of  the  8aid  fabric  will  take  place,  thereby  causing  the  wires  of  the  rollers  t« 
penetrate  the  hbres,  and  effectually  raise  the  desired  nap. 

No.  34,039. — J.  O.  Doris,  of  Philadelphia,  Pa. — Improvement  in  Fertilizers, — Patent 
dated  December  24,  1861. — ^The  seveial  substances,  as  named  in  the  claim,  being  properly 
prepared  and  mixed,  are  subjected  to  a  grinding  process  which  reduces  the  mass  to  powder, 
in  which  state  it  is  used  for  fertilizing  the  soil. 

Claim. — The  improved  fertilizing  compound,  composed  of  coal  ashes,  animal  manure, 
•nimal  matter,  ana  vegetable  matter,  such  as  named,  in  the  manner  and  the  proportions 
specified. 

No.  34,040. — Sylvanus  Sawyer,  of  Fitchburg,  Mobb.— Improved  Fuse  Hood  for  Shdls.-^ 
Patent  dated  December  24,  1861. — This  invention  consists  in-tho  application  to  the  fuses  of 
shells,  of  a  thin  circular  concave  plate  or  disc,  placed  concentric  witn  and  at  a  litie  distance 
from  the  outer  extremity  of  the  fuse,  in  which  position  it  is  supported  by  any  convenient  at- 
tachment to  the  fuse  stock,  its  purpose  being  to  deflect  or  conduct  a  part  of  the  flame  in  which 
the  projectile  is  enveloped  afler  it  leaves  the  muzzle  of  the  gun,  directly  upon  the  fuse,  to  in- 
sure its  ignition. 

Claim.— The  employment  of  a  hood,  or  other  equivalent  device,  in  combination  with  a 
fuse,  substantially  in  the  manner  and  for  the  purpose  described. 
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No.  34,041.— Stlvanus  Sawyer,  of  Fitcbborff,  Mass.— im/rroveiiMfU  in  Mandrel  fin 
Loading  Ca$e  Skot^  8fc, — Patent  dated  December  24,  18S1. — This  inyention  consists  in  fon»- 
a  central  chamber  or  cavity  for  the  bursting  char^  within  the  mass  of  missiles,  by  means 

'   '     »f  a  r  " 


of  an  instrument  termed  a  ** loading  mandrel,*' which  is  inserted  into  the  fuse  hole  of  a  shall 
and  thereby  fixed  in  a  central  position,  aroond  which  the  balls  are  packed,  and  through  which 
Uiej  are  introduced.  In  connexion  with  the  mandrel  is  used  a  thin  case  or  sheath  of  tin,  or 
otlier  suitable  material,  which  surrounds  that  part  of  the  mandrel  within  the  shell,  and  which 
is  lefl  within  the  shell  when  the  mandrel  is  withdrawn,  the  same  forming  a  chamber  for  tbo 
powder  and  retaining  the  balls  in  position  after  the  mandrel  is  removed. 

Claim, — ^First,  the  loading  mandrel,  constructed  substantially  as. described,  as  an  instn»- 
ment  for  loading  ordnance  shells  or  any  other  analogous  use. 

Second,  the  employment,  in  combination  with  the  loading  mandrel,  of  a  case  qr  sheaUi, 
substantially  as  described. 

No.  34,042.— N.  W.  Spauldino,  of  San  Francisco,  Cal.—Itnprovementin  Saw  Gummers. — 
Patent  dated  December  24,  1861. — This  invention  is  more  particularly  intended  to  be  tised  in 
acting  upon  saws  or  saw  plates  for  the  purpose  of  inserting  detachable  teeth,  and  has  special 
application  to  such  saws  and  saw  plates  as  are  to  be  provided  with  teeth  or  other  pieces  sat 
therein  on  circular  instead  of  angolar  lines,  such  as  are  made  the  subject  of  letters  patent 
granted  to  the  said  Spaulding  on  September  10, 1661.  The  punch  of  this  gummer  is  attached 
to  tho  die  or  bed  by  a  bolt,  which  forms  the  fulcrum  of  the  punch,  so  that  the  motion  of  tha 
punch  in  cutting  is  in  the  line  of  a  circle,  cutting  like  shears.  The  punch  passes  down  into 
the  slot  of  the  die,  each  edge  of  the  punch  and  toe  die  forming  cutting  edges,  so  that  the  ac- 
tion of  the  two  is  that  of  double  shears.  The  punch  is  so  formed  that  it  may  be  reversed  and 
flither  end  be  used. 

Claim, — First,  pivoting  or  hinging  the  double-edged  punch  to  the  double-edged  die,  as  i»- 
dted,  whereby  the  double  shear  cut  may  be  made  by  the  gummer. 

Second,  in  combination  with  the  double-edged  die,  the  double^nd  punch,  as  describad, 
whereby  the  one  end  may  be  substituted  for  the  other,  as  and  for  the  purpose  described. 

No.  34,043.— T.  W.  Adams,  assignor  to  Himself  and  C.  H.  Slicer,  of  Baltimore,  Md.— 
Improvement  in  Men's  Hats. — ^Patent  dated  December  24,  1861. — ^This  invention  is  explamcd 
by  the  claim  and  engraving. 

Claim, — In  the  construction  of  men*s  hats,  when  the  brims  are  of  flexible  or  yielding  ma^ 
terial,  giving  the  froni  and  side  curve  to  the  brim  bymeans  of  a  frame  of  cane,  metal,  or  other 
material,  confined  within  or  attached  to  the  brim,  at  or  near  its  circumference,  substantially  as 
and  for  the  purpose  set  forth. 

Also,  in  combination  with  a  hat  brim,  constructed  as  claimed  in  tho  preceding  clause,  tha 
head  band  O,  for  the  purpose  of  preserving  the  symmetry  of  the  body  of  the  hat,  substan- 
tially as  described. 

No.  34,044.— R.  N.  Eagle,  of  the  United  States  Axmy,— Improvement  in  Saddles,— Va^jesA 
dated  December  24,  1861. — This  invention  consists  in  the  use  of  <a  horizontal  adjusting  bar 
attached  to  each  side  of  tho  saddletree,  and  provided  with  a  number  of  projecting  studs  on 
its  upper  edse,  so  that  the  loops  to  which  the  stirrup  leather  is  attached  may  be  adjusted  for- 
ward or  back,  to  suit  the  wants  or  convenience  of  the  rider. 

Claim, — Attaching  the  stirrups  to  a  saddle  by  variable  points' of  suspension,  in  the  manner 
eacplained,  or  in  any  other  manner  substantially  equivalent. 


REISSUES. 


No.  1,106.— F.  E.  SiCKELS,  of  New  York,  N.  Y.—Improtfement  in  Steam  En^'iies.— Pat- 
ented September  19,  1845;  extended  for  seven  years;  reissued  February  21,  1860;  again 
reissued  January  1,  1861. 

Claim, — Counterbalancing  the  weight  of  the  lifting  rods  so  as  to  relieve  tho  engineer  in 
working  the  engine  by  hand,  and  so  that  when  tho  engine  is  hooked  on  they  will  exert  their 
full  force  in  descending,  to  overcome  any  opposing  friction. 

No.  1,107.— F.  E.  SlCKELS,  of  New  York,  N.  Y,-~ Improvement  in  Steam  Engines.— Fa^ 
ented  September  19,  1845;  extended  for  seven  years;  reissued  February  21,  1860;  again 
reissued  January  1,  1661. 

Claim, — ^The  paddle-wheel  constructed  with  buckets  of  varying  areas,  substantially  as  de 
scribed. 
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No.  1,108.— Henry  Eenet,  of  Hartford,  Conn.,  Grant,  Warren  Sl  Co.,  of  Boston, 
Mass.,  and  Joseph  Jordan,  of  East  Hartford,  Conn.,  assignees  of  Georoe  Bweetland, 
of  New  Haven,  Conn. — Improvement  in  Pulp  Machines, — ^ratented  September  5,  1848 ;  re- 
iasned  January  1,  1861. 

Claim. — The  combination,  in  a  pulping  engine,  of  two  series  of  disintegrating  knives  with 
two  knife  stocks,  (between  which  the  paper  material  is  passed,  and  one  of  which  revolves, )  in 
such  manner  that  the  edges  of  the  knives  diverge  from  the  axis  of  rotation,  substantially  as 
described. 

Also,  the  combination  of  the  following  elements  in  a  pulping  engine,  viz : 

First,  two  knife  stocks,  between  whicn  the  paper  matenal  is  caused  to  pass,  and  one  of 
which  revolves  on  a  central  axis. 

Second,  two  series  of  disintegrating  knives  secured  to  the  stocks. 

Third,  a  feeding  or  entry  passa^  to,  and  an  exit  passage  from,  Uie  knife  stock,  so  arranged 
relatively  to  the  disintegrating  knives  that  the  paper  material,  in  passing  from  one  passage  to 
the  other,  traverses  lengthwise  with  the  knives,  substantially  as  described. 

Also,  the  combination  of  a  series  of  diver^g  disintegrating  knives  upon  the  knife  stock 


of  a  pulping  engine,  with  filling  between  the  Knives,  which  may  be  cut  away  as  may  be 
founa  necessary  to  control  the  more  or  less  rapid  passage  of  the  paper  material  lengthwise 
with  the  disintegrating  surfaces,  substantiallv  as  described. 

Also,  arrang^g  a  series  of  disintegrating  Knives  upon  the  knife  stock  of  a  pulping  engine 
in  such  a  manner  that  there  are  fewer  knives  near  the  entry  passage  than  at  the  part  of  the 
knife  stock  further  therefrom,  substantially  as  described. 

Also,  the  combination,  in  a  pulping  engine,  of  the  following  elements,  viz :  a  pair  of  knife 
stocks  having  diverging  disintegrating  knives  thereon,  suitable  entry  and  exit  passages  for 
the  paper  material,  and  a  casing  so  constructed  that  returns  the  partially  around  pulp  between 
the  Kmfe  stocks,  for  the  purpose  of  ^ndin^  the  pulp  further,  substantially  as  described. 

Also,  the  combination,  in  a  pulpmff  engme,  of  the  following  elements,  viz :  a  revolving 
knife  stock,  a  series  of  disintegrating  Knives  uponit>ne  side  thereof,  and  arms  upon  the  oppo- 
site side  thereof,  substantially  as  described. 

No.  1,109.— A.  Palmer,  of  Brockport,  N.  Y.,  and  S.  G.  Williams,  of  Janesville,  Wis., 
assignors,  through  mesne  assignments,  to  D.  S.  Morgan,  W.  H.  Seymour,  S.  G.  Wil- 
liams, and  Aaron  Palmer. — Improvement  in  Harvesters. — ^Patented  July  1,  1851;  reissued 
April  10,  1855 ;  again  reissued  January  1,  1861. 

Claim, — Dischamng  the  cut  grain  from  a  quadrant-shaped  platform,  on  which  it  falls  as  it 
is  cut,  by  means  of^an  automatic  sweep  rake  sweeping  over  the  same,  substantially  as  de- 
icribod. 

No.  1,110.— A.  Palmer,  of  Brockport,  N.  Y.,  and  S.  G.  Williams,  of  Janesville,  Wis., 
assignors,  through  mesne  assignments,  to  D.  S.  Morgan,  W.  H.  Seymour,  S.  G.  Wil- 
liams, and  Aaron  Palmer. — Improvement  in  Harvesters, — ^Patented  July  1, 1851;  reissued 
April  10,  1855 ;  a^ain  reissued  January  1, 1861. 

Claim, — Sweeping  the  cut  grain  from  the  platform  upon  which  it  falls  as  it  is  cut  by  means 
of  an  automatic  sweep  rake  moved  by  gearing  located  within  the  inner  edg^  of  sidd  platform, 
substantially  as  descnbed. 

No.  1,111.— J.  E.  Brown  and  S.  S.  Bartlett,  of  Woonsocket,  R.  I,^hnprovement  in 
Orain  and  Grass  Harvesters, — Patented  January  ^  1855;  reissued  January  1,  1861. 

Claim, — Hanging  or  hinfring  the  bar  G  to  the  carria^  so  as  to  vibrate,  substantially  as 
described,  in  combination  with  the  hanging  or  hinging  of  the  cutter  stock  to  the  bar  G,  sub- 
stantially OS  described,  so  that  the  cutter  stock  may  vibrate  and  accommodate  itself  to  any 
undulations  in  the  surface  of  the  ground,  and  so  that  it  may  be  raised  by  the  attendant  to 
pass  stones,  stumps,  or  other  obstructions,  without  tipping  the  carriage. 

Also,  the  use  or  a  single  draw  bar,  attached  by  yieldins^  and  hinged  connexion  at  the  side 
of  the  carriage  or  main  frame,  in  combination  with  the  ninged  or  rindly  connected  cutter 
stock  or  finger  bar,  substantially  as  described,  for  the  purpose  specifiecL 

No.  1,112.— F.  E.  SiCRELS,  of  New  York,  N.  Y. — Improvement  in  the  Method  of  Opening 
and  Closing  the  Valves  of  Steam  Engines, — Patented  October  19,  1844 ;  extended  fur  seven 
years;  reissued  January  1,  1861. 

Claim, — First,  mv  improvement  in  the  periods  of  the  movements  of  the  valves,  by  which 
they  are  opened  and  closed  relatively  to  each  other  and  to  the  movement  of  the  piston,  by 
means  of  which  the  piston  completes  each  stroke  in  equilibrio,  or  nearly  so,  without  admitting 
steam  against  the  movement  of  the  piston  by  a  lead  to  the  steam  valves,  which  is  effected,  as 
before  stated,  by  opening  the  lower  exhaust  valve  before  the  end  of  the  upward  stroke  of  the 
piston  and  before  the  upper  exhaust  valve  is  closed,  and  opening  the  upper  exhaust  valve 
Wore  the  end  of  the  downward  stroke  of  the  piston  and  Wore  the  lower  exhaust  valve  is 
closed ;  the  movement  of  the  steam  valves  being  so  regtilated  as  to  admit  steam  to  the  cylin- 
der only  after  the  exhaust  valve  on  the  corresponding  end  of  the  cylinder  has  been  closed. 

Also,  as  my  next  improvement,  and  as  a  means  of  canying  into  efibct  my  first  and  essan- 
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tial  improvement,  the  arrang^ent  of  the  toes  and  the  rock-shaft  in  snch  a  manner,  relatiyelj 
to  the  location  and  form  of  the  feet  on  the  lifling  rods,  that  at  the  middle,  or  nearly  so,  of  tim 
rocking  motion  of  the  rock-shaft,  both  lifting  rcxls,  with  their  exhaust  valves,  shall  be  partlj 
np,  as  herein  descril}ed ;  and  also,  in  combination  with  this  arrangement,  the  slip  of  the  liften 
on  the  steam-valve  stems,  as  described,  to  insure  the  closing  of  the  exhaust  valves  before  the 
opening  of  the  steam  valves  on  the  corresponding  ends  of  the  cylinder,  as  herein  described. 

No.  1,113.— F.  E.  StCKELS,  of  New  York,  N.  Y. —Improvement  in  the  Method  of  Opening 
and  Closing  the  Voices  of  Steam  Engines, — Patented  October  19,  1844;  extended  for  seven 
years;  reissued  January  1,  1861. 

Claim, — Giving  to  each  exhaust  valve,  alternately,  while  the  piston  is  at  or  near  the  end 
of  the  cylinder  furthest  from  it,  a  large  amount  of  motion  as  compared  with  the  motion  of  the 
other  exhaust  valve  at  that  time,  so  as  to  move  freely,  exhauist  the  cylinder  with  less  extent 
and  greater  ease  of  motion  to  the  valves  than  has  been  done  heretofore,  substantially  as 
described. 

Also,  imparting  these  motions  to  the  exhaust  valves  by  means  of  a  rocker  interposed  be- 
tween the  hrst  motion  from  the  engine  and  the  valves,  so  that  it  will  increase  and  diminish  iti 
leverage  relative  to  each  valve  while  moving  them,  and  thereby  impart  my  improved  motwn. 

No.  1,114. — Jesse  S.  Lake  and  David  Lake,  of  Smith's  Landing,  N.  J.,  assignors, 
through  mesne  assignments,  to  J.  A.  Saxton,  of  Canton,  Ohio. — Improvement  in  Grmsa 
Harvesters, — Patent^  July  20,  1852;  reissued  January  1,  1861. 

Having  described  one  practical  way  in  which  that  branch  of  our  invention,  which  forms 
the  subject  of  this  patent,  can  be  carried  out,  we  wish  it  to  be  understood  that  we  do  not  limit 
ourselves  to  any  particular  cutting  apparatus,  main  frame,  or  mode  of  operating  the  cutting 
apparatus — 

But  what  we  claim  under  this  patent  as  our  invention  is  attaching  or  fastening  that  part  of 
a  mowing  machine  to  which  the  guards  oftfingers,  which  support  and  hold  the  grass  while  it 
is  being  severed  by  the  cutter  or  cutters,  are  attached  to  the  main  frame,  or  to  an  intermediate 
coupling  piece,  so  that  the  guards  or  fingers,  or  that  part  to  which  they  are  attached,  and  by 
which  they  are  sustained  and  supported,  will  bo  free  to  rise  or  fall  bodily,  and  also  to  have  a 
lateral  rolling  or  wabbling  motion  to  enable  the  cutting  apparatus  to  conform  freely  to  the 
imdulatiou  ot  the  ground  over  which  it  is  drawn  independent  of  the  up-and-down  motions  of 
the  main  frame. 

No.  1,115.— Jesse  S.  Lake  and  David  Lake,  of  Smith's  Landing,  N.  J.,  assignon, 
through  mesne  assignments,  to  James  A.  Saxton,  of  Canton,  Ohio. — Improvement  in 
Grass  //anjM/«r«.— Patented  July  20,  1852;  reissued  January  1,  1861. 

Claim, — First,  the  combination  of  a  hinged  lever  seat,  for  the  driver,  with  the  main  frame 
and  cutting  apparatus  of  a  mowing  machine. 

Second,  the  combination  of  a  main  frame  and  an  inclined  projecting  hinged  lever  seat  with 
a  main  drive-wheel,  having  no  outside  support 

No.  1,116.~Jessb  S.  Lake  and  David  Lake,  of  Smith's  Landing,  N.  J.,  assignors, 
through  mesne  assignments,  to  James  A.  Saxton,  of  Canton,  Ohio. — Improvement  in 
Grass  Harvesters, — Patented  July  20,  1852;  reissued  January  1,  1861. 

Claim, — First,  placing  the  dnving- wheel  in  a  mowing  machine  on  the  outside  of  the  fi«me 
in  combination  with  a  triangu2ar-shaped  frame  on  the  inside  of  the  wheel. 

Second,  in  a  mowing  machine,  the  combination  of  the  followins^  elements,  viz :  a  trias- 
ffular  main  frame,  a  single  driving-wheel  arranged  on  the  outside  ot  said  frame,  and  a  hinged 
lever  seat  for  the  driver,  for  the  purposes  set  forth. 

.Third,  in  combination  with  the  main  frame  of  a  mowing  machine,  a  single  drive-wheel  and 
a  leading  swivel-wheel,  so  arranged  in  relation  to  each  other,  and  the  cutting  apparatus,  as 
that  the  said  wheels -shall  run  on  lines  just  outside  of  the  grass  to  be  cut 

No.  1,117.— Jesse  S.  Lake  and  David  Lake,  of  Smith's  Landing,  N.  J.,  assignors, 
through  mesne  assignments,  to  James  A.  Saxton,  of  Canton,  Ohio. — Improvement  in 
Grass  Harvesters, — Patented  July  20,  1852;  reissued  January  1,  1861. 

Claim. — First,  the  combination  of  the  coupling  piece  I,  and  finger  support  G,  with  an 
intermediate  metallic  connexion  or  lever  H,  for  the  purpose  stated. 

Second,  the  metallic  connexion  or  lever  H,  both  as  a  hinge  and  support  to  the  cutting  ap- 
paratus and  finger  support. 

Third,  the  combination  of  the  finger  support  and  the  metallic  connexion  or  lever  H,  in  such 
a  manner  that  their  lower  surfaces  shall  be  flush,  for  the  purposes  set  forth. 

Fourth,  in  combination  with  the  main  frame  of  a  grass  harvester,  a  finger,  or  gnard  sap- 
port,  whatever  it  may  be  called,  having  two  independently  acting  hinges  or  yielding  con- 
nexions interposed  between  it  and  the  main  frume,  in  snch  a  manner  as  that  said  finger  or 
guaxd  support,  as  it  is  advMiced  by  means  of  its  hinges  or  yielding  connexions,  shall  to  free 
to  rise  above  or  fall  below  the  plane  on  which  the  carrying  or  driving  wheel  or  wheels  are 
passing. 
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Fifth,  so  hinging  that  part  of  a  mowing  machine  to  which  the  guards  or  fingers  are 
attached,  as  that  it  may  oscillate  or  turn  on  a  line  at  right  angles  to  the  line  of  motion  of  the 
machine,  for  the  purpose  of  raising  the  points  of  the  guards  to  adapt  the  cutting  apparatus  to 
the  condition  of  the  ground,  while  it  is  also  firee  to  roll,  rock,  or  wabble  on  a  lino  parallel  to 
the  line  of  motion  of  the  machine. 

Sixth,  the  combination  with  the  main  frame,  finger  support,  and  cutting  apparatus  of  a 
mowing  machine,  of  a  lever  with  an  adjustable  weight  thereon,  whereby  the  pressure  of  the 
finger  support  and  cutting  apparatus  upon  the  ground  can  be  regulated  by  simply  moving 
said  weight  upon  its  lever. 

Seventh,  the  combination  of  a  counterpoise  weight,  or  the  equivalent  thereof,  with  that 
part  of  a  mowing  machine,  whatever  it  may  be  callea,  to  which  the  guard  fingers  ara 
attached,  to  dimimsh  its  pressure  upon  the  ground,  and  thus  obviate  side  draught  and  friction. 

No.  1,118. — M.  R.  Flanders,  of  Greenwich,  N.  Y. — Improvement  in  Grain  Cradles. — 
Patented  June  29,  1859;  reissued  Januarv  8,  1861. 

"  Claim. — Attaching  the  finger  standard  B  to  the  snath  A,  by  means  of  the  rod  C,  and  eye  6, 
secured  respectively  to  the  standard  and  snath,  in  connexion  with  the  compensating  or  ad- 
justable braces  H  J,  the  whole  being  constructed  and  arranged  substantially  as  and  for  ths 
purpose  set  forth. 

Also,  the  compensating  or  adjustable  braces  or  stays  that  connect  the  fingers  F,  and  which 
are  formed  of  the  rods  e  e,  and  socket  Q,  when  said  rods  are  connected  to  the  fingers  F  by  the 
collars  a,  substantially  as  set  forth. 

No.  1,119.— Elliot  Dickerman,  of  Richmond,  Yi.— Improved  Clothes  Wnnger.— 
Patented  April  10,  1860 ;  reissued  January  8,  1861. 

Claim. — In  machines  for  drying  clothes  by  compression  between  rollers,  employing,  as  one 
or  both  of  the  rollers  for  acting  upon  the  clothes,  a  rubber-coated  or  equivalent  elastic  and 
non-absorbent  roller  A,  so  mounted  in  a  suitableihtming  B  B  that  the  compression  of  the 
elastic  material  on  that  side  which  is  acting  upon  the  clothes  is  attached  by  a  corresponding 
compression  of  the  elastic  material  against  a  roller  D  or  E,  on  its  opposite  side,  as  and  for 
the  purpose  set  forth. 

No.  1,120. — ^J.  A.  Vaughn,  of  Cuyahoga  Falls,  Ohio. — Improvement  in  Grain  Separators. — 
Patented  April  24,  1860;  reissued  January  8,  1861. 

Claim. — First,  in  combination  with  a  series  of  zigzag  screens  and  directing  boards,  having 
a  shake  motion,  the  stationary  cbtambers  for  receiving  the  material  therefrom,  substantially 
as  described. 

Second,  the  combination  of  the  series  of  zigzag  screens  and  directing  boards,  having  a 
shake  motion,  the  stationary  receiving  champs  and  short  fan,  when  arranged  to  operate 
substantially  as  described. 

Third,  the  combination  of  the  directing  board  P,  cockle  riddle  Q,  and  cockle  board  R,  sub- 
tantially  as  and  for  the  purpose  described. 
■ 

No.  1,121.— Jasper  Johnson,  of  Geneseo,  N.  Y.— Improved  (?fl<e.— Patented  March  «, 
1860;  reissued  January  8,  1861. 

Claim. — Operating  a  ^ate  upon  its  hinges  by  the  alternate  partial  rotation  of  a  bent  rod  or 
bar,  one  branch  of  which  moves  between  guides  on  the  face  of  the  gate,  the  other  branch 
being  inserted  into  the  supporting  post,  said  partial  rotation  being  effected  by  the  devices 
described,  or  their  equivalents. 

No.  1,122. — J.  W.  MOFFITT,  of  Harrisburg,  Pa. — Improvement  in  the  Manufacture  of 
Porcelain  Tcet A.— Patented  November  20,  1860 ;  reissued  January  8,  1861. 

Claim. — ^The  manufacture  of  porcelain  teeth  and  gums  of  the  material  specified,  in  tho 
proportions  described  and  set  forth ;  the  same  being  prepared,  applied,  and  consolidated 
together  upon  the  plate,  substantially  in  the  manner  described  and  lot  the  purpose  specified. 

No.  1,123.— E.  H.  Graham,  of  Manchester,  N.  H.,  (formerly  of  Biddeford,  Me.)— /m- 
provement  in  Magazine  Guns. — Patented  October  4,  1853;  reissued  January  8,  1861. 

Claim. — First,  the  combination  of  a  rotating  magazine,  separate  rotating  charge  receiver 
or  conveyer,  and  gun  barrel,  for  operation  together,  substantially  as  specified. 

Second,  operating  the  rotating  magazine  and  rotating  charge  receiver  automatically  by  tho 
action  of  the  trigger  guard,  or  its  equivalent. 

Third,  the  arrangement  of  the  series  of  ball  chambers  b  b  by  &c,  and  the  series  of  powder 
chambers  a  a  a^  &c.,  in  concentric  circles,  and  on  the  side  of  the  gun  barrel  and  out  of  tho 
si^ht  range,  and  so  as  not  only  to  revolve  and  work  against  a  common  plate  E,  affixed  to  (ho 
fide  of  the  gun,  but  to  operate  in  conjunction  with  a  rotary  charge  receiver  Af,  placed  within 
the  barrel,  as  specified,  such  arrangement  of  the  magazine  of  chcunbers  not  only  causing  tho 
powder  of  the  charges  to  be  kept  in  separate  chambers,  so  as  to  lessen  the  danger  of  accident, 
but  causing  the  magazine  to  be  so  arranged  as  to  be  out  of  range  of  the  sight  in  taking  aim. 
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Fonrth)  so  to  combine  the  percossion  hammer  or  cock,  rotary  char^  receiyer,  and  At 
rotary  magazioo,  with  the  trigger  guard,  that,  by  the  movement  ot  the  said  guard  away  from 
ihe  Btock,  they  may  be  simultaneously  put  in  motion  and  the  hammer  brought  up  to  friU 
cock,  as  specified. 

No.  1,124.— George  Lindsay  and  William  Cameron,  of  Petersburg,  Va.,  assignors  to 
William  Cameron,  of  the  same  place. — Improvement  in  Tobacco  Presses. — Patented  Sep- 
tember 13,  1859;  reissued  January  15,  1861. 

Claim. — ^The  combination  of  a  portable  hydraulic  press  or  jack,  with  a  stationary  retaining 
press,  or  series  or  tier  of  retaining^  presses,  when  operating  together,  for  the  pnrposet  and 
substantially  in  the  manner  represented. 

No.  1,125.— Robert  H.  Long,  of  Philadelphia,  F&.— Improvement  in  the  Mode  ofPropei- 
ling  Railway  Cars  by  Steam, — Patented  January  24,  1860;  reissued  January  15,  iKil. 

Claim. — First,  placing  a  steam  engine  and  boiler,  constructed  and  arranged  as  dcflcribod. 
on  the  platform  of  a  railway  car,  in  the  manner  substantially  as  specified. 

Second,  placing  the  pinion  F  upon  the  frame  of  the  en^e,  thus  i)ermitting  the  engine  to 
be  brought  close  to  its  work,  and  the  whole  to  be  used  in  combination  with  a  railway  oar, 
for  the  purposes  set  forth. 


No.  1,126.— Aaron  H.  Allen,  of  Boston,  "Mqbb.— Improvement  in  Opera  Seats.— -Ta 
December  5,  1854;  reissued  January  15,  1861. 

Claim. — ^A  swinging  or  lever  seat,  set  and  moving  upon  a  cross  shaft  or  hinpres,  and  an*- 
tained,  when  in  use,  by  a  stop  or  stops,  so  disposed  as  toat  the  rear  portion  of  the  scat  comes 
in  contact  with  said  stop  or  stops  when  the  seat  is  turned  down,  substantially  as  set  forth ; 
and,  whether  combincd>or  not  witn  weights  or  springs,  whereby  the  said  seat  may  asMume  and 
retain  a  vertical  or  raised  pbsition  automatically,  as  specified. 

No.  1,127. — ^William  Cameron,  of  Petersburg,  Va. — Improvement  in  Machinery  Jkr 
Pressing  Tobacco. — Patented  November  9,  1858;  reissued  January  15,  1861. 

Claim.— The  making  of  a  hydraulic  press  available  in  the  pressing  and  retaining  nnder 
pressure,  of  tobacco,  by  combining  and  using  in  connexion  with  it  a  retaining  pre.ss  or  stand 
that  will  receive  and  hold  the  pressure  impart^  to  it  by  the  said  hydraulic  press,  substantiaUy 
as  described. 

No.  1,128.— William  Cameron,  of  Petersburg,  y&.-'Improvement  in  Machinery  Jbr 
Pressing  Tobacco. — Patented  November  9,  1858;  reissued  January  15,  1861. 

Claim. — Combining  with  a  retaining  press  or  stand  that  is  to  be  used  in  connexion  wilb 
and  receive  its  pressure  from  a  hydraulic  press,  a  series  of  boxes,  into  which  the  tobacco  ii 
pressed  by  the  greater  press  but  retained  by  a  minor  press,  substantially  as  described. 


No.  1,129. — John  Gore,  of  Brattlgboro,  Vt — Improvement  in  Grain  and  Grass  H* 
ers. — ^Patented  December  27,  1859;  reissued  January  15,  1861. 

Claim. — l^^rst,  the  use  of  the  lever  M\  constructed  as  described,  in  combination  with  tl» 
tapering  draw  bar  D,  for  elevating  the  cutting  apparatus  of  harvesters  in  the  manner  deiccribed. 

Second,  the  adjustable  box  J,  constructed  as  described,  in  combination  with  the  connectisig 
rod  a  and  cutting  apparatus,  and  operating  as  set  forth. 

No.  1,130. — Samuel  Barley  and  J.  H.  Barleit,  of  Longwood,  Mo. — Improrememi  im 
Harvesters. — Patented  June  19,  1860;  reissued  January  22,  ItSl. 

Claim. — First,  the  arrangement  of  the  oblique  bars  a"  a*"  of  the  frame,  the  latter  bar  a** 
extending  over  or  within  a  vertical  line  with  the  shoe  or  lower  part  b*'  of  the  frame  D,  ta 
connexion  with  the  long  axle  B,  with  the  driving  and  grain  wheels  A  A'  on  either  end,  aa  aad 
for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  rake  bar  and  head  «'  e"  to  operate  in  combination  with  tfca 
guard  plate  S,  crank  d\  shafts  e*  Q,  and  platform  I,  as  shown  and  described. 

Third,  we  do  not  claim  broadly  the  invention  of  the  divider,  but  we  do  claim  the  arrasgv^ 
ment  of  the  horn-shaped  divider  T  to  revolve  so  that  it  can  be  adjusted  to  any  desired  poaUloa. 
in  the  manner  shown  and  described. 

No.  1,131.— Willis  Humiston,  of  Troy,  N.  Y.— Improvement  in  Candle  Monld  Madnmatk— 
Patented  July  24,  1855 ;  reissued  January  22,  1861. 

Claim. — First,  the  combination  of  the  candle-tip  mould  a  with  the  drive-rod  D,  aa  and  far 
the  purposes  described  and  set  forth. 

Second,  the  combination  of  the  said  candle-tip  mould  a,  connected  and  combined  witb  tha 
drive-rod  D,  with  the  candle  mould  or  tube  B,  as  and  for  the  purposes  set  forth  and  deacribed. 

Third,  the  clamping  of  the  candles  in  the  position  in  which  they  are  driven  or  forced  fim 
the  moulds  or  tubes  B,  and  thus  thereby  holding  them  during  the  operation  of  castan^  m 
moulding  candles  in  the  said  moulds  or  tubes  B  directly  below,  while  the  said  <^%ndtB>  m 
the  said  clamps  are  ready  to  be  removed  therefrom,  substantially  as  described  and  aat  fioitk 
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Foarth,  the  adjusting  and  holding  the  wick  (for  the  candle)  in  the  centre  of  the  said  moulds 
•r  tubes  B  by  the  use  of  the  said  clamps  F  and  the  candle  therein  firmly  secured  by  means 
(hereof,  in  connexion  with  the  said  candle  tip  mould  «  attached  to  the  said  drive-rod  D,  sub- 
stantially as  described  and  set  forth. 

No.  1,132.— WiLUS  HUMISTON,  of  Troy,  N.  Y,— Improvement  in  Candle  Making  Apfu- 
nCtus. — Patented  December  23,  1854 ;  reissued  January  22, 1861. 

Claim. — First,  the  wicking  the  candle  moulds  A  by  means  of  the  gripers  or  pincers  D, 
in  connexion  with  the  reel  or  spool  containing  the  wick  below,  as  described  and  set  forth. 

Second,  the  suspending  of  the  candles  in  and  upon  a  centre  line  with  the  moulds  A  directly 
below,  by  means  of  gripers  or  pincers  D,  in  connexion  with  the  tip  of  the  said  moul^  a« 
and  for  the  purpose  described  and  set  forth.  - 

Third,  the  griping  of  the  candle  wick  by  means  of  the  said  gripers  or  pincers  D,  or  their 
equivalents,  and  by  the  same  drawing  the  candles  from  their  respective  moulds  and  suspend- 
ing the  same  above  the  moulds  until  the  next  series  of  candles  are  moulded,  and  those  suspended 
are  cut  from  the  wick  and  removed,  in  the  manner  and  for  the  purpose  desciibed  and  set  forth. 

No.  1,133.— David  S.  Waoener,  of  Penn  Yan,  N.  Y,— Improvement  in  Threshing  Ma- 
ehines. — Patented  May  1,  1860;  reissued  January  29,  1861. 

Claim. — In  combination  with  a  threshing  mechanism  enclosed  in  an  outer  case,  and  an 
edthaust  or  suction  fan  enclosed  in  a  fan  case,  the  communicating  trunks  or  passages  which 
connect  them  for  the  purpose  of  causing  all  the  incommg  currents  of  air  to  become  vehicles 
for  carrying  and  concentrating  the  dust  in  the  fan  case,  from  whence  it  is  driven  to  any 
proper  depository,  substantially  as  described. 

No.  1,134.— SewallBrackett,  of  Fall  River, Mass. — Improved  Knife  and  Fork  Cleaner.— 
Patented  April  10,  1860;  reissued  February  5,  1861. 

Claim. — My  improved  scouring  machine  as  composed  of  the  two  rollers  B  B,  the  trougli 
A,  the  auxiliary  or  scouring  and  counteracting  rollers  B'  B',  and  the  four  connecting  ge^in 
D  D  D  D,  or  mechanical  equivalents  for  such  gears,  arranged  and  combmed  substantially  in 
the  manner  and  so  as  to  operate  together  as  specified. 

No.  1,135.— Christian  Reif,  of  Hartleton,  Fa.^Improvement  in  Clover  Separators.— 
Patented  August  8,  1854 ;  reissued  February  5,  1861. 

Claim. — The  employment  of  a  cast  metal  bed  or  concave  in  which  the  angular  projection* 
on  its  face,  as  described,  furnish  one  of  the  rubbing  surfaces,  when  used  with  a  revolving 
cylinder  A  armed  with  spikes,  constructed  in  the  manner  and  for  the  purposes  set  forth. 

Also,  the  described  arrangement  of  sieves  H  and  q  and  carriers  I  and  J,  for  cleaning  doner 
■eed,  substantially  as  fully  set  forth. 

No.  1,136. — ^Davids.  Waoener,  of  Penn  Yan,  N.  Y. — Improvement  in  Flouring  JtftZ/ti— 
Patented  September  25,  1855;  reissued  March  13,  1860;  again  reissued  February  5,  1861. 

Claim. — In  combination  with  a  grinding  mill  the  feeding  of  the  gram  troueh  or  post;  a  suo- 
tion  draught  interposed  between  the  hopper  and  the  grmdiug  suriaces  of  the  stones  for  the 
purpose  of  removmg  from  the  grain  the  dust  and  other  impurities  in  it,  substantially  a«  de- 
•cribed. 

No.  1,137. — S.  R.  Parkhurst,  of  West  Bloomfield,  N.  J,— Improvement  in  Machines  fitr 
Ginning  Cotton  and  Burring  Wool. — Patented  May  1,  1845,  and  extended  seven  years ;  wq- 
issued  F'ebruary  12,  1881. 

Claim. — First,  a  hollow  cylinder  having  an  outer  acting  surface  composed  of  flat,  strong, 
long-topped  metallic  teeth  combined  with  plain  surfaces  bmow  the  tops  of  the  teeth,  substan- 
tially as  described,  and  capable  of  being  used  to  prodtice  the  results  specified. 

Second,  in  combination  with  a  hollow  cylinder  provided  with  an  acting  or  working  surface, 
tubstantialiy  as  is  described,  the  feeding  rollers  constructed  and  relatively  arranged  therewith, 
subetantially  as  set  forth,  the  combination  operating  substantially  as  described ;  and,  also, 
hi  combination  with  a  rotating  beater  constructed  relatively,  arranged  therewith,  aud  operating; 
•abstantially  as  herein  sot  forth. 

Third,  a  rotating  beater,  substantially  such  as  is  described,  in  combination  with  a  hollow 
cinder  having  an  acting  surface  of  teeth  and  cylindrical  surface,  substantially  such  as  w 
apecificd,  and  in  combination  with  these  a  burr  box  or  trash  box  and  a  rotating  brush,  or  its 
equivalent,  or  either  of  them,  all  the  parts  enumerated  being  substantially  such  as  arc  herein- 
before set  forth. 

Fourth,  a  hollow  cylinder  having,  substantially,  such  an  acting  surface  as  is  hereinbefore 
described,  in  combination  with  a  rotating  beater  as  specified,  and  with  a  carding  engine  or 
machine,  the  combination  acting  substantially  as  set  torth ;  and,  in  combination  with  these 
three  elements  or  parts  of  a  whole  machine,  a  i'eedmg  and  a  trash  box,  substantially  such  as 
specified,  by  wliicli  combinations  the  dcansings  preparatory  to  carding  of  wool  are  carried  on 
jointly  as  a  coutiuiiuus  process. 

H.  Ex.  Doc.  63 il  ^  T 
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No.  1,138.— M.  A.  Howell,  jr.,  assienee  of  J.  H.  Elwood,  of  Ottawa,  HL — Improve- 
ment in  Mole  Plough, — Patented  November  13,  1860;  reissued  February  19,  1861. 

Claim. — First,  in  combiDation  with  a  plough  or  machine  for  purposes  of  underOTOund  drain- 
ing, a  stationary  coulter,  and  a  coulter  the  front  edge  of  which  may  be  moved  mterally,  and 
for  the  purpose  and  substantially  as  described. 

Second,  the  sections  «  d  and  c,  in  combination  with  the  coulters  a  and  &,  when  arranged 
H8  and  for  the  purposes  set  forth,  substantially  as  described. 

Third,  the  movable  coulter  a,  in  combination  with  the  side  draught,  as  applied  at  the  link 
or  loop  at/,  on  the  side  of  the  beam  A,  through  either  of  the  slots  in  the  transverse  piece  upon 
the  for>vaid  end  of  the  beam  A,  for  the  purposes  substantially  as  set  forth  and  described. 

No.  1,139.— S.  H.  Ransom  &  Co.,  of  Albany,  N.  Y.,  assignees  of  WASiretRN  Race,  of 
Soneca  Falls,  N.  Y. — Improvement  in  Register*  for  Stores, — Patented  April  4.  184G;  le- 
iasued  February  19,  1801. 

Claim. — Connecting  the  expansion  rod  with  the  register  in  the  manner  substantially  as 
described  and  for  the  purpose  specified. 

No.  1,140.— C.  B.  Hoard,  of  Watertown,  N.  Y.^Improved  Method  of  JVinding  Ttm^ 
httipers  by  Currents  of  Air. — Patented  April  3,  1800;  reissued  February  19,  1801. 

Claim. — Winding  a  clock  or  other  timekeeper  by  means  of  a  current  of  air  produced  by  a 
pipe.  Hue,  or  other  artificial  channel,  employed  for  ventilation,  or  otherwise  actuating  an  air 
motor. 

No.  1,141.— P.  H.  Jackson,  of  New  York,  N.  Y.— Improvement  in  Ships'  Winches.-— 
Patented  August  7,  ISoo ;  reissued  February  19,  1861. 

C7a»/M.^The  pawl  4,  and  counterweight  6,  constructed  as  specified,  so  that  the  pawl  can 
bo  reversed  by  tummg  it  under  the  centre  5,  and  the  counterweight  will  cause  the  said  pawl 
u>  act  upward  on  either  side  of  the  centre,  as  set  forth. 

The  rachet  wheel  3,  of  a  windlass  or  winch,  and  the  reversible  pawl  4,  below  said  wheel, 
iu  combination  with  a  double-acting  heaver,  as  specified,  by  which  arrangement  a  windlass 
or  wmch  can  bo  rotated  in  either  direction  by  the  use  of  one  rachet  wheel,  as  described  and 
shown. 

Aliso,  the  pawl  a,  formed  with  two  arms  or  points,  as  set  forth,  in  combination  with  the 
socket  or  plate  receiving  the  handspike  or  heaver,  said  pawl  being  reversible  in  the  manner 
specified,  so  that  the  arm  not  in  action  becomes  a  counterweight  to  the  arm  or  point  taking 
the  rachet  teeth,  as  set  forth. 

No.  1,142.— Suspended. 

No.  1,143.— William  Wharton,  jr.,  of  Philadelphia,  Pa. — Improvement  in  Trans- 
ferring Cars  from  one  Track  to  Another, — Patented  September  18,  1860;  reissued  February 

19,  im. 

Claim. — ^The  employment,  in  connexion  with  sidings  or  turnouts  on  railways,  of  a  sup- 
plementary inclined  or  curved  guide  rail,  in  combineution  with  car  wheels  so  constructed  as 
regards  the  said  supplementary  rail  which  is  so  arranged  in  respect  to  the  rails  of  the  main 
track  and  those  of  the  siding  that  the  wheels  may  be  transferred  from  the  control  of  the  nuls 
on  one  track  to  that  of  the  rails  of  the  other,  by  a  lateral  thrust  caused  by  the  wheels  bearing 
against  the  side  only  of  the  said  guide  rail,  as  set  forth. 

No.  1,144.— R.  B.  BURCHELL,  of  Brooklyn,  N.  Y. ^Improved  Window  Curtain  Fixture.— 
Patented  August  7,  1860;  reissued  February  26.  1861. 

Claim. — The  arran^ment  of  the  rod  A,  pulley  rf,  and  stationary  eye  B,  in  substantially 
the  manner  specified,  tor  forming  a  tightener  for  the  cords  of  curtains,  wherein  said  cord  can 
btf* tightened  or  slackened  by  sliding  the  said  rod  through  the  eye,  as  specified. 

Also,  in  a  tightener  for  the  cords  of  curtains,  forming  the  rod  A,  witn  ratchet  teeth  and  a 
•meoth  suriace  or  surfaces,  in  combination  with  a  pawl  or  pawls,  substantially  as  specified, 
whereby  the  said  rod  A  can  be  moved  in  either  direction  when  turned,  so  that  the  pawl  of 
pawls  are  in  contact  with  the  smooth  surface  or  surfaces,  as  and  for  the  purposes  specified. 

No.  1,145.— F.  A.  Ross  and  W.  H.  Marshall,  of  New  York,  N.  Y.—Tmprovsment  nt 
S&winff  Machine  Cases. — Patented  August  28,  1855;  reissued  February  26;  1861. 

Claim. — First,  the  combination  of  a  cabinet  provided  with  a  proper  door  or  doors  with  a 
Mtwing  machine  in  such  manner  that  the  foot  peaal  of  the  machine  shall  be  enclosed  by  tlie 
niibinct,  and  the  needle  stock  arm  or  bar  shall  be  above  its  upper  surface,  the  combination 
being 'substantially  such  as  described. 

Second,  in  combination  with  a  cabinet  and  a  sewing  machine,  the  former  provided  with 
doors  and  enclosing  the  foot  pedal  of  the  latter,  a  box  or  cover  substantially  such  as  described, 
and  servmg'the  purposes  specified,  the  combination  being  substantially  such  as  is  set  forth. 

Third,  combining  with  a  cabinet  protecting  a  sewing  machine,  side  leaves  and  doors  s^ 
constructed  as  that  the  doors  shall  support  the  leaves  when  raised  up,  the  whole  combinattfMi 
being  substantially  such  as  specified. 
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No.  1,146.— W.  T.  VOSB,  of  NowtonviUe,  Mass^—ImprovemetU  in  PortMe  Pump$,-- 
Patented  November  15,  1859;  reissued  February  26,  1861. 

Claim. — The  combination  of  a  footstand,  Btirmp  or  rest,  as  set  forth,  with  a  pomp  barrel, 
in  a  manner  substantially  as  described. 

No.  1,147.— J.  M.  Wood,  of  Seneca,  N.  Y.^Improved  Willovo  Pe«ier.— Patented  August 
7,  1860;  reissued  February  26,  1861. 

Claim. — First,  the  circular  friction  disc  D,  with  its  suitable  covering,  as  and  for  the  pur- 
pose described. 

Second,  the  screw  cylinder  S,  with  its  conical-shaped  end.  and  variable  thread,  and  with 
or  without  a  circular  groove,  as  and  for  the  purpose  set  forth.     ^ 

Third,  the  combination  of  the  disc  D,  and  screw  cvlinder  S,  with  adjusting  springs, 
substantially  in  the  manner  and  for  the  purpose  specified. 

No.  1,148. — Ira  KiNMAN,  of  Froeport,  HI. — Improvement  in  Measuring  Faucets, — Pat- 
ented May  3,  1859;  reissued  March  5,  1861. 

Claim. — ^The  construction  of  the  faucet  with  the  rotatinff  slide  F,  and  an  eccentric  barrel 
C,  operating  substantially  as  shown  and  described,  in  combination  with  the  described  device 
to  roister  accurately  and  automatically  the  number  of  rotations  of  the  slide,  and  to  arrest  it 
when  the  desired  quantity  of  fluid  is  discharged,  as  set  forth. 

Also,  the  employment  of  an  endless  screw,  in  combination  with  the  rotary  slide  F,  and 
eccentric  chamber  £,  arranged  and  operating  in  the  manner  and  for  the  purposes  substan- 
tially as  set  forth. 

No.  1,149. — Frederick  Nishwitz,  of  Brooklyn,  N.  Y. — Improvement  in  Harvesters, — 
Patented  February  16,  1858;  reissued  March  5,  1861. 

Claim, — First,  the  arrangement  of  an  adjustable  lever  directly  connected  with  the  tongue 
or  pole,  for  elevating  the  cutting^  apparatus,  and  to  hold  it  at  any  desired  height,  as  and  for 
the  purpose  set  forth. 

Second,  said  lover,  in  combination  with  the  pole,  chain  or  cord,  the  frame  or  finger  bar, 
said  polo  being  attached  at  its  rear  end  near  the  centre  of  the  machine,  as  and  for  the  purpose 
set  forth. 

Third,  in  combination  with  the  said  lever  and  pole,  the  pawl  and  treadle  operating  jointly 
in  tho  manner  and  for  the  purpose  specified. 

Fourth,  also,  the  combination  of  the  lever,  pawl  and  treadle  with  the  adjustable  stop  K, 
substantially  as  described,  for  the  purposes  specified. 

No.  1,150. — ^D.  "W.  Shares,  of  Hamden,  Conn. — Improvement  in 'Harrows, — ^Patent«d 
January  27,  1857;  reissued  March  12,  1861. 

Claim. — A  series  of  coulter  teeth  H,  formed  substantially  as  specified,  and  arranged  diago- 
nally to  the  line  of  motion,  so  as  to  form  a  harrow  that  loosens,  mollifies,  and  harrows  the 
soil,  as  described. 

Second,  tho  tooth  Q,  at  the  front  end  of  the  centre  bar,  formed  with  two  divergent  wing^, 
in  combination  with  a  scries  of  barrow  teeth  U,  on  the  diagonal  bars  B  B',  as  set  forth. 

No.  1,151.— Henry  Hewitt,  of  San  Francisco,  Cal.,  assignor  to  W.  A.  Sanpord,  Pot«- 
dam,  N.  Y. — Improvement  in  Seeding  Harrows, — Patented  March  27,  1860 ;  reissued  Marcii 
19,  1861. 

Claim,— The  arrangement  of  the  sowing  apparatus  and  the  cylindrical  harrow  described — 
all  the  various  parts  being  constructed  for  operation  conjointly,  in  tho  manner  and  for  the 
purposes  described. 

No.  1,152.— Bernard  Hupnagel,  of  New  York,  N.  Y,— Improvement  in  Photographic 
BaM«.— Patented  October  5,  1858;  reissued  November  13,  I860;  reissued  March  19,  1861. 

Claim. — First,  the  arrangement  and  use  of  a  frame  or  box  of  wood,  or  any  other  suitable 
material,  to  hold  toother  and  support  two  plates  of  glass  with  packing  between,  for  the  pur- 
pose of  forming  a  silver  bath  for  photograpoic  and  ambrotype  use. 

Second,  the  application  and  use  of  India-rubber  packing  between  the  two  plates  of  glass, 
for  the  purpose  ot  making  a  tight  joint  between  the  plates  at  the  sides  and  bottom,  as  well  as 
to  protect  the  frame-work  from  the  action  of  tho  solution. 

Third,  the  construction  of  tho  outer  box  or  case,  and  the  manner  of  fastening  the  same  to- 
gether by  the  screws  S,  for  the  purpose  and  in  the  manner  set  forth. 

Fourth,  1  claim  the  arrangement  and  use  of  doors  or  panels  D  D'  on  opposite  sides  of  the 
outer  box  or  casing,  for  the  purpose  substantially  as  described. 

No.  1,153.— C.  C.  Lloyd,  of  Philadelphia,  P&,— Improvement  in  Gas  Jlfe(«r5.— Patented 
June  20,  1854;  reissued  March  19,  1861. 

Claim. — The  application  and  modo  of  operation  described,  when  the  double  purpose  is 
effected  of  equalizing  and  regulating  tho  pressure  of  gas  within  the  meter  and  of  shutting  off 
the  gas  when  the  water  gets  too  low,  by  combining  the  valve  with  one  and  the  same  float, 
all  within  the  meter,  substantially  as  and  for  the  purposes  set  forth. 
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Also,  the  float  K,  in  combination  with  any  suitable  inlet  valve,  when  the  said  float  oper- 
*ates  in  a  chamber  L,  so  placed  in  the  front  of  the  meter  aa  to  be  isolated  from  the  inlet  pres- 
sure, and  the  said  chamber  being  so  situated  or  so  constructed  that  its  interior  may  commu- 
nicate with  the  inlet  pressure  at  a  point  between  the  water  line  and  the  top  of  the  cenire 
0])eniDg  of  the  drum,  when  the  water  ^ts  too  low,  as  set  foith. 

No.  1,154. — Elias  Howe,  jr.,  of  Brooklyn,  N.  Y. — Improvement  in  Setting  Machines.^ 
Patented  September  10,  184G,  and  extended  seven  years;  reissued  March  19,  1801. 

Claim. — First,  a  sewing  machine  constructed  and  operating  to  form  a  seam  substantiftUy 
03  described. 

Second,  the  combinatioo  of  a  needle  und  a  shuttle,  or  equivalent,  and  holding  surfaces, 
constructed  and  operating  substantially  as  described. 

Third,  the  combination  of  holding  suriaccs  with  a  baster  plate,  or  equivalent,  constmrted 
and  operating  substantially  as  described. 

Fourth,  a  lifting  rod,  a  clipping  lever,  and  a  receiving  pin,  respectively,  each  constructed 
and  operated  to  control  the  threads,  substantially  as  described. 

Fifth,  a  baster  plate  constractcd  and  operating  substantially  as  described. 

Sixth,  holding  surfaces  constructed  and  operating  substantially  as  described. 

Seventh,  a  grooved  and  eye-pointed  needle  constructed  ana  adapted  for  rapid  machiiM 
sewing,  substantially  as  described. 

Eighth,  a  side-pointed  shuttle  constructed  and  operating  substantially  as  described. 

No.  1,155. — Caesar  Neumann,  of  New  York,  'S.Y,^  Improved  Machine  for  Making  Hoop^ 
5Airrs.— Patented  Au^st  16,  1859;  reissued  March  19,  1861. 

Claim. — The  combination  of  a  series  of  twisting  apparatus  for  the  purpose  of  forming  a 
hoop  skirt,  substantially  as  and  for  the  purposes  set  forth. 

Also,  in  combination  with  the  twisting  apparatus,  the  elevating  screw  and  its  appendages, 
and  the  mode  of  operating  the  same,  as  described. 

Also,  the  guide  rod  t,  for  guiding  the  twisting  apparatus  and  determining  the  size  and 
shape  of  the  skirt,  as  set  forth. 

Also,  collapsing  the  guides  to  form  different  sized  skirts  and  to  deliver  the  same,  ss 
spccitied. 

Also,  moving  the  guides  up  and  down,  to  determine  the  position  of  the  twisting  apparatns. 

Also,  simultaneously  twisting  a  series  of  cords  for  the  puipose  of  forming  a  hoop  skirt, 
substantially  as  described. 

No.  1,156.— The  Meiuiill  Patent  Fire- Arm  Manufacturing  Company,  assignee*  ol 
J.  H.  Meuirill,  of  Baltimore,  Md. — ImprocemaU  in  Fire»Arms. — Patented  July  2U,  ltt5d; 
reissued  March  26,  1861. 

Claim, — The  combination  of  a  barrel  that  opens  out  at  its  top,  and  an  open  chamber  be- 
hind it  for  receiving  a  cartridge,  with  a  breech  pin  or  plug  and  cwo  levers  for  actuating  and 
holding  it  locked,  substautiaily  as  described. 

No.  1,157.— The  Merrill  Patent  Fire- Arm  Manuj-acturing  Company,  ass igij«<es 
of  J.  II.  Merrill,  of  Baltimore,  Md. — Improvement  in  Fire- Arms, — ^I'atented  July2U,  \t&6; 
reissued  March  26,  1861. 

Claim, — In  combination  with  a  barrel  that  opens  out  at  its  top,  a  long,  open,  drooping 
chamber  in  rear  of  it,  for  the  purpose  of  easilv  dropping  in  the  cartridge  and  the  ready  cleaas- 
ing  of  the  bore  of  the  gun  from  the  rear,  substantially  as  representee^ 

No.  1,158.— The  Merrill  Patent  Fire- Arm  Manufacturing  Company,  auigoees 
of  J.  H.  Merrill,  of  Baltimore,  Md. — Improvement  i*  Fire- Arms, — Patented  July  20, 165B; 
reissued  March  26,  1861. 

Claim, — In  combination  with  the  levers  by  which  the  breech  pin  or  plug  is  actuated,  a 
guiding  mechanism,  substantially  as  described,  by  which  said  levers  and  plug  are  contioUed 
In  then*  movements,  to  prevent  binding,  chafing,  or  bruising,  as  set  forth. 

No.  1,159.— The  Merrill  Patent  Fire- Arm  Manufacturino  CoatPANY,  innipices 
of  J.  H.  Merrill,  of  Baltimore,  Md,— Improvement  in  Fire- Arms, — Patented  July  20,  l6oS; 
reissued  March  26,  1861. 

CVatm.— Converting  what  is  known  as  the  **Jenks  gun*'  fipom  a  loose  powder  and  bftfl 
loader  to  a  cartridge  loader,  by  closing  up  the  opening  through  which  that  gun  was  kwded. 
cuttmg  away  and  opening  out  in  rear  of  the  ban-el  so  as  to  load  at  the  rear  end  of  the  bute, 
and  allowing  the  lever,  toggle,  and  piston  to  come  far  enough  back  to  admit  a  cartridge  tm 
be  dropped  in  behind  the  boio,  and  thence  run  up  into  the  chamber,  as  set  forth. 

No.  1,160.— E.  E.  Everitt,  of  Philadelphia,  Pa.— /mpraif«<B<irt«M/Fas/eiiiiiF.—Paten»ed 
Mareh  A  1^*^;  reissued  March  26,  i8(il. 

C7«im.— fThc  conibinaiion  of  the  tiiperinjr,  wcdfjo-formed  head  or  tenon  /,  with  the  taperiap 
meruse  t,  one  being  attached  to  the  post  and  ihe  other  to  the  rail  of  a  bedstead,  wbea  tbe 


Digitized  by  CjOOQIC 


COMMISSIONER   OF    PATENTS.  637 

said  tenon  is  less  than  the  mortise,  and  when  both  are  constructed  and  arranged  in  respect  to 
each  other,  substantially  as  set  forth,  for  the  double  purpose  of  readily  tightening  the  rail  to 
the  post,  when  the  joint  has  become  loose  througn  shrinkage,  and  of  iorming  a  coupling 
capable  of  self-adjustment  laterally,  as  specified. 

Also,  one  or  more  fins  or  ribs  «,  in  combination  with  the  plugs  A  and  A^  when  these  axe 
constructed  substantially  as  described. 

No.  1,161. — ^W.  O.  HicKOK,  of  Harrisburff,  Pa. — Improvement  in  Mills  for  Grinding  Ap' 
p/e».— Patented  November  20,  1855 ;  reissued  March  26,  1861. 

Claim. — The  application  of  breakers  d  </,  along  between  the  parAllel  rows  of  the  teeth  b  6, 
in  each  of  the  cylinders  A  A^ ;  and  whether  the  said  breakers  be  formed  as  Hbe  plain  or  ser- 
rated, continuous,  longitudinal  ridges  d  d,  6ho\m  in  the  drawings,  or  as  a  series  of  isolated 
or  distinct  smal^  teeth  between  the  said  rows  of  the  larger  teeth  6  &,  as  described ;  and  whether 
the  helical  ribs  c  c  be  used  or  not ;  the  said  teeth  or  breakers  operating  together,  substantially 
•n  the  manner  described  and  for  the  purpose  specified. 

No.  1,162.— W.  F.  Ketchum,  of  Buffalo,  N.  Y,— Improvement  in  Track  Clearers  for  Har* 
i?Mr«r5.— Patented  May  17,  1853;  reissued  March  26,  1861. 

Claim. — First,  a  track  clearer  or  scraper  placed  near  the  outer  end  of  the  finffer  bar  and 
behind  the  divider,  at  an  acute  angle  with  the  finger  bar,  arranged  in  relation  to  tne  same  so 
as  to  sweep  the  grass  inwards  as  it  ^'alls  over  the  fiuger  bar,  and  with  cutters  supported  and 
guided  near  their  outer  ends  wholly  by  stationary  supports  or  guides,  so  that  the  mechanism 
for  the  operation  of  the  cutting  apparatus  will  not  clog  or  obstruct  the  action  of  said  track 
clearer  or  scraper,  substantially  as  described. 

Second,  placing  the  lower  surfaces  of  the  rear  of  the  divider  and  front  end  of  the  track 
clearer  close  together  and  substantially  on  a  level  with  the  under  surface  of  the  cutter  bar, 
substantially  as  described. 

Third,  and  in  combination  therewith  connecting  the  track  clearer  at  its  front  end  by  a  ver- 
tically-yielding joint  placed  near  its  lower  surface,  substantially  as  set  forth. 

Fourth,  the  combination  of  the  divider  with  a  track  clearer  connected  at  the  rear  thereof, 
and  standing  at  an  acute  angle  with  the  cutter  bar,  while  the  lower  edge  of  the  track  clearer 
is  on  or  near  the  ground,  and  its  upper  edge  rises  gradually  backward  from  the  upper  sur- 
face of  the  divider,  substantially  as  set  forth. 

Filth,  the  short  divider,  in  combination  with  a  track  clearer  attached  close  to  its  rear  and 
at  an  acute  angle  with  the  finger  bar,  as  set  forth. 

Sixth,  placing  the  front  end  of  the  inside  track  clearer  closo^to  the  rear  of  the  divider,  at 
or  near  its  outer  side  and  beyond  its  extreme  cutting  point,  so  that  the  grass  shall  fall  over 
the  cutters  and  finger  bar  inside  of  the  track  clearer  in  condition  to  be  swept  inward,  sub- 
stantially as  described. 

No.  1,163. — ^Leonard  Campbell  and  T.  W.  Brown,  of  Columbus,  Miss.,  assignees  or 
said  Campbell  and  T.  W.  Browju. ^Improvement  in  Cotton  Gi««.— Patented  May  ^  1855; 
reissued  April  2,  1861. 

Claim, — First,  ginning  the  cotton,  stretching  and  straightening  its  fibre,  and  combing  the 
same,  at  one  continuous  operation,  by  means  of  a  combination  ot  the  gin  saws  a,  brush  cyl- 
inders £  F,  and  stationary  brush  bar  I,  substantially  in  the  manner  described. 

Second,  the  use  of  a  stationary  brush  bar  in  combination  with  the  brush  cylinder  £,  sub- 
stantially in  the  manner  and  fur  the  purpose  described. 

Third,  the  employment  of  a  combined  mote  and  cotton  discharge  board,  constructed  of  two 
planes  placed  at  certain  angles  or  in  certain  relative  positions  to  each  other,  substantially  as 
and  for  the  purposes  set  forth. 

Fourth,  the  employment  of  a  wind  and  guard  plate  G',  in  combination  with  the  brush  F, 
that  takes  the  cotton  from  the  gin  saws,  substantially  as  and  for  the  purposes  set  forth. 

Fifth,  the  combination  of  the  gin  saw,  the  brushes,  the  brush  bar,  the  division  wind  board, 
the  perforated  concave,  the  wind  and  guard  plate,  and  the  combined  mote  and  cotton  sepa- 
rating board,  substantially  as  and  for  Uie  puiposes  set  forth. 

No.  1,164.— FRANas  Draper,  of  East  Cambridge,  Masa.—Improvement  in  Fountain 
Inkstands. — Patented  January  7,  1851;  reissued  April  2,  1861. 

Claim. — First,  extending  the  tube  of  the  dipping  cup,  made  adjustable  up  and  down  by 
screw  or  otherwise,  down  to  the  bottom  of  the  reservoir,  and  so  fitting  or  packing  the  lower 
end  of  said  tube  and  bottom  of  the  reservoir,  or  either,  as  to  establish  a  cut-off  at  pleasure 
between  the  dipping  cup  and  reservoir  at  the  bottom  of  the  latter,  substantially  as  specified. 

Second,  in  combmation  with  the  piston  or  cut-off  for  closing  the  tube  at  the  end  of  the 
stroke,  substantially  as  shown  and  described,  the  formation  in  the  bottom  of  the  reservoir  of 
a  cup  or  recess,  as  set  forth. 

Third,  the  combination  with  the  reservoir  and  adjustable  dipping  cup  or  tube  of  an  inner 
or  intermediate  cylinder,  for  operation  together,  essentially  as  specified. 
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No.  1,165. — C.  F.  J.  Colbnm,  of  Newark,  N.  J. — Improved  Evaporator  for  Hot-Air 
i't/^M.— Patented  January  22,  1861;  reissned  April  2,  1861. 

Claim. — First,  the  arrangement  of  the  reflector  C,  in  combination  with  the  eraporating 
Tossei  A  and  hot-air  pipe  13,  as  described,  for  the  porpose  of  facilitating  the  evaporation  and 
to  prevent  the  dust  rising  into  the  apartment. 

Second,  making  the  evaporating  vessel  A,  or  a  portion  of  the  same,  of  nn^lazed  earthen- 
ware, or  some  other  porous  materi^  substantially  as  and  for  the  purpose  specified. 

Third,  constructing  the  vessel^A  of  two  parts  a  and  6,  the  part  a  to  be  made  of  porous  ma- 
terial, and  the  part  6  to  contain  a  lamp-wick,  or  its  equivalent,  substantially  as  and  for  the 
purpose  set  fortn. 

No.  1,166.— Jonathan  Smith,  of  TifiBn,  O. ^Improvement  in  Seed  Drills, -^Faicixted 
January  4,  1860;  reissued  April  2,  1861. 

Claim, — First,  producing  a  direct  downward  pressure  on  the  grain  by  the  ratchet  washer, 
when  its  lateral  agitation  by  the  corrugated  plates  is  suspended,  to  insure  a  continuous  flow 
of  grain,  substantially  in  the  manner  described. 

&cond,  the  thin  metal  corrugated  wheels  D  and  ratchet  washers  E,  conforming  therewith 
in  lateral  surface,  in  combination  with  shall  A,  coUais  F,  and  concave  hopper  bottom  B,  the 
operation  being  as  set  forth. 

No.  1,167.— L.  F.  MuNGER,  of  Rochester,  N.  Y.,  formerly  of  Le  Roy,  N.  Y.— /mprore 
ment  in  Locks, — Patented  July  14,  1857;  reissued  April  2,  1861. 

Claim, — First,  a  series  of  wheels  W  revolving  on  a  common  centre  and  provided  with  teeth 
or  indentations  at  their  peripheries,  for  changing  their  posiiiou  relatively  with  other  wheels 
V,  or  their  equivalents,  when  each  of  the  wteeTs  W  aforesaid  has  a  pin  projecting  from  its 
side  or  sides,  so  placed  as  to  interlock  with  similar  pins  in  the  wheel  or  wheels  next  adjoining 
it,  to  operate  substantially  as  and  for  the  purpose  set  forth. 

Second,  the  combination  of  the  wheels  W  with  the  wheels  V,  or  their  equivalents,  when 
the  latter  are  arranged  or  placed  on  an  adjustable  axis  or  shaft,  specifically  as  shown,  for  the 
purpose  of  connecting  and  disconnecting  the  wheels  W  and  the  wheels  v,  or  their  equiva- 
lents, as  specified. 

No.  1,168.— A.  W.  Morse,  assignee  of  J.  H.  Maydole  and  A.  W.  Morse,  of  Eaton, 
N.  Y. — Improvement  in  Grass  Harvesters. — Patented  February  6,  1855 ;  reissued  April  2, 
1861. 

Claim, — First,  combining  with  the  finger  bar  of  said  grass  harvester  an  adjustable  amyor 
lever  c,  provided  with  a  roj^er  or  other  means  of  passing  easily  over  the  ground,  for  the 
purpose  of  sustaining  the  finger  bar  at  any  required  distance  from  the  ground,  or  allowing  it 
to  rest  upon  the  ground  at  pleasure,  for  the  purpose  set  forth. 

Second,  the  arrangement  of  the  aforesaid  arm  or  lever  c  in  near  proximity  with  the  driver's 
seat,  for  the  purpose  of  operating  the  finger  bar,  in  the  manner  substantially  as  described. 

Third,  the  combination  of  the  orace  bar  K  with  the  frame  of  the  said  improved  grass  har- 
vester, when  the  said  bar  is  arranged  in  such  a  manner  as  to  form  a  lateral  support  to  the 
operating  arm  or  lever  c,  substantially  as  described. 

Fourth,  the  adjustable  wheel  a,  which  serves  as  a  fulcrum  for  raising  the  cutting  apparatus, 
in  combination  with  the  inner  shoe,  substantially  as  set  forth  and  for  the  purposes  specified. 

No.  1,169.-J.  N.  Wyckofp,  of  Brooklyn,  N.  Y.,  and  T.  M.  Fell,  of  Melville  Mines, 
Va. — Improvement  in  Gold  Amalgamators. — Patented  July  26,  1859;  reissued  April  9,  1861. 

Claim. — ^The  process  of  separating  gold  or  silver  from  other  substances  ^y  mixing  the 
whole  with  water^  confining  it  together  with  mercury  within  suitable  containing  vessels,  and 
there,  by  the  action  of  heat,  commingling  the  mercury  throughout  the  entire  body  of  water 
and  substances  containing  the  precious  metals,  substantially  as  set  forth. 

No.  1,170. — E.  W.  GooDALE,  of  Clinton,  Mass. — Improvement  in  Machines  for  Making 
Envelopes. ^FAt&aied  October  9,  1855;  reissued  April  16,  1861. 

Claim. — First,  the  employment,  in  a  machine  for  making  envelopes  or  bags,  to  support  the 
blanks  during  either  or  all  of  the  operations  of  pasting,  stamping,  and  applying  the  gluten, 
of  a  self-adjusting  table  C,  supported  by  a  cam  whose  position  is  so  controlled  by  a  spring, 
or  its  equivalent,  applied  to  its  shaft,  that,  as  the  blanks  are  removed  one  by  one,  the  table  ls 
caused  to  rise  to  bnug  the  next  one  to  the  proper  height  or  position  to  be  pasted,  stamped,  or 
have  the  gluten  applied,  substantially  as  set  forth. 

Second,  giving  the  self-adjusting  table  a  drop  movement,  substantially  as  described,  by 
means  of  the  cam  H,  the  lever  JI,  pawl  A,  ratchet  wheel  I,  or  their  equivalents,  acting  on 
the  shaft  of  the  supporting  cam  C2. 

Third,  applying  the  gluten,  which  makes  the  envelope  or  bag  self-sealing,  to  that  part  of 
the  blank  which  is  to  form  the  seal  flap  or  closing  flap  of  the  envelope  or  bag  by  a  die,  while 
in  the  machine,  at  the  commencement  of  the  process,  substantially  as  described,  whereby  the 
said  die  serves  the  two  purposes  of  applying  the  gluten  and  of  lit'tmg  the  blanks,  one  at  a 
time,  from  the  pile,  or  retaining  the  top  one  while  the  remainder  of  the  pile  is  lowered  away 
fiom  it. 
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^Fburth,  applying  the  two  dies  h  A'  to  two  arms  or  jaws  t  /,  which  are  connected  together 
by  a  hin^o,  or  its  equivalent,  arranged  at  the  rear  of  the  table  C,  and  which  have  a  sliding 
motion  back  and  forth,  substantially  as  described,  to  move  the  said  dies  out  of  the  way  of 
every  successive  blank-till  the  latter  has  had  the  gluten  applied  and  been  separated  from  the 
pile,  and  then  to  bring  them  forward  again  to  receive  the  separated  blank  and  to  receive  the 
pressure  of  the  screw  g^  or  its  equivalent. 

Fifth,  attaching  the  paste  box,  the  gluten  die,  and  the  screw  ^,  or  other  equivalent  device, 
which  give^  pressure  to  the  stamp  wmch  produces  the  seal,  to  a  head  E,  receiving  such  a  mo- 
tion as  is  described  from  a  pair  of  cranks,  or  their  equivalents. 

Sixth,  the  employment  of  a  pair  of  nippers  O  O',  naving  a  motion  of  a  positive  len^h  in 
the  line,  or  parallel  with  the  line  in  which  the  blank  is  required  to  move  from  the  ^astlns^  to 
the  folding  apparatus,  either  to  take  a  cut  blank  from  a  table  or  to  draw  the  matenal  b^ore 
it  is  cut  from  a  roll  and  measure  off  the  proper  length  to  be  cut,  substantially  as  set  forth. 

Seventh,  the  method  of  giving  the  necessary  movements  to  the  lappers  tl  t2  t3  t4  by  means 
of  the  bent  lever  ul  ii2  »3  u4,  and  the  springs  <*,  applied  to  their  hinges,  substantially  as  do- 
scribed. 

Eighth,  the  creasing  fingers  tr,  arranged  and  operating  substantially  as  described,  to  hold 
the  blank  in  position  and  crease  it  in  the  lino  for  folding  the  seal  flap,  substantially  as  set 
forth. 

Ninth,  the  nippers  y  y\  arranged  and  operating  in  a  lateral  direction,  substantially  as  do- 
scribed,  to  remove  the  hnished  envelopes  or  bags  at  one  side  of  the  folding  stand. 

Tenth,  the  lifter  10,  applied,  substantialljr  as  described,  to  the  folding  stand,  and  operated 
by  the  lever  which  carries  the  nippers  y  y',  for  the  purpose  of  lifting  the  finished  envelope  or 
bag  at  one  side  thereof  from  the  stand,  to  enable  it  to  qo  taken  by  the  nippers. 

Eleventh,  applying  a  stamp  V  to  work  through  the  table  C,  substantially  as  described,  fbr 
the  purpose  ot  stamping  a  caid  or  other  impression  on  a  bag  during  the  process  of  maniv 
facture. 

Twelfth,  the  general  arrangement  and  combination  of  the  several  working  parts  of  the 
machine. 

Thirteenth,  the  cutting  and  folding  of  the  paper  in  such  manner  that  the  lap  for  closing  the 
bottom  of  the  bag  and  a  projection  on  one  side  of  the  mouth,  affording  convenience  for  opeiy- 
ing  the  bag  and  constitutmg  a  flap  to  cover  the  mouth,  are  both  produced  by  the  form  of  the 
cut  by  which  the  paper  is  cut  from  the  roll,  substantially  as  described,  without  any  waste  ol 
paper;  but  I  do  not  wish  to  be  understood  as  now  claiming  the  cutting  off  the  paper  in  such 
form  as  to  produce  only  the  projection  at  one  side  of  the  mouth,  that  being  claimed  in  tlif 
reissue,  dated  September  4,  1860,  of  my  letters  patent  of  May  29,  1855. 

No.  1,171.— Huntley,  Bowman  &  Co.,  assignees  of  Fredrrick  Landon,  of  Brocl*- 
port,  N.  Y. — Improvement  in  Uartesters, — Patented  November  13,  1860 ;  reissued  April  Ifi, 
1861. 

Claim. — The  use  of  a  traction  leter  connected  with  the  axle  of  the  drive  wheel  or  wheeU 
of  harvestmg  machines,  in  such  a  manner  as  that  the  power  of  the  team  in  moving  the  ma- 
chine forward  will  insure  a  rolling  motion  of  the  drive  wheel  or  wheels  and  a  continuoutf 
action  of  the  cutting  apparatus,  substantially  as  described. 

No.  1,172.— Huntley,  Brown  &  Co.,  assignees  of  Frederick  Landon,  of  Lockport, 
K.  y. — Improvement  in  Harvesters, — Patented  November  13,  1860;  reissued  April  16,  1861. 

Claim. — First,  the  combination  of  the  frame  A  with  the  traction  lever  D  and  the  axle  J,  to 
secure  an  automatic  acyustment  of  the  cutting  apparatus  to  undulations  of  the  earth  in  its  path 
consistently  with  the  effect  of  the  traction  lever  D,  substantially  as  described. 

Second,  the  combination  of  the  chain  r  and  the  projection  p  with  the  frame  A,  the  lever  D, 
and  the  axle  J,  to  secure  a  suitable  adjustment  of  the  cutting  apparatus  for  harvesting  grain 
consistently  with  the  effect  of  the  lever  D,  substantially  as  described. 

No.  1,173.— The  American  Hoop  Maciune  Coivipany,  assignees  of  Joseph  Sawyer 
and  Sylvester  Sawyer,  Fitchburg,  ^ass,— Improved  Hoop  JTac/i in«.— Patented  May  C, 
1856;  reissued  April  16,  1861. 

Claim, — Fii-st,  the  combination  of  the  rests  before  and  behind  the  cutting  point  with  the 
yielding  roll  L,  when  the  former  are  on  the  side  of  the  hoop  to  be  dressed,  and  the  latter  bears 
upon  the  undressed  or  knot  side,  for  the  purpose  set  forth. 

Second,  the  described  combination  of  the  rest  D  and  the  pressure  roll  L  with  the  hollow- 
faced  cutter  head  C,  operating  in  the  manner  substantially  as  set  forth. 

Third,  the  method  described  of  tapering  the  hoop  for  the  lap  by  means  of  the  lever  T  and 
spring  stop  O,  operating  in  the  manner  and  for  the  purpose  set  forth. 

No.  1,174.— J.  C.  Tiffany,  of  New  York  city,  assignee  to  Himself  and  O.  G.  Heer- 
MANCE,  of  Hudson,  N.  Y. — Improvement  in  the  Means  of  Promoting  Combustion  in  tlx 
Furnaces  of  Steam  Boilers, — Patented  April  2,  1861 ;  reissued  April  16,  1861. 

Claim, — First,  the  combination  of  a  chamber  or  fluo  for  the  heating  and  transmission  of  air 
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into  a  foniace  above  the  fuel,  with  a  perforated  pipe  therein  to  transmit  steam  mingled  Hth 
the  heated  air  tliroogh  said  diamber,  so  as  to  supply  an  amount  of  steam  and  heated  air 
mingled  togetlier  for  the  purpose  of  consuming  tfaie  products  of  imperfect  combustion  evolved 
from  the  fuel,  substontiall  j  as  described; 

Second,  the  method  of  combining  and  commiugling  the  heated  air  and  steam  or  gases 
liberated  by  the  decomposition  of  steam  in  the  heated  climber  aforesaid,  by  which  the  draught 
through  the  chamber  is  essentially  increased,  and  the  mingled  air  and  steam  or  gases  liberated, 
as  aforesaid,  are  thoroughly  intermixed  with  -the  inflammable  gases  and  cinders  which  pusf 
off  from  the  fuel  unconsumed,  and  thus  cause  their  perfect  combustion,  substantially  as  sat 
forth. 

Third,  the  combination  of  such  heated  chamber  with  its  interior  pipe,  as  described,  with  the 
furnace,  at  such  part  of  the  furnace  as  that  the  jet  of  heated  air  and  steam  of  the  gases  Uber- 
ated  from  the  decomposition  of  steam  may  mingle  with  the  unconsumed  gases  and  cinders 
from  the  fuel,  so  that  the  flame  arising  from  their  combustion  may  coDie  in  contact  with  the 
surfcKMis  of  the  boiler  and  flues,  for  the  purpose  and  in  the  manner  described. 

Fourth,  the  combination  of  a  regulated  supplv  of  heated  air  and  steam  iuto  the  combustltm 
chamber,  so  as  to  effect  a  perfect  combustion  of  the  unconsumed  gases  and  cinders  from. the 
fuel,  in  the  manner  described. 

Fifth,  the  construction  of  the  chamber/,  as  represented  in  Fig.  3,  with  the  lugs  and  spikofi, 
for  the  purposes  and  as  set  forth. 

No.  1,175.-0.  A.  Cox,  of  Brooklyn,  N.  Y, ^Improvement  in  Bonnet  Fron/s.—Patented 
January  17,  1860;  reissued  April  23,  1861. 

Claim. — Providing  the  former  A  with  the-  grooved  rims  I  and  I'  and  interstices  i  t,  in  the 
manner  shown  and  tor  the  purpose  set  forth. 

Second,  in  combination  with  the  same,  the  frame  composed  of  the  parts  D  E  and  F,  wbeo 
arrauged  and  operated  as  specified  and  for  the  purpose  set  forth. 

No.  1,176. — Philander  Shaw,  of  Boston,  Mass. — Improvement  in  Air  Engine^^ — 
Patented  May  2,  1854 ;  reissued  July  17,  1860;  again  reissued  April  23,  1861. 

Claim. — 1*  ii-st,  the  described  auxiliary  heater,  constructed  and  arranged  as  set  forth,  the  ex- 
haust air  and  the  products  of  combustion  being  passed  through  in  one  direction  wLile  the  cold 
air  from  the  force  pump  is  passed  through  in  Uie  other,  by  which  means  the  heat  is  extracted 
from  the  heated  air  and  smoke,  and  transferred  to  the  cold  air  on  its  way  to  the  cugine,  the 
latter  bemg  pumped  in  a^inst  a  pressure  much  less  than  that  at  which  it  is  worked  off  from 
the  main  heater,  as  explained. 

Second,  passing  the  exhaust  air  which  has  propelled  the  piston  directly  through  the  fire  (br 
the  purpose  of  economizing  heat,  as  set  forth. 

Tliird,  in  combination  with  a  tight  ash-pit,  into  which  the  air  for  the  support  of  the  com- 
bustion within  the  furnace  is  forced,  a  chamber  D,  communicating  with  the  ash-pit  and  sur- 
rounding the  furnace  for  the  passage  of  a  portion  of  the^  air  not  required  by  the  tiro,  which, 
combining  with  the  products  of  combustion  in  the  chamber  E,  passes  off  through  the  floe  (i, 
lor  the  pur]>ose  of  economizing  heat,  as  set  forth. 

Fourth,  the  arrangement  dcM:ribed  of  the  tubes  witliin  the  piston  rod,  the  reservoir  R,  and 
the  India-rubber  tuln^s  S  S',  for  the  purpose  set  forth. 

No.  1,177.— W.  H.  Seymour,  D.  8.  Morgan,  and  Aaron  Palmer,  of  Brockport,  H. 
Y.,  and  S.  G.  Wiluams,  of  Janesville,  Wis.,  assignees  of  Wm.  H.  Seymour,  ot  Biw^- 
nort,  N.  Y. — Improvement  in  Heaping  Machines. — Patented  July  8,  1851 ;  reissued  July^lU, 
1860;  again  reissued  Mav  7,  1861. 

Claim. — A  quadmnt-shaped  platform,  arranged  relatively  to  tho  cutting  apparatus  snb- 
•tantially  as  described,  for  the  purpose  set  •forth. 

No.  1,178.— R.  F.  LoPER,  of  Philadelphia,  Tek.— -Improvement  in  Ship-Building.-'Fsientldd 
November  13,  1847 ;  reissued  May  7,  1861. 

Claim. — Constructing  ships  and  other  vessels  by  combining  iron  hoUow  forms  of  ribs  or 
timbers  with  wooden  sides,  bottom,  keel,  stem,  and  stem  posts,  substantially  as  described. 

No.  1,179.— G.  M.  Selden,  of  Trov,  N.  Y.,  assignee  of  D.  8.  McNamara,  North  Hoosic, 
N.  Y. — Improvement  in  Harvesters. — ^l^atented  September  28,  1858;  reissued  May  7,  1861. 

Claim. — First,  so  constructing  the  main  frame  of  a  grain  and  grass  harvester,  or  either,  as 
that  the  rear  of  the  frame,  together  with  the  front  outer  comer,  will  be  elevated  above  tbo 
ground  to  pass  freely  over  cut  grass  and  other  obstmctions,  while  the  front  inner  comer  of 
wvid  frame  is  depressed  down  near  to  the  ground  to  receive  and  support  the  shoo  which  sup- 
ports tho  heel  of  the  finger  beam,  as  set  forth,  and  wberebv  the  position  of  the  driver  can  be 
placed  well  back  of  the  cutting  apparatus,  thus  enabling  him  to  keep  a  constant  watch  over 
liio  same  without  danger  of  falung  in  front  of  the  cutters  should  he  be  thrown  ixom  the  ma- 
chine. 

Second,  also  the  combination  of  the  pieces  BCD  and  £,  when  arranged  in  relation  to  each 
other  as  and  for  the  purposes  stated. 
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Third,  also  the  combinatioii  of  the  truss  rods  C  with  the  pieces  C  and  E,  substantially  as 
oQd  for  the  purposes  set  forth. 

Fourth,  also  the  truss  rod  B',  with  the  frame  pieces  BCD  and  E,  substantially  as  and  for 
the  purposes  set.  forth. 

Fifth,  also  the  combination  with  the  finger  beam  F,  of  the  pieces  E  £'  and  truss  rod  C,  or 
Its  equivalent,  substantially  as  and  for  the  purposes  set  forth. 

Sixth,  also  the  combination  of  a  metallic  gmde- piece  n"^  with  arm  n  and  cutter  bar  and  pit- 
man, substantially  as  set  forth,  whereby  the  he^l  of  the  cutter  bar  is  left  free  and  imcovei'ed 
so  as  to  avoid  clogging,  and  yet  is  kept  in  place  as  described. 

Seventh,  also  the  combination  of  stationary  journal  piece  a  with  the  main  frame  and  driv« 
wheel,  substantially  as  set  forth,  whereby  the  frame  is  not  only  strengthened  but  depressed 
to)«  ard  the  ground,  although  a  wheel  of  large  size  is  used. 

Eighth,  also  the  combination  of  the  lever  4^  spring  7,  and  staple  8,  with  journal  piece  a  and 
shaft  dy  for  the  purposes  set  forth. 

Ninth,  also  the  combination  of  the  cross  piece  S  S'  and  springs  U'  U"  with  seat  li,  cox^ 
itructed  and  arranged  in  relation  to  each  other  as  set  forth. 

Tenth,  also  the  combination  of  the  slotted  tracker  board  N  wi^h  the  bent  tracker  iron  N'  and 
t€ft  bolt  and  nut  N'^  substantially  as  and  for  the  purposes  set  forth. 

Eleventh,  also  the  combination  of  metal  piece  q\  bolt  7,  with  shoe  Q'  and  finger  beam,  as 
SRjd  for  the  purpose  set  forth. 

Twelfth,  also  forming  the  metal  shoe  G',  substantially  as  described  and  shown  in  the  dra^i^ 
ftigs,  whereby  the  piece  E  can  be  securely  fastened  to  its  side,  so  as  to  have  a  support  both  in 
front  and  rear  of  the  end  of  the  finger  beam,  and  the  inner  inclined  part  R  made  to  afford  a 
proper  support  to  the  tracker,  while  the  part  x  afibrds  an  even  metallic  surface  upon  which 
the  arm  r  and  end  of  the  cutter  bar  hinged  thereto  can  vibrate  when  the  machine  is  in  opera- 
tion. 

Thirteenth,  also  shoe  (x,  for  supporting  the  heel  of  the  finger  beam  or  ISar,  constructed  as 
dK)wn  and  described,  whereby  its  union  with  the  main  frame  and  finger  beam  is  rendered 
simple  and  strong,  and  in  such  a  manner  as  to  afibrd  a  proper  metallic  support  to  thp  pivot  of 
thjB  rear  end  of  arm  n. 

Fourteenth,  also  the  curved  metallic  finger  bar,  extension  piece  F',  in  combination  with 
shoe  G,  and  the  front  outer  comer  of  the  main  frame,  whereby  the  finger  bar  is  strengthened 
and  the  crank  end  of  the  pitman  protected  from  cut  stalks  of  grass. 

No.  1,180.— G.  M.  Seldbk,  of  Troy,  N.  Y.,  assignee  of  D.  S.  McNamara,  of  North 
Hoosic,  N.  Y. — Improvement  in  //arrester^.T-Patentcd  September  28,  1858;  reissued  May 
T^  1^1. 

Claim, — First,  the  combination  and  arrangement  with  a  hinged  tongue  or  draught  beam  of  a 
grain  or  grass  harvester,  of  a  lever  or  lifting  device  in  such  a  manner  as  that  when  the  upper 
and  of  the  lever  is  drawn  back  by  the  driver  the  cutting  apparatus  will  be  raised  by  the  other 
and  of  said  lover  above  ihb  ground  and  be  suspended  from  the  tongue,  substantially  as  ds- 
scribed.. 

Second,  also  the  combination  of  a  right-angled  lever  with  the  rear  side  of  a  hinged  tongus 
<f  a  grass  harvester,  and  so  connected  with  the  shoe,  which  supports  the  heel  of  the  finger 
beam  and  cutter  bar,  as  that  when  the  long  arm  of  said  lever  is  arawn  back  by  the  driver  the 
power  will  bo  communicated  from  the  short  arm  of  said  lever  to  said  shoe,  causing  it,  together 
with  the  cutting  apparatus,  to  be  raised  or  elevated  above  the  ground  and  suspended  from  ths 
tongue  for  the  purposes  stated. 

Third,  the  combination  of  finger  beam  F,  shoe  G,  adjustable  connexion  I'^  lever  I,  and 
Mnged  tongue,  or  their  equivalents,  substantially  as  described. 

No.  1,181.— G.  M.  Selden,  of  Troy,  N.  Y.,  assignee  of  D.  S.  McNamara,  of  North 
Uoosic,  N.  Y. — Jmprovetneui  im  Harvesters. — ^Patented  September  28,  1858 ;  reissued  May  7, 

Claim, — ^First,  the  combination  of  the  following  elements  in  a  grain  or  grass  harvester,  visi 
a^main  frame,  a  hinged  tongue,  and  two  lever  arranc^ements,  wnereby  the  driver,  from  his 
seat  on  the  machine,  can  use  his  feet  or  his  hands,  or  both,  to  raise  the  cutting  apparatus  and 
surpend  the  same  from  the  tongue,  for  the  purpose  of  passing  over  cut  grass  or  obstructions 
in  the  path  of  the  machine. 

Second,  also  the  combination  of  lever  J  J'  with  the  slotted  lever  I,  substantially  as  and  for 
the  purposes  stated. 

Tnird,  also  the  combination  of  levers  J  J'  and  I,  and  ths  hinged  tongue  H  H',  connexion 
I,  lever  K,  and  stop  piece  K\  substantially  as  set  forth. 

Fourth,  also  the  combination  and  arrangement  with  the  main  frame  of  a  grass  harvester  and 
^hinged  tongue,  to  the  rear  of  which  is  fmcrumed  a  lever  for  raising  the  finger  bar  by  a  back- 
ward motion  of  the  driver,  of  a  stop,  in  such  a  manner  as  that  when  the  finger  beam  is  raised 
^ove  the  ground  its  weight  thus  raised  will  be  borne  by  the  tongue,  while  the  strain  due  to 
holding  said  lever  back  will  be  borne  by  the  main  frame,  to  which  the  stop  device  is  hinged. 

Fifth,  also  the  combination  with  the  main  frame  of  a  grass  harvester,  or  mowing  machina, 
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of  a  binned  ton^e  haying^  a  lever  falcramed  to  the  rear  inxier  side  thereof,  together  with  a  nat 
for  the  driver,  uie  latter  being  so  arranged  that  the  position  of  the  driver  wiu  be  over  the  rear 
of  the  main  frame,  and  so  tmtt  he  can  ose  his  right  hand  to  draw  the  lover  buck  by  a  direct 
backward  motion  of  his  arm  or  body,  or  both,  thus  raising  the  cutting  apparatus,  while  tin 
reins  are  kept  fast  and  taut  in  the  other  habd,  and  the  team  under  full  controL 

No.  1,182.-0.  M.  Selden,  of  Troy,  N.  Y.,  assipiee  of  D.  S.  McNamara,  of  North 
Hoosic,  N.  Y. — Improvement  in  Harvesters, — Patented  September  28,  185b ;  reissue  May  7, 
1861. 

Claim, — ^First,  the  combination  of  the  following  elements  in  a  grass  harvester,  viz :  a  main 
frame,  a  hinged  tongue,  to  the  rear  inner  side  of  wliich  is  pivoted  a  lever  and  a  cutting  devi€«, 
arranged  in  such  relation  to  the  main  fram^as  that  the  front  of  the  shoe,  which  supports  the 
heel  of  the  finger  beam,  will  project  forward  beyond  or  in  advance  of  the  front  of  the  main 
frame,  so  as  to  permit  of  a  free  up  and  down  motion  in  advance  of  the  inner  front  comer  of 
the  main  frame  of  the  connexion  which  connects  the  shoe  with  the  lifting  device  or  levox, 
whose  fulcrum  or  journal  is  on  the  rear  of  the  hinged  tongue. 

Second,  also  the  combination  and  arrangement  of  the  main  frame  which  supports  the  crank 
shait,  and  the  shoe  which  supports  the  heel  of  the  finger  beam  and  cutter  bar,  and  the  hinsod 
tongue  by  which  the  machine  is  drawn,  in  such  manner  as  that  the  end  of  the  pitman,  which 
connects  the  crank  shaft,  will  work  in  front  of  the  front  outer  end  or  comer  of  the  main 
frame,  which  is  elevated  above  the  ground,  while  the  other  end  of  the  pitman,  which  is  con*  * 
nected  with  the  heel  of  the  cutter  bar,  will  incline  down  in  front  of  the  inner  front  comer  of 
the  main  frame  to  the  shoe,  which  support-s  the  heel  of  the  finger  beam,  and  which  shoe  if 
depressed  below  the  front  outer  comer  of  the  main  frame,  and  supported  so  as  to  run  on  the 
ground,  whereby  the  crank  end  of  the  pitman  is  elevated  above  obstructions,  and  at  the  same 
time  its  motions  are  not  obstracted  or  inteifered  with  by  the  front  of  the  main  frame  on  Urn 
rear  of  the  hinged  tongue  under  which  it  works.  '      * 

Third,  also  tlie  combination  with  the  main  frame  of  a  grass  harvester  of  a  hinged  tongae, 
or  draught  beam,  and  a  metallic  shoe  to  support  the  hec!  end  of  the  cutter  bar  and  finger  b^^a, 
substantially  as  set  forth ;  that  is  to  say,  so  that  the  hinge  o(  the  tongue  will  be  in  rear  of  the 
pitman  which  operates  the  sickle  bar,  while  the  front  end  of  the  shoe  extends  forward  and  is 
connected  to  an  adjustable  lifting  connexion  which  works  in  front  or  advance  of  the  pitman, 
in  combination  with  a  right-angled  lever,  or  its  equivalent,  fulcnuned  to  the  rear  inner  side  of 
said  tonffue. 

Fourth,  also  so  arranging  a  right-angled  lever  fulcmmed  on  the  rear  ^iner  side  of  a  hinged 
tongue  of  a  mowing  machine  as  that  its  horizontal  arm  will  project  forward  as  far,  or  nearly 
so,  as  the  front  of  me  shoe  which  supports  the  heel  of  the  fin^r  beam,  so  as  to  prevent  nO" 
due  twisting  of  the  parts  or  the  adjustable  connexion  by  which  they  are  connected  when  the 
driver  is  raising  the  cutting  device. 

No.  1,183.— F.  Q.  Seymour,  of  Waterbury,  Conn.,  assignor  to  the  Waterbdry  Brass 
Company. — Improvement  in  Making  Brass  Kettles. — Patented  May  13,  1856 ;  reissued  May 
14,  1861. 

Claim, — First,  the  production  of  kettles  and  articles  of  similar  character,  by  the  combined 
processes  of  stamping,  to  produce  a  preliminary  shape,  and  spinning,  to  complete  the  ultimate 
or  finished  form,  substantially  as  described. 

Second,  the  new  method  or  process,  substantially  as  described,  of  stamping  up  vessels  by 
a  mode  of  operation  in  which  the  bottom  is  stamped  up  first  and  the  sides  are  then  formed  or 
drawn  in  successive  len^hs  by  means  of  dies,  substantially  as  set  forth ;  and  this,  whether 
the  vessel  be  entirelv  finished  by  this  new  stamping  process,  or  whether  it  be  competed  by  a 
spinning  process  subsequent  thereto. 

No.  1,184.— J.  R.  Robinson,  of  Boston,  Mass. — Improvement  in  Steam  BoUer  Furnaeesi — 
Patented  March  5,  1861 ;  reissued  May  14,  1861. 

Claim, — First,  the  gas-mixing  chamber  B  constracted  in  the  rear  of  the  bridge  wellC, 
with  a  covering  arch  F,  and  openings  d  d  in  the  said  arch,  substantially  as  described. 

Second,  providing  a  boiler  nimace  with  one  or  more  trunks  e,  or  equivalent  independent 
outlets  from  the  fire  chamber  for  the  exit  of  the  lighter  gases  of  combustion,  substantially  aa 
specified. 

Third,  the  combination  of  one  or  more  trunks  e  with  a  gas-mixing  chamber  B,  substantially 
as  specified. 

No.  1,185.— John  Brayley,  of  Buffalo,  N.  Y.,  administrator,  and  Mary  Pitts,  of  Buf- 
falo, N.  Y.,  administratrix,  of  the  estate  of  John  A.  Pitts,  deceased,  late  of  said  Buffiilo. — 
Improvement  in  Horse  Power, — Patented  July  4,  1854;  reissued  May  14,  1861. 

Claim. — First,  so  combining  an  internal  tear  main  driving  wheel  with  two  .pinions  worlfr- 
ing  at  diametrically  opposite  sides  thereof  as  tn&t  the  said  main  wheel  may  move  in  a  direction 
transv'^rse  to  that  of  a  line  drawn  through  said  pinions,  for  the  purpose  of  allowing  said  main 
wheel  to  automatically  adjust  itself  to  said  pimons,  substantially  as  and  for  the  purpose  set 
forth.. 
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Second,  hanging  the  pinions  of  a  double-geared  horse  power  in  adjustable  bearings  so  that 
they  may  be  set  close  mesh  with  the  main  or  master  wheel,  substantially  as  descril^d. 

Third,  in  so  combining  the  pinions  and  bevel  wheels  upon  one  shaft,  in  pairs,  and  support- 
ing them  in  adjustable  bearings  as  that  their  shafts  may  be  kept  in  a  perpendicular  position 
whilst  the  two  gears  are  made  adjustable  to  the  respective  wheels  that  they  mesh  with,  sub- 
stantially as  described. 

No.  1,186. — Emerson  Gaylord,  assignee  of  L.  M.  Ferry,  of  Chicopee,  Mass.—Jm- 
provemenl  in  Hose  Coupling, — Patented  October  7,  1856;  reissued  May  21,  1861. 

Claim. — Giving  to  one  ot  the  parts  B  a  simultaneous,  vertical,  and  lateral  movement,  sub- 
.  stantially  in  the  manner  and  for  the  purpose  shown  and  described. 

Also,  the  combination  with  each  other,  and  with  the  parts  A  B  of  the  bevel-lipped  hood  a  a 
and  bevel-faced  flanch  b  6,  in  the  manner  shown  and  described. 

Also,  constructmg  the  hook  a  a  and  flanch  b  6,  respectively,  with  hook  and  recess  h  h\  as 
and  for  the  purpose  shown  and  described. 

Also,  the  combination  with  the  parts  A  B  of  the  inclined  faced  flanch  b\  staple  c,  and  wedge 
<2,  in  the  manner  and  for  the  purpose  shown  and  described. 

No.  1,187.— H.  G.  Nelson,  of  Mexico,  N.  Y. ^Improvement  in  Water  Wk€c/«.— Patented 
August  28,  1860;  reissued  May  21,  1861. 

Claim. — ^First,  the  combination  of  the  polygonal  flanged  adjustable  collars  F  F'  c  with  buckets 
G  formed  of  simple  plates  of  metal  or  other  material  forming  connexions  between  the  said 
collars  and  secured  to  the  flanches  c  by  bolts  b'^  all  as  shown  and  described  and  for  the  pur- 
poses explained. 

Second,  the  arrangement  of  the  gates  1 1,  shafts  H  H,  and  sectors  J  J,  with  the  shaft  D, 
vent  C,  and  case  A,  all  as  shown  and  described,  for  the  purpose  set  forth.     , 

No.  1,188.— Charles  Perly,  of  New  York,  N.  Y,— -Improved  Direct  and  Counter  Motion 
Winch.— Vaiented  May  29,  1849 ;  reissued  May  21,  1861. 

Claim, — The  disc  d,  provided  with  a  handspike  socket,  and  fitted  upon  the  shaft  carrying 
the  winch  head,  and  acting  thiough  the  agency  of  pawls  and  ratchet  teeth  to  rotate  the  winch 
in  either  direction,  as  s^t  forth. 

Also,  the  pawl  5  fitted  to  act  on  either  side  of  its  centre  6,  that  is,  on  the  stanchion  or  timber, 
and  take  the  teeth  when  moving  in  either  direction,  as  specified. 

No.  1,189.— F.  A.  Redington  and  George  McCluer,  of  Fredonia,  N.  Y.— Improvement 
in  the  Manufacture  of  Cheese. — Patented  February  8,  1859;  reissued  May  21,  1861. 

Claim. — First,  the  described  combination  of  the  water  box  A,  milk  vat  B,  boiler  E,  and 
reserve  water  box  G,  with  a  six  waycock  F,  or  substantially  equivalent  device,  for  forming  a 
double  communication  between  the  boiler  and  either  one  of  the  water  boxes  exclusively,  in 
the  manner  and  for  the  purposes  shown  and  explained. 

Second,  the  arrangement  in  the  described  connexion  with  the  water  box  A,  milk  vat  B,  and 
boiler  E  of  the  discharging  water  pipe  ^,  extending  from  the  top  of  the  boiler  into  the  box  A, 
and  lengthwise  beneath  the  bottom  of  the  vat  B,  to  uniformly  heat  the  contents  thereof,  in  the 
manner  and  for  the  purpose  shown  and  explained. 

No.  1,190.— H.  D.  Stover,  of  New  York,  N.  Y.— Improvement  in  Wood  Planing  Ma 
cAtR(».— Patented  December  18,  1860 ;  reissued  May  21,  1861. 

Claim. — The  arrangement  of  the  two  screws  E  for  elevating,  lowering,  and  retaining  the 
planing  cylinder  O  in  position,  parallel  with  the  face  of  the  platen,  substantially  as  described, 
when  combined  with  the  platen  B,  operated  movably  to  carry  the  lumber  which  is  being 
dressed  by  the  planing  cutters,  or  stationary  as  a  bed  piece  over  and  upon  which  the  lumber 
is  moved  by  feeding  rollers  to  the  cutting  blades,  in  order  that  the  entire  cutting  cylinder  may 
be  readily,  easily,  and  positively  elevated  or  lowered  and  positioned  as  desired,  and  at  all 
times  fixed  for  use  in  such  position  parallel  to  the  face  of  the  platen,  ready  for  correctly  dress- 
ing the  surface  of  lumber  at  whatever  elevation  the  planing  cylinder  mav  be  placed. 

Also,  encasing  the  raising  and  lowering  screws  E  within  the  uprights  C  in  which  they 
operate,  in  order  to  eflectually  exclude  dust,  dirt,  and  shavings. 

Also,  providing  the  planing  cylinder  O  with  sectional  cutting  blades  P,  each  imparting  or 
performing  a  shearing  or  drawing  stroke  or  cut,  essentially  as  described,  to  effect  a  nearly 
equal  cut  during  the  entire  revolution  of  the  planing  cylinder,  and  so  as  to  be  easily  removed, 
sharpened,  and  reset  for  use. 

Also,  forming  that  portion  of  the  planing  cylinder  O  which  is  immediately  back  of  the  edges 
and  in  contact- with  the  face  surface  of  the  cutting  blades  at  an  angle  varying  from  5^  to  S^ 
from  the  plane  or  face  surface  of  the  cutting  blades,  as  the  material  being  planed  may  require. 

Also,  suspending  the  drive  shaft  S  2  in  movable  ioumal  boxes  T,  and  so  connecting  them 
to  the  planing  cylinder  O  by  rods  U,  or  otherwise,  that  the  axis  of  the  drive  shaft  and  the  axis 
of  the  planing  cylinder  will  always  be  equidistant  from  each  other,  to  retain  an  equal  unilbrm 
tension  of  the  driving  belts  at  whatever  elevation  the  planing  cylinder  may  be  placed. 

Also,  driving  the  platen  B  back  and  forth  by  means  of  the  friction  slide  A'  and  friction  wheel 
J>\  and  the  rack  B'  and  pinion  C,  substantially  as  described* 
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Also,  starting,  stopping,  and  roversing^  the  moyement  of  the  platen  B  by  means  of  scanew 
M',  arranged  substantially  as  described,  tor  forcibly  engaging  the  friction  wheel  D'  with  the 
friction  slide  A',  which  is  attached  to  the  platen,  or  engaging  or  gearing  the  pini<m  C  with 
the  rack  B^  which  is  also  connected  to  the  platen,  in  order  to  easily  and  gradually  start  the 
platen  and  a  heavy  piece  into  motion,  and  to  quickly  start  the  platen  and  a  light  piece  into 
motion,  as  may  bo  required. 

Also,  the  arrangement  of  the  crosshead  M  which  carries  the  planing  cylinder  O  with  the 
nprights  C  by  adjustable  jib  slides  N,  substantially  as  described,  when  combined  with  platen 
B,  which  may  be  operated  movably  or  as  a  stationary  bed  for  the  lumber. 

Also,  pivoting,  and  giving  a  vertical  adjustment  by  slot  C  4  and  pin  K',  or  otherwise,  to 
the  journal  box  IF  which  carries  the  operating  end  of  the  friction  drive  roll  shaft,  so  that  it 
may  freely  swing  and  revolve  when  its  friction  drive  roll  is  engaged  or  disengaged  from  its 
friction  slide  A'  on  the  platen,  and  at  the  same  time  allow  it  vertically  to  adjust  itself  by  means 
of  the  vertical  movabihty  of  the  journal  box  for  causing  the  friction  drive  roll  D'  to  correctly 
engage  with  its  slide  A',  for  the  purpose  set  forth. 

Also,  providing  the  platen  B,  which  is  operated  both  movably  and  stationarily,  with  several 
holding  do^  C  operated  independently  of  each  other  by  cams  X^,  or  otherwise,  to  hold  several 
distinct  ana  separate  pieces  while  being  dressed. 

Also,  providing  the  feed  roll  frame  with  slides  so  adjusted  to  the  bed  piece  of  the  madiSne 
that  the  feed  rolls  may  be  readily  slid,  or  position  therein  for  use,  and  removed  therefrom. 

Also,  suspending,  raising,  and  lowering  the  crosshead  which  carries  the  planing  cylinder 
by  universsQ  globular  bearings,  which  are  operated  by  and  constitute  the  nuts  for  the  screws 
£,  to  allow  a  ready  parallel  or  desired  adjustment  of  the  crosshead  in  first  constructing  the 
machine,  and  also  to  admit  a  free,  untrammelled,  and  parallel  movement  to  the  planing  cyl> 
inder,  and  at  the  same  time  retaining  a  firm  working  position  at  whatever  elevation  it  may 
be  placed. 

Also,  a  conductory,  A  4,  made  of  any  suitable  material,  open  near  the  planing  cylinder, 
and  at  such  other  place  as  may  be  desired,  when  so  combined  with  the  planing  cylinder  that 
its  velocity  and  the  current  of  air  thereby  set  in  motion  will  remove  the  dust  and  shavings 
away  from  the  machine  throuffh  this  conductory  to  such  receptacle  orploce  as  may  be  desired. 

Also,  the  arrangement  of  the  elastic  surfaced  pressure  roll  C  4  with  the  adjustable  rigid 
pressture  roll  D  4,  and  adjustable  scraper  F  4  attached  to  and  carried  by  the  crossht^  M.  by 
means  of  stands  B  4,  or  otherwise,  so  that  either  the  rigid  roll  or  scraper  con  be  used  with 
the  elastic  roll  C  4  at  pleasure,  or  as  may  be  required,  essentially  as  described,  when  combined 
with  the  planing  cylinder,  for  the  purpose  set  lorth. 

Also,  so  constructing  the  ways  or  slides  of  the  bed  piece  A,  and  of  the  platen  B,  essentially 
as  seen  at  A  2  and  A  3,  so  that  the  platen  may^  have  a  longer  movement  and  not  tip  or  beoomo 
unsteady  when  more  than  half  its  weight  projects  over  the  end  of  the  bed  piece,  thereby  in- 
creasing the  capacity  of  the  machine  so  as  to  plane  longer  pieces  than  could  be  done  by 
planing  machines  with  the  same  length  of  bed  and  provided  witn  the  ways  heretofore  known. 

Also,  the  iron  uprights  C  carrying  the  elevating  screws  £  for  raising,  lowering,  and  posi- 
tioning the  planing  cylinder  accurately  with  the  top  face  of  the  platen,  essentially  as  descnbed, 
when  combmed  with  the  bed  piece  wmch  carries  the  platen  for  oressing  the  lumber,  essentially 
as  set  forth. 

No.  1,191.— R.  B.  Taylor,  of  Beading,  Ta.-^Improved  Steam  Hammer.— Patented  Jan- 
uary 1,  18C1 ;  reissued  May  21,  18G1. 

Claim. — First,  combining  the  vibrating  wooden  helve  G  with  the  hammer  block,  moving 
in  vertical  guides,  and  w^th  a  double  actmg  steam  cylinder,  when  the  latter  is  connected  to 
the  wooden  helve  at  a  point  between  the  centre  of  the  helve^s  vibration  and  the  hammer,  as 
and  for  the  purpose  set  forth. 

Becond,  operating  both  exhaust  and^  steam  calves  by  means  of  the  projections  j  on  the 
helve  and  the  slotted  lever  A,  with  its  adjustable  set  screws  k  and  k\  the  wnole  being  arranged 
and  operating  as  set  forth,  for  the  purpose  specified. 

No.  1,192.— Edward  AIaynard,  of  Washington,  D.  C, —Improvement  in  Metallic  Car- 
tridge  Cases. — Patented  January  11,  1859;  reissued  May  28, 18C1. 

Claim. — ^A  double-bottomed  cartridge  composed  of  an  elastic  metal  cup  and  an  exterior 
metallic  disc,  the  said  cup  and  disc  being  permanently  united  with  each  other  by  soldering, 
or  some  other  similar  process,  substantiaUy  in  the  manner  set  forth. 

No.  1,193.-0.  D.  Baldwin,  of  New  York,  N.  Y.,  assignee  of  J.  H.  Buttbrworth,  of 
Dover,  N.  J. — Improvement  in  Ddor  Locks. — ^Patented  April  11,  1846,  and  extended ;  re- 
issued June  4,  1861, 

Claim, — First,  the  pawl  described,  or  its  equivalent,  when  combined  with  a  movable  talon 
that  can  yield  to  the  pressure  uf  the  key  bit  or  key  to  a  point  beyond  its  range,  in  the'  manner 
and  for  the  purpose  set  forth. 

Second,  the  use  or  employment  of  one  or  more  sets  of  rotating  cam  or  disc  plates,  snch  as 
described,  having  two  or  more  in  a  set,  on  the  same  stem,  when  so  combined  with  a  timdbler 
or  tumblers  that  lock  the  main  bolt,  so  that  it  cannot  be  withdrawn  until  all  the  plates  axe 
rotated  in  such  a  position  relative  to  the  tumbler  that  the  resisting  parts  can  enter  the  notches 
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in  the  circular  cam  plates,  pass  within  the  line  of  their  periphery,  and  so  allow  the  tumbler 
to  withdraw  from  contact  with  and  resistance  to  the  withdrawal  of  the  bolt. 

Third,  the  use  or  employment  of  cam  or  disc  plates,  two  or  more,  in  a  set  having  the  same 
centre  or  key  bolt,  when  so  constructed  that  one  plate  only  is  attached  to  the  key  bolt,  the 
next  plate  being  moved  by  the  pin  projecting  from  its  surface  coming  in  contact  with  the  ends 
of  the  slits  described,  or  in  any  analogous  manner  that  allows  the  plate  acted  upon  by  the 
key  to  move,  during  a  part  of  its  revolution,  without  engaging  and  carrying  around  the  next 
plate. 

Fourth,  the  use  or  employment  of  plates  such  as  are  described,  two  or  more  in  a  set,  when 
so  constructed  and  arranged  as  to  require  the  motion  of  the  key  to  be  reversed,  in  order  to  set 
each  succeeding  plate  into  such  a  position  that  the  tumblers  can  descend  into  their  notches 
and  relieve  the  bolt. 

Fifth,  the  use  of  a  plurality  of  cam  or  disc  plates  in  one  set,  operated  by  one  key,  key  bolt 
or  stem,  when  so  constructed  that  the  plates  are  to  be  set  consecutively  by  means  of  the 
same  key,  key  bolt,  stem,  or  their  equivalent,  each  plate  to  its  own  proper  position,  according 
to  the  existing  combination,  by  the  aid  of  the  same  index,  so  as  to  relieve  the  bolt  from  the 
tumbler  or  other  mechanism  combined  with  the  plates,  that  has  kept  the  bolt  from  being  drawn 
back. 

Sixth,  the  use  or  employment  of  a  disc  or  cam  plates,  such  as  described,  combined  by  levers, 
or  their  equivalent,  with  the  talon  that  draws  back  the  bolt,  when  so  arranged  that  the  talon 
is  thereby  wiibdra^vn  beyond  the  range  of  the  key  bit,  and  only  allowed  to  come  withia  its 
range  so  as  to  be  acted  upon  by  it  when  the  plates  have  been  brought  into  such  a  position  as 
to  allow  that  part  of  the  levers  that  rest  upon  the  edges  of  the  plates  to  pass  into  tno  notches 
with  the  lino  of  their  periphery. 

Seventh,  separate  pieces  of  metal,  2  2  2  2,  moving  upon  pins,  when  used  in  connexion  with 
cam  plates,  so  as  to  change  the  point  of  contact  between  the  plates  themselves,  and  thus  di- 
Tersiiy,  regularly  or  irregularly,  the  combination  of  permutation  locks. 

No.  1,194.— Richard  Vose,  of  New  York,  N,  Y,— Improved  Car  5pnn^.— Patented  Jan- 
uary 3,  1860;  reissued  June  4,  1861. 

Claim. — Placing  the  India-rubber  discs  of  said  spring  between  interposed  discs  formed  of 
some  fibrous  material,  substantially  in  the  manner  and  tor  the  purpose  set  forth. 

Also,  when  the  India-rubber  discs  in  a  car  spring  are  placed  between  interposed  discs  formed 
of  some  fibrous  material,  the  combining  internally  grooved  metallic  rings  C  C  with  the  periph- 
eries of  said  discs,  substantially  in  the  manner  and  for  the  purpose  set  forth. 

No.  1,195. — J.  A.  Vaughn,  of  Cuyahoga  Falls,  Ohio. — Improvement  in  Grain  Sepa- 
rators.—Fateuiod  April  24,  18(W;   reissued  January  8,  1861 ;  as^ain  reissued  June  11,  1861. 

jClaim. — The  combination  of  a  series  of  zizzag  riddles  ana  directing  boards,  having  a 
shako  motion  imparted  to  them  with  a  short  fan,  when  arranged  to  operate  therewith  sub- 
stantially as  described. 

No.  1,196. — J.  A.  Vaughn,  of  Cuyahoga  Falls,  Ohio. — Improvement  in  Grain  Sepa^ 
rafors.— Patented  April  24,  1860;  reissued  January  8,  1861 ;  a^in  reissued  June  11,  1861. 

Claim. — In  combination  with  a  series  of  zigzig  screens  or  riddles,  and  a  series  of  direct- 
ing boards  having  a  shake  motion,  the  stationary  receiving  chambers,  for  receiving  tht 
material  from  the  screens,  substantially  as  herein  described. 

Also,  the  combination  of  the  series  of  zigzig  screens  and  directing  boards  having  a  shake 
motion,  the  stationary  receiving  chambers,  and  short  fan,  when  arranged  to  operate  sub- 
stantially as  herein  described. 

Also,  the  combination  of  the  directing  board  P,  cockle  riddle  Q,  and  cockle  board,  snb- 
■tantially  as  and  for  the  purpose  herein  desoribed. 

No.  1,197. — Ira  Perego,  jr..  New  York,  N.  Y. — Improvement  in  Shirt  Bo$om$. — Pal- 
anted  September  25,  1860;  reissued  Juno  11,  1861. 

Claim. — First,  a  shirt  bosom  made  with  a  stiffening  strip  or  strips  of  suitable  material, 
applied  substantially  as  and  for  the  purposes  herein  set  forth. 

Second,  a  shirt  bosom  having  the  upper  portion  thicker  and  stiffer  than  the  lower  portion, 
substantially  as  herein  desc/ibea. 

No.  1,198.— Lewis  Moodle,  of  Ypsilanti,  Mich.— /m;»rat?eme»it  in  Seeding  Machines, — 
Patented  August  31,  1858;  reissued  June  18,  1861. 

Claim, — First,  the  zigzag-shaped  strip  D,  in  combination  with  a  seed  hopper,  substan- 
tially as  and  for  the  purpose  set  ibrth. 

Second,  the  combination  of  the  thin  zigzag-shaped  strip  D,  reciprocating  bar  C,  and 
adjustable  perforated  gage  plate  B  b  b'  c  c^  and  hopper  A  a,  substantially  as  and  for  the 
purposes  described. 

Third,  the  combination  of  the  gage  plate  B,  which  has  its  ends  s  extending  beyond  the 
hopper,  and  has  two  different  sized  sets  of  seed  cells  b  c,  with  the  stationary  perforated 
botrooi  A  o,  ond  a  vibratiug  sccd-agitutiDg  bar,  substantially  as  and  for  the  purposes  set 
tbrth. 
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No.  1,199.— Christum  Sharps,  of  Philadelphia,  F^—Jmvrovemmt  in  Breeek-LooiUmg 
repeating  Fire-Arms. — Patented  January  25,  1809;  rcissaed  June  18,  1861. 

Claim, — First,  exploding  in  snccession  a  number  of  cartridges  of  the  class  described,  by 
means  of  a  projection  caused  to  revolve  by  the  movement  of  the  hammer,  when  the  said 
cartrid^s  are  so  arranged,  in  respect  to  the  projection,  that  the  latter  shall  strike  the  edge 
only  of  each  cartridge  in  succession,  as  set  forth. 

ticcoud,  the  lover  M,  with  its  projection  V,  and  the  rod  N,  in  combination  with  the 
barrel  block  and  its  stock,  when  toe  whole  is  arranged  as  set  forth,  and  when  the  lever  M 
is  so  formed  as  td  serve  the  purpose  of  a  trigger  guard. 

Thud,  causing  the  spent  cartridges  to  be  withdrawn  from  the  barrel  during  the  moving 
out  of  the  latter,  by  means  of  a  clip  or  clips  t,  applied  and  operating  substantially  as  set 

forth. 

» 

No.  l,*200.--Wu.LUM  N.  Whiteley,  of  Springfield,  Ohio,  assignee,  through  mesne 
assignment,  of  J.  L.  IIardeman,  deceased,  late  of  An:ow  Rock,  Ho. — Improvement  im 
Machines  for  Cutting  Hemp. — Patented  August  20,  1850 ;  reissued  June  18,  1861. 

C/atm.^Fir8t,  in  combination  with  the  arm  or  finger  bar  d  and  main  frame  o,  when 
constructed  substantially  as  described,  the  projecting  point/,  constructed  and  connected  as 
shown,  for  the  purposes  specified. 

Second,  in  combination  with  the  shafts,  or  their  equivalents,  and  a  cutting  apparatus  pro- 
jccting  out  from  one  side  of  the  main  frame,  the  adjustable  clevis,  or  its  equivalent,  arranged 
for  shifting  the  point  of  draught,  for  the  purpose  specified,  substantially  as  described. 

No.  1,20 J. —William  N.  Whiteley,  jr.,  of  Springfield,  Ohio,  assignee,  through  mesne 
assignment,  of  J.  L.  Hardeman,  deceased,  late  of  Arrow  Rock,  Mo. — Improvement  in 
Maatincsfor  Cutting  Hemp. — Patented  August  20,  1850;  reissued  June  18,  1861. 

Claim. — First,  in  combination  with  a  cuttmg  apparatus  which  projects  out  from  one  side 
of  tho  main  driving  wheel  frame  the  sustaining  rod  A,  or  its  equivalent,  arranged  and 
operating  substantially  as  described,  for  the  purpose  set  forth.^ 

Second,  in  combination  with  a  cuttino^  apparatus  which  projects  out  from  one  side  of  the 
main  driving  wheel  frame  the  sustaming  rod  A,  wedge  a  a  a^  Fig.  4,  and  revolving  cone, 
substantially  as  described,  for  dischaiging  the  cut  grain  in  the  manner  specified. 

No.  1,202. —William  N.  Whiteley,  jr.,  of  Sprin^eld,  Ohio,  assignee,  throng  mesD« 
assignment,  of  J.  L.  Hardeman,  deceased,  late  ot  Arrow  Rock,  Mo. — Improvemtnt  in 
Mavlitnesjor  Cutting  Hemp, — Patented  August  20,  1850;  reissued  June  18,  1861. 

Claim. — First,  in  combination  with  the  main  ground  wheel  iame  and  cutting  apparatus 
of  harvesting  machines  the  rack  or  comb  which  has  no  shaft  passing  through  its  centre,  and 
the  ribs  or  lans  of  which  have  no  connexion  with  each  other  at  their  en(fi  projecting  over 
the  cutting  apparatus,  substantially  as  described. 

Second,  the  use  of  the  rock  or  comb  as  a  substitute  for  tho  reel  of  the  harvesting  machine, 
tho  ends  of  the  ribs  of  said  rack  which  are  projected  out  over  the  cutting  apparatus  having 
no  connexion  with  each  other  or  with  said  apparatus,  substantially  as  described. 

Third,  in  combination  with  the  main  ground  wheel  fiume  and  cutting  apparatus  of  har- 
Testing  machines,  the  latter  of  which  projects  o\it  from  one  side  of  the  lormer,  the  rack  or 
comb,  the  ribs  or  fans  of  which  move  hackward  in,  or  nearly  in,  a  horizontal  plane,  instead 
of  in  the  arc  of  a  circle,  substantially  as  desci  Ibcd. 

No.  1,203.— William  N.  Whiteley,  jr.,  of  Springfield,  OXm.^lmprovement  in  Har- 
vesters.— Patented  November  25,  1856;  reissued  June  25,  1861. 

Claim. — Fist,  in  combination  with  the  main  ground  wheel  frame  of  a  harvesting  machine 
the  sector  plates  /  /,  provided  with  the  adjustable  boxes  g  g\  or  their  equivalents,  sub- 
stantially as  shown  and  described,  for  the  purposes  specified. 

Second,  in  combination  with  the  sector  plate/  a  projecting  lip  for  the  shipper^s  fulcrum 
pin,  substantially  such  as  shown  and  described,  for  the  purposes  specified. 

Th'rd,  retaining  the  pinion  on  its  shaft  by  means  of  the  shipper,  or  its  equivalent,  by 
which  said  pinion  is  thrown  in  and  out  of  connexion  with  its  cluteh  pin,  substantially  as 
shown  and  described,  for  the  purpose  steted. 

Fourth,  60  connecting  or  combining  tho  driver's  seat  of  harvesting  machinea  with  the 
front  end  of  the  frame  of  the  same,  when  used  for  reaping,  that  when  tho  driver  is  on  his 
seat  his  weight  will  either  raise  and  hold  up  the  rear  cna  of  the  wheel  frame  to  which  the 
cutting  apparatus  is  connected,  or  both  the  rear  end  of  the  frame  and  the  centre  of  tho  finger 
bar,  for  the  purposes  specified. 

No.  1,204.— Nathan  Cope  and  William  Hopgson,  of  Cincinnati,  OYAo.—Improvtment 
in  Buttcrjly  Ta/pw.— Patented  May  10,  165U;  leissued  July  2,  1861. 

Claim. — First,  making  tho  opening  or  openings  controlled  by  the  governor  valves  of 
steam  cugiiics  of  gradually  increasing  capacity  from  the  closed  to  the  open  position,  when 
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the  valve  and  case  are  constmcted  and  arranged  to^  operate  substantially  in  the  manner 
herein  specified. 

Second,  controlling  the  excess  of  motion  imparted  to  the  governor  valves  bj  means  of  the 
adjustment  represent  and  described. 

No.  1,205. — Jeremiah  Stever,  of  Bristol,  Conn.,  assignor,  through  mesne  assignments, 
to  James  II.  Ashmead,  E.  Hurlburt,  E.  W.  Spkrry,  S/8.  Koges  and  Gkeen  Ken- 
DRICK,  of  State  aforesaid. — Improvement  in  Machines  for  Burnishing  Metals, — ^Patented 
May  1,  1855;  reissued  October  11,  1859;  again  reissued  July  2,  1861.      • 

Claim. — The  combination  of  these  three  things,  viz :  a  tool  proper  for  burnishing  metali 
and  caused  to  traverse  mechanically,  a  rest  or  support  for  the  article  to  be  burnished,  and  a 
contrivance  for  holding  the  tool  and  article  to  be  burnished,  in  working  contact  by  a  yield- 
ing or  spring  pressure,  the  combination  being  substantially  such  as  specified. 

No.  1,206.— James  S.  Upton,  of  Battle  Creek,  Mich. — Improvement  in  Horse  Power, — 
Patented  February  5,  1861 ;  reissued  July  2,  1861. 

Claim. — F»-8t,  the  eihployment'of  the  centre  pinion  G,  when  provided  with  a  flanched 
collar  c,  which  fits  into  a  corresponding  opening  in  the  bevel  wheel  I,  by  means  of  which 
II  firm  and  at  the  same  time  an  easily  separated  connexion  is  formed  between  the  wheels,  as 
set  forth. 

Second,  the  combination  of  the  pinion  G  with  the  wheels  I  and  L  and  shaft  J,  also  the 
Qombination  of  shaft  J  with  wheels  D  and  K,  so  that  more  power  and  less  speed  may  boused 
or  the  converse,  substantially  as  specified. 

Third,  the  arrangement  of  the  shoe  «,  the  levers  M  and  N,  and  the  connecting  bar  o, 
when  the  same  are  constructed  and  used  in  the  manner  and  for  the  purposes  set  forth. 

No.  1,207. — A.  A.  HoTCHKJss,  of  Sharon,  Conn.,  administrator  of  the  estate  of  Andrew 
Hotchkiss,  late  of  said  Sharon,  deceased. — Improved  Projectiles  for  Rified  Ordnance, — 
Patented  October  16,  1855 ;  reissued  July  2,  1861. 

Claim. — First,  constructing  a  projectile  in  three  parts,  one  of  them  of  flexible  or  plafitic 
material,  in  the  form  of  a  ring,  interposed  between  the  other  two  parts  formed  of  a  narder 
material,  and  so  arranged  that  in  the  act  of  loading  or  of  firing,  or  of  both,  the  resiKtance  or 
the  exp  osive  efiect  of  the  powder  actijg  on  a  larger  sectional  area  of  the  part  E  than  the 
section  of  the  ring  C,  shall  cause  the  latter  to  bo  so  expanded  or  distended  that  it  shall  take 
the  impression  of  the  grooves  and  be  made  to  fit  the  bore  of  the  ffun,  as  described. 

Second,  the  tail  piece  for  securing  the  cap  to  the  body  of  the  shot  and  as  a  guide  to  the  cap 
tu  its  forward  motion,  in  the  manner  described. 

No.  1,208 —Patrick  S.  Devlan,  of  Elizabeth  port,  N.  J. — Improvement  in  Journal 
Boxes. — Patented  September  25,  1860;  reissued  July  9,  1861. 

•  Claim. — The  employment  of  paper  pulp  or  pulp  made  of  any  vegetable  fibrous  material,  to 
form  the  bearing  surface  of  journal  boxes,  substantially  as  set  forth. 

No.  1,209 —Patrick  S.  Devlan,  of  Elizabethport,  N.  J. — Improvement  in  Journal 
Bozcs.— Patented  September  25,  1860;  reissued  July  9,  1861. 

Claim. — Forming  the  bearing  surfaces  of  journal  boxes  of  a  composition  of  vegetable 
fibrous  matter  and  fine  earthy  substance,  substantially  as  described. 

No.  1,210.— Andrew  M.  IIall,  of  West  Falmouth,  Me.,  assignor  to  James  A.  Saxton, 
of  Canton,  0\no.— Improvement  in  Mowing  Machines. — Patented  December  3, 1856;  reissued 
July  9.  1861. 

Claim. — First,  the  combination  with  the  heel  of  a  finger  beam,  so  connected  or  hinged  lo 
(he  main  frame  of  a  mowing  machine,  as  that  the  entire  bar  can  rise  or  fall,  independent  of 
the  up  and  down  motions  ot  the  main  frame  of  a  self-^justing,  hinged  plate,  or  auxiliary 
•hoe,  for  the  purposes  of  allowing  the  points  of  the  guards  or  fingers  to  freely  adapt  them- 
selves to  the  character  of  the  ground  over  which  the  machine  passes  while  in  operation. 

Second,  in  combination  with  a  self-adjusting  auxiliary  shoe  or  plate,  as  set  forth,  of  an 
adjusting  screw  or  bo'it,  for  the  purposes  stated. 

Third,  the  combination  of  the  acyustable  metallic  plate  M  with  its  ears  N  N,  and  otherwise 
constructed  as  described,  with  the  heel  of  the  finger  beam  and  main  frame,  as  set  forth. 

Fourth,  the  combination  of  the  bent  lever  J  and  its  operating  mechanism,  and  hinged 
osclUatmg  cutters  7,  with  a  hinged  finger  beam,  for  the  puiposes  stated. 

No.  1,211.— William  A.  Kmnr,  of  Buffalo,  N.  Y.,  and  David  M.  Osborne,  of  Auburn. 
N.  Y.,  assignees  of  said  William  A.  Kirby. — improvement  in  Harvesters, — Patented  Novem- 
ber 15,  1859;  reissued  July  9,  1861. 

Claim, — In  combination  with  a  cutting  apparatus  and  a  platform  having  a  side  delivery, 
and  both  placed  in  rear  of  a  line  drawn  through  the  front  of  the  main  wheel,  the  rakers  seat 
located  at  tho  side  of  the  platform,  and  arranged  so  that  the  raker  sits  behind  the  maiu  framt 
and  facing  the  falling  grain,  substantially  as  and  for  the  purpose  descnbed. 
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No.  1,212.— EUSHA  Waters,  of  Trov,  N.  Y.— Improvement  in  Making  Paper  Baxtt.— 

Patented  February  %  1858;  reissued  July  9,  1861. 

Claim. — Annular  boxes  of  paper  board,  constructed  bj  cutting  the  said  board  into  strim 
or  pieces  for  the  sides,  and  into  parts  for  the  top  and  bottom  tnereof,  forming  the  uprigbt 
angles  or  comer,  one  by  one,  by  pressing  the  said  strips  or  pieces  'between  male  and  temal« 
dies  corresponding  to  and  with  the  angle  or  comer  to  bo  turned  or  formed,  substantialJj  at 
descrilicd  and  set  forth. 

Second,  the  flanchcs  B  and  E,  formed  upon  the  sides  A  and  D,  by  pressing  the  pap«r 
board  or  strip  bet1\'ocn  dies,  in  proper  form,  thus  and  thereby  constructing  said  flauches  to 
receive  and  combine  the  same  with  the  top  or  bottom  of  the  said  box,  as  described  and  set 
forth. 

Also,  forming  the  comers  of  paper  boxes  by  pressing  the  same  between  cold  or  hot  dies 
oonstmcted  for  that  purpose,  as  described  and  set  forth. 

No.  1,213.— S.iMUEL  J.  Seely,  of  New  York,  N.  Y.,  assignor  to  Charles  W.  Durakt 
of  the  same  place. — Improvement  in  Iron  Railvcay  Cars. — Patented  April  24,  1860;  reissued 
October  2,  IWJO;  again  reissued  July  9,  1861. 

Ciftim. — First,  the  application  and  use  of  corrugated  metal  plates  to  and  in  the  construction 
of  railtoad  cars  and  other  vehicles,  when  the  said  plates  are  applied  and  used  in  a  single  eeriei 
or  thickness  with  their  cormgations  running  horizontally,  as  set  forth. 

Second,  the  application  and  use  of  corrugated  metal  plates  to  and  for  the  purposes  named. 
when  two  or  more  series  or  thicknesses  of  plates  are  used,  when  the  outer  senes  of  said  pUtei 
has  its  corrugations  ranning  horizontally,  as  set  forth. 

Third,  the  application  of  corrugated  metal  plates,  combined  with  and  secured  to  and  upon 
the  an^le  irons  abed,  for  the  constmction  ot  the  bodies  of  railro^  cars  and  other  vehidiei, 
as  Ret  torth. 

Fourth,  the  application  of  the  said  cormgated  metal  plates  and  angle  irons,  combined  with 
the  trough  irons  E,  as  set  forth  and  for  the  purpose  described. 

No.  1,214.— Alexander  T.  Watson,  of  Castloton.  N.  Y.—Impraved  Railroad  Car 
4»riN^.— Patented  March  20,  1860;  reissued  July  16,  1861. 

Claim. — First,  the  manner  of  arranging  and  combining  the  two  spring  blades  B  B'.  in 
pairi^  of  diflferent  lengths  and  curves,  vertically,  as  described,  so  that  the  curves  of  the  blades, 
when  under  pressure,  will  not  be  liable  to  fracttire  from  coming  to  too  sharp  an  angle. 

Second,  the  form  of  the  casting  or  frame  A  A,  by  which  the  springs  are  held  in  position  and 
made  to  operate  in  the  manner  described. 

No.  1,215.— Jefferson  Nash,  of  Janesville,  Wis.,  assignor  to  Himself  and  Alonzo  K. 
CuTTS,  of  the  same  place. — Improvement  in  Grain  Separators, — Patented  September  27, 
1859;  reissued  July  23,  1861. 

C/«tm.— First,  the  arrangement  and  combination  of  a  vibrating  lever  E,  the  elbow  crank/ 
and  the  rods  e  and  A,  whereby  the  motion  of  the  shoe  can  be  changed  from  a  longitudinal  tb 
a  transverse  direction,  and  vice  versa,  substantially  as  described. 

Sccend,  making  a  grain  separator  with  apertures  in  its  sides  or  casing  L,  through  which  to 
allow  the  shoe  M  to  vibrate,  substantially  as  and  for  the  purpose  descnoed. 

Third,  giving  a  lateral  body  motion  of  the  entire  shoe  M,  when  constracted  substantially 
as  descril^,  in  combination  with  a  longitudinal  motion  of  a  screen  H,  substantiaUy  as  and 
for  the  purposes  described. 

Fourth,  finally  the  rod  k,  in  combination  with  sieve  or  screen  H  and  step  /,  for  the  puipoe* 
of  giving  a  jog  or  slight  up  and  down  motion  as  the  separator  is  operated,  substanti^ly  as 
deecribed. 

No.  1,216  —John  Youno,  of  West  Galway,  N.  Y.— Improvement  in  Washing  Machines.— 

Patented  September  19,  1848;  reissued  Julv  30,  1861. 

Claim. — First,  the  combination  of  the  roUers  with  the  hinged  platform,  for  the  purpose  of 
mbbing  the  cloth  and  squeezing  the  water  therefrom,  substantially  m  and  for  the  purposes 
describ^  and  specilied. 

Second,  the  employment  and  use  of  elastic  rollers  which  shall  readily  yield  to  any  inequali- 
ties in  the  clothes  passing  through  them,  and  thereby  prevent  injury,  substantially  as  and  for 
the  purpose  specified. 

Tnird,  the  employment  of  the  conical  rollers  for  producing  a  rubbing  as  well  as  squeezing 
motion  on  the  clotnes  passing  between  them,  whereby  the  operation  of  washing  is  greatly 
occc^lerated,  substantially  as  and  for  the  purposes  described  and  specified. 

No.  1,217.— Hiram  Tucker,  of  Newton,  M&sa.— Improved  Spring  Bed  Bo^fom.— Patented 
July  :^  ]Hr>5;  additional  improvement  June  9,  1857;  reissued  Apru  5,  1859;  again  reissued 
Anpwt  (>,  IHGl. 

Claim. — ^A  spring  bed  bottom  constructed  and  operating  substantially  as  described. 
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No.  l,517i.— Richard  Yose,  of  New  Ywk,  N.  Y,— Improved  Car  5pnti^.— Patented 
Judo  5,  18G";  reissued  August  6,  1861. 

Claim. — Giving  such  a  shape  to  the  metallic  sections,  which  are  interposed  between  the* 
elastic  sections  of  the  improvea  car  spring,  a^  will  produce  any  desired  number  of  air  cavities 
or  spaces  between  the  bearing  surfaces  ot&aid  sections,  substantially  as  set  forth. 

Also,  giving  such  a  shape  respectively  to  the  clastic  and  the  inelasti^c  sections  of  my  im- 
proved car  spring  as  will  allow  the  former,  while  under  pressure,  to  yield  freely  at  their  outer 
and  inner  peripherics,  whilst  the  sides  of  the  said  elastic  sections  are  allowed  to  yield  into  air 
cavities  between  the  bearmg  surfaces  of  the  unelastic  sections  of  said  spring,  substantially  as 
set  forth. 

No.  1,218. — S.  E.  OviATT,  of  Richfield,  Ohio.— Improvement  in  Threshing  Machines. — 
Patented  July  10,  1860;  reissued  August  13,  1861. 

Claim. — First,  the  employment  or  use  of  suction  tubes  or  pipes,  in  combination  with  the 
beater  or  threshing  cylinder  of  a  grain  threshing  machine,  for  the  purpose  of  receiving  or 
"sucking  in"  the  dust  evolved  during  the  operation  of  threshing  and  discharging  the  same 
at  any  convenient  pomt,  free  from  the  operators  or  attendants,  when  arranged  and  operating 
substantiallv  as  set  forth. 

Second,  the  endless  feeding  apron  and  screen  J,  arranged  in  relation  to  the  threshing  cyl- 
mder  G,  to  operate  as  and  for  the  purpose  specified. 

No.  l,219.--JosEPii  F.  Pond,  of  Cleveland,  O.— Improved  Washing  Machine.— Patents 
May  22,  1860  ;  reissued  August  13,  1861. 

Claim. — First,  the  adaptation  to  a  common  wash-tub  T  of  a  separate  portable  frame  which 
supports  the  washing  mechanism,  consisting  of  the  upright  pieces  B  B,  the  fluted  roller  R, 
and  yielding  l>ed  C,  constructed,  arranged,  and  combined  in  the  manner  and  for  the  purpose 
set  lorth. 

Second,  the  obliquely  fluted  spring  bed  C,  in  combination  with  the  fluted  roller  R,  arranged 
and  operating  substantially  as  and  for  the  purposes  specified. 

No.  1,220.— T.  U.  Dodge,  of  Washington,  D.  C,  assignor  of  P.  H.  Kells,  of  Adrian, 
MUh.~Itn  pro  cement  in  Harvesters. — Patented  March  21,  1854  ;  reissued  August  13,  1861. 

Claim. — First,  attachmg  the  shoe  which  runs  on  the  ground  and  supports  the  heel  of  the' 
finger  beam  m  a  mowing  machmo  to  the  front  inner  comer  of  the  main  frame,  in  combina 
tion  with  the  use  and  employment  of  a  single  drive  wheel,  a  short  finger  beam,  a  hinged 
tongue,  and  a  small  supporting  wheel,  whereby,  aa  the  machine  is  /advanced,  the  finger 
beam  is  allowed  to  conform  to  the  inequalities  of  the  ground  without  danger  of  dragging  cut 
grass,  substantially  as  described. 

Second,  the  arrangement  with  the  main  frame  of  a  mowing  machiife  of  a  hinged  tongue 
and  a  single  mam  supporting  and  driving  wheel  in  such  a  manner  that  the  weight  of  the 
frame  and  the  finger  team  will  prepondciate  in  front  of  the  axis  of  said  wheel,  in  combina 
tion  witL  supporting  the  front  part  of  the  frame  with  a  small  wheel  arranged  to  run  on  the 
ground  cut  by  a  previous  swath  in  mnge  with  the  heel  of  the  finger  beam,  whereby  the  cut 
ter  will  be  allowed  to  run  close  to  the  ground,  and  y^t  the  points  of  the  cutters  and  guards 

})revented  from  being  thrust  into  the  ground  in  passing  over  water  furrows  and  uneven  sur- 
aces,  substantially  as  descnbed. 

Thiid,  the  combination,  in  a  mowing-machine,  of  a  main  frame  of  a  proper  rolling  sup- 
port to  said  frame,  combined  with  mechanism  for  giving  motion  to  the  eutter,  a  shoit  finger 
beam  having  a  !>hoc  which  runs  upon  the  ground  interposed  between  it  and  the  main  fiame, 
and  a  lunged  draught  beam  or  tongue,  when  constructed  and  arranged  in  relation  to  each  other, 
so  that  mTicu  the  machine  is  advanced  by  the  team  the  cutter  will  not  only  be  operated,  but 
will  also,  together  with  the  finger  beam,  have  the  capability  of  rising  and  falling  to  conforra 
to  the  inequalities  of  the  ground,  independent  of  ilie  up  and  down  motions  of  said  rolling 
support  to  the  main  frame,  while  both  ends  of  main  frame  are  maintained  in  elevated  posi- 
tions, so  as  to  be  out  of  the  way  of  cut  grass,  short  stumps,  and  similar  obstructions,  sub- 
stantial Iv  as  descnbed 

Fourth,  the  combination  with  the  shoe  which  runs  upon  the  ground  and  supports  the  heel 
of  the  finger  beam  in  a  mowmg  machine,  the  cutter  having  the  capabilities  stated  in  the 
third  claim,  of  a  small  guiding,  leading,  or  supporting  wheel,  whereby  undue  friction  of 
said  shoe  and  finger  beam  upon  the  ground  is  prevented,  and  the  operation  of  the  machine  is 
rendered  more  uniform  and  ea^y,  and  a  closo  cut  of  stubble  insured,  as  described. 

Fifth,  the  combination  in  a  mowing  machine  having  the  advantages  of  an  open  and 
unobstructed  space  and  a  single  drive  wheel,  as  claimed  by  Wm.  F.  ketchum  in  his  patent 
of  July  10,  1847,  and  reissuea  April  26,  1853,  of  a  small  wheel  or  roller  with  the  heel  of  the 
short  finger  beam  which  is  supported  by  a  single  downwardly  projecting  arm  to  render  the 
action  of  the  machine  more  easy,  and  to  prevent  side  draught  by  uearing  a  part  of  the  weight 
of  the  tioger  beiun,  substantially  as  described. 

Sixth,  placing  or  arranging  the  shoe  part,  to  which  the  heel  of  the  finger  beam  is  attached 
in  a  mowing  machine,  out  from  and  lower  than  the  front  comer  of  the  main  frame,  in  com- 
bination with  supporting  it  in  that  position  near  the  ground  trom  the  front  of  the  frame,  by 
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means  of  an  upward  inclined  connexion  or  extension  piece,  which  extends  np  from  the  heel 
of  tbc  ting^r  beam  and  toward  the  front  of  the  frame  in  a  line  in  range  with  the  iinger  b*»ain, 
fn  connexion  with  the  use  of  a  hinfjed  tongue  or  draught  be^im,  whereby,  as  the  machine  is 
advanced,  the  front  of  the  frame  in  well  elevated  above  cut  grass  and  other  obstructions, 
whil«  tlic  finger  Inam  and  cutters  are  permitted  to  mn  close  to  the  ground,  and  are  also 
allowed  to  nse  and  fall  to  conform  to  the  inequalities  in  the  surface  thereof,  and  the  machinefl 
'endo.od  of  easy  draught,  substantially  as  dc^^cribed. 

Ko    1,221  —Thomas  IT.  Dodce,  of  Washington,  D.  C.,  assignee  of  Philip  IT.  Kells, 

of  Adrian,  Mich. — Improvement  in  Harvesters. — Patented  March  21,  1854,  reissued  Au«nist 

i:j,  ih;»i. 

Claim  — First,  extending  the  rear  end  of  the  shaft  which  operates  the  pitman  and  cutter  of 
a  mtiwing  machine  back  of  the  rear  end  ol  the  main  frame,  and  providing  it  with  a  small 
pinion  wheel,  in  i*onibiuatiou  with  extending  the  rear  end  of  jmother  shaft  wnose  front  end  is 
geared  with  the  driving  mechanism  back  of  the  rear  end  of  said  frame,  and  providing  it 
with  n  largo  co^  whco  to  gear  into  said  pinion  wheel,  whereby,  when  the  machine  is  drawn 
foiwurd.  u  rapid  motion  if>  imparted  ro  the  pini«n  wheel  and  its  shaft  to  operate  the  pitman 
and  cutters,  and  whereby  said  rear  gearing  is  brought  near  the  centre  of  the  rear  of  tbo  ma- 
chiuf.  und  m  compact  form  ;  and  also  so  that  ^aid  rear  gears  can  be  readily  examined  and 
replu 'cd  without  necessarily  lemoving  their  shafts  or  disturbing  the  bearings  thereof. 

Second,  placing  the  finger  bar  in  a  mowing  machine  at  th(-  side  of  the  gearing  and  in  front 
of  tht  dnviDg  wheel,  in  combination  with  the  use  of  a  long  eccentric  or  crank  shaft  and  rear 
gearing,  arranged  a^-s  described. 

No.  1,222.— Thmmas  II.  DoDGR,  of  Washington.  D  C,  assignee  of  PniLiP  11.  Kells. 
of  Adrian,  Mich. — Improvement  in  Harvesters. — Patent  dated  March  21,  1854 ;  reissued 
Auffu-t  i:i,  18G1. 

C/a<w.— Thfc  aiTangeraeat  of  the  projecting  or  runner  part  of  the  shoe  with  the  upwardly 
inclined  connexiim  and  mam  fiame.  siibstantially  as  described,  whereby  free  access  may  b» 
had  to  tht-  shoe  in  advance  of  the  frame,  and.  at  the  samt-  time,  an  open  and  unobstructed 
space  is  left  between  the  heel  of  thf  finger  beam  and  the  line  of  draught. 

No  1,223.-- Thom.\sH  DoD(iE,  of  Washington.  D  C,  assignee  of  Philip  H  Kelia 
of  Adrian,  'blich.— Improvement  in  i/rtrr«s/cr«.— Patented  March  21,  1854;  reissued  August 
13,  .8.51. 

Clann  -First,  forming  or  constructing  the  cutters  in  mowing  machines  separately  in  the 
form  shown  in  Figs  2.  li,  und  4,  ol"  the  accompanying  drawings,  ibr  the  purposes  .<?iHvified 

Second,  the  u>e  a^d  employment  in  n  mowing  nia«'hine  ot  a  ser  e^  of  slotted  fingerw,  in 
combination  with  h  scries  of  cutters  lastencd  rjgidlv  to  their  bar  in  such  a  manner  as  to 
leuv.  an  open  space  between  the  cuticr>  to  facilitate  the  cleaning  of  the  fingers  as  the  cutter 
•     and  cutler  bar  lecip.ocato  through  the  slotted  fingers. 

No     1.224.— RUFUS    DUTTON,    of  Dayton,   O. — Improrement  in  Hnrresiers. — Patent^ 

Aoril  -,'7,  J8r>8;  reissued  August  27.  l8ol 

(7f/i//<.— The  coucentru  lack  H,  in  combination  with  the  pinion  T,  when  the  same  are  r«k- 
spectivety  .secured  di'ectly  with  the  platform  fmme  and  the  axle  of  iho  mam  dnving  wheel  of 
M  hatve.slei,  without  intcnnediate  pats,  and  so  that  by  merely  raising,  ihe  platform  with  on© 
hand  the  rtdj'U>tment  \>  accomplished,  while,  at  the  same  time,  the  go'ar  whco.  and  actuating 
pinioii  me  perfectly  meshed  ax  any  position,  substantiaily  us  <ct  'bvih 

Also,  the  hollow  slecv.  or  bore  L,  enclosing  the  axle  K  and  tbrming  the  bearing  of  tb* 
hub  ol  the  driving  wheel,  when  said  sleeve  is  provided  with  the  face  c,  and  projection  or 
projections  d,  resting  in  the  slot  A  of  the  plalo,  substantially  as  descnbed. 

Also,  in  combination  with  the  sleeve  L  and  the  axlo  K,  with  its  pinion  I ;  also,  the 
^  jam  washer  g  and  nut  A,  for  clamping  the  pmion  with  the  plato,  substantially  as  specified. 

No.  1,225.— John  S.  Harbison,  of  -Sacramento,  Qfk\.— Improvement  in  Beehives,-— 
Patented  January  4,  1859;  reissued  September  ;i,  1881. 

CVa/m.— First,  the  adjustabh  sectional  comb  frames  K,  constructed  and  arranged  and  anp- 

S 01  ted  within  the  hive  as  described,  so  that  they  may  be  readily  removed  through  the  side  or 
nor  thereof,  substantiall}  as  set  forth. 

Second,  a  separate  store  honey  box  in  the  upper  portion  of  the  hive,  constructed  in  sec- 
tions temporanly  connected  together  m  the  manner  explained  and  for  the  purposes  specified. 

Third,  the  combination  in  a  beehive  of  the  air  chamber  B,  ventilation  passage  wi,  and 
curtain  C,  substantially  as  and  for  the  purpose  sot  forth. 

No.  1,226.— Robert  J.  Marcher,  of  New  York,  N.  Y.,  assignee  of  Ira  S.  B.^rbrr, 
of  Boston,  Mass. — Improvement  in  Muchinery  for  Cutting  Irregular  Forms. — Patented' 
May  If*,  JSS'i;  reissued  September  lo,  1861. 

Claim. — The  combination  of  a  table  or  equivalent  foT  rotating  the  frame  to  be  cut,  snb- 
ttanu&ily  a^  described,  a  pattern  of  the  general  form  of  the  frame  to  be  made,  and  two  lO- 
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tat'm^  shafts,  each  carrying  a  suitable  tracer  and  cutter:«,  one  of  the  said  shafts  beings  self- 
adapting  to  the  outer,  and  the  other  to  the  inner  periphery  of  pattern,  substantially  us  de- 
scribed. 

Also,  the  employment  of  two  sets  of  cutters  on  parallel  shafts,  so  mounted  that  the  dis- 
tauct?  botwecn  the  two  shafts  shall  bo  self-adapting,  substantially  as  and  for  the  purpose 
Bpec-ificd,  in  combination  with  a  pattern  and  tracers,  or  equivalent  means  lor  determining  the 
oval  or  other  general  form,  as  set  forth. 

Also,  arranging  two  cutter  and  tracer  shafts  on  opposite  sides  of  the  axis  of  the  rough 
frame,  and  one  on  the  outside,  and  the  other  on  the  inside  of  such  frame,  substantially  as  and 
for  the  piupbse  specified. 

No.  1,2*^. — Henry  B.  Myer,  of  Cleveland,  O.—fmprotement  in  Converting  Railroad 
Car  Scats  into  Beds  or  Lounges. — Patented  September  19,  1854;  reissued  May  3,  1859; 
again  reissued  October  H,  IS'M. 

Cl'iim. — First,  the  forming  of  berths  in  railroad  cars  by  means  of  the  backs  of  the  trana- 
Te^^^e  seats,  substantially  as  described. 

Second,  the  forming  of  berths  in  railrdiid  car>'  by  means  of  the  transver^e  seats  in  combi- 
nation with  corresponding  supplementary  cushioned  or  uncushioned  frames,  or  their  equiva- 
lents, to  fill  up  the  spaces  between  the  transverse  seats,  substantially  as  described. 

No.  1,228. — Bridget  Leonard,  of  Kenosha.  Wis.,  administratrix  of  Andrew  Leonard, 
deceiv>ed. — Improved  Mode  of  Casting  Seamless  S/ccins  fur  Wagons. — Patented  Febniary 
24,  1 857 ;  reissued  July  5^,  1858;  again  reissued  October  8,  18tJl. 

Claim. — First,  the  manner  substantially  as  herein  described  of  producing  the  core  I,  whiek 
gives  the  internal  form  of  the  axlo  skein,  and  that  part  of  the  mould  which  gives  the  external 
form  ot  I  he  but  thereof. 

Second,  the  manner  substantially  as  herein  described  of  producing  that  part  of-  the  mould 
Which  gives  the  external  form  of  the  weanng  pait  of  the  thimble  skein. 

Thi  d.  the  manner  substantially  as  heitjin  described  of  producing  an  unbroken  impre-ssioa 
in  sand  of  the  external  shoulder  u  of  the  axle  <kein 

Four.h,  I  he  manner  sub/.tantially  as  herein  described  of  uniting  the  buse  of  the  green- 
sand  core  with  the  lower  section  of  the  sand  mould,  which  gives  the  external  form  to  tbt 
thimble  skein. 

Fifth,  the  manner  substantially  as  heroin  described  of  holding  in  true  position,  or  ceuterin|f 
tlio  green  sand  cores. 

Sixrh,  the  manner  substantially  as  heroin  described  of  producing,  as  a  whole,  a  sand  mould 
which  turns  out  in  the  one  operation  of  casting  a  finished  seamless  and  shouldered  cast 
thimble  skem. 

No  1,229  — BRifKiET  Le<»nard,  of  Kenosha.  Wis.,  administratrix  of  Andrew  Leonard, 
deceased  Improccmcnt  m  Cast  '^eamlibs  Thimb/i  Skeins  for  Wagons, — Patented  Februarj 
24,  .8.»7;  reissued  July  :j7,    858;  affain  reissued  Octobei  8,  18G1. 

Claim  — A  cast .  eainle.^s  thimble  slicin,  substantially  such  as  specified,  which  is  not  mad© 
seaiiLess  by  filing,  turning,  or  otherwise  bemg  manipulated  witfi  after  it  leaves  the  mould. 

No    1,230.— A.  V.  Bi  ANriuRD,  J.  D.  Bl.\nchard.  and  Franklin  Blanch ard,  ol 

Palmer,  Mass.,  assignees  of  G  C  IIow.xRD,  o'i  llardwick,  Mass. — Improvement  in  Spad^, 
Shoreij  or  Dung-Fork  llaudUs — Patented  July  Jl,    i8j/  ;  reissued  October  22,  l8t>l. 

Claim  — A  handle  lor  rliovcls  and  similar  or  analogous  implements,  having  its  eye  h  and 
bolder  B  ibrnicd  by  splitting  or  sawing  lohgitudinaliy  lor  a  .-uitabie  distance  the  end  of  ihd 
bar  A,  and  hen  bending  ih«-  puits  or  arms  n  a  foimcd  by  the  spli*  or  kerf  in  the  form  of  a 
fork,  and  securing  the  ho  dcr  B  n  any  suitable  way  betwcvjn  the  part^  or  arms  a  a,  whereby  a 
now  and  ;mproved  article  of  manuiacture  is  obtained  for  the  purpose  specified. 

No.  l,231.-<:ancelled. 

No.  1,232.— Cancelled. 

No  1,233.— Wait  T.  nuNTiNOTON  and  Hervey  Platts,  of  Ithaca,  N.  Y.,  assignees  of 
EUfiENE  M.  Mix  and  James  E.  Mix,  of  the  same  place.^ Improvement  in  Calendar  Clocks. — 
Patented  January  3],  I8G0:  reissued  October  29,  i86J. 

Claim. — First,  the  employment  in  a  calendar  clock  of  a  year  wheel  K  and  a  detached  leap- 
year  wheel  L  applied  to  rotate  about  separate  tixcd  axis,  and  combined  and  operating  together 
substantial!?  as  specified. 

Second,  the  combination  of  the  year  wheel  K,  detached  leap-year  wheel  L,  detent  J,  and  a 
day-of-ihe-month  wheel  F,  of  the  construction  described,  the  whole  operating  together  sub- 
stantially as  set  forth. 

No.  1,234.— E.  A.  TUTTLE,  of  Brooklyn,  N.  Y.— Improvement  in  Registers  and  VentiU- 
ror5.— Patented  June  19,  1856;  reissued  November  12,  J861. 

Claim. — The  construction  of  the  valves  and  plates  with  pins  or  projections  arranged  to 
operate  together,  substantially  as  shewn  and  described,  without  the  Mse  of  any  intervening 
parts  or  pieces,  as  set  lortb. 
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No.  1,235. —Wendell  WRlCirr,  of  New  York,  N.  Y.— Improvement  in  Friction  Clutches.— 
Patented  June  15,  1852;  reissued  November  J  9,  J  861. 

Claim. — ViTst,  operating  the  friction  segments  to  bring  them  into  and  out  of  contact  with 
the  inner  peripheir  of  the  pulley  by  means  of  a  connexion  with  a  sleeve  1^  sliding  longitu- 
dinally upon  the  shaft,  of  the  pulley,  substantially  as  described. 

Second,  so  applying  the  friction  segments  in  combination  with  the  shaft  hand  pulley  that 
the  centrifugal  force  (wvoloped  in  the  segments  by  their  rotary  motion  shall  be  allowed  to  force 
them  outward  against  the  inner  penphery  of  the  pulley,  and  so  be  productive  of  friction  be- 
tween the  segments  and  pulley,  and  made  iustmmcntal  in  or  accessory  to  the  transmission  of 
rotary  motion,  substantially  as  described. 

No.  1,236.— Dennis  G.  Littlefield,  of  Albany,  N.  Y.— Improvement  in  Base  Burning 
5fore.— Patented  January  24,  1854;  reissued  November  19,  1861. 

Claim. — In  u  stove  which  discbarges  the  products  of  combustion  into  a  flue  or  space  exter- 
nal to  the  room  in  which  the  stove  is  situated,  an  organization  which  temporarily  coniines 
the  ga.ses  in  a  coal  supply  chamber  or  not,  then  ignites  them  above  the  base  of  the  grate  and 
passes  them  through  an  uninterruptcu  opening  or  openings  extending  up  from  the  erate  to 
the  closed  sides  or  portion  of  the  coal  supply  chamber  and  bums  them  in  a  space  or  chamber 
laterally  to  the  coal  supply  chamber  or  pot,  then  circulates  the  spent  gases,  or  a  portion  of 
them,  over  the  top  of  the  coal  supply  chamber  or  pot,  and  then  discharges  them  into  and 
through  a  smoke  llue  passage,  substantially  as  described. 

No.  1,237.— Dennis  O.  Littlefield,  of  Albany,  N.  Y.— Improvement  in  Base  Burning 
Stores. — Patented  January  24,  18.^)4;  reissued  November  19,  1861. 

Claim. — First,  the  vertical  wedge-shaped  passages  between  the  grate  bars  of  the  fire  pot, 
substantially  as  described. 

Second,  the  employment  of  a  grated  fire  pot  forming  a  downward  continuation  of  a  coal 
supply  pot,  in  combination  with  a  gtis-consuming  chamber  or  flue  between  the  outer,  case  anfl 
the  connected  fire  and  coal  supply  pot  and  an  externally  discharging  spent-gas  pipe,  substan- 
tially  as  and  for  the  purpose  sei  torth. 

Third,  an  illuminated  exterior  wall  M,  in  combination  with  a  coal  supply  chamber  and  an 
intermediate  gas-consuming  chamber,  substantially  as  described. 

No.  1,238.— -J.  8.  Smith,  of  New  York,  N.  Y.— Improvement  in  Epaulets.— F&tentcd  April 
12,  1859;  reissued  November  26,  1861. 

Claim. — The  construction,  arrangement,  and  combinatioh  of  epaulets,  substantially  as  de- 
scribed, the  same  consisting  of  the  lollowing  three  elements  combined  : 

FirAt,  a  shell,  or  epaulet  proper,  wiih  its  usual  appliance  or  appliances  for  its  attachment  to 
the  coat. 

Second,  a  bullion,  or  fringe,  permanently  attached  or  secured  to  a  frame,  plate,  or  what  is 
termed  an  adjuster;  and 

Third,  a  mechanical  device  for  holding  the  said  frame,  plate,  or  adjuster  within  the  shell* 
substantially  in  the  manner  and  for  the  purposes  set  forth. 

No  1,239.— Edward  L^tjch,  of  Washington,  D.  C. — Improvement  in  Suam  Engines.— 
Patented  April  12,  1859;  reissued  December  .i,  1861. 

Claim. — First,  the  arrangcmeni  ot  the  several  parts  of  the  engine  in  their  relation  to  each 
other,  and  to  the  proper  shaft,  as  set  forth. 

Second,  constructmg  the  connectiag  rod  of  one  of  the  cranks  or  cross-heads,  in  the  manner 
descnbed,  so  as  to  allow  ol  its  surrounding  the  propeller  shaft,  as  descnbed. 

Third,  acting  upon  the  condensing  water  and  the  water  of  condensation,  or  using  the  oppo- 
site end>  of  the  same  double-acting  pump  for  the  air  pump,  and  for  the  circulating  pump  of  a 
surface  condenser ;  that  is,  one  end  for  the  air  pump  and  ono  for  the  circulating  pump,  sub- 
stantially as  described. 

No  1,240.— S.\MtrEL  Pierce  of  Troy,  N.  Y.,  assignor  to  Johnson  &  Cox,  of  same  place, 
assignors,  through  mesne  assignments,  to  Samuel  Pierce,  aforesaid. — Improvement  in  Coo/t- 
ing  Stoves.-  PAlQuicd  December  6,  1845;  reissued  April  12,  j847,  and  July  31,  1847,  and 
extended  seven  years  December  6,  1859,  and  again  reissued  December  3,  1861. 

Claim.  —The  extending  ot  the  front  lower  part  of  the  oven  under  the  fire  grate  a'  by  means 
of  the  said  plate  b,  substantially  as  and  for  the  purposes  described  and  ^t  lorth. 

No.  1,241.— Samuel  Pierce,  of  Troy,  N.  Y.,  assignor  to  Joiinson  Sl  Cox,  of  same  place, 
assignors,  through  mesne  assignments,  to  Samuel  Pierce,  aforesaid.— /m/^rotcm^nf  in  Cook- 
ing Stoves.— F&teuieil  December  6,  1845;  reissued  April  12,  1847,  and  July  31,  1847,  and, 
extended  seven  years  December  6,  1859 ;  again  reissued  December  3,  J 861. 

t  /«<m.— First,  the  arrangement  of  the  parts  by  which  the  fire  is  supplied  with  heated  air 
\y  its  passage  through  the  apertures  in  the  front  plate  or  doors,  and  against  the  said  plate  * 
in  from  and  down  ihe  front  suifHi*e  of  which  it  must  pass  on  its  passage  to  the  under  part  of 
the  suid  ti  e  chamber,  nud  through  the  fire  grate  a'  into  the  lire,  sub^itantially  a^  and  for  the 
purposes  described  and  set  forth. 
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Second,  tbo  making  of  the  top  of  ovens  or  cooking"  stoves  of  firc-b^'ick  or  otlier  earthy  sub- 
.^^•u^co,  when  this  is  combined  with  a  stove  in  which  the  products  of  combustion  from  the  lire 
clii.nJci-  puss  first  over  the  top  of  the  oven,  substantially  as  described,  whereby  the  heat  in 
I'h-  oven  is  equalized,  and  the  vapoi*s  or  gubcs  evolved  in  the  oven  are  absorbed  and  carried 
off,  as  described. 

Xu.  1,212.— W.  O.  Grover,  of  Jamaica  Plain,  Mass.,  and  W.  E.  Baker,  of  Boston, 
Ma'^s.,  a.^signors  to  Grover  &  Baker  Sewixg  Machine  Coynw-SY,— Improvement  in  Sew 
iit<r  Mar/lines. — Patented  Febmary  11,  1651 ;  reissued  Juno  IG,  1658;  again  reissued  Decem- 
ber :\  1861. 

Claim. — In  combination,  first,  an  eye-pointed  needle,  which  descends  and  carries  its  thread 
throu|^h  the  material  supported  on  a  table ;  second,  a  table  which  supports  the  material  hori- 
zontally below  the  needle  and  above  a  thread-carrier;  third,  a  thread-carrier  below  the  table 
carrying  a  thread  which  is  not  passed  through  the  material,  operating  together  substantially 
as  set  forth,  in  a  machmo  making  the  double-looped  seam  described. 

Second,  in  combination,  first,  a  horizontal  table  or  support ;  second,  a  feeding  apparatus ; 
third,  a  stitching  apparatus;  each  having  the  distmguishing  characteristics  specified,  and 
operating  substantially  as  set  forth,  to  make  the  double-looped  seam  described. 

No..  1,242^^. — S.  B.  Sexton,  of  Baltimore,  Md. — Improvement  in  Stoves. — Patented  April 
19,  1859;  reissued  December  3,  1801;  again  reissued  December  10,  1861. 

Claim. — A  fuel  supply  chamber  suspended  witliin  or  above  the  fire  box,  with  its  lower  end 
out  of  contact  with  the  latter,  by  connexions  which  shall  bo  ont  of  contact  with  the  burning 
fuel,  and  shall  permit  the  free  circulation  of  gases  around  and  above  the  supply  chamber. 

Also,  a  cold-air  chamber,  combined  in  any  manner  substantially  as  described,  with  a  fuel- 
supply  chamber  so  applied  as  to  permit  the  passage  of  the  products  of  combustion  around  and 
above  it. 

Also,  the  combination  of  the  main  chamber  A,  fuel  charabei  11,  flues  C  B  E  B'  D,  and 
damper  6,  arranged  and  operating  substantially  as  explained. 

No.  1,243. — C.  AULTMAN  and  L.  Miller,  of  Canton,  O. — Improvement  in  Mowing  Ma- 
chines.— Patented  July  17,  1856;  reissued  July  It),  18r,9;  again  rei>bued  December  !•',  1861. 

Claim. — Mounting  the  two  driving  wheels  and  one  main  gear  wheel  upon  a  common  axle, 
in  combination  with  a  ratchet  wheel  for  each  driving  wheel,  each  ratchet  wheel  fitted  with  a 
pawl  that  can  bo  made  to  >^tand  in  or  out  of  gear  with  the  ratchet  teeth  at  will,  the  whole 
arranged  and  operating  substantially  as  described. 

No.  1,244. — C.  Ai'LTMAN  and  L.  Miller,  of  Canton,  O. — Improvement  in  Mowing  Ma- 
chines.— Patented  July  17,  1856;  reissued  July  19,  \SiO;  again  reissued  December  10,  1861. 

Claim. — In  combination  wi(h  a  hinged  finger  bar  and  cutter  a  stop  which,  when  the  finger 
bar  is  raised  up,  will  prevent  the  cutter  from  dropping  out  of  its  bearings,  substantially  as 
described. 

No.  1,245.— J.  IT.  LAynPTLL,  of  Newark,  N.  J. ^Improvement  in  Tent  Fixtures.— Tatentad 
June  4,  18<>1 ;  rei>^sued  Dc^cember  17,  1861. 

C/tf/m.— First,  the  combination  of  the  conical  feiTulo  with  the  rings,  or  either  of  them,  in 
the  manner  described. 

Second,  constructing  the  tripod,  which  supports  the  tent  pole  of  a  ring  of  sufficient  diameter 
to  receive  ihe  lerru.e  of  the  lower  end  of  the  pole,  and  having  legs  attached,  in  the  maimer 
described. 

Third,  the  combination  o(  the  tripod,  constructed  as  described,  with  the  ferrule  fitted  on  the 
lower  ends  of  the  tent  pole,  in  the  manner  described. 

No.  1,246.— George  Wood,  John  King,  and  William  Lawrenxe,  of  Philadelphia' 
Pa.,  assignees  of  said  Woon  and  King.  —  Improvement  in  Dredging  Crane. — Patented 
November  9,  1858;  reissued  December  17,  1861. 

Claim. — First,  the  two  barrels  K  K,  hung  to  the  shaft  J,  in  combination  with  the  clutch 
M,  or  its  equivalent,  the  whole  being  anan^ed  on  the  deck  of  a  vessel,  and  operating  sub- 
stantially as  sot  forth,  for  the  purpose  spccifaed. 

Second,  in  combination  with  the  aforesaid  baiTcls  and  chitch,  or  its  equivalent,  the  posts  D 
and  D',  each  having  a  pulley  a  and  a  movable  jib  F,  with  pulleys  II  and  G  arranged  in 
respect  to  the  opposite  sides  of  the  vessel,  substantially  as  specified. 

Third,  the  carrier  F,  with  its  pulley  G,  and  its  hollow  stem,  as  an*anged,  to  turn  in  the 
socket  in  the  end  of  the  jib,  substantially  in  tho  manner  and  for  tho  purpose  set  forth. 

No.  1,247.~A.  A.  IXoTniKLss,  (administrator  of  Andrew  Hotchhis.s,  deceased,)  of  Sharon, 
Conn. — Improvement  in  Projectiles  for  liijled  Ordnance, — Patented  October  16,  I85r>;  reissued 
July  2,  1861 ;  again  reissued  December  24,  1861. 

Claim. — First,  constructing  a  projectile  in  three  part',  one  of  them  of  flexible  or  plastic 
material,  in  tho  form  of  a  ring,  interposed  between  the  other  two  parts,  formed  o(  a  harder 
material,  and  so  arranged  that  in  the  act  of  loading  or  firing,  or  of  both,  thcv  resistance  or  the 
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explosive  effect  of  tlio  powder,  acting  on  a  larger  sectional  area  of  the  part  E  than  the  section 
•f  the  ling  i\  shall  caime  iho  latter  to  be  so  expanded  or  distended  that  it  shall  take  the  im- 
presHJon  of  the  grooves,  and  be  nimlo  to  tit  the  bore  of  the  pun,  an  described. 

Second,  lucking  or  Fccuring  the  expan.sive  material  to  the  body  of  an  expansive  projectile 
by  means  of  one  or  more  lips  or  projections  extending  outward  from  the  body  of  the  shot  into 
corresponding  I'ecesses  in  the  expansive  material,  a.s,at  t,  or  of  one  or  more  grooves  or  recesses  ' 
in  the  body  receive  internal  lips  or  projections  from  the  expansive  mateiial,  as  at  e  or  e'. 

Thiid,  the  tail  piece  for  securing  the  cap  to  the  body  of  the  shot,  and  as  a  guide  to  the  cap 
in  its  forward  motion,  in  the  manner  described. 

No.  1.248. — C.  M.  WrLKiNS,  of  West  Andover,  Ohio. — Improtemtnt  in  Cheese  Vats. — 
Patented  November  22,  18.VJ;  reissued  December  24,  IdGl. 

Cliiim. — First,  the  arrangement  of  the  pipe  W,  heater  F,  and  chamber  L,  substantially  as 
and  for  the  purpose  specitiwl. 

Hecoud,  the  combination  of  the  valve  N,  arm  M,  to  which  it  is  attached,  and  the  lever  R, 
aiTnnged  for  operating  substantially  as  shown,  and  for  the  purpose  described. 

.Third,  arranging  cither  or  both  of  the  valves  N  and  O,  in  combination  with  their  respective 
pipes  over  the  tiro  box  ol'  the  heater,  substantially  as  and  for  the  purpose  specified. 

Fouith,  the  use  of  the  tniss  braces  J  J  J,  in  the  manner  and  for  the  purpose  described  and 
fthown. 

No.  1,249.-1.  P.  FuiNK,  of  Newark,  N.  3 ,— Improvement  in  iJfjfcc/ors.— Patented  April 
17,  ]f^QO;  reissued  December  24,  18G1. 

C7a/«i.  — Fir>t,  the  employment  of  an  oblong  pyramidal  reflector,  lined  with  glass  or  other 
diaphanuous  material,  substantially  as  shown  and  described. 

h'econd,  the  combination  6f  the  cover  15  wilh  a  pyramidal  reflector,  substantially  as  shown 
and  described. 

Third,  the  combination  of  the  hinged  adjustable  section  C  with  a  pjTamidal  reflector,  sub- 
stantiuUv  as  shown  and  described. 

1  ourth,  the  combmaiion  oi'  the  beads  b  h'  with  a  pyramidal  reflector,  substantially  as  shown 
and  described. 

Fitth,  the  combination  of  the  cover  B  and  hinged  adjustable  section  C  with  a  pyramidal 
reflecioi-,  with  or  without  the  beads  b  b'^  substantially  as  shown  and  described. 

No  1,2,)'J. — CvRENUs  Wheeler,  jr.,  of  Poplar  Ridge,  N.  Y.,  assignee  to  R.  T.  Osgood, 
of  Orlaud,  Mo. —  Improvement  in  Grain  and  Gfass  Harvesters. — Patented  February  17, 
186'^;  leijsued  December  24,  1861.  , 

(7«/m.— First,  two  independent  diiving  and  supporting  wheels  on  a  common  axle,  carry- 
ing a  icctanguhir  main  liame  located  between  said  wheels,  and  suspended  from  and  nearly 
balanced  on  said  axle,  m  combination  with  the  cutting  apparatus  hinged  to  said  main  fi-ame. 
.substantially  as  described, 

Al>o,  balancing  the  main  frame,  and  mounting  the  two  dri\ing  and  one  main  gearwheel  on 
■ji  common  axle,  m  co^mbination  with  a  ratchet  wheel  for  each  duving  wheel  rigidly  affixed  to 
i\i^  a\ie.  t-ach  drivmg  wheel  carrying  a  pawl  that  wiil  stand  in  gear  with  its  ratchet  wheel 
when  tht-  machine  is  advanced,  and  out  of  gear  when  the  machine  is  backed,  substantially 
aa  sei  forth  and  descrbed. 

Also,  the  down  hangers,  as  points  of  attachment  for  the  hinges,  and  to  bring  the  hinges 
bi'low  the  main  frame,  substantially  as  described. 

Alsd,  arranging  the  hinges  by  which  the  finger  beam  is  connected  to  the  main  frame,  and 
thu>5  advanced  over  the  gionnd,  on  opposite  hides  of  the  centre  of  motion,  and  at  opposite 
ends  ol  the  main  frame,  substantially  as  and  for  the  ^mniose  set  forth. 

Also,  giving  the  hinges,  by  which  the  linger  beam  is  thus  connected  and  advanced  over  the 
ground,  a  common  centre  or  axis  of  motion,  though  located  at  opposite  ends  of  the  main 
trume,  substantially  as  docnbed. 

Also,  so  connecting  the  cutlers  with  the  crank  that  four  vibrations  of  the  cutters  will  be 
given  for  every  siug.e  revolution  of  the  crank,  substantially  as  described. 

Also,  in  combination  with  thw  two  independent  driving  wheels  and  a  hinrfed  cutting  ap- 
paratus, a  balance  wheel,  to  equalize  the  motions  of  the  cutters,  and  give  steadiness  of  motion 
to  the  gearing,  substantially  as  described. 

Also,  thi'  combination,  in  a  han'estmg  machine,  substantially  as  described,  of  a  hinged 
tongue,  the  main  frame,  two  mam  suppoiting  Avheels,  and  the  hinged  cutting  apparatus,  for 
the  purpose  set  Ibrth.  / 

Also,  in  combination  with  a  finger  beam,  an  adjustable  sole,  stibstantially  as  described. 

A!>o,  in  combination  with  a  linger  beam  and  an  adjustable  sole,  a  lever,  so  ananged  that 
the  driver  can  by  it,  when  in  his  seat,  and  with  the  machine  in  motion,  raise  or  depress  the 
cutting  apparatus  at  pleasure,  substantially  as  and  for  the  purpose  described. 

No.  1,2.')1.— CvnENrs  Wiif.eler,  jr.,  of  Poplar  Ridge,  N.  Y.,  assignee  to  R.  T.  Osgood, 
of  Orhmd,  ^h\^- Improvement  in  Grain  and  Grass  Harvesters. — I'atented  February  17, 
ld')2;  reissued  December  24,  I'rGl. 
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Claim.— Ylraty  tlio  combination  with  tbo  main  fiume  of  two  independent  driving  wheels 
and  u  hiuf^ed  cutting  appaitiius,  whereby  the  cutters  are  Ivcpt  in  operation  when  the  machint 
is  tunied  either  to  the  right  or  Ict't,  and  the  cutting  apparatus,  or  either  end  thereof,  is  fice  to 
coultirm  to  the  inequalities  of  tlie  ground,  independent  of  tho  up  and  down  motions  of  tht 
driving  wheels,  substantially  as  described. 

Second,  tho  combination  in  a  mowing  machine,  in  the  manner  set  forth,  of  the  following 
elements,  viz:  a  hinged  tongue  to  draw  and  steady  the  machine,  a  frame  to  carry  and  sup- 
port the  driver  and  gearing,  two  independent  driving  and  supporting  wheels  to  carry  tht 
frame  and  give  motion  to  the  cutters,  and  a  sl^ort  linger  Lar  so  hinged  to  the  main  frame  that 
its  progiesslvo  movement  over  the  ground  will  bo  controlled  by  the  main  frame,  and  tho  up- 
ward and  downward  movements  of  the  entire  finger  beam,  or  of  either  end  thereof,  independent 
of  the  other  end,  by  tho  undulations  of  the  ground  over  which  it  is  drawn,  substantiaJy  as 
described. 

Third,  ananging  the  hinges,  by  which  the  finger  beam  is  connected  to  the  main  frame  and 
advanced  over  the  ground,  above  the  plane  of  cutters,  substantially  as  and  for  the  pui-pose 
d/5scribed. 

Fourth,  in  combination  with  tho  main  frame  and  finger  beam,  so  arranging  the  coupling 
arm  Y  that  wliiie  that  end  carrying  tho  beam  can  be  brought  close  to,  so  as  to  permit  th© 
finger  beam  to  travel  on  the  giouud,  its  other  end,  together  with  the  hinges,  will  be  carried 
above  the  ground,  and  free  of  obstructions,  substantially  as  described. 

Fifth,  in  combination  ^vitB  the  main  frame,  and  its  supporting  wheels,  the  hinged  cutting 
apparatus  located- on  one  side  of  tht  centre  of  motion,  and  the  gearing  located  on  the- opposite 
side  thereof,  substantially  as  and  for  the  pui-pose  set  forth. 

Sixth,  in  combination  with  the  main  frame,  mounted  on  two  independent  driving  and  sup- 
porting wheels  and  a  hinged  cutting  apparatus  connected  with  the  said  main  frame,  a  seat  for 
the  driver,  so  located  that  the  cutters  will  travel  in  advance  of  the  driver,  substantially  as  and 
for  the  purpose  set  forth. 

No.  l,2o2.— Cyrbnus  Wheeler,  jr.,  of  Poplar  Ridge,  N.  Y.,  assignee  of  R.  T.  Osgood, 
of  Oriand,  Me. — Impropement  in  Grain  and  Grass  Harvesters. — Patented  February  17, 
185*J;  reissued  December '24,  1861. 

Claim. — First,  a  hinged  finger  beam,  so  connected  to  or  with  the  main  frame  that  while  it 
receives  its  advancing  movements  from  the  main  frame  it  will,  in  its  upward  and  downward 
movements,  conform  to  the  siurface  of  the  ground  over  which  it  passes,  substantially  as  set 
forth.  , 

Second,  in  combination  with  the  main  frame  and  finger  beam,  the  intermediate  hinged 
coupling  arm,  whereby  the  progressive  movements  of  the  finger  beam  and  cutters  shall  b« 
controlled  by  the  mam  frame,  while  in  their  upward  and  downward  movements  they  may 
conform  to  the  undulations  of  the  ground  over  which  they  pass. 

Thud,  the  short  finder  beam  in  combination  with  the  intennediate  hinged  coupling  arm, 
substantially  as  described. 


DESIGNS. 


No.  l,nG6.— Robert  Allan,  of  Camden,  N.  Y.,  assip^or  to  A.  Smith,  of  West  Farm, 
N.  \. — Design  for  Carpets. — Patent  dated  February  5,  1661. 

Claim. — The  combination  and  arrangement  of  the  devices  as  described  and  represented  in 
the  drawings,  as  a  new  design  for  carpets. 

No.   1,*.JG7.— fcLEMfR  J.  Ney,  of  Lowell,  Ma^s.,  assignor  to  Lowei,l  Manufa( tiring 
CoMl'ANV,  of  same  place. — Sew  Pattern  for  Carpets. — I'atcnt  dated  February  5,  IbOi. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabrics,  as  set  forth. 

No.  i,')G$. — Elemhi  J.  Nnv,  of  LoAvell,  Mass.,  assignor  to  Lowfxl  Manufacturing 
C()MP\NV,  of  same  place. — Sew  Pattern  for  Carpets. — Patent  dated  Febmary  5,  18(51. 
Claim. — The  design  or  pattern  for  cari)ets  or  other  fabrics,  as  set  forth. 

No.  l,:iC9. — Joseph  D.  Warren,  James  B.  Scofield,  Isaac  War  dwell  and  Aigus- 
'lus  T.  JONU.s,  of  ^Stamford,  Conn. — Design  for  :<toves.—  Vnivut  dated  I'Vlniury  5,  1^01. 

Claim. — Tho  form,  configuration  and  arrangement  of  the  raised  figures  and  beads,  as 
described. 

No.  l,r>70.— Henry  G.  Thompson,  of  New  Y'ork,  N.  Y.,  assignor  tothellARTFORn  Car- 
pet Company,  of  Hartford,  Conn.— Design  for  a  (^Virpr/.— Patent  dated  Ftbruary  Pi,  1861. 

Cluiin. — Tho  configuration  of  the  design,  when  made  b^  being  inwrought  iiito  two-ply 
ingrain  or  other  caq)eting,  in  the  form  similar  to  the  drawings  accompanying  tho  specifi- 
cation. 
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No.  1,371.— Henry  G.  Thompson,  of  Now  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn. — Design  for  a  Carpet. — Patent  dated  February  12, 1861. 

Claim. — The  coufif^uration  of  the  desij^n,  when  made  by  l)eing  inwroup^ht  into  three-ply 
inf^ain  or  other  cai*peting,  in  the  form  Bimilar  to  the  drawings  accompanying  the  specifi- 
cation. 

No.  I,rw2.— HenryG.  Thompson,  of  Now  York,  N.  Y.,  assignor  to  the  H.uitford  Car- 
pet Company,  of  Hartford,  Conn. — Design  for  a  Carpet. — Patent  dated  February  12,  1861. 

Claim. — The  contiguration  of  the  design,  w^hon  made  by  being  inwrought  into  three-ply 
ingrain  or  other  carpeting,  in  the  rorm  similar  to  the  drawings  accompanying  the  specifica- 
tion. 

No.  1,373.--Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  C.\R- 
PET  Company,  of  Hartford,  Conn. — Design  for  a  Carpet.— Vntiint  dated  Febniary  12,  1^1. 

Claim. — The  conliguration  of  the  design,  whon  made  by  being  inwrought  into  three-ply 
Ingram  or  other  cari)eting,  in  the  form  similar  to  the  drawings  accompanying  the  specifica- 
tion. 

No.  1,374. — Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn. — Design  for  a  C'ar;?^/.— Patent  dated  February  12,  1661. 

Claim. — The  coniiguration  of  the  design,  when  made  by  b(jing  inwrcTught  into  tbree-ph" 
iBgiam  or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specifi- 
cation. 

No.  l,t;75.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  C.ui- 
PET  CoMi'ANY,  of  Hartford,  Conn. — Design  for  a  Carpet.—  I'atent  dated  February  12,  1861. 

Claim. — Tho  configuration  of  the  design,  when  made  by  being  inwrought  into  three-phr 
ingrain  or  other  carpeting, .  in  tho  form  bimilar  to  tho  diawings  accompanying  tho  f^pecrn- 
cation. 

No  1,376.— Henry  G.  Thomp.son,  of  Now  York,  N.  Y.,  assignor  to  tho  Hartford  Car- 
pet Company,  of  Hartford,  Conn. — Design  for  a  C«rpff.— Patent  dated  Febniary  12,  1861. 

Claim. — Tho  contiguration  of  the  design,  when  made  by  being  inwrought  into  Ihree-pl^ 
ingrain  or  other  carpeting,  in  tho  form  similar  to  the  drawings  accompanying  the  specifi- 
cation. 

No.  1,377.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
I'ET  C0MP\NY,  of  Hartford,  Conn.-  Design  for  a  Carpet.-  raicut  dated  February  12,  1861. 

Claim. — The  conHgiirntion  of  the  dtsi^^^n,  when  in;id(»  by  being  inwrought  into  two-ply 
ingiaiu  or  other  caqx'ting,  in  the  form  >imilar  to  tho  drawings  accompanying  the  ^pecin- 
cation. 

No.  1,378.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  ot  Hartford,  Conn. — Design  for  a  Carpet. — Patent  dated  Februaiy  12,  1861. 

Claim. — Tho  contigumtion  of  tho  design,  when  made  by  being  inwrought  into  two-ply 
Ingram  or  other  carpeting,  in  tho  form  similar  to  the  drawings  accompanying  the  specifi 
cation. 

No.  1,379.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
PET  Company,  of  Hartford,  Conn. — Design  for  a  Car/jrf. ^Patent  dated  Febniary  14,  1861. 

C/«/m.—  The  configuration  of  tlio  design,  Avhcn  made  by  being  inwrought  into  two-ply 
ingrain  or  other  cai^peting,  in  tho  form  similar  to  the  diawings  accompanying  the  specifi- 
cation. 

No.  1,:  SO.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  C\R- 
PET  Company,  of  Hartford,  dum.— Design  for  a  Cflfo^f.— Patent  dated  February  12,  1861. 

Claim. — Tho  configuration  of  tlio  design,  when  made  by  being  in\yroiight  into  two-ply 
ingrain  or  other  carpeting,  in  the  form  similar  to  tho  drawings  accompanying  tho  specifi- 
cation. 

No.  1,3^S1.— Henry  G.  Thompj^on,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  C\R- 
PEi"  Company,  of  llaiiford.  Conn. — Design  for  a  Carpet. — Patent  dated  Febniary  12,  Mil. 

Claim. — Tho  configuration  of  the  design,  when  made  by  being  inwrought  into  two-ply 
ingrain  or  other  caqieting,  in  the  form  similar  to  tho  diawings  accompanying  tJie  .specifi- 
cation. 

No.  1,382.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  C  vr- 
PET  C<^.^u•ANY,  of  Hartford,  Conn. — Design  for  a  Cor/j^f.— Patent  datetl  Febniary  12,  1861. 

Claim. — The  configuration  of  tlie  design,  when  made  by  beiug  inwrought  into  two-ply 
ingrain  or  other  carpeting,  in  the  fonn  similar  to  the  drawings  accompanying  the  specifi- 
cation. 
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No.  1,3J^.— Henry  O.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  TIari  ford  Car- 
pet CoMPAYY,  of  Hartford,  Conn,— Design  for  a  Carpet.— Patent  dated  Febnmry  12,  1861. 

Claim. — The  configuration  of  the  desifi^n,  when  made  by  being  inwroujrht  into  two-ply 
ingniin  or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specifi- 
cation. 

No.  l,ne!.— IlRXRY  G.  TnoivrpsoN,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn. — Design  for  a  Carpet. — IJateut  dated  February  12,  1861. 

Claim. — The  configuration  of  the  design,  when  made  by  being  inwrought  into  two-ply 
ingrain  or  other  carpeting,  in  the  form  similar  to  the  di'awings  accompanying  the  specifi- 
cation. 

No.  1,385.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn. — Design  Jor  a  Carpet. — Patent  dated  P^bmary  1*>,  1861. 

Claim. — The  configuration  of  the  design,  when  made  by  being  inwrought  into,  two-ply 
ingrain  or  other  carpeting,  in  the  form  similar  to  the  drawings  uccompauyiiig  the  specifi- 
cation. 

No.  1,386.— John  Long,  of  Massilon,  Ohio. — Design  for  Cooking  Scores.— Patent  dated 
Febraary  19,  1861. 

Claim. — The  combination  and  arrangement  of  the  described  shapes,  figures,  ornaments 
and  mouldings,  in  a  design  for  cooking  stoves,  as  represented  in  the  drawings. 

No.  1,387.— Sampson  Haineman,  of  New  York,  N.  Y.,  assignor  to  Himself  and  Julius 
NE<;nnoL'R,  of  same  place. — Design  for  a  Trade-Mark. — Patent  dated  February  26,  1861. 

Claim. — Tho  picture  or  figure  to  bo  used  as  a  trade-mark,  and  designed  as  described, 
with  the  words  '* Magnesia  Green"  associated  therewith,  as  described. 

No.  1,383.— N.  S.  Vedder,  of  Troy,  N.  Y.— Design  for  a  Cook  Stove.— Taiont  dated 
March  5,  1861. 

Claim. — The  ornamental  design  and  configuration  of  cook  stove  plates,  such  as  described. 

No.  1,389.- N.  S.  Vedder  and  E.  Ripley,,  of  Troy,  N.  Y.,  assignors  to  N.  S.  Vf.dder, 
of  same  place. — Design  far  a  Stove. — Patent  dated  March  5,  1861. 

Claim. — Tho  ornamental  design  and  configuration  of  stove  plates,  such  as  described. 

No.  1,390  — E.  C.  Brewster,  Bristol,  Conn.— Design  for  a  Clock  Case. — Patent  dated 
March  19,  1«')1. 

Claim. — The  design  for  a  clock  case,  as  illustrated  and  set  forth. 

No.  1,;591.— Jamc^.  Horton  and  John  Martino,  of  Philadelphia,  Pa.,  assi^'nois  to  D. 
Stfart  and  P.  1*eterson,  of  same  place. — Dt  sign  for  Plates  of  a  Cooking  Slocc. — Patent 
dated  Maicii  19,  1^61. 

Claim. — The  combination  and  arrangement  of  tho  ornamental  figures  and  forms  repre- 
sented in  and  by  the  drawing,  forming  together  an  ornamental  design  for  the  front,  side 
and  back  plates  of  a  cooking  stove. 

No.  1,392.— Eltas  Inoraham,  of  Bristol,  Conn.— Design  for  a  Clock  Case  Front,— 
Patent  dated  March  19,  1^61. 

Claim. — The  design  and  aiTangemcnt  of  the  projecting  surface  A,  and  the  half  bead  B, 
for  clock  case  fronts,  in  tho  manner  as  described  and  represented. 

No.  1,393.— Ef. EMIR  J.  Nev,  of  Lowell,  Mass.,  assignor  to  tho  Lowell  Maxufacturinh 
Company,  of  same  place. — Design  for  Carpets. — t*atent  dated  March  19,  1861. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabrics,  as  set  forth. 

No.  1,394.— El  EMIR  J.  Ney,  of  Lowell,  Mass.,  assignor  to  tho  Lowell  MANUFAnTlTUNG 
Company,  of  same  place. — Dt  sign  for  Carpets. — Patent  dated  March  19,  1861. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabrics,  as  set  forth. 

No.  1,395.— Elemir  J.  Ney,  of  Lowell,  Mass.,  assignor  to  tho  Lowell  Manufaciuring 
Company,  of  same  place. — Design  for  Carpets. — l*atent  dated  March  19,  1861. 
Claim. — Tho  design  for  carpets  or  other  fabrics,  as  set  forth. 

No.  1,39;>.— .V.  C.  Bars  row,  of  Providence,  R.  I. — Design  for  Base  for  Parlor  Stoves,— 
Patent  dated  March  2(5,  1861. 

Cl'iim. — The  new  design  fortja^e  for  parlor  stoves,  having  tho  general  ornamental  form 
and  couiiguration,  as  described  and  represented. 
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No.  1,397.--N.  S.  Vedder,  of  Troy,  N.  Y.,  assizor  to  IxoRAnAM  and  Phillips,  of  same 
place. — Ornamental  Design  for  an  Elevated  Open  Cooking  State. — Patent  datcJ  April  2, 
1801. 

Claim. — Tho  ornamental  design  for  an  elevated  oven  cooking  stovo,  as  described  aod 
represented. 

No.  1,:U)H.— CilARLE.s  Probst,  of  Hudson  City,  N.  Y. — Design  for  Window  Glass. — 
Patent  dated  April  9,  1801. 

Claim, — TLie  jwouliar  ananpenient  and  configuration  of  leaves  and  stems,  as  described  and 
rcpreserited  m  liie  drawing,  the  same  forming  a  new  and  ornamental  design  for  window  glass. 

No.  1,:509.— Walter  W.  Stanard,  of  Buffalo,  N.  Y.,  assizor  to  Jewbtt  &  Root,  of 
samw  place. — Design  for  Coat  Stores. — Patent  dated  April  9,  It^l. 

Claim, — The  ornamental  design  for  a  coal  stove,  as  described  and  represented. 

No.  Ir400.— Waltlr  W.  Stanard,  of  Buffalo,  N.  Y.,  a^'signor  to  Jewett  &  Root,  of 
eamo  place. — Design  for  Parlor  S/orcs. -^Patent  dated  April  9,  1861. 

Claim. — The  ornamental  design  for  a  parlor  stove,  as  described  o^l  r^  ;)resented. 

No.  1,401.— Walt ^jiW.  Stanard,  of  Buffalo,  N.  Y.,  assignor  to  Jewett  &  Root, 
oi  same  place. — D^^ign  for  an  Elccatcd  Ocen  for  Cook  Stoves. — Patent  dated  April  9,  1861. 

Claim. — The  ornamental  design  for  elevated  oven  for  cook  stove,  as  described  and  repro 
scnted. 

No.  1,402.— S.  E.  CliUBBUCK,  of  Roxbury,  Mass.,  assignor,  to  Himself,  I.  Y.  and  S.  E. 
CnuBBlCK. — Design  for  a  Steam  Radiator. — Patent  dated  April  IW,  1801. 

Claim. — Arranging  the  corrugation  on  plate  A,  so  as  to  produce  tho  configuration,  as 
described  and  represented. 

No.  1,403.— J.  B.  Sargent,  of  Now  Britain,  Qonn.—Design  far  a  Twine  Box. — Patent 
dated  April  30,  1801. 

Claim. — The  design  of  tho  beehive  twine  box  A,  with  its  border  B,  as  shown  and  described. 

No.  1,40}.— Saimuel  W.  Gibbs,  of  Albany,  N.  Y.,  assignor  to  JoHN  F.  Ratubone,  of 
same  place. — Design  for  a  Siocc— Patent  dated  May  7,  1801. 

Claim. — Tho  combination  and  arrangement  of  figures  and  forms  represented  in  tho  said 
drawings,  forming  together  tho  ornamental  design  for  tho  plates  of  a  parlor  or  halt  stove. 

No.  1,405.— Samuel  W.  Gibbs,  of  Albany,  N.  Y.,  assignor  to  John  F.  Ratubone,  of 

flamoi)!ace. — Design  for  a  Parlor  Store. — Patent  dated  May  7,  1801.. 

Claim. — Tho  combination  and  arrangement  of  figures  and  forms  represented  in  the  said 
drawingri,  forming  together  the  ornamental  design  for  the  plates  of  a  parlor  stove. 

No.  1,400.— Samltjl  W.  Gibbs,  of  Albany,  N.  Y.,  assignor  to  John  F.  Rathbone,  of 
same  place.— Design  for  a  Cooking  Stove. — Patent  dated  May  7,  1801. 

Claim. — Tho  combination  and  arrangement  of  figures  and  forms  represented  in  tho  said 
drawings,  forming  together  the  ornamental  design  for  the  plates  of  a  cooking  stove. 

No.  1,407.— Caleb  W.  Palmer,  of  ^roy,  N.  Y.— Design  for  Cooking  Scores.— Patent 
dated  May  7,  1801. 

Claim. — The  configuration  of  and  arrangement  of  ornaments  .and  mouldings  upon  the  end 
and  side  plates  of  the  elevated  ovens  of  cooking  stoves. 

No.  1,408.— Henry  G.  TiioMrsoN,  of  New  York,'N.  Y.,  assignor  to  tho  Hartford 
Carpet  Company,  of  Hartford,  Conn.— i>c«i^n  for  a  Carpet.— Patent  dated  May  7,  1801. 

Claim. — Tho  coutlguration  of  tho  design,  when  mador,  by  being  inwrought  into  two-ply  in- 
grain or  other  carpeting,  in  the  form  similar  to  tho  drawings  accompanying  tho  specification. 

No.  1,409.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  tho  Hartford 
Carpet  Company,  of  Hartford,  Conn.— Design  for  a  Carped— Patent  dated  May  7,  1861. 

Claim. — The  configuration  of  the  design,  when  made,  by  being  inwTought  into  three-ply  in- 
grain or  other  carpeting,  in  tho  form  similar  to  the  drawings  accompanying  tho  specification. 

No.  1,410.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Company,  of  Hartford,  Conn. — Design  for  a  Carpet. — Patent  dated  May  7,  1861. 

Claim. — Tho  configuration  of  tho  design,  when  made,  by  being  inwrought  into  three-ply 
ingrain  or  other  carpeting,  in  the  fbrm  similar  to  the  drawings  accompanying  the  specification. 

No.  1,411.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Company,  of  Hartford,  Cvnn.— Design  for  a  Carpc t.~Vaicut  dated  May  7,  1801. 

Claim. — Tho  configuration  of  tho  desi^^n,  when  made,  by  being  inwrought  into  two-i>ly  ii>- 
grain  or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specification. 


Digitized  by  CjOOQIC 


COMMISSIONER   OF   PATENTS.  659 

No.  1,412.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpht  Company,  of  Hartford,  Conn.— Design  for  a  Car/7f^— Patent  dated  May  7,  1831. 

Claim. — The  configuration  of  the  design,  when  made,  by  being  inwrought  into  two-ply  in- 
praiu  or  other  carpeting,  in  the  form  similar  to  the  di'awiugs  accompanying  the  spccilication. 

No.  1,413. — Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Company,  of  Hartford,  Coun.— Design  for  a  Carped— Patent  dated  May  7,  1861. 

Claim, — The  configuration  of  the  design,  when  made,  by  being  inwrought  into  two-ply  in- 
giain  or  otlier  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,414.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Co    pany,  of  Hartford,  Conn.— Design  for  a  Carpet.— Patent  dated  May  7,  1861. 

Claim. — Iho  configuration  of  the  design,  when  made,  by  ueing  inwrought  into  two-ply  in- 
prain  or  other  carpeting,  in  the  form  similar  to  the  drawings. accompanying  the  specification. 

No.  1,415.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Company,  of  Hartford,  Conn.— Design  for  a  Carvct.—Vaicnt  dated  May  7,  1861. 

Claim. — The  configuration  of  the  design,  when  made,  by  being  inwrought  into  three-ply  in- 
grain or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,416. — Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Company,  of  Hartford,  Conn. — Design  for  a.  Carpet. — Patent  dated  May  7,  18()1. 

Claim. — ^Tho  configuration  of  the  design,  when  made,  by  ueing  inwrought  into  three-ply  in- 
grain or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,417.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Company,,  of  l^rtford.  Conn. — Design  for  a  Car;?cf.— Patent  dated  May  7,  1861. 

Claim. — The  configiuation  of  the  design,  when  made,  by  being  inwrought  into  two-ply  in- 
grain or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,418. — Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford 
Carpet  Company,  of  Hartford,  Conn. — Design  for  a  Carpet. — Patent  dated  May  7,  1861. 

Claim. — The  configuration  of  the  design,  when  made,  by  being  inwrought  into  two-ply  in- 
grain or  other  carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,419.— HHt AM  .Young,  of  New  York,  N.  Y.— Design  for  a  T«fl;;of.— Patent  dated 
May  7,  1801. 

Claim. — The  general  configuration  of  the  concave  lid  A  having  a  flat  bottom  a,  an  iriclincd 
slightly  curved  or  convex  side  6,  and  a  bead  /  on  its  lip  or  flange  c,  in  connexion  with  the 
bead  i  on  flange  A,  all  being  combined  and  aiTanged  to  form  a  new  and  original  design  for  a 
teapot. 

No.  1,420.— Garrettson  S^hth  and  Henry  Brown,  of  Philadelphia,  Pa.,  assignors  to 
Lei  BRA  NOT  &  McDowell,  of  the  same  place. — Design  for  a  Cooking  Stocc. — Patent 
dated  May  14,  1861. 

Clairit. — The  described  ornamental  figure  in  the  middle  of  each  of  the  larger  doors  A, 
those  in  the  middle  of  rach-  of  the  two  smaller  doors  C,  and  those  in  each  of  the  two  front 
doors  D,  and  also  the  edge  mouldings  around  the  said  doors  A  C  D,  the  said  mouldings  be- 
ing of  the  fonn  or  configuration  shown  in  figures  1  and  5  respectively,  also  the  described 
oniamental  fip^ure  in  the  middle  of  the  back  nlatc  IV,  and  albo  the  edge  mouldings  around 
the  top  plate  E  and  the  bottom  plate  F,  the  said  mouldings  being  respectively  of  the  form  or 
confip-nratiou  shown  in  figures  1,  3,  and  4,  the  said  ornamentations  constituting  a  design  for 
the  plates  of  a  cooking  stove. 

No.  1,4'}1.— Samuel  K.  Hawley,  of  New  York,  N.  Y.— Design, for  Hats.— Tiiicnt  dated 
May'JH,  1861.  / 

Claim. — The  general  configuration  of  the  stars  a  b  c  respectively  on  the  crown  A  and  brim 
B,  as  shown,  to  form  a  new  and  original  design  for  a  hat. 

Ko.  1,4*22. — Isv-^c  D.  Brewer,  of  Cambridge,  Mass.— Design /or  a  Label  or  Trade 
ilfar/r.— Patent  dated  May  28,  1861. 

Claim. — The  described  design  for  a  label  or  trade  mark.^ 

No.  1,423.— M.  C.  Burleigh,  of  Somersworth,  N.  H. — Design  for  Stoves, — Patent  dated 
May  2^  1861. 

Claim. — The  general  configuration  of  the  parts  liereiu  shoAvn  and  described  to  form  a  new 
and  original  design  for  the  doors  or  panels  of  stoves. 
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No.  1,424.— C.  W.  Cooke,  of  Waterloo,  N.  Y.—Dwi^n /or  Balmoral  Skirts.— P&Usni 
dated  Muy  28.  J8(U. 

Claim.'  The  stiipe.^  a,  of  gray  or  other  pale  coXov  alternating  with  stripes  i,  of  iDcrc*a."jing 
width,  and  of  blue  or  other  urilliuut  color,  and  provided  with  holders  c,  and  centre  lines  d, 
as  sho^vn  and  described. 

No.  1  4''.").— Miles  Grlenwood,  of  Cincinnati,  O. — Design  for  Pumps.—Fixteni  dated 

Claim  -  The  design  do~oril)od,  oons'.st'ng  of  an  eagle  and  shield  enclosed  in  an  arched 
panel  in  dcmi-relicf,  the  whole  being  substantmlly  as  lepiesented. 

No.  1,4'2G.— Albert  F.  Johnson,  of  Boston,  Mass.— Design /or  a  Tra</c  3far^.— Patent 
dated  May  28,  1861. 

Claim. — The  combination  and  arrangement  of  words  and  ornamented  device.s  for  a  trade 
mark  to  be  appUed  to  sowing  machines,  the  same  being  as  described,  and  as  lepreseuted  in 
the  drawing. 

No.  1,427.— Samuel  W.  Gibbs,  of  Albany,  N.  Y.,  assignor  to  John  F.  R^thbone,  of 
same  place. — Design  for  a  Parlur  Stove. 

Claim. — The  combination  and  arrangement  of  figures  and  forms  represented  in  the  draw- 
ings or  delineations,  forming  together  the  ornamental  designs  for  the  phttes  of  u  par.or  .-tove. 

No.  1,428.— Edward  Maynard,  of  BrookJ^-n,  N.  Y.,  assgnor  to  Gibbons  L.  Keltv,  of 
New  York,  N.  Y. — Design  for  Curtain  Loop*. —Pa.ent  dated  May  28,  I8t)l. 

Claim. — The  new  and  original  design  for  omamentmg  curtain  oops  i^et  forth,  the  same 
consisting  of  a  medallion  surrounded  by  the  cord  of  the  loop,  as  shown. 

No.  1,429.— Jame«s  J.  Morri-jett,  of  New  York,  N.  Y.,  assignor  to  Jacob  L.  DoD(;e,  of 
the  same  place. — Design  for  Hats. — Patent  dated  May  28,  18(51.    ^ 

Claim. — The  configuiation  of  the  brim  of  the  hat,  as  illustratca  by  tlie  several  figures  of 
the  di-awing,  and  herein  described. 

No.  1,430.— Garrettson  Smith  and  Henry  Bro\yn,  of  Philadelphia,  Pa.,  assignors  to 
Cox,  Whitman  &.  Cox,  of  the  same  place. — Design  for  a  S/oce.— Patent  dated  May  28, 
18*31. 

Claim. — The  ornamental  figures  and'  forms  represented  in  and  by  the  drawing,  the  whole 
forming  an  ornamental  design  for  the  front,  side,  and  back  plates  of  a  cooking  stove. 

No.  1,4^1.— N.  S.  Vedoer,  of  Troy,  N.  Y.,  assignor  to  Vincent,  Tibbals,  SiURK  &, 
Co.,  of  Eiie,  ra.—Dtsign  for  Co  thing  Stovc<      Patent  dated  May  28.  .801. 

C/"i/rt.— The  specified  combination  and  arrangemon.  of  forms  and  mouldings  constituting 
the  whole  design  of  a  cooking  stove,  as  represented. 

No.  1,432.— Levi  L.  Tower,  of  Boston,  Mass.,  a-signor  to  Cutter,  Tower  &  Co.,  of 

the  same  phico. — Design  for  a  Tiadr  Mark. — Patent  dated  Juno  Jl,  1861. 

Claim. — The  said  design  as  a  trade  mark,  to  bo  applied  to  lead* pencils,  «Slc.,  the  same  be- 
ing as  described  and  ropieftculcd. 

No.  1,433.— Cn\RLES  S.  Ciufpee,  ^of  East  Cambridge,  Ma^s.,  a«?8ignor  to  the  Bay 
State  Gi-as^  Company,  of  the  same  place. — Design  for  Tumblers^  GoblctSy  ^c— Patent 
dated  June  25,  18(51. 

Claim. — ^Tho  said  design,  as  described  and  represented. 

No.  1,431.— n.  W.  IIaydkn,  of  Watirbury,  Conn. —  Design  for  a  Mat  for  Dagutrrto- 
typtj    Ambrotype^  and  Photograph  Casts. — Patent  dated  June  25,  18G1. 

Claim. — The  general  configuration  of  the  parts  shown  and  described  to  form  a  new  and 
original  design  for  a  mat  for  daguerreotype  and  bimilar  cases. 

No.  1,435. — James  ITutchinson,  of  Lan»ingburg,  N.  Y.,  assignor  to  JoNA.  E.  Whipple 
of  the  same  place. — Design  for  Oil  Cloths. — Patent  dated  Juno  25,  J 861. 

Cl'nm, — The  general  configuiation  of  the  parts  to  form  a  new  and  original  design  for  oil 
cloths. 

No.  1,430.— James  M<  Duff,  of  Morrisania,  N.  Y.,  assignor  to  N.  McGRnv  and  :SL  A. 
Taylor,  of  New  York,  X.  Y.— Design  for  Coffins. -^Vatont  dated  Juno  25,  1861. 

Claim. — The  double  ogee  or  serpentine  raised  top  A  and  ends  B  C,  corresponding  in  con- 
figuration with  the  top,  as  descri^  and  represented. 

No.  1,437.— Gibbons  L.  Krlty,  of  New  York,  N.  Y.— Design  for  Painted  Mmdow 
Shade  M^ferif//.- Patent  dated  July  D,  18U1. 

Cl'fim — The  new  and  original  design  for  the  manufacture  of  window  shades  or  curfaius 
set  forth,  thn  same  consisting  of  an  ornamental  lattice  painted  upon  the  entire  surface  ol'  the 
fabric,  as  shown. 
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No.  1,438.— JosiAH  C.  Fay,  of  Troy,  N.  Y,-— Design  for  Cooking  5toz?«s.— Patent  dated 
July  10,  18til. 
Claim. — The  ornamental  design  of  the  stove,  as  described  and  shown. 

No.  1,439.— John  Oorham,  Gorham  Thurber,  and  Lewis  Dexter,  .jr.,  of  Providence, 
R.  I. — Design  for  the  Handles  of  Table  Spoons  and  Forks. — Patent  dated  July  U^,  1861. 

Claim. — The  design  bpecified  for  the  handles  of  spoons  and  forks,  us  set  forth  and  repre- 
sented. 

No.  1.440.— John  Gorham,  Gorham  Thurber,  and  Lewis  Dexter,  jr.,  of  Providence, 
R.  I. — Design  for  Spoon  and  Fork  Handlec. — Pateut  dated  Jul^  16,  1801. 

Claim. — The  desigu  specified  for  the  handles  of  spoons  and  lorks,  as  set  forth  and  repre- 
sented. 

No.  1,441. — James  Horton  and  John  Martino,  of  Philadelphia,  Pa.,  assignors  to  David 
Steu  ar  I  and  Richard  Peterson,  of  the  same  place.— Z>esi^n  for  the  Plates  of  a  Parlor 
Stove.— Fatent  dated  July  16,  1861.  . 

Claim. — The  combination  of  the  ornamental  figures  and  forms  represented  in  and  by  the 
drawmg,  fomung  togi^ther  an  ornamental  design  for  the  plates  of  a  parlor  stove. 

No.  1.442.— James  Horton  and  John  Martino,  of  Philadelphia,  Pa.,  a«:signors  to  Da- 
vid Stewart  and  Rchard  Pkterson,  of  the  same  place.— i^est^n /or  Plaits  of  a  Cock- 
ing 5<op«.— Paten,  dated  July  16,  1861. 

Claun, — ^The  combination  of  the  ornamented  figures,  in  forms,  represented  in  and  by  the 
drawings,  fomung  together  an  ornamental  design  for  the  plates  of  a  cooking  stove. 

No  1  443.— Elemir  J."  Ney,  of  Lowe'l,  Mass  ,  assignor  to  the  Lowell  Manufacturing 
Company.— Design /or  a  Carpet  Pattern.— VoX^nt  dated  July  16,  1861. 
Claim. — The  design  or^attem  for  carpets  or  other  fabrics  set  forth. 

No  1.444.— Elemir  J.  Ney,  of  Lowgll,  Mass.,  assignor  to  the  Lowell  Manufacturing 
Company.- De»t^»/or  a  Carpet  PaMcrn— Patent  dated  July  16,  1861. 
Claim. — The  design  or  pattern  for  carpots  or  other  fabrics  set  forth. 

No  1,445.— Elemir  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  Lowell  Manufacturing 
Company.— Design /or  carpet  /^attern.—PatexH  dated  July  16,  :8H1. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabncs  set  forth. 

No  1,446.— Elemir  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  Lowell  Manufacturing 
Company.— Design /or  a  Carpet  Pattern. — Patent  dated  July  16,  1861. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabrics  get  forth. 

No.  1,447.— Elemir  J.  Ney.  of  Lowell,  Mans.,  assignor  to  the  Lowell  Manufacturing 
Company. — Design  for  a  Carpet  Pattern— Fatcnt  dated  Jnly  16,  1861. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabrics  set  forth. 

No  1,448. — ^Elemir  J.  Ney,  of  Lowell,  Mas^.,  assignor  to  the  Lowell  Manufacturing 
Company.—  Design  for  a  Carpet  Pa«crn.— Patent -dated  July  16,  1861. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabrics  set  forth. 

No.  1,449.— Elemtr  J.  NftY.  of  Lowell,  Mass..  assignor  to  the  Lowell  Manupacturins 
Company.— Design /or  a  Carpet  Pattern  —Patent  dated  July    6,  1861. 
Claim. — The  design  or  pattejm  for  carpets  or  other  fabncs  set  forth. 

No.  1,450. — Elemir  J.  Ney,  of  Lowell,  Mass..  assignor  to  the  Lowell  Manufacturino 
Company.— Dwi^it /or  a  Carpet  Paffcrn.— Patent  dated  July  16,  1861. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabncs  set  forth. 

No.  1,451.— Elemir  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  Lowell  Manufacturing 
Comp\NY.— Design /or  a  Carpet  Pattern. —Vatent  dated  July  16,  1861. 
Claim. — ^The  design  or  pattern  for  carpets  or  other  fabrics  set  forth. 

No.  1,452.— Elemir  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  Lowell  Manufa-turino 
Company.— £)*'«i^« /or  a  Carpet  Pa(fcr/i.—Pat**nt  dated  July  16,  lf?61. 
Claim. — ^The  design  or  pattern  for  carpets  or  other  fabrics  bet  foith. 

No.  1,453.— Garrettson  Smith  and  Henry  Brown,  of  Philadelphia,  Pa.,  assignors  to 
North,  Chase,  and  North,  of  the  same  place. — Design  for  Iron  Doors. — Patent  dated  July 
16,  1861. 

Claim. — The  design  and  configuration  of  thft  mouldings  a  a  a,  forming  an  omanientnl  de 
fti|rQ  for  iron  doors,  and  the  desire  to  limit  our  claim  to  said  design. 
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No.  l,4r>4.— NaKCY  D.  Terry,  of  Providence,  R.  I.— Design  for  a  Shaker  BonnH,— 

Putcut  cUited  July  IG,  1851.        * 

Claim. — My  peculiar  design,  shape,  or  configuration  for  a  shaker  bonnet,  as  described. 

No.  1,155— Andrew  Dougiierty,  of  Brooklyn,  N.  Y.— Design  far  Playing  Cards,— 
Patent  dated  July  2'\  1801. 

CI  'irn.  —A  colored  flag  design  for  playing  cards,  consisting  of  colored  faces  with  colored 
flag  backs,  as  described  and  represented. 

No.  1,450.— Daniel  M.  Scypes  and  Samuel  Smith,  of  Springville,  Pa.,  assignors  f 
Smuii,  Francis,  and  Wells,  of  the  same  place. — Design  for  a  Cooking  Stove, — Poleni 
dated  July  '2:\,  18bl. 

Claim. — The  ornamental  figures  and  forms  represented  in  and  by  the  drawings,  and  form- 
ing, together,  an  ornamental  design  for  the  plates  of  a  cooking  stove. 

No.  1,4'7.— Daniel  M.  Scypes  and  Samuel  Smith,  of  Springville,  Pa.,  assignors  f 
Smiiii,  Trancis,  and  Wells^*  of  the* same  jilacc. — Design  for  the  Plates  of  a  Sumnur 
Range. —  Viitvni  dated  July  ^'A,  18ol. 

(tahu. -~'Vhc  ornamental  figures  and  forms  represented  in  and  by  the  drawings,  and  form- 
ing, together,  an  oinamoutal  design  for  a  summer  range. 

No.  I,4r8. — SA.MUEL  W.  Gmns,  of  Albany,  N.  Y.,  assignor  to  Abbott  and  Noblk,  of 
Ph!.ade!phia,  Pa.— Design  for  Plates  of  a  Parlor  Stove. — Patent  dated  August  liJ,  iNil. 

Cluiui.  -The  ornamental  figures  and  forms  represeuied  in  and  by  the  drawings,  and  tunn- 
ing, together,  an  oinameulal  design  for  the  cap  and  babo  of  a  parlor  stove. 

No.  1,459.— Elemir  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  LOWELL  MANUFACTl-RIStf 
COMI'ANV. — Design  for  a  Carpet  /'af/frM. —Patent  dated  August  13,  IdGl. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabrics  as  senbrth. 


No   1.4G0 — Ele^hr  J.  Ney,  of  Ix)well,  Mass.,  assignor  to  the  LoWELL  MANUFA(*niUHa 
Company. — Design  for  a  Carpet  Pattern. — Patent  dated  August  13,  1861. 
Claim. — The  design  or  pattern  for  carpet  or  other  fabrics  us  bot  forth. 

No.  1.4H1.— Elemir  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  Lowell  MANUPAcrfKOW 
Company. — Design  for  a  Carpet  Pattern. — Parent  dated  Augu.st  13,  1801. 
Claim. — The  design  or  pattern  for  carj)ct  or  other  fabrics  as  .set  forth. 

No.  1,462.— Elemtr  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  LoWELL  ManUPACTIIUKO 
Company.—  Design  for  a  Carpet  Pattern. — i*atent  daied  Augu.st  13,  18(il. 
Claim. — The  design  or  pattern  for  carpets  or  other  iabiics  as  set  iorth. 

No.  1,463.— Elemtr  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  Lowell  MAKUFACTriuxo 
Company. — Design  for  a  Carpet  Pattern. — Patent  dated  August  13,  l^Gl. 
Claim. — The  design  or  pattern  for  carpets  or  other  fabiics  as  set  forth. 

No.  1,464.- Elemtr  J.  Ney,  of  l^well,  Mass.,  assignor  to  the  Lowell  MANt'FACnaiH* 
Company. —  Daignfora  Carpet  Pattern, — Patent  dated  August  13,  1861. 
Claim. — The  design  or  pattern  lor  carpets  or  other  labrics  as  sot  Ibrth. 

No.  1,465. — Elemhi  J.  Ney,  of  Lowell,  Mass.,  assignor  to  tho  LowElx  MANUPACTLluira 
Company.— Design /or  a  Carpet  Pattern, — Patent  dated  August  1:5,  18G1. 
Claim. — Tho  design  or  pattern  for  carpets  or  other  fabrics  as  set  forth. 

No.  1,466.— William  A.  Greene,  of  Albany,  N.  Y,— Design  for  a  Laundry  S(»m.— 
Patent  dated  August  13,  1861. 

Claim, — ^Tho  design  or  form,  as  described  and  shown  in  tho  drawings,  the  same  coiuUtutiAf 
the  external  form  or  design  for  a  laundry  or  heating  stove. 

No.  1,467.— Daniel  Rickerby,  of  Boston,  liass,—Designfor  Slate  /Zoo/iii^.— Patent  daied 
August  13,  1861. 

Claim, — ^Tho  design  for  slating,  produced  by  the  uso  of  the  slates  A  and  B,  as  specified. 

No.  1,468.— Charles  A.'Shaw,  of  Biddcford,  Me,— Design  for  a  Work  //o/Jer.— PbIqbI 
dated  August  13,  1861. 
Claim, — ^The  design  for  a  work  holder  as  described  and  illustrated  in  the  drawing 

No.  1,469.— Charles  A.  Silaw  and  James  E.  Clark,  of  Biddeford,  Me,— Design  f^r  m 
Sewing  Machine, — Patent  dated  Au^t  13,  1861. 

Claim, — ^The  ornamental  design  lor  the  standard  a  aaa^  as  shown  in  the diawin^^  uaM 
described. 
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No.  1,470.— Barnard  Smith,  of  Cincinnati,  O. — Design  for  a  Burial  Cas«.— Patent 
dated  August  27,  18C1. 

Claim. — The  desi^  of  a  metallic  burial  case,  as  described  and  represented. 

No.  1,471. — .John  Goriiam,  Gorham  Tihtibcr,  and  Lewis  Dexter,  jr.,  of  Providence, 
R.  I. — Drsi<rn  for  Spoons, — Patent  dated  September  *^,  18G1. 
Claim. — The  design  for  spoons,  substantially  as  described. 

No.  1,472. — Eltas  Ingraham,  of  Bristol,  Conn.— Design  for  a  Clock  Case  Front, — 
Patent  dated  September  3,  18(>1. 

Claim, — The  design  for  a  clock  case,  as  illustrated  and  set  forth.    - 

No.  1,473. — Gilbert  Knapp,  of  Uoncsdale,  Va. — Design  for  a  Cook  Stove, — ^Patent  dated 
September  3,  1861. 

'    Claim. — The  general  configuration  of  the  parts  shown  and  described,  to  form  a  new  and 
original  design  for  a  cook  stove. 

No.  1,  474.— Jacob  Mersereau,  of  Port  Chester,  N.  Y.,  assignor  to  W.  P.  A.  and  J. 
Abendrotii,  of  New  York,  N.  Y. — Design  for  a  Cooking  Store. — Patent  dated  September 
17,  1861. 

Claim, — The  general  configuration  of  parts  shown  and  described,  to  form  a  new  and 
original  design  for  a  cooking  stove. 

No.  l,47r>. — Eberhard  Fabrr,  of  New  York,  N.  Y. — Design  for  a  Trade  Mark  on  Lead 
P«nci7s.— Patent  dated  October  8,  1861. 

Claim. — The  ornamental  design,  or  trade  mark,  composed  of  an  American  or  national  flag, 
combined  with  the  word  "Union,"  as  represented,  to  bo  fixed  on  pencils,  in  the  manner  and 
for  the  purposes  described. 

No.  1,476.— S.  n.  Sailor,  of  Philadelphia,  Pa.,  assignor  to  Smith,  Francis  and  Wells, 
of  Springville,  Pa. — Design  for  an  Egg  Cylinder  Store. — Patent  dated  October  8,  18G1. 

Claim. — The  ornamental  figures  and  forms  represented  in  and  by  the  diawing,  the  whole 
forming  an  ornamental  design  lor  an  c^^  cylinder  stove. 

No.  1,477.— S.  II.  Sailor,  of  Philadelphia,  Pa.,  assignor  to  Smith,  Francis  and  Wells, 
of  Springville,  Pa. — Design  for  a  Gas  Burning  Cylinder  Stove. — Patent  dated  October  S, 
1861. 

Claim. — The  ornamental  figures  and  forms  represented  in  and  by  tho  drawing,  the  whole 
forming  an  ornamental  design  lor  a  cylinder  stove. 

No.  1,478.— William  P.  Uiilinger,  of  Philadelphia,  Va.^Dcsign  for  a  School  Desk, — 
Patent  dated  October  8,  1861. 

Claim.— Tho  omament^il  configuration  of  the  cast  iron  uprights  B,  constituting,  in  com 
binat:on  widi  a  table  C,  back  I),  and  seat  A,  a  new  and  original  design  for  a  school  desk,  as 
BQt  forth  and  represented  in  the  drawing. 

No.  1,479.— Francis  Girad,  of  New  York,  N.  Y,— Design  for  a  Picture  Frame. —Patent 

datcdiOctober  2i,  1861. 

Claim. — A  design  for  picture  fames,  differing  from  tho  oval,  in  which  the  middle  of  the 
four  sides  and  the  middle  of  tho  four  round  coiners  arc  equal  in  width,  but  larger  than  the 
eight  intermediate  pieces. 

No.  1,480. — Elemir  J.  Ney,  of  Lowell,  Mass.,  assignor  to  the  Lowell  Manufacturing 
Company,  of  the  same  pl£^. — Design  for  a  Carpet  Pattern. — Patent  dated  October  22,  1861. 
Claim, — Tho  design  or  pattern  for  cai-pots  or  other  fabrics  as  set  forth. 

No.  1,481. — Elemir  J.  Ney,  of  Lowell,  Mass.,  assignor  to  tho  Lowell  Manufacturino 
Company,  of  tho  same  place. — Design  for  a  Carpet  Pattern, — Patent  dated  October  22, 1861. 
Claim. — ^Tho  design  or  pattern  for  carpets  or  other  fabrics  as  set  forth. 

No.  1,482.— Elemir  J.  Ney,  of  I^well,  Mass.,  assignor  to  the  LoVell  Manufacturino 
Company,  of  tho  same  place. — Design  for  a  Carpet  PaWcm.— Patent  dated  October  22, 1861. 
Claim, — The  design  or  pattern  for  carpets  or  other  fabrics  as  sot  forth. 

No.  1,483.— Henry  Terry,  of  Plymouth,  Conn.— Design  for  a  Clock  Case  Front,-^ 
Patent  dated  October  22,  1881. 

Claim, — ^Tho  design  for  a  clock  case  front,  substantially  as  described  and  illustrated. 

No.  1,481.— Henry  K.  Hotchkiss,  of  Bristol,  Conn.— i>c«t^n  for  a  Clock  Com.— Patent 
dated  October  29,  1861. 

Claim. — Tho  design  or  pattern  for  a  clock  case,  as  illustrated  and  described. 
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No.  1,485.— Caled  W.  PALftlER,  of  Troy,  N.  Y,— Design  for  a  Cooking  ^ovc.— Patot 
dated  October  29,  1801. 

Claim, — Cooking  stovo  plates,  ornamented  as  described. 

No.  1,480.— J.\aiES  J.  Mowusett,  of  New  York,  N.  Y.,  assignor  to  Jacob  L.  Dodge,  of 

the  same  place. — Design  /or  Hats. — Patent  dated  October  iW,  it#<>l. 

Cluim. — The  configuration  of  the  biim  of  the  hat,  as  illustrated  by  tho  several  ligurw  ot 
the  drawing  and  described. 

No.  I,4t7. — Gaiidner  CniLSON,  of.  Boston,  Mass. — Design  for  a  Parlor  Store, — PateU 
dated  November  5,  1861. 

Cluim, — The  design  of  tho  base  A,  the  door  n-ames  F  and  G,  tho  cap  plate  K,  tlie  Itgs  II 
H  il,  tho  register  K,  and  the  urn  D,  tho  same  being  formed  and  ornamented  in  moaner  u 
shown  in  the  dra>\iugs. 

No.  1,4H*\— J.  A.  EsiiLE!VL\N,  of  Philadelphia,  Pa.— Design  for  a  Crarai.— Patent  <LVjDd 
November  VZ,  18til. 

Claim. — A  cravat  composed  of  a  fabric  of  two  different  colors,  and  formed  into  the  om*- 
mcntJil  bow  represented  in  and  by  tho  drawing. 

No.  1,489.— IIexry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  HAUTFXJttD 
Carpet  Company. — Design  for  a  Carpet  Pattern. — Patent  dated  November  19,  JHtU. 

Claim. — The  design,  when  made,  by  being  inwrought  into  two-ply  ingram  or  other  carpet- 
ing, in  the  form  similar  to  the  drawings  accompanying  tho  specification. 

No.  1,490.— Henry  O.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  IIvrtiurd 
Carpet  Company. — Design  for  a  Carvet  Pattern. — Patent  dated  November  J9,  l*-ul. 

Claim. — The  de*«ign,  when  made,  by  being  inwrought  into  two-ply  ingrain  or  other  cjrprt- 
ing,  in  the  Ibrm  blmLlar  to  tho  drawings  accompanying  the  specification. 

No.  1,491.— ITenry  G.  Thoivtpson,  of  New  York,  N.  Y.,  assignor  to  the  II^RTroRD 
Carpet  Company. — Design  for  a  Carpet  Pattern. — Patent  dated  No veml>er  19,  1-^;). 

Cluim. — The  design,  when  made,  by  being  inwrought  into  three-ply  ingrain  or  oiIkt  car- 
peting, in  tho  fonn  similar  to  the  drawings  accompanying  the  bi>ecitication. 

No.  1,492.— Henry  G.  Thompson,  of  Now  York,  N^  Y.,  assignor  to  tho  II^RTPOfto 
Carpet  Company. — Design  for  a  Carpet  Pattern  -  Pat«nt  dated  Noveml>er  19,  l^t*}. 

Claim. — Tho  design,  when  made,  by  being  inwrought  into  two-ply  ingrain  or  <>;hcr  car- 
peting, in  the  fonn  similar  to  the  drawings  accompanying  tho  specification. 

No.  1,493.— He;nry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  HARTrocD 
Carpet  Company. — Design  for  a  Carpet  Pattern.— V&tcni  dated  November  19,  isil. 

Claim. — The  design,  when  made,  by  being  inwrought  into  three-ply  ingruin  or  o:Ler  car- 
peting, in  the  form  similar  to  tho  drawings  acg[)mpauying  the  specification. 

No.  1,494.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  tho  n\RTro»i> 
Carpet  CoMpan'\. — Design  for  a  Carpet  Pattern.  —Patent  dated  NoTeml)er  19,  is; I. 

Claim.— The  design,  when  made,  by  being  inwrought  into  two-ply  ingrain  or  other  cjrp«ki. 
ing,  in  the  form  similar  to  the  drawings  accompanying  tho  specification. 

No.  1,495.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  r  \m- 
PET  Company,  of  Hartford,  Conn,— Design  fur  a  Carpet  Pa/fern.- Putent  dated  No\*.m- 
ber  19,  1861. 

Claim, — Tho  design,  when  made,  by  being  inwrought  into  three-ply  ingrain  or  other  car- 
peting, in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,496.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  V  \e. 
PET  Company,  of  Harttbrd,  Conn.— Dwii^n /ar  a  Carpet  Pattern,— Vatent  dau>d  Nuvt-in. 
ber  19,  1861. 

Claim. — The  design,  when  made,  by  being  inwrought  into  three-ply  ingrain  or  oibt  r  cmr- 
peting,  in  the  form  siniil&r  to  the  drawings  accompanying  the  specihcation. 

No.  1,497.— Henry  O.  Thompson,  of  Now  York,  N.  Y.,  assignor  to  the  nARTFORr>  c  vr- 
PET  Company,  of  Hartford,  Conn. — Design  for  a  Carpet  Pattern, — ^Patent  dated  Novtsa- 
ber  19,  1861. 

Claim, — ^The  desi^  when  made,  by  being  inwrought  into  two-ply  ingrain  or  oUicr  car- 
peting, in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,498.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Harttcirh  ("  ut- 
PET  C0MP\NY,  of  Hartford,  Conn,— Design  for  a  Carpet  Pattern, — Patent  d,it«  I  N  .^.a- 
ber  19,  1861. 
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Claim. — The  design,  when  made,  by  being  inwrought  into  three-ply  ingrain  or  other  car- 
peting, in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,499.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn. — Design  for  a  Carpet  Pattern, — Patent  dated  Novem- 
ber 19,  1861. 

Claim. — The  design,  when  made,  by  being  inwrought  into  two-ply  ingrain  or  other  car- 
peting, in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,500.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn. — Design  for  a  Carpet  Pattern. — Patent  dated  Novem- 
ber 19,  1801. 

Claim. — The  design,  when  made,  by  being  inwrought  into  two-ply  ingrain  or  other  car- 
peting, in  the  form  similar  to  the  dmwings  accompanying  the  specification.        « 

No.  1,501.- Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Company,  of  Hartford,  Conn. — Design  for  a  Carpet  Pattern. — Patent  dated  November 
19,  18C1. 

Claim. — The  design,  when  made,  by  being  inwrought  into  two-ply  ingrain  or  other  car- 
peting, in  the  form  smdlar  to  the  drawings  accompanying  the  specification. 

\ 

No.  1,502.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Caiv- 
PET  Company,  of  Hartford,  Conn. — Design  for  a  Carpet  Pattern. — Patent  dated  November 
19,  1861. 

Claim. — The  design,  when  made,  by  being  inwrought  into  two-ply  ingrain  or  other  car- 
peting, in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,503.— Henry  G.  Thompson,  of  New  York,  N.  Y.,  assignor  to  the  Hartford  Car- 
pet Co.>H»ANY,  of  Harti'ord,  ConiL — Design  for  a  Carpet  Pattern.— VaUmi  dated  November 
19,  18G1. 

Claim. — The  design,  when  made,  by  being  inwrought  into  three-ply  ingrain  or  other 
carpeting,  in  the  form  similar  to  the  drawings  accompanying  the  specification. 

No.  1,504.— EUAS  Ingraham,  of  Bristol,  Conn.— Dc^t^n  for  a  Clock  Case.— Patent 
4lated  December  3,  1863. 

Claim. — The  design  for  a  clock  case,  as  illustrated  and  described. 

No.  1,505.— Albert  E.  Powers,  of  Lansingburgh,  Pa.,  administrator  of  Antoine 
Glomknski,  dci-eascd.— Design /or  Floor  Oil  Cloths.— Vfkieni  dated  December  3,  1861. 

Claim, — The  design  or  pattern  described  in  the  specification  and  the  drawings  accompany- 
ing the  same. 

No.  1,506.— John  Holt,  of  Gardner,  Maixie.— Design  for  a  Rolling  Pin.- Patent  dated 
December  JO,  1861. 

Claim. — The  general  configuration  of  parts  shown  and  described,  to  form  %  new  and 
original  design  lor  a  rolling  pin. 

No.  1,507.— Thomas  Lyons,  of  New  Britain,  Conn.,  assignor  to  Russell  &  Erwin. 
manufacturing  company,  of  New  York,  N.  Y. — Design  for  a  Horse  Spur. — Patent  dated 
December  24,  1801. 

c7<am.— The  general  configuration  of  the  parts  described,  to  form  a  new  and  •mamental 
design  for  a  spur. 


ADDITIONAL  IMPROVEMENTS. 

No.  312.— Jasper  Johnson,  of  Genesee,  N.  Y.— Improved  6?a/«.— Patent  dated  Janoaiy 
29,  1861. 

Claim. — The  dropping  latch  combined  with  the  operating  lever  as  set  forth. 

No.  313.— F.  Chamberlin,  of  Beriin,  Wis.—Improvement  in  Seeding  Machines.— Tskir 
•nted  April  10,  1860;  improvement  of  Fobraary  26,  1861. 

Claim.— The  employment  of  the  adju'^table  regulating  rim  a  a,  as  constructed  in  combina- 
tion with  the  hopper  A,  box  D,  and  cover  F,  arranged  in  the  manner  and  for  the  purpose  set 
forth. 
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No.  314.— John  Hartman,  jr.,  of  Philadelphia,  T&.— Improvement  in  Couch  Seats  for 
Railroad  Cars, — Patented  ISeptember  7,  185S;  improvement  of  February  26,  1861. 

Claim, — The  gfroove  or  slot  G,  and  the  bolt  or  pin  II,  the  same  being  constructed  and 
applied  to  operate  in  combination,  substantially  in  tne  manner  described  and  for  the  purpose 
specified. 

Also,  in  combination  with  the  subject  of  the  above  claim  and  the  diagonal  brace  E,  and 
ring  I,  the  application  of  the  knee  joint  brace  F,  the  same  bein?  constructed  and  arranged  to 
operate  substantially  as  described  and  for  the  purposes  specified. 

No.  315. — A.  n.  Row  AND,  of  Allegheny,  Pa. — Improvement  in  Coupling  for  Railroad 
Cars, — Patented  January  1,  1861 ;  improvement  of  February  26,  1861. 

Claim, — The  application  and  use  of  the  compound  metallic  springs,  supported  by  the 
elastic  spring  pads  or  cushions  e  c,  and  its  socket  or  bed  m  m,  operating  by  lateral  resistance 
or  pressure ;  also  elastic  spring  pads  or  cushions  o  o,  near  the  ends  of  the  main  metallic 
sprint,  so  as  to  increase  the  lateral  resistance  of  said  spring  when  the  car  is  drawn  forward, 
the  above  parts  being  arranged  as  shown,  and  operating  in  the  manner  and  for  the  purpose 
set  forth. 

No.  316. — G.  J.  WiLLSON  and  D.  H.  Fox,  of  Reading,  Pa. — Improvement  in  Gas 
Meters, — Improvement  of  February  ^,  1861. 

Claim, — First,  the  application  and  combination  of  the  lower  valve  c,  and  its  seat  D,  with 
our  open  discharge  pipe  Q,  and  open  filling  tube  R. 

Second,  the  application  of  a  back  outlet  connexion  with  one  or  more  openings  in  back  of 
meter  at  any  convenient  place,  to  prevent  a  direct  connexion  to  or  with  the  measuring  drum, 
or  the  applying  of  any  instrument  to  pierce  or  injure  the  measuring  drum  of  a  wet  gas  meter, 
as  set  forth. 

No.  317.— Douglas  Blv,  of  Rochester,  N.  Y,^ Improvement  in  Attaching  Thills  t* 
Vehicles, — Letters  patent  No.  23,&49,  dated  April  12,  1859;  reissue  with  additional  improTe- 
ment  No.  253,  dated  October  11,  1859 ;  improvement  of  March  12,  1861. 

Claim, — The  tightening  block  D,  in  combination  with  the  movable  collar  O,  and  nnt  H, 
substantially  as  and  for  the  purpose  herein  specified. 

No.  318. — S.VMUEL  B.  H.  Vance,  of  New  York  city,— Improved  Electrical  Apparatus  for 
Lighting  Gas, — Letters  patent  No.  335,  dated  February  5,  1861 ;  improvement  of  March 
12,  1861. 

Claim, — ^T-he  employment  or  use  of  the  stationary  electric  machine,  as  described,  in  place 
of  the  lamp,  candle,  taper  or  other  match  generally  used  for  lighting  gas. 


EXTENSIONS. 


Eunice  B.  IIusset,  administratrix  of  Obed  Husset,  deceased,  late  of  Baltimore,  Md.— 
Improvement  in  Reaping  Machines,— F&ieni  dated  August  7,  1847;  reissue  917;  dated 
February  28,  1860;  extended  February  27,  1861. 

Claim, — The  combination  of  the  finger  beam,  (without  a  platform,)  the  short,  open  slot 
fingers,  having  small  projections  below  the  cutter,  the  scolloped  cutter,  and  the  guides  for  the 
cutter,  these  parts  ixjing  constmctcd  and  combined  substantially  as  described;  the  cutter 
vibrating  in  a  straight  line,  each  scollop  having  an  edge  sliding  in  close  proximity  to  an 
angular  comer  of  the  finger,  and  forming  tnerewith  a  nipping  angle,  substantially  as  described. 

Henrv  Jenkins,  of  Brooklyn,  N.  Y.,  formerly  of  Pottsville,  Pa. — Improvement  in  Ma 
ehinerif  for  Weaving  Wire  Grating. — Patented  March  6,  1847 ;  extended  March  5,  1861. 
Claim. — Manufacturing  screens  or  other  articles  from  metallic  ivires  or  bars  that  are  bent 


vires,  so 

chanism  for  bending  or  crinkling  said  wires,  or  interweaving  them  to  iorm  the  requisite 
meshes. 

Eunice  B.  Husset,  administratrix  of  Obed  Husset,  deceased,  kite  of  Baltimore  Md.— 
Improvement  in  Reaping  Machines. — ^Patent  dated  August  7,  1847 ;  reissue  449 ;  dated  April 
14,  1857;  extended  March  1,  1861. 

Claim, — ^The  combination  of  a  vibrating  scolloped  cotter,  the  indentations  of  whose  edge 
Act  as  a  series  of  moving  shear  bUides,  with  slotted  guard  fixigers,  the  sides  of  which  act  as  a 
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corresponding  series  of  fixed  shear  blades ;  the  parts  of  such  fingers  forming  the  slot  being 
connected  at  the  front  ends  only,  leaving  the  rear  of  the  slot  open  and  free  for  the  escape  of 
material  that  would  otherwise  clog  the  cutter,  substantially  as  described. 

Eunice  B.  Hussey,  administratrix  of  Obed  Hussey,  deceased,  late  of  Baltimore,  Md.— 
Improvement  in  Reaping  Machines. — Patent  dated  August  7,  1847 ;  reissue  451 ;  dated  April 
14,  1857;  extended  March  1,  1861. 

Claim. — ^The  combination  of  a  slot  formed  between  the  long  and  short  parts  of  the  guard 
finger,  with  an  opening  in  the  rear  of  the  short  part,  substantially  as  described. 

Eunice  B.  Hussey,  administratrix  of  Obed  Hussey,  deceased,  late  of  Baltimore,  Md.— 
Improvement  in  Reaping  Machines. — Patent  dated  August  7,  1847 ;  reissue  742 ;  dated  June 
21,  1859;  extended  March  1,  1861. 

Claim. — The  combination  of  the  side  and  cross  bearines  of  the  g^uards,  with  flush  edges  at 
or  near  the  forks  of  the  blades,  substantially  as  described.  * 

E.  B.  Bigelow,  of  Boston,  Mass. — Improvement  in  Brussel  Looms. — Patented  March  20, 
1847;  reissued  September  11,  1849;  extended  March  6,  1861. 

Claim. — First,  giving  to  the  two  parts  of  the  mechanism — that  which  weaves  the  cloth  or 
forms  the  body  of  the  Fabric,  and  the  one  which  operates  the  figuring  wires — a  separate  and 
distinct  organization,  substantially  as  described,  when  these  are  connected  and  confined  by 
an  intermediate  mechanism  which  shifts  the  motive  or  driving  power  from  one  to  the  other, 
substantially  as  described ;  and,  in  combination  with  this,  the  employment  of  two  brakes  to 
arrest  the  momentum  of  the  moving  parts,  to  prevent  any  conflict  in  the  operations  of  the 
two  parts  of  the  mechanism. 

Second,  in  combination  with  a  loom  for  weaving  such  looped  fabrics  as  designated,  the 
employment  of  a  box,  trough,  or  the  equivalent  thereof,  for  receiving  and  holding  the  figuring 
wires  preparatory  to  their  being  introduced  under  the  figuring  warps,  substantially  as  de- 
scribed. 

Third,  the  fingers,  or  their  equivalents,  which  receive  the  figuring  wires  from  under  the 
pile  or  figuring  loops,  in  combination  with  the  trough  box,  or  the  equivalent  thereof,  into 
which  they  are  deposited  preparatory  to  the  introduction  of  them  under  the  figuring  warps, 
substantially  as  described. 

Fourth,  in  combination  with  the  mechanism  which  withdraws  the  figuring  wires  from 
under  the  pile  or  figuring  loops,  the  fing^ers,  or  their  equivalent,  for  transferring  uie  said  wires 
to  the  trough,  or  the  equivalent  thereof,  from  which  or  by  which  they  are  transferred  to  the 
open  shed  of  the  figuring  warps,  substantially  as  described. 

Fifth,  the  method,  substantially  as  described,  of  introducing  and  dropping  the  figuring 
wires  in  the  open  shed  of  the  figuring  warps,  as  described. 

Sixth,  the  method,  substantially  as  described,  of  supporting  the  figuring  wires  in  the  open- 
ing shed  of  the  figuring  warps  when  they  are  biaing  introduce,  as  £scri]^. 

Charles  Wilson,  of  Springfield,  Mass. — Improvement  in  Cutting  Stone. — Patented 
March  13,  1847;  reissued  March  4,  1851;  extended  March  12,  1861. 

Claim. — The  mode  of  cutting,  turning,  or  splitting  stone,  or  other  like  material,  by  means 
of  a  revolving  cutter,  operating  in  the  manner  set  forth. 

William  Joslin,  of  Cleveland,  Ohio. — Improvement  in  Machinery  for  Manufacturing 
Cordage. — Patented  January  19,  1847;  reissued  September  25,  1860;  extended  January  19, 
1861. 

C'/atm.^First,  the  construction  of  the  revolving  condensing  tube  K*  with  the  stationary 
laying  block  J,  the  former  being  constructed  and  operated  in  the  manner  and  for  the  purpose 
get  forth. 

Second,  the  combination  of  the  adjustable  frustrum  of  a  cone  with  the  revolving  shaft  H 
and  Condensing  tube  K^  for  graduating  the  tension  of  the  strands  during  the  operation  of 
laying  them,  us  described. 

James  UAnBETii,  of  East  Hartford,  Conn. — Improvement  in  Diaper  Pins. — Patented 
Januaiy  21,  1847;  extended  January  19,  1861. 

Claim. — The  combination  of  the  tubes,  caps,  elastic  bands  and  pins,  as  described,  so  as  to 
form  a  pin  in  such  a  manner  as  that  the  pin  will  be  confined  or  held  in  its  place,  and  the  point 
tj^ercof  prevented  from  piercing  or  otherwise  injuring  the  person  wearing  or  using  the  same. 

Richard  F.  Loper,  of  Philadelphia,  Pa. — Improvement  in  Ship-building. — Patented 
November  13,  1847;  reissued  May  7,  1861;  extended  November  6,  1861. 

C7atm.— Constructing  ships  and  other  vessels  with  hollow  iron  ribs,  rolled  as  described, 
and  bound  together  by  means  of  a  wooden  planking  and  ceiling,  substantially  as  describ<Ml, 
whereby  a  great  saving  in  weight  and  cost  of  metal  is  effected,  said  hollow  ribs  affording  a 
means  of  introducing  oil,  which  by  the  motion  of  the  vessel  is  to  circulate  and  penetrato  to 
the  bottom  fastenings,  preventing  the  rotting  of  the  planks  and  the  oxydation  of  the  metal, 
as  described. 
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H.  R.  Dunham,  of  Now  York,  N.  Y.— Improvement  in  Connecting  Side  Pipes  with  the 
Steam  CA««««.— Patented  March  20,  1847;  extended  March  19,  1861. 

Claim. — The  application  of  a  plate  of  flexible  metal  in  a  steam  pipe  between  two  flanges 
of  different  diameters,  the  yielding  of  which  plate  shall  give  sufficient  room  for  the  expansion 
of  the  pipe,  thereby  avoiding  the  necessity  of  using  stuffing  boxes  or  the  ordinaiy  copper 
hemispncrical  ring  joints  for  side  pipes  of  steam  engine. 

T.  B.  Bleecker,  of  New  York,  N.  Y. --Improvement  in  Folding  Bedsteads.^ 
Patented  April  17,  1847;  reissued  July  24,  1860;  extended  April  10,  1861. 

Claim. — i^rst,  the  employment  of  a  frame  hinged  in  the  centre  and  connected  to  the  two 
ends  of  a  bedstead,  for  the  purpose  of  folding  the  whole  bedstead  together  endwise,  in  the 
manner  described. 

Second,  in  combination  with  said  folding  frame,  the  hook-shaped  ends  to  the  side  rails, 
taking  bolts  attached  to  the  posts  and  formmg  hinges  at  these  pomts  for  folding  the  hinged 
frame  or  allowing  said  frame  to  be  disconnected  from  the  posts,  as  specified. 

Third,  in  combination  with  said  (irame  hinged  to  the  centre,  the  pendent  legs  fig.  9,  and  tbo 
braces  k,  for  the  purposes  and  as  specified. 

Thomas  Brown,  of  London,  England. — Improved  Arrangement  of  Mean*  for 
Working  and  Stopping  Chain  CaWw.— Patented  July  25,  1854;  ante-dated  April  20,  1847; 
reissued  March  25,  1856;  agaiu  reissued  February  15,  1859;  extended  April  12,  1861. 

Claim. — The  flaring  and  radially  flunched  annular  recess  in  the  capstan  of  working  a  cabto 
of  any  given  size,  or  cables  of  several  different  sizes,  the  same  being  constructed  and  operating 
in  the  manner  and  for  the  purposes  substantially  as  set  forth. 

Also,  in  combination  wkh  a  capstan,  a  windlass  which  is  capable  of  working  a  chain  cable 
when  only  a  partial  turn  is  taken,  a  set  of  removable  rollers,  so  arranged  in  relation  to  tl» 
capstan,  the  deck  pipes  and  hawse  holes,  that  either  a  port  or  starboard  chain  cable  can  bo 
continuously  hove  in  by  means  of  said  capstan  and  rollers,  and  can  be  directly  run  out  of  its 
locker  without  any  previous  overhauling,  substantially  as  set  forth. 

Also,  the  described  arrangement  of  bow  stopper  and  afler  stoppers,  whereby  more  cable 
can  gradually  and  controliably  be  given  to  a  vessel  while  riding  heavily  at  anchor,  substan- 
tially as  set  forth. 

Also,  the  clearing  guide,  in  combination  with  the  annular  recess  of  a  capstan  or  windlass, 
which  is  capable  of  working  a  chain  cable  when  only  a  partial  turn  is  taken,  for  the  purpose 
ftnd  in  the  manner  substantially  as  set  forth. 

Anson  Atwood,  of  Troy,  N.  Y.— Improvement  in  Cast  Iron  Wuels  for  Railroad  Car- 
riages.— Patented  May  15, 1847;  reissued  June  9,  1857;  again  reissued  September  22,  1857; 
extended  April  27,  1861. 

Claim. — rhe  connecting  of  the  rim  of  tbo  wheel  with  the  hub  in  cast-iron  car  wheels  by 
means  of  two  curved  plates,  starting  from  near  the  ends  of  the  hub  and  joining  at  a  part  of 
the  distance  between  it  and  the  rim,  thus  forming  a  hollow  ring  or  arch  around  the  hub,  and 
joining  said  ring  with  the  rim  by  a  single  plato,  or  its  equivalent,  for  the  uses  and  purposes 
set  forth. 

Anson  Atwqod,  of  Troy,  N.  Y. — Improvement  in  Cast  Iron  JFheels  for  Railroad  Car- 
riages.— Patented  May  15,  1847;  reissued  June  9,  1857 ;  again  reissued  September  22, 1857; 
extended  April  27,  1861. 

Claim. — Connecting  the  rim  of  a  wheel  cast  in  one  piece  with  a  solid  hub  by  means  of  a 
single  waved  plate,  in  combination  with  the  dished  flauch  or  flanches  of  the  hub,  forming  a 
ring  concentric  with  the  rim  of  the  wheel,  substantially  as  described,  whereby  the  several 
parts  can  yield  to  the  unequal  contraction  in  all  directions  without  serious  strain  of  the  metaL 
extended  AprU  27,  1861. 

Anson  Atwood,  of  Troy,  IT.  Y.— Improvement  in  Cast  Iron  Wheels  for  Railroad  Car- 
riages.—raiGUtcd  May  15,  1847 ;  reissued  June  9, 1857  ;  again  reissued  September  22, 1857; 

Claim. — ^A  cast-iron  disc,  corrugated  in  the  manner  substantially  as  and  for  the  purposes 
described,  when  used  in  connexion  with  the  chilled  rim  of  a  cast-iron  wheel. 

P.  W.  Gates,  of  Chicago,  ni. — Improvement  in  Dies  for  Cutting  Screws.— Patented 
May  8,  1847;  extended  May  6,  1861. 

C7fltm.— The  forming  of  such  dies  of  one  solid  block,  in  such  a  manner  as  that  they  shall 
cut  a  perfect  screw  by  the  once  passiuof  of  it  along  the  piece  to  bo  cut,  this  being  efl'eoted  in 
the  manner  set  forth,  that  is  to  say,  bj'  the  forming  of  acute  cutting  edges  on  the  threads 
within  the  die,  which  threads  are  to  bo  regularly  reduced  in  height  from  the  upper  to  the 
lower  face  thereof,  at  which  part  the  last  terminating  thread  is  obliterated,  and  by  the  filing 
away  of  a  large  portion  of  the  threads,  as  shown  at  B  B,  and  by  the  curves  e  m  and/m; 
the  cutting  edges  being  also  furnished  with  throats  for  the  escape  of  the  cuttings,  as  made 
known  and  represented,  and  the  whole  apparatus  being  arranged,  combined,  and  operating 
substantially  in  the  manner  and  for  the  piiipose  set  forth. 
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R.  M.  Hoe,  of  New  York,  N.  Y. — Improvement  in  Rotary  Printing  Presses. — 
Patent  dated  July  24,  1847  ;  extended  July  24,  1861. 

Claim. — First,  putting  the  form  or  forms  of  types  on  a  movable  or  permanent  segment  of 
a  cylinder  whicli  forms  tho  bed  and  chase,  substantially  as  described,  and  also  when  this  is 
combined  with  the  cylindrical  distributing  table  which  occupies  another  segment  of  tho  sam* 
cylinder,  substantially  as  described. 

Second,  giving  to  tho  inking  rollers  a  movement  toward  and  from  the  centre  of  the  cylin- 
der that  carries  tho  form  of  types,  substantially  as  described,  when  this  is  combined  with 
the  form  of  types,  and  the  distributing  table  ma^lo  on  one  and  the  same  cylinder  and  of  dif- 
ferent radius,  as  described,  whereby  the  inking  rollers  are  adapted  to  the  different  diameter 
of  the  form  of  types  and  distributing  table,  as  described. 

Third,  gi>*ing  to  the  ductor  or  fountain  roller  of  the  inking  apparatus  a  slow,  continuous, 
rotary  motioi ,  in  combination  with  the  ratchet  connexion  between  the  roUer  and  the  mechan- 
ism from  which  it  receives  its  continuous  rotary  motion,  substantially  as  described,  whereby 
the  ink  is  more  regularly  supplied,  and  by  which,  also,  this  supply  may  be  altered  when  de- 
tired,  as  described. 

Lastly,  the  method  of  securing  the  form  of  types  on  a  cylindrical  surface  with  column 
rules,  mskde  thicker  toward  their  outer  than  their  inner  edge,  by  connecting  these  with  grooves 
in  the  bed,  by  which  they  are  permitted  to  approach  and  recede  from  each  other,  and  at  the 
tame  time  kept  down  to  the  same  radius,  substantially  as  described,  whereby  prismatic 
typos  can  be  secured  and  held  on  a  cylindrical  surface  as  effectually  as  on  a  flat  surface,  tx* 
described. 

T.  J.  Rodman,  of  Pittsburg,  Pa. — Improvement  in  Casting  Ordnance^  8fc.— 
Patented  August  14,  1847 ;  extended  August  6,  1861. 

Claim, — ^Tho  cooling  from  the  interior  of  guns  or  other  heavy  hollow  castings  intended  to 
resist  a  central  force,  by  circulating  within  the  core  a  cooling  fluid  or  gas,  in  combination 
with  tho  application  of  artificial  heat  at  the  exterior  of  the  flask  to  prevent  cooling  from 
without. 

Wm.  J.  PULVER,  of  Troy,  N.  Y,— Improvement  in  Fire  Grafcs.— Patented 
August  7,  1847;  extended  August  6,  1861. 

Claim. — The  manner  of  dividing  the  grate  into  compartments  by  means  of  serrated  or  in- 
terlacing bars  or  teeth,  having  an  oscillatory  or  semi-revolving  motion  with  the  transverse 
bars  of  which  they  form  a  part,  or  to  which  they  are  united,  and  this  in  combination  with 
the  roek  shaft  through  which  the  said  motion  is  propagated  from  the  lever. 

8.  G.  Cornell,  of  Greenwich,  Conn. — Improvement  in  Lead  Pipe  Machinery. — 
Patented  August  21,  1847;  extended  August  20,  1861. 

Claim. — Placing  the  die  for  forming  tho  exterior  surface  of  the  pipe  in  the  piston,  or  the 
hollow  mandrel,  as  the  case  may  be,  substantially  as  described,  instead  of  placing  it  in  the 
head  of  the  lead  cylinder,  as  has  been  heretofore  done,  so  that,  as  the  piston  is  forced  into 
the  cylinder,  or  the  cylinder  forced  over  tho  piston,  the, pipe  will  be  formed  at  tho  point  of 
pressure  without  moving  the  mass  of  lead  relatively  to  tho  cylinder ;  and  in  combination 
therewith  the  color  for  forming  the  interior  surface  of  the  pipe,  the  die  and  core  being  a<^  us  ted 
and  held  in  their  proper  relative  positions  by  any  of  the  known  methods. 

Timothy  Clark,  of  New  Haven,  Conn. — Improvement  in  Safety  Apparatus  for  Steam 
Boi/rr^.— Patented  August  21,  1847;  extended  August  27,  1861. 
Claim. — ^I'he  application  of  an  elastic  vessel,  substantially  as  described,  instead  of  the 

Sistou,  whereby  the  friction  of  the  piston  is  avoided,  and  the  operation  of  the  damper  is  ren- 
ered  much  more  uniform,  the  whole  being  constmcted  and  operating  substantially  us 
described. 

J.  W.  Winslow,  of  Troy,  N.  Y. — Improvement  in  Rolling  and  Compressing  PuddUr'a 
Bfl//«.— Patented  December  18,  1847  ;  extended  December  11,  1861. 

Claim. — The  method,  substantially  as  do.scril)ed,  of  compressing  or  shingling  pudJler> 
balls  or  loops  of  iron  into  blooms,  by  the  combination  of  the  cam-formed  comprestK-T  and  two 
or  more  roller-*,  substantially  as  described. 

Second,  the  spring  or  yielding  cheeks  for  setting  up  tho  ends  of  tho  blooms,  in  combina- 
tion with  tho  combined  cam-formed  compresser  and  rollers,  substantially  as  described. 

And,  finally,  I  claim  the  feeder  and  discharging  follower,  in  combination  with  the  combined 
eam-formed  compressor  and  rollers,  in  tho  manner  and  for  the  purpose  described. 


® 


Digitized  by  VjOOQIC 


Digitized  by  CjOOQIC 


Digitized  by  CjOOQIC 


Digitized  by  CjOOQIC 


Digitized  by  CjOOQIC 


fmm 


Digitized  by  CjOOQIC 


Digitized  by  CjOOQIC 


